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the  employment  of  labor.  Other  subjects  considered  in  the 
remaining  papers  are  management,  power-plant  topics, 
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material  to  make  it  of  the  greatest  possible  reference  value. 
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TRANSACTIONS 

OF 

THE  AMERICAN  SOCIETY  OF 
MECHANICAL  ENGINEERS 

Volume  40  — 1918 

• 

THIS  volume  comprises  a  record  of  the  proceedings  of  The  Ameri- 
can Society  of  Mechanical  Engmeers  for  the  year  1918,  and  in 
it  will  be  found  papers  and  addresses  given  at  the  Spring  and 
Annual  Meetings  of  the  Society,  discussion  thereon,  the  extended 
sjrmposium  on  The  Economical  Use  of  Fuel  presented  at  the  Spring 
Meeting,  and  also  a  number  of  papers  contributed  by  the  Local 
Sections. 

In  selecting  the  material  published  in  the  present  volume,  the 
intention  has  been  to  include  all  of  the  papers  possessing  permanent 
reference  value.  A  number  dealing  more  particularly  with  industrial 
and  economic  matters  connected  with  war  activities  and  whose  in- 
terest and  value  depended  to  a  great  extent  upon  the  timeliness  of 
their  presentation,  have  been  omitted.  These,  however,  are  listed 
in  the  index,  where  reference  is  made  to  the  issues  of  The  Journal 
in  which  they  appeared  and  in  which  published  form  they  are  avail- 
able for  consultation. 

CHARLES   THOMAS   MAIN 

Charles  Thomas  Main  was  bom  in  Marblehead,  Mass.,  on  Feb- 
ruary 16,  1856.  He  attended  the  public  schools  in  that  town  and 
was  graduated  from  the  Massachusetts  Institute  of  Technology  in 
the  class  of  1876  with  the  degree  of  S.B.  in  the  department  of 
mechanical  engineering. 

He  remained  ^t  the  Institute  as  an  assistant  in  the  department 
of  mechanical  engineering  for  three  years  after  graduation. 

In  the  fall  of  1879  he  went  to  Manchester  Mills,  Manchester, 
N.  H.,  as  draftsman.  From  there,  on  January  1,  1881,  he  went  to 
Lawrence,  Mass.,  as  engineer  for  the  Lower  Pacific  Mills.    In  March 
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:*;.^S^6  he  was  made  assistant  superintendent  of  the  mill,  and  about  a 
"Vear  later  superintendent,  which  position  he  held  until  1892,  mean- 
while also  giving  his  attention  to  the  engineering  work.  During 
this  period  of  eleven  years  he  had  charge  of  the  reorganization  and 
the  rebuilding  of  a  large  portion  of  the  plant,  and  for  something  over 
five  years  supervision  of  its  operation. 

About  this  time  Mr.  Main  decided  that  he  preferred  to  follow 
engineering  rather  than  administrative  work  and  resigned  his  office 
at  the  Pacific  Mills.  After  one  year  in  Providence,  R.  I.,  spent  in 
engineering  and  mill  work,  he  formed  an  association  with  Mr.  F.  W. 
Dean  and  conducted  a  business  under  the  name  of  Dean  &  Main, 
devoted  largely  in  the  early  days  to  textile-mill  work,  but  gradually 
broadening  so  as  to  include  other  industrial  plants.  This  associa- 
tion existed  from  January  1893  to  January  1907,  when  it  was 
dissolved.  Since  that  time  he  has  conducted  an  engineering  busi- 
ness imder  the  name  of  Chas.  T.  Main. 

During  the  period  from  1893  to  the  present  time  a  large  number 
of  industrial  plants  have  been  designed  and  constructed  under  his 
direction  and  many  others  reorganized,  the  steam  engineering  for 
industrial  plants  developing  into  steam-power-plant  work,  and  the 
water-power  work  into  hydroelectric  developments. 

Among  the  largest  undertakings  in  the  industrial  plants  are 
the  Wood  Worsted  and  Ayer  Mills  in  Lawrence,  Mass.,  and  in 
hydroelectric  work  four  developments  for  the  Montana  Power  Com- 
pany, aggregating  about  250,000  hp. 

He  has  acted  as  consulting  engineer  on  many  projects  and  as 
expert  witness  or  referee  in  many  important  cases  and  has  placed 
valuations  on  many  industrial  plants  for  various  purposes. 

He  was  elected  to  membership  in  The  American  Society  of 
Mechanical  Engineers  in  1885  and  was  a  manager  from  1914  to 
1917.  He  is  also  a  member  of  the  American  Society  of  Civil  En- 
gineers, the  American  Institute  of  Consulting  Engineers,  the  Boston 
Society  of  Civil  Engineers  (past-president),  and  of  other  technical 
societies;  is  president  of  the  Engineers'  Club  in  Boston,  and  is 
a  life  member  of  the  Corporation  of  the  Massachusetts  Institute  of 
Technology. 

He  has  written  several  papers  on  engineering  subjects,  some  of 
which  have  been  presented  at  meetings  of  the  Society. 

Mr.  Main  has  been  interested  for  many  years  in  public  affairs  and 
has  served  in  several  municipal  offices  for  the  purpose  of  advancing 
the  idea  of  good  government  and  doing  his  share  of  public  work. 
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MEETINGS  JANUARY-JUNE 

MEETINGS  OF  SECTIONS 

TC^IGHTY-TWO  meetings  were  held  by  the  twenty  organized 
-^  Sections  of  the  Society  and  the  Providence  Engineering  Soci- 
ety, an  affiliated  body,  during  the  first  six  months  of  the  year. 
Twenty-two  of  these  meetings  were  arranged  jointly  with  one  or 
more  local  technical  organizations  or  branches  of  other  national 
engineering  societies  in  fifteen  different  centers.  President  Main 
and  Secretary  Rice  visited  seven  of  the  Sections,  and  addressed 
meetings  on  various  dates.  A  number  of  the  papers  of  more  general 
interest  which  were  presented  at  these  meetings  were  published  in 
The  Jotjbnal  diuing  1918. 

ATLANTA 

February  12:  Chairman  Oscar  Elsas  gave  a  report  of  the  Con- 
ference of  Sections  delegates  at  the  Annual  Meeting  of  the  Society. 

April  9:  Address  on  The  Effect  Upon  Fuel  Economy  of  Different 
Arrangements  of  Baffles  in  Boiler  Tubes,  W.  G.  Eager.  Abstract 
published  in  The  Journal,  September  1918. 

BALTIMORE 

January  10:  Joint  meeting  with  the  Engineers'  Club  and  the 
various  associations  of  stationary  engineers,  to  discuss  the  subject 
of  Fuel  Saving.  Charles  H.  Bromley  delivered  the  main  address 
on  How  to  Get  the  Most  Out  of  Coal. 

January  29:  Henry  Adams  presented  a  paper  on  Some  Engineer- 
ing Experiences. 

March  12:  Subject:  Canning  of  Foods.  Papers  by  J.  H.  Shrader 
on  Economies  in  Manufacturing  in  the  Canning  Industry,  pub- 
lished in  The  Journal,  ^ugust  1918;  by  Julian  C.  Smallwood  on 
Investigation  of  the  Uses  of  Steam  in  the  Canning  Industry,  pub- 
lished in  this  volume  of  Transactions  and  in  The  Journal,  May 
1918;  and  by  J.  C.  Taliaferro  on  The  Filling  and  Closing  of  the 
Modem  Can. 
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May  22:  Election  of  officers.  Address,  illustrated  by  lantern 
slides,  on  Hog  Island,  the  Greatest  Shipyard  in  the  World,  by  W.  H. 
Blood,  Jr. 

BIBMINOHAM 

February  22:  Joint  meeting  with  Alabama  Technical  Society, 
at  which  C.  B.  Davis  delivered  a  paper  on  Fuel  Ck)nservation  and 
Increased  Production. 

March  21 :  J.  A.  Simit  gave  a  talk  on  Water  and  Fuel  Equipment, 
Warrior  River  Reserve  Station. 

April  25:  Paper  on  The  Gas-Producing  Plant  of  the  American 
Cast-Iron  Pipe  Company,  by  J.  W.  Moore. 

May  16:  Addresses  by  Chairman  J.  H.  Elinck  on  achievements 
of  the  Section  during  the  past  year;  Major  F.  H.  Wagner,  O.O.R.C, 
U.S. A.,  on  some  of  the  problems  in  connection  with  the  fixation  of 
nitrogen;  Secretary  Calvin  W.  Rice  on  various  timely  topics. 

BOSTON 

January  22:  Reception-smoker  tendered  to  President  Charles  T. 
Main,  preceded  by  a  dinner.  Short  addresses  by  Professor  Whipple, 
John  R.  Freeman,  Desmond  Fitzgerald,  Lionel  S.  Marks,  Du^d 
C.  Jackson,  H.  S.  Hale,  Calvin  W.  Rice  and  W.  H.  Balch. 

February  5:  Joint  meeting  with  Boston  Section,  American  Insti- 
tute of  Electrical  Engineers.  Paper  on  The  Modem  Trend  of 
Education,  Walter  I.  SUchter. 

March  16:  Address  on  Man  Power,  J.  Parke  Channing.  Abstract 
published  in  The  Journal,  June  1918. 

April  30:  Joint  meeting  with  Boston  Society  of  Civil  Engineers 
and  the  American  Institute  of  Electrical  EIngineers.  Illustrated 
address  on  Hog  Island,  W.  H.  Blood,  Jr.;  address  by  Alfred  D. 
Flinn,  Secretary  of  the  Engineering  Council,  on  the  progress  and 
aims  of  the  Engineering  Council;  short  addresses  on  subjects  of  the 
day  by  Major-General  H.  F.  Hodges,  in  conmiand  of  Camp  Devens, 
and  Mayor  Andrew  J.  Peters,  of  Boston.  Motion  pictures  were 
shown  by  H.  O.  Westendarp  illustrating  the  adaptability  of  a  new 
rudder  he  had  perfected. 

May  29:  Annual  meeting  at  which  ofecers  were  elected  for  en- 
suing year.  Addresses  by  President  Charles  T.  Main  and  Past- 
President  Ira  N.  Hollis;  Dr.  Charles  H.  Eaton  delivered  an  address 
<ui  America  at  the  Gateway  of  Destiny. 
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BUFFALO 

January  9:  L.  C.  Loewenstein  gave  a  paper  on  The  Widening 
Field  of  the  Steam  Turbine  as  a  Prime  Mover. 

Fdmiary  6:  Meeting  of  Buffalo  Engineering  Society  and  Buffalo 
Section  of  the  Society  of  Automotive  Engineers.  Paper  on  Electric 
Storage  Batteries,  C.  C.  Carpenter. 

February  13:  Illustrated  lecture  on  The  Development  of  Con- 
crete Barge  and  Ship  Construction,  J.  E.  Freeman.  Abstract  pub- 
lished in  The  Journal,  April  1918. 

February  20:  Discussion  of  Manual  and  Technical  Training, 
F.  E.  Cardullo. 

March  13:  Address  by  J.  A.  Johnson  on  The  Hydroelectric 
Power  Problem. 

March  27:  Dexter  S.  Kimball  delivered  a  lecture  on  Water 
Powers  of  the  Pacific  Coast,  illustrated  with  lantern  slides. 

April  3:  Illustrated  lecture:  The  Manufacture  of  Wrought-Iron 
Pipe,  N.  Boland. 

April  10:  The  Recent  Development  of  Propelling  Machinery  for 
War  and  Merchant  Ships,  Eskil  Berg. 

April  24:  Lecture  on  Ball  Bearings,  Their  Design,  Manufacture 
and  Application,  S.  W.  Gumey. 

May  1 :  Reports  of  officers  and  committees,  and  election  of 
officers  for  coming  year. 

CHICAGO 

March  1:  Subject:  The  Coal  Situation.  Discussed  by  Joseph 
Harrington  and  H.  H.  Stoek. 

April  22:  Joint  meeting  with  Chicago  Section  of  American  In- 
stitute of  Electrical  Engineers  and  Mechanical  and  Electrical  Sec- 
tions of  the  Western  Society  of  Engineers.  Paper:  The  Automobile 
Plant,  by  C.  F.  Kettering. 

May  2^:  Lecture  on  The  Mayfair  Pumping  Station,  John  E. 
Elricson. 

June  17:  Joint  meeting  with  Western  Society  of  Engineers  and 
Chicago  Section  of  American  Institute  of  Electrical  Engineers. 
Paper:  Advantages  of  High  Pressure  and  Superheat  as  Affecting 
Steam-Plant  Efficiency,  Eskil  Berg.  Published  in  this  vohime  of 
Transactions  and  in  The  Journal,  September  1918. 


6  80CIETT 

CINCINNATI 

March  21 :  Joint  meeting  with  Engineers'  Club  of  Cincinnati, 
afternoon  and  evening  sessions,  with  papers  on  Shop  Kinks,  Henry 
Ritter;  The  Economic  Use  of  Coal  by  Communities,  John  T.  Faig, 
illustrated  with  lantern  dides;  The  Training  of  Women  for  Industry, 
C.  U.  Carp^iter. 

May  11 :  Address  by  Secretary  Calvin  W.  Rice  on  Various  Activi- 
ties of  the  A.S.M.E. 

CONNECTICUT 
Bridgeport  Branch 

AprU  24:  Spring  meeting,  with  afternoon  and  evening  sessions. 
Afternoon:  General  get-together  meeting.  Evening:  Patriotic  ad- 
dress by  Judge  Pullman;  other  addresses  by  Clinton  E.  Woods  on 
Factory  Accounting  as  a  Bill  for  Controlling  Production;  Harry  E. 
Harris  on  Facilitation  of  War  Production  by  Practicable  Manu- 
facturing Allowances;  and  Wm.  R.  Webster  on  Intelligent  Specifi- 
cations and  Inspection  as  a  Factor  in  Production  Increase. 

Hartford  Branch 

FdjTvary  12:  Paper  on  the  Functioning  and  Production  of  Auto- 
matic Fire  Arms,  B.  M.  W.  Hanson,  assisted  by  Fred  T.  Moore, 
who  gave  a  talk  on  the  functioning  of  the  Vickers  gun. 

May  13:  Election  of  officers  for  ensuing  year,  followed  by  a  talk 
on  Submarines  by  P.  B.  Brill. 

Maiden  Branch 

January  17:  Coal  Conservation,  L.  P.  Breckenridge. 

February  14:  Illustrated  lecture  on  Fire  Protection  in  Manu- 
facturing Plants,  Charles  E.  Rigby.  Abstract  published  in  The 
JouBNAL,  October  1918. 

A'pril  19:  F.  C.  Bolton  gave  a  description  and  demonstration  of 
the  Browning  machine  rifle. 

May  17:  Election  of  officers  for  the  ensuing  year,  followed  by 
paper  on  The  Need  of  Systematic  Training  and  Instruction  of  Work- 
men in  the  Factories,  R.  W.  Millard. 

New  Hgioen  Branch 

April  16:  Paper  on  Internal-Combustion  Engines,  George  A. 
Orrok. 

May  10:  Election  of  officers  for  ensuing  year.  L.  P.  Brecken- 
ridge reported  on  the  plan  of  the  Fuel  Administration  to  inspect  all 
power  plants  of  the  country;  informal  paper  on  the  Development 
of  the  Repeating  Rifle,  Edwin  Pugsley. 
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DETROIT 

January  25:  Joint  meeting  with  Detroit  Engineering  Society. 
Three-part  paper  presented  on  Complete  Description  and  Test  of  a 
Modem  Lake  Steamer:  Part  I,  Description  of  the  Hull,  H.  W. 
Millner;  Part  II,  Description  of  the  Machinery,  Geo.  B.  TumbuU; 
and  Part  III,  Tests,  A.  G.  Mattison. 

May  3:  Annual  Meeting  held  jointly  with  the  Detroit  Engineer- 
ing Society.  Election  of  officers,  followed  by  a  paper  on  Some 
Factors  in  Fuel  Economy  in  Boiler  Plants,  Robert  H.  Kuss.  Ab- 
stract published  in  this  volume  of  Transactions  and  in  The 
Journal,  October  1918. 

ERIE 

May  3:  Election  of  officers  for  ensuing  year,  followed  by  paper 
on  The  Conservation  of  Material,  James  Burke. 

INDIANAPOLIS 

January  25:  Joint  all-day  meeting  with  the  Indiana  Engineering 
Society  and  American  Institute  of  Electrical  Engineers'  Section. 
Morning  Session:  Concrete  Roads  vs.  Other  Types  of  Construction, 
W.  E.  Graves;   Discussion  on  Roads  and  Recent  Development  in 
Brick  Paving,  E.  B.  Smith;    Indiana  Market  Highways  in  War 
Time,  W.  S.  Moore;  History  of  an  Old  Bridge,  J.  S.  Spiker;  Water- 
Bound  Gravel  Roads,  Karl  L.  Hanson;    motion  pictures  showing 
construction  of  buildings  and  roads  at  the  cantonment  at  Camp 
Dodge,  la.,  presented  by  D.  C.  Franks.    Afternoon  Session:  Recent' 
Development  in  Signaling  at  the  Front,  Colonel  Slaughter;  Financial 
Problems  of  the  Utility  in  War  Times,  J.  F.  Gilchrist;   illustrated 
lecture  on  Concrete  Ships  and  Barges,  J.  E.  Freeman;   Vocational 
and  Industrial  Education,  A.  S.  Hurrell.     Evening  Session:  Address 
on  The  Engineer  and  the  State  Council  of  Defense,  Will  H.  Hays; 
ilkistrated  lecture  on  The  King  of  the  Rail,  W.  S.  Culver. 

May  10:  Election  of  officers.  Secretary  Calvin  W.  Rice  gave  an 
address  on  the  Relation  of  the  National  Society  to  the  Section,  the 
relation  of  the  engineer  to  the  war,  and  ways  in  which  he  could  assist 
the  National  Fuel  Administrator  and  his  city  or  community.  The 
subject  of  Heat  Losses  in  Uncovered  Steam  Pipes  was  also  discussed. 

LOS  ANGELES 

February  7:   Illustrated  lecture:   The  Practical  Side  of  Portland 
Cement  Manufacture,  L.  D.  Gilbert. 
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MILWAUKEE 

January  16:  Illustrated  lecture  on  Electric  Locomotives  on  the 
C.  M.  and  St.  P.  Railway,  Walter  Alexander. 

February  13:  Illustrated  addresses  on  Cold  Accumulators  and 
Their  Application  to  the  Refrigerating  Industry,  E.  S.  H.  Baars; 
and  on  the  Refrigerating  Equipments  at  the  United  States  Army 
Cantonments,  Alex  H.  Luedicke  and  Fred  Goes. 

March  13:  Under  auspices  of  American  Institute  of  Electrical 
Engineers'  Section,  Cyril  M.  Jansky  delivered  a  lecture  on  Science 
in  War. 

April  10:  Under  auspices  of  the  American  Society  of  Refriger- 
ating Engineers,  an  illustrated  address  was  delivered  by  Charles  L. 
Fortier  on  Automatic  Control  Apparatus  for  Temperature  Control 
in  General,  and  also  as  applied  to  the  refrigerating  industry. 

May  8:  Lecture:  The  White  Coals  of  Wisconsin,  N.  J.  Whelan 
and  V.  S.  Hillyer. 

June  12:  Illustrated  lecture  on  Products  of  Electric  Furnaces 
and  the  Cost  of  Their  Production,  H.  M.  St.  John. 

NEW   ORLEANS 

January  12:  Participation  in  a  smoker  held  in  connection  with 
annual  meeting  of  the  Louisiana  Engineering  Society. 

February  11:  Participation  in  meeting  of  Louisiana  Engineering 
Society.  Paper  on  Some  Notes  on  Wireless  Telegraphy,  P.  E. 
Jiehde. 

March  11:  Lecture:  The  New  Orleans  Industrial  Canal,  A.  M. 
Lockett. 

May  13:  Joint  meeting  with  Louisiana  Engineering  Society. 
Address  on  Britain  and  the  War  the  Last  Twelve  Months,  Hon. 
T.  F.  Carlisle,  British  Consul.  Secretary  Calvin  W.  Rice  delivered 
an  address  on  the  War  Activities  of  the  A.S.M.E.  and  the  Need  of 
Cooperation  Among  Engineering  Societies.  Followed  by  election  of 
officers. 

June  10:  Paper:  The  Present  Situation  as  Relating  to  the  In- 
troduction and  Use  of  Natural  Gas  in  New  Orleans,  Howard  Egleston. 

NEW  YORK 

January  8:  Paper:  Manufacturing  in  Relation  to  Banking,  Re- 
search and  Management,  Walter  Rautenstrauch.  Abstract  pub- 
lished in  The  Journal,  June][1918. 


SOCIETY  AFFAIRS  9 

Fdtnuiry  21:  Subject:  How  Non-Essential  Work  Might  be 
Turned  Toward  Winning  the  War.  Speakers:  Secretary  Calvin  W. 
Rice,  Frederick  W.  Keough,  William  Hamlin  Childs,  Sterling  H. 
Bunnell,  Horace  B.  Cheney,  President  Charles  T.  Main,  J.  H.  Haas, 
Erik  Oberg,  C.  R.  McMillen,  Frank  Mossberg,  P.  W.  Henry  and 
D.  D.  Jackson.  Detailed  report  published  in  The  Journal,  April 
1918. 

March  19:  Subject:  Terminal  Facilities;  discussed  by  A.  B. 
Pough,  B.  F.  Cresson,  Jr.,  W.  J.  Barney,  George  H.  Pride,  Ira  Place 
and  Charles  Whiting  Baker. 

April  9:  Joint  meeting  with  the  metropolitan  Student  Branches 
under  auspices  of  the  Student  Branches.  Brief  addresses  on  war, 
educational  and  engineering  topics  by  Messrs.  M.  H.  Avram,  Fred. 
R.  Low,  George  A.  Orrok,  Prof.  C.  P.  Bliss,  Charles  Whiting  Baker, 
Ira  N.  Hollis,  Lieut.  B.  F.  Hart  and  G.  Douglas  Wardrop. 

May  21:  Subject:  Labor  Turnover;  discussed  by  L.  D.  Burlin- 
game,  John  Calder,  Captain  Boyd  Fisher,  Dudley  R.  Kennedy, 
H.  E.  Miles,  J.  J.  Pearson,  H.  F.  J.  Porter,  Orrin  W.  Sanderson. 
Published  in  The  Journal,  September  1918. 

ONTARIO 

January  29:  Address  on  The  Influence  of  Munition  Manufacture 
and  Other  War  Work  on  Machine-Shop  Practice,  F.  B.  Ward. 

March  25:  Joint  meeting  of  technical  organizations.  Address 
by  Col.  David  Carnegie  on  Need  of  Training  the  Directors  and  Dis- 
tributors of  Production.  W.  E.  Segsworth  explained  the  gigantic  work 
undertaken  in  connection  with  the  Invalided  Soldiers'  Commission.  . 

April  18:  Heat  Treatment  of  Low-Carbon  Steels,  W.  M.  Wilkie. 
Published  in  Mechanical  Engineering,  March  1919. 

May  27:  Secretary  Calvin  W.  Rice  gave  an  address  on  the 
Activities  of  the  Society;  J.  H.  Billings  delivered  a  paper  on  the 
Strength  of  Cast  Iron  in  Bending  as  Affected  by  Variations  in  Cross- 
Section.    OflScers  elected  for  ensuing  year. 

PHILADELPHIA 

January  22:  Illustrated  lecture  on  the  War  on  Land  and  Sea, 
William  L.  Cathcart. 

February  26:  The  Income  Tax  —  An  Engineer's  Analysis,  Carl 
G.  Barth.    Abstract  published  in  The  Journal,  October  1918. 

March  27:  Joint  meeting  with  Engineers'  Club  of  Philadelphia. 
Paper  on  Recent  Developments  in  Methods  of  Measurement,  Dr. 
S.  W.  Stratton. 
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April  23:  Dinner  meeting  with  addresses  by  D.  Robert  Yamall, 
W.  S.  Catell,  President  Charles  T.  Main,  Past-President  James 
Hartness,  C.  C.  Thomas,  S.  M.  Vauclain  and  W.  C.  L.  Eglin. 

May  28:  Manufacture  of  Ordnance  Forgings,  George  Satter- 
thwaite. 

PROVIDENCE 

January  2:  Illustrated  lecture:  The  Causes  of  Rot  in  Timber, 
Frederick  J.  Hoxie. 

January  \b:  Paper  on  The  Development  of  the  Submarine, 
illustrated  by  slides,  by  Albert  Cook  Church. 

Febrvuiry2Q\  Illustrated  lecture:  Water-Power  Development  in 
New  England,  Henry  I.  Harriman. 

March  4:  Smoker  and  general  meeting.  Gov.  R.  Livingston 
Beekman  gave  an  account  of  his  experiences  at  the  battlefront. 

March  22:  Lecture  on  War  in  the  Air,  G.  Douglas  Wardrop; 
short  address  on  Methods  of  Cooperation  in  Meeting  Present  Emer- 
gencies, Secretary  Calvin  W.  Rice. 

April  9:  Paper  on  Bronze  and  Its  Uses,  W.  A.  Kennedy. 

April  30:  Joint  meeting  with  Rhode  Island  Section  of  the  Amer- 
ican Chemical  Society.  Illustrated  lecture  on  The  Manufacture  of 
Military  Primers,  lieut.-Col.  Allerton  S.  Cushman,  Ord.  Dept., 
U.S.N.A. 

ST.   LOUIS 

January  16:  Joint  meeting  with  Associated  Engineering  Societies 
of  St.  Louis.  Paper  on  The  Recovery  of  Gasoline  from  Casing-Head 
and  Natural  Gas,  Paul  Diserens.  Abstract  published  in  this  volume 
of  Transactions  and  in  The  Journal.  October  1918. 

February  6:  Lecture:  The  Manufacture  and  Use  of  Ammunition 
as  Adapted  to  Pr^nt-Day  Warfare,  C.  B.  Lord. 

March  29:  Lecture:  Economic  Reconstruction  After  the  War, 
Dr.  Isaac  Lippincott. 

SAN  FRANCISCO 

March  20:  Informal  dinner  tendered  jointly  to  Prof.  George  F. 
Swain  by  the  local  sections  of  the  American  Society  of  Civil 
Engineers,  American  Institute  of  Mining  Engineers,  American 
Chemical  Society  and  Am.  Soc.  M.  E.  Speakers:  P.  M.  Downing, 
on  Interconnection  of  Power  Plants;  D.  M.  Folson,  on  Fuel-Oil 
Saving;  Max  Thelen,  on  War  Activities  of  the  Railroad  Commis- 
sion; and  George  F.  Swain,  on  National  Issues  of  Today. 
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THE  SPRING   MEETING 

WoBCBSTER,  Mass.,  June  4  to  7 

The  Spring  Meeting  of  the  Society  held  in  Worcester,  Mass., 
June  4  to  7,  was  the  largest  in  its  history,  there  being  a  r^istration 
of  472  members  and  514  guests,  a  total  of  986.  The  professional 
sessions  were  held  partly  at  the  Hotel  Bancroft,  the  convention 
headquarters,  and  partly  at  the  Worcester  Polytechnic  Institute. 

At  the  opening  session  held  at  the  Hotel  Bancroft  on  Tuesday 
evening,  there  were  addresses  of  welcome  by  R.  Sanford  Riley  and 
Mayor  Pehr  G.  Holmes  with  response  by  President  Charles  T.  Main, 
and  an  address  on  the  Growth  of  an  Industrial  City  by  Hon.  Charles 
G.  Washburn.  This  was  followed  by  a  reception  at  the  Art  Museum 
and  a  dance  at  the  Woman's  Club  building  adjoining. 

The  Conunittee  on  Meetings,  L.  P.  Alford,  Chairman,  in  charge 
of  the  professional  program,  had  arranged  for  addresses  by  representa- 
tives of  the  United  States  Government  on  the  procurement  program 
of  the  Government  with  respect  to  ordnance,  aircraft,  ships,  etc.; 
a  topical  discussion  on  fuel  economy,  under  the  auspices  of  the  Fuel 
Conservation  Committee  of  the  Engineering  Council;  and  a  session 
on  vocational  training  based  on  the  Boston  system.  There  were 
the  usual  technical  papers  on  general  subjects  and  an  interesting 
session  at  the  Norton  Companies'  plants,  the  latter  relating  to  the 
housing  of  workmen  and  employees. 

Ebccursions  planned  for  the  ladies  on  Wednesday  included  a 
visit  in  the 'morning  to  an  interesting  exhibit  at  the  Crompton  and 
Knowles  Loom  Works  where  fancy  looms  were  in  operation.  This 
was  followed  by  a  motor  ride  around  Lake  Quinsigamond;  a  tour 
through  the  plant  of  the  Worcester  Corset  Company,  and  a  trip  to 
the  Tatnuck  Country  Club,  where  tea  was  served.  The  closing 
festivity  was  held  on  Thiursday  evening  in  the  form  of  a  garden 
party  at  the  Worcester  Country  Club. 

Friday  was  reserved  for  an  all-day  trip  to  the  cantonment  at 
Camp  Devens.  Luncheon  was  served  at  the  camp,  after  which  the 
trip  was  continued  through  Concord  and  Lexington,  most  of  the 
party  returning  by  the  way  of  the  Wayside  Inn,  where  tea  was  served. 

The  chairmen  of  the  local  committees  having  the  general  direc- 
tion of  the  convention  were  as  follows:  General  Committee,  George  I. 
Rockwood;  Reception,  John  W.  Higgins;  Women's  Committee, 
Mrs.  R.  Sanford  Riley;  Hotel,  R.  C.  Cleveland;  Transportation, 
James  F.  Healey;  Automobile,  John  C.  Harvey;  Finance,  William 
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W.  Bird;  Entertainment,  George  N.  Jeppson;  Printing  and  Pub- 
licity, Howard  W.  Dunbar;  Chamber  of  Commerce,  Charles  E. 
Hildreth.  Various  sub-committees  and  individuals  comprising  the 
membership  of  the  above  committees  were  directly  in  charge  of 
the  several  events  of  the  meeting;  and  in  fact  the  whole  Worcester 
membership  and  their  wives  and  many  other  of  the  local  people 
personally  helped  to  make  the  meeting  the  great  success  that  it  was. 
Every  one  in  attendance  was  enthusiastic  in  his  praise  and  pro- 
nounced the  gathering  one  long  to  be  remembered. 

PROGRAM 

Tuesday  Momingf  June  4 
Registration  of  members  and  guests  at  headquarters. 

Tuesday  Afternoon 
Committee  meetings. 

Tuesday  Evening 
Informal  reception  and  dance. 

Wednesday  Morning,  June  5 
BUSINESS  MEETING 
Committee  reports,  discussion,  new  business. 

FIRST  NEW  ENGLAND   DAY   SESSION 

The  Small  Industry  in  a  Democracy,  George  H.  Haynes. 

The  Textile  Industry  in  Relation  to  the  War,  J.  E.  Rousmaniere.^ 

Wednesday  Afternoon 

simultaneous  professional  sessions 
second  new  england  session 

Converting  a  Factory  for  Munitions  Manufacture,  John  S.  Holbrook.' 
Some  Economic  Aspects  of  Fire-Protection  Problems  and  Hazards  in 
War  TiiiES,  J.  Donald  Pryor  and  Frank  V.  Sackett. 

Oil  Fuel  in  New  England  Power  Plants,  Henry  W.  Ballou. 

GENERAL  SESSION 

A  Foundry  Cost  and  Accounting  System,  William  W.  Bird. 

The  Pubuc  Interest  as  the  Bed  Rock  of  Professional  Practice, 
Morris  L.  Cooke. 

Moisture  Reabsorption  of  Air-Dried  Douglas  Fir  and  Hard  Pine 
and  the  Effect  on  the  Compressive  Strengths.    Irving  H.  Cowdrey. 

A  High-Speed  Air  and  Gas  Washer,  Lieut.  John  L.  Alden. 

Investigation  of  the  Uses  of  Steam  in  the  Canning  Factory,  Julian  C. 
Small  wood. 

1  Published  in  Thb  Journal,  July  1918. 
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SESSION  ON  SAFETY  EDUCATION  IN  TECHNICAL  SCHOOLS  AND 

UNIVERSITIES 

The  Safety  Engineer,  L.  A.  DeBlois.^ 

New  Coxtrse  op  Instruction  in  Safety  Work,  Greo.  N.  Follows.' 

Wednesday  Evening 
GENERAL  WAR  SESSION 

Requirements  of  the  Navy,  Paymaster  C.  E.  Parsons.' 
Experiences  in  France,  Dr.  Irving  G.  Clark.' 

Thursday  Morning,  June  6 

SIMULTANEOUS  PROFESSIONAL  SESSIONS 

GENERAL  SESSION 

Efficiency  of  Gear  Drives,  C.  M.  Allen  and  F.  W.  Roys. 
A  Self-Adjusting  Spring  Thrust  Bearing,  H.  G.  Reist. 
AiB  Propulsion,  Morgan  Brooks. 

The  Elastic  Indentation  of  Steel  Balls  Under  Pressure.    C.  A. 
Briggs,  W.  C.  Chapin,  H.  G.  Heil. 

Electric  Heating  of  Molds,  Harold  E.  White. 

Stresses  in  Machines  When  Starting  or  Stopping,  F.  Hymans. 

FUEL  SESSION 

An  Investigation  of  the  Fuel  Problem  in  the  Middle  West,  A.  A. 
Potter. 

Topical  Discussion  on  Fuel  Economy. 

VOCATIONAL  TRAINING   SESSION 

Addresses  on  Emergency  Technical  War  Training  by  Major  James  E. 
Cassidy,  U.S.  Engrs.,  Arthur  L.  Williston,  Lieut.  Andr^  Morize^;  motion  pic- 
tures prepared  for  the  instruction  of  soldiers  by  the  Training  Committee  of  the 
General  Staff,  U.S.A.,  Major  Frank  B.  Gilbreth. 

Thursday  Afternoon 
PROFESSIONAL  SESSION 

The  Workman's  Home  and  Its  Influence  Upon  Production  in  the 
Factory  and  Labor  Turnover,  Leslie  H.  Allen. 

Addresses  on  Employees'  Relations  Work: 

Indian  Hill  Development  of  the  Norton  Companies,  Clifford  S. 

Anderson.^ 
Employment  Methods  as  Followed  by  the  Norton  Companies, 

E.  H.  Fish.» 
Vestibule  Schools,  J.  C.  Spence.^ 

Thursday  Evening 
Garden  Party  at  Worcester  Country  Club. 

Friday,  June  7 
All-day  trip  to  Camp  Devens. 

I  PuUiahed  in  Thi  Joubnal,  July  1018. 
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A    HIGH-SPEED  AIR  AND  GAS  WASHER 

Bt  John  L.  Aldbn,  Ludlow,  Mass. 
Member  of  the  Society 

Nearly  all  of  the  recent  improuementa  in  air  waahere  have  been  modificalions  of 
the  standard  form  of  spmy^chamber  washer.  The  author  describes  a  new  type  of 
washer  embodying  a  new  combination  of  old  principles.  This  has  resulted  in  a  very 
small  washer  vnth  unusuaUy  high  washing  efficiency.  Three  of  these  washers  have 
been  buili  and  the  paper  gives  a  brief  description  of  the  first  and  smaliest  of  these, 

T^HIS  paper  describes  a  new  type  of  air  and  gas  washer  which 
has  been  developed  within  the  past  eighteen  months,  and  which 
offers  the  following  advantages  over  the  existing  types: 

a  The  washing  can  be  continued  to  any  desired  degree  of 

cleanliness 
b  The  washer  will  handle  unusually  large  quantities  of  dust 

or  long  fiber  without  clogging,  owing  to  its  large  passages 

and  entire  absence  of  eliminators 
c  Due  to  the  high  washing  efficiency,  the  water  consumption 

is  very  low,  from  1  to  2  gal.  per  1000  cu.  ft.  of  air 
d  The  washer  is  extremely  small  and  compact,  and  of  light 

weight.    A  10,000-cu.  ft.  washer  is  about  5  ft.  long,  5 

ft.  in  diameter,  and  weighs  less  than  400  lb. 

In  this  paper  the  term  "air"  will  be.  used  to  include  any  gaseous 
fluid  or  vapor  for  which  cleaning  apparatus  may  be  suitable. 

2  The  writer  has  believed  for  some  time  that  air  washing  and 
gas  cleaning  have  been  approached  from  the  wrong  angle,  and  that 
most  builders  of  apparatus  for  this  purpose  have  not  taken  advan- 
tage of  all  of  the  natural  laws  governing  the  depositing  of  air-  or 
gas-borne  particles.  The  result  has  been  the  general  adoption  of 
crude  and  unmechanical  designs,  and  has  made  necessary  the  use  of 
low  velocities  of  gas  through  the  machine.  Gas  scrubbers  normally 
operate  at  a  velocity  of  about  90  ft.  per  min.  and  air  washers  at  from 
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400  to  500.  ft.  per  min.,  while  with  these  devices  the  limiting  velocity 
for  good  washing  and  a  reasonable  frictionat  resistance  is  about 
1000  ft.  per  min.  The  washer  about  to  be  described  operates  habitu- 
ally at  from  2000  to  5000  ft.  per  min.  As  the  efficiency  of  air  clean- 
ing in  this  type  increases  rapidly  with  the  velocity,  the  only  limit  to 
the  latter  is  the  resistance  imposed. 

3  Fig.  1  represents  a  longitudinal  section  of  the  air  washer 
referred  to  above.  A  helical  passage  is  constructed  within  a  hori- 
aontal  drum,  provided  at  one  end  with  a  tangential  inlet  for  the 
dirty  air  and  at  the  opposite  end  with  an  outlet  for  the  purified  sir. 


Fia.  1    LoMGrruDiNAL  Sbotiok  or  Aib  Wabhbb 


That  portion  of  the  helical  passage  nearest  the  inlet  constitutes  the 
washii^  chamber,  while  the  remainder  comprises  the  eliminating 
element.  On  the  inner  wall  of  the  hdical  duct  are  suitable  spray 
noseles  which  spray  across  the  column  of  air.  Depending  upon  the 
amount  of  dust  to  be  removed  and  the  completeness  of  washing 
desired,  the  air  miJces  from  1}  to  5  screwlike  revolutions  in  passing 
through  the  helix  from  inlet  to  outlet.  For  fairly  dusty  air  or  for 
the  ordinary  dust-collecting  system,  two  turns  are  sufficient.  The 
whole  or  a  portion  of  the  first  turn  is  used  for  washing  while  the 
last  turn  is  used  for  the  elimination  of  free  moisture. 

4    The  common  commercial  air  washer  with  which  we  are  all 
familiar  depends  upon  its  spray  noszles  to  throw  down  the  dust 
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particles  and  upon  the  eliminator  plates  to  catch  and  retain  the 
particles  which  have  not  actually  been  met  by  the  sprays.  The 
immediate  result  is  low  washing  efficiency,  if  we  consider  water 
consumption  as  a  measure  of  washing  efficiency.  In  the  first  place, 
it  takes  an  enormous  quantity  of  water  divided  into  a  large  num- 
ber of  small  drops  well  distributed  over  the  entire  washing  area  to 
insure  the  wetting  of  any  considerable  portion  of  the  dust.  It  is 
necessary  that  each  particle  of  dust  deposited  be  brought  into  inti- 
mate mechanical  contact  with  a  drop  of  water.  The  deflection  of 
the  air  currents  through  the  zig-zag  eliminator  plates  introduces  a 
very  limited  amount  of  centrifugal  washing  when  the  eliminators 
are  kept  flooded.  On  the  other  hand,  a  washer  depending  upon 
centrifugal  force  alone  to  throw  the  dust  particles  out  of  the  air 
colunm  is  limited  to  the  handling  of  the  coarser  dusts  and  will  not 
remove  the  minute  particles  which  make  up  the  bulk  of  the  dust 
content  of  the  atmosphere. 

5  The  washer  described  in  this  paper  makes  use  of  both  spray 
and  centrifugal  washing,  with  the  greater  dependence  placed  upon 
the  latter.  As  the  dust-laden  air  enters  through  the  tangential 
inlet  pipe  it  is  thoroughly  wetted  by  the  mist  of  the  spray  chamber. 
Much  of  the  coarser  dirt  is  removed  by  the  direct  action  of  the  spray. 
As  the  air  is  whirled  through  the  helical  conduit  a  large  proportion 
of  the  remaining  dust  is  thrown  against  the  Vet  curved  side  of  the 
washer,  flowing  off  to  the  drain  with  the  spent  wash  water.  The 
extremely  fine  dust  still  remaining  cannot  be  caught  by  ordinary 
means,  for  it  is  too  Ught  to  be  separated  by  centrifugal  force.  How- 
ever, a  considerable  amount  has  been  exposed  to  the  mist  to  such 
an  extent  that,  although  not  actually  wet,  its  specific  gravity  lias 
been  increased  by  the  moisture  to  a  degree  which  will  permit  its 
removal  centrifugally.  Thus  an  unusually  high  proportion  of  the 
dust  content  is  removed. 

6  After  the  washing  operation  the  air  passes  through  the  elim- 
inating portion  of  the  washer,  where  it  is  freed  of  the  suspended 
moisture.  The  elimination  of  water  drops  is  effectually  accomplished 
by  centrifugal  action,  exactly  as  the  dust  itself  was  removed.  It  is 
unnecessary  to  introduce  into  this  washer  any  form  of  eliminator 
plates  such  as  are  found  in  most  commercial  washers. 

7  The  high  washing  efficiency  thus  gained  presents  two  possi- 
bilities, either  of  which  is  decidedly  advantageous.  Extreme  dust 
conditions  may  be  met  with  comparative  ease;  or,  street  air  may  be 
washed  for  ventilating  purposes  with  an  unusually  small  amount  of 
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water.  The  small  washer  shown  in  Fig.  2  handles  4000  cu.  ft.  per  min. 
of  dusty  air  from  a  dust-collecting  system,  and  from  50  to  100  lb.  of 
mud  is  removed  daily  from  the  strainer  basket:  From  4  to  6  gal.  of 
water  per  minute  wash  this  dirty  air  to  a  sui&cient  degree  of  clean- 
liness to  permit  it  to  be  returned  to  the  room.  While  no  measure- 
ments have  been  made  of  the  dust  content,  this  air  has  absolutely 
no  dusty  odor  and  has  a  decidedly  pleasant,  fresh  "feel."  '  These 
results,  obtained  from  a  practical  commercial  washer,  not  a  labor- 
atory product,  show  that  air  sufficiently  dirty  to  show  a  decidedly 
smoky  dust  cloud  can  be  washed  with  from  1  to  1^  gal.  of  water  per 


Fia.  2    Small  Wabher 

1000  cu.  ft.  That  this  airjwasher  is  clearly  a  step  forward  is  shown 
by  these  figures,  for  the  standard  washer  requires  from  4  to  5  gal. 
per  1000  cu.  ft.  to  successfully  wash  air  which  is  initially  much  cleaner 
than  that  on  which  the  centrifugal  washer  was  tested.  Where  it  is 
impossible  to  recirculato  the  wash  water,  the  economy  in  water 
alone  is  an  appreciable  item.  For  a  machine  to  handle  10,000  cu.  ft. 
of  air  per  min.  this  amounts  to  20,000  gal.  per  day  of  10  hours.  In 
addition  to  the  actual  cost  of  the  water,  the  cost  of  pumping  and  the 
initial  cost  of  pumps,  motors,  piping,  etc.,  is  coosiderably  reduced. 

8    Any  material  which  may  be  separated  from  air  by  means  of 
washing  may  be  removed  in  this  type  of  washer  in  any  practical 
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degree  of  thoroughness  desired.  This  is  accompUshed  by  increasing 
the  number  of  turns  of  the  helical  washing  space.  Thus,  for  ordi- 
nary ventilating  purposes,  1  to  2  turns  are  sufficient;  for  dust  col- 
lecting, 1^  to  3  turns;  while  for  extremely  fine  dust,  from  3  to  5  or 
more  turns  must  be  used.  The  economical  limit  is  probably  about 
5  or  6  turns,  or  convolutio  ns.  The  overall  length,  as  determined  by 
the  number  of  turns  of  the  screw-shaped  conduit,  depends,  therefore, 
upon  the  degree  of  purity  of  air  desired,  and  to  a  very  much  less 
extent  upon  the  relative  arrangement  of  inlet  and  outlet.  The  out- 
side diameter,  on  the  other  hand,  depends  upon  the  air  volume. 
Since  centrifugal  force  plays  such  an  important  part,  the  size  of  the 
washer  is  greatly  reduced  because  the  efficiency  increases  as  the 
diameter  decreases.    In  addition,  the  efficiency  increases  very  rap- 

TABLE  1    APPROXIMATE  DIMENSIONS  OF  CENTRIFUGAL  AIR  WASHERS  FOR 

VENTILATING  PURPOSES* 


Captteitj,  en.  ft.  per  min. 

Diameter,  inohee. 

Length,  inches. 

S.000 

80 

36 

4,000 

40 

42 

0,000 

48 

52 

9,000 

66 

60 

U.000 

04 

72 

1«,000 

72 

80 

22,000 

80 

90 

80.000 

96 

106 

>  The  emet  dimenmons  vary  with  the  air  volume,  the  character  of  the  duBt.  the  relative  position 
of  the  inlet  Mid.outlet,  ete. 


idly  with  the  higher  air  velocities.  Both  factors  tend  toward  the 
production  of  a  small,  compact  washer.  The  reason  is  very  evident 
from  the  expression  for  centrifugal  force:  E  =  mv^/r,  where  t;  =  air 
velocity,  ft.  per  sec,  r  =  radius,  ft.,  and  m  =  mass.  Thus,  if  sat- 
isfactory cleaning  is  done  with  a  washer  of  2  ft.  mean  radius  of  the 
washing  chamber  at  3000  ft.  per  min.  velocity,  an  8-ft.  washer  would 
require  a  velocity  of  6000  ft.  per  min.  to  give  equally  good  cleaning. 
It  is  therefore  desirable  to  make  the  diameter  of  the  washing  drum 
as  small  as  possible  and  at  the  same  time  use  as  high  a  velocity  as  is 
consistent  with  a  reasonable  friction  loss. 

9  Owing  to  the  fact  that  with  increased  diameters  higher  air 
speeds  must  be  used  to  give  the  same  cleanliness,  it  is  probable  that  the 
practical  limit  of  size  for  ordinary  air  washing  is  between  15,000  and 
25,000  cu.  ft.  per  min.    High-speed  air  washers  may  be  built  in 
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sizes  as  small  as  100  cu.  ft.  per  min.,  but  both  the  upper  and  lower 
limits  of  size  may  be  extended  to  meet  unusual  requirements.  Table 
1  gives  the  approximate  dimensions  of  centrifugal  air  washers  to  be 
used  for  ordinary  ventilating  purposes.  For  other  and  special  cases 
the  dimensions  will,  of  course,  be  different.  It  will  be  seen  that  in 
every  case  the  washers  are  very  small  for  the  capacity;  those  already 
built  and  installed  have  been  so  small  and  light  that  they  have  been 
hung  from  the  ceiling  with  band-iron  straps,  leaving  ample  headroom 
beneath. 

10  The  new  washer  described  in  this  paper  will  supply  a  field 
hitherto  untouched  by  the  standard  air  washer.  The  latter  is 
utterly  unsuited  to  the  handling  of  large  quantities  of  fibrous  mate- 
rials, cotton,  jute,  hemp,  wool,  and  miscellaneous  waste.  Large 
amounts  of  fine  dust,  shavings  or  any  other  materials  ordinarily 
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Fig.  3    Flat-Spray  Nozzle  Used  in  Aib  Washer 


handled  by  exhaust  systems  are  beyond  the  capability  of  the  com- 
mon air  washer.  These  substances  will  either  clog  the  eliminators 
or  will  pass  completely  through  the  ordinary  commercial  machine. 
On  the  other  hand,  it  is  extremely  difficult  to  clog  the  centrifugal 
air  washer  with  dirt  and  refuse,  owing  to  the  large  passages  and  to 
the  entire  absence  of  eliminator  plates  or  other  obstructions.  It  is 
unnecessary  to  interpose  between  the  washer  and  the  source  of 
dust  any  form  of  dust  collector  or  rough  washer.  Since  the  dirt 
and  water  are  removed  at  each  convolution  of  the  helix,  there  is  no 
accumulation  of  water  and  material  to  be  reentrained  by  the  air 
current.  This  is  an  essential  feature  where  the  centrifugal  removal 
of  free  moisture  from  a  high-velocity  current  is  attempted. 

11  With  the  air  flowing  through  a  rectangular  passage,  it  is 
desirable  to  throw  a  flat  spray  of  water  across  the  channel.  After 
considerable  experiment  with^a^variety  of  forms,  the  nozzle  shown 
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in  Fig.  3  was  designed  to  fulfill  these  requirements.  The  spraying 
tip  is  part  of  a  removable  plug  containing  two  holes  designed  to 
throw  opposing  streams.  The  impact  of  the  jets  forms  a  flat  sheet 
of  spray  at  right  angles  to  the  plane  of  the  holes.  Although  this 
spray  is  quite  fine,  much  df  it  is  further  broken  into  mist  upon  strik- 
ing upon  the  opposite  wall  of  the  washer.  Locating  the  spray 
nozzles  upon  the  inner  wall  of  the  chamber  makes  it  necessary  for 
all  of  the  dirty  air  to  pass  through  this  fog-filled  pEissage.  This 
arrangement  is  much  superior  to  that  whereby  water  is  allowed  to 
flow  from  perforated  pipes  or  nozzles  over  the  outer  cylinder  alone, 
as  it  insm'es  a  thorough  wetting  of  the  dust. 

12  The  pressure  loss  through  the  washer  is  from  i  in.  to  1  in. 
of  water,  depending  upon  the  conditions  governing  the  design.  The 
variables  to  be  considered  are  the  diameter,  the  cross-sectional 
area  and  proportions  of  the  washing  space,  the  velocity,  the  number 
of  turns  of  the  helix,  and  the  volume  of  water  per  square  inch  of  the 
sectional  area  of  the  washing  chamber.  Ordinarily  this  washer  can 
be  designed  for  ventilating  work  with  a  resistance  of  about  J  in.  of 
water.  Where  the  dust  requirements  are  more  severe,  demanding 
higher  velocities,  more  wash  water  and  a  greater  number  of  convo- 
lutions of  the  helix,  the  loss  will  be  somewhat  greater. 

13  Unfortunately  the  writer  is  imable  to  give  additional  details 
of  the  performance  of  this  washer,  as  his  investigation  of  the  first 
commercial  installation  was  interrupted  in  May  1917  by  the  war. 
However,  it  may  be  said  that  two  others  were  built  from  his  design, 
and  although  he  has  not  seen  these  either  during  construction  or 
operation,  they  are  reported  by  the  owner  to  be  in  successful  opera- 
tion. Each  of  the  later  washers  has  a  capacity  of  15,000  cu.  ft.  per 
min.,  and  was  designed  to  hang  from  the  ceiling  with  7  ft.  of  head- 
room beneath.  This  type  of  washer  was  designed  and  developed 
for  a  specific  job  —  that  of  washing  the  clouds  of  dust  from  the  fan 
blast  of  dust-collecting  system,  leaving  the  air  fit  for  breathing. 
The  first  experimental  installation  and  the  subsequent  machines 
showed  that  for  this  purpose  the  washer  was  eminently  satisfactory. 
The  severe  test  of  dust-collecting  work,  removing  great  quantities 
of  dust  from  the  air  and  returning  the  purified  air  to  the  room, 
justifies  the  behef  that  the  centrifugal  washer  will  easily  satisfy 
ventilating  requirements.  Owing  to  the  similarity  of  refined  dust 
washing  and  blast-furnace-gas  scrubbing,  an  investigation  of  the 
adaptability  of  this  washer  to  gas  cleaning  would  seem  well  worth 
while. 
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DISCUSSION 

F.  R.  Still  (written).  The  American  Blower  Company  long  ago 
decided  that  for  the  removal  of  dust  from  air  in  industrial  in- 
stitutions a  much  different  type  of  air-cleaning  device  is  necessary 
thaA  is  required  in  ventilation  plants  for  public  buildings.  It  was 
also  discovered  that  devices  designed  along  such  lines  as  are 
covered  by  the  paper  cannot  be  used  in  public  buildings,  because  of 
the  noise  they  make.  Air  must  be  moved  at  low  velocities  to  obviate 
noise  in  public  buildings. 

Furthermore,  smaller  quantities  of  water  are  generally  used  and 
the  spray  must  be  produced  more  in  a  mist  form  for  the  purpose  of 
regulating  the  humidity.  Nearly  all  the  air-cleansing  devices  put 
into  public  buildings  are  for  the  purpose  of  conditioning"  the  air, 
which  in  its  final  analysis  means  removing  the  dirt  and  bacteria  and 
producing  the  right  humidity  for  healthful  conditions. 

In  industrial  institutions  noise  is  not  a  prime  factor;  further- 
more, it  is  seldom  that  air  conditioning  is  a  feature  of  first  importance. 
In  some  institutions  it  is  necessary  to  be  able  to  return  the  air  back 
into  the  building  after  cleansing,  because  of  the  size  of  the  exhaust 
fans,  which  in  such  cases  will  remove  so  much  air  from  a  department 
that  it  becomes  too  expensive,  if  not  impossible,  to  heat  the  depart- 
ment. 

In  some  installations  we  have  successfully  used  the  standard  type 
of  cyclone  separator,  making  slight  interior  modifications  such  as 
putting  a  standpipe  up  through  the  middle  with  a  rose  spray  of 
ample  capacity  to  keep  all  the  interior  surfaces  thoroughly  wet. 
Through  centrifugal  action  the  dust  as  it  enters  the  cyclone  strikes 
the  surfaces  wet  by  the  spray,  and  as  it  keeps  rapidly  whirling,  the 
moisture  absorbed  adding  to  the  speciQc  density  of  the  dust,  the 
cleansing  effect  is  very  thorough.  We  have  applied  this  apparatus 
to  a  number  of  chemical  plants  and  alsp  to  some  shoemaking  ma- 
chinery plants  with  success.  Wherever  we  have  so  applied  it,  we 
have  simply  selected«a  separator  of  the  same  proportions  we  would 
have  selected  to  use  for  a  similar  capacity  for  dry  cleaning.  Pro- 
vision must  necessarily  be  made  against  freezing  in  very  cold  weather 
whenever  water  is  used. 

W.  H.  Carrier  (written).  This  paper  presents  a  mechanical 
modification  of  one  of  the  oldest  types  of  washing  devices  that  has 
been  used.    It  varies  little  in  principle  from  the  cyclone  type  of  dust 
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separator,  provided  with  spray  nozzles,  which  has  long  been  used  in 
dust  collectors. 

The  same  principle  is  also  employed  in  the  well-known  Theisen 
type  of  scrubber,  extensively  used  in  this  country  and  abroad  for 
washing  the  gases  from  blast  furnaces  and  from  gas  producers.  In 
this  type  the  air  is  rotated  mechanically  by  means  of  paddle  wheels, 
and  \irhile  the  air  follows  the  same  spiral  course,  the  spirals  are  not 
mechanicaUy  separated  by  radial  partitions  or  spiral  diaphragms  as 
in  the  case  of  the  washer  that  the  author  describes.  The  speed  of 
rotation  of  the  gas  or  air,  however,  is  much  greater  in  this  type  of 
scrubber,  varying  from  7000  to  15,000  ft.  per  min.,  depending  upon 
the  degree  of  washing  desired  and  the  nature  of  the  material  to  be 
be  extracted.  At  the  higher  velocities  this  will  remove  even  the 
finest  particles  of  soot  and  smoke,  which  will  not  be  accomphshed  at 
the  lower  velocities  suggested  by  the  author. 

There  are  numerous  installations  of  the  centrifugalnseparator 
type,  provided  with  a  spray  and  operating  on  the  same  principle,  in 
use  in  munition  factories  for  the  separation  of  gunpowder  dust  from 
the  air  before  going  to  the  general  exhaust  system.  These  are 
operated  on  the  suction  side  of  the  fan  instead  of  on  the  discharge 
side,  which  of  course  is  necessitated  by  the  fact  that  it  is  not  per- 
missible to  draw  this  dust  through  long  ducts  or  through  fans  before 
separation. 

Where  only  a  few  turns  or  spirals  are  used  in  the  separation,  as 
suggested  in  the  paper,  I  am  doubtful  that  the  radial  partitions  or 
diaphragms  separating  the  rotating  streams  of  air  are  essential  from 
the  standpoint  of  effectiveness,  and  possibly  they  are  objectionable 
from  a  mechanical  and  operating  standpoint.  In  a  spiral  of  a  larger 
number  of  turns,  however,  this  construction  would  be  of  advantage, 
as  the  same  velocity  of  rotation  would  be  maintained  through  the 
entire  length  of  the  spiral  travel  of  the  air 

The  type  of  washer  described  by  the  author  is  especially  adapted 
for  relatively  small  air  quantities  handled  at  high  fan  pressures  and 
where  the  air  contains  a  great  deal  of  coarse  foreign  material.  Its 
efficiency,  however,  for  a  given  proportional  design  is  limited  by  the 
size  of  the  washer,  as  was  pointed  otrt  by  the  author.  The  cen- 
trifugal force  at  a  given  velocity  will  vary  inversely  as  the  radius, 
and  therefore  inversely  as  the  square  of  the  capacity  of  the  unit. 
Furthermore,  the  effectiveness  in  dust  separation  of  a  given  cen- 
trifugal force  in  an  air  stream  varies  directly  as  the  radial  dimen- 
sions or  width  of  the  rotating  air  stream,    i.e.,  the  average  distance 
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through  which  the  particle  of  dust  is  to  travel  before  it  reaches  the 
peripheral  surface  where  it  is  eliminated.  Therefore  the  author's 
conclusion  that  the  eflfectiveness  of  washing  varies  directly  as  the 
centrifugal  force,  may  not  be  completely  correct.  The  eflfectiveness 
of  the  washing  for  a  given  proportion  will  vary  inversely  as  the 
product  of  the  width  of  the  spiral  stream  times  the  mean  spiral 
radius,  divided  by  the  square  of  the  mean  velocity  of  flow. 

Mr.  Alden  has  failed  to  present  definite  data  regarding  pressure 
losses  in  this  type  of  washer  at  diflferent  velocities  and  I  am  certain 
that  he  is  in  error  regarding  the  loss  occurring  where  it  is  necessary  to 
increase  the  velocity  to  obtain  the  required  cleaning  eflfect.  The 
loss  in  static  pressure  at  maintained  velocities  is  not  the  primary 
thing  to  be  considered,  but  the  loss  required  to  give  the  air  the  neces- 
sary high  velocity  to  secure  the  separation  must  be  considered  as  well. 
In  this  type  of  separation  it  is  probable  that  a  velocity  from  3000  to 
5000  ft.  per  min.  is  necessary  for  efficient  results,  depending  upon 
the  capacity  and  the  number  of  spirals.  To  create  a  velocity  of 
4000  ft.  per  min.  will  in  itself  require  a  pressure  of  1  in.  of  water. 
In  addition  to  this,  there  is  a  factional  loss  proportional  to  the  square 
of  the  velocity  through  the  air  passages.  This  loss  will  be  in  the 
neighborhood  of  0.4  in.  for  each  complete  spiral  revolution  where 
the  velocity  is  4000  ft.  per  min.  With  two  spirals  this  would  be 
about  0.8  in.,  or  a  total  pressure  of  1.8  in.  would  be  required.  Some  of 
the  energy  in  velocity  may  be  recovered  by  conversion  to  pressure  by 
the  use  of  a  diverging  nozzle  at  the  discharge.  The  efficiency  of  this 
conversion  will  depend  in  a  large  measure  on  the  proportioning  and 
shape  of  the  discharge  nozzle.  From  the  fact  that  relatively  high 
velocities  are  required  for  eflfective  results  with  larger  capacities,  it 
is  evident  that  this  type  of  washer  is  particularly  adaptable  to  small 
capacities  where  high  velocities  and  pressures  are  the  rule,  as,  for 
example,  in  dust-collecting  systems. 

For  commercial  application  in  ventilating  systems,  I  disagree 
with  the  author  completely  as  to  its  applicability  and  desirability. 
Ventilating  requirements  are  usually  for  larger  quantities  of  air  and 
do  not  permit  of  excessive  losses  or  of  high  velocities  such  as  re- 
quired for  handling  large  quantities  of  air  with  sufficient  cleaning 
results.  This  has  been  the  reason  that  this  type  of  washer  has  not 
been  developed,  as  certainly  it  was  well  understood  by  all  designers 
of  air-washing  systems  and  was  rejected  on  the  foregoing  grounds.  If 
it  were  attempted  to  use  this  system  in  ventilating  work,  the  velo- 
cities to  obtain  any  degree  of  efficiency  would  be  so  high  that  the 
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pressure  losses  would  be  prohibitive  from  a  standpoint  of  power 
required.  The  object  of  the  present  commercial  air-washing  devices 
is  to  overcome  this  difficulty  by  splitting  up  the  air  into  a  large  num- 
ber of  parallel  layers,  each  subjected  to  a  centrifugal  action,  which 
will  be  efficient  in  removing  the  dust.  As  pointed  out  previously, 
the  narrower  the  air  passage,  the  more  efficient  is  the  removal  and 
the  greater  the  centrifugal  force.  For  this  reason  air  washers  have 
come  to  be  designed  with  a  relatively  narrow  air  passage  in  the 
eliminator  or  washing  plates,  some  washers  using  less  than  1  in. 
of  free  space  between  the  plate^.  It  is  necessary  that  the  velocities 
be  kept  down  to  a  point  where  the  losses  are  commercially  practic- 
able. This  is  between  J  in.  and  i  in.  The  same  result  can  be  secured 
by  the  author's  method  by  using  a  number  of  small  individual  spiral 
separators,  but  such  construction  would  not  only  be  far  more  expen- 
sivOy  but  would  be  so  bulky  as  to  be  prohibitive  in  most  installations. 

In  conclusion,  I  might  mention  another  form  of  centrifugal  washer 
which  has  long  been  in  use  in  gas  plants  and  which  embodies  the 
same  centrifugal  pnnciple,  although  in  a  much  more  efficient  manner 
and  a  more  practicable  construction  for  large  quantities.    In  this 
type  the  air  passes  through  very  narrow  spiral  involute  passage- 
ways, from  the  outside  to  the  center  of  a  vertical  cylinder  or  tower. 
Hence  it  passes  in  a  reverse  direction  outwardly  through  a  parallel 
path  to  the  periphery  of  the  cyUnder  or  tower.    The  velocity  through 
these  passageways  is  maintained  at  about  4000  ft.  per  min.  by  vary- 
ing the  height  of  the  passageways  by  means  of  a  water  column  or 
level,  the  height  of  which  is  varied  according  to  the  capacity  require- 
ments.   The  water  spray  is  introduced  from  the  top  of  the  tower. 
This  type  of  tower  produces  effective  cleaning  of  the  gas.    The 
pressure  loss  through  the  tower,  however,  is  considerable,  but  it  is 
always  necessary  to  bear  in  mind  in  discussing  the  methods  of  air 
purification  that  the  degree  of  purification  is  inseparable  from  two 
factors:  One  is  the  amount  of  surface  over  which  the  air  must  pass, 
and  the  other  is  the  pressure  loss  sustained  by  the  air  in  passing  over 
this  surface.    One  type  of  washer  will  do  practically  as  well  as  an- 
other, providing  the  product  of  pressure  loss  and  surface  is  the  same 
in  both  and  sufficient  water  is  supplied  to  maintain  the  surfaces  in 
wet  condition.    If  efficiency  of  washing  is  based  upon  the  ratio  of 
cleaning  effect  to  the  power  required,  then  the  efficiency  of  the 
given  air-washing  device  will  vary  directly  as  the  mean  of  washing 
surface  used,  assuming  that  the  surface  is  everywhere  utilized  in 
producing  centrifugal  action  or  impact  upon  the  stream  of  air. 
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Henry  P.  Gale  (written).  The  nozzle  described  in  the  paper 
was  developed  in  the  laboratory  of  the  Oneida  Steel  Pulley  Com- 
pany's fan  department  in  the  spring  of  1915.  It  was  used  on  a  job 
handling  20,000  cu.  ft.  of  air  per  min.  They  removed  each  10  hr. 
an  average  of  from  1^  to  2  iron  wheelbarrow  loads  of  mud  and 
lint.  At  first  the  water  was  recirculated.  After  some  months  the 
warm  water  from  the  condenser  was  used.  This  warm  water  held 
the  humidity  to  the  point  required  for  their  work.  I  have  never 
used  a  screen  in  the  nozzles,  but  since  Mr.  Alden  left  our  employ  we 
have  added  very  much  to  the  value  of  the  nozzle  shown  in  Fig.  3 
by  making  the  outlet  V-shaped  instead  of  straight.  By  changing 
the  width  of  the  V,  any  size  of  drop  to  a  mist  can  be  secured.  One 
nozzle  at  50  ft.  head  will  fill  with  mist  a  room  15  X  15  X  10  ft. 

If  the  work  to  be  done  does  not  call  for  the  air  to  be  delivered  in 
any  particular  direction,  I  should  prefer  the  open  centrifugal  machine, 
for  by  using  a  helix  body  the  shortening  of  the  radius  at  the  last 
part  of  the  body  aids  materially  in  pinching  out  the  mud  and  water, 
leaving  the  air  dry.  As  the  centrifugal  force  varies  inversely  as  the 
square  of  the  radius,  the  change  in  the  radii  of  a  properly  propor- 
tioned helix  for  the  body  aids  in  several  ways.  As  the  dust  content 
has  been  large  in  all  of  the  work  that  we  have  undertaken,  we  have 
been  obliged  to  maintain  a  high  velocity  and  short  radius  to  the 
chambers.  In  handling  over  10,000  cu.  ft.  of  air  per  min.  from  one 
fan  it  has  been  good  practice  to  build  the  washers  in  small  units 
placed  either  tandem  or  in  series.  The  time  necessary  to  wet  the 
dust  content  is  best  secured  by  increasing  the  length  of  the  washing 
chamber  if  the  quantity  will  not  allow  of  the  use  of  a  short  radius. 
This  length  has  never  been  made  less  than  one-third  nor  over  two- 
thirds  of  the  circle.  The  amount  of  the  dust  content  determines  the 
length  of  the  washing  chamber. 

The  Author.  The  conclusions  drawn  by  Mr.  Still  and  Mr. 
Carrier  are,  in  the  main,  correct,  in  so  far  as  they  relate  to  the  use 
of  this  washer  in  ventilating  work.  Except  for  certain  special  cases 
in  this  field,  the  writer's  plans  for  the  commercial  development  of 
this  washer  have  followed  the  lines  of  dust-collecting,  gas-scrubbing 
and  chemical  processes  where  the  intimate  contact  of  a  gas  and  a 
liquid  is  desired.  The  pressure  necessary  to  produce  the  high  velo- 
cities mentioned  in  the  paper  is  not  a  loss  which  can  be  charged 
against  the  washer,  since  velocities  of  the  same  order  of  magnitude 
are  already  present  in  practically  all  dust-collecting  systems. 
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INVESTIGATION   OF  THE  USES   OF  STEAM 
IN   THE  CANNING   FACTORY 

Bt  Julian  C.  Smallwood,  Baufimobb,  Md. 
Member  of  the  Society 

The  increased  demand  for  American  food  producle  coming  coincidently  vnth  a 
scarcity  of  fuel  has  created  a  condition  in  packing  houses  caUing  for  a  more  exact 
knouiedge  of  steam  distribtUion  and  consumption  than  the  packer  has  hitherto  deemed 
necessary.  Although  very  little  is  known  about  either  the  actual  or  necessary  steam 
consumed  in  the  various  units  of  the  canning  factory ,  it  is  certain  that  large  wastes  are 
prevalent.  Furthermore,  the  sviJt^ect  is  timely ,  not  only  because  of  the  necessity  for 
economizing  fuel,  hut  because  of  the  shortage  of  aU  classes  of  equipment.  Many 
packers  are  caUed  upon  to  increase  their  output  by  50  to  100  per  cent.  This  means, 
besides  the  extra  special  apparatus  required,  more  boilers  and  power-plant  units; 
and  the  question  then  arises  how  much  steam  is  definitely  needed  for  a  given  outptd. 

This  paper  analyzes  the  different  heat  processes  in  the  canning  of  food  and  points 
out  actual  and  ideal  steam  consumptions  and  methods  of  minimizing  wastes. 

TT  is  not  the  writer's  purpose  to  deal  in  this  paper  with  the  econo- 
mies  possible  in  the  generation  of  steam  in  the  canning  factory. 
Although  it  would  well  repay  the  packer  to  inform  himself  on  this 
subject,  since  in  the  boiler  room  any  amount  up  to  50  per  cent  of  his 
coal  may  be  wasted,  the  principles  of  economical  boiler-room  opera- 
tion are  well  imderstood  by  mechanical  engineers  and  are  no  differ- 
ent in  the  canning  factory  from  any  other.  The  principles  and  the 
best  practice  in  the  use  of  steam,  on  the  other  hand,  are  not  com- 
mon knowledge,  and  will  therefore  engage  the  writer's  attention. 

USES  OF  STEAM   IN   CANNING  FACTORIES 

2  First  in  an  enumeration  of  the  various  packing-house  units  re- 
quiring steam  are  engines  to  turn  the  lineshaft  and  operate  cranes  and 
conveyors,  and,  possibly,  pumps  for  supplying  water.  Next  in  order 
is  the  apparatus  to  give  the  raw  material  a  preliminary  heat  treat- 
ment. In  the  case  of  tomatoes,  this  is  a  scalder  which  loosens  the 
skins;  in  the  case  of  peas,  beans,  spinach,  etc.,  it  is  a  bleacher  which 
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fixes  the  color  of  the  product  and  washes  away  impurities  and  partial 
decay.  At  this  stage  some  goods  are  placed  in  the  cans,  but  for 
others  heat  must  first  be  appUed  in  bulk  in  order  to  evaporate  water 
and  concentrate  the  product.  For  example,  tomato  pulp  or  paste 
must  first  be  boiled  down,  as  must  also  fruit  juices  in  the  manu- 
facture of  jellies  and  preserves.  If  the  material  requires  such  re- 
duction, it  is  next  introduced  into  a  kettle  supphed  with  a  steam 
jacket  for  evaporation,  or  a  tank  supplied  with  steam  coils,  or  into 
some  form  of  evaporator  using  steam  as  a  source  of  heat  for  evapo- 
ration. If  the  material  does  not  require  such  reduction,  it  must 
next  be  sent  through  an  exhaust  box  the  chief  fimction  of  which 
is  to  produce  a  partial  vacuum  in  the  capped  can  by  expanding  its 
contents  previous  to  capping.  The  expansion  is  accompUshed  by 
heating  the  cans  by  direct  contact  with  steam  in  the  exhaust  box. 
After  the  cans  are  capped  they  are  packed  in  metal  cages  and  placed 
in  a  "process  kettle"  or  retort,  where  they  again  are  subjected  to 
steam  heat  for  the  purpose  of  steriUzing  and  cooking.  Finally, 
upon  removal  from  the  process  kettles,  the  packed  cans  must  have 
their  heat  removed,  which  is  usually  effected  by  a  water  bath  and 
which  completes  the  heat  processes  of  production. 

ANALYSIS  OF  THE   HEAT  DISTRIBUTION 

3  An  analysis  of  the  heat  distribution  leads  to  the  following 
conclusions:  First,  as  a  rule,  the  mechanical  power  required  is  com- 
paratively small,  and  this  limits  the  possibihties  of  exhaust  steam. 
Second,  except  for  products  that  must  be  reduced  by  evapora- 
tion, the  directly  useful  heat  functions  simply  by  elevating  the  tem- 
perature of  the  raw  material  from  that  of  the  room  up  to  whatever 
temperature  is  carried  in  the  process  kettle.  Assuming,  for  exam- 
ple, that  the  temperature  of  the  raw  material  is  80  deg.  fahr.  and 
the  temperature  of  the  process  kettle  is  212  deg.,  the  difference  is 
132  deg.,  and  the  useful  heat  in  the  whole  process  of  canning  is 
numerically  equal  to  the  total  weight  of  the  can  contents  multipUed 
by  132  deg.  multiplied  by  the  specific  heat.  To  this,  of  course,  must 
be  added  the  heat  of  vaporization  when  the  product  is  reduced, 
which,  however,  is  only  the  case  for  certain  products. 

4  This  may  seem  a  startlingly  simple  conclusion  to  be  formed 
from  a  complex  problem,  and  yet,  truly,  there  is  no  other  one.  Cook- 
ing and  sterilizing  are  merely  a  matter  of  elevating  a  temperature 
and  maintaining  it.  Once  the  temperature  is  attained  it  can  be 
held,  under  ideal  conditions,  without  further  consmnption  of  heat 
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Heat  consumed  for  any  other  purpose  is  either  for  an  auxiliary 
process  or  is  a  total  loss  through  inefficiency  of  the  main  process. 
This  principle  finds  an  application  in  a  small  way,  in  domestic 
kitchens,  in  the  fireless  cooker.  The  old-fashioned  coal  stove  and 
the  more  recent  gas  range  both  waste  enormous  amounts  of  heat, 
because  after  the  temperatiure  of  the  cooking  material  has  been 
raised,  heat  continues  to  be  consumed,  and  is  wasted  by  radiation 
fnxn  the  containing  vessel  and  by  convection  currents. 

5  Similarly  in  the  canning  factory,  from  the  time  the  raw  mate- 
rial enters  the  exhaust  box  up  to  the  time  it  leaves  the  process  kettle, 
the  one  desirable  effect  is  the  elevation  of  temperature.  In  the 
exhaust  box  this  is  partially  accomplished,  possibly  with  the  expendi- 
ture of  a  disproportionate  amount  of  steam.  Between  this  stage 
and  the  process  kettle  the  can  is  being  capped  and  packed  in  the 
crates,  during  which  handling  it  may  radiate  some  heat  which  will 
have  to  be  restored.  Finally  the  sealed  cans  are  placed  in  the 
process  kettle.  Heat  is  transferred  to  them  and,  incidentally,  radi- 
ated from  the  surface  of  the  kettle,  blown  right  through  the  kettle 
(especially  if  an  open  water  bath  is  used),  and  wasted  through  an 
overflow  of  hot  water. 

6  For  the  purpose  of  obtaining  an  idea  of  the  quantitative 
values  of  these  heat  transfers.  Fig.  1  has  been  prepared  showing  the 
distribution  of  heat  in  a  packing  house  putting  up  tomatoes.  An 
arrangement  using  steam  inefficiently  has  been  purposely  shown  in 
order  to  indicate  the  possibiUties.  It  is  assumed  that  this  plant  is 
equipped  to  handle  10,000  baskets  per  day  of  12  hours,  that  the 
tomatoes  are  canned  whole,  and  that  skin-and-core  pulp  is  put  up 
as  a  by-product.  A  fair  value  for  the  yield  is  seven  No.  3  cans  of 
whole  tomatoes  per  basket,  and  one  No.  3  of  pulp.  This  will  make 
a  total  of  70,000  cans  of  the  former  and  10,000  cans  of  the  latter  per 
day  of  12  hours. 

7  Taking  as  the  heat  unit  the  boiler  horsepower,  which  is 
equivalent  to  about  30  lb.  of  high-pressure  steam  per  hom*,  or,  more 
exactly,  33,479  B.t.u.  per  hr.,  and  assuming  the  temperature  elevation 
to  be  132  deg.,  the  useful  heat  added  to  the  whole  tomatoes  amoimts 
to  57.5  boiler  hp.  The  pulp  must  not  only  be  elevated  in  tempera- 
ture but  thickened  by  evaporation  of  some  of  its  water.  Assuming 
a  reduction  of  5:4,  the  boiler  hp.  necessary  is  18.5,  making  a  total 
of  76. 

8  Of  the  useful  heat  to  the  whole  tomatoes  only  9  boiler  hp.  is 
added  in  the  exhaust  box,  the  remainder  being  added  in  the  process 
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kettle.  The  figures  in  Fig.  1  enclosed  in  circles  represent  the  waste 
heat  either  through  exhaust  steam,  or  hot  water  from  drains,  or 
radiation. 

9  These  heat  quantities  may  seem  excessive,  but  it  should  be 
remembered  that  they  vary  in  each  of  the  particulars  very  consid- 
erably in  different  plants.  The  distribution  shown  may  be  con< 
sidered  on  the  whole  not  unrepresentative. 

10  A  study  of  this  example  shows  that  there  are  two  general 
methods  of  obtaining  heat  efficiency  in  the  use  of  steam.  First,  by 
improvements  in  the  construction  and  operation  of  heat-transfer 

Htat  BistrilH/Hon 


Flo.  1    Tipicu.  Stkam  DiSTBiBnnoN 

apparatus,  and  second,  by  establishing  a  coordination  of  units  so  that 
what  has  ordinarily  been  considered  as  waste  and  irrevocable  heat 
may  be  recovered  to  the  fullest  extent  possible.  These  requirements 
do  not  exist  independently.  Let  us  then  consider  first  the  efficiency, 
or  lack  of  efficiency,  of  the  various  steam-using  units  familiar  to 
the  canning  factory,  havii^  special  regard  to  the  possibilities  of 
eliminating  steam  wastes,  and  with  all  due  respect  to  the  paramount 
necessity  of  capacity. 

BLANCHEBS  AND   SCALDBRS 

11  Blanchers  and  scalders  both  make  heavy  drains  on  the  steam 
pressure,  but  they  are  not  of  such  general  interest  as  the  other  items 
listed,  and  may  be  discussed  briefly.    In  their  operation,  water  and 
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steam  are  led  to  a  single  chamber,  circular  or  rectangular  in  cross- 
section,  through  which  also  the  vegetables  or  fruit  are  fed.  In 
blanchers  the  steam  heats  the  water  which  is  constantly  overflowing, 
&nd  excess  steam  is  carried  through  a  vent  flue  to  the  roof.  Upon 
meeting  the  hot  water,  the  raw  material  is  washed  free  of  its  gummy 
coating,  etc.,  which  gradually  contaminates  the  water  and  necessi- 
tates a  continuous  supply.  The  incoming  fresh  water  requires  more 
steam  to  maintain  the  temperature.  Furthermore,  steam  must  be 
added  in  sufficient  amoimt  to  counteract  the  cooling  effect  of  the 
entering  food.  From  these  considerations  it  becomes  apparent  that 
an  exercise  of  judgment  is  required  to  regulate  the  water  and  steam 
supply  to  the  rate  of  the  food  material  to  secure  the  best  economy 
with  steam.  The  water  should  be  fed  in  just  fast  enough  to  maintain 
the  mimmum  degree  of  purity  consistent  with  the  reqmrements. 
Any  greater  amount  of  water  necessitates  more  steam,  the  heat  of 
which  is  wasted  through  the  overflow.  Any  greater  amount  of 
steam  than  is  necessary  to  maintain  the  temperature  merely  blows 
through  the  vent  flue.  Obviously,  two  or  three  times  as  much 
steam  as  is  necessary  may  be  consumed  if  regulation  is  neglected. 

12  In  the  operation  of  tomato  scalders  a  similar  conclusion 
may  be  drawn.  Here  the  steam  and  water  do  not -mix,  that  is, 
intentionally,  it  being  the  purpose  to  have  first  the  steam  and  then 
the  cold  water  strike  the  raw  material.  Steam  at  80  to  100  lb. 
pressure  is  supplied  through  a  2-in.  pipe  and  passes  through  a  series 
of  perforated  holes  in  pipes  placed  above  and  below  a  conveyor 
chain  carrying  the  tomatoes.  The  bed  of  fruit  is  something  like 
four  to  six  inches  thick,  and  it  is  expected  that  these  steam  jets  will 
penetrate  the  mass  and  heat  their  outer  skins  in  about  ten  seconds. 
Now  in  the  same  chamber  in  which  the  steam  is  working,  and  just 
beyond  the  steam  jets,  are  jets  of  cold  water.  There  is  no  dividing 
partition,  and  the  result  is  a  splendid  condenser  effect.  As  tl\p 
water  must  be  kept  cold,  more  of  it  than  otherwise  necessary  is 
turned  on  to  counteract  this  effect,  thereby  enhancing  it.  Provision 
is  made  through  a  vent  flue  so  that  if  any  steam  escapes  both  water 
and  tomatoes  it  can  go  out  through  the  roof. 

13  Obviously,  with  the  application  of  ingenuity  and  experi- 
ment the  steam  consumption  of  these  machines  might  be  materially 
lessened  through  radical  structural  changes  without  impairing  effec- 
tiveness or  capacity.  On  the  other  hand,  and  opposite  to  the  case 
of  bleachers,  it  is  difficult  to  secure  steam  economy  by  nice  regulation 
alone  —  for  one  reason  because  of  the  prejudice  of  operators.    The 
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writer  himself  has,  during  operation,  cut  down  the  steam  valves  on 
scalders  from  full  opening  to  one-half  turn,  and  the  girls  peeling  the 
tomatoes  never  knew  the  difference.  But  once  let  them  know  that 
the  steam  is  reduced,  and  they  will  insist  that  the  tomatoes  are 
not  scalded  enough! 

14  Another  instance  of  the  effectiveness  of  supervision:  To- 
matoes are  dumped  from  baskets  on  to  the  conveyor  leading  to  the 
scalder  by  two  untutored  negroes.    Due  to  the  lapses  between 
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baskets,  the  conveyor  chain  travels  5  ft.,  then  receives  a  charge, 
then  another  idle  5  ft.,  and  so  on.  Each  basketful  forms  a  small 
pyramid,  8  to  10  in.  deep  at  the  apex.  The  tomatoes  on  the  outside 
are  scalded  sufficiently,  but  those  at  the  thick  part  of  the  mass 
hardly  at  all,  whereupon  the  girls  handling  the  latter  demand  more 
steam.  By  the  simple  expedient  of  having  the  tomatoes  distrib- 
uted on  the  conveyor  chain  in  an  approximately  uniformly  thick 
bed,  about  50  per  cent  of^^steamjis  saved. 
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EXHAUBT  BOXES 

15  Exhaust  boxes  are  now  to  be  considered.  In  the  home- 
made fonu  (see  Fig.  2)  these  are  long  rectangular  boxes  made  of 
four  planks,  open  at  the  ends,  and  through  which  a  conveyor  chain 
passes  bearing  the  filled  but  uncovered  cans.  Drilled  pipes  within 
the  box  are  used  as  steam  jets  playing  on  the  cans.  At  the  ends  of 
the  box  are  flues,  so  that  when  the  steam  is  fully  turned  on  it  will 
Dot  pass  into  the  packing  room  but  out  through  the  roof. 

16  It  is  at  once  apparent  that  it  is  out  of  the  question  to  obtain 
anjihing  like  a  uniform  temperature  of  the  can  contents  in  the  small 
space  of  time  that  they  are^subjected  to  the  steam,  particularly  if 
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they  are  packed  closely  and  contain  little  liquid.  Fig.  3  shows  the 
results  of  some  temperature  measurements  made  by  inserting  a 
thennometer  at  different  points.  The  average  temperatures  were 
obtained  by  ealorimetric  determination.  It  is  thus  seen  that  although 
it  is  the  intention  to  elevate  the  temperature  of  the  cans  to  about 
160  d^.,  nothing  like  this  is  accomplished.  If  it  were,  the  original 
temperatm*  being  about  100  deg.,  the  useful  heat  (that  is,  heat 
actually  transferred  to  the  cans)  would  be  16  boiler  hp.  for  the  con- 
ditions shown  in  Fig.  1.  Actually,  the  useful  heat  is  only  2  to  5 
boiler  hp.  (corresponding  to  temperature  ranges  of  from  5  to  20  deg.). 
In  Fig.  1  a  temperature  rise  from  80  deg.  to  120  deg.  is  assumed. 
The  heat  consumed  in  the  form  of  steam  may  be  as  much  as  anything 
between  20  and  30  boiler  hp.,  making  for  a  thermal  efficiency  of 
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about  10  to  15  per  cent.    YiHiere  does  the  diflference  go?    Through 
the  roof. 

17  The  performance  of  the  exhaust  box  as  regards  steam  econ- 
omy may  be  materially  bettered  by  the  careful  regulation  of  the 
steam  supply.  From  trials  which  the  writer  has  made,  involving 
temperature  and  pressure  measurements,  he  has  found  that  the 
steam  can  be  cut  down  from  full  on  to  about  one-half  a  turn  of  the 
stop  valve  in  some  cases  without  materially  affecting  the  tempera- 
ture elevation.  That  is,  the  heating  effect  is  nearly  as  good  when 
the  steam  merely  trickles  through  as  when  it  pours  through.  To 
gain  effectiveness,  the  time  during  which  each  can  is  subjected  to 
the  steam  must  be  lengthened,  and  the  greater  the  time,  the  greater 
will  be  the  machine's  eflSciency.  This  fact  is  being  recognized  by 
the  manufacturers  of  modem  forms  of  exhaust  box,  which  are  so 
shaped  that  the  length  of  the  path  through  them  is  greatly  increased, 
thereby  increasing  the  time  of  heating  (to  5  and  15  min.).  Such  a 
box  is  shown  in  Fig.  4. 

18  Much  can  be  gained  if  the  exhaust  box  is  in  part  relieved  of 
its  effort  by  introducing  whatever  liquor  goes  with  the  solid  part  of 
the  contents  as  hot  as  possible.  As  previously  mentioned,  after  the 
solid  material  is  placed  in  the  can,  either  by  machine  or  hand,  liquor 
is  added  either  in  the  form  of  brine,  syrup,  or  fruit  juice.  This 
liquor  is  previously  heated,  but  between  its  heating  and  the  time  of 
introduction  into  the  can  it  often  is  allowed  to  cool,  either  by  halts 
in  the  procedure  or  through  radiation  from  pipes  and  containing 
vessels.  In  every  case  the  liquor  should  enter  the  can  at  about 
210  deg.,  which  high  temperature  may  so  elevate  the  average  tem- 
perature of  the  packed  material,  especially  in  hot  weather  when  the 
initial  temperature  of  the  solid  is  high,  as  to  maket  the  additional 
elevation  by  the  exhaust  box  trifling. 

JACKETED  KETTLES 

19  Turning  now  to  a  consideration  of  the  various  packing- 
house units  used  for  concentrating  liquid  foods  and  food  juices,  which 
units  may  be  termed  generally  "evaporators,"  it  will  be  noted  that 
there  are  many  different  forms  and  types.  Perhaps  the  most  ele- 
mentary form,  and  in  some  ways  the  most  interesting,  is  the  jacketed 
kettle  (see  Fig.  5).  In  shape  this  is  the  same  sort  of  utensil  as  the 
old-time  housewife  used,  but  of  course  is  larger,  having  a  capacity 
of  between  50  and  500  gal.  It  receives  its  heat  from  the  steam 
jacket  whence  it  gets  its  name.    The  jacket  is  tapped  with  one  or 
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more  openings  to  receive  the  steam  pipes  and  another  opening  for 
the  drain  pipe  to  carry  off  the  condensed  steam. 

20  The  performance  of  these  kettles  is  very  interesting  in  many 
ways.  In  the  first  place,  it  may  be  observed  that  mider  approxi- 
mately ideal  conditions  their  thermal  efficiency  may  be  nearly  100 
per  cent,  the  only  loss  being  from  radiation  of  heat  from  the  outside 
of  the  jacket.  This  assumes  that  the  condensate  from  the  jacket  is 
returned  to  the  boiler  through  a  return  trap,  which,  however,  is  not 
always  —  or  even  often  —  used.  Steam  at  100  lb.  gage  pressure 
has  a  temperature  of  338  deg.,  so  if  steam  of  this  pressure  is  used  in 
the  jacket  of  a  kettle,  it  will,  after  condensing  in  the  jacket,  emerge 
from  the  drain  pipe  as  water  at  338  deg.    If  this  hot  water  is  returned 
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Fig.  5    Heat  Transfer  in  Jacket  Kettle 


to  the  boiler  by  a  return  trap  none  of  its  heat  is  lost  (except  that  small 
amount  due  to  radiation),  and  practically  all  of  the  heat  given  up 
by  the  steam  goes  to  the  useful  purpose  of  evaporating  water  from 
food  material. 

21  There  are,  however,  three  other  ways  in  which  steam  may 
be  handled  (see  Fig.  6).  First,  the  drain  may  be  passed  through  an 
atmospheric  trap,  which  necessitates  that  the  water  be  reduced  to 
below  212  deg.  before  it  can  be  returned  to  the  boiler.  In  this  case 
the  eflSciency  of  the  system  is  87  per  cent,  and  13  per  cent  of  the 
heat  consumed  is  wasted.  Practically  the  same  thing  may  be  ac- 
complished if  the  drain  pipe  is  without  a  trap,  but  is  supplied  with  a 
stop  valve  so  regulated  that  only  water  will  be  discharged.  Second, 
the  kettle  may  be  supplied  with  an  atmospheric  trap,  or  a  stop  valve 
in  the  drain  pipe  as  just  described,  the  discharge  from  which  is  not 
returned  to  the  boiler.    In  this  case,  if  feedwater  at  70  deg.  is  used 
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to  make  up  the  212-deg.  water  which  might  have  been  used^  the  waste 
is  24  per  cent  and  the  efficiency  only  76  per  cent.  Third,  the  kettle 
may  be  improvided  with  a  trap  of  any  kind,  and  the  valve  in  the 
drain  pipe  left  so  wide  open  as  to  let  large  quantities  of  steam  escape 
as  well  as  condensate.  Here  it  is  difficult  to  estimate  the  ensuing 
waste,  but  if  one  is  to  judge  by  the  ascending  clouds  of  steam,  it 
must  be  enormous. 

22  Many  operators  of  these  and  other  steam-using  units  in  the 
canning  factory  labor  under  the  delusion  that  a  violent  comftiotion 
and  an  ear-splitting  racket  are  evidences  of  rapidity.  Hence  they 
will  turn  on  the  steam  until  their  eyes  and  ears  are  satisfied  in  these 
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respects.  Unless  means  are  taken  to  prevent  such  excesses  through 
traps  and  other  fool-proof  devices,  it  is  impossible  to  eliminate  wastes. 
23  Before  leaving  the  subject  of  jacketed  kettles,  a  word  must 
be  said  about  their  performance  as  regards  capacity.  Judged  as 
an  evaporator  suitable  for  high  rates  of  evaporation,  it  would  seem, 
offhand,  that  nothing  could  be  cruder.  There  is  absolutely  no 
provision  made  for  systematic  circulation  of  the  kettle  contents, 
which  matter  of  circulation  is  given  most  careful  thought  in  the  ' 
design  of  steam  boilers.  A  jacketed  kettle  in  full  blast  shows  the 
most  haphazard  ebullition,  and  one  would  suppose  that  a  much  more 
effective  rate  of  evaporation  could  be  obtained  if  the  circulation 
could  be  assisted.  In  spite  of  this,  the  fact  is  that  this  apparatus  is  a 
remarkably  quick  evaporator.    Results  that  have  come  to  the  writ- 
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er's  attention  show,  with  the  use  of  100-lb.  steam,  as  high  as  8.5 
gal.  or  70  lb.  of  Uquid  evaporated  per  square  foot  per  hour  after  the 
mass  has  come  to  a  boil.  This  corresponds  to  about  700  B.t.u.  of 
heat  transferred  per  hour  per  square  foot  per  degree  difference  of 
temperature,  a  figure  comparing  very  favorably  with  the  best  types 
of  feedwater  heaters  and  condensers,  which  class  of  steam-engineer- 
ing apparatus  the  jacketed  kettle  most  closely  resembles  as  regards 
heat  transfer. 

24  Jacketed  kettles  differently  installed  show  very  different 
capacities  for  evaporation.  The  question  then  arises.  What  are  the 
factors  affecting  the  rate  of  evaporation?  A  study  of  this  question 
shows  that  the  total  amount  of  water  a  kettle  can  evaporate  per 
hour  may  be  affected  chiefly  by  the  pressure  of  the  steam  in  the 
jacket.  The  rate  of  heat  transfer  is  directly  proportional  to  the 
difference  in  temperature  between  the  boiling  material  (about  212 
deg.)  and  the  substance  supplying  the  heat,  that  is,  the  steam.  Now, 
since  the  temperatiu'e  of  steam  increases  with  its  pressure,  the  high- 
pressure  steam  is  more  effective  in  rapidity.  But  if  the  steam  pipes 
are  too  small,  or  if  the  kettle  opening  for  steam  is  not  large  enough, 
there  may  be  a  considerable  drop  of  pressiu'e  of  the  steam  before  it 
reaches  the  jacket,  and  a  still  further  drop  after  it  gets  into  the 
jacket.  In  consequence,  and  especially  if  the  steam  is  initially  wet, 
it  falls  in  temperature  and  loses  some  of  its  effectiveness.  In  this 
connection  it  is  appropriate  to  remark  upon  the  prevalent  packing- 
house custom  of  economizing  on  pipe  sizes.  A  kettle  with  a  bushed 
steam  opening  cannot  evaporate  as  fast  as  one  with  an  uiu'estricted 
supply.  Even  under  the  best  conditions  it  is  a  matter  for  speculation 
whether  or  not  the  steam  pressure  in  the  jacket  is  not  materially 
less  than  that  in  the  steam  pipe  because  of  the  condenser  effect  of 
the  comparatively  cool  liquid  within  the  kettle.  At  all  events, 
much  can  be  done  to  improve  capacity  by  using  carefully  calculated 
pipe  sizes,  and  by  introducing  the  steam  into  the  jacket  thro'ugh  two  br 
fnore  openings  instead  of  only  one,  A  series  of  experiments  with  the 
purpose  of  learning  the  pressiu'e  within  a  steam  jacket  for  different 
systems  of  piping  would,  it  is  felt,  disclose  facts  of  practical  value  in 
future  design. 

25  The  capacity  of  a  jacketed  kettle  may  be  much  reduced  by 
the  cooking  material  caking  to  its  sides.  To  avoid  this  condition, 
kettles  are  frequently  equipped  with  mechanical  stirrers  which  con- 
tinuously wipe  the  heating  surface,  tiius  keeping  it  clean.  This 
action  also  imparts  a  velocity  to  the  boiUng  liquid  at  the  heating 


38  USES  OF  STEAM  IN  THE  CANNDfa  FACTOBT 

surface  which,  presumably,  affects  the  heat  transfer,  but  just  how 
much  is  not  known.  Similarly,  the  quantitative  effect  of  high  velo- 
city of  the  steam  in  the  jacket  is  unknown. 

con.  BVAPORATOHfl 

26  The  final  limitation  to  capacity  has  to  do  with  the  area  of 
the  heating  surface.  In  this  respect  the  jacketed  kettle  bears  about 
'the  same  relation  to  evaporators  of  refined  design,  such  as  vacuum 
pans,  as  the  first  ehell  boiler  to  present-day  water-tube  boilers;  that 
is,  it  is  deficient  in  beating  surface.  The  obvious  step,  then,  is  to 
add  heating  surface  in  order  to  increase  capacity,  and  this  has  been 
done.  The  additional  surface  takes  the  form  of  basket  or  ring  coils, 
or  nests  of  tubes,  whereby  the  heating  surface  can  be  tremendously 
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increased.  There  is,  however,  an  undetermined  limit  to  the  effec- 
tiveness of  such  additions,  since  they  may  retivd  the  circulation  of 
the  boiling  material  to  such  an  extent  as  to  decrease  instead  of 
increase  capacity. 

•  27  Coils  offer  such  an  attractive  way  of  forming  a  compact 
heatii^  surface  that  they  have  come  into  favor  in  units  which  dis- 
pense entirely  with  the-  steam  jacket.  Any  form  of  containit^ 
vessel  may  be  used  for  the  liquid  to  be  concentrated,  and  the  vessel 
may  be  made  of  any  appropriate  material.  Jacketed  kettles  are 
commonly  made  of  copper;  the  containing  vessels  for  coil  evapo- 
rators may  be  made  of  wood,  thereby  making  a  great  saving  of  ex- 
pense. Also,  a  wooden  vessel  with  coils  occupying  a  given  floor 
space  may  contain  vastly  more  heating  surface  than  a  jacketed  kettle 
occupying  the  same  floor  space,  and  therefore  have  considerably 
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greater  capacity.  In  such  a  case  the  coil  evaporator  also  loses  less 
heat  by  radiation  from  the  containing  shell,  but  otherwise  the  heat 
efficiency  of  the  coil  may  be  just  as  good  or  as  bad  as  that  of  jacketed 
kettles  previously  cited.  The  effectiveness  of  a  single  square  foot 
of  heating  surface  of  the  coil  is,  it  is  believed,  possibly  less  than  that 
of  the  jacket,  particularly  if  the  coil  is  not  carefully  designed. 
"Effectiveness"  in  this  connection  means  the  number  of  heat  units 
that  can  be  transferred  per  hour  from  the  steam  to  the  liquid  con- 
tents. As  mentioned  before,  the  efficiency  may  be  nearly  100  per 
cent  in  each  case.  Fig.  7  shows  a  coil  of  modem  design  taking 
steam  through  the  manifold  at  A  and  exhausting  from  drain  B, 


yacuum..-n 
Pan 


Liquor 


To  Condenser 


SftamaflOlb 
L 


Drain 


240  Otg.  in  Steam 
Jacket 


Fig.  8    Vacuum  Pan 

28  Evaporators  depending  upon  coils  or  nests  of  tubes  suffer 
two  serious  disadvantages:  First,  they  are  much  more  difficult  to 
clean  and  to  keep  clean  than  are  jacketed  kettles.  Mechanical 
wipers,  as  stirrers,  are  out  of  the  question,  and  hand  cleaning  is 
awkward.  Second,  they  are,  with  poor  design,  more  apt  to  leak 
steam  into  the  liquid  to  be  evaporated  than  are  jackets,  whereby 
both  heat  and  capacity  are  lost. 


VACUUM   PANS 


29  In  the  writer's  opinion  a  type  of  evaporator  which  will 
eventually  enter  the  canning  factory  is  the  vacuiun  pan.  Fig.  8. 
The  advantage  which  it  possesses  is  that  it  can  use  exhaust  steam 
efficiently,  and,  when  live  steam  is  employed  the  pan  may  be  so 
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designed  as  to  take  only  half  or  less  than  half  the  steam  required  by 
apparatus  which  boils  at  atmospheric  pressure.    . 

30  The  subject  of  vacuum  pans  is  too  large  a  one  to  enter  upon 
here,  there  being  many  different  designs  and  principles  involved. 
It  may  be  mentioned,  however,  that  the  whole  subject  is  replete 
with  unsolved  problems  which  give  much  opportunity  for  successful 
research  work. 

31  All  of  the  evaporators  cited  may  meet  a  check  in  their 
capacity  when  ceftain  products  are  handled,  through  the  thickening 


TABLE  1    PERFORMANCE  OF  EVAPORATORS 


Type  of  evaporator 


Jacketed  kettle  with  100  lb.  steam  prenure,  by  test 

Jacketed  kettle  with  50  lb.  steam  pressure,  assuming  the  same  B.t.u. 

rate  of  transfer 

Jacketed  kettle  with  25  lb.  steam  pressure 

Shell  evaporator,  with  paddles,  50  lb.  steam  pressure,  by  test 

Coils,  100  lb.  steam  pressure,  by  test 

Vacuum  pan,  single  effect,  25  lb.  steam  pressure,  on  tomato  paste;   av- 

erace,  by  test 

Vacuum  pan,  maximum,  100  lb.  steam  pressure 

Vacuum  pan,  with  10  lb.  steam  pressure,  single  effect,  and  26  in. 

vacuum 


Evaporation, 

lb.  per  sq.  ft. 

per  hr. 


66.6 


45. 
29. 
41. 
60. 

40. 
105 


64.5 


B.t.u.  trans- 
ferred per  sq. 
ft.  per  hr.  per 

deS'  ffthr. 

difference 
in  tempera- 
ture 


660 


625 
628 

313 
600 

600 


TABLE  2    COMPARISON  OF  HEATING-SURFACE   REQUIREMENTS  OF  KETTLES 

AND  COILS     . 


Capacity  of  kettle,  gal 

Heating  surface  per  gal.  of  contents,  sq.  ft 


600  (tank  with  coil) 
0.083 


and  foaming  of  these  products.  To  avoid  boiling  over,  foaming 
necessitates  a  cutting  down  of  the  rate  of  evaporation.  Similarly 
with  thickening  —  the  resulting  increased  viscosity  of  the  mass 
causes  a  spattering  dangerous  to  operators  and  wasteful  of  mate- 
rial. In  such  cases  the  initial  rate  of  evaporation  must  be  lessened 
toward  the  end  of  the  process.  The  remedy  is  evaporators  with 
high  sides  to  prevent  boiling  over,  and  stirrers  to  prevent  caking. 

32    Another  item  which  should  be  carefully  calculated  for  indi- 
vidual evaporators  as  well  as  a  number  of  them  together  is  the  drain- 
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ag^  of  the  spaces  supplying  steam.  It  is  very  easily  possible  to  flood 
these  spaces  with  water,  either  through  too  small  a  pipe  size  for  the 
drain  from  the  jacket  or  coil,  or  by  having  one  unit  flood  another, 
or  by  a  badly  designed  unit  of  which  coils  are  a  conspicuous  example. 

COaiPARATIVE  PERFORMANCE  OF  EVAPORATORS 

*  33  Table  1  shows  the  comparative  performance  of  these  various 
evaporators.  It  should  be  remembered  upon  considering  the  re- 
sults indicated  in  this  table  that  the  data  have  been  obtained  for 
the  most  part  under  packing-house  conditions  and  that  the  results 
should  not  be  considered  as  exact,  especially  in  view  of  the  fact  that 
they  were  obtained  from  only  a  few  tests.  They  may,  however,  be 
considered  as  conservative,  since  other  tests,  the  results  of  which 
have  been  brought  to  the  writer's  attention,  show  considerably  higher 
values,  particularly  in  the  case  of  jacketed  kettles;  values  so  high, 
in  fact,  that  he  hesitates  to  quote  them. 

34  In  Table  1  the  first  three  lines  show  the  effect  of  using  steam 
of  a  lower  pressure  than  100  lb.,  the  rate  of  evaporation  in  poimds  per 
square  foot  per  hour  rapidly  falling  off  with  the  lower-pressure  steam. 
The  low  result  of  the  shell  evaporator  may  be  explained  possibly  by 
the  effect  of  the  design,  in  that  the  heating  surface  was  so  arranged 
that  part  of  it  could  be  flooded  during  operation.  It  is  seen  from 
the  table  that  the  best  results  were  secured  with  the  jacketed  kettle. 
This  fact  is  very  much  influenced  by  the  steam  connections,  in  that 
if  only  one  is  used  the  rate  of  evaporation  may  be  only  half  that 
which  is  obtained  when  two  generous  steam  openings  are  employed. 

35  Table  2  is  intended  to  show  the  real  advantage  of  coils. 
The  figures  presented  are  obtained  from  a  niunber  of  kettles  and 
coils  in  actual  operation.  It  is  seen  that  as  the  capacity  of  the 
kettle  increases  the  heating  surface  per  imit  of  contents  decreases, 
which  is  not  true  of  the  coil,  the  reason  being  that  the  jacket  siurface 
of  the  kettle  increases  with  the  square  of  its  linear  dimension,  whereas 
the  volume  increases  as  the  cube. 

PROCESS   KETTLES 

36  The  last  item  to  be  considered  is  the  process  kettle.  In  one 
way  this  is  perhaps  the  most  important  of  all,  since  the  success  of 
the  pack  depends  upon  the  process  kettle.  Its  whole  function  is  to 
raise  the  temperature  of  the  contents  of  the  cans  to  that  necessary 
for  sterilization.  Fig.  9  is  a  diagrammatic  representation  of  a  proc- 
ess kettle. 
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37  There  are  four  methods  in  use  in  the  operation  of  these 
units:  First,  the  cans  are  placed  in  the  process  kettle,  which  is 
previously  empty;  the  kettle  is  then  closed  and  steam  turned  on  so 
that  a  pressure  of  between  5  and  15  lb.  gage  is  secured.  Second, 
this  same  process  may  be  used,  except  that  the  kettle  is  previously 
filled  with  hot  water  and  the  cans  are  subjected  to  a  water  bath 
under  pressiure  at  a  correspondingly  high  temperature.  Third,  the 
cans  may  be  placed  in  a  closed  process  kettle  and  subjected  to  a 
pressiure  very  slightly  greater  than  atmosphere,  say,  1  lb.  gage,  there 
being  no  water  in  the  kettle.  Fourth,  the  process  may  be  under 
atmospheric  pressure  but  in  a  water  bath  with  the  Ud  of  the  kettle 
raised.  These  processes  may  be  referred  to  as  dry  and  wet,  re- 
spectively, and  closed  and  open. 


Water 


Steam 


'f 


p'Ti''-iiim>uiiMi 


Overf/ovf 


^•Process 

Koitfe 


Steam  Jets 


Drain 


FiQ.  9    Process  Kbttlb 


38  In  the  open-bath  process  it  is  a  custom  of  operators  to  main- 
tain a  violent  boil  of  the  bath  so  as  to  secure  a  circulation  through 
all  the  interstices  between  the  cans,  which  practice  results  in  large 
volumes  of  steam  being  emitted  into  the  packing  room.  In  the 
closed  process  it  is  the  custom  to  vent  the  valve  on  top  of  the  kettle. 
When  the  process  is  wet,  it  seems  that  the  object  is  twofold:  first 
to  secure  a  circulation  through  the  interstices,  and  second,  because 
it  is  easier  to  maintain  a  uniform  temperatiure  with  the  steam  flowing 
throu^  rapidly  with  this  vent  valve  considerably  open  than  to 
secure  this  uniform  temperature  with  only  a  small  vent. 

39  Now,  besides  raising  the  temperatures  of  the  cans,  in  the 
dry  process  heat  has  to  be  fiurnished  to  the  kettle  in  the  following 
directions,  all  of  which  is  wasted: 
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a  To  raise  temperature  of  the  metal  of  crates  and  kettle 

b  To  vent  the  kettle,  allowing  air  to  escape,  or  to  establish  a 

circulation  through  the  cans 
c  Condensed  steam  drained  from  kettle 
d  Radiation  of  heat  from  the  outside  surface  of  the  kettle. 

To  these  items  must  be  added,  when  the  wet  process  is  used,  the 
heat  necessary  to  raise  the  temperature  of  a  mass  of  water  as  well 
as  that  of  the  cans.  Table  3  gives  some  quantitative  values,  obtained 
in  part  by  test,  but  for  the  most  part  by  calculation  upon  the  assump- 
tion of  reasonably  good  conditions  in  each  item.  In  this  •connection 
it  should  be  remembered  that  radiation,  venting  and  overflow  wastes 
may  each  vary  widely  with  different  operators  and  units. 


TABLE  3    AMOUNT  OP  HEAT  (B.T.U.)  REQUIRED  FOR  PROCESSING  IN  ONE 

KETTLE  40  IN.  IN  DIAM.  BY  72  IN.  DEEP 


i-hr.  closed  prooaBS  at  240 
deg.  (ahr. 


Dry 


To  cans,  from  120  d«g. . 
To  wat«r.  from  212  d^. 
To  metal,  from  212  deg. 

To  vent  on  top 

Radiation 

Orvflow,  or  drain 

Total  B.t.u 

Boilar  hp 


198.000 

0 

3,300 

0+ 
9,000 
38.000 


248,300 
14.8 


Wet 


198.000 
28,000 

3.300 
17.500' 

9.000 
46,000 


801.800 
18.0 


1-hr.  prooeas 
Closed  Open 


Dry.  216  deg. 


158.000 

0 

500 

0+ 

15.300 

26.000 


199.800 
6.00 


Wet,  212  deg. 


152.000 

0(?) 

0 
35,000+ 
14.800 
29,300 


231.100 
6.90 


40  In  studying  the  data  presented  in  Table  3  it  should  be 
remembered  that  the  calculations  depend  largely  upon  assumptions 
which  are  only  approximately  true,  and  furthermore  that  the  con- 
ditions may  vary  widely  so  as  to  alter  the  figures.  They  show, 
however,  what  may  be  taken  as  a  reasonably  representative  compari- 
son. The  first  item,  namely,  the  heat  added  to  cans,  assumes  that 
the  average  temperature  of  the  cans  leaving  the  exhaust  box  is  120 
d^.;  the  actual  temperature  may  be  greater  or  less  than  this.  The 
further  assumption  is  made  that  the  contents  of  the  cans  are  raised 
from  this  initial  temperature  up  to  the  temperature  of  the  process. 
Actually,  the  temperature  of  the  process  may  be  attained  on  the 
outside  layers  of  the  can,  but  this  gradually  merges  to  a  lower  tem- 
perature at  the  center,  so  that  the  average  temperature  at  the  finish 
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of  the  process  is  something  less  than  240  deg.  in  the  closed  process 
and  less  than  216  deg.  in  the  open.  The  second  item,  having  to  do 
with  the  beat  added  to  the  water  in  the  wet  process,  assumes  this 
water  to  be  at  212  deg.     It  may,  however,  be  cooler  if  there  is  much 


Fia.  10    CoNTiNrora  Cooker  with  Agitator 

time  between  batches,  allowing  cooling,  or  if  the  operators  introduce 
a  large  volume  of  cold  water  in  the  kettle  to  reduce  the  temperature 
quickly. 

41     The  same  reasoning  applies  to  the  heat  added  to  the  metal 
of  the  process  kettle  and  crates.    The  amount  of  steam  vented  frt>m 
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ihe  top  of  the  kettle  may  vary  considerably  according  to  the  custom 
of  the  operator.  From  tests  made  by  the  writer,  with  the  closed 
process  it  amounts  to  the  equivalent  of  1  boiler  hp.  imder  the  manipu- 
lation of  a  fairly  careful  operator.  The  radiation  loss  is  less  in  total 
for  the  closed  process  than  for  the  wet,  since  this  is  quicker,  but  the 
loss  per  square  foot  per  hoiur  is  higher  for  the  closed  process,  since  the 
temperature  difference  is  higher.  The  overflow  or  the  drain  loss  may 
be  much  larger  than  quoted  in  the  case  of  careless  manipulation.  It 
will  be  seen  that  the  closed,  dry  process  at  216  deg.  is  the  most  eco- 
nomical in  the  use  of  steam.  Comparing  the  boiler  hp.  required  for 
the  different  systems,  it  is  noticed  that  the  closed  wet  process  takes 
about  thtee  times  as  much  steam  as  the  dry  at  216  deg.    On  the  other 
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Fig."  11     Improved  Steam  Distribution 


hand,  the  former  is  capable  of  twice  the  capacity  of  the  latter,  so 
that  the  proportion  of  steam  per  can  used  is  as  3  is  to  2. 

42  Efforts  have  been  made  to  increase  the  capacity  of  process 
kettles  by  agitating  the  cans  during  cooking,  machines  for  this  pur- 
pose being  styled  "continuous  cookers."  Fig.  10  is  one  of  recent 
design,  and  possesses  some  excellent  features. 

43  There  seems  to  be  ample  field  for  enUghtenment  by  experi- 
ment in  the  case  of  process  kettles.  Among  the  questions  to  be 
answered  are:  What  are  the  times  necessary  to  elevate  the  tem- 
perature of  the  center  of  a  can  under  the  open  or  closed  systems, 
and  how  much  difference  is  made  by  circulating  water  instead  of 
steam  upon  the  time?    What  effect  has  venting  the  kettle  different 


46  USES  OF  STEAM  IN  THE  CANNING  FACTOBY 

amounts?  What  effect  has  agitating  the  cans?  If  such  venting  of 
the  kettles  has  any  favorable  effect,  how  may  the  steam  thus  lost  be 
recovered?  How  does  the  temperature  of  the  cans  at  various  parts 
of  the  kettle  vary?  Of  what  value  are  automatic  regulators  to 
steam  economy? 

POSSIBILITIES  OF  IMPROVING  PERFORMANCE  OF  PLANT 

44  Referring  to  Fig.  11,  the  possibilities  of  bettering  the  per- 
formance indicated  by  Fig.  1  are  shown.  The  consumption  of  the 
scalder  is  reduced  from  25  to  20  boiler  hp.  by  careful  supervision  of 
its  performance.  The  efficiency  of  the  jacketed  kettle  is  improved 
by  means  of  the  return  trap  which  passes  back  to  the  boiler  4i 
boiler  hp.,  thereby  eliminating  all  possibiUty  of  waste  in  steam 
through  the  drain.  The  exhaust  box  is  increased  in  efficiency  to 
50  per  cent,  and  very  probably  much  better  than  this  can  be  secured 
with  the  more  modern  forms  of  exhaust  box,  the  loss  then  largely 
l>eing  due  to  radiation.  By  using  the  dry  process  at  216  deg.  the 
process  kettle  loses  heat  only  through  radiation  in  amount  equal  to 
about  5  boiler  hp.  and  through  condensate  from  the  drain  equal  to 
about  6J  boiler  hp.,  the  loss  through  the  vent  with  automatic  regu- 
lation being  negligible.  It  is  questionable  how  the  6J  boiler  hp. 
escaping  from  the  drain  may -be  utilized.  It  might  be  returned  to 
the  boiler  as  feed  if  provision  were  made  to  eliminate  impurities. 
An  exhaust-steam  feedwater  heater  is  added,  by  means  of  which  26 
boiler  hp.  is  recovered,  but  as  the  exhaust  steam  is  in  excess  of  the 
requirements  for  preheating  the  feed  water,  some  of  that  available 
from  the  engine  is  lost  through  the  vent.  It  is  very  possible  that 
this  excess  of  steam  should  be  recovered  in  one  of  the  steam-using 
units;  for  example,  if  a  process  kettle  were  designed  with  sufficiently 
large  steam  pipes  and  openings,  exhaust  steam  could  be  used  in  it,  or 
this  exhaust  steam  could  be  used  in  a  vacuum  pan.  There  are  a 
number  of  such  possibilities. 

GENERAL  CONSIDERATIONS 

45  Having  now  taken  up  in  more  or  less  detail  the  various 
familiar  steam-using  units  in  the  canning  factory,  the  writer  would 
conclude  with  a  few  remarks  of  general  appUcation.  Economy  in 
steam  means  three  things:  increasing  efficiency  of  units,  eliminating 
all  avoidable  wastes,  and  utilizing  all  other  wastes  of  heat  as  by- 
products.   The  first  two  can  only  be  accomplished  through  meas- 
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urement  —  it  is  necessary  to  know  how  much  steam  is  used  and  wasted. 
The  packing  house  should  be  properly  equipped  with  measuring  in- 
struments for  this  purpose.  The  famiUar  and  Uttle  appreciated 
pleasure  gage  is  almost  a  stranger  in  the  packing  house,  and  yet  a 
judicious  use  of  this  instrument  will  disclose  much  valuable  informa- 
tion as  to  how  steam  is  being  used  or  abused.  To  find  out  how  low 
the  steam  pressiu'e  is  on  some  imits  whose  inefficiency  or  lack  of 
capacity  has  been  ascribed  to  other  causes  and  inspired  futile  reme- 
dies, will  open  the  eyes  of  the  superintendent.  Next,  when  we 
eliminate  wastes,  we  must  eliminate  aU  wastes,  and  not  tolerate  any 
just  because  we  have  been  accustomed  to  seeing  them  and  know 
that  they  are  difficult  to  avoid.  Wherever  steam  shows  in  the 
atmosphere  it  represents  a  waste,  whether  the  steam  comes  from 
the  jacket  of  a  kettle,  the  vent  of  a  process  retort,  the  flue  from  an 
exhaust  box  or  heater  or  scalder,  or  from  any  cause  whatsoever. 
We  have  no  right  to  discharge  steam  into  the  atmosphere,  even  if  it 
is  exhaust  steam.  We  have  no  right  to  radiate  heat  to  the  atmosphere 
which  might  be  saved  by  non-heat-conducting  protection,  and  such 
wastes,  it  is  necessary  to  say,  are  wantonly  committed  in  the  pack- 
ing house.  No  steam-using  units  the  writer  has  seen  in  such  houses 
make  the  shghtest  provision  against  loss  of  heat  by  radiation.  This 
is  not  only  a  waste  of  coal  but  a  waste  of  human  energy,  since  the 
operators  cannot  work  efficiently  in  the  torrid  heat  usually  prevail- 
ing and  aggravated  by  radiation  from  steam-using  units.  The 
packer  objects  on  the  ground  of  expense,  but  he  should  remember 
that  each  square  foot  of  surface  with  steam  behind  it  radiates  to 
the  atmosphere  in  ten  hours  an  amount  of  heat  requiring  the  burn- 
ing of  1  lb.  of  present-day  coal,  and  then,  upon  calculating  what  this 
aggregates  to,  will  he  reaUze  that  it  is  not  a  question  of  the  expense 
of  installing  pipe  coverings  and  other  similar  devices,  but  the  expense 
of  not  doing  so. 

46  Finally,  the  question  of  how  to  utihze  by-product  heat 
i^uires  careful  study.  In  each  factory  the  problem  may  be  differ- 
ent, and  in  each  it  may  be  a  separate  case  of  proportioning  the  units 
to  fit  into  each  other.  Feedwater  heaters,  traps,  low-pressure  heat- 
ers—all should  be  considered.  Even  the  water  used  for  cooling 
the  cans,  which  carries  away  all  of  the  useful  heat  transmitted,  as 
previously  defined,  may  be  made  to  render  up  some  of  the  heat  it 
has  removed. 


48 


USES  OP  STEAM  IN  THE  CANNING  FACTORY 


DISCUSSION 

E.  G.  Scott  (written).  I  agree  with  the  author  that  there  is 
an  opportunity  to  make  considerable  saving  in  steam  in  most  can- 
ning factories.  There  is  one  thing  which  should  be  borne  in  mind, 
however,  and  that  is  that  while  the  cost  of  the  steam  is  a  large  item 
of  expense,  it  is  not  the  important  thing,  and  whatever  saving  de- 
vices are  installed,  they  must  not  in  any  way  interfere  with  the 
production  of  the  plant.  As  the  canning  season  is  so  short  the 
quantity  of  production  is  a  very  vital  factor. 

Herbert  B.  Reynolds  (written).  A  few  years  ago  I  conducted 
a  series  of  boiler  tests  for  a  small  canning  factory  to  compare  wood 


table  4  boiler  test  with  wood  and  coal 


1. 

Draft  at  base  of  stack,  in.  of  wat«r 

Temp,  of  flue  gaaes,  deg.  fahr 

Moiature  in  fuel,  per  cent 

Volatile  matter  in  fuel,  per  cent 

Fixed  carbon  in  fuel,  per  cent 

Ash  in  fuel,  per  cent 

B.t.u.  per  lb.  of  dry  fuel 

Lb.  fuel  pw  eq.  ft.  of  grate  per  hr 

COt  in  flue  gases,  per  cent 

Cost  of  fuel  pw  hp-hr.,  mills 

Horsqwwer  output 

OvMull  efficiency,  per  cent 


Coal 


0.1 

550 

5.3 

22.8 

65.1 

6.9 

14566 

8.3 

9.0 

9.9 

23.0 

54.0 


and  coal  in  so  far  as  boiler  capacity  and  cost  of  fuel  were  concerned. 
The  boiler  was  of  the  ordinary  return-flue  t3rpe,  having  a  rated  capac- 
ity of  about  25  boiler  hp.  The  furnace  was  provided  with  ordinary 
stationary  grate  bars  and  had  an  area  of  about  12  sq.  ft.  The  dis- 
tance from  the  grate  to  the  lowest  point  of  the  boiler  shell  was  only 
19  in.  The  wood  used  was  oak  in  the  form  of  cord  wood  and  cost 
$2.50  per  cord  at  the  furnace  door.  The  coal  came  from  Clearfield 
Ck)unty,  Pa.,  and  cost  $5  per  ton  at  the  furnace  door.  Table  4 
gives  the  more  important  data  obtained  from  the  tests  while  the 
boiler  was  developing  rated  capacity  in  each  case. 

The  maximum  output  which  could  be  maintained  for  10  hours 
while  using  wood  was  33.4  hp.,  while  when  coal  was  used  it  was 
possible  to  obtain  only  29.6  hp.  for  10  hours.    The  complete  report 
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of  these  tests  was  published  in  the  Sibley  Journal  of  Engineering, 
October  1^15. 

A  great  many  canning  factories  are  situated  in  rural  districts 
where  wood  can  be  obtained  easily,  and  it  would  be  a  very  simple 
matter  to  use  wood  in  place  of  coal  whenever  the  latter  is  difficult 
to  procure. 

W.  D.  BiQELOW  ^  explained  that  most  canning  factories  were 
small  and  in  charge  of  proprietors  burdened  with  details  of  every 
part  of  the  industry;  and  that  piping,  kettles,  etc.,  had  been  kept 
free  from  insulation  to  facilitate  their  cleaning  and  prevent  decom- 
position of  juices  which  might  be  absorbed  by  insulation.  More  or 
less  use  was  conmionly  made  of  the  spent  steam,  but  in  a  large 
percentage  of  the  plants  insufficient  attention  had  been  given  to 
the  proper  setting  of  the  boilers,  to  insulation  where  practical,  and 
to  the  most  efficient  utiUzation  of  steam.  The  cost  of  fuel  was  not 
fully  appreciated  by  many  canners  and  the  paper  would  therefore 
be  of  value  to  the  industry. 

E.  H.  Foster  advised  the  use  of  superheated  steam  for  cooking 
purposes  in  canneries.  He  knew  of  a  niunber  of  cases  where  its 
adoption  had  resulted  in  a  substantial  saving  in  fuel  and  an  increase 
in  capacity. 

A.  L.  Webre,  referring  to  Par.  31,  said  that  foaming  evaporation 
bad  been  the  subject  of  much  investigation  and  there  was  a  great 
deal  of  apparent  misinformation  spread  about.  Foaming  could  be 
overcome  in  a  different  way  than  that  specified  in  the  paper.  It 
bad  been  found  that  in  sugar  manufacture  foaming  could  be  stopped 
altogether  by  controlling  the  velocity  of  circulation  of  the  liquid. 
This  applied  to  the  coil  evaporator  as  well,  but  particularly  in  a  long 
tube  machine.  There  was  a  certain  velocity  that  must  be  exceeded. 
If  the  circulation  in  the  evaporating  tube  was  in  excess  of  15  ft.  per 
sec.,  bubbles  of  foam  would  be  broken  up  in  the  tube  itself  and  the 
liquid  would  come  out  at  the  top  of  the  tube  in  a  spray  of  fine  drops. 
This  was  well  illustrated  by  an  example  taken  from  the  sugar  busi- 
ness. In  the  old  process  of  syrup  clarification  it  was  the  practice 
to  put  a  quantity  of  cane  juice  in  a  shallow  flanged  pan  6  or  8  ft.  in 
diameter  and  about  3  ft.  deep.  With  slow  boiling  the  material 
would  foam  until  it  reached  the  level  of  the  top  of  the  container, 

Chi^  Chemist,  National  Canners  Association,  Washington,  D.C. 
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• 

when,  due  to  the  flotation  effect  particles  of  scum  would  come  up. 
These  would  float  on  the  top  of  the  liquid  and  the  operator  would 
draw  them  off  to  one  side  and  continue  the  operation  until  he  got 
rid  of  them  entirely;  then  he  would  shut  off  the  steam  and  open  the 
valve  wide,  when  violent  ebullition  would  start;  but  there  was  no 
foam.  The  loss  of  material  from  spraying,  caused  by  violent  ebul- 
lition, was  overcome  by  using  a  properly  designed  separator,  of 
which  there  were  a  number  of  good  ones  available. 

He  had  found  that  a  4-in.  coil  would  operate  much  better  if  the 
length  was  not  over  25  or  30  ft.,  and  that  coils  30  ft.  long  would 
actually  do  twice  as  much  work  per  square  foot  of  coil  surface  as 
coils  60  or  75  ft.  long.  In  the  sugar  industry  it  was  sometimes 
necessary  to  use  large  coils.  In  such  cases  the  coils  were  spUt  up 
to  get  a  number  of  sections  —  such  would  b^  the  case  in  a  very 
large  vacuum  pan.  The  evaporation  taken  from  the  tomato  juice 
was  an  excellent  solvent  and  therefore  would  cleanse  well.  His 
concern  had  dissolved  calcium  sulphate  scale  by  the  use  of  such 
distilled  water.  By  treating  -le-in.  solid  gypsimi  scale  with  dis- 
tilled water  for  six  hours  and  boiling  the  water,  the  scale  was  dis- 
solved. 

In  regard  to  Mr.  Foster's  suggestion,  he  would  say  that  tests 
had  shown  that  it  made  httle  difference  whether  saturated  or  super- 
heated steam  was  used  as  far  as  increasing  the  capacity  of  the 
equipment  was  concerned. 

• 

L.  B.  McMillan  mentioned  the  use  of  steam  traps,  which  will 
let  the  air  out  and  hold  the  steam  back  and  thus  hold  the  vessel 
temperature  without  the  loss  of  steam.  It  seemed  to  him  that 
proper  insulation  could  be  appUed  to  apparatus  that  would  pay  for 
itself  in  such  a  short  time  that  it  would  be  advantageous  to  use  it. 

The  Author.  Referring  to  Dr.  Bigelow's  comments  in  regard 
to  heat  insulation,  the  canning  factory  presents  a  more  special 
problem  in  the  way  of  heat  insulation  for  the  reason  that  cleanliness 
is  necessary.  The  mechanical  problem  can  be  solved,  possibly,  with 
air  spaces  of  metal  walls,  but  it  has  not  been  worked  out  because 
the  canner  has  not  taken  enough  interest  in  it  up  to  date. 

I  am  aware  that  evaporators,  especially  sugar  evaporators,  have 
been  brought  to  a  refined  state  of  design.  In  the  canning  industry 
they  have  not.  That  is,  special  vacuum  pans  that  are  appUcable  to 
the  canning  industry  have  not  been  developed  in  the  same  way 
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that  they  have  in  the  sugar  industry.  I  believe  there  is  a  big  future 
for  vacuum  pans  for  the  reason  that  they  can  make  use  of  ex- 
haust steam.  One  large  company  has  put  in  the  most  refined  type  of 
vacuum  pan  to  boil  down  and  concentrate  the  tomato  juice  which 
had  been  thrown  away  heretofore  because  it  did  not  pay  to  bother 
with  it.  Now  the  cost  of  raw  material  has  increased  so  that  it  will 
pay  to  evaporate  the  raw  juice  and  get  the  solids  out  of  it.  Inci- 
dentally, because  the  evaporators  are  vacuum  pans,  waste  steam  is 
being  used  economically. 

When  I  use  the  word  "evaporator"  in  connection  with  foaming,  I 
refer  not  only  to  vacuum  pans  but  to  all  other  types  of  evaporator 
—jacket  kettles  and  coils.  I  should  Uke  to  have  more  facts  on  this 
question  of  tomato  pulp,  because  one  difficulty  encountered  is  the 
cooking  of  the  pulp  on  the  tubes,  making  it  very  difficult  to  clean 
them. 

There  is  a  possibility  in  the  use  of  superheated  steam,  but  Uttle 
is  known  about  its  behavior  in  this  industry.  A  small  steam-inlet 
pipe  connection  is  often  used  in  canning  apparatus,  and  the  result  is 
a  large  pressure  drop;  instead  of  100  lb.  there  may  be  only  50  or 
25  lb.  in  the  apparatus.  If  the  stream  is  initially  wet,  it  will  prob- 
ably be  wet  at  the  lower  pressure,  with  correspondingly  low  temper- 
ature. If  initially  superheated,  the  temperature  at  the  lower  pressure 
would  be  higher  than  that  due  to  saturation,  which  would  assist  heat 
transfer. 
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MOISTURE  REABSORPTION   OF  AIR-DRIED 
DOUGLAS  FIR  AND  HARD  PINE  AND 
THE  EFFECT  ON  THE  COMPRES- 
SIVE STRENGTHS 

Bt  Irytng  H.  Cowdret,^  Cambridge,  Mass. 

Non-Member 

Under  ordinary  atmospheric  conditions  air-dried  timber  quickly  reabsorbs 
moisture  and  undergoes  certain  changes  in  its  characteristic  properties. 

In  order  to  determine  how  much  greater  would  be  the  response  and  the  consequent 
change  in  properties  if  the  timber  were  introduced  into  a  saturated  atmosphere  at  a 
reasonably  high  temperature  or  if  completely  submerged  in  water,  a  series  of  investi- 
gations  was  conducted  during  the  past  year  at  the  Massachusetts  InstitiUe  of  Technology 
on  <tM>  important  structural  timbers  —  Douglas  fir  and  southern  hard  pine.  These 
tests  are  described  in  detail  in  the  paper  and  the  results  obtained  preserded  in  the  form 
of  graphs. 

While  these  tests  were  made  on  a  limited  number  of  small  specimens  and  the 
results  are  confessedly  comparative  and  qtudiiative  rather  than  quantitative,  the 
author  is  nevertheless  of  the  opinion  that  an  analysis  of  the  data  given  will  justify 
the  following  statements:  H 

In  the  air-dry  condition  with  approximately  equal  moisture  contents  the 
compressive  strength  of  hard  pine  is  about  25  per  cent  greater  than  that 
of  Douglas  fir. 
When  exposed  to  air  saturated  with  water  vapor  a/  120  deg.  fahr.,  and  when 
immersed  in  fresh  water  at  70  deg,  fahr.,  the  moisture  reabsorption  of 
air-dried  fir  is  greater  and  more  rapid  than  that  of  pine. 
The  temperature  effect  on  strength  decrease  is  of  more  importance  on  pine  than 

on  fir. 
Pine  shouts  a  more  rapid  decrease  in  strength  with  the  moisture  increase  than 
does  fir.  (The  more  rapid  reabsorption  by  fir  tends  to  offset  this  effect 
when  the  time  element  is  used  as  a  basis,  so  that  for  a  given  time  of  treat- 
ment the  pine  remains  the  stronger  although  the  strengths  tend  to  approach 
each  other  with  more  extended  treatment.) 
For  moisture  contents  above  11  per  cent  when  due  to  reabsorption  from  air 
saturated  at  120  deg,  fahr.,  the  fir  is  stronger  in  compression  than  the 
pine.  The  same  relation  appears  for  moisture  contents  greater  than 
20  per  cent  when  due  to  soaking  in  fresh  water  at  70  deg.  fahr. 

^  Department    of    Mechanical    Engineering,    Massachusetts    Institute    of 
Technology. 

Presented  at  the  Spring  Meeting,  Worcester,  Mass.,  June  1918,  of  The 
American  Societt  of  Mechanical  Engineers. 
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npHE  effect  of  moisture  on  the  properties  of  timber  has  become  a 
well-established  and  recognized  fact.  Every  practical  man, 
whether  he  be  an  engineer  or  a  craftsman,  knows  full  well  that  the 
removal  of  moisture  from  timber,  or  the  so-called  "seasoning," 
produces  marked  changes  in  its  strength,  hardness,  stiffness,  resiliency 
and  other  characteristic  properties.  Much  has  been  done  in  the  way 
of  scientific  investigation  by  the  Bureau  of  Forestry,  The  Forest 
Products  Laboratory  and  various  imiversities  and  technical  schools 
to  determine  the  effect  of  the  progressive  removal  of  moistinre  on  the 
strength  of  timber  of  all  kinds. 

2  The  results  obtained  have  appeared  with  lengthy  discussions 
in  the  bulletins^  and  technical  papers  issued  by  these  bodies  and  in 
the  proceedings  of  various  professional  societies.  In  view  of  this,  it 
were  a  waste  of  time  and  effort  to  present  such  data  and  such  dis- 
cussion in  this  paper. 

3  To  the  reversal  of  this  process  there  has  been  given  consider- 
ably less  attention.  There  is  often  expressed  great  surprise  at  the 
rapid  and  very  appreciable  regain  of  moisture  by  wood  after  it  is 
removed  from  the  dry  kihi.  This  reabsorption,  moreover,  is  not 
confined  to  kiln-dried  wood,  but  occurs  as  well  in  the  case  of  timber 
which  has  been  thoroughly  air-dried.'  In  fact,  the  reabsorptive 
power  of  air-dried  timber  is  beUeved  to  be  somewhat  greater  than 
is  that  of  Upiber  which  has  been  properly  and  thoroughly  kiln- 
dried.* 

PROBLEMS  TO   BE  SOLVED 

4  If,  then,  wood  responds  so  quickly  in  it«  reabsorption  of  moistiu^ 
under  very  ordinary  atmospheric  conditions,  and  in  consequence  thereof 
undergoes  change  of  properties,  how  much  greatef  will  be  the  response 
and  the  consequent  change  of  properties  if  the  timber  be  introduced 
into  a  saturated  atmosphere  at  reasonably  high  temperatures,  or  if 
it  be  completely  submerged  in  water? 

5  A  recognition  of  the  importance  of  these  items  and  the  belief 
that  reabsorption  is  a  factor  to  be  reckoned  with  has  led  to  the 
conducting  of  a  series  of  investigations  during  the  past  year  in  the 
Testing  Materials  Laboratory  of  the  Massachusetts  Institute  of 
Technology  to  determine  the  quantitative  effect,  if  possible,  of  such 

*  Notably  in  Bulletin  No.  70  of  the  U.  S.  Dept.  of  Agriculture,  by  H.  D. 
Tiemann. 

*  Bulletin  No.  70,  U.  S.  Dept.  of  Agriculture,  treats  of  the  effect  of  reabsorp- 
tion of  certain  woods  from  the  kiln-dry  condition,  but  does  not  consider  the  efiFect 
on  air-dry  wood,  nor  on  Dougjias  fir  under  any  condition. 
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conditions.  Moreover;  during  the  past  few  years  the  eastern  lumber 
marketSi  as  typified  by  Boston,  have  witnessed  the  entrance  of  a  new 
competitor  in  the  field  of  structural  timber,  namely,  PaeudoUuga 
Dimglaaii. 

6  This  fact  led  the « experimenters  to  make  a  parallel  investi- 
gation for  the  purpose  of  comparing  this  Douglas  fir  with  the  better- 
known  southern  hard  pine,  which  has  been  so  long  established  in 
the  structural  engineering  of  this  part  of  the  United  States.  In  so 
far  as  the  writer  is  aware,  this  is  the  first  work  of  the  kind  to  have 
been  done  on  Douglas  fir.  The  pine  used  falls  under  the  classification 
of  "dense  southern  pine''  according  to  the  standards  of  the  American 
Society  for  Testing  Materials  and  is  very  probably  the  long-leaf 
yellow  pine  (Pinus  palustria). 

NATURE  OF  THE   INVESTIGATION 

7  The  investigation  under  discussion  may  be  briefly  outlined 
as  follows:  The  stock  used  had  been  purchased  in  the  open  market 
without  any  special  care  in  selection.  In  the  form  of  4-in.  planks  it 
remained  in  the  testing  laboratories  about  six  months  under  the 
conditions  of  heat  and  moisture  ordinarily  pertaining  to  such  locali- 
ties, being  open  to  free  and  complete  circulation  of  air  over  and  around 
the  material. 

8  Tests  showed  the  moisture  content  to  be  between  6  and  8 
per  cent  for  all  pieces.  The  timber,  then,  may  be  considered  to  have 
been  thoroughly  air-dried.  From  these  planks  were  cut  specimens 
which  were  planed  to  a  section  2  in.  by  2  in.  and  20  in.  long.  These 
pieces  were  cut  further  into  blocks  8  in.  long,  and  the  pairs  thus 
obtained  were  used  in  most  cases  imder  similar  conditions  of  treat- 
iQent  for  check  purposes.  All  treatments  were  conducted  on 
specimens  8  in.  long  and  tests  were  made  on  specimens  6  in.  long 
formed  by  the  removal  of  1  in.  from  each  end  of  the  treated 
specimen. 

9  A  number  of  specimens  of  both  pine  and  fir  were  tested  in  the 
air-dry  condition  to  establish  their  initial  properties.  One  set  con- 
sisting of  20  pieces  of  pine  and  20  pieces  of  fir  was  subjected  for  various 
lengths  of  time  to  a  saturated  atmosphere  at  120  deg.  fahr.  Another 
sunilar  set  was  inunersed  in  fresh  water  at  70  deg.  fahr.  for  various 
periods  of  time.  The  relative  rates  of  moisture  penetration  and  the 
properties  of  the  wood  as  determined  by  direct  compression  in  a 
direction  parallel  with  the  grain  were  investigated  and  the  results 
appear  later  in  this  discussion. 
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10  The  moisture  determinations  were  made  as  follows:  From 
the  blocks  were  cut  sections  approximately  i  in.  thick.  (The  cutting 
lines  were  laid  off  at  i-in.  intervals  and  the  saw  scarf  then  reduced  the 
thickness  to  about  -^y  in.)  Six  of  these  were  cut  from  the  first  li  in. 
of  length  and  a  seventh  from  the  center.  See  A,  Fig.  1.  It  was 
necessary  to  eliminate  the  effect  of  lateral  penetration  of  moisture, 
consequently  the  outer  \  in.  was  removed  from  these  sections  with  a 
chisel;  as  indicated  at  B,  Fig.  1. 

11  The  moisture  content  was  obtained  in  the  usual  manner. 
After  removal  of  all  adhering  dust  and  splinters,  the  sections  were 
carefully  weighed.  They  were  then  exposed  to  a  reasonably  dry  air 
bath  at  212  deg.  fahr. 

12  The  drying  is  continued  until  a  "constant  weight"  is  ob- 
tained. With  samples  of  this  size  and  form,  taken  from  the  woods 
imder  consideration,  this  constant  weight  is  generally  obtained  in 
about  li  hours.    This  is  known  as  the  "oven-dry  weight." 


A  ' 

Fig.  1    Method  of  Cutting  Specimens 

13  The  loss  in  weight  imder  the  above  conditions,  divided  by 
the  oven-dry  weight,  expressed  as  per  cent,  gives  the  moisture 
content. 

14  In  any  discussion  dealing  with  the  effect  of  moisture  on  the 
characteristics  of  wood  it  is  very  essential  to  have  in  mind  the  form 
in  which  water  may  exist  in  the  cellular  structure. 

15  The  Walter  present  in  wood  may  exist  (a)  as  free  water  within 
the  cellular  spaces,  the  canals  and  ducts,  and  possibly  to  some  slight 
extent  in  the  intercellular  cavities;  and  (6)  as  water  which  has  been 
actually  absorbed  by  the  material  which  constitutes  the  cell  walls. 
It  is  commonly  supposed  that  the  absorption  of  water  from  moist 
air  at  least  is  first  an  absorption  by  the  cell  walls,  and  that  later 
under  some  conditions  there  occurs  a  partial  filling  of  the  cell  cavities. 
The  maximum  water  content  possible  without  the  presence  of  free 
water  in  the  cells  and  canals  is  known  as  the  "fiber-saturation  point." 
When  water  is  absorbed  because  of  the  actual  immersion  of  the  wood 
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it  is  very  likely  that  free  water  may  exist  in  the  cells  without  the 
cell  walls  having  absorbed  a  quantity  sufficient  to  produce  fiber 
saturation.  For  most  of  the  more  conmion  timbers  this  fiber- 
saturation  point  occurs  at  a  moisture  content  of  approximately  25 
per  cent. 

16  Most  writers  consider  that  it  is  only  this  second  form,  or 
"imbibed ''  water,  as  it  is  sometimes  called,  which  affects  the  strength. 
No  satisfactory  theories  have  been  advanced  to  elucidate  the  phenom- 
enon. Whether  the  action  is  purely  physical  or  whether  it  may  par- 
take of  a  certain  chemical  semblance  is  a  point  of  some  disagreement. 
It  would  seem  to  the  writer  as  though  perhaps  there  may  occur  some 
of  the  effects  of  colloidal  solution.  This  last  suggestion  might  to 
some  extent  be  borne  out  by  the  fact  that  a  very  complete  kiln-drying 
at  high  temperature  prevents  or  markedly  decreases  certain  effects 
commonly  produced  by  reabsorption  of  moisture  such  as  swelling, 
increase  of  pUability,  etc. 

17  Again,  the  writer  would  hold  that  the  free  water  in  the  cells 
and  canals  may  also  have  a  weakening  effect,  due  to  re-solution  of 
some  of  the  salts  which  are  undoubtedly  deposited  within  the  cells 
as  the  sap  dries  out,  or  in  the  case  of  heart  wood  by  infiltration  during 
the  life  of  the  tree.  These  crystaUine  deposits,  it  would  seem,  must 
have  a  stiffening  effect,  and,  if  present  in  sufficient  quantity  to  fill 
completely  the  cell  or  to  bridge  it  at  any  point,  should  add  quite 

^  niaterially  to  the  rigidity  of  the  cell,  as  latticing  adds  to  the  rigidity 
of  structural  compression  members. 

• 

RELATIVB   RATES  OP  MOISTURE  PENETRATION   LONGITUDINALLY 

18  Only  the  rate  of  penetration  in  the  direction  of  the  fiber  was 
investigated.  The  specimens,  in  the  form  of  blocks  2  in.  by  2  in.  by  8 
in.  were  subjected  to  the  desired  treatment  for  periods  ranging  from 
one  hour  to  117  hours.  At  the  end  of  the  period  of  treatment  the 
moisture  content  was  obtained  as  previously  described. 

19  While  the  relative  behaviors  of  the  pine  and  fir  show  certain 
pomts  of  similarity  with  regard  to  their  reabsorption  from  both  satu- 
rated air  and  from  water,  yet  certain  details  are  sufficiently  variant 
to  warrant  a  separate  discussion. 

20  Reabsorption  When  Exposed  to  Saturated  Air  at  120  Deg.  Fahr. 
The  specimens  were  treated  by  placing  them  on  a  grid  just  above  the 
surface  of  hot  water  in  a  covered  steamer  freely  vented  to  the  air.  It 
was  found  possible  to  maintain  the  temperature  of  the  vapor  in  the 
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steamer  vitliin  the  liniits  of  2  d^.  fahi.  variation  during  the  longest 
period  of  treatment,  namely,  24  hours. 

21  Fig.  2  shows  the  reabsorption  of  the  specimens  during  periods 
of  1,  3,  9,  and  24  hours  of  treatment.  The  curves  take  a  hyperbolic 
form  and  it  will  be  noted  that  in  every  case  except  that  for  the  1-hr. 
treatment  the  reabsorption  by  the  fir  is  much  in  excess  of  that  by  the 
pine.    It  has  seemed  beat  to  plot  the  reabsorption  in  terms  of  the 
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moisture  content  in  excess  of  that  present  in  the  air-dried  condition 
rather  than  the  absolute  moisture  content.  This  was  done  to  elimi- 
nate if  possible  any  variation  of  hygroscopic  action  inherent  in  the 
specimen  due  to  structural  peculiarities. 

22  Referring  to  curves  P-l  and  F-1  representing  the  conditions 
at  the  end  of  an  hour's  treatment,  it  will  be  noticed  that  no  reab- 
sorption was  manifest  beyond  a  point  approximately  1^  in.  from 
the  end.    The  curves  FS  and  PS,  showing  the  effect  of  3  hours' 
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treatment,  clearly  indicate  some  absorption,  even  at  a  distance  of 
4  in.  from  the  exposed  end  grain.  This  furnishes  a  very  striking 
example  of  the  extreme  rapidity  with  which  moisture  will  penetrate 
along  the  grain  of  timber  when  it  is  exposed  to  the  action  of  hot, 
moist  air. 
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23  It  should  be  noted  that  in  none  of  the  treatments  did  the  re- 
abeorpUon  become  greater  than  12  per  cent  average  moisture  in  the 
first  i  in.  from  the  end.  With  the  air-dry  condition  of  8  per  cent  of 
moisture  or  less,  giving  a  total  moisture  of  20  per  cent  or  less,  it  would 
Beem  that  the  fiber-saturation  point  was  not  attained.  However, 
the  point  plotted  represents  the  average  only  for  the  first  \  in.,  and 
as  the  plots  show,  the  moisture  content  decreases  very  rapidly  at 
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first;  hence  it  seems  fair  to  presume  that  the  walls  of  the  cells  im- 
mediately adjacent  to  the  surface  may  have  reached  the  point  of 
saturation.  From  this  it  might  be  inferred  that  saturated  air  at 
120  deg.  fahr.  is  capable  of  producing  fiber  saturation.  It  seems  also 
reasonable  to  suppose  that  if  the  treatment  were  continued  for  a 
period  of  sufficient  length  this  condition  might  extend  throughout 
the  timber  regardless  of  size.  The  logical  conclusion  to  be  drawn 
from  this  leads  to  the  statement  that  timbers  svibjeded  to  the  action  of 
sdturated  air  at  120  deg.  fahr.  must  be  designed  on  a  basis  of  constants 
determined  from  tests  on  green  timber. 

24  Reabsorption  When  Completely  Immersed  in  Fresh  Water  at 
70  Deg.  Fahr.  The  specimens  in  this  series  were  treated  by  immersion 
in  a  tank  of  water  in  which  continuous  renewal  was  maintained  at 
such  a  rate  that  an  entire  change  was  effected  at  least  once  each  24 
hours.  Temperature  regulation  was  arranged  to  keep  the  water  at 
70  deg.  fahr. 

25  Reabsorption  tests  were  made  at  the  end  of  1,  24,  48,  72  and 
117  hours.  The  observations  were  all  concordant  and  hence  only 
the  data  obtained  from  the  24-,  48-  and  117-hour  periods  have  been 
plotted  in  Fig.  3.  Here  the  relative  reabsorptive  powers  of  pine  and 
fir  are  much  more  nearly  alike  than  in  the  case  of  the  treatment  in 
saturated  air.  Yet  even  here  it  will  be  noted  that  in  all  cases  the 
reabsorptive  power  of  the  fir  is  slightly  greater  than  that  of  the  pine. 

26  The  effect  of  capillarity  will  almost  immediately  fill  the  open- 
ended  cavities  of  the  cells  and  canals  at  the  exposed  surface  of  an 
immersed  stick.  Hence  the  first  quarter  inch  shows  a  total  moisture 
content,  even  after  a  single  hour's  immersion,  far  above  that  neces- 
sary for  fiber  saturation.  (Data  not  shown  in  Fig.  3.)  This,  how- 
ever, does  not  indicate  the  speed  at  which  fiber  saturation  is  actually 
attained,  and  since  there  seems  to  be  no  means  of  differentiating  the 
two  conditions  of  included  moisture,  such  a  determination  does  not 
seem  possible. 

27  While  the  time  required  for  fiber  saturation  is  not  definite 
in  the  case  of  timber  immersed  in  water,  yet  an  inspection  of  the 
curves  of  Fig.  3  shows  clearly  that  such  saturation  imdoubtedly 
occurs  and  that  it  is  only  a  matter  of  time  whether  in  the  case  of  col- 
umns or  beams  of  timber,  even  though  previously  air-dried,  for  them 
to  be  reduced  to  the  character  of  green  wood.  It  would  seem,  then, 
that  conclusions  relative  to  the  design  of  timber  Uable  to  submersion 
are  similar  to  those  drawn  in  Par.  25  at  the  close  of  the  discussion 
of  the  effect  of  treatment  by  saturated  air. 
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28  Comparison  of  Figs.  2  and  3  beyond  the  first  half  inch  from 
the  exposed  end  shows  that  the  rapidity  of  reabsorption  is 'much  less 
when  the  wood  is  immersed  in  water  at  70  deg.  fahr.  than  when  ex- 
posed to  air  saturated  at  120  deg.  fahr.  In  detail  it  will  be  noted  that 
24  hours  in  water  are  required  to  produce  approximately  the  same  re- 
absorption  as  3  hours'  treatment  in  moist  air,  and  that  the  reabsorp- 
tion after  48  hours'  submersion  is  approximately  that  attained  dur- 
ing a  24-hour  exposure  to  moist  air. 

EFFECT  OF  BEABSORPTION  ON  THE  COMPRESSIVE  STRENGTH 

29  As  previously  noted,  the  blocks  imder  investigation  were 
treated  in  the  form  of  specimens  2  in.  by  2  in.  by  8  in.  After  treat- 
ment a  section  1  in.  thick  was  removed  from  each  end,  thus  giving  a 
specimen  6  in.  long  for  the  compression  tests.  The  ends  were 
squared  in  a  metal  miter  box  so  that  the  faces  subjected  to  pressure 
were  as  nearly  parallel  as  possible.  The  failure  of  the  specimens 
would  indicate  a  pure  compression  stress. 

30  After  failure  a  quarter-inch  section  was  removed  from  the 
specimen  at  the  point  of  fracture,  and  from  this  the  moistiu-e  content 
was  obtained  as  previously  described. 

31  Figs.  4  and  5  have  been  prepared  to  show  the  relations,  if  any 
exist,  between  the  actual  moisture  content  and  the  crushing  strength 
of  the  two  woods  imder  discussion. 

32  All  of  the  fir  tested,  with  two  exceptions,  showed  from  12  to 
17  rings  per  inch  measured  radially.  Of  these  exceptions  one  showed 
10  and  the  other  20  rings  per  inch.  The  summer  wood  comprised 
from  30  to  60  per  cent  of  the  total  growth,  about  one-half  the  total 
number  of  specimens  containing  between  40  and  50  per  cent  of  sunmier 
growth.    The  air-dry  density  ranged  between  31  and  36  lb.  per  cu.  ft. 

33  The  pine  imder  investigation  (with  the  exception  of  three 
specimens  noted  later  and  marked  S  on  Fig.  5)  showed  from  7  to  10 
rings  per  inch  measured  radially.  The  sunmier  wood  ranged  from  30 
to  50  per  cent  of  the  total  growth,  except  in  specimens  S.  The  air- 
dry  density,  except  for  specimens  S,  was  between  32  and  36  lb.  per 
cu.  ft. 

34  Specimens  S  (three  in  number,  see  Fig.  5)  had  but  6  rings  per 
inch,  showing  only  25  per  cent  of  simmier  wood,  and  had  an  air-dry 
density  of  about  30  lb.  per  cu.  ft.  It  is  evident  that  the  wood  from 
which  these  were  cut  should  be  classed  as  "sound"  rather  than  as 
"dense"  southern  pine  according  to  the  A.  S.  T.  M.  standards. 
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35  The  moisture-etrength  relations  for  the  fir  and  pine  will  now 
be  taken  up  Beparately  and  later  compared. 

36  DougUu  Fir  (see  Fig.  4).  The  most  superficial  glance  at  the 
plotted  data  will  very  clearly  show  that  the  compressiTe  strength 
of  the  wood  falls  as  the  moisture  content  increases.  While  mathe- 
matical methods  are  possiUe  in  the  establishment  of  such  a  curve, 
such  a  method  of  investigation  seems  hardly  warranted  in  this  in- 
stance. The  curve  drawn  is  assumed  by  the  writer  to  be  fairly  repre- 
sentative and  is  at  least  indicative  of  certain  fundamental  relations. 

37  The  data  were  obtained  as  previously  explained  from  tests 
made  on  specimens  subjected  to  radically  different  treatments.    In 
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the  case  of  the  fir,  nevertheless,  the  resulting  graph  is  evidently  a  con- 
tinuous line.  The  inclination  is  somewhat  sharper  with  the  lower 
moisture  contents  and  flattens  out,  becoming  approximately  hori- 
eontal  at  a  moisture  content  of  about  25  per  cent.  This  corresponds 
very  closely  with  the  fiber-saturation  point  previously  referred  to  and 
would  seem  to  bear  out  the  existing  theory  that  only  the  "imbibed" 
moisture  affects  the  strength  in  compression. 

38  While  it  must  be  kept  in  mind  that  the  values  of  the  strengths 
here  recorded  are  in  no  way  indicative  of  the  proper  constants  for  use 
in  design,  yet  it  is  felt  that  certain  of  the  relations  apparent  are  of 
fundamental  truth.  It  will  be  noted  that  the  treatment  of  wood  by 
exposure  to  air  saturated  at  a  temperature  of  120  deg.  fahr.  results  in 
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a  compressive  strength  of  about  25  per  cent  less  than  the  strei^th  of 
an-diy  timber.  This  reduction  appears  at  about  14  per  cent  moisture 
content. 

39  Submersion  in  water  at  70  deg.  fahr.  for  a  period  of  117  hours 
produces  at  the  point  of  fracture  a  moisture  content  of  26  per  cent, 
diereby  reducing  the  strength  to  a  value  about  40  per  cent  below  that 
torur-dry  wood  of  the  same  quality. 

40  Yellow  Ptjie  (see  Fig.  5).  The  data  recorded  m  F«.  5  offer 
certain  marked  variations  from  thoae  shown  for  fir  in  Fig.  4,  the  curve 
for  which  has  been  transposed  to  this  plot  as  a  dash  line.  It  is  very 
obvious  that  the  data  obtained  from  the  pine  yield  plotted  points 
vriiidt  cannot  be  satisfactorily  represented  by  a  single  line.    The 
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data  from  the  water-soaJ^ed  specimen,  marked  W,  yield  a  fairly  de- 
tenoinate  curve.  The  data  from  the  specimens  exp(»ed  to  the  moist 
air,  marked  A,  might  be  reasonably  well  represented  by  a  variety  of 
lines.  However,  it  seems  fair  to  presume  that  the  two  lines  will  be 
of  the  same  general  type  even  though  they  are  discontinuous.  Such 
has  been  the  assumption  used  as  a.  guide  in  drawing  the  representative 
linea. 

41  The  generaUzations  for  the  pine  are  quite  similar  to  those 
fbawn  from  the  graph  characteristic  of  the  effect  of  reabsorption  by 
the  fir.  The  decrease  in  strength  is  at  first  quite  rapid  with  the  in- 
crease  of  moisture  content.  It  later  flattens,  becoming  nearly  hori- 
lontal  at  about  25  per  cent  moisture  content,  again  indicating  this 
value  as  the  fiber-saturation  point. 
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42  The  rate  of  decrease  in  strength  seems  to  be  more  rapid  for 
yellow  pine  than  for  fir.  In  the  case  of  the  specimens  investigated 
this  decrease  becomes  about  35  per  cent  after  24  hom^'  exposure  to 
air  saturated  at  120  deg.  fahr.  It  is  only  fair  to  suggest  that  this  de- 
crease may  not  be  due  entirely  to  moisture,  which  point  is  discussed 
in  Pars.  47-49. 

43  Due  to  the  extremely  rapid  reabsorption,  no  points  were  ob- 
tained for  the  soaked  specimens  between  the  air-dry  condition  and 
about  14  per  cent  of  moisture.  The  graph  W  as  drawn,  however,  if 
extrapolated  as  a  straight  line  will  pass  very  close  to  the  data  obtained 
from  the  air-dry  material.  This  graph  shows  that  the  moisture  con- 
tent of  about  25  per  cent  which  was  present  1  in.  from  the  exposed 
end  after  a  soaking  of  117  hours,  resulted  in  a  strength  nearly  60  per 
cent  below  the  strength  of  the  air-dry  material. 

44  Reasons  for  the  Discontinuity  of  the  Oraph.  The  wood  treated 
in  the  moist  air  at  120  deg.  fahr.  was  tested  immediately  upon  re- 
moval from  the  steamer.  It  was  warm  when  subjected  to  pressure; 
in  some  cases  the  temperatinre  of  the  inner  portions  was  proljably  at 
least  100  deg.  fahr.  Pine  is  a  very  resinous  wood.  At  the  tempera- 
tures maintained  this  resinous  material  will  soften,  and  some  of  the 
normally  solid  constituents  will  undoubtedly  become  actually  lique- 
fied. The  portions  normally  in  the  state  of  a  hquid  of  high  viscosity 
will  imdoubtedly  have  their  viscosity  considerably  lowered.  The 
effect  of  this  action  will  be  that  of  a  general  removal  of  the  stiffening 
action  of  the  cell  contents  and  a  possible  lubricating  effect  tending  to 
permit  a  greater  freedom  of  movement  between  cells  which  are  poorly 
adherent  because  of  incidents  of  growth.  This  effect  is  additive  to 
the  general  effect  of  the  absorption  of  moisture  and  may  well  explain 
the  sharp  pitch  of  the  curve  A. 

45  The  temperature  of  the  water  (70  deg.  fahr.)  used  for  the 
soaking  treatment  is  probably  insufficient  to  produce  the  above-noted 
effect.  In  fact,  the  temperatinre  is  approximately  that  at  which  the 
air-dry  specimens  were  tested.  It  would  seem,  then,  that  the  tem- 
perature factor  may  reasonably  be  eliminated  from  a  discussion  of 
the  curve  W.  If  such  be  the  case,  it  is  to  be  expected  that  a  given 
moisture  content  when  obtained  in  the  water  at  70  deg.  fahr.  will  show 
a  less-marked  weakening  effect  than  does  the  same  moisture  content 
when  resulting  from  exposinre  to  moist  air  at  120  deg.  fahr.  Observing 
the  conditions  at  a  moisture  of  14  per  cent,  such  is  found  to  be  the 
case.  The  difference  between  the  ordinates  of  curves  A  and  W  at 
this  degree  of  saturation  may  well  be  taken  to  represent  the  weaken- 
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ing  effect  of  heat  due  to  softening  of  the  resinous  compounds  by  a 
iittting  for  24  hours  at  120  deg.  fahr. 

46  Since  the  quantity  of  resinous  matter  in  the  Douglas  fir  is 
much  less  than  that  in  the  pine,  this  temperature  effect  would  doubt- 
less be  absent  and  the  resulting  graph  be  a  continuous  curve,  as  was 
found  to  be  the  case. 

47  The  specimens  giving  the- points  marked  S  are  of  considerable 
interest  as  an  exemplification  of  the  fact  that  wood  of  coarse  growth, 
low  percentage  of  summer  wood  and  corresponding  lesser  density 
yields  a  lower  compressive  strength  than  when  the  reverse  conditions 
obtain.  Though  the  number  of  pieces  coming  in  this  category  is 
small,  yet  the  facts  point  strongly  toward  a  justification  of  the  ac- 
ceptance of  the  so-called  "  density  rule  "  of  the  standards  of  the  Ameri- 
can Society  for  Testing  Materials. 

COMPARISONS  AND  GENERAL  CONCLUSIONS 

48  In  the  interpretation  and  subsequent  use  of  *the  data  fur- 
nished in  this  paper,  it  must  be  kept  in  mind  that  the  specimens  tested 
were  bought  in  the  open  market  of  Boston;  that  no  special  selection 
of  material  was  made  except  so  far  as  was  necessary  to  obtain  speci- 
mens of  reasonably  straight  grain,  free  from  knots  and  serious  de- 
fects; that  tests  were  made  on  small  specimens,  limited  in  number  and 
selected  from  a  very  small  initial  quantity  of  lumber;  that  in  conse- 
quence of  the  above  facts  the  results  must  be  considered  comparative 
and  qualitative  rather  than  definitely  quantitative. 

49  With  all  the  above  in  mind,  an  analysis  of  the  preceding 
data  as  shown  by  the  accompanying  plots  seems  to  justify  the  follow- 
ing statements: 

In  the  air-dry  condition  with  approximately  equal  moisture 
contents  the  compressive  strength  of  hard  pine  is  about 
25  per  cent  greater  than  that  of  Douglas  fir. 

When  exiK>sed  to  air  saturated  with  water  vapor  at  120  deg. 
fahr.  and  when  immersed  in  fresh  water  at  70  deg.  fahr. 
the  moisture  reabsorption  of  air-dried  fir  is  greater  and 
more  rapid  than  that  of  pine. 

The  temperature  effect  on  strength  decrease  is  of  more  im- 
portance on  pine  than  on  fir. 

Pine  shows  a  more  rapid  decrease  in  strength  with  the  mois- 
ture increase  than  does  fir.  [The  more  rapid  reabsorpjion 
by  fir  tends  to  offset  this  effect  when  the  time  element  is 
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used  as  a  basis,  so  that  for  a  given  time  of  treatment  the 
pine  remains  the  stronger  although  the  strengths  tend  to 
approach  each  other  with  more  extended  treatment.] 
For  moisture  contents  above  11  per  cent  when  due  to  re- 
'  absorption  from  air  saturated  at  120  deg.  fahr.,  the  fir  is 

stronger  in  compression  than  is  the  pine.  The  same  re- 
lation appears  for  moisture  contents  greater  than  20  per 
cent  when  due  to  soaking  in  fresh  water  at  70  deg.  fahr. 


No.  1639 

A   FOUNDRY  COST  AND  ACCOUNTING 

SYSTEM 

Bt  William  W.  Bibd,  Wobcestbr,  Mass. 
Member  of  the  Society 

In  thia  paper  the  aiUhar  oiUlinea  the  foundry  coei  and  accounting  ayetem  which 
kaa  been  developed  as  a  resuU  of  experimenie  carried  on  in  connection  with  the 
cofrnmerdal  foundry  at  the  Worcester  Polytechnic  Institute, 

The  system,  it  is  stated,  is  giving  good  satisfaction,  the  results  being  fairly  accurate 
amd  the  eomparatioe  monthly  data  which  it  keeps  before  the  foundry  officials  haoiiig 
been  Jownd  to  be  thoroughly  reliable  as  a  signed  system,  AU  of  the  work  involved  can 
be  done  by  the  regular  derical  force  in  a  small  amount  of  extra  time,  and  the  services 
of  an  expert  accountant  are  not  required, 

'T^HE  work  in  Shop  Management  at  the  Worcester  Polytechnic 
Institute  is  in  the  natiure  of  a  laboratory  course,  and  experi- 
mental work  in  accounting  and  cost  keeping  is  made  possible  by  the 
oommercial  foundry  and  machine  shop  of  the  Institute;  known  as  the 
Washburn  Shops. 

2  The  object  of  this  paper  is  to  present  an  outline  of  the  foundry 
cost  and  accounting  S3rstem  which  has  been  developed  as  a  result  of 
the  experiments  carried  on  in  connection  with  the  conunercial  foundry 
at  the  Institute. 

3  The  first  problem  was  to  determine  the  number  of  independent 
variables  and  how  the  dependent  ones  were  related  to  them.  After 
several  years  of  experimental  work  it  was  decided  that  the  three  most 
important  items  were  Core  Labor,  Molding  Labor,  and  Pounds  of 
Castings  Produced,  and  that  each  of  the  other  items  of  cost  was  a 
function  of  some  one  of  these  three  independent  items. 

4  Ledger  accounts  were  opened  for  each  one  of  the  items,  and  by 
careful  inventories  at  the  beginning  and  end  of  each  year  the  exact 
j^Tinii5^1  cost  for  each  item  was  worked  out. 
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5  The  next  problem  was  to  determine  a  proper  production 
credit  for  the  individual  accounts  for  each  month,  based  on  factors 
secured  by  previous  records.  The  general  scheme  being  to  charge  an 
account  with  the  amount  of  the  piurchases  for  that  month  and  credit 
it  with  a  fair  estimate  of  what  ought  to  have  been  used  for  that 
month's  work.  'The  ledger  balance  at  the  end  of  each  month  gives 
a  book  inventory  for  that  account.  These  production  credits  are 
chak'ged  to  another  account,  as  will  be  explained  later. 

6  All  expetLses  are  charged  to  the  Expense  Account  and  the 
production  credit  for  expense  ought  to  be  large  enough  to  more  than 
balance  the  charges,  thus  creating  a  balance  to  the  good>  known  as 
Expense  Reserve. 

7  In  other  words,  every  ledger  account  is  an  exact  record  of 
costs  for  the  year,  while  each  monthly  balance  has  a  definite  meaning. 

CORE  WORK 

8  The  material  required  for  core  work  was  found  to  average 
about  30  per  cent  of  the  core  labor,  hence  to  make  the  production 
credit  for  core  work  for  a  month  it  was  only  necessary  to  seciu*e  from 
the  payrolls  the  amount  paid  to  the  core  makers  for  that  month  and 
add  30  per  cent  for  the  supplies  used.  Unfortunately,  this  did  not 
work  well  at  first,  as  the  pa3rroll8  are  made  out  weekly  and  not 
monthly.  It  was  decided  that  the  proper  period  for  the  foundry 
records  was  once  each  month,  as  it  was  desired  to  tie  it  up  with  the 
regular  accounting  system,  with  its  monthly  trial  balance.  It  wis 
therefore  necessary  to  start  a  split  pa3rroll  system  for  all  weeks  having 
one  or  more  da3rs  in  two  different  months. 

MOLDING 

9  All  of  the  items  of  cost  in  the  foundry  excepting  the  metal, 
melting  and  core  work,  were  divided  into  two  classes:  Supplies,  or  all 
the  materials  used  in  connection  with  molding,  such  as  sand,  facing, 
etc.,  and  Expense,  or  all  charges  for  management,  office  work,  power 
and  other  overhead  items,  cleaning,  flasks,  etc.  For  several  years 
the  expense  account  was  subdivided,  but  it  was  found  to  be  unneces- 
sary  for  our  foundry. 

10  At  the  present  time  we  are  basing  our  production  credits  for 
supplies  on  6  per  cent  of  the  molding  labor  and  the  expense  on  75 
per  cent,  the  molding  labor  for  the  month  being  secured  from  the 
payrolls,  all  of  the  molders  being  grouped  for  this  purpose. 
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METAL  AND  MELTING 

11  In  order  to  secure  the  exact  tonnage  for  each  month  it  was 
found  necessary  to  make  an  inventory  on  the  first  of  each  month  of 
the  castings  on  hand.  This,  however,  is  only  a  close  estimate  of  the 
weij^t  of  these  castings.  A  record  of  the  castings  sold  during  the 
month  gives  the  tonnage  also.  Correcting  this  for  thjB  change  in  the 
inventory  of  castings,  gives  the  production  in  pounds  for  the  month. 

12  The  cost  of  melting  was  found  to  vary  directly  with  the 
pounds  of  castings  produced,  and  therefore  the  melting  production 
credit  for  the  castings  produced  each  month  is  found  by  multiplying 
the  poimds  produced  by  the  melting  factor,  which  at  present  is  30 
cents  per  100  lb. 

13  A  careful  record  for  a  number  of  years  of  the  castings  pro- 
duced and  of  the  pig  and  scrap  used,  gives  the  data  for  the  factors  to 
be  employed  in  making  up  the  production  credits  for  the  metal  used 
each  month.  At  present  we  use  75  per  cent  of  the  pounds  produced 
as  the  proper  weight  of  pig  iron,  and  37^  per  cent  for  scrap  iron. 
These  factors  take  care  of  the  shrinkage  and  the  defective  castings, 
as  these  are  replaced  without  credit  to  the  foundry. 

14  Knowing  the  weight  and  cost  of  the  pig  iron  purchased  each 
month,  this  cost  including  all  charges  for  freight  and  teaming,  the 
cost  per  100  lb.  is  made  up.  Multiplying  this  by  75  per  cent  of  the 
pounds  produced,  we  have  the  production  credit  for  pig  iron.  The 
production  credit  for  scrap  iron  is  worked  out  in  the  same  way. 

15  The  problem  of  handling  the  di£ference  between  the  material 
purchased  and  what  was  actually  used  was  solved  by  making  the 
ledger  balance  a  book  inventory  for  material  accounts  and  a  reserve 
for  the  expense  account,  as  stated. 

16  The  next  problem  of  how  to  adjust  the  di£ference  between 
the  castings  sold  and  the  castings  produced  was  solved  as  follows: 

17  Two  ledger  accounts  were  opened  —  Foundry  Sales  and 
Foundry  Production.  The  first  is  credited  with  the  monthly  sales 
and  charged  with  the  factor  cost  of  the  castings  sold.  The  balance 
of  this  account  is  the  factor  gain  and  gives  a  definite  line  on  the 
profits. 

18  Foundry  Production  is  charged  each  month  with  the  total 
amount  of  the  production  credits  and  credited  with  the  factor  cost 
of  the  castings  sold,  the  monthly  ledger  balance  giving  the  value  of 
the  castings  on  hand.  In  fact,  the  value  of  the  castings  on  hand  is 
worked  up  first  from  the  inventory  made  on  the  first  of  each  month, 
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and  the  factor  cost  of  castings  sold  is  simply  the  amount  required  to 
make  the  account  show  the  proper  balance. 

19  To  show  the  exact  working  of  this  system,  the  figures  for 
three  months  will  be  given  —  a  good  month,  a  fair  month,  and  a  poor 
one.  As  these  months  did  not  come  in  this  exact  order,  it  was 
necessary  to  make  a  few  changes  in  the  figures,  but  they  are  sub- 
stantially an  exact  record. 

20  Starting  with  a  clear  record  on  July  1,  with  no  castings  on 
hand,  we  have: 

Balance  Sheet,  July  1 


ASSETS 

Bills  receivable $13,187.20 

Cash 6,331.06 

Metal  and  supplies 1,333 .  03 

Equipment 5,000.00 

$25,851.29 


LIABILmES 

Capital $20,000.00 

Surplus 3,654.13 

Bills  payable 2,197.16 

$25,851.29 


21  The  inventory  on  August  1  gave  3500  lb.  of  castings  on  hand, 
the  sales  record  gave  122,541  lb.  sold,  the  production  was  therefore 
126,041  lb.  The  core  labor  was  $443.89  and  the  molding  labor 
$1863.84.  117,180  lb.  of  pig  iron  cost  $2381.86  and  the  scrap  iron 
cost  $1.50  per  hundred  deUvered  in  the  yard.  These  are  all  of  the 
data  necessary  for  making  up  the  following: 

Monthly  Foundry  Record,  July 


Purohaaes 


$   443.89 

127.00 
1,863.84 

156.29 
1,303.03 

612.17 
2,381.86 

737.62 


$7,625.70 


Division 


Factor 


Core  labor 

Supplies 

Molding  labor 

Supplies 

Expense 

Metal  —  melting 

117,180  lb.  pig  iron 

$1.50  per  100  scrap  iron 


100% 
30% 

100% 
6% 
75% 
30^ 
75% 
37i% 


Produotion 
eredita 


$  443.89 

133.17 
1,863.84 

111.83 
1,397.88 

378.12 
1,918.98 

708.98 


Total 


Factor  Cost  of  Production $6,956.69 


22  The  factor  cost  was  $5.52  per  100  lb.  for  castings  produced 
and  the  castings  on  hand  at  the  end  of  the  month  were  valued  at  this 
rate.  3500  lb.  at  $5.52  gives  a  correction  of  $193.20.  This  is  the 
difference  in  the  value  of  castings  on  hand  at  the  beginning  and  end 
of  July. 
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Factor  cost  of  producUon $6,956.69 

CkirrectiQii 193.20 


Factor  cost  of  caBiing^  sold 6|763.49 

Sales  for  July 7,350.31 

Factor  gain  for  July $586.82 

23  The  Expense  Reserve  is  found  by  subtracting  the  charges 
$1303.03  from  the  credits  $1397.88,  giving  $94.85  for  the  month. 

24  The  trial  balance  of  the  ledger  gives  the  necessary  data  for 
the  following: 

Balance  Sheet,  July  31 


ASSBTB 

fiOb  recdvable $13,288.31 

Caah 6,299.50 

Castinp 193.20 

Metal  and  supplies 2,096.89 

Equipment 5,000.00 

$26,877.90 


UABILITKES 

Capital $20,000.00 

Suq>lu8 3,654.13 

Bills  payable 2,542.10 

Expense  reserve 94.85 

Factor  gain 586.82 

$26,877.90 


25*  On  September  1  we  had  4000  lb.  of  castings  on  hand,  and 
sold  in  August  132,773  lb.  The  production  was  therefore  133,273 
lb.,  as  we  had  500  lb.  more  on  hand  at  the  end  of  the  month  than  at 
the  beginning. 

Monthly  Foundry  Record,  August 


PurehMM 


I  522.61 

45.50 

1,968.90 

44.83 

1|426.64 

382.21 

2,759.65 

701.70 


17352.04 


Division 


Core  labor 

Supplies 

Molding  labor 

Supplies 

Ei^nse 

Metal — melting 

107,620  lb.  pig  iron 

$1.75  per  100  scrap  iron. 


Factor 


100% 

30% 

100% 

6% 

75% 

30^ 

75% 

37i% 


Production 
credit 


$  522.61 

156.78 
1,968.90 

118.13 
1,476.67 

399.82 
2,568.84 

874.62 


Total 


Factor  Cost  of  Production $8,086.37 


Inventory  correction 


$49.60 


Factor  cost  of  castings  sold. . 

August  sales 

Factor  gain  —  August 

Factor  gain  —  July  1-Aug.  1 


Factor  gain  —  July  1-Aug.  31 


$8,036.77 

8,179.51 

142.74 

586.82 

$729.56 
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26    The  Expense  Reserve  for  August  is  $1476.67  minus  $1426.64, 
or  $50.03;  making  the  total  Reserve,  August  31,  $144.88. 


Balance  Sheet,  August  31 


AB8BTB 


Bills  receivable $14,016.50 

Cash 6,760.82 

Casting^ 242.80 

Metal  and  supplies 1,912.69 

Equipment 6,000.00 

$26,922.71 


IJABILITIBS 


Capital $20,000.00 

Suq>lu8 3,664.13 

Bills  payable 2,394.14 

Expense  reserve 144.88 

Factor  gain 729.56 

$26,922.71 


27  On  October  1  we  had  15,000  lb.  of  castings  on  hand  and  sold 
during  September  124,557  lb.  The  production  for  the  month  was 
therefore  135,557  lb. 


Purohaaes 


$   642.00 

66.46 

2,016.70 

144.94 

1,326.68 

641.90 

2,834.86 

1,763.62 


$9,236.96 


Monthly  Foundry  Record,  September 


Divimon 


Core  labor 

Supplies 

Molding  lab  r 

Supplies 

Expense 

Metal  —  melting 

116,980  lb.  pig  iron 

$1.76  per  100  scrap  iron 


FMtor 


100% 

30% 

100% 

6% 

76% 

30^ 

75% 

37i% 


Plroduotion 
eivdit 


$642.00 

162.60 
2,016.70 

121.00 
1,612.63 

406.67 
2,460.37 

889.60 


Total 


Factor  Cost  of  Production $8,111 .47 


Inventory  correction 


Factor  cost  of  castings  sold . . 

September  sales 

Factor  gain  —  September 

Factor  gain  —  July  1-Sept.  1 


Factor  gain  —  July  1-Sept.  30. 


$664.20 

$7,467.27 

7,486.76 

28.49 

729.56 

1758.05 


28  The  Expense  Reserve  for  September  is  $1512.53  minus 
$1326.58,  or  $185.95,  which  added  to  $144.88  makes  the  total 
Reserve  $330.83. 
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BAI4ANCB  Shbbt,  September  30 


A88ETB 


Bilb  receivable 
CkBh 


Metal  and  supplies. 
Eqmpme&t 


$13,378.81 

5,374.27 

897.00 

3,223.02 

5,000.00 

$27,873.10 


UABILITIES 

Capital $20,000.00 

Surplus 3,654.13 

Bills  payable 3,130.09 

Expense  reserve 330.83 

Factor  gain 758.05 

$27,873.10 


29  In  order  to  keep  comparative  data  before  the  foundry 
officials  and  aid  them  in  the  analysis  of  the  monthly  records,  the 
following  table  is  filled  in  as  soon  as  possible  after  the  first  of  each 
month: 

Monthly  Avbbagbs 


Production,  lb 

No.  of  heats 

No.  of  molder  days 

Weight  per  heat,  lb 

Wt  per  molder  day 

Cost  of  molding 

Avg.  pay  per  molder  day . . 

Gore  work  per  100  lb 

Molding  and  expense 

Melting  and  metal 

Production  cost 

Inventory  correction 

Cost  of  castings  sold 

Selling  price 

Ftetorgain 

Sales  total 

Factor  gain  month 

Per  cent  gain 

Expense  reserve 

Rating 


Prtvioai 


138,605 

24.5 

442 

5670 

314 

$1,644.82 

$3.72 
0.42 
2.14 
1.53 

$4.09 


$4.09 
$4.36 

0.27 
$6,093.60 
$375.46 

6.2 

$35.00 
Good 


July 


126,041 
24 

467 

5250 

270 

$1,863.84 

$4.00 

0.46 

2.68 

2.38 
$5.52 

$5.52 
$6.00 

0.48 
$7,350.31 
$586.82 

8.0 

$94.85 

Good 


Augutt 


133,273 
24 

478 

5550 

279 

$1,968.90 

$4.12 

0.51 

2.67 

2.89 
$6.07 

0.02 
$6.05 
$6.16 

0.11 
$8,317.51 
$142.74 

1.7 

$50.03 

Fair 


S6pt«mb«r 


185,557 
25 

493 

5420 

275 

$2,016.70 

$4.09 

0.52 

2.69 

2.77 
$5.98 

0.01 
$5.99 
$6.01 

0.02 
$7,542.46 

$28.49 

0.4 
$185.95 

Poor 


30  In  order  to  keep  a  line  on  the  book  inventories;  the  following 
table  is  filled  in  each  month.  These  figures  show  the  changes  in  the 
several  accounts  and  indicate  in  a  way  how  the  factors  are  working. 
If  an  account  is  steadily  growing,  as  the  Pig  Iron  Account  shows  in 
this  table,  we  are  either  accumulating  pig  iron  or  the  factor  is  too 
fiDalL    Core  Supplies  here  shows  a  constantly  diminishing  amount 
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and  either  we  are  reducing  our  supplies  or  the  factor  is  too  large.  An 
exact  inventory  can  be  made  at  any  time  to  check  up  the  book  in- 
ventory and  a  change  made  in  the  factor  if  necessary. 


Invbntobibs  —  Metal  and  Sxtppldbb 
monthly  changes 


Core  supplies 

Molding  supplies. . . 
Melting  supplies. . . 

Pig  iron 

Scrap  iron 

Net  change 

Beginning  of  month 

End  of  month 


July 


12,096.89 


Augutt 


-6.17 

-111.28 

-97.14 

+44.46 

-73.30 

+23.94 

+234.05 

-17.61 

+135.23 

+462.88 

+190.81 

+374.48 

+28.64 

-172.92 

+873.92 

+763.86 

-184.30 

+1,310.43 

$1,333.03 

$2,096.89 

$1,912.59 

$1,912.59 


Septembtr 


$3,228.02 


31    The  following  samples  of  ledger  pages  will  show  just  how  the 

bookkeeping  is  done: 

FouNDRT  Sales 


July  31  Factor  cost  —  sales  $6,763.49 
Balance 586.82 


$7,350.31 


July31    Sales $7,350.81 


Aug.  1     Balance  < 


$7,350.31 
586.82 


The  balance  of  this  account  gives  the  Factor  Gain  and  is  the  total  amount 
from  the  beginning  of  the  fiscal  year. 


FouNDBT  Production 


Aug.  1      Balance $   193.20 

31    Factor  cost  —  pro- 
duction      8,086.37 


Sept.  1     Balance 


$8,279.57 
242.80 


Aug.  31    Factor  cost — sales  $8,036.77 


Balance , 


242.80 


$8,279.57 


The  balance  on  this  account  is  the  exact  inventory  of  the  castings  on 
hand,  valued  at  the  factor  cost  for  the  month. 


WILLIAM  W.   BIRD 


75 


Foundry  Expense 


Sept. 90  Purchases $1,326.58 

Balance 330.83 


$1,657.41 


Sept.l     Balance $   144.88 

Sept.  30   Production  credits     1,512.53 


Oct.  1      Balance 


$1,657.41 
330.83 


The  balance  on  this  account  is  the  amount  that  the  Reserve  has  built  up 
during  the  year. 

Pig  Iron 


Julyl     Balance $   331.20 

July  31    Purchases... 2,381.86 


Aag.  1    Balance 


$2,713.06 
794.08 


July  31     Production  credit.   $1,918.98 
Balance 794.08 


$2,713.06 


The  balance  on  this  account  is  the  book  inventory  for  the  pig  iron  on 
hud. 


32  Thus  every  ledger  balance  has  a  definite  meaning,  either 
an  inventory,  a  reserve  or  a  gain,  and  the  complete  balance  sheet  for 
each  month  can  be  made  up  in  a  few  minutes  from  the  regular  trial 
balance.  All  of  the  work  can  be  done  by  the  regular  clerical  force 
and  requires  but  a  small  amount  of  extra  time.  No  expert  account- 
ant or  efficiency  engineer  is  needed. 

33  The  closing  of  the  books  at  the  end  of  the  fiscal  year  intro- 
duces several  interesting  problems. 

34  The  Molding  and  Core  Labor  Accounts  take  care  of  them- 
selves as  the  charges  and  credits  are  the  same  and  they  are  therefore 
alwa3rs  balanced.  The  material  accounts  are  first  corrected  by 
introducing  the  exact  value  of  a  carefully  made  inventory.  This 
gives  us  the  real  cost  for  the  material  which  has  been  actually  used 
during  the  year.  The  next  step  is  to  adjust  the  production  credit 
for  the  twelve  months  to  the  final  charge.  The  difference  between 
the  two  sides  of  the  ledger  is  the  amount  of  the  adjustment  and  may 
be  either  plus  or  minus.  The  net  result  of  all  of  these  factor  adjust- 
ments is  carried  to  Expense  Reserve  and  will  either  increase  it  or 
decrease  it,  as  the  case  may  be. 

35  Bad  accounts,  depreciation  charges,  discounts,  premiums, 
special  expenses  or  any  other  accounts  which  need  to  be  absorbed, 
axe  all  transferred  to  Expense  Reserve  and  the  net  balance  of  the 
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account  is  carried  to  Foundry  Sales  either  increasing  or  decreasing 
the  Factor  Gain  and  this  balance  then  becomes  the  real  Sales  Gain 
for  the  year. 

36  The  question  of  the  cost  of  an  individual  job  will  not  be 
discussed  in  this  paper,  neither  will  the  method  of  estimating  the  cost 
of  a  lot  of  castings  on  which  a  bid  is  to  be  made.  They  are  both 
handled  in  the  same  general  way,  the  three  facts  core  labor,  molding 
labor  and  weight  of  castings  being  considered,  with  such  changes  in 
the  factors  as  may  seem  i^ecessary  to  meet  the  conditions. 

37  In  conclusion,  we  would  say  that  the  system  as  outlined  is 
giving  good  satisfaction,  the  results  are  fairly  accurate,  and  the 
comparative  monthly  data  thoroughly  reliable  as  a  signal  system. 

DISCUSSION 

Benj.  D.  Fuller  (written).  The  cost  system  presented  by  the 
author  is  in  the  right  direction  and  probably  satisfactory  as  an 
accounting  guide  for  a  foundry  such  as  the  one  where  it  has  been 
applied;  but  in  my  estimation  it  does  not  go  deep  enough  to  be 
thoroughly  successful  in  accoimting  for  the  costs  of  a  large  concern. 
Too  little  attention  is  paid  to  the  question  of  overhead  distribution, 
which  is  a  very  important  factor. 

Overhead  is  in  some  cost  systems  carried  entirely  as  a  percentage 
on  direct  labor  cost;  in  others  as  a  percentage  added  to  poundage  or 
weight.  A  more  equitable  distribution  is  to  divide,  canying  a  per- 
centage on  labor  and  another  percentage  on  weight.  Some  castings 
require  an  excess  of  labor  for  a  minimum  of  weight,  in  which  case  the 
labor  overhead  would  be  the  larger  in  the  accounting,  and  justly  6o. 
But  imagine  a  casting  of  excessive  weight  and  a  minimum  amount  of 
labor,  such  as  a  large  floor  plate  cast  in  open  sand.  Here  the  weight 
basis  of  overhead  would,  in  accounting,  rightly  carry  the  bulk  of  load. 

Cost  systems  giving  individual  casting  costs  are  much  more 
valuable  than  those  where  the  output  is  handled  in  bulk  or  weight 
classifications. 

In  Par.  3  it  is  stated  that  the  three  most  important  items  are 
core  labor,  molding  labor,  and  pounds  of  castings  produced.  To 
these  should  be  added  cleaning  labor,  which  varies  widely  in  cost 
with  the  class  of  work. 

Par.  5  says  that  in  the  general  scheme  used  an  account  is  charged 
with  the  amoimt  of  the  purchases  made  during  the  month.  Payroll 
charges  in  connection  should  not  be  forgotten. 
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In  Par.  6  it  is  said  that  all  expenses  are  charged  to  the  Expense 
Account.  There  should  be  sub-accounts  for  the  various  classes  of 
expense  to  care  properly  for  these  charges. 

The  items  Core  Work,  Molding,  and  Metal  and  Melting  which  the 
author  uses  in  his  records,  should  each  carry  a  share  of  building 
repairs,  light,  heat,  depreciation,  insurance,  taxes,  administration,  etc. 

Robert  S.  Denham^  (written).  Product  of  whatever  kind, 
consistB  of  materials  and  the  time  of  formative  processes.  In  this 
paper  the  material  is  Metal,  and  the  formative  processes  are  Core 
Making,  Molding  and  Melting. 

By  analysis  we  find  that  the  handling  of  materials  or  metal  in- 
volves the  expenses  of  transportation,^  handling  labor,  rent  of  stock 
yard  or  room,  interest  and  insurance  on  investment  in  material, 
shrinkage,  etc. 

Analysis  of  the  formative  processes  will  show  that  each  requires 
more  or  less  of  the  following  expenses:  Rent,  heat,  building  repairs; 
depreciation,  interest,  insurance  and  taxes  on  equipment;  power, 
light,  water,  ice,  compensation  insurance,  supplies;  repairs  to  equip- 
ment, wages  of  workmen,  etc. 

Administration  and  selling  expenses  include  salaries,  advertising, 
office  supplies,  telephones,  bad  accounts  and  collection  expenses, 
discounts,  traveling  expenses,  commissions,  etc. 

Further,  there  must  be  consideration  of  the  expenses  of  packing 
and  delivering  the  product  to  the  local  consumer  or  freight  house. 

The  author  arbitrarily  selects  the  process  of  core  making  and 
charges  it  with  the  expenses  of  wages  and  supplies,  the  latter  being 
charged  on  the  basis  of  30  cents  to  each  dollar  of  wages  paid  to  core- 
makers.  None  of  the  other  expenses  is  considered  in  connection 
with  core  making. 

He  then  burdens  the  molding  with  all  of  the  other  expenses  of  the 
business,  including  all  of  the  operating  and  administrative  expenses 
required  by  the  core  making  and  melting  except  an  unexplained 
charge  of  30  cents  per  100  lb.  on  the  melting  process.  His  basis  for 
the  charge  of  this  mass  of  unrelated  items  is  the  wages  of  the  molders. 

For  some  reason,  also  unexplained,  he  selects  the  items  of  supplies 
from  the  mass  and  charges  for  these  at  the  rate  of  6  per  cent,  while 
what  he  calls  ''Expense"  is  charged  at  the  rate  of  75  per  cent  on  the 
wages  of  molders.  Since  both  have  the  same  basis  in  his  plan,  the 
same  result  would  be  obtained  by  a  single  charge  of  81  per  cent. 

*  Consulting  Cost  Engineer,  Cleveland,  Ohio. 
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A  practical  degree  of  exactness  is  essential  in  a  matter  as  vital  as 
the  cost  of  production,  and  the  writer  holds  the  following  principles 
to  be  fundamental : 

1  The  cost  of  an  item  of  production  is  the  sum  of  the  expenses 

involved  in  its  production  and  distribution  up  to  the 
moment  at  which  cost  is  determined. 

2  Every  cost  element  (expense  item)  is  definite  in  amount 

and  purpose,  and  anticipates  a  beneficial  equivalent  in 
service  or  commodity. 

3  In  the  distribution  or  charging  of  expenses  consideration 

should  be  given  to  the  benefit  derived,  so  that  the  charges 
may  be  justly  assessed  where  the  benefit  is  conferred  and 
in  true  proportion  to  the  measure  of  benefit. 

If  each  of  the  above-mentioned  items  of  expense  be  now  considered 
it  will  be  found  that  not  one  of  them  bears  a  relation  to  wages  such 
that  the  benefit  conferred  by  the  expenditure  increases  or  decreases 
with  fluctuation  in  wages,  or  as  between  the  product  of  men  receiving 
different  rates  of  wages.  Neither  is  there  a  relation  between  the 
wages  paid  and  the  total  of  these  items  which  is  applicable  to  the 
product  of  the  workmen. 

The  correct  determination  of  cost  of  product  can  be  accomplished 
only  through  the  comparatively  new  analytical  method  known  as 
"cost  engineering,"  in  which  each  process  is  considered  separately 
and  each  item  of  expense  individually  applied  by  measurement  so 
that  expense  and  benefit  are  in  identical  proportions,  making  it 
impossible  for  one  process  to  carry  any  of  the  expense  belonging  to 
another. 

Robert  E.  Newcomb  (written).  It  is  axiomatic  that  in  the 
management  of  any  business,  facts,  not  surmises,  must  form  the 
basis  of  operating. 

While  the  costs  of  core  materials,  molding  materials,  expense 
and  melting  assumed  in  the  paper  may  be  functions  respectively  of 
the  core  labor,  molding  labor  and  pounds  of  castings  produced,  they 
are  at  the  same  time  variable  functions  and  hence,  basically,  surmises 
which  cannot  form  an  accurate  basis  for  operating. 

The  object  of  cost  accounting  is  to  establish  and  fiix  profits,  and 
a  cost  system  should  strive  to  get  the  absolute  facts  and  figures.  To 
arrive  at  proper  cost  the  following  well-established  formulse  must 
be  used: 
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Cost  of  Material  +  Direct  Labor  =  Prime  Cost 
Prime  Cost  +  Direct  Factory  Expense  =  Factory  Cost 
Factory  Cost  +  General  Expense  =  Cost  to  Make 
Cost  to  Make  +  Selling  Expense  =  Cost  to  Make  and  Sell 

and  in  foundry  cost  accounting  it  is  essential  that  the  cost  be  built 
up  from  the  following  items  representing  the  total  of  accumulated 
details:  Core  Labor,  Supplies,  Molding  Labor,  Chipping  Labor, 
Miscellaneous  Labor,  Melting,  New  Metal,  Scrap,  Other  Expense, 
each  item  in  sum  total. 

The  accumulated  details  should  be  obtained  from  the  record  of 
the  actual  number  of  units  of  material  used  from  day  to  day  and  the 
actual  number  of  hours  of  labor.  The  cost  of  material  delivered 
during  a  current  cost  month  should  not  be  used  as  a  basis  of  establish- 
ing costs,  as  is  apparently  suggested  in  Par.  14,  as  it  would  not  give 
a  true  cost  for  the  reason  that  the  material  entering  the  castings, 
especially  in  a  foundry  canying  a  stock  of  iron,  may  have  been 
delivered  at  a  price  di£fering  considerably  from  the  cost  for  the  current 
month.  This  difference  in  price  may  make  a  considerable  fluctuation 
in  the  selling  price,  which  would  apparently  cause  the  foundry  using 
this  method  to  quote  both  low  and  high  prices  at  the  wrong  time.  A 
better  method  would  be  to  average  the  cost  of  the  pig  iron  and 
material  in  stock,  thus  preventing  fluctuation  in  apparent  cost  and 
selling  price. 

As  a  signal  to  indicate  the  drift  of  the  cost,  a  daily  estimate  may 
be  made,  based  as  follows,  assuming  a  specific  case  for  illustration: 

Let    M  =  total  number  of  men  =  175 
T  =  total  melt  in  tons  =  35 

P  =  average  proportion  of  good  castings  in  melt  =  0.7 
L  =  average  cost  of  labor  per  day  =  $4 
/  =  average  cost  of  metal  at  ladle  per  ton  of  good  castings 

=  $25 
S  =  average  cost  of  supplies  per  ton  of  good  castings  =  $10 
m  =  average  number  of  men  per  ton  of  good  castings 

=  M/(r  X  P)  =  175/(35  X  0.7)  =  7.10 
I  =  average  labor  cost  per  ton  of  good  castings  ^  mY^  L 

=  7.10  X  4  =  $28.40 
C  =  total   cost   per   ton   of   good   castings  =  i  +  /  +  S 

=  $28.40  +  $25.00  +  $10.00  =  $63.40 

The  above  figures  are  actual  or  based  upon  the  previous  month's 
accurately  established  costs,  and  from  day  to  day  are  reasonable 
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signals  indicating  to  the  live  f oundryman  the  drift  of  the  cost  for  the 
current  month;  and  in  the  respect  that  they  are  available  from  day 
to  day,  corrective  measures  may  be  taken  to  reduce  greatly  increasing 
costs  before  they  have  run' to  a  disastrous  extent. 

M.  J.  House  ^  (written).  It  would  seem  that  the  author's  plan 
fails  to  provide  adequately  for  cost  and  accounting  requirements 
under  the  ordinary  conditions  of  a  commercial  foundry. 

While  not  doubting  in  the  least  that,  as  stated,  the  system  gives 
excellent  satisfaction,  that  the  data  it  keeps  before  the  foundry . 
officials  are  thoroughly  reliable  according  to  the  plan  and  that  the 
clerical  work  requires  but  little  extra  time,  it  does  not  follow  that 
the  costs  are  "fairly  accurate."  Numerous  systems  are  in  use 
which  fully  satisfy  those  who  use  them  and,  in  many  plants,  statis- 
tical data  of  great  importance  are  compiled,  yet  the  costs  obtained 
are  far  from  dependable. 

In  Par.  3  the  author  sets  up  three  independent  variables,  namely, 
Core  Labor,  Molding  Labor  and  Pounds  of  Castings  Produced,  as 
the  most  important  ones  and  considers  all  other  items  of  cost  as 
•'functions"  of  some  one  of  these. 

As  a  general  proposition,  however,  there  are  seven  variables 
equally  important,  owing  to  their  direct  influence  on  costs  although 
not  in  like  proportions.  These  seven  are  Pattern  Labor,  Core  Labor, 
Molding  Labor,  Melting  Labor,  Cleaning  Department  Labor,  Mate- 
rials and  Supplies  and  Pounds  of  Castings  Produced.  Like  a  ma- 
jority of  founders,  the  author  ignores  the  fact  that  labor  employed  in 
the  pattern  shop  is  directly  related  to  production,  is  chargeable 
directly  to  jobs  or  classes  and  is  not  an  item  to  be  prorated  over 
production  as  a  whole  if  of  consequence;  there  is  no  more  reason 
for  doing  so  than  for  the  diffusion  of  Molding  Labor  in  the  same 
way. 

The  difficulty  referred  to  in  Par.  8  in  respect  to  split  payrolls  is 
more  imaginary  than  real;  as,  if  accounting  classification  is  prop- 
erly devised  and  followed,  the  manufacturing  accounts  may  be 
tied  in  with  financial  records  without  use  of  split  payrolls  and  the 
twelve  cycles  for  comparison  annually  may  consist  of  two  periods 
pf  four  weeks  and  one  of  five  weeks  each  three  months. 

I  am  not  prepared  to  dispute  the  statement  that  the  cost  of  melt- 
ing varies  directly  with  pounds  of  castings  produced,  but  unless  the 
quantities  of  the  several  patterns  cast  are  identical  each  month,  I 

1  With  C.  E.  Knoeppel'&  Co.,  New  York  City. 
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am  at  a  loss  to  understand  how  such  a  result  can  be  achieved,  as 
the  cost  of  meltmg  actually  varies  according  to  quantities  of  gates, 
sprues,  defectives,  over  metal,  etc.  Unless  the  product  is  practi- 
cally uniform  from  month  to  month,  the  melting  credit  cannot 
possibly  parallel  the  production. 

In  a  certain  cost-accounting  plan  that  has  been  found  to  be  very 
simple,  highly  accurate  and  easy  of  application,  melting  and  de- 
partment expense  rates  are  predetermined,  all  expense  is  concen- 
trated into  six  rates,  and  when  cost  computations  are  made  — 
which  may  be  at  any  time  a  lot  of  castings  is  finished  —  the  only 
factors  to  be  dealt  with  to  obtain  Shop  Cost  are  Metal  and  Castings, 
Direct  Materials,  Direct  Labor,  Departmental  Rates  and — some- 
times—special costs  in  the  form  of  patterns,  flasks  or  other  special 
rigging. 

William  L.  Walker^  (written).  The  method  used  by  the 
auUior  to  distribute  the  Indirect  Expenses  may  not  produce  large 
errors  in  the  costs  of  the  castings  made  in  the  particular  foundry  in 
question,  provided  the  product  Qoosists  of  similar  articles  which 
are  made  according  to  similar  standard  operations,  using  similar 
furnaces  and  molds,  and  by  employees  working  at  about  the  same 
wages.  However,  in  a  large  foundry  which  produces  many  kinds 
of  castings,  using  different  sizes  and  types  of  furnaces,  molding 
inachmes  and  other  equipment,  or  in  a  manufacturing  plant  where 
loany  different  types  of  machines  and  equipment  are  used,  and 
where  the  scale  of  wages  represents  many  variations,  the  use  of  a 
factor,  mentioned  by  the  author,  applied  as  a  percentage  on  Direct 
Labor  to  distribute  the  Indirect  Expenses  might  lead  to  many 
absurdities.  For  example,  suppose  a  skilled  mechanic  who  is  paid 
60  cents  per  hour  is  working  at  a  bench  where  the  rate  per  hour  for 
bench  space  is  20  cents.  The  total  cost  for  Labor  and  Indirect 
Expense  in  this  case  would  be  80  cents  per  hour.  Suppose  also  a 
o^achine  operator  who  is  paid  30  cents  per  hour  is  operating  a  ma- 
chine where  the  rate  per  hour  on  the  machine  and  space  used  is 
11.50.  The  total  cost  of  Labor  and  Indirect  Expense  in  this  case 
would  be  $1.80  per  hour.  If  a  percentage  on  Direct  Labor  were 
used,  say,  200  per  cent,  the  supposed  cost  for  Labor  and  Indirect 
Expense  in  the  first  case  would  be  60  cents  plus  $L20,  or  $L80. 
The  supposed  cost  for  Labor  and  Indirect  Expense  in  the  second 
case  would  be  30  cents  plus  60  cents,  or  90  cents.    The  results 

'  -^  Management  Engineer,  6  Beacon  St.,  Boston,  Mass. 
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obtained  by  using  the  percentage-on-Direct-Labor  method  would 
show  a  charge  of  90  cents  per  hour  too  much  in  the  first  case  and 
90  cents  per  hour  too  little  in  the  second. 

There  are  three  classes  of  expenses  in  a  manufacturing  plant: 
Materials,  Direct  Labor,  and  Indirect  Expenses.  Each  of  these  is 
distinct  and  does  not  necessarily  bear  any  relation  to  the  others. 
It  is  necessary  to  distribute  the  indirect,  or  overhead,  expenses  by 
departments  representing  various  types  of  operations  or  divisible 
units  in  the  manufacturing  plant.  Each  department  should  bear 
its  share  of  the  expenses  for  space  occupied,  for  machines  and  equip- 
ment used,  and  any  other  expenses  chargeable  to  the  department. 
A  proper  system  of  classification  of  expenses  will  place  them  in  the 
accounting  records  in  such  a  manner  that  they  can  be  distributed 
to  the  various  departments  with  minimum  effort.  Rates  should 
then  be  determined  for  all  machines  and  work  places  in  the  depart- 
ments, subject  to  correction  at  any  time  when  conditions  justify, 
to  be  used  for  distributing  the  Indirect  Expenses.  By  this  method 
the  indirect  or  overhead  expenses  are  placed  where  they  belong  and 
are  distributed  in  the  costs  on  a  time  basis,  independent  of  the 
other  two  classes  of  expenses,  namely,  Materials  and  Labor. 

The  greatest  need  in  manufacturing  plants  is  to  develop  proper 
methods,  controlled  by  a  proper  organization,  to  reduce  costs  and 
allow  for  increased  wages;  but  along  with  such  a  development  it  is 
absolutely  necessary  to  have  a  good  cost-accounting  system  as  part 
of  the  plan,  in  order  to  show  the  results  obtained  and  to  provide  a 
basis  for  selling  prices.  It  would  be  absurd  from  a  business  basis 
to  attempt  to  trace  costs  beyond  the  point  where  it  requires  a  greater 
outlay  to  obtain  the' results  than  the  actual  differences  involved  in 
the  method,  but  correct  principles  should  be  used  in  all  cases. 

R.  MoLDENKE.  After  seeing  the  author's  foundry  in  operation, 
one  can  understand  the  advantages  of  the  system  he  describes^  in 
his  paper.  The  work  made  in  this  foundry,  while  of  quite  a  varied 
character  —  as  it  should  be  to  be  of  educational  value  —  is  never- 
theless continuous  in  its  nature.  The  molds  and  cores  are  repeated 
again  and  again  to  an  extent  that  make  a  system  such  as  he  has 
worked  out  very  applicable,  indeed.  Whether  this  system  can  be 
used  effectively  for  other  lines  of  work,  much  less  co^tant  in  daily 
production,  is  another  question. 

The  ''pilot  light"  idea  is  unquestionably  a  good  one  in  any 
case,  as  we  want  to  be  warned  in  time  if  there  is  a  tendency  to  go 
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from  profit  to  loss.  On  the  other  hand,  however,  we  must  know 
individual  costs  of  castings  to  a  point  of  closeness  that  will  not 
become  burdensome  in  its  details.  There  eventually  comes  a  time 
when  it  is  necessary  to  differentiate  the  classes  of  work  produced  at 
a  general  foundry  so  that  the  overhead  may  be  distributed  properly 
for  each.  It  may  cost  much  less  to  sell  a  big  engine  bed  than  a  lot 
of  miscellaneous  work  of  small  weight,  and  hence  an  equal  tonnage 
distribution  of  overhead  is  not  correct.  The  class  of  work  that 
gives  the  least  profit  must  be  ferreted  out  and  raised  in  price  or 
else  left  to  the  other  fellow. 

The  contribution  of  the  author  is  very  welcome  in  that  it  points 
out  the  way  for  a  closer  study  of  foundry  costs.  If  there  is  anything 
needed  badly  in  the  foundry  it  is  just  this  information.  Whatever 
system  may  be  found  best  to  cover  individual  cases,  the  results  must 
be  accurate  enough  to  prevent  bids  for  castings  coining  in  which  — 
presmnably  based  upon  the  foundryman's  actual  cost  records  — 
niay  vary  from  four  to  eight  cents  a  pound  for  the  same  piece. 

Malcolm  Libbt.  It  is  to  be  hoped  that  the  author  will  present  at 
an  early  date  this  question  of  prices  and  bids  because  it  would  make 
clear  many  of  the  points  of  the  paper,  and  in  the  discussion  espe- 
cially so,  inasmuch  as  the  judgment  which  is  made  on  the  foundry- 
nian;  i.e.,  the  superintendent's  eflBciency  and  capability,  involves 
several  factors.  He  mentioned  an  all-important  one,  namely,  the 
selling  price  turned  immediately  back  to  production.  Some  com- 
panies are  in  a  fortimate  position  in  that  they  are  able  to  establish 
the  market  price.  Their  cost  systems  must  involve  the  principle 
which  covers  the  question  of  determining  the  price  quite  as  much  as 
determining  the  costs. 

William  Kent.  For  the  purposes  of  the  particular  foundry  in 
question  the  author's  system  may  give  a  close  enough  approxima- 
tion to  what  he  wants  to  get;  but  I  agree  with  those  who  have 
preceded  me  in  saying  that  the  system  will  not  do  for  any  foundry 
operated  on  different  kinds  of  products,  and  that  some  other  system 
niust  be  used.  The  objection  to  Professor  Bird's  method  is  that  he 
uses  factors  and  percentages.  Generally  speaking,  averages  and 
percentages  and  factors  should  be  avoided.  What  we  want  is  items 
summed  up  into  totals  and  these  totals  put  into  proper  reports, 
and  if  possible  charted  so  that  we  can  see  how  things  are  going. 
The  idea  of  using  an  accounting  system  as  a  signal  is  good.    The 
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best  signal  is  found  not  in  an  accounting  system,  but  in  the  reports 
of  tonnages  and  other  items  that  are  put  in  a  table  of  monthly 
averages. 

The  Author.  It  is  very  evident  from  the  discussion  of  this 
paper  that  exact  f  oimdry  costs  are  considered  very  essential  by  some 
of  our  members.  The  object  of  this  paper,  however,  was  not  to  show 
how  the  cost  of  producing  a  given  casting  could  be  determined,  but 
rather  to  point  out  a  system  of  allowances  for  foundry  costs  by  which 
an  immediate  line  can  be  had  on  the  monthly  profits  as  well  as  check 
on  the  correctness  of  the  factors  used;  all  of  this  being  accomplished 
in  connection  with  the  office  accounting  work. 

In  other  words,  the  paper  does  not  deal  with  cost  keeping  as  such, 
and  it  therefore  does  not  seem  worth  while  to  answer  the  various 
criticisms  that  have  been  offered  from  that  viewpoint. 

In  closing,  it  might  be  well  to  say  that  the  paper  was  presented 
to  the  Society  in  response  to  a  request  for  a  report  on  some  of  the 
research  work  being  done  at  the  Worcester  Polytechnic  Institute,  and 
a  careful  reading  will  show  that  the  system  outlined  is  the  result  of 
several  years  of  experimental  work  conducted  along  engineering  lines 
in  the  Institute  foundry.  The  factors  and  figures  as  given  apply 
only  to  our  foundry,  but  the  general  principles  of  what  we  have 
called  the  "  signal  system  "  can  be  applied  to  any  foundry  where  the 
management  really  wants  to  have  a  monthly  indication  of  how  things 
are  going. 
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Member  of  the  Society 

The  object  of  this  paper  is  to  determine  what  has  been,  and  apparendy  continues 
toUjthe  attitude  qf  engineering  organizations  toward  society  as  expressed  in  their 
ntfei  df  conduct.  This,  according  to  the  author,  is  a  time  of  stock  taking  and  of  a 
criiicd  examination  of  the  orders  under  which  society  and  its  constituent  elements 
(ft  operated.  Within  the  church,  among  labor  organisations,  in  government,  in  the 
^dMaimd  field  and  in  the  professions,  —  everywhere,  in  fact,  the  same  searching 
injtdry  is  going  on  as  to  aims  and  methods,  and  it  is  his  heiief  that  there  can  he  no 
iett^  time  for  a  review  of  the  codes  of  ethics  designed  to  regulate  the  professional 
pnetice  of  engineers.  It  is  further  sought  to  develop  the  engineer's  concept  of  his 
pMe  relationship  and  responsibilities  as  contrasted  urith  such  relatively  minor 
Migatums  as  those  to  the  profession  of  engineering,  to  a  client,  to  fellow-engineers, 
("id  to  himself. 


'PHERE  has  been  in  our  conduct  since  the  beginning  of  the  war, 
the  clearest  recognition  on  the  part  of  this  Society  of  the  para- 
mount obUgation  which  we  owe  to  the  Nation,  and,  in  the  last  an- 
alysis, to  humanity.    In  view  of  this  attitude  taken  spontaneously 
in  time  of  war,  it  is  curious  to  note  that  our  public  responsibilities 
are  ahnost  ignored  in  the  codes  of  ethics  of  our  organized  associations 
of  engineers.    Drafted  as  they  have  been  to  control  our  conduct  in 
times  of  peace,  these  canons  of  professional  practice  carry  almost  no 
reference  to  the  pubUc  interest  as  a  controlling,  much  less  as  a  para- 
mount, obligation  of  the  individual  engineer,  of  engineering  societies, 
and  of  the  profession  as  a  whole. 

2  This  is  a  time  of  stock  taking  and  of  a  critical  examination 
of  the  orders  under  which  society  and  its  constituent  elements  are 
operated.  Within  the  chmrch,  among  labor  organizations,  in  govern- 
ment, in  the  educational  field  and  in  the  professions  —  everywhere, 
in  fact,  we  find  the  same  searching  inquiry  as  to  aims  and  methods. 
Hence,  there  can  be  no  better  time  for  a  review  of  the  codes  of  ethics 
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designed  to  regulate  the  professional  practice  of  engineers.  The 
object  of  this  paper  is  to  determine  what  has  been,  and  apparently 
continues  to  be,  the  attitude  of  engineering  organizations  toward 
society  as  expressed  in  our  rules  of  conduct.  It  is  further  sought  to 
develop  the  engineer's  concept  of  his  pubUc  relationships  and  re- 
sponsibilities as  contrasted  with  such  relatively  minor  obligations  as 
those  to  the  profession  of  engineering,  to  a  client,  to  fellow-engineers, 
and  to  himself. 

3  The  oldest,  the  largest,  and  perhaps  the  most  representative 
society  of  American  engineers,  the  American  Society  of  Civil  En- 
gineers, for  instance,  makes  absolutely  no  mention  in  its  Code  of 
Ethics  of  any  such  pubUc  responsibiUty.  The  Code  in  full  is  as 
follows: 

It  shall  be  considered  unprofessional  and  inconsistent  with  honorable  and 
dignified  bearing  for  any  member  of  the  American  Society  of  Civil  Engineers: 

To  act  for  his  clients  in  professional  matters  otherwise  than  as  a  faithful 
agent  or  trustee,  or  to  accept  any  remuneration  other  than  his  stated  charges  for 
services  rendered  his  clients. 

To  attempt  to  injure  falsely  or  maliciously,  diii^tly  or  indirectly,  the  pro- 
fessional reputation,  prospects,  or  business,  of  another  Engineer.  To  attempt  to 
supplant  another  Engineer  after  definite  steps  have  been  taken  toward  hb  em- 
ployment. To  compete  with  another  Engineer  for  emplojrment  on  the  basis  of 
professional  charges,  by  reducing  his  usual  charges  and  in  this  manner  attempting 
to  underbid  after  being  informed  of  the  charges  named  by  another.  To  review 
the  work  of  another  Engineer  for  the  same  client,  except  with  the  knowledge  or 
consent  of  such  Engineer,  or  unless  the  connection  of  such  Engineer  with  the  work 
has  been  terminated. 

To  advertise  in  self-laudatory  language,  or  in  any  other  manner  derogatory 
to  the  dignity  of  the  Profession. 

4  The  first  of  these  three  sections  refers  exclusively  to  the 
engineer's  relationship  to  the  client,  the  second  to  his  relationship  to 
fellow-engineers,  and  the  last  simply  deprecates  advertising. 

5  In  the  Code  of  Principles  of  Professional  Conduct  adopted  by 
the  Board  of  Directors  of  the  American  Institute  of  Electrical  En- 
gineers (but  under  the  Constitution,  never  voted  upon  by  the  mem- 
bership at  large),  there  is  a  section  devoted  to  The  Engineer's  Rela- 
tions to  the  Public,  which  reads  as  follows: 

The  engineer  should  endeavor  to  assist  the  public  to  a  fair  and  correct  general 
understanding  of  engineering  matters,  to  extend  the  general  knowledge  of  engi- 
neering, and  to  discourage  the  appearance  of  untrue,  imfair  or  exaggerated  state- 
ments on  engineering  subjects  in  the  press  or  elsewhere,  especially  if  these 
statements  may  lead  to,  or  are  made  for  the  purpose  of,  inducing  the  public 
to  participate  in  unworthy  enterprises. 
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Technical  discussioDS  and  criticisms  of  engineering  subjects  should  not  be 
eondacted  in  the  public  press,  but  before  engineering  societies,  or  in  the  technical 
press. 

It  is  desirable  that  first  publication  concerning  inventions  or  other  engineering 
achrances  should  not  be  made  through  the  public  press,  but  before  engineering 
societies  or  through  technical  publications. 

It  is  unprofessional  to  give  an  opinion  on  a  subject  without  being  fully 
infonned  as  to  all  the  facts  relating  thereto  and  as  to  the  purposes  for  which  the 
infonnation  is  asked.  The  opinion  should  contain  a  full  statement  of  the  condi- 
tions under  which  it  applies. 

6  Even  here,  where  public  relationships  are  specifically  men- 
tioned, there  is  no  recognition  of  the  fundamental  character  of  the 
obligation  of  the  engineer  to  the  pubUc.  Even  the  engineer's  respon- 
sibility "to  extend  the  general  knowledge  of  engineering"  is  quite 
incidental.  The  major  import  of  these  injunctions  has  to  do  with 
a  negative  phase  of  the  subject,  i.e.,  the  holding  back  from  the  public 
of  inaccurate  information  or  of  too  narrow  statements  with  regard  to 
engineering  subjects. 

7  The  foregoing  paragraphs  are  included,  under  the  head  of 
The  Engineer's  Relations  to  the  PubUc,  in  the  Code  of  our  own 
Society,  which  was  adopted  in  1914.  The  following  paragraph  was 
added: 

Engineers  engaged  in  private  practice  should  limit  their  advertising  to  pro* 
feesbnal  cards  and  modest  signs  in  conformity  with  the  practice  of  other  pro* 


8  This  Ck)de  of  Ethics  of  the  A.S.M.E.  opens  with  two  para- 
graphs on  General  Principles  as  follows: 

It  18  not  assumed  that  this  code  shall  define  in  detail  the  duties  and  obliga- 
tions of  engineers  tmder  all  possible  circumstances.  It  is  an  axiom  that  engineers 
in  all  their  professional  relations  should  be  governed  by  principles  of  honor, 
^Kmesty,  strict  fidelity  to  trusts  imposed  upon  them,  and  courteous  behavior 
toward  all.  The  following  sections  are  framed  to  cover  situations  arising  most 
freqoently  in  engineers'  work. 

It  is  the  duty  of  engineers  to  satisfy  themselves  to  the  best  of  their  ability 
that  the  enterprises  with  which  they  become  identified  are  of  legitimate  char- 
Mter.  If  an  engineer  after  becoming  associated  with  an  enterprise  finds  it  to  be 
of  questionable  character,  he  should  sever  his  connection  with  it  as  soon  as 
practicable,  avoiding  in  so  doing  reflections  on  his  previous  associates. 

Then  follows  a  section  on  the  engineer's  relations  to  client  or  em- 
ployer, beginning  with  this  statement : 

The  engineer  should  consider  the  protection  of  a  client's  or  employer's 
uterests  his  first  obligation  (Italics  mine),  and  therefore  should  avoid  every  act 
ccmtrary  to  this  duty. 
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This  sentence  is  fairly  typical  of  what  appears  to  be  the  keynote  not 
only  of  this  but  of  every  engineering  code.  These  codes  have  ap- 
parently been  drawn  principally  and  almost  solely  to  hold  up  a  high 
standard  of  personal  integrity  in  relations  with  the  client  and  to 
protect  one  engineer  against  another. 

9  It  is  sometimes  argued  that  to  a  consulting  engineer  are  per- 
mitted higher  standards  of  professional  practice  and  conduct  than 
to  those  who  work  for  a  single  employer,  and  for  a  salary.  But 
quite  to  the  contrary,  the  code  of  the  American  Institute  of  Con- 
sulting Engineers  places  the  greatest  possible  emphasis  on  the  relation 
of  the  engineer  to  the  client.  In  fact,  there  is  no  reference,  direct  or 
indirect,  to  the  public  interest.  The  code  opens  with  these  para- 
graphs: 

It  shall  be  considered  unprofessional  and  inconsistent  with  honorable  and 
dignified  bearing  for  any  member  of  the  American  Institute  of  Consulting  Engi- 
neera: 

(1)  To  act  for  his  clients  in  professional  matters  otherwise  than  in  a  strictly 
fiduciaiy  manner,  or  to  accept  any  other  remuneration  than  his  direct  charges  for 
services  rendered  his  clients,  except  as  provided  in  Clause  4. 

All  that  follows  is  simply  a  finisher  elaboration  of  this  general  thesis. 
The  preamble  to  the  Constitution  and  By-Laws  of  this  association, 
in  common  with  all  other  engineering  organizations,  states  that  one 
of  its  objects  is  ''  to  increase  the  usefulness  of  the  profession  to  the 
public  at  large."  But  nowhere  in  the  code  is  participation  in  this 
program  made  obligatory  on  the  members. 

10  The  codes  of  The  Institution  of  Civil  Engineers  and  of  the 
Association  of  Consulting  Engineers  of  Great  Britain  similarly  deal 
exclusively  with  the  relations  of  their  members  to  clients  and  to 
fellow-engineers. 

11  Perhaps  the  most  enlightened  statement  as  to  professional 
ethics  which  has  thus  far  emanated  from  the  engineering  profession 
is  the  following,  taken  from  the  principles  adopted  by  the  Committee 
on  Engineering  and  Cooperation,  at  its  meeting  at  Chicago  on 
March  29  and  30,  1917: 

Ethics,  Each  local  engineering  society  should  adopt  and  frequently  make 
application  of  a  code  of  ethics  prepared  in  accordance  with  the  standards  estab- 
lished by  the  national  organizations  or  approved  by  other  professional  bodies.  It 
is  recognised  that  while  it  is  impossible  to  prevent  all  violations  of  such  a  code 
yet  eternal  vigilance  is  the  price  of  maintenance  of  high  standards.  The  enforce- 
ment of  such  a  code  is  essential  to  the  well-being  of  the  community  at  large  as 
well  as  for  the  protection  of  professional  men  from  the  improper  competition  of 
unskilled  or  unscrupulous  men  tending  to  reduce  the  opportunity  for  effective 
service  to  individuals  and  to  the  public. 
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12  The  omission  of  any  reference  to  the  public  interest  in  the 
codes  of  professional  practice  of  engineering  organizations  would  not 
be  80  noticeable  were  it  not  for  the  fact  that  other  associations  of 
professional  men  have  been  at  very  considerable  pains  not  only  to 
express  the  obligation,  but  to  insist  on  its  paramoimt  importance, 
and  to  phrase  it  in  terms  of  lofty  idealism. 

13  The  architects,  whose  work  in  many  respects  is  quite  com- 
parable to  that  of  the  engineer,  have  been  emphatic  and  successful 
in  their  efforts  to  govern  their  professional  conduct  along  ethical 
lines.  They  have  finisher  made  tiie  effort  to  stress  the  pubUc  char- 
acter of  the  profession,  and  to  reward  those  who  have  made  distinct 
contributions  in  the  public  service. 

14  The  American  Institute  of  Architects,  in  its  Circular  of 
Advice  Relative  to  Principles  of  Professional  Practice,  speaks  as 
f(flov8  of  the  architect  in  this  public  relationship : 

He  18  engaged  in  a  profession  which  carries  with  it  grave  responsibility  to 
the  public.  ...  To  his  clients,  to  contractors,  to  his  professional  brethren,  and 
to  the  public.  .  .  .  The  fact  that  the  architect's  payment  comes  from  the  client 
<to  not  invalidate  his  obligation  to  act  with  impartiality  to  both  parties.  .  .  . 
An  architect  should  be  mindful  of  the  public  welfare,  and  should  participate  in 
those  movements  for  public  betterment  in  which  his  special  training  and  experi- 
ence qualify  him  to  act.  He  should  not,  even  under  his  client's  instructions, 
engage  in  or  encourage  any  practices  contrary  to  law  or  hostile  to  the  public 
interest;  for  as  he  is  not  obliged  to  accept  a  given  piece  of  work,  he  cannot,  by 
urging  that  he  has  but  followed  his  client's  instructions,  escape  the  condenmation 
attaching  to  his  acts.  An  architect  should  support  all  public  officiab  who  have 
charge  of  building  in  the  rightful  performance  of  their  legal  duties. 

15  The  following  quotations  are  taken  from  the  Principles  of 
Medical  Ethics  of  the  American  Medical  Association: 

A  profession  has  for  its  prime  object  the  service  it  can  render  to  humanity; 
reward  or  financial  gain  should  be  a  subordinate  consideration.  The  practice  of 
medicine  is  a  profession.  In  choosing  this  profession  an  individual  assumes  an 
obligation  to  conduct  himself  in  accord  with  its  ideals. 

There  are  occasions  .  .  .  when  a  physician  must  determine  whether  or  not 
lu8  duty  to  society  requires  him  to  take  definite  action  .  .  . 

A  physician  .  .  .  should  .  .  .  always  respond  to  any  request  for  his  assist- 
ance m  an  emergency  or  whenever  temperate  public  opinion  expects  the  service. 

The  obligation  assumed  on  entering  the  profession  requires  the  phjnncian  to 
comport  himself  as  a  gentleman  and  demands  that  he  use  every  honorable  means 
to  uphold  the  dignity  and  honor  of  his  vocation,  to  exalt  its  standards  and  to 
eatoid  its  sphere  of  usefulness. 

PhysicianSy  as  good  citizens  and  because  their  professional  training  specially 
Qualifies  them  to  render  this  service,  should  give  advice  concerning  the  pubUc 
litthh  of  the  community.    They  should  bear  their  full  part  in  enforcing  its  laws 
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and  sustaining  the  institutions  that  advance  the  interests  of  humanity.  They 
should  ooGperate  especially  with  the  proper  authorities  in  the  administration  of 
sanitary  laws  and  regulations.  They  should  be  ready  to  counsel  the  public  on 
subjects  relating  to  sanitary  police,  public  hygiene  and  legal  medicine. 

Physicians,  especially  those  engaged  in  public  health  work,  should  enlighten 
the  public  regarding  quarantine  regulations;  on  the  location,  arrangement  and 
dietaries  of  hospitals,  asylums,  sdiools,  prisons  and  similar  institutions;  and 
concerning  measures  for  the  prevention  of  epidemic  and  contagious  diseases. 
When  an  epidemic  prevails,  a  physician  must  continue  his  labors  for  the  allevia- 
tion of  suffering  people,  without  regard  to  the  risk  to  his  own  health  or  life  or  to 
financial  return.  At  all  times,  it  is  the  duty  of  the  ph3^ician  to  notify  the  properly 
constituted  public  health  authorities  of  every  case  of  communicable  disease  under 
his  care,  in  accordance  with  the  laws,  rules  and  regulations  of  the  health  authorities 
of  the  locality  in  which  the.  patient  is. 

Physicians  should  warn  the  pMic  against  the  devices  practiced  and  the  false 
pretensions  made  by  charlatans,  which  may  cause  iniury  to  health  and  loss  of  life 
(author's  itaUcs). 

In  conclusion  it  is  said:  These  principles  are  primarily  for  the  good  of  the 
pubUc,  and  their  enforcement  should  be  conducted  in  such  a  manner  as  shall 
deserve  and  receive  the  endorsement  of  the  community. 

16  Perhaps  the  most  conclusive  statement  in  this  matter  is  that 
which  appears  in  the  Code  of  the  American  Bar  Association  under 
the  heady  The  Lawyer's  Duty  in  Its  Last  Analysis: 

No  client,  corporate  or  individual,  however  powerful,  nor  any  cause,  civil  or 
political,  however  important,  is  entitled  to  receive,  nor  should  any  lawyer  render, 
any  service  or  advice  involving  disloyalty  to  the  law  whose  ministers  we  are,  or 
disrespect  of  the  judicial  office,  which  we  are  bound  to  uphold,  or  corruption  of 
any  person  or  persons  exercising  a  pubUc  office  or  private  trust,  or  deception  or 
betrayal  of  the  pubUc.  When  rendering  any  such  improper  service  or  advice, 
the  lawyer  invites  and  merits  stem  and  just  condemnation.  Correspondingly,  he 
advances  the  honor  of  his  profession  and  the  best  interests  of  his  client  when  he 
renders  service  or  gives  advice  tending  to  impress  upon  the  client  and  his  under- 
taking exact  compliance  with  the  strictest  principles  of  moral  law.  He  must  also 
observe  and  advise  his  cUent  to  observe  the  statute  law,  though  until  a  statute 
shall  have  been  construed  and  interpreted  by  competent  adjudication,  he  is  free 
and  is  entitled  to  advise  as  to  its  validity,  and  as  to  what  he  conscientiously  be- 
lieves to  be  its  just  meaning  and  extent.  But  above  all  a  lawyer  will  find  his 
highest  honor  in  a  deserved  reputation  for  fidelity  to  private  trust  and  to  public 
duty,  as  an  honest  man  and  as  a  patriotic  and  loyal  citizen. 

17  Recent  developments  in  the  medical  profession  —  already 
distinguished  by  its  high  ethical  standards  —  prove  that  codes  of 
ethics  and  rules  of  professional  practice  are  susceptible  of  very  rapid 
alteration  and  improvement.  In  an  illuminating  article,  Current 
Developments  in  Medical  Ethics,  by  Dr.  Richard  C.  Cabot,  of  Boston, 
and  published  in  the  Harvard  Theological  Review  for  July  1916,  Dr. 
Cabot^said: 
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A  doctor  of  my  acquaintance  recently  said  in  public  what  every  doctor  says 
in  private  —  that  there  are  too  many  surgical  operations  performed  by  men  who 
have  not  the  skiU  to  make  the  operation  of  benefit  to  the  patient,  with  the  result 
that  many  necessary  operations  are  not  done  because  so  many  people  have  come 
to  distrust  all  or  nearly  all  surgeons.  Soon  after  this  he  was  officially  reprimanded 
by  his  local  medical  society  for  unethical  conduct.  Such  statements  —  though 
no  one  denies  their  truth  —  should  not  be  made  to  lay  audiences,  the  society  said. 
They  diminiwh  the  public's  confidence  in  the  medical  profession.  The  incident 
illustrates  the  shade  of  truth  in  Bernard  Shaw's  remark  that  the  medical  pro- 
fession (like  every  other  profession)  is  a  conspiracy  against  the  public. 

18  The  real  cause  of  this  instance  of  professional  discipline  — 
vhich  took  place  in  1915  —  was  that  the  offender  demanded  straight- 
forward, truthful  answers  to  these  questions: 

What  was  the  matter  with  the  patient? 
What  did  the  doctor  do  to  him? 
What  was  the  result? 

If  the  result  was  not  good,  what  was  the  reason? 

Was  it  the  fault  of  the  doctor,  the  patient,  the  disease,  or  the  hospital  organisa- 
tion or  equipment? 

19  In  the  less  than  three  years  which  have  intervened  since  this 
"trouble"  in  the  Boston  County  Medical  Society,  the  act  complained 
of  has  become  good  professional  practice.  The  Regents  of  the 
American  Collie  of  Siurgeons  have  recently  issued  a  pamphlet 
describing  a  program  for  hospital  standardization,  in  which  they 
appropriate  for  the  use  of  the  profession  this  standard  which  was 
heretical  three  years  ago,  and  carry  it  a  step  further  in  saying  that  — 

If  the  facts  establish  evidence  that  a  physician  or  surgeon  is  imsafe  in  judg- 
nunt,  unworthy  in  character,  imtrained,  lax,  lazy  or  careless,  in  all  honor  and 
<Iccency  that  individual  should  either  overcome  his  deficiencies  or  withdraw  from 
practice. 

20  Engineers  need  not  be  told  that  an  axiom  is  undebatable. 
Surely  no  one  will  hold  that  the  pubUc  interest  is  not  fundamental 
to  all  professional  ethics  and  practices.  It  is  not  even  necessary  to 
vote  on  the  proposition.  The  simple  enunciation  of  the  statement 
niakes  it  so  obvious  that  further  action  is  in  a  way  imnecessary.  On 
tbe  other  hand,  one  must  necessarily  question  codes  of  ethics  and 
tmim  of  professional  practice  which  have  been  drafted  without  the 
clearest  possible  recognition  of  the  fact  that  such  rules  and  regulations 
naust  be  interpreted  in  the  light  of  pubUc  interest. 

21  In  much  of  the  vital  engineering  of  the  time  the  determina- 
tions are  inextricably  interwoven  with  questions  of  public  poUcy.  In 
fact,  enlightened  pubUc  engineering  is  in  many  directions  the  insistent 
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need  of  the  hour.  If  the  established  engineering  agencies  fail  to 
respond  both  efficiently  and  disinterestedly  to  this  call  for  servicei 
others  will  inevitably  be  created  more  in  the  spirit  of  our  great  time. 

22  Practically  all  the  questions  affecting  professional  practice 
among  engineers  that  have  been  raised  during  the  last  few  years  would 
have  settled  themselves  had  this  one  standard  of  the  public  interest 
been  held  to  be  fully  operative  while  at  the  same  time  the  interest 
of  the  profession  as  a  whole,  the  relations  of  the  engineer  to  his  client 
and  those  of  one  engineer  to  another  engineer,  were  being  safeguarded 
as  far  as  consistent  with  the  public  interest. 

23  We  frequently  hear  it  said  both  by  engineers  and  by  laymen 
that  this  is  the  day  of  the  engineer,  or  rather  that  the  day  is  just 
dawning  when  society  must  become  increasingly  dependent  upon 
engineering.  >  Can  this  day  really  arrive  so  long  as  the  rules  and 
regulations  for  our  professional  conduct  are  so  largely  taken  up  with 
rather  crude  and  in  many  cases  debatable  injunctions,  which  have 
more  to  do  with  what  might  be  called ''  keeping  the  peace  "  than  with 
our  immeasurably  more  important  task  of  providing  such  an  enlight- 
ened leadership  in  the  present  as  will  make  our  dreams  of  the  future 
come  true? 

24  My  own  feeling  is  that  every  code  now  in  use  by  engineers 
in  this  country  and  abroad  should  be  entirely  rewritten  on  much 
broader  lines  and  in  a  more  inspiring  key.  It  is  useless  to  imdertake 
such  revision  unless  we  have  determined  that  we  shall  open  every 
such  code  with  the  clearest  possible  enunciation  of  the  principle  that 
no  considerations  of  professional  or  other  special  interest  shall  weigh 
for  one  moment  against  the  interests  of  the  nation  and  of  humanity 
itself. 


In  presenting  his  paper  at  the  meeting,  the  author  referred  to 
features  typical  of  the  codes  of  the  various  engineering  societies. 

In  the  A.S.M.E.  code,  he  said,  there  had  been  introduced  a 
section  relative  to  the  engineer's  relations  to  the  public  which  slightly, 
though  not  materially,  modified  and  enlarged  the  scope  of  the  codes 
as  usually  drafted.  The  significant  statement  in  the  code,  however, 
was  that  the  engineer  should  consider  the  protection  of  clients' 
or  employers'  interests  his  first  obligation,  and  therefore  avoid  every 
act  that  could  be  considered  as  in  any  way  contrary  to  this  duty. 

In  contrast  were  the  principles  or  professional  practice  of  our 
professional  brothers,  the  architects,  which  decreed  that  the  architect 
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should  not  engage  in,  nor  encourage,  any  practice  contrary  to  law  or 
hoetile  to  the  public  interests,  even  under  his  client's  instructions. 

The  medical  profession  had  for  its  prime  object  the  service  it 
could  render  to  humanity.  In  choosing  this  profession  an  individual 
assumed  an  obligation  to  conduct  himself  in  accord  with  its  ideals. 
In  its  code  it  was  stated  that: 

PhyBicians  should  warn  the  public  against  devices  practiced  and  the  false 
pretenaes  made  by  the  charlatans,  which  may  cause  injury  to  health  and  loss 

of  life. 

The  same  idea  was  to  be  found  in  the  lawyer's  code,  which  ended 
as  follows: 

Above  all,  a  lawyer  will  find  his  highest  honor  in  a  deserved  reputation  for 
fidelity  to  private  trust  and  to  public  duty  as  an  honest  man  and  as  a  patriotic 
and  loyal  citizen. 

Unfortimately,  the  author  said,  his  experience  as  an  engineer  and 
as  a  pubUc  official  had  given  him  the  best  of  reasons  for  believing  that 
this  spirit  was  not  representative  of  the  engineering  ethics  of  today. 

Recently  in  reading  the  life  of  John  Fiske^  he  had  foimd  the 
following  significant  quotation  relative  to  the  moral  principles  of 
theGvilWar: 

President  Lincoln,  by  the  summer  of  1862,  had  come  to  see  that  the  war  as 
it  had  been  conducted  by  the  Administration  had  no  clearly,  defined  moral  issue 
t>ack  of  it,  and  that  he  could  no  longer  find  justification  in  continuing  such  a 
terrible  conflict  as  he  was  waging  against  the  people  of  the  Southern  States  on 
the  sole  issue  of  an  interpretation  of  the  Constitution.  He  saw  the  necessity,  for 
the  salvation  of  the  Nation,  of  getting  the  issue  squarely  on  its  merits  as  a  moral 
i^Bue  —  a  conflict  between  the  idea  of  freedom  and  the  idea  of  slavery,  and  then 
uniting  the  moral  and  political  forces  of  the  North  in  support  of  this  poUcy. 

To  this  end  he  moved  on  hb  own  initiative;  and  one  of  the  finest  chapters  in 
^  statesmanship  is  the  history  of  his  skill,  his  patience,  his  wisdom,  his  faith  in 
rousing  the  dormant  moral  feeling  of  the  North  and  focusing  it  in  support  of 
his  Proclamation  of  Emancipation. 

Similarly,  he  believed  that  the  successful  prosecution  of  the  war 
would  be  largely  a  question  of  the  people's  abiUty  to  keep  it  where 
President  Wilson  had  placed  it,  namely,  on  high  moral  ground.  This 
was  not  the  work  of  one  man,  but  of  all  the  people,  and  in  all  their 
relationships,  whether  of  town  life,  church  Ufe,  or  professional  life. 

"In  this  horn:  of  real  national  peril,"  the  author  concluded,  "can 
we  do  less  than  write  into  our  code  that  from  this  day  forth  it  is 
uoprofessional  for  an  engineer  to  safeguard  any  private  or  special 

*  John  Fiske,  Life  and  Letters,  by  John  Spencer  Clark,  vol.  1,  p.  189. 
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interest  at  the  sacrifice  of  public  welfare?  Do  we  seek  power, 
influence,  prestige,  opportunities?  These  and  more  wiU  come  when 
we  provide  for  our  profession  thjis  moral  leadership." 


DISCUSSION 

Fred  J.  Miller  wrote  that  in  his  opinion  the  actual  attitude  and 
practice  of  the  members  of  the  A.S.M.E.  with  regard  to  public 
8(6rvice  were  far  in  advance  of  the  Society's  code.  If  American 
citizenship  meant  anything,  it  meant  that  no  citizen  could  honorably 
take  part  in  work  that  he  knew  to  be  against  public  interest,  and 
that  principle  applied  to  engineers,  as  well  as  to  doctors,  lawyers  and 
architects.  Now,  when  so  many  were  making  sacrifices  for  the 
general  good,  not  only  of  our  own  coimtry  but  of  the  whole  world, 
would  seem  to  be  the  proper  time  to  rewrite  the  code  in  the  spirit 
of  the  times. 

Richard  A.  Feiss,  in  a  written  discussion,  said  that  today  every 
calling  involved  special  knowledge  and  special  training  and  the  men 
pursuing  these  callings  in  the  field  or  in  the  workshop  should  view 
their  work  as  professional  work;  for  each  calling  had  become  a 
profession.  The  majority  of  these  men,  moreover,  were  dealing 
more  or  less  concretely  and  specifically  with  the  handling  of  organized 
human  efifort,  and  this  involved  social  and  other  problems  inherently 
of  public  interest.  It  was  therefore  necessary  that  a  society  of  pro- 
fessional men  such  as  the  A.S.M.E.  take  the  leadership  in  making 
its  prime  object  the  setting  up  of  standards  for  the  profession  and  the 
development  of  a  membership  whose  object  was  first  of  all  the  best 
service  in  both  quality  and  quantity  to  the  public  interest. 

H.  J.  Macintire  wrote  that  standing  between  the  capitalists  and 
the  workingmen,  materially  speaking,  was  the  professional  man,  who, 
having  maintained  a  position  at  neither  of  the  extremes  of  society, 
would  be  called  upon  for  leadership  during  the  period  of  reconstruc- 
tion. He  could  make  his  position  enviable  and  assume  this  leader- 
ship deservedly  only  by  such  conduct  as  would  command  the  esteem 
and  confidence  of  the  public  and  the  respect  of  his  fellow-practitioners. 

The  engineer,  in  common  with  every  person  of  education  and 
sensibility,  should  be  guided  by  the  spirit  of  the  law  instead  of  by  a 
slavish  adherence  to  the  letter.    And  surely  it  was  not  too  much  to 
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ask  that  The  American  Society  of  Mechanical  Engineers  take  the 
lead  in  demanding  this  broader  ideal  by  so  framing  its  code  that  every 
member  of  the  Society  would  be  imder  pressure  as  a  member  (as  well 
as  an  individual)  to  consider  the  interest  of  the  community  to  be  his 
greatest  responsibiUty. 

Robert  J.  Hearne  submitted  a  written  discussion  in  which,  he 
said  that  while  the  Society's  code  of  ethics  might  need  rewriting, 
there  was  nothing  in  it  directly  antagonistic  to  the  consideration  of 
the  public  welfare  by  an  engineer.  The  code  must  be  read  as  a 
whole. 

Although  one  section  stated  that  "the  engineer  should  consider 
the  protection  of  a  cUent's  or  employer's  interest  his  first  obligation," 
yet  the  preceding  section  said  he  must  "be  governed  by  principles 
of  honor  and  honesty  and  should  satisfy  himself  .  .  .  that  the  enter- 
prise ...  is  of  legitimate  character,  and  if  it  is  of  questionable 
character  he  should  sever  his  connection  with  it  as  soon  as  practicable, 
avoiding  in  so  doing  reflections  on  his  previous  associates.*'    There 
were  times  for  keeping  silent,  and  times  when  one  should  speak  out, 
and  it  surely  was  imethical  to  keep  silent  when  one  knew  of  wrong- 
doing or  incompetence. 

It  would  be  well,  in  his  opinion,  to  amend  the  section  first  re- 
ferred to  as  follows: 

The  engineer  should  consider  the  protection  of  a  client's  or  employer's  interests 
his  first  obligation,  and,  therefore,  should  avoid  every  act  contrary  to  his  duty, 
provided,  however,  thcU  his  dienVs  or  employer's  interest  does  not  infringe  the  rights 
of  the  public  or  any  individual, 

Charles  M.  Horton  wrote  that,  in  amending  the  code  it  would 
be  well  not  to  talk  of  things  having  to  do  with  the  "unprofessional" 
and  "inconsistent"  and  "undignified,"  for  that  sort  of  admonition 
was  not  needed.  What  was  needed,  though,  and  which  should  be 
embodied  in  the  code,  was  forceful  language  having  to  do  with  the 
spirit  embodied  in  the  phrase  of  "Uve  and  let  Uve"  —  the  things 
which,  after  all,  were  necessary  if  life  were  to  be  worth  the  living,  not 
physically  but  spiritually,  and  a  living  to  all,  for  all.  Let  it  be 
written  what  we  should  do,  not  what  we  should  not  do;  the  negative, 
through  inference,  would  take  care  of  itself  —  and  woe  unto  him  who 
disobeyed  and  was  found  guilty. 

C.  Wellington  Koiner,  in  a  written  discussion,  said  that  in 
times  of  peace  the  best  interests  of  the  Government  were  not  con- 
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sidered  very  seriously.  The  scandalous  claims  and  set-ups  for  in- 
tangible values  that  had  been  made  before  railroad  commissions  and 
other  regulating  bodies  went  to  show  how  far  some  lawyers  and  some 
engineers  would  go  in  opposition  to  the  public  interest  and  in  viola- 
tion of  their  code  of  ethics. 

''All  for  the  state  and  the  state  for  all"  meant  that  its  interest 
was  to  be  considered  first  and  at  all  times  conserved,  in  order  that 
individuals  might  at  all  times  receive  the  maximum  benefits  from 
its  protection.  He  believed  with  the  author  that  every  code  now 
in  use  by  engineers  should  be  entirely  rewritten  on  much  broader 
lines  and  in  a  more  inspiring  key. 

Thomas  M.  Roberts  wrote  that  business  methods  of  long  usage 
were  in  practice  among  engineers  and  contractors,  and  the  custom  of 
driving  a  sharp  bargain  was  too  often  passed  as  legitimate.  Such 
methods  might  be  expected  between  man  and  man  as  long  as  ethical 
standards  were  held  cheaply  or  of  little  value.  But  it  was  well  to 
consider  their  effect  on  our  country  and  its  Government  during 
the  war,  as  well  as  the  reflex  action  on  the  influence  of  engineers  in 
public  life. 

It  seemed  unfortunate  that  the  Government  in  assembling  war 
materials  had  been  repeatedly  handicapped  by  the  covert  eflforts  of 
certain  engineer-contractors  who  had  inserted  in  their  specifications 
misleading  phrases  which  to  the  Government  officials  seemed  correct, 
yet  later  resulted  in  considerable  trouble  and  loss  to  the  project  in 
development.  These  men  in  their  specified  bids  for  public  service 
covered  the  letter  of  the  law,  but  they  violated  the  ethical  features 
of  honest  professional  practice.  Instances  were  on  record  where  the 
Government  had  been  obliged  to  pay  for  the  difference  in  cost  be- 
tween the  apparatus  it  originally  specified  and  the  different  thing 
offered  in  the  contractor's  bid,  which  proved  inadequate. 

Such  practices  might  not  strictly  be  classed  as  acts  of  ''Aiding 
the  Enemy/'  but  they  represented  a  species  of  unethical  dealings 
which  no  society  of  engineers  or  engineer-contractors  should  coun- 
tenance. 

Engineers  should  emphasize  this  fundamental  feature  of  our 
repubUc  that  a  public  interest  is  inseparably  bound  to  the  common 
welfare,  and  therefore  every  engineer  and  engineer-contractor  in 
dealing  with  a  pubUc  interest  is  bound  by  an  ethical  tie,  which  is 
paramoimt  to  the  written  law,  and  he  should  have  a  keen  sense  of 
justice  toward  the  common  weal. 
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Thornton  Lewis,  in  a  written  discussion,  said  that  his  observa- 
tion led  him  to  beUeve  that  engineers  as  a  class  fulfilled  their  duty  to 
the  public  just  as  faithfully  as  did  the  men  of  the  other  professions 
such  as  doctors,  lawyers,  etc.  This  was  no  reason,  however,  why 
engineers'  codes  should  not  express  the  fact  that  pubUc  interest  is 
the  first  duty.  In  fact,  there  were  many  positive  reasons  why  they 
should,  among  them  being  the  inspiration  and  stimulation  to  imselfish 
action  which  the  younger  men  of  the  profession  would  and  should 
receive  from  them. 

Since  engineers  were  more  and  more  becoming  dominating  factors 
in  publicHservice  corporations  and  the  manufacturing  industries, 
could  not  in  reahty  a  better  condition  of  society  in  general  be  brought 
around  by  helping  them  to  see  more  clearly  the  path  of  duty  to  the 
public,  which,  in  the  long  run,  would  be  to  the  best  interests  of  their 
corporations  and  to  their  best  selves? 

The  new  code  of  ethics  must  embody  the  thought  that  he  who 
serves  humanity  most  serves  himself  best. 

A.  F.  Nagle  wrote  that  the  founders  of  the  Society  were  not 
indifferent  to  the  ethical,  or  moral,  character  of  its  membership,  as 
was  evidenced  by  the  fact  that  they  required  a  rigid  search  to  be 
made  by  the  Council  into  an  applicant's  experience  and  character, 
and  if  favorably  acted  upon,  his  name  was  to  be  submitted  to  a 
voting  membership  consisting,  at  present,  of  over  8000,  where  but 
two  negative  votes  would  exclude  him  (see  C  17).    If,  perchance,  a 
bad  man  should  sUp  in,  he  could  at  any  time  be  expelled  by  a  two- 
thirds  vote  of  the  Coimcil  (see  C  25),  hence  one  had  to  be  not  only  a 
good  man  to  get  in  but  he  had  to  remain  good  to  stay  in! 

Mr.  Cooke's  plea  that  the  public  interest,  be  it  city,  state,  nation, 
or  humanity  at  large,  should  have  paramoimt  service  from  us, 
prompted  him  to  ask  what  was  implied.  If  the  engineer  was  the  sort 
of  man  we  rightly  assiuned  him  to  be,  he  would  deal  faithfully  with 
aU  his  clients.  What  more  could  he  do  ?  Mr.  Nagle  further  stated 
that  he  had  been  in  the  employ  of  cities,  state  and  nation  nearly  one- 
half  of  his  business  life,  and  could  unhesitatingly  say  that  the  per- 
sonnel of  the  engineers  he  had  met  in  the  public  service  had  compared 
very  favorably  with  those  outside. 

Oberlin  Smith  said  that  while  it  was  imdoubtedly  true  that  the 
engineering  profession  owed  much  to  the  public  which  had  fostered 
and  used  its  work,  the  statement  regarding  the  duty  of  engineers  to 


98  PUBLIC  INTEREST  AND  PROFESSIONAL  PRACTICE 

the  public  suggested,  per  contra^  the  duties  the  public  owed  the 
engineers.  In  this  progressive  age,  with  its  enormous  increase  in 
efficiency  due  ahnost  altogether  to  engineering  to  engineering  in- 
ventions, why  were  the  halls  of  Congress  peopled  with  lawyers, 
merchants  and  farmers,  not  to  say  professional  politicians,  with 
scarcely  an  engineer  in  the  whole  conclave?  The  engineers,  with 
their  brethren  the  architects  and  physicians,  had  not  only  collabo- 
rated in  the  building  up  of  science  and  art,  but  of  the  good  morals  and 
•the  health  and  wealth  of  their  conmiimities,  and  they  certainly  should 
have  a  large  share  in  the  making  of  laws  which  would  tend  to  greater 
production,  with  greater  efficiency,  of  the  tools  with  which  our 
civilization  was  builded. 

As  most  engineers  did  not  have  time  to  become  practical  politi- 
cians, they  would  have  to  depend  upon  their  non-engineering  friends 
to  work  gradually  toward  such  a  reform.  This  could  only  be  done 
by  the  promotion  of  a  proper  enlightened  sentiment  among  the  mass 
of  the  people.  As  this  increases,  might  we  not  hope  for  a  higher 
morale  and  greater  efficiency  in  our  state  and  national  legislatures 
by  the  embodiment  therein  of  more  and  more  clergjrmen,  physicians, 
architects  and  engineers? 

James  Reed,  Jr.,  wrote  that,  judging  from  his  own  educational 
experiences,  there  was  at  technical  schools  an  almost  complete  lack  of 
emphasis  placed  on  the  importance  of  realization  by  engineers  of  the 
public  interest. 

He  firmly  believed  that  the  remedy  was  a  thorough  and  constant 
teaching  at  engineering  schools  of  the  higher  ethics  of  the  profession, 
the  citizenship  dviy  of  the  engineer,  just  as  at  West  Point  and  Annap- 
olis the  highest  ideals  of  patriotism  and  loyalty  were  imceasingly 
held  before  the  students.  He  therefore  offered  the  suggestion  that 
a  constant  effort  be  made  to  hold  before  the  student  the  importance 
of  this  realization  in  the  practice  of  his  profession :  that  the  public 
interest  is  not  to  be  forgotten  or  put  aside  for  the  benefit  of  the 
corporate  interest. 

L.  P.  Alford  said  that  the  discussion  clearly  called  for  a  refram- 
ing  of  the  Society's  code  of  ethics.  Associated  with  that  refraining, 
however,  should  be  the  restatement  of  another  provision  of  the 
Society,  namely,  the  statement  of  the  aims  and  objects  expressed 
in  its  C!onstitution.  They  were  quite  narrow  and  technical,  yet  the 
tendency  for  the  last  few  years  had  been  to  make  the  Society  indus- 
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trial  rather  than  purely  a  society  of  mechanical  engineering.  The 
activities  of  the  Society  had  been  broadened  beyond  its  statement  of 
aims.  The  restatement  of  the  code  of  ethics  was  to  reframe  for  the 
members  the  ideal  of  the  duties  of  the  engineer.  When  the  revised 
draft  of  the  code  of  ethics  was  presented  there  should  also  be  pre- 
sented a  consistent  revised  draft  of  the  objects  and  aims  of  the 
Society. 

The  following  resolution  was  introduced  by  Mr.  Alford,  and  was 
carried  by  vote  of  the  meeting: 

Because  of  the  interest  aroused  by  the  paper  presented  by  Mr.  Morris  L. 
Cooke  at  the  Worcester  meeting,  and  because  of  the  frequently  expressed  belief 
that  the  work  and  activities  of  The  American  Society  of  Mechanical  Engineers 
have  outgrown  its  statement  of  aims  and  objects,  it  is  respectfully  suggested  to 
the  Council  of  the  Society  that  steps  be  taken  to  reformulate  the  objects  and  aims 
of  the  Society  as  presented  in  the  Constitution,  and  to  recast  the  Code  of 
Ethics  of  the  Society  to  bring  these  in  keeping  with  the  interests  and  activities 
of  the  Society  as  a  whole. 

Calvin  W.  Rice  said  that  he  had  been  making  the  spirit  of  the 
paper  a  religion  in  his  administration  of  the  office  of  Secretary  of  the 
Society,  and  that  he  welcomed  the  opportunity  to  express  his  faith 
in  the  ideals  of  the  engineering  profession. 

Mr.  Cooke  had  referred  to  the  way  in  which  President  Lincoln 
aroused  the  dormant  moral  feeling  of  the  North  in  the  support  of  his 
proclamation  of  emancipation,  and  he  desired  to  point  out  that  from 
the  very  fact  that  this  feeling  was  dormant,  it  already  existed  in  the 
minds  and  hearts  of  the  people  and  needed  merely  to  be  aroused. 

Mr.  CTooke  had  also  told  how  President  Wilson,  with  great  ability, 
had  sensed  the  ideals  of  the  Nation  in  this  time  of  world  war.  In  the 
same  way  as  before,  these  ideals  were  already  existent  and  needed 
only  to  be  phrased;  and  he  claimed  for  the  engineers  of  the  country, 
as  individuals  and  idealists  in  an  ideal  profession,  that  they  had 
contributed  their  share  to  the  state  of  opinion  and  to  the  ideals  of 
the  Nation  in  the  war,  such  as  the  President  had  expressed. 

As  a  concrete  example  of  this  he  would  instance  the  dedication  of 
the  magnificent  new  clubhouse  of  the  Dayton  Engineers'  Club:  to 
the  dissemination  of  truth  and  to  the  creation  of  civic  righteousness. 
This  was  a  cheering  example  of  the  new  spirit  of  the  Nation,  which 
showed  that  in  one  case  at  least  the  engineering  profession  was  alive 
to  the  spirit  of  the  times. 

He  had  recently  made  a  study  ^  of  the  stated  objects  of  some 

^  This  study  was  published  in  Ths  Journal,  September  1918,  pp.  753-754. 
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ninety  of  the  largest  and  best-known  professional  societies,  including 
professions  other  than  engineering,  both  in  the  United  States  and 
abroad,  and  had  found  but  one  engineering  society  —  and,  strange 
to  say,  it  was  in  Germany  —  that  in  its  constitution  approached 
what  the  A.  S.  M.  E.  aimed  to  do.  As  nearly  as  he  could  remember, 
the  objects  of  the  Verein  deutscher  Ingenieure  were  twofold:  devo- 
tion to  the  engineering  profession,  and  to  the  development  of  engineer- 
ing jw  the  benefit  of  the  Fatherland.  Here,  however,  the  one  thing 
was  lacking  that  was  lacking  in  the  whole  of  Grermany:  There  was 
no  expression  of  the  spirit  —  it  was  all  for  the  state. 

It  was  not  sufficient  that  we  have  the  objects  of  the  Society  and  of 
the  profession  for  the  benefit  alone  of  the  United  States  of  America. 

■  

That  would  be  far  short  of  the  goal.  We  should,  as  Dr.  Hollis  had 
urged,  reconsecrate  ourselves  to  our  new  ideals,  as  displayed  in  the 
dedication  of  the  Dayton  Engineers'  Club. 

.  R.  Sanford  Riley  referred  to  the  broadening  conception  of  the 
engineering  profession,  and  said  that  when  he  entered  the  profession 
he  had  not  realized  that  engineers  were  as  well  qualified  as  others  for 
general  service  to  their  coimtry.  It  was  easy  for  engineers  to  criticise 
the  fact  that  Congress  was  filled  with  lawyers  and  others  in  different 
lines  of  business,  but  it  was  largely  the  fault  of  the  engineers  them- 
selves. They  were  growing  in  numbers  and  growing  in  importance. 
To  grow  proportionately  in  power  they  must  be  interested  in  larger 
affairs  than  their  own.  Worcester  was  important  as  a  city  largely 
because  it  was  a  city  of  engineers.  They  continued  to  form  so  large 
a  proportion  of  the  community  that  from  necessity  they  had  become 
accustomed  to  doing  things  in  a  public  way  —  and  the  city  had  not 
lost  anything  in  consequence. 

The  Author,  in  closing,  called  attention  to  a  remarkable  docu- 
ment, A  Study  in  Hospital  Efficiency,  comprising  a  case  report  of  the 
first  five  years  of  a  private  hospital,  by  E.  A.  Codman,  M.D.,  15 
Pinckney  St.,  Boston,  Mass.  The  report  was  remarkable  because  it 
aijialyzed  with  freedom  and  truthfulness  every  case  treated  and  showed 
whether  there  were  errors  on  the  part  of  the  surgeon  through  poor 
diagnosis  or  lack  of  technique;  faults  in  nursing;  faults  on  the  part  of 
the  patient,  etc.  This  he  instanced  as  an  advanced  step  in  profes- 
sional ideals.  The  report  also  constituted  a  strong  condemnation  of 
fee  splitting,  which  so  often  leads  to  unnecessary  surgery.  The 
appUcation  to  other  professions  was  obvious. 
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EFFICIENCY   OF  GEAR  DRIVES 

AN  ACCURATE  METHOD  OF  TESTING 

Bt  C.  M.  Allen,  Wobcester,  Mass. 
Member  of  the  Society 

and 

F.  W.  ROTB,   WOBCE&TER,    Ma88. 

Non-Member 

The  U9ual  method  employed  in  determining  the  efficiency  of  a  gear  drive  is  one  in 
v^  the  power  lose  is  obtained  by  measuring  the  input  and  oulpul  and  subtrading 
^  tor  from  the  former.  In  good  drives,  however,  the  efficiency  is  high  and  the 
input  and  oiUput  are  very  nearly  equal,  and  any  error  in  their  measuremerU  unU  resuU 
in  a  large  per  cent  error  in  their  difference,  or  the  power  loss.  It  is  therefore  evident 
^  a  method  by  which  the  power  loss  may  he  direcUy  measured  unU  he  much  more 
vewnUe. 

The  authors  describe  such  a  method,  developed  recently  in  the  Mechanical  En- 
IMftering  Laboratories  of  the  Worcester  Polytechnic  Institute.  In  the  apparatus 
ttMi  an  dedtric  motor  is  so  suspended  in  a  cradle  that  both  its  armature  and  fidd  are 
f^  Ut  Ivm,  The  armature  shaft  is  connected  direcUy  to  the  pinion  gear  shaft  and  the 
^^  thaft  directly  to  an  Alden  absorption  dynamometer.  The  reaction  of  the  motor 
fi^  it  balanced  by  the  action  of  the  dynamometer  through  a  simple  lever  the  arms  of 
10^  are  accurately  proportioned  to  the  ratio  of  the  gears. 

Results  of  tests  on  bevel-gear  and  worm-gear  drives  are  given  in  tables  and  charts, 
^fnm  the  form  of  the  curves  presented  and  the  consistency  of  the  data  the  authors 
condvde  that  the  method  described  is  apparently  the  best  yet  devised  for  testing  gear 
^^  cf  aU  types, 

A  PPARATUS  for  determining  the  efficiency  of  gears  and  other 
drives  has  recently  been  developed  and  used  for  making  tests 
ID  the  Mechanical  Engineering  Laboratories  of  the  Worcester  Poly- 
technic Institute.  The  fimdamental  principle  of  the  apparatus 
consists  in  the  direct  measurement  of  the  loss  of  power  in  the  gear 
drive  instead  of  the  usual  method  of  determining  the  input  and  out- 
put and  subtracting  one  from  the  other. 

Presented  at  the  Spring  Meeting,  Worcester,  Mass.,  June  1918,  of  The 
American  SocnBTT  of  Mechanical  Enqineebs. 
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^ .  2\  SinQO  tne  eflSciency  of  good  geared  drives  is  relatively  high, 
:the  iA*put  and  output  are  very  nearly  equal,  and  any  small  errors  in 
;  the  measurement  of  these  relatively  large  quantities  will  make  a  very 

large  per  cent  error  in  the  difference,  which  is  the  power  loss. 

3  It  is  therefore  evident  that  a  method  by  which  the  loss  may  be 
measured  directly  and  independently  of  the  input  and  output  would 
be  very  much  more  accurate. 

THEORY  or  APPARATUS  USED   IN  THE  TESTS 

4  The  theory  of  the  apparatus  which  was  used  in  the  tests  is  as 
follows:  An  electric  motor  is  so  hung  in  a  cradle  that  both  its  arma- 
ture and  field  are  free  to  turn.  The  armature  shaft  is  connected 
directly  to  the  pinion  gear  shaft  and  the  driven  shaft  directly  to  an 
Alden  absorption  dynamometer.  The  reaction  of  the  motor  field  is 
balanced  by  the  action  of  the  absorption  dynamometer  through  a 
simple  lever.  The  arms  of  the  lever  are  accurately  proportioned  to 
the  ratio  of  the  gears. 

5  The  general  idea  of  the  apparatus  is  as  follows:  An  electric 
induction  motor  is  hung  in  a  cradle  on  double  roller  bearings,  and  an 
arm  attached  to  the  motor  casing  makes  a  cradle  dynamometer. 
The  motor  shaft  is  connected  directly  to  the  drive  shaft  and  an  Alden 
dynamometer  is  put  on  the  driven  shaft.  These  dynamometers  are 
so  arranged  that  the  force  exerted  by  the  end  of  the  arms  is  downward. 
The  arms  of  the  dynamometers  are  of  equal  length  and  at  the  end  of  each 
is  a  fixed  knife  edge.  A  lever  with  three  knife  edges  mounted  upon 
it  has  the  two  outer  knife  edges  adjusted  so  that  the  distance  between 
them  is  equal  to  the  distance  (horizontal)  between  the  dynamometer 
knife  edges.  The  third  knife  edge  divides  this  distance  into  segments 
whose  ratio  to  each  other  is  the  same  as  the  gear  ratio.  These  three 
knife  edges  lie  in  the  same  straight  line.  The  lever  is  now  placed 
directly  over  the  hne  between  the  dynamometer  knife  edges,  and  is 
supported  by  the  third  knife  edge  which  rests  on  platform  scales. 
The  end  knife  edges  of  the  lever  are  connected  to  the  dynamometers 
in  such  a  way  that  the  high-speed  dynamometer  is  connected  to  the 
long  arm  of  the  lever.  A  counterweight  and  a  rider  weight  are 
mounted  upon  the  lever.    See  Fig.  1. 

METHOD   or  TESTING 

6  The  method  of  testing,  so  far  as  the  operation  of  the  lever 
system  is  concerned,  is  identical  for  all  tests,  and  therefore  the  ex- 
planation of  its  action  is  made  perfectly  general. 
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7  The  center  of  gravity  of  the  Alden  brake  was  very  nearly  in 
the  horizontal  plane,  so  that  a  slight  movement  of  the  arm  did  not 
measurably  aflfect  its  balance.  The  cradle  dynamometer  was  so 
loaded  that  its  center  of  gravity  was  only  a  short  distance  below  the 
shaft  center,  and  a  load  of  2  lb.  at  the  end  of  the  arm  was  enough  to 
entirely  upset  its  equiUbrium.  The  lever  was  then  placed  in  position 
as  described  above  and  statically  balanced  by  means  of  the  coimter- 
weight  shown  in  Fig.  1.  A  long  pointer  attached  to  the  lever  showed 
the  position  of  the  system  relatively  to  the  initial  condition  of  balance. 

8  When  the  rider  weight  W  was  in  its  initial  position,  the  load 
f%  (see  Fig.  1)  was  noted  as  the  initial  reading  of  the  platform  scales. 

L 
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Drive  betrreen  these 
Two  Shafts 


FiQ.  1    General  Layout  of  Apparatus  Shown  in  Fiq.  2 

9  The  variables  entering  into  the  balance  of  this  apparatus  are 
then  the  forces  Pi,  P%  and  Ps,  and  the  displacement  of  the  rider  weight. 
^3  may  be  measm-ed  at  any  time  while  the  apparatus  is  in  operation 
and  so  may  the  displacement  of  the  rider  weight. 

10  It  should  be  noted  here  that  the  amount  of  Pa  has  nothing* 
to  do  with  the  calculation  of  the  power  loss,  which  is  foimd  as  follows: 


METHOD  or  MEASURING  POWER  LOSS 

11  It  will  be  seen  from  the  preceding  description  and  from*Fig.  1 
thatPix  =  P^  for  100  per  cent  eflSciency;  but  since  the  efficiency  is 
never  100  per  cent,  Pix  must  exceed  P%y  by  the  amoimt  necessary  to 
overcome  the  loss  in  moment.  This  difference  immediately  upsets 
the  balance  of  the  lever,  of  course,  but  equilibrium  may  again  be 
restored  by  shifting  the  position  of  the  rider  weight  in  the  proper 
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direction.  This  displacement  of  the  rider  weight  is  therefore  a 
measurement  of  the  change  of  moment,  and  when  corrected  for  the 
speed  of  the  apparatus  it  is  a  measurement  of  the  power  loss. 

12  Here  the  input  power  is  automatically  balanced  against  the 
output  and  any  httle  change  in  the  latter  is  immediately  taken  care 
of  by  the  motor,  and  it  is  impossible  for  the  apparatus  to  be  out  of 
balance  except  by  the  amount  of  the  transmission  loss.  This  is  the 
feature  of  the  method  which  distinguishes  it  from  all  others. 

13  The  power  transmitted  by  the  drive  may  be  computed  by 


FlO     2    Appakatub  fob  TMTraa  the  Epticiknct  or  Bbvel-Gkab  Dbivxs 

noting  the  change  in  the  load  P*  on  the  platfocm  scales,  and  such 
computations  will  be  shown  later. 

14  In  operating  it  was  found  necessary  to  start  the  apparatus 
and  let  it  run  for  several  minutes  before  taking  note  of  the  initial 
position  of  the  lever.  The  zero  reading  was  frequently  checked  during 
the  period  of  testing. 

BFFICIENCT  TEST  OF  BBVEL-OBAB  DBtVK 

15  Data  of  Qearg  and  Apparatus.  The  gears  were  5  per  cent 
nickel  ateel,  case-hardened,  5  pitch,  Ij-in.  face.  They  were  cut  by 
the  Brown  A  Sbarpe  Mfg.  Co.  and  were  mounted  by  them  on  b^ 
bearings  especially  designed  for  testing  purposes.    Fig.  2  shows  the 
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apparatus  set  up  for  this  test.    Following  are  the  preliminary  data 

employed: 

Number  of  teeth  in  gear 52 

Number  of  teeth  in  junion 14 

Ratio,  52 +  14 3.714 

ToUl length  of  lever  between  outside  knife  edges^see  Pig.  3) 3.05  ft. 

Length  ci  long  arm  of  lever 3.112  ft.  »  37.344  in. 

Length  ci  short  arm  of  lever ^ 0.838  ft.  »  10.056  in. 

Length  ci  dynamometer  arms 31.5  in. 

A  force  of  2  lb.  at  31.5  in.  is  equivalent  to  1  hp.  at  1000  r.p.m.,  for 
which  the  expression  1  hpiooo  will  be  used. 

16  Calculation  of  Horsepower  Loss  from  Movement  of  Rider. 
Referring  to  Fig.  3,  a  force  of  2  lb.  at  Pi  »  1  hpuoo.  Therefore 
2  X  37.344  a  in-lb.  of  moment  in  lever  necessary  for  1  hpioooi  and  if  the 
rider  weight  is  3  lb.,  then  for  this  to  balance  1  hpiooo;  3x  must  equal 
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Fio.  3    DoiENBioxBD  Skxtch  of  Appabatus 


^^ 


2  X  37.344,  whence  x  =  24.893,  and  therefore  a  movement  of  24.893 
in.  of  the  rider  is  equivalent  to  1  hpuwo  for  a  3-lb.  rider. 

17  If  the  rider  weighs  but  H  lb.,  then  the  same  displacement 
means  only  i  hpiooo.  A  paper  scale  was  made  according  to  these 
%res  and  was  fastened  to  the  lever.  The  readings  for  hp.  loss 
were  taken  from  it  throughout  the  test. 

18  Calculation  for  Horsepower  Input.  Referring  to  Fig.  3,  since 
the  initial  load  of  Pz  was  taken  with  the  rider  weight  W  already  on 
the  lever,  a  change  in  the  position  of  W  does  not  change  Ps,  but  merely 
changes  the  moment.  Therefore,  in  moment  equations  of  the  lever, 
regardless  of  where  the  center  of  moments  is  taken,  the  arm  of  the 
Qioment  of  TT  is  always  the  distance  from  the  zero  position. 

19  The  force  Pi  is  a  measure  of  the  input  power  if  the  speed  is 

known,  and  it  is  merely  necessary  to  calculate  this  value  in  order  to 

solve  the  problem.    Considering  the  moment  equation  of  the  lever, 

wehavQ 

0.838P,  -  3.95 Pi  +  TTx  -  0 
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whence 
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Pl  = 


0.838  P,  +  Wx 


3.95 
P,  =  0.2122  P,  +  0.759  x 


If  W  =  3  lb., 

if  TT  =  1.5  lb., 

Pi  =  0.2122  P,  +  0.379  x 

X  being  the  displacement  of  W  measured  in  feet.' 


TABLE  1    DATA  OF  EFFICIENCY  TEST  OF  BEVEL-QEAR  DRIVE 

PbACTICALLT  ho  LuiBICAllOIf 


R.p.m. 

of 
motor 

Scale 

Pi 
lb. 

0.2122  Pt 

z 
ft. 

0.759Z 

Pi 

Input, 

Input, 

actual 

hp. 

Rider 
bpion 

Hp. 
loss 

Output, 
hp. 

Eff'y. 

per 

cent 

1 

2 

8 

4 

5 

6 

7 

8 

0 

10 

11 

12 

18 

1115 

5 

200 

42.44 

1.70 

1.291 

43.731 

21.86 

24.87 

0.746 

0.832 

23.532 

06.0 

1112 

200 

42.44 

1.70 

1.291 

43.731 

21.86 

24.87 

0.810 

0.003 

23.467 

00.3 

1112 

200 

42.44 

1.70 

1.291 

43  731 

21.86 

24.37 

0.770 

0.850 

23.511 

00.6 

1113 

200 

42.44 

1.70 

1.291 

43.731 

21.80 

24.37 

0.820 

0.014 

23.456 

00.8 

1110 

200 

42.44 

1.70 

1.291 

43.731 

21.80 

24  37 

0.806 

0.800 

23.471 

00.4 

1146 

160 

83.05 

1.25 

0.949 

34.890 

17.45 

10.02 

0.660 

0.753 

10.167 

00.2 

1140 

160 

83.05 

1.25 

0.940 

34.800 

17.45 

10.02 

0.615 

0.702 

10.218 

00.5 

1141 

160 

88.05 

1.25 

0.040 

84.800 

17.45 

10.02 

0.620 

0.708 

10.212 

00.4 

1141 

160 

88.95 

1.25 

0.040 

84.800 

17.45 

10.02 

0.612 

0.600 

10.224 

00.5 

1188 

160 

83.95 

1.25 

0.040 

84.800 

17.45 

10.02 

0.610 

0.606 

10.224 

00.5 

1160 

120 

25.46 

1.00 

0.750 

26.210 

13.11 

15.14 

0.486 

0.561 

14.570 

00.8 

1150 

120 

25.46 

1.00 

0.750 

26.210 

13.11 

15.14 

0.400 

0.566 

14.574 

00.3 

1150 

8 

120 

25.46 

1.00 

0.750 

26.210 

13.11 

15.14 

0.486 

0.561 

14.570 

06.8 

1150 

8 

120 

25.46 

1.00 

0.750 

26.210 

13.11 

15.14 

0.484 

0.550 

14.581 

00.8 

1172 

2 

80 

16.97 

0.62 

0.471 

17.441 

8.72 

10.25 

0.316 

0.871 

0.880 

00.4 

1172 

2 

80 

16.97 

0.62 

0.471 

17.441 

8.72 

10.25 

0.310 

0  864 

0.886 

00.4 

1177 

3 

80 

16.97 

0.62 

0.471 

17.441 

8.72 

10.25 

0.308 

0.367 

0.888 

06.4 

1106 

1 

40 

8.49 

0.40 

0.837 

8.827 

4  42 

5.26 

0.100 

0.234 

5.026 

05.55 

1196 

I 

40 

8.49 

0.40 

0.337 

8  827 

4  42 

5.20 

0.204 

0.243 

5.017 

05.85 

1100 

1 

40 

8.40 

0.40 

0.837 

8.827 

4.42 

5.20 

0.204 

0.243 

5.017 

05.85 

1205 

1 

20 

4.245 

0.37 

0.281 

4.520 

2  20 

2.72 

0.184 

0.222 

2.408 

01.0 

1205 

20 

4.245 

0.37 

0.281 

4.526 

2.26 

2.72 

0.184 

0.222 

2.408 

01.0 

20  Referring  to  Table  1,  for  accuracy  of  recorded  data  the  values 
in  column  5  (x  ft.)  and  column  10  (rider  hpiooo)  should  vary  together 
since  they  both  refer  to  the  displacement. 

21  Colunm  10  is  recorded  for  one  purpose  and  read  from  the 
paper  scale  directly  in  hpiooo,  while  column  5  is  recorded  for  another 
purpose  and  the  measurement  is  recorded  in  feet  measured  by  in 
ordinary  rule. 

22  It  is  necessary  to  read  the  values  recorded  in  colunm  10  with 
as  great  accuracy  as  possible,  but  the  approximate  distance  to  the 
mean  position  as  determined  in  column  10  is  as  close  as  it  is  necessary 
to  record  the  values  of  column  5. 
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23  The  values  in  column  10  after  correction  for  speed  give  the 
total  loss  m  power  and  become  therefore  the  whole  of  the  numerator 
of  the  equation  for  loss  of  efficiency,  namely, 

T         ^   /rs  .  Hp.  loss 

Loss  of  efficiency  =  ^rr^-^ 1 

Hp.  mput 

These  values  for  hp.  loss  are  recorded  to  three  significant  figures,  but 
the  third  is  somewhat  in  doubt,  and  therefore  the  absolute  accuracy 
is  only  through  two  significant  figures. 

24  In  figuring  hp.  input  it  is  necessary  to  use  the  value  Pi, 
which  is  obtained  by  means  of  the  equation  Pi  =  0.2122  Pa  +  0.759  x, 
where  z  is  the  value  in  colimm  5.  The  maximiun  variation  in  feet 
from  the  mean  position  (column  10)  is  less  than  0.1  ft.,  but  suppose 
that  it  was  0.1  ft.;  then  column  5  might  have  been  1.8  instead  of 
1.7  as  in  the  first  recorded  line. 

25  To  see  what  the  effect  of  such  a  discrepancy  would  be,  the 
following  computations  have  been  made,  taking  x  =  1.8  and  x  =  1.7, 
respectively: 

Pa  =  200;        0.2122  Pa  =  42.44 
Pi  =  42.44  +  0.759  x 

=  42.44  +  (0.759  X  1.8)  or  =  42.44  +  (0.759  X  1.7) 

=  42.44  +  1.36  or  =  42.44  +  1.29 

=  43.80  or  43.75. 

26  As  hpiooo  input  =  JPi,  then  hpiooo  equals  either  21.90  or 
21.865,  and 

Hp.  loss   __  Rider  hpiooo 

Hp.  input  ""  input  hpiooo 
whence 

T         cm-  0-746  0.746 

Loss  of  efficiency  =  2i:gQ     or     ^^^^ 

27  It  is  thus  seen  that,  measuring  as  accurately  as  possible, 
the  numerator  is  only  acciu'ate  to  the  second  place,  the  third  being 
in  doubt;  and  that  the  second  place  in  the  denominator  is  sure  and 
the  third  fairly  sure,  although  considered  in  doubt.  Therefore  the 
denominator  is  as  accurate  as  the  numerator. 

28  The  numerator  is  as  accurate  as  the  apparatus  will  allow 
data  to  be  read,  and  therefore  the  inaccuracy  of  the  data  of  colunm 
5  has  no  effect  on  the  final  accuracy  of  the  work. 

29  In  Test  No.  1,  the  data  of  which  are  given  in  Table  1,  prac- 
tically no  lubrication  was  used,  the  gears  having  been  washed  off 
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with  gasoline.  Previoufi  to  this  there  had  been  oil  and  graphite  on 
the  gears  and  some  of  the  graphite  atill  remained  on  the  teeth.  How- 
ever, after  running  for  a  while  they  were  practically  non-lubricated. 
The  3-lb.  rider  had  to  be  used  in  this  case  because  of  the  amount  of 
the  friction  loss,  which,  by  the  way,  was  sufficient  to  cause  the  gears 
to  heat  conmderably. 

30  Table  1  gives  only  a  few  of  the  resultfi  actually  obttuned,  for 
the  apparatus  was  started  time  after  time  and  the  balance  by  tlie 
rider  gave  the  same  results  over  and  over  again. 

31  The  next  test  was  made  to  see  bow  much  the  efficiency  would 
be  increased  with  good  lubrication.  Accordingly  some  heavy  oil 
and  flaked  graphite  were  mixed  and  used  as  a  lubricant.    The 


HORSEPoneR ,  INPUT 
Fia.  4    HoasepowEB-ErnciENCT  Cubveb  of  Bbtel-Gear  Dbivx 

Q«u  ratio,  2B  to  Tj  T.p.m.  of  piokiD.  about  1200 

efficiency  was  bo  much  increased  that  the  l^Ah.  rider  weight  was 
sufficient,  and  again  it  was  fotmd  that  the  same  results  were  obtained 
time  after  time.    The  recorded  data  appear  in  Table  2. 

32  Later,  after  the  graphite  and  oil  had  become  more  perfectly 
blended,  another  test  was  made,  the  recorded  data  for  which  are 
given  in  Table  3. 

33  The  efficiency  cmres  for  these  three  tests  are  all  given  in 
Fig.  4.  The  difference  between  the  results  of  non-lubricated  and 
lubricated  conditions  is  perfectly  clear.  The  test  with  the  more 
perfect  blending  of  the  lubricant  showed  results  identical  with  the 
previous  one  except  as  indicated  by  the  dash  line  at  the  end  of  the  upper 
curve.  This  showed  that  the  lubricant  was  not  squeezed  out  from 
between  the  teeth  at  quite  so  low  a  pressure. 

34  The  form  of  the  curves  and  the  consistency  of  the  readings 
convirced  the  experimenters  that  very  reliable  results  had  been 
obtained. 
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EFTICIENCT  Of  WOBH-OBAB  DBITK 
35   Daia  of  Gear,  Worm  and  Apparatus.    The  gear  was  made  of 
phosphor  bronse  with  40  teeth;  pitch  diameter,  10.5704  in.;  throat 
diuaeter,  10.9964  in.;  circular  pitch,  0.8302  in.;  angle  of  teeth  with 

r  BSVEL-OEAB  DBITS 


TABLE  t    DATA  OF  EFFICIENCY  TEST  OF  BEVEL-GEAR   DRIVE 
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Da,  38°  16' 5" ;  normal  circular  pitch,  0.6518  in.;  thickness  of  tooth, 


36  The  worm  was  made  of  Aurora  steel,  case-hardened,  and  had 
teeth;  pitch  diameter,  3.015  in.;  outside  diameter,  3.441  in.;  cir- 
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cular  pitch,  1.0524  in.;  ai^e  of  teeth  with  tudB,  51°  43'  56";  thick- 
ness of  tooth,  0.295  in.;  lead,  7.4719  in. 

37  This  drive  was  made  by  the  Brown  &  Sharpe  Mfg.  Co.,  and 
mounted  by  them  in  a  ball-bearing  case  especially  designed  for  the 
purpose  of  testing.  The  set-up  of  the  apparatus  was  the  same  as  for 
the  bevel-gear  tests  (see  Fig.  3),  except  that  the  positions  of  the  knife 
edges  on  the  lever  were  changed  to  agree  with  the  new  gear  ratio, 
giving  the  followii^  dimensions: 

Number  <A  teeth  in  gear 40 

Number  of  teeth  in  worm 9 

Ratio,  «  +  9 4.444 

Total  length  of  lever  between  outdde  knif«  edges 3.94fi  ft. 

Length  ol  long  aim  trf  lever 2.9755  ft.  -  35.72  in. 

Length  of  short  arm  of  lever 0.6095  ft.  -  8M  in. 

Length  of  dynamometra  arm§ 31.6  in. 


38  Calcuiaiion  of  Horsepower  Loss  from  Movement  of  Rider. 
The  calculation  for  horsepower  loss  in  this  case  is  the  same  as  for  the 
bevel-gear  test  except  for  the  changt  Id  length  of  the  lever  arm  and 
the  weight  of  the  rider.  In  this  test  a  &-lb.  rider  was  used  and  the 
equation  is  as  follows : 

6a:  =  2x35.72 
from  which 

X  =  11.91 

therefore  a  movement  of  11.91  in.  of  the  rider  is  equivalent  to  1  hpun 
for  a  6-lb.  rider.  A  paper  scale  laid  out  according  to  these  figures 
was  used  throughout  this  teat. 
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39  CalciUiUion  for  Horsepower  Input.  The  equations  are  of  the 
Bime  form  as  thoBe  for  the  bevel-gear  test  and  the  figures  are  as 
followa: 

0.6695  Ft  -  3.645  Pi  -Wx'=0 
and  for  If  =  6, 

Pi  =  0.1837 Pi -1.647X 
X  being  the  displacement  of  W  measured  in  feet. 

40  Conaiderable  trouble  was  experienced  at  first  in  getting  the 
initial  balance  of  the  apparatus  as  it  was  not  at  all  sensitive.  How- 
ever, it  was  soon  found  that  the  weight  of  the  Alden  dynamometer 
caused  a  deSection  of  the  shaft  and  consequently  friction  on  the  oil- 
nteiniiig  Hug  of  the  gear  case,  which  had  a  very  small  clearance. 
Wben  the  weight  of  the  dynamometer  was  taken  from  the  shaft  by 
means  of  a  cord  passed  around  the  hub  and  an  equalizing  bar  above, 


£ 


H0R6EPOT(ER  .INPUT 

Fia.  5    HoRSKPOWER-EFnciBNC?  CimvEa  or  Worm-Gear  Drive 

"mIu  u  two  diffanot  Mmperoturaa  of  lubrioAtinc  bath.    lUtio.  40  to  0:  r.p.m.  of  worm, 
about  1200 

to  vhich  the  ends  of  the  cord  were  attached,  the  apparatus  became 
sensitive  at  once.  The  purpose  of  the  equalizing  bar  was  to  lift  the 
weight  without  introducing  any  moment  for  slight  movements  of  the 
v^namometer  casing. 

41  This  apparatus  ran  without  anywhere  near  as  much  vibra- 
tion as  the  bevel-gear  apparatus  and  it  was  accordingly  easier  to 
handle. 

42  A  heavy  oil  sold  by  the  Texas  Company  under  the  name  of 
Thuban  oil  was  used  for  lubrication.  The  power  loss  in  these  gears 
was  so  large,  however,  that  the  temperature  of  the  oil  bath  increased 
'^  rapidly.  No  tests  were  run  to  determine  the  Hmit  of  this  rise 
<w  rate  of  increase,  but  teats  were  made  at  certain  selected  tempera- 
tures.   Data  of  these  tests  are  given  in  Table  4. 
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43  By  testing  at  constant  temperature  the  effect  of  the  change 
in  viscosity  of  the  oil  on  the  action  of  the  lever  was  eliminated,  but 
the  effect  on  the  efficiency  is  clearly  shown  by  the  curves  in  Fig.  5. 

44  It  is  of  course  obvious  that  no  test  could  actually  be  made  at 
constant  temperature,  and  the  tests  were  really  made  by  keeping 
the  load  constant  and  noting  the  loss  as  the  temperature  went  up. 
These  readings  were  recorded,  however,  as  if  the  tests  had  been 
constant-temperature  tests. 

45  It  is  interesting  to  note  in  Fig.  5  that  at  the  lower  tempera- 
ture, when  the  oil  was  viscous,  the  efficiency  at  light  load  was  quite 
low,  while  at  the  higher  temperature  the  efficiency  increased,  as  one 
would  expect,  on  account  of  its'  taking  less  power  to  chum  up  the 
thinner  oil.  But  at  the  other  end  of  the  curves,  that  is,  the  high- 
power  end,  the  reverse  condition  is  found,  indicating  the  inability  of 
the  oil  to  maintain  proper  lubrication  at  high  tooth  pressures  when  it 
becomes  thin. 

46  Again  the  form  of  the  curves  and  the  consistency  of  the  data 
obtained  point  to  the  reliability  of  the  apparatus. 

47  It  is  accordingly  concluded  that  this  apparatus  will  measure 
accurately  the  efficiency  of  any  positive  shaft  drive  where  both  shafts 
are  rotating  at  constant  speed,  and  that  it  seems  to  be  the  best  method 
yet  devised  for  testing  gear  drives  for  efficiency,  since  it  measures 
directly  the  actual  power  loss. 

48  While  this  paper  has  described  only  tests  of  bevel-  and 
worm-gear  drives,  tests  of  other  drives  have  been  made,  and  the 
method  is  applicable  to  all  types. 


DISCUSSION 

Wilfred  Lewis  (written).  I  cannot  quite  agree  with  the  authors' 
conclusion  in  Par.  47,  but  as  a  universal  method,  applicable  to  all 
types  of  gear  drives,  as  stated  in  Par.  48,  I  think  that  they  have 
developed  a  very  simple  and  effective  way  of  testing  for  efficiency 
and  are  to  be  congratulated  on  the  novelty  of  the  scheme. 

In  Par.  40  it  is  stated  that  some  trotible  was  experienced  at  first 
and  some  interfering  variables  found,  and  this  admission  leads  me 
to  question  the  accuracy  of  the  tabulated  results.  I  do  not  see,  for 
example,  why  the  efficiencies  under  heavy  loads  should  be  so  much 
higher  than  they  were  under  light  loads,  unless  the  weight  of  the 
apparatus  itself  caused  a  good  deal  of  loss  in  journal  friction. 
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I  have  always  found  experimente  on  friction  elusive  and  difficult 
to  repeat  with  precision,  and  brake  resistance  particularly  difScuIt 
to  Htsbitize.  For  this  reason,  and  also  because  I  wanted  to  make 
endurance  tests  and  study  the  effect  of  wear,  the  apparatus  shown 
and  described  in  Vol.  32  of  TRANSAcriONa  (1910)  was  designed  and 
built.  This  had  its  faults,  which  led  to  a  later  design,  described  in 
June  1914,  and  still  further  improvements  were  made,  as  described 
ID  the  American  Machinist  for  September  28,  1916,  and  the  Octobei 
Madanery  of  that  year. 


Fio,  C    Lewis  Ggab-Testtog  Machine 

The  machine  built  for  the  University  of  Illinois  is  shown  -in 
Figs.  6  and  7,  and  is  intended  to  measure  the  friction  loss  in  the 
gear  teeth  when  running  at  any  desired  pressure  taid  speed. 

Like  the  authors,  I  found  that  the  friction  loss  in  the  teeth  was 
sometimes  2  per  cent  or  less,  and  also  that  in  certain  cases  there 
was  a  somewhat  higher  percentage  of  loss  under  light  loads,  but  it 
took  so  much  longer  to  build  the  machine  than  was  anticipated 
that  very  little  time  was  left  for  expcvimenting. 

I  do  not  at  all  believe  that  the  coefficient  of  friction  between  the 
teeth  decreases  as  the  pressure  increases  and  am  confident  that  the 
machioe  will  demonstrate  this,  for  the  journal  pressures  are  com* 
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paratively  light  because  it  uses  only  about  2  per  cent  of  the  power 
that  the  authors  require  for  the  same  tooth  pressure  and  speed. 

The  important  thing  in  the  apparatus  shown  in  Figs.  6  and  7 
is  the  friction  load  between  the  teeth,  and  that  is  what  should  be 
measured  accurately.  Along  with  it,  to  be  sure,  it  is  necessary  to 
measure  air  resistance  and  the  friction  in  the  ball  bearings  and  pipe 
joints.  But  while  running  at  a  given  speed,  the  load  on  the  teeth 
can  be  instantly  released,  and  what  remains  is  the  air  resistance  and 
the  swivel-joint  and  ball  friction.  By  reversing  the  direction .  of 
rotation  the  zero  scale  readings  can  then  be  determitied  with  great 


Fia.  7    Another  View  of  Geae-Tbstinq  Machine  Shown  in  Fig,  6 

accuracy,  making  it  possible  to  show  very  positively  just  how  much 
effect  the  friction  in  the  teeth  produced  at  any  given  pressure  and 
speed. 

The  apparatus  described  in  the  paper  would  seem  to  be  particu- 
larly well  adapted  to  experiments  upon  the  efHciency  of  worm  geaj^ 
ing  rather  than  for  spur  or  bevel  gears.  Bevel  gears  arc  essentially 
the  same  as  spurs,  that  is,  in  their  friction  analysis,  but  worms  are 
different,  and  in  worm  gearing  the  friction  loss  is  comparatively  so 
great  that  the  use  of  an  absorbing  power  brake  is  really  not  exposed 
to  the  objection  made  when  applied  to  the  very  minute  losses  in 
spur  gearing. 
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The  apparatus  shown  in  Figs.  6  and  7  cannot  be  used  in  testing 
bevels  or  worms,  but  it  can,  I  believe,  test  spur  gears  more  accu- 
rately and  thoroughly  and  furnish  better  data  for  a  general  analysis 
of  the  friction  losses  in  spurs  and  bevels. 

Many  years  ago  I  made  numerous  experiments  on  the  transmis- 
sion of  power  by  gearing,  which  were  reported  in  Vol.  7  of  Trans- 
actions (1885).  Only  cast-iron  worms  were  used  in  these  experi- 
ments, and  I  believe  there  is  room  for  some  good  work  now  on  com- 
binations of  steel  and' iron,  steel  and  bronze  and  on  hardened-steel 
wonns  running  with  cast-iron  or  bronze  wheels. 

I  have  not  much  faith  in  hardening,  however,  because  a  hardened 
pin  slwsys  wears  faster  than  the  soft  bearing  in  which  it  turns,  and 
naturally  enough  the  grit  that  works  in  sticks  to  the  softer  surface 
and  grinds  away  the  harder  material.  But  the  experiments  should 
be  made  and  I  think  the  method  devised  by  the  authors  could  be 
used  very  successfully. 

Charles  T.  Main  said  that  when  he  first  started  in  textile- 
mill  work;  bevel-gear  drives  were  very  generally  used.  No  one 
knew  exactly  how  much  power  was  consumed  in  them,  but  it  had 
been  his  practice  to  allow  a  loss  of  5  per  cent  where  the  gears  had 
been  well  designed  and  properly  cut.  Other  engineers  allowed  as 
high  as  10  per  cent  loss,  but  this,  as  the  paper  showed,  was  over 
three  times  too  much. 

Wm.  H.  Kenerson  said  that  those  who  had  tried  to  obtain  the 
efficiency  of  apparatus  comprising  bevel  gears  by  measuring  the 
power  input  and  output  mechanically,  were  aware  of  the  difficulty 
experienced  in  getting  accurate  results.  He  had  studied  and  experi- 
mented considerably  along  this  line  and  knew  of  no  apparatus  that 
gave  the  results  as  simply  as  that  described  in  the  paper. 

As  to  the  efficiency  of  gears,  he  was  inclined  to  think  that  it 
was  more  a  function  of  the  lubricant  used  than  of  the  gears  them- 
selves, assuming  properly  cut  gears;  and  it  was  to  be  hoped  that 
the  authors  would  answer  some  of  the  numerous  questions  engineers 
were  asking  about  gears  in  general  and  the  lubrication  of  gears  in 
particular  by  conducting  further  experiments  with  their  apparatus. 

C.  M.  Allen.  I  would  like  to  add  that  it  makes  no  difference 
what  gear  ratio  is  used.  If  it  is  1  :  1,  then  the  lever  is  so  divided 
that  the  fulcrum  is  at  its  center;  if  1  : 4,  the  fulcrum  is  placed  so 
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that  the  parts  on  each  side  of  it  are  in  the  same  ratio,  and  so  on; 
the  lever  itself  is  the  important  thing. 

In  reply  to  Mr.  H.  G.  Reist,  I  would  say  that  while  the  power 
can  undoubtedly  be  accurately  determined  by  measuring  the  input 
in  the  motor  instead  of  weighing  the  beam  on  the  brake,  I  prefer 
the  weighing  method,  as  the  result  is  visible. 

Mr.  Lewis  questions  the  accuracy  of  results  on  account  of  the 
admission  in  Par.  40.  If  he  will  look  at  the  paper,  he  will  find  that 
this  trouble  was  only  with  the  worm  gear  and  did  not  exist  with  the 
bevel-gear  apparatus,  and  that  after  all  it  was  only  on  account  of  the 
clearance  of  a  casing  being  too  small.  Since  this  is  the  fact,  the  au- 
thors fail  to  see  where  the  question  can  be. 

Mr.  Lewis  says  that  he  does  not  see  why  the  efficiencies  under 
heavy  loads  should  be  so  much  higher  than  at  light  loads;  Is  it  pos- 
sible that  Mr.  Lewis  does  not  realize  that  the  curves  must  in  the 
beginning  theoretically  pass  through  the  zero  of  efficiency  at  no  power 
delivered?  for  it  will  certainly  take  some  power  to  drive  the  gears 
themselves.  This  being  the  case,  it  should  be  evident  that  the  max- 
imum of  efficiency  is  attained  only  at  some  power  for  whicH  the  gears 
work  best,  and  that  between  the  zero  and  this  point  there  is  a  rise  in 
efficiency  along  some  curve. 

If  the  apparatus  is  good  for  one  type  of  drive  it  is  good  for  others 
and  is  not  limited  to  worm  drives  as  Mr.  Lewis  suggests. 

When  once  the  apparatus  is  balanced  with  the  measurements  of 
the  lever  ratio  carefully  made,  the  only  thing  that  we  measure  is 
power  loss;  and  the  fact  that  an  absorbing  power  brake  is  used  has 
practically  nothing  to  do  with  the  accuracy,  for  no  calculations  of 
this  power  are  necessary  to  get  the  power  loss. 

Since  this  paper  was  written  we  have  made  a  large  number  of  tests 
of  worm  gears  as  well  as  spur  gears,  transmitting  as  high  as  50  hp., 
with  entirely  new  apparatus  but  of  the  same  design.  The  results  of 
these  t^ts  strengthen  every  claim  made  by  the  authors  in  the  paper. 

In  closing,  the  authors  wish  to  acknowledge  that  the  title  of  the 
paper  is  somewhat  misleading.  A  better  title  for  the  paper  would 
probably  have  been :  An  Accurate  Method  of  Testing  the  Efficiency 
of  Gear  Drives. 
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This  paper  deacribea  experimenU  xmth  propellers  proving  that  the  accepted  screw 
Uuory  (^ air  proptUsion  does  fu>t  accord  with  the  facts.  Air  is  impelled  hy  a  propeller 
at  a  ipeed  approaching  twice  the  screw  advance  for  small  blade  angles,  hence  the 
ikicry  of  reflection  or  hatting  action  sfundd  replace  the  screw  theory.  Thrust  is 
dunim  to  be  due  in  greaUr  degree  to  velocity  and  less  to  blade  disk  area  than  is  com- 
monly supposed.  A  method  of  predicting  the  complete  flying  performance  of  a  pro- 
j>dlerfrom  a  single  static  test  of  an  accwrate  model  is  indicated, 

'PHE  term  airscrew,  considered  by  many  writers  on  aeronautics 
^  as  descriptive  of  propeUer  action,  is  a  misnomer.  The  theory 
of  the  marine  propeller,  which  seems  to  be  adequately  presented  by 
the  screw  principle,  h^  been  transferred  to  air  propulsion  without 
sufficient  regard  for  the  extreme  difference  in  the  two  fluids  as  to 
elasticity.  Imagine  automobile  tires  filled  with  water.  In  view  of 
the  current  theory  that  air  is  driven  by  a  propeller  with  a  velocity 
never  exceeding  the  product  of  the  propeller's  pitch  and  its  revolu- 
tions, it  was  a  surprise  to  find  that  air  may  be  driven  backward  at  a 
velocity  nearly  twice  as  great  as  this  product  indicates.  The  fact 
was  80  revolutionary  as  to  cause  the  greatest  care  in  measurement 
before  its  acceptance.  Recognition  of  this  superspeed  action  of 
propellers  explains  many  anomaUes  of  air  propulsion  and  will  un- 
doubtedly lead  to  more  exact  formulse  for  thrust  and  power  calcu- 
lations. 

2  The  purpose  of  this  paper  is  to  give  proofs  of  the  facts  stated, 
and  to  point  out  some  of  the  applications  of  the  superspeed  theory 
as  it  relates  to  propellers  and  blowers. 

3  Superspeed  is  not  observed  readily  in  connection  with  the 
standard  type  of  two-bladed  propeller,  owing  to  the  masking  of  the 
effect  by  the  mingling  of  high-speed  air  with  a  much  larger  quantity 
of  inert  air  lying  between  the  propeller  blades.    The  measurements 
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were  made  upon  a  special  type  of  propeller  having  extremely  short 
blades  of  great  width,  sweeping  the  entire  360  deg;  of  the  disk  area, 
in  fact.  It  should  perhaps  be  stated  that  with  the  acceptance  of 
superspeed  the  definition  of  slip  as  "the  backward  velocity  of  the 
current  from  a  propeller"  must  be  abandoned;  but  another  defini- 
tion of  slip,  "the  shortage  of  velocity  of  translation  as  percentage 
of  propeller  screw  advance,"  may  siu^ve  owing  to  its  convenience. 

4  A  propeller  of  the  wide-blade  type  described  having  an  ex- 
perimental mean  pitch  of  2.53  ft.,  gives  a  wind  on  static  test  that 
flows  3.33  ft.  per  revolution,  regardless  of  the  rotation  speed  of  the 
propeller.  These  values  were  determined  for  the  writer  by  Prof. 
E.  P.  Lesley  at  the  Leland  Stanford  Junior  University  wind  tunnel, 
confirming  his  own  measurements.    The  superspeed  ratio,  3.33/2.53, 


Fig.  1    Diagram  Illustrating  Test  Conditions  por  a  Widb-Bladb 
Propeller  Haying  a  Blade  Angle  (a)  of  36  Degrees 

is  1.32,  and  these  figures  bear  so  direct  a  trigonometrical  relation  to 
the  blade  angle  as  to  suggest  that  air  instead  of  being  swept  back- 
ward by  screw  pressure  is  driven  back  by  precise  reflection  or  batting 
action. 

5  The  diagram.  Fig.  1,  illustrates  nearly  to  scale  the  test  condi- 
tions for  the  propeller  mentioned  above  having  a  blade  angle,  a,  of 
36  deg.  The  blade  element  indicated  at  0  is  moving  toward  the  left 
at  the  velocity  indicated  by  the  line  BO  =  2  Tim,  around  an  axis 
parallel  to  CE  far  below  the  plane  of  the  paper,  and  strikes  an  air 
particle  at  point  D.  The  relation  of  particle  to  blade  is  unchanged 
by  assuming  that  the  particle  D  moves  to  the  right  at  same  speed 
against  a  stationary  blade,  and  is  reflected  to  point  E  in  unit  time. 
Had  the  blade  not  been  in  the  way  the  particle  would  have  reached 
B,  hence  the  blade  has  deflected  the  particle  in  the  direction  BE, 
represented  also  by  the  vector  Ovo  with  respect  to  the  plane.    Ovq 
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is  perpendicular  to  the  instantaneous  position  of  the  blade  when 
striking  the  particle.    Under  the  reflection  theory  assiuned,  the 
axial  velocity  of  the  air  particle  is  the  projection  of  this  vector, 
that  iSy  CE  =:  vo  cos  a  =  2  itm  sin  2  a.    To  the  same  scale  BA  rep- 
resents pitch  multiplied  by  revolutions,  the  accepted  air  velocity 
by  the  screw  theory.    Since  BA  =  2  urn  tan  a,  the  ratio  of  superspeed 
velocity  to  screw-pitch  velocity  is  CE/BA  =  2  sin  a  cos  a/tan  a  = 
2co^a,     For  the  36-deg.  angle  of  the  special  test  propeller  this 
ratio,  since  cos  36®  =  0.81,  is  1.31,  which  agrees  with  the  value  1.32 
experimentally  determined  by  pitot-tube  measurement  with  suffi- 
cient precision  to  warrant  acceptance  of  the  reflection  theory,  espe- 
cially when  similar  close  agreement  was  found  with  a  blade  of  28 
deg.  angle  and  by  other  confirmatory  tests. 


FiQ.  2    Diagram  iLLUSTxuTiNa  Test  Conditions  for  a  Propellbb 
Operatinq  on  a  Flying  Plane  or  in  a  Wind  Tunnel 


6    To  illustrate  the  more  complex  condition  of  a  propeller  oper- 
ating on  a  flying  plane  or  in  a  wind  tunnel  with  corresponding  wind 
conditions,  Fig.  2  is  offered.    Here,  as  before,  the  blade  instead  of 
rotating  to  the  left  at  the  velocity  2  irm,  is  assumed  stationary,  and 
the  air  particle  at  6  is  assumed  to  move  to  the  right  at  the  velocity 
2  Tm,  combined  with  the  velocity  Vo,  also  reversed,  representing  the 
plane's  translational  velocity,  or,  in  the  case  of  a  wind  tunnel,  that 
of  the  impressed  wind.    In  imit  time  the  particle  moves  along  the 
diagonal  path  Z,  strikes  the  blade  at  0,  and  is  reflected  to  E.    The 
angle  of  incidence  and  of  reflection  is  a  —  jS.    But  for  the  blade  the 
particle  would  have  reached  B  in  the  same  time,  so  that  the  blade 
action  is  represented  by  BE,  while  under  the  screw  theory  the  motion 
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would  be  BAf  the  slip,  which  is  more  clearly  indicated  as  5  at  the 
left  of  the  diagram.  The  axial  projection  of  BE  is  BE  cos  a,  not 
represented  in  the  diagram,  and  the  ratio  BE  cos  a/BA  =  2  cos'  a, 
the  same  ratio  as  found  for  static  test  conditions.  This  relation  is 
derived  as  follows: 

BE  =  2FE  =  2Zsin  (a  -  j8)  =  2Z(sinacosj8  -  cosasm/3) 

but 

Z  cos  j8  =  2  irm  =  np  cos  a/sin  a 

and 

hence 

and 


Z  sin  a  =  Fo 

BE  =  2  cos  a  (np  -  Vo) 
BE  cos  a  =  2  cos^  a  (np  —  Fo) 


7  Thus  either  for  static  or  flying  tests  an  air  propeller  produces 
a  velocity  or  a  change  in  velocity  which  has  a  superspeed  ratio  of 
2  cos*  a  as  compared  with  the  screw-advance  theory.  This  factor 
varies  from  nearly  2  for  low  pitch  angles  found  near  the  blade  tip 
to  1  for  a  45-deg.  angle,  the  steepest  blade  angle  for  effective  work 
in  propellers.  For  a  propeller  of  constant  pitch  equal  to  diameter, 
a  normal  design,  the  superspeed  ratio  is  1.8  for  the  blade  tip  and  1.4 
at  half  radius.  Since  the  activity  of  propellers  is  confined  mostly 
to  the  outer  half  of  the  blades,  normal  values  for  superspeed  would 
lie  usually  between  1.5  and  1.6. 

8  In  wind-tunnel  tests,  where  alone  velocities  of  the  air  can  be 
measured  satisfactorily,  the  propeller  activity  BE  is  combined  vec- 
torially  with  the  wind  velocity  Fo,  making  the  vector  DE,  represented 
also  by  Oy,  the  velocity  to  be  measured.  The  difference  between 
this  and  DA  =  np  is  not  very  marked  except  at  rather  heavy  slip  con- 
ditions. For  low  blade  angles,  however,  where  the  superspeed  ratio 
is  more  pronounced,  careful  speed  measurements  show  that  the  air 
leaves  the  propeller  at  higher  velocities  near  the  blade  tips  than  part 
way  in,  a  condition  inconsistent  with  the  screw  theory  for  standard- 
type  constant-pitch  propellers.  Eififel's  ''Recherches"  presents  an 
elaborate  collection  of  data  showing  this  condition  to  exist,  for  which 
no  explanation  is  offered,  but  the  reflection  theory  explains  it. 

9  When  the  direction  of  the  air  flow  from  a  static  propeller  is 
investigated  by  means  of  light  ribbons,  they  show  that  the  air  moves 
in  a  direction  strictly  perpendicular  to  the  blade  angle,  the  condition 
demanded  by  the  reflection  theory  but  not  by  screw  action.    More- 
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over  these  ribbons  indicate  that  the  stream  contracts  in  diameter 
slightly  as  it  leaves  the  propeller  with  its  rotating  whirl,  whereas 
with  the  squeezing  action  of  a  screw  it  would  be  expected  that  the 
air  would  be  expanding  rather  than  contracting.  Fig.  3  is  an  iso- 
metric drawing  to  show  this  rotating,  contracting  whirl. 

10  The  most  convincing  demonstration  of  the  velocity  of  air 
leaving  a  propeller  faster  than  the  propeller  screw  advance  is  found 
in  a  test  made  with  two  propellers  connected  in  tandem,  illustrating 
a  wind-tunnel  test.  CaUing  the  forward  propeller  a  blower,  for  dis- 
tinction, assume  that  it  provides  a  wind  at  30  miles  per  hour,  or 
44  ft.  per  sec,  and  that  the  propeller  is  driven  in  this  wind  at  a  speed 


Fig.  3    Sketch  Showing  Dirbction  op  Air  Flow  from  a  Static 

Propeller 

just  above  idling  speed,  such  that  its  revolutions  times  pitch  is, 
say,  48  ft.  per  sec.  An  anemometer  shows  a  velocity  of  about  50  ft. 
per  sec.  If  now  the  blower  be  shut  down,  while  the  speed  of  the 
propeller  is  maintained  constant,  the  wind  velocity  rises  to  75  ft. 
per  sec.  instead  of  remaining  constant  as  demanded  by  the  screw 
theory. 

11  Accepting  superspeed,  then,  it  is  seen  that  since  the  air  is 
driven  backward  at  an  excess  rate,  the  thrust  due  to  this  unexpected 
acceleration  is,  by  the  Newtonian  laws  of  dynamics,  due  in  greater 
degree  to  si)eed  and  less  to  the  quantity  of  air  handled  than  is  com- 
monly supposed.  It  has  long  been  recognized  that  the  evaluation 
of  dynanaic  thrust  equations  requires  the  questionable  assiunption 
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of  blade  activity  over  a  larger  portion  of  the  propeller  disk  than  that 
covered  by  the  blades  alone.  Indeed  some  authorities,  such  as 
Riach,^  use  the  entire  disk  area  as  that  actuated  by  the  propeller. 
Seventy-mile  flight  at  30  per  cent  sUp  is  commonly  supposed  to 
mean  that  the  air  is  driven  backward  at  30  miles  per  hour,  while  its 
actual  speed  is  nearer  50  miles  per  hour.  This  means  that  the  col- 
umn of  air  with  respect  to  the  plane  is  not  100  'miles  but  about  120 
miles  per  hour  in  length.  No  wonder  it  is  difficult  to  get  satis- 
factory results  from  air-dynamics  formulse  now  in  use,  except  from 
well-developed  empirical  formulse. 

12  The  proper  interpretation  of  superspeed  bids  fair  to  reconcile 
the  thrust  and  power  values  as  derived  from  the  static  tests  with 
those  of  wind  tunnels  or  of  flight,  whereas  it  seems  to  be  the  common 
opinion  today  that  flying  performance  cannot  be  predicted  from 
static  tests.  With  the  precise  air-dynamics  formulae  sure  to  come,  a 
single  static  test  of  a  propeller  should  furnish  all  necessary  data  for 
the  production  of.  complete  flying-performance  curves. 

13  As  a  preliminary  empirical  approximation  the  following 
formula  may  prove  useful:  T  =  To  —  Tq,  where  T  is  flying  thrust, 
To  the  static  thrust  at  propeller  speed  n,  and  To'  the  static  thrust  at 
propeller  speed  F/p,  where  V  is  plane  velocity  and  p  propeller  pitch. 
That  is,  Tq  is  taken  statically  at  what  is  idling  speed  in  the  wind. 
Since  all  static-thrust  values  are  proportional  to  the  square  of  the 
rotations,  a  single  static  thrust  at  any  speed  enables  both  Tq  and 
To'  to  be  derived.  The  physical  meaning  of  this  seems  to  be  that 
the  wind-tunnel  blower  relieves  the  propeller  of  that  portion  of  To 
represented  by  idling  speed,  even  though  the  propeller,  giving  super- 
speed,  sends  air  backward  when  tested  statically  at  speed  V/p,  faster 
than  velocity  V.  Under  this  formula  the  flying  thrust  at  30  per 
cent  slip  is  found  to  be  51  per  cent  of  the  static  thrust  at  speed  n. 

14  Correct  air-dynamics  formulae  will  not  produce  the  changes 
in  propeller  design  that  might  be  anticipated,  since  propeller  en- 
gineering is  nearly  always  based  on  experience.  The  propeller,  or 
air  bat,  is  extraordinarily  efficient  today.  However,  it  is  hoped  that 
this  paper  may  lead  to  a  clearer  conception  of  the  underlying  physi- 
cal principles  of  air  propulsion. 

*  Efficiency  Variation  in  Airscrews^  Aviaiiony  April  1,  1918. 
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N.  W.  Akimoff  (written).  The  theory  proposed  in  the  paper 
apparently  contemplates  an  infinite  space  of  30  in.  vacuum,  in 
which  floats  one  particle  of  air — how  large  is  so  far  unknown.  The 
propeller  blade  runs  into  it  and,  in  turn,  experiences  a  slight  reaction, 
although  the  particle  feels  it  much  more  than  the  blade  itself. 
Splendid!  but  what  becomes  of  the  hydrodynamics  of  this  delicate 
problem?  All  propeller  theories  based  on  the  supposition  that  the 
air  is  a  material  aggregation  of  separate  particles,  are  absolutely 
worthless:  the  screws  built  according  to  such  theories  are  as  likely  to 
give  84  per  cent  as  48  per  cent,  because  the  very  foundation  is  shaky. 
The  least  unsatisfactory  theory  of  propellers  is  that  which  takes 
into  consideration  the  vortex  theory  of  sustentation.  Lanchester 
claims  priority  in  the  idek,  although  many  other  scientists  of  not 
quite  80  great  repute  also  claim  to  have  discovered  it  first.  (See 
A  Review  of  Hydrodynamical  Theory,  etc.,  by  J.  S.  Hunsaker,  In- 
ternational Engineering  Congress,  San  Francisco,  September  1915.) 

He  who  looks  into  the  vortex  theory  of  sustentation  will  at 
once  abandon  theories  about  air  particles  as  related  to  pitch  or 
slip.  Here  the  lift  is  made  dependent  upon  a  certain  section  con- 
stant, called  "circulation",  and  is  equal  to  density  times  circulation 
times  velocity  ad  infinitum. 

The  propeller  blade  can  also  be  considered  as  a  set  of  regular 
wing  sections,  for  which  the  circulation  is  either  known  or  can  be 
calculated.    This  has  been  done  with  satisfactory  results. 

Fig.  3  of  the  paper  looks  unusual  and  it  has  very  likely  been 
drawn  by  inference  and  not  as  a  result  of  calculations. 

The  subject  of  static  tests  as  a  basis  for  judging  what  the 
dynamic  pull  will  be,  is  one  of  extreme  difficulty,  and  here  again 
the  vortex  theol*y  is  the  only  hope. 

For  the  estimation  of  what  the  static  pull  will  be  within,  say, 
15  per  cent  or  so,  the  writer  has  recently  proposed  the  following 
crude  formula:  Static  pull  in  lb.  =  nW^/2750.  (Aviation,  1917.) 
This  appears  to  serve  the  purpose,  but  only  v^thin  the  prescribed 
limits. 

Charles  W.  Howell^  (written).  Recognition  must  be  ac- 
corded the  superspeed  or  acceleration  theory  so  ably  set  forth  in 
the  paper,  if  it  is  desired  to  clear  away  the  misconception  existing  as 

*  Vice-President,  Aeronautical  Society  of  America,  New  York,  N.  Y. 
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to  the  result  of  the  application  of  power  to  a  rotating  element  having 
angularly  disposed  surfaces  to  produce  useful  work  in  such  a  light 
and  elastic  medium  as  air,  and  if  it  is  also  desired  to  reduce  the 
proposition  to  an  exact  status  so  that  better  working  formulse  may 
be  had. 

Superspeed,  as  Professor  Brooks  states,  i^  not  readily  observed  in 
a  static  test  of  a  two-blade  propeller,  but  conversely  may  be  directly 
observed  in  translational  or  fl3ring  tests  of  conventional  airplanes, 
which  have  frequently  been  observed  to  fly  a  greater  distance  in 
unit  time  than  the  revolutions-times-pitch  design  of  their  propellers 
should  fly  them.  Were  this  phenomenon  confined  to  airplanes  fl3dng 
with  the  wind,  we  might  assume,  with  reason,  that  it  was  merely  the 
product  of  revolutions  and  pitch  minus  slip,  plus  the  velocity  of  the 
wind,  Vut  as  the  phenomenon  may  be  observed  to  occur  in  substan- 
tially inert  air  and  to  a  lesser  degree  in  flying  against  moderate  wind, 
it  can  only  be  explained  in  terms  of  velocity  and  impact  —  i.e., 
superspeed. 

The  air  structure  shown  in  Fig.  3  is  quite  characteristic  of  those 
produced  under  static  tests  by  propellers  of  screw-pitch  design. 
It  has  been  observed,  however,  to  vary  radically  under  flying  condi- 
tions, a  beautifully  clear  example  being  shown  by  a  screw-pitch 
propeller  driven  by  a  Gnome  motor.  This  is  a  rotating-cylinder 
motor  lubricated  by  castor  oil,  which  frequently  causes  black  smoke 
to  be  emitted  from  the  exhaust  ports.  This  smoke  does  not  take  the 
form  of  a  rotating,  contracting  swirl,  but  forms  into  two  ribbons  or 
pennants  which  do  not  rotate  but  appear  to  change  position  with  va- 
riation of  motor  speed. 

It  has  also  been  noted  that  propellers  differing  from  the  conven- 
tional screw-pitch  design  will  set  up  various  forms  of  air  structures. 
One  has  been  observed  to  create  a  column  substantially  parallel  and 
with  small  tendency  to  rotate.  This  would  appear  to  approach  the 
ideal  condition,  as  it  indicates  a  reduction  of  interference  losses;  that 
is,  maximum  acceleration  or  superspeed  has  occurred. 

Experimental  research  with  small  model  propellers  appears  to 
indicate  that  the  air  structure  formed  is  influenced  largely  by  the 
design  of  the  rear  or  leaving  edge  of  the  propeller  blade  and  may 
have  a  strong  bearing  on  its  efficiency,  because  the  smaller  the 
interference  with  or  the  mixing  of  the  superspeeded  air  particles, 
the  more  nearly  parallel  will  be  the  lines  of  force  and  the  greater 
the  efficiency. 

May  I  venture  to  suggest  the  term  ^'acceleration"  as  more  indie- 
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ative  of  the  physical  result,  and  to  express  the  opinion  that  the 
problem  can  be  reduced  to  a  precise  condition  and  understanding 
by  throwing  out  all  considerations  of  screw  and  pitch  and  consider- 
ing velocities  and  impact  only? 

G.  Db  Bothezat  (written).^  The  following  may  serve  as  a 
basis  for  a  discussion  of  the  flow  of  a  fluid  along  a  section  of  a  pro- 
peller blade.  Let  it  be  assumed  that  we  know  exactly  the  direction 
along  which  the  flowing  fluid  reaches  a  section  of  the  blade  (this 


Fig.  4 


Fig.  5 

theory  determines  exactly  this  direction).  The  following  phe- 
nomena have  then  to  be  considered:  If  the  flow  reaches  the  blade 
section  with  a  velocity  Wi,  it  leaves  it  with  a  velocity  Wt  (Fig.  4) 
which  differs  from  W\  in  magnitude  (slightly)  and  in  direction. 
At  the  points  of  contact  of  the  fluid  with  the*  blade  section  sev- 
eral quite  complex  phenomena  of  shocks  and  eddy  formations  mani- 
f^  themselves.  If  the  angle  at  which  Wi  strikes  the  section  of 
the  blade  is  sufficiently  small,  then  in  the  first  approximation,  and 
using  the  terminology  adopted  in  the  paper,  Wi  is  reflected  on  to 
the  plane  pp  (Fig.  5)  normal  to  the  resultant  of  pressure  R  exerted  by 

*  DJSc.,  University  of  Paris.    Scientific  Expert,  National  Advisory  Ck)mmittee 
for  Aeronautics,  Washington,  D.  C. 
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the  flowing  fluid  on  the  section  of  the  blade  under  consideration. 
As  a  rule,  this  plane  pp  is  not  parallel  to  the  chord  cc  of  the  sectioQ, 
but  for  small  angles  of  attack  (but  not  extremely  small)  the  angle 
between  cc  and  pp  is  not  large.  This  applies  only  to  small  an{^ 
of  incidence  between  Wi  and  the  section  under  consideration,  and 
is  correct  only  in  the  first  approximation,  though  sufficiently  correct 
for  practical  purposes.* 


^i 


I  have  arrived[at  this  conclusion  from  a  study  of  the  phenomena 
of  flow,  and  this  is  only  an  attempt  to  indicate  more  precisely  the 
direction  of  the  plane  of  reflection  experimentally  discovered  by 
Professor  Brooks.  But  there  is  more  to  it.  As  the  incidence  of  Wi 
with  respect  to  th^  section  increases,  then,  from  a  certain  moment 
on,  the  flow  of  the  fluid  in  the  rear  of  the  section  ceases  to  be  perma- 
nent, and  eddies  are  formed  to  the  rear  of  the  section  (Fig.  6).  This 
fact  is  beyond  all  doubt  and  is  confirmed  by  numerous  ^[peri- 
mental  investigations,  as,  for  example,  those  carried  out  at  Ted- 
'  A  detailed  discussion  of  this  question  will  be  found  in  my  paper  entitled 
latroduotion  to  the  Study  o(  Laws  of  Air  Resistance  of  Aerofoils,  published  by 
the  National  Advisory  Conunittee  for  Aeronautics. 
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dington.    In  such  a  case  it  is  more  difficult  to  speak  of  the  direction 

of  the  reflected  air  current,  and  it  becomes  necessary  to  introduce 

the  conception  of  a  current  equivalent  to  the  complex  system  of 

flow.    It  can  easily  be  seen  how  really  complex  is  this  problem,  but 

the  method  which  I  use  in  my  propeller  theory  enables  me  to  take 

into  account  all  the  phases  of  the  phenomena  of  flow  without  having 

to  resort  to  any  simplifying  assumptions.    Special  attention  has 

also  to  be  paid  to  the  following  facts. 

Let  us  consider  a  section  of  the  blade  which  the  air  current 
strikes  successively  in  the'  directions  Wi,  Wt,  Wz  and  Wo  (Fig.  7). 
The  first  resultants  of  the  fluid  pressure  will  be  respectively  Ri,  ft, 
Rt  and  /2o,  which  means  that  as  the  incidence  of  W  with  respect  to 
the  section  of  the  blade  decreases,  the  resistance  of  R  comes,  so 
to  speak,  to  lie  in  the  section;  and  finally  a  moment  arrives  when 


Fig.  8 

W  and  R  have  the  same  direction.    At  that  moment  R  has  no 

component  in  a  direction  normal  to  W.    I  call  "  zero  plane  "  (zero  line 

on  the  section)  the  plane  containing  Ro  and  Wo  when  the  component 

of  R  normal  to  TT  is  zero.    This  zero  line  is  located  as  indicated  in 

the  figure  for  nearly  all  sections  of  a  propeller  blade,  and  the  angle 

which  the  zero  line  makes  with  chord  cc  (Fig.  8)  depends  on  the 

profile  of  the  section  and  may  reach  values  in  excess  of  10  deg. 

For  the  majority  of  sections  which  I  have  examined  this  angle  is 

comprised  between  3  deg.  and  12  deg. 

When  it  is  desired  to  compare  a  section  of  the  blade  to  a  thin 
ideal  plane  (geometric),  it  is  of  the  utmost  importance  that  the 
start  should  be  made  from  zero  line  and  that  all  the  characteristics  of 
the  section  should  be  referred  to  it.  Thus,  the  incidence  or  angles 
of  attack  should  be  measured  only  from  this  zero  plane.  Likewise 
the  pitch  of  the  sections  should  be  measured  from  zero  line  and  not 
from  the  chord. 
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Nearly  all  of  the  misunderstandings  concerning  propellers  are 
due  to  this  fact.  In  Fig.  9,  r  is  the  distance  from  the  axis  of  the 
propeller  of  the  section  under  consideration,  H  is  the  pitch  meas- 
ured from  the  zero  line,  and  W  the  velocity  of  the  flow  of  fluid  as  it 
reaches  the  section  under  consideration.  I  call  the  pitch  H  when 
measured  in  the  way  indicated  above  the  "effective  pitch,"  as 
opposed  to  the  geometric  or  constructive  pitch  measured  from  the 
chord.  Only  tte  effective  pitch  can  be  considered  as  the  geometric 
and  real  characteristic  of  the  propeller,  and  I  fully  agree  with  the 
author  that  the  only  possible  definition  for  slip  is 

H  -  {V/N)      .        V 


s  = 


=  1  - 


H  NH 

where  V  =  velocity  of  translation,  N  =  number  of  revolutions,  and 
H  =  effective  pitch. 


Ve/oc/ft/  of 
Translation 
yafProptller 


XI    Vclocffj^  of  Rotation 


Fig.  9 


It  is  the  effective  pitch  which  should  be  taken  in  measurements. 
It  is  always  greater  than  the  constructive  pitchy  and  for  this  reason 
if  for  ff  in  the  above  formula  were  taken  the  values  of  the  construc- 
tive pitch,  it  might  happen  that  negative  values  would  be  obtained 
for  the  propeller  slip  s,  which  is  contrary  to  reason.  The  effective 
pitch,  on  the  other  hand,  always  gives  positive  values  for  s  and  the 
consideration  of  the  effective  pitch  H  is  all  that  is  necessary  in 
order  that  the  difficulties  in  the  way  of  understanding  the  exact 
results  of  the  experiments  of  Professor  Brooks  should  disappear 
completely. 

Let  us  consider  the  fluid  stream  generated  by  the  rotation  of  a 
propeller;  in  particular,  the  case  of  a  propeller  rotating  on  a  sta- 
tionary base  (the  following  reasoning  is,  however,  perfectly  general). 
I  designate  by  Sj  (Fig.  10)  the  furthermost 'section  to  the  rear  of 
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the  propeller  and  by  2  vo  the  velocity  at  one  point  of  that  section. 
2  1^  is  the  velocity  of  the  ffuid  parallel  to  the  axis  of  rotation  at  the 
given  point  and  2  r"u)o  is  the  tangential  component  of  this  velocity. 
The  real  movement  of  the  fluid  is  obviously  helicoidal. 

I  show  elsewhere  that  the  section  S  in  which  the  velocities  of 
the  fluid  are  vi?  and  roji?,  that  is,  exactly  one-half  of  the  velocities  at 
the  section  Stf  must  be  located  necessarily  in  the  front  part  of  the 
propeller  and  at  a  certain  distance  from  it.  The  propeller  is  there- 
fore necessarily  comprised  between  the  sections  S  and  St,  The 
section  Si  is  that  at  which  the  eddy  phenomena  created  by  the  pro- 
peller have  already  ceased  to  exist  and  the  flow  of  air  has  become 
regular  once  more.    The  flow  ahead  of  S  is  also  regular,  and  my 


Fig.  10 

theory  gives  the  exact  values  of  the  velocities  vo  and  rojo  (or  2  vo 
and2r"«o). 

The  following  are  the  values  above  referred  to: 

Vo  =  rlloPo  tan  {<p  +  j3o) 
600  =  2  (2qPo  tan^  (^  +  j9o) 
These  formuke  will  show,  in  the  first  place,  in  accordance  with 
the  experiments  of  Professor  Brooks,  that  the  ratios  vq/Qq  and  a)o/% 


we  independent  of  the  number  of  revolutions  N  = 
formube 


Qo 


In  these 


^  ^  AJlf  (2  Pq)^  ^  vqAQo 
^"  ftoACo  ftoACo 


tan  {fp  —  lo) 


tan  (^  +  /3o)  [1  +  2  tan  {<p  —  U)  tan  (^  +  /3o)] 


130  AUt  PBOFULSION 

and  with  i<t  secured  from  the  ratio, 

-  -!^  —  2  sin'  (y  —  1b) 
"~  2iT~i(C08(v>  +  A)) 

These  formulie  contain  by  implication  the  fact  that  the  velocity 
at  a  certain  point  in  the  fluid  depends  only  upon  the  eharacteristica 
of  the  Bection  of  the  propeller  blade  swept  over  by  the  fluid  stream 
passing  at  that  point,  which  is  true  as  long  as  the  radial  velocities  are 
n^Jigible. 

In  these  formuUe  AQg  and  ACg  are  the  thrust  and  partial  couple 
which  correspond  to  the  section  of  the  blade  under  consideration 


Fia.  11 

and  ^M  is  the  fluid  mass  which  in  a  unit  of  time  passes  across  the 
annular  space  swept  over  by  the  section  under  consideration. 

ki  and  A>  are  the  aerodynamic  characteristics  of  the  section 
under  consideration  (Fig.  11) 

^  =  the  angle  of  inclination  of  the  zero  line  of  the  sedion  under 
consideration  on  the  plane  of  rotation 
t^  "  angle  of  attack 
n  =  the  number  of  blades 

b  =  the  width  of  the  blades  , 

nb  =  the  total  width. 

These  formula  for  vq  and  wo  show  again  that  the  fluid  stream 
generated  by  the  rotation  of  a  fixed-base  propeller  is  geometrically 
similar  to  itself,  independently  of  the  velocity  of  rotation  of  ttw 
propeller,  and  that  the  angles  of  attack  ia  are  independent  of  the 
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value  of  Qq.    The  values  of  the  angles  to  depend  only  on  the  shape  * 
of  the  blade  and  its  pitch. 

I  have  already  by  experiments  confirmed  the  values  of  vq  and 
«D  given  by  my  theory. 

Some  propeller  investigators  have  developed  the  f  oUovnng  reason- 
ing: If  ^  is  the  pitch  of  a  blade  section,  then  the  path  traveled 
by  that  blade  section  in  a  imit  of  time  when  working  as  a  soUd 
screw  wiU  be  NH.  From  this  it  is  deduced  that  the  air  velocity 
behind  a  propeller  working  at  a  fixed  point  cannot  be  greater 
than  NH.  Now  Professor  Brooks  has  found  experimentally  that 
die  air  velocity  behind  propellers  tested  by  him  had  a  value  very 
close  to  2  NH.  Thus  with  my  notations  2  vo  ^  2  NH,  or  vq  ^  NH. 
If  we  now  remember  that  Vo  is  the  velocity  in  front  of  the  propeller 
we  do  not  find  anything ,  astonishing  in  the  experiments  of  Pro- 
fessor Brooks.  Because  when  the  angle  of  attack  to  is  small,  vo  has 
a  value  close  to  NH.  Thus  the  experiments  of  Professor  Brooks 
are  perfectly  correct  and  bring  out  clearly  one  of  the  most  interest- 
ing properties  of  the  flow  around  the  propeller.  The  assumption 
that  we  must  necessarily  have  2vo  <  NH  is  simply  a  misunder- 
standing. 

The  physical  reason  for  the  increase  of  air  speed  behind  the 
propeller  is  as  follows:  When  the  air  crosses  the  propeller  the  action 
of  the  blades  on  the  air  is  translated  by  an  increase  of  pressure 
behind  the  propeller;  now,  as  this  pressure  has  to  drop  to  the  at- 
mospheric pressure,  the  air  velocity  must  increase;  and  this  is  why 
behind  the  propeller  we  always  have  the  shrinking  of  the  slip  stream.^ 
Only  in  the  case  of  no  shrinking  of  the  slip  stream  could  we  ascertain 
that  necessarily  the  air  velocity  behind  the  propeller  ought  to  be 
smaller  than  NH.  With  regard  to  the  air  mass  that  passes  in  a 
unit  of  time  through  the  plane  swept  by  the  propeller  blades,  it  is 

evidently  smaller  than  d  —r-  NH,  where  6  is  the  air-mass  density 

*nd  D  the  propeller  diameter,  assuming  a  propeller  with  constant 
IHtch.  But  as  a  result  of  the  slip  stream  shrinking  the  velocity 
behind  the  propeller  is  increased  and  thus  is  generally  greater 
tban  NH,  and  there  is  nothing  paradoxical  in  this  fact  as  above 
explained. 

8.  W.  Stratton  (written).  The  type  of  propeller  employed  by 
Prrfeasor  Brooks  in  his  experimental  work  differs  so  widely  from  the 

*  See  footnote  on  page  126. 


132  AIB  PROPULSION 

types  in  actual  use  that  the  extent  to  which  the  air-bat  concept  can 
be  applied  to  propeller  design  cannot  be  foreseen.  The  new  view- 
point is  stimulating  and  suggestive,  and  especially  welcome  in  con- 
nection with  airplane  propellers,  where  it  is  difficult  to  visualize  what 
is  actually  taking  place. 

L.  R.  Gullet  (written).  It  was  the  writer's  good  fortune  to 
observe  a  few  of  the  tests  made  by  the  author,  the  results  of  which 
form  the  basis  of  this  paper.  On  first  examination,  the  most  evident 
proof  of  the  superspeed  effect  was  the  result  obtained  from  the  air 
helix  or  propeller  arranged  with  short  blades  of  such  width  that  the 
entire  circumference  of  the  propeller  was  covered. 

This  arrangement  prevents  inert  air  from  passing  through  the 
propeller,  and  would  normally  be  an  ideal  condition  for  screw  action 
as  applied  to  hydraulic  propellers.  Anemometer  tests,  however, 
proved  that  the  air  was  driven  from  the  propeller  in  a  reducing  stream 
at  a  velocity  in  excess  of  the  calculated  amount  derived  from  blade 
pitch  and  rotational  speed,  while  the  approaching  air  was  drawn  in 
radially  toward  the  propeller. 

The  results  clearly  indicate  the  reflecting  action  of  air,  due  no 
doubt  to  its  volumetric  elasticity,  and  it  would  seem  that  further 
research  should  develop  data  of  value  not  only  in  the  design  of  pro- 
pellers, but  also  in  improving  wing  action  and  possibly  reducing  head 
resistance  of  the  stationary  parts  of  the  airplane: 

J.  C.  HuNSAKER^  (written).  The  author's  statement  in  his  in- 
troductory paragraph  that  ''the  accepted  theory  of  air  propulsion 
does  not  accord  with  the  facts,"  is  not  substantiated  in  the  paper. 

The  aerofoil  theory  as  set  forth  by  Lanchester  and  Drzewiedd, 
and  now  commonly  used  for  the  design  of  propellers,  requires  no  as- 
sumption as  to  how  an  aerofoil  element  obtains  its  thrust,  but  bases 
the  evaluation  of  this  thrust  on  actual  aerodynamic  tests.  The 
author  makes  an  issue  of  the  fact  that  calculated  and  actual  pro- 
peller performances  do  not  agree.  This  may  well  be  accounted  for 
by  the  necessary  approximations  made  in  design  regarding  indraft 
and  a  lack  of  definite  knowledge  of  the  action  of  the  air  at  propeller 
tips  and  hub. 

Professor  Brooks'  reflection  theory,  while  it  need  not  conflict 
with  the  aerofoil  theory,  is  open  to  criticism.    The  assumption  is 

^  Naval  Constructor,  U.  S.  N.,  Bureau  of  Construction  and  Repairs,  Wash- 
ington, D.  C. 
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made  that  particles  of  air  act  as  independent  bodies  and  not  as  parts 
of  viscous  fluid,  and  that  they  rebound  from  the  propeller  blade 
without  interfering  with  the  surrounding  air.  Photographic  in- 
vestigation of  the  flow  of  air  around  models  does  not  show  that  any 
rebounding  action  affects  materially  the  shape  of  the  stream  lines. 
Moreover,  a  rebounding  action  from  the  surface  of  an  aerofoil  is  not 
in  accordance  with  Dr.  Prandtl's  elaborate  experiments  demonstrat- 
ing the  existence  of  ''bounding  layers/'  nor  does  it  harmonize  with 
the  ''vortex  theoiy  of  sustentation/'  which  has  been  verified  photo- 
graphically. 

In  Par.  1  it  is  said  that  the  theory  of  marine  propulsion  has  been 
transferred  to  air  propulsion  vnthout  sufficient  regard  for  the  extreme 
difference  in  the  two  fluids  as  to  elasticity.  As  previously  stated, 
the  design  of  a  propeller  is  based  on  aerodynamic  tests  of  the  particu- 
lar blade  sections  employed.  Any  effect  that  elasticity  of  air  may 
have  on  air-propeller  performance  is  accordingly  taken  care  of  in  the 
choice  of  the  proper  blade  section.  There  is  extensive  experimental 
proof  that  within  certain  limitations  the  same  dynamic  laws  hold 
for  water  and  for  air.  Perhaps  the  most  striking  example  is  afforded 
by  a  comparison  of  photographs  of  flow  of  air  and  water  by  models 
(Eden  British  Report  No.  49).  (In  my  paper  given  before  the  Inter- 
national Engineering  Congress,  1915,  I  showed  that  the  compressi- 
bility of  air  is  mainly  of  theoretical  interest.)  A  comparison  of  pro- 
peller tests  made  at  the  Navy  Yard,  Washington,  with  tests  made  by 
Dr.  W.  F.  Durand,  shows  that  there  exists  a  close  agreement  between 
propellers  tested  in  water  and  those  tested  in  air  and  that  it  may  be 
sufficient  in  particular  cases  to  apply  a  correction  only  for  the  ratio 
of  densities,  as  the  compressibility  of  air  is  not  a  serious  factor.  The 
important  effect  of  viscosity  was  not  considered  in  the  paper. 

Regarding  the  conclusions  drawn  by  Professor  Brooks  for  static 
propeller  tests,  it  may  be  said  that  no  account  was  taken  in  his 
dononstration  of  "superspeed''  for  the  acceleration  of  the  air  before 
conung  in  contact  with  the  propeller  blade.  In  consideration  of  tests 
njade  at  the  National  Physical  Laboratory  and  by  Eiffel,  his  theory 
^oesnot  seem  to  warrant  the  neglect  of  ''indraft." 

A  prediction  of  full-flight  performance  from  a  single  static  test  as 
Rested  does  not  take  into  account  the  critical  changes  which  occur 
in  the  thrust  of  a  propeller,  as  the  angle  of  attack  of  the  blade  varies 
due  to  a  change  in  the  velocity  of  translation.  It  is  not  clear  how  a 
static  test  can  foretell  flying  performance  unless  the  aerodynamic 
properties  of  the  particular  blade  are  known. 
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M.  B.  Sellers^  (written).  When  a  propeller  is  constructed 
having  zero  pitch,  that  is,  the  face  or  driving  side  exactly  parallel  to 
the  plane  of  rotation,  and  having  the  usual  cambered  back,  it  is  found 
that  this  propeller  exerts  some  thrust  and  delivers  a  considerable  blast 
of  air.  Of  course  there  can  be  here  no  batting  action,  and  yet  we 
have  a  blast,  due,  in  my  opinion,  to  the  fact  that  the  rarefaction  at 
the  trailing  edge  on  the  back  of  the  blade  initiates  an  air  stream.  If 
now  we  try  a  similar  propeller,  but  with  an  appreciable  pitch,  we  find 
that  the  air  stream  produced  is  approximately  the  sum  of  that  due 
to  the  cambered  back  plus  that  due  to  the  pitch.  On  the  other 
hand,  if  we  employ  a  propeller  having  a  blade  flat  back  and  front, 
the  velocity  of  the  air  stream,  correctly  measured,  will  about  equal 
the  geometric-pitch  speed.  It  would  seem  to  me,  therefore,  that  the 
increased  velocity  of  the  air  stream  observed  is  not  due  to  batting 
action,  but  to  the  effect  of  the  rounded  back  of  the  blade. 

J.  G.  Vincent^  (written).  I  have  submitted  this  paper  to  our 
propeller  expert,  F.  W.  Caldwell,  and  have  asked  him  to  give  me  a 
brief  report,  which  he  has  done  as  follows: 

'*We  have  had  some  correspondence  with  Professor  Brooks  in 
regard  to  his  theory  of  propeller  design.  He  seems  to  be  working 
under  the  impression  that  we  wish  to  produce  a  noiseless  propeller 
regardless  of  its  efficiency. 

**The  first  model  propeller  submitted  by  Professor  Brooks  to  the 
National  Advisory  Committee  of  Aeronautics  showed  an  efficiency 
of  only  38  per  cent  in  contrast  with  a  model  of  Professor  Olmstead's 
which  showed  an  efficiency  of  89^  per  cent. 

''Professor  Brooks'  paper  is  interesting  from  a  theoretical  stand- 
point, except  that  he  seems  to  have  drawn  the  wrong  conclusion  from 
his  investigations.  He  seems  to  be  under  the  impression  that  pro- 
pellers with  small  diameters  will  produce  good  results,  whereas  all 
experience  and  all  the  usual  propeller  theories  show  that  under  most  « 
flying  conditions  the  greater  the  diameter  of  the  propeller,  the  betterr= 
the  efficiency  obtained." 

Waltbr  C.  Dubfeb  (written).  The  most  interesting  explana-<^ 
tion  of  superspeed  as  noted  by  Professor  Brooks  is  in  terms  of  th»^^ 
contraction  of,  the  jet  or  blast  shown  in  Fig.  3.  It  seems  certain 
the  velocity  of  flow  actually  among  the  propeller  blades  cannot  \r. 

*  '^^qobflr  Naval  Consulting  Board  of  the  United  States,  Baltimore,  Md. 

^L,  U.  8.  A.|  Chief  Engineer,  Airplane  Engineering  Dept.,  SigrT 
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great  enough  to  drive  the  propeller  any  faster  than  it  is  being  driven 
by  the  motor,  unless  the  apparatus  is  acting  as  a  windmill  and  the 
driving  mechanism  acting  as  a  brake.  The  observed  superspeed  then 
is  acquired  immediately  after  passing  the  blades  or  may  even  exist 
to  an  extent  at  the  blades,  but  in  oblique  directions.  The  contrac- 
tion of  the  blast  shown  in  Fig.  3  corresponds  to  a  doubling  of  the 
forward  speed  of  the  propeller  blast  almost  immediately  after  leaving 
the  propeller. 

An  interesting  explanation  of  this  contraction  and  acceleration  of 
the  jet  speed  may  be  had  without  detriment  to  explanation  in  other 
terms  by  trying  to  study  the  action  of  the  jet  upon  itself.  The  blast 
of  a  propeller  of  low  pitch  or  of  many  blades  is  approximately  a  con- 
tinuous jet  or  stream  of  variable  cross-section.  To  describe  it  we  may 
use  the  Umguage  of  vortex  motion.  It  is  the  same  jet  in  any  language. 
At  its  center  this  jet  contains  a  complicated  system  of  vortex  motion 
corresponding  to  the  internal  rotation  of  the  jet  and  the  comparative 
lack  of  motion  along  the  central  axis. 

The  outside  surface  or  sheath  of  the  propeller  blast  is  the  seat  of  a 

second  vortex  system  which  is  mainly  responsible  for  the  velocity  of 

the  blast  and  for  the  annulment  of  rotation  and  velocity  in  external 

'^ons.    This  outer  system,  which  mainly  determines  the  velocity 

rf  the  jet,  coils  like  a  helix  around  the  blast,  with  its  origin  at 

^e  propeller  tips,  much  like  the  two  serpents  which  coil  about  the 

caduceus"  or  winged  wand  of  Hermes,  their  two  heads  beneath  the 

'^iogs.    Imagine  these  two  serpents  or  snakes  to  grow  interminably, 

^'Ontmually  fed  from  the  propeller  blades  and  their  bodies  rolling 

*Ioxig  as  vortices  between  the  jet  and  the  outer  air.    Imagine,  too, 

^*^t  every  particle  of  moving  air  is  the  servant  of  these  serpents  and 

5*^11  the  serpents  themselves  writhe  with  a  motion  exactly  determined 

^3^  the  influence  of  all  the  neighboring  coils.    The  result  is  a  simple 

^'^^mple  in  turbulent  motion.    The  exact  calculation  of  the  motion  of 

*^^  serpents  or  vortices  is  not  without  importance  if  it  can  be  accom- 

^**ahed.  The  thrust  of  the  propeller,  for  example,  depends  on  its  angle 

^5  attack  against  the  relative  wind,  and  this  relative  wind  is  the  abject 

^>re  of  the  serpents  or  vortices  which  feed  on  the  propeller. 

For  the  purpose  of  studying  the  reason  for  the  contraction  of  the 

as  mentioned  by  the  author  we  may  imagine  that  the  jet  is  momen- 

^^aily  made  straight  and  uniform  like  a  pipe,  i.e.,  uniform  vortex  coils 

**t»n  end  to  end.    Under  these  conditions  there  is  a  collapsing 

'ttU)tion  at  the  entrance  or  beginning  of  the  jet  because  the  motion  of 

«e  air  here  is  due  to  the  vortices  immediately  in  front  which  roll 
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inward  as  viewed  from  the  propeller.  The  velocity  also  in  the  sup- 
posed straight-walled  blast  may  be  studied.  A  forward  component  is 
provided  by  all  the  vortex  coils.  Within  the  tube  the  influence  of  these 
is  felt  both  in  the  front  and  in  the  rear  of  any  point,  so  the  velocity  is 
greater  inside  than  at  the  entrance  to  the  tube,  where  the  influence 
is  only  in  front.  On  the  whole,  the  action,  of  the  jet  upon  itself  is  in 
favor  of  a  contraction  near  the  origin,  and  in  favor  of  somewhat  slower 
motion  at  the  entrance  than  at  a  point  a  little  within  the  jet. 

If  we  could  persuade  a  professional  mathematician  to  ''bell  the 
cat"  for  us  it  would  indeed  be  a  splendid  achievement  to  become  able 
to  calculate  superspeed,  as  Professor  Brooks  has  suggested  will  some 
day  happen.  Until  we  can  get  the  exact  formulse  which  he  foresees, 
I  think  we  should  congratulate  him  very  heartily  on  providing  us 
with  useful  data  on  the  subject  of  superspeed. 


Mr.  Durfee  prefaced  the  presentation  of  his  written^  discussion 
by  saying  that  he  wanted  to  defend  the  author's  ideas  as  much  as 
possible,  and  to  do  this  the  simplest  way  was  to  explain  practically  all 
the  various  theories  of  the  action  of  the  air  going  around  a  blade  of  a 
propeller,  or  around  the  wing  of  an  airplane,  which  was  much  the  same 
kind  of  action. 

The  screw  theory  assumed  that  air  is  very  nearly  solid,  on  account 
of  its  inertia.  The  propeller  was  assumed  to  screw  through  it.  Next 
the  additional  assumption  was  made  that  the  air  is  not  soUd,  that  it 
has  some  sUp.    The  amount  of  this  slip  we  knew  from  experience. 

The  bat  theory  as  outlined  by  the  author  took  account  of  the 
motion  of  the  air  after  it  left  the  blade.  Mr.  Durfee  thought  the 
origin  of  the  criticism  of  this  theory  was  the  feeling  that  if  air  consisted 
of  a  great  number  of  particles,  they  could  not  all  come  down  to  the 
surface  and  bounce  back  again  through  the  same  space.  They  would 
interfere  with  each  other.  There  could  not  be  two  directions  of  flow 
in  the  same  place.  However,  he  thought  that  this  did  not  prevent 
the  propeller  from  being  considered  as  a  bat  in  some  other  respects. 
For  example,  the  reacting  forces  might  be  substantially  perpendicular 
to  the  blade  surface,  as  emphasized  by  the  author.  Moreover,  he 
thought  that  the  author  had  performed  a  useful  service  in  saying 
that  certain  kinds  of  propellers,  or  fans,  actually  gave  the  super- 
speeds  which  the  author  had  measured,  and  in  specifying  that  these 
speeds  were  similar  to  the  speeds  which  one  might  expect  if  the  blade 
were  in  reaUty  acting  as  a  bat. 

The  partial-vacuum  theory  was  based   on   experiments  which 
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showed  that  the  partial  vacuum  on  the  top  of  the  wing  was  numeri- 
cally larger  than  the  positive  pressure  underneath  the  wing.  The 
difference  in  pressure  held  the  wing  up.  It  was  not  the  vacuum,  it 
was  not  the  pressure;  but  it  was  the  difference  between  the  pressure 
below  and  the  vacuum  above. 

The  stream-deflection  theory  assumed  that  a  stream  or  layer  of 
the  air  came  along  and  struck  the  inclined  plane,  i.e.,  the  propeller 
blade,  and  was  thus  deflected.  The  trouble  with  this  theory  was 
that  the  size  of  the  stream  was  a  matter  of  conjecture.  The  active 
stream  merged  into  the  surrounding  air,  and  it  was  customary  to 
assume  a  stream  and  guess  its  proportions  and  how  it  was  deflected. 

Exponents  of  the  momentum  theory  said:  ''If  the  air  strikes 
against  the  blade,  the  air  is  going  down  behind  it;  how  fast  it  is  going 
down  is  told  by  the  slope  of  the  plane."  They  estimated  the  weight 
of  the  deflected  stream  and  how  much  power  must  have  been  supplied 
to  produce  the  motion. 

What  he  called  the  hydrauUc  theory  of  sustentation,  or  thrust, 
could  readily  be  imagined  on  the  principle  of  the  venturi  tube. 
Where  water  was  going  fast  through  a  venturi  tube  there  was  a  low 
pressure;  where  it  was  going  slow  there  was  a  high  pressure.  One 
could  examine  the  velocity  of  the  air  stream  where  it  was  rapid  on 
the  upper  or  convex  surface  of  the  aerofoil,  and  where  it  was  slow  on 
the  lower  or  concave  surface.  Therefore,  from  a  simple  theory  of 
hydraulics  one  could  calculate  where  the  pressure  was  low  and  where 
it  was  high. 

The  vortex  theory  assumed  that  a  component  of  circulation 
existed  around  the  blade  in  such  a  way  that  the  air  stream  was  more 
rapid  on  the  upper  surface  of  the  wing  than  on  the  lower  surface.  A 
corresponding  state  of  circulation  was  supposed  to  be  manifested  in 
the  form  of  trailing  vortices  which  had  their  origins  near  the  ends  of 
the  wings,  or  blades,  so  as  to  form  endless  continuations  of  the  com- 
ponent circulation  which  existed  around  the  blade.  This  theory  did 
^oi  explain  how  such  a  state  of  affairs  came  into  existence,  and  no 
^^uate  technique  appeared  to  have  been  developed  for  making  use 
of  the  theory. 

The  vortices  mentioned  could  be  readily  seen  with  the  naked  eye 
^hen  the  blade,  or  aerofoil,  was  working  in  a  dusty  or  smoky  atmo- 
sphere. They  were  formed  instantly  at  the  moment  when  the  blade 
started  to  move,  and  the  trailing  vortices  were  joined  together  at  the 
^^  extremity  by  a  vortex  which  was  produced  by  the  trailing  edge 
of  the  blade.    This  could  be  seen  when  the  blade  started  to  move. 
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inward  as  viewed  from  the  propeller.  The  velocity  also  in  the  sup- 
posed straight-walled  blast  may  be  studied.  A  forward  component  is 
provided  by  all  the  vortex  coils.  Within  the  tube  the  influence  of  these 
is  felt  both  in  the  front  and  in  the  rear  of  any  point,  so  the  velocity  is 
greater  inside  than  at  the  entrance  to  the  tube,  where  the  influence 
is  only  in  front.  On  the  whole,  the  action,  of  the  jet  upon  itself  is  in 
favor  of  a  contraction  near  the  origin,  and  in  favor  of  somewhat  slower 
motion  at  the  entrance  than  at  a  point  a  little  within  the  jet. 

If  we  could  persuade  a  professional  mathematician  to  ''bell  the 
cat'^  for  us  it  would  indeed  be  a  splendid  achievement  to  become  able 
to  calculate  superspeed,  as  Professor  Brooks  has  suggested  will  some 
day  happen.  Until  we  can  get  the  exact  formulse  which  he  foresees, 
I  think  we  should  congratulate  him  very  heartily  on  providing  us 
with  useful  data  on  the  subject  of  superspeed. 


Mr.  Durfee  prefaced  the  presentation  of  his  written^  discussion 
by  saying  that  he  wanted  to  defend  the  author's  ideas  as  much  as 
possible,  and  to  do  this  the  simplest  way  was  to  explain  practically  all 
the  various  theories  of  the  action  of  the  air  going  around  a  blade  of  a 
propeller,  or  around  the  wing  of  an  airplane,  which  was  much  the  same 
kind  of  action. 

The  screw  theory  assumed  that  air  is  very  nearly  solid,  on  account 
of  its  inertia.  The  propeller  was  assumed  to  screw  through  it.  Next 
the  additional  assumption  was  made  that  the  air  is  not  solid,  that  it 
has  some  slip.    The  amount  of  this  sUp  we  knew  from  experience. 

The  bat  theory  as  outlined  by  the  author  took  account  of  the 
motion  of  the  air  after  it  left  the  blade.  Mr.  Durfee  thought  the 
origin  of  the  criticism  of  this  theory  was  the  feeling  that  if  air  consisted 
of  a  great  number  of  particles,  they  could  not  all  come  down  to  the 
surface  and  bounce  back  again  through  the  same  space.  They  would 
interfere  with  each  other.  There  could  not  be  two  directions  of  flow 
in  the  same  place.  However,  he  thought  that  this  did  not  prevent 
the  propeller  from  being  considered  as  a  bat  in  some  other  respects. 
For  example,  the  reacting  forces  might  be  substantially  perpendicular 
to  the  blade  surface,  as  emphasized  by  the  author.  Moreover,  he 
thought  that  the  author  had  performed  a  useful  service  in  saying 
that  certain  kinds  of  propellers,  or  fans,  actually  gave  the  super- 
speeds  which  the  author  had  measured,  and  in  specifying  that  these 
speeds  were  similar  to  the  speeds  which  one  might  expect  if  the  blade 
were  in  reality  acting  as  a  bat. 

The  partial-vacuum  theory  was  based   on   experiments  which 


DISCUSSION  137 

showed  that  the  partial  vacuum  on  the  top  of  the  wing  was  numeri- 
cally larger  than  the  positive  pressure  underneath  the  wing.  The 
difference  in  pressure  held  the  wing  up.  It  was  not  the  vacuum,  it 
was  not  the  pressure;  but  it  was  the  difference  between  the  pressure 
below  and  the  vacumn  above. 

The  stream-deflection  theory  assmned  that  a  stream  or  layer  of 
the  air  came  along  and  struck  the  inclined  plane,  i.e.,  the  propeller 
blade,  and  was  thus  deflected.  The  trouble  with  this  theory  was 
that  the  size  of  the  stream  was  a  matter  of  conjecture.  The  active 
stream  merged  into  the  surrounding  air,  and  it  was  customary  to 
assume  a  stream  and  guess  its  proportions  and  how  it  was  deflected. 

Exponents  of  the  momentum  theory  said:  ''If  the  air  strikes 
against  the  blade,  the  air  is  going  down  behind  it;  how  fast  it  is  going 
down  is  told  by  the  slope  of  the  plane."  They  estimated  the  weight 
of  the  deflected  stream  and  how  much  power  must  have  been  supplied 
to  produce  the  motion. 

What  he  called  the  hydraulic  theory  of  sustentation,  or  thrust, 
could  readily  be  imagined  on  the  principle  of  the  venturi  tube. 
Where  water  was  going  fast  through  a  venturi  tube  there  was  a  low 
pressure;  where  it  was  going  slow  there  was  a  high  pressure.  One 
could  examine  the  velocity  of  the  air  stream  where  it  was  rapid  on 
the  upper  or  convex  surface  of  the  aerofoil,  and  where  it  was  slow  on 
the  lower  or  concave  surface.  Therefore,  from  a  simple  theory  of 
hydraulics  one  could  calculate  where  the  pressure  was  low  and  where 
it  was  high. 

The  vortex  theory  assumed  that  a  component  of  circulation 
^ted  around  the  blade  in  such  a  way  that  the  air  stream  was  more 
npid  on  the  upper  surface  of  the  wing  than  on  the  lower  surface.  A 
corresponding  state  of  circulation  was  supposed  to  be  manifested  in 
the  form  of  trailing  vortices  which  had  their  origins  near  the  ends  of 
the  wings,  or  blades,  so  as  to  form  endless  continuations  of  the  com- 
ponent circulation  which  existed  around  the  blade.  This  theory  did 
^oi  explain  how  such  a  state  of  affairs  came  into  existence,  and  no 
adequate  technique  appeared  to  have  been  developed  for  making  use 
of  the  theory. 

The  vortices  mentioned  could  be  readily  seen  with  the  naked  eye 
^hen  the  blade,  or  aerofoil,  was  working  in  a  dusty  or  smoky  atmo- 
sphere. They  were  formed  instantly  at  the  moment  when  the  blade 
started  to  move,  and  the  trailing  vortices  were  joined  together  at  the 
rear  extremity  by  a  vortex  which  was  produced  by  the  trailing  edge 
of  the  blade.    This  could  be  seen  when  the  blade  started  to  move. 
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In  order  to  settle  the  questions  arising,  experiments  were  undertaken, 
and  the  results  obtained  form  the  substance  of  this  report. 

2  These  experiments,  while  limited  in  scope,  were  so  successful 
in  giving  consistent  results  and  data  of  apparently  wider  application 
than  that  originally  intended,  that  it  appears  desirable  to  make  a 
brief  report  summarizing  and  recording  the  information  obtained. 
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Fio.  1    Chart  for  Determining  the  Indentation  op  Steel  Balls 

(Metric  Units) 

Owing  to  the  fact  that  the  effect  of  high  pressure  was  of  no  immediate 
interest  in  reference  to  the  problem  in  hand,  and  to  the  fact  that  to 
extend  the  investigation  to  greater  pressures  would  have  required 
time  that  was  needed  for  other  matters,  low  pressures  only  were 
employed. 

3    The  maximum  pressure  used  on  steel  balls  against  glass  plates 
was  20  lb.,  which  was  used  on  balls  f  in.  and  1  in.  in  diameter.    On 
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smaller  balls  the  maxiTniiTn  pressure  used  was  10  lb.  The  results, 
therefore,  do  not  represent  conditions  present  when  high  pressures 
are  used,  such  as  occur  in  the  Brinell  hardness  test  of  materials  where 
the  stresses  are  above  the  elastic  limit;  or  pressures  such  that  the 
indented  area  includes  a  solid  angle  large  enough  to  invalidate  the 
assumption  frequently  made  when  the  angle  is  small  that  the  sine 
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and  angle  are  equal.  However,  the  results  obtained  do  give  accurate 
information  of  the  effect  of  pressures  on  the  measured  diameters  of 
spherical  surfaces  of  steel  or  other  materials  which  are  employed  in 
standardizing  gages;  and  also  appear  to  give  information  of  practical 
value  as  to  what  occurs  in  ball  bearings. 

4    The  experiment  was  performed  by  observing  and  measuring 
with  a  micrometer  microscope  the  area  of  contact  made  by  flat  and 
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spherical  surfaces  in  contact  with  each  other,  under  varying  pressures. 
This  area  of  contact  was  viewed  as  the  central  spot  in  the  Newton's 
ring  system  formed  when  a  glass  surface  was  in  contact  with  a  polished 
surface  of  steel  or  with  another  glass  surface. '  The  amount  of  in- 
dentation was  obtained  from  the  measured  diameters  by  a  simple 
computation,  easily  derived,  which  it  is  not  necessary  to  give  here. 
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5  The  different  combinations  of  surfaces  available  for  observa- 
tion and  use  in  the  experiments  were:  a  steel  sphere  pressing  against 
a  flat  glass  surface;  a  spherical  glass  surface  pressing  against  a  flat 
steel  surface;  and  a  spherical  glass  surface  pressing  against  a  flat 
glass  surface. 

6  From  an  examination  of  the  results  for  each  pair  of  surfaces 
in  contact  plotted  on  log  paper,  and  from  general  reasoning  based  on 
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the  nature  of  the  phenomena,  a  general  equation  was  worked  out  for 
the  purpose  of  correlating  all  of  the  results.  It  is  not  necessary  for 
present  purposes  to  expand  this  report  by  giving  all  of  the  various 
considerations  which  led  to  the  particular  form  assumed  for  this 
fSSD&ni  equation  —  suffice  it  to  state  that  after  the  constants  of  the 
general  equation  had  been  determined  from  the  experimental  data, 
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the  experimental  values  were  reobtained  by  computations  from  the 
general  equation,  and  the  agreement  between  the  computed  and 
experimental  values  was  very  good;  in  fact,  the  agreement  was  so 
satisfactory  that  it  was  considered  unnecessary  to  take  additional 
data  from  the  same  material,  as  had  been  contemplated  up  to  that 
time. 
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7  In  the  case  of  steel  against  steel  it  was  of  course  not  possible 
to  observe  the  area  of  contact  owing  to  the  opaque  nature  of  both 
contact  surfaces,  so  that  the  values  of  steel  against  steel  were  obtained 
by  the  use  of  the  general  formula  whic^  had  been  found  to  fit  all  the 
various  surfaces  and  materials  ysed  in  the  experiments. 

8  It  will  be  noted  in  the  equations  which  follow  that  a  quantity 
called  the  ''indentation  modulus"  is  used  to  express  the  elastic 
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property  which  determines  the  indentation.  It  was  originally  in- 
tended to  use  Young's  modulus  as  representing  in  a  general  way  the 
elastic  properties.  However,  on  looking  up  the  elastic  constants  of 
((lass  it  was  found  that  a  problem  of  very  similar  nature  had  been 
worked  out  by  Hertz  from  theoretical  considerations  which  gave 
practically  the  same  form  of  equation  as  was  derived  in  the  present 
experiments,  and  in  which  the  elastic  property  effective  in  determin- 
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ing  the  indentation  was  found  by  Hertz  to  be  a  function  of  Young's 
modulus  and  Poisson's  ratio,  and  which  was  called  the  indentation 
modulus. 

9    It  has  not  been  necessary  for  the  present  purposes  to  concern 
oursdves  with  the  manner  in  which  the  indentation  is  distributed 
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between  the  surfaces  in  contact,  so  no  further  reference  will  be  made 
to  this  subject. 

10  A  very  interesting  feature  which  can  be  noted  on  examining 
the  results  is  that  the  indentation  is  not  linear  with  the  pressures  but 
is  proportional  to  the  two-thirds  power  of  the  pressures.  This  is  a 
fact  of  important  interest  in  connection  with  the  design  of  ball  bear- 
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ings,  as  it  indicates  what  effects  are  produced  on  the  distribution  of 
the  load  by  slight  variations  in  the  size  of  the  balls  in  a  bearing. 

1 1  For  steel  against  steel,  which  is  the  case  of  most  general  and 
important  interest,  the  results  are  given  in  the  form  of  computation 
charts,  Figs.  1  to  6,  by  means  of  which  numerical  values  can  be 
obtained  quickly  for  any  particular  case  covered  by  the  equations. 
Three  of  the  charts  are  for  metric  imits  and  three  for  English  units. 

12  In  reference  to  future  experiments,  those  which  would  appear 
to  be  of  most  practical  interest  are  concerned  with  the  determination 
of  the  elastic  indentation  of  spherical  surfaces  in  contact  with  cylin- 
drical surfaces  and  cylindrical  surfaces  against  cyUndrical  surfaces 
—  such  as  are  represented  by  many  forms  of  ball  and  roller  bearings 
in  every-day  use.  It  would  be  also  of  interest  to  extend  the  experi- 
ments already  made  by  employing  higher  pressures. 

13  The  elastic  coefficients  for  the  materials  used  in  the  experi- 
ments of  this  report  were  obtained  from  tabular  data.  If,  in  the 
future,  it  becomes  desirable  to  obtain  information  on  the  indentation 
of  surfaces  with  great  precision,  experiments  should  be  performed  on 
materials  that  have  had  their  properties  carefully  measured,  so  as  to 
fix  with  exactitude  the  values  of  Yoimg's  modulus  and  Poisson's 
ratio  for  the  particular  steel  and  glass  used  in  the  experiment. 

14  The  results  of  the  experiments  are  summarized  in  the  eight 
equations  which  follow. 

15  General  Equation  for  Indentation: 

«=oW[«^]'[i+^.]' m 

where  dG  =  mutual  indentation  between  the  surfaces  in  contact 

P  =  pressure  acting  between  the  two  surfaces 
Gi  and  62  =  radii  of  curvature  of  the  two  surfaces 
El  and  j^2'  =  indentation  moduli  of  the  surfaces  61  and  Gt. 

The  indentation  modulus  is  given  by  the  expression 

where  E  =  Young's  modulus  and  u  =  Poisson's  ratio.  The  constant 
0.518  is  the  same  for  both  metric  and  English  imits  when  either  are 
used  consistently  throughout  the  formula. 

16    Indentation  of  Steel  BaUs  Between  Flat  Steel  Swrfacee.    For 
metric  units  the  indentation  is  given  by  the  equation 

2dG  =  0.00210^ .     [8] 
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where  2dG  iB  the  indentation  in  millimeters  from  both  sides  of  the 
ball.  For  Kngli^h  units  the  equation  is 

2  dG  =  0.0000166  PJ/G* [4] 

.    where  2dOiB  given  in  inches. 

17  Diameter  of  Area  of  Contact  Between  the  Surfaces,  Steel  Against 
Sted,   For  metric  units, 

fl  =  0.0647  P*Gl [6] 

where  R  is  the  diameter  of  the  spot  in  millimeters.    For  English 
units, 

fl  =  0.00576  P*G* [6] 

where  R  is  given  in  inches.    If  the  general  equation  is  desired  for  R 
it  can  be  derived  easily  from  Equation  [1]. 

18  Average  Pressure  Over  the  Area  of  Contfict,  Steel  Against  Steel. 
For  metric  units, 

S  =  304Pi/G* [7] 

where  S  is  given  in  kilograms  per  square  millimeter.    For  English 
units, 

5  =  38,400  Pl/G* [8] 

where  S  is  given  in  poimds  per  square  inch.    If  the  general  equation 
for  S  is  desired  it  can  likewise  be  developed  from  Equation  [1]. 

19  Computation   Charts.    Means   for   graphically   solving   the 
preceding  equations  are  shown  in  the  accompanying  charts,  Figs.  1 
to  6.    A  straight  line  placed  across  any  of  the  charts  will  strike 
readings  on  the  vertical  scales  which  are  a  solution  of  the  correspond- 
ing equation.    With  these  charts,  when  any  two  of  the  three  quan- 
tities of  the  equation  are  given,  these  quantities  will  establish  two 
points  which  determine  a  straight  line,  and  the  value  of  the  third 
quantity  will  be  given  by  the  intersection  of  the  straight  line  with 
the  corresponding  vertical  scale. 

DISCUSSION 

The  Author.  In  reply  to  a  question  asked  by  Arthur  M. 
Greene,  Jr.,  I  would  say  that  while  the  pressure  employed  in  the 
experiments  was  never  greater  than  20  lb.,  I  believe  that  the  formula 
derived  will  apply  to  much  higher  pressures. 

It  should  be  stated  that  these  experiments  were  made  in  the 
midst  of  war  when  time  was  at  a  premium  and  when  results  were 
the  only  matters  of  interest.    In  starting  the  gage  work  the  question 
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of  the  effect  of  pressure  was  constantly  arising  in  the  measurements 
made  in  the  shop  and  in  the  laboratories,  and  while  it  now  appears 
that  experiments  of  this  nature  had  been  made  in  previous  work,  it 
was  not  familiar  to  those  needing  it  at  that  time.  Experimental 
work  was  first  started  in  a  very  extemporaneous  way,  but  the  results 
proved  to  be  very  satisfactory  and  approximate  values  were  obtained 
in  very  short  order. 

Reference  has  been  made  in  the  paper  to  the  formula  of  Hertz. 
Since  the  experimental  work  of  this  paper  was  done,  and  after  the 
gage  work  was  well  started,  the  work  of  Hertz  was  examined  in 
another  reference  with  the  following  interesting  facts  developing: 

Taking  the  experimental  constant  developed  in  the  paper  and 
altering  the  equation  to  correspond  to  a  sphere  pressing  against  a 
flat  surface,  where  the  sphere  and  the  flat  surface  are  of  the  same 
material,  and  comparing  the  coefficient  of  the  equation  with  the 
coefficient  of  the  similar  equation  deduced  by  Hertz  from  theoretical 
considerations,  there  results: 

Value  of  coefficient  determined  from  these  experiments 0. 8229 

Value  of  theoretical  coefficient  deduced  by  Hertz 0 .  8255 

This  agreement  between  the  two  coefficients,  experimental  and  the- 
oretical, is  well  within  one-half  of  one  per  cent. 

Previous  to  the  experiments  of  this  paper  it  appears  that  experi- 
ments were  attempted  in  using  steel  but  had  to  be  given  up.  In 
view  of  the  fact  that  absolutely  no  difficulty  was  experienced  in  the 
present  instance  it  is  hard  to  understand  what  the  trouble  was. 

A  paper  by  Henry  Hess,^  to  which  I  have  been  referred,  gives  a 
translation  of  an  article  by  Professor  Stribeck,  in  which  the  follow- 
ing statement  is  made: 

To  determine  the  influence  of  the  elastic  modulus,  he  pressed  a  steel  lens 
against  the  plane  surfaces  of  viuious  materials,  but  encountering  difficulties  of 
observation  he  gave  up  the  experimental  proof. 

This  work  suggests  two  things  of  importance:  First,  that  the 
results  of  elastic  indentation  deduced  from  the  theoretical  consid- 
erations, as  was  done  by  Hertz,  can  be  depended  on  to  give  practical 
results;  second,  from  the  directness  with  which  the  experiments 
were  carried  out  it  appears  that  in  practice  for  new  forms  of  the 
problem  it  may  be  found  easier  to  make  experiments  and  develop 
empirical  equations  from  the  data  obtained  than  to  handle  the 
mathematical  difficulties. 

1  Trans.  Am.  Soc.  M.  E.,  vol.  29  (1907),  p.  421. 
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ELECTRIC  HEATING  OF  MOLDS 

Bt  Harold  E.  White,  Ampere,  N.  J. 
Member  of  the  Society 

Informing  porta  made  from  hard  rubber  and  the  varUme  phenolic  condeneation 
pndudt  now  available,  the  standard  procedure  has  been  to  employ  metal  molds  filled 
viih  the  material  which  are  placed  between  steam-heated  plates  attached  respediuely 
to  the  upper  and  lower  platens  of  a  hydratdic  press, 

DifficvUies  encountered  by  the  author  in  the  use  of  this  method  led  him  to  dense 
the  me  described  in  the  paper,  in  which  the  heating  is  done  electricaily.  Briefly,  it 
cmsiatt  in  magnetizing  the  molds  with  altemating  current  at  60  cycles.  As  the  molds 
ore  cf  steel  and  generally  hardened,  they  heat  up  rapidly  due  to  induced  electric  cur- 
rend  and  also  in  part  to  hysteresis  losses. 

Various  advantages  of  the  new  method  are  pointed  oui,  and  it  is  staled  thai  it  can 
VrMly  be  utilized  to  advantage  in  the  production  of  die  castings  of  readily  fusible 
imH  and  also  in  drawing  the  temper  of  hardened-sted  parts, 

Q  YNTHETIC  molding  materials  are  being  used  on  an  increasingly 
extensive  scale  not  only  for  parts  of  electrical  machinery,  but 
for  many  other  articles  of  usefulness.  It  is  the  purpose  of  this 
paper  to  describe  a  novel  method  for  applying  heat  to  the  molds 
in  which  such  parts  are  formed  which  the  writer  believes  will  be  of 
general  interest  and  of  con^derable  utility  imder  certain  con- 
ditions. 

2  The  earliest  example  of  such  a  material  is  perhaps  hard  rubber 
or  vulcanite.  More  recent  examples  are  the  phenolic  condensation 
products  sold  under  various  trade  names.  All  of  these  materials 
ve  alike  in  that  a  moderate  degree  of  heat  causes  them  to  soften 
sufficiently  to  take  the  form  of  the  mold,  while  a  higher  degree  of 
heat  causes  them  to  undergo  chemical  changes  that  harden  them  into 
a  hig^y  resistant  condition.  In  general,  the  phetiolic  condensation 
products  are  superior  to  the  older  rubber  products,  except  where  a 
1^  d^ree  of  elasticity  is  essential.  The  phenolic  condensation 
products  are  much  more  resistant  to  chemical  action  and  in  some 
preparations  are  much  stronger  mechanically. 
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3  Manufacture  of  parts  made  of  this  material  on  a  small  scale 
imder  the  observation  of  the  writer  led  to  the  development  of  the 
new  method  of  production  which  is  described.  While  it  is  not  be- 
lieved that  this  method  can  replace  the  methods  used  in  factories 
which  specialize  on  these  materials,  it  would  appear,  nevertheless, 
that  it  can  be  used  with  success  in  almost  any  machine  shop  equipped 
with  a  hydraulic  press,  or  even  an  arbor  press  if  the  articles  are  small, 
provided  alternating  current  is  available. 

4  At  first  an  attempt  was  made  to  use  the  standard  method  of 
production,  which  was  to  place  the  filled  molds  between  two  steam- 
heated  plates  attached  respectively  to  the  upper  and  lower  platens  of 
a  hydraulic  press.  Live  steam  at  about  110  lb.  per  sq.  in.  was 
admitted  to  these  plates  until  the  pieces  were  fully  hardened.  Then 
cold  water  was  circulated  through  the  same  plates  until  the  mold- 
was  cold,  after  which  the  mold  was  taken  out  and  refilled  for  another 
piece. 

5  Under  these  conditions  production  was  slow  and  frequently 
interrupted  altogether.  The  slowness  of  production  was  due  to  the 
fact  that  heat  was  not  transmitted  rapidly  enough  from  the  hot 
plates  to  the  mold  because  the  steam  was  often  wet  and  the  plates 
had  a  lower  temperature  than  the  boiler  pressure  would  indicate. 
These  difficulties  were  accentuated  by  the  fact  that  most  of  the  molds 
were  long  and  slender,  so  that  they  had  but  a  small  part  of  their  sur- 
face in  contact  with  the  hot  plates  and  a  large  part  of  their  surface  in 
contact  with  the  air.  The  heating  and  cooling  of  the  fittings  alter- 
nately carrying  the  steam  and  the  cooling  water  resulted  in  frequent 
leaks,  especially  in  the  flexible  piping,  the  use  of  which  was  necessi- 
tated by  the  movement  of  the  upper  platen  of  the  press. 

6  During  one  of  these  periods  of  interruption  recourse  was  had 
to  a  method  of  electrical  heating  with  such  good  results  that  the  use 
of  steam  was  abandoned  altogether.  In  brief,  the  method  consisted 
in  magnetizing  the  molds  with  alternating  current  at  60  cycles.  As 
these  molds  are  always  made  of  steel  and  generally  hardened,  they 
will  heat  up  rapidly  under  these  conditions  due  to  induced  electric 
currents  in  the  various  parts  of  the  molds  and  also  in  some  measure 
to  hyBteresis  losses,  especially  in  the  hardened  parts. 

7  The  method  as  at  first  used  was  simple  in  the  extreme.  The 
coil  was  made  of  100  turns  of  No.  6  asbestos-covered  wire  and  when 
in  operation  its  terminals  were  connected  by  a  switch  directly  to  the 
220-volt  supply  line.  With  molds  weighing  10  to  15  lb.  a  curing 
temperature  could  be  reached,  starting  cold,  in  from  3  to  5  min.    It 
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should  be  understood  that  under  the  coodiUons  of  working  the 
magnetizuig  coil  remainB  quite  cool. 

8  The  beat  is  developed  in  the  interior,  though  mostly  near  the 
surface,  of  Uie  molds.  If  the  current  is  left  on  indefinitely  a  tem- 
perature destructive  to  the  molding  material  results.  This  necessi- 
tates some  way  by  which  a  definite  result  may  be  secured.  Gen- 
erally it  is  sufficient  to  make  trial  pieces,  noting  the  time  of  heating 
ot  each  by  a  watch  or  clock.  After  observing  the  right  time,  it  can 
be  repeated  indefinitely  for  other  pieces.  A  good  method  of  gaging 
the  temperature  of  the  molds  is  to  observe  the  color  of  sulphur  when 
melted  in  contact  with  the  mold.    The  bnck-red  color  which  sul- 

1    L 


^=*.Tir  shows  at  180  deg.  to  200  deg.  cent,  gives  a  good  indication,  but 
^  hard  to  keep  the  sulphiu*  in  place.  A  better  material  is  a  cane- 
^^W  syrup  with  a  little  blue  litmus,  which  clings  to  the  hot  molds 
^^-^d  chars  to  a  tobacco-brown  when  the  temperature  limit  has  been 
^^Mwhed. 

9    When  a  sufficient  temperature  has  been  reached  the  switch  is 
t:iened  and  the  mold  cools  off  slowly,  during  which  time  the  final 
^^irdening  of  its  content*  takes  place. 

^  10  A  study  of  the  heating  action  in  detail  is  interesting.  Re- 
^^rring  to  Kg.  1,  P'  and  P"  are  the  cast-iron  platens  of  the  press,  M 
'^Vxe  matrix,  and  K'  and  K"  the  plugs  by  which  the  molding  material 
•^  is  pressed  in  the  matrix.  C  is  the  current-carrying  coil.  Since 
the  magnetic  field  is  the  means  of  carrying  the  energy  to  the  mold, 
it  will  be  seen  by  those  familiar  with  electromagnetism  that  the  part 
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of  the  mold  in  the  plane  of  the  coil  heate  most  rapidly.  The  i 
the  mold  in  contact  with  the  platens  lose  heat  rapidly,  so  that 
found  well  to  protect  them  against  such  loss  by  asbestos  or  past 
sheets  at  Z.  Next,  several  coils  of  different  proportions  were 
long  ones  for  the  longer  molds  and  Batter  ones  for  the  shorte 
II  It  was  found  inconvenient  to  lift  the  hot  molds  fr 
interior  of  the  coils,  so  a  further  improvement  was  made  in  wb 


Fta.  3    Utdoaquc  Prbss  Fittbd  with  Coiu  as  Shown  in  Fia 

coils  were  subdivided  into  two  halves  and  mounted  as  shown 
2,  in  which  letters  designate  the  same  parts  as  in  Fig.  1 .  This  at 
ment  gives  good  heating  throughout  the  mold  regardless  of  the 
In  fact,  there  is  a  little  greater  heating  at  the  ends,  which  compc 
for  loss  by  conduction.  The  plates  P',  P"  were  fitted  with  lami 
iron  sections  so  that  a  path  for  the  magnetic  flux  in  them,  which 
not  develop  heat,  could  be  provided.  Fig.  3  is  a  photograph 
press  fitted  with  these  coils.    It  is  evident  that  the  molds  oo 
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pat  into  or  removed  from  the  press  thus  fitted  as  readily  as  from  an 
ordinaiy  press. 

12  In  all  of  these  arrangements  the  magnetic  return  circuit 
OQOsists  of  leakage  through  the  air  and  through  the  massive  parts  of 
the  press,  in  all  of  which  the  magnetism  is  so  diffused  that  the  energy 
I08B  is  small.  This  is  clear  from  the  fact  that  such  losses  are  a  func- 
tion of  the  square  of  the  magnetic  density  and  the  electrical  con- 
ductivity of  the  material.  Cast  iron  being  of  low  conductivity, 
losses  in  the  heavy  parts  of  the  press  are  necessarily  very  small. 
Cast  iron  would  not  be  a  good  material  from  which  to  make  the 
molds.  It  is  evident  that  the  thermal  efficiency  of  this  method  is 
comparatively  high.  The  writer  has  good  reason  to  believe  that 
more  than  half  of  the  heat  which  is  developed  makes  its  appearance 
in  the  mold. 

13  By  the  induction  method  of  heating  it  is  possible  to  pile 
several  thin  molds  on  top  of  each  other  and  heat  them  all  at  once. 
This  is  not  possible  by  any  other  method.  By  this  means  one  press 
can  be  made  to  produce  several  articles  simultaneously. 

14  In  making  molded  insulation  the  cost  of  molds  is  frequently 
very  great.  By  the  induction  method  of  heating  the  cheapest 
possible  mold  can  be  used,  since  it  is  never  necessary  to  so  shape  it 
as  to  admit  steam  to  it,  or  so  as  to  favor  the  flow  of  heat  into  it  from 
any  external  source. 

15  Many  electrical   engineers   would    regard    the   low  power 
factor  at  which  such  devices  operate  as  a  serious  drawback.    How- 
ever, the  writer  regards  it  as  an  important  advantage  in  that  a  steady- 
ing effect  on  the  circuit  is  produced,  so  that  whether  a  large  mold 
or  a  small  mold  or  no  mold  at  all  is  placed  in  the  coil,  no  harmful 
result  will  follow,  the  large  size  of  wire  used  being  sufficient  for  the 
current  at  all  times.    Measiu'ed  up  in  terms  of  value  received  for  the 
outlay  and  freedom  from  trouble  and  general  convenience,  the  process 
was  entirely  satisfactory.    A  press  having  a  better  magnetic  circuit 
which  would  have  operated  at  a  power  factor  comparable  to  that  of 
an  induction  motor  could  have  been  made  at  a  greater  cost,  but 
the  extra  cost  would  have  exceeded  the  saving  possible  during  the 
time  the  above  apparatus  was  in  use,  which  was  about  one  year. 

16  It  is  believed  that  other  uses  might  be  made  of  this  process; 
for  example,  die  castings  of  readily  fusible  metal  might  be  made 
economically  on  a  small  scale;  or  hardened-steel  parts  might  be 
tempered,  in  which  case  the  temper  could  be  drawn  without  over- 
beating  sharp  angles  and  cutting  edges. 


No.  1646 
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Far  the  inteUigeni  determinaiion  of  the  dimensions  of  machine  porta  it  ie  necessary 
thai  the  forces  acting  thereon  he  known.  The  calculation  of  these  forces  follows  at 
present  one  of  two  methods.  The  first  assumes  a  state  of  equilibrium  for  the  machine, 
iMehf  howeoeTf  exists  only  when  the  machine  runs  at  constant  speed  or  is  at  rest.  In 
the  second  the  machine  is  considered  to  consist  of  rigid  parts,  hut  their  accderaiion  at 
siart  or  stop  is  considered.  Neither  of  these  methods  leads  to  even  approximately 
correct  results,  A  new  method  for  the  correct  evaluation  of  the  forces  acting  on  machine 
parts  during  start  or  stop  is  developed,  and  illustrated  hy  application  to  a  vertical 
geared  hydraulic  hoisting  machine.  It  is  shoum  that  the  stresses  during  start  or  stop 
depend  on  the  inertia  and  elasticity  of  the  parts,  their  distribulion  throughout  the 
sjfstem,  and  on  the  magnitude  and  nature  of  the  accelerating  force.  Vibrations  at 
start  or  slop  always  occur,  hut  whether  they  are  pronounced  and  give  rise  to  dangerous 
depends  to  a  very  great  extent  on  the  character  of  the  accelerating  force. 


1  INTRODUCTION 

A  MACHINE  is  a  system  of  correlated  parts  so  arranged  that  the 
"^^^  application  of  one  or  more  forces  —  which  for  distinction  we 
shall  call  the  motive  forces  —  to  certain  of  the  machine  parts  will 
cause  motion  and  overcome  resistances  due  to  frictional  forces  and 
loads  applied  to  other  parts. 

2  A  cycle  of  operation  of  a  machine  can  be  divided  into  three 
more  or  less  distinct  periods,  namely,  the  start,  run  at  constant  speed, 
and  the  stop.  Equilibrium  between  the  motive  force  and  the  re- 
sistances exists  only  when  the  machine  parts  nm  at  constant  speed, 
and  the  forces  which  then  act  on  them  are  easily  determined  by  the 
known  processes  of  statics.  During  stop  or  start  the  forces  acting 
on  the  machine  parts  exceed  those  existing  in  the  state  of  equilibrium 
by  the  amoimts  necessary  for  their  acceleration. 

3  If  we  had  to  deal  with  perfectly  rigid  bodies  in  our  machines, 
that  is,  if  we  had  to  consider  inertia  oi^y,  the  determination  of  these 
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forces  by  the  application  of  the  dynamics  of  rigid  bodies  would 
present  no  difficulty  whatsoever.  As  a  matter  of  fact,  however,  the 
machine  parts  have  not  only  inertia  but  also  elasticity.  By  virtue 
of  the  latter  they  are  capable  of  sustaining  deformations,  and  pro- 
vided that  the  parts  have  not  been  stressed  above  the  elastic  limit, 
there  is  stored  in  them  an  amount  of  energy  equal  to  the  energy  that 
produced  the  deformation.  This  energy  is  called  the  potential 
energy.  At  the  start  or  stop,  then,  the  work  done  by  the  motive 
force  goes  into  three  parts:  one  part  overcomes  the  resistance,  a 
second  goes  into  kinetic  energy,  and  a  third  into  potential  energy. 

4  The  extent  to  which  each  of  these  forms  of  energy  participatee 
in  the  work  done  by  the  motive  force  changes  from  instant  to  instant. 
In  view  of  these  complicated  phenomena  it  is,  to  say  the  least,  idle 
to  suppose  that  the  calculations  of  machine  parts  can  be  based  on  the 
forces  as  they  exist  in  the  state  of  equilibrium  plus  an  arbitrary  allow- 
ance for  so-called  impact,  which  in  most  cases  is  not  even  there.  It 
is  therefore  the  object  of  this  paper  to  present  a  method  whereby  the 
forces  and  phenomena  which  occur  during  start  or  stop  may  be 
determined  with  a  degree  of  accuracy  more  than  sufficient  for  tech- 
nical piu*poses. 

5  Although  in  problems  of  this  kind  a  fairly  extensive  mathe- 
matical apparatus  cannot  altogether  be  avoided,  it  has  been  reduced 
considerably  by  the  appUcation  of  the  so-called  theory  of  normal 
codrdinates.  A  detailed  exposition  of  this  theory  cannot  here  be 
given  and  the  explanations  have  been  limited  to  the  extent  necessary 
for  a  complete  imderstanding.  This  is  somewhat  unfortunate  owing 
to  its  very  generaUzed  treatment  in  books,  such  as  Rayleigh's  Theory 
of  Sound,  Routh's  Bigid  Dynamics,*  or  Thomson  and  Tait's  Treatise 
on  Natural  Philosophy. 

6  Since  a  mere  theoretical  treatise  would  be  improfitable,  it  is 
here  proposed  to  determine  the  motion  and  forces  when  starting  the 
hydraulic  machine  shown  diagrammatically  in  Fig.  1.  In  the  actual 
design  of  this  machine  it  became  necessary,  for  reasons  of  control, 
to  allow  for  comparatively  large  hydraulic  losses.  In  other  words, 
while  the  water  pressure  necessary  to  balance  the  load  plus  the  me- 
chanical frictions  amounted  to  183  lb.  per  sq.  in.,  the  pressure  supplied 
by  the  pumps  was  260  lb.  per  sq.  in.  At  the  start,  therefore,  there 
was  an  excess  of  pressure  of  77  lb.  per  sq.  in.,  and  since  the  piston 
masses  were  comparatively  small,  very  Uttle  of  it  would  be  absorbed 
in  their  acceleration.  It  was  consequently  expected  that  ropes  and 
other  parts  would  have  to  sustain  heavy  loads  during  the  start. 
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For  that  reason  the  following  calculations  were  undertaken,  and  they 
are  here  reproduced  only  with  such  modifications  as  make  them  more 
suitable  for  the  purposes  of  this  paper.  Dynamically  the  system 
is  quite  interesting,  since  the  load  A  and  piston  D  move  in  a  straight 
line;  the  stationary  sheave  B  has  rotation  only,  and  the  traveling 
sheave  C  rotation  as  well  as  translation. 

7  Strictly  speaking,  all  of  our  machine  parts  are  elastic,  but 
fortunately  there  are  idways  a  few  which  have  elasticity  to  such  a 
predominating  degree  that  the  other  parts  in  comparison  therewith 
may  be  considered  to  be  rigid.  Also,  very  frequently  those  members 
which  are  predominatingly  elastic  have  negligible  mass.  Thus,  any 
machine  may  be  approximated  by  a  S3rstem  of  parts,  of  which  some 
have  elasticity  and  others  inertia  only.  In  the  machine  of  Fig.  1, 
for  instance,  it  is  at  once  evident  that  we  shall  consider  the  ropes  ab, 
ed,  and  ef  as  the  only  elastic  members  and  therefore  as  the  seat  of 
potoitial  energy.  Their  mass  is  neghgible  as  compared  with  the 
mass  of  the  other  machine  parts  and  may  be  neglected.  The  re- 
mainder of  the  parts,  that  is  the  load  A,  sheaves  B  and  C,  piston  and 
piston  rod  will  be  considered  rigid  and  therefore  as  the  seat  of  kinetic 


8  With  reference  to  Fig.  1,  denote  by  — 

ni  the  masB  of  the  load  A 

^  the  weight  of  load  il  in  lb.  (^  »  acceleration  of  gravity) 

Ml  the  masB  of  the  stationary  sheave  B  reduced  to  the  radius  OJb; 

m%  being  that  mass  which,  if  placed  at  a  radius  of  OJI>  ft., 
will  have  a  moment  of  inertia  in  respect  to  the  axis  of  rota- 
tion equal  to  the  moment  of  inertia  of  the  sheave 

^  the  mass  of  the  traveling  sheave  C  reduced  to  the  radius  Oad, 

that  is,  the  mass  mt  placed  at  a  radius  of  Oad  ft.  wiU  have  a 
moment  of  inertia  in  respect  to  the  axis  of  rotation  equal  to 
that  of  the  sheave 

^  the  mass  in  the  ordinary  sense  of  sheave  C 

nh'g  the  weight  of  sheave  C 

^  the  mass  of  piston  and  piston  rod 

^  the  weight  of  piston  and  piston  rod 

*i  aad  (<i)o  the  displacement  in  ft.  of  the  load  A  at  the  times  t  and  (  »  0, 

respectively 

h  and  (4i)o  the  circumferential  displacement  in  ft.  of  points  h  and  e  of 

sheave  B  at  the  times  t  and  t  »  0,  respectively 

h  and  (<g)o  the  circumferential  displacement  in  ft.  of  points  d  and  e  of 

sheave  C  at  the  times  t  and  t  »  Q,  respectively 

^  Bod  (t«)o  the  displacement  in  ft.  of  the  piston  and  the  parts  rigidly  con- 

nected thereto  at  the  times  t  and  <  »  0,  respectively 

h  and  (i^)o  the  velocity  in  ft.  per  sec.  of  the  load  A  at  the  times  t  and  /  «>  0, 

respectively 
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t^  and  (t%)o  the  drcumferential  velocity  in  ft.  per  sec.  of  points  h  and 

sheave  B  at  the  times  (  and  t  ^  0,  respectively 
vt  and  (f^)o  the  circumferential  velocity  in  ft.  per  sec.  of  points  d  and  s 

sheave  C  at  the  times  t  and  <  »  0,  respectively 
Vi  and  (vOo  the  velocity  in  ft.  per  sec.  of  the  piston  at  the  times  t  and  t  » 

respectively 
P  the  net  force  in  lb.  which  the  piston  at  the  time  ( exerts  on 

piston  rod 
Ft  and  Ft  the  mechanical  frictions  in  lb.,  measured  at  the  radii  Ojb  an 

Oti,  respectively,  due  to  the  rotation  of  sheaves  B  and  C  i 

their  bearings 
Sif  Si,  Si  the  forces  with  which  at  the  time  ( the  ropes  ab,  cd  and  e, 

respectively  react  on  the  machine  parts  which  they  connect 
(Si)9,  {St)9,  {Si)o  the  values  of  the  above  forces  at  the  time  <  *  0 
ai,  (ht  (h  the  elongation  in  ft.  which  ropes  of  the  free  lengths  ab,  cd  an< 

if  suffer  if  acted  upon  at  their  ends  by  a  force  of  1  lb. 

9  Strictly  speaking,  the  quantities  ai,  0%,  di  are  not  constants,  but 
vary  as  the  free  lengths  of  the  ropes  ab^  cd  and  ef  change  with  the 
motion  of  the  machine.  As  a  rule,  however,  the  starting  or  stopping 
periods  are  sufficiently  short  so  that  no  appreciable  error  is  made  by 
using  the  quantities  ai,  os,  os  as  if  they  were  constants.  Where  this 
is  not  the  case,  these  values  should  be  based  on  the  average  free 
lengths  of  the  ropes  during  the  period  for  which  the  calculations  are 
to  be  made. 

10  The  displacements  Si,  8s,  8%  and  84  of  the  rigid  machine  parts 
will  be  measured  from  the  position  which  they  would  assume  if  the 
elastic  members  (here  the  ropes  06,  cd  and  ef)  were  permitted  gradu- 
ally to  contract  until  they  were  free  from  stress.  The  initial  dis- 
placements (si)o,  (si)o,  (8s)o  and  (84)0  therefore  correspond  to  the  static 
deformation  (here  the  static  elongation  of  the  ropes)  imder  the 
influence  of  the  external  forces  acting  on  the  machine  at  the  time 
t  =  0. 

11  The  direction  in  which  a  displacement  will  be  coimted  posi- 
tive may  be  arbitrarily  chosen.  If,  however,  once  selected  for  any 
one  of  the  machine  parts,  the  positive  direction  for  the  others  is 
necessarily  that  direction  in  which  they  tend  to  move  if  a  positive 
displacement  is  given  to  the  former.  Thus,  if  in  Fig.  1  the  arrow  1 
is  the  positive  direction  for  the  displacement  of  the  load  A,  the 
positive  directions  for  the  displacements  of  the  other  rigid  machine 
parts  will  be  according  to  the  arrows  2,  3,  and  4.  E2xtemal  forces 
will  be  counted  positive  or  negative,  depending  on  whether  they  tend 
to  displace  the  part  on  which  they  act  in  the  positive  or  negative 
direction. 
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12  The  forces  Si,  8%,  St  are  internal  forces  corresponding  to  the 
streaecfl  in  the  ropea  and  occur  in  purs  of  opposite  direction.  They 
are  pven  the  positive  or  n^ative  sign  according  to  convention  and 
not  by  compariBon  of  their  direction  with  the  arrows  1,  2,  3,  and  4 
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of  Fig.  1.  In  the  present  case  a  positive  value  of  the  forces  Si,  St, 
St  will  indicate  tension  and  a  negative  value  compression.  If  tension, 
they  will  have  the  direction  shown  in  Fig.  1.  Having  here  to  deal 
with  ropes,  our  equations  of  course  lose  their  validity  as  soon  aa  the 
raluee  for  Si,  St,  St  become  negative. 

13  In  regard  to  the  evaluatioD  of  the  mechanical  frictions  ^t 
sad  Ft,  the  following  is  to  be  remarked.  Ck>naidenBg  in  particular 
Ft,  it  is  proportional  to  the  force  with  which  the  sheave  C  is  pressed 
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against  the  axle  0$,  around  which  it  rotates  (Fig.  1).  The  sheave  C 
is  acted  upon  by  the  forces  St  and  Sz  and  also  moves  with  the  velocity 
of  translation  1^4.  The  force  with  which  it  is  pressed  against  the  axle 
is  therefore  equal  to  St  +  St  plus  the  force  m't  dv^/dt  necessary  to 
impart  to  its  mass  m'z  the  acceleration  dvi/dt.  It  will  thus  be  seen 
that  generally  the  frictions  are  fimctions  of  the  motion  of  the  machine. 
Their  exact  evaluation,  even  imder  the  assumption  of  a  constant 
coefficient  of  friction,  leads  to  equations  which  cannot  be  integrated. 
As  a  rule,  however,  the  frictions  amount  only  to  fractions  of  the  forces 
acting  on  the  machine  parts  and  no  material  error  will  be  made  by  con- 
sidering them  constant  during  the  whole  starting  or  stopping  period, 
and  of  the  same  magnitude  as  when  the  machine  runs  at  full  speed. 

14  Other  difficulties  in  dealing  with  mechanical  frictions  are 
due  to  the  fact  that  the  direction  in  which  they  act  depends  on  the 
direction  in  which  motion  takes  place.  Fortunately,  during  the  stop- 
ping or  starting  of  machines  there  is  normally  no  reversal  of  the 
direction  in  which  each  part  moves.  Thus,  in  our  calculations  for 
the  start  of  the  hydraulic  machine.  Fig.  1,  the  frictions  Ft  and  Ft  can 
be  treated  as  external  forces  of  constant  magnitude  and  of  the  direc- 
tion shown  in  the  figure. 

2    THE  ENERGY  EQUATION  OF  A  MACHINE  ACTUATED  BY 

EXTERNAL  FORCES 

15  According  to  the  deformations  existing  in  the  elastic  machine 
members  at  the  time  f  ==  0,  there  is  stored  in  them  a  certain  amount 
of  potential  energy,  which  will  be  denoted  by^Vo-  At  the  time  t 
other  deformations  have  occurred  and  if  V  denotes  the  potential 
energy  corresponding  thereto,  the  gain  in  potential  energy  at  the 
time  t  will  be  expressed  by  (V  —  Vo)  ft-lb. 

16  If  at  the  time  t  —  0  the  system  is  in  motion,  it  possesses  in 
virtue  thereof  the  initial  kinetic  energy  Tq,  At  the  time  t  the  kinetic 
energy  will  be  T  and  the  gain  therefore  is  expressed  by  {T  —  To) 
ft-lb. 

17  Denoting  by  W  Jbhe  rate  of  work  performed  by  the  external 
forces  acting  on  the  system  during  any  instant  from  <  =  0  to  i  =  (, 
we  have,  according  to  dynamics. 

Gain  in  kinetic  energy  plus  )  _  total  work  done  by  external  forces  in 

gain  in  potential  energy  ) "     time  interval  from  t  ^  Otot  ^  t 
and  hence 

(r-ro)  +  (7-7o)=  Cwdt..., [1] 

•/o 
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This  is  the  general  energy  equation  and  its  application  to  machines 
merely  requires  the  derivation  of  the  expressions  for  T,  V,  and  W. 

18  The  kinetic  energy  of  a  system  is  the  siun  of  the  kinetic 
energies  of  its  constituent  parts  and  thus  we  obtain  for  the  hydraulic 
machine,  Fig.  1 : 

For  the  load  A,  mi  =  mass  and  vi  =  impressed  velocity,  hence 
kinetic  energy  =  i  miVi^  ft-lb. 

For  sheave  JB,  mt  =  reduced  mass  and  Vi  =  velocity  impressed 
thereon,  hence  kinetic  energy  =  i  mtVi^  ft-lb. 

For  sheave  C,  total  kinetic  energy  =  kinetic  energy  due  to 
rotation  at  the  circumferential  speed  vs  plus  kinetic  energy 
due  to  translation  at  the  piston  speed  va.  The  speed  vt 
is  impressed  on  it^  reduced  mass  ms,  and  v^  on  its  mass  in 
the  ordinary  sense,  ms',  hence  the  kinetic  energy  = 
(i  mzvt^  +  i  nizW)  ft-lb. 

For  the  piston  and  piston  rod,  ttia  =  mass  and  v^  =  impressed 
velocity,  hence  kinetic  energy  =  J  iuaVa^  ft-lb. 

Sunmiing  up  the  above  quantities,  we  obtain 

r  =  i  \mivi^  +  m^v^  +  mzv^  +  (ma'  -^m^v^X [2] 

19  The  potential  energy  Y  has  its  seat  in  the  elastic  members  of 
the  system  and  is  the  work  necessary  to  bring  about  the  elongations 
which  the  ropes  ofc,  cd  and  ej  suffer  at  the  time  t  As  to  the  rope 
fl^,  its  end  6  at  the  time  i  has  moved  the  distance  ^  and  its  end  a  the 
distance  «i.  The  elongation  at  the  time  i  consequently  is  (s2  —  Si)  ft., 
by  virtue  of  which  it  reacts  on  the  load  A  and  the  sheave  B  with  a 
force  Si.  We  have  denoted  by  ax  ft.  the  elongation  which  a  rope  of 
the  free  length  6b  suffers  if  acted  upon  at  its  ends  by  a  force  of  1  lb. 
The  force  Si  necessary  to  bring  about  an  elongation  of  (s2  —  «i)  ft.  is 
therefore  expressed  in  magnitude  and  direction  by 

S,=??_:iiiib [3a] 

20  In  writing  down  equations  similar  to  [3a],  care  should  be 
taken  so  that  whatever  displacements  we  choose  to  give  to  the  points 
^  and  5,  tension  must  always  be  reflected  by  a  positive  value  of  Si 
and  compression  (supposing  we  are  dealing  with  a  member  capable 
of  sustaining  compressive  stresses)  by  a  negative  value. 

21  The  potential  energy  stored  in  the  rope  oh  is  the  work  neces- 
sary to  produce  the  elongation  ^  —  «i,  and  is  equal  to  the  product  of 
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one-half  the  elongation  into  the  force  to  produce  the  elongation. 
Thus,  the  potentitJ  energy  of  the  rope  ab  at  the  time  t  will  be  expressed 

by 

i  (at  -  81)  Siftrlh.; 
or,  substituting  for  Si,  by 

^^^ft-lb ,.I4al 

22  For  the  rope  cd  the  displacement  of  the  end  d  at  the  time  t  is 
(sz  +  84)  ft.,  namely,  the  sum  of  a  displacement  sz  on  account  of  rota- 
tion and  a  displacement  84  due  to  the  translation  of  sheave  C  The 
end  c  has  moved  through  the  distance  8t  and  the  elongation  of  the 
rope  will  be  (ss  +  «4  —  S2)  ft.,  by  virtue  of  which  it  reacts  on  sheaves 
B  and  C  with  a  force  82^  Since  a  rope  of  the  free  length  cd  when 
acted  upon  at  its  ends  by  a  force  of  1  lb.  sustains  an  elongation  of 
Os  ft.,  we  have 

&  =  ^'  +  ^*~^  lb [36] 

whence  the  potential  energy  will  be 

i  (sz  +  84  —  89)  Si  ft-lb. 

or  when  substituting  therein  for  St, 

(«.  +  «4-6,)'ft.^b [4b] 

Zdt 

23  As  to  the  rope  ef,  its  end  e  has  moved  at  the  time  t  through  the 
distance  (sz  —  84)  ft.,  its  end  /  is  stationary,  whence  the  elongation 
will  be  0  —  (ss  —  54)  =  (s4  —  Sz)  ft.  The  force  Sz  with  which  it  reacts 
on  sheave  C  will  be  expressed  by 

Sz^^-^^-^lh [3c) 

az 

and  the  potential  energy  by 

i  («4  -  8z)  Sz  =  ^''~''^'  ft-lb [4c] 

Zaz 

The  potential  energy  of  the  machine  at  the  time  t  is  the  sum  of  the 
potential  energies  of  its  constituent  parts.  Hence,  by  adding  the 
quantities  [4a],  [4b]  and  [4c],  we  obtain 


1  ^  (st  -  8iy    {8z  +  84-  8ty  .  (?4  -  8zy 

2I       ai  (h 


-^\ m 


24    The  external  forces  acting  on  the  hydrauUc  machine,  Fig.  1, 
consist  of  —  mi^,  the  weight  of  the  load  A ;   +  mz'g,  the  weight  of 
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sheave  C;  .+tn4g,  the  weight  of  piston  and  piston  rod;  the  frictional 
forces  -Ft  and  —  Fj;  and  the  motive  force  +P. 

25  In  a  system  the  rate  at  which  work  is  performed  by  the 
external  forces  is  the  sum  of  the  rate  of  work  of  the  individual  forces, 
the  latter  being  the  product  of  the  force  into  the  velocity  of  its  point 
of  application.    Thus,  we  easily  derive 

W  =  -miQiVi  -  FiVi  -  Fzvt  +  {m%g  +  mig  +  P)va [6] 

Substituting  in  [1]  for  T,  V  and  W  from  [2],  [6]  and  [6],  the  energy 
equation  for  the  hydraulic  machine  will  be  expressed  by 

2f      ai  Os  Os 


-X 


0 


..[71 


The  quantities  To  and  Vo  may  be  obtained  from  [2]  and  [6]  by  sub- 
stituting therein  initial  velocities  and  displacements  for  velocities 
wd  displacements  at  the  time  t.  However,  these  quantities  are  of  no 
interest  to  us  and  are  merely  carried  along  since  without  them  [7] 
would  not  be  correct. 

3  RIGID  AND  RELATIVE  MOTION 

26  During  stop  or  start  the  tensions  in  ropes  ob,  cd  and  ef  vary 
from  instant  to  instant.  Considering  in  particular  the  rope  ab,  an 
increase  in  tension  is  accompanied  by  an  increase  in  elongation, 
causing  the  points  a  and  6  to  recede  from  each  other.  If  the  tension 
decreases,  the  rope  contracts  and  points  a  and  6  approach  each  other. 
These  varying  elongations,  however,  are  merely  varying  increments 
in  the  free  length  of  the  rope.  Thus,  the  motion  of  points  a  and  6, 
^tis,  the  motion  of  the  load  A  and  the  circumferential  motion  of 
point  6  on  sheave  B,  consists  of  two  components.  One  of  these  is  a 
motion  —  common  to  both  —  wherein  the  linear  distance  between 

points  a  and  6  remains  unchanged  and  equal  to  the  free  length  of 
rope.    The  second  is  a  motion  superposed  on  the  former  and 

corresponds  to  the  varying  elongations  due  to  the  rope's  elasticity. 

The  same  applies  to  the  motions  of  the  other  machine  parts. 

27  In  problems  of  the  kind  with  which  we  here  are  concerned,  it 
is  simpler  to  determine  the  above  two  components  separately  and  to 
sum  them  up  if  it  is  desired  to  know  the  absolute  motion.  For  dis- 
tinction, the  first-mentioned  component  will  be  called  the  rigid,  and 
the  last-named  the  relative,  motion.    The  rigid  motion  of  a  machine 
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then  is  defined  to  be  the  motion  which  it  would  have  under  the  in- 
fluence of  the  external  forces  if  all  of  its  parts  were  rigid.  Applied 
to  the  hydraulic  machine  of  Fig.  1,  wherein  the  parts  A,  B,  C,  and  D 
ah'eady  have  been  assumed  to  be  rigid,  the  rigid  motion  will  be  its 
motion  if  in  addition  the  ropes  ab,  cd  and  ef  are  non-extensible. 

28  The  relative  motion  of  a  machine  will  be  denned  to  be  the 
motion  of  its  parts  relative  to  the  rigid  motion.  This  component 
corresponds  to  the  deformations  of  those  members  of  a  machine  which 
are  considered  to  be  elastic  and  is  for  our  purposes  the  most  important. 
The  absolute  motion  of  a  machine  part  will  be  the  algebraic  sum  of  its 
rigid  and  relative  motions. 

29  The  object  next  to  engage  our  attention  consists  in  the  deter- 
mination of  the  energy  equations  for  both  the  rigid  and  relative 
motions.    For  this  purpose  we  denote  by: 

ai  and  vi  the  rigid  displacement  and  velocity  respectively  of  the 
load  A 

at  and  Us  the  rigid  circumferential  displacement  and  velocity,  re- 
spectively, of  points  b  and  c  of  sheave  B 

(Ti  and  Us  the  rigid  circumferential  displacement  and  velocity,  re- 
spectively, of  points  d  and  e  of  sheave  C  in  their  rota- 
tion about  Oi 

(Ta  and  Vi  the  rigid  displacement  and  velocity,  respectively,  for  the 
piston  and  the  machine  parts  rigidly  connected  thereto. 

30  If  all  of  the  machine  parts  are  rigid  and  therefore  suffer  no 
deformation,  there  can  of  course  be  no  potential  energy.  The  energy 
equation  for  the  rigid  motion  can  consequently  be  derived  from  [7] 
by  equating  to  zero  all  terms  corresponding  to  the  potential  energy, 
i.e.,  the  terms  having  the  coefficients  ai,  os,  Os,  and  by  replacing  abso- 
lute displacements  and  velocities  in  the  remainder  by  the  correspond- 
ing quantities  in  the  rigid  motion.    This  gives 

=  2  J    { -niigivi  -  Fivt  -  Fzvz  +  {m'g  +  m4(7  +  P)  v^ldt . .  [8] 

Moreover,  if  the  ropes  of  the  hydraulic  machine  in  Fig.  1  are  non- 
extensible,  there  exist  between  the  rigid  displacements  and  velocities 
the  following  relations: 

<7l  =3  <r,  =  <7j  -f  <74  ,  Ui  =  Uj  =  Us  +  U4  )  ,^, 

^8  =  <r4  wsi  =  t;4  ) 

31  By  means  of  the  above  the  energy  equation  for  the  rigid 
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motion  of  the  machine  can  be  expressed  as  a  function  of  the  rigid 
displacement  and  velocity  of  any  one  of  its  parts,  say  of  the  piston. 
Deriving  from  [9] 

ui  =  uj  =  2v4;    ui  =  t;4 

and  substituting  in  [8]  we  obtain 

l< {mi  +  mt)  +  nh  +  nh'  +  mil  V4*  -  2  To 

=  2  J    {P  -  2Fa  -  Fj  -  ^  (2mi  -  m/  -mijUicB.  .[10] 

32  It  will  be  recognized  that  the  expression  between  parentheses 
in  the  left-hand  member  of  [10]  represents  the  aggregate  mass  of  the 
machine  reduced  to  the  piston.  It  is  that  mass  which,  if  concen- 
trated at  the  piston  and  moving  at  the  rigid  piston  velocity  va,  will 
have  the  same  kinetic  energy  as  has  the  machine  in  its  rigid  motion. 
The  expression  between  parentheses  in  the  right-hand  member  of  [10] 
represents  the  force  reduced  to  the  piston.  It  is  that  force  which,  if 
acting  on  the  piston,  would  do  work  at  the  same  rate  as  do  the  actual 
forces  in  the  rigid  motion  of  the  machine. 

33  As  to  the  relative  motion,  we  should,  strictly  speaking,  intro- 
duce new  coordinates  such  as  ei,  e2,  cs,  €4,  to  denote  the  displace- 
ments therein.    The  absolute  displacements  Si,  8%^  8t  and  Sa  being 
the  sum  of  the  rigid  and  relative  displacements,  will  then  be  ex-' 
pressed  by 

«1  =  O"!  +  €1;     82  —  <Ti  +  €2;     Ss  =  <78  +  €8,*     84  =  ^4  +  €4 

Substituting,  however,  for  «i,  «2,  «8,  «4,  in  [3a],  [36]  and  [3c],  and  em- 
ploying the  relations  [9],  we  find 

<^i  =  — - — ,     Oi  = ,      08=  — - — 

Gi  Ot  at 

and  see  that  Si,  S2,  and  Sz  remain  the  same  irrespective  of  their  being 
pressed  in  absolute  or  relative  displacements.  As  in  the  rigid 
motion  the  points  a  and  6,  c  and  d,  e  and  /  (Fig.  1)  are  supposed  to 
be  connected  by  non-extensible  ropes,  there  can  of  course  be  no  elon- 
gations and  therefore  no  stresses  nor  forces  Si,  82,  Sz.  This  is  re- 
fected in  the  above  expressions  for  Si,  &,  Sz  by  the  vanishing  therein 
of  the  rigid  displacements. 

34  Less  evident  is  the  fact  that  the  energy  equation  for  the 
relative  motion  is  the  same  as  [7],  if  we  replace  therein  the  absolute 
by  the  corresponding  relative  velocities  and  displacements.  Proof 
for  this  statement  can  be  given  in  the  same  manner  as  the  demon- 
stration in  handbooks  on  djmamics,  that  the  general  energy  equa- 
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tion  [1]  applies  in  the  same  form  to  the  absolute  motion  as  well  as 
to  the  motion  of  the  system  relative  to  the  motion  of  its  center  of 
gravity.  Thus  [7]  will  be  at  once  the  energy  equation  for  the  rela- 
tive motion  by  merely  interpreting  the  notations  Si,  st,  8z,  84,  and  vi, 
v%,  Vi,  va  to  have  reference  thereto,  and  no  separate  system  of  co- 
ordinates is  needed.  Wherever  in  the  following  paragraphs  these  nota- 
tions are  used,  it  will  be  sufficient  to  mention  whether  they  have 
reference  to  the  absolute  or  to  the  relative  motion. 

35  The  reader  no  doubt  will  have  observed  that  the  deductions 
of  this  article  are  true  only  when  the  external  forces  engaging  the 
system  are  independent  of  the  motion  of  the  machine  part  on  which 
they  act.  In  other  words,  the  external  forces  must  either  be  con- 
stant or  expUcit  functions  of  the  time. 

4  NORMAL  COORDINATES  AND  CONSTANTS  AND  THEIR 

DETERMINATION 

• 

36  According  to  the  theory  of  normal  coordinates,  each  relative 
displacement  will  be  the  sum  of  a  certain  number  of  normal  displace- 
ments, each  normal  displacement  being  the  product  of  a  normal 
constant  into  a  normal  coordinate.  Thus,  the  relative  displacements 
81,  8t,  8s,  8a  expressed  in  normal  coordinates  will  appear  in  the  form 

81  =  Uia<t>a  +  Ui606  +  Uic4>e  +  Uidft>d  + 

82  =  Uia4>a  +  Uit^b  +  U2c4>e  +  Uu(t>d  + 

«8  =  lha<l>a  +  Udb4>b  +  tiSc^c  +  WM*d  + 

«4  =  U4d*a  +  U4tKh  +  UAc4>e  +  U4«l0d  + 

The  relative  displacement  ^a,  for  instance,  is  the  sum  of  the  normal 
displacements  Ui^^a,  U4b0b,  U4«0e,  etc.,  of  which  there  will  be  as  many 
as  there  are  normal  coordinates;  Uao,  U4b,  Uao  being  the  normal  con- 
stants and  0A,  ^,  0e  the  normal  coordinates.  In  the  hydraulic 
machine,  Fig.  1,  we  have  the  relative  displacements  81,  si,  8|,  and  94. 
The  number  of  normal  coordinates,  as  the  calculation  will  automati- 
cally show,  is  three,  and  therefore  each  relative  displacement  will  be 
the  sum  of  three  normal  displacements,  whence 


81  =  Uia0a  +  UiMfc  +  Uu0o 
8%  =  Uu4>a  +  Utt0&  +  Uidf^c 
8z  =  Uza<l>m  +  Ihb^  +  Uu4>c 
8a  =  U4a<l>a  +  U4h4>b  +  Uit4>c 


[11a] 


.  37    The  ab8olitte  displacements,  as  already  stated,  are  the  sums  of 
the  rigid  and  relative  displacements.    Thus,  to  obtain  the  abadvU 
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displacements  we  merely  have  to  add  the  corresponding  rigid  dis- 
placements to  the  right-hand  members  of  Equations  [lla],  whence 


«l  =  lha<l>a  +  iWft  +  UU(t>c  +  <r% 


[116] 


It  will  be  noted  that  the  notations  here  employed  are  such  that  in  the 
equation  for  any  given  displacement  the  normal  constants  as  wdl  as 
the  displacement  carry  the  same  niunerical  subscript.  ThuS|  in  the  eit- 
pression  for  the  displacement  8^,  all  normal  constants  hav«  the  niuneri- 
cal subscript  4.  While  apparently  the  calculation  of  the  relative  dis- 
placements according  to  [lla]  or  of  the  absolvie  displacements  ac- 
cording to  [116];  requires  the  determination  of  12  normal  constants 
u  and  three  normal  codrdinates  <t>,  our  labors  will  be  considerably 
shortened  by  making  use  of  some  properties  of  normal  codrdinates. 

38  One  of  these  properties  is  that  all  normal  constants  having 
the  same  numerical  subscript,  e.g.,  the  normal  constants  Uia,  U4b,  Uu,  are 
all  functions  of  one  and  the  same  kind  but  of  different  parameters  pa, 
Vh  V*'  If  I  therefore,  we  succeed  in  determining  the  equation  for  a 
S^eral  normal  constant  U4  as  a  function  of  a  general  parameter  p,  we 
shall  at  once  be  able  to  write  down  the  expressions  for  the  normal  con- 
stants Uia,  U4b,  Uie  by  substitutiug  Pa,  Pb,  Pe,  respcctivcly,  for  p.  The 
normal  constants  Uta,  U4b,  Uie,  then,  will  be  the  constants  of  the  general 
type  U4  but  corresponding  to  the  parameters  pa,  Pb,  Pe,  respectively. 

39  The  same  applies  to  the  other  normal  constants,  and  thus  the 
object  is  to  determine  four  general  normal  constants  ui,  Us,  tis,  U4,  as  a 
Action  of  a  general  parameter  p,  such  that  substitution  therein  of  pa 
for  p gives  the  normal  constants  Uia,  u^a,  uu,  u^a]  of  Ph  for  p,  the  normal 
constants  Ui^,  u^,  tisb,  U4b)  and  of  pc  for  p,  the  normal  constants  Uu, 

U|e,  Uie,  U4e. 

40  Suppose  for  the  moment  that  we  have  succeeded  in  deter- 
ii^ining  the  general  normal  constant  U4  as  a  function  of  the  general 
parameter  p,  such  that 

U4=/(p) [12a] 

According  to  the  above,  then 

U4a  =  /(Po);       W46  =  /(Pft);       U4C  =  /(P«) [126] 

Evidently,  to  derive  Equations  [126]  from  [12a]  we  merely  have 
added  the  subscripts  a,  6  and  c,  respectively.    Thus,  the  foregoing  is 
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capable  of  the  following  much  broader  interpretation:  If/ namely,  by 
definition  the  subscripts  a,  b,  c,  added  to  the  general  parameter  p  indi- 
cate the  actual  parameters  of  the  system,  any  quantity  or  any  equa- 
tion between  quantities  referred  to  the  general  parameter  p,  will  at 
once  correspond  to  the  parameters  pa,  Ph,  Pe  by  the  addition  thereto 
of  the  subscripts  a,  6,  c,  respectively. 

41  The  above  also  appUes  to  the  normal  coordinates  (l>a,  <l>b,  0ci 
which  are  functions  of  one  and  the  same  type  of  the  time  but  of 
different  parameters  pa,  Pbt  Pc  Thus  again  the  object  is  to  derive  the 
equation  for  a  single  general  normal  coordinate  0  as  a  function  of  the 
time  and  of  quantities  referred  to  the  general  parameter  p,  from  which 
the  actual  normal  codrdinates  of  the  system  may  be  obtained  in  the 
simple  manner  explained  above. 

42  The  relative  velocities  of  the  system  are  obtained  by  differen- 
tiation in  respect  to  time  of  the  Equations  [11a].  Since  in  the  right- 
hand  members  thereof  0a,  <hf  4>e  are  the  only  functions  of  the  time,  we 
have 


I'l  =  -37  =  Wl 


1^2  =  -jT  =  Wja 


Vz  = 


Va  = 


dsi 
dt 

dBt 

dt 
dss 
dt 
dsj 
dt 


d^ 
"  dt 

d^c 


=  tha 


=  U4« 


dt 

d4>e 
dt 

d^ 
dt 


dt 


dt 
d4>i 


+  ^-^  +  ^  dt 
d4n>  ,        d<t>t 


[13a] 


43    The  absoluie  velocities  are  obtained  by  adding  the  rigid  veloci- 
ties to  the  right-hand  members  of  [13a],  whence 

diffa  ,        d(ln>  ,        d(l>c  . 


Vt  =  Uia 


Vz  =  Usa 


d^ 
dt 

d^ 
dt 

d^ 
dt 


d4>i 


d4>. 


+  w»-5r  +  W2c-5r  +  i^ 


dt 

+  U36  -^  +  Us 


dt 

d^ 
dt 


+  vz 


.'a    ,  d<t>b    ,  d4l>e    , 

Va  =  UAa-3r+t^-3T+UAe-yr  +  VA 


dt 


dt 


[186] 


44  To  obtain  the  expressions  for  the  general  normal  constants  Ui, 
Ug,  Uz,  Ua,  and  for  the  general  normal  codrdinate  0,  we  apply  another 
property  of  normal  coordinates,  according  to  which  the  general  energy 
equation  of  the  relative  motion  is  satisfied  when  replacing  therein 


F.   HTMANS  169 

quantities  referred  to  Cartesian  codrdinates  by  the  con-esponding 
quantity  pertaining  to  any  one  of  the  normal  coordinates. 

45  Thus,  Equation  [7],  which,  as  we  have  seen,  is  also  the  energy 
equation  for  the  relative  motion  must  be  satisfied  when  replacing 
therein  the  relative  Cartesian  displacements  Si,  St,  Si,  Sa,  by  the  gen- 
eral normal  displacements  Ui<t>f  v^j  v^,  U4iil>.    Placing  therefore 

«i  =  Ui0,    Si  =  iia4>,    Si  =  ti«0,    Sa  =  U40 [13c] 

from  which  by  differentiation  in  respect  to  time  we  derive 

and  substituting  in  [7],  we  obtain 

i  uihni  +  ufyn  +  uzhm  +  u**  (m,'  +  mO  j  (^Y  -  2  To 

^   S(Ul-Uiy  ^  (Uz  +  Ua-  tig)'  _^  (Ua  -  Uj)*)   .2  _  2  Fo 

}       ai  Os  (h       )  ^ 

=  2  J    {lAiP  — tiiFi  —  UsFs-gf  (uimi  —  tAims'- 1*4^4)  {^  (ft 

46    To  integrate  this  equation,  we  first  differentiate  in  respect  to 
time.    The  constants  To  and  Fo  vanish  and  we  have 

2  \uihni  +  uthnt  +  u^hnz  +  u^ {mi  +  ^*) J  ^  "^ 


+  ^^        a,        + -^ '^-~ci^ rd/ 


. .  [14] 


We  divide  both  members  of  the  above  equation  by  2  d4/di  and  place 

Ui*mi  +  ufmi  +  U!?mi  +  U4*  (ms'  +  mi)  =  a [15a] 

{Ut  -  Ul)'  (lis  +  ti4  -  tia)'     ,     (Uj  -  Us)'  ^  Q  rjjjj, 

ai  02  as  ' 

{U%  -  Ui)'         (U3  +  U4  -  Ug)'    .     (tl4  -  y^y 

^  =  p2  = 21 2J 2» ri6ci 

a      ^        UiVni  +  1^2*^2  +  u^i  +  U4'  (mj'  +  mi) 

uaP  —  UgFi  —  ugFi  —  ^  (wimi  —  UAmz  —  W4m4)  =  Q [IM] 

whence,  by  substitution  in  [14]  we  obtain 

§+"*-? • i"i 

47    The  expressions  for  the  general  normal  constants  as  a  function 
of  the  general  parameter  p  are  determined  from  certain  relations  which 


17Q        STRESSES  IN  MACHINES  WHEN  STARTING  OR  STOPPING 

exist  amongst  them.  These  relations;  the  writer  foimd,  can  be  ob- 
tained from  [16c]  by  the  simple  process  o£  differentiation.  Writing 
[16c]  in  the  form 

p*  {ui^i  +  ih^mi  +  Ui^ms  +  v^  {m%  +  roA) \ 

^  (ih  -  Ui)'      (u»  +  Ua-  UiY      (Uj  -  UiY 

0,1  Of  di 

the  above  relations  are  found  by  successively  taking  the  partial  de- 
rivatives in  respect  to  wi,  t«2,  Ws,  U4.    This  gives 

p^wimi  =  -  — — — [17ol 

p»^^  =  !^-»'  +  ^-»» [17JJ 

p»»^m,  =  "'  +  ^-"*-^^ [17c] 

pH«.>,'  +  mO  =  ^  +  ^-^^^L=J^ [17d] 

Of  Os 

48  Instead  of  operating  directly  with  these  equations,  it  is  always 
possible  and  time-saving  to  slightly  modify  some  of  them.  In  the 
present  case  we  shall  derive  from  them  a  new  set  of  equations  in  the 
manner  indicated  below: 

jhimi  = ^ [18a],  same  as  [17a] 

ai 

p» (U2W,  +  umz)  =  ^^-^^^^'  -  ^^^— ^ . .  [186],by adding[176] and  [17c] 

ai  dz 

-  p*  { uim,  -  u«  (»»s' + ffii)  i  =  2  ^^^^^  [18c],  subtracting  [17c]  from  [17d] 

dZ 

•     pH««(OT/  +  m«)  =  "'"'""*~"'  +  ^^^^^^...[18d],8ameaa[17d] 

Oj  as 

49  Apparently  we  have  here  four  algebraic  equations  between 
thtf  five  unknowns  Wi,  M2,  its,  W4,  and  p^.  Dividing,  however,  each  of 
these  equations  by  Ui,  for  instance,  it  will  be  seen  that  in  reality  we 
have  four  equations  between  p*  and  the  proportions  M2/W1,  Ut/wi,  Ui/ui. 
Since  clearly  it  is  possible  only  to  determine  the  proportions  of  three 
of  the  general  normal  constants  to  a  fourth  one,  we  conclude  that  one 
of  them  is  arbitrary  and  may  be  placed  equal  to  unity.  Placing  in 
Equations  [18]  Ui  =  1  and  rearranging,  we  have 

H!=_p.^,  +  i [i9„j 


•  „ 
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[phni  -  -W  -  <p*  (wa'  +mi)  -  "(  ^^  =  0 [19c] 

Coosidering  in  [19a],  [19b]  and  [19c]  the  general  normal  constants  tis, 
Ut,  U4  as  the  unknowns  and  solving,  we  obtain 

(I  _  ^)  s  J.  („, + ^)  _  p.„,^ 

-rri — — '—, "^i 

—  <  —  —  (ms  +  ms'  +  m4)+  /Ana  (m^  +  m^  ^ 
)      -  j^(rm'  +  mO  [  <--  (mi  +  mj)  -  phnimgi 

"•=TT-i ^^^^ r  ••^«*J 

—  j  -  ^^  (ma  +  ma'  +  mj)  +  phn^  {mz  +  rriA)  J 

Uj  =  1  —  aip^i [20c] 

Furtti^r^  as  .already  mentioned, 

ui  =  1 [20d] 

^     Substituting  for  112,  M3,  M4  from  Equations  [20]  in  [19d],  we 
obtaixi 

"  I  IT  +  r- I'^i^  (^3  +  ma'  +m4)  +  —  ma  (ma'  +  m4)  (mi  +  m^) 

+  —  mima  (ma'  +  m4)  [  p*  +  <— -  mi  (4  ma  +  ma  +  ma'  +  m4) 
Os  )  ( OaOa 

+  -(—  +  --)  (mi  +  ma)  (m3  +  m3'+  m4)  +  —-ma  (ma'H-  m4)>  p* 
aiVOi      Oa/  aiOj  ) 

"■  TTT  (4  mi  +  4  mt  +  ma  +  ma'  +  m4)  =  0 [21] 

aiOaOt 

Ttis  is  the  so-caUed  characteristic  equation  of  the  system  here  under 
consideration.  The  name  is  derived  from  the  fact  that  each  of  the  pos- 
itive roots  of  this  equation  will  be  a  parameter  of  the  system.  In 
the  present  case  [21]  is  of  the  third  degree  in  respect  to  p*.  The  co- 
efficients being  alternately  positive  and  negative  (as  is  always  the 
case),  the  three  roots  p*  will  all  be  positive.  There  consequently  will 
be  tliree  positive  roots  p,  which  are  designated,  beginning  with  the 
smaUest,  by  paj  Pb,  Pc,  and  these  are  the  parameters  of  the  S3rstem  with 
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which  we  here  are  concerned.  Since  there  is  a  normal  codrdinate  to 
each  parameter,  the  number  of  positive  roots  of  the  characteristic 
equation  automatically  indicates  the  number  of  normal  codrdinates. 
As  a  rule  there  will  be  as  many  as  there  are  parts  in  the  machine  con- 
sidered to  be  elastic. 

51  An  examination  of  Equations  [20]  and  [21]  wiU  show  that  the 
numerical  values  of  the  normal  constants  and  of  the  parameters  of  the 
system  depend  not  only  on  the  inertia  of  the  rigid  parts  and  on  the 
elasticity  of  the  elastic  parts  of  the  machine,  but  also  on  their  position 
in  the  system.  That  is  to  say,  other  values  occur  when,  for  instance, 
exchanging  mi  and  mz  or  ai  and  as. 

52  From  Equations  [18]  another  interesting  equation  may  be 
derived,  which  is  also  useful  as  a  check  on  the  calculation  of  the  nor- 
mal constants.  Adding  [18a],  [18&]  and  [18c]  after  first  multiplying 
the  two  first  named  by  2,  we  obtain 

2  Uimi  +  2  v^nii  +  Utma  +  W4  (mj'  +  mO  =  0 [22a] 

The  interpretation  of  this  equation  becomes  clear  upon  multiplying 
its  members  by  0,  whence 

2  Wimi0  +  2  tijmj^  +  ihtnz^  +  Ui  {nii  +  wi*)  0  =  0 

and  from  which  on  account  of  Equations  [13c],  we  derive 

2  mi  «i  +  2  ma  «2  +  ma  «8  +  (mj'  +  ^4)  «4  =  0 [22b] 

53  In  this  equation  si,  8%,  Szy  8a  are  of  course  relative  displacements, 
and  it  expresses  the  fact  that  in  the  relative  motion  of  the  machine 
the  center  of  gravity  is  not  disturbed. 

54  The  next  object  to  engage  our  attention  consists  in  the 
determination  of  the  general  normal  coordinate  0.  This  follows  at 
once  by  integrating  [16],  of  which  the  general  solution  is 

.      /d0\  sin  pi  ,    ..  . 

H <  sin  pi  /    Qcospidi  —  cospi  /    Qsinpidij .  .[23] 

This  is  the  general  equation  for  the  general  normal  coordinate  for 
any  machine.  Therein  (d^/dOo  and  (<^)o  denote  the  values  of  d^Jdi 
and  0  at  the  time  i  =  0.  These  are  constants  of  the  integration,  the 
former  depending  on  the  initial  velocities  and  the  latter  on  the  initial 
displacements  of  the  machine  parts.    They  are  expressed  as  follows: 
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(i)  ^  a  ^^^^^  ^^^^^  "^  ^^  ^^^^  "^  ^'^  («'8)o+  (wj'+  mO  W4(t;4)o}  .  [24a] 
(*)•  =  -  { miUi  («i)o  +  muh  («2)o  +  niiUi  (8t)o  +  {jrii  +  mO  U4(«0o } . .  [246] 

55  In  the  above  it  is  immaterial  whether  (81)0,  (^)o,  (83)0)  etc., 
^<i  (<^i)oy  C^)o)  (t^8)oy  otc.,  are  absolute  or  relative  displacements  and 
vdocities.  In  connection  with  problems  of  engineering  it  is  simpler, 
however,  to  express  (0)0  in  fimction  of  the  forces  (Si)o,  (S2)o,  (S8)o, 
with  which  at  the  time  ^  —  Q  the  elastic  machine  members  (here  the 
ropes  06,  cdf,  ef)  react  on  the  rigid  machine  parts  which  they  connect. 
According  to  the  writer's  investigation  it  was  foimd  that 

Wo-  — ,  { (u«  -  ui)  (Si)o  +  (u,  +  U4  -  U2)  (S2)o  +  (U4  -  u,)  (S,)o {  •  •  [24c] 
op* 

56  In  Equations  [24a],  [24b]  and  [24c]  the  expressions  between 
parentheses  apply  only  to  the  hydraulic  machine,  Fig.  1.    They  are, 
however,  alwajrs  easy  to  write  down  for  any  other  machine.    For, 
^ving  derived  for  that  machine  the  equations  [16a],  the  expression 
hetween  parentheses  of  [24a]  can  be  obtained  therefrom  by  multi- 
Paying  the  first  term  by  (vOo/wi,  the  second  term  by  (v2)o/ihi  the  third 
^^nn  by  (vz)o/ui,  etc.    Similarly,  the  expression  between  parentheses 
^^  [24c]  can  be  obtained  from  [16b]  by  employing  the  first  powers  of 
^*ch  of  its  terms,  after  which  the  first  is  multiplied  by  ai  (Si)o,  the 
^f<^nd  by  ot  (Si)o,  the  third  by  az  (Sz)oi  etc.    The  mathematical  de- 
'^'^ation  of  Equations  [24a],  [24b]  and  [24c]  is  omitted,  as  it  would 
'^nire  a  more  detailed  exposition  of  the  theory  of  normal  coordinates 
*'han  for  which  there  is  opportunity  here. 

57  Returning  to  Equation  [23],  it  will  be  seen  that  the  determina- 
T^oix  of  4>  depends  on  our  ability  to  solve  two  definite  integrals,  which 
^^  turn  requires  the  knowledge  of  the  quantity  Q  as  a  fimction  of  the 
^^ixxe.  0,  however  (see  [16d]),  is  a  function  of  the  external  forces 
Acting  on  the  machine,  of  which  in  general  all  except  the  motive 
^orce  P  are  constant  or  practically  so.  Thus  it  is  clear  that  we  can- 
^^t  determine  4>  unless  that  we  know  the  motive  force  as  a  function 
^^  the  time. 

58  This,  however,  is  only  possible  with  existing  machines,  where 
^  Si*&ph  showing  for  each  instant  the  corresponding  value  of  the 
Motive  force  may  be  obtained  experimentally.  Evidently  such  a 
S*Uph  is  all  that  is  required.  For,  from  this  we  can  derive  a  graph 
^^  Q  relative  to  time,  with  which  in  turn  we  can  lay  out  two  cmrves 
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with  times  as  absciss®  and  the  corresponding  values  of  Q  sin  p^  and 
Q  COS  p^,  respectively,  as  ordinates.  The  definite  integrals  /   Q  mi  ptdi 

and  /  Qcosp^cU  in  [23]  then  represent  areas  of  the  above  curves 

comprised  between  the  ordinates  tor  t  ^^  t  and  ^  =  0,  which  can  be 
obtained  by  use  of  a  planimeter.  Thus  in  existing  machines  it  is 
possible  accurately  to  determine  the  normal  coordinates  of  the  sys- 
tem and  to  derive  from  them  accurately  the  values  of  the  internal 
forces  Si,  S%,  and  Sz. 

59  In  the  majority  of  cases  the  problem  concerns  machines  yet 
to  be  built,  and  while  it  becomes  necessary  to  resort  to  approxima- 
tion methods,  they  can  be  made  as  close  as  the  calculator  desires. 
The  method  here  referred  to  will  be  explained  in  detail  in  Part  5. 
It  is  at  present  sufficient  to  remark  that  we  always  can  select  time 
intervals  so  small  that  no  material  error  will  be  made  by  assuming  the 
motive  force  to  be  constant  during  such  periods.  Thus  we  are  only 
interested  in  deriving  the  expression  for  the  general  normal  coordinate 
for  a  constant  motive  force.  Referring  to  [16d],  it  will  be  seen  that 
with  P  constant,  Q  also  becomes  a  constant,  whence  by  executing 
the  integrations  in  [23]  the  result  can  be  written  in  the  following 
form: 

60  In  our  future  calculations  we  shall  also  have  need  of  the 
expression  for  d<l>/dt,  which  may  be  obtain^  by  differentiating  [26a] 
in  respect  to  time,  whence: 

To  derive  from  [26a]  and  [26b]  the  expressions  for  the  normal  codrdi- 
nate  0a  and  its  derivative  d<l>a/dt,  we  shall  merely  have  to  attach  the 
subscript  a  to  all  quantities  corresponding  to  the  general  parame- 
ter p.  These,  according  to  [16a],  [16b],  [24a]  and  [24c]  are  the  quan- 
tities a,  Q,  ((Ut>/dt)o  and  (0)o.    Hence  we  have 

f  =  [floospj-ji,.).p.-^}^pj [866] 
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wberdn,  by  application  of  the  same  process  to  [16a],  [16&],  [21a]  and 
a.  =  ihJmi  +  Uja*mt  +  Uja^s  +  Uia^  {nh'  +  7714) [26c] 

Qm  =  UiaP  -  thoFt  -  thaFi  -  Q  {Uiatni  -  Uia  (fTh'  +  W4)  }  .  .  (26d] 
/^•\  1 

+  (W  +  mO  t4i«  (v4)o{ [2eB] 

(*«)o  =  -TTi  KWla  -  Mia)  (Si)o  +  (Uja  +  U4a  -  Ula)  (iSj)© 

+  (U4a  -  Uia)  (S,)ol [26/] 

SI      In  the  same  manner  we  find  for  the  normal  codrdinate  <f^ 
*nd  its  derivative  d<h/dt: 

^-(f\co8p^-j(«.)oP»-^J8inp»t [276] 

Oh  =  Ui»*mi  +  u»hnt  +  u^m%  +  U46*  (W  +  ^4) [27c] 

<^  =  U4»P  -  UtJPt  -  UjfcFi  -  ff  {uikmi  -  U46(W  +  ^4)} . .  [27d] 

li^^       I 

^"g^  1  -  —  {miUi6l(»i)o  +  WjUn  (vi)o  +  mtUnb  ivz)o 

+  (W  +m4)u46(t;4)o{ [27c] 

^**)o  "^  ■":::i  Km»  -  un)  (SOo  +  (u»  +  M46  -  ii»)  (S2)o 

+  (U4»  -  lift)  (S,)ol [27/] 

^2  Similarly  we  can  derive  the  expressions  for  the  normal  co- 
ordmate  ^«.  The  same  is,  however,  exceedingly  small  and  may  be 
i^^tlected.  As  a  matter  of  fact,  in  all  calculations  of  the  kind  with 
whieh  we  here  are  concerned  it  is  more  than  sufficient  for  practical 
purposes  to  operate  with  the  two  normal  coordinates  only,  corre- 
sponding to  the  two  lower  roots  of  the  characteristic  equation  [21]. 
63  An  inspection  of  [26a]  and  [27a]  will  show  that  the  angular 
Actions  therein  indicate  that  we  have  to  deal  with  vibrations  of 
different  frequencies.  In  the  present  case  (see  [11a])  a  relative 
displacement  will  be  the  simi  of  the  products  of  three  normal  co- 
ordinates into  a  constant.  Thus  each  relative  displacement  will  be 
the  superposition  of  three  vibrations  with  frequencies  corresponding 
to  the  three  parameters  of  the  system  p«,  ph,  Pc.  Denoting  the  fre- 
quendes  by  /«,  fb,  fc,  in  cycles  per  second,  we  evidently  have 
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The  neglecting,  of  the  coordinate  4>e  is  equivalent  to  the  omission  ol 
the  vibrations  corresponding  to  the  parameter  pe,  i.e.,  the  vibration 
of  the  highest  frequency.  This  is  justified,  not  only  because  of  the 
very  small  numerical  value  of  4>e,  but  also  on  account  of  the  fact  tha 
vibrations  of  high  frequency  very  soon  vanish  by  damping. 

6    NUMERICAL  EXAMPLE 

64  The  data  for  the  hydrauUc  machine,  Fig.  1,  are  as  follows: 

mig   B  weight  of  load  A  —  58,000  lb. 

mi     =  mass  of  load  A  -  58,000/32.16  =  1,800 

nh     »  mass  of  sheave  B  reduced  to  radius  Ot6  =  170 

fiH'g  »  weight  of  sheave  C  »  5,400  lb. 

mt     »  mass  of  sheave  C  =>  168 

rrit     B  mass  of  sheave  C  reduced  to  raHius  0^  »  80 

tniQ   a  weight  of  piston  plus  piston  rod  «  9,075  lb. 

rm     B  mass  of  piston  and  piston  rod  =*  282 

At  the  time  t  »  0,  the  free  length  of  each  of  the  ropes  ab,  cd,  and  e/  was  67  ft. , 

0  in.,  each  consisting  of  four  IJ-in.  single  steel  ropes,  whence 
ai  B  ot  «  Of  =  elongation  for  a  load  of  1  lb.  »  1/300,000  ft. 
Ft     a  friction  of  sheave  B  measured  at  radius  OJb  »  3,000  lb. 
Ft     a  friction  of  sheave  C  measured  at  radius  Oni  »  3,300  lb. 
The  frictions — as  already  agreed  upon  —  will  be  considered  constant  for  the 
entire  duration  of  the  start  and  acting  in  the  direction  shown  in  Fig.  1, 
whence 
(iSi)o  —  force  at  time  <  »  0  with  which  rope  ab  reacts  on  load  A  and  sheave 

B  =  58,000  lb. 
(Si)o  s  force  at  time  (  »  0  with  which  rope  cd  reacts  on  sheaves  B  and  C  ■> 

58,000  +  Fi  =  61,000  lb. 
(iSi)o  »  force  at  time  t  »  0  with  which  rope  e/  reacts  on  sheave  C  and  the 

hitch  at/  =  61,000  +  F«  =  64,300  lb, 

65  All  calculations  will  be  made  by  slide  rule.    Substituting  for 
mi,  m2,  .   .    . ,  ai,  os,  as,  in  the  characteristic  equation  [21],  we  obtain: 

p«  -  1.255  X  10*p*  +  3.52  X  Wp^  -  2.064  X  lO^"  =  0 

This  equation  is  solved  for  p^  by  one  of  the  known  methods  for  the 
solution  of  cubic  equations  or  by  trial,  whence  the  three  roots  will  be 

Pa^  =  800;    pi?  =  2,920;    pc^  =  8,830 

As  the  parameters  pa,  Ph,  Pe  are  the  positive  roots  of  the  above,  we 

have 

Pa  =  28.28;    P6  ==  54;    p^  =  94 

Substituting  for  ai,  Os,  as,  mi,  ms,  etc.,  in  Equations  [20],  we  obtain 
for  the  general  normal  constants: 

^  (6  X  10^  -  80  p2)  (5.91  X  10«  -  3.06  X  W  p^         ,       , 
^  3  X  i0'(-i:59  X  10«  +  3.6  X  10*^)  •  •  -i^w^J 
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^  (6  X  10»  -  450  p»)  (5.91  X  1^  ^3.06  X  10»p*) 
"*              3X  10»(- 1.59  X  10»  + 3.6  XlO«p*) 
uj  =  1  -  6  X  10-»p* 

Ui  =  1 


.[286] 

..[28c] 
.[28d] 

66   The  normal  constants  Uia,  iha,  Uiaf  tiia;  corresponding  to  the 

are  derived  from 


by  substituting 
Pa  =  28.28  for  p,  whence 


parameter  pa  —  as  akeady  previously  explained 
the  above  in  the  manner  indicated  below:    ' 

Uia  from  [28a] 
Uia  from  [286] 
Us.  from  [28c] 
Uia  from  [28d] 

and  similarly, 

U  from  [28a] 
Utt  from  [286] 
u»  from  [28c] 


by  substituting 
P5  =  54  for  p,  whence 


Uia  =  -4.83 
iha  =  -2.12 
Uta  =  -3.8 

Uin  =  +1 


ti46  =  +6.86 

ti36  =  - 13.33 

U2b=  - 16.52 

Uib  =  +1 


ttu  from  [28d] 

Owing  to  the  neglecting  of  the  coordinate  0c,  the  calculation  of  the 
nomial  constants  Ui<,  ihe,  the,  ike,  will  not  be  required. 

67  For  a  check  on  the  above  calculations  we  employ  [22a]. 
This  equation  coiresponds  in  the  same  form  to  the  normal  constants 
corresponding  to  the  parameters  pa  and  pb,  and  according  to  the  fore- 
going we  will  have 

2  Uiatni  +  2  v^nii  +  t^ms  +  Uia  {mz  +  m^  =  0 
2  Uibtni  +  2  Utbirii  +  thbirh  +  U4b  {rni  +  rn^  =  0 

68  With  the  numerical  values  of  the  several  normal  constants 
laiown,  we  derive  from  [26c],  [26d],  [27c]  and  [27d]: 


a.  =  +15,100 

Q.=  -4.83P- 109,400 


[30a]; 


06  =  +83,500 


[30&] 


Q5=  +6.85  P  + 133,200 

We  are  now  ready  to  determine  the  normal  coordinates  0o  and  <f>h, 
and  shall  make  use  thereby  of  the  so-called  motor  characteristics. 
In  order  not  to  confine  ourselves  to  the  hydraulic  machine.  Fig.  1, 
we  shall  in  general  define  the  motor  to  be  that  machine  part  which 
15  the  seat  of  the  motive  force,  irrespective  of  whether  the  latter  is 
due  to  hydrauUc,  electric  or  steam  pressure.  As  is  known,  the  force 
or  torque  exerted  by  these  motors  varies  with  the  motor  speed, 
although  the  manner  in  which  these  variations  take  place  is  generally 
too  complex  to  be  adequately  expressed  in  a  mathematical  formula. 
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Fortunately  the  latter  is  not  necessary  for  our  purposes,  sinoe  it  is 
always  possible  from  test  data  to  derive  a  graph  showing  the  variation 
of  the  motive  force  with  the  motor  speed.  In  particular,  with  some 
types  of  electric  motors  such  a  graph  is  easily  obtainable  from  shop 
tests  with  the  motor  alone. 

69  In  the  present  case  the  motor  characteristics  will  be  the  per- 
formance of  the  piston  alone  when  operating  in  the  cylinder  under  the 
given  conditions  as  to  size  of  piping,  operating  valve,  and  water- 
pressure  delivered  by  the  pumps.  It  is  represented  in  Ilg.  2  and 
shows  the  net  force  P  whidh  the  piston  rod  is  capable  of  exerting  at 
various  piston  speeds.  In  the  complete  machine  the  graph  Fig.  2 
wiU  of  course  represent  the  relation  between  the  absolute  piston  speed 
and  the  motive  force  P. 

70  Obviously  we  can  always  divide  the  starting  period  in  inter- 
vals of  so  small  duration  that  during  such  intervals  the  motive  force 
may  be  considered  to  be  constant,  without  committing  an  appre- 
ciable error. 

71  In  explanation  of  the  process  now  to  be  followed,  our  main 
object  of  course  is  the  determination  of  Su  Stf  St,  which,  according  to 
[Sa],  [36]  and  [3c],  requires  the  knowledge  of  the  rdatioe  displacements 
«i9  9i,  9t,  8a-  As  has  been  shown  in  Part  3,  relative  and  absolute  dis- 
placements are  interchangeable  in' the  above-mentioned  equations. 
The  relative  displacements  are  expressed  by  [Ua],  and  equating 
therein  4>e  to  zero, we  obtain 

«4  =   UU*«  +  Uik^ 

Since  we  already  know  the  numerical  values  of  the  various  normal  con- 
stants in  the  above,  our  immediate  requirements  consist  in  the  deter- 
mination of  the  normal  co5rdinates  ^  and  0»,  which  requires  the 
knowledge  of  the  magnitude  of  the  motive  force  for  each  individual 
time  interval  in  which  the  start  is  to  be  subdivided.  Evidently  for 
this  purpose  we  have  to  determine  the  absoliUe  piston  speed  94  at  the 
beginning  of  each  time  interval,  whence  the  corresponding  motive 
force  can  at  once  be  ascertained  from  the  motor  characteristics. 
Fig.  2.  According  to  the  fourth  of  Equations  [136],  equating  therein 
d^c/di  =  0,  the  former  is  expressed  by 

r«  =  ua^^  +  u«''^  +  t.4 [SS] 
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and  lequires  the  determination  of  the  values  of  d^Jdi^  d4b/dt,  and  of 
the  rigid  piston  speed  U4.  In  order  to  obtain  the  latter,  we  differenti- 
ate [10]  in  respect  to  time,  whence 

di;4  ^  P  -  2fi  -  f»  -  g  (2 mi  -  W  -  mi)  ^  P  -  111,000 
di^       4  (mi  +  mj)  +  m»  +  m/  +  m4  8,400 

Int^^ting,  we  have,  since  P  is  constant  for  each  individual  time  in- 
terval, 

T  -  111,000\ 


W4  =   (W4)0  +  f - 


8,400 


t 


[88] 
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wherein  (v^ois  the  initial  rigid  piston  speed.    Applying  now  the  fore- 
going, the  manner  of  procedure  will  be  as  follows: 

72  First  Time  Interval.  The  initial  conditions  are  as  follows: 
The  initial  velocities  (!;i)o,  (wi)o,  Mo,  (^4)0  are  zero,  since  the  machine 
starts  from  rest,  whence  we  find  from  [266]  and  [276] 

(11=0    and     y-^j^ 
The  initial  tensions  (see  data  under  Par.  64)  in  the  ropes  06,  cd  and 


(^'"i  =  0 
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ef  are:  (Si)o  =  58,000;  {S^^  =  61,000;  {Sz)^  =  64,300;  whence,  I 
[26/]  and  [27/], 

(«a)o  =  -0.0533    and    («6)o  =  +0.00367 

These  are  the  values  of  the  normal  codrdinates  0a  and  0^  at  the  tii 
^  =  0.  In  Figs.  1, 3  and  4  they  are  laid  off  as  ordinates  against  tin: 
as  absciss®. 

73    In  addition  we  obtain  for  zero  piston  speed  from  Fig.  2,  P 
163,000  lb.,  which  will  be  constant  for  the  duration  of  this  time  int 
val.    Applying  further  [30a]  and  [30&],  we  have 

Qa  =  -8.97  X  W,    whence     -^  -  -2.1 

OaVa 


Q6  =  +1.249  X  10«,    whence    -^^  =  +0.23. 

OtbPb 


-aOKh 
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74    Finally,  applying  [26a],  [266],  [27a]  and  [276],  we  obtain 

_  -2.1  +  (-  0.0533  X  28.28+  2.1)  cos  28.28 < 
*"  "  "  "28.28 

d4>i 


dt 

d^ 
dt 


=  -  (-  0.0633  X  28.28  +  2.1)  sin  28.28 1 

+0.23  +  (+0.00367  X  54  -  0.23)  cos  54 1 

54 

=  -  (+  0.00367  X  54  -  0.23)  sin  54  L 


75    Taking  the  duration  of  the  first  time  interval  at  ^  =  O.C 

seconds,  we  have 

«o«o.     '«ooo      AAAtr     J-          28.28X0.005X180°      qo«, 
28.28 1  =,28.28  X, 0.005  radian  = =»  8*^6' 


54  <]=  54  X  0.005  radian  = 


54  X  0.005  X  180' 


=  15°  30', 
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wll6IlC6 

sin  28.28 1  ^  Q.141;    cos  28.28 1  =  0.99 
sin  54  e  »  0.267;  cos  54  ^  »  0.964 

Substituting  in  the  above,  we  obtain  for  the  end  of  the  first  time  in- 
terval: 

«a  =  -0.0535;   ^  =  -0.0835;   4>b  =  0.00372;    ^  =  0.021 

Por  P  =  163,000,  (u)o  =  0  and  t  =  0.005,  we  obtain  from  [33]  for 
the  rigid  piston  speed  at  the  end  of  the  first  time  interval:  ua  =  0.031 
ft.  per  sec,  whence  by  [32]  the  absolute  piston  speed  will  be 

V4  =  4.83  X  0.0835  +  6.85  X  0.021  +  0.031  =  0.578  ft.  per  sec. 
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The  values  of  0a,  <fc,  and  Va  at  the  end  of  the  first  time  interval  are 
laid  ofif  in  Figs.  3,  4  and  9,  respectively. 

76  Second  Time  Interval.  Evidently  the  values  of  4>a,  d^/dty 
'^,  d4n,/dtj  U4,  and  va  at  the  end  of  the  first  time  interval  are  the 
initial  values  for  the  second.    Thus  the  initial  conditions  are 

(*a)o  =  -0.0535;  {^  =  -0.0835;  («6)o  =  0.00372;  (^)  =  0.021 

(uOo  =  0.031.     (vOo  ==  0.578. 

The  motive  force  corresponding  to  an  abaolvie  piston  speed  Va  =■ 
0.578  ft.  per  sec,  according  to  Fig.  2,  is  P  ==  155,200  lb.,  which  will  be 
assumed  to  be  constant  for  the  diu'ation  of  the  second  time  inter- 
val.   Appljring  [30a]  and  [306],  we  have 


Qa  =  -8.58  X  10*,    whence  \ 
Qi  -  1.196  X  10«,      whence 


-^  =  -2.01 

CtaVa 


OiVb 


=  0.257 
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77  Now  employing  [26a],  [26&],  [27a]  and  [27&],  we  have 

_  -2.01-0.0835Bin28.28^+  (-0.0535x28.28+2.01) cos 28.28? 

*•"  28:28 

^  =  -0.0835  COS  28.28  ^  -  (-  0.0536  X  28.28  +  2.01)  sin  28.28  i 

^  +0.257  +  0.021  sin  54  ^  +  (0.00367  X  54  -  0.257)  cos  54 1 

54 

^  =  0.021  cos 54 1  -  (0.00367  X  54  -  0.257)  sin 54^ 

In  addition  for  P  =  155,200,  (uOo  =  0.031,  we  obtain  from  [38] 

i;4  =  0.031  +  5.26 1 

78  Taking  the  duration  of  the  second  time  interval  again  equal 
to  0.005  sec,  we  derive  from  the  above  by  the  substitution  of  ^  == 
0.005,  for  the  values  of  the  various  quantities  at  the  end  of  this  period : 

«a  =  -0.0541;     ^  =  -0.1533;    <h  =  0.00382;     ^  =  0.0352 

Vi  =  0.05736 
whence  by  [32] 

Vi  =  4.83  X  0.0541  +  6.85  X  0.0352  +  0.05736  =  1.034  ft.  per  sec. 

The  values  of  4>af  ^,  and  Vi  at  the  end  of  the  present  time  interval  are 
laid  off  in  Figs.  3,  4  and  9,  respectively. 

79  Third  Time  IrUerval.  The  values  of  ««,  d*«/(ft,  *&,  d*»/<ft,  w«, 
and  Vi,  at  the  end  of  the  preceding  period  are  the  initial  values  for  the 
present  time  interval.    Thus  we  have 

(*«)o  =  - 0.0541;  (^)  =  -0.1533;  («k)o  =  0.00383;  (^)=  0.0362 

(i;4)o  =  0.05736;     (vOo  =  1.034 

80  According  to  Fig.  2,  the  motive  force  corresponding  to  an 
absolute  piston  speed  of  1.034  ft.  per  sec.  is  P  =  138,000  lb.,  whence 
from  [30a]  and  [30&]  we  derive 

Qa  =  -7.76  X  10*;    whence    -^  =  -1.815 

OCaPa 

Qf,  =  1.043  X  10«;      whence    -^  =  0.2384 

CtbPb 
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81  The  substitution  of  the  values  of  (0a)o)  id4>a/dt\  Qa/aoPa>  (06)o) 
{dtk/di)^  Qb/ctbPh  in  [26a],  [266],  [27a]  and  [27&]  results  in  the  required 
equations  for  the  third  time  interval.    Continuing  in  this  manner  we 
can  calculate  the  values  of  the  normal  codrdinates  4>a  and  0»  with  a 
degree  of  accuracy  which  can  be  adjusted  to  all  needs  by  the  proper 
selection  of  the  durations  of  the  time  intervals.    The  criterion,  of 
course,  is  that  the  motive  force  for  one  time  interval  and  the  next 
must  not  show  too  great  differences.    In  the  present  example, 
wherever  necessary  the  duration  of  the  time  intervals  has  been  taken 
at  0.005  sec.,  otherwise  at  0.01  sec.    Having  derived  the  values  of 
^«  and  4%f  the  relative  displacements  are  calculated  therefrom  by 
means  of  [31].    Finally,  the  rope  tensions  are  obtained  by  the  applica- 
tion of  [Sa],  [36]  and  [3c]. 
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6    CONCLUSIONS 

82    The  results  of  the  above  calculations  are  shown  by  graphs 

in  Figs.  3  to  12.    Owing  to  the  wide  variations  in  the  magnitudes  of 

the  various  quantities,  they  are  mostly  drawn  to  different  scales, 

which  should  be  taken  into  consideration  when  making  comparisons 

between  them.    It  will  be  observed  that  while  all  curves  indicate 

vibrations  at  the  start  of  the  machine,  they  are,  for  reasons  to  be 

explained  below,  not  as  pronounced  as  might  have  been  expected. 

Fi^.  5,  6,  7,  and  8  are  the  graphs  of  the  relative  displacements  of  the 

machine  parts  which  are  due  to  the  elasticity  of  the  system.    In  a 

rigid  system  there  are  of  course  no  relative  displacements  nor  relative 

velocities.    Also,  when  the  machine  parts  run  at  constant  speed,  the 

relative  displacements  will  be  constant  and  the  relative  velocities 

xero.    These  graphs  are  therefore  a  measure  of  the  error  which  we 

commit  when  basing  the  calculations  on  the  state  of  equiUbriimi,  or 
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when  dealing  with  machines  as  if  they  consisted  of  perfectly  ri 
parts. 

83    The  effect  of  the  elasticity  of  the  sjrstem  is  still  more  evid 
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FiQ.  7    Relatiyb  Displacements  of  Points  c  and  d  dxtb  to  Rotation 

Sheave  C 

from  Fig,  9,  in  which  curve  No.  1  is  a  graph  of  the  absolute  pis 
speed  relative  to  time,  and  curve  No.  2  the  absolute  velocity  of 
load  A.  Both  curves  are  drawn  to  the  same  scale,  and  are  calculi 
by  application  of  the  fourth  and  first  of  Equations  [13&],  when  equa 
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therein  d4>e!di  to  zero.  In  the  starting  of  a  S3r8tem  of  rigid  parts  the 
motion  of  any  one  part  bears  at  all  times  a  fixed  ratio  to  that  of  the 
other  parts.  In  an  elastic  system  the  conditions  are  different.  In 
the  present  case,  for  example,  the  piston  masses  are  small  as  compared 
with  the  load  and  are  fmther  connected  to  the  system  by  compara- 
tively very  elastic  members.  It  must  therefore  be  expected  that  the 
application  of  the  motive  force  at  the  start  will  violently  disturb  the 
equilibrium  of  the  piston,  while  its  effect  on  the  heavy  load  will  be 
considerably  less  severe.  This  is  plainly  shown  in  Fig.  9,  wherein 
the  absolute  piston  speed  rises  quickly  from  zero  to  1.35  ft.  per  sec. 
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^^nthin  about  0.02  sec,  whereas  the  absolute  velocity  of  the  load  even 

^^ter  a  lapse  of  0.05  sec.  amounts  to  only  0.03  ft.  per  sec.    It  will 

^^urther  be  seen  that  there  is  at  the  start  no  vestige  of  the  2  :  1  ratio 

i)etween  the  velocities  of  load  and  piston,  as  would  be  the  case  in  a 

^Jnachine  of  perfectly  rigid  parts.    At  t  =  0.05  sec,  for  instance,  the 

^ratio  is  1  :  35;  at  /  =  0.117  sec.  the  ratio  is  1  :  1;  at  /  =  0.3  sec  the 

ratio  is  approximately  3:1. 

84  That  in  the  present  case  the  violent  rise  of  the  piston  velocity 
at  the  start  nevertheless  does  not  lead  to  excessive  stresses  in  the 
ropes,  is  due  to  the  nature  of  the  motive  force.  It  will  be  seen  that 
the  motor  characteristics,  Fig.  2,  are  such  that  a  quick  rise  in  the 
piston  speed  is  at  once  accompanied  by  a  very  rapid  drop  in  the 
motive  force,  and  vice  versa.    For  this  reason  large  variations  in  the 
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absolute  piston  speed  cannot  persist,  as  is  borne  out  by  the  smoother 
course  of  curve  No.  1,  Fig.  9,  after  its  first  violent  rise.  Thus  the 
phenomena  at  the  starting  or  stopping  of  machines  depend  not  only  on 
the  inertia  and  elasticity  of  the  various  parts  and  on  the  magnitude 
of  the  motive  force,  but  also  to  a  very  large  extent  on  the  latter's  nature. 
In  the  hydrauUc  machine,  for  example,  the  drop  in  the  motive  force 
is  approximately  proportional  to  the  square  of  the  piston  speed. 
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Fig.  9    Curve  No.  1:  Absolxttb  Velocity  op  Piston.    Curve 
No.  2:  Absolute  VELOcmr  op  Load  A 
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Evidently  the  results  would  have  been  much  more  severe  had  the 
drop  been  directly  proportional  to  the  piston  speed.  Other  factors 
of  importance  are  the  distribution  of  the  inertia  and  elasticity  through- 
out the  system.  Small  motor  masses  and  a  heavy  load  create,  as  we 
have  seen,  unfavorable  conditions,  which  may,  however,  be  relieved 
by  connecting  the  motor  to  the  remainder  of  the  system  by  very 
elastic  members. 

85    Since  the  motor  characteristics  in  the  present  case  are  such 
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that  rapid  variations  in  the  absolute  piston  speed  cannot  persist,  it 
ia  of  course  clear  that  the  vibrations  at  starting,  although  present, 
cannot  be  very  pronounced.  It  follows  that  the  tendency  of  the 
preset  motive  force  to  suppress  vibrations  will  be  much  more  effec- 
tive with  the  normal  codrdinate  <pa,  which  is  of  preponderating  in- 
fluence. This,  indeed,  is  reflected  in  the  graphs  of  the  normal  co5rdi- 
luto  ^aand  4fkf  Figs.  3  and  4,  from  which  it  will  be  seen  that  Fig.  4 
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Fig.  11    Tension  S%  in  Ropb  cd 
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plainly  has  the  nature  of  a  vibration,  while  little  of  a  vibration  is 
noticeable  in  the  graph  of  0a  (Fig.  3)  •  Attention  is  caUed  to  the  fact 
that  the  ordinates  of  Fig.  3  are  drawn  to  a  scale  ten  times  as  large 
as  that  of  Fig.  4. 

86  The  tensions  £>i,  jSs,  Si  in  the  ropes  ab^  cd  and  eJ  as  they  vary 
with  time  are  shown  in  Figs.  10,  11  and  12.  In  the  state  of  equi- 
librium Si  =  58,000  lb.,  St  =  61,000  lb.,  and  8%  =  64,300  lb.  During 
the  start,  however,  we  find  that  Si  mw.  =  83,700  lb..  Si  mw.  =  85,000  lb.. 
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and  Si  max. ""  93,000  lb.,  exceeding  the  forces  existing  in  the  state  of 
equilibrium  by  44.2  per  cent,  40.5  per  cent  and  45  per  cent,  respec- 
tively. 

87  Knowing  the  maximum  forces  in  the  ropes,  the  calculation  of 
axles,  supports  for  sheaves,  etc.,  may  proceed  by  the  ordinary 
methods  of  the  theory  of  elasticity.  It  will  be  seen  that  the  maxima 
of  the  forces  Si,  St,  Sz  are  not  very  considerably  in  excess  of  their 
values  in  the  state  of  equilibrium.  This  is  due  to  the  nature  of  the 
motive  force,  which,  as  already  explained,  has  the  tendency  to 
suppress  vibrations. 

88  Whatever  the  excess  may  be,  it  is  clear  that  it  can  never  be 
guessed  at,  but  is  obtainable  only  at  the  expense  of  painstaking 
calculations.  Particularly  in  the  case  of  heavy  machines  a  high 
degree  of  accuracy  is  required  since  commercial  considerations  neces- 
sitate the  allowance  of  high  unit  stresses.  The  method  developed 
by  the  writer  has  the  advantage  that  it  has  for  its  starting  point  the 
general  energy  equation,  from  which,  as  shown,  all  of  the  required 
formulse  are  derived.  The  general  energy  equation  of  a  machine  is 
seldom  difficult  to  obtain,  and  its  derivation  has  here  been  explained 
in  sufficient  detail  for  ready  application  to  other  cases. 


DISCUSSION 

S.  E.  Slocum^  (written).  The  author's  method  for  including 
the  work  of  deformation  in  the  energy  equation  for  machines  when 
starting  or  stopping,  ofifers  very  interesting  possibilities.  The  work 
of  deformation  has  proved  a  very  useful  concept  in  various  other 
lines,  such,  for  example,  as  in*  analyzing  statically  indeterminate 
structures  by  the  method  of  least  work,  and  this  new  application 
will  apparently  afiford  a  considerable  refinement  in  the  calculation 
of  stresses  in  machine  parts. 

In  the  application  of  his  method  to  the  hydraulic  machine  used 
as  an  example,  the  author  reduces  all  angular  motion  to  equivalent 
linear  motion.  It  would  certainly  simplify  the  solution  consider- 
ably to  express  the  kinetic  energy  of  rotation  in  the  standard  form 
i  /«',  where  7  denotes  the  moment  of  inertia  of  the  rotating  part 
and  0)  is  its  angular  velocity,  as  the  relation  v  =  ro)  is  always  avail- 
able for  coordinating  these  velocities.  The  use  of  the  ordinary 
expressions*  for  angular  motion  would  do  away  with  such  artificial 

*  Professor  of  Applied  Mechanics,  University  of  Cincinnati. 
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concepts  as  the  ''aggregate  mass  of  the  machine  reduced  to  the 
piston/' 

The  use  of  the  unfamiliar  normal  coordinates  serves  to  show  the 
generality  of  the  method,  but  complicates  the  solution.  In  the 
case  of  a  simple  machine  like  the  one  chosen  for  illustration,  it  would 
seem  that  the  solution  could  be  obtained  directly  in  terms  of  the 
given  quantities,  with  the  advantage  of  keeping  the  physical  mean- 
ing of  the  process  constantly  in  view.  This  is  not  intended  as  a 
criticism  of  the  method  used;  but  in  presenting  a  new  idea  it  is  for 
the  most  part  desirable  to  put  it  in  as  simple  a  form  as  possible  in 
otder  to  make  it  more  generally  available. 

It  is  mteresting  to  note  that  the  author  finds  that  the  maximum 
tensions  in  the  ropes  do  not  greatly  exceed  those  for  a  state  of  equi- 
librium. The  effect  of  the  elasticity  of  the  system,  in  fact,  serves 
to  relieve  the  strain  due  to  the  shock  of  a  sudden  start  or  stop.  A 
rope,  however,  is  a  poor  form  of  member  in  which  to  store  up  poten- 
tial energy.  A  more  instructive  case  would  be  the  Hotchkiss  type 
of  drive  recently  introduced  for  automobiles;  in  this  no  torque 
tube  or  radius  rods  are  used,  but  the  rear  springs  take  both  the 
torsional  strain  on  the  axle  and  also  drive  the  car.  The  e£fect  is 
to  relieve  the  sudden  jerk  in  starting  which  occurs  in  a  machine 
driving  through  a  rigid  torque  tube  and  yoke  attached  to  the  frame. 
The  flexibility  of  the  Hotchkiss  drive,  however,  has  certain  draw- 
backs as  it  keeps  the  brake  rods  in  constant  vibration  —  to  such 
an  extent  as  to  make  it  difficult  to  keep  the  foot  on  the  brake. 

The  same  objection  to  flexibility  would  apply  of  course  to  ma- 
chine tools,  which  are  in  general  designed  for  rigidity  rather  than 
strength.  In  all  such  machines  the  work  of  deformation  would  be 
likely  to  be  small  in  comparison  with  the  inertia  effects.  In  fact,  in 
nwst  machines  the  inertia  of  the  moving  parts  when  starting  or 
stopping  is  the  most  efifective  cushion  to  shock.  Just  what  propor- 
tion this  bears  to  the  work  of  elastic  deformation  can  now  be  deter- 
mined by  the  author's  valuable  method,  and  possibly  in  some  cases 
the  results  may  lead  to  modifications  in  design. 
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A  SELF-ADJUSTING  SPRING  THRUST 

BEARING 

Bt  H.  G.  Rdbt,  Schsnbctadt,  N.  Y. 
Member  of  the  Society 

A  earrftd  Uudy  cf  the  dffficuUiet  experienced  with  the  types  of  thrust  becaringe 

in  sypporting  the  heavy  loads  aj  footer  wheels  and  the  eUxtric  generalors  driven 
6y  fhenit  led  the  aiuXhor  to  design  the  flexible  hearing  described  in  the  paper. 

This  hearing  consists  ef  a  runner  ef  a  special  grade  cf  cast  iron  resting  on  a  thin 
stool  ring  with  a  habbiUed  svrjace.  The  babbitted  stationary  ring,  in  twm,  rests  on  a 
large  number  ef  short  heUcal  springs  (ordinarity  wound  of  i-in,  wire,  2  in.  in  diam" 
olor  and  li  in.  long)  and  is  hdd  against  rotation  by  dowel  pins,  A  saw  cut  through 
one  side  does  away  wiih  any  tendency  to  dish  with  a  change  in  temperature.  This 
oonotrueiion  presents  the  possibility  of  w%due  pressure  at  any  point  and  compels 
oaek  element  of  the  svrfacs  to  carry  its  share  of  the  load, 

Adeantages  to  be  derised  from  the  use  of  such  bearings  are  set  forth  and  figures 
are  gwen  showing  a  reduction  in  friction  accompanying  increased  unit  pressure. 
Two  designs  are  described  and  illustrated. 

TT  has  been  shown  that  the  pressure  on  the  babbitted  surface  of 
an  ordinary  journal  bearing  varies  greatly  in  different  parts  of 
the  circumference  of  the  bearing,  being  greater  at  the  center  line  of 
the  resultant  load  than  toward  the  sides,  and  varying  approximately 
inTersely  with  the  thickness  of  the  oil  film.  Whether  the  greater 
part  of  this  variation  in  pressure  is  due  to  the  difference  in  thickness 
of  the  film  or  to  the  dragging  of  the  oil  by  the  shaft  to  a  point  from 
which  it  cannot  readily  escape,  is  hard  to  determine.  The  thickness 
of  the  film  depends,  apparently,  on  the  load  per  imit  area,  the  vis- 
cosity of  the  oil,  and  the  surface  speed  of  the  shaft.  Several  investi- 
gators have  shown  that  with  ordinary  loads  of  100  lb.  average  pres- 
sure per  square  inch,  the  thickness  of  the  oil  film  at  the  bottom  of 
the  bearing  is  about  0.0002  to  0.0003  in.  With  this  in  mind,  it  will 
readily  be  understood  why  the  surfaces  of  the  bearing  have  to  be 
fitted  closely  to  the  shaft,  why  the  supporting  shell  misst  be  made 
rigid,  and,  finally,  why  a  soft  metal,  which  may  conform  to  the 
shaft,  is  much  better  for  a  bearing  surface  than  a  hard  one.    In 

Preeented  at  the  Spring  Meeting,  Worcester,  Mass.,  June  1918,  of  Thb 
Amxbicah  Socnvrr  of  Mxchamical  ENomsEBS. 
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spite  of  all  the  care  that  may  be  taken,  only  a  small  part  of  the  sur- 
face usually  fits  the  shaft  to  within  the  aforesaid  dimensions,  and 
the  load  is  borne  on  a  restricted  area  with  a  pressure  many  times 
the  average  and  often  many  times  the  pressure  at  the  bottom  of  a 
perfectly  fitting  bearing.  On  large  bearings  it  is  difficult  to  prevent 
the  metals  from  touching,  a  small  part  sometimes  taking  sufficient 
load  to  cause  wiping  of  the  babbitt  at  starting.  "Wiping  the  bab- 
bitt'' tends  to  fit  the  bearing  to  the  shaft  under  the  loaded  condition, 
and  may  occur  only  at  starting  and  not  repeat  the  process  after- 
ward, due  to  a  larger  bearing  surface  thus  being  established.  It  is 
better,  however,  to  avoid  this  if  possible,  as  the  particles  of  loosened 
babbitt  metal  may  injure  or  destroy  the  good  part  of  the  bearing 
surface,  and  there  is  also  danger  of  scoring  the  shaft. 

2  In  the  absence  of  dirt  or  grit,  bearing  failures  are  due  to  the 
squeezing  out  of  the  oil  film.  The  pressure  necessary  to  accomplish 
this  is  much  greater  than  is  generally  known.  In  one  case  that 
came  to  the  writer's  attention  a  pressure  of  5000  lb.  per  sq.  in.  was 
carried  for  several  hours  and  the  babbitted  surface  was  absolutely 
free  from  damage.  In  another  case  a  pressure  of  2000  lb.  per  sq.  in. 
at  a  rubbing  speed  of  4500  ft.  per  min.  was  successfully  carried. 
The  consideration  of  such  experience  led  to  the  conclusion  that 
damage  to  properly  lubricated  bearings  was  due  to  failure  of  the  oil 
film  on  so  small  a  part  of  the  total  surface  that  the  unit  pressures 
on  these  surfaces  exceeded  the  values  just  mentioned. 

3  In  order  to  maintain  a  film  of  oil  of  fairly  uniform  thickness 
in  bearings  of  the  constructions  now  in  use,  it  is  necessary  that  the 
parts  which  form  the  bearing  surface  should  be  exceedingly  rigid  so 
that  the  deflection  of  the  bearing  surface  shall  be  very  small.  With 
this  precaution  and  with  very  accurate  fitting  it  is  theoreticaUy 
possible  to  maintain  over  the  whole  surface  of  the  bearing,  or  a  large 
area  thereof,  a  film  of  oil  sufficiently  thin  to  support  a  fair  pressure 
per  inch  of  bearing.  It  is  for  this  reason  that  the  shells  of  ordinary 
bearings  are  made  quite  stiff  so  that  they  will  do  some  supporting 
even  at  the  ends.  The  ideal  condition  would  be  to  have  the  deflec- 
tion of  the  bearing  and  shaft  the  same,  but  in  practice  this  cannot 
be  accomplished. 

4  The  •bearing  that  is  to  be  described  departs  altogether  from 
these.principles  and  is  based  on  the  idea  of  a  bearing  surface  which 
is  so  yielding,  flexible  and  elastic  that  it  may  follow  the  irregularities 
of  the  rotating  surface  without  creating  at  any  point  a  pressure  per 
square  inch  sufficient  to  destroy  the  oil  film. 
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5  Many  of  the  problems  found  in  the  construction  of  journal 
bearings  are  met  with  in  the  design  of  thrust  bearings.  Small  bear- 
ings>  up  to  perhaps  ten  inches  in  diameter,  may  be  readily  fitted  so 
that  at  ordinary  speeds  the  surfaces  are  sufficiently  accurate  to  allow 
a  film  thin  enough  to  support  the  load  without  danger  of  dragging 
the  babbitt.  The  parts  must  be  made  quite  rigid  and  the  seat  is 
usually  supported  on  a  spherical  surface  to  correct  for  slight  inac- 
curacies of  ahgnment. 

6  Thrust  bearings  for  supporting  the  heavy  loads  of  water 
wheels  and  the  electric  generators  driven  by  them,  are  now  very 
widely  used.  The  difficulties  in. the  fitting  and  use  of  plate  bearings 
are  much  aggravated  as  the  weight  is  increased,  on  account  of  the 
large  overall  dimensions  of  the  supporting  plate.  It  is  true  that  the 
surfaces  can  be  fitted  quite  accurately  by  machining,  but  the  writer 
has  known  cases  where  the  surfaces  were  turned  sUghtly  conical  so 
that  they  touched  hard  on  the  inner  or  the  outer  edge.  The  deflec- 
tion of  the  supporting  collar  on  the  shaft  may  allow  the  runner  to 
be  slightly  dished,  or  there  may  be  a  deflection  of  the  supporting 
surface,  thereby  dishing  the  babbitted  seat  or  causing  one  side  to  be 
lower  than  the  other.  The  self-adjusting  spherical  seat  provided  to 
correct  some  of  these  difficulties  is  of  doubtful  value  on  large  bear- 
ings on  account  of  the  great  frictional  resistance  which  must  be 
overcome  to  make  it  shift. 

7  Thrust-bearing  surfaces  are  usually  scraped  to  each  other, 
or  to  a  surface  plate,  to  avoid  dangerously  high  spots;  but,  since 
the  oil  film  is  of  the  order  of  0.0002  in.  to  0.0003  in.  in  thickness,  the 
difference  in  level  must  be  smaller  than  these  values.  This  work 
must  usually  be  done  without  load,  and,  no  matter  how  carefully 
done,  when  the  bearing  is  loaded  the  parts  will  probably  not  fit  each 
other,  due  to  deflection. 

8  A  careful  study  of  the  above  difficulties  led  the  writer  to  the 
design  of  a  flexible  bearing  surface  pressed  against  the  runner  by 
springs.  It  seemed  that  -this  would  prevent  the  possibility  of  undue 
pressure  at  any  point,  and  compel  each  element  of  the  surface  to 
carry  its  share  of  the  load.  On  trial,  this  solution  proved  satisfac- 
tory. 

9  A  t3rpical  design  of  a  spring  thrust  bearing  for  vertical-shaft 

machines  is  shown  in  Fig.  1.  The  bearing  consists  of  a  numer  of  a 
special  grade  of  cast  iron  resting  on  a  thin  steel  ring  with  a  babbitted 
surface.  The  babbitted  stationary  ring,  in  turn,  rests  on  short 
helical  springs  and  is  held  against  rotation  by  dowel  pins.    A  saw 


194  8ELP-ADJDSTIN0  SPRING  THRUST  BEARING 

cut  through  one  side  eliminates  any  tendency  of  the  rii^  to  • 
with  a  change  in  temperature.  The  high  base  ring  shown,  on  wl 
the  springs  stand,  is  often  used  in  connection  with  a  deep  hou 
t9  increase  the  amount  of  oil  in  the  surrounding  bath.  The  tub 
the  center  forms  a  retaining  wall  around  the  shaft,  for  the  oil. 
springs  ordinarily  used  are  wound  of  ^m.  round  wire  and  hav* 


Fia.  1    Sprino  Thrdbt  BBABiNa,  for  Vertical  Watb»-Wkbbl-Dbi¥s 
Geneiutob,  to  Garry  a  Load  or  300,000  Lb.  at  100  b.p.u. 

(Vlrv  ■bom  nibbint  lurlSc*  ol  rotitirK  rins;  gtatioiuirv  ring  ii  niod  ui  *bo«  tb*  ui 
manl  of  Iprliid,) 

outside  diameter  of  2  in.  and  a  free  length  of  1)  in.  Under  load 
springs  close  about  iV  ii^-i  ^nd  the  total  pressure  is  well  distnbu 
By  this  means  it  is  possible  to  avoid  excessive  pressures  at  any  pc 
Thus,  it  is  safe  to  run  with  a  much  higher  average  pressure  1 
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i^hen  there  is  no  definite  limit  to  the  pressure  which  may  occur  over 
ci  small  area. 

10  It  will  be  seen  that  this  type  of  bearing  differs  from  the  solid- 
ring  thrust  bearing  in  that  one  of  the  bearing  surfaces  is  made  to 
yield  at  any  point  by  using  a  comparatively  thin  plate  supported 
by  a  large  number  of  springs.  While  solid  bearings  may  be  used 
successfully  for  small  loads,  a  bearing  which  thus  automatically 
adjusts  itself  to  faults  in  finish  and  in  aUgnment  is  preferable  for 
carrying  very  heavy  weights. 

11  Oil  grooves  are  provided  in  one  of  the  members  and  some- 
tiiKxes  in  both.  In  order  to  insiu'e  proper  circulation  of  the  oil  for 
<^ooling  purposes,  in  the  case  of  bearings  operating  at  low  speed  it  is 
necessary  to  have  grooves  in  the  rotor.  On  high  speeds  these  grooves 
'^ia.y  sometimes  be  omitted,  relying  for  circulation  only  on  the  fric- 
tion of  the  rotor  on  the  oil  while  passing  the  grooves  in  the  stator. 
In  many  cases  we  have  had  very  satisfactory  results  by  placing  radial 
Si'ooves  in  both  the  rotating  and  the  stationary  siuf ace.  It  is  our 
Pi'actice  to  have  different  numbers  of  grooves  in  the  two  plates,  for 
^i^tance,  six  and  eight.  With  grooves  in  each  of  the  siuf aces  we 
^^Brve  a  continuous  flooding  of  oil  on  aU  the  bearing  siuf  aces  and  a 
Very  effective  means  of  cooling.  Much  of  the  heat  would  otherwise 
b^ve  to  be  transmitted  through  the  metal  of  the  stationary  part  of 
the  bearing.  • 

12  The  pressure  usually  allowed  on  these  bearings  is  from 
^OO  to  400  lb.  per  sq.  in.,  the  design  permitting,  a  very  thin  oil  film 
^thout  metallic  contact.  It  is  necessary  to  have  the  runner  very 
^niooth  and  free  from  scratches,  especially  any  at  an  angle  to  the 
direction  of  rotation,  as  these  might  cause  injury  to  the  babbitt.  The 
^M)bitted  surface  does  not  need  to  be  scraped  but  is  turned  with  a 
^^ool  as  smooth  as  is  convenient.  Wearing  sometimes  occurs  in 
^^Bute  spots  all  over  the  plates.  When  this  happens  there  is  no 
^k  of  dragging  the  metal.  The  bright  spots  that  show  themselves 
^i'e  produced  while  starting  and  slowing  down,  before  a  pressure 
^Im  is  formed.  When  in  operation  the  weight  is  apparently  entirely 
*^pported  on  the  oil  film. 

13    It  is  desirable  to  run  bearings  at  a  high  pressure  if  they  can 
^  designed  to  do  this  safely,  as  the  parts  then  are  smaller,  the  rub- 
^i^  speed  is  less,  and  the  friction  very  much  reduced.    With  this 
design  of  bearing  the  tendency  to  excessive  pressure  at  one  point  is 
Climatically  reUeved  by  the  springs  yielding,  and  while  there  will 
^  some  uneven  distribution,  a  variation  in  pressure  of  two  or  three 
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times  the  average  is  comparatively  unimportant  and  does  not  ci 
bearing  failures;  it  is  pressures  of  twenty  or  more  times  the  avei 
that  cause  injury.  These  excessive  pressures  are  prevented  by 
construction  just  described.  For  this  reason  it  is  safer  to  ope 
this  bearing  with  high  pressures  than  a  more  rigid  bearing  at  U 
pressures. 

14    Thfe  loss  of  aUgnment  due  to  settling  of  foundations  or  o 
causes  does  not  affect  the  bearing  adversely.    In  one  water-wt 


driven  alternator  installation  the  striking  of  the  field  against 
armature  led  to  the  discovery  that  the  coupling  between  the 
units  had  loosened,  which  allowed  the  shaft  to  "run  out." 
bearing  operated  without  injury  with  over  0,03  in,  vertical  mi 
ment  of  the  outer  edge  of  the  rubbing  surface.  This  caused  an 
even  distribution  of  load  on  the  bearing,  to  the  extent  of  redu 
the  load  on  one  side  of  the  bearing  about  16  per  cent  and  increa 
the  pressure  a  similar  percentage  on  the  extreme  opposite  side. 


*:>•. 
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15  An  advantage  of  increased  pressure  in  the  reduction  of 
friction  is  shown  by  the  following  table  of  comparison: 

Besring  number 1  2 

ReyoluiiooB  per  min 200  200 

Total  load,  lb 300,000  300,000 

Outside  diameter  of  bearing,  in 35  46 

Inside  diameter  of  bearing,  in 17.5  17.5 

Net  axea,  sq.  in« 600  1200 

PresBure,  lb.  per  sq.  in« 500  250 

Average  rubbing  speed,,  ft.  per  min 1370  1670 

Coefficient  of  friction 0.0018  0.0033 

Klowatt  loss 16.7  38 

Honepower  loss 22.5  51 

16  In  some  designs  the  vertical  clearance  between  the  water 
w^hed  and  the  casing  is  very  small,  so  that  the  displacement  caused 
^y  a  free  spring  under  the  variation  of  hydraulic  suction  is  objec- 
^onable.  In  such  cases  an  initial  compression  equal  to  full  load,  or 
^  an  overload,  is  put  on  the  springs.  The  load  will  still  distribute, 
^uice  an  overload  at  any  point  will  cause  the  spring  to  close  beyond 
^e  initial  compression.  Such  a  bearing  is  shown  in  Fig.  2.  How- 
ever, this  bearing  was  designed  to  replace  a  roller  bearing,  and  was 
^o  made  that  the  parts  of  the  water  wheel  would  occupy  the  same 
^^dative  positions  as  before.  The  principles  used  in  the  construction 
of  these  thrust  bearings  are  applicable  also  to  journal  bearings  and 
^  bearing  surfaces  having  a  reciprocating  motion,  like  the  crosshead 
of  a  steam  or  gas  engine. 

17  Referring  to  Par.  2,  it  may  be  said  that  the  oil  film  is  main- 

^-^ined  by  not  lowing  any  part  of  the  surface  to  carry  abnormal 

^^€S8ure.    The  writer  does  not  know  whether  the  front  edge  of  a  sec- 

^^on  between  oil  grooves  is  further  from  the  runner  than  the  leaving 

^^3^e.    If  there  is  a  difference,  it  must  be  exceedingly  small,  since  the 

^^^bbitted  steel  plates  used  have  a  material  thickness.     Possibly  there 

^^  no  such  difference  in  the  thickness  of  the  oil  film  but  that  the  oil 

^Im  moves  with  different  speeds  at  different  places  on  the  bearing 

^Virface,  faster  at  the  entrance  from  an  oil  groove  than  at  the  exit, 

^^d  very  much  faster  than  on  the  side  where  the  flow  is  produced  by 

^^e  pressure  of  the  oil  and  not  by  adherence  to  the  runner. 

18  These  bearings  have  been  used  on  shafts  running  at  speeds  of 
3C00  r.p.m.    The  natural  period  of  the  springs  when  unloaded  is  very 
''auch  higher  than  this  value,  and,  in  the  writer's  opinion,  the  bearings 
^  undoubtedly  follow  irregularities  at  this  speed.     But  the  higher 
^e  speed,  the  more  important  it  is  to  have  the  parts  run  true. 
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THE  SMALL  INDUSTRY  IN  A  DEMOCRACY 

Bt  George  H.  Hatnes/  Worcester,  Mass. 

Non-Member 

T^HE  purpose  of  this  paper  is  to  raise  question  as  to  some  of  the 
industrial  implicatio];is  .of  democracy  —  democracy  which  in  gov- 
ernment is  set  before  us  as  the  goal  worth  all  this  outpouring  of  blood 
and  of  treasure,  this  world  anguish. 

A  generation  ago^  Gen.  Francis  A.  Walker,  then  the  dominating 
figure  among  American  economists,  declared  ''For  one,  though  believ- 
ing thoroughly,  so  far  as  politics  are  concerned,  in  a  government  of 
the  people,  by  the  people^  for  the  people,  I  see  nothing  which  indicates 
that,  within  any  near  future,  industry  is  to  become  less  despotic 
than  it  now  is.  The  power  of  the  master  in  production, '  the  captain  of 
industry,'  has  steadily  increased  throughout  the  present  century.'' 

Though  describing  industry  as  having  become  ''despotic  "  in  his 

Political  Economy  (1887)  which  for  a  decade  became  the  standard 

text  for  American  college  students,  General  Walker  did  not  think  it 

essential  to  give  a  single  paragraph  to  the  corporation  as  a  form  of 

business  organization,  nor  a  page  to  the  modem  monopoly  problem, 

and  he  made  no  mention  of  such  a  thing  as  a  "trust."    In  the  30 

years  that  have  since  passed,  concentration  and  consolidation  have 

gone  forward  at  an  unprecedented  rate.    The  new  era  in  industry 

iHay  be  admirably  illustrated  by  examples  from  local  history.    Thus, 

the  enterprise  started  by  Ichabod  Washburn  becomes  the  Washburn 

and  Moen  Company.    It  next  is  absorbed  by  the  American  Steel 

a^d  Wire  Company,  with  many  plants  in  Worcester  and  elsewhere. 

Ajid  presently  that  company  becomes  one  of  the  many  concerns, 

aggregating  nearly  150  plants,  consolidated  into  the  United  States 

Steel  Corporation,  with  a  capital  stock  of  $1,100,000,000.    The  net 

Earnings  of  this  greatest  of  American  industrial  corporations  were 

*  Professor  of  Economics  and  Political  Science,  Worcester  Polytechnic  In- 
stitute. 
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S2^///i///i  fr^  tb^  pfti?r.  cak-oder  year,  and  it  carries  oo  its  payroll 

TT^re  ftfi^  thrive  vbo  see  Dothing  of  dudlenpiig  mwwMtqicy 
yi*ii^^Mi  \iy  tb^  d^fvelopcnent  of  such  an  tipipfn'mn  la  imperio^  of 
«tirTA  ari  autocr&ucaUy  controlled  industrial  army  —  the  laris^st 
afnoni^  many  —  in  AuMrrica.  the  leader  of  the  world  toward  the  goal 
fA  40SiDfrjcnu!y  in  government.  They  see  no  incongruity  in  the  fact 
t^iat  we  compel  the  children  of  this  hoet  of  worker?  to  attend  our 
public  »chook,  and  we  urge  the  newcomer?  to  become  American 
dxizena  —  at  any  rate,  we  are  going  to  urge  them  to  do  so,  from  now 
otj!  —  and  we  thnx«t  the  ballot  into  their  hands*  so  that  in  our 
ac':epted  democratic  theor>'  the  vote  of  the  ne^y  naturaUaed  Syrian 
or  Polander  or  Croatian  counts  for  as  much  as  does  the  vote  of  Judge 
Car>'  hitnaeU  in  determining  who  shall  be  the  chief  executive  of 
Gar>%  Indiana,  or  the  chief  executive  of  the  state  of  Pennsylvania^  or 
tlie  chief  executive  of  the  United  States  of  America.  Yet  that 
workman's  vote  or  voice  is  not  to  be  counted  at  all  in  determining 
rnatterH  as  intimately  concerning  his  own  life  as  the  conditions  of  his 
rlaily  work  or  the  amount  of  his  daily  wage.  These  matters  are 
determinfrrl  for  him  by  the  management  constituted  by  the  control  of 
51  per  c^;nt  of  the  stock  of  the  New  Jersey  corporation.  Stock 
ownership  by  the  workmen,  to  be  sure,  is  encouraged  by  the  United 
•Stat^ss  Ste^;!  C'orporation,  as  by  many  another  far-sighted  and  pro- 
gnfssive  cx>ncf;ms;  yet  it  is  safe  to  say  that  in  not  one  ku^  corporation 
in  a  hiinrlrf;fl  rlrxjs  the  stock  vote  of  the  workmen  amount  to  enough 
to  qualify  at  all  the  essentially  autocratic  management  of  the  enter- 
priw'. 

Nor  is  the  situation  greatly  bettered,  so  far  as  consistency  with 
fKilitical  rlemocracy  is  concerned,  if  the  workmen  be  organiied  so  that 
crollectiv^fly  they  may  drive  a  hard  bargain  to  enforce  their  own 
(lerriarulH.  It  hs^kI  to  1x5  said  that  Russia  was  governed  by  a  des- 
[Kjiism  tem[K»rc?cl  by  fear  of  assassination.  In  democratic  America, 
today,  there  is  many  a  great  industry  which  is  controlled  by  an  autoc- 
racy t(;rnp(;red  by  fear  of  revolution  among  its  workmen  in  the  form 
of  a  strike  or  salwtage. 

And  yet  how  many  of  us  have  reached  the  point  where  we  believe 
that  democracy  in  industry  is  coming,  and  ought  to  come?  A  strik- 
ing forecast  has  recently  come  from  the  man  who  was  the  first  presi- 
dont  of  the  United  States  Steel  Corporation,  who  later  became  the 
h(;ad  of  the  company  that  runs  the  largest  armament  plant  in  the 
world,  yet  who,'at  the  present  moment  —  his  willing  service  com- 
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mandeered  by  the  Government  —  is  at  the  head  of  our  Emergency 
Fleet  construction.  Mr.  Charles  M.  Schwab  is  reported  as  saying: 
"  The  time  is  near  at  hand  when  the  men  of  the  working  class  —  the 
men  without  property  —  will  control  the  destinies  of  the  world.  The 
Bolsheviki  sentiment  must  be  taken  into  consideration,  and  in  the 
very  near  future  we  must  look  to  the  worker  for  a  solution  of  the  great 
economic  questions  now  being  considered.  I  am  not  one  carelessly 
to  turn  over  my  belongings  for  the  uplift  of  the  nation,  but  I  am  one 
who  has  come  to  a  belief  that  the  worker  will  rule,  and  the  sooner  we 
realize  this,  the  better  it  will  be  for  our  country  and  the  world  at 
large." 

The  essence  of  democracy,  in  its  industrial  implications,  is  not  to 
be  found  in  equality  of  size,  or  wealth,  or  strength.  Such  equality 
is  neither  desirable*  nor  possible.  The  motto  of  democracy  in  indus- 
try should  be  that  of  Camot's  army  of  the  French  Revolution :  "  Car- 
riire  otwerie  aux  talents.^* 

We  recognize  that  in  a  democracy  the  individual,  however  humble 
his  station,  has  a  right  to  life,  liberty  and  the  pursuit  of  happiness,  a 
right  to  the  protection  of  his  health  and  safety,  and  to  educational 
opportimities  which  shall  give  him  a  fair  chance  to  develop  according 
to  his  ability.  And  the  war  is  teaching  us,  more  plainly  than  we  ever 
saw  it  before,  that,  on  the  other  side,  in  a  democracy  the  state  has  a 
right  to  expect  from  its  citizens  equality  of  sacrifice,  in  the  sense  that 
sacrifice  shall  be  gaged  according  to  their  several  abilities  to  bear 
burdens. 

In  a  democracy,  the  industry  —  small  as  well  as  great  —  has  its 
rights,  entitled  to  careful  safeguarding;  and  it  has  Ukewise  its  duties 
and  special  services,  upon  the  rendering  of  which  the  very  destiny  of 
the  state  may  depend. 

Democracy  is  best  held  sane  and  secure  against  attack  if  the 
field  of  enterprise  is  kept  open  for  men  with  a  capacity  for  leadership. 
At  present  in  the  United  States  there  is  little  to  be  feared  from  the 
I.  W.  W.  or  Bolsheviki.  But  there  is  grave  danger  for  the  future  if 
no  heed  is  now  paid  to  the  causes  producing  these  movements,  and 
if  the  field  of  enterprise  shall  seem  closed  to  all  but  those  of  wealth 
or  "pull." 

In  the  field  of  industry  as  in  the  field  of  government  and  on  the 
field  of  battle,  democracy  is  on  trial.  Every  forward-looking  man 
anticipates  that  the  industrial  testing  of  democracy  after  this  war 
wiU  be  more  severe  than  ever  before.  In  its  relations  to  industry 
democracy  must  develop  eflSciency  equal  to  that  of  autocracy,  else 
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it  is  doomed  to  defeat.  But  efficiency  in  industry,  as  in  war,  is  not 
alone  a  matter  of  training  or  equipment  or  centralized  control  —  it 
is  a  matter  of  the  spirit,  of  morale.  Events  of  the  past  few  weeks 
have  proved  that  the  morale  of  liberty-loving  citizen  soldiery  may 
offset  in  no  small  degree  the  superior  training  possessed  by  profes- 
sional fighters.  So  whatever  conduces  to  better  morale  in  industry 
may  more  than  counterbalance  some  other  highly  valued  elements  of 
efficiency.  In  two  respects,  as  I  shall  attempt  to  show  later,  the 
small  industry  distinctively  and  strongly  does  conduce  to  better 
morale:  (1)  in  the  enthusiasm  which  it  evokes  in  the  ambitious  young 
employer  who  is  managing  an  enterprise  which  is  his  own;  and  (2) 
in  the  team  play  which  is  worked  out  between  employer  and  work- 
man. 

Of  course,  democracy  must  find  methods  not  inconsistent  with  its 
own  spirit  to  get  the  greatest  industrial  enterprises  accomplished. 
Democracy  does  not  imply  that  in  the  twentieth  century  the  dial  is 
to  be  turned  back  and  that  giant  industries  are  to  be  split  up  into 
small  units,  or  that  a  limit  is  to  be  prescribed  beyond  which  an  in- 
dustry must  not  expand.    - 

Democracy  does  imply  that  industries,  great  and  small,  shall  be 
given  scope  to  develop  their  capabiUties  up  to  the  point  where  their 
further  expansion  would  hamper  that  of  others,  or  would  prove  in- 
jurious to  the  public  interest.  A  generation  of  fumbling  efforts  to 
work  out  the  state's  proper  relation  to  industrial  control  has  brought 
into  recognition  some  things  which  40  years  ago  were  strangely 
blurred. 

In  the  first  place,  we  recognize  far  more  clearly  than  when  the 
Sherman  Anti-Trust  Law  and  the  Interstate  Commerce  Law  were 
enacted,  that  many  industries  are  inherently  monopolistic,  and  that 
any  effort  to  force  competition  in  them  is  doomed  to  failure'  and  can 
result  only  in  increased  cost  and  lessened  efficiency  of  service.  In 
this  broad  field,  public  interest  is  best  to  be  subserved  either  by 
private  operation  under  thoroughgoing  regulation,  or  by  government 
ownership  and  operation.  Right  now,  imder  stress  of  war,  weighty 
experiments  are  being  tried  out,  which  will  throw  much  Ught  on  the 
monopoly  problem. 

In  the  second  place,  it  is  now  recognized  that,  in  the  so-called 
"trust  movement,^'  where  no  element  of  genuine  monopoly  has  been 
present,  a  large  factor  has  been  the  desire  to  secure  the  economies  of 
large-scale  production.  This  is  a  sound  and  constructive  motiyei 
and  democracy  is  concerned  to  have  such  economies  attained,  to  the 
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extent  th&t  does  not  interfere  with  some  higher  or  more  essential 
purpose. 

In  the  third  place^  it  is  obvious  that  certain  enterprises  must  be 
conducted  on  a  giant  scale,  if  at  all.  A  copper-smelting  plant,  a 
sugar  refinery,  a  powder  plant,  locomotive  works,  as  such  enterprises 
are  now  conducted,  may  well  involve  an  initial  investment  running 
up  into  the  millions.  The  scale  most  conducive  to  economical 
production  is  not  to  be  predetermined  by  any  rigid  or  general  rule. 
It  niust  be  worked  out  in  each  industi^  and  in  each  commimity 
according  to  the  conditions  which  conduce  to  greatest  efficiency. 
Each  enterprise  should  have  a  fair  chance  for  a  start  and  for  normal 
growth,  according  to  the  effectiveness  which  it  develops. 

Democracy  craves  variety  and  individuality  in  industrial  develop- 
ment. It  needs  the  small  industry  not  less  than  the  large.  The 
point  which  I  wish  to  emphasize  is  not  so  much  that  in  a  democracy 
the  individual  enterpriser  needs  the  help  and  protection  of  the  state, 
as  that  the  state  needs  the  widely  distributed  initiative  and  enthusi- 
asm of  ambitious  yoimg  enterprisers. 

Democracy  needs  to  avail  itself  of  the  varied  industrial  talent 
and  aptitudes  of  the  many,  and  not  merely  of  the  genius  of  the  few. 
There  is  another  and  a  more  important  concern  here  involved  than 
that  of  getting  a  maximum  output  produced  at  minimum  cost.  It 
is  the  calling  forth  of  widely  diffused  and  varied  industrial  leadership. 
"The  magic  of  private  property  turns  sand  into  gold."  It  means 
much  for  the  strength  and  stability  of  a  democracy  if  the  man  with 
capacity  for  industrial  leadership  finds  scope  for  developing  his 
aptitudes  aerhis  own  master,  in  the  enterprise  of  his  own  starting,  and 
not  as  a  foreman  or  as  a  member  of  the  staff  of  some  giant  corpora- 
tion. Bight  here  lies  a  cardinal  difference  between  industrial  democ- 
racy as  we  would  see  it  develop  in  the  United  States  and  the  type  of 
socialism  which  many  fear.  Is  it  not  possible  to  keep  open  the  door 
of  opportunity  and  enable  the  yoimg  man  to  discover  and  develop 
his  own  aptitude,  without  at  the  same  time  making  him  the  servant 
of  the  state,  subject  to  a  repression  no  less  galling  because  imposed  at 
the  behest  of  a  majority? 

In  recent  years  there  has  developed  a  new  discriminating  apprecia- 
tion of  certain  advantages  of  the  small  plant  in  industries  which  are 
not  inherently  monopolistic  or  in  which  the  economies  of  large-scale 
production  are  not  a  dominant  consideration.  Perhaps  foremost 
among  these  advantages  is  that  which  relates  to  the  element  of 
quality.    America  has  wrought  her  most  distinctive  miracles  in 
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quantity  production.  Ford  automobiles,  to  take  the  most  notabi 
example,  are  turned  out  by  the  million.  But  during  the  past  yeai 
we  have  had  our  illusions  removed  as  to  the  speed  with  which  the 
highest  type  of  fighting  aeroplanes  can  be  produced.  Where  the 
craftsman  skill  and  precision  are  needed,  more  trustworthy  products 
can  be  secured  in  the  small  shop  than  in  the  mammoth  plant.  A 
second  advantage  is  foimd  in  the  direct  and  intimate  relation  between 
oflBice  and  shop  in  the  small  plant.  Here  the  workers  are  still  men,  — 
yes,  individuals,  even,  in  the  thought  and  under  the  eye  of  the 
superintendent  or  employer,  while  he  is  a  distinct  and  knowable 
personaUty.  This  has  not  a  few  important  results.  In  the  smaU 
shop  decisions  are  transmitted  from  the  proprietor-manager  straight 
to  the  workmen,  and  are  carried  into  effect  at  once.  Said  one  of  oui 
I^jgjtitute  graduates,  a  few  days  ago:  '' During  the  past  six  monthc 
we  have  nearly  doubled  our  output,  but  weVe  added  only  one  man  tc 
our  office  force.  That  puts  us  all  under  a  good  deal  of  strain.'' 
"Why  not  put  more  men  on  your  office  staff?''  I  inquired.  His  repl^ 
was:  ''That  would  mean  just  so  much  more  red  tape  and  complica- 
tion. When  I  first  went  with  the  firm  (less  than  ten  years  ago),  there 
were  in  the  office  just  Mr.  A.  (the  inventor-proprietor),  Mr.  B.,  tm 
partner,  and  one  other  man.  Then  things  used  to  hum!  But  the 
more  men  you  get  in,  the  more  cards  and  reports  have  to  be  made  out, 
merely  to  insure  the  same  degree  of  efficiency." 

Leadership  "carries"  better  in  the  small  industry.  The  proprie- 
tor's personality  and  enthusiasm  can  lay  hold  upon  25  or  50  men, 
whereas  to  a  force  of  500  he  would  be  simply  "the  boss."  Esprit  de 
corps  and  morale  are  of  natural  growth  in  the  small  shop;  they  are 
hard  to  develop  and  maintain  where  there  is  no  human  contact 
between  the  employer  and  the  workmen,  and  where  the  workmen  are 
not  personally  known  to  one  another.  In  the  small  shop  there  can 
be  brought  home  to  the  individual  workman  the  direct  interest 
which  he  has  in  maintaining  both  the  quantity  and  the  quality  of  the 
product;  he  can  be  brought  to  see  clearly  how  his  own  work  is  dis- 
credited and  his  own  wage  lowered  in  consequence  of  the  soldiering 
or  waste  of  material  by  any  member  of  the  working  force.  It  goes 
without  sajdng  that  the  mutual  understanding  between  employer 
and  employees  in  a  small  industry  is  a  strong  influence  in  lessening 
the  frequency  and  the  seriousness  of  labor  controversies. 

In  fact,  the  advantages  of  the  small  shop  are  so  obvious  that  in 
these  days  of  giant  corporations  some  of  the  most  interesting  and 
promising  experiments  in  industrial  management  are  in  the  attempts 
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to  reorganize  production  on  the  small-shop  basis,  assigning  to  a 
superintendent  and  small  force  of  men  the  making  of  a  particular 
part  or  the  completion  of  a  certain  series  of  processes  in  the  turning 
out  of  the  finished  product.^ 

If  it  be  granted  that  the  small  industry  in  many  fields  of  produc- 
tion has  distinct  advantages,  and  that  the  easy  and  natural  progress 
from  able  and  ambitious  workman  to  proprietor  is  accordant  with  the 
spirit  of  democracy  and  tends  to  safeguard  it  from  developing  indus- 
trial Bourbonism  on  the  one  hand,  or  industrial  Bolshevikism  on  the 
otlier,  the  question  presents  itself:  What  chance  has  the  small  in- 
dustry in  the  democracy  of  today?  Is  it  getting  a  better  or  a 
poorer  chance  than  a  generation  ago?  To  what  extent  and  in  what 
ways  should  a  democracy,  in  its  own  interest,  seek  to  insure  that 
chance? 

Here  the  first  step,  thoroughly  in  accord  with  the  democratic 
principle,  is  to  see  to  it  that  the  field  of  opportunity  is  not  narrowed 
hy  encroachments  of  monopoly  not  controlled  in  the  public  interest. 
Despite  the  contemptuous  sniffing  with  which  not  a  few  selfnstyled 
"hard-headed  business  men"  have  referred  to  the  "New  Freedom'' 
progranune,  I  venture  to  believe  that  the  spirit  embodied  in  the 
Clayton  Anti-Trust  Law  and  the  Federal  Trade  Conmiission  Law  is 
constructive  and  deserving  of  approval.  Those  laws  attempt 
reasonable  definition,  where  the  Sherman  Anti-Trust  Law  introduced 
sweeping  prohibition  which  hastened  the  very  development  it  was 
intended  to  curb.  Experience  has  shown  and  doubtless  will  continue 
to  show  defects  in  these  laws  needing  correction.  But  they  merit  a 
better  spirit  of  cooperation  than  in  many  quarters  they  have  received. 
The  present  moment  in  the  world's  history  is  a  time  more  appropriate 
for  sincere  and  thorough-going  study  of  the  ethics  of  business  than  for 
disdainful  ridicule  of  any  efforts  to  restrain  unfair  competition. 

But  many  a  small  industry  fails  to  "make  good''  not  because  of 
unfdr  practices  on  the  part  of  rivals,  nor  from  any  lack  of  inventive- 
ness, resourcefulness  or  managerial  ability  on  the  part  of  its  enter- 
priser, but  because  he  encountered  exceptional  diflSculties  in  securing 
some  one  of  the  elements  requisite  to  its  success.  If  —  as  I  beUeve  — 
it  is  essential  to  the  safety  and  stability  of  democracy  itself  that  its 
We  be  constantly  renewed  by  the  upgrowth  of  small  industries,  by 
the  direct  progress  of  ambitious  young  workmen  into  the  ranks  of 

*  See  Small-Shop  Management  for  Large  Plants,  by  F.  O.  Wells,  president 
^  the  Greenfield  Tap  and  Die  Corporation.  This  article  appeared  in  Factory ^ 
September  1918,  p.  417. 
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proprietors,  what  steps  should  a  democracy  take  to  remove  obstacles 
to  such  progress  and  to  insure  to  the  small  industry  a  reasonable 
chance  to  work  out  its  own  salvation? 

I  POWER 

All  industries  here  in  view  are  users  of  power.  The  obvious 
implication  of  democracy  —  though  it  has  secured  but  tardy  reoog. 
nition  —  is  that  nature's  sources  of  power  should  be  made  generally 
serviceable  to  the  community  as  a  whole,  and  should  not  be  exploited 
primarily  for  the  profit  of  the  favored  few.  This  idea  imderlies  the 
recent  movement  by  the  National  Government  and  by  several  of  the 
states  for  the  survey  of  water  powers  and  for  their  conservation  in  the 
interest  of  all  the  people. 

Most  of  the  modem  electric-power  enterprises  have  been  built  up 
and  are  controlled  by  private  concerns;  a  large  proportion  of  them, 
scattered  the  country  over,  are  in  the  hands  of  a  comparatively  few 
corporations  which  specialize  in  such  enterprises.  They  are,  thus,  in 
position  to  bring  to  bear  the  highest  engineering  skill  upon  the  solu- 
tion of  all  technical  problems,  and  they  possess  certain  marked  ad- 
vantages in  relation  to  maintenance  and  management.  Here 
democracy  is  confronted  by  the  tremendous  problem  of  the  govern- 
ment's relation  to  such  enterprises,  —  of  government  ownership, 
with  its  diverse  poUtical  and  economic  implications.  A  number  oi 
cities  have  been  trying  experiments  under  varied  enough  conditions 
to  make  their  results  of  considerable  interest  and  significance.  With- 
out exception,  so  far  as  I  have  observed,  they  report  a  substantial 
reduction  in  the  rate  made  by  the  private  corporations  —  it  was  40 
per  cent  in  Seattle  —  dating  from  the  first  serious  agitation  for  a 
municipal  plant. 

It  cannot  be  stated  too  strongly  that  a  conclusive  comparison  ol 
the  service  rendered  a  community  by  a  municipal  plant  and  by  a 
private  corporation  in  competition  with  it  can  be  made  only  by  ac 
expert,  on  the  basis  of  painstaking  investigation.  The  power  rates 
of  municipal  plants  are  attractively  low.  But  it  must  be  borne  ir 
mind  that  those  rates  are  in  a  sense  not  economic  but  "poUtical,"  — 
rates  lower  than  could  be  made  by  any  corporation  which  had  to  paj 
taxes,  or  which  could  not  have  its  deficits  made  up  from  publi< 
appropriations.  Depreciation  charges  are  likely  to  be  figured  di£Fer 
ently  in  the  accoimting  of  municipal  as  compared  with  private  cor 
porations.  There  may  be  ample  justification  for  the  pohcy  of  the 
city's  charging  less  than  cost  for  electric  power,  just  as  for  many  yean 
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the  Post  OflSce  Department  was  run  with  a  view  not  to  its  paying 
expenses  but  to  its  rendering  the  maximum  service  in  the  develop- 
ment of  the  country.    But  if  power  rates  are  to  be  fixed  on  that  basis, 
the  policy  ought  to  be  frankly  avowed.    The  question  as  to  the  com- 
parative efficiency  of  service  to  be  expected  from  a  municipal  plant  as 
compared  with  that  of  a  private  corporation  involves  many  considera- 
tions which  cannot  be  reviewed  in  this  brief  paper. 

Pacific  Coast  cities  have  been  pioneers  in  selling  electric  power 

^or  manufacturing  purposes.    A  comparison  of  their  rates  would 

izivolve  a  maze  of  complications  entirely  inappropriate  in  a  paper  of 

ttkia  character.    A  quotation  from  the  power  rate  card  of  a  single  city 

5*^^y  serve  to  indicate  on  what  easy  terms  the  starter  of  a  small 

^^^dustry  may  there  secure  his  power.    In  Los  Angeles,  California, 

^l^«  use  of  the  aqueduct  has  made  possible  commercial  power  rates 

'"Vajining  from  4  cents  per  kw-hr.  for  the  first  100  kw-hr.  in  any  one 

'^•^-^nth  down  to  1.05  cents  for  from  3000  to  6000  kw-hr.    Pasadena 

nerates  power  by  a  steam  plant  using  fuel  oil,  and  sells  her  customers 

^^ictric  power  at  just  one-third  what  it  cost  at  the  time  when  the 

ty  plant  was  projected.    In  Seattle  the  rate  has  been  reduced  to 

ut  one-quarter  of  what  it  was  under  the  old  regime,  and  the  city's 

^S^droelectric  works  are  being  greatly  extended.    In  Tacoma  the 

ty  has  been  selling  power  since  1897,  but  made  no  special  effort 

ong  this  line  till  1912,  when  the  rate  was  reduced  from  a  uniform 

nt  rate  to  a  sUding  scale  on  which  the  price  per  kw-hr.  according 

the  load  factor  runs  from  24  cents  (where  the  load  factor  is  10)  to 

—45  cent  (where  the  load  factor  is  100).    And  these  rates  are  re- 

'ticed  by  one-third  where  the  customer  agrees  to  take  the  power  at 

rtain  hours  and  to  cut  off  all  or  a  large  percentage  of  his  power 

^ng  the  low-water  period.    Since  1912  there  has  been  a  marked 

^  ^^^crease  in  the  use  of  electric  power.    Forty-two  different  tjrpes   of 

^^^idustry  appear  upon  the  Ust  of  small  users  of  power;  they  include 

^*^^^iachine  shops,  rubber  factories,  shipbuilding  plants,  meat  packers, 

^xnelt«rs,  lumber  manufacturers,  etc. '  No  one  who  reads  the  list  can 

oubt  that  the  Tacoma  motor-rental  system  is  serving  effectively  to 

versify  the  city's  industries  and  to  make  it  easy  for  an  ambitious 

young  workman  to  start  an  enterprise  of  his  own. 

A  most  timely  document  is  the  Report  on  Electric  Power  Supply 

*D  Great  Britain  (made  pubUc  in  December,  1917)  by  the  Coal  Con- 

^rvation  Sub-Committee  of  the  British  Ministry  of  Reconstruction. 

^t  lends  especial  interest  to  this  report  is  the  fact  that,  by  way  of 

forcing  the  necessity  for  a  most  serious  consideration  of  the  recom- 
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mendations  which  they  present,  they  repeatedly  refer  to  the  dis- 
advantages which  the  British  manufacturer  is  sure  to  encounter  in 
after-the-war  competition  with  better-equipped  American  enter- 
prises.   For  example: 

In  the  United  States  the  amount  of  power  per  worker  is  56  per  cent  more 
than  in  the  United  Kingdom.  If  we  eliminate  workers  in  trades  where  the  use 
of  power  is  limited,  or  even  impossible,  we  shall  probably  find  that  in  the  U.  S.  A. 
the  use  of  power,  where  it  can  be  used,  is  nearly  double  what  it  is  here. '  On  the 
other  hand,  not  only  are  the  standard  rates  of  wages  higher  in  the  U.  S.  A.  but 
living  conditions  are  better.  There  is  little  doubt  that  in  the  U.  S.  A.  the  average 
purchasing  power  of  the  individual  is  above  what  it  is  in  this  country,  and  that 
this  is  largely  due  to  the  more  extensive  use  of  power,  which  increases  the  in- 
dividual's earning  capacity.  The  best  cure  for  low  wages  is  more  motive  power. 
Or,  from  the  manufacturer's  point  of  view,  the  only  offset  against  the  increasing 
cost  of  labor  is  the  more  extensive  use  of  motive  power.  Thus,  the  solution  of 
the  workman's  problem,  and*  also  that  of  his  employer,  is  the  same,  viz.,  the 
greatest  possible  use  of  power.  Hence  the  growing  importance  of  having  avail- 
able an  adequate  and  cheap  supply  of  power  produced  with  the  greatest  economy 
of  fuel  (p.  7).  The  present  coal  consmnption  would,  if  used  economically, 
produce  at  least  three  times  the  present  amount  of  power. 

The  Committee  makes  the  following  recommendations  (pp. 
1  and  17)  : 

The  present  inefficient  system  of  over  600  districts  should  be  superseded  by 
a  comprehensive  system,  in  which  Great  Britain  is  divided  into  some  sixteen 
districts,  in  each  of  which  there  should  be  one  authority  dealing  with  all  the 
generation  and  main  distribution. 

Sites  suitable  for  electric  generating  purposes  should  at  once  be  chosen  where 
water  is  plentiful  and  transport  faciUties  good  or  fuel  close  at  hand. 

Each  district  of  electrical  supply  under  a  single  authority  should  be  a  large 
area,  with  the  greatest  possible  variety  of  electrical  requirements  and  including 
populous  centers  of  industrial  activity.  Power  available  from  surplus  gas  or 
waste  heat  should  be  turned  into  electrical  energy  on  the  spot  in  local  plants  which 
would  feed  into  the  main  distribution  system. 

At  a  time  when  for  many  months  it  has  been  necessary  to  subject 
this  country's  fuel  supply  to  rigid  control,  on  a  day  when  many  of 
the  gas  and  electric  light  companies  in  New  England  have  but  a 
week's  supply  ahead,  when  Worcester  manufacturers  are  facing  the 
prospect  of  having  to  close  their  shops  or  curtail  production  for 
months,  and  when  the  bins  of  probably  half  the  householders  of  this 
city  are  empty  of  coal  and  when  no  assurance  can  be  had  of  more  than 
two-thirds  of  a  winter's  supply,  I  have  ventured  to  refer  to  this 
radical  proposal,  put  forth  by  an  eminent  and  responsible  group  of 
investigators,  for  the  conservation  of  England's  coal  supply,  and  for 
the  most  efficient  development  of  power  therefrom,  in  the  interest  of 
all  her  people. 


GEORGE  H.   HATNES  209 

II   CAPITAL 

How  shall  a  starting  industry  secure  capital?    In  the  days  of 
Worcester's  early  industrial  growth  the  necessary  capital  units  were 
small  and  might  be  drawn  from  modest  savings  or  secured  in  con- 
siderable measure  from  personal  acquaintances.    But  now  the  situa- 
tion is  vastly  changed.    The  new  industry  is  likely  to  need  a  greater 
amoijint  of  capital  at  the  start,  and  its  foimder's  acquaintances 
are      less  likely  than  three  generations  ago  to  have  the  requisite 


the  present  time  some  New  England  banks  are  paying  con- 
siderable salaries  to  their  representatives  who  go  about  in  the  com- 
ity helping  farmers  decide  how  to  invest  borrowed  capital  most 


siico^tssfully  in  the  development  of  their  home  farms,  with  the  result 
tli^tt;  three  parties  gain :  the  bank,  in  secUrhig  a  safe  investment  for 
^'te  f  tinds;  the  farmer,  in  getting  capital,  together  with  expert  advice 
^^  "to  its  intelligent  use  in  his  own  farm  problem;  and  the  community, 
^11  securing  a' greatly  increased  production  of  food  crops.  Similar 
wit,eir«st  and  cooperation  may  be  shown  by  banks  in  the  case  of  the 
irs  of  other  small  industries.  Some  modification  of  cooperative 
ing,  as  worked  out  in  Germany  and  Switzerland,  may  enable 
of  character  and  enterprise  to  borrow  upon  their  pooled  credit, 
tiie  starting  of  a  promiaing  industry. 

Ill   LABOR 

.t  the  present  time  the  "help"  question  is  one  of  the  most  dis- 

$ning  elements  in  the  manufacturer's  problem.     Trade  schools 

^^d    vocational  guidance  are  some  of  democracy's  newer  devices  for 

^"or-^iing  the  boy  some  training  in  fimdamentals  and  for  discovering 

^   Ivim  and  to  his  parents  what  his  real  aptitudes  are.     PubHc  em- 

^*^3rTOent  agencies  may  serve  to   bring  employer  and  employee 

^K^tiher  and  help  distribute  the  labor  force  to  the  points  where  it  is 

P^^^^ti  needed.    But  the  fundamental  evil  of  the  present  situation  lies 

^^     cJeeper.     Ex-President  Tucker,  of  Dartmouth  College,  declares 

^a.t:,    "the  social  curse  of  industrialism  as  it  now  exists  Ues  in  its  effect 

^^^^^^>>.  the  disposition  and  temper  of  industrial  workers."    He  points 

^^    "tJiat  by  putting  the  worker  under  the  dominance  of  the  machine, 

^^  ^Xibjecting  him  to  various  conditions  not  of  his  own  choosing,  and 

^  ^^€priving  him  of  the  stimulus  and  incentive  to  private  ownership. 


.^'^^i^rialism  has  alienated  the  man  from  his  job;  it  has  taken  from 
^^^^    "the  zest  for  work,  than  which  nothing  is  more  necessary  to 


progress 
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One  of  America's  most  eminent  engineers,  Mr.  Charles  P.  Stein- 
metZy  has  said  that  in  every  industrial  enterprise  there  are  three 
principal  elements  that  need  attention  —  the  financial,  the  technical, 
and  the  human.  He  added  that  the  I.  W.  W.  put  in  their  appearance 
where  the  human  factor  is  n^ected,  and  to  the  employer  who  dis- 
regards that  human  factor  his  admonition  is:  "The  I.  W.  W.  will 
get  you  if  you  don't  watch  out!" 

Right  here  is  one  of  the  great  advantages  of  the  small  industry 
and  a  prime  element  of  its  importance  to  a  democracy.  In  the  small 
shop,  relations  between  employer  and  workmen  still  remain  personal, 
human.  The  great  corporations  of  the  present  day  are  striving 
earnestly  to  solve  this  problem  of  the  human  element.  They  are 
calling  to  their  aid  the  psychologist  and  the  sociologist;  they  engage 
trained  experts  as  employment  managers  and  organize  elaborate 
welfare  departments.  But  no  scientific  organization  for  "hiring  and 
firing"  and  no  wholesale  welfare  work  can  duplicate  the  results  in 
efficiency  and  esprit  de  corps  of  the  working  team  which  can  be 
achieved  by  the  employer  in  the  small  industry. 

In  a  paper  recently  presented  before  this  Society,  Mr.  Richard  B. 
Gregg  has  discussed  "what  it  costs  to  hire  and  fire."  He  intimated 
that  an  annual  labor  turnover  of  20  per  cent  was  not  exceptional,  and 
cited  cases  where  for  several  successive  years  it  had  run  as  high  as 
45  per  cent,  while  in  one  department  of  a  certain  cotton  mill  it  had 
last  year  gone  over  500  per  cent.  The  losses  which  such  incessant 
shifting  involve  to  the  employer,  to  the  workman  and  his  family  and 
to  the  community  are  appalling.  Yet  every  person  here  knows 
employers  in  small  industries  who  through  years  have  kept  a  loyal 
working  force,  relatively  permanent  and  having  an  interest  and  a 
keen  pride  in  "their"  shop,  and  the  quantity  and  quality  of  "their" 
product.  It  was  such  employers  and  such  workmen  as  these  who 
gave  to  this  Worcester  community  its  immensely  strong  and  diversi- 
fied industrial  development,  so  hard  to  maintain  imder  the  changed 
conditions  of  today. 

IV   RESEARCH 

In  one  respect  the  small  industry  has  been  at  an  unnecessarily 
great  disadvantage.  The  day  of  hit-or-miss  or  rule-of-thumb  methods 
is  clearly  past.  Yet  the  small  industry  cannot  conduct  scientific 
investigations  in  elaborately  equipped  and  expensively  maimed 
research  laboratories  of  its  own.  Here  is  a  field  where  government, 
federal  or  state,  may  provide  cooperation  along  lines  similar  to  those 
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of  the  U.  S.  Department  of  Agriculture  and  of  the  state  experiment 
stations.  The  Bureau  of  Standards  is  already  doing  something  in 
the  way  of  research  work  for  private  concerns.  The  laboratories  of 
this  Institute,  as  of  scores  of  engineering  schools  and  imiversities, 
have  facilities  which  may  help  solve  the  technical  problems  of  many  a 
small  industry,  at  a  fraction  of  the  cost  which  would  be  involved  if 
the  manufacturer  should  attempt  to  have  this  work  done  in  his  own 
plant. 

V  PUBLICITY  AND  MARKETING 

• 

One  of  the  greatest  disadvantages  under  which  the  small  industry 
labors  is  the  difficulty  in  getting  its  product  continuously  and  efifec- 
tively  before  the  public.  Private  enterprise  has  not  failed  to  note 
this  need  and  to  provide  well-designed  facilities  to  meet  it.  For 
example,  the  Bush  Terminal  Company,  not  content  with  providing 
the  splendid  buildings  in  connection  with  which  manufacturing 
space,  power,  light,  heat,  railway  and  shipping  faciUties  are  furnished 
to  its  tenants,  has  spent  $2,000,000  to  erect  an  ''International  Exhibit 
Building"  at  the  very  heart  of  the  day-and-night  activity  of  New 
York  City,' on  West  Forty-second  Street.  It  is  where  every  dealer 
would  wish  to  have  his  show  room,  but  could  not  afford  to  do  so  alone. 
This  is  genuine,  scientific  cooperative  service  on  the  part  of  a  far- 
sighted  corporation,  and  some  small  industries  may  find  great  ad- 
vantage in  availing  themselves  of  this  opportunity. 

Considerable  saving  and  enhanced  efficiency  could  be  secured  if 
manufacturers  in  related  lines  would  cooperate  in  their  sales  work. 
The  automobile  shows  offer  a  spasmodic  and  spectacular  example  of 
what  may  be  worked  out  in  more  simple  and  modest  fashion  in  many 
lines  of  industry.  The  cooperative  fruit-selling  agencies  of  the 
Pacific  Coast  states  and  the  produce-marketing  organizations  in  other 
parts  of  the  coimtry  present  familiar  illustrations  of  cooperative 
selling.  Nor  is  this  a  matter  unworthy  of  governmental  interest  and 
aid.  The  medieval  fairs  brought  business  and  prosperity  to  the 
towns  which  held  them.  Even  in  war-stricken  France,  the  past  year, 
certain  expositions  have  been  maintained.  Our  own  coimtry  affords 
illustrations  of  municipal  industrial  museums  suggestive  of  a  develop- 
ment which  might  be  greatly  extended,  the  city  providing  ample  and 
suitable  halls  and  faciUties  for  the  display  of  the  high-grade  products 
distinctive  of  its  industry  —  doing  this  not  as  a  matter  of  favoritism 
and  patronage,  but  taking  it  upon  itself  to  advance  thereby  the  in- 
terests of  the  whole  city  as  an  industrial  unit,  in  the  spirit  frequently 
shown  by  a  progressive  chamber  of  commerce. 
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An  attempt  has  here  been  made  to  analyze  some  of  democracy's 
implications  in  the  industrial  field,  and  to  emphasize  some  aspects  of 
the  American  industrial  system  which  bid  fair  to  subject  our  form  of 
government  to  severe  strain.  Emphasis  has  been  laid  upon  the  small 
industry's  consistency  with  the  spirit  of  democracy  and  its  tendency 
to  strengthen  democratic  institutions,  and  some  ways  have  been 
suggested  whereby  through  public  or  private  cooperation  the  small 
industry,  in  the  interest  of  democracy,  may  be  given  a  better  chance 
of  success. 

At  any  time  these  matters  might  have  been  considered  of  some 
academic  interest;  but  right  now  they  seem  to  me  of  a  new  and  vital 
significance.  I  believe  that  it  is  an  accurate  forecast  that  in  the  future 
the  historian  will  find  the  chief  significance  of  this  World  War  not  in 
the  dynastic  and  territorial  changes  which  at  present  seem  to  us  to 
be  of  such  prodigious  moment,  but  rather  in  the  world-wide  social  and 
economic  upheaval  and  revolution,  for  which  the  war  is  now  prepar- 
ing the  way,  and  of  which  Russia  affords  a  portentous  example. 
Even  before  the  outbreak  of  the  war,  in  America  as  well  as  in  Europe 
there  were  abimdant  signs  that  convulsion  was  impending. 

The  coming  of  peace  will  bring  a  period  of  tremendous  readjust- 
ment. Back  from  the  front  will  come  scores  of  thousands  of  young 
oflicers,  and  millions  of  young  soldiers,  to  be  reassimilated  into  our 
economic  and  political  life.  That  process  will  be  vastly  different 
from  the  readjustment  which  followed  the  Civil  War.  Back  to  our 
industrial  centers  these  yoimg  men  are  to  come,  with  a  changed  out- 
look upon  life.  Men  who  before  the  war  had  been  plodding  wage 
earners,  hardly  stepping  outside  their  deep-worn  rut  from  one  year's 
end  to  another,  and  with  no  suspicion  that  life  had  anything  else  in 
store  for  them,  have  now  seen  other  lands,  other  customs.  They 
have  had  a  great  illumination.  They  have  taken  part  in  the  greatest 
enterprise  in  the  history  of  the  human  race.  .They  have  learned 
team  play,  and  the  immense  effectiveness  of  disciplined  cooperation. 
They  have  foimd  within  themselves  unsuspected  power  to  dare  and 
to  do  and  to  lead.  Let  no  one  fancy  that  the  return  to  the  ranks  of 
industry  of  these  hosts  of  young  crusaders,  who  have  gone  through 
hell  to  make  the  world  a  decent  place  to  live  in,  will  not  add  a  tremen- 
dous ferment  to  the  social  and  economic  unrest.  They  are  going  to 
demand  that  democracy  in  government  find  its  counterpart  in 
democracy  in  industry;  that  life  yield  them  something  more  than  the 
day's  wage,  —  that  it  give  them  something  of  the  zest  of  adventure, 
of  opportunity  for  advancement,  of  chance  for  independent  leader- 
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fi&ip.    Where  shall  these  ambitions  and  restless  energies  find  an 
outlet? 

In  the  strain  to  which  our  institutions  are  sure  to  be  subjected  in 
the  years  that  lie  immediately  before  us,  the  small  industry  may 
render  service  of  incalculable  importance  to  American  democracy. 
It  ofifers  scope  for  ambitious  young  men  to  rise  from  the  ranks  to 
positions  of  leadership.    It  keeps  relations  human  between  employer 
an.d  workmen.    It  gives  the  lie  to  the  class-conscious  radical's  asser- 
tion that  America  is  divided  into  two  hostile  camps,  the  bourgeois 
^nd  the  proletariat.    When  the  Allies  shall  have  succeeded  in  making 
tbe  world  safe  for  democracy,  the  small  industry  may  have  no  small 
p>£krt  in  making  democracy  safe  for  the  world. 
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THE   WORKMAN'S   HOME 

ITS  INFLUENCE  UPON  PRODUCTION  IN  THE  FACTORY  AND 

LABOR  TURNOVER 

By  Lebub  H.  Allen,^  Boi^ton,  Mass. 
Non-Member 

RecerU  investigations  have  shown  that  one  of  the  most  important  causes  of  the 
present  abnormal  labor  turnover  is  the  lack  of  sufficient  homes  for  the  population 
around  industrial  plants.  A  questionnaire,  prepared  and  circulated  by  the  company 
with  which  the  author  is  connected,  elicited  840  replies,  from  which  many  interesting 
and  mdwMe  extracts  are  gvoen.  Prom  a  study  of  these  replies,  the  general  impres- 
sion is  gained  that  the  catues  of  the  labor  turnover  today  are  improper  or  insufficient 
housing,  inadequate  transportation,  the  general  restlessness  usual  in  war  times,  and 
a  lack  of  care  in  placing  men  in  positions  for  which  they  are  best  fitted. 

One  paint  that  an  investigation  of  housing  conditions  has  brought  out  is  that  the 
type  of  house  in  which  the  workingman  is  generally  lodged  is  not  suited  to  his  needs 
and  is  often  beyond  his  earning  power  to  support.  Three-  and  four-room  apartments 
and  fofWT'  and  fvoe-^oom  houses  are  an  experimental  type  meeting  with  considenible 
success.  A  certain  minimum  requirement  must  be  met,  which  shoidd  include  a 
goodrsized  living  room  for  general  use,  sleeping  rooms  of  suffi/:ieni  number  and  size 
to  meet  health  demands,  and  adequate  plumbing  facilities. 

T^HE  events  of  the  past  twelve  months  have  shown  up  in  no 
uncertam  way  many  serious  defects  in  the  structure  of  our 
social  system.  So  many  things  in  which  we  prided  ourselves  and 
rested  with  confidence  have  fallen  apart  or  shown  essential  weaknesses. 
The  earnest  efforts  of  all  who  have  at  heart  the  welfare  of  our  country 
and  its  people  are  needed  to  redesign  and  reconstruct  the  defective 
parts  of  our  social  machinery  in  order  that  we  may  maintain  the 
leadership  of  democratic  nations  that  we  now  hold  and  enjoy. 

2  Among  the  industrial  and  economic  problems  which  have 
disclosed  themselves  and  are  pressing  for  an  immediate  solution 
is  that  of  the  housing  of  the  working  classes,  the  subject  of  this 
paper. 

*  Aberthaw  Construction  Company. 
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3  Let  it  be  recognized  at  the  outset  that  this  problem  is  entirely 
distinct  from  that  of  the  housing  of  the  poor,  a  problem  of  equal 
urgency  and  of  greater  difficulty,  a  problem  in  which  we  all  are,  or 
ought  to  be,  equally  interested. 

4  The  high  wages  that  now  prevail  are  not  bringing  to  the 
workingman  either  wealth  or  comfort.  The  shorter  hours  that  the 
unions  have  devoted  so  much  time  and  effort  to  secure  have  not 
produced  any  corresponding  improvement  in  the  workman's  condi- 
tion. This  is  largely  because  the  workman  is  imable  to  secure  a 
comfortable  home  in  which  to  enjoy  his  hoiu«  of  leisure.  If  he 
earns  high  wages  rents  are  raised  by  landlords  and  prices  of  other 
conmiodities  go  up  in  like  manner,  and  in  growing  centers  of  industry 
houses  are  usually  impossible  to  obtain.  At  the  present  time,  when 
the  cost  of  building  is  so  high,  new  houses  are  not  being  built  to 
acconmiodate  the  growth  of  population  and  the  result  is  an  alto- 
gether disgraceful  amount  of  overcrowding;  it  is  practically  impos- 
sible for  any  workman,  skilled  or  imskilled,  coming  to  a  new  town 
to  bring  his  family  with  him;  he  has  to  come  alone  and  crowd  in  as 
a  lodger  with  others. 

LACK  OF  HOUSING  A  FREQUENT  CAUSE  OF  LABOR  TURNOVER 

5  Recent  investigations  have  shown  that  one  of  the  most  im- 
portant causes  of  the  present  abnormal  labor  turnover  is  the  lack  of 
sufficient  homes  to  house  the  population  around  industrial  plants 
and  the  altogether  unsatisfactory  nature  of  such  houses  as  there 
are. 

6  It  is  hardly  necessary  in  this  paper  to  present  figures  regarding 
labor  turnover  to  a  meeting  of  engineers;  it  is  a  pressing  problem 
that  you,  all  know  more  about  than  the  speaker.  Ten  years  ago  we 
should  have  felt  rather  ashamed  of  a  turnover  of  100  per  cent  per 
annmn.  Many  large  plants  now  consider  themselves  very  fortunate 
if  they  can  get  below  300  per  cent.  Those  who  do  not  keep  track  of 
their  figures  may  be  inclined  to  dispute  this.  But  those  who  through 
their  employment  department  keep  records  of  their  labor  turnover  wiU 
all  bear  out  this  general  statement. 

7  The  fact  is,  that  in  spite  of  high  wages  the  living  conditions 
in  our  manufacturing  centers  are  so  miserable  that  a  workman  can- 
not endure  a  long  stay  in  one  place,  and  he  soon  throws  up  his  job 
and  moves  on  to  the  next  town  for  the  sake  of  a  change  in  the  vain 
hope  that  he  will  find  something  better  than  the  conditions  he  has 
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just  left.  Such  men  separated  from  their  families,  and  roaming 
from  place  to  place  soon  d^enerate  into  the  ''floater"  class  that  is 
such  a  big  problem  to  our  employment  departments. 

BE8ULT8  OF  A  QUESTIONNAIRE  ON  MEANS  OF  REDUCING  LABOR 

TURNOVER 

8  In  order  to  bring  out  more  clearly  the  importance  of  good 

and  adequate  housing  as  a  means  of  reducing  labor  turnover,  the 

Aberthaw  Company  has  just  prepared  and  circulated  a  questionnaire 

among  employers  of  labor,  asking  for  figures  on  their  labor  turnover 

and  on  the  character  and  sufliciency  of  the  house  accommodations 

around  their  plants.    Prior  to  this,  as  far  as  could  be  ascertained, 

data  had  been  assembled  on  this  relation,  although  the  opinion 
been  widely  held  that  housing  has  an  important  influence  on 
l«k1x>r  turnover. 

9  Eight  himdred  and  forty  repUes  were  received,  containing 
sk  mass  of  most  interesting  information.  The  replies  were  from 
t;3^ical  plants  in  the  eastern  and  middle-western  states,  some  in 
«a.1ies  and  some  in  small  towns,  and  may  be  taken  as  a  fair  average 
statement  of  conditions. 

10  As  we  expected,  only  a  small  proportion  (18^  per  cent) 
c>f  our  correspondents  kept  any  record  of  their  ''hiring  and  firing;" 
^>f  those  who  had  kept  records  on  turnover  nearly  a  third  had  started 

Vceping  their  records  within  a  year. 

11  Very  few  of  those  answering  stated  that  they  housed  all 
their  help,  but  17  per  cent  owned  some  houses. 

12  In  answer  to  our  request  for  an  expression  of  opinion  as 
to  the  influence  of  good  housing,  nearly  all  replied  that  it  was  a 
benefit  to  a  manufacturing  plant,  tended  to  hold  the  men  and  made 
them  more  contented  and  happier,  but  there  was  some  division  of 
opinion  as  to  whether  it  reduced  time  lost  through  sickness. 

13  The  opinion  is  held  by  all  manufacturers  located  in  large 
cities,  such  as  New  York,  Philadelphia  and  Buffalo,  that  in  very 
large  communities  housing  has  no  bearing  upon  labor  supply  —  with 
tiie  exception  of  one  firm  in  Detroit,  which  attributes  a  large  reduc- 
tion in  turnover  to  selecting  its  new  employees  from  those  who  live 
^thin  half  a  mile  of  the  plant.  No  firm  in  a  very  large  city  shows 
^y  interest  in  housing,  although  in  many  cases  the  turnover  is  just 
as  large. 

14  Table  1  has  been  compiled  from  the  answers  received.  It 
indicates  that  over  50  per  cent  of  plants  reporting  turnover  which 
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y^oang  around  them  have  a  turnover  below  50  per 
^,r   •^^*"*'!.   ^^.thiitl  of  the  plants  where  housing  is  insufficient 
J  turnover  as  this. 

all  plants  reporting  a  turnover  of  less  than  100 

^^-jj^  are  only  slightly  in  favor  of  those  which  have 

'*  n^-fiir-  above  this  point  the  advantage  rests  with  the 
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^TRACTS  FROM  REPLIES  TO  QUESTIONNAIRE 

.  .    rjje  figures  obtained  cannot  be  called  conclusive  —  of  far 
interest  and  value  are  the  repUes  returned  with  the  ques- 
'^'^^        g^onje  of  the  more  interesting  of  which  follow: 

,.^«S  1     RELATION  BETWEEN  LABOR  TURNOVER  AND  HOUSING 


PeroeDtace  of  looalitias  ,  Pcroentac*  of  locditii 


Turnover 


reportinc  adequate 
housinc 


aOfolOOptroent... 
IflOW^Wpwcent... 
j«»1«»  300  pw  cent... 
jftiK*  400  par  cent... 


reporting  insolBiuant 
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2 

8 

1 7  A  Pennsylvania  mill  has  some  very  positive  evidence  of  the 
ortsh  value  of  good  housing.    Their  manager  writes  us: 

Our  two  blast  furnaces  are  located  about  twenty  miles  apart,  and  between 
thtMu  iH  the  blast  furnace  of  a  rival  company.  We  consider  our  housing  fadli- 
ttt«  riuporior  to  theirs,  and  to  give  you  an  idea  of  the  effect  of  this  would  state 
that  for  years  past  they  have  had  to  pay  more  per  day,  of  the  same  number  of 
hourH,  for  all  of  the  men  they  employ  around  their  plant. 

Hardly  a  month  goes  by  that  we  do  not  get  some  men  to  come  to  us  from  this 
n\  111  furnace,  stating  that  the  reason  for  moving  is,  though  they  get  leas  wages, 
( h(^  housing  conditions  are  better  around  our  plants. 

18  A  small  Connecticut  town  of  home  owners  seems  well  con- 
l(»nt,  as  one  reply  says: 

A  great  many  of  our  employees  own  their  own  homes,  a  factor  which  tends 
to  hold  the  men,  makes  them  more  contented  and  happier  and  is  evidence  of  an 
earning  power  greater  than  in  many  lines  of  industries. 

19  The  experience  of  the  general  manager  of  one  of  our  largest 
collieries^confirms^the  views  expressed.    He  says: 
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From  dose  obflervation  and  study  of  results  experienoed  at  fourteen  operat- 
iiig  ooUierieB,  I  oan  state  speoifioally  that  where  housing  conditions  exoel  there 
the  better  dasB  of  labor  exists,  as  is  demonstrated  by  higher  effioienoy  in  their 
work,  and  deaner  play  during  their  play  time. 

At  such  of  these  collieries  operated  by  this  company  where  conveniences 

ol  a  modem  oharaoter  have  been  placed  at  the  disposal  of  workmen  and  their 

famllieB,  our  labor  is  of  the  most  efficient  and  also  of  the  most  stable  character. 

We  baye  found  under  these  good  conditions  that  even  though  the  man  did  not 

foUy  appreciate  the  convemences  provided,  in  a  great  many  instances  after  he 

and  his  family  had  moved  away  the  wife  has  written  to  our  superintendents 

Asking  if  her  husband  can  be  placed  at  work  again,  and  if  a  house  can  be  obtained. 

At  other  of  our  collieries,  especially  those  acquired  by  purchase  after  housing 

plans  had  been  fully  developed  under  the  previous  owners,  we  have  observed 

that  where  inadequate  thou^^t  and  consideration  had  been  given  to  house  plisms 

and  conveniences  difficulty  was  experienced  in  retaining  the  desired  class  of  labor, 

even  though  the  working  conditions  at  the  mine  were  equal  to  the  working  con- 

at  our  collieries  built  throughout  by  ourselves. 


20  Mr.  E.  H.  Barnes,  superintendent  of  the  large  General  Elec- 

Co.  Works  at  Fort  Wayne,  Ind.,  writes  us: 

The  question  of  companies  building  houses  and  renting  them  to  their  em- 
X>]oyees  is  one  which  very  few  people  seem  to  agree  on.    Personally  I  think  that 
iy  company  makes  a  mistake  in  doing  this.    The  working  people  as  a  whole 
some  ulterior  reason  for  the  company's  apparent  beneficence.    To  the 
^-^rerage  American,  who  usually  has  very  fixed  ideas  about  these  matters,  it  is 
Lore  or  less  repugnant. 

21  From  another  metal-working  firm  we  have: 

We  know  that  good  housing  tends  to  hold  the  men,  as  we  find  that  many  men 
five  their  excuse  for  leaving  us  that  they  cannot  always  obtain  the  kind  of  a  house 
'Miey  desire. 

22  A  Massachusetts  textile  concern  is  desirous  of  seeing  his  men 

ome  owners  independently  of  his  company: 

As  a  general  proposition  there  is  no  question  but  what  good  housing  near  the 

flant  18  a  benefit  to  any  manufacturing  business  located  in  the  country.    We  are 

the  impression,  however,  that  good  housing  built  by  other  people  is  of  more 

to- the  community  and  the  manufacturing  plant  than  housing  controlled 

y  the  manufacturing  plant  itself. 

We  believe  that  a  plan  that  enables  the  employee  to  build  and  own  his  own 
18  a  benefit  to  the  community,  to  the  employer  and  to  the  employee. 

23  A  well-known  crane  manufacturer  writes: 

"From  the  fact  that  nearly  all  of  the  company  capital  is  needed  in  its  business 
it  18  a  very  difficult  matter  for  them  to  divert  much  of  it  to  the  construction  of 
new  houses,  much  as  they  would  like  to  do  so. 

We  find  that  the  employees  were  very  anxious  to  buy  these  houses,  but  of 
course,  the  burden  of  the  expense  will  have  to  be  carried  by  the  company  for 
approximately  ten  yean. 
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We  consider  it  desirable  to  have  as  many  of  our  employees  own  thdr  homes 
as  possible,  because  it  makes  them  more  Uirifty  and  their  families  are  better 
satisfied  ordinarily,  because  of  the  added  interest. 

While  we  have  no  definite  statistics  relative  to  the  time  lost  by  men  who  are 
properly  housed  and  those  who  are  not,  we  are  of  the  opinion  that  a  man  woridng 
to  pay  for  his  own  home  will  not  lose  any  more  time  than  is  necessary  and  there- 
fore wiU  be  on  the  job  as  steadily  as  it  is  possible  for  him  to  be.  The  satisfaetioii 
of  owning  one's  own  home  and  improving  it  is  real.  So  far  as  we  can  recall  we 
have  only  had  one  man  who  has  bought  his  home  leave  the  employ  of  the  com- 
pany in  the  past  three  years. 

24  Mr.  W.  H.  Ham,  Manager  of  the  Bridgeport  Housing  Com- 
pany, comments  on  the  prevailing  "restlessness"  and  has  some 
important  and  interesting  suggestions  to  make. 

Labor  is  restless  at  the  present  time.  The  single  man  is  bound  to  be  a  rover. 
The  young  married  man  is  somewhat  better,  but  still  has  a  tendency  to  rove  and 
to  seek  better  conditions  and  better  wages  because  of  lack  of  ties.  Hie  unmarried 
man  should  be  free  from  any  restraints  which  would  handicap  his  ability  to 
advance  himself.  My  feeling  is  that  the  best  way  to  prevent  roving  of  the 
harmful  type  is  to  build  up  the  associations  in  manufacturing  towns  to  such  an 
extent  that  the  unmarried  man  may  have  membership  in  proper  kinds  of  associ- 
ations, which  wiU  teach  him  to  advance  rather  than  stay  still.  Spofts  for  both 
winter  and  smnmer  are  very  important  items. 

I  believe  in  the  school  for  advancement  of  knowledge  in  the  trade  and  the 
wholesome  surroimdings  of  a  sufficient  niunber  of  playgrounds  so  that  we  can 
have  athletics  for  a  very  much  laiger  niunber.  This  will  have  a  great  deal  to  do 
with  the  turnover  of  the  immarried  man  in  the  factory. 

25  Here  is  a  manufacturer  in  trouble.    He  states: 

Our  problem  is  housing  single  foreigners,  who  are  more  or  less  transient. 
They  keep  no  heat  diuing  the  day,  freeze  aU  water  pipes,  live  without  fumituie, 
and  have  wrecking  parties  occasionally.  Have  suggested  heated  barracks  with 
common  lounging  room,  kitchen  and  food  store,  but  they  do  not  favor  this  on 
accoimt  of  group  likes  and  dislikes. 

26  Experiences  like  this  are  common  where  proper  r^ulation 
and  inspection  is  not  carried  out.  But  the  experience  of  the  Octavia 
Hill  Association  and  many  others  shows  that  even  in  the  worst 
locaUties  tenants  can  be  made  to  Uve  decently  and  treat  houses 
properly. 

CAUSES  OF  LABOR  TURNOVER  AS  SHOWN  FROM  REPLIES 

27  The  general  impression  gained  from  a  study  of  these  and 
many  other  letters  establishes  the  following  causes  of  labor  turnover 
today: 

a  Improper  or  insufficient  housing 
b  Inadequate  transportation 
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c  The  general  restlessness  due  in  part  to  the  abnormal  war 

conditions 
d  "Misfits"  —  lack  of  care  in  emplo3dng  men  for  work  for 

which  they  are  best  fitted. 

28  An  important  cause  not  touched  on  by  any  of  my  corre- 
;K>ondents  is  the  lack  of  proper  relations  between  employer  and 

Txnployee,  imder  which  heading  I  would  include  lack  of  supervision 
^f  the  hiring  and  firing  of  men,  lack  of  care  or  interest  in  the  men, 
ction  with  the  labor  unions,  etc. 

29  We  cannot  state  definitely  which  of  these  is  the  most  potent 
AUSC'Of  trouble;  but  enough  has  been  said  to  justify  the  statements 

e  in  the  earlier  parts  of  this  paper  on  the  supreme  importance 
f  good  housing. 

30  The  lack  of  good  and  sufficient  houses  is  now  recognized  as 
most  important  industrial  factor.  Because  of  it  factories  are  losing 
en,  losing  work,  losing  output  and  losing  profit. 

THE  workman's  HOME:  HOW   IT  SHOULD   BE   BUILT 

31  One  of  the  striking  points  brought  out  in  every  investigation 

{  the  housing  of  the  working  classes  is  that  the  workman  is  never 

cased  in  a  building  designed  to  suit  his  needs.    New  houses  are 

ways  built  to  suit  the  requirements  of  those  above  him  in  earning 

and  standards  of  living.    When  such  houses  become  dilapidated 
r  neighborhood  conditions  change  he  enters  the  houses  and  adapts 
If  to  them  as  best  he  can.    Comparatively  few  workingmen 
a  six-  or  seven-room  house  or  can  afford  to  occupy  them  without 
asubletting  half  of  the  house  or  taking  lodgers. 

32  Some  of  the  worst  housing  conditions  we  find  are  in  old 
:znansions  stranded  by  the  receding  tide  of  fashion  and  now  occupied 
l>y  four  or  five  famiUes,  all  sharing  the  same  toilet  and  water  supply. 

33  The  experiment  is  now  being  tried  in  many  localities  of 
l)uilding  three-  and  four-room  apartments  and  four-  and  five-room 
houses  with  much  success.  The  workman  as  a  rule  does  not  desire 
to  have  the  privacy  of  his  home  invaded  by  lodgers  and  welcomes 
the  opportunity  to  live  in  a  small  house  or  apartment  without  them. 

34  Any  discussion  of  the  kind  of  house  he  requires  should  be 
prefaced  by  a  statement  drawing  a  distinction  between  the  skilled 
workmen  and  the  imskilled.  The  former  are  usually  Americans  or 
live  according  to  American  standards;  the  latter  are  mostly  foreign- 
bom  or  negroes,  receive  lower  rates  of  pay  and  do  not  desire  (or  if 
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they  do  desire,  cannot  afford)  all  the  refinements  and  conveniences 
that  are  usually  built  in  the  American  home. 

35  There  is  a  certain  minimum,  however,  that  we  all  agree  should 
govern  the  design  of  any  workman's  home.  He  should  have  at 
least  one  living  room  for  general  use  of  an  area  not  less  than  150  sq. 
ft.  entirely  separate  from  his  sleeping  rooms,  and  he  should  have 
enough  bedrooms  for  himself  and  for  his  children  of  different  sexes 
to  sleep  apart,  each  bedroom  having  at  least  400  cu.  ft.  of  air  space 
per  occupant,  and  every  room  having  direct  sunlight  and  ventilation 
through  windows  of  ample  size.  Every  tenant  should  have  his  own 
private  toilet  equipped  with  water  closet  and  bath  tub,  and  a  sink 
with  running  water  in  the  kitchen;  all  plmnbing  should  be  con- 
nected to  the  sewer  and  pure  water  for  drinking  be  supplied  throu^ 
faucets  in  the  kitchen  and  bathroom. 

36  American  standards  demand  in  addition  separate  parlors, 
separate  dining  rooms,  pantries,  large  cellars,  porches,  furnace  heat, 
electric  light,  laimdry  tubs,  lavatory  bowls,  etc.  All  these  are 
desirable  and  should  be  provided  if  possible,  but  are  not  essential. 

37  In  discussing  types,  methods  and  materials  of  construction 
ought  not  to  be  omitt^.  The  difference  in  first  cost  between  good 
construction  and  poor  construction  is  not  great  and  is  speedijiy 
amortized  in  reduction  of  repair  bills. 

38  The  difference  in  cost  between  a  six-room  frame  house  and 
one  of  brick,  concrete  or  tile  is  at  present  prices  less  than  15  per  cent. 
The  price  of  the  lot  is  the  same  in  either  case,  so  that  the  difference 
between  a  frame  house  costing  $3000  and  lot  worth  $600  and  a  brick 
house  on  same  lot  would  be  about  $450  or  8  per  cent.  Assuming 
5  per  cent  for  interest,  the  saving  of  triennial  outside  painting  would 
more  than  repay  interest  on  his  extra  investment.  By  setting  a  lower 
rate  for  depreciation  and  amortization,  it  is  possible  to  rent  such  a 
house  at  as  low  a  rate  as  a  frame  house  of  the  same  size. 

THE  workman's  HOME:  THE  FINANCIAL  PROBLEM 

39  The  greatest  obstacle  to  the  continuous  development  of 
industrial  housing  on  right  lines  is  the  financial  problem,  so  difficult 
alike  for  employee  and  employer  to  overcome. 

40  Most  of  our  workmen,  skilled  or  imskilled,  are  not  home 
owners.  The  margin  between  income  and  living  expenses  is  so 
small  that  the  heavy  initial  payments  required  and  the  difficulty 
of  clearing  off  second  mortgages  make  it  extremely  difficult  for  a 
man  below  the  grade  of  foreman  to  purchase  his  home. 
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41  Where  a  lot  is  purchased  with  the  hope  of  building  a  home 
later,  the  hope  is  seldom  realized,  and  frequently  such  a  purchase 
is  disastrous.  The  home  seeker,  misled  by  specious  promoters,  is 
faced  with  large  unexpected  assessments  for  betterments  at  incon- 
venient times  and  often  loses  all  he  has  invested.  He  rarely  ac- 
cumulates enough  funds  to  start  building. 

42  The  manufacturer,  too,  is  faced .  with  similar  difficulties. 
The  amoimt  of  capital  required  to  provide  housing  for  his  men  is  very 
much  greater  than  the  amount  required  to  house  his  plant  and  ma- 
chinery, and  the  administration  of  real  estate  either  for  rental  or 
purchase  presents  many  difficulties. 

43  Company  housing  is  necessary  for  a  mine  or  other  isolated 
industry.  Textile  mills  and  other  industries  paying  a  relatively  low 
wage  are  forced  into  company  housing  at  low  rentals  through  the 
desire  to  keep  wages  down,  but  the  shoe,  automobile  and  other  highly 
paid  trades  very  rarely  go  into  industrial  housing  work.  But  at 
the  present  time  in  order  to  keep  down  turnover  and  keep  labor 
content,  all  trades  are  finding  housing  to  be  one  of  the  burning 
questions  of  the  hour. 

44  Among  the  essential  factors  in  the  development  of  a  housing 
enterprise  are  the  following: 

a  The  construction  of  permanent  fire-resisting  buildings 
which  will  not  depreciate  rapidly  and  therefore  will  serve 
as  security  for  long-term  loans 

b  The  treatment  of  a  housing  development  as  an  artistic 
whole  by  a  competent  city  planner  and  architect  so  as  to 
reap  as  large  an  increment  as  possible  in  the  rise  of  real- 
estate  values 

c  The  sale  to  the  workmen  of  as  many  houses  as  possible  on 
easy  terms  spread  over  a  long  period,  the  payments  being 
arranged  in  a  simple  manner  to  cover  insiu'ance  and  taxes, 
as  well  as  interest  and  repayments  of  principal 

d  The  establishment  of  a  definite  financial  policy  covering 
rented  property,  including  the  estabUshment  of  a  sinking 
fund  to  take  care  of  depreciation  and  obsolescence  with 
the  intention  of  amortizing  the  equity  before  the  mort- 
gages fall  due 

e  The  elimination  of  profit  in  seUing  of  houses  to  workmen 
beyond  a  reasonable  interest  on  investment 

/  Reducing  the  capital  invested  by  selling  a  small  proportion 
of  the  property  in  the  open  market  at  a  reasonable  profit 
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g  Careful  management  of  property  and  strict  r^ulation  of 
tenants  particularly  with  regard  to  those  who  become 
nuisances  or  cause  undue  damage  to  property. 

45  In  entering  the  housing  field  on  a  large  scale  the  manufac- 
turer can  utilize  the  services  of  the  large  general  contractor  who, 
buying  at  wholesale  prices  in  the  best  market,  and  with  well-trained 
gangs  of  men,  can  build  at  lower  prices  than  the  local  speculative 
builder  and  produce  better-built  buildings.  The  cost  of  these 
buildings  to  the  manufactiu'er  is  therefore  considerably  less  than 
the  real-estate  value.  In  addition  to  this,  the  value  of  the  land  plus 
improvements  is  far  more  than  the  cost  of  the  land  and  improvements, 
and  this  value  usually  increases  year  by  year  provided  that  values 
are  kept  aUve  by  trading.  The  manufactiu'er  is  advised  not  to  realise 
on  this  increase  in  land  values  when  selling  houses  to  his  workmen, 
provided  he  can  protect  himself  against  the  workman's  speculating 
in  the  land  to  his  disadvantage,  but  he  is  certainly  justified  in 
regaining  some  of  this  value  by  sales  to  other  parties  in  the  open 
market. 

46  In  the  spring  the  writer  siureyed  a  six-acre  tract  belonging 
to  a  Connecticut  nmnufacturer.  The  land,  acquired  when  the  mill 
was  built  many  years  ago,  was  valueless  for  manufacturing  buildings 
owing  to  its  topography  and  location  and  had  been  written  down 
on  the  books  at  a  very  low  figure.  Plans  were  prepared  showing  the 
improvements  necessary  to  develop  the  land  for  housing,  the  cost  of 
the  improvements  being  estimated  at  $15,000.  The  value  of  the  im- 
proved land  after  this  work  had  been  done  was  estimated  by  local 
real-estate  men  at  $40,000.  On  this  site  it  is  planned  to  build 
housing  for  thirty-five  famiUes  at  a  cost  of  $120,000.  The  estimated 
real-estate  value  of  these  buildings  is  placed  at  $132,000  as  the 
manufacturer  estimated  that  10  per  cent  would  be  saved  by  having 
the  whole  development  done  at  once  by  a  good  general  contractor. 
The  manufacturer  plans  to  sell  ten  houses  of  this  development  in 
the  open  market  at  a  price  of  $6000  each;  his  net  expenditure  would 
then  be  reduced  to  $75,000.  The  real-estate  value  of  the  premises 
unsold  is  estimated  at  $112,000,  on  which  he  plans  to  secure  a  mort* 
gage  of  $50,000,  leaving  a  net  capital  expenditiu-e  of  $25,000  to  secure 
housing  for  twenty-five  famiUes.  These  houses  he  plans  to  rent  to 
his  men,  or  sell  at  cost  to  those  who  wish  to  buy  and  will  undertake 
not  to  resell  at  once. 

47  In  order  to  protect  against  reselling  it  is  advisable  for  the 
manufacturer  to  retain  an  option  on  the  property  if  the  man  wishes 
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to  dispose  of  it.  Another  plan  is  that  adopted  by  the  Goodyear 
C<xnpany  who  have  added  25  per  cent  to  the  net  cost  of  the  improved 
land  and  buildings  when  seUing,  with  the  understanding  that  the 
25  per  cent  would  be  returned  or  rebated  in  five  years  to  the  pur- 
chasers if  they  remained  till  then  in  the  Company's  employ.  After 
that  they  were  free  to  dispose  of  the  property  at  will.  This  seems 
to  be  a  fair  solution  of  the  problem;  it  would  be  manifestly  unjust 
to  make  the  option  or  restriction  a  perpetual  one. 

48  The  calculation  of  land  increment  may  seem  Uke  the  pro- 
verbial "counting  your  chickens  before  they  are  hatched"  and  can- 
not be  reckoned  on  in  every  case.  In  most  places,  however,  it  holds 
true,  a  striking  example  being  that  of  Gary,  Indiana.  Accord- 
ing to  a  report  by  Dr.  Haig  to  the  Committee  on  New  Industrial 
Towns,  the  cost  of  the  town  site  was  found  to  be  $7,057,000.  The 
cost  of  improvements  was  $4,030,000,  making  a  total  of  $11,087,000. 
The  value  now  stands  at  $33,445,000,  an  increase  of  $22,358,000 
(over  200  per  cent),  all  of  which  has  been  dissipated  among  private 
owners  and  speculators. 

49  A  similar  report  by  Mr.  Swan  on  Lackawanna,  New  York, 
shows  a  land  cost  of  $1,983,000,  improvements  $245,000  — a  total 
cost  of  $2,228,000.  The  value  now  stands  at  $9,026,000,  an  in- 
crement of  $6,788,000  (over  300  per  cent). 

50  It  is  generally  considered  that  it  is  in  a  man's  best  interests 
to  own  his  own  home.  Several  manufacturers  are  making  it  easy  for 
him  to  do  so  by  furnishing  him  the  home  at  cost  and  accepting  small 
monthly  payments  spread  out  over  a  long  term  of  years.  It  is  found, 
for  instance,  at  Indian  Hill  —  the  housing  development  of  the 
Norton  Company,  Worcester,  Mass.  —  that  a  man  can  buy  a  $4000 
home  by  a  10  per  cent  first  payment  followed  by  payments  of  $25 
a  month,  plus  taxes  and  insurance.  His  monthly  payments  take  care 
of  interest  and  refunding  of  second  mortgage  and  in  twelve  years  leave 
him  with  a  first  mortgage  of  $2500. 

51  Added  inducements,  such  as  ''term"  life  insurance  for  the 
value  of  the  home  for  the  repayment  period,  add  very  slightly  to  the 
c<J8t  per  month,  and  secure  the  ownership  of  the  equity  to  the  wife  in 
^  event  of  the  man's  death.  Some  manufacturers  prefer  to  pay 
taxes  also  and  collect  in  monthly  or  weekly  payments  from  the  pur- 
chaser. 

52  In  all  these  long-payment  schemes  the  importance  of  good 
construction  as  a  security  against  depreciation  on  long-term  invest- 
loent  cannot  be  overemphasized. 
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53  In  conclusion,  let  it  be  said  that  the  houdng  problem,  w] 
presenting  many  difficulties,  is  not  an  impossible  one  to  solve,  anc 
the  present  crisis,  when  it  has  been  shown  to  be  such  a  vital  f a< 
in  the  winning  of  the  war,  it  is  the  duty  of  us  all  to  study  it  : 
endeavor  to  find  a  way  in  which  the  questions  involved  shall 
happily  and  satisfactorily  settled. 


No.  1649 

THE  ECONOMICAL  USE  OF  FUEL 

A  SYMPOSIUM    ON    FUEL    CONSERVATION,    PARTICULARLY    IN 
HEUHON  TO  CONDITIONS  BROUGHT  ABOUT  BY  THE  WAR 

r\ff  the  following  pages  will  be  found  selections  from  the  discus- 
sions received  in  response  to  a  questionnaire  issued  for  the 
^el  Session  of  the  Spring  Meeting  at  Worcester,  Mass.,  June,  1918. 
"*^ese  are  grouped  under  the  several  headings  to  which  their  subject- 
''^tter  applies,  and  in  preparing  them  for  publication  conciseness 
"^  been  sought  through  avoiding  dupUcation  of  matter  on  any 
given  topic. 

The  questions  upon  which  discussion  was  solicited  are  as  follows: 

1  What  Are  the  Economic  Effects  of  Impurities  in  Coal? 

2  To  What  Extent  Is  Fuel  Oil  Likely  to  be  Used  as  a  Substitute  for  Coal? 

3  How  Can  Soft  Coal  Be  Burned  Without  Smoke  in  Marine  Boilers? 

^     What  Are  the  Possibilities  in  the  Direction  of  the  Utilization  of  Anthracite 

Wastes? 
^      What  Instruments  Are  Useful  and  Desirable  in  the  Boiler  Room  as  Aids  in 

Saving  Coal? 
^      What  Is  Essential  to  the  Economical  Operation  of  Hand-Fired  Boiler  Fur- 
naces When  Using  Soft  Coal? 
^       To  What  Kinds  of  Plants  and  Coals  are  the  Different  Types  of  Mechanical 
Stokers  Respectively  Adapted,  and  What  Is  the  Limiting  Factor  to  Their 
Use  in  the  Small  Plant? 
^      What  Experience  Have  You  Had  in  the  Use  of  Wood  as  Fuel?    To  What 

Extent  Is  Wood  Available  as  a  Fuel? 
^      What  Coal  Economies  Can  Be  Effected  in  Residence  Heating? 
^O     What  Coal  Economies  Can  Be  Effected  in  the  Small  Steam  Plants  ? 
^  ^     What  Experiences  Have  You  Had  With  the  Storage  of  Coal? 

^^Ca)    To  What  Extent  and  Where  Will  the  Gas  Producer  be  Used  to  Produce 
Economies? 

^^(6)    To  What  Extent  is  Natural  Gas  Being  Used  as  a  Fuel  for  Power  Pur- 
poses? 
^2(c)    What  is  the  Relative  Economy  of  the  Locomotive  of  1900  and  Today? 
*^M    What  Proportion  of  the  Coke  is  Made  in  By-product  Ovens? 
12(e)    What  are  New  and  Important  Developments  in  Methods  of  Burning 
Coal? 
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12(f)  What  Economies  Have  Resulted  from  Recent  Practice  in  Making  Bricsk 
Settings  Leakless? 

12(h)  Is  Automatic  Air  Supply  Correctly  Proportioned  to  Ck>al  Supply  Pos- 
sible? 

12(f)     Miscellaneous  —  School  Heating  —  Insulation  —  Smoke  Prevention. 

• 

Preceding  the  contributions  on  the  specific  topics  of  the  question- 
naire are  the  following  five  papers  of  an  introductory  character 
which  were  presented  at  the  meeting. 


THE  GOVERNMENT'S  PLAN  FOR  FUEL 

CONSERVATION 

By  David  Moffat  Myers,*  New  York,  N.  Y. 
Member  of  the  Society 

A  S  a  member  both  of  The  American  Society  of  Mechanical  En- 
gineers  and  of  the  United  States  Fuel  Administration,  it  gives 
me  pleasiire  to  report  the  positive  and  progressive  measures  which 
have  been  taken  by  the  Grovemment  for  effecting  fuel  conservation  in 
power  plants  and  on  railroads  since  the  last  annual  meeting  of  this 
Society,  in  December,  1917.  At  that  meeting,  in  my  paper  on 
Preventable  Waste  of  Coal  in  the  United  -States,  a  saving  of  50  to 
100  million  tons  per  year  was  shown  to  be  possible,  and  suggestions 
were  made  as  to  measures  for  effecting  this  economy.  I  am  not 
overstepping  the  mark  when  I  state  that  the  national  program  which 
I  will  outUne  to  you,  was  planned,  presented  and  organized  by  mem- 
bers and  committees  of  the  national  engineering  societies. 

As  a  result,  a  Fuel  Engineering  Division  was  formed  in  the  United 
States  Fuel  Administration  in  Washington,  under  its  Bureau  of 
Conservation.  This  division  comprised  two  departments  —  Rail- 
roads and  Industries;  the  latter  covering  all  power  plants  not  be- 
longing to  railroads.  The  railway  department  was  placed  in  chargQ 
of  one  of  the  highest  authorities  in  this  field  in  the  country,  Major 
Edward  C.  Schmidt,  U.  S.  R.,  Mem.Am.Soc.M.E.,  who  was  trans- 
ferred by  Secretary  Baker  to  the  U.  S.  Fuel  Administration.  Major 
Schmidt  devised  and  developed  a  plan  of  organization  which  was  the 
work  of  a  master  mind.  It  was  authorized  by  the  Fuel  Adminis- 
tration and  endorsed  by  Mr.  McAdoo's  special  representative.  The 
Railway   Administration   determined   to   administer  the   program 

^  Advisory  Engineer  of  the  U.  S.  Fuel  Administration. 


DAVID  MOFFAT  MYERS  229 

tiirough  its  own  organization,  whereupon  Major  Schmidt  was  given 
over  to  that  administration,  for  the  continuance  of  the  work. 

At  present,  therefore,  the  Fuel  Engineering  Division  devotes  it- 
self exclusively  to  the  work  of  conservation  of  fuel  in  stationary 
poorer  plants,  and  in  the  efficient  use  of  steam  after  its  generation. 
The  organization  comprises  the  central  office  at  Washington,  with  an 
administrative  engineer  appointed  (or  to  be  appointed)  in  each  coal- 
using  state,  attached  to  the  Federal  Fuel  Administration  of  that 
stAte.  The  Administrative  Engineer  has  a  consulting  board  of 
competent  engineers,  and  a  staff  of  technical  and  clerical  assistants 
and  inspectors. 

The  plan  of  organization  involves   centraUzation  on  essential 
fundamentals  only.    These  are  uniform  for  all  states.    All  other 
features  are  locaUzed  and  extremely  elastic  in  their  nmnerous  rami- 
fications.   This  adopted  principle  renders  the  plan  workable  and 
effective  under  widely  var3dng  local  conditions  and  circumstances. 
The  fundamentals  of  the  national  program  are  as  follows: 
a  Personal  inspection  of  every  power  plant 
b  Rating  and  classification  of  every  power  plant  in  the  coun- 
try, in  five  classes,  depending  upon  the  thoroughness  with 
which  the  owner  conforms  to  the  recommendations  of  the 
U.  S.  Fuel  Administration 
c  At  the  discretion  of  the  Federal  Fuel  Administration  the 
supply  of  coal  to  any  needlessly  wasteful  plant  may  be 
curtailed  or  stopped. 
The  plan  is  now  in  operation  in  Pennsylvania,  the  largest  coal- 
coQsuming  state,  and  also  in  Connecticut.    Other  states  which  have 
come  in  but  in  which  the  Administrative  Engineer  is  not  yet  ap- 
pointed, are  Massachusetts,  New  York,  New  Jersey,  lUinois,  Michi- 
E^j  Wisconsin,  Indiana  and  Missouri. 

For  the  office  of  Administrative  Engineer,  men  are  required  of 
great  organizing  and  administrative  abiUty.    For  New  York  State, 
Mr.  Edward  N.  Trump,  Mem.Am.Soc.M.E.  and  vice-president  of 
the  Solvay  Process  Company,  has  patriotically  accepted  the  nomina- 
tion.   Mr.  Thomas  R.  Brown,  the  first  Administrative  Engineer 
actually  appointed,  is  in  charge  of  the  western  district  of  Pennsyl- 
vania.   The  second  appointment  was  that  of  Mr.  W.  R.  C.  Corson 
for  Connecticut,  an  officer  of  the  Hartford  Steam  Boiler  Insurance 
Company. 

The  standard  reconmiendations  of  the  United  States  Fuel  Ad- 
ministration are  substantially  as  follows: 
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a  Fuel.    That  means  be  provided  for  measuring  and  record- 
ing fuel  used  each  shift  or  day 
b  Water,    That  boiler  feedwater  be  heated  by  exhaust  steam 

or  waste  heat,  and  measured 
c  Air  Supply.    That  a  correct  amount  of  air  be  supplied  to 
the  fuel,  and  that  proper  means  be  provided  for  meas- 
uring and  regulating  the  draft 
d  Clean  Heating  Surfaces.  That  boiler  heating  surfaces  be 

kept  clean  inside  and  out 
e  Bailer  and  Furnace  Settings.    That  the  furnace  and  setting 

be  kept  in  good  repair  and  free  from  air  leakage 
/  Insulation.    That  exposed  steam  surfaces  wasting  heat  by 

radiation'  be  covered  with  suitable  insulating  material 
g  Engine-Room  and  Heating  System.    That  wherever  pos- 
sible, exhaust  steam  be  utilized  to  the  exclusion  of  direct 
steam  from  the  boilers.     (The  plant  should  be  designed 
and  operated  to  produce  no  more  exhaust  than  can  be 
efficiently  utilized  in  heating  and  process  work.) 
h  Supervision.    (1)  That  a  competent  employee  or  committee 
be  detailed  to  supervise  the  work  of  fuel  conservation  in 
the  boiler  and  engine  plants;    and  (2)  that  a  competent 
conmiittee  be  appointed  in  charge  of  the  work  of  fuel 
conservation  in  the  buildings  and  shops  outside  of  the 
power  plants. 
'   To  assist  in  this  work  the  United  States  Fuel  Administration 
has  prepared  a  fifty-minute  film  of  moving  pictures,  showing  good 
and  bad  operation  in  the  steam-boiler  plant,  methods  of  testing 
boilers,  fuels,  etc.    These  pictures  will  be  available  to  each  state,  in 
connection  with  their  publicity  and  educational  propaganda. 

The  Fuel  Administration  is  also  preparing  a  series  of  official 
bulletins  on  engineering  phases  of  steam  and  fuel  economics.  Some 
of  these  are  now  in  press.  They  will  include:  Boiler  and  Furnace 
Testing;  Flue-Gas  Analysis;  Saving  Steam  in  Heating  S3rstem8; 
Boiler-Room  Accounting  Systems;  Saving  Steam  and  Fuel  in  Indus- 
trial Plants;  Burning  Fine  Sizes  of  Anthracite;  Boiler-Water  Treat- 
ment; Oil  Burning;  and  Stoker  Operation. 

In  addition  to  this  service,  a  list  of  competent  engineers  has  been 
prepared  in  Washington  for  each  state,  and  is  available  for  use  of  the 
local  administration.  As  the  work  develops,  still  further  constructive 
assistance  is  contemplated  for  helping  owners  to  bring  their  plants  up 
to  a  high  plane  of  economy. 


f. 
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LIMITING  COAL   IMPURITIES   IN 

PENNSYLVANIA 

By  E.  L.  Colb,^  Philadelphia,  Pa. 
Non-Member 

RIOR  to  the  world  war  the  capacity  of  the  bituminous  and  an- 

liiracite  mines  in  the  United  States  to  produce  fuel  was  so  much 

'^==^    excess  of  the  demand  that  competition  was  an  ample  and  certain 

in  assuring  the  marketing  of  coal  containing  only  a  minimum  of 

purities. 

With  the  steadily  increasing  demand  for  fuel,  caused  by  the 
pid  development  of  war  industries,  there  was  a  noticeable  increase 
the  amount  of  impurities  in  anthracite  and  bituminous  during 
e  winter  months  of  1917. 
These  facts  were  known  to  the  Fuel  Administration,  but  be- 
use  of  the  clamor  among  consumers,  domestic  and  industrial, 
liich  was  accentuated  by  weather  conditions,  for  any  sort  of  coal, 
tion  was  deferred  at  that  time.    However,  friendly  suggestions 
^re  made  to  operators  in  the  hope  that  the  quaUty  of  coal  would 
w  improvement. 
It  was  a  vain  hope. 

During  the  arctic-like  weather  of  the  second  half  of  last  winter  the 

mand  for  coal  skyrocketed  to  a  point  never  before  reached  in  this 

•untry.    At  the  same  time,  the  quaUty  decreased  with  amazing 

pidity,  aggravating  the  existing  fuel  famine  to  a  degree  nor  readily 

^K^ble. 

The  tonnage  of  inferior  coal  that  was  delivered  in  January  was 

large  as  to  cause  the  Fuel  Administration  to  take  action.    Dr. 

^^arfield.  National  Fuel  Administrator,  assigned  Mr.  James  Neale, 

^^f  his  stafiF,  to  assist  the  Pennsylvania  Administration  in  providing 

^nd  applying  remedial  measures  in  the  anthracite  fields. 

Mr.  Neale  conferred  with  Mr.  William  Potter,  State  Fuel  Ad- 

^'tiinistrator  for  Pennsylvania.    With  the  aid  of  three  gentlemen, 

^0  are  the  Fuel  Chairmen  in  Luzerne,  Lackawanna  and  Schuylkill 

Counties  (Messrs.  Tudor  R.  Williams,  A.  C.  Campbell  and  Baird 

Halberstadt),  an  investigation  was  carried  on  into  the  amount  of 

^purities  being  shipped  to  market. 

The  Fuel  Administration  then  formulated  ruUngs  limiting  the 

^  Secretary  CoDBervation  Division,  Federal  Fuel  Administration  for  Penn- 
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percentage  of  slate,  bone  and  under  sizes  that  would  be  permitted 
by  the  Government  in  all  sizes  of  anthracite.  Inspectors  were  ap- 
pointed in  the  three  counties  mentioned  with  authority  to  condemn 
all  coal  found  below  standard.  The  writer  was  directed  to  supervise 
the  inspection  of  coal  at  destination  points  within  the  State. 

EFFECTIVENESS  OF  INSPECTION  AND  PENALTIES  IMPOSED 

The  effectiveness  of  the  inspection  at  the  mines  and  destination 
points  may  be  indicated  by  the  report  for  May.  These  show  that 
less  than  one-half  of  one  per  cent  of  the  daily  anthracite  production 
of  more  than  a  quarter-million  tons  was  condemned  by  the  Federal 
inspectors  for  the  month  of  May.  This  coal  was  condemned  at  the 
mineS;  and  reprepared  for  deUvery.  The  vast  improvement  can  be 
better  visualized  when  it  is'  recalled  that  more  than  50  per  cent  of 
the  marketed  tonnage  during  January  and  February  contained  ex- 
cessive amounts  of  impurities. 

Dudng  the  inspection  at  destination,  a  car  of  buckwheat,  con- 
taining 45  per  cent  of  impurities,  was  delivered  at  a  textile  mill  in 
Philadelphia.  The  fireman  was  unable  to  keep  steam  above  55  lb., 
normal  steam  pressure  being  80  lb.  Production  at  the  mill  fell  off 
30  per  cent  and  the  cost  of  removing  ashes  increased  300  per  cent. 
The  coal  company  was  compelled  to  rebate  to  the  mill  owner  60 
per  cent  of  the  cost  of  the  coal,  together  with  an  equal  percentage  of 
the  freight  and  cartage  costs. 

•Operators  who  deliver  coal  containing  excessive  amounts  of  im- 
purities have  been  subjected  to  various  penalties.  Some  cars  were 
ordered  hauled  to  the  dumping  grounds  in  Philadelphia;  others 
were  donated  to  hospitals  and  other  non-profit-making  institutions. 
A  few  cars  were  delivered  to  churches.  Many  cars  en  route  to  market 
were  diverted  back  to  the  mines.  In  all  cases  the  producing  com- 
panies were  compelled  to  pay  the  freight  and  other  charges,  and 
donate  the  coal.  This  action  by  the  State  Fuel  Administrator  had  a 
tremendous  moral  effect  upon  the  producers,  and  strengthened  the 
arms  of  the  Federal  Inspectors  at  the  mines,  because  publicity  was 
given  each  case. 

Many  bituminous  as  well  as  anthracite  operations  have  been 
closed  because  of  the  inferior  coal  shipped  from  them. 

ALLOWABLE  LIMITS  FOR  IMPURITIES 

It  is  the  observation  of  the  Fuel  Administration  that  steam 
sizes  of  anthracite  containing  40  per  cent  of  impurities  are  so  in- 
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eflScient  in  generating  steam  that  the  cost  of  such  fuel  is  commercially 
prohibitory. 

Steam  sizes  of  anthracite  containing  not  more  than  20  per  cent 
aggregate  impurities  enable  firemen  to  maintain  maximum  steam 
under  the  most  difficult  conditions.  When  the  amount  of  impuritiea 
exceeds  20  per  cent,  there  is  at  once  a  noticeably  increased  amount 
of  fuel  required  to  maintain  normal  steam  pressure.  In  addition  to 
tbiBy  there  is  an  increase  of  10  per  cent  in  the  cost  of  fuel  when  the 
percentage  of  impurities  is  increased  from  20  to  25  per  cent,  and  a 
further  increased  cost  in  the  removal  of  ashes. 

However,  expert  firemen  obtain  fairly  good  results  with  anthra- 
cite steam  sizes  containing  as  high  as  30  per  cent  of  slate  and  bone, 
but  the  fuel  costs  show  an  increase  of  25  to  37  per  cent  above  the 
oost  of  the  same  size  fuel  containing  only  15  per  cent  of  impurities. 

Any  steam  anthracite  containing  more  than  30  per  cent  of  slate 
ot  bone  is  too  expensive  for  the  manufacturer  to  purchase  today, 
CM^cording  to  our  observation.  All  steam  coal  containing  more  than 
per  cent  of  impurities  is  condemned  when  it  comes  under  the 
»1)8ervation  of  the  Fuel  Administration.  This  is  so  even  when  it  is 
found  at  destination  points  in  Pennsylvania. 

IMPURITIES   IN  DOMESTIC  SIZES  OF  ANTHRACITE 

The  effect  of  increase  in  impurities  in  domestic  sizes  of  anthracite 
^-^  much  more  marked  than  in  steam  sizes.  The  domestic  sizes 
i^iclude  pea,  nut,  stove,  egg  and  broken  coal. 

Excellent  results  are  obtained  with  pea  coal  containing  8  to 
lO  per  cent  of  slate  and  the  same  amount  of  bone;  that  is,  a  total  of 
3^6  lb.  of  impurities  in  100  lb.  of  coal. 

When  the  amount  is  11  to  12 J  per  cent  of  slate,  satisfactory 
^K^^sults  are  obtained  but  ashes  must  be  removed  at  more  frequent 
i^itervals,  and  more  attention  given  to  the  fire.  At  the  same  time, 
tLliere  is  an  increase  of  at  least  5  to  8  per  cent  in  the  cost  of  fuel. 
""UThis  applies  equally  to  this  size  of  coal  in  use  of  low-pressure  and 
V^gh-pressure  service. 

Pea  coal  containing  20  per  cent  of  slate  is  worthless  for  low- 

Sr^ressure  boilers.    In  high-pressure  practice  fairly  good  service  can 

V:>e  obtained,  but  ashes  must  be  removed  at  more  frequent  intervals 

^Lnd  more  attention  be  given  to  the  fire.    At  the  same  time,  there  is 

sui  increase  of  at  least  5  to  8  per  cent  in  the  cost  of  fuel. 

In  high-pressure  practice  fairly  good  service  can  be  obtained 
^th  25  per  cent  of  slate,  but  the  cost  of  such  fuel  is  virtually  pro- 
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hibitory.  The  larger  the  size  of  anthracite,  the  lower  must  be  the 
percentage  of  impurities  to  obtain  maximimi  service.  No  shipments 
of  pea  coal  with  more  than  12  per  cent  of  slate  are  permissible. 

Chestnut  gives  best  results  when  impurities  do  not  exceed  5 
per  cent  of  slate  and  an  equal  percentage  of  bone  (bone  contains 
50  per  cent  of  carbon).  Any  increase  above  this  figure  is  marked  by 
inferior  service.  At  15  per  cent  fires  must  be  carefully  attended, 
or  it  will  be  necessary  to  relight  them  twice  within  24  hoims.  Chest- 
nut coal  containing  20  per  cent  of  slate  is  so  inferior  that  any  price 
for  such  fuel  is  exorbitant.  All  nut  coal  containing  7  per  cent  of 
slate  is  condenmed  by  the  Fuel  Administration. 

Stove  coal  containing  5  per  cent  of  slate  and  6  per  cent  of  bone 
gives  maximmn  service.  At  6  per  cent  of  slate  and  7  per  cent  of 
bone  the  result  is  an  increase  of  8  per  cent  in  fuel  costs.  This  size  of 
coal  containing  8  per  cent  of  slate  and  9  per  cent  of  bone  shows  the 
maximum  possible  amount  of  impurities  that  can  be  used  by  do- 
mestic consumers,  discounting  the  high  cost  of  such  fuel.  Any  per- 
centage above  this  renders  the  fuel  worthless. 

Egg  coal  should  not  be  used  when  the  amount  of  slate  is  more 
than  4  per  cent  and  of  bone  more  than  5  per  cent.  This  size  of  coal 
is  difficult  to  bum  unless  it  is  virtually  free  from  slate.  Our  stand- 
ard permits  2  per  cent  of  slate  and  the  same  of  bone,  and  because 
of  the  size  of  this  coal  (it  is  the  size  of  an  average  fist)  the  slate  can 
be  readily  removed  by  the  consumer.  It  is  much  better  to  do  so 
than  to  obtain  inferior  results  by  shoveUng  the  dirty  coal  into  the 
furnace.  It  may  be  stated  that  the  amount  of  slate  allowed  in  this 
coal  is  only  equal  to  one  piece  of  slate  in  100  lb.,  and  two  pieces  of 
bone  in  the  same  weight. 

Broken  anthracite  must  be  virtually  free  from  slate  or  bone. 
Even  in  foimdry  practice,  as  well  as  domestic  service,  it  is  neces- 
sary to  remove  all  slate  from  this  coal  before  it  can  be  used.  It 
can  readily  be  perceived  that  this  is  imperative  when  the  inspection 
schedule  only  allows  1  per  cent  of  slate  and  2  per  cent  of  bone.  Dur- 
ing January  many  cars  of  broken  sinthracite  were  shipped  from  the 
mines  into  Philadelphia,  containing  from  12  to  25  per  cent  of  slate. 

IMPERATIVE   NEED   OP  SCHEDULES  FOR  LIMITING  IMPURITIES 

There  is  a  serious  lack  of  authoritative  data  on  the  subject  of 
schedules  for  impurities.  It  can  be  stated  without  question  that 
bituminous  containing  more  than  2  per  cent  of  sulphur  should 
not  be  used  for  locomotive  purposes.    Two  and  one-half  per  cent  is 
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the  maximum  that  most  standard  raihoads  accept.  More  than  8 
per  cent  of  slate  and  other  impurities  makes  the  coal  dear  at  any 
price.  It  is  expected  that  rulings  standardizing  the  quaUty  of 
bituminous  will  be  issued  at  an  early  date. 

The  essential  need  of  authoritative  data  on  the  subject  of  im- 
purities is  emphasized  by  the  attitude  of  some  producers.    The 
president  of  one  of  the  largest  anthracite-producing  companies  has 
just  urged  that  the  percentage  of  impurities  in  anthracite  be  increased 
2  per  cent  above  the  existing  standard. 

When  told  that  this  will  result  in  deUvering  annually  to  con- 
svimers  at  least  1,500,000  additional  tons  of  slate  and  dirt,  at  the 
-Itighest  prices  ever  obtained  in  the  markets,  one  will  readily  agree 
^  ]=iat  it  is  imperative  that  incontrovertible  data  should  be  at  hand 
sustain  and  make  permanent  the  present  standards  governing 
thracite  deUveries. 

.  To  haul  the  proposed  2  per  cent  increased  allowance  of  im- 

^virities  would  require  about  40,000  railroad  cars  for  a  period  ex- 

from  two  to  ten  weeks,  in  50  trains  of  80  cars,  each  pulled 

an  equal  number  of  locomotives,  employing  the  necessary  train 


The  benefit  of  deUvering  one  and  a  half  million  tons  of  slate  and 
would  result  in  adding  to  the  profits  of  producers  to  the  extent 
at  least  six  million  dollars! 

The  plea  for  this  proposed  allowance  was  based  entirely  upon 
e  decreasing  labor  supply  and  the  increasing  needs  for  anthracite, 
xt,  as  shown,  to  permit  additional  impurities  would  reaUy  increase 
e  volmne  of  fuel  production  but  decrease  the  value  of  fuel  de- 
^ered  to  consumption  points.  The  Fuel  Administration  for  Penn- 
sylvania is  giving  serious  consideration  to  some  other  method  of 
^^■nereasing  production  without  increasing  the  amount  of  impurities 
'KXnnitted  in  coal. 

Any  honest  suggestion  for  increasing  anthracite  production  by 
I'C^werine  the  standard  of  preparation  should  be  accompanied  with 
^Ji  offer  to  reduce  the  market  price  in  exact  ratio  to  the  decreased 
^^d  value  of  the  product. 

WHAT  THE   SOCIETY   CAN   DO 

At  this  point  it  may  be  well  to  offer  the  suggestion  that  this 
Society  take  up  the  task  of  obtaining  data  on  the  commercial  cost 
of  impurities  of  fuel.  Recommendations  should  then  be  formulated 
^  this  Society  to  the  Fuel  Administration,  that  may  crystallize 
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into  legislative  enactment  that  will  make  it  a  crime  for  unscrupu- 
lous producers  to  unload  on  consumers  an  inferior  product,  in  much 
the  same  way  as  manufacturers  of  food  are  prohibited  from  deliver- 
ing to  our  tables  products  unfit  for  hmnan  consumption. 

The  mining  and  transportation  of  coal  requires  a  vast  army  of 
workers.  The  quality  aflfects  every  person  in  this  great  country. 
Is  it  not  a  question  worthy  of  the  most  serious  consideration  that 
men  of  science  can  give  it? 

To  this  end,  the  writer  is  authorized  to  say  that  WiUiam  Potter, 
Federal  Fuel  Administrator  for  Pennsylvania,  pledges  himself  and 
his  Administration  to  aid  any  measure  undertaken  to  insure  to  con- 
sumers, industrial  and  domestic,  reasonably  clean  coal  as  a  perma- 
nent institution  in  the  United  States. 

Because  the  anthracite  production  is  confined  to  Pennsylvania, 
the  responsibility  for  overseeing  the  quaUty  of  production  rests 
largely  on  the  shoulders  of  State  Administrator  Potter.  And  it  is 
his  task  to  see  that  the  vast  tonnage,  reaching  almost  to  80  million 
tons,  from  the  Pennsylvania  mines  shall  be  of  a  quaUty  that  will 
enable  our  manufacturers  to  produce  the  essential  conunodities  of 
life  with  a  minimum  amoimt  of  waste,  at  the  prices  fixed  by  the 
Government. 

The  Administrator  invites  the  patriotic  support  of  this  Society 
in  his  task  of  keeping  the  quality  of  coal  deUvered  to  our  hearth- 
stones at  a  high  standard,  so  that  the  home  fires  in  the  United  States 
may  be  kept  burning  brightly  while  we  wait  the  return  of  the  "boys" 
who  have  crossed  the  sea  to  battle  with  the  Hun  that,  man  may 
work  out  his  destiny  free  from  the  shackles  of  despotism. 


THE    FUEL-OIL   SITUATION 

By  Alfred  C.  BEDPo'to,*  New  York,  N.  Y. 

Non-Member 

'T^HE  opportunity  presented  to  me  as  Chairman  of  the  National 
Petroleum  War  Service  Committee  to  appear  before  you  is  one 
which  I  welcome  and  appreciate  most  heartily.  But  if  you  have 
been  looking  to  the  Petrolemn  Committee  for  an  easy  and  quick 
solution  of  your  fuel  problems  by  the  proffer  of  all  the  fuel  oil  you 
want  to  take  the  place  of  coal  and  other  fuels,  I  am  afraid  I  am  due 

>  Chiunnaii  of  the  Board  of  Directors,  Standard  Oil  Company  of  New  Jersey. 
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disappoint  you.    I  am  here  rather  to  plead  for  special  economy  in 

le  use  of  fuel  oil  and  for  its  use  only  where,  from  the  nature  of  the 

ork,  you  cannot  properly  use  coal. 

Do  not  think  me  an  alarmist.    I  am  not  trying  to  warn  you  of 

:»y  petrolemn  or  fuel  oil  famine.    But  we  are  all  one  in  our  wish 

help  win  the  war,  and,  with  that  end  in  view,  we  want  to  adjust 

^«ir  available  resom-ces  and  suppliies  as  effectively  as  we  possibly 

to  the  needs  of  the  war. 

What  are  these  needs  in  regard  to  fuel  oil?    First  and  foremost 

the  Navy,  and  in  the  Navy  for  the  war  purposes  which  we  are  now 

^^^onsidering  I  include  oil-burning  cargo  ships  and  transports,  as  well 

the  battleships,  destroyers  and  submarine  chasers. 

Fuel  oil  is  hardly  less  important  for  our  ocean-going  steamships, 

here  one  of  its  great  values  Ues  in  the  saving  of  space  and  weight, 

laking  possible  the  carrying  of  much  larger  cargoes  than  where 

:x-x)om  otherwise  is  given  up  to  bulky  coal  suppUes. 

Our  shipyards  are  rapidly  reaching  the  point  where  large  niun- 
V>ers  of  vessels  will  be  launched.    Careful  computation  shows  that 
•fcliree  oil-burning  ships  of  a  given  tonnage  of,  say,  6000  tons  each, 
'^rfl  yield  the  same  efficiency  as  four  ships  of  a  Uke  tonnage  biu-ning 
<5cal.    The  tremendous  importance  of  this  fact  of  efficiency  is  shown 
"^hen  one  reaUzes  that  three  hundred  oil-burning  ships  will  carry 
"tie  same  cargo  as  four  hundred  coal-burning  ships  of  the  same  size. 
Meantime,  the  needs  of  our  Allies  have  to  be  met,  and  exports 
^  fuel  oil  have  been  for  many  months,  and  may  be  expected  still  to 
continue,  on  an  ascending  scale.    When  you  add  to  these  the  re- 
quirements of  the  essential  war  industries  for  tempering,  annealing, 
^nd  other  processes,  for  which  coal  is  less  suitable,  you  will  realize 
'^le  tremendous  volume  of  the  demand  which  simply  has  to  be  met. 
In  1917  our  consumption  was  in  excess  of  our  production  and 
^portations  of  crude  oil  from  Mexico,  and  it  is  fair  to  assume  an 
Increased  consmnption  in  1918.     Our  production  does  not  at  present 
Measure  up  very  well  to  these  anticipated  demands,  but,  realizing  the 
^tuation,  oil  operators  everywhere  are  keen  to  develop  it  with  all 
possible  dispatch. 

While  fully  cognizant  of  the  important  needs  of  fuel  oil  as  related 
to  the  manufacturing  industries,  the  point  must  be  emphasized  that 
I X  ^^  »t  18  impos-^ible  to  take  oil  for  any  one  specific  purpose  without  ex- 
erting a  detrimental  influence  on  some  other  branch  of  industry.  A 
very  large  volume  of  oil  is  being  used  today  in  the  manufacture  of 
gas,  and  much  gasoUne  is  obtained  from  what  would  otherwise  be 
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fuel  oil.  The  demands  for  gasoline,  however,  are  such  that  I  must 
again  earnestly  urgiB  upon  every  consumer  the  imperative  necessity  of 
conservation.  Indeed,  it  may  become  necessary  to  enact  definite 
and  drastic  regulations  to  restrict  its  needless  consumption. 

The  oil  men  have  organized  so  as  to  render  the  most  efficient 
sei  vice,  first,  in  suppl3ang  the  full  needs  of  the  Government  and  the 
Allies,  and  second,  in  taking  care  of  the  ordinary  business  condition 
of  thp  country  along  the  lines  of  priority  as  laid  down  by  the  Fuel 
Administration. 

What,  then,  are  the  conditions  governing  the  present  supplies  of 
fuel  oil? 

So  far  as  the  Atlantic  Coast  is  concerned,  transportation  is  at 
the  root  of  all  of  our  troubles.  While  hundreds  of  thousands  of 
barrels  of  petroleum  are  available  in  Mexico,  and  thousands  more 
might  be  shipped  from  the  Gulf  ports,  there  is  no  way  of  getting 
these  suppUes  North  in  the  quantities  needed.  There  is  a  shortage 
of  shipping  and  the  Government  has  found  it  necessary  to  requisition 
a  large  percentage  of  all  the  tankers  in  service.  The  pipe  lines  are 
numing  to  capacity,  and  railroad  conditions  make  it  impossible  to 
obtain  any  material  relief  by  the  use  of  tank  cars.  We  are  there- 
fore face  to  face  with  the  necessity  of  making  the  available  supplies  of 
fuel  oil  along  the  Atlantic  Coast  cover  the  present  ever-increasing 
essential  demands.  Coal  can  be  obtained.  The  output  of  coal  can 
be  increased.    But  the  supplies  of  fuel  oil  here  at  present  cannot. 

The  consequence  is  we  must  ask  the  factories  here  in  the  East 
to  bum  less  fuel  oil,  or  none  at  all  where  it  is  possible  to  bum  coal 
without  interfering  with  the  efficiency  of  the  processes*  involved. 
Particularly,  fuel  oil  should  not  be  used  under  steam  boilers,  either 
stationary  or  locomotive.  For  metallurgical  work  in  small  forges 
and  in  large  forge  furnaces,  and  those  used  for  annealing,  etc.,  oil 
has  its  legitimate  and  essential  place,  though  even  here  I  would  urge 
all  the  economy  possible.  But  the  ordinary  user  of  heat  apparatus 
for  the  production  of  steam  power  will  do  well  to  consider  coal  as  his 
best  source  of  supply,  and  disregard  for  the  time  being  the  possible 
advantages  of  oil. 

Considerable  difficulties  were  experienced  in  many  quarters  last 
winter  owing  to  the  limited  oil  storage  provided  by  consumers  and 
to  the  irregular  running  of  tank  cars.  I  would  therefore  urge  oil 
users  to  plan  at  once  to  increase  their  storage  capacity  to  at  least 
60  dajrs'  supply,  and  to  see  that  this  storage,  when  completed,  is 
kept  full. 
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OIL  FUEL  IN   NEW   ENGLAND   POWER 

PLANTS 

Bt  Hbnbt  W.  Ballou,^  Proyidbnce,  R.  I. 

Non-Member 

TN  the  New  England  states  there  has  of  late  been  a  rapid  increase 
in  the  use  of  oil  fuel  in  power  plants,  and  in  a  convention  partly 
devoted  to  the  fuel  problem  a  brief  statement  of  the  present  status 
thereof  may  be  of  interest. 

From  data  privately  gathered  it  appears  that  oil  fuel  is  now 
used  in  at  least  60  different  power  plants  in  New  England,  having  a 
total  of  83,000  boiler  hp.  Oil  fuel  is  also  being  used  in  over  100  low- 
pressure  steam  plants  for  supplying  heating  systems,  but  such  instal- 


TABLE  1    NUMBER  OF  OIL-FUEL  POWER  PLANTS  IN  EACH  NEW  ENGLAND 

STATj:  IN  APRIL  1018 


State 


Nt»  Hampshire 

vcniQoft 

IfMMahMrtti 

RhodtUand 

GoBBKUeut 

Tbtal *. 


Number  of 
Plants 


Total  Horsepower 


15,600 

1.400 

1,200 

22,050 

42,240 

957 

88.447 


lations  are  mostly  of  a  minor  nature  and  are  not  within  the  scope  of 

this  paper. 

The  power  plants  herein  under  consideration  are  located  as  roughly 

indicated  on  the  outline  map  of  New  England  shown  in  Fig.  1. 

They  are  grouped  according  to  states  as  shown  in  Table  1,  from  which 
it  may  be  seen  that  two-thirds  of  the  power  plants  and  over  one-half 
of  the  boiler  horsepower  so  served  are  in  Rhode  Island.  As  shown 
in  Table  2,  most  of  these  installations  have  been  made  in  the  past 
three  years.  When  classified  as  to  type  of  boiler,  the  result  is  as 
given  in  Table  3.  When  classified  as  to  make  of  oil  burner  in  use 
the  data  are  as  presented  in  Table  4.    It  is  estimated  that  in  the 
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year  1917  about  95  per  cent  of  all  of  the  fuel  oil  burned  in  1 
England  power  plants  was  used  through  Hammell  burners. 

Oil  fuel  is  supplied  almost  entirely  by  the  Mexican  Petrol 
Ck)mpany  from  three  tank  farms  located  at  Providence,  R. 
Chelsea,  Mass.,  and  Portland,  Me.,  having  capacities  of  257,000 1 
165,000  bbl.,  and  202,000  bbl.,  respectively.    It  is  said  that  U 


Fig.  1    Distribution  op  Oil-Fubl  Power  Plants  in  New  England, 

April  1918 

have  been  ordered  to  increase  the  capacity  of  the  Providence  1 
farm  to  735,000  bbl.,  which  is  roughly  equivalent  to  200,000  tor 
coal. 

All  of  this  oil  is  brought  from  Tampico,  Mexico,  a  distanc 
over  2000  miles,  in  tank  ships.  The  size  of  these  tankers  has  grc 
increased  of  late,  the  largest  running  into  Providence  being  ne 
500  ft.  long  and  drawing  nearly  30  ft.  of  water.  Its  capacit 
80,000  bbl.,  which  is  roughly  equivalent  to  20,000  tons  of  coal. 
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Local  delivery  from  tank  farms  to  power  plants  is  by  tank  cars 
and  auto  trucks.    Perhaps  one-half  of  all  fuel  oil  is  deUvered  by  auto 

TABLE  2    OIIr-FUEL  POWER  PLANTS  INSTALLED  IN  NEW  ENGLAND.  1915-1918 


Year 


Number  of  Boilere 


1915 
1916 
1917 
1918 


74 
79 
98 
98 


Boiler  Hora^Mwer 


24.450 
14,815 
22,882 
22,300 


trucks  having  capacities  of  from  1500  to  2280  gal.    Such  trucks, 
carrying  8  tons  of  oil,  or  enough  to  yield  2000  hp.  for  a  10-hr.  day, 

TABLE  8     BOILERS,  INSTALLED  IN  NEW  ENGLAND  OIL-FUEL  POWER  PLANTS. 

1915-1918 


Number  of 
Boilers 


130 

88 

81 

15 

15 

5 

4 

3 

2 

1 


844 


Biake  of  Boiler 


Horiiontal  return  tubular. 

Manning 

Baboook  ft  Wilooz 


Stiiiing 

Sootoh  marine. 

Gunboat 

Edge  Moor.  .. 


Aultman-Taylor . 


Total. 


Total  B(»1ot 
Horsepower 


22.582 

16.525 

31.025 

4.400 

8.800 

715 

2.400 

1.000 

500 

500 


83,447 


will  discharge  their  load  by  gravity  in  from  3  to  5  min.    Oil  trucks 
from  the  tank  farms  at  tidewater  in  Providence  make  the  round  trip 

TABLE  4    OIL  BURNERS  IN  USE  IN  NEW  ENGLAND  POWER  PLANTS.  APRIL  1918 


Make  of  Burnw 


HammeU. 

mt* 

White.... 


Number  of  Plants 

Boiler  Horsepower 

55 
4 

1 

81.040 
1.157 
1.250 

to  the  Tamarack  power  house  in  Pawtucket  (a  distance  of  10  miles) 
in  l^.hr.,  including  both  loading  and  unloading. 

The  oil  is  usually  delivered  at  a  temperature  of  from  80  to  85 
deg.  fahr.    The  quantity  deUvered  is  seldom  checked  by  weighing 
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or  by  temperature  observations,  the  "delivery  slip"  of  the  oil  com- 
pany usually  being  accepted  as  evidence  of  quantity,  after  observa- 
tion by  the  purchaser's  agents  that  the  truck  is  full  on  arrival  and  is 
allowed  to  thoroughly  drain.  Analysis  or  other  test  of  the  oil  is 
seldom  attempted  by  the  piu'chaser. 

The  chemical  constitution  and  freedom  from  impurity  of  the 
oil  appear  to  be  remarkably  uniform,  especially  when  considered  in 
contrast  with  coal.  Uniformity  is  presimiably  favored  by  marine 
shipment  in  bulk.  So  far  as  known,  there  is  no  accumulation  of 
water  or  silt  in  the  receiving  tanks  at  power  plants.  The  small 
quantity  of  water  in  the  oil,  frequently  about  one-half  of  one  per 
cent,  is  said  to  be  present  as  a  sort  of  emulsion. 

The  tjrpical  New  England  power-plant  equipment  is  often  about 
^a  shown  in  Fig.  2.  Cylindrical  steel  tanks,  of  capacity  to  serve 
from  a  day  to  several  weeks,  are  usually  set  in  the  groimd  or  in 
concrete  vaults.  Concrete  storage  tanks  are  also  extensively  used. 
A  steam  coil  keeps  the  oil  in  the  tank  at  a  temperature  of  from  90  to 
120  deg.  fahr.,  whence  it  passes  through  an  ordinary  duplex  pump 
and  thence  to  the  boilers  at  a  pressure  of  from  18  to  30  lb.,  being 
heated  to  perhaps  180  deg.  fahr.  by  the  exhaust  steam  from  the  pump. 
A  return  oil  pipe  discharges  into  the  tank,  thus  providing  warm  oil  at 
starting  and  discharge  for  the  relief  valve.  Oil  pressure  is  main- 
tained by  a  pump  governor,  and  meters  on  both  supply  and  return 
pipes  register  quantities.  Strainers,  pressiwe  gages,  thermometers 
and  twin  pumps  are  customary.  The  simplicity  of  the  typical  oil 
equipment  when  compared  with  that  for  coal  is  of  course  one  cause  of 
the  popularity  of  oil  fuel. 

Insurance  requirements  appear  to  have  ceased  to  be  burden 
some  as  standards  of  fuel  and  equipment  have  been  found  to  be  uni- 
form and  reliable.  At  present  the  two  main  requirements  appear 
to  be  that  the  tank  shall  be  below  ground  outside  of  the  building  walls 
and  below  the  level  of  the  pimips  and  boiler-room  floor.  Even  these 
requirements  have  been  modified  in  some  cases.  No  difficulty  is  ex- 
perienced in  pumping  oil  as  warm  as  130  deg.  fahr.  with  a  10-ft. 
suction  lift;  and  one  installation  with  a  15-ft.  suction  lift  is  said  to  be 
successful. 

A  statement  of  the  causes  and  conditions  which  have  led  to 
this  sudden  adoption  of  oil  fuel  in  New  England  may  be  of  interest. 
Of  course,  a  primal  cause  was  active  propaganda  by  oil  and  equip- 
ment companies;  and  the  basic  cause  was  the  superiority  of  oil  to 
coal.    The  merits  of  oil  fuel,  however,  although  long  recognized  in 
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other  parts  of  this  country,  are  somewhat  of  a  surprise  to  the  manu- 
facturers of  New  England. 

About  nine-tenths  of  these  oil-fuel  installations  are  a  substi- 
tution for  coal  in  existing  plants  rather  than  primal  installations  in 
new  plants,  and  it  is  believed  that  fully  nine-tenths  of  them  have  beea 
made  without  the  advice  of  a  consulting  engineer.  This  statement 
may  seem  more  significant  than  is  really  the  case,  both  because  in  a 
number  of  instances  where  a  consulting  engineer's  opinion  has  been 
sought  the  change  to  oil  has  not  been  made,  and  because  of  the  ex- 
cellent grade  of  engineering  skill  employed  by  the  equipment  com- 
panies in  solicitation. 

In  general,  the  owner  has  been  convinced  by  the  remarkable 
contrasts  between  coal  and  oil,  and  the  simplicity  and  freedom  from 
labor  troubles,  ashes  and  dirt  have  appealed  to  him  most  strongly. 
In  a  number  of  cases  additions  to  power  plants  have  been  avoided 
by  the  use  of  oil  fuel,  and  such  a  feature  is  one  to  conjure  with  in  New 
England. 

In  the  judgment  of  managers,  the  minor  nature  of  alterations 
in  a  boiler  necessary  to  use  oil  fuel  and  the  possibility  of  readily  chang- 
ing back  to  coal  are  vital  features. 

A  few  managers  have  appreciated  the  simpUcity  and  auto- 
matic action  of  oil  meters  as  compared  with  the  several  methods  of 
weighing  coal.  The  keeping  of  power-plant  records  of  fuel  con- 
sumption and  rates  of  evaporation  is  greatly  simplified  and  facilitated 
by  oil  fuel,  many  sources  of  error  being  eUminated. 

A  few  plants  in  New  England  have  accomplished  the  automatic 
governing  of  the  flow  of  oil  and  of  the  atomizing  steam.  E[and  con- 
trol of  operation  is  almost  universal,  and  is  now  attaining  a  standard 
of  excess-air  proportions  never  reached  even  in  the  highest  grade  of 
coal  plants,  some  tests  having  shown  as  Uttle  as  20  per  cent  excess  air. 
It  is  inspiring  to  contemplate  the  probabiUty  that  automatic  regu- 
lation of  the  oil,  the  atomizing  steam  and  the  draft  pressure  wiU  all 
become  a  standard  reaUty  within  a  few  years.  Then  will  be  the 
golden  age  of  regulated  combustion  in  New  England  power  plants. 

The  advantages  of  oil  fuel  are  ably  set  forth  in  the  Transac- 
tions for  the  year  1911  in  a  paper  by  B.  R.  T.  Collins,^  in  which  there 
are  formulated  seventeen  well-defined  ways  in  which  oil  fuel  is  superior 
to  coal.  Papers  by  C.  R.  Weymouth  ^  in  1908  and  1912  are  also 
noteworthy,  and  the  U.  S.  Navy  tests  of  1905  and  of  1916  are  excel- 

1  Tran8.Am.Soc.M.E.,  vol.  33,  p.  83. 
5  Trans.Am.Soc.M.E.,  vol.  30,  pp.  776  and  797;  and  vol.  34,  p.  639. 
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lent  evidence,  if  proof  were  needed,  that,  per  heat  unit  contained,  oil 
fuel  is  from  10  to  20  per  cent  more  efficient  than  coal. 

In  an  excellent  paper  on  fuel  oil,  read  before  the  Boston  Sec- 
tion of  the  A.S.M.E.  in  1917,  Mr.  F.  W.  Ewing  estimated  that 
parity  in  the  price  of  coal  and  oil  is  reached  when  26  per  cent 
more  is  paid  per  heat  unit  of  oil  than  of  coal.  This  would  be  equiva- 
lent to  about  a  60  per  cent  higher  price  per  pound  of  oil.  While 
noting  that  this  generalization  should  not  be  taken  too  seriously,  the 
writer  is  inclined  to  believe  that  the  many  collateral  economies  in- 
volved in  the  use  of  oil  fuel  cause  it  to  be  true  that  in  many  cases  even 
more  than  60  per  cent  extra  can  be  paid  for  oil. 

The  saving  of  labor  due  to  oil  fuel  as  compared  with  coal, 
while  in  itself  large,  has  often  been  given  a  greatly  exaggerated  im- 
portance. Of  the  operating  expenses  in  a  New  England  boiler  plant 
other  than  fixed  charges,  80  to  90  per  cent  are  usually  for  fuel. 
Accordingly  a  slight  variation  in  the  cost  per  pound  of  fuel  may 
amount  to  as  much  as  the  total  cost  of  labor.  It  has  been  said  that  a 
v^ariation  of  a  tenth  of  a  cent  a  gallon  in  the  price  of  oil  vrill  offset  all 
^ving  in  wages  due  to  oil  fuel. 

It  is  obvious  to  engineers  that,  assuming  a  dependable  supply 

^f  oil  fuel  at  a  price  per  heat  imit  equal  to  that  for  coal,  the  latter 

^oiild  soon  cease  to  be  used  in  the  power  plants  of  New  England. 

lC  choice  between  oil  and  coal  is  therefore  a  matter  of  supply  and 

of  quality.    The  only  way  in  which  coal  may  rival  oil  fuel  is  in 

ce.    It  accordingly  becomes  of  interest  to  consider  what  the  future 

by  have  in  store  for  the  power  plants  of  this  section. 

A  recent  review  of  the  coal  supplies  of  the  world  by  the  National 

^^'%y  Bank  of  New  York  sets  forth  the  remarkable  fact  that  the  coal 

"-^^jxwits  of  these  United  States  exceed  those  of  the  rest  of  the  world 

^^^^xnbined.     It  is  also  said  that  the  coal  deposits  of  the  United  States 

^'^'^^  seven  times  as  great  as  those  of  all  Europe.     Of  this  prodigious 

^'^^imtity  of  coal  deposits,  a  large  part  of  the  finest  steam  coals  he  in 

^■^«  states  of  Pennfifylvania  and  West  Virginia  within  500  miles  of 

^^^w  England. 

So  much  for  deposits;  how  about  production? 
In  the  year  1917  the  United  States  mined  within  10  per  cent 
^^  as  much  coal  as  the  entire  rest  of  the  world  combined.  Over 
one-half  of  this  vast  production  was  in  the  states  of  Pennsylvania 
^d  West  Virginia.  In  brief,  the  greatest  supply  of  coal  in  the  world 
l^eing  within  500  miles  of  New  England,  what  is  the  case  for  fuel 
oil? 


246  ECONOBOCAL  USE  OF  FUEL 

It  is  notable  that  the  question  of  supply  is  not  simply  about 
oil,  but  about  fuel  oU,  which  latter  has  been  defined  as  oil  which  is 
more  valuable  as  fuel  than  in  the  form  of  refined  products. 

It  appears  that  crude  petroleum  may  be  divided  into  two  classes, 
namely,  one  with  a  paraffin  base  and  the  other  with  an  asphalt 
base.  That  with  the  paraffin  base  is  so  valuable  for  its  derivatives  — 
gasoline,  kerosene,  lubricating  oils,  and  a  thousand  others  —  that  its 
price  will  always  be  prohibitive  for  fuel.  Moreover,  rapid  improve- 
ment in  methods  of  distillation  has  made  the  refined  products  from 
the  lighter  asphalt-base  oils  so  valuable  that  many  of  these  oils  have 
disappeared  from  the  fuel  market.  Much  that  was  fuel  oil  ten  years 
ago  is  no  longer  fuel  oil.  Thus  it  is  that  of  the  four  great  oil  com- 
panies, each  having  extensive  tank  farms  at  Providence  tidewater, 
namely,  the  Standard  Oil  Company,  The  Gulf  Refining  Company, 
The  Texas  Company,  and  the  Mexican  Petroleum  Company,  only 
the  latter  is  furnishing  fuel  oil  for  power  plants.  Indeed,  at  the 
present  writing  the  Mexican  Petroleum  Company  is  unable  to  take 
any  more  contracts  for  fuel  oil,  and  on  the  face  of  things  it  appears 
that  oil  is  even  now  more  scarce  than  coal.  The  question  is  not  as  to 
the  world-wide  supply  of  crude  petrolemn,  but  merely  as  to  that 
small  part  of  the  whole  supply  which  may  not  be  readily  distilled. 

The  extremely  heavy  grades  of  asphalt-base  oils  from  Mexico 
are  practically  the  only  fuel  oils  now  available  to  New  England.  It 
will  be  shown  later  that  this  Mexican  supply  (amounting  to  55,000,000 
bbl.  in  1917),  though  in  itself  of  great  volume,  is  destined  to  cut  but  a 
small  figure  in  the  world's  supply  of  fuel.  Consequently  Mexican 
fuel  oil  will  naturally  gravitate  toward  those  uses  for  which  it  will 
command  a  premium. 

The  question  then  arises  as  to  what  uses  will  pay  a  premium 
for  fuel  oil,  and  the  answer  is,  those  uses  in  which  its  superiority  to 
coal  are  most  important.  The  greatest  of  these  is  marine  use.  Con- 
sider the  item  of  labor  alone.  It  is  generally  conceded  that  in  a  large 
boiler  plant  the  boiler-room  labor  with  fuel  oil  may  be  only  one-tenth 
of  that  with  coal.  On  shipboard  the  labor  of  coal  passing  and  trim- 
ming bunkers  greatly  exceeds  similar  labor  on  land.  When,  as  on 
shipboard,  it  becomes  necessary  not  only  to  transport  the  heavier  and 
more  bulky  coal  but  also  to  transport  the  laborer,  his  housing  and 
keep,  it  is  unquestionable  that  fuel  oil  will  command  a  premium  for 
marine  use  as  compared  with  its  use  on  land.  The  seventeen  supe- 
riorities of  oil  fuel  formulated  by  Mr.  Collins  apply  with  greater  force 
on  shipboard  than  on  land.    And  the  same  statement  is  true  in  a 
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slightly  less  measure  in  the  case  of  locomotives  as  compared  with 
stationary  power  plants. 

The  coal  review  of  the  National  City  Bank  estimates  the  marine 
use  of  coal  at  75,000,000  tons  per  year,  or  five  times  as  much 
as  the  entire  output  of  the  Mexican  oil  fields.  The  Pennsylvania 
Hailroad  alone  would  take  a  large  part  of  the  total  oil  output  of 
Mexico.  Moreover,  the  relative  ease  of  marine  transportation  of 
fuel  oil  will  cause  it  to  displace  coal  in  places  that  are  remote  from 
coal  deposits  and  difficult  of  access.  Already,  in  1917,  over  3,000,000 
barrels  of  this  fuel  oil  went  to  the  west  coast  of  South  America. 

While  prophecy  is  ever  hazardous,  it  is  probable  that  in  the 
bng  run  the  use  of  fuel  oil  n  New  England  will  be  confined  to  those 
special  uses  and  sporadic  cases  which,  for  one  abnormal  cause  or 
another,  can  afford  to  pay  the  premium  that  oil  fuel  will  conunand  for 
uses  outside  of  power  plants.  Oil  fuel  will  within  a  few  years  become 
a  luxury  for  power  plants. 

The  kinds  of  power  plants  which  may  be  warranted  in  paying 
the  premium  that  oil  will  ultimately  command  for  transportation 
uses  might  include  those  plants  which  must  maintain  banked  fires 
for  considerable  periods,  such  as  plants  auxiliary  to  water  power  or 
boilers  serving  fire  pumps. 

The  premiimi  may  also  be  paid  by  small,  prosperous  plants  in 
cities  where  smoke,  dust  and  dirt  are  especially  objectionable,  coal 
storage  difficult,  ashes  disposal  expensive,  and  the  labor  expense  and 
nianagerial  oversight  disproportionately  burdensome. 

In  a  word,  oil  fuel  is  incomparably  superior  to  coal;  but  that 
very  superiority,  together  with  its  relative  scarcity,  will  ultimately 
debar  it  from  New  England  power  plants. 

Just  at  present  the  user  of  oil  fuel  is  enjoying  those  benefits 
uaddental  to  extreme  labor  scarcity  and  abnormal  prices  for  coal, 
^i  the  lucky  few  who  happened  to  have  long-time  contracts  are 
^Ping  a  golden  harvest ;  but  these  conditions  are  ephemeral.  Doubt- 
less the  whole  cost  of  many  oil-burning  installations  will  be  saved 
^  within  a  period  of  five  years. 

The  present  rapid  increase  in  the  use  of  fuel  oil  in  New  Eng- 
land power  plants  is  but  a  lucky  incident  in  the  marketing  of  a  great 
natural  product.    Immense  as  is  its  absolute  volume,  the  insignifi- 
cance of  its  relative  volume  as  a  source  of  world-wide  fuel  has  thus  far 
been  the  main  obstacle  to  the  adoption  of  Mexican  oil  on  the  high 
seas.     That  obstacle  is  rapidly  disappearing  and,  regrettable  though 
it  be,  it  is  inevitable  that  its  very  virtues  will  ultimately  deprive  the 
power  plants  of  New  England  of  fuel  oil. 
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THE  FUEL  PROBLEM  IN  THE  MIDDLE  WEST 

By  a.  a.  Potter,  Manhattan,  Kan. 
Member  of  the  Society 

^PHE  cost  of  producing  power  has  increased  in  the  variouB  power 

plants  of  the  Middle  West  from  15  to  60  per  cent  during  the 

winter  of  1917-1918.    The  Detroit  Edison  Company  reports  that  for 

1917  the  total  operating  expenses  were  35  to. 40  per  cent  greater  than 
ip  1916.  The  Quincy  (111.)  Gas,  Electric  and  Heating  Ciompany 
states  that  the  increase  has  been  40  per  cent.  The  cost  of  production 
in  the  Sioux  City  (Iowa)  Gas  and  Electric  Company  has  been  in- 
creased by  60  per  cent.  The  Meridian  (Miss.)  Light  and  Railway 
Company  gives  the  cost  as  nearly  double  as  compared  with  normal 
years. 

The  increased  cost  of  producing  power  has  been  due  to: 

a  The  increased  cost  of  fuel 

b  The  necessity  of  burning  fuels  of  different  grades  with  equip- 
ment suitable  for  one  particular  grade 

c  The  greater  amount  of  ash  and  other  non-combustible 
matter 

d  The  increased  cost  of  labor  and  the  poorer  quality  of  labor 
available 

e  The  increased  cost  of  repairs^  supplies  and  new  equipment. 

INCREASE  IN  COST  OF  FUEL 

The  Commonwealth  Edison  Company,  of  Chicago,  111.,  reports 
the  cost  of  coal  per  ton,  for  January  1916,  1917  and  1918  as 
$1.78,  $2.72  and  $3.14,  respectively.  A  large  power  plant  in  Indiana 
paid  for  coal  an  average  of  $3.60  per  ton  during  the  winter  of  1917- 
1918,  as  compared  with  $1.66  during  the  winter  of  1915-1916.  A  large 
power  plant  in  Omaha,  Neb.,  paid  for  fuel  during  the  winter  of  1917- 

1918  at  an  average  rate  of  $4.45  per  ton  as  compared  with  $2.85  in 
normal  times.  In  Kansas  power  plants  the  cost  of  fuel  has  increased 
about  70  per  cent  as  compared  with  normal  years.  The  Jackson 
Light  and  Power  Company,  of  Jackson,  Miss.,  report  an  increase  in 
the  price  of  coal  from  $2.12  to  $4.48. 

GRADES  OF  FUEL  USED 

The  majority  of  the  power  plants  in  the  Middle  West  burned 
any  grade  of  fuel  they  could  secure  and  were  forced  in  most  cases  to 
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go  to  the  open  market  for  their  supplies.  Plants  using  bituminous 
screeningBy  slack  and  mill  run  were  forced  to  burn  mine  run  and  even 
screened  nut  and  lump  coal.  The  use  of  lump  coal  necessitated  in 
some  plants  additional  expenditures  for  crushing  before  the  fuel 
could  be  used  with  certain  types  of  stokers. 

Several  plants  in  Illinois  used  coke  breeze.  Several  plants  in 
northern  Louisiana  and  in  the  other  southern  parts  of  the  Central 
West  used  wood  and  wood  waste  to  a  limited  extent.  In  North 
Dakota  greater  use  was  made  of  lignite  slack. 

Some  efforts  were  made  in  several  states  to  use  fuel  oil  in  place 
of  coal,  but  it  was  fdimd  more  expensive  than  coal,  and,  in  the  ma- 
jority of  cases,  more  difficult  to  secure  on  account  of  the  shortage  of 
tank  cars.  The  power  plants  located  near  natural-gas  fields  experi- 
enced a  great  shortage  of  gas  during  the  past  winter  and  had  to  use 
fuel  oU.  In  some  plants  this  change  meant  an  increase  in  operating 
costs  of  several  hundred  per  cent.  In  the  largest  portion  of  Texas, 
lignite  and  bituminous  slack  were  cheaper  for  power-plant  use  than 
fuel  oil.  Substitutions  for  coal  were  found  impractical  in  most  cases. 
In  several  cases  the  fuel  scarcity  and  high  cost  resulted  in  the 
greater  use  of  coal  near  the  producing  point,  but  in  most  cases  it  was  a 
({uestion  of  keeping  the  plants  going,  irrespective  of  the  price  of  fuel. 

The  fuel  situation  in  the  power  plants  of  Iowa,  Kansas,  South 
Dakota,  Texas,  and  Oklahoma  was  not  as  serious  as  in  the  more 

populous  states  of  the  Middle  West.    Many  of  the  smaller  power 

plants  either  had  considerable  fuel  in  storage  or  reduced  their  load. 

The  majority  of  the  plants  in  the  Middle  West  were  affected  more  by 

fte  quality  than  by  the  scarcity  of  fuel. 

IMPURITIES   IN   COAL 

In  general,  the  ash  content  in  the  fuel  used  during  1917-1918  was 

»t  least  5  per  cent  greater  than  in  former  years  on  account  of  the 

faulty  methods  at  the  mines.     Power-plant  engineers  feel  that  the 

high  ash  content  is  greatly  responsible  for  the  fuel  shortage  and  for 

the  increased  operating  costs.     In  ordinary  times  fuel  containing 

more  than  80  per  cent  ash  would  be  condemned  for  use  in  boiler-room 

furnaces.    During  the  winter  of  1917-1918  some  power  plants  were 

forced  to  use  fuel  containing  35  per  cent  ash. 

COST  OF  LABOR 

The  cost  of  common  labor  has  increased  in  the  various  parts 
of  the  Middle  West  from  25  per  cent  to  100  per  cent.    Operators  and 
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firemen  in  power  plants  are  receiving  more  pay,  but  in  rare  cases  is 
the  increase  as  great  as  25'  per  cent  when  compared  with  normal 
times.  The  cost  of  manufactming  power  has  probably  been  more 
affected  by  the  poor  quality  of  power-plant  operators  and  labor 
available  than  by  the  increased  cost  of  such  labor. 

EFFECT  OF  INCREASED  EXPENSES  AND  FUEL  SCARCriT  ON  ISOLATSD 

PLANTS 

In  a  few  cases  the  increased  operating  expenses  and  the  scarcity 
of  fuel  had  a  distinct  tendency  to  eliminate  isolated  plants  and 
to  transfer  the  load  to  central  stations.  Thid  was  especially  true 
where  the  rates  of  central  stations  are  maintained  constant  by  law. 
The  large  central  stations  in  most  cases,  however,  were  not  too 
vigorously  soliciting  business  on  accoimt  of  the  increased  costs  of 
fuel,  labor,  material  and  new  equipment.  Some  power-plant  managers 
insist  on  a  coal-and-Iabor-cost  clause  in  connection  with  contracts 
for  power.  Public  utiUties  complain  about  the  difficulties  which  they 
are  experiencing  in  financing  improvements. 

Many  power  companies  are  more  concerned  on  account  of  in- 
sufficient plant  capacity  than  because  of  the  increase^  cost  of  fuel. 
Improvements  and  extensions  in  equipment  are  affected  by  the  high 
cost  of  money,  by  the  high  prices  of  materials  and  equipment,  by  the 
scarcity  of  skilled  labor  and  by  the  difficulty  of  securing  deUveries  of 
materials  and  equipment  purchased.  A  manager  of  a  large  central 
station  in  Indiana  states  that  they  are  three  years  behind  on  expan- 
sion, development  and  replacement 

EFFORTS  FOR  BETTER  FUEL  ECONOMY 

The  fuel  sit'uation  during  the  past  winter  has  resulted  in  greater 
efforts  for  fuel  economy.  This  is  particularly  noticeable  in  the 
small  power  plants  of  the  less  populous  portions  of  the  Middle 
West.  In  Missouri,  Kansas,  Iowa  and  Nebraska  the  imiflow  steam 
engine  is  gaining  favor  with  small  mimicipalities  on  account  of  its  low 
steam  consumption  at  variable  loads.  The  high  cost  of  new  power- 
plant  equipment  has  some  tendency  to  delay  improvements,  but  it  is 
remarkable  to  see  power  plants  in  towns  of  2000  inhabitants,  or  even 
smaller,  discarding  an  inefficient  old  steam  prime  mover  and  paying 
at  the  rate  of  $200  per  kilowatt  capacity  for  new  units  in  order  to 
produce  fuel  economy.  The  use  of  draft  gages  and  of  other  measur- 
ing instruments  is  increasing  in  the  boiler  room,  greater  attention  is 
given  to  the  utilization  of  exhaust  steam  in  non-condensing  plants. 
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more  pipe  covering  is  used,  greater  attention  is  being  given  to  boiler 
settingis  and  furnaces,  heating  surfaces  are  kept  cleaner,  and  definite 
efforts  are  being  exerted  for  the  more  economical  utilization  of  fuel 
in  the  power  plant. 

WORK  OF  THE  FUEL  ADMINISTRATORS 

The  work  of  the  Fuel  Administration  Boards  of  Iowa,  of  Louisiana 
and  of  Illinois  are  particularly  creditable.  The  fuel-conservation 
campaign  in  Iowa  consists  of: 

a  Inspection  of  boiler  rooms  and  heating  plants,  with  rec- 
ommendations as  to  improvement  in  equipment  and 
operation,  and  instruction  of  firemen  in  proper  firing 
methods 

b  Talks  to  groups  of  engineers  and  firemen  on  combustion  and 
firing  methods 

c  Talks  to  general  audiences  on  the  economical  use  of  fuel  in 
the  home,  and  on  firing  house  furnaces;  and 

d  Dissemination  of  information  on  burning  soft  coal  in  house 
furnaces.  Inspections  of  house-heating  plants  were  made 
to  a  very  limited  extent. 

Iowa  State  College  at  Ames  furnished  seven  engineers  to  carry 
on  this  work,  each  of  whom  spent  during  the  past  winter  from 
two  to  twelve  weeks  making  inspections  and  giving  talks  and  demon- 
strations. Their  services  were  available  to  any  city  or  town  in  the 
state  without  charge  except  for  traveUng  and  hotel  expenses.  These 
expenses  were  small  and  were  generally  met  by  commercial  clubs, 
which,  under  the  direction  of  the  Fuel  Administration,  also  handled 
the  advance  pubUcity  for  the  campaigns. 

Prof.  D.  C.  Faber  of  the  Iowa  State  College,  who  is  the  con- 
sulting engineer  for  the  Federal  Fuel  Administration  for  Iowa,  gives 
the  following  in  his  recent  report: 

Thirty-four  cities  and  towns  asked  for  this  service,  including  practically  all 
of  the  larger  cities  of  the  state.  1354  plants  were  inspected,  and  80  talks  given 
to  a  total  of  7330  people. 

The  boiler-plant  inspections  were  made  to  point  out  defects  in  equipment 
and  operation,  and  to  give  the  firemen  proper  instructions  in  firing  methods.  The 
inspectors  were  equipped  with  draft  gages,  COs  recorders,  and  thermometers  for 
measuring  flue-gas  temperatures.  The  inspections  varied  from  casual  inspections 
to  complete  investigations  of  combustion  conditions,  as  circimistances  required. 
It  is  not  possible  to  eniunerate  the  defects  found  by  the  inspectors,  but  a  few  of 
the  commonly  found  faults  were:  leaky  boiler  settings;  imcovered  steam  pipes; 
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failure  to  remoye  aoot  at  frequent  intervals;  failure  to  regulate  fire  by  use  of 
damper  in  uptake;  fire  too  thick;  and  firing  too  large  a  quantity  of  coal  at  one 
time. 

In  the  talks  to  engineers  and  firemen,  combustion,  hand-firing  methods  and 
boiler-room  losses  were  explained.  These  talks  were  accompanied  by  lantern 
slides,  charts  and  demonstrations. 

In  Louisiana  an  extensive  campaign  for  fuel  conservation  has 
been  undertaken  under  Leo  S.  Weil,  advisory  engineer  for  the  Federal 
Fuel  Administration  for  Louisiana.  Mr.  Weil  gave  a  complete 
description  of  his  work  in  Power,  Vol.  47,  No.  5.  EfiForts  were  made 
by  the  Fuel  Administration  Board  of  Louisiana  to  substitute  other 
fuels  for  coal,  but  these  were  foimd  impractical  in  most  cases.  The 
fuel  consumption  was  decreased  by  shutting  down  ice  plants  which 
operated  during  the  winter  at  about  one-third  of  their  normal  capacity, 
and  the  remainder  of  the  ice  plants  were  run  at  nearly  normal  ca- 
pacity, suppl3dng  ice  to  those  which  were  shut  down.  The  attention 
of  power-plant  owners  and  of  operators  was  called  to  the  necessity  of 
reducing  waste  of  coal  and  to  the  desirability  of  cooperation  on  the 
part  of  both  owners  and  operators.  Suggestions  concerning  reduc- 
tion of  coal  waste  were  sent  out  to  power-plant  operators.  Mr.  Weil 
reports  very  gratif jdng  results  due  to  the  above  efforts. 

The  Conservation  Committee  of  the  Fuel  Administration  of 
Illinois  with  Prof.  H.  H.  Stoek  of  the  University  of  Illinois  as  chair- 
man  is  carrying  on  veiy  constructive  work  among  the  power  plants 
of  that  state  in  the  interest  of  fuel  economy.  Those  in  charge  of 
power  plants  are  being  urged  to  go  over  their  equipment  and  to  make 
necessary  improvements.  The  Conservation  Committee  has  also 
the  cooperation  of  the  factory  inspectors  of  Illinois,  who  are  bringing 
the  matter  of  economy  to  the  attention  of  the  owners  and  operators 
of  plants  inspected  by  them. 

CONCLUSIONS 

The  power  plants  of  the  Middle  West  are  convinced  that  future 
emergencies  can  be  averted  by  more  adequate  fuel  storage,  by 
greater  attention  to  fuel  economy,  and  by  the  more  careful  regu- 
lation on  the  part  of  the  Government  of  the  quaUty  of  fuel  leaving 
the  mines  and  of  the  fuel-transportation  facilities. 

Several  state  fuel  administrators  are  expecting  to  start  cam- 
paigns urging  the  early  purchase  of  fuel  for  domestic  use,  and  greater 
storage  of  coal  by  power  plants  during  the  smnmer.  The  larger 
power  plants  are  expecting  to  store  greater  amounts  of  coal  than 
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usual  Some  plants  expect  to  provide  storage  capacity  sufficient  for 
30  days;  many  of  the  smaller  plants  expect  to  put  in  larger  storage 
capacity.  Considerable  difficulty  is  being  experienced  in  storing  many 
of  the  middle-western  bitimiinous  coals  on  account  of  spontaneous 
combustion.  Storage  under  water  will  be  used  to  a  considerable 
extent 

In  the  case  of  power  plants  using  natural  gas,  a  gas-storage- 
tank  capacity  sufficient  for  a  10-day  period  is  considered  practical. 
Such  a  storage  capacity  will  take  care  of  gas  shortage  during  extremely 
cold  weather. 

More  attention  will  be  paid  in  the  future  to  the  proper  fur- 
nace design  for  high-volatile  bituminous  coals.  The  combustion 
chambers  of  the  furnaces  in  the  majority  of  the  smaller  power  plants 
are  not  large  enough  for  the  air  to  muc  with  the  gases  given  off  from 
the  fuel  bed  and  before  such  gases  come  in  contact  with  the  compara- 
tively cool  heating  surfaces  of  the  boiler. 

Some  attention  should  be  given  to  the  use  of  peat  in  certain 

parts  of  Michigan,  Minnesota  and  Wisconsin  for  domestic  use  and 

possibly  also  for  power  generation.    With  the  increasing  scarcity 

and  higher  cost  of  coal  and  oil,  low-grade  fuels  must  be  given  greater 

consideration  in  connection  with  the  generation  of  power. 

The  fuel  administrators  of  the  various  states  should  be  encour- 
aged to  secure  engineering  assistance,  particularly  in  connection 
with  the  campaigns  for  economy  in  the  smaller  power  plants.  Much 
fuel  can  be  saved  if  the  operators  of  the  small  power  plants  can 
be  carefully  instructed  with  reference  to  the  overhauling  of  equip- 
ment, the  avoidance  of  air  infiltration  through  settings,  proper  firing 
methods,  correct  thickness  of  fuel  bed  and  other  operating  details 
which  lead  to  the  economical  utilization  of  fuel.  The  institution  of 
campaigns  for  fuel  conservation,  such  as  have  been  imdertaken  in 
Louisiana  and  in  Iowa,  will  result  in  greater  fuel  economy.  Such 
campaigns  are  absolutely  necessary  in  the  less  populous  sections  of 
the  Middle  West,  where  the  majority  of  the  power  plants  are  small 
and  are  operated  by  poorly  trained  attendants. 

A  detaUed  study  of  coal-car  movements  in  the  Middle  West 
during  the  past  four  years  discloses  the  fact  that  the  average  time 
required  to  move  cars  is  extremely  long.  In  most  cases  cars  carrying 
coal  will  average  less  than  20  miles  per  day.  When  to  this  time  is 
added  the  time  required  for  empty  cars  to  return  to  the  mines,  it  is 
evident  that  the  coal  tonnage  handled  per  car  per  year  is  very  Umited 
and  very  much  smaller  than  reasonably  efficient  operation  should 
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produce.  This  delay  is  due  partly  to  the  practice  by  railroads  of 
throwing  cars  on  sidings  and  into  yards  with  unnecessary  switching, 
instead  of  delivering  them  to  their  destination  in  one  or  two  hauls. 
Pooling  of  engines,  cars  and  routes  can  be  made  to  substantially 
relieve  this  situation.  Another  relief  can  come  by  so  routing  coal  as 
to  avoid,  as  far  as  possible,  the  congested  terminals  at  the  larger 
cities.  Where  freight  cars  must  pass  through  such  cities,  movements 
could  be  expedited  by  constructing  belt  lines  aroun^  them.  The 
coal  shortage  can  also  be  reduced  if  greater  efforts  are  made  by  all 
coal  uders  to  unload  cars  as  soon  as  they  reach  their  destination. 

To  avoid  the  recurrence  of  the  conditions  of  last  winter,  the 
power-plant  men  will  have  to  cooperate  with  the  Government  by 
providing  adequate  coal-storage  facilities,  by  unloading  fuel  without 
delay  after  it  reaches  its  destination,  and  by  giving  careful  attention 
to  power-plant  economy.  The  Government  will  have  to  insist  upon 
reasonable  cleanliness  of  coal  leaving  the  mines  and  should  give  more 
attention  to  the  improvement  in  the  railroad  equipment  and  in  the 
methods  of  transporting  coal  from  the  mines  to  the  consumer. 


DISCUSSION  ON  FUEL  ECONOMY 

1  What  Are  the  Economic  Effects  of  Impurities  in  Coalt  It  has 
been  claimed  that  when  coal  contains  Jfi  per  cent  of  refuse  it 
becomes  vcUiieless  as  fuel.    What  hcLs  been  your  experience? 

W.  S.  Gould.  During  the  last  two  years,  as  prices  have  mounted 
higher,  the  quality  of  the  fuel  shipped  to  market  has  decreased  until 
lately  the  lack  of  quality  of  the  so-called  coal  available  to  the  power 
plants  of  the  coimtry  has  become  a  decided  menace  not  only  to  our 
economic  development  but  to  the  safety  of  the  nation. 

It  makes  no  difference  how  much  our  railroad  equipment  is  in- 
creased, it  makes  no  difference  what  prices  are  fixed  by  the  Govern- 
ment for  coal,  nor  how  many  rules  and  regulations  are  issued  by 
the  Fuel  Administrator,  so  long  as  drastic  and  effective  steps  are 
not  taken  to  insure  the  proper  preparation  of  the  coal  mined  and 
shipped. 

EFFICIENCY    LOSS    FROM    ASH    AND    FROM    USE    OF    WEATHERED    COAL 

The  Bureau  of  Mines  estimated  that  the  ash  of  coal  mined  in 
1917  had  increased  5  per  cent  for  the  whole  coimtry,  and  that  this 
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increase  in  the  ash  content  meant  a  further  loss  of  7.5  per  cent  in 
the  efficiency  of  the  power  plants.  Some  of  the  mining  districts 
show  a  much  higher  increase.  This  means  that  while  we  produced 
and  shipped  544,000,000  tons  of  fuel  in  1917,  the  tonnage  was  equal 
in  effective  power-producing  quaUties  to  only  476,000,000  tons  of  the 
1916  quality.  In  other  words,  in  1917  we  mined  and  shipped  some 
70,000,000  tons  simply  to  make  up  for  the  inferior  quality.  This  is 
the  real  cause  of  our  coal  troubles. 

Further,  while  the  increase  in  the  ash  content  was  fully  equal  to 
5  per  cent,  the  decrease  in  the  heat  was  considerably  greater  than  5 
per  cent,  this  decrease  being  due  to  the  fact  that  miUions  of  tons  of 
weathered  coal  were  shipped  —  pillar  and  outcrop  coal  and  refuse 
from  mine  dumps  —  all  of  which  was  considerably  lower  in  heat  in 
proportion  to  the  ash  content  than  would  have  been  the  case  if  the 
coal  had  been  freshly  mined  from  the  seam.  The  Fuel  Adminis- 
tration originally  encouraged  these  "wagon  mines,"  the  number  of 
which  increased  enormously,  directly  cutting  down  the  available 
fuel. 

INFLXJENCE   OF  SULPHUR  ON   CLINKER 

In  addition  to  the  well-established  loss  in  efficiency  and  capac- 
ity of  our  power  plants,  due  to  the  higher  percentage  of  the  ash 
impurity,  we  should  not  lose  sight  of  the  further  loss  in  efficiency 
^d  capacity,  due  to  the  increase  in  the  sulphur  content  of  coal. 
Sulphur  in  coal  affects  the  economy  of  the  boilers  by  forming  cUnkers, 
which  hinder  the  proper  distribution  of  air.  This  improper  dis- 
tribution may  be  excess  or  deficiency  of  air. 

It  has  been  found  that  while  the  drop  in  the  combined  efficiency 
of  the  boiler  and  furnace  averaged  about  0.5  per  cent  for  each  per 
cent  of  sulphur  between  0.5  and  6  per  cent,  the  general  drop  in  boiler 
capacity  is  about  1.5  per  cent  for  each  per  cent  of  sulphur.  The 
increased  amount  of  cUnker,  due  to  the  higher  sulphur  percentages, 
is  doubtless  responsible  for  this  drop  in  the  capacity,  reducing  the 
rate  of  combustion  and  therefore  capacity. 

Before  1916  eastern  coals  that  carried  sulphur  in  excess  of  3 
per  cent  were  not  common.    Since  that  time  the  cases  of  5  and  6 
per  cent  sulphur,  and  some  almost  incredibly  high,  have  steadily  in- 
creased, imtil  during  the  last  winter  it  has  been  quite  the  exception  to 
find  coals  with  less  than  2  per  cent. 

Then  there  is  the  damage  that  sulphur  causes  to  the  tubes, 
plates  and  grates  of  the  equipment  —  a  damage  that  is  usually 
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dij£cult  to  measure,  especially  since  it  is  generally  unexpected  b> 
the  plant  engineer,  or  comes  when  he  has  no  time  to  make  exaci 
calculations  or  cannot  get  information  as  to  his  coal. 

Just  two  examples  of  the  many  cases  that  have  come  under  oui 
own  observation  may  be  given: 

a  A  plant  equipped  with  Model  stokers  had  been  using  a  cer- 
tain coal  which  did  not  average  high  in  sulphiu*  —  about  1.60  pei 
cent,  but  of  a  character  that  often  causes  trouble  under  similai 
conditions.  The  plant  had  been  running  wild,  with  a  low  rate  ol 
efficiency,  and  there  had  been  no  special  trouble  with  the  grate 
bars,  which  had  stood  up  for  weeks.  '  Better  operating  methods  were 
inaugurated,  and  the  grate  bars  began  melting  at  an  alarming 
rate,  some  in  about  a  week.  Ordinarily  the  cause  of  this  trouble 
would  have  been  laid  either  to  the  operating  methods,  and  there- 
fore a  necessary  evil,  or  to  the  grate  bars.  We  selected,  through 
our  Library  of  Coal  Records,  a  coal  of  equal  heating  value  but  with- 
out the  characteristics  of  the  coal  being  used  at  the  plant,  and  the 
trouble  with  the  grates  ceased. 

b  Another  case  was  in  a  plant  with  flat  grates,  hand-fired,  and 
running  at  a  low  rate  of  combustion.  This  plant  had  been  using  a 
coal  which  was  excellent  so  far  as  ash  and  heat  were  concerned, 
but  which  averaged  about  2  per  cent  sulphur.  The  boilers  not 
being  forced,  there  had  been  no  appreciable  damage  from  the  sul- 
phur in  the  coal.  A  new  lot  of  coal  arriving,  showing  about  3.50 
per  cent  sulphur  but  otherwise  being  about  as  usual,  I  suggested 
that,  with  their  operating  conditions,  they  would  probably  find 
little  trouble  from  clinkering,  incidentally  remarking  that  the  only 
probable  damage  would  be  to  their  equipment.  The  superinten- 
dent asked  if  that  were  not  more  or  less  imagination,  so  I  suggested 
his  making  a  simple  test  of  the  point.  One  boiler  was  carefully 
cleaned  and  practically  new  grates  installed.  It  was  arranged  that 
the  3.50  per  cent  coal  should  be  used  exclusively  imder  this  boiler 
for  one  day,  and  then  the  fires  pulled  and  ah  estimate  made  of  any 
damage  that  could  be  observed.  A  few  days  later  we  received  a 
letter  from  the  superintendent  stating  that  the  test  was  run  as 
directed,  and  that  "after  foiu'  hours  the  grates  were  entirely  de- 
stroyed." 

Walter  N.  Polakov.  The  value  of  coal  as  used  for  power 
production  is  chiefly  determined  by  its  steaming  capacity.  Gren- 
erally,  there  are  two  reasons  for  the  condemnation  of  steam  coals: 
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a  When  the  composition  and  peculiarities  are  unfit  for  exM- 

ing  equipment 
b  When  impurities  make  it  unfit  for  any  equipment. 

Coals  that  are  unfit  for  existing  equipment  or  requirements 
•bould  not  be  purchased  at  all,  as  they  may  be  used  to  advantage 
elsewhere.  The  opinions  on  the  subject  advanced  by  miners,  dealers, 
>iirchasing  agents  and  accountants  should  be  submitted  for  final 
Usposition  to  engineers  who  are  guided  by  facts. 

Coals  with  a  high  percentage  of  non-combustibles  were  used  by 
blie  author  last  winter  in  both  hand-  and  mechanically-stoked  fur- 
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Fig.  3    Effect  of  Impurtties  in  Coal  on  Boiler  Efficiency 

IN  Typical  Power  Plants 

NoTx:  Task  work  with  bonus  more  than  ofTseta  the  harmful  effect 

^^*^.  For  instance,  a  mixture  of  1  part  run  of  mine  and  5  parts  of 
*^1hracite  screenings  was  observed  to  show  never  less  than  60  per 
^t  of  boiler  and  furnace  efficiency.  This  mixture  contained  15 
P^  cent  of  ice  and  water,  28  per  cent  of  earthy  matter,  and  nearly 
2  per  cent  of  oxygen  —  a  total  of  45  per  cent. 


RESULTS   FROM   IMPURITIES  IN   COAL 

FrcHn  a  large  number  of  observations  with  coals  contaminated 
with  non-combustible  impurities  that  are  thrown  on  the  market  by 


268  ECONOMICAL   USE   OF   FUBL 

some  dealers  at  the  risk  of  the  country's  liberty  and  honor,  several 

conclusions  may  be  drawn: 

a  While  the  efficiency  of  steam  generation  with  so-called  war 
coals  drops  from  10  to  25  per  cent,  the  improved  boiler- 
room  management  based  on  task  work  with  bonus  in- 
variably more  than  ofTsets  this  loss.  (Fig.  3.) 
6  The  steaming  capacity  of  coal  drops  along  a  parabolic 
curve;  i,e.,  with  the  increase  of  ash  content  the  evapora- 
tion drops  more  rapidly  in  the  beginning  and  more  slowly 
when  ash  percentage  is  getting  high.     (Fig.  4.) 


I 

I 

Percent  hah  in  PryCoal- 

Fia,  4    Rblaiion  Between  Ash  Content  and  Evapobation 

e  From  Fig.  4  it  appears  that  the  increase  of  ash  content 
from  14  to  18  per  cent  reduces  the  evaporation  per  pound 
of  coal  from  9  lb.  to  8  lb.  of  steam  (11.1  per  cent),  where- 
as further  drop  of  evaporation  from  8  to  7  lb.  per  pound 
of  coal  (12.5  per  cent)  corresponds  with  the  increase  of 
ash  content  from  18  per  cent  to  28  per  cent. 

It  should  be  noted  that  these  data  are  obtained  from  a 
number  of  hand-fired  plants  using  mixtures  of  hard  and 
soft  coal  for  a  period  of  over  18  months.  The  means  of 
recording  the  performances  were  in  all  cases  most  rigor- 
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ous,  specialists  taking  continuous  checks  on  accuracy, 
firemen  trained  and  methods  of  firing  constantly  adjusted 
to  secure  the  best  possible  results.  While  the  deviations 
of  results  with  each  kind  of  coal  arc  sometimes  large, 
due  to  difference  in  plant  equipment  and  degree  of  train- 
ing  of  firemen,  the  tendency  of  retarded  drop  of  eflSciency 
with  higher  percentage  of  ash  remains  noticeable  through- 
out. 

d  While  extra  cost  of  haulage  and  extra  expense  for  the 
labor  of  handling  coal  and  furnace  refuse  are  easily 
estimated,  the  more  important,  though  less  noticeable, 
loss  is  due  to  difficulties  connected  with  the  admission  of 
the  proper  amoimt  of  air  into  the  furnace.  If  this  is 
judged  by  the  rate  of  firing  (lb.  per  hr.),  excess  of  air 
is  inevitable  with  coals  high  in  ash.  Similarly,  if  direction 
is  given  by  draft  indications,  extra  resistance  of  fuel  bed 
is  liable  to  mislead  the  fireman.  Again,  if  adjustments 
are  based  on  gas  analyses,  the  improper  velocity  of  gases 
through  the  boiler  may  lower  the  efficiency  of  heating 
surface  for  the  sake  of  high  furnace  efficiency,  ultimately 
at  the  expense  of  combined  efficiency.  Additional  losses 
are  incurred  by  more  frequent  cleaning  of  fires. 

€  By  far  the  greatest  economic  eflfect  of  impure  coals  is  the 
misuse  of  rail  and  water  facilities  for  transporting  the 
harmful,  or,  at  best,  useless,  ingredients.  The  National 
Coal  Association  in  a  statement  issued  April  28,  1918, 
announces  that  ''Interference  with  the  war  program  is 
almost  inevitable  throughout  the  East,  unless  there  is  a 
readjustment  soon  of  traffic  over  eastern  railroads." 
Decrease  in  production  of  coal  because  of  car  shortage  is 
estimated  by  the  same  authority  at  about  20  per  cent. 

/  Instead  of  thus  harassing  the  Government  in  its  task  of 
•  operating  railways  and  jeopardizing  the  country^s  pro- 
duction at  this  grave  moment,  the  coal  producers  could 
disprove  the  charge  of  disloyalty  by  more  careful  prepara- 
tion of  coal  at  the  mines.  Cleaner  coal  will,  as  we  have 
seen,  not  only  release  large  parts  of  the  rolling  stock 
engaged  in  transporting  dirt  and  slate,  but  also  reduce 
the  tonnage  required  for  steam  generation. 

g  It  is  to  be  remembered,  however,  that  half  measures  toward 
preparation  of  cleaner  coal  at  the  mines  will  not  go  half 
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• 

way  in  ameliorating  the  present  car  shortage  and  furnace 
wastes.  By  reducing  ash  percentage  from  28  to  21  pei 
cent  only  seven  cars  out  of  every  100  will  be  released^ 
yet  by  removing  also  the  other  half  of  impurities  from 
coal  (i.e.,  placing  the  quality  of  coal  on  pre-war  stand- 
ard) the  need  will  be  satisfied  with  78  cars  out  of  every 
100  now  tied  up;  i.e.,  not  14  but  22  cars  may  be  released. 

To  sum  up,  the  vicious  economic  effect  of  impurities  in  the 
coal  can  be  overcome  as  follows: 

a  A  twenty  per  cent  car  shortage  may  be  taken  care  of  by 

releasing  22  per  cent  through  reinstatement  of  previous 

quality  of  coal  preparation 
6  Further  conservation  of  coal  is  possible  by  adopting  more 

scientific  methods  of  power  generation  and  management 

of  plants. 

Carl  J.  Fletcher.^  During  last  winter  much  coal  was  wasted 
throughout  Indiana  due  to  the  forced  change  in  fuel.  There  are 
three  very  marked  differences  between  the  coal  mined  in  Indiana 
and  the  coal  mined  in  eastern  Ohio,  Pennsylvania  and  West  Vir- 
ginia: first,  the  amount  and  quality  of  the  volatile  matter;  second, 
the  liability  to  clinker;  third,  the  form  in  which  the  impurities  occur 
in  the  coal  as  delivered  at  the  boiler  room. 

The  volatile  matter  in  eastern  coal  is  less  in  volume  and  also  higher 
are  hydrogen,  making  it  more  easily  combustible.  The  principal 
troubles  in  burning  Indiana  coal  lie  in  lack  of  combustion  space, 
which  is  necessary  for  the  burning  of  very  high-volatile  coal,  and  a 
proper  distance  from  the  fuel  bed  to  the  comparatively  cold  boiler 
surfaces,  which  rob  the  furnace  of  heat  and  do  not  allow  a  sufficiently 
high  temperature  for  the  combustion  of  all  the  volatile  matter. 

Second,  the  clinkering  of  coal  is  due  primarily  to  the  fact  that  there 
is  more  iron  pyrites  in  Indiana  coal.  Iron  pyrites  can  be  successfully 
burned  without  objectionable  clinkering  under  proper  conditions. 
More  draft  is  required  to  bum  Indiana  coal,  both  to  keep  the  grates 
cool  and  to  get  a  proper  mixture  of  the  volatile  matter  with  oxygen. 
It  often  happens  that  in  planning  for  a  change  to  Indiana  coal  the 
grate  surface  is  enlarged,  reducing  the  available  draft  over  the  fire, 
when  the  proper  procedure  in  this  case  would  be  to  increase  the 
force  of  draft. 

1  Fuel  Engineer,  Knox  County  Coal  Operators'  Afisociation,  Indianapolis, 
Ind. 
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Regarding  the  difference  in  the  form  of  impurities  in  eastern 
&nd  western  coal,  the  impurities  in  Indiana  coal  appear  mostly 
as  shale;  whereas  ash  in  the  eastern  coal  is  generally  evenly  distrib- 
uted throughout  the  coal,  and  when  eastern  coal  is  burned  it  is  a 
comparatively  easy  matter  to  free  the  fuel  bed  of  ash.  Shaking 
grates,  such  as  are  suitable  for  eastern  coals,  generally  fail  when 
applied  to  western  coal.  It  does  not  do  any  particular  harm  to  stir 
and  mix  some  coals,  while  other  fuel  beds  must  not  be  disturbed. 
To  bum  Indiana  coal  it  is  necessary  to  have  a  type  of  grate  with  at 
least  50  per  cent  air  space,  and  a  grate  which  will  crush  the  larger 
pieces  of  impurities  and  remove  them  with  a  minimum  disturbance 
of  the  burning  fuel. 

C.  E.  Van  Bergen.^  The  value  of  coal  producing  40  per  cent 
c^  depends,  first,  on  the  price  of  coal;  second,  on  the  expense  of 
placing  it  on  the  grates;  and  third,  upon  the  cost  of  removing  the 
40  per  cent  ash.  We  estimate  that  1  lb.  of  such  a  coal  will  evaporate, 
under  ordinary  conditions,  3  lb.  of  water. 

Our  records  show  that  the  coal  we  used  from  November  1,  1916, 
to  March  1,  1917,  evaporated  7.62  lb.  water  per  lb.  coal  and  con- 
tained 10  per  cent  ash.  From  November  1,  1917,  to  March  1,  1918, 
our  coal  contained  17  per  cent  ash  and  evaporated  6.69  lb.  water 
P^r  lb.  coal.  An  increase  of  7  per  cent  in  ash  content  resulted  in  a 
*<^Q8  in  evaporation  of  12.2  per  cent. 

W.  L.  Abbott.    In  experiments  made  with  a  chain-grate  stoker, 

J^aing  Illinois  coal  mixed  with  various  percentages  of  ash,  the  capac- 

^^y  and  efficiency  of  the  unit  dropped  gradually  with  an  increase  of 

^ah  up  to  35  per  cent,  after  which  they  declined  rapidly  to  zero 

efficiency  and  capacity  with  a  fuel  containing  40  per  cent  ash.    The 

'Uel  would  still  bum,  but  the  boiler  would  not  generate  steam.    The 

fuel  used  in  the  test  was  made  by  mixing  various  amounts  of  ashes 

^th  a  clean  pea  coal,  the  ash  content  of  which  was  about  8  per  cent. 

^hus,  in  the  final  test,  the  coal  containing  8  per  cent  of  ash  was 

^^^ed  with  an  additional  32  per  cent  of  impurities.    A  different 

furnace  or  stoker  might  have  given  a  somewhat  different  result, 

^Ut  it  is  questionable  if  any  other  form  of  stoker  would  have  handled 

^  fire  containing  that  great  amount  of  readily  fusible  ash. 

Results  obtained  from  this  series  of  tests,  which  were  made  by 
^^■^ixing  ash  with  the  coal,  correspond  with  results  obtained  by  the 

^  Vice-President  and  General  Manager,  Diiluth  (Minn.)  Edison  Electric  Co. 
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Bureau  of  Mines  in  tests  made  in  St.  Louis  using  coals  with  an  in- 
herent ash  content  ranging  up  to  25  per  cent,  above  which  point  the 
Bureau's  tests  did  not  go. 

In  a  gas  producer  a  fuel  mixture  of  the  kind  first  described  would, 
no  doubt,  have  given  some  useful  results.  A  blast  fiunace  always 
operates  with  a  fuel  mixture  containing  more  than  40  per  cent  of 
non-combustible.  If  a  coal  contained  as  much  as  40  per  cent  ash 
it  would  not  be  marketable,  and  might  rather  be  called  a  bitumi- 
nous shale.  Marketed  coal  contains  between  2  per  cent  and  15  per 
cent  ash,  as  extremes,  but  usually  less  than  10  per  cent.  If  the 
fuel  ^mixture  carries  more,  it  is  due  to  impurities  which  are  associated 
with  the  coal;  for  example,  a  coal  seam  analyzing  10  per  cent  in  a 
seam  sample  may  produce  mine  run  containing  15  per  cent  ash. 

With  increasing  ash  content  there  is  a  decreasing  boiler  efficiency 
and  an  increasing  cost  of  the  steam  produced,  and  while  coal  con- 
taining nearly  40  per  cent  of  ash  may  produce  some  steam,  it  is  rare 
indeed  that  it  is  economical  to  use  coal  containing  as  high  as  20  per 
cent  ash. 

Henry  Kreisinger.  The  statement  that  when  a  fuel  contains 
40  per  cent  refuse  it  becomes  valueless,  cannot  be  applied  generally, 
as  there  are  places  where  such  fuel  has  economic  value.  In  power 
plants  located  near  the  mines,  washery  refuse  containing  less  than 
50  per  cent  combustible  can  be  used  profitably,  especially  if  the 
furnaces  are  designed  for  burning  such  fuel. 

Some  time  ago  the  Bureau  of  Mines  made  a  boiler  test  with 
washery  refuse  containing  41.8  per  cent  of  ash,  10.8  per  cent  of 
moisture,  47.4  per  cent  of  combustible.  The  test  was  made  under  a 
200-hp.  Heine  boiler  set  up  with  an  ordinary  hand-fired  furnace  with 
plain  grate.  About  75  per  cent  of  the  rated  capacity  of  the  boiler  was 
developed  with  average  overall  efficiency  of  47.5  per  cent.  Of  the 
47.4  per  cent  of  combustible  in  the  fuel,  8.6  went  with  the  ashes  into 
the  ashpit,  an  equivalent  of  22.5  was  absorbed  by  the  boiler,  an 
equivalent  of  10.4  went  up  the  stack  with  the  gases,  and  the  equi- 
valent of  5.9  was  lost  by  radiation,  incomplete  combustion,  and 
moisture  in  fuel.  The  largest  loss  was  up  the  stack,  due  to  large 
excess  of  air.  The  draft  was  0.92  in.  at  the  base  of  the  stack,  0.06 
in.  in  furnace,  and  0.75  in.  pressure  in  ashpit.  The  average  thick- 
ness of  fuel  bed  was  16  in.  The  fire  was  cleaned  every  hour.  On 
account  of  the  necessity  of  this  frequent  cleaning  the  average  capac- 
ity fell  below  the  rating  of  the  boiler,  although  between  the  cleanings 
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of  fire  the  capacity  developed  was  above  the  ratmg.    It  was  also 
due  to  this  frequent  cleaning  that  the  stack  losses  were  high. 

The  essential  requirement  for  the  economical  burning  of  high- 
ash  fuels  is  a  continuous  and  automatic  removal  of  ash  from  the 
furnace,  so  that  the  operation  of  the  boiler  need  not  be  interfered 
with  by  frequent  cleaning  of  fires. 

B.  S.  MuRPHT.  The  following  notes  are  based  on  data  from  the 
Hudson  &  Manhattan  R.  R.  Co.,  and  especially  from  its  Jersey 
City  power  station,  which  is  an  anthracite-burning  steam-electiic 
plant  for  an  electric  railway. 

The  boiler  equipment  consists  of  nine  900-hp.  Babcock  and  Wilcox 
boilers,  eight  hand-fired  and  one  equipped  with  a  Coxe  mechanical 
stoker. 

TABLE  6    CALORIFIC  VALUE  OF  COAL  AS  FIRED.  B.T.U. 
(Hudson  and  Blanhattan  R.  R.  Co.  Station,  Jersey  City) 


Year 

Minimum 

Average 

Maximum 

1911 

11.230 
11.050 
11.450 
11.550 
11.550 
11,150 
10.850 
10,750 

11.523 
11.428 
11,741 
11,912 
11,712 
11,563 
11,170 
10,900 

11,750 

1912 

11,650 

1918 

12.000 

1914 

12,050 

1915 

11.900 

1916 

11,850 

1917 

11.350 

1918  (4  mos.) 

11,150 

The  fuel  is  anthracite  of  the  small  sizes.  Our  practice  is  to  use 
Nos.  3  and  4  buckwheat  mixed  with  bituminous  and  some  No.  1 
buckwheat,  this  latter  with  no  soft  coal  added.  All  fuel,  115,000 
tons  of  anthracite  in  1917,  came  from  the  same  contractor,  and 
approximately  all  of  it  orginated  from  the  same  collieries,  so  that  the 
combustible  portion  of  the  coal  should  be  relatively  the  same.  In 
Fig.  5,  I  have  plotted  the  calorific  value  of  the  fuel  by  months  in 
1916  and  1917  and  the  first"  three  months  of  1918.  In  Table  5 
are  given  the  yearly  averages  and  the  maximum  and  minimum  months 
during  the  year. 

An  ash  analysis  gives  relative  values  for  the  ash  content  of  a  coal, 
but  the  true  test  is  the  proportionate  amount  of  furnace  refuse  as 
compared  with  coal  fired,  for  this  figure  takes  into  account  the 
imconsmned  carbon  as  well  as  the  ash  and  other  incombustibles,  for 
the  amount  and  kind  of  ash  has  a  great  bearing^  on  the  amount  of 
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uncoDsumed  carbon  in  the  refuse,  especially  for  band  Sring. 
average  values  of  this  for  1917  and  1918  are  shown  in  Fig.  5. 

From  the  forgoing  it  is  evident  that  there  has  been  a  ms 
deterioration  in  our  coal.     The  resultant  economic  eCFect  I 


Fio.  6    Flcctuatioij  in  Hbatinq  Valdb  and  Refdsb  Content  of  Cc 

shown  in  Fig.  6,  which  gives  the  average  relation  between  the  cal 
value  of  the  fuel  as  fired  and  the  relative  overall  plant  econ 


This  has  been  plotted  by  the  relative  percentages,  that  is,  assu 
that  the  best  coal  we  could  expect  would  give  a  plant  econon 
100  per  cent,  then  a  coal  of  10,500  B.t.u.  will  show  a  loss  of  5 
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p^nt  or  a  relative  economy  of  but  47  per  cent;  and  extending  the  curve 

^t  becomes  zero  at  about  9000  B.t.u.,  or  the  effective  range  is  from 

®OO0  to  12,000  B.t.u.    In  figuring  the  effect  of  a  decrease  in  calorific 

'^^lue  of  the  coal  imder  consideration  this  range  should  be  used  and 

^^ot  the  whole  range  down  to  zero  B.t.u. 

EFFECT  OF  HIGH  ASH 

Some  of  the  poorer  coals  have  ash  by  analysis  as  high  as  24.45 
P^^i"  cent,  with  10,294  B.t.u.  calorific  value  of  wet  coal,  while  the 
^^^trter  ones  have  only  9  per  cent  with  12,000  B.t.u.,  or  a  15  per  cent 
^iifference.    This  is  plotted  in  Fig.  6,  and  though  the  curve  is  not 
^^^rfcremely  accurate,  it  would  indicate  that  the  limit  for  our  coal  was 
^'"^^ched  with  about  30  per  cent  ash,  this  having  a  greater  effect  on  the 
chanical  manipulation  of  the  fires  than  on  the  lack  of  heat  value. 
The  foregoing  is  based  on  hand-fired  operation  where  the  im- 
content  and  kind  of  ash  have  a  much  greater  influence  than 
^^tJi  stokers.    The  railroad  load  having  marked  morning  and  even- 
peaks  is  subjected  to  this  much  more  than  a  plant  with  an  aver- 
all-day  load.    The  presence  of  impurities  builds  up  the  fires  so 
pidly  that  at  times  it  is  difficult  to  get  through  the  service  period 
'^ritihout  cleaning  and  necessitates  the  carrying  of  high  ashpit  pres- 
sixres,  at  times  7  in.  water  gage,  to  burn  the  fires.    Another  notice- 
able feature  that  we  have  found  with  the  No.  1  buckwheat  is  the 
formation  of  a  Ught,  puffy  ash  that  builds  up  the  fires  so  rapidly 
^Ixat  they  last  only  about  three-quarters  of  an  hour  between  clean- 
'^^SB,  while  an  analysis  of  this  same  fuel  shows  but  16  to  17  per  cent 
(s^*avimetrically)  of  ash,  or  a  normal  ash  content,  again  showing 
^-'^^t  too  much  dependence  cannot  be  placed  on  laboratory  analysis 
'•^^^  the  effect  on  the  fuel  of  the  ash.    As  a  rule,  with  anthracite  the 
*|^li  does  not  fuse  into  large,  hard  clinkers  found  with  many  kinds  of 
'^^ luminous  coals;   but  even  this  has  been  noticed  during  the  past 
'^^"^^^iter,  some  of  the  cUnkers  being  so  large  and  so  hard  as  to  neces- 
'^ate  their  removal  through  the  fire  doors  instead  of  through  the 
hopper. 

Vnamsumed  Carbon  in  Refuse.    In  our  station  it  is  necessary 

force  the  boilers  during  the  service  hours  to  140  to  150  per  cent 

—^.    To  do  this  with  good  firemen  and  good  coal  is  not  difficult, 

^Vit  when  the  impurities  increase  and  the  quaUty  of  men  falls  off  it  is 

Extremely  hard,  one  affecting  the  other.     It  is  necessary  with  the 

&X)d  grades  of  No.  3  buckwheat  to  level  fires  about  every  eight 

^^utes,  and  with  the  high  impurities  and  uneven  spreading  it  should 
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be  done  every  three  or  four  minutes.    This  is  heavy,  hot  work^ 
it  is  much  easier  to  ''bail"  in  coal,  and  the  result  is  that  the  fire 
continues  to  build  up  because  the  ash  and  coked  coal  are  covered 
with  green  coal  until  the  fire  becomes  so  heavy  that  it  is  impossible 
to  get  air  through  it.    Cleaning  then  wastes  a  large  amount  of  un— 
consumed  carbon  to  the  ashpit.    The  magnitude  pf  this  loss  is  shown 
in  Table  6.    With  good  fuel  and  well-trained,  wiUing  firemen  this 
has  been  brought  down  to  less  than  20  per  cent. 

Summary.  Summing  up  for  the  conditions  as  outhned  for  hand- 
fired  boilers  with  the  present  grade  of  firemen  available  using  Nos.  3 
and  4  buckwheat  coal  with  a  relatively  small  percentage  of  bitumi- 
nous, we  find  the  following: 

Calorific  value,  low  limit,  10,200  B.t.u.;  ash,  high  limit,  30  per 
cent,  depending  upon  the  behavior  of  the  impurities 

Effect  on  Plant  Economy:   An  increase  in  consumption  per 
kw-hr.  of  53  per  cent  from  12,000  B.t.u.  to  10,500  B.t.u. 

TABLE  6    LOSS  OF  COMBUSTIBLE  TO  THE  ASHPIT 


Month  — 1018 

*          Unbumed  Carbon  in  the  Refuse, 

Per  Cent 

January 

February 

March 

44.10 
30.24 
40.30 

coal.  More  coal  is  consumed,  more  coal  is  handled  to  the 
bunkers  and  to  the  fires  and  more  refuse  removed,  in- 
creasing the  unit  cost  of  power 

Effect  on  Personnel:  Much  hard  work  for  firemen,  with  the 
result  that  the  better  men  leave  for  easier  work  and 
poorer  men  are  hired  who  use  proportionately  more  coal 
and  consequently  make  more  work  for  themselves 
Capacity:  The  capacity  of  a  plant  is  Umited  by  the  small 
evaporation  per  pound  of  coal  and  the  much  shorter 
periods  between  cleanings 

Remedy:  If  the  amount  of  impurities  and  the  correspondingly 
low  calorific  value  cannot  be  remedied  at  the  mines,  where 
some  of  this  should  be  eliminated,  then  the  remedy  at  the 
fire  room  is  the  increasing  of  the  bituminous-coal  content 
in  the  mixture,  the  introduction  of  mechanical  stokers 
and  the  training  of  firemen,  if  the  men  can  be  induced  to 
stay  long  enough  to  be  trained. 
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E.  H.  Kuss.    Close  observation  supports  the  following  views: 
It  is  feasible  to  arrive  at  accurate  conclusions  on  the  subject  of 
comparative  performances  in  well-conducted  plants  only,  since  ash- 
variation  effect  is  obscured  when  accompanied  by  slovenliness  in 
operation. 

The  well-conducted  plant  employs  its  available  draft  intensity 
to  advantage,  meaning  by  this  that  the  unit  rate  of  capacity  tends 
to  be  such  as  to  demand  strict  attention  to  tightness  of  settings, 
l>fitffle  rep>air8,  cleanliness,  etc.,  resulting  in  a  comparatively  high 
te^te  of  combustion  where  slovenly  methods  are  not  permissible. 

A  marked  increase  of  ash  content  in  the  coal  compels  a  reduc- 
tion in  the  usual  unit  capacity  rate  due  to  greater  grate-refuse 
resistance. 

A  corollary  effect  is  to  carry  thinner  active  fuel  beds,  attended 
wl'th  unevenness  of  air  distribution  through  like  grate  zones  in  order 
pa.rtially  to  overcome  the  disadvantages  of  lower  capacity  rates. 

With  a  surplus  of  draft  the  ill  effects  of  ash  increases  can  readily 
bo  overcome,  though  plant  practice  as  to  firing  methods  must  be 
ia.o<iified  to  suit. 

Where  extra  draft  intensity  is  employed  to  overcome  increased 
fuel-bed  resistance  due  to  extra  ash,  the  necessity  for  setting  tight- 
ness is  increased. 

The  usual  condition  is  that  available  draft  intensity  is  deficient, 
*^d  there  is  no  c|ioice  but  to  operate  at  lower  capacities,  thereby 
causing  plant  standby  fuel  losses  due  to  radiation,  banking,  blow- 
downs,  soot  blowing,  combustible  in  the  refuse,  etc.,  to  increase. 

The  writer  customarily  attributes  one-half  of  one  per  cent  as  a 
J^tifiable  decrease  in  efficiency  for  every  one  per  cent  increase  in 
^h  content,  but  believes  this  to  be  a  fair  figure  only  when  the  in- 
crease does  not  exceed  10  per  cent  of  the  total  in  ash  content  as 
revealed  by  a  chemical  analysis  of  the  coal  as  fired. 

A.  S.  Vincent.    The  building  of  which  I  have  charge  is  the 
largest  apartment  house  in  the  world,  occupies  a  whole  block,  has 
175  families  and  is  thoroughly  equipped  with  a  high-class  isolated 
Pta.    Our  horsepower-hour  outputs  for  1916  and  1917  were  al- 
most identical,  and  yet  in  1917  we  consumed  nearly  1000  tons  more 
than  we  did  in  1916,  due  only  to  the  inferior  grade  of  coal.     In  other 
words f  the  coal  censumption  in  1916  was  about  7000  tons  and  in 
1917  it  was  8000  tons.     This  plant  is  equipped  with  everything  an 
engineer  could  desire  to  enable  him  to  keep  plant  records. 
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Our  cost  per  boiler  horsepower-hour  in  1916,  including  all  over- 
head charges,  was  $0.0114  and  in  1917  was  $0,017,  due  almost  en- 
tirely to  the  excess  coal  used  and  at  a  cost  of  more  than  double  the 
1916  cost! 

Albert  A.  Gary.  In  an  investigation  made  in  a  number  of  the 
largest  power  houses  in  the  East  during  the  latter  part  of  1917  in  the 
interest  of  fuel  conservation  and  its  bearing  upon  the  transpovta- 
tion  problem,  I  found  that  over  30  per  cent  of  all  transportation 
faciUties  carrying  bitmninous  coal  were  burdened  with  mmecessary 
impurities.  By  unnecessary  impurities  I  mean  those  above  the 
normal  ash  which  had  been  carried  in  the  coal  when  the  power  houses 
were  obtaining  their  coal  under  specifications  defining  the  mininmiTn 
B.t.u.  per  pound  of  coal  and  maximum  ash  content  acceptable. 

A.  J.  German.^  Our  experience  with  the  impurities  in  coal  has 
been  interesting.  We  at  first  had  trouble  imloading  the  coal  in 
that  the  foreign  matter  in  the  coal  broke  the  crusher  gears.  More 
trouble  is  given  when  the  coal  comes  into  the  automatic  stokers. 
Then  there  is  the  further  damage  done  to  the  furnace  side  walls  and 
to  the  bridge  walls.  When  about  to  unload  coal  we  try  to  pick  out 
the  slate  and  rock  on  top  of  the  car.  We  picked  up  pieces  last 
winter  as  large  as  4  ft.  in  length,  2  ft.  in  width  and  5  in.  in  thickness. 
We  picked  out  9000  lb.  of  such  material  from  three  45-ton  carloads. 

We  use  coal  crushers  with  one  set  of  rolls  with  bearings  haying 
spiral  springs  so  that  the  rollers  may  give  way  and  pass  a  too  solid 
piece  of  material,  such  as  rock  and  slate.  Nevertheless  we  had 
considerable  trouble  with  the  breaking  of  the  crusher.  To  avoid 
this  we  put  in  relays  with  an  automatic  overload  release.  This 
stopped  the  trouble,  which  may  be  considered  to  have  been  rather 
severe  inasmuch  as  we  broke  six  gears,  three  shafts  and  a  number  of 
bearings  last  winter.  We  use  chain-grate  stokers  and  have  foxmd 
that  the  great  increase  in  the  amount  of  dust  in  the  coal  allows  a 
considerable  quantity  of  the  screenings  to  fall  through  the  grate. 
We  catch  these  in  a  hopper  placed  ubder  the  front  of  the  stoker. 

• 

R.  J.  S.  PiGOTT.  In  connection  with  the  points  brought  up 
with  regard  to  the  effect  of  the  increase  of  non-combustible  noLaterial 
in  coal,  it  is  quite  true  that  both  the  efficiency  and  capacity  are 
seriously  affected  in  hand-fired  plants.    It  is  found  in  imderfeed- 

*  Waterbury,  Conn. 
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stoker  plants  that  with  the  proper  operation  only  capacity  is  seriously 
affected.  In  two  well-operated  plants  the  efficiency  of  the  boiler 
room  has  not  been  seriously  affected  by  bad  coal;  but  the  capacity 
and  maintenance  of  the  equipment  are  affected.  The  increase  of  ash 
simply  cuts  down  the  B.t.u.  that  one  can  get  into  the  furnace  per  sq. 
ft.  of  grate.  The  trouble  is  that  many  plants,  due  to  the  large  in- 
crease in  ash,  have  to  nm  close  to  their  safe  margin  of  capacity,  and, 
as  it  is  difficult  at  this  time  to  get  additional  apparatus,  the  trouble 
is  a  serious  one.  Therefore  it  is  the  hand-fired  plant  that  suffers 
most  seriously  from  this  condition,  and  it  is  that  plant  to  which  the 
Fuel  Administration  will  have  to  give  the  greatest  amount  of  help. 

P.  W.  Thomas.^  The  incombustible  portion  of  the  coal  limits  the 
actual  amoimt  of  heat  contained  in  a  pound  of  coal;  its  nature  deter- 
punes  the  percentage  of  contained  heat  which  will  be  available  for 
initial  furnace  temperature,  and  the  components  of  ash  have  more 
'^^ftring  upon  stoker  design  and  furnace  design  than  those  of  the 
combustible  portion  of  the  coal. 

The  following  fimctions  of  the  stoker  are  affected  by  the  quan- 
^  and  nature  of  the  ash: 

a  Weight  of  coal  fed  per  unit  of  heating  service  per  hour 
b  The  character  of  the  fuel  bed 
c  The  coking  time  of  the  combustible  coal 
d  The  natiure  of  the  coke  residue 
e  The  proper  diffusion  of  air  admitted 
/  The  actual  mechanical  performance  of  both  moving-  and 
stationary-stoker  metal. 

The  design  of  the  furnace  is  greatly  affected  by  the  nature  of  the 
^^  Jtnd  should  be  such  as  to  avoid  the  following  defects: 

1  Impregnation  of  firebrick  with  slag  formation 

2  The  building  up  of  the  smaller  particles  of  fusible  ash  in  the 

furnace,  by  which  the  throat  is  restricted. 

Another  item  of  consideration  with  respect  to  the  ash,  especially 
in  horizontally  baffled  boilers,  is  that  the  velocity  of  the  gases 
through  the  first  pass  must  either  be  slow  enough  to  deposit  the  ash 
particles  in  the  combustion  chamber  or  sufficiently  strong  to  carry 
them  toward  the  last  pass  to  a  lower  temperature.  If  deposited  in 
the  first  pass  in  a  high  temperature,  they  will  build  on  the  tubes  and 
bottle  the  furnace. 

'  Fuel  Engineer,  Central  Coal  &  Coke  Co.,  Kansas  City,  Mo. 
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To  our  minds,  then,  the  stoker  should  be  selected  after  an  in- 
vestigation of  the  ash  in  the  coal  to  be  used.  A  typical  analysis  of 
fluxing  ash  is  given  below: 

Per  Cent 

Silica  as  oxide 43.50 

Aliunina \ 17.10 

Feme  oxide 28.10 

Calcium  oxide 5.30 

Magnesium  oxide 0.75 

Sulphur  (sulphide  occluded  in  CaO) 2.75 

Carbon  dioxide trace 

Carbon  unbumed 1.90 

Alkali trace 

Moisture trace 

00.40 

The  probable  fluxing  temperature  of  this  ash  is  2138  deg.  fahr. 
(Cosgrove  states  that  sihca  melts  at  3227  deg.  fahr.  A  silicate 
formed  by  the  combination  of  FeO  and  SiO  fuses  at  2318  deg.  fahr., 
and  if  part  of  this  siUca  is  replaced  by  16  per  cent  CaO,  the  resulting 
iron-Ume  siUcate  will  fuse  at  2138  deg.  fahr.  The  above  ash,  if 
considered  from  the  standpoint  of  these  three  metals,  contains  57 
per  cent  siUca,  37  per  cent  iron,  and  16  per  cent  calcium.) 

If  the  slag  is  allowed  to  accumulate  in  any  receptacle  such  as  a 
dump  grate  or  ash  pocket,  its  peculiar  viscous  nature  will  invariably 
cause  trouble.  Sooner  or  later  the  mechanism  of  the  ash  dump  will 
clog,  with  a  resultant  shutdown  for  repairs  to  both  ash  pocket  and 
grate. 

If  any  of  these  coals  is  carried  on  a  thick  fire,  an  inversion  or 
disturbance  of  the  fuel  bed  will  precipitate  an  ash  run  in  the  fuel 
bed  proper.  The  slag  is  so  heavy  that  I  have  known  it  to  settle 
down  into  the  tuyere  boxes  against  a  pressure  of  5  in.  of  water,  and 
within  two  hours  close  the  entire  air  supply  of  the  furnace. 

Once  the  air  is  shut  oflf,  the  condition  becomes  aggravated  in  the 
following  manner:  The  pyrite  FeSjt,  instead  of  oxidizing  to  the 
relatively  harmless  ferrous  oxide,  reduces  to  ferrous  sulphide,  PeS, 
which  has  the  same  fluxing  temperature  as  the  ferrous  lime  silicate, 
2138  deg.  fahr.,  but  when  the  FeS  melts,  it  runs  over  the  metal  of 
the  furnace  and  destroys  it.  Troughs  and  dead  plates  are  warped 
and  wasted.  A  run  of  molten  iron  sulphide  through  a  grate  of  any 
type  will  in  a  few  hours  carry  enough  metal  from  the  stoker  to  the 
ashpit  to  shut  the  boiler  down. 
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T.  A.  Marsh.    From  such  authentic  data  and  investigations  as 

have  come  to  the  writer's  attention  and  observation  with  high-ash 

coals  of  Iowa,  Texas,  and  Arkansas,  particularly,  there  seems  to  be 

much  to  confirm  the  statement  that  there  is  a  critical  point  in  fuel 

value  at  a  point  where  the  non-combustible  reaches  40  per  cent. 

VTith  furnace  designs  of  the  last  five  years  it  is  not  e^trictly  true 

tliats  such  fuel  is  valueless,  for  some  very  creditable  results  are 

l>eiiig  obtained.    Such  fuels  are  being  burned  with  10  to  12  per 

ocnt  COi  and  with  an  ashpit  loss  of  5  to  7  per  cent.    Combus- 

t'ion  rates  of  from  30  to  40  lb.  per  sq.  ft.  of  grate  surface  per 

iiour  are  common  practice.    The  critical  features,  however,  are  as 

follows: 

Xow-heat-value,  high-ash  coals  and  lignites  cost  as  much  to  mine 

as    the  better  grades  of  fuel  and  in  many  districts  it  is  advantageous 

^o    I^ay  the  increased  cost  of  the  better  fuel  in  order  to  take  advan- 

of  the  greater  number  of  B.t.u.  delivered  to  the  boiler  per  unit 

by  using  superior  fuel  even  at  increased  cost.    Other  advantages 

high  boiler  ratings,  less  refuse  to  dispose  of  and  more  responsive 

ler  units. 

This  is  therefore  a  commercial  problem.    If,  on  the  other  hand, 

problem  is  isolated  to  one  of  burning  high-ash  or  high-moisture 

1,  the  writer  would  say  that  such  fuels  containing  even  as  low  as 

B.t.u.  per  lb.  on  a  commercial  basis  are  being  burned  in  daily 

^ice  and  in  good  quantities.    The  problem  is  simply  one  of 

design  and  has  been  pretty  thoroughly  worked  out  for  many* 

^^■-"  ^'^ii  fuels.    The  type  of  furnace  is,  of  course,  dependent  on  the  fuel 

boiler  to  be  served,  which  is  a  discussion  aside  from  the  topic 
land. 

Jt  is  not  generally  known  that  lignites  containing  from  25  to 
)T  cent  of  moisture  are  being  burned  in  commercial  quantities. 


^.^^      'the  present  state  of  the  art,  little  success  has  been  attained  with 
*^*"^"^  ites  having  more  than  33  per  cent  of  moisture,  but  with  lower- 


^sture  lignites  excellent  results  are  being  obtained. 
These  high-ash  and  high-moisture  coals  are  burned  on  chain 
Long  arches  are  provided  with  special  attention  to  the  focus- 
of  heat  at  the  front  to  ignite  the  green  fuel.    The  problem  of 
and  refuse  disposal  is  absent  as  this  type  of  stoker  continually 
^^^^rs  itself  of  ash,  so  that  any  furnace  condition  once  definitely 
^^•^blished  can  be  maintained. 
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2    To  What  Extent  Is  Fuel  Oil  Likely  to  be  Used  as  a  SvbstittOe  far 
Coalf 

Ebnest  H.  Teabody.  At  the  end  of  1914  the  total  aggregate 
world  output  of  oil  since  1857  had  reached  the  enormous  total  of 
about  5,500,000,000  bbl.  (of  42  U.  S.  gal.  each),  of  which  the  United 
States  had  produced  about  60  per  cent.  By  the  end  of  1916  this 
had  risen  to  6,478,944,229  bbl.  In  1916,  it  is  estunated,  there  were 
produced  460,639,407  bbl.,  of  which  the  United  States  produced 
300,767,158  bbl.  or  65  per  cent. 

The  data  in  Table  7  are  from  the  preliminary  report  of  the  U.  S. 
Geological  Survey,  and  show  that  in  the  year  1917  the  production 

TABLE  7    FUEL-OIL  PRODUCTION  BY  DISTRICTS  IN  1916  AND  W17 


Field 


Appalachian 

Lima,  Indiana 

lUinoia 

Olflf^hQTi^ii-TC'ti.nifftii 

Central  and  Northern  Tens 

Nwth  T»ouiwana 

Gulf  Coast 

Rooky  Mountain 

California 

other  Fields 


1910 


Barrela 

23.009.455 
3.905.003 

17.714.235 

115.809.792 

9.303.005 

11.821.642 

21.768.096 
6.476.289 

90.951.936 
7,705 


300,767.158 


1917 


Barrels 

24.600,000 
3,600,000 

15,900,000 
147,000,000 

11,000,000 
8.700.000 

24.900.000 
9,900,000 

07.000.000 


841.800.000 


in  the  United  States  had  increased  some  14  per  cent  over  1916, 
reaching  the  record-breaking  total  of  nearly  342  miUion  barrels. 


FORTY   PER  CENT  OF  OIL  AVAILABLE   FOR   FUEL  PURPOSES 

At  least  40  per  cent  of  all  the  crude  oil  produced  will  be  available 
for  fuel  purposes.  Nothwithstanding  the  great  amount  required  for 
war  purposes,  particularly  in  the  Navy  and  the  rapidly  increasing 
merchant  marine,  it  is  well  worth  asking  whether  or  not  oil  fuel  can 
be  obtained  for  steam  production  on  shore. 

No  definite  statement  can  be  made  as  to  the  availabiUty  of  oil 
in  any  particular  locaUty,  especially  under  the  existing  conditions. 
At  all  times,  in  fact,  this  is  purely  a  local  question.  In  California, 
until  recently  our  largest  oil-producing  state,  and  where  no  coal  of 
importance  is  mined,  oil  will  doubtless  continue  to  displace  coal. 
In  Pennsylvania,  on  the  other  hand,  there  are  great  coal  deposits, 
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while  the  oil  produced  is  of  a  variety  exceedingly  valuable  for  refin- 
ing purposes,  so  that  coal  as  fuel  holds  decided  superiority  over 
oil  except  for  special  uses.  In  other  portions  of  the  country  the 
balance  may  fall  either  way — as  the  production  and  the  demand  vary 
and  as  the  transportation  problem  may  determine.  It  would  seem 
as  if  the  Middle  West  should  be  well  supplied  with  oil,  as  Oklahoma 
now  produces  more  than  one-fifth  of  all  the  oil  in  the  world. 

The  Mexican  production,  while  already  very  large  (nearly  forty 

million  barrels  in  1916),  has  been  restricted  on  account  of  a  deficient 

Amount  of  tonnage  to  take  the  oil  away.    With  adequate  shipping 

facilities  it  is  probable  that  the  Mexican  fields  will  constitute  the 

x^iitural  source  of  oil-fuel  supply  for  New  England  and  the  Atlantic 

S'tates.    There  is  one  well  alone  in  Mexico,  the  Cerro  Azul,  estimated 

have  flowed  263,000  bbl.  a  day,  and  it  is  interesting  to  speculate 

Ti  what  these  fields  may  finally  produce. 

All  indications  point  to  the  probability  that  there  are  enormous 
iiantities  of  oil  yet  hidden  in  the  earth's  crust  to  be  one  day  brought 
rth  by  the  prospector. 


CABS  REQITIRED  TO  PREVENT  WASTE  OF  OIL 

A  coal  fire  in  the  hands  of  a  lazy  or  incompetent  fireman  may 

^dl  far  below  the  desired  standards  of  excellence;  but  it  can  only 

each  a  certain  minimum  level  of  eflSciency,  and  then  it  will  go  out. 

oal  is,  in  fact,  of  such  a  nature  that  it  will  quietly  stand  a  certain 

efinite  loss  in  economic  results,  and  then  it  will  quit. 

With  oil  there  is  no  limit  to  the  possible  wastefulness  that  may 

xist.     Give  it  poor  burners,  improper  furnace  conditions  or  not 

nough  draft,  and  it  will  smoke  and  sputter  and  drip  oil  and  waste 

tself  away,  but  never  give  up.    Giye  it  too  much  air,  a  hundred 

^%:4mes  too  much,  and  the  fire  will  burn,  the  oil  will  disappear,  the 

ame  will  be  bright,  there  will  be  no  smoke;  but  the  waste  may  be  so 

that  the  boiler  will  not  make  enough  steam  to  run  the  feed 

:^ump,  even  with  the  best  furnace  and  burner  arrangement. 

It  is  approximately  true  that  1  lb.  of  oil  equals  1^  lb.  of  coal  in 

victual  steam-making  results.    Roughly,  this  is  equivalent  to  saying 

^hat  200  U.  S.  gal.  of  oil  equals  one  ton  (2240  lb.)  of  coal,  or  one  ton 

of  coal  equals  about  4§  bbl.  of  oil.     A  very  handy  rule,  but  Uke  the 

rest  only  approximately  correct,  is  this: 

When  the  price  of  coal  in  dollars  per  ton  (2240  lb.)  is  double  the  price  of  oil 
in  cents  per  U.  S.  gallon,  the  cost  of  fuel  for  producing  a  certain  boiler  capacity 
will  be  the  same  for  both  fuels.  Thus  two-cent  oil  equals  $4  coal,  or  four-cent 
oil  equals  $8  coal. 
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This  rule  takes  into  consideration  the  probable  increased  boiler 
efficiency  obtainable  with  oil,  but  makes  certain  assumptions  con- 
cerning the  heat  values  of  the  two  fuels  and  the  weight  of  the  oil  per 
gallon  which,  while  generally  representative,  may  or  may  not  be 
correct  in  any  specific  instance. 

Generally  speaking,  one  oil  burner  will  be  required  for,  say,  350 
to  400  boiler  hp.,  and  one  oil  fireman  can  attend  to  about  ten  burners. 

Reliable  tests  with  oil  fuel  have  shown  that  the  boiler  efficiency 
(i.e.,  the  percentage  of  heat  units  in  the  oil  which  is  actually  ab- 
sorbed by  the  steam  leaving  the  boiler)  may  be  as  high  as  83  to  84 
per  cent,  although  78  to  80  per  cent  may  be  considered  as  good 
work,  or  even  75  per  cent,  in  regular  operating  conditions.  With  coal 
fuel,  while  reports  have  been  published  by  some  pseudo-authorities 
showing  over  80  per  cent,  the  writer  believes  that  such  high  results 
with  coal  can  only  be  obtained  with  very  large  boiler  units  and  the 
most  efficient  mechanical  stokers.  Certain  it  is  that  in  hand-fired 
plants  75  per  cent  i^  about  the  maximum,  while  65  per  cent  may  be 
considered  very  good  average  work. 

The  advantage  possessed  by  oil  in  respect  to  increased  efficiency 
is  due  primarily  to  the  small  amount  of  air  required  for  complete 
combustion  in  excess  of  the  theoretical  amount.  This  may  be  re- 
duced to  10  per  cent  with  oil,  while  the  best  tests  with  coal,  hand- 
fired,  show  about  50  per  cent,  and  good  everyday  working  conditions 
run  as  high  as  80  or  100  per  cent. 

MAINTENANCE  LESS  WITH   OIL  THAN  WITH   COAL 

Maintenance  charges  are  decidedly  less  than  with  coal.  It  is 
true  that  higher  furnace  temperatures  with  oil  as  a  rule  require  a 
better  quaUty  of  firebrick,  and  -danger  may  result  to  boiler  heating 
surface  with  improper  furnace  arrangements  and  burners.  These 
points  are  easily  cared  for. 

The  theory  of  burning  oil  is  different  and  radically  distinct  from 
that  controlling  the  burning  of  solid  fuel.  Pulverized  coal  of  course 
in  some  respects  closely  approaches  the  character  of  burning  oil,  but 
coal  fired  by  hand  or  by  stokers  remains  substantially  at  rest  during 
combustion,  and  the  air  is  brought  to  it.  In  the  case  of  oil,  the  fuel 
is  moving  and  the  air  moves  with  it. 

In  varying  the  rate  of  combustion  of  coal,  the  amount  and  veloc- 
ity of  the  air  through  the  fuel  bed  are  altered  —  the  intensity  of  the 
draft  is  increased  or  decreased.  In  the  case  of  oil,  the  amount  of 
fuel  itself  and  the  rate  at  which  it  enters  the  furnace  must  be  varied. 
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stnd  the  amount  of  air  entering  with  it  must  be  increased  or  decreased 
tio  preserve  the  proper  ratio. 

The  lighting  of  an  oil  fire  is  a  simple  process.  The  oil  pump  is 
8t;arted  to  give  the  necessary  oil  pressure  at  the  burners.  The  draft 
is  opened  to  provide  sufficient  air  for  combustion.  A  lighted  torch 
is  then  placed  directly  under  the  burner  tip,  and  the  oil  is  then 
t>\amed  on.  If  the  oil  is  at  the  proper  temperature  and  the  atomiaser 
is  working  properly,  the  spray  at  once  bursts  into  flame.  The  spray 
rrtvsi  never  he  started  without  first  pUicing  a  lighted  torch  beneath  it; 
i.e.,  no  oil  must  be  injected  into  a  **dark  furnace,"  for  if  it  is,  an 
explosive  mixture  may  be  formed  in  the  furnace  which  will  cause 
cifi,mage  if  ignited. 

SELECTION   OF  TYPE   OF   BURNER 

There  is  Uttle  or  no  difference  in  the  action  of  compressed  air 
:xid  steam  in  atomizing  oil  as  far  as  boiler  work  is  concerned,  and  if 
e  air  is  compressed  to  over  30  lb.  per  sq.  in.  there  is  no  special 
iflference  in  the  design  of  the  burner  itself. 

So  far  as  the  steam-boiler  furnace  is  concerned,  however,  the 

:»ospective  user  of  oil  may  forget  the  air  atomizer,  the  one  instance 

which  its  use  might  be  considered  being  that  in  which  the  saving 

M  fresh  water  (consumed  by  the  steam  atomizer)  is  a  matter  of  im- 

ance.    And  in  this  case  a  mechanical  atomizer  will  probably  do 

e  work  effectively,  and  will  be  preferred. 

As  between  the  claims  of  the  steam  atomizer  vs.  the  mechanical 

^omizer,  the  issue  is  not  as  clear-cut.    On  board  ship,  except  in  the 

sse  of  harbor  vessels  or  those  making  port  every  day,  the  steam 

^omizer  has  given  way  to  the  mechanical  atomizer,  where  the  saving 

fresh  water  for  the  boiler  makes  the  use  of  the  latter  type  prac- 

^ally  imperative. 

There  is  practically  nothing  to  choose  between  the  two  types  in 

perating  results  under  equivalent  conditions.     The  steam  atomizer 

however,  more  flexible,  i.e.,  the  individual  burner  has  a  greater 

«nge  in  capacity;   it  costs  less  to  install,  notwithstanding  that  it 

squires  two  lines  of  pipe  (oil  and  steam),  whereas  the  mechanical 

V^^es  only  one,  that  for  the  oil.     It  is  more  readily  applied  to  a 

^^oal-buming  furnace,  and  conversely  the  furnace  is  more  quickly 

^^  on  verted  back  again  to  coal.     It  requires  a  lower  oil  pressure  and 

^r^ot  so  high  a  temperature  for  viscous  oils.     It  will  also,  in  general, 

Require  less  draft  to  operate.     Furthermore,  where  special  arrangc- 

Xxients  of  burners  are  required,  as  in  the  case  of  the  so-called  *'back- 
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shof  burner  (placed  at  the  rear  of  the  furnace),  the  steam  atomizer 
is  susceptible  of  a  wide  range  in  design  which  has  been  found  useful. 
Thus,  while  the  steam  atomizer  has  many  advantages,  the  mechan- 
ical atomizer  gives  excellent  results  also,  and  it  will  require  actual 
comparative  tests  to  determine  finally  their  relative  value  in  station- 
ary boiler  plants. 

OIL  PRESSURE  AND  TEMPERATURE 

For  steam  (Or  air)  atomizing  bmners,  oil  pressures  of  26  to  60  lb. 
at  the  pumps  are  adequate,  and  under  certain  conditions  even  less 
pressures.  Overhead  tanks  a  few  feet  above  the  burners,  feeding 
the  oil  by  gravity,  have  been  employed,  but  this  is  inadvisable  on 
account  of  danger  of  fire,  and  pumps  are  usually  employed.  Mechan- 
ical bmners  require  pressures  of  60  to  250  lb.  at  the  burner  tip, 
200  lb.  being  a  favorite  pressure  for  the  designer.  The  wide  range 
of  pressing  is  useful  in  adjusting  the  burner  capacity. 

A  steady  oil  pressure  is  a  necessity  for  oil  burners,  a  vital  necessity 
for  mechanical  bmners.  Therefore  large  air  chambers  on  the  oil  line 
are  needed  if  the  usual  duplex  reciprocating  pump  is  used.  Rotary 
pumps  are  being  introduced  in  the  Navy,  and  recently  the  screw 
pump  has  come  into  vogue.  These  pumps  give  a  steady  pressure 
oil  with  of  Uttle  or  no  air  cushioning,  and  the  screw  pump,  particu- 
larly, seems  to  possess  great  possibilities  for  this  work. 

The  matter  of  heating  the  oil  is  rather  of  a  mechanical  nature,  as 
its  importance  bears  on  the  viscosity  of  the  oil  rather  than  on  any 
thermal  advantage.  Steam  atomizers  will  handle  more  viscous  oil 
than  the  mechanical  t3rpe,  therefore  steam  heaters  using  exhaust 
steam  from  the  pumps  and  capable  of  heating  the  oil  to  100  deg.  to 
126  deg.  fahr.  are  usually  satisfactory.  The  mechanical  burner  re- 
quires that  the  viscosity  of  the  oil  be  reduced  to  8  to  10  deg.  Engler  to 
spray  properly,  and  this  naeans  that  the  oil  (according  to  its  vis- 
cosity) must  be  heated  to  120  deg.  to  280  deg.  fahr.  The  latter 
temperature  is  required  for  heavy  viscous  oils  that  are  appearing  on 
the  market  to  a  greater  and  greater  extent.  In  a  mechanical- 
brnner  installation  it  is  evident  that  the  oil  heater  is  a  most  essential 
part  of  the  equipment. 

IMPORTANCE   OF  AIR  REGULATION 

To  a  certain  extent  the  amount  of  air  being  deUvered  to  an  oil 
fire  is  indicated  by  the  color  of  the  flame,  a  very  bright,  intense 
white  (so  desirable  with  coal)  usually  indicating  that  too  much  air  is 
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being  used,  with  a  resulting  loss  in  efficiency.  Judging  the  fire  by 
the  flame,  however,  is  only  approximate;  and  it  is  better  to  resort 
to  the  simple  device  of  diminishing  the  air  supply  until  a  light  brown 
haze  appears  at  the  top  of  the  chimney.  This  is  preferable  to  a 
dear  stack,  as  the  latter  gives  no  indication  of  excess  air.  The  light 
haze  is  not  at  all  objectionable  but  represents  good  conditions,  pro- 
vided—  and  this  is  a  most  important  point  —  the  smoke  which 
produces  the  haze  does  not  come  from  one  or  two  burners  only, 
while  all  the  rest  are  working  with  oil.  Complete  combustion  in  the 
furnace  (that  is,  combustion  in  which  all  the  carbon  is  burned  to 
COt  and  no  CO  is  present)  will  give  an  analysis  with  coal  in  which 
the  COi  content,  plus  the  free-oxygen  content,  will  add  up  consid- 
erably higher  in  amoimt  than  an  analysis  of  the  products  of  similarly 
complete  combustion  of  oil.  The  same  percentage  of  COs  in  the  gas 
sample  from  coal  indicates  a  much  greater  excess  of  air  over  that 
theoretically  required  than  when  oil  is  being  burned.  However, 
complete  combustion  of  oil  can  be  secured  with  a  much  lower  amount 
of  excess  air  than  coal  fuel;  and  it  happens,  therefore,  that  14  per 
cent  COs  in  both  cases  represents  the  same  satisfactory  conditions 
in  the  furnace  with  both  fuels. 

The  amoimt  of  air  theoretically  required  for  the  complete  com- 
bustion of  1  lb.  of  fuel  oil  of  course  varies  with  the  composition  of 
the  oil,  but  it  may  be  considered  that  about  14  lb.  or  183  cu.  ft.  at 
60  deg.  fahr.  represents  the  average. 

BOILER  FURNACE   FOR   OIL  FUEL 

In  oil  burning,  "furnace  volume''  possesses  a  function  similar  to 
that  of  "grate  area"  in  burning  coal  fuel.  The  rate  of  combustion 
of  oil  per  cubic  foot  of  furnace  volume  may  be  increased  or  decreased 
according  to  the  intensity  of  the  draft.  A  large  furnace  is  necessary, 
therefore,  if  the  draft  is  low,  and  the  furnace  can  be  made  smaller  if 
the  draft  is  increased.  This  effect  of  furnace  volume  on  the  rate  of 
oil  combustion  is  often  ignored  or  misunderstood;  but  it  is  of  prime 
importance. 

A  high  furnace  temperature  promotes  the  combustion  of  oil 
Owing  to  the  less  quantity  of  excess  air,  oil  furnaces  are  usually 
higher  in  temperature  than  those  burning  coal,  so  that  good-quality 
firebrick  with  a  fusing  point  at  least  3000  deg.  fahr.  should  be  used. 
Notwithstanding  the  higher  temperature,  if  the  burners  are  set  and 
operate  properly  so.  that  no  flame  impinges  on  the  wall  and  no  hard 
carbon  is  deposited,  the  wear  and  tear  should  not  be  great. 
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W.  N.  Best.  The  direct  answer  to  this  query  is:  First,  in  what- 
ever equipment  oil  as  a  fuel  is  found  to  be  cheaper  than  coal;  second, 
whenever  by  its  use  an  increased  output  is  secured;  third,  wherever 
a  superior  quality  of  metal  is  produced;  fourth,  to  safeguard  against 
shutdowns  in  power  plants  through  shortage  of  other  fuels;  and 
fifth,  to  carry  peak  loads  in  power  plants. 

We  will  first  consider  oil  in  power  plants.  If  the  coal  used  has 
a  calorific  value  of  14,000  B.t.u.  per  lb.  (good  bituminous  coal)  it 
requires  147  gal.  of  oil  to  represent  a  long  ton  of  coal  (2240  lb.),  the 
oil  having  a  calorific  value  of  19,000  B.t.u.  and  weighing  7.6  lb.  per 
gal.  With  oil  at  5  cents  per  gal.,  this  would  be  equivalent  to  coal 
at  $7.35  per  ton  deUvered  in  the  coal  bin.  The  larger  the  power 
plant,  the  more  attractive  is  oil  fuel,  owing  to  the  fact  that  one  man 
can  fire  and  water-tend  twelve  300-hp.  boilers.  There  are  no  ashes 
io  handle  and  cart  away.  Of  course  the  saving  on  all  labor  such  as 
extra  firemen  and  ash  handUng  will  vary  in  accordance  with  the 
number  and  size  of  boilers  in  the  plant.  I  only  mention  this  as  a 
concrete  illustration  as  to  how  an  engineer  can  calculate  the  cost  of 
the  two  fuels,  so  that  any  one  can  definitely  determine  if  oil  is  at- 
tractive or  not.  The  data  used  have  been  compiled  from  himdreds 
of  tests. 

In  the  eastern  part  of  the  United  States  oil  as  a  fuel  is  rarely 
found  to  be  as  cheap  as  coal  when  used  exclusively  as  a  fuel  in  boilers; 
but  last  winter's  experiences  fully  demonstrate  the  necessity  of  having 
coal-fired  power  plants  equipped  with  oil  as  an  emergency  fuel 
owing  to  the  uncertainty  of  the  coal  supply  and  also  to  the  delay  in 
delivery  occasioned  by  the  shortage  of  coal  cars.  It  is  the  writer's 
opinion  that  no  power  plant  today  is  safe  without  apparatus  for  the 
use  of  oil  as  an  emergency  fuel.  Also,  oil  may  be  used  as  an  emer- 
gency fuel  to  carry  peak  loads  on  either  hand-fired  or  stoker-fired 
boilers.  The  liquid-fuel-injecting  apparatus  may  be  placed  in  the 
side  wall  of  the  boiler,  midway  between  the  bridge  wall  and  front- 
end  setting,  or  may  be  placed  in  the  front-end  setting  and  will  not 
interfere  with  the  fireman  or  stoker.  A  lever  is  used  to  operate 
the  slide  gate  which  admits  the  air  to  support  combustion  inde- 
pendent of  the  air  admitted  through  grates  or  stokers;  thus,  if  it  is 
desired  to  operate  the  oil  burner  at  15  per  cent  of  its  capacity,  the 
gate  is  only  opened  sufficiently  to  admit  just  enough  air  for  the  per- 
fect combustion  of  that  amount  of  fuel  in  combination  with  the  coal. 
It  can  be  so  operated  that  no  superfluous  air  is  admitted  into  the 
firebox  by  simply  moving  the  lever  to  any  position  required.     As 
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soon  as  the  supply  of  coal  is  entirely  exhausted,  the  grates  or  stokers 
can  be  covered,  with  cinders  and  oil  burned  exclusively.  When  a 
supply  of  coal  is  again  secured,  the  cinders  or  ashes  can  be  removed, 
the  burner  shut  off  and  the  air  gate  closed  while  only  coal  is  again 
l)umed. 

There  are  thousands  of  boilers  in  power  plants  and  in  gas  works 
^whcre  to  carry  peak  loads  oil  or  tar  is  burned  in  combination  with 
€X>al,  breeze,  etc.  Also  in  power  plants  where  bagasse  is  used  as  a 
fuel  often  oil  is  necessary  to  aid  that  fuel  in  obtaining  the  full  rating 
of  the  boiler.  Oil  is  an  ideal  fuel  for  this  purpose,  for  by  its  use  one 
can  control  and  maintain  the  steam  pressure  as  desired.  It  ordi- 
narily requires  3  gal.  of  oil  to  each  ton  of  bagasse  burned. 

I  beUeve  all  marine  boilers  now  burning  coal  should  be  equipped 
^th  oil  as  an  emergency  fuel.  Especially  should  this  fuel  be  used 
in  the  time  of  war,  for  by  its  use  in  combination  with  coal  the  boilers 
can  be  operated  at  200  per  cent  overload  in  a  few  minutes,  thereby 
increasing  the  speed  of  the  vessel  to  its  maximum. 

In  forging  plants  oil  should  be  used  as  fuel,  for  thereby  the 
manufacturer  secures  the  maximum  output  and  a  better  quaUty  of 
xdetal.  In  this  practice  80  gal.  of  oil  are  equivalent  to  a  ton  of 
^ood  coal. 

In  heat-treating  furnaces  (low  temperatures)  72  gal.  of  oil  are 
required  to  represent  a  ton  of  coal  of  the  calorific  value  referred  to. 
Since  it  is  true  that  steel  is  only  as  valuable  as  it  is  heat-treated,  oil 
»  superior  to  coal,  for  by  its  use  in  modern  furnaces  any  temperature 
isequired  can  be  attained  and  maintained  at  the  will  of  the  operator, 
^Bnd  an  even  distribution  of  heat  obtained  over  the  entire  charging 
^pace  of  furnace. 

In  foundry  practice  oil  is  an  incomparable  fuel  for  core  ovens, 
-^^BJid  in  steel  foimdries  for  mold-drying  ovens,  etc. 

In  chemical  plants  where  accuracy  of  temperatures  is  very  im- 
T3X)rtant,  especially  in  the  manufactm-e  of  dyes,  oil  fuel  is  a  necessity. 

In  welding  flues  58  gal.  of- oil  represent  a  ton  of  coal  (all  coal 

-=5and  oil  referred  to  here  have  the  same  calorific  value).    This  is  due 

'to  the  fact  that  it  is  necessary  to  coke  a  coal  fire  before  welding  two 

pieces  of  metal  together,  and  in  this  process  of  coking  the  coal  all  the 

volatile  gases  are  wasted. 

Owing  to  the  superior  quaUtics  of  oil,  it  belongs  to  that  portion  of 
the  manufacturing  world  having  forging  and  heat-treating  shops, 
foundries  melting  various  kinds  of  metals,  and  power  plants  for 
which  an  emergency  fuel  must  be  provided.    I  am  confident  that 
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when  the  war  is  over  the  nation  having  control  of  the  most  oil  wells 
will  be  the  largest  manufacturer  in  the  world;  and  if  Grermany 
controls  the  oil  fields  of  Romnania  and  the  Baku  fields  of  Russia, 
our  country's  greatest  competitor  in  the  manufacturing  world  will 
be  Germany,  although  we  (the  United  States)  now  contribute  62 
per  cent  of  the  world's  production  of  crude  oil.  We  must  conserve 
this  fuel  and  only  use  it  where  it  can  best  serve  the  nation. 

R.  J.  S.  PiGOTT.  One  very  important  point  militating  against 
the  substitution  of  fuel  oil  for  coal  (even  if  a  supply  were  obtain- 
able, which  it  is  not),  is  the  relative  price  of  fuel  oil  and  coal  per 
million  B.t.u.  In  all  but  the  most  favored  localities,  coal  is  about 
one-half,  or  less,  the  cost  of  fuel  oil  per  million  B.t.u.  For  instance, 
at  Bridgeport,  in  1915,  coal  was  $4  a  ton  (14,250  B.t.u.)  and  oil  4 
cents  per  gal.  (19,000  B.t.u.) ;  the  relative  cost  was  12.65  cents  per 
million  B.t.u.  for  coal  and  29  cents  per  milUon  B.t.u.  for  oil.  Any 
one  contemplating  the  substitution  of  oil  for  coal  would  be  faced 
with  a  doubled  cost  of  steam  production  under  such  circumstances. 
The  saving  in  labor  due  to  elimination  of  coal  and  ash  handling  is 
insignificant.  The  difference  in  efficiency  is  now  next  to  nothing, 
since  the  development  of  the  underfeed  stoker  has  put  the  coal-fired 
boiler  practically  on  a  par  at  all  points  with  oil. 

One  very  large  source  of  waste,  and  an  inunense  opportunity 
for  saving,  lies  in  our  industrial  heating  processes.  We  have  vast 
amounts  of  coal,  oil  and  gas  used  in  factory  processes  for  heat- 
treating,  annealing,  pit  fires,  forge  furnaces,  etc.,  in  nearly  all  of 
which  cold  work  is  introduced  directly  into  an  intensely  hot  chamber 
under  direct  flame,  and  no  attempt  whatsoever  made  to  use  the  heat 
in  the  flue  gases  for  preheating  the  work. 

In  connection  with  the  writer's  work  at  the  Remington  Com- 
pany, we  tested  several  types  of  oil-fired  forge  furnaces,  as  well  as 
gas-fired  brazing  and  other  small-operation  furnaces,  finding  the 
efficiency  between  10  per  cent  and  15  per  cent.  In  some  cases, 
surface-combustion  or  semi-surface-combustion  furnaces  of  our  own 
design  were  substituted  for  Bunsen-flame  types,  cutting  down  gas  to 
one-third,  and  in  two  cases  to  one-fifth,  the  former  amounts.  We 
should  by  all  means  employ  preheating  methods  in  our  shop  opera- 
tions, making  use  of  the  famiUar  countercurrent  principle  so  univer- 
sally adopted  in  such  heat-transfer  apparatus  as  condensers,  feed 
heaters  and  boilers.  There  is  no  question  but  that  we  could  at 
least  double  the  present  poor  efficiency  of  our  usual  primitive  shop 
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furnace.    At  one  of  the  large  brass  mills,  conveyor  furnaces  have 
developed  that  have  practically  doubled  the  heat  efficiency. 


Referring  to  the  coal  situation,  Mr.  Pigott  said  that  the  admir- 
able work  of  Mr.  Potter  and  Mr.  Cole  in  Pennsylvania  should  have 
the  hearty  support  of  the  Society,  since  it  was  a  method  of  curing 
the  cause,  not  the  effect,  —  which  eased  the  situation  both  from  the 
coal  burner's  point  of  view  and  that  of  the  transportation  company. 
He  therefore  offered  the  following  resolution,   which  was  unani- 
mously adopted: 

Whkbeas,  a  large  proportion  of  the  shortage  of  fuel  is  due  to  the  reduction  of 
opacity  and  efficiency  occasioned  by  the  increase  in  non-combustible  impurities 
in  the  ooal  as  furnished  from  the  mines,  due  chiefly  to  negligence  on  the  part  of 
tlie operators;  and  to  the  consequent  increase  in  tonnage  hauled  for  a  given  total 
heitbg-value;  and 

Whebbas,  Mr.  William  Potter,  Fuel  Administrator  of  Pennsylvania,  has 
taken  effective  steps  to  force  the  proper  cleaning  of  coal  by  establishing  inspection 
at  the  mines,  standards  of  quaUty  and  pimishment  for  infraction;  be  it 

Reicioed,  That  the  members  in  attendance  at  the  Spring  Meeting  of  The 
American  Society  of  Mechaniqd  Engineers  indorse  and  support  the  action  of  the 
above-mentioned  Fuel  Administrator  of  Pennsylvania. 

C.  H.  Dblany.  To  engineers  on  the  Pacific  Coast,  where  fuel 
oil  has  for  many  years  been  the  only  fuel  available,  the  problem 
*t  present  is  what  fuel  can  be  substituted  for  fuel  oil,  rather  than  to 
^hat  extent  can  fuel  oil  be  substituted  for  coal. 

During  the  past  two  years  the  price  of  fuel  oil  on  the  Pacific 
Coast  has  almost  trebled,  and  in  the  Northwest  its  use  has  prac- 
tically ceased,  other  fuels  being  substituted  for  it. 

h  California,  where  there  is  practically  no  coal  available,  the 
"se  of  fuel  oil  still  continues,  but  as  the  consumption  at  present  is 
considerably  greater  than  the  production,  it  is  questionable  how 
long  its  use  can  be  continued  without  restrictions. 

OIL-FUEL  SHORTAGE   WILL  GROW   MORE  ACUTE 

The  situation  will  shortly  grow  worse  on  account  of  the  immense 

quantities  of  fuel  oil  required  for  the  Navy,  especially  for  the  large 

number  of  destroyers  that  are  now  being  built.    It  seems,  therefore, 

that  unless  there  is  a  considerable  increase  in  the  production  of  fuel 

oil,  it  is  useless  to  discuss  the  possibility  of  its  being  substituted  for 

ooal;  however,  there  is  always  a  possibility  of  new  oil  fields  being 

opened  up. 
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In  Table  8  a  comparison  is  given  of  fuel  oil  with  coal  of  heating^  j 
values  varying  from  10,000  to  15,000  B.t.u.  per  lb.  The  heatin^a 
value  of  the  oil  is  given  as  18,500  B.t.u.  per  lb.,  which  is  a  fair  averr^ 
age  value  for  California  oil,  the  variations  from  this  value  beint.^ 
small.  It  is  well  known  that  with  good  grades  of  semi-bituminouMu 
coal  better  boiler  eflSciency  can  be  obtained  than  with  the  low-gradE: 
western  coals,  and  to  make  this  comparison  fairly  correct  for 
different  grades  of  coal,  an  efficiency  of  60  per  cent  has  been  assume 
for  coal  having  10,000- B.t.u.  per  lb.,  and  75  per  cent  for  coal  luf 
15,000  B.t.u.  per  lb.,  with  intermediate  values  for  the  coals  that  1±:^ 
between  these  extremes.  As  the  heating  value  of  coaT  is  usual 
given  on  the  basis  of  dry  coal,  and  as  coal  when  purchased  invai 
ably  contains  a  considerable  proportion  of  moisture,  it  has 


TABLE  8    COMPARISON  OF  FUEL  OIL  WITH  COAL  OF  VARIOUS  HEATING 

VALUES 

(Coal  containing  6  per  cent  moisture)  • 


B.t.u.  per  lb.  dry  fuel 

Boiler  efficiency,  per  cent. 
Dry  fuel  per  boiler  hp.,  lb. 


Fuel  as  fired  per  boiler  hp.,  lb I      5.94 

Coal  equivalent  to  1  bbl.  oil  (42  gal.) ,  lb. 

Price  of  1  ton  (2000  lb.)  of  ooal  equiva- 
lent to  oil  at  $2  per  bbl.,  dollars 

Price  of  1  bbl.  of  oil  equivalent  to  coal 
at  S5  per  ton,  dollars 


Coal 


10,000 

11,000 

12.000 

13,000 

14,000 

1 
15,000 

60 

63 

66 

69 

72 

75 

5.58 

4.82 

4.22 

3.73 

3.32 

2.97 

5.94 

5.13 

4.49 

3.97 

3.53 

3.16 

851 

737 

645 

570 

506 

454 

4.70 

5.43 

6.20 

7.03 

7.92 

8.82 

2.13 

1.84 

1.61 

1.42 

1.26 

1.13 

Oil 


18.500 

78 

2.32 

2.34 


assumed  that  the  coals  considered  in  this  comparison  contain  6 
per  cent  moisture.  In  the  case  of  fuel  oil  the  water  content  does 
not  usually  exceed  1  per  cent,  and  this  value  has  therefore  l>een 
used  in  the  comparison. 

The  comparison  given  here  considers  only  the  actual  value  of  the 
fuel  itself.  An  oil-fired  plant  is  considerably  cheaper  to  build  than 
a  coal-fired  plant,  due  to  the  lack  of  coal-handling  apparatus,  mech- 
anical stokers,  etc.;  furthermore  the  labor  in  the  oil-fired  plant  is 
much  less  than  in  a  coal-fired  plant,  and  consequently  the  actual 
comparison  for  any  particular  plant  will  be  somewhat  more  favorable 
to  oil  than  is  shown  in  Table  8. 

Fig.  7,  which  extends  the  information  contained  in  the  table  to 
other  prices  of  coal  and  oil,  will  serve  as  a  rough  guide  for  those 
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wbo  contemplate  cbangmg  from  one  fuel  to  the  other.  The  efBciency 
of  78  per  cent  for  oil  firii^  asaumed  in  these  calculations  can  be 
readily  maintained  in  normal  service  provided  proper  attention  is 
paid  to  the  furnace  design  and  the  regulation  of  the  fires. 

AUTOUATIC   BEGTTLATION   OF  FIRE 

One  of  the  greatest  advantages  of  the  use  of  oil  as  fuel  is  that  it  is 
posMble  to  r^ulate  the  firing  entirely  automatically.  It  is  well 
known  that  in  the  modem  power  plant  the  efficiency  obtained  de- 
penda  very  largely  on  the  personal  element  in  the  fireroom.  This 
peiBonal  element  has  been  largely  eliminated  in  the  ei^ine  room  by 
iii^aiiing  automatic  the  regulation  of  modem  prime  movers.     In  the 


PrtG«  of  Coal,  Dollars  per  Ton  (ZOOO  Pounclb) 

Flo,  7    Cdufarison  of  Fuel  Oil  whb  Coal  of  Various 
Heating  Values 

fireroom,  however,  it  is  customary  to  depend  entirely  on  the  judg- 
ment of  the  fireman  to  regulate  the  supply  of  air  that  will  insure 
commercially  perfect  combustion  and  give  the  highest  efficiency. 
By  making  this  regulation  automatic  the  method  of  operating  the 
pimt  changes,  for  it  is  then  only  necessary  to  adjust  the  fires  at  the 
start,  and  if  the  automatic  regulator  is  reliable,  it  will  keep  the  fires 
it)  proper  adjustment  for  all  loads. 

Automatic'  regulators  are  now  on  the  market  for  oil  burning 
which  regulate  the  quantity  of  oil,  the  quantity  of  atomizing  steam 
and  the  quantity  of  air  required  for  combustion.  While  the  main 
advantage  of  the  automatic  device  is  that  it  insures  the  boiler  oper- 
ating at  maximum  efBciency  at  all  times,  it  also  has  the  advantage  of 
causing  considerable  saving  in  labor. 
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This  advantage  will  be  especially  true  in  the  case  of  small  iso- 
lated plants  where  the  firing  is  of  poor  quaUty  and  where  the  cost 
of  labor  is  large  in  proportion  to  the  quantity  of  fuel  burned,  and  it 
is  in  these  small  plants  scattered  throughout  the  country  that  the 
greatest  benefit  would  be  derived  if  it  were  possible  to  substitute 
fuel  oil  for  coal. 

W.  G.  Williams.  Prior  to  1915  fuel  oil  offered  coal  keen  com- 
petition in  many  parts  of  the  country,  but  war  conditions  have 
placed  a  different  aspect  on  the  situation,  and  it  is  safe  to  say  that 
the  present  conditions  are  far  more  likely  to  prevail  after  peace  is 
declared  than  that  pre-war  conditions  will  obtain. 

The  requirements  for  petroleum  products  of  the  lower  end  points 
necessarily  keep  pace  with  the  growth  of  the  internal-combustion 
engine;  that  the  production  of  crude  petroleum  has  not  kept  pace  is 
evidenced  by  the  reduction  of  crude  in  storage.  In  1916  there 
were  162,000,000  bbl.  of  crude  in  storage,  and  at  the  present  rate  of 
reduction  this  reserve  will  be  exhausted  in  1919. 

Certain  localities  and  requirements  make  the  use  of  other  than 
liquid  fuel  practically  out  of  the  question.  On  the  Pacific  Coast 
oil  will  be  used  to  the  exclusion  of  coal  until  one  of  two  things  occurs 
—  production  of  crude  petroleum  falls  off,  or  a  method  is  discovered 
of  converting  the  output  of  crude  into  gasoline.  In  the  marine  in- 
dustry oil  is  practically  the  ideal  fuel,  and  with  the  enormous  in- 
crease in  shipbuilding  in  the  United  States  it  is  not  too  conservative 
to  say  that  our  fuel-oil  output  is  destined  for  almost  exclusive  use 
on  shipboard. 

It  is  true  that  the  maximum  output  of  the  Mexican  fields  is  still 
an  unknown  quantity,  and  that  the  known  oil  fields  are  only  a  small 
part  of  those  yet  to  be  discovered,  but  against  this  must  be  consid- 
ered the  proved  life  of  the  fields,  and  the  efforts  to  convert  crude 
petroleum  into  gasoline  exclusively. 

With  the  gigantic  strides  that  are  being  made  in  the  application 
of  internal-combustion  engines  for  motive  power,  the  effort  to  pro- 
duce a  corresponding  increase  in  the  fuel  for  these  engines  is  taking 
two  forms,  namely,  an  increase  in  production  of  crude,  and  of  gaso- 
line from  the  crude.  How  little  these  efforts  are  being  rewarded 
is  shown  by  the  decrease  in  production  in  the  Kansas,  Oklahoma, 
and  Texas  fields  of  82,000  bbl.  per  day  since  last  October,  and  the 
practical  failure  of  the  *' cracking"  processes  so  far  developed. 

Any  calculations  based  on  the  use  of  petroleum  as  fuel  are,  how- 
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over,  rendered  valueless  by  thQ  fact  that  any  hour  of  any  day  may 
uiritness  the  development  of  a  new  oil  field  which  will  produce  petro- 
leum in  such  quantities  that  its  use  as  fuel  would  largely  supplant 
ocsal.    The  exhaustion  of  known  fields  is  no  bar  to  the  discovery  of 
w  and  larger  producing  areas,  and  I  believe  it  is  a  wise  engineer 
lo  keeps  this  possibility  in  mind,  just  as  he  would  the  ultimate 
development  of  a  small  steam  plant  into  one  of  a  size  to  eventually 
commodate  automatic  coal-handling  and  -firing  equipment,  and  I 
lieve  this  is  particularly  applicable  to  those  of  us  doing  business 
<st  of  Pittsburgh. 


C.  W.  EoiNEB.    No  relief  can  be  looked  for  in  the  East  from 

16  substitution  of  fuel  oil  for  coal  except  for  ocean-going  vessels 

id,  possibly,  to  a  limited  extent,  for  the  reason  that  this  oil  would 

kve  to  come  from  the  southern  and  Mexican  fields  and  the  condi- 

.ODs  in  M^co  are  so  chaotic  that  the  full  supply  of  oil  that  these 

Ids  are  capable  of  putting  out  cannot  be  depended  upon. 

Practically  all  hydroelectric  plants  in  California  have  been  hnked 

"•^czigpther  from  the  southern  to  the  northern  part,  a  distance  of  approx- 

^■-^■=»ately  800  miles,  with  a  view  of  eliminating  oil-burning  plants 

lerever  possible.    The  oil  reserve  in  California  has,  during  the 

mths  of  January,  February  and  March,  been  drawn  on  to  the 

K^rtent  of  1,656,000  bbl.    The  month  of  April,  however,  shows  a 

>^le  improvement.    The  production  has  been  increased  and  the 

of  shipping  facilities  for  carrying  the  oil  to  its  destination  has 

l^ievented  the  reserve  being  depleted  as  much  as  during  the  past 


FUTURE  SUPPLY  FROM  VAST  OIL-SHALB  DEPOSITS 

Guy  ElHott  Mitchell  of  the  United  States  Geological  Survey,  in 

^  article  in  the  National  Geographic  Magazine  for  February,  1918, 

stated  that  the  total  production  of  petroleum  in  the  United  States 

1P  to  1918  was  4,255,000,000  bbl.    In  regard  to  future  production, 

ke  estimates  that  the  total  amount  in  the  ground,  some  of  which 

fe  very  deep,  is  about  7,000,000,000  bbl.    This  is  small  compared 

^th  the  quantity  of  oil  that  can  be  extracted  from  our  oil-shale 

(ieposits.    He  tells  us  that  American  deposits  of  oil  shale  will  supply 

enormous  quantities  of  oil  in  the  future.    It  is  estimated  that 

20,000,000,000  bbl.  can  be  obtained  from  the  oil  shale  in  Colorado 

alone;  that  certain  ranges  of  mountains  in  which  these  deposits  are 

located  carry  thick  beds  of  rock  that  yield  30  to  100  gal.  to  the  ton. 


286  ECONOMICAL  USE  OF  FUEL 

The  shale  deposits  of  Indiana  are  estimated  to  carry  100,000,000,000 
bbl.  of  oil.  There  are  also  deposits  in  Wyoniing,  Nevada,  Illinois, 
Kentucky,  Ohio,  Pennsylvania,  Tennessee  and  West  Virginia;  there- 
fore our  oil  supply  for  the  future  is  assured,  even  though  we  fail  to 
develop  additional  oil  territory  other  than  the  shale  deposits. 

Victor  J.  Azbe.    Fuel  oil  is  the  ideal  fuel  for  boiler  purposes. 
It  gives  high  boiler  efficiency,  high  boiler  capacity,  rapid  regulation, 
low  cost  of  handling,  low  cost  of  firing  with  hardly  any  disadvantages,, 
but  it  should  not  be  burned  in  localities  with  a  coal  mine  only  3 
miles  off.    In  the  southern  states,  especially  Texas,  plants  are  equips 
ping  to  bum  lignite  in  preference  to  the  present  expensive  fuel  oil, 
and  those  which  are  not  should  be  made  to  do  so. 

Lignite  is  the  best  fuel  to  be  burned  in  territory  where  available. 
Very  good  results  can  be  obtained  with  it  and  12  per  cent  CO2  main- 
tained without  difficulty.  With  intelligent  firemen  in  charge  as 
high  boiler  efficiency  will  be  obtained  with  Ugnite  as  with  coal, 
and  it  has  not  been  unusual  for  the  writer  to  obtain  65  per  cent 
combined  efficiency  with  ordinary  return  tubular  hand-fired  boilers; 
and  with  proper  design  boilers  can  be  forced  far  beyond  their  rating 
with  Ugnite. 

The  value  of  wood  as  fuel  also  is  not  realized,  and  as  an  example 
I  will  mention  a  certain  plant  in  Louisiana  that  burned  oil  for  years 
at  80  cents  per  barrel.  All  at  once  the  cost  of  oil  increased  to  $1.40 
and  they  began  burning  wood  and  during  the  next  fiscal  year  the  cost 
of  fuel  per  unit  of  output  was  far  less  than  with  oil  at  80  cents.  To 
think  of  this  and  then  of  the  enormous  quantities  of  wood  wasted 
throughout  Mississippi  and  Louisiana  and  other  states  makes  a 
man  realize  how  unadaptable  we  are. 

H.  A.  Barre.  .  Oil  is  practically  the  only  fuel  used  for  power 
purposes  in  California,  except  a  small  amount  of  natural  gas. 

Originally  it  was  burned  as  it  came  from  the  wells,  but  of  recent 
years  the  crude  oil  is  all  topped  for  the  lighter  constituents,  and  the 
residual  only,  having  a  gravity  of  14  deg.  to  18  deg.  B.,  used  for 
boiler  fuel.  The  unit  of  measurement  is  the  barrel  of  42  gal.  weigh- 
ing about  335  lb.  and  containing  from  6,000,000  to  6,200,000  B.t.u. 
Compared  with  12,000-B.t.u.  coal,  one  ton  of  2000  lb.  equals  nearly 
four  barrels  of  oil. 

Before  the  war  the  price  for  favorable  delivery  points,  such  as 
tidewater  and  pipe-line  terminals,  was  60  to  70  cents,  equal  to  $2.40 
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to  $2.80  coal.    At  present  the  market  is  about  $1.45  per  barrel, 
equivalent  to  $5.80  coal  per  short  ton. 

These  figures  are  not  entirely  just  as  a  comparison,  since  the 
expense  to  store  and  fire  oil  is  much  less  than  for  the  corresponding 
thermal  equivalent  of  coal.  There  are  no  ashes  to  dispose  of,  and 
ease  of  control  in  firing  admits  of  higher  operating  plant  efficiencies. 
The  same  amount  of  investment  will  therefore  produce  higher 
thermal  efficiencies  than  with  coal. 

The  arrangement  of  the  furnace  is  more  important  than  the 
type  of  burner  used. 

The  oil  is  usually  atomized  by  steam.    The  resultant  spray  is 

burned  by  mixing  with  the  proper  quantity  of  air  and  distributed 

evenly  throughout  the  firebox  without  directly  striking  the  surfaces 

of  the  tubes  and  furnace  walls,  but  also  without  permitting  the 

Occurrence  of  blank  spaces  which  might  admit  a  surplus  of  air. 

There  are  several  types  of  burners,  between  which  there  is  little 

to  choose.    Any  of  them  that  will  properly  atomize  the  oil  and 

ciistribute  the  flame  are  satisfactory.    The  two  extremes  of  the 

Resale  of  desirability  are,  on  the  one  hand,  the  burner  which,  by  the 

t-i.se  of  a  slight  excess  of  atomizing  steam,  gives  steady  and  reliable 

^»^rvice,  and,  on  the  other  hand,  the  one  where  the  steam  passages 

reduced  to  just  the  amount  necessary  for  atomization,  but  which 

be  watched  a  trifle  more  carefully  on  account  of  plugging  up 

ir  times  with  dirt  or  carbonized  oil. 

The  steam  consumption  of  the  former  type  is  not  over  4  per  cent 
i  the  boiler  output,  and  of  the  latter  slightly  less. 

The  most  important  instrument  for  oil  burning  is  a  window  in 

e  roof,  through  which  the  boiler-room  engineer  can  see  the  top  of 

e  stack.    Smoke,  of  course,  is  always  a  loss,  and  when  firing  up 

Id  boilers  cannot  be  avoided.    A  more  serious  loss,  however,  is 

^3<ces8  of  air,  and  this  can  occur  with  a  perfectly  clear  stack.    The 

I  ^st  firing  will  be  done  by  increasing  the  amount  of  air  until  the 

^noke  stops  and  then  cutting  it  down  slowly  until  a  slight  haze  of 

m^ioke  shows. 

In  the  larger  plants,  of  course,  more  scientific  methods  are  avail- 
\>\e.    Steam-flow  meters,  venturi  meters  on  unit  groups  of  boilers, 
the  customary  stack  instruments  are  used  and  pay  better  re- 
ms  than  perhaps  any  other  part  of  the  investment,  provided  always 
'tViat  the  information  obtained  from  them  is  used  for  the  immediate 
Correction  of  any  deviation  from  normal  conditions. 

Two  large  and  comparatively  modern  plants  have  been  for  some 
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years  under  the  writer's  observation.  One  of  these  is  of  40,000  kw. 
capacity,  having  three  5000-kw.  engine-type  units,  installed  in  1906, 
which  are  seldom  used,  and  two  15,000-kva.  turbines  installed  in 
1910  and  1911.  The  other  is  of  47,000  kw.  capacity,  havingone  12,000- 
kw.,  one  15,000-kw.,  and  one  20,000-kw.  turbine.  This  is  much  the 
better  plant. 

TABLE  9    OPERATING  CX>NDm0NS  WTTH  FUEL  OIL 


40,000-Kw.  Plant 

47,000-Kw.  Plant 

Y«ar. 

Kilowatt-Hours 
Output 

Bbl.  of  Fuel 

oy 

574,178 
732.444 
756.652 
161.190 

88.576 

81.783 

83.692 

Kilowatt- 
Houraiw 
Bbl. 

Kilowatt-Hours 
Output 

Bbl.  of  Fuel 

oa 

Kilowatt- 
Hours  per 
Bbl. 

1911.... 

126,377,000 

150301.000 

163.015.000 

18.588.000 

5.274.000 

3.785.000 

4.930.000 

220.03 

206.00 

215.44 

115.30 

59  50 

46.30 

58.80 

1912.... 
1913... 
1914.... 
1915... 
1916. . . . 
1917. . . . 

50.300.000 
94.046.000 
74.812.000 
77,556.000 
45.360.000 
133.528.000 

240.537 
439,454 
347.008 
328.749 
218,285 
562,177 

909.0 
214.0 
215.7 
286.0 
a07.5 
238.0 

These  two  plants  are  a  part  of  a  large  interconnected  system 
having  a  total  capacity  of  nearly  200,000  kw.,  and  run  in  conjunc- 
tion with  a  number  of  water-power  plants. 

They  serve  three  functions  —  (1)  As  a  steam  reserve  for  break- 
down of  lines  and  other  plants;  (2)  To  supply  kilowatt-hours  during 
the  season  of  low  water;  (3)  To  care  for  increases  in  load  until  these 

TABLE  10  BEST  OPERATING  RESULTS 


Plant 


40,000  kw. 
47.000  kw. 


Kilowatt-Hours 
per  Bbl. 


|B.t.u.  per  Kilowatt- 
Hour 


220 
240 


27.300 
25.000 


Percent 
Efficiency 


13.5 
13.6S 


reach  sufficient  magnitude  to  justify  bringing  in  additional  water 
power.  The  annual  loads  and  load  factors  are  therefore  of  an  erratic 
nature. 

The  operating  conditions  for  several  years  past  are  shown  in 
Table  9. 

It  will  be  seen  that  the  best  annual  operating  results  have  been 
approximately  as  shown  in  Table  10. 


BURNING   SOFT  COAL  SMOKELBSSLT  289 

In  both  these  tables  the  results  are  net  after  accounting  for 
station  auxiliaries;  that  is,  the  measurements  are  oil  deUvered  to 
the  stations  and  kilowatt-hours  output  at  the  station  feeders. 

Some  oil-burning  plants  having  a  high  load  factor  have  recently 
been  put  into  operation  in  Arizona,  operating  at  about  19,000  B.t.u. 
per  kw-hr.,  or  nearly  18  per  cent  efficiency. 

In  these  two  plants  a  600-hp.  B,  &  W.  or  Stirling  boiler  will 
carry  with  auxiUaries  about  1000  to  1100  kw.  of  station  output. 

3    How  Can  Soft  Coal  Be  Burned  WithoiU  Smoke  in  Marine  Boiieraf 

Albert  A.  Gary.    The  question  submitted  in  this  topical  dis- 

oussion  is  very  simple  and  direct,  and  equally  direct  answers  might 

Vm  given  by  stating:   suppress  the  fires  in  the  furnace  by  firing  in 

^uch  small  quantities  as  to  prevent  the  emission  of  smoke;    ol*, 

Secure  complete  combustion  in  the  furnaces  and  combustion  cham- 

l^ers.    The  first-named  method,  of  course,  must  result  in  a  serious 

loss  in  the  vessel's  speed.    The  second  method  gives  the  only  wholly 

^^■^tional  solution  of  the  trouble. 

The  average  types  of  marine  boilers  with  their  present  form  of 
irttached  furnaces  make  it  well-nigh  impossible  to  secure  complete 
combustion  within  the  furnace  in  such  a  way  as  to  suppress  smoke 
"^pvithout  sacrificing  efficiency.    On  the  other  hand,  it  is  possible  to 
rational  changes  in  the  steam-generating  equipments  for  new 
IS  so  as  not  only  to  suppress  the  smoke  nuisance,  but  to  carry 
'essels  through  the  danger  zone  at  their  highest  speed. 

To  accomplish  this  highly  desirable  end  by  working  along  the 
les  of  the  latest  successful  developments  in  land  practice,  we  shall 
probably  require  4  ft.  more  headroom,  in  which  to  place  the  boilers, 
»ut  even  should  5  ft.  be  demanded,  the  tremendous  advantage 
;ained  would  far  offset  any  objections  that  could  be  raised  to  this 
i  jinovation  in  the  marine-boiler  practice  of  the  past. 

I^aXAMPLB    OP   A    STATIONARY    INSTALLATION   APPLICABLE    TO    BfARlNE 

PRACTICE 

To  illustrate,  I  will  refer  to  an  equipment  for  stationary  boilers 

in  which  I  have  been  interested  from  a  purely  professional  stand- 

^Kx>int,  and  which  can  be  practically  adapted  to  marine  service  in  new 

^%^e8sels  to  secure  high  rates  of  coal  consumption  without  producing 

^moke. 

Eighteen  stokers  have  been  operating  500-hp.  boilers  24  hours 
per  day  continuously  for  two  years,  at  50  per  cent  above  their  rating. 
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with  average  grades  of  eastern  bituminous  coal  of  no  better  quality 
than  is  used  by  transatlantic  ships.  They  have  been  continuously 
burning  from  42  to  45  lb.  of  coal  per  sq.  ft.  of  grate  per  hour,  with  a 
clean,  smokeless  chimney  and  have  shown  an  easy  forcing  capacity 
when  over  60  lb.  of  this  eastern  bituminous  coal  is  burned  per  hour 
per  sq.  ft.  of  grate. 

The  coal  is  fed  from  the  hopper  to  the  fuel  bed  in  a  steady  flow 
in  such  manner  as  to  avoid  the  trouble  usually  following  its  coke 
formation  and  the  troublesome  caking,  and  then  it  is  moved  along 
the  grate  automatically  so  as  to  constantly  drop  its  ash  directly 
down  to  the  grate  surface  where  the  cool  entering  air  keeps  the 
temperature  of  the  ash  below  its  fusing  point,  thereby  avoiding  the 
formation  of  obstructing  clinker. 

The  resulting  ash  is  dumped  into  an  air-sealed  pit  where  it  is 
water-cooled  and  an  automatic  ash-removing  device  carries  it  for- 
ward into  the  front  ashpit  without  disturbing  the  air  seal  and  without 
disturbing  the  draft  conditions  of  the  furnace. 

The  deep  fuel  bed  is  always  kept  in  an  open  porous  condition 
over  its  entire  surface  like  a  huge  sponge,  thus  requiring  a  light 
air-blast  pressure,  seldom  exceeding  1  in.  water  pressure,  and  allow- 
ing each  stoker  to  be  operated  with  an  individual  disk  fan  (requiring 
but  little  power  to  operate)  instead  of  the  usual  heavy  steel-plate, 
forced-blast  fan  with  its  voluminous  air  ducts.  The  result  is  not 
only  a  saving  in  power  required  for  operation  but  also  a  material 
saving  in  space  requirements. 

With  the  clinkering  trouble  in  firebed,  side  and  bridge  walls 
thus  avoided,  hand  cleaning  of  the  firebed  is  almost  entirely  done 
away  with  while  the  firebed  is  easily  kept  level  and  of  uniform 
thickness  by  an  arrangement  of  the  automatic  feed  device. 

Adjustment  of  the  rate  of  coal  feed  is  quickly  and  easily  changed 
(along  with  the  speed  of  the  fan),  and  thus,  with  the  free-burning 
firebed  conditions  existing,  a  jump  from  low  to  high  steaming  capac- 
ity in  the  boiler  is  obtained  in  a  very  few  minutes. 

With  such  exceptional  fuel-burning  conditions  under  marine 
boilers,  the  production  of  smoke  would  be  prevented  by  securing 
practically  complete  combustion  in  the  furnace,  and  the  highest 
steaming  capacity  of  the  boiler  obtained  to  take  the  vessels  through 
the  danger  zone  at  high  speed. 

With  the  coal  supplied  to  the  furnace  by  simple  conveying 
apparatus  and  with  ash  delivered  from  the  ashpit  automatically  by 
the  stoker  and  conveyed  overboard  automatically,  hand  manipula- 
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Hon  can  be  almost  entirely  done  away  with  and  a  happy  solution 
secured  of  the  present  difficulty  in  getting  the  greatly  needed  expert 
firemen. 

OsBORN  MoNNBTT.^  As  to  whether  soft  coal  can  be  burned 
witiiout  smoke  in  marine  boilers,  there  can  be  but  one  answer:  Yes. 
As  a  purely  engineering  problem  it  is  feasible.  Of  the  methods  tried 
for  this  work  the  underfeed  principle  has  been  best  adapted.  With 
this  method  the  headroom  and  ashpit  facilities  may  be  cut  to  a  mini- 
mum and  the  auxiliary  machinery  required  is  comparable  to  that 
ordinarily  used  for  forced-draft  hand-fired  furnaces.  Furthermore, 
this  principle  of  burning  soft  coal  is  well  adapted  to  the  character 
of  the  load  (variable  speed,  etc.),  and  handles  to  good  advantage  the 
class  of  coal  customarily  used  for  marine  purposes  on  our  eastern 
seaboard.    Theoretically,  all  points  are  in  its  favor. 

Moreover,  considerable  practical  experience  has  been  gained 
with  underfeed  stokers  in  marine  work  in  the  past  ten  years.  A 
number  of  marine  installations  are  operating  successfully  today, 
among  which  might  be  mentioned  the  following:  Steamer  Syrague  — 
6  Scotch  marine  boilers — 12  stokers;  tug  Perfection — 1  marine 
firebox  boiler — 1  stoker;  tug  MoUie  Spencer — 1  marine  firebox 
bwler— 1  stoker;  dredge  Wm.  O'ConneU  —  2  double-end  Scotch 
Daarines  —  8  stokers;  steamer  Gamma  —  6  tubular  boilers  —  6 
stokers;  dredge  Heda  —  2  Scotch  marine  boilers  —  2  stokers;  Ward 
Engineering  Co.  steamers  —  2  Ward  marine  water  boilers  —  4 
stokers;  Holland-America  Line  steamer,  Frederick  VIII  —  8  Yarrow 
boilers  — 16  stokers. 

These  installations,  all  of  the  Jones  underfeed  type,  cover  a 
^de  variation  of  marine  service  from  dredges  and  river  steamers 
to  transatlantic  liners,  and  all  types  of  boilers,  including  Scotch 
n^arine,  marine  firebox  and  water-tube  boilers,  of  both  straight-  and 
bent-tube  varieties. 

The  problem  is  not  so  much  a  mechanical  one  as  it  is  one  of  the 
human  element.  Put  one  man  (fourth  engineer)  who  is  familiar 
witti  this  type  of  equipment  on  duty  on  each  watch  and  no  difiiculty 
^^  be  experienced.  The  necessary  men  could  be  recruited  from 
^e  large  number  of  power  plants  in  this  country  now  using  under- 
feeds. 

As  far  as  hand  firing  with  Scotch  marine  boilers  is  concerned, 
experience  has  been  discouraging.     The  writer  once  succeeded  in 

1  American  Radiator  Company,  Chicago. 


292  ECONOMICAL  USE  OF  FUEL 

operating  smokelessly  a  steamer  so  equipped,  without  any  apparatus, 
simply  by  charging  alternate  fires.  It  happened  that  the  boilers, 
two  in  number,  were  equipped  each  with  three  corrugated  furnaces, 
all  discharging  into  a  common  combustion  chamber.  The  volatile 
matter  from  the  fresh  fire  was  consumed  by  the  hot  gases  from  the 
other  two  fires.  With  two  furnaces  the  results  would  have  been 
less  satisfactory,  and  with  separate  combustion  chambers  (a  com- 
mon construction)  impossible. 

The  idea  in  hand-fired  furnaces  has  been  to  mix  the  gases,  after 
they  pass  the  bridge  wall  and  while  they  are  at  a  high  temperature^ 
with  an  auxiliary  supply  of  air,  and  so  accomplish  complete  com- 
bustion. Experiments  have  been  made  in  Chicago  Harbor  with 
brick  arches,  baffles  and  other  constructions  calculated  to  do  this, 
but  the  small  space  available  in  the  Scotch  marine  boiler  has  pre- 
vented satisfactory  results.  In  fact,  the  writer's  experience  with 
forced  draft,  induced  draft,  special  air  admission,  preheated  air,  panel 
doors,  steam  jets,  induction  tubes,  stack  blowers,  hollow  bridge  walls, 
etc.,  has  led  to  the  conclusion,  more  strongly  than  ever,  that  some 
type  of  underfeed  stoker  is  the  logical  answer  to  the  Scotch  marine 
boiler  problem. 

In  water-tube  boiler  construction,  such  as  has  been  adopted  by 
the  Emergency  Fleet  Corporation,  there  is  more  opportunity  to  do 
things  and  it  is  not  unreasonable  to  hope  that  a  satisfactory  hand- 
fired  furnace  for  these  units  will  be  developed. 

H.  B.  Oatley.  At  or  above  the  normal  rate  of  operation,  the 
burning  of  soft  coal  with  the  complete  elimination  of  smoke,  if  not 
impossible,  is  an  extremely  difiicult  problem.  A  great  deal,  how- 
ever, can  be  done  to  approach  this  desired  state  of  perfection. 

Conditions  which  will  secure  proper  combustion  may,  of  course, 
be  provided  on  new  ships  and  we  are  led  to  expect  well-designed 
boilers,  furnaces  and  uptakes  on  the  ships  now  building.  On  ex- 
isting vessels,  however,  unfavorable  conditions  may  exist  with  respect 
to  the  proportions  of  air  openings  through  the  grates,  volume  of 
furnaces  and  combustion  chambers,  area  for  gases  through  fire  tubes 
and  around  wateft*  tubes,  and  finally  areas  of  uptake,  breeching  and 
stacks.  The  means  for  heating  the  air  supply,  in  forced-draft 
installations,  may  have  been  inadequately  proportioned.  It  is  very 
desirable  —  in  fact,  it  is  imperative  —  to  improve  these  conditions 
to  the  greatest  extent  possible.  It  is  probable  that  to  correct  these 
conditions,  so  far  as  the  boiler  itself  is  concerned,  would  be  prohibi- 
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^ive  on  account  of  delay  and  expense  in  installing  new  boilers. 
Grates,  uptakes  and  the  air-admission  channels,  however,  may  be 
corrected  in  a  short  time  and  at  a  reasonable  cost. 

Steam  economy  is  a  big  factor  in  the  elimination  of  smoke,  be- 
c^tuse  it  results  in  reduction  in  the  amount  of  fuel  used  and  reduc- 
tion in  the  rate  of  combustion. 

Improvement  m  marine  steam  plants,  considering  the  present 
'xae  of  triple-expansion  engines,  turbines,  feedwater  heaters,  well- 
l&gged  steam  pipes,  etc.,  presents  fewer  opportunities  than  in  other 
U-Bies.  In  the  use  of  superheated  steam,  however,  marine  power 
F>lant8  in  this  country  are  considerably  behind  the  merchant  marine 
other  leading  countries.  There  are  opportunities  for  reducing 
fuel  used  by  upward  of  12  per  cent,  and  naturally  a  greater  per- 
reduction  in  the  smoke  produced.  This  is  particularly 
Vplicable  to  existing  ships  as  the  necessary  installations  may  be 
at  moderate  cost  during  an  overhauling.  A  reduction  in  the 
lel  used  would  make  suitable  many  plants  that  have  restricted 
^Keas  through  which  the  gases  pass,  and  permit  of  greatly  improved 
mbustion. 

For  existing  ships  there  is  a  greater  reduction  in  smoke  to  be 
^^)ected  by  the  more  economical  use  of  steam,  at  least  under  present 
onditions,  than  by  any  other  means. 

M.  C.  M.  Hatch.    Soft  coal  can  be  burned  without  smoke  in 

^^■^Hrine  as  in  all  other  boilers  and  furnaces,  up  to  the  point  at  which 

^^  furnace  volimie  becomes  too  small  to  allow  for  proper  air-mixing 

^•nd  combustion  space  for  the  volatile  hydrocarbons  contained  in 

"^he  coal.    This  varies,  of  course,  with  designs,  but  the  limits  im- 

^^<»ed  by  the  unavoidable  restrictions  in  designs  for  marine  work 

'^^^e  it  most  difficult  to  force  high  ratings  from  such  boilers,  under 

*^d-fiped  conditions,  without  smoke. 

Coal,  in  pulverized  form,  induces  the  desirable  intimate  mixture 

^f  gases  and  air  very  early  in  the  process  of  combustion,  and  it  has 

^^  shown,  as  it  is  logical  to  expect  from  the  very  nature  of  its 

ourning,  that  less  total  air  is  needed  per  unit  weight  of  fuel  than 

with  band  firing.    In  support  of  this  it  has  been  repeatedly  shown, 

^  locomotive  and  stationary  practice,  that  smoky  coals  can  be 

^^Tned  smokelessly  at  very  much  higher  rates  of  combustion  than 

possible  under  any  other  conditions.    The  logic  of  the  case  and  the 

/acts  in  other  services  all  point  to  the  conclusion  that  soft  coal,  in 

pulverized  form,  can  be  burned  in  marine-boiler  furnaces  at  much 
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higher  rates  than  will  ever  be  possible  to  attain  with  hand  firing, 
and  that  smoke  will  be  eliminated  or  very  materially  reduced.  To 
just  what  point  the  furnaces  could  be  forced,  in  any  individual  in- 
stance, depends  very  largely  on  their  fundamental  design  and 
volume,  but  in  any  case  the  smoke  thrown  would  certainly  be  much 
reduced  by  the  use  of  pulverized  coal. 

Henry  Kreisinger.  Perhaps  the  best  way  of  burning  soft 
coal  in  marine  boilers  without  smoke  is  to  do  away  with  hand-fired 
furnaces  and  install  mechanical  stokers  or  pulverized  coal. 

For  smokeless  combustion,  two  requirements  are  essential:  First, 
the  volatile  matter  must  be  distilled  at  a  uniform  rate;  second,  the 
distillation  must  take  place  in  the  presence  of  large  amounts  of  free 
oxygen  so  that  the  volatile  matter  can  be  burned  before  the  smoke 
is  formed.  These  requirements  are  not  satisfied  in  the  hand-fired 
furnace.  On  the  other  hand,  most  of  the  mechanical  stokers,  as  well 
as  the  powdered-coal  furnaces,  furnish  means  of  satisfying  these 
two  requirements. 

In  the  hand-fired  furnace  the  distillation  is  rapid  immediately 
after  firing  and  most  of  the  volatile  matter  is  distilled  during  the 
first  half  of  the  firing  cycle.  It  is  difiicult  to  supply  enough  air 
during  this  period  of  rapid  distillation  without  having  too  high  an 
excess  of  air  after  the  distillation  has  been  nearly  completed,  unless 
the  air  supply  is  varied  in  such  a  way  that  it  is  at  all  times  nearly 
proportional  to  the  amount  of  volatile  matter  that  is  being  dis- 
tilled. Such  variation  of  air  would  require  close  attention  on  the 
part  of  the  fireman  and  is  hardly  practicable  aboard  a  ship  where 
firemen  are  changed  frequently. 

In  the  hand-fired  furnace  the  distillation  of  the  volatile  matter 
takes  place  in  the  absence  of  oxygen,  and  the  volatile  matter  is 
broken  down  by  heat  into  soot  and  light  hydrocarbons.  The  fresh 
coal  is  placed  on  top  of  the  fire  and  moves  down  toward  the  grate. 
The  air  is  fed  from  below  through  the  fuel  bed  in  the  opposite  direc- 
tion to  that  of  the  coal.  Before  the  air  reaches  the  distillation  zone 
at  the  surface  of  the  fire,  all  the  oxygen  is  used  up  in  burning  the 
carbon  in  the  lower  layers  of  the  fuel  bed.  The  sooty  smoke  is  formed 
at  the  surface  of  the  fuel  bed  because  there  is  no  oxygen  to  bum  the 
volatile  combustible,  and  because  the  latter  is  subjected  to  high 
temperature;  it  is  not  formed  by  sudden  cooling. 

Most  mechanical  stokers  feed  the  coal  into  the  furnace  at  a  uni- 
form rate  so  that  the  volatile  matter  is  distilled  also  at  a  uniform 
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r"Jtte.  It  is  therefore  comparatively  easy  to  adjust  a  uniform  supply 
of  air  to  the  volatile  matter  to  insure  its  complete  combustion  without 
^L  too  high  excess  of  air. 

Furthermore,  with  most  of  the  mechanical  stokers  the  air  and 
-fcrlie  coal  are  fed  into  the  furnace  in  the  same  direction,  so  that  at  the 
px)int  where  distillation  takes  place  the  air  contains  nearly  20  per  cent 
c>^gen.  On  account  of  this  large  percentage  of  free  oxygen  the 
ooiabustion  of  the  volatile  matter  proceeds  to  completion  without 
deposition  of  soot. 

"What  has  been  said  about  the  mechanical  stoker  is  true  of  the 

^tilA7erized-coal  burner.    The  coal  and  air  are  fed  into  the  furnace 

^oS'^^ther  at  a  uniform  rate  so  that  the  two  can  be  easily  adjusted 

^o    "fclie  proper  proportion.    The  volatile  matter  is  distilled  from  the 

^^yi  g^ll  particles  of  coal  while  the  latter  are  surrounded  with  an  at- 

phere  containing  nearly  20  per  cent  of  oxygen. 

'^iVith  the  pulverized  coal  a  large  part  of  the  mixing  of  the  com- 

ible  with  the  air  can  be  done  outside  of  the  furnace.    Thus  the 

bustion  space  of  the  furnace  needs  to  do  only  the  burning  and 

mixing.    Something  similar  to  this  is  being  done  in  the  gasoline 

e.     Only  the  burning  is  done  in  the  combustion  chamber,  the 

g  being  done  in  the  carburetor.    High  temperature  is  of  lesser 

Complete  combustion  can  be  had  in  the  gas-engine 

der  in  spite  of  the  fact  that  the  walls  of  the  combustion  chamber 

^water-cooled. 

^Carrying  on  the  mixing  outside  of  the  furnace  deserves  full 

ideration  in  the  case  of  marine  boilers,  because  the  restric- 

of  space  on  board  ship  makes  large  combustion  chambers 

ibitive. 


lYLETT  O'Neill.  ^    For  the  past  two  months  I  have  been  run- 
tests  of  marine  boilers  at  New  Haven,  Conn.,  using  pulverized 
and  a  fuel  composed  of  pulverized  coal  and  oil.  We  have  been  able 
►urn  these  fuels  without  smoke,  and  have  obtained  just  as  much 
fd  and  power  as  with  the  regular  oil-burning  equipment  aboard 
ship.   The  boilers  are  of  the  Normand  express  type,  with  a  very 
furnace  particularly  unsuited  to  such  fuel  as  powdered  coal.    I 
'^^*^^^ve  that  the  future  will  see  much  work  done  in  marine  practice  in 
^^     ^ay  of  substituting  pulverized  coal  for  oil,  inasmuch  as  the  fuel 
le  form  of  coal  will  cost  about  one-half  or  even  one-third  what 
oil  will  cost,  with  about  the  same  cost  of  handling. 

^  115  Broadway,  New  York,  N.  Y. 
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[On  board  the  boeit  mentioned  by  Mr.  O'Neill  a  mixture  of 
powdered  coal  and  fuel  oil  is  used  —  32  per  cent  of  the  mixture  being 
coal,  95  per  cent  of  which  passes  through  a  200-mesh  screen.  The 
coal,  by  reason  of  a  newly  developed  fixateur,  remains  suspended  for 
many  days  without  settling  so  seriously  as  to  interfere  with  operation. 
The  usual  mechanical  Navy  burner  is  used  without  alteration.  The 
volumetric  heat  value  of  the  mixture  is  about  the  same  as  that  of  the 
straight  oil  with  an  average  good  coal  because  of  the  greater  density 
of  the  coal.  If  this  mixture  of  oil  and  coal  proves  to  be  successful,  it 
would,  of  course,  if  widely  applied,  go  a  long  way  toward  relieving 
the  consumption  burden  now  imposed  on  our  fuel-oil  resources.  — 
Editor.] 

John  S.  Schumaker.  In  the  Assabet  mills,  Maynard,  Mass., 
about  twenty-one  Manning  type  boilers  were  used  to  bum  New  River 
coal.  The  furnaces  of  these  boilers  have  no  firebrick,  and,  ordi- 
narily, considerable  smoke  was  formed  in  the  combustion  of  the  coal. 
It  may  be  interesting  to  know  that  this  trouble  was  practically  elimi- 
nated by  the  introduction  of  air  above  the  fire.  The  fire  doors  were 
at  first  left  on  the  latch,  that  is,  left  open  a  trifle,  and  later,  as  a 
permanent  arrangement,  5-in.  openings  were  introduced  in  each  door. 
These  openings,  when  properly  regulated,  greatly  reduced  the  smoke. 

Under  normal  operating  conditions  insufficient  air  was  supplied 
through  the  ashpit  doors  by  reason  of  their  being  partly  obstructed  by 
the  grate-shaking  device.  This  deficient  air  supply  resulted  in  uptake 
gases  showing  about  13^  per  cent  CO2  and  3  to  4  per  cent  CO.  The 
introduction  of  air  over  the  fire  compensated  for  the  deficient  under 
grate  supply  and  made  the  uptake  gases  show  14  per  cent  CO*  with 
only  traces  of  CO,  the  smoke  incidentally  being  greatly  reduced. 

4    Wtiai  Are  the  PoasiMlities  in  the  Direction  of  the  UtilizcUian  of 
Anthracite  Wastes? 

John  E.  Muhlfeld.  The  exclusion  of  almost  one-half  of  the 
48  states  in  the  Union  from  participation  in  this  year's  anthracite- 
coal  production,  and  a  shortage  of  25,000  to  50,000  men  from  the 
number  normally  engaged  in  the  anthracite  mining  field,  in  com- 
bination with  the  lack  of  water  and  rail  transportation  facilities, 
establishes  the  immediate  necessity  for  reclaiming  and  utilizing  every 
ton  of  anthracite  silt,  slush  and  culm  that  is  now  being  produced  or 
which  is  stored  above  ground. 
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ANTHRACITE  WASTE  SHOULD   BE   CONSUMED  AT  THE  MINES 

As  about  one  ton  of  anthracite  coal  is  now  consumed  at  the 

''^ine  in  the  production  of  steam  to  mine  each  8  or  9  tons  produced, 

^-he  logical  use  to  which  these  waste  sizes  should  be  put  is  in  the 

I>it>duction  of  power,  heat  and  light  at  the  mines.    By  this  procedure 

useful  by-products  of  from  11,000  to  12,000  B.t.u.  heat  value  per 

F>ound  —  which  are  now  being  wasted  by  diversion  to  streams,  back 

filling  into  abandoned  mines,  or  by  dumping  in  culm  banks,  and 

'^hich  represent  about  10  per  cent  of  the  total  tonnage  mined  —  can 

V>e  made  to  release  from  85  to  90  per  cent  of  the  commercial-size 

anthracite  that  is  now  being  consumed  for  mine  steam  generation 

for  use  in  locomotives  and  at  industrial  plants  located  nearest  the 

points  of  production.    In  other  words,  in  the  production  of  80,000,000 

tons  of  domestic  and  steam  anthracite  during  the  current  coal  year, 

the  reclamation  and  utilization  of  the  silt,  slush  and  culm  by-product 

for  mine-operation  purposes  would  release  about  8,000,000  additional 

tons  of  steam-size  anthracite  that  could  be  diverted  to  commercial 

use  and  more  than  make  up  the  shortage  in  supply. 

It  should  be  remembered  that  the  only  cost  for  this  additional 
tonnage  would  be  the  means  required  for  its  reclamation  and  for  its 
preparation  and  use,  as  the  labor,  material  and  plant  for  mining  are 
now  being  employed  in  its  production. 

By  pulverizing  this  by-product  anthracite  and  burning  it  in 
suspension,  as  oil  or  gas  is  burned,  it  can  be  used  for  stationary- 
boiler  purposes  without  the  admixture  of  any  other  fuel,  and  easily 
produce  from  100  to  150  per  cent  of  the  rated  boiler  capacity.    For 
locomotives  it  can  be  utilized  by  mixing  60  per  cent  with  50  per  cent 
oi  any  gas  or  soft  bituminous  slack  or  screenings  available,  then 
pulverizing,  and  burning  it  in  suspension. 

BUKNING  ANTHRACITE   IN  SUSPENSION 

The  ideal  means  for  preparing  and  disbursing  this  fuel  would 
be  to  install  preparation  plants  at  the  collieries,  from  which  both 
locomotives  and  stationary  power  plants  could  be  supplied,  thereby 
J^lieving  railway  facilities,  locomotives  and  cars  otherwise  required 
for  its  transportation.  Such  utilization  would  also  avoid  the  use  of 
CW8  and  vessels  for  hauling  fuel  with  a  relatively  high  percentage  of 
non-combustible.  Every  ton  of  anthracite  to  be  shipped  by  rail  or 
water  for  any  considerable  distance  should  have  not  more  than  10 
per  cent  of  ash  and  impurities  and  be  of  the  best  quality  possible 
to  conserve  the  already  overburdened  transportation  facilities. 
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Anthracite  by-products  can  be  reclaimed  and  utilized  for  what 
it  now  costs  to  place  them  on  the  dump  or  to  pump  them  back  into 
the  mines,  and  by  proper  preparation  and  burning  in  suspension  — 
as  with  oil  or  gas  —  there  will  be  the  additional  power-plant  ad- 
vantages of  reduction  of  man  power,  greater  boiler  capacity,  better 
control  of  steam  pressure,  elimination  of  banked  fires,  decreased  ash- 
pit handling,  eUmination  of  fire  cleaning  and  of  metal  work  in  the 
furnace,  better  combustion,  and  lower  fuel  losses. 

Furthermore,  with  the  relatively  low  volatile  nature  of  these 
waste  by-products,  which  require  a  temperature  of  between  550 
and  600  deg.  fahr.  to  produce  combustion,  there  will  be  no  difficulty 
in  handling  or  storing  fuel  after  pulverizing  in  any  manner  desired 
from  the  standpoint  of  loss  of  heat  value  or  spontaneous  combustion. 

At  present  the  bituminous  coal  supply  is  only  running  at  from 
75  to  80  per  cent  of  production,  due  largely  to  a  shortage  of  from  10 
to  15  per  cent  in  the  car  supply.  As  the  anthracite  supply  of  com- 
mercial steam  sizes  is  also  inadequate,  unless  some  means  is  im- 
mediately adopted  to  provide  for  the  reclamation  and  utilization  of 
useful  mining  by-products,  we  can  expect  the  same  hardships  on 
the  people  and  the  manufacturing  industries  as  obtained  last  winter. 

M.  S.  Hachita.^  In  preparing  anthracite,  there  are  two  kinds 
of  waste  produced:  first,  fine  material,  the  largest  pieces  of  which 
are  no  bigger  than  ^^  in.,  which  is  so  fine  that  heretofore  it  has 
been  considered  unmarketable;  second,  rock  refuse.  The  latter 
material  has  been  picked  out  during  the  process  of  preparation. 
The  production  of  culm  at  present  is  approximately  7^  per  cent  of 
the  total  output. 

TONNAGE   OF   CULM   AVAILABLE 

The  average  culm  production  from  the  beginning  of  the  industry 
to  the  present  time  (1820-1918)  is  about  15  per  cent  of  the  tonnage 
mined.  According  to  the  statistics,  the  anthracite  mined  and 
shipped  from  1820  to  January  1,  1918,  amounts  to  2,332,673,250 
tons,  so  that  the  amount  of  culm  produced  during  the  same  period  is 
349,901,000  tons.  Out  of  this,  about  50  per  cent  has  been  taken 
into  the  mines  to  support  the  roof  and  washed  away,  leaving 
174,950,000  tons  available  above  ground  in  the  whole  anthracite 
field. 

The  rock  refuse,  which  consists  of  slate  and  bony  coal,  amounts 
to  approximately  10  per  cent  of  the  output,  or  about  233,267,000 

*  Chemist,  Lehigh  Valley  Coal  Co.,  Wilkes-Barre,  Pa. 


TJTIUZATION  OF  ANTHRACITE  WASTES  299 

tons.  The  slate  which  occurs  in  anthracite  measures  is  entirely 
unlike  that  used  in  roofs,  sidewalks,  etc.  On  the  other  hand,  it 
contains  from  28  to  48  per  cent  of  combustible  material,  while  the 
bony  material  contains  from  45  to  70  per  cent  of  combustible.  The 
rock  banks,  composed  of  slate  and  bone,  contain  at  least  50  per  cent 
of  the  heat  in  commercial  anthracite.  At  the  present,  rock  refuse 
is  not  utilized  as  fuel  in  the  anthracite  field.  * 

The  fine  material  which  is  locally  known  as  culm,  slush,  or  silt, 
contains  70  to  85  per  cent  of  combustible  material.  It  is  therefore 
a  sood  fuel,  provided  proper  means  of  burning  it  can  be  used.  Dur- 
ing the  last  sixty  years  a  large  amount  of  experimenting  has  been 
done  with  a  view  of  utilizing  this  material. 

A  thorough  research  relative  to  the  utilization  of  anthracite 
cixlm  was  made  by  the  Lehigh  Valley  Coal  Co.  in  1913,  at  the  Spring 
Brook  boiler  plants,  near  Hazleton,  Pa. 

For  this  purpose  there  were  arranged  a  battery  of  four  cylindrical 
boilers  33  in.  in  diameter  and  30  ft.  long;  one  smoke  stack  33  in. 
in  diameter  and  33  ft.  high;  a  total  grate  area  of  132  sq.  ft.,  having 
air  space  of  19.8  sq.  ft.,  or  15  per  cent  of  the  total  area. 

The  fuel  was  burned  under  forced  draft  of  i  in.  water  gage. 
The  mixture  consisted  of  culm  and  bituminous  coal.  In  the  test 
the  fuel  was  fired  in  alternate  layers  of  bituminous  coal  and  culm, 
also  a  thorough  mixture  of  both  fuels  in  various  proportions.  It 
^as  soon  found  that  a  thorough  mixture  of  culm  with  bituminous 
<^oal  was  the  better  method  and  this  method  was  therefore  used 
throughout  the  tests. 

MIXTURES   OP   SOFT  COAL  AND   CULM 

The  first  series  of  tests  consisted  of  30,  50,  and  70  per  cent  of 
run-of-mine  coking  coal  mixed  with  70,  50  and  30  per  cent  of  culm 
from  the  Hazleton  Shaft  Colliery  of  The  Lehigh  VaUey  Coal  Co. 
The  second  set  of  tests  consisted  of  a  mixture  containing  pulverized 
Wtuminous  coal.  The  biggest  pieces  of  soft  coal  in  the  mixture 
vere  not  larger  than  2  in.  in  diameter.    Both  fuels  were  thoroughly 

« 

^ed  in  the  above  proportions  by  the  use  of  shovels,  and  fired. 

The  result  of  these  tests  shows  that,  in  every  case,  the  pulverized 

bituminous  coal  produced  the  better  results. 

The  non-coking  bituminous  coal  was  also  tried  but  it  did  not 
produce  the  same  results  as  those  produced  by  the  coking  coal. 
The  reason  why  the  coking  coal  is  better  adapted  to  mix  with  the 
culm  lies  in  the  fact  that  the  coking  coal  fuses  at  a  comparatively 
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low  temperature  and  the  fusion  takes  up  the  particles  of  culm,  form- 
ing a  homogeneous  mass  of  fuel  which  biu-ns  uniformly.  The  re- 
sults of  these  tests  show  that  a  mixture  consisting  of  30  per  cent  of 
culm  and  70  per  cent  of  coking  bituminous  coal  produced  a  water 
evaporation  equal  to  that  afforded  by  the  straight  bituminous 
coal.  It  was  also  noticed  that  the  mixture  was  easier  to  bum  than 
soft  coal  alone.  This  is  due  to  the  fact  that  when  soft  coal  alone 
is  burned,  the  fuel  bed  becomes  a  hard,  coked  mass  requiring  con- 
siderable poking  to  effect  complete  combustion,  whereas  in  the  case 
of  the  mixture,  the  coked  fuel  is  more  easily  handled  by  the  fireman. 
It  was  also  noticed  that  the  fuel  produced  little  smoke. 

In  September,  1917,  E.  E.  Loomis,  president  of  the  Lehigh 
Valley  Railroad  C5o.,  was  informed  by  F.  M.  Chase,  vice-president 
and  general  manager  of  the  same  company,  about  the  formula  of  the 
mixed  fuel  with  the  view  of  burning  the  mixture  on  stoker  engines. 
It  was  then  decided  to  try  it  on  big  freight  locomotives  running 
between  Hazleton  and  Lehighton,  a  distance  of  26  miles.  In  this 
test  the  fuel  consisted  of  30  per  cent  culm  and  70  per  cent  of  stoker 
coal  or  slack.  The  train  was  made  up  of  50  cars  of  coal  hauled 
from  Hazleton  to  Lehighton,  and  returned  to  Hazleton  with  65 
empty  cars.  There  was  no  trouble  experienced  in  the  test  and  in 
later  evaporation  tests  made  on  locomotives  using  the  mixed  fuel 
and  straight  bituminous  coal. 

MORE   STEAM  WITH  MIXED   FUELS 

The  results  of  these  evaporation  tests  showed  that  the  mixed 
fuel  produced  approximately  30  per  cent  more  steam  than  straight 
bituminous  coal  although  the  calorific  power  of  the  latter  was  con- 
siderably greater  than  that  of  the  mixed  fuel.  This  is  due  to  the 
fact  that  the  complete  combustion  of  the  hydrocarbon  is  possible 
in  the  mixed  fuel,  whereas,  in  burning  straight  bituminous  coal, 
the  greater  part  of  these  valuable  hydrocarbons  is  lost  as  smoke. 

B.  S.  Murphy.  Our  plant  was  designed  to  use  the  small  sizes 
of  anthracite  coals  and  under  normal  conditions  we  have  no  difficulty 
in  doing  so  even  with  the  No.  4  or  dust.  The  increase  in  the  im- 
purities with  a  relative  decrease  in  calorific  value  due  to  colliery 
methods  such  as  mining,  failure  to  wash  in  the  larger  sizes,  such  as 
No.  1,  the  large  amount  of  shale  and  pebbles  in  the  so-called  river 
coals,  dredged  coals,  etc.,  has  placed  a  different  aspect  on  the  prob- 
lem; but  one  that  can  be  solved  successfully  for  such  plants  as  are 
now  equipped  or  will  procure  the  necessary  equipment. 
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The  coal  used  varies  from  straight  No.  1  buckwheat  to  No.  3 
and  No.  4,  the  latter,  or  dust,  using  the  recommended  A.S.M.E. 
scftle,  being  that  passing  throujgh  a  ^Vin.  opening.  Our  so-called 
No.  3  has  from  45  to  60  per  cent  dust  and  the  No.  4  over  60  per  cent 
and  up  to  85  per  cent  through  ^r^n,  screen. 

INFLUENCE  OF  SIZE  OF  COAL 

It  is  most  desirable  from  both  an  economic  and  operating  stand- 
point to  adhere  to  one  size  of  coal  for  as  long  time  periods  as  possible. 
It  is  impossible  to  maintain  good  economy  when  the  run  of  coal  for 
the  boilers  changes  continually  from  the  smaller  to  the  larger  edze 
and  back  again,  for  an  entirely  different  method  of  manipulation  is 
necessary.  On  the  other  hand,  if  the  fuel  is  a  weU-mixed  one,  say, 
one  as  follows:  15  per  cent  of  No.  1,  20  per  cent  of  No.  2,  40  per 
cent  of  No.  3  and  25  per  cent  of  No.  4,  and  remains  as  such,  it  can 
be  handled  well  and  in  fact  is  easier  to  handle  than  the  No.  3  for 
poor  firemen. 

The  reason  for  the  mixture  of  bituminous  coal  with  the  an- 
thracite is  twofold:  (a)  to  act  as  a  binder  and  (6)  to  increase  the 
calorific  value.  With  the  large  size.  No.  1  buckwheat,  our  practice 
^  to  add  no  soft  coal.  Here  we  find  that  the  soft  coal  is  a  detriment, 
fonns  cUnker  with  the  impurities  and  makes  the  firing  more  diflScult. 

With  the  smaU  sizes  the  primary  function  with  the  good  coals 
■^11,500  B.t.u.  to  12,000  B.t.u.  —  is  to  act  as  a  binder  to  hold  the 
fire  on  the  grates,  and  with  the  poor  coals  to  increase  the  calorific 
value  as  well. 

The  amount  necessary  to  bind  the  fuel  varies  from  5  to  10  per 
cent,  say  7.5  per  cent  as  a  mean;  this  again  will  depend,  however, 
on  the  quantity  of  the  No.  4  size.  The  smaller  the  coal  particles 
the  greater  the  amount  of  bituminous  required,  until  with  the  straight 
No.  4,  say  80  per  cent,  from  15  to  20  per  cent  should  be  used. 

Another  use  for  the  bituminous  coal  is  the  "building  of  bottoms" 
»n  the  fire  and  the  repairing  of  holes.  This  is  especially  true  with 
^e  untrained  firemen,  and  our  practice  is  to  have  a  small  bunker  of 
bituminous  on  the  fireroom  level  where  the  men  can  get  a  few  scoop- 
'uk  from  time  to  time  for  this  purpose. 

MIXING   BITUMINOUS   WITH   SMALL  ANTHRACITE   SIZES 

It  is  of  the  utmost  importance  to  have  the  bituminous  well 
niixed  with  the  anthracite,  for  the  better  the  mixture  the  less  re- 


302  ECONOMICAL  USE  OF  FUEL 

quired  and  the  better  the  economy.  In  small  plants  where  the  coal 
is  brought  to  the  fires  in  barrows  it  should  be  turned  in  on  the  floor 
similar  to  mixing  concrete. 

Our  practice  at  the  present  is  crude  and  consequently  does  not 
give  the  best  results.  The  coal  is  delivered  in  hopper-bottom  cars 
and  a  predetermined  number  of  buckets  of  bituminous  is  added  from 
a  storage  pile  to  the  top  of  the  car  by  means  of  a  locomotive  crane. 
The  coal  is  then  dumped  on  conveying  belts  delivering  the  mixture  to 
a  crusher  and  thence  to  the  overhead  bunkers.  In  the  summer  this 
method  works  fairly  well,  but  in  the  winter,  with  the  coal  frozen, 
the  soft  coal  may  be  delivered  to  the  bunkers  some  30  or  40  min. 
before  the  coal  in  the  car  is  all  unloaded,  because  the  pockets  thaw 
first  and  the  soft  coal  goes  through  a  long  while  before  the  ends  of  the 
car  thaw  enough  to  flow.  This  results  in  uneven  distribution  to 
the  boilers,  some  chutes  having  far  too  much  soft  and  others  not 
enough.  Here  again  the  emergency  bunkers  on  the  fireroom  level 
come  into  play. 

An  element  that  enters  into  hand  firing  of  small  anthracite 
sizes  is  the  vast  formation  of  soot  or  flue  ashes.  It  is  necessary  to 
carry  considerable  draft  and  the  result  is  that  some  of  the  com- 
bustion is  similar  to  that  of  powdered  fuel;  it  never  reaches  the 
grates  after  leaving  the  fireman's  shovel,  it  either  ignites  and  bums  in 
the  air  or  is  brought  over  to  the  rear  connections  in  the  form  of  coke. 
The  greater  the  rating,  the  larger  the  soot  deposits  due  to  the  greater 
draft  necessary;  but  even  working  the  boilers  at  light  loads,  a  very 
large  amount  is  formed.  Our  boilers  were  designed  with  this  in 
view  and  have  a  large  space  in  back  of  the  bridge  wall  to  allow  this 
soot  to  accumulate,  and  soot  pipes  extending  down  into  the  ash  cellar 
to  allow  it  to  run  directly  into  the  ash  cars;  our  economizers  are  also 
equipped  with  soot  pipes  for  this  purpose.  With  the  No.  4  coal  and 
insufiicient  soft  coal  in  the  mixture,  we  will  build  up  soot  four  or 
five  tubes  high  between  cleanings  of  soot  hoppers,  or  in  six  hours. 

To  give  an  idea  of  the  magnitude  of  this,  we  have  had  months 
when  the  weight  of  the  soot  removed  was  10  per  cent  of  the  weight 
of  the  coal  fired;  this  is  exceptional,  and  it  should  be  from  6  to  7 
per  cent.  It  may  be  of  interest  to  note  that  at  times  an  analysis  of 
the  soot  shows  a  slightly  higher  calorific  value  than  the  coal  it  was 
made  from,  due  to  the  fact  that  the  soot  is  principally  coked  coal 
without  impurities.  We  have  attempted  to  bum  this  but  with  no 
success.  However,  if  a  small  briquetting  plant  with  a  cheap  binder 
were  available,  it  could  be  done  successfully.    The  soot  formed  by 
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the  stoker  is  naturally  but  a  small  percentage  of  that  in  the  hand- 
fired  boiler. 

The  gates  are  of  the  inclined  dumping  type,  with  an  area  of  190 

sq.  ft.  per  boiler  of  900  hp.    The  air  spaces  are  20  per  cent  with  one 

and  9  per  cent  with  the  other. 

BEST  THICKNESS   OF  FIRE 

Our  practice  is  to  carry  as  thin  a  fire  as  possible  without  danger 

of  blowing  through  and  forming  holes.    The  thickness  of  fire  hinges 

on  the  formation  of  a  good  bottom  after  cleaning,  say  about  3  to  5  in. 

thick,  and  then  building  up  as  slowly  as  possible.    We  clean  before 

^ixe  service  hour  and  start  cleaning  again  as  soon  as  the  peak  is  over, 

some  two  hours  —  if  the  fires  will  stand  that  long.    The  thickness  of 

^Ixe  fires  at  the  time  of  cleaning  is  problematic,  depending  on  the 

lo^^  carried  and  the  coal;  we  have  had  them  from  20  to  24  in.  or 

heavier,  but  16  to  18  in.  will  be  nearly  an  average. 

The  amount  of  draft  available  is  of  the  utmost  importance  as  it 

impossible  to  use  the  small  sizes  without  a  high  ashpit  pressure. 

our  Terminal  Building  in  New  York  we  can  carry  the  normal 

lc>^id,  somewhat  below  boiler  rating,  with  natural  draft,  but  here, 

account  of  the  great  height  of  the  stack,  about  320  ft.  above  the 

1)  of  the  grate,  we  have  an  unusual  condition :   when  the  boilers 

brought  to  rating  the  natural  draft  has  to  be  augmented  by 

t>  lowers.    At  the  Jersey  City  Power  Station  we  use  from  2^  to  3  in. 

^^^ter  gage  between  loads  and  from  4  to  7  in.  during  the  peaks, 

pending  upon  load  and  condition  of  fire. 

The  rate  of  combustion  varies  with  the  load  and  coal.    During 
peak  hours,  with  poor  coal  we  burn  from  40  to  60  lb.  per  sq.  ft. 
grate  per  hr.,  while  for  the  whole  24  hr.  the  rate  will  be  from  20 
251b. 

We  have  but  one  stoker  installed  at  the  present,  a  Coxe  (chain 
te),  but  we  are  now  equipping  all  of  our  hand-fired  boilers  with 
^Ivis  type  of  stoker. 

HANDLING   CULM   FROZEN    IN   CARS 

An  important  consideration  in  the  use  of  culm  for  fuel  is  the 
^hawing  of  coal  during  the  winter  months  if  the  coal  is  delivered 
^  tile  plant  in  cars.  On  account  of  its  compactness  the  moisture 
freezes  to  a  hardness  equal  to  that  of  lean  cinder  concrete  and  a  "  bull- 
point"  chisel  is  necessary  to  cut  it.  If  a  thawing  house  is  not  avail- 
able, special  provisions  will  have  to  be  made.  Our  practice  is  to 
U8e  from  8  to  12  thawing  pipes  per  car  —  IJ-in.  extra  heavy  pipe 
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fitted  with  cap  and  tee  at  upper  end,  a  drive  point  at  the  lower  end 
and  the  lower  portion  of  the  pipe  above  the  drive  point  perforated 
with  a  large  number  of  small  holes.  The  pipes  are  entered  in  the 
top  of  the  pile  in  the  car  and  after  the  thawing  begins  are  driven 
down  from  time  to  time  with  a  wooden  maul.  The  pipes  connected 
in  series  are  fed  with  140-lb.  superheated  steam.  It  requires  from 
two  to  six  hours  for  this  and  then  the  car  is  brought  over  the  unloading 
hopper.  The  car  hopper  will  be  iced  so  badly  that  it  also  will  have 
to  be  thawed,  especially  the  operating  mechanism.  To  do  this  we 
use  portable  nozzles  made  up  of  three  1-in.  pipes  clamped  together 
with  a  common  steam  connection  to  a  rubber  steam  hose,  the  outlets 
of  the  pipes  being  staggered  to  make  an  equilateral  triangle  and  bent 
at  right  angles  to  the  body  of  the  pipe.  This  will  thaw  the  car-door 
mechanism  within  a  few  minutes,  so  that  the  doors  can  then  be 
opened.  The  worst  frost  will  be  found  here  on  account  of  the  drain- 
age accumulation  at  the  low  parts,  but  about  ten  minutes  with  two 
nozzles  will  start  the  coal  running  in  the  worst  car,  opening  a  hole  to 
the  top  of  the  car  and  allowing  the  coal  thawed  by  the  top  pipes  to 
run  out.  It  must  be  borne  in  mind,  however,  that  this  will  require 
a  large  amount  of  steam;  we  find  this  equivalent  to  10  tons  of  coal  per 
24-hr.  day  for  from  12  to  18  cars  unloaded.  It  is  also  necessary  to 
have  quite  a  gang  of  men  working  in  the  car;  we  use  from  4  to  8 
to  the  car  because  considerable  picking  is  necessary  where  the  coal 
adheres  to  the  metal  sides  of  the  car. 

W.  G.  DiMAN.  We  have  at  the  plant  of  the  Amoskeag  Manu- 
facturing Company  185  Manning  boilers,  of  which  169  are  running 
today;  all  boilers  are  fitted  with  Jones  underfeed  stokers.  About 
two  years  ago  we  began  to  get  small  quantities  of  anthracite  screen- 
ings and  refuse;  the  amount  has  been  increasing  until  we  are  now 
burning  hard  coal  of  No.  2,  No.  3  and  bird's-eye  sizes  straight  under 
135  boilers,  and  hard  coal  mixed  with  a  small  percentage  of  soft 
coal  under  the  other  boilers. 

When  we  began  to  receive  the  hard  coal  we  experimented  with 
various  mixtures,  but  finally  used  the  fuel  straight  on  each  to  get 
comparisons  of  the  various  grades  to  assist  us  in  buying.  We  found 
that  with  the  regular  installation  of  the  Jones  stoker  the  coal  was 
pushed  over  on  to  the  dead  plates  and  lay  idle  there  with  no  chance 
for  air  to  mix  and  consume  the  coal.  When  the  buckwheat  was  hot 
it  acted  like  sand  and  the  tuyere  blocks  on  the  side  of  the  retorts 
had  a  tendency  to  blow  the  coal  over  to  the  side  and  pile  it  up.    In 
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order  to  make  an  even  fire  and  to  get  better  distribution  of  air  for 
burzung,  we  put  in  pin-hole  dead  plates  with  about  270  J-in  holes, 
or  a  total  increased  air  area  of  about  14  sq.  in.  The  plates  were  not 
faced  off  but  were  rough  castings,  which  allowed  considerably  more 
air  to  get  into  the  fire.  I  think  still  better  results  would  be  ob- 
tained if  we  cut  off  some  of  the  air  spaces  in  the  tuyere  blocks  and 
added  air  space  in  the  dead  plates.  This  would  reduce  the  open 
spaces  in  the  bed  caused  by  the  tuyeres'  blowing  ^way  the  coal  and 
produce  a  more  even  fire.  Some  of  the  coal  drops  into  the  pits, 
^ch  have  to  be  cleaned  out  to  prevent  their  burning  and  forming 
explosive  gases. 

We  carry  a  Ught  fire,  about  6  in.  to  8  in.  thick,  which  allows  the 
air  to  get  through.  About  2  in.  water  pressure  is  carried  at  the  tuyere 
blocks  and  no  draft  in  the  uptake.  We  burn  about  600  lb.  of  coal 
per  hour  or  about  26  lb.  of  coal  per  sq.  ft.  of  grate.  The  larger  the 
grate  and  the  easier  the  fire  is  run,  the  better  the  results. 

We  have  had  to  run  on  anthracite  coal  as  high  as  25  per  cent  in  ash. 
When  doing  this  we  have  considerable  trouble  with  the  fires  and 
handling  the  ashes.  We  find  that  the  more  we  handle  the  fires  the 
greater  the  loss.  We  cannot  get  eflScient  results  out  of  coal  con- 
taining much  more  than  20  per  cent  ash  and  if  we  should  get  coal 
containing  40  per  cent  ash  it  would  be  useless  to  us.  In  view  of 
the  transportation  problem  and  freight  rates,  the  place  to'  bum  any 
coal  having  about  25  to  30  per  cent  ash  is  at  the  mines,  where  they 
can  equip  to  bum  the  specific  fuel  which  is  produced. 

RESULTS  OP  TESTS  OP  MIXTURES 

The  following  notes  show  what  results  we  obtained  from  our 
^,  all  of  which  ran  12  hoiurs.  Each  lot  received  is  tested  before 
^d  during  shipment  to  see  if  its  quality  compares  favorably  with 
other  coal  of  the  same  kind. 

An  average  of  20  tests  of  straight  soft  coal  of  different  quaUties 
^ve  an  eflSciency  of  76  per  cent  with  an  evaporation  from  and  at 
212  deg.  per  lb.  of  dry  coal  of  10.7  lb.  The  ash  averaged  8  per  cent. 
^eae  tests  were  made  without  any  perforations  in  the  dead  plates. 

One  test  of  a  mixture  made  with  two-thirds  soft  coal  and  one- 
"^  buckwheat  gave  an  efficiency  of  74.7  per  cent  with  an  evapora- 
tion of  9.93  lb.  from  and  at  212  deg.  per  lb.  of  dry  coal;  and  the 
^  averlEiged  11.4  per  cent.  This  gave  a  good  fire  but,  of  course, 
required  a  Uttle  more  work  and  attention  from  the  firemen.  The 
load  could  be  easily  carried  xmder  these  conditions. 
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An  average  of  two  tests  of  a  mixture  made  with  one-half  bank 
coal  and  one-half  soft  coal  gave  the  following  results:  efficiency, 
58.3  per  cent;  evaporation  from  and  at  212  deg.  per  lb.  of  dry  coal, 
6.97  lb.;  ash,  19.73  per  cent.  This  coal  was  somewhat  dirtier  than 
the  average  and  required  considerable  work  from  the  firemen.  We 
burned  about  670  lb.  of  coal  per  hour  and  ran  about  93  per  cent  of 
the  boiler's  rating.  The  results  of  all  our  tests  with  culm  prove 
that  it  is  much  below  buckwheat  and  smaller  sizes  in  evaporation 
and  the  only  way  to  get  it  on  a  basis  with  buckwheat  is  to  increase 
the  soft-coal  percentage,  which  of  course  increases  thie  mixture 
price.  It  would  take  three  parts  soft  to  two  parts  culm  to  equal  two 
parts  buckwheat  and  one  soft. 

An  average  of  two  tests  made  with  a  mixture  of  two-thirds  buck- 
wheat and  one-third  soft  coal  gave  an  efficiency  of  66.2  per  cent 
with  an  evaporation  of  7.96  lb.  of  water  from  and  at  212  deg.  per  lb. 
of  dry  coal;  ash,  14.83  per  cent.  These  two  tests  were  made  on  a 
Uttle  better  grade  of  bank  coal.  We  burned  676  lb.  of  coal  per  hour, 
and  obtained  95.1  per  cent  of  the  builder's  rating.  The  boilers  are 
of  150  hp.  each.  We  used  a  draft  in  the  tuyere  blocks  of  1.59  in. 
and  0.07  in.  in  the  uptake.  When  burning  this  mixture  the  fire 
burns  well  but  needs  close  attention.    A  light  fire  must  be  carried. 

An  average  of  eleven  tests  of  anthracite  refuse,  which  includes 
bank  coal  and  culm  (no  soft  coal  used),  gave  the  following  results: 
efficiency  55.7  per  cent;  evaporation  from  and  at  212  deg.  per  lb.  of 
dry  coal,  6.75  lb.;  ash  averaged  17.8  per  cent.  We  consumed  6281b. 
of  coal  per  hour,  obtained  ai\  average  of  78.4  per  cent  of  the  builder's 
rating  and  used  1.86  in.  of  water  pressure  at  the  tuyeres.  This  was 
an  experimental  mixture  made  to  see  what  it  would  do. 

An  average  of  seven  tests  with  prepared  anthracite  screenings  of 
No.  2  and  No.  3  buckwheat  and  bird's-eye  without  any  soft  coal  gave 
the  following  results:  efficiency  59  per  cent;  evaporation  from  and  at 
212  deg.  per  lb.  of  dry  coal,  7.47  lb. ;  ash  averaged  14.5  per  cent.  We 
consumed  742  lb.  of  coal  per  hour,  obtained  96.7  per  cent  of  the  build- 
er's rating  and  used  1.73  in.  of  water  pressure  at  the  tuyere  blocks. 

We  made  one  test  using  one-half  cuhn  and  one-half  buckwheat, 
which  gave  an  efficiency  of  53.2  per  cent  and  obtained  an  evapora- 
tion of  6.13  lb.  from  and  at  212  deg.  per  lb.  of  dry  coal.  The  ash 
averaged  21^  P^r  cent.  We  consumed  680  lb.  of  coal  per  hour  and 
obtained  72  per  cent  of  the  builder's  rating.  To  do  this  we  used 
1.87  in.  draft  at  the  tuyeres.  The  culm,  of  course,  has  a  tendency 
to  pull  the  buckwheat  down. 
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In  order  to  bum  anthracite  screenings  and  refuse  successfully 
under  our  conditions,  a  Coxe  stoker  specially  built  for  this  grade  of 
coal  should  be  used,  or  a  small  amount  of  soft  coal  must  be  mixed  in. 
This  mixture  must  be  maintained  at  all  times  and  the  better  the 
mixture  the  better  the  results  of  combustion,  for  the  successful 
burning  depends  entirely  on  the  mixture. 

Some  of  the  buckwheat  clinkers  and  some  of  it  will  break  up  into 
smaller  pieces,  mixing  with  the  fire,  which  makes  it  hard  to  clean. 
The  fire  should  not  be  disturbed  any  more  thant  possible.  It  is  not 
good  judgment  to  use  a  sUce  bar  more  than  is  necessary.  The 
fires  should  be  kept  medium  and  the  hoe  should  at  all  times  be  able 
to  touch  the  grate.  When  hot,  this  class  of  coal  resembles  sand  and 
a  hoe  can  easily  move  it  when  necessary  and  handle  the  dirt.  The 
fighter  the  fire,  the  better  are  the  results.  Unless  the  firemen  are 
watched  they  tend  to  carry  heavy  fires  with  more  draft.  With  an 
8-in.  fire  we  can  easily  bum  1000  lb.  of  coal  per  hour  using  a  2-in. 
draft  at  the  tuyeres.  The  coal  should  run  as  even  in  size  as  possible. 
We  can  bum  screenings  successfully  if  we  obtain  20  per  cent  soft 
ooal.  It  is  more  economical  to  bum  straight  soft  coal  than  screen- 
ings, unless  the  equipment  is  installed  for  the  burning  of  this  class  of 
coal.  Two  years  ago  last  April  we  ran  on  soft  coal  only.  We 
humed  that  month  10,352  tons  of  coal  as  against  13,689  tons  of 
practically  hard  coal  (about  20  per  cent  of  soft  coal)  this  last  April. 
Our  steam  load  this  year  was  369,512  kw-hr.  less  for  the  month  of 
April,  or  about  12  per  cent  of  the  total  steam  load. 

If  we  take  hard  coal  at  $6.25  per  ton  and  soft  at  $10  it  would 
make  the  balance  in  favor  of  soft  coal,  provided  the  load  was  the 
same  and  we  took  into  consideration  the  added  cost  for  boiler- 
houae  labor  and  handling  ashes. 

We  recently  got  a  cargo  of  Dominion  coal,  which  apparently  is 
high  in  volatile.  We  burned  this  with  buckwheat  —  a  quarter  of 
Dominion  soft  coal  and  the  rest  buckwheat  —  and  we  secured  the  best 
results  that  we  have  ever  had.  Dominion  coal  burned  straight  is 
poor  coal  because  it  clinkers  badly,  but  it  has  a  tendency  to  mix 
with  anthracite,  and  the  anthracite  holds  clown  the  volatile  elements. 

William  P.  Frey.  There  is  only  one  kind  of  anthracite  waste 
and  that  is  material  containing  35  per  cent  or  more  of  incombustible, 
be  it  chestnut  coal  or  No.  4  buckwheat.  Since  the  development  of 
the  process  of  cleaning  No.  4  buckwheat  (through  J-in.  round  mesh 

'  Fuel  Engineer,  The  Lehigh  Coal  &  Navigation  Company,  Lansford,  Pa. 
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and  over  ]'s-ia.  round  meeh)  and  No.  5  buckwheat  (through  iV^ 
round  mesli)  these  two  products  have  gained  a  firm  foothold  ai 
have  come  to  stay. 

No.  3  buckwheat  and  No.  4  buckwheat  are  two  excellent  stok 
fuels  if  there  is  a  proper  stoker  installation.    No.  5  buckwheat 
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P«i-C«nTCulininMi«ti.rB. 
Condition*  ot  riotural  Bratt     Conaition  ut  Forcid  Draft 

Fig.  9    Performances  with  Mixtures  of  No.  4  Bockwheat 
AND  Soft  Coal,  Hand-Fired 

too  light  for  stoker  firing  and  should  be  briquetted  or  used  for  p 
verized  coal  purposes.  To  the  users  of  soft  coal,  hand-  or  stoker-fii 
furnaces,  I  cannot  too  strongly  recommend  mixing  No.  3  buckwb 
or  No  4  buckwheat  with  their  bituminous  coal.  The  curves  is  Fi 
8  and  9  clearly  indicate  the  possibilities  of  these  mixtures  for  stol 
practice  slthough  they  pertain  only  to  hand-firing  practice.     All  pri 
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Are  based  on  the  following  scale  per  long  ton,  f.o.b.  mines:  Buckwheat 
TMo.  1,  $4.10;  No.  2,  $3.30;  No.  3,  $2.15;  No.  4,  $1.25;  No.  5,  $1.00; 
ixncleaned  silt,  $0.65;  bituminous  run  of  mine,  $3.40  (per  short  ton). 

FIRING   OP  ANTHRACITE  BUCKWHEAT 

Table  11  represents  the  attempt  to  tabulate  in  an  easily  under- 
standable form  the  practical  operating  condition  of  industrial  power 
I>Iaiits  with  highly  varying  loads.    As  it  was  found  that  a  rate  of 
^^ombustion  of  25  lb.  of  dry  coal  per  sq.  ft.  grate  surface  per  hour 
very  economical  for  all  sizes,  this  rate  was  adhered  to  as  closely 
possible  by  adjusting  the  speed  of  the  grates  and  the  air  supply, 
a  rough  guide  for  the  boiler  operatives  the  blowers  have  to  be  set 
"^o  deUver  20  cu.  ft.  of  air  per  maximum  horsepower.    The  air  con- 
trrol  goes  hand  in  hand  with  the  COj  recorder  readings  that  read  12 
F^r  cent  on  the  average  and  the  stack  temperatures,  which  are  to  be 
^^pt  below  500  deg.  fahr.    If  the  stack  temperatures  are  high,  the 
®I>eed  of  the  grate  must  be  increased,  the  thickness  of  the  coal  fuel 
^^^^d  reduced,  the  air  pressure  under  the  grate  lowered,  but  the  rate 
^f  combustion  maintained  as  constant  as  possible.    It  is  very  im- 
portant to  understand  that  the  figures  given  in  the  column  for  grate 
travel  in  feet  per  hour  are  relative  to  25  lb.  of  coal  per  sq.  ft.,  which 
^neans  that  if  the  grate  runs  at  16.2  ft.  in  the  case  of  No.  3  buckwheat, 
the  bed  must  be  carried  6  in.  thick.     If  it  is  desired  to  carry  only 
"^  in.  the  speed  of  the  grate  must  be  increased  6:4  =  1.5  times  to 
keep  the  same  rate  of  combustion.     It  has  to  be  understood,  too, 
^hat  25  lb.  per  sq.  ft.  per  hour  is  by  no  means  the  highest  possible 
rating.    The  maximum  rating  obtainable  according  to  our  experience 
is:  Xo.  1  buckwheat,  40  lb;  No.  2,  35  lb.;  No.  3,  30  lb.;  No.  4,  27 
1^>-;  uncleaned  silt  and  No.  5  buckwheat,  25  lb.  or  less.    These 
figures  apply  to  a  Coxe  stoker  with  7  per  cent  air  space  in  the  grate. 
Good  practice  will  keep  the  air  pressures  in  the  tuyeres  as  near  as 
possible  to  1  in.  at  the  stoker  front,  graduating  down  to  0.2  in.  at 
tile  refuse  end  of  the  grate. 

The  operating  equipment  includes:    automatic  feedwater  and 
hamper  regulators;  recorders  of  steam  flow,  CO2,  feedwater  tempera- 
ture, steam  pressure,  and  stack  draft;  draft  gages  and  long-distance 
thermometers. 

FIRING   OF  ANTHRACITE   AND    SOFT   COAL  MIXED 

Buckwheats  Nos.  3  and  4  are  well  adapted  for  mixing  with  soft 
^  if  they  are  clean  and  the  mixing  is  well  done.    These  two  con- 
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ditions  are  absolutely  essential  and  cannot  be  emphasized  enough. 
The  method  of  firing  need  not  be  changed,  although  there  should  be 
a  tendency  to  fire  thin  and  to  damp  off.  The  green  coal  should  be 
thrown  on  when  the  fire  is  white  hot,  after  leveling,  for  Instanoe, 
and  then  there  will  be  a  very  pronounced  coking  effect  that  will  bake 
the  No.  4  buckwheat  to  a  coarsely  granulated  fuel  of  about  pea- 
coal  size.  The  fire  must  be  kept  loose  at  all  times  and  will  stand 
very  hard  blowing.  Almost  any  good  grade  of  grate  bar  is  suitable, 
up  to  about  f-in.  openings,  provided  enough  kindling  is  left  on  the 
grate  after  cleaning  to  cover  the  grate.  The  most  gratifying  fea- 
ture of  the  mixture  burning  is  that  it  does  away  with  all  hard  clinkers, 


TABLE  11    OPERATING  RESULTS  OF  ANTHRACFTB  BUCKWHEATS 
750-Hp.  MAxm  Boiub  —  Coxi  Tsavbunq  Qbatm.    Avbragb  Steam  PBaMUBi,  135  Lb. 


Average  hp.  of  test  (24  houra) 

Maximum  hp.  of  test 

AveracB  pw  cent  ratine 

B.t.u.  per  lb.  of  dry  ooal 

Combined  efficiency  of  boiler,  furnace  and  grate,  per 

cent 

Equivalent  evaporation  from  and  at  212  deg.  per  lb.  of 

dry  ooal,  lb 

Dry  coal  consumed  per  hp.  per  hr.,  lb 

Dry  coal  per  sq.  ft.  grate  surface  per  hr.,  lb 

Boiler  hp.  per  sq.  ft.  grate  surface 

Orate  travel  in  ft.  per  hr 

Cost  per  hp.  per  hour  in  cents* 


No.  2 

No.  3 

No.  4 

Buck- 

Buck- 

Buck- 

wheat 

wheat 

wheat 

1305 

1200 

1010 

leoo 

1400 

1100 

186 

160 

134 

12000 

11500 

11000 

70 

65 

01 

8.77 

7.7 

0.0 

3.93 

4.48 

5.00 

25 

25 

25 

6.3« 

5.5 

4.0 

16.5 

16.2 

15.2 

0.58 

0.43 

0.27 

Un- 


SUt 


OSO 

08 

10000 

45 

4.0 
7.5 
25 
3.3 
11.1 
0.21 


>  These  figures  correspond  to  prices  at  the  mines  and  have  to  be  adjusted  to  meet  the  Tmrious 
freight  rates. 

which  is  especially  welcome  in  stoker  practice,  particularly  in  under- 
feed stokers. 

The  curves  in  Fig.  9  show  the  results  obtained  in  burning 
soft  coal  mixed  with  No.  4  buckwheat  in  a  hand-fired  Newburgh 
fire-tube  boiler.  The  rate  of  combustion  (amount  of  coal  to  be 
shoveled)  was  kept  constant.  All  coal  was  crushed  to  smaller  than 
1^-in.  round  mesh. 

BRIQUETTING   OP  ANTHRACITE   WASTE 

Either  No.  4  buckwheat,  or  No.  5  buckwheat,  or  the  two  mixed, 
or  uncleaned  silt,  can  be  briquetted  successfully.    Anthracite  bri- 
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quetting  has  passed  the  stage  of  experimentation.  The  binder 
inaterial  is  available,  and  with  the  concurrence  of  all  concerned  not 
SL  pound  of  anthracite  waste  should  go  down  the  rivers  again.  That 
briquetting  is  a  commercial  success  is  proved  by  the  fact  that  it 
r^sed  the  price  of  No.  5  buckwheat  from  65  cents  to  $1,  leaving 
still  a  small  margin  of  profit,  and  by  the  ever-increasing  output  of 
our  Lansford  experimental  plant,  which  shows  the  following  tonnage 
figures: 

Year 1915         1916        1917        1918  (to  Apr.  30) 

Tons 3,983      11,194     31,034  18,500 

Ck)ncliisions:  To  the  careful  reader  it  will  be  evident  from  the 
I>receding  that  it  is  not  only  desirable  to  bum  cleaned  No.  4  buck- 
^^heat,  but  it  is  at  the  same  time  most  economical  if  ample  grate 
capacity  is  provided;  and  there  will  go  hand  in  hand  with  the  pre- 
paration of  No.  4  buckwheat,  the  washing  and  concentrating  of  No.  5 
t>uckwheat,  which  can  be  briquetted  or  pulverized  to  a  very  valuable 
^uel,  relieving  some  of  the  domestic  sizes.    But  the  results  obtained 
show  still  more  conclusively  how  important  it  is  to  use  proper  methods 
^f   firing  and  mixing,  and  the  prime  importance  of  keeping  the 
^J^^rket  free  from  all  fake  products  of  unclean  No.  4  or  No.  5  buck- 
wheat, uncleaned  silt,  or  low-grade  briquets. 

G.  H.  Sharpe.    The  Derby  Gas  Co.,  Derby,  Conn.,  endeavor  to 

PxXivide,  during  the  season  of  open  navigation  on  the  Housatonic 

'^^er,  an  ample  reserve  stock  of  bituminous  coal  to  carry  the  elec- 

^^cal  department  through  the  winter  and  early  spring.    The  de- 

'^^^^^nds  during  the  past  winter  exceeded  the  estimate,  owing  to  the 

5*^*>.ergency  power  supplied  to  Waterbury,  Conn.,  and  to  tide  over 

*^    'vras  decided  to  accept  an  offer  of  about  11,000  tons  of  No.  2  and 

'^^^.  3  buckwheat,  on  which  deliveries  started  in  the  latter  part  of 

^^srch.    The  11,000  tons  were  purchased  under  three  contracts, 

*'*^^  average  analysis  of  which  is  about  as  follows: 

Aah,  per  cent , 20 .  52 

Moiffture,  per  cent 8. 20 

B.t.u.  as  received 10,638 

B.t.u.  dry 11,587 

An  average  of  7000  lb.  of  buckwheat  is  loaded  from  the  storage 

^ile  into  a  truck,  and  the  truck  is  then  filled  up  with  bituminous, 

&\ing  about  55  per  cent  of  buckwheat  per  load.     This  is  dumped  at 

wie  power  station,  passing  through  a  crusher  and  conveyor,  and  into 
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the  bunkers,  resulting  in  a  uniform  mixture.  From  the  overhead 
bunkers,  the  coal  is  delivered  through  a  traveling  weigh  larry  to 
multiple-retort  underfeed  stokers  serving  two  600-hp.  Babcock  and 
Wilcox  boilers.  The  mixture  is,  as  stated,  about  55  per  cent  No.  2 
and  No.  3  buckwheat. 

The  fire  carried  is  much  thinner  than  with  bituminous,  and  with 
a  2i-  to  3-in.  draft.  The  output  of  the  boiler  is  reduced  because  of 
the  lower  heat  value  of  the  fuel. 

The  clinkers  and  ash  are  increased,  resulting  in  a  marked  increase 
in  cost  of  operation,  as  ashes  are  loaded  by  hand  to  trucks,  pending 
completion  of  the  new  boiler  room;  but  clinkers  are  more  easily 
broken,  so  that  less  coke  is  lost  in  cleaning  the  dumping  grate. 

We  are  burning  2.20  to  2.21  lb.  of  coal  per  kw-hr.  at  the  switch- 
board, with  a  maximum  output  of  6800  kw.  and  an  average  of  between 
5000  and  5500  kw.,  giving  an  overall  plant  efficiency  of  about  11.9 
per  cent. 

The  buckwheat  costs  $1  less  than  the  bituminous,  but  the  in- 
creased cost  of  ash  disposal  and  lower  heat  value  do  not  warrant 
additional  purchases.  The  stokers  handle  the  55  per  cent  mixture 
readily,  and  I  have  no  doubt  that  we  could  have  made  an  equal 
showing,  based  on  heat  values,  with  75  per  cent  or  even  85  per  cent 
of  buckwheat. 

R.  Sanford  Riley.  We  in  the  stoker  business  who  are  primarily 
interested  in  the  burning  of  bituminous  coal  are  frequently  asked  as 
to  the  amount  of  anthracite  coal  that  may  be  mixed  with  bituminous. 
To  answer  this  question  intelligently  we  should  know  the  charac- 
teristics of  both  the  bituminous  coal  and  of  the  anthracite  coal  that 
the  questioner  has  in  mind.  The  proportions  mentioned  by  the 
previous  speakers  are  very  good;  we  find  that  up  to  50  per  cent  of 
anthracite  may  be  used. 

Nearly  all  stoker  manufacturers  are  advocating  the  necessity  for 
large  stokers.  We  think  that  the  stoker  is  really  the  Umiting  factor. 
The  maximum  of  stoker  capacity  should  be  put  under  the  boiler. 
The  reason  for  this  is  that  the  boiler  investment  cost  per  horsepower 
is  very  much  greater  than  that  of  the  stoker.  I  would  like  to  empha- 
size that  the  mixture  of  anthracite  and  bituminous  must  be  thorough; 
one  cannot  bum  first  a  patch  of  anthracite  and  then  a  patch  of 
bituminous. 

P.  B.  Wesson.  We  have  a  small  Manning  boiler  plant  which 
we  fire  one-half  anthracite  and  one-half  bituminous;    and  we  mix 
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the  coal  by  taking  the  small  industrial  dump  cars  and  filling  them 
half  full  of  anthracite,  and  then  at  the  other  end  of  the  trestle  filling 
them  with  bituminous.  The  cars  are  then  dumped  on  the  boiler- 
room  floor. 

A.  G.  Chbistie.    Last  winter  we  purchased  a  considerable  quan- 
tity of  anthracite  "yard  sweepings"  from  domestic  coal  dealers  for 
use  in  Taylor  stokers  xmder  Babcock  and  Wilcox  boilers  in  our 
University  plant.    This  coal  contained  16  to  20  per  cent  ash  and 
Averaged  about  11,000  B.t.u.    In  general  these  screenings  came 
'fom  coal  mined  before  the  shortage  occurred.    It  could  be  burned 
^th  perfect  satisfaction  in  the  stokers  even  at  overloads  when 
^'Uxed  as  high  as  three  parts  of  anthracite  to  two  parts  of  Somerset 
semi-bituminous  coal. 

Later  several  cars  of  washed  culm  were  purchased  with  from  25 
to  40  per  cent  ash  running  10,000  to  7000  B.t.u.  per  lb.    The  ash 
^^^ui  a  low  fusing  point  and  formed  immense  hard  clinkers  in  the 
furnace  when  mixed  and  burned  with  semi-bituminous  coal.    It 
could  only  be  burned  with  an  equal  portion  of  the  Somerset  coal 
^hen  the  demand  for  steam  was  small.    In  the  furnace  the  fuel  had  a 
dull  appearance  and  the  finer  particles  tended  to  blow  over  on  to 
the  dump  plates.    It  cascaded  badly  on  dumping  and  during  the 
^Hioval  of  clinker.    On  the  whole  we  found  the  culm  an  uneco- 
nomical investment,  although  the  yard  sweepings  proved  economical 
^Ixen  purchased  at  a  reasonable  price. 

Cabl  Smebling.    Anthracite  wastes  such  as-  culm  and  smaller 

Silases  of  buckwheat  can  be  successfully  consumed  and  burned,  using 

^    mixture  of  one-third  anthracite  and  two-thirds  bituminous  coal, 

Pi'oviding  the  bituminous  is  of  a  good  coking  quality  and  the  fire  can 

^^^   carried  16  to  20  in.  deep  with  natural  draft  of  0.7  in.  at  the  stack 

bx-eeching,  and  maintain  a  rating  of  from  125  to  150  per  cent.    Under 

tlxese  conditions  the  stoker  can  be  operated  the  same  as  when  burning 

tlxe  straight  bituminous  coal  fire.    It  is  absolutely  necessary  to  have 

svificient  bituminous  coal  to  raise  the  temperature  of  the  fire  high 

enough  to  get  all  the  value  out  of  the  anthracite  coal. 

5  What  InatrumerUa  Are  Useful  and  Desirable  in  the  Boiler  Room 
08  Aids  in  Saving  Coalt 

E.  G.  Bailet.  The  answer  to  this  question  is:  Meters  that 
^  actuaUy  assist  the  fireman  to  carry  the  load  required  of  his  boilers 
^^  at  the  same  time  obtain  the  maximum  eflSciency.    The  old  idea 
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of  having  meters  and  recorders  to  "show  him  up"  if  he  did  not  do 
his  work  well,  when  he  usually  did  not  know  how  to  do  it  better,  is 
wrong. 

The  word  "meter"  is  used  here  in  its  broad  sense  to  include  all 
instruments,  pressure  gages,  thermometers,  etc.,  down  to  coal  scales 
and  wheelbarrows  when  they  are  used  to  obtain  results  and  knowl- 
edge of  the  operating  and  efficiency  conditions. 

CONTROLLABLE  LOSSES   IN   BOILER  OPERATION 

In  selecting  meters,  the  principal  object  is  to  obtain  knowledge 
of  the  boiler  capacity  and  efficiency  and  also  the  individual  losses, 
especially  those  which  are  controllable.  To  accurately  know  the 
losses  is  of  much  more  importance  than  to  merely  know  the  effi- 
ciency, for  efficiency  can  only  be  increased  by  reducing  losses,  and 
if  one  knows  that  the  losses  have  been  reduced,  he  is  positive  that 
the  efficiency  has  been  increased.  The  principal  controllable  losses 
in  boiler  operation  are:  (1)  combustible  in  ashes  and  refuse,  (2) 
excess  air,  (3)  unburned  gas,  and  (4)  high  temperature  of  flue  gases. 
There  are  also  other  factors  from  an  operating  standpoint  that  are 
of  importance,  such  as  the  steam  pressure,  superheat,  rate  of  steam 
output  from  each  boiler,  evaporation  per  pound  of  coal,  etc. 

RESULTS  SHOULD   BE   KNOWN  PROMPTLY 

The  really  valuable  results  from  complete  boiler  tests,  such  as 
those  made  by  Dr.  D.  S.  Jacobus  at  Detroit  some  years  ago,  are  not 
obtained  until  the  many  calculations  involving  averages  and  totals 
are  made  and  the  relations  between  the  various  factors  are  deter- 
mined. In  other  words,  the  total  evaporation  or  even  the  rate  of 
evaporation  gives  no  information  whatever  as  to  efficiency  until  we 
know  how  many  B.t.u.  were  expended  in  producing  this  steam,  or 
at  least  know  how  many  B.t.u.  were  lost  in  making  it.  Time  is 
an  important  factor  in  boiler  operation  and  the  fireman  should 
know  final  results  promptly  and  continuously.  It  is  therefore 
desirable  to  have  meters  of  the  fourth  type,  which  indicate  and 
record  the  relation  between  certain  important  factors  as  well  as  the 
condition,  total  and  rate. 

One  of  the  important  relations  desired  is  that  between  rate  of 
steam  generation  and  rate  at  which  fuel  is  burned.  With  liquid  or 
gas  fuels  of  uniform  quality  this  is  possible;  but  with  coal, , about 
the  closest  approach  is  the  relation  between  a  steam-flow  meter 
and  tachometer  on  the  stoker  drive.    The  latter,  however,  is  a  crude 
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of  determining  the  rate  at  which  the  B.t.u.  are  supplied  to 

furnace,  and  this  is  the  real  factor  desired.    It  is  doubtful  if 

will  be  satisfactorily  attained,  in  the  near  future  at  least,  due 

the  varying  amount  of  coal  fed  per  revolution  of  the  stoker  shaft 

the  varying  quality  of  the  coal,  as  well  as  variations  in  the 

^fc-TOount  of  coal  on  the  grate. 

RELATION  OF  STEAM  FLOW  AND  AIR  FLOW 

There  is  another  relation,  however,  that  is  analogous  to  the 
L-fuel  ratio  that  is  readily  obtained  and  of  even  greater  value. 
is  the  relation  between  the  rate  of  steam  flow  from  the  boiler  and 
rate  of  air  flow  which  supports  combustion  for  the  generation  of 
^liis  steam.  Air  is  a  fuel  just  as  much  as  carbon  or  hydrogen,  and 
'^lie  amoimt  of  air  required  to  develop  a  given  number  of  B.t.u.  is 
¥>ractically  independent  of  the  character  or  quaUty  of  coal  being 
^^sed.  In  fact,  there  is  only  6  per  cent  difference  between  the  B.t.u. 
developed  per  pound  of  air  used  to  bum  carbon  and  natural  gas. 
is  much  closer  than  most  people  are  able  to  maintain  the  excess 
in  coal-fired  furnaces.  Natural  gas  is  mentioned  in  this  compari- 
son because  it  contains  a  higher  percentage  of  available  hydrogen 
^•han  any  other  commercial  fuel. 

There  is  ample  evidence  available  to  show  that  the  relation  be- 
tween the  steam  flow  and  air  flow  is  of  value  in  assisting  the  fireman 
to  maintain  the  most  economical  fuel  bed  and  prevent  undue  losses 
'^  either  excess  air  or  unbumed  gases.    This  relation  is  also  of  great 
^^sistance  to  the  fireman  in  obtaining  maximum  capacity  from  his 
^^oilers,  for  he  quickly  learns  that  it  is  impossible  to  make  steam 
without  the  proper  supply  of  air  and  if  the  maximum  air  supply  is 
^^l^valent  to  only  200  per  cent  boiler  rating,  then  200  per  cent 
^^^>iler  rating  is  all  he  can  get,  unless  he  is  willing  to  sacrifice  eflSciency 
^^Ci.^  produce  high  percentages  of  unbumed  gases.    Such  a  loss  is 
P>lanly  shown  by  this  relation  as  a  deficiency  of  air. 

Another  important  relation  in  boiler  operation  is  that  existing 

t^^tween  flue-gas  temperature  and  rate  of  steam  output.    We  have 

^^^  to  refer  to  data  plotted  by  Mr.  Azbe  ^  to  see  that  there  is  a 

^'^'^<le  difference  between  results  obtained  from  various  boilers  in 

^^Mferoit  plants.    While  this  relation  depends  upon  the  position  of 

baffling  and  other  features  of  design,  it  is  perfectly  definite  for  any 

L  ^^e  design,  and  a  certain  fiue-gas  temperature  should  exist  for  each 

\ 


*  Power  Plant  Efficiency,  Victor  J.  Azbe,  Trans.  A.S.M.E.,  vol.  38,  1916 
p. 722. 
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rate  of  steam  output.  Any  deviation  from  this  indicates  dirty  heat- 
ing surface  or  leaky  baffles,  providing  the  proper  relation  exists 
between  the  rate  of  steam  flow  and  air  flow.  Either  a  decrease  or 
increase  in  excess  air  from  the  most  economical  amount  will  result 
in  an  increase  in  flue-gas  temperature,  except  that  a  large  percentage 
of  excess  air  will  reduce  the  temperature. 

In  boiler-plant  operation  there  are  several  other  factors  which 
should  be  combined  to  show  continuously  the  relations  existing 
between  them  for  the  benefit  of  the  fireman  or  operating  engineer, 
whereby  they  can  get  at  the  true  conditions  and  their  causes  with 
little  mental  effort  and  delay.  A  meter  which  shows  a  relation  is  in 
reality  an  automatic  calculating  machine  which  takes  two  or  more 
factors  and  produces  a  tangible  result  which  would  otherwise  require 
the  reading  of  two  or  more  instruments  and  reference  to  charts  or 
tables. 

The  question  often  arises  in  selecting  meters  as  to  whether  they 
should  be  indicating  or  recording.  Some  of  the  best  power-plant 
engineers  were  strongly  in  favor  of  indicating  meters  for  boiler- 
plant  work  a  few  years  ago,  but  have  now  changed  to  be  the  strongest 
advocates  for  recorders.  Practically  the  only  argument  that  can 
be  advanced  in  favor  of  indicating  meters  is  lower  initial  cost  and 
the  lower  cost  of  operation  by  elimination  of  charts. 

ADVANTAGES   OF   RECORDING  METERS 

Some  of  the  many  advantages  of  recording  meters  are:  Perma- 
nent records  to  show  conditions  existing  throughout  the  twenty- 
four  hours;  averages,  totals  and  operating  characteristics  may  be 
checked  at  any  subsequent  time;  and  of  even  more  importance  is 
the  fact  that  it  helps  the  fireman  to  see,  not  only  the  conditions  at 
that  instant,  but  also  what  the  conditions  have  been  immediately 
previous,  and  thereby  ascertain  whether  they  are  changing,  and  if 
so,  in  which  direction.  This  alone  is  of  sufficient  value  to  warrant 
the  use  of  recording  meters  in  practically  every  instance,  providing 
they  are  located  in  the  position  where  the  man  in  charge  of  operation 
can  readily  see  the  chart  record  in  detail.  A  water  tender  will  do 
much  better  work  when  he  has  a  recording  feedwater  meter  within 
sight  than  if  the  recorder  were  located  in  the  engine  room. 

The  firemen  and  operating  men  must  have  meters  which  serve 
as  eyes  whereby  they  can  see  through  steam  pipes  and  brick  walls, 
so  to  speak,  and  actually  know  what  is  taking  place.  The  meters 
that  will  give  them  true  pictures  in  the  most  realistic  and  concrete 
form  are  the  most  useful  in  saving  coal. 
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Walter  N.  Polakov.  While  the  generation  of  power,  and 
more  specifically  of  steam,  is  the  domain  of  the  scientifically  trained 
engineer,  power-plant  practice  is  conspicuous  by  the  lack  of  accurate 
measurement  of  conditions  and  results. 

Unless  the  results  attained  are  known,  no  opinion  as  to  per- 
fection of  operation  can  be  formed;  furthermore,  the  practice  is 
necessarily  wasteful  unless  means  are  available  to  observe  the  con- 
ditions under  which  the  process  is  performed.  All  instrument  equip- 
ment of  the  boiler  house  can  therefore  be  grouped  into  two  classes: 
those  for  recording  the  results;  those  showing  the  conditions. 

The  first  group  of  instruments  then  comprises: 

Quantity 

Recording  coal  scales 

Recording  steam  or  water  meters 
Quality 

Coal  calorimeter  and  moisture  scales 

Feedwater  thermometer 

Steam  pressure  gage  and  thermometer. 

The  second  group  of  instruments  is  intended  to  direct  the  proc- 
esses l^  controlling  conditions: 

Conditions 

Individual  steam-flow  indicators 
Individual  draft  gages  or  air-flow  meters 
Individual  flue-gas  thermometers 
Flue-gas  analyzer  (not  CO2  alone) 

Substitution  of  flow  indicators  by  coal  or  oil  meters  is  unde- 
sirable, as  it  leaves  obscure  the  output  for  given  input;  draft  gages 
^y  be  in  some  cases  replaced  by  pitot  tubes.  Other  modifications 
are  sometimes  desirable,  but  the  above  equipment  is  necessary  and 
sufScient  in  general  cases. 

Any  investment  in  instruments  is  a  pure  waste  of  money  and 
^  lead  to  demoralization  unless  means  are  provided  for: 

0  Training  men  to  properly  use  them 

h  Stimulating  men  in  their  proper  use 

c  Complete,  exact,  and  continuous  recording. 

Location  and  arrangement  of  instruments  should  be  such  as  to: 

a  Permit  simultaneous  readings  and  their  comparison 
h  Permit  plain  view  of  units  from  instrument  board  and 
vice  versa 
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c  Afford  an  opportunity  to  use  one  instrument  for  diverse 
units 

d  Eliminate  unnecessary  fatigue  of  observing  scattered  in- 
struments 

e  Assure  ease  and  simplicity  for  testing. 

These  requirements  are  combined  in  the  type  of  instrument 
V>oard  devised  by  the  author,  representative  examples  of  installations 
t>eing  shown  in  Figs.  10  to  12. 

The  complete  cost  of  these  installations,  including  labor  and 
^Kiiciaterial,  averaged  $2000,  and  the  returns  secured  on  this  investment 
.re  usually  equal  to  or  better  than  told  in  the  following  report  from 
plant  using  from  150  to  250  tons  of  coal  per  week: 
** ...  It  is  evident  that  in  the  four  months  preceding  the  in- 
tallation  of  the  boiler  control  board,  the  savings  on  fuel,  due  to 
"ViSrarious  steps  taken,  averaged  $435  per  month,  while  in  the  four 
^^Tionths  following  the  installation  of  the  instruments  the  savings 
computed  on  the  same  basis  averaged  $1145.  In  other  words,  the 
Ticreased  savings,  due  solely  to  the  intelligent  use  of  instruments  on 
boiler-control  board,  was  $710  per  month,  or  $8620  on  the  annual 
^asiSy  which  means  that  the  expenditure  of  $2080.46  for  instruments 
>{  the  said  board  is  an  investment  which,  in  our  case,  yields  over 
too  per  cent  return." 

The  fallacy  of  economizing  on  instrument  equipment  or  ignorant 
ittempts  to  select  "the  most  important"  ones  has  only  one  rival  in 
absurdity  —  the  tendency  to  install  instruments  without  giving 
he  employees  the  opportunity  to  use  them  to  advantage.  Obvi- 
ously, the  operating  men  have  no  time,  no  facilities  for  research  work, 
tnd  little  inducement  to  carry  out  investigations,  standardize 
and  set  tasks.  It  should  be  the  duty  of  the  management 
give  them  the  necessary  training  and  to  assume  responsibility  for 


A.  R.  Dodge.  Pressure  gages  and  water-gage  glasses  are  abso- 
liitely  necessary  to  the  operation  of  steam  boilers.  Next  in  im- 
"K^ortance  is  a  steam-flow  meter  for  the  purpose  of  showing  the 
amount  of  steam  being  deUvered  by  each  individual  boiler. 

Steam-flow  meters  in  service  have  shown  that  in  nearly  every 
a  battery  of  boilers  as  a  whole  may  be  generating  the  required 
amount  of  steam,  but  the  several  boilers  making  up  the  battery  fall 
far  short  of  assuming  equal  subdivisions  of  the  total. 

Steam-flow  meters  installed  on  each  boiler  show  at  once  a  boiler 
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which  is  "loafing,"  or  one  being  forced  too  hard,  conditions  which 
cannot  readily  be  detected  in  any  other  way.  With  this  knowledge 
the  necessary  changes  can  be  made  in  drafts,  fires,  etc.,  to  equalize 
the  steam  output  of  the  boilers.  With  the  outputs  equalized  the 
danger  of  priming  and  burning  out  tubes  and  brickwork,  due  to 
excessive  overload,  is  minimized. 

Results  obtained  in  many  plants  prove  conclusively  that  the 
flow  meters  are  a  great  aid  to  the  firemen  themselves  in  showing  the 
results  of  their  work.  As  soon  ad  they  learn  that  the  flow  meters 
show  them  the  effect  of  changing  the  draft,  fires,  rate  of  feeding 
water,  etc.,  they  will  be  found  using  them  as  a  working  guide. 

Holes  and  dead  spots  develop  in  fires,  reducing  the  eflSciency  of 
combustion  by  allowing  an  excess  of  air.  Should  this  occur,  the 
steam  output  instantly  drops,  and  with  a  flow  meter  installed  on 
each  boiler  the  fireman  is  warned  that  something  is  wrong. 

Flow  meters  have  been  the  means  of  indicating  many  other 
conditions  which  seriously  affect  the  economy,  such  as  leaky  settings 
admitting  quantities  of  air,  burned-out  baffles  permitting  a  short- 
circuit  of  the  gases,  incorrect  adjustment  of  feedwater  regulators, 
or  poor  hand  regulation,  etc. 

The  use  of  draft  gages,  COs  recorders  and  a  thermometer  to  show 
the  superheat  of  the  steam,  in  conjunction  with  a  flow  meter,  enables 
the  power-plant  operator  to  keep  a  complete  check  on  the  perform- 
ance of  the  boilers  and  furnaces,  and  to  quickly  eliminate  faulty 
conditions  as  they  occur  and  thereby  to  keep  up  the  efficiency  of  : 
the  plant. 

E.  A.  Uehling.  The  continuous  CO2  record  shows  up  the  proc — 
ess  of  combustion  for  every  minute  of  the  day.  The  indicator  ati^, 
or  near  the  boiler  front  keeps  the  fireman  continuously  informed  oi 
what  he  is  doing.  It  shows  him  in  a  few  minutes  the  effect  of 
change  in  the  rate  of  fuel  and  air  supply  that  may  be  necessary 
keep  the  steam  pressure  level. 

WHAT  THE  COj  SHOWS 

In  hand-fired  boilers  the  continuous  record  not  only  shoifv\#« 
whether  the  proper  per  cent  of  CO2  has  been  maintained,  but  aL 


how  often  the  fire  was  replenished,  how  long  the  fire  doors  weiK's 
kept  open,  when  the  fires  were  cleaned,  how  long  it  took  to  cU 
them,  and  the  improvement  in  the  fire  resulting  from  it.  T^th 
occasional  check  analysis  by  an  Orsat  the  continuous  COj  reco»^^ 
becomes  an  unchallengeable  exposition  of  combustion  efficiency. 
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Combustion  efficiency  is  the  foundation  of  boiler  efficiency,  but 
it  does  not  necessarily  follow  that  maximum  combustion  efficiency 
will  always  result  in  maximum  boiler  efficiency.    There  is  another 
factor  of  nearly,  if  not  quite  equal  importance,  viz.,  absorption  effi- 
ciency.   Absorption  efficiency  depends,  fir^t,   on  combustion  effi- 
ciency; second,  on  the  relation  of  heating  surface  to  the  rate  of  com- 
bustion; third,  the  routing  of  the  gases  through  the  boiler;  fourth, 
tbe  cleanliness  of  the  heating  surface  inside  and  out,  and  fifth,  air 
infiltration.    The  CO2  meter  should,  therefore,  be  supplemented  by 
at  least  two  other  instruments,  viz.,  the  pyrometer  and  the  boiler 
<fraft  gage,  preferably  the  draft  analyzer,  which  shows  both  the 
furnace  draft  (resistance  through  the  fire)   and  the  boiler  draft 
(reeistance  through  the  boiler).    The  pyxometer  does  not  by  itself 
give  reliable  information,  but  if  its  readings  are  coordinated  with 
^oee  of  the  COs  meter  and  the  boiler  draft  gage,  a  complete  and 
reliable  control  over  absorption  efficiency  is  had.    The  boiler  draft 
eage  ^ves  immediate  notice  of  broken-down  baffling,  and  in  combina- 
tion with  the  per  cent  of  COs  its  readings  furnish  an  approximate  index 
to  the  rate  of  combustion. 

It  would  be  useful  to  have,  in  addition  to  the  foregoing,  a  steam-flow 
'iieter  on  each  boiler,  since  they  would  furnish  a  quantitative  check 
on  every  boiler  and  fireman  in  addition  to  the  chemical  and  physical 
qualitative  control  which  I  have  mentioned  as  necessary  and  ade- 
quate to  attain  and  maintain  maximum  boiler  efficiency  dependent 
^oly  on  plant,,  fuel  and  operating  conditions.  The  installation  of  a 
^team-flow  meter  is  therefore  to  be  highly  recommended. 

Wholesale  control  by  means  of  water  meter  and  coal  weigher  is 
^ost  valuable  to  the  manager  in  many  ways  in  addition  to  those 
already  mentioned,  and  any  plant  the  size  of  which  warrants  the 
^^^pense  should  install  them. 

R.  P.  Brown.    The  temperature  in  the  furnace  and  the  dis- 
tribution of  this  heat  throughout  the  boiler  must  be  learned  and 
studied  carefully.    The  temperatures  in  the  firebox  are  approxi- 
^^^Uitely  2600  or  2750  deg.  fahr.,  which  is  too  high  for  a  permanent 
^^^stallation  of  a  pyrometer.    In  the  last  pass  the  temperatures 
average  about  1000  deg.  fahr.  and  in  the  uptake  about  400  or  600 
^eg.  fahr.    At  these  lower  temperatures  base-metal  couples  may  be 
^^^stalled  without  danger  of  rapid  deterioration.    The  temperatures 
^  the  last  pass  and  uptake  have  been  found  to  be  comparative  to 
^^oae  in  the  firebox;   so  that  a  working  temperature  is  secured  to 
^hich  the  fireman  can  conform. 
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If  actual  practice  shows  that  500  deg.  in  the  uptake  or  a  corre- 
sponding temperature  of  1000  deg.  in  the  last  pass  of  a  boiler  results 
in  securing  the  maximum  efficiency,  then  the  fireman  should  use 
this  temperature  as  a  guide.  The  slightest  irregularity  in  firing  or 
change  in  furnace  conditions  are  readily  noted  before  the  correspond- 
ing change  in  pressure  may  occur.  If  the  flues  are  dirty  and  sooty 
the  heat  cannot  be  absorbed  and  instead  pass  up  the  stack,  and  a 
correspondingly  high  stack  temperature  is  secured.  If  the  baffle 
walls  become  cracked  or  broken  down  the  heat  will  not  circulate 
properly,  and  again  high  stack  temperatures. 

In  addition  to  the  usefulness  of  temperature-  and  pressure-re- 
cording instruments,  there  has  recently  been  evidenced  an  increased 
interest  in  electric  tachometers  for  registering  the  speed  of  the 
shafts  on  automatic  stokers.  The  rate  of  firing  naturally  bears  a 
close  relationship  to  the  amount  of  coal  used.  A  small  generator 
is  attached  to  the  end  of  the  stoker  shaft  by  means  of  gear  or  sprocket 
and  chain  drive.  It  is  so  geared  that  about  15  to  25  volts  are  gen- 
erated at  a  speed  of  approximately  1000  r.p.m.  of  the  generator. 
This  current  produced  by  the  generator  is  conducted  to  the  instru- 
ment by  means  of  wiring.  As  this  can  readily  be  strung  for  long 
distances,  the  instruments  may  be  located  wherever  most  desirable. 

C.  W.  Hubbard.^  The  evaporation  figure  might  strictly  be 
classed  as  a  '*half  truth."  When  this  figure  has  been  arrived  at, 
without  supplementary  data,  one  man's  guess  is  as  good  as  another's 
as  to  whether  the  results  obtained  are  all  they  should  be. 

The  most  useful  instruments  in  the  boiler  room  are  draft  gages, 
an  Orsat  apparatus,  a  COs  recorder,  and  recording  thermometers  for 
the  feedwater  Une  and  the  flue-gas  temperatures.  In  addition  to 
this,  systematic  tests  of  coal  and  ashpit  refuse  are  necessary,  for  it 
is  obviously  unfair  to  expect  the  plant  to  operate  at  a  given  standard 
when  it  may  be,  and  probably  is,  the  case,  under  present  conditions,, 
that  the  fireman  is  being  furnished  with  greatly  inferior  coal. 

It  has  been  a  common  experience  of  the  writer  to  be  able  by  thus 
studying  the  preventable  losses  in  the  plant,  to  make  a  saving  ofl 
from  10  to  20  per  cent  within  a  period  of  a  month,  and  when  I  sa^ 
10  to  20  per  cent  I  do  not  mean  a  *'  paper  "  saving  but  I  mean  actu&-.^ 
tons  of  coal  wheeled  into  the  boiler  room. 

R.  H.  Kuss.    The  question  requires  two  sets  of  answers,  becai 
for  the  fuel  engineer  the  entire  range  of  instrument  equipment 

*  Fuel^Engineering  Co.,  New  York  City. 
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be  jrm^de  useful,  whereas  for  the  operating  engineer  of  the  usual  grade 
a  -^^^xy  limited  number  of  instruments  are  of  any  special  service. 

J[:xistniments  an  engineer  can  use  to  advantage  are  those  which 
be  <^^ui  understand;  those  that  prove  useful  are  such  as  require 
lit ^1^3  attention  to  keep  operating  and  which  reveal  maladjustment 
by  ^mmple  test.  The  most  useful  and  simplest  instrument  for  the 
boil^^x  room  is  a  draft  gage,  preferably  of  the  differential  t3rpe.  A 
dr^fc.f*-fc  gage  or  draft-gage  system,  if  continuously  used,  will  show  to 
th^     <^areful  observer  — 

a  Developments  of  leaks,  uncleanliness,  baffle  failures,  etc. 
b  Poor  fuel-bed  construction. 

XL^^ss  difficult  to  interpret  but  much  less  useful  than  draft  gages 
ft^^  "thermometers  or  pyrometers.  The  difficulties  in  using  pyxom- 
et^x*^  are  those  only  of  placing  the  bulbs  or  couples  in  the  proper 
pla^c^^^^  go  that  the  indication  may  be  a  true  one  of  the  condition 
i^^^^tSfctigated. 

^^^as-analysis  instruments,  while  highly  necessary  for  more  refined 
ii^^^fe^tigations,  are  so  seldom  used  by  operators  of  plants  of  the 
^^*^^^^ile  or  smaller  size  that  as  a  general  proposition  it  is  useless  to 
P^"^^  them  in  the  operating  engineer's  hands.    The  writer  strongly 
•'Tses  the  use  of  coal-weighing  and  water-measuring  systems. 
le  great  difficulty  with  the  subject  is  that,  however  useful  the 
"^^^•^"Ximent  may  be,  the  supervising  or  engineering  forces  of  boiler 
^^^^^fcs  neglect  to  employ  them  to  an  extent  their  value  justifies. 
5^^    conclusion  is  inevitable  that  they  should  be  few  in  number  but 
^      ^Ixe  recording  type  rather  than  indicating  alone.    The  reason  is 
^^^ .  ^a  record  affords  the  opportunity  of  not  only  checking  up  the 
.^^^^^ting  performance  while  going  on,  but  gives  the  managerial 
.     ^^^5^  the  opportunity  of  checking  up  the  operating  engineering 


-''alter  E.  Bryan.  When  a  number  of  boilers  are  connected 
^tke  same  stack,  it  is  particularly  advisable  to  have  each  boiler 

.  ^^t:^ped  with  a  draft  gage  so  that  the  gas  passages  can  be  regulated 
^Ix^  individual  boilers  with  the  result  that  more  work  will  not  be 

^^^^^Ared  of  some  boilers  than  others.  Steam-flow  meters  are  also 
Y^^^ble  in  stations  where  turbines  are  used  and  the  flow  is  not 

^  ,/^^ting.    Readings  of  stack  temperatures,  CO2,  etc.,  should  be 

.   ^^Xi  at  intervals,  the  latter  with  a  view  to  calling  attention  to 

*^^  in  settings,  etc.    A  recording  CO2  instrument  arranged  with 

^^^^ctions  to  the  various  boilers  is  a  valuable  adjunct  to  the  fireman. 
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•  — 

B.  J.  Denman.  I  believe  the  mo8t  useful  instrument  in  the 
boiler  room  to  be  the  one  which  indicates  the  percentage  of  COs  in 
the  flue  gas.  In  larger  stations,  with  boilers  of  1000  hp.  or  more, 
an  automatic  CO2  recorder  is  justified.  In  smaller  units,  each  boiler 
should  be  equipped  with  a  gas  collector  and  the  Orsat  apparatus,  to 
determine  the  percentage  of  CO2.  Samples  should  be  analyzed  at 
least  once  during  each  watch.  We  regard  the  steam-flow  meter 
as  essential  and  as  important  an  instrument  as  an  ammeter  or  a 
wattmeter  on  a  generator,  and  even  more  important  from  an  effi- 
ciency standpoint.  It  is  important  that  efficiencies  of  all  the  boilers 
be  known  over  a  wide  range  of  loads  and  that  they  be  operated  at 
the  most  efficient  point.  It  is  not  of  much  value  to  determine  the 
efficiency  curve  unless  its  indications  are  followed,  and  this  can 
only  be  done  by  the  use  of  a  steam-flow  meter.  These  will  show  not 
only  the  number  of  boilers  to  have  in  service,  but  the  division  of  the 
load  between  the  units.  With  the  underfeed  type  of  stoker,  we 
believe  it  is  necessary  to  have  instruments  indicating  the  draft  over 
the  fire  and  at  the  damper,  as  with  this  type  of  stoker  practically 
balanced  draft  can  be  carried,  and  this  is  the  furnace  condition 
which  is  most  conducive  to  economy,  through  a  reduction  in  the 
infiltration  of  air.  Flue-gas-temperature  recorders  are  desirable,  but 
not  essential,  as  the  release  temperature  will  take  care  of  itself,  if 
the  boilers  are  kept  clean  and  operated  at  the  most  efficient  point, 
except  for  short  periods  during  the  peak. 

A.  G.  Christie.  Our  University  plant  contains  Babcock  and 
Wilcox  boilers  and  Taylor  stokers  with  steam-pressure  r^ulation 
on  the  bl{i^t  and  a  balanced-draft  system  on  the  flue-gas  damper. 
We  have  found  that  the  instruments  which  receive  the  attention  of 
our  firemen  and  enable  them  to  obtain  the  best  results  are  draft 
gages  on  the  blast  and  over  the  fire,  a  pyrometer  in  the  breeching 
and  a  COs  recorder.  The  latter  takes  much  skilled  attention  but 
produces  results.  We  have  been  experimenting  with  a  new  blast 
regulator  which  promises  to  give  better  results  than  the  usual  type. 
Steam  meters  combined  with  coal-weighing  devices  are  most  de- 
sirable additions  to  the  plant.  Then  records  of  coal  and  water  con- 
sumed can  be  posted  daily  for  the  information  of  the  fireroom  shifts. 

C.  E.  Van  Bergen.  We  regard  the  draft  gage  as  necessary  on 
every  boiler.  It  is  not  possible  for  a  fireman  to  know  what  amount 
of  air  is  passing  through  or  over  his  fires  by  simply  looking  at  them. 
A  steam-flow  meter  is  valuable  in  showing  the  output  of  each  boiler 
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and  all  plants,  except  small  ones,  should  have  a  continuous  record 
of  CO,. 

It  is  our  belief  that  any  plant  expending  $5000  or  more  per 
year  for  fuel  cannot  afford  to  be  without  those  instruments.  The 
draft  gage  has  shown  us  that  we  formerly  did  not  have  proper  ad- 
justment of  stack  damper  and  ashpit  doors.  The  steam-flow  meter 
has  given  us  valuable  information  on  our  monthly  and  yearly  output 
&nd  the  flue-gas  analyzer  shows  us  the  result  of  careless  firing. 

6    Whai  Is  Essential  to  the  Economical  Operation  of  Hand-Fired 
Boiler  Furnaces  When  Using  Soft  Coalt 

Henbt  IQtEisiNOER.    The  right  proportion  of  the  air  supply  to 
^he  weight  of  the  coal  burned  is  the  most  essential  requirement  in 
Oie  economical  operation  of  hand-fired  boiler  furnaces.    The  re- 
moval of  ash  from  the  furnace  is  done  with  the  object  of  keeping 
^obstructed  the  supply  of  air  through  the  fire.    The  fireman  shakes 
the  grate  or  cleans  his  fires  because  the  ash  and  clinker  restrict  the 
supply  of  air  through  the  fuel  bed. 

In  the  boiler  furnace  about  14  lb.  of  air  are  necessary  to  bum 
^  lb.  of  the  average  soft  coal.  This  air  must  be  introduced  into  the 
furnace  in  such  a  way  that  it  is  brought  in  direct  contact  with  the 
^^oal  and  the  gases  rising  from  the  fuel  bed. 

The  Bureau  of  Mines  has  shown  that  in  the  hand-fired  furnace, 
tf  the  fuel  bed  is  level  and  5  to  6  in.  thick,  only  about  7  lb.  of  air  can 
^  supplied  through  the  fuel  bed  to  each  pound  of  coal  burned. 
If  an  attempt  is  made  to  force  more  air  through  the  fuel  bed,  only 
^he  rate  of  combustion  or  gasification  is  increased,  and  the  ratio  of 
^he  air  to  the  coal  burned  or  gasified  remains  constant. 

The  gases  rising  from  the  fuel  bed  contain  a  large  amount  of 

combustible,  about  8  to  10  per  cent  of  CO2  and  practically  no  free 

^^gen.    To  bum  this  combustible  an  additional. 7  lb.  of  air  must 

l>e  supplied  over  the  fuel  bed,  and  should  be  supplied  in  a  large 

iiumber  of  small  streams  and  as  close  to  the  fuel  bed  as  possible,  in 

order  that  it  may  be  mixed  readily  with  the  combustible.    This  air 

18  introduced  through  the  dampers  in  the  firing  doors,  through  the 

cracks  around  the  firing  door,  along  the  side  walls  and  the  bridge  wall, 

in  some  cases  through  special  openings  in  the  bridge  wall,  and  very 

commonly  through  holes  in  the  fuel  bed. 

DIFPICUI/rY  OF  MAINTAINING  PROPER  AIR  SUPPLY 

In  hand-fired  furnaces  it  is  difficult  to  maintain  the  14-to-l 
^1     proportion  of  air  suppUed  to  coal  burned,  because  usually  the  air  is 
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supplied  continuously  *and  at  a  imiform  rate,  whereas  the  coal  is 
charged  intermittently  at  intervals  of  2  to  20  min.  duration.  The 
ash  is  also  removed  intermittently  at  intervals  of  3  to  24  hours, 
depending  on  its  quantity  and  character.  •  It  is  this  intermittent 
feeding  of  coal  that  makes  the  proper  proportioning  of  air  to  ooal 
difficult.  From  the  fireman's  standpoint,  soft  coal  consists  mainly 
of  two  kinds  of  combustible,  namely,  volatile  matter  and  fixed 
carbon.  The  volatile  matter  is  that  part  of  the  coal  which  is  driven 
off  as  gases  and  tars  when  the  coal  is  heated,  whether  air  is  supplied 
to  bum  them  or  not.  The  fixed  carbon  is  that  part  which  stays 
on  the  grate  after  the  volatile  matter  has  been  driven  off  and  until 
burned  or  gasified  by  the  air  flowing  through  the  fuel  bed.  When 
the  fuel  is  5  to  6  in.  thick  the  fixed  carbon  is  not  completely  burned^ 
but  a  considerable  portion  of  it  leaves  the  bed  in  the  form  of  CO, 
In  the  first  3  or  4  in.  above  the  grate  the  carbon  burns  to  COj,  of  which 
a  large  part  is  reduced  to  CO  in  the  upper  layer  of  the  fuel  bed. 

Thus,  immediately  after  firing  while  the  distillation  is  taking 
place,  the  fuel  bed  acts  both  as  a  gas  retort  and  a  gas  producer; 
after  the  volatile  matter  has  been  driven  off  the  fuel  bed  acts  only  afi 
a  gas  producer.  Therefore,  immediately  after  firing  sufficient  aii 
is  needed  over  the  fuel  bed  to  burn  the  gas  from  the  gas  retort  and 
also  from  the  gas  producer.  After  the  distillation  has  been  com- 
pleted only  enough  air  is  needed  to  bum  the  producer  gas.  With  a 
constant  air  supply  over  the  fuel  bed  it  is  impossible  to  have  sufficient 
air  to  bum  the  gases  completely  while  the  process  of  distillatioi 
is  going  on  without  having  too  much  air  after  the  distillation  ha^ 
been  completed. 

ADJUSTMENT  OF  AIR   SUPPLIED   TO   QUANTITY  NEEDED 

In  order  to  have  the  right  amount  of  air  in  the  furnace  at  m 
times,  two  methods  may  be  used :  (a)  The  air  supply  over  the  fuel  b*-* 
may  be  varied  during  each  firing  cycle;  or  (6)  the  distillation  or 
gas-retort  process  may  be  extended  over  the  entire  firing  cycle. 

There  are  devices  to  vary  the  air  supply  over  the  fuel  bed  au 
matically  which,  with  proper  attention,  give  good  results, 
ever,  with  the  ordinaiy  hand-fired  furnace  the  fireman  can  appro^ 
mate  their  action  by  cracking  the  firing  door  for  a  short  perio< 
after  firing. 

The  method  under  (6)  is  probably  more  practicable.  Each  new 
charge  of  coal  can  be  heated  slowly  so  that  the  distillation  extendi 
over  the  entire  firing  cycle. 
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With  the  coking  method  of  firing  the  coal  is  placed  in  large 

charges  on  the  front  part  of  the  grate,  where  it  is  heated  slowly. 

When  the  distillation  is  nearly  completed,  the  coal  is  spread  over 

the  grate  and  a  new  charge  placed  near  the  firing  door.    This  method 

is  feasible  for  heating  boilers,  but  is  objectionable  for  power-plant 

boilers. 

For  power-plant  boilers  the  most  practical  and  economical 
method  is  to  shorten  the  period  of  firing  so  that  distillation  extends 
nearly  from  one  firing  to  another.  In  order  to  eliminate  the  danger 
of  piling  the  fresh  coal  on  top  of  coal  from  which  the  volatile  matter 
l^as  not  been  completely  distilled,  half  of  the  grate  area  should  be 
covered  at  a  time  —  the  alternate  method  of  firing  —  and  the  firing 
^  80  timed  that  half  of  the  grate  area  is  distilling  volatile  matter 
^  the  time.  This  may  require  that  the  firing  be  done  at  about  2-min. 
^tervals,  or  even  moVe  frequently.  The  charges,  of  course,  should 
^  small  so  that  there  will  be  no  tendency  of  the  coal  to  form  heaps; 
tiiey  should  be  spread  over  the  thin  spots  of  the  fuel  bed,  avoiding 
the  thick  spots. 

Frequent  firing  reduces  the  chance  of  the  fuel  bed's  burning  out 
^rge  holes,  which  would  let  into  the  furnace  too  large  an  excess  of 
^.  With  the  caking  or  coking  coals  the  holes  in  the  fuel  bed  may 
^ot  always  be  due  to  coal  burning  out  faster  in  the  thin  spots,  but  to 
shrinkage  of  the  fuel  bed,  which  causes  cracks  to  form.  Once  a 
crack  is  formed,  the  air  rushes  through  and  burns  the  coal  on  each 
side  of  the  crack,  rapidly  making  it  larger.  This  explains  why 
^th  eastern  coking  coals  it  is  much  more  difficult  to-  keep  the  fuel 
bed  free  from  holes  than  with  the  free-burning  coals  such  as  come 
from  the  Illinois  coal  field.  Frequent  firing  and  the  alternate  method, 
to  some  extent,  reduce  the  harm  that  may  come  from  holes  in  the 
fuel  bed. 

EFFECT  OF  FREQUENT  FIRINGS 

Fig.  13  shows  the  effect  of  frequent  firings  of  Illinois  soft  coal 
on  the  air  supply  and  the  composition  of  the  furnace  gases.  The 
points  connected  with  the  solid,  heavy  line  are  the  readings  of  COj 
^en  with  an  interferometer,  and  those  with  the  dotted  line  the 
^idications  of  CO2,  shown  at  the  same  time  by  a  Uehling  CO2 
^^rder.  The  interferometer  gives  the  CO2  contents  in  the  gases 
*t  the  instant  when  the  observation  is  taken,  but  the  Uehling  re- 
corder has  a  k^  of  about  7  min.  and  a  tendency  to  average  the  CO2 
'^^^gs  over  the  entire  firing  cycle.  The  time  of  firing  is  shown 
by  the  black  rectangles  at  the  bottom  of  the  chart.     The  inter- 
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f  erometer  shows  plainly  very  high  COj  immediately  after  each  firing, 
followed  by  a  rapid  drop.  This  variation  in  COs  indicates  very 
little  or  no  excess  of  air  after  firing  and  considerable  excess  imme- 
diately before  firing.  The  drop  in  CO2  is  much  more .  pronounced 
-with  the  6-min.  firing  periods  than  with  the  2i-min.  periods,  indi- 
cating that  in  the  latter  case  the  air  supply  is  kept  more  nearly 
proportional  to  the  weight  of  coal  burned. 

One  half  of  the  air  supply  was  introduced  through  the  grate 
ajid  the  other  half  over  the  fuel  bed  through  fourteen  li-in.  nozzles. 
Both  air  supplies  were  measured.  The  nozzles  were  placed  in  th^ 
aide  walls  and  injected  the  air  in  horizontal  streams  close  to  the 
surface  of  the  fuel  bed.  The  grate  area  was  30  sq.  ft.  and  the  rate 
of  firing  was  22  lb.  of  coal  per  sq.  ft.  of  grate  per  hour. 

FIRING  METHODS   6IVINO  GOOD   RESULTS 

Good  results  can  be  obtained  with  a  fuel  bed  about  5  to  6  in. 
thick.  Heavy  fuel  beds  offer  high  resistance  to  flow  of  air,  making 
It  necessary  to  carry  high  draft  in  the  furnace  and  setting.  High 
^b*aft  increases  air  leakage  into  the  boiler  setting  and  causes  losses 
from  the  large  excess  of  air.  Furthermore,  thick  fuel  beds  cause 
excessive  clinkering  and  the  high  losses  connected  with  the  frequent 
cleaning  of  fires.  Higher  rates  of  combustion  can  be  obtained  with 
thin  fires  than  with  thick  ones. 

The  dra7t  damper  should  be  so  adjusted  that  the  air  supply 
through  the  fuel  bed  is  always  just  sufficient  to  bum  the  coal  at  the 
^^Jne  rate  it  is  fired.  The  accumulation  of  ash  and  clinker  on  the 
&^te  will  gradually  increase  the  resistance  through  the  fire,  and 
^he  draft  should  be  accordingly  increased.  Sudden  large  changes  in 
the  damper  should  be  avoided. 

Fires  should  be  thoroughly  cleaned  at  regular  intervals  and  at 
times  when  the  load  on  the  boiler  is  reduced,  such  as  the  noon 
Periods.  The  side  cleaning  method  by  which  one  side  of  the  grate  is 
^l^ned  at  a  time  is  recommended.  After  cleaning,  the  fire  should  be 
"^t  up  gradually.  A  day's  shift  should  start  with  a  clean  fire, 
-^^erhaps  nowhere  is  a  good  start  of  such  great  advantage  as  in  run- 
^^^  a  furnace. 

INDICATING  INSTRUMENTS  OP  PRIME  IMPORTANCE 

E.  E.  Hunter.^    One  of  the  prime  essentials  to  economical 
^Veration  of  hand-fired  boiler  furnaces  when  using  soft  coal  is  to  have 
^  Chief  Ekigineer,  Oklahoma  Gas  &  Electric  Co.,  Oklahoma  City,  Okla. 
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boilers  and  furnaces  equipped  with  the  necessary  instruments  as 
guides  or  indicators,  of  which  a  reUable  COs  machine  and  draft  gages 
are  the  most  important. 

The  thethod  of  firing  to  be  used  depends  largely  upon  the  quality 
of  coal  and  upon  the  nature  of  the  load  to  be  carried.  For  a  steady 
load  a  slow-burning  coal  which  cokes  nicely  may  be  used  to  advan- 
tage, because  there  will  be  no  sudden  demands  for  steam  and  a  thick 
fire  can  be  carried,  which  should  not  be  disturbed  except  when  ab- 
solutely necessary. 

On  the  other  hand,  with  an  erratic,  unsteady  load  a  quick,  flashy 
coal  high  in  volatile  matter  will  no  doubt  give  satisfaction,  and  the 
fuel  bed  in  this  case  should  not  be  very  thick  and  should  be  fired 
lightly  and  often  according  to  the  steam  demand. 

The  alternate  method  of  firing  is  recommended  by  some,  but  I 
believe  the  best  one  is  to  fire  every  door,  with  the  fire  doors  kept 
open  the  minimum  length  of  time.  The  firemen  should  be  given 
long  and  careful  instruction  in  the  manipulation  of  the  dampers, 
guided  by  the  draft  gages,  and  should  regulate  their  draft  accord- 
ing to  the  demand  for  steam. 

Fires  should  be  cleaned  at  a  time  when  there  is  the  least  demand 
for  steam,  and  as  quickly  and  thoroughly  as  possible. 

Perhaps  the  best  and  most  generally  used  method  is  where  the 
live  coals  and  coke  are  pushed  or  thrown  to  one  side  of  the  furnace, 
leaving  the  refuse,  which  is  raked  out.  The  clean  grates  are  then 
covered  with  clean  fire  from  the  other  side  of  the  furnace,  which  is 
then  similarly  cleaned. 

I  believe  that  more  fuel  is  wasted  by  operating  with  leaky  boiler 
settings  than  in  any  other  way.  All  boiler  settings,  therefore,  should 
be  kept  up  to  the  highest  possible  degree  of  tightness.  This  can 
be  done  by  stopping  up  all  of  the  larger  cracks  with  some  good  filler 
and  then  applying  a  generous  coat  of  a  first-class  plastic  cement, 
which  will  effectually  seal  all  small  cracks  and  pores  in  the  brick. 
The  settings  should  be  gone  over  at  r^ular  intervals  by  a  competent 
man  and  repairs  made  where  needed. 

The  most  important  thing,  however,  in  the  economical  opera- 
tion of  hand-fired  boiler  furnaces,  whether  using  soft  coal  or  some 
other  fuel,  is  to  have  a  well-trained,  efficient  corps  of  men  who  are 
heartily  in  accord  with  their  chief  and  his  poUcies.  This  is  ex- 
tremely difficult  to  bring  about,  but  it  can  be  accomplished  by 
systematic  hard  work,  sprinkled  with  a  little  diplomacy.  The  gov- 
erning head  or  superintendent,  first  of  all,  should  be  master  of  him- 
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self.  This  will  command  the  respect  and  loyalty  of  those  under  his 
direct  control.  He  should  study  human  nature,  for  this  will  enable 
Ilim  to  select  the  class  of  men  who  will  stand  by  him.  He,  in  turn, 
fihould  stand  by  them,  take  an  interest  in  their  affairs,  outside  of 
busmess,  and  give  ear  and  patience  to  any  condition  arising  wherein 
their  interests  are  involved. 

George  H.  Dibcan.  This  is  a  subject  in  which  I  have  been 
very  much  interested  for  over  fifty  years,  but  I  have  been  discour- 
aged many  times  by  the  indifference  shown  by  the  managers  and 
owners  of  power  plants.  I  know  of  no  department  in.  any  manu- 
facturing concern  where  there  is  as  much  waste  as  in  the  boiler 
rooms  of  our  manufacturing  concerns  in  New  England. 

FIRING   METHODS  THAT  HAVE   PROVED   SUCCESSFUL 

First,  I  should  have  the  grates  not  over  7  ft.  in  length  —  6i  ft. 
^'ould  be  better  —  as  it  is  impossible,  if  the  grates  are  longer  than 
'•*^,  to  keep  the  back  end  of  the  fire  covered.  I  should  set  the 
^^^ilers  no  less  than  4  ft.  above  the  grates  —  5  ft.  would  be  better, 
^^^l^  insures  a  good  combustion  chamber.  It  will  be  noticed  that  the 
poller  makers  use  practically  the  same  size  of  ashpit  door  with  a  250- 
*^P.  boiler  that  they  do  with  a  600-hp.  boiler.  This  gives  a  great 
^Upply  of  air  near  the  doors,  but  none  in  the  middle  of  the  grates. 
^  should  dispense  with  the  ashpit  doors,  cutting  away  the  boiler 
*JX)nt  the  full  width  of  the  grates.  This  gives  an  even  distribution 
^f  air  imdemeath  the  grates. 

I  should  start  with  the  fire  14  in.  thick  and  try  to  keep  it  the 
^ame  thickness  through  the  day's  run.  I  find  time  firing  the  best, 
and  in  our  mills  in  Lawrence  we  adopted  the  system  of  firing  every 
^n  minutes,  putting  on  the  number  of  shovelfuls  required  to  keep 
the  fire  the  same  thickness  and  maintain  the  power.  I  find  that 
from  5  to  6  shovelfuls  of  coal  is  plenty.  It  takes  about  four  to  five 
ttkinutes  for  a  man  to  coal  one  side  of  two  boilers  and  level  the  other 
side.  This  gives  him  five  minutes  to  rest.  I  would  recommend  the 
tHDilers  to  be  run  about  50  per  cent  above  rating.  This  would  in- 
sure a  very  hot  fire.  Firing  one  side  at  a  time  prevents  smoke, 
^^e  have  44  boilers  at  our  Wood  Mills.  They  fire  one-half  of  these 
^^^^oders  at  a  time  —  that  is,  one  side,  and  level  the  other  side  of  the 
®^Jne  boilers.  When  they  have  finished,  the  men  on  the  opposite 
side  start  and  do  the  same.  Every  man  has  a  chair  to  sit  in,  and  in  a 
labour  run  the  men  are  on  their  feet  about  half  of  the  time. 

I  would  use  a  good  shaking  grate,  which  keeps  the  fire  free  from 
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asheS;  and  would  avoid  slicing  as  much  as  possible,  as  this  makes 
clinkers. 

The  dampers  should  be  set  so  that  all  of  the  boilers  will  have  the 
same  draft.  If  the  steam  damper  is  used,  I  would  have  this  adjusted 
so  that  it  cannot  close  tight.  When  the  damper  closes  tight,  the  fur- 
nace commences  to  make  gas  (CO),  or  utilizes  4450  B.t.u.  instead  of 
14,400  B.t.u.  We  used  to  think  that  we  were  saving  coal  with  the 
dampers  shut,  but  we  knew  little  about  carbon  monoxide  then. 

I  should  avoid  cleaning  the  fires  in  working  hours,  preferring  to 
clean  them  when  the  mill  is  stopped.  If  the  fires  must  be  cleaned 
while  the  mill  is  running,  I  would  have  one  side  of  the  fire  burned 
down;  clean  the  refuse  and  ashes  out  clear  to  the  bridge  wall;  throw 
the  coal  from  the  other  side  that  is  unbumed;  coal  that  over,  and 
when  that  is  kindled  up  clean  out  the  other  side  and  coal  that  up. 
This  insures  a  clean  fire  all  over  the  furnace. 

We  hear  a  great  deal  about  the  great  loss  from  opening  the  doors 
when  hand  firing,  but  I  have  not  found  this  to  exist.  If  one  will 
watch  the  operation  of  the  steam-flow  meter,  he  will  find  that  the 
horsepower  of  the  boiler  does  not  drop  when  the  fire  door  is  opened. 

I  have  had  both  doors  on  a  boiler  open  for  one  minute  and  have 
seen  no  perceptible  difference.  The  greatest  loss  comes  from  the 
uneven  feeding  of  a  boiler  with  water.  I  have  seen  the  registration 
of  a  meter  on  a  boiler  drop  from  500  hp.  to  250  hp.  in  one  minute, 
due  to  the  fireman's  opening  the  valve  carelessly. 

It  is  very  necessary,  in  order  to  get  economical  results  either 
with  hand  firing  or  stokers,  to  keep  the  boilers  and  the  tubes  perfectly 
clean  and  to  stop  all  air  leaks  around  the  boilers.  On  our  boilers  at 
the  Wood  Mills  we  blow  the  tubes  every  eight  hoiuis  —  three  timesi 
in  24  hours,  and  open  up  and  wash  out  the  boilers  every  two  months 
—  that  is,  a  certain  number  every  week.  We  have  very  good  water- 
If  the  water  were  bad,  we  would  have  them  done  oftener.  I  was  once 
found  fault  with  because  the  men  used  so  many  manhole  gaskets,  but 
I  told  the  manager  that  manhole  gaskets  were  cheaper  than  boiler 
makers.    I  never  heard  anything  more  about  manhole  gaskets. 

7  To  What  Kinds  of  Plants  and  Coals  Are  the  Different  Types  of 
Mechanical  Stokers  Respectively  Adapted,  and  What  Is  the 
Limiting  Factor  to  Their  Use  in  the  Small  Plant  t 

Joseph  Harrington.^  The  usual  and  generally  accepted  classi- 
fication of  coals  from  the  viewpoint  of  the  mechanical-stoker  manu- 

^  Member  of  Conservation  Committee,  United  States  Fuel  Administration 
for  Illinois. 


USE  OF  MECHANICAL  STOKERS  333 

facturer  and  operative  is  based  on  the  tendency  of  coal  to  fuse  to- 
gether upon  the  application  of  heat  and  form  a  solid  mass,  or  piece 
of  coke,  which  is  impervious  to  air  at  ordinary  draft  pressures. 
Those  coals  which  act  in  this  manner  are  called  coking  coals,  and  to 
prevent  this  cementing  action  the  fuel  bed  must  be  kept  in  agitation 
during  the  period  when  the  tarry  element  is  being  formed.  This 
feature  has  limited  the  field  of  the  chain-grate  stoker,  and  those 
forms  of  this  stoker  which  leave  the  fuel  bed  entirely  quiet  have 
been  effectually  excluded  from  the  coking-coal  territory.  For  this 
reason  those  stokers  which  agitate  the  fuel  bed  and  those  which 

supply  air  under  artificial  pressure  have  been  found  most  suitable 

to  these  fuels. 

The  success  of  the  inclined  and  gravity  underfeed  stokers  has 

been  due  in  large  measure  to  their  adaptability  to  this  particular 

characteristic  of  eastern  coals. 

RECLASSIFICATION   OF   COALS   ON  AStt-CONTBNT  BASIS 

Attempts  by  the  manufacturers  of  this  equipment  to  enter  the 
high-ash  and  high-volatile  regions  of  the  Middle  West  have  devel- 
oped another  significant  feature  which  is  becoming  all  important, 
sjid  to  a  large  extent  is  going  to  supersede  the  former  system  of 
classification.    One  of  the  characteristics  of  middle-western  coals*  is 
the  relatively  high  ash  content.    The  use  of  stokers  which  disturb 
and  agitate  the  fuel  bed  has  shown  in  emphatic  manner  the  im- 
portance and  value  of  reclassification  based  on  the  ash  element. 
This  classification  may  parallel  to  a  large  extent  that  based  on  the 
coking  qualities  of  the  coal,  heretofore  regarded  as  the  broadest 
division.    Neither  the  coking  nor  the  ash  features  afford  a  clean- 
cut  and  definite  line  of  separation  because  the  coals  of  the  country 
we  of  all  grades  and  intermediate  quaUties,  and  shade  one  into 
another  by  almost  imperceptible  gradations.     Broadly  speaking, 
there  is  a  very  definite  difference  between  the  coals  found  east  and 
west  of  Pittsburgh. 

I  would  therefore  reclassify  mechanical  stokers  along  the  fol- 
lowing lines,  and  consider  this  classification  as  vital  in  their  success- 
ful application  to  the  immense  territory  lying  west  of  the  Alleghany 
Mountains : 

While  there  are  many  variations  in  the  design  of  stokers,  they 
all  fall  into  one  of  two  classes:  first,  those  having  the  grate  surface 
"Movable,  or  non-progressive,  the  fuel  traveling  bodily  over  the 
pate  surface  impelled  either  by  purely  mechanical  means,  or  me- 
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chanical  means  aided  by  gravity;  and  second,  those  having  the 
grate  surface  movable  and  traveling  at  the  same  rate  as  the  fuel,  the 
latter  resting  undisturbed  thereon.  Consideration  will  show  that 
this  is  a  basic  stoker  difference  and  hereafter  must  be  given  its  full 
importance  or  value  in  assigning  a  type  of  stoker  to  a  given  region. 

As  previously  stated,  coking  coals  must  be  agitated  during  the 
early  combustion  stages  and  it  is  this  which  Umits  the  application 
of  the  chain  grate  to  the  eastern  fuels,  and  not  the  low  ash  content, 
which  is  also  characteristic. 

On  the  other  hand,  those  stokers  which  naturally  and  inevitably 
agitate  the  fuel  get  into  trouble  from  this  very  cause  when  Ha-nHling 
the  high-ash  western  coals. 

FUEL-BED  DISTURBANCE  AN  IMPORTANT  FEATURE  IN  STOKBBS 

Extensive  and  careful  observations  impress  me  with  the  fact 
that  the  fuel-bed  disturbance  is  and  must  continue  to  be  the  most 
important  single  element  in  mechanical  stoking.  When  these  fuels 
are  burned  at  a  rate  which  produces  fusing  temperatures  in  the 
furnace,  the  ash  will  either  liquefy  or  soften  so  as  to  be  sticky  and 
the  slightest  disturbance  will  cause  it  to  ball  up  and  form  clinkers  of 
immense  size.  The  more  it  is  agitated,  the  worse  this  trouble  be- 
comes. At  rates  of  combustion  which  are  possible  with  the  under- 
feed type  of  stoker  a  limit  is  actually  reached,  and  the  fire  gets  into 
such  condition  that  operations  must  be  stopped  to  allow  the  cleaning 
of  the  furnace.  Even  if  it  is  possible  to  dump  the  refuse  as  formed, 
ashpit  conditions  become  intolerable  and  it  is  almost  impossible  to 
remove  the  ash  under  these  conditions.  I  am  becoming  convinced, 
therefore,  that  the  efficiency  of  the  otherwise  highly  efficient  type  of 
stoker  which  we  know  as  the  underfeed  or  inclined  type,  is  largely 
offset  by  the  unavoidable  ashpit  losses  and  the  excessive  amount  of 
labor  which  must  be  expended  in  removing  the  hot  ash  and  clinkers 
which  come  from  these  stokers,  and  in  controlling  the  side-wall 
accretions.  Observations  accompanied  by  analysis  both  under  test 
and  under  ordinary  operating  conditions  show  that  from  20  to  50 
per  cent  of  combustible  will  be  found  in  the  ash,  and  that  this  repre- 
sents anywhere  from  3  to  6  per  cent  of  the  total  coal  fired.  It  is 
possible  to  bum  such  high-ash  coals  with  not  to  exceed  20  per  cent 
of  combustible  in  the  refuse,  and  when  conditions  are  right  10  per 
cent  can  readily  be  obtained. 

I  should  therefore  like  to  call  attention  to  this  fact  and  suggest 
that  the  ultimately  successful  stoker  for  the  region  lying  west  of 
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Pittsburgh  will  be  one  which  does  not  agitate  the  fuel,  and  which 
discharges  the  refuse  as  formed  and  at  the  same  time  does  not  admit 
to  the  furnace  more  than  the  usual  requirements  in  the  way  of  air. 
It  is  possible  to  bum  these  fuels  on  this  type  of  stoker  with  the 
proper  amount  of  air  per  pound  of  coal,  and  when  the  draft  is  in- 
tensified by  mechanical  means,  rates  of  combustion  in  conformity 
^th  modem  requirements  can  be  developed. 

Great  stre&s  is  invariably  laid  upon  gas  analysis,  and  without 
question  it  is  a  most  important  index  of  furnace  efficiency.  Recent 
developments,  however,  have  shown  another  and  serious  source  of 
loss,  which,  while  it  has  been  recognized,  has  not  been  given  its 
proper  weight.  The  ashpit  is  the  sounse  of  loss  to  which  I  refer  and 
before  conservation  can  properly  be  carried  out,  this  loss  must  be 
l^^gely  eliminated. 

The  answer  to  the  question  as  to  the  minimum  size  of  installa- 
tion which  warrants  the  application  of  mechanical  stokers  must  be 
relative  and  not  absolute,  since  there  are  at  least  two  variables  which 
enter  into  this  combination. 

Any  application  of  mechanical  stokers  which  pays  for  itself  in 

three  years  is  warranted.    Paying  for  itself  may  be  made  up  by 

reduction  in  the  cost  of  the  coal  used,  in  a  reduction  of  the  labor 

required  in  operation,  or  both.    A  stoker  will  use  up  its  value  in  fuel 

tliree  times  a  year  so  that  it  is  only  necessary  to  secure  a  relatively 

small  reduction  in  the  price  of  coal  to  show  a  large  profit  on  the  cost 

of  the  installation.    Labor  enters  into  this  proposition  almost  as 

iniportantly  as  does  coal,  since  the  supply  of  labor  is  becoming 

scarce  and  higher  priced  every  day. 

THE  FIELD   FOR  THE  MECHANICAL  STOKER 

The  great  thing,  however,  for  the  country  to  consider  at  present 
is  the  opportunity  which  undoubtedly  exists  to  bum  lower  grades 
of  coal  in  a  fairly  economical  manner,  by  the  use  of  proper  stokers, 
than  can  be  burned  in  the  hand-fired  furnace.  Coal  which  ordi- 
^^y  would  be  classed  as  refuse,  containing  40  per  cent  in  ash, 
7  per  cent  in  sulphur  and  15  per  cent  of  moisture  as  fired,  is  being 
successfully  burned  in  more  than  one  plant. 

It  would  be  practically  impossible  to  develop  rating  by  hand- 
firing  this  fuel.  If,  therefore,  the  small  hand-fired  plant  ordinarily 
accustomed  to  burning  a  good  grade  of  lump  or  sized  coal  can  secure 
a  supply  of  screenings,  even  though  they  be  of  a  low  order,  and  pro- 
vided they  can  be  purchased  at  a  reduced  price,  it  can  well  afford 
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to  install  a  mechanical  stoker.  It  is  recognized  that  the  small  stoker 
costs  out  of  proportion  to  its  active  grate  area^  but  at  the  same  time 
the  percentage  in  skving  may  be  greater  than  in  the  case  of  the 
larger  installation  because  the  fact  remains  that  the  small  instal- 
lation is  usually  the  worse  offender  from  an  economic  standpoint. 

Authentic  cases  of  25  to  30  per  cent  reduction  in  the  cost  of  coal 
abound  when  this  change  has  been  made.  From  a  theoretical  stand- 
point, at  least,  there  is  no  minimmn  limit  in  the  practical  size  of 
steam  boilers  suitable  for  the  application  of  mechanical  stokers. 
Merely  because  stoking  has  been  developed  with  the  larger  units  is 
no  reason  why  it  should  not  ]fe  developed  for  the  smaller  imit,  and 
in  consideration  of  the  large  percentage  of  the  total  fuel  supply  that 
is  consmned  in  the  very  small  plant,  it  is  imperative  that  engineers 
give  this  phase  of  the  question  their  earnest  consideration.  If  the 
stoker  does  not  exist  which  is  suitable  for  a  50-  or  75-hp.  boiler,  it  must 
be  developed;  and  my  prediction  is  that  it  will  soon  appear  on  the 
market  in  perfected  form. 

The  answer,  therefore,  to  this  part  of  the  question  is  literally 
that  there  is  no  minimum  limit  to  the  size  of  boiler  adapted  to  the 
use  of  a  mechanical  stoker;  but  interpreting  the  question  as  it  will 
ordinarily  be  interpreted,  my  opinion  is  that  anything  over  150  hp. 
becomes  a  possible  field  for  the  application  of  the  stoker. 

J.  Van  Brunt.  The  selection  of  mechanical  stokers  with  regard 
to  coal  and  size  and  character  of  plants  presents  a  problem  that  can 
only  be  answered  in  each  individual  case,  and  the  proper  solution 
can  be  reached  only  when  all  of  the  factors  entering  into  the  problem 
are  known. 

It  is  hardly  advisable  to  arbitrarily  classify  plants,  stokers  and 
coal  and  attempt  to  predetermine  on  the  basis  of  such  classification 
the  proper  mechanical  stoker.  For  the  purpose  of  discussion,  how- 
ever, stokers  and  coals  may  be  classified,  and  in  a  general  way  plants 
may  be  divided  in  four  classes:  Underfeed  stokers;  traveling  or  chain 
grates;  overfeed  stokers;  and  miscellaneous,  such  as  powdered-fuel 
burners,  shovel  or  scatter  stokers,  and  semi-mechanical  grates. 

classification  of  stoker  plants 

Underfeed  stokers  are  again  subdivided  into  multiple  retort,  as 
the  Riley,  Westinghouse  and  Taylor;  single  retort  with  dead  grates 
(Jones) ;  and  single  retort  with  inclined  moving  grates,  as  the  Type  E. 
Chain  or  traveling  grates  a,re  of  two  types,  differing  principally  in 
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the  fuel-bearing  surface.  In  the  chain  grate  the  grate  surface  is 
composed  of  a  large  number  of  links  held  together  by  through  bolts 
making  a  broad  band  of  endless  chain  on  which  the  fuel  is  carried. 
The  traveling  grate,  on  the  other  hand,  consists  of  a  number  of 
grate  bare  or  sections  of  grate  bars  held  on  cross-membere,  which  in 
turn  are  fastened  to  the  driving  chains  at  either  side  of  the  stoker. 
The  chains  are  thus  below  the  fire  line,  and  not  subject  to  the  heat 
as  in  the  chain  grate.  There  is  a  further  division  of  such  grates  in 
forced-draft  and  natural-draft  grates.  Overfeed  stokers  may  be 
front  feed  as  the  Roney  or  side  feed  as  the  Murphy  and  Detroit. 
The  semi-mechanical  grates  and  miscellaneous  stokers  need  hardly 
be  described  finisher. 

Coals  present  such  a  wide  range  of  qualities  aside  from  their 
approximate  analyses  and  heating  values  that  it  is  difficult  to  present 
a  satisfactory  classification. 

TYPES  OF  BOILER  PLANTS 

Boiler  plants  for  the  purpose  of  this  discussion  may  be  divided 
into  four  general  classes,  as  follows:  First,  low-pressure  heating 
plants  of  one  or  two  smaller  boilers,  including  such  small  high- 
pressure  plants  of  similar  size  as  are  found  in  some  office  buildings 
and  factories  where  the  load  is  small  and  the  boiler  set  so  low  that  a 
satisfactory  stoker  installation  is  impossible  except  at  prohibitive 
expense;  second,  moderate-sized  plants  having  ample  boiler  capacity 
operating  at  moderate  ratings,  and  not  requiring  additional  capacity; 
^,  industrial  plants  of  large  and  moderate  size,  requiring  addi- 
tional boiler  capacity,  where  the  labor  may  be  materially  reduced 
by  stokers;  fourth,  central  stations  or  plants  having  the  character- 
Jstic  load  curve  of  such  stations. 

ADAPTABILITT  OP  STOKERS  TO  DIFFERENT  REQUIREMENTS 

In  the  first  class  of  plants  stokers  are  not,  as  a  rule,  adaptable 
^  low-pressure  boilers  because  of  the  fact  that  power  is  required  to 
^ve  the  stokers;  and  no  saving  in  labor  is  possible,  nor  can  stokers 
^^sually  be  installed  except  at  considerable  expense  for  changing  the 
l>oiler  setting  or  lowering  the  floor  to  secure  sufficient  height  or 
distance  between  fire  and  shell  or  tubes  of  boiler.  This  latter  con- 
dition also  applies  to  high-pressure  plants  of  similar  character. 

In  the  second  class  the  use  of  stokers  would  depend  on  the 
labor  and  coal  saving  possible.  The  load  conditions  and  the  coal 
available  will  determine  the  type  of  stoker.    For  steady,  moderate 
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loads  and  high-ash  coal  the  chain  grate  will  be  satisfactory;  for 
some  load  conditions  and  good  coal,  the  overfeed  type.  The  under- 
feed type  will  also  be  satisfactory  under  most  conditions,  particu- 
larly where  the  coal  is  likely  to  vary  in  quaUty  from  time  to  time. 

For  plants  falling  in  the  third  class,  the  forced-draft  underfeed 
stoker  will  generally  be  found  to  be  the  most  satisfactory  because  of 
its  great  flexibiUty,  overload  capacity  and  high  furnace  efficiency  over 
a  wide  capacity  range.  This  type  of  stoker  will  handle  practically 
all  coals  between  and  including  semi-anthracite  and  sub-bituminous 
with  an  ash  content  up  to  15  per  cent,  and,  except  for  high  continuous 
overloads,  20  per  cent. 

For  free-biuning  coal  of  higher  ash  content  than  20  per  cent,  the 
forced-draft  traveling  grate  would  be  a  satisfactory  equipment, 
assuming  that  adequate  provision  is  made  to  handle  the  ash. 

Central  stations  and  similar  plants  in  the  fourth  class  are  practi- 
cally forced  to  use  underfeed  stokers.  Because  of  the  low  load 
factor  of  such  plants  it  is  essential  that  the  stokers  be  able  to  force 
the  boilers  up  to  high  overloads  —  250  to  300  per  cent  of  their  rating 
for  the  comparatively  short  peak  loads.  It  is  also  necessary  at 
times  to  meet  extraordinary  loads  with  but  Uttle  warning,  and  for 
this  purpose  the  forced-draft  underfeed  stoker,  because  of  its  elas- 
ticity, is  not  equaled  by  any  other  stoker. 

Starting  from  a  banked  fire  with  an  imderfeed  stoker,  it  is  pos- 
sible to  bring  a  boiler  up  to  200  per  cent  of  rating  in  from  four  to 
six  minutes,  a  performance  not  possible  with  any  other  type  of 
stoker. 

Where  the  coal  has  a  high  ash  content  and  is  of  low  heating 
value,  it  may  be  advisable  to  use  traveling  grates  with  forced  draft. 
Sufficient  grate  surface  can  usually  be  provided  to  take  care  of  the 
required  overloads.  This  type  does  not  respond  as  quickly  as  the 
underfeed  type  to  sudden  load  changes,  but  where  peak  loads  occur 
at  certain  known  times  they  can  readily  meet  such  conditions. 

So  far  the  fuels  considered  have  been  those  between  and  including 
semi-anthracite  and  sub-bituminous. 

The  successful  use  of  mechanical  stokers  for  biu-ning  the  finer  or' 
steam  sizes  of  anthracite  is  a  comparatively  recent  development, 
and  the  writer  considers  himself  fortunate  in  having  been  closeljr 
associated  with  this  development.  These  fuels  and  coke  breeze 
are  now  burned  successfully  on  a  traveling-grate  stoker  with  forced 
draft.  This  stoker  is  the  development  of  the  work  and  experiments 
of  the  late  Eckley  B.  Coxe,  a  prominent  anthracite-coal  operator. 
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^NXany  boilers  equipped  with  these  stokers  and  burning  No.  3  buck- 
^^vlieat  coal  or  coke  breeze  are  being  operated  at  from  150  to  200 

cent  of  rating.  Because  of  the  cost  of.  the  equipment  it  is  not 
dually  advisable  to  install  in  small  plants  or  small  boilers  where 
only  moderate  loads  are  required. 

This  type  of  stoker  is  not  as  elastic  as  the  imderfeed,  but  is  more 
so  than  the  natural-draft  chain  grate.  It  would  probably  not  meet 
s&tisfactorily  the  conditions  of  violently  fluctuating  loads. 

Some  recent  experiments  on  this  stoker  have  indicated  the  possi- 
bility of  biuming  as  high  as  60  lb.  of  bituminous  coal  per  square  foot  of 
SX'SLte,  and  in  the  near  future  there  will  be  more  data  available  on 
the  burning  of  Illinois  coal  and  lignite  on  this  grate. 

In  existing  plants  among  the  principal  Umiting  conditions  foimd 
aine  the  setting  heights  of  boilers,  the  capacity  of  the  breechings  and 
st;acks,  the  overload  requirements,  the  kind  of  coal,  the  class  of 
l&bor  and  the  cost  of  the  installation,  and  the  foregoing  classification 
of  plants  is  only  an  attempt  to  generalize. 

Thomas  A.  Marsh.  The  two  general  classifications  of  fuel  from 
^hc  standpoint  of  adaptability  to  stokers  are:  (1)  coking  and  non- 
^oldng;  (2)  clinkering  or  non-clinkering.  Compared  with  these 
characteristics  all  other  properties  sink  into  insignificance,  as  every 
^^cperienced  fuel  burner  knows.  The  writer  would  therefore  discuss 
^l^c  stokers  suitable  for  each  of  these  classifications. 

Coking  coal  is  coal  whose  tars  fuse  at  a  temperature  below  their 

distillation  point,  resulting  in  binding  the  fuel  together  in  a  caked 

*^^^88.    Obviously,  such  a  fuel-bed  condition  must  either  not  be  al- 

^^"wed  to  occur  or  it  must  be  broken  up  soon  after  occurring.    Stokers 

^^Aitable  to  such  fuels  are  underfeeds,  inclined  stokers  similar  to 

'^^^urphy  stokers,  Roneys,  L-type  chain  grates.  Type  E  stokers. 

""Almost  all  such  fuels  are  found  east  of  Pittsburgh,  although  some 

^king  fuels  are  found  in  a  few  western  sections. 

Non-coking  coals  are  those  whose  tars  distill  oflF  at  a  tempera- 

below  their  fusing  point.    Such  coals  are,  therefore,  obviously 


-^^>ee-buming.    The  chain  grate  is  most  suited  to  these  coals.    The 


brmance  of  the  Commonwealth  Edison  Co.  of  Chicago  is  well- 
'•^own  and  striking  evidence  of  this  fact.    Such  fuels  comprise  most 
the  fuels  of  Ohio,  Illinois,  Indiana,  Iowa  and  in  general  all  coals 
^  of  Pittsburgh.    Those  types  of  stokers  which  do  not  agitate 
e  fuel  bed  give  best  results  when  the  coal  is  free-burning.    A 
^^  *^racteristic  of  such  stokers  is  the  minimum  of  operating  attention 
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necessary  and  the  imifonnity  of  results  obtainable  with  minimum 
attention.  Bituminous  coals  above  described  are  being  burned  to 
14  per  cent  COt  with  8  to  5  per  cent  ashpit  loss.  Combustion  rates 
are  from  30  to  50  per  sq.  ft.  per  hr.,  and  200  to  300  per  cent  rating 
is  now  common  practice,  with  efficiencies  of  from  72  to  77  per  cent. 
Clinkering  coals  are  'those  whose  ash  fuses  at  or  below  2500  deg. 
fahr.    Such  fuels  must  be  handled  on  stokers  which  clear  themselves 

TABLE  12     COALS  SUrTABLE  FOB  VARIOUS  TYPES  OP  BTOKEHS 


of  ash  continuously.  If  the  coal  in  question  is  a  coking  coal,  the 
fuel  bed  should  be  agitat«d.  If,  on  the  other  hand,  the  coal  is  free- 
bumii^,  the  fuel  bed  should  not  be  agitated,  as  this  simply  aggra- 
vates  the  clinker  trouble. 

The  work  of  the  late  J,  P.  Sparrow  has  been  particularly  helpful 
in  aiding  in  the  selection  of  suitable  coals  for  certain  stokers  where 
a  choice  of  coals  is  possible,  and  in  the  selection  of  suitable  stokers  for 
the  available  coal  where  a  coal  selection  is  not  possible.    Mr.  Spar- 
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row's  tabulation  of  a  variety  of  coals  as  presented  before  the  National 
!Electric  light  Association  in  1916  is  given  in  Table  12. 

The  ash  of  moet  of  the  middle-west  and  western  coals  fuses 
from  2000  to  2400  deg.  fahr.  and  some  as  low  as  1800  deg.  Clinker 
accumulations  must  be  avoided.  There  are  two  methods  of  doing 
1;fais.  One  is  not  to  make  the  clinker,  which  necessitates  that  the 
ash  be  kept  on  the  lower  stratum  of  the  fuel  bed  and  out  of  the 
lugh-temperature  sone;  the  fuel  bed  must  not  be  agitated.  The 
otlier  method  is  to  have  a  continuous  discharge  of  the  ash  from  the 
furnace. 

The  chain  grate,  which  embodies  both  of  these  principles  of 
keepng  the  ash  on  the  low-temperature  stratum  of  the  fuel  bed 
and  of  discbai^ing  the  ash  continuously  from  the  furnace,  is  suited 


^xa.  H    Chain-Gbati  SsiTiNa  for  LiaNiTEe  and  Hian-MoiaTniiE 
CoALfl,  7000  B.T.c, 

5**  coaJa  of  the  noriihern  interior,  eastern  interior.  Gulf,  western 
^'^terior,  southern  and  Rocky  Mountain  fields. 

Suitable  stokers  for  coal  that  cokes  and  also  clinkers  are  Green 
L"  type,  Murphy,  Model  and  Detroit. 

In  the  West  we  have  many  lignites  and  high-ash  coals  containing 
^oia  7000  to  9000  B.t.u.  In  localities  where  these  are  found  such  fuels 
**«  not  the  occasional  ones,  but  are  used  day  in  and  day  out.  These 
ooala  are  handled  very  well  on  chain  grates.  Figs.  14-16  show  some 
^  the  furnaces  used  for  such  fuels. 

f^.  14  shows  a  design  of  furnace  in  connection  with  a  B.  &  W. 
^*<^er  suitable  for  burning  low-^rade  coals.  This  furnace  was  used 
^th  Ignite  coals  having  an  analysis  as  follows: 

Moiatura 39.94  Fixed  carbon 26.44 

Vt^tOe  matter 30.95  Ash U.S6 

B.t.u.u  fired 7124 


342  ECONOMICAL    UBB  OF   FUEL 

This  very  low-grade  fuel  was  burned  at  a  combuetion  rate 
31  lb.  per  hour  per  sq.  ft.  of  grate  surface  and  developed  a  combiiK 
boiler  and  stoker  efficiency  of  71.3  per  cent. 

Figs.  15  and  16  show  the  types  of  furnaces  used  for  biu^ng  hig 
ash  coals.     A  typical  analysis  of  one  of  these  coals  is  as  follows : 

Moisture 14.92  Ash 26.38 

Volatile  matter 28.54  Sulphur 4.73 

Kited  carbon 31.16  B.t.u.  as  fired 8117 


Fia.  15    Chain-Grate  SemNa  fob  Hiob-Abh  Coals,  8000  B.t.u. 

I   ._  ...  I     ...1 


Fig.  16    Chain-Gbate  SBTnoa  for  Hioh-Asu  Coau,  8000  B.t.u. 

Furnaces  as  shown  in  Figs.  15  and  16  will  burn  such  coals  as  th 
at  efficiencies  from  72  to  75  per  cent  and  with  combustion  rates  ( 
35  to  40  lb.  per  hour  per  sq.  ft.  of  grate  surface. 

Suitable  stokers  for  free-burning  clinkering  coal  include  all  chai 
grates  and  traveling-bar  stokers.  The  ailment  in  favor  of  thi 
type  of  stoker  is  very  strong,  due  to  higher  operating  efficiencies 
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low  labor  cost  and  low  maintenance  cost  against  the  reverse  if  agi- 
i^ctting  stokers  are  selected. 

Suitable  stokers  for  coking,  non-clinkering  coals  are:    Under- 
feeds, "L"  type  chain  grates,  Murphy,  Model,  Detroit  and  similar 
Agitating  grates.    Such  coals  are  New  River,  Pocahontas  and  the 
l>etter-grade.  eastern  fuels. 

These  are  broad  classifications.  Local  operating  conditions  may 
occasionally  indicate  exceptions  to  these  selections. 

We  should  not  in  our  entire  discussion  of  this  problem  lose  sight 
of  the  conunercial  aspects  of  labor  saving,  ease  of  operation  and 
maintenance  of  furnaces  and  continuity  of  service  when  stokers  are 
Ufiing  unsuitable  fuels. 

Cabl  Smeblino.    The  hand-operated  stoker  is  now  installed  in 

^U  types  of  furnaces  and  almost  every  type  of  boiler  from  40  to  600 

tp.  in  one  imit,  and  to  the  extent  of  5000  hp.  in  one  fireroom.    This 

stoker  could  well  be  named  the  Ford  of  stokers,  or  more  closely 

tticknamed  the  "Jitney." 

I  have  no  reason  to  believe  that  the  hand  stoker  will  ever  be 
^<lopted  or  used  extensively  in  any  large  power  plant  or  central 
^^^«ttion,  but  believe  that  its  place  belongs  in  the  smaller  units  of 
'^^Xl  hp.  and  below.  These  stokers  are  now  in  use  under  oil  stills, 
tracking  furnaces  for  the  production  of  gasoUne,  and  acid  furnaces, 
in  concentration  furnaces,  hot-mill  and  annealing  furnaces. 

HAND-OPERATED   STOKERS 

The  principal  objects  of  this  stoker  are  to  obtain  a  more  uni- 

^^ersal  and  complete  combustion,  increasing  the  efficiency  of  the 

^^^oiler,  and  to  reduce  labor,  thus  eliminating  carelessness  on  the 

P^rt  of  the  fireman,  which  is  accomplished  in  doing  away  with  the 

^^eaning  of  fires  by  the  old  method,  and  by  the  coking  method  in 

^hich  the  feoal  is  piled  high  in  front  of  the  fire  doors. 

To  facilitate  the  advancing  of  fire,  crushing  of  clinkers  and  the 

'^''Maintaining  of  a  continuously  clean  fire,  it  is  necessary  that  the 

stoker  bars  rise  in  alternate  movement  to  a  perpendicular  position, 

ttius  crushing  the  clinkers  from  the  width  of  two  stoker  bars  to  the 

width  of  one  (or  from  12  in.  to  6  in.). 

To  prevent  the  loss  pf  coal  when  the  stoker  bar  is  in  a  perpen- 
dicular position,  the  bar  should  have  a  circular  shield  or  apron  which 
^^^^1868  the  space  between  the  bars  to  remain  constant.  This  shield 
should  be  p^f ectly  smooth,  without  holes  or  indentations,  to  prevent 
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clinkers  from  catching  or  binding,  thus  allowing  the  bars  to  fall  back 
in  their  original  position. 

Thus  sifting  out  the  ash  from  the  clinkers,  the  stoker  finally 
deposits  approximately  5  to  8  per  cent  of  the  total  ash  in  clinkers  at 
the  bridge  wall  on  the  dump  grate,  where  it  is  dropped  at  r^ular  in- 
tervals as  required.  If  red  coke  falls  through  the  grate,  it  is  an  indi- 
cation that  the  fireman  must  not  pull  the  levers  more  but  wait  until 
the  ashpit  again  looks  a  little  dark.  This  pulling  of  levers  as  a  rule 
requires  one  pull  of  each  lever  every  half-hour,  and  on  the  average 
coal  of  12  per  cent  ash  the  dump  grate  should  be  dropped  once  in  8 
hr.  After  continuing  this  operation,  it  is  possible  to  run  water-tube 
boilers  up  to  225  per  cent  rating  without  difficulty,  provided  sufficient 
stack  and  correct  flues  are  installed;  at  175  per  cent  rating  it  is  not 
unusual  to  obtain  72  per  cent  combined  efficiency  and  a  continuous 
high  CO2  of  an  average  of  13  per  cent. 

One  of  the  most  interesting  features  of  this  "Jitney"  stoker  is 
the  fact  that  the  first  cost  of  installation  is  very  low  compared  with 
the  saving  over  that  of  hand-fired  flat  or  shaking  grates. 

Robert  H.  Kuss  contributed  the  data  given  in  Table  13  on  the 
types  of  plants  and  quaUties  of  coal  for  which  stokers  of  different 
types  are  adapted. 

TABLE  13    COALS  AND  PLANTS  TO  WHICH  VARIOUS  STOKERS  ARE  ADAPTED 


Type  of  Stoker 


Traveling  crate. 

Underfeed,  Jonee 

Combuttion  Engrg.  Corp.,  Type  E 

Single  incline 

Double  incline 

Inclined  underfeed 


Mini- 

Mini- 

mum 

mum 

size  of 

plant, 

unit, 

hp. 

hp. 

200 

000 

150 

300 

150 

300 

200 

000 

200 

400 

500 

3000 

nseof 
unit,  hp. 


Beet  Coal 
Characteriatice 


600 

800 

250 

400 

350 

Any  larger 

aise 


High  volatile 

Medium  volatile 

Medium  volatile 

High  fixed  car- 
bon 
Medium  volatile 
High  fixed  car- 
bon 


Unfit  Goal 


Coking  and  low- 
ash 


fusing  ash 

High-ash,      low- 
fusing  ash 

Low-fusing  ash 

Low-losing  ash 
Low-fusing  ash 


P.  W.  Thomas.  The  stoker  is  restricted  to  a  coal  containing  aii. 
ash  which  it  will  scavenge  cleanly  and  without  injury  to  its  own  metal* 
This  brings  a  sharp  division  in  the  present  types  of  stokers.  Where 
the  coal  fluxes  its  ash  at  furnace  temperature,  a  chain  grate  will 
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iTariably  give  the  highest  operating  efficiency.  Where  the  ash 
content  is  under  5  per  cent  or  where  it  will  not  flux  at  a  temperature 
alx)ve  2600  d^.  fahr.,  other  types  of  stokers  will  give  the  same 
efficiency  if  properly  handled. 

The  limiting  factor  in  the  use  of  the  stoker  in  small  plants  is  the 
cost  of  labor.  ^ 

There  is  no  type  of  fuel  in  the  United  States.  Each  field  and  each 
coal-pioducing  district  has  absolutely  individual  fuel.  The  only 
comparison  by  analysis  of  the  various  fuels  must  be  that  analysis 
^wliich  shows,  in  addition  to  the  uisual  proximate  analysis,  the  quan- 
titative analysis  of  the  ash  and  its  fluxing  temperature.  Given 
these  figures,  it  is  a  matter  of  simple  calculation  to  know  which  of  the 
namy  stokers  will  perform  so  as -to  supply  the  greatest  percentage 
o^  heat  to  the  boiler. 

By  the  above  let  me  explain  that  two  bitmninous  coals  showing 
the  same  proximate  analysis  may  have  entirely  different  ash  contents, 
^iitirely  different  coking  properties  and  attendantly  different  com- 
bustion rates.    They  both  require  the  same  quantity  of  air  in  the 
<^onsimiption  of  a  poimd  of  coal,  but  no  device  will  cause  one  coal  to 
vmite  with  its  given  quantity  of  air  in  a  shorter  interval  of  time 
than  its  nature  allows.    The  flexibility  of  a  stoker,  then,  depends  on 
tow  many  pounds  of  coal  can  be  suppUed  with  the  proper  amount  of 
^  at  one  and  the  same  time.    Two  methods  are  open :  to  increase 
the  grate  surface,  or  thicken  the  fire  and  apply  the  forced  draft. 
In  the  latter  case  it  is  again  necessary  to  figiu^  the  fluxing  temperature 
of  the  ash  in  incandescent  coke. 

• 

Walter  E.  Bryan.  It  has  been  common  practice  with  Uli- 
Qois  fuel,  where  mechanical  stokers  are  desired,  to  use  chain  grates. 
These  give  very  satisfactory  results,  except  that  they  cannot  be 
forced  to  any  great  extent.  Underfeed  stokers  should  have  a  Uttle 
larger  size  of  coal,  and  also  coal  freer  from  impiuities  than  that  re- 
quired for  the  chain  grates.  Stokers  of  the  Westinghouse  type 
l^ve  recently  been  used  in  this  district  on  bituminous  screenings  with 
9^t  success. 

B-  J.  Denman.  The  chain-grate  stoker  is  best  adapted  to  coals 
containing  25  per  cent  or  more  of  ash,  due  to  the  faciUty  with  which 
^*  ^poees  of  tiie  refuse.  This  is  one  of  its  chief  advantages,  and  in 
Edition  to  this  it  is  one  of  the  cheapest  stokers  available,  and  un- 
doubtedly has  the  lowest  cost  of  maintenance.    From  the  operating 
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standpoint  the  chief  objections  to  the  chain-grate  stoker  are  its 
lack  of  responsiveness  and  the  fact  that  its  point  of  best  efficiency  is 
rather  sharply  marked,  dropping  ofif  somewhat  rapidly  at  overloads 
and  very  rapidly  at  light  loads.  With  proper  care^  good  efficiencies 
can  be  maintained  within  a  reasonable  range  of  capacity,  the  low 
percentage  of  CO2  which  is  obtained  in  most  plants  being  unneces- 
sary. The  chain-grate  stoker  is  practically  smokeless.  To  secure 
the  best  results  it  should  be  set  with  flat  coking  and  boiler  arches  of 
an  incUnation  and  length  to  best  suit  the  fuel  burned.  The  stoker 
is  suitable  for  non-coking  coals  only.  With  coking  coals  it  is  impos- 
sible to  get  reasonable  capacity,  and  the  ash  is  practically  pure  coke. 
Chain  grates  which  have  been  designed  to  bum  coking  coals  have 
not  been  found  to  be  successful. 

The  inclined  overfeed  type  of  stoker  has  the  advantage  of  reason- 
ably low  cost  but  the  disadvantage  of  high  maintenance.  Most 
stokers  of  this  type  require  frequent  poking  of  the  fires,  which  pro- 
duces considerable  smoke.  These  stokers  are  not  suitable  for  coals 
containing  over  15  per  cent  of  ash.  They  have  a  limited  range  of 
capacity,  but  are  quite  responsive  to  change  in  loads. 

The  inclined  underfeed  type  of  stoker  has  the  greatest  range  of 
capacity,  the  best  efficiency  of  any  stoker  available,  and  the  ad- 
ditional advantage  that  it  is  the  most  responsive  to  changes  in  load. 
Boilers  can  be  raised  from  banked  fire  to  steaming  at  the  rate  of  200 
per  cent  in  less  than  five  minutes.  This  type  of  stoker  has  an  un- 
usually flat  efficiency  curve,  with  a  high  efficiency  throughout  the 
range,  and  with  most  arrangements  of  settings  the  highest  efficiency 
is  at  light  loads.  This  applies  particularly  to  coal  averaging  about 
14,000  B.t.u.  and  from  6  to  8  per  cent  ash.  This  enables  a  plant 
having  evening  peaks  to  eUminate  the  carrying  of  banked  fires  to 
meet  the  peak  load,  as  it  is  possible  to  install  sufficient  stoker  capacity 
to  secure  a  boiler  rating  of  300  per  cent. 

The  chief  disadvantage  of  this  type  of  stoker  is  its  high  first 
cost,  but  this  is  offset  by  the  high  capacities  possible,  which  reduce 
the  boiler-room  investment.  It  is,  of  course,  undesirable  to  operate 
the  boilers  at  such  high  rating  except  for  short  periods,  and  for  plants 
having  no  short  peaks  it  would  be  uneconomical  to  put  in  sufficient 
stoker  capacity  to  obtain  these  peaks.  It  has  been  my  experience 
that  considerably  higher  combined  boiler  and  furnace  efficiency  can 
be  obtained  with  this  type  of  stoker  than  with  any  other  type,  and 
I  have  made  extensive  tests  with  chain-grate,  inclined  overfeed,  and 
incUned  underfeed  stokers.    This  stoker  is  suitable  for  coals  having 
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as  high  as  20  per  cent  ash,  but  with  coals  running  this  high  in  ash, 
and  with  heating  value  as  low  as  10,000  B.t.u.  per  lb.,  it  is  necessary  to 
arrange  dumping  sections  of  about  twice  the  length  normally  provided 
and  to  increase  the  height  of  the  stoker  sufficiently  beyond  the  amount 
usuafly  required,' if  very  high  rating  is  desired.  We  are  carrying 
loads  as  high  as  300  per  cent  rating  with  Illinois  coal  averaging  about 
10,500  B.t.u.,  with  15  per  cent  ash.  The  maintenance  of  this  type 
of  stoker  is  low  as  at  present  designed.  This  stoker  is  suitable  for 
either  coking  or  non-coking  coals. 

I  do  not  believe  the  size  of  the  plant  determines  whether  or  not 
a  stoker  should  be  used.  This  is  more  a  question  of  labor  conditions, 
load  factor  and  funds  available.  We  are  at  present  operating  a 
plant  containing  three  500-hp.  boilers,  hand-fired,  while  in  an  adjoin- 
uig  city  of  practically  the  same  size  we  found  it  advantageous  to 
install  stokers.  In  that  same  city  we  are  operating  a  gas  plant 
containing  two  200-hp.  boilers,  only  one  of  which  is  in  use  at  a  time, 
which  we  have  equipped  with  stokers. 

A.  H.  Blackburn.  For  the  large  electric-power  plants  with 
wide  ranges  of  coal,  and  the  larger  manufacturing  plants  with  boiler 
units  from  500  to  2500  hp.,  the  underfeed  gravity  and  underfeed 
direct-push,  self-cleaning  stokers  are  the  types  of  stokers  best  adap- 
ted, because  they  respond  most  quickly  to  the  varying  coals.  They 
will  show  high  efficiency  for  a  range  of  from  80  to  200  per  cent  of 
^ting.  They  will  raise  steam  from  no  load  to  200  per  cent  in  a  few 
'^utes  and  are  practically  smokeless.  They  will  successfully  burn 
Pennsylvania,  Maryland,  Virginia,  Ohio,  Kentucky  and  Michigan 
coals. 

The  chain  grates  show  best  results  when  working  at  a  steady 
load.  They  are  adapted  to  free-burning  coal  high  in  volatile  such 
as  the  coals  mined  in  the  Middle  West;  they  are  not  so  suitable  for 
the  coking  coals  having  high  fixed  carbon. 

The  overfeed,  inclined-grate  and  the  side-feed  stokers  are  adapted 
to  boilers  from  150  to  300  hp.,  and  obtain  their  best  economy  when 
working  from  80  to  100  per  cent  of  rating  and  are  not  suited  to  heavy 
overloads. 

The  underfeed  stokers  and  the  combination  of  underfeed  and  over- 
'^  stokers  are  suitable  for  boilers  from  150  to  500  hp.  and  show 
cxcellent  efficiencies  at  ratings  from  80  to  150  per  cent  and  can  be 
worked  up  to  loads  of  200  per  cent.  The  advantages  of  these  stokers 
^  the  rapidity  with  which  they  will  take  care  of  sudden  variations 
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• 

in  load,  the  average  good  efficiencies  obtained,  aD4  the  comparatively 
low  cost  of  repairs.  They  will  successfully  bum  coals  from  Illinois, 
Kentucky,  Ohio,  Pennsylvania,  Maryland,  West  Virginia,  Iowa  and 
Michigan.  For  internally  fired  Scotch  marine  boilers  and  internally 
fired  vertical  boilers  of  the  Manning  t3rpe  the  underfeed  stoker  has 
been  successfully  applied,  showing  results  of  10  per  cent  saving  over 
hand  firing. 

For  the  fair  grades  of  lignite  coals  of  the  West  the  underfeed 
stoker  is  being  used  with  considerable  success,  especially  when  the 
fuel  comes  directly  from  the  mine  and  before  it  dries  out,  by  running 
light  fires  and  rapid  combustion. 

As  to  the  limiting  factor  in  the  use  of  mechanical  stokers  in  small 
plants:  Stokers  can  be  applied  with  good  results  to  boilers  as  low  as 
100  hp.,  especially  when  there  is  only  one  man  employed  to  look  after 
the  boiler,  engine  and  other  apparatus  about  the  plant,  as  hoppers 
can  be  put  on  that  will  hold  an  hour's  supply  of  coal,  or  more;  the 
automatic  regulation  will  take  care  of  the  steam  or  combustion  rate 
while  the  attendant  is  looking  after  other  work. 

WILL  SUCCESSFULLY  BURN  QREEN  LIGNITE 

Stokers  have  too  often  been  applied  imder  unsuitable  conditions. 
Proper  consideration  has  not  been  given  to  combustion  space,  the 
size  of  the  unit  and  the  particular  design  of  the  boiler  to  which  the 
stoker  has  to  be  applied.  The  time  has  come  when  the  first  consider- 
ation must  be  given  to  proper  design  of  combustion  area  to  the  par- 
ticular quaUty  of  coal  to  be  burned,  and  to  the  installation  of  boiler 
and  stoker  designs  best  suited  to  this  condition. 

Wm.  M.  Pabk.  Most  of  my  experience  with  stokers  has  been 
with  the  chain  grate,  but  I  have  carefully  observed  the  oper- 
ation of  underfeed  stokers  for  periods  of  two  to  three  months  at  a 
time  in  several  different  plants  and  with  a  variety  of  coals.  The 
efforts  of  imderfeed  designers  recently  have  been  concentrated  on 
means  of  securing  continuous  ash  discharge,  which  is  an  inherent 
feature  of  the  chain  grate  and  not  recognized  by  the  earlier  designers. 
The  effort  along  this  line  has  met  with  fair  degree  of  success  in  burning 
low-ash  coals  having  high-fusing-temperature  ash. 

Conclusions  based  on  what  I  have  seen  limit  the  underfeed  stoker 
to  the  biuming  of  coals  containing  not  over  15  per  cent,  and  pre- 
ferably not  to  exceed  10  per  cent,  ash.  It  is  also  desirable  that  the 
ash  shall  not  fuse  at  a  temperature  below  2200  deg.    It  is  only 
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east  of  the  Ohio-PeimB^lvania  state  line  that  such  coals  are  obtained 
in  abundance  for  power-plant  purposes  without  special  treatment. 
West  of  that  line  the  purchaser  of  underfeed  stokers  should  be  pre- 
pared to  purchase  only  high  grades  and  consequently  higher-priced 
coals,  usually  held  for  domestic  and  locomotive  uses.  In  some  dis- 
tricts washed  coals  of  suitable  grade  are  available,  but  the  amount  is 
limited  and  the  price  generally  higher  than  crushed  run  of  mine 
from  the  same  source. 

While  the  above  conclusions  indicate  my  preference  for  stokers 
that  can  employ  relatively  thin  fires  and  an  imagitated  fuel  bed  for 
high-ash  coals,  I  do  not  feel  that  they  are  unadapted.to  burning  low- 
ash  fuels.  As  many  of  the  low-ash  coals  have  a  tendency  to  coke,  it 
is  desirable  that  the  stoker  have  provision  for  agitation  during  the 
eariy  stage  of  combustion  where  the  coke-forming  hydrocarbons  are 

TABLE  14    RELATIVE  CAPACTTY  AND  EFFICIENCY  OF  822.HP.  STIRLINO 

BOILER  WTIH  CHAIN  GRATE 


Per  Cent  of  Boiler  Rating  Deraloped 


80 
100 
120 
140 
160 
180 
300 
220 


Combined  Efficiency  of  Boiler,  Furnace  and 
Grate.  Per  Cent 


77.0 
77.4 
70.4 
76.3 
73.8 
72.0 
09.7 
07.0 


t^g  distilled.  After  this  stage  it  is  desirable  that  the  fuel  bed  be 
undisturbed  so  that  a  layer  of  ash  can  form  protection  to  the  metal 
P^  of  the  grate  surface. 

That  the  chain  grate  can  meet  these  specifications  satisfactorily 
^d  with  good  results  and  reasonable  maintenance  cost  is  indicated 
by  the  number  of  successful  installations  of  coking-coal  chain  grates 
now  in  operation  in  those  districts  which  receive  the  coals  of  Western 
Pennsylvania,  West  Virginia  and  Ohio.  Table  14  gives  figures  on 
"^  capacity  and  efliciency  obtained  in  tests  on  one  of  twenty  large 
nnits  installed  at  a  large  power  plant  in  western  Pennsylvania.  The 
boiler  is  an  822-hp.  StirUng  with  a  chain  grate  of  168  sq.  ft.  area  and 
*^®8igned  to  meet  the  above  specifications.  This  plant  ordinarily 
operates  with  natural  draft,  though  provision  is  made  for  forced 
^t  to  handle  peak  loads.  The  forced-draft  fans  are  driven  by 
steam  turbines  and  the  total  steam  used  by  the  fans  and  stokers 
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amounts  to  only  0.4  per  cent  of  the  steam  generated|whenJoperatin( 
at  rated  capacity. 

The  boilers  are  readily  operated  up  to  160  per  cent  rating  oi 
natural  draft  provided  by  a  stack  no  higher  than  would  be  requirec 
to  remove  the  gases  without  nuisance  were  the  plant  equipped  witi 
underfeed  stokers.  As  forced  draft  is  used  only  at  time  of  peak  load 
the  power  consimiption  of  fans  becomes  negligible  when  comparec 
with  the  average  output  of  the  boilers.  Therefore  Table  14  repre 
sents  practically  net  efficiencies  at  various  ratings  and  this  poin 
should  be  borne  in  mind  when  comparing  its  figures  with  any  test 
of  stokers  that  use  forced  draft  continuously.  The  generating  imi 
which  operates  at  the  highest  ''combined  efficiency  of  boiler,  fumao 
and  grate"  is  not  always  the  imit  which  produces  steam  at  tin 
lowest  unit  cost,  as  the  steam  consumption  of  draft  equipment  ma] 
reduce  the  net  efficiency  to  a  figure  three  or  four  per  cent  below  th< 
test-code  item  of  combined  efficiency. 

8    What  Experience  Have  You  Had  in  the  Use  of  Wood  as  Fudi 
To  What  Extent  Is  Wood  Available  as  a  Fudt 

Robert  H.  Kuss.  The  writer's  experience  includes  the  burning 
of  wood  refuse  coming  from  kiln-dried  manufacturing  operations  a 
both  hard  and  soft  wood  and  ''hog  stuff"  produced  at  logging  mill 
in  northern  Minnesota.  Kiln-dried  wood  refuse  when  burned  alon 
constitutes  no  particularly  difficult  problem.  If  a  sizable  proportioi 
is  sawdust  or  planer  shavings,  this  material  must  be  burned  in 
complete  firebrick  furnace,  the  fuel  being  introduced  by  gravity,  ac 
most  of  it  being  burned  in  suspension  with  very  Uttle  air  from  iM 
ashpit. 

Where  coal  and  wood  refuse  are  burned  together,  difficulty 
encountered  if  the  major  portion  of  the  fuel  is  sawdust.    Plana 
shavings  in  large  quantities  set  up  extremely  difficult  conditioc= 
In  any  event,  the  combination  of  fuels  must  be  burned  in  a  comply 
firebrick  furnace,  so  that  the  sawdust  portion  may  be  burned 
suspension. 

When  "hog  stuff"  is  produced  from  bark,  edgings,  etc.  (as  is  t> 
case  in  lumber-producing  mills),  it  is  best  burned  in  a  complete  fijx 
brick  furnace  where  the  fuel  is  introduced  so  as  to  form  cone  hes^j 
over  the  grate  surface,  very  Uttle  air  being  introduced  by  way  of  ti 
ashpit,  and  the  fire  being  most  brisk  at  the  grate  surface  around  tb- 
edges  of  the  cones. 
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Albert  A.  Cart.    I  have  had  to  handle  wood  as  a  fuel  under  a 
'nde  variety  of  conditions  which  have  called  for  different  construc- 
tions in  furnaces,  as  wood  from  a  lumber  camp,  where  undesirable 
tree  trunks,  boughs  and  branches  were  burned ;  in  saw  mills  where  the 
fuel  was  slabs,  edgings  and  sawdust;  in  wood-pulp  mills  where  the 
wrood  refuse  was  burned;  in  woodworking  establishments  where  the 
fxxel  was  the  refuse  from  the  saws,  planers  and  other  woodworking 
tools. 

It  must  be  remembered  that  fully  one-half  the  weight  of  the 

^<X)d  is  foimd  in  the  volatile  gases  passing  off  during  the  process  of 

c5c:>inbustion.    With  properly  designed  furnaces,  the  greater  part  of 

t  ifce  air  required  for  the  combustion  of  these  gases  can  be  made  to 

through  the  grates  and  fuel  bed,  where  they  become  warmed  to 

xh  an  extent  that  they  will  not  suppress  the  combustion  of  the 

portion  of  the  fuel  in  the  combustion  chamber.    An  ample 

id  well-designed  combustion  chamber  is  also  essential  to  obtain 

icient  results. 

Two  objections  commonly  offered  to  the  use  of  wood  fuel  are  the 

p^:*-0(luction  of  objectionable  smoke  and  danger  from  fire  due  to 

'^Jrning  firebrands  ejected  from  the  chimney.    With  a  properly 

^^3signed  and  operated  wood-burning  furnace,  however,  the  smoke 

^^jisance  can  be  so  reduced  as  hardly  to  constitute  a  nuisance,  and 

have  foimd  no  difficulty  in  stopping  the  trouble  from  sparks  and 

)t  cinders  by  using  cinder  screens  enclosing  the  top  of  the  chimney. 

HEATING   VALUE   OF  WOOD   FUEL 

In  the  boiler-test  code  of  the  Society  we  have  been  instructed  to 
^^^gard  1  lb.  of  wood  as  equivalent  to  0.4  lb.  of  coal;  or,  in  other  words, 
^  lb.  of  wood  are  equivalent  to  1  lb.  of  coal. 

The  value  of  dry  wood  used  as  a  fuel  may  be  slightly  greater  or 

^nsiderably  less  than  this  equivalent  of  bituminous  coal,  according  to 

design  of  the  furnace  used  and  the  manner  in  which  the  fire  bed 

id  its  air  supply  are  handled.    The  percentage  of  moisture  carried 

^^^■ciaterially  affects  the  heating  value  of  wood  fuel,  and  therefore  it  is 

"^^ost  desirable  to  have  the  wood  as  dry  as  possible. 

Wet  fuel,  however,  must  often  be  used,  and  I  have  burned  pulp- 
"^ood  chips  or  shavings  nmning  as  high  as  30  to  40  per  cent  in  moisture. 
Such  very  wet  wood  fuel  must  be  l>urned  in  a  reverberatory  furnace 
"^th  a  heavy  bed  of  burning  fuel  maintained,  to  dry  the  moist  wood 
^pidly  as  it  is  fed  continuously  into  the  furnace. 
^'    I  Newly  cut  wood  contains  a  large  percentage  of  moisture,  which 
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varies  in  the  different  varieties  of  wood,  but  from  one-third  to  one- 
half  of  this  moisture  will  disappear  if  the  wood  is  air-dried  from 
six  to  twelve  months. 

EXAMPLES  OF  SUCCESSFUL  WOOD-BURNING  FURNACES 

In  burning  forest  wood  such  as  trunks,  boughs  and  branches,  I 
have  found  that  much  better  results  could  be  obtained  with  a  wide 
furnace  than  with  a  long,  narrow  furnace  in  which  wood  is  charged 
lengthwise  through  a  front  opening.  With  the  long  furnace  it  is 
difficult  to  maintain  a  good  level  fuel  bed  and  have  the  grates  evenly 
covered.  I  have  obtained  the  best  results  for  such  fuel  with  a  fur- 
nace about  5  ft.  wide  and  7  ft.  deep.  This  had  a  charging  door, 
running  across  the  width  of  the  furnace  and  about  12  in.  high,  which 
lifted  vertically  above  the  dead  plate  along  the  outer  face  of  the  front 
wall,  being  counterweighted  and  properly  balanced;  this  door  was 
perforated  with  a  number  of  J-in.  holes  to  admit  and  evenly  dis- 
tribute small  streams  of  air  over  the  fire  bed. 

The  cut  lumber  was  piled  in  front  of  the  door  so  that  it  lay  length- 
wise, running  from  one  side  wall  to  the  other.  When  the  door  was 
lifted  the  lumber,  thus  arranged,  was  pushed  over  the  dead  plate  on 
to  a  grid  of  sloping  grate  bars  dropping  downward  at  an  angle  of 
about  30  deg.  At  the  lower  end  of  these  sloping  grates  and  about 
18  in.  from  the  bridge  wall,  I  arranged  another  grid  of  sloping  bars, 
dropping  down  from  the  bridge  wall  at  an  angle  of  45  deg.,  thus 
forming  a  V-shaped  grate  surface  having  a  long  and  short  leg. 

With  this  arrangement  the  lumber  was  rolled  or  shoved  down  the 
bars  from  the  dead  plate  in  such  a  manner  as  to  maintain  a  fairly 
thick  and  more  or  less  compact  fire  bed  over  the  lowest  position 
formed  by  these  sloping  grates,  and  very  little  difficulty  was  found 
in  keeping  the  upper  end  of  the  grates  (nearest  to  the  d9or)  covered 
with  fuel.  The  charging  door  was  kept  open  for  the  shortest  possible 
time. 

I  designed  and  installed  some  very  successful  furnaces,  built  on 
the  same  general  Unes,  for  a  large  manufacturer  of  wooden  cars,  near 
Buffalo.  The  grates  (under  water-tube  boilers)  were  placed  a  short 
distance  above  the  floor  level,  thus  obtaining  a  very  high  combustion 
chamber.  An  ashpit  was  excavated  about  24  in.  below  the  floor 
level  with  a  trench  along  the  outer  face  of  the  boiler  fronts  through 
which  air  entered.  This  trench  was  covered  with  removable  plates 
in  front  of  each  of  the  large  lifting  charging  doors  to  permit  easy 
cleaning  of  the*ashpits. 
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The  refuse  from  the  woodworking  shops  was  deUvered  to  the 
boiler  room  through  chutes  and  consisted  of  large  and  small  pieces, 
chips,  shavings  and  sawdust.  The  fireman  pUed  the  refuse  in  front  of 
the  upward-sUding  doors,  which  were  balanced  in  order  to  operate 
easily.  When  the  doors  were  opened  the  fuel  was  shoved  in  quickly 
upon  the  large  flat  grate  surface  and  the  doors  immediately  closed. 
Two  boilers,  of  about  200  hp.  each,  were  operated  in  this  manner 
most  successfully. 

In  another  woodworking  shop  in  the  West,  manufactiuing  fur- 
niture, I  supervised  the  installation  of  another  form  of  wood-burn- 
ing furnace  placed  imder  water-tube  boilers. 

Here  the  boilers  were  set  very  high  above  the  grate  surface  and 
the  wood  refuse  was  continuously  spouted  down  tube-like  pipes, 
shooting  into  the  furnace  directly  through  the  boiler  fronts  and 
landing  upon  the  fuel  bed  below.  A  supplementary  fire  of  coal  was 
obtained  upon  the  grates,  and  thus  the  plant  obtained  an  ample 
supply  of  steam. 

I  do  not  know  who  was  the  designer  of  this  system,  but  I  protested 

^&^ixist  its  installation  on  account  of  danger  from  fire  rimning  back 

along  the  wood-convejdng  spouts.    About  two  years  afterwards  this 

plant  burned  and  there  was  some  question  raised  as  to  whether  or  not 

the  cause  was  due  to  this  system  of  feeding  wood  refuse  to  the  furnace. 

I  have  designed  and  supervised  the  installation  of  several  different 

fornag  of  extension  furnaces  for  burning  wood  refuse,  which  have 

9ven  satisfaction.    Some  of  these  have  their  fuel  charged  through 

^P  openings  in  the  covering  arch,  above  the  grate  bars.    The  prin- 

cipal 'defect  in  this  type  of  furnace  is  the  pyramiding  of  the  fuel  on 

the  grates  directly  below  the  stoke  holes.    This  can  be  overcome  to 

*  Wge  extent  by  building  up  a  grate  construction  under  the  stoke 

lilies,  shaped  hke  a  pjrramid.    This  insured  a  good  penetration  of  air 

throughout  the  entire  fuel  bed  and  did  away  largely  with  the  poking 

necessary  to  free  up  the  other  form  of  fuel  bed. 

GRATELESS   FURNACE   FOR  WOOD   BURNING 

One  of  the  most  successful  forms  of  wood-burning  furnaces  for 
woodworking  shops  that  I  have  installed  is  a  grateless  furnace  similar 
in  its  general  form  to  the  well-known  beehive  type  of  coke  oven. 
It  is  circular  in  shape,  with  a  semi-spherical,  dome-Uke  cover  over  the 
^P'  I  owe  my  first  conception  of  this  type  of  furnace  to  my  friend, 
the  late  F.  W.  Edwards,  of  the  Standard  Oil  Company,  who  was 
deeply  interested  in  the  study  of  furnace  equipments. 
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In  this  furnace  the  refuse  wood  is  first  run  through  a  disintegrator, 
consisting  of  a  disk  having  heavy  knives  inserted  near  the  circum- 
ference of  one  of  its  faces.  This  disk  is  revolved  at  a  high  rate  of 
speed  inside  of  a  casing,  the  larger  pieces  of  wood  refuse  being  fed 
into  the  disk  chamber. 

Thus  the  size  of  the  wood  is  reduced  until  it  is  small  enough  to  be 
carried  by  an  air  blast  through  conducting  tubes.  The  ends  of 
these  conveying  tubes  terminate  in  a  centrifugal  separator  head, 
where  the  greater  part  of  the  air  used  for  flotation  is  discharged. 
The  wood  refuse  is  then  dropped  through  a  tube  from  the  bottom  of 
the  separator,  accompanied  by  air  under  sufficient  pressure  to  project 
the  fuel  into  the  furnace. 

The  wood  passes  into  the  furnace  in  a  tangential  direction,  which 
causes  it  to  travel  around  the  circular  face  of  the  round  furnace, 
and  with  the  very  high  temperature  maintained  the  wood  ignites 
and  bums  very  rapidly,  somewhat  after  the  manner  in  which  pul- 
verized coal  is  burned. 

An  opening,  running  in  a  normal  or  radial  direction  out  of  one 
side  of  the  circular  furnace,  carries  the  burning  gases  directly  into 
the  firebox  chambers  of  adjoining  boiler  settings. 

A  slowly  burning  fire  bed  of  coal  is  maintained  upon  the  grate 
bars  of  the  boiler  furnace  and  the  combustible  gases  bum  rapidly 
above  this  coal  fire  bed,  without  smoke  production,  and  by  this  means 
the  most  efficient  results  are  obtained  from  the  wood  refuse. 

In  case  the  supply  of  wood  refuse  gives  out,  a  damper  is  closed 
between  the  wood  furnace  and  the  boiler  furnace  and  the  boilers  are 
operated  in  the  regular  manner  with  coal. 

I  have  designed  several  variations  in  the  construction  of  this 
type  of  furnace  and  in  one  case  I  fed  wet  spent  licorice  root  down 
through  the  top  of  the  furnace  while  op)erating  the  furnace  proper 
in  the  way  described  above,  with  wood  refuse  from  a  large  neighbor- 
ing box  shop. 

A.  G.  Christie.  At  a  recent  meeting  of  the  Baltimore  Section 
of  the  Society,  Mr.  Henry  Adams  stated  that  he  had  burned  wood  on 
several  occasions  in  furnaces  designed  to  use  soft  coal  and  had  ob- 
tained satisfactory  results.  However,  only  about  60  per  cent  of 
the  rated  boiler  capacity  could  be  obtained  under  average  con- 
ditions. Another  local  member  stated  that  he  had  found  it  advisable 
to  lower  the  bridge  walls  when  using  wood  in  furnaces  designed  for 
coal. 
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9    What  Coal  Economies  Can  Be  Effected  in  Residence  Heating? 

Frank  T.  Chapman.    According  to  good  authority,  approxi- 

^tiAtely  120,000,000  tons  (2000-lb.)  of  coal  is  the  present  rate  of  use 

f^Gi'  yesLT  for  domestic  purposes  in  the  United  States.    No  accurate 

^cjoi-d  exists  to  indicate  what  proportion  of  this  coal  is  used  for  resi- 

^oxice-heating    purposes,    but    probably    at    least    two-thirds,    or 

^O,  000,000  tons,  of  this  amount  is  used  for  what  might  be  broadly 

^t^^^^d  as  residence  heating. 

T"lie  possible  saving  in  coal  used  for  residence  heating  may  be 
^^"'vici^ci  into  five  principal  items  as  follows: 

elimination  of  Heating  for  Unnecessary  Rooms  and  Buildings: 
^  Shutting  heat  off  from  rooms  not  actually  needed 
i  Closing  of  large  residences  where  heating  requirement  is 
imreasonable  for  number  of  occupants  or  the  rearrange- 
ment of  heating  equipment  in  order  to  heat  only  the 
portion  of  house  actually  needed  for  occupancy.     (This 
item  should  represent  a  saving  of  at  least  10  per  cent.) 
ower  Temperature  Maintained  in  Homes: 
A  5-deg.  lower  average  than  past  practice  would  save  about 
10  per  cent  of  the  fuel  requirement, 
observance  of  Practical  Methods  of  Reducing  Preventable 
Heat  Losses: 

Insulation  of  cellar  piping,  heater  or  other  sources  of  heat  loss 
«  Prevention  of  undue  leakage  at  windows  and  doors, 
conomical  Operation  of  Heating  Apparatus: 
The  keeping  of  gas  passages  of  heaters  clean.     (By  far  the 
most  vital  factor  and  the  most  important  to  emphasize.) 
Proper  draft  regulation 
Sifting  ashes  where  they  contain  fuel  value 
The  study  and  appUcation  of  available  war  coal-saving 
rules.     (This  item  No.  4   should   represent  a  possible 
saving  of  20  per  cent.) 
le  Use  Where  Available  of  Substitutes  for  Coal  as  Fuel,  such 
^s  natural  gas,  kerosene  oi|,  fuel  oil,  wood,  peat. 

^.  "^^  ^Ximmary  of  these  possible  savings  totals  a  proportion  of  about 

^  ^^x*   cent  of  the  coal  now  used  for  residence  heating.    For  prac- 

\,v^sW.  oaJculation  let  us  assume  that  one-half  this  proportion,  or  25 

^^  ^^Ut  of  the  saving,  can  actually  be  effected,  provided  proper  means 

^  >iaed  to  inspire,  educate  and  require  the  pubUc  to  take  a  more 

V^^f^iUd  interest  in  conserving  coal.    Based  upon  80,000,000  tons, 
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25  per  cept  would  mean  a  saving  of  20,000,000  tons  in  residence- 
heating  work,  to  which  could  undoubtedly  be  added  a  goodly  percent- 
age of  coal  now  used  for  domestic  cooking  and  hot-water  service,  by 
increased  economy  in  its  use  and  by  a  more  extensive  substitution  of 
other  fuels  for  cooking. 

The  practical  possible  saving  on  all  domestic  uses  of  coal  would, 
therefore,  appear  to  lie  somewhere  between  20  and  30  million  tons. 
It  is  important  to  note  that  in  this  25  per  cent  saving  only  10  per 
cent  is  figured  as  secured  from  "economy  of  operation,"  the  remain- 
der being  mainly  by  elimination  and  lower  maintained  temperatures. 

Having  visuaUzed  the  first  two  phases  of  the  subject  in  question, 
we  come  to  the  third  phase,  viz.,  the  method  of  procedure  that  will 
bring  about  the  greatest  conservation.  This  phase  is  only  indirectly 
covered  by  the  original  subject  but  is  the  vital  factor  which  governs 
the  proportion  of  the  possible  economies  that  can  be  effected. 

An  active  educational  program  with  punch  and  compulsion  in  it, 
as  well  as  an  appeal  to  patriotism,  is  required,  and  such  a  program 
must  necessarily  be  based  upon  a  plan  of  regulation  and  limitation 
of  coal  supply  calculated  upon  quantities  requiring  economy.  Only 
by  such  means  can  the  average  householder  be  aroused  and  impressed 
with  the  fact  that  if  he  does  not  study  and  apply  the  conservation 
rules,  his  negUgence  will  react  upon  the  comfort  of  his  own  family. 
He  will  run  short  of  coal,  while  his  neighbor  who  has  observed  the 
rules  will  have  sufiScient  for  his  needs. 

Information  accumulated  leads  to  the  statement  that  a  sufficiently 
consistent  plan  of  apportioning  coal  for  residence  heating,  cooking 
and  hot-water  service  by  regulation  and  limitation,  can  be  secured 
to  make  the  enforcement  practical. 

SAVING   COAL   IN   HOT-AIR   FURNACES 

C.  R.  Mueller.^  In  a  residence  of  six  rooms  an  estimated 
saving  of  30  per  cent  of  the  coal  was  made  last  winter  without  any 
radical  changes  in  the  heating  system.  The  installation  consisted  of 
an  ordinary  hot-air  furnace  using  recirculated  air.  The  means  by 
which  this  saving  was  effected  may  be  applied  to  practically  all  types 
of  hot-air  furnaces,  to  obtain  as  good  and  even  better  results. 

One  way  of  saving  coal  was  to  employ  the  alternate  method  ol 
firing  for  the  various  poor  grades  of  bituminous  coal  available.  In- 
stead of  being  spread  over  the  whole  surface,  fresh  charges  of  coal 
were  thrown  on  one  side  of  the  fire  only.    The  r^  coals  left  exposed 

*  Detroit,  Mich. 
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on  the  other  side  ignited  the  gases  distilled  from  the  green  coal, 

hereby  saving  the  heat  which  ordinarily  would  have  been  wasted  up 

tlM.e  stack,  in  the  form  of  unbumed  gas.    Smoking  was  reduced  and 

usual  explosion,  which  occurred  just  after  firing,  was  prevented. 

The  fuel  saving  was  further  increased  by  lowering  the  room  tem- 

ture  below  that  required  for  comfort  in  ordinary  residences.    In 

ences  where  the  humidity  averages  20  per  cent  or  less,  during 

Seating  season  it  is  not  comfortable  unless  the  room  temperature 

least  74  deg.    By  maintaining  a  relative  humidity  of  40  per 

a  temperature  of  68  deg.  was  foimd  comfortable.    In  order  to 

this  high  humidity  it  was  necessary  to  substitute  for  the  regular 

r  container  pans  with  twice  the  evaporating  surface,  and  set 

close  to  the  firepot.    The  pans  were  kept  full  by  means  of  a 

valve  connected  to  the  city  water  service.    Since  the  amount  of 

r  evaporated  was  comparatively  small,  the  coal  consumed  in 

way  was  neglected  in  the  following  example. 

e  calculation  of  the  saving  which  resulted  by  operating  at  the 

r  temperature  is  based  on  the  fact  that  the  heat  loss  of  a  house  is 

ly  proportional  to  the  difference  in  temperature  between  the  in- 

and  outside  air.    For  the  city  of  Detroit  the  average  outdoor 

:K)erature  during  the  heating  season  is  37  deg.    The  difference 

een  the  inside  and  outside  temperatures  is  31  deg.  for  a  house  at 

eg.,  and  37  deg.  for  one  at  74  deg.    The  saving,  then,  by  the 

brtable  house  with  40  per  cent  humidity  over  the  comfortable 

with  20  per  cent  humidity  is  (37  deg.  —  31  deg.)/37  deg.  or 

er  cent. 

n  addition  to  this  economy  there  is,  due  to  the  increased  humidity, 

susceptibiUty  to  colds  and  other  pleural  ailments. 

^^E^circulating  the  air  in  a  residence  instead  of  drawing  fresh  air 

outdoors  results  in  a  saving  of  coal,  since  less  heat  is  expended 

arming  the  inside  air  through  the  smaller  temperature  range. 

«gard  to  the  healthfulness  of  recirculation,  it  can  be  no  more 

^ted  to  than  in  the  case  of  steam-heated  dwellings,  which  have 

articular  fresh-air  inlet.    Moreover,  the  air  which  leaks  out  of 

^*racks  aroimd  the  doors  and  windows  is  generally  sufficient  to 

ly  many  times  more  than  the  amount  required  for  breathing. 

e  sluggish  circulation  encountered  in  the  large  majority  of 

cs  due  to  the  poorly  designed  air  ducts,  results  in  a  high  stack 

^^^^X^rature  with  its  consequent  waste  of  heat.    A  vigorous  flow  of 

^^  ^TOund  the  firepot  and  gas  passages  is  necessary  to  take  away  this 

*^^^^   and  carry  it  to  the  rooms  above.    Good  combustion  being 
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maintained,  the  greatest  saving  of  heat  occurs  when  the  stack  tem- 
perature is  reduced  to  the  minimum  required  for  draft.  The  writer 
made  his  largest  saving  during  the  past  winter  by  using  a  12-in. 
electric  desk  fan  in  the  recirculating  duct  leading  to  the  furnace.  The 
fan  was  operated  about  fourteen  hours  daily,  forcing  twice  as  much 
air  through  the  furnace  as  would  have  flowed  naturally. 

Several  tests  were  made  under  various  conditions,  in  all  of  which 
the  superiority  of  forced  circulation  was  obvious.  In  two  consecutive 
24-hr.  tests,  run  to  determine  the  economy  of  forced  circulation,  the 
results  in  Table  15  were  obtained. 

Reducing  the  coal  consumption  for  the  conditions  of  the  first 
test  to  those  of  the  second  based  on  the  ratio  of  temperature  differ- 
ence, we  have  106.5  X  (60/47)  =  136  lb.    The  coal  saving  was  then 


TABLE  15    TESTS  OF  HOT-AIR 

FURNACES 

Kind  of  Circulation 

Test  No.  1 

Tht  No.  2 

Natural 

Forced 

Duration,  hours 

24 

47 
300 
106.5 

24> 

Average  temperatures,  de«.  fahr. 
Total  lb.  ooal  fired 

difference,  inside  and  out- 
side  

stack 

60 
205 

78 

1  The  fan  was  run  only  17  hr.  of  the  24  hr.  of  the  test. 


136  —  78  =  68  lb.,  which,  at  i  cent  per  lb.,  amomits  to  29  cents. 
The  cost  of  fan  current  at  about  i  cent  per  hour,  or  4  cents  for 
the  test,  makes  the  net  daily  saving  25  cents.  The  saving  of  coal 
expressed  as  a  percentage  was  100  (136  —  78)/136  =  42,6  per 
cent. 

The  few  published  results  available  on  the  performances  of 
hot-air  furnaces  with  forced  circulation  seem  to  agree  to  the  extent 
that  the  efficiency  is  increased  from  5  to  50  per  cent  by  the  use  of  a  fan. 

The  means  of  saving  coal  in  hot-air  furnaces  may  be  s^mmiaiised 
thus: 

a  Alternate  method  of  firing 

b  Maintenance  of  a  room  temperature  of  68  deg.  with  hu- 
midity of  40  per  cent 
c  Recirculation  of  air 
d  Reduction  of  stack  temperature  by  forced  circulation. 
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Philip  J.  Savage.^    Probably  the  best  method  of  recommendmg 

possible  economies  in  residence  heating  is  to  summarize  briefly 

some  observations  and  experiences  extending  over  a  period  of  six 

J^e&is  and  made  in  connection  with  the  operation  of  a  warm-air 

Senerator  of  well-known  make,  installed  in  a  ten-room  solid-brick 

'■'^sidence  with  average  general  exposure.    Anthracite  fuel  was  used 

^exclusively. 

Coal  in  each  of  the  following  forms  has  been  given  a  full  heating 

I's  trial:  egg  size  alone,  egg  and  stove  size  mixed  in  equal  por- 

i,  and  stove  size  alone.    Experience  indicates  that  the  stove 

or  smaller  coal  produces  a  more  compact  fire  bed,  and  has  the 

^^•cl^vantage  of  uniformity  of  burning  rate,  causing  less  loss  in  the  ashes. 

was  no  appreciable  loss  of  imbumed  coal  through  the  grates 

the  stove  size  and,Sn  a  furnace  of  proper  size,  it  produces  flexi- 

l>ility  and  burning  speed  sufficient  for  severe  weather.    Incidentally, 

"the  cost  per  ton  is  lower  for  the  smaller  size. 

The  proper  method  of  operating  the  grate  shakers  or  revolvers 

should  be  carefully  studied  and  the  furnace  maker's  instructions 

^oedy  followed.    Great  economies  are  possible  here,  in  the  lack  of 

^a^te  in  the  ashes.    The  variation  in  practice  with  identical  apparatus 

^  remarkable. 

The  necessity  for  a  check  damper  in  the  smoke  pipe,  for  purposes  of 
economy,  is  obvious.  The  smoke  pipe  and  its  connection  to  the 
^^tiixnney  should  be  free  of  air  leaks,  as  the  draft-checking  effect  may 
necessitate  opening,  more  or  less,  the  damper  in  the  direct  draft, 
^hich  in  most  furnaces  is  designed  to  cause  the  hot  products  of  com- 
P^i3tion  to  bypass  this  damper  section  and  flow  through  heat-absorb- 
I'^S  chambers  before  admission,  indirectly,  to  the  smoke  pipe.  In 
^^^  residence  referred  to,  the  damper  in  the  direct-draft  path  is  left 
^^  tihe  closed  position  at  all  times  of  normal  operation,  except  when 
tti^  fire  is  being  shaken  down  and  when  coal  is  being  added. 

The  prevention  of  air  leakage  at  fireplace  or  grate  openings  by 

ii^eaDs  of  dampers  or  folding  screens,  at  night  and  at  other  times  when 

™^  ventilating  effect  is  not  necessary,  is  also  valuable  as  a  heat  saver. 

^eans  should  be  improvised  to  prevent  the  all-night  loss  of  heat 

^lux)ugh  the  open  windows  of  bedrooms  whose  doors  are  left  open, 

for  various  reasons,  to  the  rest  of  the  house.    Stairways  can  often 

^  more  or  less  completely  blocked  —  by  the  use  of  a  suitable  folding 

screen,  for  example.    In  the  residence  in  question,  the  morning  tem- 

P^^'sture  of  the  downstairs  Uving  rooms  has  been  raised  from  around 

'  The  Detroit  Edison  Company,  Detroit,  Mich. 
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60  deg.  to  68  or  70  deg.  by  means  of  a  screen  placed  nightly  on  a 
stairway,  which  effectively  prevents  the  convection  losses. 

Relatively  large  areas  of  window  and  door  exposure  should  be 
checked  up  very  closely,  as  heat  losses  of  great  magnitude  are  oc- 
casioned by  this  means.  The  installation  of  weather  strips  on  one  door, 
and  of  storm  windows  on  four  large  windows  with  severe  exposure, 
in  the  residence  referred  to,  effected  very  marked  improvement. 

The  question  of  humidity  does  not  seem  to  receive  enough  at- 
tention. The  water  pan  in  most  of  the  hot-air  installations,  when 
present  at  all,  is  placed  in  the  cold-air  intake  where  the  moisture 
absorption  is  almost  negUgible;  and  in  installations  of  the  hot-water 
or  steam  systems  provision  is  seldom  made  for  humidif3ring.  At  a 
nominal  cost  an  efficient  and  automatic  hiunidif3dng  system  can  be 
installed  in  a  hot-air  furnace,  with  water  pan  in  the  dome  above  the 
firepot,  where  the  moisture  absorption  is  naturally  greatest.  Water 
pans,  with  some  sort  of  simple  wick  arrangement  to  assist  evaporation, 
placed  beside  the  hot-air  registers  or  over  steam  or  hot-water  radiators 
are  appreciably  helpful.  In  the  installation  imder  observation,  a 
water  pan  in  the  air  dome  of  the  hot-air  furnace  and  three  pans,  each 
with  wick  arrangement,  placed  beside  floor  registers,  have  increased 
the  relative  humidity  during  normal  winter  weather  from  an  aver- 
age of  under  30  per  cent  to  an  average  of  about  45  per  cent.  An 
evaporation  of  over  five  gallons  per  day  was  secured. 

By  means  of  the  changes  above  enumerated  in  equipment  and 
method  of  operation  the  coal  consumption  in  the  residence  referred 
to  has  been  reduced  from  an  established  average  of  16  tons  per 
winter  of  average  severity  to  12  tons.  The  expense  involved  for 
the  double  windows,  weather  strips  on  a  door,  a  new  indoor  air  feed 
to  the  furnace  and  the  humidif3dng  apparatus  was  $50,  and  it  has 
been  an  exceedingly  profitable  investment,  aside  from  the  added 
comfort  obtained. 

Robert  H.  Kuss.  The  writer  has  found  success  when  using 
bituminous  coal  of  the  noti-coking  variety  (Illinois  or  Indiana, 
prepared  sizes)  by  employing  the  following  methods: 

1  Attempt  to  operate  throughout  the  heating  season  with  the 
same  height  of  refuse  and  live-coal  level,  this  being  two  or  three 
inches  above  the  level  of  the  bottom  of  the  charging-door  opening  in 
the  usual  equipment. 

2  Prepare  for  a  new  firing  by  crowding  the  Uve  coal  to  the 
place  nearest  the  firepot-chamber  gas  outlet.    If  the  gases  rise 
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vertiically  over  the  entire  firepot  area,  there  is  no  choice  in  the 


r. 

Charge  the  green  coal  into  the  depression — which  should  ex- 
down  to  the  refuse,  thus  permitting  no  contact  with  live  fuel 
pt  on  the  surface  nearest  the  placement  of  the  Uve  coal. 

4  Regulate  adjustments  in  draft  for  the  period  of  a  day's  run 
^3^    means  of  the  check  damper;  regulate  the  maximum  and  mini- 
heat  delivery  (depending  upon  the  severity  of  the  season) 

xneans  of  the  chimney  damper.    In  other  words,  the  check  damper 
t;]ie  daily,  and  the  chimney  damper  the  seasldnal,  draft  appUance. 

5  Admit  very  Uttle  air  over  the  fire. 

6  As  the  demands  for  greater  or  less  heat  deUvery  occur,  vary 
thickness  of  the  refuse  from  3  in.  for  greatest  requirements  to 

a  small  live-c6al  area  about  6  in.  deep  for  mildest  weather. 

7  To  facilitate  refuse  removal  from  the  place  of  greatest  accumu- 
ion,  disconnect  the  bars  of  the  other  grate  sections  from  the 

lever. 

8  Shake  grates  very  moderately. 
The  results  obtained,  as  compared  with  usual  practice,  are- as 

*^oUcws: 

a  Decidedly  less  combustible  ia  the  refuse 

b  Decidedly  less  cUnkering 

c  Decidedly  less  soot  formation 

d  More  uniform  heat  deUvery 

e  Substantial  economy  increases  in  mild  weather. 

ECONOMICAL  FIRING  OF  HOUSE-HEATING  BOILERS 

Donald  B.  Prentice.    The   annual   domestic   coal   consumpr 
^^On  of.  the  United  States  is  estimated  to  be  1.1  tons  per  capita  of 
^tal  population,  and  to  be  1.4  tons  per  capita  of  those  Uving  in . 
*^Uilding8  heated  by  coal.    These  figures  place  the  annual  consump:' 
^^On  for  heating,  excluding  exhaust-steam  installations,  at  110,000,000 
7^X18,  including  all  grades  of  coal.    If  the  average  efficiency  secured  : 
^^  boilers,  furnaces  and  stoves  can  be  raised  from  45  to  55  per  cent,  . 
^^r  example,  the  same  heating  results  will  be  produced  with  90,000,000 
^ns.    This  reduction  of  20,000,000  tons  would  decrease  shipments 
^y  nearly  500,000  carloads,  with  an  additional  saving  of  fuel  on 
the  railroads.    Under  the  present  circumstances,  of  course,  these 
20,000,000  tons  would  be  shipped  as  usual  and  diverted  to  industries,; 
^here  the  need  is  severe,  making  an  important  contribution  to  re- 
lieve the  industrial  shortage.  .i 
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Many  residences  are  equipped  with  hot-water  heating  plants. 
A  disadvantage  of  this  system  is  the  cooling  of  the  large  body  of 
water  during  the  night,  and  the  consequent  losses  due  to  forced 
combustion  in  the  morning,  when  an  effort  is  made  to  raise  the 
water  temperature  rapidly.  The  greatest  cooUng  effect  is  felt  in 
bedrooms,  especially  in  children's  rooms  where  windows  are  often 
open  for  twelve  hours  or  more.  All  hot-water  radiator  valves  when 
closed  permit  enough  circulation  to  prevent  freezing,  which  is  neces- 
sary, but  this  circulation,  unfortunately,  is  enough  to  reduce  the 
temperature  of  the  water  in  the  entire  system.  The  writer  has 
found  that  closing  bedroom  radiator  valves  and  then  carefully 
wrapping  the  radiators  with  blankets  will  keep  the  temperature*  of 
the  water  in  the  system  at  least  60  deg.  higher  than  it  will  be  if  the 
radiators  are  exposed  to  window  drafts.  If  the  water  is  at  140  deg. 
instead  of  at  80  deg.  in  the  morning,  fuel  is  saved  and  the  living 
rooms  are  more  comfortable. 

On  new  installations  with  sectional  boilers  it  is  possible  to  have 
two  distinct  water  systems,  one  for  the  living-room  floor  and  one  for 
other  floors.  This  arrangement  keeps  the  Uving-room  circuit  warm 
over  night.  It  involves,  however,  considerably  more  piping  and 
therefore  adds  to  the  cost. 

The  coefficient  of  heat  loss  from  glass  is  four  times  that  for  the 
ordinary  residence  wall.  If  shades  are  drawn  completely  down  after 
dark  at  all  windows  on  the  first  floor  and  at  all  windows  except  those 
in  bedrooms  on  other  floors,  and  left  down  imtil  morning,  very  valu- 
able dead-air  spaces  are  added  to  the  glass  areas,  reducing  the  heat 
loss  perhaps  50  per  cent.  This  procedure  also  checks  window  leak- 
age to  some  extent.  Although  Uving-room  shades  are  usually  drawn, 
the  number  of  imshaded  windows  in  most  houses  is  surprising. 
Window  shades  are  important  factors  in  residence  heating  in  another 
respect — the  shutting  out  of  sunUght.  Part  of  the  heating  require- 
ments of  a  residence  can  be  met  for  many  hours  on  sunny  days  by 
allowing  the  interior  furnishings  to  absorb  the  radiant  heat  of  the 
sun  to  the  greatest  extent  possible. 

A  means  of  saving  fuel  in  the  furnace  itself,  which  is  not  men- 
tioned as  often  as  it  should  be,  is  the  use  of  small  sizes  of  coal.  It 
is  quite  practicable  to  bum  anthracite  as  fine  as  No.  1  buckwheat 
on  the  ordinary  shaking  and  dumping  grate  by  canying  the  fire  on 
a  bed  of  ashes,  provided  there  is  sufficient  draft,  which  is  usually  true. 
This  small  coal,  although  higher  in  ash,  can  deUver  as  many  heat 
units  per  pound  as  the  larger  sizes  for  three  reasons:    (1)  For  the 
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same  weight  the  coal  has  greater  surface  on  which  carbon  oxidation 
c&n  take  plEice,  which  insures  complete  combustion;  (2)  the  air 
passes  through  the  fuel  bed  in  Ene  streams  and  against  enough  re- 
sistance to  keep  the  excess  oxygen  in  the  flue  gas  at  a  moderate 
imount;  (3)  the  fire  tends  to  spread  over  the  whole  grate  quickly 
and  without  manipulation,  which  eliminates  dead  spots  and  pre- 
late air  leaks.  These  statements  are  not  merely  expressions  of 
opinion,  but  concluaiong  from  numerous  tests. 

L.  W.  EaaLBBTON.i  The  average  rate  of  combustion  in  house- 
heating  boilers  is  about  30  per  cent  of  the  rated  capacity  of  the  boiler. 
-Most  boilers  develop  their  highest  efiBciency  at  their  rated  capacityj 


**  *«.  17    pRiNCiPLB  OP  CoNSTRPcnoN  OP  Rbvebtible-Flub  Housb- 
Heatino  Boiler 

^^_^^  ^O  secure  the  most  economical  results  the  boiler  should  have  its 

j^^^^t  efficiency  at  from  40  to  60  per  cent  of  its  load.    All  boilers 

Stied  for  ascending  gas  travel  are  moat  eflScient  at  high  rates  of 

^**>'ustion;  imder  low  rates  of  combustion  there  is  not  sufficient 

L  .***ne  of  gases  to  fill  all  of  the  flue  space.    The  gases  pass  to  the 

***tiey  by  the  shortest  route  without  giving  up  all  of  their  available 

a     T'lie  most  modem  boiler  construction  is  designed  with  a  revertible 

^  travel,  forcing  the  gases  from  their  natural  course.     This  feature 

^"iperly  applied  to  a  boiler  leaves  no  short  cut  for  the  gases  to  escape 

^  the  chimney.    The  floating  effect  of  the  gases  while  trying  to 

'^siBt  the  power  of  the  chimney  on  their  downward  travel  causes 

'  Mftnagar,  Bales  Engmeering  Dept.,  American  Radiator  Co.,  Chicago,  111. 
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them  to  presB  against  the  heating  eui  faces  of  the  boiler  and  give  up 
their  available  heat  under  all  rates  of  combustion.  This  principle 
of  construction  is  shown  in  Fig.  17. 

Fig.  18  shows  two  efficiency  curves.  The  lower  curve  shows  the 
efficiency  of  a  boiler  with  ascending  gas  travel.  Its  highest  efficiency 
is  at  catalog  rating.  The  upper  curve  indicates  the  efficiency  of  the 
revertible  flue  boiler,  its  greatest  efficiency  occurring  at  50  per  cent  of 
catalog  rating. 

An  important  step  in  connection  with  a  steam  boiler  is  to  free  the 
system  from  oil  and  grease.  Oily  substances  on  the  surface  of  the 
water  in  the  boiler  oEfer  resistance  to  the  generation  of  steam,  produc- 
ing an  unsteady  water  line  in  the  boiler  and  resulting  in  a  wet- 


steam  supply  to  the  heating  system.  It  has  been  frequently  d 
atrated  that  a  greasy  condition  in  a  boiler  has  increased  the  fuel  con- 
sumption more  than  25  per  cent,  and,  unless  the  boiler  is  thoroughly 
cleaned  after  the  plant  is  installed,  the  grease  and  oil  will  remain  in 
the  system  indefinitely. 

The  most  economical  control  for  house-heating  boilers  is  effected 
by  allowing  the  greatest  possible  amount  of  the  draft  tension  on  the 
boiler  at  all  times.  The  fire  should  be  regulate<i  by  the  draft  door 
located  in  the  ashpit.  This  door  should  be  adjut^ted  so  that  the 
maximum  results  can  be  obtained  with  the  smallest  possible  amoimt 
of  opening.  With  this  control,  excess  air  is  prevented  and  good 
result^  ^re  obtained  at  all  rates  of  combustion.     A  great  many 
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operators  imagine  that  by  closing  the  choke  damper  in  the  smoke 
hood  they  prevent  the  heat  from  escaping  up  the  chimney.  This 
practice,  however,  decomposes  the  fuel  without  giving  off  its  avail- 
able heat. 

It  is  very  important  that  the  boiler  should  be  made  airtight  so 
that  the  air  for  combustion  enters  the  draft-inlet  door.  Thermo- 
static control,  properly  connected  to  the  draft  dampers,  effects  a 
great  saving  in  fuel  and  gives  a  more  uniform  heat. 

It  has  been  demonstrated  by  actual  practice  that  this  method  of 
ofJeration,  compared  with  the  average  manner  of  operation,  will 
result  in  a  great  saving  of  fuel. 

HEAT-LOSSES   IN   RESIDENCES 

P.  J.  Dougherty.^    At  least  5  tons  of  coal  per  year  are  wasted 

^  the  average  10-room  residence  due  to  excess  air  leakage  through 

loose-fitting  jambs,  windows  and  doors.    Assuming  a  clearance  of 

tV  in.  aroimd  the  windows  ^nd  doors,  the  total  area  of  such  openings  is 

®<iual  to  that  of  a  24-in.  pipe.    Allowing  one-half  of  this  area  for 

*^  infiltration,  at  least  40,000  cu.  ft.  of  cold  air  per  hour  enters  the 

building,  while  9000  cu.  ft.  per  hour  is  ample  for  a  family  of  five.    In 

«ero  weather  it  requires  about  5  lb.  of  extra  coal  per  hour  to  heat 

^^^is  large  amoimt  of  excess  air. 

The  heat  loss  through  an  8i-in.  brick  wall  and  plaster  is  1.8 

*^*tties  as  much  as  through  a  13-in.  brick  wall  furred  and  plastered; 

^^  twice  as  much  as  through  a  17}-in.  brick  wall  furred  and  plastered. 

^    frame  construction  the  heat  loss  through  a  wall  consisting  of 

_  ^Pboard,  studded  and  plastered,  is  1.4  times  that  through  clapboard, 

ir,  studding  and  plaster;  or  1.9  times  that  through  clapboard, 

T,  sheathing,  studding  and  plaster.     It  is  quite  evident  that  a 

V^ioious  use  of  building  paper  and  interlocking  metal  weather  strips 

^^*I  be  highly  instrumental  in  reducing  coal  bills. 

the  next  important  leak  to  be  stopped  is  the  excessive  escape 

,  ^     the  chimney  of  unconsumed  gases  such  as  carbon  monoxide, 

^^rogen,  hydrocarbons  and  carbon.    The  fuel  bed  itself  acts  prin- 

-.^^^Uy  as  a  gas  producer.    About  one-half  of  the  heat  energy  of  the 

^^l   passes  into  the  combustion  space  in  the  form  of  combustible 

^^^^s.    Unless  the  combustion  conditions  within  the  heater  are  right, 

*^^Se  unconsumed  gases  carry  nearly  half  the  heat  value  of  the  coal 

^P  the  chimney  as  a  dead  loss,  irrespective  of  how  low  the  smoke- 

^^Pe  temperature  may  be.     A  high  combustion  temperature,  not  less 

*  International  Heater  Co.,  Utica,  N.  Y. 
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than  1000  deg.  fahr.,  is  absolutely  essential  to  produce  economic  com- 
bustion. Invariably  a  low  combustion  temperature  accompanies  a 
weak  draft. 

A  weak  draft,  improper  firing  or  faulty  heater  design  are  the 
u&ual  causes  of  high  coal  bills  because  of  imfavorable  combustion 
conditions  within  the  heater.  The  strength  of  a  natural  draft  de- 
pends primarily  upon  the  average  temperature  of  the  gases  within 
the  chimney,  which  should  range  from  300  deg.  to  500  deg.  fahr., 
depending  upon  the  height  of  the  chimney.  Because  of  excessive 
leakage  of  cold  air  into  the  average  chimney,  and  the  maximum  chill- 
ing effect  due  to  the  usual  4-in.  chimney  walls,  it  is  no  unconmion 
condition  to  have  the  flue  gases  chilled  from  800  deg.  to  200  deg.  fahr. 
in  passing  from  the  bottom  to  the  top  of  the  chimney.  This  con- 
dition gives  an  average  stack  temperature  of  500  deg.  fahr.,  the 
requirement  for  the  average  low  outside  chimney  35  ft.  or  less  in 
height.  A  properly  designed  heater  will  therefore  permit  the  gases 
to  escape  to  the  stack  at  from  400  to  800- deg.  fahr.  in  order  to  main- 
tain the  required  temperature  in  the  chimney. 

Leaky  chimneys  are  the  bane  of  a  heating  engineer's  existence. 
A  heater  cannot  deliver  heat  to  the  system  unless  the  draft  is  strong 
enough  to  first  generate  the  heat  from  the  fuel.  A  weak  draft 
changes  a  heater  from  a  heat  producer  to  a  gas  producer.  The  com- 
bustible gases  escaping  up  the  chimney  unburnt  are  the  same  gases 
that  are  purchased  from  the  gas  companies  for  cooking  and  lighting. 
A  large  saving  in  fuel  and  loss  by  fire  could  readily  be  accomplished 
if  the  Board  of  Underwriters  as  well  as  city  ordinances  and  archi- 
tects should  demand  a  smoke  test  to  prove  a  chinmey  tight  before 
accepting  it,  as  is  the  case  in  testing  all  plumbing  and  electrical 
installations  before  acceptance. 

STRONG  DRAFT  PROPERLY  CONTROLLED  THE  BEST  FUEL 

ECONOMIZER 

A  strong  draft  properly  controlled  is  the  best  fuel  economizer  on 
the  market.  In  the  average  residence  the  available  draft  at  the  smoke 
damper  should  be  about  0.2  in.  of  water.  A  sensitive  draft  gage  of 
the  Ellison  type  with  a  15-to-l  ratio  should  be  part  of  the  equipment 
of  every  heater.  No  house  owner  can  intelligently  regulate  the  draft 
without  a  sensitive  draft  gage. 

A  strong  draft  not  only  saves  coal  by  producing  a  high  combustion 
temperature  to  burn  the  combustion  gases,  but  it  materially  in- 
creases the  effectiveness  of  the  heating  surface  of  the  heater.    The 
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heatmg  surface  of  the  combustion  chamber  will  absorb  2}  times  as 
much  heat  when  the  combustion  temperature  is  1350  deg.  fahr.  as 
when  at  050  deg.,  the  steam  or  water  against  the  heating  surface  being 
at  212  deg.  High  combustion  temperature  is  far  more  important 
than  low  stack  temperature  in  burning  fuel  economically.  It  is 
far  more  economical  to  permit  20  per  cent  of  the  fuel  energy  to  pass 
into  the  chimney  as  high  stack  temperature  in  order  to  produce  the 
necessary  draft,  than  to  suffer  the  loss  of  40  per  cent  of  the  fuel  en- 
ergy in  the  form  of  unconsumed  gases  due  to  a  low  stack  temperature. 
Excess  air  passing  through  the  heater  is  a  frequent  cause  of  high 
coal  bills.  A  thin  fire  on  the  grates,  12  in.  or  less,  or  a  strong  draft 
iniproperly  controlled  are  the  principal  causes  of  heat  loss  through 
excess  air  as  indicated  by  a  low  percentage  of  COa  (from  5  to  10  per 
cent)  in  the  flue  gases. 

A  deep  bed  of  fire  and  ash  on  the  grates  at  all  times,  from  16  to 

%  in.,  will  materially  reduce  the  heat  loss  due  to  excess  air.    Excess 

AU*  produces  such  a  chilling  and  deceiving  effect  that  more  actual 

heat  units  escape  from  a  heater  whose  flue  gases  show  a  temperature 

®'only  300  deg.  fahr.  and  5  per  cent  COj,  than  escape  from  a  heater 

'^iose  flue  gases  show  a  temperature  of  800  deg.  fahr.  and  15  per 

^*  CQ,.    The  former  condition  represents  19.6  per  cent  of  the  heat 

^'  the  fuel,  while  the  latter  with  its  high  stack  temperature  and  low 

^^^^88  air  represents  o.nly  18.5  per  cent  of  the  heat  units  passing  up 

«e  stitck  as  sensible  heat. 

, .  ^-  J.  Denman  (written).  The  greatest  saving  in  districts  using 
itunxinous  coal  for  residence  heating  is  to  be  obtained  by  encour- 
f&^  tihe  use  of  coke.  In  most  residence  heaters  the  volatile  matter 
^  distilled  off  without  being  consimied,  due  to  the  general  practice 
Oi  fillip  up  the  furnace  in  endeavoring  to  cut  down  the  frequency  of 
™^-  This  can  be  avoided  by  advocating  frequent  and  light  firing 
^^l,  or  by  the  use  of  anthracite  coal  or  coke.  The  use  of  thermo- 
stats f-Qj  residence  heating  is  very  desirable,  and  would  result  in  a 
^^^^*ial  saving  of  fuel  in  the  average  house. 

.^*   E.  Van  Bebgen.    Fuel  may  be  saved  in  residence  heating  by 

^^K    the  smaller  sizes  of  anthracite  coal  such  as  pea  and  No.  1 

ouckrv^lig^lj^    These  can  be  used  by  careful  handUng  of  grates,  taking 

^^  ^t  all  times  to  keep  some  ashes  on  or  over  the  grates,  to  prevent 

^^^  ^txibH  coal  from  falling  through  grates. 

^o  not  shake  or  dump  the  grates  roughly,  and  if  coal  begins  to  run 
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through  grates,  stop  it  by  pushing  down  enough  coal  with  poker  to 
plug  the  hole. 

Walter  E.  Bryan.  Waste  in  residence  heating  is  due,  to  a 
great  extent,  to  ignorance  of  proper  methods  of  handling  heating 
apparatus.  I  have  found  that  when  it  is  not  necessary  to  push  the 
fire  hard,  the  most  economical  results  are  obtained  by  keeping  the 
ashpit  door  and  firing  door  (including  the  slide)  tightly  closed  and 
opening  the  damper  in  the  smoke  pipe,  which  allows  air  from  the 
outside  to  enter.  The  keeping  of  the  fire  door  tightly  closed  may 
result  in  a  little  smoking  immediately  after  firing,  but  it  also  results 
in  a  more  even  temperature  and  prevents  cold  air  from  being  drawn  in 
over  the  fire. 

L.  B.  McMillan.  A  great  many  excellent  suggestions  have 
been  made  regarding  savings  which  can  be  effected  by  improved 
firing  methods,  heating  fewer  rooms,  and  by  the  emplo3rment  of 
lower  temperatures  balanced  to  some  extent  by  higher  humidity 
which  tends  to  make  conditions  more  comfortable  eveh  if  the  room 
temperature  is  not  up  to  normal.  These  help  to  reduce  the  amount  of 
heat  required,  while  other  no  less  important  means  make  better  use  of 
the  heat  supplied. 

It  is  desirable  to  keep  in  the  rooms  as  much  of  the  heat  as  possible. 
This  of  course  is  affected  a  great  deal  by  the  construction  of  the 
building  and  the  insulating  value  of  its  walls,  etc.  Special  window 
stripping  of  various  kinds  has  been  devised  to  prevent  air  leakage 
around  windows  and  doors,  and  stopping  this  leakage  results  in  an 
important  saving.  The  loss  of  heat  through  windows  can  be  pre- 
vented to  a  large  degree  by  the  use  of  storm  windows. 

Frequently  the  heating  pipes,  boilers,  water  heaters,  etc.,  in  the 
basement  of  a  building  are  either  not  insulated  or  only  insufficiently 
insulated.  The  reason  often  given  is  that  a  certain  amount  of  heat 
must  be  supplied  to  the  basement  to  prevent  freezing  of  water 
pipes.  While  this  is  true,  the  heat  given  off  from  the  smoke  pipe, 
in  addition  to  other  unpreventable  losses,  should  be  sufficient  to 
prevent  freezing  if  the  basement  is  reasonably  tight. 

10    What  Coal  Economies  Can  Be  Effected  in  the  Small  Steam 
Plants? 

E.  H.  Kearney^     In  order  to  bring  about  the  best  possible 
efficiency  in  the  plant,  the  operating  engineer  should,  figuratively 
^  Supt.  of  Bldgs.,  John  Hancock  Mutual  Life  Ins.  Co.,  Boeton,  Maas. 
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speaking,  ''camp"  in  the  boiler  room.    Not  a  single  detail  of  its  oper- 
ating conditions  should  escape  his  personal  attention  —  methods 
o(  firing,  condition  of  fires,  leaks  in  settings,  adjustment  of  draft, 
temperature  of  feedwater  and  condition  of  feed  pumps  are  but  a  few  of 
the  many  things  which  should  engross  his  attention.     In  short, 
the  engineer  does  well  who  keeps  constantly  in  mind  the  truth  of  the 
old  adage,  "If  you  want  a  good  job  done,  take  pains  to  do  it  your- 
self." 

For  several  years  preceding  the  war  period  there  was  a  growing 
tendency  upon  the  part  of  owners  and  engineers  of  medium-sized 
plants  to  install  apparatus  in  the  boiler  room  by  which  a  closer  check 
could  be  had  upon  fuel  consumed,  water  evaporated,  quality  and 
temperature  of  gases,  etc.  Larger  plants  were  equipped  with  these 
aids  to  economy  as  a  matter  of  course,  and  the  beneficial  results 
which  attended  the  operation  of  these  more  modern  sjrstems  had  set 
a  worthy  example  for  less  pretentious  plants  to  follow. 

If  increasing  scarcity  and  cost  of  fuiel  had  been  the  only  factors 
to  be  dealt  with^  it  is  easily  seen  that  firms  dealing  in  scientific  power- 
plant  apparatus  would  have  been  swamped  with  orders.  Had  prices 
Mid  delivery  remained  a  fixed  quantity,  there  would  have  been  a 
scramble  on  the  part  of  engineers  of  smaller  plants  to  obtain  apparatus 
which  during  the  24-hour  period  would  enact  the  part  of  watch  dogs  of 
the  coal  pile.  But  while  war  conditions  brought  about  a  scarcity  and 
s^^^g  price  of  fuel,  they  also  affected  the  apparatus  manufacturer 
iQ  like  degree,  with  the  result  that  the  modest  plant  owner  found 
"i^^lf  between  two  fires:  either  to  install  checking  apparatus  at  a 
tremendously  increased  cost,  provided  he  could  secure  it  at  all,  or 
to  continue  under  the  old  order  of  things  by  obtaining  the  best  re- 
sults possible  with  what  he  had  in  hand.  Right  here  is  presented  a 
problem  for  the  plant  owner  who  is  interested  not  only  in  the  matter 
of  his  own  fuel  costs,  but  in  the  larger  scheme  of  national  fuel  saving 
as  well. 

There  is  no  question  but  that  many  plants  which  are  now  being 
operated  without  adequate  provision  for  bookkeeping  and  cost 
checkmg  could  make  a  decided  improvement  in  the  appearance  of 
the  monthly  balance  sheet  without  the  expenditure  of  extravagant 
sums.  It  should  be  the  ambition  of  every  power-plant  owner  and 
^guieer  to- ascertain  beyond  reasonable  doubt,  through  the  medium 
of  practical  expert  advice  if  necessary,  whether  or  not  his  plant  is 
"^  operated  under  conditions  which  square  with  good  practice. 

deduced  to  its  lowest  terms,  the  whole  fuel  problem  as  far  as  we 
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engineers  are  concerned  is  just  this:  Voluntary  fuel  saving  there 
shoidd  be;  if  not,  compulsory  conservation  there  must  be.  We  as 
engineers  must  accept  as  a  duty  our  share  in  the  great  task  which 
now  confronts  the  nation. 

D.  C.  Faber.^  The  possibiUty  of  improvement  in  boiler-room 
equipment  and  firing  methods  in  small  steam  plants  was  very  for- 
cibly impressed  upon  engineers  connected  with  the  fuel-conservation 
work  done  in  Iowa  under  the  direction  of  the  Fuel  Administration 
last  winter.  In  connection  with  this  work,  combustion  conditions 
were  investigated  in  about  one  thousand  small  steam  plants  for  the 
purpose  of  determining  what  could  be  done  to  improve  boiler-room 
efficiency.  While  it  is  not  possible  to  enumerate  here  the  conditions 
found,  there  are  a  number  of  faults  which  are  conmion  to  most  plants 
of  this  type.  In  many  of  these  plants  the  firemen  have  other  duties 
which  take  them  away  from  the  boiler  room  for  a  great  part  of  the 
time,  so  that  firing  instead  of  being  a  principal  duty  becomes  merely 
an  incidental  one.  Under  such  conditions  the  firemen  usually  do 
about  all  that  is  expected  of  them,  which  is  to  shovel  enough  coal 
from  the  pile  into  the  furnace  to  keep  up  steam,  regardless  of  how  or 
when  this  is  done,  so  that  carrying  too  thick  a  fire,  fixing  too  large 
quantities  at  one  time,  and  failure  to  regulate  fire  with  damper  in 
uptake  are  common  faults.  Air  leaks  in  boiler  settings,  bare  steam 
pipes  and  failure  to  remove  soot  and  scale  at  frequent  intervals 
account  for  a  large  percentage  of  the  fuel  losses  in  such  plants. 

Many  of  these  faults  can  be  done  away  with  only  through  edu- 
cation of  owners  and  operators.  Right  now,  on  accoimt  of  the 
general  interest  in  fuel  economy,  is  the  time  to  start  such  educational 
work.  Supervision  under  direction  of  the  Fuel  Administration 
could  well  be  a  part  of  such  educational  work.  Results  can  be 
seciu-ed  now  in  the  small  steam  plants  which  would  be  impossible 
under  other  circumstances. 

Geo.  H.  Diman.  One  of  the  best  ways  to  save  coal  is  to  save 
the  heat  units.  This  can  be  done  in  many  ways.  First,  be  careful 
not  to  have  the  rooms  in  the  manufacturing  plants  overheated. 
Do  not  allow  steam  on  in  rooms  with  windows  open.  This  summer, 
see  that  all  the  window  frames  are  properly  pointed  so  as-  to  admit 
no  cold  air.  If  operating  dyehouses,  utilize  all  the  available  heat 
units  in  the  dyehouse  and  finishing  departments. 

1  Consulting  Engineer,  U.  S.  Fuel  Administration,  Des  Moines,  Iowa. 
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Xet  me  illustrate  what  I  mean.    In  one  of  our  large  mills,  some 
zxB  agO|  the  dyeing  and  finishing  departments  got  behind  with 
work.    In  order  to  get  the  goods  into  the  market  we  stopped 
mill,  rimning  nothing  but  the  dyeing  and  finishing  departments, 
n  the  mill  was  running  full  we  used  about  6000  hp.  and  burned 
tons  of  coal  per  week.    This  power  was  generated  by  two  pairs 
ross-compoimd  engines,  sacrificing  on  the  vacumn  and  keeping 
discharge  water  in  the  condensers  at  110  deg.    All  this  water 
stored  in  the  finishing  department  in  tanks  for  washing  the  goods, 
pie  engine  of  2400  hp.  furnished  exhaust  steam  for  use  in  dyeing, 
^hen  we  ran  two  weeks  with  only  the  dyehouse  and  finishing 
we  used  direct  steam  and  ran  only  one  engine.     It  took  275  hp. 
""^im  the  shafting  of  the  dyehouse,  and  we  burned  775  tons  of  coal 
week. 

t  will  be  seen  that  in  the  first  case,  where  the  heat  units  were 
zed  as  far  as  possible,  we  got  6000  hp. ;  while  in  the  other  case, 
Tie  direct  steam  was  used,  we  got  only  275  hp.  and  burned  three- 
3rters  as  much  coal  as  before. 


ci 


J.  Denman.  It  is  our  belief  that  even  in  large  plants,  in- 
dent attention  is  paid  to  intelligent  operation  of  the  various 
and  engine  units.  Efficiency  curves  of  boilers,  engines  and 
ines  should  be  made,  and  the  units  operated  at  their  most  effi- 
'%  point.  Great  savings  are  possible  in  many  plants  if  this  is  done. 
ne  point  frequently  overlooked  is  the  temperature  of  the  hot- 
in  condensing  units.  The  amount  of  circulating  water  pumped 
be  varied  with  the  temperature  of  the  circulating  water,  and 
'temperature  of  the  hotwell  kept  as  near  that  corresponding  to 
"vacuum  as  possible,  to  reduce  the  heat  loss  to  the  circulating 
r. 


^       -^V..  G.  Christie.    This  question  was  discussed  informally  at  one 
^=^6  meetings  of  the  Baltimore  Section  last  winter.    It  was  pointed 
^fchat  inefficiency  in  small  plants  was  generally  due  to  the  foUow- 


oui.ti 


Practically  all  horizontal  return  tubular  boilers  in  the  Balti- 

distriot  have  been  set  too  close  to  the  grates,  owing  to  the  fact 

a  local  concern  cast  boiler  fronts  from  a  pattern  which  allowed 

,      ^^  about  20  in.  between  boiler  and  grate  surface.    This  has  been 

^  ^^^ased  in  several  cases  to  6  ft.  with  decidedly  satisfactory  results. 

^  Air  infiltration  through  cracks  in  the  setting 


372  ECONOMICAL  USE  OF  FUEL 

c  Failure  to  keep  the  heating  surfaces  clean 

d  Improper  firing  methods 
It  was  pointed  out  that  economies  could  be  secured  by: 

a  Offering  a  bonus  for  coal  saved 

b  Keeping  careful  records  of  coal  used  and  posting  these 

c  Providing  a  sufficiently  large  combustion  space  over  the  grates 

d  Insisting  on  clean  tubes 

e  Using  prepared  mixtures  to  make  the  setting  airtight.  Several 
are  on  the  market.  The  settings  must  be  inspected  periodically  to 
see  that  they  are  kept  tight 

/  EUmination  of  steam  leaks  through  joints,  faulty  traps,  etc. 

Carl  J.  Fletcher.  The  question  as  to  coal  economies  that 
can  be  effected  in  small  steam  plants  in  the  aggregate  is  one  of  the 
most  important  questions  asked.  The  fuel  cost  in  these  plants  is 
too  small  to  permit  the  proper  expert  supervision  and  the  possibility 
of  saving  much  greater  than  in  the  larger  plants.  After  an  ex- 
amination of  a  great  many  small  plants,  I  have  two  suggestions  to 
offer  which  would  result  in  a  very  great  saving: 

Most  plants  clean  the  inside  of  their  boilers  fairly  well;  but 
it  is  my  observation  that  when  soot  is  removed  by  hand  blowing 
(done  at  night  when  the  pressure  is  low),  it  is  one  of  the  most  neglec- 
ted jobs  around  the  boiler  room.  Automatic  soot  blowers  should 
be  installed  and  should  be  used  several  times  a  day. 

One  other  possible  saving  is  in  the  use  of  the  damper  on  the  in- 
dividual boilers.  Plenty  of  advice  has  been  given  regarding  this 
feature,  but  I  find  in  most  plants  that  the  dampers  are  inconven- 
iently placed,  and  often  not  in  real  operating  condition.  As  the 
first  step,  the  plant  management  should  insist  that  dampers  are  in 
good  condition,  equipped  with  levers  which  are  within  easy  reach  of 
the  firemen. 

P.  W.  Thomas.  Economies  approaching  50  per  cent  of  the 
requirements  in  small  steam  plants  of,  say,  200  to  500  hp.  can  often 
be  effected  by  simply  putting  the  plants  in  shape.  We  have  a  record 
of  one  plant  using  22  tons  daily  which  now  uses  1 1  tons,  and  the  owners 
bought  no  fuel-saving  equipment  except  firebrick,  baffle  brick,  as- 
bestos and  fireclay.  The  1 1  tons  were  saved  by  the  proper  education 
of  the  men  in  the  boiler  room. 

Walter  E.  Bryan.  Probably  the  greatest  loss  in  such  plants 
is  due  to  dirty  boilers,  improper  firing  and  handling  of  dampers. 
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if  these  facts,  together  with  the  remedy,  could  be  placed  in  the  hands 
.    tiie  managers  of  industries  who  are  operating  small  plants,  con- 
querable saving  would  result. 

C.  E.  Van  Bergen.  As  long  as  the  war  lasts,  no  plant  using 
^<^al  for  generating  steam  or  for  heating  purposes  can  be  considered 
*^^o  small  to  require  the  careful  attention  of  some  one  within  the 
^^'ganization.  Fuel  must  be  saved,  no  matter  how  small  the  quan- 
^'ty,  and  this  is  just  the  point  which  must  be  emphasized:  ''Every 
IP^l^nt  must  save  some  coal. "  And  along  with  this  is  another  thought 
^luit,  unless  each  one  of  us  saves,  we  may  experience  a  worse  coal 
shortage  next  winter.  And  each  of  us  should  preach  coal  saving  on 
^U  occasions. 

SAVINOS  RESULTING  PROM  INSULATION   OP  STEAM  PIPES 

L.  B.  McMillan.  A  great  deal  can  be  accomplished  by  im- 
Pix>ved  firing  methods,  proper  air  regulation,  etc.,  and  men  whose 
^'Xperience  well  qualifies  them  to  advise  along  such  lines  have 
Pointed  out  what  steps  should  be  taken  to  improve  the  efficiency  of 
combustion. 

But  it  is  not  enough  to  get  perfect  combustion  if  the  heat  is  lost 

^terward.    Leakage  through  boiler  settings  dilutes  the  gases  and 

Cools  them  oflf.    Any  air  entering  after  the  coal  is  burned  must  be 

f^cated  to  the  temperature  of  the  gases  and,  while  some  of  this  heat 

^  given  back  to  the  heating  surfaces,  the  air  must  leave  at  the  tem- 

P^titure  of  the  flue  gases  and  take  with  it  a  corresponding  excess 

^mount  of  heat  in  proportion  to  the  excess  amount  of  air  which  leaks 

^-    The  loss  of  heat  in  the  flue  gases  is  the  largest  single  loss  in  the 

^iler,  and  therefore  anything  which  increases  this  still  further  is 

^rtainly  bad. 

The  problem  of  best  economy  is  not  solved  even  when  a  satisfac- 
^ry  portion  of  the  heat  from  the  fuel  is  gotten  into  the  steam.    The 
Wt  must  be  kept  there  until  the  steam  is  used  and  this  calls  for 
proper  insulation.    For  each  heat  unit  lost  from  steam  lines  at  least 
H  or  even  2  heat  units  must  be  supplied  to  make  up  the  deficiency. 
Therefore  the  saving  by  insulation  is  doubly  represented  at  the  coal 
pile. 

It  used  to  be  conunon  practice,  even  after  the  value  of  insulation 
^me  generally  recognized,  to  leave  flanges  and  fittings  unin- 
sulated. This  is  a  very  wasteful  practice  as  will  be  seen  from  the 
fact  that  each  square  foot  of  surface  at  the  temperature  of  steam 
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at  100  lb.  pressure  loses  an  amount  of  heat  equivalent  to  more  than 
one-third  of  a  ton  of  coal  in  a  year  and  at  150  lb.  pressure  the  loss 
is  equivalent  to  nearly  half  a  ton  per  year.  A  pair  of  10-in.  flanges, 
for  example,  has  an  area  of  about  3  sq.  ft.;  therefore  at  100  lb. 
pressure  a  pair  of  uninsulated  10-in.  flanges  would  waste  an  amount  of 
heat  in  a  year  equivalent  to  one  ton  of  coal. 

Low-pressure  steam  pipes  and' surfaces  at  temperatures  around 
200  deg.  fahr.  are  frequently  left  uninsulated  on  the  ground  that 
the  temperatures  are  too  low  to  make  insulation  on  these  surfaces 
a  paying  proposition.    However,  even  with  steam  at  atmospheric 

TABLE  16    HEAT  LOSSES  FROM  UNINSULATED  HOT  SURFACES 

(Air  temperature  ■■  70  deg.  fahr.) 


Steam  Proerare, 

Lb.  per  Sq.  In. 

Gace 


0 

10 

26 

50 

76 

100 

150 

200 

250 


Steam  Temp., 
Deg  Fahr. 


212 
240 
267 
298 
320 
338 
366 
388 
406 


Temp.  Diff., 
Deg. 


142 
170 
107 
228 
250 
268 
206 
318 
336 


B.t.u.  Loet  per 

Sq.  Ft.  per 

Hour 


Lb.  of  Coal  per 

Sq.  Ft.per 

Year 


303 
872 
468 
564 
646 
718 
840 
946 
1036 


Sq.  Ft.  of  Sur- 
fioe  par  Ton  of 
Goal  par  Tear 


6.81 
6.38 
4.S7 
3.55 
3.10 
S.79 
S.38 
S.12 
1.03 


None.  —  This  table  is  figured  on  the  basis  of  10,000  B.t.u.  available  par  lb.  of  ooal.  The  ficuraa 
f<M-  loaeea  in  B.t.u.  do  not  depend  upon  boiler  efficiency,  but  to  get  at  the  number  of  pounda  of  ooal 
which  must  be  burned  to  make  up  the  losses,  the  boiler  efficiency  and  the  heat  value  of  the  ooal  mat 
be  known  or  assumed.  For  example,  the  10,000  B.t.u.  assumed  above  is  eqtuvalent  to  an  effioieney 
of  about  70  per  cent  and  a  coal  with  heat  value  of  about  14,000  B.t.u.  Therefwe  it  is  wy  iqiparent 
that  the  figure  is  conservative  and  that  in  most  eases  the  loss  in  pounds  of  ooal  will  be  greater  than 
that  shown  in  the  table. 


pressure  only  6  or  7  sq.  ft.  of  surface  are  required  to  lose  a  ton  of 
coal  in  a  year;  therefore,  it  will  be  seen  that  in  most  cases  the  saving 
would  pay  for  at  least  a  moderate  amount  of  insulation. 

Table  16  shows  the  heat  losses  from  uninsulated  surfaces  heated  by 
steam  at  various  pressures.  These  are  given  both  in  heat  units  and 
in  the  equivalent  amount  of  coal.  The  last  column  shows  the  num- 
ber of  square  feet  of  surface  at  each  pressure  which  are  required  to 
lose  a  ton  of  coal  in  a  period  of  one  year. 

In  many  cases  where  insulation  is  provided  the  thickness  is  not 
sufficient  for  the  results  to  be  accomplished.  The  so-called  standard 
thickness  is  not  thick  enough  for  any  except  low-pressure  steam  con- 
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ciitions,  and  for  every  condition  there  is  a  certain  definite  thickness 
which  it  pays  to  put  on.    It  does  not  pay  to  use  less  than  this  thick- 
XMCSS,  nor  on  the  other  hand  does  it  pay  to  use  much  more.    Insula- 
tion is  to  be  regarded  as  an  investment  which  pays  good  retinrns  on 
money  invested,  provided  the  material  is  suited  to  the  conditions 
the  thickness  of  material  is  right  for  the  most  economical  results. 


1  I    Whai  Experiences  Have  You  Had  vrith  the  Storage  of  Coal? 

JE3I.  H.  Stosk.^  It  is  practicable,  advisable  and  advantageous 
to  js^C^ore  bituminous  coal  not  only  during  war  times,  but  also  under 
nox-xacfcal  conditions  either  at  the  mines,  near  the  point  where  it  is  to 
be  iji.^3edy  or  at  some  intermediate  point.*  It  is  well  to  store  coal  as 
^^^^^  the  point  of  consmnption  as  possible  to  avoid  rehandling  and 
^^■^    "fciie  following,  reasons : 

a  To  insure  the  fuel  consumer  of  a  supply  of  coal  at  all  times 
b  To  take  advantt^e  of  lower  freight  rates,  or  of  lower  prices 

of  the  coal  at  certain  seasons  of  the  year 
c  To  permit  the  railroads  to  utilize  their  cars  and  equipment 

to  the  best  advantage 
d  To  permit  the  mines  to  be  operated  more  steadily. 

KINDS  AND  SIZES  OF  COAL  THAT  CAN  BE  STOBED 

.    ,^|^Jthough  it  is  undoubtedly  true  that  some  coals  may  be  stored 
""^^    .greater  safety  than  others,  the  danger  from  spontaneous  com- 


.  ^Dn  is  due  more  to  improper  piling  of  coal  than  it  is  to  the  kind 

^^  ^^^-' stored. 


!o6t  varieties  of  bituminous  coal  can  be  stored  in  the  air  if  of 
size  and  if  free  from  fine  coal  and  dust.    The  coal  must  be  so 
>ed  that  dust  and  small  coal  are  not  produced  in  excessive 
,    ^V^jits  during  the  storing,  because  spontaneous  combustion  is 
^  ^^^^toainly  to  the  oxidation  of  the  coal  surface. 


I  varieties  of  bituminous  coal  can  be  stored  under  water,  which 
^*^^^e8  the  air  and  prevents  spontaneous  combustion. 

^^rofessor  oi  Mining  Engineering,  University  of  Illinois,  Urbana,  HI.,  Chair- 
^   ^^^4B  Fuel  CJonservation  Committee,  Fuel  Administration  of  Illinois. 


following  conclusions  were  printed  in  Circular  No.  6,  Engineering  Ex- 

?*^^**^«iit  Station,  University  of  Illinois  (The  Storage  of  Coal,  by  H.  H.  Stock), 

j^l^^il  1918.    .About  January  1, 1919,  they  were  submitted  to  some  200  individ- 

'^'^d  firms  storing  coal  during  the  summer  and  fall  of  1918  and  were  almost 

^^itiously  endorsed  as  the  result  of  the  experience  during  1918. 


i 
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The  danger  of  spontaneous  combustion  in  storing  the  coal  is  very 
greatly  reduced  if  not  entirely  eliminated  by  storing  only  lump  coal 
from  which  the  dust  and  fine  coal  have  been  removed.  Of  two  coals 
the  least  friable  should  be  chosen  for  storage  purposes,  because  less 
dust  and  fine  coal  will  be  produced  in  its  handling. 

Fine  coal  or  slack  has  sometimes  been  successfully  stored: 

a  By  preventing  air  currents  through  the  pile  by  means  of  a 
closely  sealed  wall  built  around  the  pile 

h  By  closely  packing  the  fine  coal.  Such  a  coal  pile  must  be 
closely  watched  for  heating. 
Note  :  Piles  of  slack  must  be  very  closely  watched  for  heat- 
ing and  means  provided  for  promptly  moving  the  pile  if 
heating  develops.  The  only  absolutely  safe  way  to  store 
slack  or  fine  coal  is  under  water 

c  Many  varieties  of  mine-run  coal  can  not  be  stored  safely 
because  of  fine  coal  and  dust  mixed  with  the  lumps 

d  Coal  exposed  to  the  air  for  some  time  may  become  "sea- 
soned "  and  thus  may  be  less  liable  to  spontaneous  combus- 
tion, due  to  the  oxidation  of  the  surface  of  the  lumps  of 
coal,  but  opinions  are  by  no  means  unanimous  upon  this 
point 

e  It  is  beUeved  by  many  that  damp  coal  stored  on  a  damp 
base  is  peculiarly  liable  to  spontaneous  combustion,  but 
the  evidence  on  this  point  is  by  no  means  conclusive.  It 
is  safer  not  to  dampen  coal  as  or  after  it  is  placed  in 
storage. 


EFFECT  OF  SULPHUR   ON   SPONTANEOUS   COMBUSTION 

It  has  been  shown  by  experimentation  that  the  sulphur  con- 
tained in  coal  in  the  form  of  pyrites  is  not  the  chief  source  of  spon- 
taneous combustion,  as  was  formerly  supposed,  but  the  oxidation  of 
the  sulphur  in  the  coal  may  assist  in  breaking  up  the  lumps  of  coal 
and  thus  increase  the  amount  of  fine  coal,  which  is  particularly  liable 
to  rapid  oxidation.  Even  this  latter  opinion  is  not  unanimously  en- 
dorsed. In  spite  of  experimental  data  showing  that  sulphur  is  not 
the  determining  element  in  spontaneous  combustion,  the  opinion  is 
very  widespread  that,  if  possible,  it  is  well  to  choose  a  coal  with  low 
sulphur  content  for  storage  purposes. 
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METHOD   OF  PILING  COAL 

To  prevent  spontaneous  combustion,  coal  should  be  so  piled  that 

can  circulate  through  it  freely  and  thus  carry  off  the  heat  due  to 

ion  of  the  carbon,  or  else  it  should  be  so  closely  piled  that  air 

ot  enter  the  pile  and  oxidize  the  fine  coal. 

Stratification  or  segregation  of  fine  and  lump  coal  should  be 

^^V'oided  since  an  open  stratum  or  a  chimney  of  coarse  lumps  of  coal 

a  passage  for  air  to  enter  and  come  in  contact  with  fine  coal 

thus  to  oxidize  it  and  start  combustion. 

If  space  permits,  low  piles  are  preferable,  as  the  coal  is  thus  more 
to  the  air  and  better  cooled  than  in  high  piles,  and  in  case  of 
^e^ting  it  can  be  more  readily  and  quickly  moved.  A  disadvantage 
^*^»i  liigh  piles  is  the  greater  difficulty  of  moving  the  coal  quickly,  if 
^'^ecessary.  The  idea  that  a  high  pile  causes  heating  at  the  bottom 
is  erroneous,  since  as  many  fires  take  place  near  the  top  as  near  the 
l>ol;tom  and  near  the  outside  as  near  the  interior  of  the  pile.  If 
I>oe8ible,  the  coal  pile  should  be  divided  by  alleyways  so  as  to  f aciUtate 
i"&pid  loading  out  of  the  coal  in  case  of  necessity,  so  that  an  entire 
<5oal  pile  may  not  be  endangered  by  a  local  fire. 

Much  of  the  attempted  ventilation  of  coal  piles  in  the  United 

Stsites  has  been  inadequately  done  by  the  use  of  only  an  occasional 

ventilation  pipe  which  has  been  not  much  more  than  a  place  in  which 

to    insert  a  thermometer  for  reading  temperatures.    The  practice 

of  placing  ventilating  pipes  close  together  has  been  used  in  Canada 

^nd  is  reported  to  have  been  effective. 

Water  is  an  effective  agent  in  quenching  fire  in  a  coal  pile  if  it 
c^n  be  appUed  in  sufficient  quantities,  but  a  small  amount  is  ineffec- 
tive.   Unless  there  is  an  ample  supply  of  water  to  thoroughly  quench 
^^e  fire  and  cool  the  pile,  it  is  very  dangerous  to  add  any  water  to  a 
coal  pile. 

Coal  of  different  varieties  should  not  be  mixed  in  storage  if  this 
^  be  helped,  for  one  coal  that  has  a  greater  susceptibility  to  spon- 
^eous  combustion  than  the  other  may  jeopardize  the  safety  of 
other  jcoala  that  are  not  so  Uable  to  spontaneous  combustion, 

EFFECT  OF  STORAGE  ON  VALUE  OF  COAL 

The  heating  value  of  a  coal  as  expressed  in  B.t.u.  is  decreased 

veiy  little  by  storage,  but  the  opinion  is  very  widespread  that 

storage  coal  burns  less  freely  when  fired  in  a  furnace.     Experiments 

indicate  that  much  of  this  can  be  overcome  by  keeping  a  thinner  bed 
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on  the  grate  than  is  kept  with  fresh  coal  and  by  regulating  th< 
draft. 

The  coking  properties  of  most  coals  seem  to  be  decreased 
a  result  of  storage. 

The  value  of  certain  coals  for  making  illuminating  gas  is  no»- 
decreased  as  a  result  of  storage.    Other  coals  depreciate. 

The  deterioration  of  coal  stored  ujader  water  is  negligible;  sji'cM 
such  coal  absorbs  very  little  extra  moisture.    If  only  part  of  a  coa^ 
pile  is  submerged,  the  part  exposed  to  the  air  is  still  liable  to  spon- 
taneous combustion. 

The  best  preventive  of  loss  in  coal  storage  is  to  inspect  the  pile 
regularly  and  if  heating  occm^  up  to  140  deg.  fahr.  to  keep  very  clofle 
watch  on  the  pile;  and  if  the  heating  increases  to  175  or  180  deg., 
to  remove  the  coal  as  promptly  as  possible  from  the  spot  affected, 
and  thoroughly  cool  it  before  piling  it  again. 

Storage  appliances  and  arrangements  should  be  so  designed  "as  to 
make  it  possible  to  load  out  the  coal  quickly  if  necessary,  and  the 
coal  should  not  be  stored  in  large  piles  unless  provision  is  made  for 
loading  it  out  quickly. 

Pieces  of  wood,  greasy  waste,  or  other  easily  combustible  material 
mixed  in  a  coal  pile  may  form  a  starting  point  for  a  fire,  and  every 
effort  should  be  made  to  keep  such  material  from  the  coal  as  it  is 
being  put  in  storage. 

It  is  very  important  that  coal  in  storage  should  be  kept  from  such 
external  sources  of  heating  as  steam  pipes,  because  the  susceptibility 
of  coal  to  spontaneous  combustion  increases  rapidly  with  an  increase 
in  temperature. 

In  piling  coal  it  should  be  spread  in  layers  over  the  entire  area  of 
the  pile  and  not  dropped  at  one  place  so  that  the  fine  coal  will  segre- 
gate in  the  center  of  the  pile  and  the  limips  roll  to  the  outside. 

T.  N.  Wynne.*  The  Indianapolis  Light  and  Heat  Company  has 
been  storing  Indiana  coal  since  1888.  Before  1912  all  coal  stored  was 
on  the  ground  in  open  air,  with  no  particular  attention  paid  to  sises, 
quaUty,  or  the  method  of  storing.  In  1912  this  company  investigated 
the  question  of  storing  coal  under  water  to  prevent  spontaneous  com- 
bustion and  loss  of  heating  value.  No.  4  vein  Indiana  coal  contains 
approximately  2  per  cent  of  sulphur  and  No.  5  vein  from  3^  to  6  per 
cent,  and  our  experience  has  been  that  No.  5  will  invariably  fire  if 
exposed  to  the  air,  while  Np.  4  will  not.    While  we  feel  it  safe  to 

^  Indianapolis  Light  and  Heat  Co.,  Indianapolis,  Ind. 


STORAGE   OF  COAL  379 

store  No.  4  coal  on  the  ground,  it  is  so  difficult  to  obtain  that  we  feel 
it  necessary  to  provide  storage  that  will  be  safe  for  No.  5.    We  bum 
2Vo.  4  on  Roney  stokers  and  No.  5  on  Green  chain  grates. 

.An  average  of  741  tests  shows  the  freshly  mined  No.  4  vein  coal 
t€>    c^ontain  about  35  per  cent  of  volatile  combustible  matter.    From 
of  variovis  samples  taken  from  No.  4  coal  stored  for  three  years 
pen  air  at  our  Kentucky  Avenue  Station  the  volatile  content  was 
d  to  average  28.34  per  cent,  indicating  a  loss  of  20  per  cent, 
coal  diuing  its  period  of  storage  did  not  show  any  signs  of  heat- 


it  the  same  station  we  have  had  stored  for  about  eight  months 
tons  of  No.  4  vein  Indiana  mine-run  coal.    This  coal  has  never 
Bt^<^^^^m  a  tendency  to  fire,  although  in  places  it  is  35  ft.  deep. 


UNDERWATER  STORAGE 

'he  history  of  coal  storage  by  our  company  has  been  a  series  of 
and  losses.  In  1912  we  constructed  at  our  Mill  Street  Station 
xicrete  pit  300  ft.  long,  100  ft.  wide  and  20  ft.  deep,  designed  to 
13,000  tons  of  coal  submerged.  A  standard-gage  track 
c^^^^i^aea  this  pit  at  ground  level  from  one  end  to  the  other  on  concrete 
P^-^xn^,  The  cars  are  run  upon  this  track  and  dumped.  After  the 
^^^^^1  has  reached  a  certain  height  it  must  be  handled  to  both  sides  of 
**^^  "ti^rack  by  means  of  a  Brown  hoist.  The  topography  of  the  ground 
pi*^-\^^uts  the  elevation  of  track  to  facilitate  dumping,  a  condition 
y^**3i^  desirable  if  possible.  The  pit  when  filled  is  not  disturbed  except 
]^  ^^^fcse  of  shortage  in  daily  deUvery.  Mine-run  coal  only  is  stored 
^^^^xiae  screenings  imder  water  become  a  mud-Uke  mass,  almost 
^^^^I^^^^ssible  to  handle  or  bum. 

Capillary  attraction  will  take  care  of  coal  piled  above  the  water 


•^  ■    of  the  pit  as  much  as  8  or  10  ft.,  thus  permitting  of  additional 


city  of  about  40  to  50  per  cent. 

X^^^enever  coal  is  taken  from  the  pit  to  be  used  on  the  stokers  it 
^^«ded  into  railroad  cars  and  the  water  allowed  to  drain  off  for 


.  ^"'^  Vat  six  hours  before  the  coal  is  put  into  the  bunkers:  or,  when  coal 
^^>  be  taken  from  the  pit  the  water  may  be  lowered  until  sufficient 
^       lias  been  uncovered  and  drained  to  meet  the  requirements. 


,  ^  Ae  result  of  underwater  storage  fully  met  our  expectations  in 

i^^"*^    it  prevented  fires  and  preserved  the  heating  value  of  the  coal. 

•  ^    l:iave  never  been  troubled  with  excessive  moisture  when  burning 

^        ^^al  if  mine  run  is  used.    Screenings  which  have  been  stored 

^^T  water  bum  with  difficulty. 
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A  loss  of  heating  value  is  very  evident  in  the  case  of  coal  stored 
in  air.  Jn  fact,  when  burning  airnstored  coal  it  is  necessary  to  have 
additional  boiler  capacity  to  carry  the  same  load. 

Results  of  181  tests  of  No.  4  vein  coal  which  has  been  submerged 
for  one  year  as  compared  with  those  of  the  741  tests  of  freshly  mined 
coal  previously  referred  to,  show  a  reduction  of  1.7  per  cent  in  avail- 
able B.t.u.  in  the  case  of  the  submerged  coal.  This  loss  is  so  smaU 
that  it  might  very  well  exist  between  two  lots  of  freshly  mined  ooal. 

Recently  we  constructed  a  reinforced-concrete  coal  pit  at  our 
Kentucky  Avenue  Station,  145  ft.  long,  65  ft.  wide  and  32  ft.  deep, 
built  on  the  same  general  lines  as  that  at  the  Mill  Street  Station  and 
holding  8000  tons. 

The  Indianapolis  Light  and  Heat  Company  bums  500  tons  of 
coal  per  day,  and  as  the  two  pits  have  a  total  capacity  of  20,000  tons 
of  coal  submerged  and  10,000  tons  above  the  water  line,  this  means  a 
sixty  days'  supply  on  hand  if  both  pits  are  filled.  The  total  cost  of 
the  two  pits  was  $60,000  or  $2  per  ton  of  storage. 

DANGER  FROM  SPONTANEOUS  COMBUSTION 

Albert  A.  Gary.  Another  phase  of  the  coal-wasting  propo- 
sition is  that  of  spontaneous  combustion. 

With  the  clean  coal  formerly  received  by  a  certain  large  power 
plant,  running  low  in  percentage  of  non-combustible  matter,  trouble 
from  spontaneous  combustion  was  almost  unknown  even  after  the 
coal  had  been  stored  for  six  or  seven  years  in  dense  piles. 

With  the  coal  now  received  they  find  that  they  cannot  store  it 
for  two  weeks  without  spontaneous  firing;  in  fact,  they  have  such 
fires  burning  in  their  coal  bins  almost  continuously,  with  the  result 
that  when  this  supply  is  drawn  upon  for  use  they  have  coke  to  bum 
instead  of  coal. 

With  the  valuable  heat-producing  volatile  matter  thus  distilled 
out  of  our  eastern  bituminous  coal,  the  loss  in  steam-making  capacity 
is  from  10  to  15  per  cent. 

Should  coals  from  the  Central  West  be  used  (which  coals  contain 
a  considerably  higher  percentage  of  volatile  matter),  the  amount  of 
such  loss  is  materially  increased. 

Loss  from  spontaneous  combustion  simply  means  that  a  corre- 
spondingly greater  amount  of  coal  must  be  carried  over  our  trans- 
portation systems  from  the  mines  to  make  up  for  the  deficiency  thus 
created. 

The  spontaneous  combustion  of  coal  is  occasioned  by  the  combin- 
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^tion  of  some  of  its  constituents  (including  impurities)  with  atmo- 
spheric oxygen,  which  reactions  raise  the  temperature  of  the  sur- 
rounding coal  to  its  ignition  point. 

Whether  this  firing  is  due  to  the  presence  of  that  easily  decom- 

« 

posed  form  of  iron  pyrites  known  as  marcasite  or  to  the  presence 

of  other  impurities  it  is  diflBcult  to  say,  but  we  have  the  strongest 

evidence  —  at  the  large  power  station  referred  to  —  that  with  the 

clean  coal  formerly  received  no  loss  due  to  spontaneous  combustion 

occurred,  but  with  the  dirty  coal  that  is  now  being  received  such 

firiTtg  is  almost  continuously  occurring.    Generally  speaking,  the 

coaIs  running  the  highest  in  non-combustible  matter  give  the  greatest 

irouible  due  to  spontaneous  combustion. 


.  W.  Thomas.    Our  pc^rsonal  experiences  with  storage  coal  may 
i  great  interest.    All  of  our  coal  is  of  a  nature  that  heats  very 
Idy.    Where  we  are  unable  to  procure  underwater  storage,  we 
t  the  following  plan: 

he  storage  place  is  first  absolutely  cleaned  of  all  rubbish  in  the 
w^3^  of  deadwood  and  vegetation.  We  then  cover  the  entire  area 
witi^  coal  to  the  depth  of  about  one  foot.  After  this  coal  has  been  ex- 
P€>^»^^<i  to  the  air  for  one  or  two  days,  we  place  another  layer  above  it. 
^^^  c^ontinue  this  to  a  depth  of  8  to  10  ft. ,  being  careful  to  store  only  coal 
froxric^  one  given  mine.  We  have  carried  raw  screenings  over  a  period 
^^  ^^  year  without  smolder,  where  under  ordinary  circumstances  they 
1  d  have  fired  in  from  one  to  three  weeks.  A  scientific  explanation 
i<i  be  rather  diflicult,  but  in  all  likelihood  would  center  around 
Tindoubted  fact  that  each  layer  so  put  down  has  time  to 
1^^^^  the  majority  of  its  occluded  gases  and  becomes  more  or  less 
-    The  pyrite  also  has  time  to  become  partially  or  wholly 


in* 
o: 


^altbr  E.  Bryan.     Where  coal  is  not  too  small  in  size  and 

few  impurities,  it  can  be  stored  either  under  roof  or  in 

*''*^"  ^:>pen  for  long  periods  with  little  danger  from  combustion  and, 

1  '^^Xieve,  little  delerioration.     We  have  found  it  necessary  in  storing 

^^^^^xiings,  of  rather  poor  quality,  under  roof,  to  allow  them  to 

sta.ix<:^  not  longer  than  three  to  four  weeks  in  warm  weather.    In 

^^  Open  it  is  almost  impossible  to  store  such  screenings  during  the 

tf^^^^^vrxier  months  without  firing,  and  with  the  comparatively  poor 

c*^i  Supplied  last  year  it  was  impossible  to  store  the  coal  for  any  great 

\eiigt;li  of  time,  even  in  the  winter  months,  without  its  catching  on 
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fire.  In  my  opinion^  the  question  of  ventilating  storage  piles  is  of 
doubtful  value,  the  important  points  being  not  to  store  too  fine  coal 
or  dirty  coal,  and  not  to  store  it  in  large  piles. 

In  case  the  coal  actually  does  fire,  I  know  of  no  effective  way  to 
put  the  fire  out;  it  is  our  practice  to  pick  up  the  coal  as  rapidly  as 
possible  and  use  it.  I  realize,  however,  that  there  are  several  meth- 
ods of  chemically  treating  the  coal  after  it  has  fired  which  are  sup- 
posed to  put  the  fire  out.  In  the  case  of  coal  stored  in  buildingSy 
care  should  be  taken  after  emptying  a  bin  that  all  pockets  are  brushed 
out  before  the  new  coal  is  put  in. 

B.  J.  Denman.  Up  to  a  few  years  ago  I  was  in  charge  of  plants 
burning  Pennsylvania  and  West  Virginia  coking  coals  which  required 
storage  of  approximately  100,000  tons.  Mine-run  coal  was  stored  in 
continuous  piles  as  high  as  could  be  handled  by  locomotive  cranes. 
No  attempt  was  made  to  ventilate  the  piles,  and  no  fires  ever  occurred. 
There  was  no  loss  in  heating  value  of  coal  which  had  been  in  storage 
as  much  as  three  years. 

I  am  at  present  storing  eastern  Kentucky  '^Elkhom"  gas  coal  for 
nine  gas  plants.  Most  of  this  is  under  cover,  but  some  is  unprotected. 
This  coal  is  stored  in  piles  as  high  as  25  ft.,  and  no  precautions  are 
taken,  but  no  fires  have  resulted.  Most  of  this  coal  is  f-in.  lump,  but 
some  of  it  is  screenings.  Some  of  the  lump  coal  has  been  in  storage 
for  five  years  or  more. 

For  electric  plants  I  am  at  present  storing  each  winter  in  various 
localities  from  3000  to  20,000  tons  of  Illinois  and  Iowa  coal.  It  is 
our  experience  that  washed  central  Illinois  coal  screenings  can  be 
put  in  stock  during  the  summer  and  used  the  following  winter  with 
very  Uttle  danger  of  firing.  Springfield,  III.,  district  IJ-in.  screenings 
cannot  be  put  in  stock  in  summer  without  great  danger  of  firing.  If 
this  coal  is  put  in  stock  during  the  winter  time,  when  the  coal  is  very 
cold  or  mixed  with  snow,  it  will  ordinarily  carry  through  the  following 
summer.  Fulton  County,  III.,  screenings  will  ordinarily  fire  before 
fall  if  put  in  stock  during  the  sunmier  months,  although  we  have  one 
plant  in  northern  Iowa  where  we  put  about  3000  tons  of  this  coal  in 
stock  each  year  and  have  very  little  trouble;  in  a  number  of  plants 
in  the  central  part  of  the  state,  however,  trouble  invariably  results. 
This  may  be  due  to  some  climatic  condition,  but  we  have  not  been 
able  to  account  for  it. 

We  have  had  very  satisfactory  results  in  storing  southern  Illinois 
screenings  and  experience  very  little  trouble.    The  lump  coal  from 
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any  of  the  Illinois  districts  can  be  carried  through  the  summer  without 
trouble. 

Iowa  screenings  cannot  be  stored  at  all  during  the  summer  time, 
and  frequently  the  coal  fires  in  transit.  I  have  had  no  experience 
in  storing  Iowa  lump,  but  am  of  the  opinion  that  it  would  disinte- 
grate and  fibre. 

I  have  had  little  faith  in  the  usual  schemes  for  ventilating  coal 
piles,  and  have  observed  several  experiments  which  have  not  been 
satisfactory.  It  is  our  practice  not  to  store  the  coal  over  12  ft.  high, 
and  if  it  begins  to  heat,  to  move  it  as  quickly  as  possible. 

A.  G.  Christie.  I  have  found  it  impossible  to  store  certain 
grades  of  western  lignite  if  wet  even  in  as  shallow  piles  as  6  ft.  with- 
out having  spontaneous  combustion.  Alberta  bituminous  coal  could 
be  stored  in  piles  12  ft.  deep  if  kept  dry.  Wet  weather  may  start 
combustion.  We  have  had  no  difficulty  storing  semi-bituminous  coal 
in  piles  of  12  ft.  deep  in  Baltimore,  but  care  is  taken  to  keep  it  dry. 

Carl  Sbcerlinq.  It  is  comparatively  safe  to  store  bituminous 
coal  containing  up  to  1^  per  cent  sulphur  in  piles  not  exceeding  a 
depth  of  7  to  8  ft.  and  not  be  troubled  with  spontaneous  combustion. 
The  same  kind  of  coal  can  be  stored  at  any  depth  if  supplied  with 
sufficient  air  pipes  penetrating  the  storage  at  proper  intervals,  al- 
though we  find  that  in  50  per  cent  of  the  cases  where  bituminous  coal  is 
stored,  especially  through  the  Middle  West,  hundreds  of  tons  of  coal 
are  Ijdng  in  the  open  for  years  20  to  30  ft.  in  depth  and  containing 
from  2  to  2^  per  cent  sulphur.  It  must  be  noted,  nevertheless,  that 
in  all  cases  spontaneous-combustion  fires  are  found  at  the  bottom  of 
the  pile  or  at  the  floor  level,  and  it  therefore  seema  advantageous  to 
have  from  a  foot  to  eighteen  inches  of  water  at  the  bottom  of  the  pile 
to  insure  safety. 

C.  E.  Van  Bergen.  We  do  not  recall  any  interesting  experi- 
ences in  connection  with  coal  storage,  having  never  had  any  large 
quantities  to  deal  with,  nor  have  we  had  any  fires  in  storage  piles. 
We  do  not  store  imtil  fall,  and  about  1000  tons  well  spread  in  piles 
not  over  15  ft.  high  is  the  most  we  ever  have  on  hand. 

W.  L.  Abbott.  We  have  stored  hundreds  of  thousands  of  tons 
of  bituminous  coal  every  year  at  a  cost  not  to  exceed  10  cents  per 
ton  into  and  out  of  storage.  We  have  had  no  trouble  whatever  in 
many  years  with  spontaneous  combustion  in  the  coal  piles.    It  has 
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been  our  experience  that  we  can  prevent  spontaneous  combustion 
by  storing  grades  of  coal  that  do  not  contain  the  small  sizes,  using 
preferably  a  3-in.  by  6-in.  egg  or  lump  size  of  coal  which  has  gone 
over  a  IJ-in.  screen. 

12(a)     To  What  Extent  and  Where  Will  the  Gas  Producer  be  Used 
to  Produce  Economies? 

Robert  H.  Fernald.  There  seem  to  be  three  obvious  fields 
for  gas-producer  development: 

1  For  extensive  power  production  at  the  mines 

2  As  a  substitute  for  natural  gas  for  general  heating  purposes 

3  In  conjunction  with  by-product  coke  ovens. 

1  In  the  field  of  power  production  through  the  internal-com- 
bustion engine  the  application  of  the  gas  producer  seems  lithited  to 
plants  of  relatively  small  capacity.  This  is  due  to  the  fact  that  the 
practical  size  limit  for  gas  engines  seems  to  be  not  over  5000  hp., 
and  very  few  engines  of  this  size  are  built.  The  gas-engine-gas- 
producer  combination  can  hardly  be  considered  for  central-station 
service.  For  large  power  installations  the  natural  development  is 
the  by-product  producer-gas  plant  located  at  the  mines  in  con- 
junction with  steam  boilers  and  steam  turbines.  The  low  efficiencies 
due  to  the  two-step  conversion  —  first,  gas  generation  from  the  coal, 
and  second,  burning  of  the  gas  under  steam  boilers  —  may  be  coun- 
terbalanced by  the  development  of  highly  efficient  boilers  equipped 
for  gas  burning,  and  by  the  return  from  the  valuable  by-products 
secured  from  the  coal.  Should  the  development  of  the  gas  turbine 
result  in  commercial  units  that  compare  favorably  with  the  present 
large  steam-turbine  units,  additional  marked  economies  may  of 
course  be  looked  for. 

2  The  depletion  of  the  supply  of  natural  gas  in  many  regions  is 
leading  to  the  gradual  substitution  of  producer  gas  in  place  of  natural 
gas  —  using  producers  of  either  the  by-product  or  non-by-product 
type. 

3  This  field  embraces  two  divisions:  (a)  one  in  which  there  is  an 
unlimited  demand  for  the  coke  from  the  ovens  as  well  as  for  the  gas 
and  by-products;  (6)  one  in  which  there  is  no  market  for  the  coke  but 
a  ready  market  for  the  gas  and  by-products. 

a  This  type  of  plant  is  composed  essentially  of  two  distinct 
installations,  a  by-product  coke  plant  and  a  by-product  producer-gas 
plant.    The  entire  gas  output  of  the  coke  plant  may  thus  be  made 
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available  for  the  market,  as  the  lower-heat-value  producer  gas  may  be 
used  for  heating  the  coke  ovens.  One  of  the  advantages  of  this 
system  lies  in  the  fact  that  coke  breeze  and  low-grade  fuels  may  be 
used  in  the  producers.  In  a  large  European  plant  of  this  type  the 
coke-oven  gas  is  the  main  product  and  the  coke,  which  finds  a  ready 
market,  is  regarded  as  one  of  the  by-products.  The  by-products 
from  the  producer-gas  plant,  sulphate  of  ammonia  and  pitch,  practi- 
cally pay  the  cost  of  operation  of  this  portion  of  the  installation. 

b  In  case  there  is  a  demand  for  the  by-product  coke-oven  gas 
but  no  convenient  market  for  the  coke,  the  natural  step  involves 
placing  gas  producers  in  close  contact  with  the  by-product  coke  plant, 
feeding  the  coke  directly  into  these  producers.  Such  portion  of  the 
producer  gas  as  is  not  used  for  heating  the  coke  can  be  mixed  with 
the  by-product  coke-oven  gas  for  general  distribution. 

Developments  along  the  three  lines  indicated  seem  to  offer 
attractive  possibilities,  and  their  adoption  on  an  extensive  scale 
would  lead  to  economy  in  fuel  consumption. 

12(6)     To  What  Extent  is  Natural  Gas  Being  Used  as  a  Fuel  for 
Power  Purposes? 

Samxtel  S.  Wter.  The  natural  gas  industry  is  in  a  transition 
stage,  changing  from  the  large-volimie,  low-price-perTunit  basis, 
to  the  relatively  small-volume  and  largeivprice-per-unit  basis.  The 
reasons  why  natural  gas  cannot  and  ought  not  to  have  an  extensive 
use  for  steam-boiler  work  in  the  future  may  be  enimierated  as  follows: 

a  The  nimiber  of  domestic  consumers,  now  over  2,363,000,  is  in- 
creasing much  faster  than  the  number  of  producing  wells 

6  The  initial  production  and  the  routine  available  production 
coming  in  are  much  lower  than  for  wells  that  came  in 
five  years  ago.  This  is  due  to  the  general  depletion  of 
existing  fields,  and  the  extensive  underground  drainage 
from  past  production 

c  New  fields  are  not  being  discovered  fast  enoAgh  to  replace 
the  rapidly  declining  present  supplies 

d  The  general  shortage  of  coal  for  domestic  heating  in  the 
past  and  the  inevitable  continuance  of  this  condition  for 
some  time  in  the  future,  at  least  during  the  period  of  the 
war,  has  placed  enormous  additional  demands  for  do- 
mestic heating  on  the  natural-gas  resources  where  natu- 
ral gas  is  now  and  will  be  used  in  lieu  of  solid  fuels  for 
heating  homes. 


386  ECONOlilCAL  USE  6V  FUEL 

Natural  gas  is  preeminently  a  domestic  fuel.  Its  high  heating 
value,  practically  twice  that  of  any  manufactured  gas  available^  its 
purity,  and  ease  in  handling  make  it  the  premier  fuel  for  home  use. 
While  low-grade  solid  fuels  can  be  efficiently  used  under  steam  boilers 
with  proper  stoking  equipment,  they  cannot  be  satisfactorily  or 
efficiently  used  for  house  heating.  For  this  reason  it  is  a  matter  of 
conservation  to  use  the  fuel  for  domestic  service  that  in  the  long  run 
will  yield  the  greatest  good  to  the  greatest  number. 

The  tests  recently  made  in  the  Home  Ek^onomics  Department  of 
the  Ohio  State  University  on  cooking  various  meals  with  natural 
gas,  soft  coal,  coal  oil,  gasoUne  and  electricity,  show  conclusively 
that  natural  gas  is  by  far  the  cheapest  fuel  for  the  domestic  con- 
sumer's use  for  cooking.  Thus,  in  cooking  a  dinner  for  six  people, 
the  total  fuel  costs,  with  natural  gas  at  40  cents  per  1000  cu.  ft.,  soft 
coal  at  $6.50  per  ton,  coal  oil  at  15  cents  per  gallon,  gasoline  at  27 
cents  per  gallon,  and  electricity  at  3  cents  per  kw-hr.,  were  sub- 
stantially as  follows: 

Natural  gas    0 .  88  cent  Electricity 5.0  cents 

Soft  coal. ..     2.5    cents  Coal  oil 5.4  cents 

Gasoline. .  .     4.6    cents 

The  rendering  of  domestic  natural-gas  service  is  a  public-utility 
business.  Practically  all  of  the  states  where  natural  gas  is  now 
produced  and  sold  have  public-utility  commissions  with  broad  powers 
in  matters  of  rate  regulation  and  quaUty  of  service.  The  general 
tendency,  and  the  one  that  is  in  accordance  with  sound  public  policy 
is  to  give  the  domestic  consumer  first  preference  and  curtail  the 
consumption  of  natural  gas  for  industrial  purposes.  For  the  reasons 
given  in  the  preceding  paragraphs,  it  may  be  reasonably  expected 
that  this  tendency  will  become  more  marked  in  the  future  and  public- 
utility  regulations  regarding  the  use  of  this  best  of  all  of  nature's 
fuels  for  domestic  service  will  become  more  exacting  and  ultimately 
will  result  in  the  very  great  curtailment  of  the  use  of  natural  gas  for 
steam-boiler  work  and  for  other  industrial  purposes. 


12(c)     What  Is  the  ReMive  Economy  of  the  Locomotive  of  1900  and 
Today? 

John  E.  Muhlfeld.  The  general  development  of  the  steam 
locomotives  in  use  in  the  United  States  since  1900  can  be  best 
shown  by  the  data  in  Table  17,  which  are  approximately  correct. 
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SUMMARY  OP  ECONOMIC   FEATURES 

Prior  to  1900  considerable  development  work  had  been  done  on 
two-,  three-  and  four-cylinder  types  of  compound  locomotives  by 
Mallet,  Webb,  Pitkin,  Mellin,  Vauclain  and  others.  Pitkin's  two- 
cylinder  system  was  applied  to  a  Michigan  Central  10-wheel  loco- 
motive in  1889,  and  Vauclain's  four-cylinder  system  was  first  intro- 
duced on  a  Baltimore  and  Ohio  8-wheel  locomotive  —  No.  848  —  in 
October  of  the  same  year.  These  and  other  developments  caused 
the  adoption  of  both  the  two-  and  four-cylinder  systems  in  new 


TABLE  17    STEAM  LOCOMOTIVES  IN  THE  UNITED  STATES  SINCE  1900 


Vear 


Item 


1900 


1805 


lOlO 


1»15 


Number 

Average  tractive  power,  lb. 
Average  wt.  on  drivers,  lb. 

Number » 

Average  tractive  power,  lb. 
Average  wt.  on  drivers,  lb. 

Number* 

Average  tractive  power,  lb. 
Average  wt.  on  drivers,  lb. 

Number  • 

Average  tractive  power,  lb. 
Average  wt.  on  drivers,  lb. 


Single- 

Two- 

Four- 

Expan- 

Cylinder 

Cylinder 

sion  Cyl- 

Com- 

Com- 

inder 

pound 

pound 

36.600 

1,000 

900 

19.000 

28.000 

29.000 

85,000 

125,000 

130.000 

48,949 

900 

1,800 

23.000 

31.000 

32,000 

100.000 

140.000 

145,000 

56.425 

876 

1.500 

27.000 

31.500 

40,000 

120.000 

142.000 

175,000 

62.000 

650 

1.300 

30.500 

32,000 

33.000 

135,000 

145.000 

148.000 

Mallet 
Articu- 
lated 
Com- 
pound 


1 

75.000 

335,000 


Total 
Loco- 
motives 


38,500 


200 

72.000 

320.000 


800 

79,000 

350,000 


51,650 


59.000 


64,750 


Includes  1  superheater  locomotive. 

Includes  300  superheater  and  3000  oil-burning  locomotives. 

Ixicludes  14,000  superheater  and  4250  oil-burning  locomotives. 

^^motives,  the  maximum  application  being  reached  during  1904, 
^^n  approximately  1000  two-cylinder  and  2000  four-cyUnder  com- 
^^^xid  locomotives  were  in  existence. 

Previous  to  1900  Schmidt,  Pielock  and  others  had  done  consider- 

^^^  experimenting  with  superheated  steam,   the   former  having 

•  ^^ceeded  in  1894  in  producing  a  boiler  and  motor  in  which  super- 

e  ^ted  steam  of  relatively  low  pressure  was  used  at  about  700  deg. 

The  failure  of  the  compound  locomotive  to  produce  the  economy 
*^^*e<iicted  —  due  largely  to  the  factors  of  indifferent  design,  lack  of 
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proper  maintenance  and  operation,  cheap  fuel  and  road  failures  — 
resulted  in  tlie  general  return  to  the  single-expansion-cylinder  loco- 
motive,  and  this,  with  the  demand  for  greater  steaming  capacity 
per  sq.  ft.  of  boiler  heating  surface,  naturally  brought  about  consider- 
ation of  the  use  of  superheated  steam.  The  results  of  further  ex- 
periments by  Vauclain,  Vaughan,  Horsey,  Cole,  Emerson,  Jacobs 
and  others,  along  the  lines  of  high  and  low  degrees  of  superheat,  in 
combination  with  either  high  or  low  steam  pressures,  by  means  of 
smokebox,  fire  tube,  or  a  combination  of  both  types  of  superheaters, 
resulted  in  the  fire-tube  type  being  now  practically  a  standard  part 
of  all  new  equipment,  and  it  is  further  being  rapidly  appUed  to  exist- 
ing saturated-steam  locomotives  in  the.  United  States. 

While  the  Cole  and  Vauclain  balanced-compoimd  types  of  loco- 
motives as  brought  out  since  1900  —  along  the  Unes  of  the  French 
De  Glehn  system  —  have  not  made  much  progress,  the  Mallet  articu- 
lated compound  system,  introduced  on  the  Baltimore  and  Ohio  in 
1904,  is  now  in  use  on  over  fifty  railways  in  the  United  States,  and 
aggregates  more  than  1500  locomotives.  ,  This  latter  type  of  loco- 
motive not  only  permits  extreme  concentration  of  great  power  over 
a  fiexilfle  wheel  base  within  axle-load  limits,  but  also  reduces  the  stres- 
ses by  greater  distribution  and  Ughtness  of  parts,  and  through  the 
combination  of  high-pressure  superheating,  compounding,  simpling 
and  reduction  of  imbalanced  pressure  gives  the  maximiun  direct  and 
reserve  tractive  power  for  from  25  to  35  per  cent  less  fuel  and  water 
consumption  per  ton-mile  than  a  superheated  single-expansion  loco- 
motive. 

COMPARISON   OF  STEAM   AND   ELECTRIC   EQUIPMENT  FOR  RAILWAYS 

With  regard  to  the  present  status  of  the  relative  economy  of 
steam  and  electric  locomotives  in  the  United  States,  as  compared 
with  the  results  obtained  in  1900,  general  conditions  have  very  sub- 
stantially changed  and  the  predominating  factors  today  are  manual 
labor  and  fuel  for  operation.  While  the  inauguration  of  the  use  of 
fuel  oil  on  almost  4500  steam  locomotives  has  somewhat  improved  the 
firing  and  steam-generation  conditions,  the  increasing  cost  and  de- 
mand for  oil  for  more  essential  purposes  and  the  reducing  supply  will 
soon  make  its  use  for  locomotive  fuel  prohibitive.  However,  the 
use  of  oil  as  a  locomotive  fuel  has  long  since  demonstrated  that  the 
mechanical  feeding  and  burning  of  fuel  in  suspension,  whether 
gaseous,  Uquid  or  soUd,  for  the  production  of  steam  in  a  self-contained 
motive-power  unit,  is  the  most  logical,  successful,  effective  and  econ- 
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omical  method  for  generating  power  and  moving  long-haul  heavy- 
tonnage  traffic  on  railwa3rs. 

Even  where  hydroelectric  power  is  available  the  self-contained 
steam-power-plant  locomotive  will  show  a  much  lower  cost  for  fixed 
ctiajge,  maintenance  and  operation  than  the  electric  imit,  as  the 
tr&jQsmission  and  conversion  of  electric  current  into  drawbar  hauUng 
c£tpacity  is  a  very  wasteful  and  expensive  process  in  the  present  state 
of  "the  electrical  art.  In  fact,  the  principal  economies  brought  about 
ut  the  electrical  field  during  the  past  quarter-century  have  been  in 
the  production  and  use  of  steam  for  the  generation  of  ciuTent  and  not 
^  the  electrical  apparatus. 

As  applied  to  a  long-haul  railway,  the  metering  and  conveying  of 

wctiemely  high-voltage  ciurent  from  various  power-plant  sources 

^tc  transmission  mains,  through  switching  substations,  transforming 

*nd  converting,  conveying  to  contact  Unes  and  converting  into  great 

J^uling  capacity  at  the  drawbar  results  in  enormous  Une  and  bond-» 

^g  dead  losses,  which  will  bring  the  cost  of  even  hydroelectric  ciUTent 

per  drawbar  horsepower-hour  to  from  6  to  7  mills.    This  cost,  which, 

^  combination  with  copper  Umitations,  fixed  train  speeds  up  and 

down  grades,  general  tie-up  of  operation  in  case  of  failure,  and  Uke 

^'^ctors,  will  hardly  admit  of  comparison  with  steam-locomotive 

^^ilers  operating  at  equivalent  to  700  per  cent  of  the  rated  capacity 

^^  stationary  boilers,  with  a  75  per  cent  combined  furnace,  boiler 

^'^d  superheater  efficiency,  and  furnishing  a  boiler  horsepower  for 

^^<5h  1|  sq.  ft.  of  evaporating  surface  and  producing  a  drawbar 

^^Tsepower-hour  for  2i  lb.  of  coal. 

nCPROVEMENTS  TO   BE   EXPECTED   IN   STEAM   LOCOMOTIVES 

Nevertheless,  the  steam  locomotive  is  still  in  its  infancy  so  far 

economy  per  ton-mile  is  concerned.    The  atomization  and  burn- 

^^  of  liquid  or  soUd  fuels  in  suspension  will  enable  the  eUmination 

grates  and  other  metal  work  from  the  combustion  zone  and  permit 

higher  furnace  temperatures  and  more  complete  and  effective 

^^■^mbustion,  which,  in  combination  with  higher  steam  pressures, 

^Compounding,  higher  superheating  of  both  high-  and  low-pressure 

^^^-^am,  utilization  of  waste  gases  and  steam  for  feedwater  heating 

^Hd  purification,  better  boiler-water  circulation,  reduced  cylinder 

clearances  and  back  pressure,  improved  steam  distribution,  lower 

^^ctor  of  adhesion,  higher  percentage  of  propelUng  to  total  weight, 

*^  radiation,  elimination  of  imbalanced  pressures  and  weights, 

i     application  of  safety  and  labor-saving  devices,  and  the  greater  re- 
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finement  and  perfection  of  general  and  detailed  design,  equipment  and 
control  throughout,  will  yet  enable  it  to  produce  a  drawbar  horse- 
power-hour for  one  pound  of  coal. 

STEAM-ELECTRIC   LOCOMOTIVES 

Furthermore,  it  is  not  inconsistent  to  now  predict  that  a  self- 
contained  steam-electric  articulated  compound  locomotive,  combining 
the*  advantages  of  both  steam  and  electric  motive  power,  will  shortly 
find  a  useful  field  in  services  where  maximum  power  and  efficiency 
at  high  speeds;  greater  utilization  of  existing  waste  heat;  high  start- 
ing and  low  speed  torque  and  rapid  acceleration  are  required  and 
where  an  exclusive  electrification  system  would  not  be  permissible 
from  the  standpoint  of  first  cost  or  justified  on  account  of  the  com- 
bined expense  for  operation  and  maintenance. 

LOCOMOTIVE  DEVELOPMENT  IN  REGENT  YEARS 

H.  B.  Oatley.  a  measure  of  the  real  advance  made  during  the 
past  eighteen  years  in  the  development  of  the  locomotive  is  obtain- 
able only  when  the  question  is  considered  in  its  broadest  sense. 
When  viewed  in  this  light,  the  question  may  fairly  be  answered  by 
the  statement  that  the  locomotive  of  today  is  at  least  50  per  cent  more 
efifective  than  the  locomotive  of  1900.  The  leading  factors  that  pro- 
duce this  result  are  — 

a  Adoption  of  highly  superheated  steam 

6  Increase  in  size  of  locomotives 

c  More  positive  control  of  mechanical  operation  and  better 

steam  distribution. 
d  Improved  combustion 
e  Increased  average  speed  over  the  division 
/  Increase  in  the  percentage  of  time  available  for  revenue 

earning  service. 

Fuel  economies  of  not  less  than  20  per  cent  through  the  use  of 
highly  superheated  steam,  in  all  classes  of  service,  have  been  demon- 
strated, and  over  21,800  locomotives  out  of  a  total  of  approximately 
65,000  that  are  in  service  on  American  railroads  are  using  super- 
heated steam.  Provisions  have  been  made  for  the  use  of  highly 
superheated  steam  for  the  standard  U.  S.  Railway  Administration 
engines  now  under  construction.  Consumptions  as  low  as  2  lb.  of 
coal  per  i.  hp-hr.  have  been  obtained  on  engines  using  highly 
superheated  steam,  and  in  general  road  operation,  under  all  con- 
ditions of  weather,  a  figure  of  3  lb.  of  coal  per  i.  hp-hr.  is  obtained. 
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The  increase  in  the  size  of  locomotives  during  the  past  decade  and 
a  half  is  strikingly  shown  by  the  comparisons  of  locomotives  given  in 
Tables  18  and  19. 

The  ConsoUdation  of  1900  and  of  1918  illustrates  the  growth  in  one 
tyi>e  of  engine,  which  would  not  have  been  possible,  economically, 
had  it  not  been  for  the  successful  solution  of  the  problems  of  super- 
heating, improved  steam  distribution,  mechanical  stokers,  the  use 
of  pulverized  fuel,  large  fibrebox  volume  and  the  increased  knowledge 


TABLE  18    INCREASE  IN  SIZE  OF  PASSENGER  LOCOMOTIVE   SINCE  1900 


V%MbuUt 

Type  of  engine... 
Ro^ 

Total  weight,  lb.., 
^t.  on  driven,  lb. 

^*i»dar»,in. 

'^I-el^in. 

5^>«^pr«Mupe.lb 
T«»ctiv»  power,  lb. 

^i'hp 

Fuel 

Iter 


1900 
*-6-0 
L.  O,  cc  n.  8. 
171.600 
133.000 
20  X28 
80 
210 
24.990 
1,398 
Bit. 
No 
No 


1905? 
4-«-2 
B.  AO. 
229,500 
150,600 
22  X28 
74 
225 
35,000 
1.816 
Bit. 
No 
No 


1918 
4-«-2 
U.  S.  Std. 
300.000 
180.000 
27  X28 
79 
200 
43,800 
2,624 
Bit. 
Yes 
Yes 


1918 
4-8-2 
U.  S.  Std. 
350.000 
240.000 
28X30 
69 
200 
58.000 
2.824 
Bit. 
Yes 
Yes 


Table  19  increase  in  size  op  freight  locomotives  since  1900 


J,        buUt.. 

jj^^  of  engine 

^^'^^'•reight.ib!.... 
r»  ^***t  on  driven,  lb 

?^  !«««..  lb... 
|J]]*^**ve  power,  lb. . . 

F^'-l'P- 

T»3^*  * 

s'^l^.nh 

Iter 


1900 
2-8-0 
1.  vy.  K.  K. 
216,000 
196.000 
23  X30 
57 
210 
49.600 
1853 
Bit. 
No 
No 


1917 
2-8-0 
D.  AH. 
297.000 
266,000 
27  X32 
63 
210 
66.000 
2,755 
Pulverised  fuel 
Yes 
Yee 


1918 
2-8-2 
U.  8.  Std. 
322,000 
240.000 
27  X32 
63 
190 
60,000 
2.493 
Bit. 
Yes 
Yes 


1918 
2-10-2 
U.  S.  Std. 
390,000 
300,000 
30X32 
63 
190 
74,000 
3.082 
Bit. 
Yes 
Yee 


*^  boiler  design  which  permitted  the  successful  combination  of  these 
^^"vices  in  one  engine;  and  the  same  conditions  are  responsible  for 
.  *^^  growth  in  the  4-6-2  or  Pacific  type  passenger  locomotive,  as  well  as 
^^  the  2-8-2  or  Mikado  type  and  the  2-10-2  or  Santa  F^  type  engines 
^kich  have  had  a  rapid  development  and  widespread  adoption  during 
^^«  greater  part  of  the  period  1900-1918. 

The  growth  in  size  of  the  Mallet  or  articulated  locomotive  is 

^^U  illustrated  by  the  comparison  between  the  first  0-6-6-0  engine 
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built  for  road  service  in  1903  and  the  maximum-sized  2-10-10-^ 
articulated  engine  now  in  service  on  the  Virginian  Railway. 

The  increase  in  the  size  of  locomotives  has  been  a  great  factor  ii 
cutting  down  the  costs  of  transportation,  by  permitting  not  onl} 
large  increases  in  the  average  weight  of  trains,  but  in  the  incidenta 
advantages  accompanying  greater  train  loads,  particularly  witl 
respect  to  increasing  the  capacity  of  single-track  roads. 

It  is  interesting  to  note  that  the  average  tractive  power  of  all 
engines  operating  in  the  United  States  in  1900  was  17,000  lb.  In 
1918  it  had  increased  to  36,000  lb.  or  126  per  cent. 

Improved  conditions  of  combustion  have  been  brought  about  by 
the  study  and  development  of  adequate  air  openings  in  ashpan  and 
through  grates,  proper  proportioning  of  combustion  chambers,  the 
extended  use  of  water  tubes  and  firebrick  arches,  greater  knowledge 
as  to  the  proper  length  and  diameters  of  boiler  tubes,  and  incidentally 
better  design  of,  and  closer  attention  to,  the  front-end  draft  appli- 
ances. Full  credit  should  also  be  given,  in  this  particular,  to  the 
efforts  on  the  part  of  the  railroad  mechanical  officers  in  the  instruc- 
tion of  firemen  and  engineers  in  the  proper  firing  and  handling  oi 
engines.  These  efforts  have  shown  marked  results  in  eliminating 
fuel  waste  from  the  tanks,  at  coaling  stations  and  in  the  handling  ol 
the  coal  on  the  locomotive.  The  present  interest  in  feedwater  heat- 
ing is  commendable,  and  advantageous  results,  when  viewed  from 
all  angles,  have  been  demonstrated. 

Greater  average  speed  over  the  road  has  resulted  from  the  buildipg 
of  locomotives  of  greater  power  and  efficiency,  as  well  as  from  bettei 
knowledge  of  the  proper  rating  of  engines.  Overloaded  locomotivec 
which  are  stalled  in  bad  weather  or  on  ruling  grades  are  today  ex- 
ceptional. Twenty  years  ago  they  were  of  very  frequent  occur- 
rence. 

The  annual  report  of  the  Illinois  Central  Railroad  for  1917  con- 
tains a  striking  illustration  of  the  increase  in  train  loads  made  possi- 
ble by  the  development  of  the  present-day  locomotive.  In  1908  on 
this  road  the  average  train  load  per  revenue  train-mUe  was  slightly 
under  410  tons.  In  1917,  it  was  approximately  700  tons  (more  than 
70  per  cent  increase  in  nine  years.) 

Locomotives  of  the  present  day  are  in  revenue-earning  work  a 
decidedly  greater  portion  of  the  time  than  was  the  case  at  the  be- 
ginning of  the  present  century.  Greater  efforts  on  the  part  of  the 
mechanical  organizations  to  keep  locomotives  ready  for  service,  have 
contributed  toward  this  improvement.    The  progress  in  design  of 
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locomotive  and  tender  parts  subject  to  wear  and  the  necessity  for 
renewal^  have  produced,  in  recent  years,  details  which  give  far 
p-eater  mileage  between  shoppings  and  thus  contribute  to  increase 
iri  hours  per  day  that  the  locomotive  is  in  service. 

These  are  a  few  of  the  principal  causes  for  the  conclusion  stated 
ill  the  foregoing  paragraphs,  that  the  present-day  locomotive  may 
conservatively  be  stated  as  not  less  than  50  per  cent  more  effective 
tliaji  the  locomotive  of  1900.  This  very  gratifying  improvement  can 
be  credited,  not  to  any  one  group  of  men,  but  is  due  to  the  energy  of 
the  railroad  mechanical  officers,  to  the  locomotive  builders  and  to  the 
p^'^gineering  organizations  which  have  specialized  and  developed  var- 
ious devices  that  are  incorporated  in  the  present-day  locomotive. 

In  1917  the  Railway  Review  published  a  statement  made  by  the 

General  Superintendent  of  Motive  Power  of  the  Pennsylvania  Rail- 

,  in  which  he  said:  ''All  of  this  shows  that  during  the  last  five 

the  economy  and  capacity  of  our  locomotives  has  been  more 

doubled,  and  this  has  been  obtained  for  an  investment  in 

P^x>i>erty,  in  so  far  as  the  cost  of  the  locomotives  is  concerned,  that 

not  amount  to  a  30  per  cent  increase."    If  this  is  the  condition 

one  road  covering  a  five-year  period,  it  can  certainly  be  accepted 

applicable  to  the  railroads  of  the  country  over  an  eighteen-year 


(d)     What  Is  the  Proportion  of  Coke  Made  in  By-Product  Ovens 
in  the  United  States? 

.  E.  Lesher.^  The  proportion  of  coke  (excluding  gas-house 
,  made  in  by-product  ovens  in  the  United  States  has  increased 
17.1  per  cent  in  1910  to  40  per  cent  in  1917.  The  figures,  by 
,are  as  follows: 

(l8t  Qr.) 

1910  1911  1912  1913  1914  1915  1916  1917  1918  1919 

cent... .17.1  22.1  25.3  27.5  32.5  33.8  35.0  40.4  46.2  53.5 

Tie  development  of  the  by-product  coke  industry  in  the  United 

T^tes  up  to  the  close  of  1914  was  largely  the  result  of  the  recognition 

^  iron  and  steel  companies  of  the  economies  possible  by  the  recov- 

^  of  by-products  and  of  the  flexibility  of  operation,  as  well  as  the 

^^^Urance  of  a  regular  and  continual  supply  of  suitable  blast-furnace 

fuel 

^  U.  8.  Geological  Survey,  Washington.     Published  by  permission  of  the 
Director. 
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Beginning  in  1915,  and  most  strikingly  so  today/  the  necessity  for 
benzol  and  toluol  for  explosives  and  chemical  manufacture  has  given 
this  industry  marked  impetus.  So  urgent  are  the  demands  for  ex- 
plosives that  the  Federal  Government  is  expected  to  finance  the 
erection  of  additional  by-product  ovens  this  year. 

These  new  by-product  plants  will  continue  to  be  operated  after 
the  demand  for  coke  —  now  abnormal  —  decreases,  with  the  result 
that  the  percentage  of  by-product  coke  to  the  total  output  in  the 
United  States  will  continue  steadily  to  increase. 

W.  H.  Blauvelt.*  Preliminary  Government  estimates  place 
the  total  coke  production  for  1917  at  56,600|000  tons,  the  largest 
tonnage  in  the  history  of  the  industry.  Of  this  production,  34,000,- 
000  tons,  or  60  per  cent,  was  beehive  coke,  and  22,600,000  tons,  or 
40  per  cent,  was  by-product  coke. 

The  by-product  plants  now  under  construction  in  the  United 
States  will  have  a  capacity  of  13,800,000  tons.  Not  all  of  these 
plants  now  building  will  be  put  in  operation  this  year,  but  the  major- 
ity of  them  will,  so  it  seems  safe  to  prophesy  that  at  some  time  the 
latter  part  of  this  year  the  production  of  by-product  coke  will  pass 
the  beehive  production.  The  total  capacity  of  the  by-product  ovens 
in  the  United  States  now  in  operation  or  under  construction  will  be 
about  41,600,000  tons  per  annum.  This  is  more  than  6,000,000  tons 
above  the  maximum  production  of  the  beehive  industry  in  1916,  when 
all  of  the  conditions  were  favorable  to  bringing  out  the  greatest 
possible  production  from  the  beehive  plants. 

12(e)     What  Are  New  and  Important  Developments  in  Methods  of 
Burning  Coalf 

W.  W.  JouRDiN.  Aside  from  cost,  the  advantages  of  fuel  oil 
in  steam-boiler  practice  over  rough-crushed  coal  are  so  manifest 
that  a  particularly  strong  inducement  exists  at  this  time  of  increasing 
power  costs  to  apply  the  economic  test  to  pulverized  coal. 

The  superior  thermal  efficiency  of  gaseous  fuels  is  unquestionable, 
but  commercial  success  in  the  manufacture  of  gas  for  firing  under 
boilers  has  not  been  realized.  Coal,  when  ground  so  fine  that  95  per 
cent  will  pass  100  mesh,  can  be  conveyed  through  pipes  over  con- 
siderable distances  as  readily,  almost,  as  oil,  and  combustion  will 
occur  in  a  manner  quite  analogous  to  that  of  gas,  provided  air  be 

»  August,  1918. 

*  Consulting  Engineer,  Semet-Solvay  Company,  S3rracu8e,  N,  Y, 
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supplied  in  proper  proportion  and  in  intimate  contact  with  the  par- 
ticles of  the  coal. 

That  desirable  characteristic  of  oil  —  easy  and  complete  control  of 
the  heating  medium  to  meet  variations  in  steam  demand  —  is  inherent 
in  coal  in  this  finely  divided  state.  Better  economy  is  attainable 
than  with  coal  as  commonly  fired,  since  excess  air  may  be  kept  within 
narrow  limits,  and,  fmthermore,  the  boiler  room  is  free  from  heavy 
storage  and  handling  equipment. 

This  feature  of  quick  response  to  variable  load  conditions  cannot 
be  fully  appreciated  by  one  whose  experience  has  been  confined  to 
stoker  equipment.  In  the  plant  with  which  the  writer  is  connected, 
the  excess  air  is  usually  maintained  within  10  or  12  per  cent  of  theoreti- 
cal requirements,  and  with  a  50  per  cent  variation  either  way  from 
nonnal  load  the  automatic  regulating  system  will  respond  so  quickly 
that  the  extreme  variation  in  steam  pressure  will  be  not  more  than 
21b.  per  sq.  in.,  equivalent  to  1  per  cent  of  normal.  When  properly 
adjusted  the  damper  regulator  opens  the  dampers  in  time  to  prevent 
smoking,  in  the  case  of  an  increase  in  the  rate  of  firing,  or  a  "clear 
stack'*  with  a  sharp  reduction  of  load. 

Steam  is  the  best  atomizing  agent  for  oil,  but  compressed  air 
appears  to  be  most  satisfactory  for  use  with  powdered  coal.  All  air 
required  for  combustion  may  be  compressed  by  turbo-blowers  to  a 
coDiparatively  low  pressure,  heated  by  the  waste  gases,  then  released 
m  a  mixing  chamber  or  burner  designed  to  distribute  the  charge 
evenly  ixi  the  furnace. 

The  methods  used  to  atomize  pulverized  coal  fall  short  of  re- 
quirements since  the  evaporative  eflSciency  is  generally  lower,  often 
up  to  10  per  cent,  than  obtained  with  gas  or  oil.  With  well-designed 
app^tus,  however,  nearly  constant  oxygen-carbon  ratio  should 
obtain  over  a  wide  range,  and  evaporative  efficiency  need  not  be 
less  than  is  developed  in  the  best  oil-burning  practice. 

The  grinding  and  drying  equipment  should  be  placed  between 
the  boiler  plant  and  coal  in  storage.  The  quantity  of  waste  gases  to 
oe  diverted  to  the  drying  plant  will  depend  upon  their  temperatiu-e 
and  the  moisture  content  of  the  coal.  The  best  performance  known 
to  the  Writer  is  4  to  5  lb.  of  water  evaporated  per  pound  of  coal  used 
in  the  dryer;  in  certain  plants  the  ratio  is  nearer  unity.  Therefore, 
with  coals  running  high  in  moisture  a  material  saving  will  be  possible 
by  the  use  of  waste  gases  in  the  dryer. 

A  large  pulverized-coal  plant  is  being  installed  in  Seattle,  where 
oil  is  cheap  compared  to  places  more  remote  from  the  oil  fields.     If 
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we  cannot  aflford  to  burn  oil,  let  us  weigh  carefully  the  possibility  of 
utilizing  this  fine  substitute. 

12(/)    What  Economies  Have  Resulted  from  Recent  Practice  in  MaJ> 
ing  Brick  Settings  LeaJdesst 

Albert  A.  Cart.  The  remarkably  low  flue-gas  temperatures 
frequently  reported  from  boiler  tests  are  generally  due  to  air  leakage 
through  boiler  settings  or  at  flue  connections.  A  number  of  boiler 
tests  which  I  have  made  were  conducted  in  such  a  manner  as  to 
determine  these  losses  and  I  will  therefore  give  the  results  of  three  or 
four  of  these  tests  from  which  can  be  appreciated  the  gain  in  efli- 
ciency  that  would  result  if  the  air  leakage  were  suppressed. 

1  Two  horizontal  tubular  boilers  of  the  same  size  and  located 
ill  the  same  plant,  with  settings  supposed  to  be  identical,  gave  the 
following  results  by  taking  samples  of  gas  simultaneously  from  the 
rear  end  of  the  furnace  chamber  and  just  inside  the  flue  outlet: 

Boiler  A  Boiler  B 

Excess  of  air  found  in  the  furnace 70  per  cent     49  per  cent 

Excess  of  air  found  at  the  flue  outlet 103  per  cent     71  per  cent 

These  results  clearly  show  how  worthless  the  gas  analysis  taken 
at  the  flue  outlet  really  is  as  an  indication  of  the  conditions  of  com- 
bustion in  the  furnace. 

Turning  now  to  temperature  readings  taken  just  inside  of  the 
flue  outlet,  a  nitrogen-filled  thermometer,  with  proper  corrections 
applied,  showed  that  the  temperatures  of  gases  escaping  from  the 
boiler  settings  were  543  deg.  fahr.  for  Boiler  A  and  482  deg.  fahr. 
for  Boiler  B. 

By  making  corrections  for  the  chilling  effect  of  the  infiltrating 
air  we  find  that  had  there  been  no  air  leakage  through  the  boiler 
settings,  the  temperatures  of  these  escaping  gases  would  have  been 
607  deg.  fahr.  with  Boiler  A  and  562  deg.  fahr.  with  Boiler  B. 

The  actual  loss  in  efficiency  due  to  air  leakage  in  these  two  boUers 
was  as  follows:  Boiler  A,  1.73  per  cent;  Boiler  B,  2.13  per  cent. 

The  losses  occurring  in  these  cases  principally  were  due  to  the 
chiUing  effect  of  the  cold  entering  air  alone,  as  it  was  found  that 
practically  all^of  the  air  leakage  occurred  beyond  the  furnace  and 
combustion  chambers.  A  correction  of  the  gas  analysis  taken  at  the 
flue  outlet,  making  allowance  for  the  increased  air  supply,  shows 
practically  the  same  results  as  were  obtained  in  the  samples  of  gas 
taken  from  the  combustion  chamber. 
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2    I  will  next  refer  to  two  interesting  tests  made  with  a  water-tube 

boil&c  having  its  heating  surface  widely  distributed,  and  requiring  a 

setting  about  double  the  size  of  a  normal  setting.    It  was  equipped 

witli  stationary  grates  and  hand-fired.    One  test  was  conducted  at 

tike  rated  capacity  of  the  boiler,  while  the  second  was  a  forcing  test. 

Ouiing  the  non-forcing  test,  I  found  that  the  average  excess  air 

ui    tixe  furnace  was  45.05  per  cent,  while  the  excess  air  found  in  the 

G8<2&ping  gases,  just  inside  of  the  flue  outlet,  was  95.79  per  cent. 

was  an  unusually  high  loss  in  the  combined  efficiency  of  the 

^r  and  furnace  operation  due  to  air  leakage  through  the  masonry; 

"^^yirxely,  4.63  per  cent. 

IThe  average  combustion,  during  this  test,  was  20.87  lb.  of  dry 
^^^^^l  per  sq.  ft.  of  grate. 

X)uring  a  subsequent  forcing  test,  when  40. 15  lb.  of  dry  coal  was 
l>vijmed  per  sq.  ft.  of  grate  under  forced  blast,  the  entire  chamber 
^'^olcDsing  the  boiler  was  under  pressure  so  that  the  furnace  gases 
*^^^^xally  blew  out  through  cracks  in  the  masonry  and  thus  we  had 
^   o^ce  of  gas  leakage  outward. 

There  is  no  necessity  for  employing  extraordinary  means  to  ob- 
tight  boiler  settings.    Long  experience  has  taught  me  that  the 
'^"^^-^•'tcrial  we  have  been  emplojdng  for  years,  if  properly  selected  and 
P^^'^perly  erected  in  place,  will  produce  a  setting  that  for  all  practical 

is  tight  and  can  easily  be  made  to  remain  tight  for  years. 

It  is  the  duty  of  every  engineer  who  is  called  upon  to  install  boiler 

-trtings  to  study  the  stresses  and  strains  that  occur  in  boiler  masonry 

same  as  he  is  supposed  to  do  in  other  designing  work,  and  he  must 

study  the  widely  varying  quaUties  of  the  various  materials  used 

to  make  and  secure  a  proper  selection.    Extreme  expansion 

contraction  are  constantly  occurring  in  nearly  every  part  of  a 

^er  setting  and  they  must  be  properly  provided  for.    The  interior  of 

^ximace  wall  may  be  subjected  to  a  temperature  of  2000  deg.  and 

ling  upward  to  nearly  3000  deg.  fahr.,  while  its  exterior  is 

^^xxictimes  subjected  to  a  freezing  temperature. 

'What  can  we  expect  but  disintegration,  cracking  or  distortion  if 

^it>vigion  is  not  made  to  meet  these  conditions.    With  bridge  walls 

^  arches  heated  to  very  high  temperatures  and  expanding  against 

^^  side  walls,  how  can  we  expect  such  walls  to  withstand  such  pres- 

^^iies  without  cracking  imless  provision  is  made  to  relieve  or  pi  event 

such  thrusts  by  proper  arrangement  of  supporting  beams,  buck  stays, 

pockets  in  masonry,  or  other  means  properly  applied? 

The  average  mason  knows  little  or  nothing  about  laying  up  fire- 


398  ECONOMICAL  USE  OF  FUEL 

brick  work  and  bonding  it  property  into  the  red-brick  exterior,  and 
yet  this  most  important  matter  is  often  left  to  such  men.  I  always 
make  it  a  practice  to  specify  exactly  how  this  work  should  be  done. 

The  market  is  filled  with  most  undesirable  material  for  boilei 
setting  and  if  proper  refractory  material,  red  brick,  mortar,  fireclay 
or  high-temperature  cement  is  not  distinctly  specified,  the  poor  client 
simply  buys  his  trouble  and  adds  tc  his  maintenance  account  when 
he  has  such  unsuitable  material  dumped  into  his  boiler  setting. 

Proper  provisions  must  be  made  for  relining  furnace  interiors 
without  damaging  other  parts  of  the  setting.  Provision  must  be 
made  for  supporting  the  boiler  securely  and  for  taking  care  of  the  ex- 
pansion and  contraction  of  the  boiler  itself,  and  the  greatest  care  must 

be  exercised  to  provide  ample  foundations  which  will  not  settle. 

*  • 

12(h)    Is  Aviomatic  Air  Supply  Correctly  Proportioned  to  Coal 
Supply  Possible? 

M.  C.  M.  Hatch.  Theoretically,  such  control  of  the  supply  of 
air  necessary  for  combustion  would  seem  to  be  desirable.  There  is 
a  certain  amount  of  excess  air  which,  for  a  given  furnace  design, 
method  of  firing  and  nature  of  fuel,  will  give  the  best  results,  and  this 
excess,  expressed  as  a  percentagey  will  be  constant  throughout  the  en- 
tire range  of  fuel  rates,  from  lowest  to  highest. 

Accurate  control  of  the  air  for  any  method  of  burning  coal  on 
grates,  either  by  hand  or  by  stoker  firing,  is  more  or  less  difficult  and 
may  be,  and  probably  is,  impossible  under  many  conditions.  The 
comparative  sluggishness  of  furnace  action  with  coal  thus  fired  to 
respond  to  rapid  variation  in  load  on  the  boiler  and  the  fact  that 
grates  will  clinker  or  ash  over,  changing  the  air-inlet  area  under  the 
fire,  account  in  large  measure  for  the  difficulties  encountered,  and 
these  faults  would  seem  to  be  inherent  in  grate  firing. 

Coal  burned  in  pulverized  form  offers  a  chance  for  development 
work  along  the  line  of  positive  air  control.  There  is  no  change  of 
air-inlet  area  to  the  furnace  caused,  automatically,  by  slagging  or 
ash  deposits.  The  excess  air  necessary  can  be  readily  determined  and 
is  materially  less,  on  account  of  intimate  mixture,  than  in  other 
methods  of  burning  coal,  hence,  for  a  given  fuel  rate,  the  total  amount 
of  air  to  be  controlled  is  reduced.  The  flexibility  of  the  furnace,  by 
which  is  meant  its  ability  to  respond  almost  instantaneously  to  vary- 
ing demands  upon  the  boiler,  is  very  pronounced,  and  this  again 
simplifies  the  problem. 
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P^^Miverized  coal,  fed  by  carefully-designed  screws  which  give 

practi^^ally  constant  delivery  per  unit  revolution  for  all  feeds,  affords 

ideal    <2onditions  for  standardization  work  in  furnace  operation.    It 

is  entSjsrely  possible,  although  there  has  as  yet  been  no  attempt  made 

to  pls^<:^e  such  an  arrangement  on  a  commercial  basis,  that  the  position 

of  th^^  main  boiler  damper  and  of  the  dampers  in  the  induced-air 

pipes    may  be  sjmchronized  with  the  feednacrew  revolutions  in  such  a 

way  ei-ei  to  insure  constant  air-excess  percentage  at  all  furnace  outputs. 


I2CZ3    Miscellaneous  —  School  Heating,  Insulation,  Smoke  Preven- 
tion 

J.  H.  Brady  chief  engineer  and  superintendent  of  buildings  for 
the  t^^nsas  City  School  District  for  the  past  32  years,  contributed  a 
repoirfc  made  by  him  to  the  Board  of  Directors  of  the  School  District 
of  K^^-msas  City,  Mo.  This  report  is  given  in  great  detail  and  is*  ex- 
tremely valuable.  It  contains  a  tabulated  statement  for  1916-1917, 
show^xig  the  cost  per  cubic  foot  for  heating  the  buildings  of  the 
school  district. 

T'lzkere  are  88  pubUc  buildings  having  a  total  cubic  contents  of 
32,3CH3,000  cu.  ft.  and  an  average  per  building  of  367,000  cu.  ft. 
More  than  half  the  buildings  contain  over  250,000  cu.  ft.  of  space  and 
aever«tl  are  much  larger.    The  cost  of  fuel  for  all  the  buildings  aver- 
aged 3.1  mills  per  cu.  ft.    The  figures  given  in  the  report  include  the 
fuel  f vimished  the  custodians  of  the  buildings  for  their  residences, 
except  in  the  case  of  seven  buildings.    In  what  follows  is  a  brief 
summary  of  the  conclusions: 

Grouping  the  buildings  according  to  the  type  of  heating  plant 
^^^  gives  the  following  results: 

Group  No.  1,  steam  hot  blast,  using  fuel  oil,  average  cost  3.5 
"^  per  cu.  ft. 

Group  No.  2,  direct  radiation,  using  fuel  oil,  average  cost  3.6 
"^'s  Per  cu.  ft. 

Group  No.  3,  steam  hot  blast,  using  coal  for  fuel,  average  cost 
2.8  mills  per  cu.  ft. 

Group  No.  4,  direct  radiation,  using  coal,  average  cost  2.9  mills 
per  cu.  ft. 

Group  No.  5,  frame  and  brick  buildings  heated  by  stoves,  average 
cost4.l  mills  per  cu.  ft. 

Group  No.  6,  schools  heated  by  hot-air  furnaces,  using  coal,  aver- 
age cost  3.6  mills  per  cu.  ft. 
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*  Contrasting  two  of  the  buildingSi  the  writer  states: 
"Central  High  School  shows  a  cost  of  2.7  mills  per  cu.  ft.  while 
Northeast  shows  a  cost  of  2.5  mills  per  cu.  ft.  The  cubic  contents  of 
Northeast  High  is  greater  than  Central  High,  and  the  difference  in 
the  cost  per  cu.  ft.  for  heating  the  two  buildings  is,  in  my  opinion, 
due  to  the  fact  that  Central  High  has  metal  frames  and  sash  while 
Northeast  has  wooden  frames  and  sash,  and  the  leakage  of  air  or 
wind  around  metal  sash  is  greater  than  with  wooden  sash.  Both 
these  buildings  use  coal  for  fuel.  As  a  rule  the  high  cost  of  heating 
certain  buildings  is  caused  by  metal  frames  and  sash,  while  in  other 
buildings  it  is  due  to  poor  construction,  taking  into  account  their 
age,  etc. " 

Another  point  is  the  fact  that  where  mechanical  ventilation,  or 
what  is  known  as  the  hot-blast  fan  system,  using  coal  for  fuel,  is 
installed,  the  cost  for  heating  per  cu.  ft.,  is  less  on  an  average  than 
the  others,  being  2.8  mills. 

The  fact  that  the  figures  for  schools  equipped  with  mechanical 
ventilation  run  less  than  for  those  not  so  equipped  may  be  attributed 
to  automatic  temperature  control.  The  hi^est  cost  per  cu.  ft.  is 
shown  where  stoves  are  used  for  heating,  being  4.1  mills. 

INSULATION 

G.  D.  Baglet.  The  insulation  of  heated  surfaces  to  conserve 
radiation  and  convection  losses  often  does  not  receive  the  attention 
which  it  deserves.  Such  insulation  is  necessary  regardless  of  the 
purpose  of  the  installation  or  the  method  of  heating.  Coverings  of 
the  proper  thickness  and  material  appUed  to  power  plants,  chemical 
plants,  heating  systems,  etc.,  result  in  a  large  saving  in  coal  and  a 
high  rate  of  return  on  the  investment. 

The  losses  from  such  surfaces  range  from  2  to  10  B.t.u.  per  sq.  ft. 
per  hour  per  deg.  fahr.  temperature  difference  at  the  temperatures 
at  which  steam  is  used  and  amount  to  300  tons  of  coal  per  year  for 
every  1000  sq.  ft.  of  exposed  surface  at  100  lb.  steam  pressure. 

The  Mellon  Institute  of  Industrial  Research  of  Pittsburgh,  Pa., 
has  been  engaged  for  some  time  in  making  a  study  of  heat-insulating 
materials  for  the  Magnesia  Association  of  America,  and  in  order  to 
check  up  the  results  of  the  laboratory  work  under  practical  conditions 
a  set  of  tests  was  made  on  a  boiler  before  and  after  covering  with 
magnesia.^ 

^  For  a  more  complete  account  of  these  tests,  see  paper  No.  1660,  p.  667  of 
this  volume. 
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IThe  tests  were  made  at  a  mine  at  Bruceton,  Pa.,  in  conjunction 

the  Bm-eau  of  Smoke  Hegulation  of  the  City  of  Pittsburgh.    The 

1)oilers  used  in  the  tests  were  of  the  locomotive  type,  60  and  80 

^I>-,     fire  tubes  and  single  pass.    They  were  installed  on  concrete 

pi^i-s  without  coverings.    The  total  uncovered  surface  was  675  sq.  ft. 

the  average  pressure  80  lb.  per  sq.  in. 

£!ach  test  covered  a  period  of  24  hours.    The  firing  was  under  the 

Tvision  of  the  Biu-eau  of  Smoke  Regulation  in  order  to  have  it 

c^onsistent  and  regular  as  possible.    The  coking  method  was  used, 

the  coal  in  the  front  of  the  furnace,  leaving  the  fire  door  open 

short  time  after  each  firing,  and  breaking  the  coal  back  as  it 

.    This  method  of  procedure  resulted  in  nearly  smokeless  com- 

ion  of  the  fuel. 

During  the  first  test,  10,784  lb.  of  coal  were  used  and  58,000 

of  water  were  evaporated.    This  corresponds  to  a  rate  of  6.35 

*"-    of  water  from  and  at  212  deg.  fahr.  per  lb.  of  coal  as  fired. 

-After  the  first  test  was  completed,  the  boiler  was  covered  with  IJ 
of  magnesia  blocks  and  plastered  with  magnesia  cement  and  a 
of  hard-finish  cement  for  protection,  making  a  total  thickness  of 
^*^^\it  2  in.    The  boiler  test  was  then  repeated,  taking  great  care  to 
the  load  at  the  same  values  as  during  the  first  test,  and  to  keep 
other  conditions  the  same. 

In  the  second  test,  59,500  lb.  of  water  were  evaporated  and 
lb.  of  coal  consumed,  giving  a  rate  of  7.55  lb.  of  water  from  and 
212  deg.  fahr.  per  lb.  of  coal  as  fired  and  a  saving  of  1488  lb.  of 
^^«^1  per  day. 

If  calculated  for  an  equal  water  evaporation,  the  saving  would  be 

^OO  lb.  of  coal.    It  seemed  much  easier  to  hold  a  nearly  uniform 

^^^esure  after  the  boilers  were  covered  and  this  probably  accounts 

^^  the  excess  of  the  measured  saving  over  that  calculated,  as  the  coal 

^^^«  burned  more  imiformly  and  the  boiler  eificiency  was  higher. 

The  saving  in  coal  as  shown  by  this  test  amounted  to  about  15  per 

^^^^t  of  the  coal  originally  burned.    The  per  cent  saving  will  vary 

^^Uh  the  amount  of  exposed  surfaces  in  proportion  to  the  capacity  of 

^*^^  boilers.    The  losses  shown  by  the  test  are  those  due  to  heat  loss 

*it>in  the  boiler  alone  and  do  not  take  into  account  the  losses  from 

^^  pipe  lines  which  cause  condensation  and  wet  steam  in  addition 

^  wasting  coal. 

The  tests  show  that  the  losses  from  uninsulated  surfaces  are  large 
^iiough  to  amount  to  a  very  considerabte  factor  in  the  total  coal 
consumption  of  the  country,  and  to  warrant  every  one  who  is  inter- 
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ested  in  the  conservation  of  fuel  in  seeing  that  all  surfaces,  however 
small,  are  properly  insulated. 

SMOKE   PREVENTION 

Victor  J.  Azbe.  In  regard  to  smoke  prevention,  if  we  would 
base  our  studies  upon  furnace  volume,  gas  velocity,  composition  of 
volatile  matter,  and  take  into  consideration  eddies  and  whirls,  dead 
space,  etc.,  we  soon  would  have  information  enough  collected  to 
design  furnaces  for  any  type  boiler  and  any  fuel  so  smoke  would  not 
be  produced.  That  most  fmnaces  are  built  upon  unscientific  prin- 
ciples can  be  shown  by  a  study  of  gas  flow  with  a  fairly  accurate 
anemometer  in  a  cold  boiler  when  the  damper  is  open. 


No.  1650 

SOME  ECONOMIC  ASPECTS  OF  FIRE- 
PROTECTION    PROBLEMS    AND 
HAZARDS  IN  WAR  TIMES 

Bt  J.  Donald  Pbtob^  and  Frank  V.  Sackbtt/  Pbovidencb,  R.  I. 

Non-Members 

Thi8  paper  seeks  to  poini  otU  the  hazards  involved  at  the  present  time  in  the  war 
work  of  five  great  essential  dtisses  of  industry,  namely : 

1  Metal  Workers 

2  Textile  MiUs 

3  Shipyards 

4  Flour  MiUs  and  Grain  Elevators 

5  Piers,  Wharves  and  Docks, 

The  engineering  problems  in  connection  with  the  adequate  protection  of  siich 
properties  have  to  a  large  extent  been  solved  hiU  the  necessary  safeguards  are  lacking, 
due  either  to  a  failure  to  grasp  the  necessity  for  such  safeguards  or  to  economic  con- 
ditions. 

Standard  atUomatic-sprinkler  protection  is  the  most  dependable  means  of  safe- 
guarding these  various  classes  of  risks,  hut  in  shipyards  and  piers  that  protection 
atone  is  not  enough,  but  must  be  reinforced  by  hydrant  systems,  certain  structural 
changes  and  the  organization  and  careful  training  of  private  fire  brigades, 

TN  its  essentials  the  fire-protection  problem  in  war  times  does  not 
differ  from  the  fire-protection  problem  in  peace  times.  It  is  true 
that  war  conditions  aggravate  and  increase  ordinary  fire  dangers, 
but  the  means  fomid  most  efficacious  for  combating  them  in  normal 
times  are  still  most  efficacious. 

2  A  great  deal  has  appeared  in  the  daily  press  on  incendiary 
fires  set  by  German  agents,  and  the  colossal  amount  of  our  fire  losses 
last  year  —  totahng  as  it  did  some  $250,000,000,  an  increase  of  more 
than  25  per  cent  over  normal  —  encouraged  the  beUef  that  enemy 
aliens  were  responsible  for  the  greater  part  of  our  staggering  con- 
tribution to  the  fire  Moloch. 

*  General  Fire  Extinguisher  Company. 
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3  Unquestionably,  enemy  agents  did  cause  heavy  fire  losses  — 
perhaps  $30,000,000,  but  according  to  the  National  Bbard  of  Fire 
Underwriters  certainly  not  more  than  this.  If  only  about  10  per  cent 
of  our  fire  losses  since  we  have  been  in  the  war  have  been  due  to  enemy 
aliens,  surely  our  attention  should  be  focused  on  some  means  of  stop- 
ping the  remaining  90  per  cent  of  the  losses  in  quite  as  great  a  d^ree 
as  it  is  on  checking  enemy  spies. 

4  Last  year's  increase  in  the  fire  loss  is  readily  accounted  for 
when  we  realize  the  tremendous  speeding  up  of  industry,  the  employ- 
ment of  unskilled  labor,  night-and-day  operation  and  crowded  stor- 
age, all  of  which  have  been  part  and  parcel  of  our  participation  in  the 
world  conflict.  Compared  to  other  countries  these  considerations  are 
those  which  have  always  made  the  fire  losses  of  America  the  most 
amazing  piece  of  wastefulness  the  world  has  ever  seep. 

5  In  no  country  in  the  world  has  fire-protection  engineering 
in  the  way  of  appliances  for  fighting  fire,  either  manually  or  auto- 
matically, reached  so  high  a  degree  of  perfection  as  here.  No- 
where in  the  world  has  fire-resistive  construction  been  developed  to 
such  an  extent  as  here.  But  in  spite  of  this  our  fire  losses,  even 
in  peace  times,  are  staggering.  In  part  this  is  due  to  our  tremen- 
dous values.  In  some  measure  it  is  due  to  our  large-area  buildings 
and  high-speed  production,  and  in  great  measure  it  is  due  to  our 
carelessness. 

6  But  at  the  present  time  our  values  are  mounting  higher  and 
higher.  Production  is  being  speeded  as  never  before.  Surely  the 
answer  to  our  problem  cannot  be  found  by  correcting  either  of  these 
elements  in  the  situation,  for  we  positively  must  increase  supplies  and 
further  speed  up  production.  There  remains  for  us  only  one  way  in 
which  to  effect  the  cure  for  this  red  disease  which  is  sucking  our  re 
sources,  and  that  is  to  be  more  eyeful  that  fires  do  not  start  and  more 
careful  that  we  have  at  hand  the  means  for  putting  them  out  when 
they  do  start,  as  some  of  them  inevitably  will. 

7  The  usual  business  building,  be  it  manufacturing  plant, 
storage  warehouse,  dock,  pier  or  shipyard,  is  roughly  classified  by  the 
insurance  companies  as  being  protected  or  not  protected.  It  is  a 
curious  commentary  that  at  present  the  three  most  essential  classes 
of  property  in  our  country  are  those  least  protected.  They  are  in 
order  of  their  importance  as  follows: 

a  Shipbuilding  yards 

b  Flour  mills  and  grain  elevators 

c  Piers,  wharves,  docks  and  storage  warehouses. 
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'^^^^^^  are  two  other  great  classes  of  vital  industry  —  metal-working 
cstabliahments,  including  foundries  and  machine  shops,  and  teictile 
nulla,  in  which  we  have  placed  cotton  mills,  full-process  knitting  nulls 
and  Woolen  mills. 

8  The  average  mimition  works,  being  a  metal-working  risk, 
has  not  the  severe  hazard  of  the  foregoing  classes  of  risk,  and  yet  the 
fire  I068  among  the  metal  workers  is  in  itself  astoundmg,  and  that 
industry,  while  its  largest  tuuts  fall  into  the  protected  class,  has  many 
saiBU  units  where  values  have  not  to  date  been  sufficient  to  induce 
^^^niers  to  fully  protect  such  property.  Our  textile  mills  producing 
clothes  for  our  soldiers  are  the  best  and  most  completely  protected 
class  of  property  in  this  coimtry,  and  probably  in  the  world. 

FIRE  PROTECTION  OF  METAI/-WORKINQ  ESTABLISHMENTS   AND 

TEXTILE  MILLS 

9  Before  passing  to  a  consideration  of  the  fire-protection  prob- 
lem of  the  three  unprotected  classes  of  essential  properties  noted 
^  Par.  7,  it  may  be  well  to  outline  briefly  the  fire-protection  equip- 
ttient  of  the  two  protected  classes  of  property,  namely,  metal-working 
^^tablishments  and  textile  mills,  and  see  what  new  demands  the  war 
'^*8  made  on  their  fire-fighting  facilities. 

10  The  increased  hazard  of  fire  in  metal-working  establishments 
"^8  to  do  almost  entirely  with  processes  incident  to  their  manufac- 
I^Urimg  ammunition,  and  a  complete  outline  of  the  processes  involved 
|8  almost  essential  to  the  thorough  understanding  of  the  new  hazards 
involved.  Except  for  one  or  two  increased  hazards  in  the  treatment 
^'  steel,  most  of  the  new  processes  where  serious  hazards  are  involved 
*^*^  those  having  to  do  with  the  loading  of  the  shells  rather  than 
^th  the  making  of  the  various  parts.  This  whole  matter  is  treated 
^n  detail  in  a  paper  by  W.  D.  Milne,  Inspector  of  the  Underwriters 

oureau  of  New  England,  in  the  Proceedings  of  the  National  Fire 

^^'^Jtection  Association  for  1917. 

U    Perhaps  the  quickest  way  to  illustrate  the  comparative  safety 
^^  most  lai^e  metal-working  plants  from  ordinary  fire  danger  is  to 
briefly  review  an  investigation  made  a  year  ago  in  this  class  of  prop- 
^%.   That  investigation  showed  that  the  average  insurance  rate 
paid  by  metal-working  concerns,  unprotected  by  automatic  sprink- 
lers, was  $1.47  per  $100,  and  that  the  average  rate  paid  by  these  same 
concerns  after  having  installed  automatic  sprinklers  was  20  cents  per 
SlOO,  a  reduction  of  86  per  cent  in  their  average  rate. 
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12  It  should  be  remembered,  however,  that  the  reqmrements 
made  by  the  insurance  companies  for  sprinkler  protection,  which  is 
the  main  dependence  of  all  of  these  concerns,  include  certain  other 
protection  devices  such  as  chemical  extinguishers,  oftentimes  hose 
and  hose  connections  and  the  installation  in  some  cases  of  fire  doors, ' 
the  closing  up  of  vertical  openings  and,  in  many  cases,  the  installation 
either  of  open  sprinklers  or  fire  shutters  to  guard  the  plants  from 
exposure  fires. 

13  Since  the  insurance  rate  is  invariably  the  truest  measure  of 
fire  danger,  it  is  readily  apparent  that  these  metal-workmg  plants 
which  have  automatic  sprinklers  and  other  auxiliary  protection  are 
about  as  safe  from  the  ordinary  fire  as  it  is  humanly  possible  to  make 
them. 

14  The  only  danger  from  ordinary  fires  in  these  protected  plants 
is  that  the  fire-fighting  equipment,  either  through  carelessness  or 
maUciousness,  may  become  impaired,  and  in  1917  there  were  several 
disastrous  fires  in  completely  protected  properties  due  to  water's  being 
shut  off  the  sprinkler  system. 

15  The  same  type  of  protection  that  is  enjoyed  by  these  metal 
workers  has  been  carried  to  its  ultimate  development  in  the  great 
textile  mills  of  the  country,  which  were  the  pioneers  in  installing 
automatic  sprinklers,  and  which  are  today  enjoying  rates  on  the 
average  of  from  7  to  10  cents  per  $100.  They,  just  as  the  large 
metal-working  establishments,  are  immune  from  ordinary  fire  dan- 
gers provided  their  fire-fighting  equipments  are  kept  in  working 
condition. 

KEEPING  SPRINKLER  SYSTEMS  EFFICIENT 

16  Unfortunately  the  fire-fighting  equipments  of  these  risks  are 
not  always  in  operative  condition,  and  naturally  the  cleverly  directed 
incendiary  would  take  care  to  see  that  the  sprinkler  equipment  was 
shut  off,  or  otherwise  put  out  of  order  before  appl3dng  the  torch. 
This  danger  of  enemy  activities  and  also  the  fact  that  more  unskilled 
labor  than  ever  before  is  being  employed  in  both  these  classes  of  in- 
dustry, makes  it  particularly  worth  while  to  consider  in  addition  to 
sentries  and  watchmen  some  automatic  means  of  safeguarding  their 
fire-fighting  equipment,  which  equipment,  in  the  last  analysis,  is  auto- 
matic sprinklers. 

17  The  sprinkler-fire  tables  of  the  National  Fire  Protection 
Association  show  that  out  of  19,000  sprinkler  fires  in  all  classes  of  risk 
there  have  been  851  specified  by  the  insurance  companies  as  unsatis- 
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factory.  Of  these  851,  over  25  per  cent,  or  230,  occurred  because  the 
water  was  shut  off  the  sprinkler  system. 

18  As  far  as  keeping  the  sprinkler  service  in  all  classes  of  risk  in 
operative  condition  is  concerned,  and  particularly  as  regards  keeping 
^e  service  intact  in  these  special  classes  of  risk,  the  most  absolute 
^^eguard  is  what  is  known  as  sprinkler  supervisory  service.  This 
sei^oe  is  installed  and  maintained  by  the  American  District  Tele- 
gra^ph  Company  and,  briefly,  consists  of  having  the  vital  elements  in 
a  sprinkler  system  equipped  with  electric  alarm  apparatus,  which 
automatically  transmits  a  code  signal  to  the  central  office  whenever 
anything  out  of  the  way  happens  to  the  sprinkler  system,  in  addition 
to  automatically  transmitting  an  alarm  to  the  control  station  in  case 
of  fire. 

19  For  instance,  as  regards  the  matter  of  water  being  shut  off 
the  system,  there  would  be  a  switch  placed  on  all  controlling  valves 
of  the  system,  and  if  any  of  these  valves,  either  through  maUcious 
intent  or  carelesisness,  were  closed,  the  A.  D.  T.  office  would  at  once 
i^eceive  a  signal  of  such  closing  and  would  immediately  send  a  runner 
to  correct  the  difficulty,  or  at  least  to  ascertain  if  the  owners  were 
a^wme  of  the  fact  that  their  fire  protection  was  impaired.  The  same 
S^ceral  type  of  device  ctn  be  applied  to  other  elements  of  the  system, 
but  the  mere  equipment  of  controlling  valves  by  protecting  apparatus 

• 

IS  one  of  the  essential  precautions  which  war  conditions  impose  upon 
naanufacturers  who  have  otherwise  adequately  safeguarded  them- 
selves against  having  their  production  stopped  and  thus  seriously 
mterfering  with  the  country's  war  work. 

20  Where  supervisory  service  is  not  available,  or  for  financial 
f^aaons  will  not  be  considered,  th&  importance  of  this  matter  as 
evinced  by  the  figures  above  quoted  warrants  the  stationing  of  a 
oaan  at  any  controlling  valve  of  a  sprinkler  system  which  is  closed  for 
^•ny  reason  whatever,  and  the  keeping  of  that  man  there  until  the 
^alve  can  be  again  opened  and  the  system  restored  to  service.    Theo- 
retically, if  this  staticHiing  of  men  were  religiously  carried  out  this 
W)blem  of  closed  valves  and  consequent  heavy  losses  in  protected 
P^perties  could  be  avoided;  but,  unfortunately,  the  human  element 
^  such  that  this  plan  can  never  be  considered  as  the  ultimate  answer 
to  the  problem. 

21  The  other  chief  causes  of  so-called  sprinkler  failures  are  gener- 
ally defective  equipment  or  water  supplies  and  unsprinklered  sections, 
these  causes  contributing  279,  or  32  per  cent,  of  the  851  so-called 
sprinkler  failures  in  all  classes  of  risk.     For  the  most  part  defective 
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equipments  are  those  installed  in  the  very  early  days  of  the  sprinkler 
business,  before  the  present  standards  of  appliances  and  installation 
were  reached,  and  engineers  should  take  care  to  thoroughly  investigate 
the  equipment  in  plants  in  which  they  are  interested  to  see  that  it 
is  in  every  way  up  to  standard. 

22  The  matter  of  unsprinklered  sections  has  always  been  a 
bothersome  one  and  it  is  particularly  so  in  metal-working  risks,  be- 
cause to  the  la3rinan  there  are  a  great  many  sections  of  such  plants 
where  it  seems  almost  impossible  for  a  fire  to  start  and  gain  headway. 
But  it  should  be  remembered  that  no  man  can  tell  when  and  where  a 
fire  will  start,  and  that  as  far  as  the  ordinary  sprinkler  equipment  is 
concerned,  an  unsprinklered  section  acts  to  all  intents  and  purposes 
as  a  severe  exposure  hazard;  and  in  this  time,  when  metal  production 
is  so  necessary,  every  safeguard  should  be  taken  to  see  that  such 
production  is  not  stopped. 

23  While  it  is  true  that  the  larger  metal-working  establishments, 
including  automobile  factories,  are  completely  safeguarded  by  auto- 
matic sprinklers,  it  still  remains  a  fact  that  there  are  a  host  of  smaller 
establishments  in  this  industry  which  are  not  so  protected.  The 
products  of  these  smaller  factories  are  often  used  in  the  larger,  and 
patriotism  demands  that  they  should  be  pro&cted  against  fire.  Just 
remember  that  since  1908  nearly  sixty  miUion  dollars  in  unprotected 
metal-working  risks  have  been  destroyed  by  fire,  and  the  necessity  of 
further  protecting  the  smaller  units  of  this  industry  becomes  obvious. 

THE  SHIPBUILDING   INDUSTRY 

24  In  general,  there  are  two  great  classes  of  shipyards:  (a)  ship- 
yards like  the  Bethlehem  plant  at  Squantum,  where  the  building  ways 
and  the  slips  are  completely  enclosed,  and  (b)  the  smaller  yards 
where  the  ways  are  built  in  pairs  with  a  runway  between,  and 
where  there  is  seldom  a  roof  over  the  ways,  and  practically  never 
enclosing  side  walls.  In  the  first  type  of  yard  the  fire-protection 
problem  is  in  most  respects  similar  to  the  equipment  of  any  large 
metal-working  establishment  or  combination  wood-  and  metal- 
working  risk. 

25  The  more  common  type  of  shipyard,  especially  on  the  Pacific 
Coast  and  on  inland  waters  in  the  eastern  part  of  the  United  States, 
consists  of  oflSce,  storehouse,  carpenter  shops,  etc.,  and,  where  steel 
ships  are  being  constructed,  machine  shops.  These  buildings  are 
immediately  above  the  ways  and  are  usually  of  light  wooden  con- 
struction, generally  one  story  high  with  a  peaked  roof,  and  sometimes 
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&  <x>iicealed  space.    The  driveways  and  yards  leading  down  to  the 
shipyards  are  often  planked. 

26  The  shipways  themselves  are  close  to  the  water's  edge  and 
&^  arranged  in  pairs,  each  pair  being  separated  by  wooden  plat- 
fornQs  or  piers.  These  platforms  on  the  land  side  are  nearly  the  ship's 
depth  lower  than  the  completed  hull  and  a  wooden  stairway  leads  to 
Mi  overhead  platform  or  runway  between  each  pair  of  ways.  The 
^i<)al)ering  of  the  ways  sometimes  supports  a  light  roof  to  protect  the 
workmen,  but  the  sides  are  practically  never  enclosed. 

27  Obviously,  this  t3rpe  of  yard  is  a  very  serious  fire  risk,  for 
^liKiost  invariably  there  is  a  strong  wind  blowing  on  the  water  and  a 
fir^e  starting  at  one  end  of  the  yard  might  well  wipe  out  the  whole 
^J^terprise  in  short  order.  Obviously,  also,  no  scheme  of  protection 
c«Ji  be  devised  which  will  invariably  and  infallibly  protect  such  a 
pl^uit,  as  it  is  impossible  to  expect  automatic  sprinklers  to  protect 
*<leqiiately  the  open-sided  roofs  of  the  ways  where  there  is  a  roof,  and 
sprinklers  cannot  be  installed  advantageously  in  the  timbered  Tun- 

28  The  plan  which  has  met  with  the  greatest  favor  in  safe- 

SUarding  shipyards  of  this  type  is  to  run  a  large  water  main  the  whole 

length  of  the  yard  between  the  shipways  and  the  buildings.    The 

buildings  are  then  completely  sprinklered  and  feed  mains  are  run 

f ix>m  the  large  main  down  each  platform,  between  each  pair  of  ways, 

and  hydrants  are  installed  wJth  an  ample  supply  of  hose  so  that  fire 

on  a  burning  way  or  ship  can  be  fought  from  both  sides.    Usually 

^'^o  hydrants  on  the  platform  are  considered  sufficient.    An  improve- 

'^cnt  on  this  plan  would  be  to  install  a  standpipe  with  hose  connec- 

^on,  which  could  be  operated  from  the  overhead  platform  above  the 

*o^er  working  pier.    This  would  provide  vantage  ground  for  fighting 

fi^r^es  in  the  holds  of  ships  partiaUy  completed  without  the  delay  of 

*ir^agging  a  hose  line  up  the  stairway. 

29  In  shipyards  where  wooden  ships  are  being  constructed  and 

^'tere  consequently  there  is  an  enormous  amoimt  of  lumber  stored, 

^lx«  risk  approximates  that  of  the  ordinary  lumber  yard.    Such  lumber 

Vards  should,  of  course,  ha\e  adequate  protection  in  the  shape  either 

of  a  complete  hydrant  system  or,  better  still,  a  system  of  standpipe 
Monitor  nozzles.  The  monitor  nozzle  is  supported  by  a  concrete 
pole  having  a  platform  at  the  top  where  is  located  a  switchbox  for 
starting  the  automatic  pump.  These  nozzles  have  been  used  in  a 
^^Dsiderable  number  of  car-storage  yards  and  have  given  splendid 
satisfaction. 
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30  Briefly,  this  S3r8tem  consists  of  a  series  of  standpipes  about 
24  ft.  high,  each  carrying  a  monitor  nozzle  and  a  platform  at  the  tpp. 
The  standpipes  are  spaced  about  90  ft.  apart,  and  such  spacing  allows 
the  nozzlies  to  absolutely  command  any  fire  in  the  protected  area.  A 
ladder  leads  from  the  ground  to  the  platform  so  that  one  man  can 
quickly  get  the  nozzle  into  operation  and  by  reason  of  a  set  sciBw 
direct  it  on  the  fire  and  then  proceed  to  set  another  nozzle  into 
operation,  thus  effectually  attacking  the  blaze  from  several  stand- 
points. 

31  The  initial  water  supply  to  this  S3rstem  can  as  a  rule  be  taken 
from  the  mains  which  feed  either  the  sprinkler  S3rstem  or  the  shipway 
hydrant  system,  but  in  addition  to  this  there  should  be  a  fire  pump 
taking  suction  either  from  city  water,  a  reservoir  or  any  other  large 
supply  such  as  a  pond  or  river.  The  pump  is  controlled  by  a  switch 
on  the  platform  of  the  standpipe  so  that  after  the  primary  supply  has 
been  started  there  may  be  no  delay  in  providing  the  extra  pressure 
which  such  sweeping  outdoor  fires  require. 

32  At  the  base  of  each  standpipe  there  is  a  post  indicator  valve 
which  the  operator  opens  before  he  goes  to  the  platform.  In  con- 
nection with  this  valve  there  is  also  a  drain  which  should  always  be 
left  open  when  the  nozzle  is  not  in  use,  so  that  there  may  be  no  water 
left  in  the  standpipe.  This  insures  against  freezing,  which  is  one  of 
the  serious  faults  of  the  usual  hydrant  system. 

33  The  thought  naturally  occurs  that  the  yards  building  wooden 
ships  would  be  much  more  hazardous  than  the  yards  building  steel 
ships.  But  this  is  not  always  the  case,  because  the  constant  dropping 
of  red-hot  rivets  in  steel  ship  construction  on  the  wooden  platforms 
causes  many  fires  and  the  underwriters  feel  that  the  danger  is  practi- 
cally equal  to  the  danger  in  the  yards  building  wooden  ships. 

34  Obviously,  the  various  types  of  system  above  outlined  for 
protecting  the  ways  are  largely  dependent  upon  himian  activity,  and 
the  importance  of  the  shipbuilding  program  would  seem  to  warrant 
the  yards  in  having  specially  trained  men  to  handle  their  fire-fighting 
apparatus. 

35  The  fire  brigades  organized  in  a  great  many  of  the  factories 
insured  under  the  mutual  system  or  with  the  Factory  Insurance  Asso- 
ciation are  extremely  efficient  and  no  better  plan  could  be  followed  by 
the  shipyards  than  to  adopt  these  same  measures,  because  a  lot  of 
untrained  men  with  a  long  length  of  writhing  hose  will  succeed  in 
making  themselves  ridiculous  about  as  often  as  they  will  succeed  in 
making  the  fire  so. 
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FLOUR  MILLS  AND  GRAIN  ELEVATORS 

36  Next  in  importance  to  the  active  prosecution  of  our  shipbuild- 
1%  program  is  the  production  and  conservation  of  foodstuffs,  par- 
ticularly wheat.  France  and  England  are  now  on  short  wheat  rations 
*>id  'we  ourselves  have  had  to  curtail  our  consumption  seriously.  But 
^  spite  of  this  tremendously  grave  situation,  the  National  Board  of 
^*iro  Underwriters  declares  that  we  burn  up  wheat  in  grain  elevators 
a^d  flour  mills  at  the  rate  of  about  $10,000,000  annually,  the  total 
destruction  of  foodstuffs  running  to  about  $25,000,000  a  year. 

37  That  this  rate  of  burning  can  be  very  greatly  cut  down  by 
adequate  protective  measures,  the  chief  of  which  is  automatic-sprinkler 
protection,  is  clearly  evinced  by  a  study  of  the  sprinkler-fire  records 
*^d  by  a  comparison  of  the  fire-insurance  rates  on  such  properties 
^^ore  and  after  protection. 

38  The  records  of  the  National  Fire  Protection  Association, 
^^vering  70  fires  in  flour  and  cereal  mills  protected  by  automatic 
sprinklers,  show  that  in  54.3  per  cent  of  the  cases  the  fires  were  com- 
pletely extinguished  by  the  sprinklers  and  that  in  37.2  per  cent  of  the 
^^^ses  the  fires  were  successfully  held  in  check.    Of  the  so-called  un- 
satisfactory fires  making  in  all  8.5  per  cent  of  the  total,  half  were  due 
^  partial  sprinkler  installation  or  exposure  fires,  leaving  only  3  fires 
^^t  of  the  70  where  the  type  of  construction  was  such  as  to  handicap 
PiX)per  sprinkler  performance,  or  where  the  hazard  was  too  severe 
*^f  the  ordinary  sprinkler  system. 

39  The  same  records  show  for  grain  elevators  a  total  of  52  fires, 
^•5  per  cent  of  which  were  completely  extinguished  by  the  sprinklers 

^*d  32.7  per  cent  successfully  held  in  check.  Out  of  the  remaining 
^^^*called  unsatisfactory  fires  there  were  only  6  where  the  hazard  of 
^^^HJupancy  or  the  nature  of  the  building  was  such  as  to  make  un- 
satisfactory the  performance  of  automatic  sprinklers. 

40  This  record  shows  why  the  average  insurance  rate  on  flour 

^^^^flls  and  grain  elevators  before  the  installation  of  automatic  sprinklers 

^^d  other  protective  devices  is  $3.03  per  $100  and  why  after  such 

^^X>tection  it  is  $1.01  —  a  66f  per  cent  reduction.    There  is  no  doubt 

^Ut  that  the  hazards  involved  in  this  class  of  property  are  many  and 

^vere,  not  only  as  applied  to  the  processes  carried  on  but  on  account 

^^  the  general  nature  of  the  construction. 

41  One  of  the  greatest  hazards  in  flour-mill  operation  is  in  the 
'ast-nmning  machines  and  in  the  processes  of  cleaning  and  reducing 
the  grain.    Nails  and  bits  of  wire  are  often  drawn  into  the  separator 
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and  cause  sparksi  resulting  frequently  in  dust  explosions.  In  this 
connection  a  report  made  many  years  ago  is  of  interest.  On  May  2, 
1878|  the  Washburn  Flour  Mills,  Minneapolis,  were  wrecked  by  an 
explosion.  A  commission  investigated  and  test^  flour  and  coal 
dust.  It  was  concluded  that  ''all  finely  divided  carbonaceous  ma- 
terial will  explode." 

42  The  great  number  of  elevators  and  conveyors  running  re- 
spectively vertically  and  horizontally  through  the  plant  make  an 
enormous  addition  to  the  fire  risk.  The  chances  for  fire  to  get  a 
good  start  and  to  spread  rapidly  are  so  great  that  automatic  sprinklers 
are  placed  somewhat  differently  from  the  method  used  in  the  ordinary 
factory  building.  The  heads  below  the  ceiling  are  spaced  according 
to  the  usual  standard,  though  frequently  a  little  closer  together. 
Around  the  elevators  they  are  spaced  as  closely  as  they  can  be  put 
without  interfering  with  each  other.  They  are  also  placed  as  near 
as  possible  to  the  elevator  legs.  The  latter  act  in  case  of  fire  as  veri- 
table flues.  To  offset  this  an  automaticHsprinkler  head  is  placed  at 
the  top  of  the  elevator  head  inside  the  hood.  The  entire  volume  of 
water  from  this  head  would  be  discharged  down  the  elevator  leg  and 
deluge  any  fire  within  it. 

43  Freight  and  passenger  elevators  and  stairwa3rs  make  another 
great  hazard,  and  sprinklers  are  placed  close  to  the  elevator  wells 
and  under  all  stairways.  Sprinklers  are  also  placed  at  the  top  of  the 
elevator  shaft  to  protect  the  machinery,  while  the  great  number  of 
nooks,  crannies  and  other  out-of-the-way  places  in  such  a  building 
all  have  to  be  adequately  protected. 

44  The  protection  of  the  storage  bins  in  the  elevator  section  of 
the  plant  is  a  problem  in  itself.  In  cases  where  the  bins  are  sub- 
divided at  the  various  floors,  the  same  ceiling  arrangement  of  sprink- 
lers is  adopted  as  in  the  mill  building  itself.  In  some  installations, 
particularly  where  the  storage  is  arranged  in  the  form  of  silos,  addi- 
tional heads  are  placed  beneath  the  floors  of  the  silos,  as  well  as  in  the 
space  between  the  walls  and  the  sides  of  the  silos. 

45  A  considerable  percentage  of  unsatisfactory  sprinkler  fires  in 
this  class  of  risk  were  made  imsatisfactory  by  vertical  openings  or 
faulty  construction.  The  maximimi  sprinkler  efficiency  cannot 
be  expected  where  the  automatic  sprinklers  are  at  a  disadvantage 
with  regard  to  distribution  of  water  or  rapid  spread  of  fire,  such  as 
is  produced  by  vertical  openings,  flimsy  construction  or  concealed 
spaces  sheathed  in  wood.  All  of  these  elements  tend  to  spread  a  fire 
rapidly  and  should  be  avoided  in  every  case  possible. 
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46  In  spite  of  the  fact  that  sprinkler  protection  bbviously 
the  danger  of  fire  in  flour  mills  and  in  spite  of  the  fact 

^I^&t  insurance  rates  are  so  largely  reduced  for  such  installation, 
^here  are,  comparatively  speaking,  but  few  of  this  class  of  risk  under 
piXDtection.  The  very  large  mills  almost  invariably  have  such  pro- 
'tection,  as  do  the  elevators  in  connection  with  them.  But  up  to  the 
present  time  economic  considerations  have  prevented  carrying  this 
protection  into  smaller  miUs,  country  elevators  and  terminal  eleva- 
'tors  on  the  wholesale  basis  that  the  hazard  and  irreplaceable  values 
stt;  stake  demand. 

47  A  great  number  of  these  smaller  mills  are  located  in  sections 
'^rhere  there  is  no  adequate  city  water  supply  and  the  consequent 
expense  of  tanks  in  connection  with  the  equipment  has  worked  to 
Iceep  these  properties  unprotected;  for  business  men  seem  invariably 
t«o  demand  that  as  far  as  fire  protection  is  concerned  they  must  be 
shown  a  very  large  and  attractive  investment  through  insurance 
s&Tings  or  else  they  will  not  install  the  equipment. 

48  In  the  country  grain  elevators  the  same  condition  applies 
3^  regards  water  supplies  and  in  addition  the  grain  stored  in  the 
levators  is  in  many  cases  not  owned  by  the  same  parties  w]|io  own 
tixe  elevator.  Moreover,  it  is  usually  stored  for  a  period  of  only 
t;hjee  to  five  months.  This  combination  of  circumstances  and  the 
seeming  inabiUty  of  the  owners  of  the  grain  and  the  owners  of  the 
levator  to  get  together  on  a  cooperative  basis  has  worked  to  create 
&  financial  barrier  against  the  equipment  of  these  properties  with 
a^vitomatic  sprinklers. 

49  As  regards  the  great  terminal  elevators,  the  question  is  not 
of  water  supplies  as  these  are  in  most  cases  available.    Even 

^ere  they  are  not,  the  values  at  stake  are  so  great  that  the  savings 

reason  of  sprinkler  equipment  would  pay  for  the  systems  in  a 

^^^^Jiiparatively  short  time.    The  trouble  here  is  an  exaggerated  case 

^^^  the  same  thing  that  exists  in  the  country  elevators,  namely,  that 

*^oe  elevator  owners  and  operators  do  not  own  all  the  grain  being 

®^red  or  in  process.    Since  the  great  value  at  stake  is  in  the  grain 

^^«elf,  and  since  owners  of  the  grain  cannot  see  why  they  should 

^Peud  their  money  to  improve  an  elevator  which  they  do  not  own, 

^ormous  quantities  of  irreplaceable  food  values  are  at  the  mercy  of 

i         fire  in  one  of  the  most  hazardous  classes  of  risk. 

I  50    While  the  engineering  problems  involved  are  a  little  more 

I         fifficult  than  ordinary,  they  have  been  satisfactorily  solved  and  the 

ft         protection  of  these  properties  is  held  up  for  financial  reasons  rather 

■         than  on  account  of  engineering  considerations. 
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51  Ooe  Deeds  but  to  visit  any  great  Atlantic  seaport  todaj^ 
see  almost  uobelievable  quantities  of  supplies  congested  in  pi^ 
wh&rves  and  storage  warehouses  for  shipment  abroad.  Our  seapCk: 
are  Uterally  packed  with  vital  necessities  for  France.  No  better  ic3 
of  the  fire  hazards  incident  to  such  seapmrt  congestion  can  be  gi.~v 
than  to  quote  from  a  book  written  by  Fire  Chief  John  Keoloo. 
New  York,  who  perhaps  has  had  more  experience  in  fighting  wa.t 


Fig.  1     General  View  of  Commonwealth  Pier,  Boston,  Mass.,  Sho 
M18CELLAKEOUS  Frbiqht.    Note  Pabticui^rly  the  Bales  of  Com 

front  fires  than  any  other  maD  in  America.     Here  is  what  he 
of  fire-protection  problems  in  American  seaports: 

The  sheds  or  wharves,  common  to  America,  form  about  the  most  dai 
stnictures  of  their  kind  in  eristence.    Built  on  wooden  piles,  with  wooda 
structures,  they  are  comparable  to  nothing  but  boriioatal  flues,  throug 
flamee  rush  with  a  lightning  rapidity,  rendering  abortive  any  efforts  on 
of  the  fire  department  unless  the  greatest  promplitude  is  shown  by  all  ec 
and  demanding  the  use  of  fireboata  with  specially  designed  and  extrai 
powerful  equipment.     Fill  these  sheds  with  every  sort  of  combustible 
imaginftbli!'  hogsheads  of  resin,  bales  of  cotton,  crated  furniture,  barrel 
Btaoks  of  dry  goods,  and  such  unoonudered  trifles  as  a  few  boxes  of  ool 
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Uid  noveltieB,  and  can  the  mind  of  man  conceive  a  collection  of  heterogeneous 
inerchandise  more  calculated  to  provide  the  wherewithal  for  a  conflagration  and 
matter  enough  to  assuage  the  thirsty  pens  of  all  the  newspaper  reporters  in  the 
town?  Yet  this  represents  an  every-day  condition  in  an  American  port,  and  it 
u  perforce  necessary  not  only  to  guard  this  property  but  to  calculate  the  even 
iQore  important  risk,  namely,  should  fire  occur,  the  danger  of  its  spreading  to 
^jaoent  dwdlings. 

PIRB  PROTECTION  OF  PIERS 

52  The  protection  of  pier  properties  involves  special  hazards 
vhich  require  special  attention  and  constant  following  up  and  on 
Account  of  the  extreme  importance  of  this  matter,  we  outline  briefly, 
in  detaili  the  conditions  found  on  piers. 

53  ConBtmcUan,    Construction  varies  to  a  considerable  extent, 

but  the  tendency  of  the  past  few  years  has  been  to  improve  the  type 

of  bufldingB  used  for  this  purpose.    In  general,  piers  consist  of  one- 

^toiy  oonrugated-iron  buildings  supported  on  wooden  frames  and 

Wooden  piles.    Sometimes  they  are  two-story  buildings,  but  always 

^th  high  ceilings  and  large  openings  in  the  sides  for  loading  purposes. 

^^^ojrt  invariably  they  connect  by  unprotected  openings  with  ad- 

joining  bulkhead  buildings  of  ordinary  construction  and  considerable 

size.  • 

54  Area.  One  of  the  worst  features  of  piers  is  their  large  area, 
^hich  is  all  open  and  subject  to  heavy  drafts.  Very  seldom  are  these 
^^■^as  broken  up  by  dividing  walls,  and  unquestionably  some  good 
^^uld  be  accomplished  along  these  lines.  While  some  objection  might 
^^  inade  to  this  arrangement  on  the  ground  that  it  would  interfere 
^^th  operations  on  the  pier,  it  should  be  noted  that  piers  with  divid- 
*^^  widls  are  being  satisfactorily  operated. 

55  AecesstbUUy.    From  the  very  nature  of  piers,  they  are  less 
^^<5e88ible  than  ordinary  buildings.    Their  location  near  railroad 

•^^Tiuiials  or  on  waterfronts  means  a  frequent  delay  on  account  of 

^^^^gested  traffic  conditions.    Furthermore,  the  ordinary  building  is 

^^cegsible  to  firefighters  from  all  four  sides,  while  piers  are  accessible 

^^y  from  one  side,  and  that  is  always  the  shortside.    Approach  from 

^*ie  water  sides  may  be  cut  off  by  barges  blocking  the  slips,  and 

^"^gulations  should  be  made  to  keep  these  slips  clear  so  that  fire  boats 

^^  approach  from  all  sides. 

56  Occupancy.    The  handling  and  storage  of  all  sorts  of  sup- 

Wies,  from  dangerous  chemicals  to  aeroplanes,  which  must  be  received 

^^  whatever  condition  they  are  delivered  by  the  transportation  com- 

Wnies,  is  a  dangerous  operation.     Furthermore,  there  is  a  constant 
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change  in  the  kind  of  material  passing  through  from  day  to  day, 
and  this  changing  in  itself  produces  a  hazard,  as  elements  that  may 
be  safe  enough  in  themselves  are  frequently  brought  in  contact  with 
other  elements  which  may  cause  them  to  be  dangerous.  Undoubtedly 
one  of  the  worst  features  about  this  miscellaneous  stock  is  the  trouble 
with  broken  packages  and  containers,  and  the  constant  spilling  of 
the  various  contents  about  the  pier,  where  they  may  cause  trouble 
later  on. 

57  Hazards.  The  lighting  and  heating  hazards  are  about  the 
same  as  in  the  ordinary  building  and  apparently  well  taken  care  of  ^ 
but  of  course  they  must  be  continually  followed  up. 

58  Smoking.  No  matter  what  regulations  there  are  regarding 
smoking,  it  is  a  hard  matter  to  handle.  The  danger  from  this  source 
is  always  present  and  the  only  remedy  is  to  keep  after  the  matter 
and  treat  offenders  severely. 

59  Help.  The  scarcity  of  labor  has  resulted  in  the  emplo3rment 
of  undesirable  and  irresponsible  help.  It  is  a  case  of  that  or  nothing, 
and  certainly  results  in  an  increased  hazard  in  handling.  These  men 
are  not  efficient,  and  are  not  trained  in  matters  of  fire  protection  as 
well  as  in  ordinary  times.  There  is  no  remedy  for  this  condition 
except  a  careful  and  continual  watching  of  these  men. 

60  Exposures.  Piers  are  subject  to  exposure  fires  not  only  from 
adjoining  frame  structures  on  land  and  other  piers  but  also  from 
vessels  along  side  and  floating  material  from  other  fires  in  the  vicinity. 
They  are  much  more  susceptible  to  exposure  fires  than  ordinary  prop- 
erty because  the  high  winds  prevailing  on  the  waterfront  carry  flying 
brands  greater  distances  and  fan  these  incipient  fires  wherever  they 
start.  An  excellent  illustration  of  this  feature  was  the  Jarvis  fire  on 
the  Jersey  City  waterfront,  which  spread  across  the  river  to  a  pier  in 
New  York.  The  vessels  alongside  and  in  the  harbor  are  also  hazards 
because  the  employees  on  board  are  careless  about  fire-protection 
matters  and  are  not  under  restraint  by  the  pier  owners.  Frequently 
boats  containing  dangerous  contents  catch  on  fire  and  they  may  ex- 
pose several  piers  in  the  same  harbor. 

61  Fire  Protection.  Too  much  emphasis  cannot  be  placed  upon 
the  necessity  and  importance  of  ample  water  supply  for  fighting  pier 
fires,  and  yel  during  this  last  winter  a  large  section  of  the  Jersey  CSty 
waterfront  was  greatly  endangered  by  low  pressure  in  the  city  mains. 
Reliable  reports  indicate  that  at  the  time  of  the  coal  short^e  and 
very  cold  weather  the  city  pressure  at  many  points  near  pier  property 
was  under  10  lb. 
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62  This  danger  was  somewhat  offset  by  good  private  supplies, 
but  it  simply  indicates  how  bad  things  can  get  when  not  properly 
followed  up.  The  size,  location  and  condition  of  all  mains  and  out- 
side fire  hydrants  are  matters  that  must  have  continual  attention, 
or  they  are  Uable  to  fail  during  an  emergency.  Instances  of  this  kind 
have  already  occurred. 

63  Inside  Standpipe  and  Hose.  For  instant  use  with  incipient 
fires  and  to  hold  them  until  the  fire  department  arrives,  proper 
standpipe  and  hose  connections  are  essential  and  are  generally  pro- 
vided. It  appears,  however,  that  this  form  of  protection  is  open  to 
some  objections  not  conunon  in  other  property,  namely: 

a  Subject  to  freezing,  as  shown  by  many  cases  that  happened 

last  winter 
b  Liable  to  be  used  by  crews  of  boats  alongside  for  purposes 

other  than  fire  and  damaged  or  left  out  of  condition  by 

them 
c  Frequently  inaccessible  or  blocked  by  piling  of  goods  too 

near  hose  racks 
d  Control  valves  are  necessarily  located  out  of  reach,  and 

when  the  operator  finds  the  fire  too  severe  he  is  liable  to 

nm  without  stopping  to  close  the  valve,  allowing  the 

waste  of  water  when  most  needed 
e  Condition  of  piping  where  salt  water  is  used  frequently 

requires  special  attention  on  account  of  barnacles,  pitting, 

etc.    The  only  remedy  for  these  conditions  is  constant 

inspection  and  frequent  tests  of  the  apparatus. 

64  Extinguisher  Pails  and  Casks.    The  value  of  this  form 

■ 

of  protection  lies  in  the  fact  that  every  one  knows  how  to  use  pails 
and  casks,  and  if  used  in  time  they  may  save  loss.  They  must  be 
looked  after  frequently  to  see  that  they  are  ready  for  instant  use. 

65  Watchmen.  The  importance  of  having  strong,  alert  young 
men  is  becoming  more  apparent.  When  it  is  remembered  that 
every  night  the  entire  protection  of  great  value  is  solely  dependent 
upon  their  good  judgment  and  faithful  efforts  in  a  monotonous  job,  it 
will  be  understood  that  first-class  men  must  be  employed.  It  is  also 
advisable  to  have  a  watchmen's  checking  system  and  they  must  be 
thoroughly  instructed  in  detection  and  fighting  of  fire. 

66  Fire  Alarms.  Both  city  and  local  fire  alarms  are  desirable. 
The  important  thing  is  to  give  the  alarm  promptly  upon  the  discovery 
of  the  fire  as  assistance  cannot  be  rendered  too  soon.    For  some  reason 
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or  other  there  seems  to  be  more  trouble  with  delayed  alarms  in  con- 
nection with  pier  fires  than  with  other  classes  of  property,  and  too  much 
importance  cannot  be  laid  upon  the  necessity  of  early  alarms  for  pier 
fires.  Local  fire  gongs  operated  from  the  same  box  are  desirable  for 
the  purpose  of  notifying  all  employees  inmiediately,  and  furnish  the 
best  method  of  drilling  them. 

67  Fire  Brigade.  A  well-trained  fire  brigade  is  a  very  great 
advantage  because  these  men  are  constantly  on  hand  and  available. 
Their  jobs  depend  upon  getting  the  fire  out.  Further,  on  accoimt  of 
their  familiarity  with  the  property  and  the  fire-fighting  apparatus, 
they  are  able  to  get  at  the  trouble  very  quickly.  Surprise  tests  should 
be  made  by  the  owners  frequently  to  see  whether  they  are  properly 
responding  to  alarms. 

68  Automatic  Sprinklers.  The  value  of  these  systems  is  well 
known  and  where  properly  maintained  there  is  no  question  as  to 
their  efficiency.  Pier  conditions  require  special  consideration,  as 
follows: 

a  They  must  be  dry  systems  because  the  piers  are  not 
heated 

b  High  ceilings  and  particularly  draft  conditions  make  neces- 
sary curtain  boards  to  bank  the  heat  at  sprinkler  heads 
for  high  efficiency 

c  Extra  heavy  water  supplies  are  required  because  of  the 
large  area  subject  to  one  fire 

d  Outside  sprinklers  are  sometimes  necessary  to  protect  from 
exposure  fires  on  vessels,  etc.,  that  may  be  alongside  of 
the  pier 

e  Sprinkler  supervisory  service  for  the  purpose  of  auto- 
matically calling  in  the  fire  department  whenever  a  fire 
starts 

/  Proper  housing  for  mains  and  dry  valves  to  prevent  freezing 
during  cold  weather. 

69  Considering  the  serious  hazards  in  pier  property,  it  is  a 
surprising  fact  that  only  a  comparatively  few  piers  have  been  pro- 
tected with  automatic  sprinklers.  For  example,  out  of  some  150  piers 
in  Manhattan  we  find  only  one  or  two  with  standard  sprinkler 
equipments.  Brooklyn  makes  a  better  showing  with  18  sprinkler 
equipments  and  New  Jersey  with  about  a  half  dozen.  In  the 
entire  country  there  are  only  about  sixty  piers  safeguarded  with 
sprinklers. 
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70  We  find  that  it  is  practically  the  unanimous  opinion  of  all  the 
fire-protection  engineers  that  sprinkler  systems  afford  the  best  possible 
protection  for  this  class  of  property,  and  many  of  them  believe  it  to 
be  the  only  satisfactory  form  for  their  particular  conditions.. 

71  Mr.  E.  P.  Boone,  of  the  New  York  Fire  Insurance  Exchange, 
bas  had  more  experience  with  sprinklered  piers  than  any  one  ielse  in 
tiie  country,  and  he  is  an  enthusiastic  believer  in  sprinkler  S3rstems 
for  piers.  His  experience  covers  a  number  of  actual  fires  which  have 
resulted  in  only  nominal  loss  to  the  property  on  account  of  the  quick 
Miction  of  the  sprinklers.  Figs.  2  and  3  give  a  good  idea  of  the  way 
]\fr.  Boone  adapts  sprinkler  protection  to  the  special  conditions 
existing  on  a  pier.  Large  open  areas  are  broken  into  sections  by 
special  curtain  boards  coming  down  from  the  ceiUng  which  bank  the 
lieat  at  the  sprinkler  head  in  spite  of  the  drafty  conditions.  Note 
t^hat  some  curtain  boards  are  parallel  with  the  pier,  and  others  inter- 
sect them  at  right  angles,  running  across  the  pier  together,  forming 
large  pockets  for  the  heat  to  rise  in.  This  construction  is  rather 
vmusual  and  is  made  necessary  on  account  of  the  extreme  width  of 
"the  pier.  Fig.  2  also  indicates  the  great  length  of  the  pier.  These 
Aaews  show  one  of  a  group  of  sprinklered  piers  owned  by  the  Bush 
Terminal  Company,  whose  property  was  recently  taken  over  by  the 
Government.  Fig.  4  shows  the  sprinkler  layout  for  a  typical  pier 
property,  and  Fig.  5  a  section  through  pier  indicating  provision  for  a 
i3ietal  fire  curtain. 

72  Everybody's  business  is  nobody's  business,  and  we  firmly 
believe  that  serious  trouble  will  result  unless  the  entire  matter  is 
handled  ih  a  businesslike  manner  by  some  high  authority  with  broad 
experience  in  this  line.    We  submit: 

a  That  there  should  be  no  question  as  to  the  reliability  of  all 

water  supplies  involved,  either  public  or  private^ 
b  That  lighters  and  boats  exposing  piers  should  be  compelled 

to  conform  to  established  fire-protection  practice  and  not 

be  permitted  to  endanger  this  property  by  using  kerosene 

lamps,  cooking  stoves,  etc. 
c  That  dangerous  chemicals,  oils  and  highly  infianmiable 

materials  should  be  segregated  and  kept  separate  from 

other  supplies 
d  That  barges  and  boats  should  not  be  permitted  to  block 

up  slips,  preventing  access  to  the  sides  of  piers 
That  extra  large  areas  should  be  divided  by  section  walls 

or  fire  breaks 


420      FIRB-PROTBCnON   PROBLEMS   AND    HAZARDS   IN  WAR  TIUB 


^6 

i 


J.  DONALD  FRTOB  AND  FBANK  V.   BACSETT 


U 

ft 


422     FIBB-FBOTBCnON  FBOBLEUS  AND  HAZARDS  IN   WAR  TIUE8 
fooyUQ  tiMBtg  ituueii^ 


3.  DONALD  PBTOB  AND  FBANK  V.  8ACKBTT 


H 


424     FIRE-PROTECnON  PROBLEBfiS  AND  HAZARDS  IN  WAR  TIIOBS 

/  That  explosives,  or  explosive  materials,  should  not  be 
permitted  near  the  important  terminals 

g  That  bulkhead  buildings  should  be  cut  off  from  piers  where- 
ever  possible 

h  That  sprinkler  protection  should  be  provided  where  con- 
ditions appear  most  serious 

i  That  good,  reliable  watchmen  should  be  employed  at  night 
to  properly  safeguard  the  contents 

j  That  all  dirt,  waste  and  rubbish  should  be  immediately 
removed  and  the  premises  kept  scrupulously  clean 

k  That,  wherever  lacking,  all  necessary  fire-fighting  apparatus 
should  be  provided  and  constantly  tested  and  inspected 


«r  OuHHI*  of  Uil^ifg 

CftOSS^SeCTION  OF  SECTION  NO'S  1,2 »»3. 

Fig.  6    SEcnoN  Through  Pier  op  Fig.  4  Showing  Provision  for 

Metal  Fibe  Curtain 


I  That  there  should  be  a  uniform  practice  established  for 
handling  all  these  matters  and  particularly  seeing  that 
they  are  followed  up  from  day  to  day. 

73  In  our  opinion  the  desired  results  can  be  accomplished  only 
in  one  way:  The  Government  must  create  a  special  central  authority 
with  necessary  experts  to  make  a  complete  study  of  the  entire  situa- 
tion in  all  our  seaports  and  then  place  the  responsibility  of  handling 
and  following  up  such  matters  in  this  one  central  authority.  It  must 
be  more  than  an  advisory  body,  and  should  be  composed  of  men  with 
practical  experience  in  such  matters,  and  capable  of  enforcing  the 
necessary  regulations.    This  step  is  not  only  justified  as  a  matter 
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of  business  expediency,   but  is  in  reality  a  matter  of  military 
necessity. 

74  We  have  sought  in  the  foregoing  to  outline  some  of  the 
broader  principles  of  fire  protection  in  essential  industries,  but  in  the 
last  analysis  ea(^  individual  risk  has  its  own  particular  problems 
'which  must  be  solved  for  the  individual  plant  by  the  engineers  in 
charge. 

75  One  thing  that  applies  to  all  plants,  all  offices  and  all  houses 
is  the  matter  of  cleanliness  and  carefulness.  What  this  country  needs 
is  more  careful  national  housekeeping  and  in  this  connection  the 
writer  asked  the  Fire  and  Accident  Prevention  Committee  of  the 
National  Fire  Protection  Association  for  a  brief  outline  of  the  work 
it  is  doing  this  year  in  trying  to  reduce  the  fire  losses  which  are  so 
serious  a  drain  on  our  national  resources.    In  reply  they  said: 

We  plan  to  incorporate  where  possible,  ordinances  giving  the  fire  department 
power  to  enter  premises  for  clean-up  purposes  and  to  correct  various  undesirable 
features.  We  are  at  present  formulating  a  program  to  include  the  education  of 
school  pupils  in  the  details  of  fire  prevention  in  the  home,  and  to  bring  to  the 
public  a  realization  of  personal  responsibility  for  fires  originating  on  their  premises, 
whether  homes  or  business. 

We  are  also  arranging  for  parades  and  demonstrations  and  suitable  literature 
through  committees  which  are  to  be  formed  in  various  cities  throughout  the 
country.  As  to  your  paper  before  the  Mechanical  Engineers,  that  is  an  oppor- 
tunity for  you  to  place  before  them  the  great  necessity  for  incorporating  fire- 
protection  features  in  their  plans  when  they  are  called  upon  to  outline  any  project. 
We  must  rely  upon  the  engineers  of  the  country  to  help  us  in  the  broader  field, 
and  where  plants  sere  being  erected  usually  the  first  consideration  should  be  the 
preservation  of  that  property  from  fire.  Their  realization  of  this  need  will  be  a 
Sreat  help,  not  only  in  reducing  the  fire  waste  of  the  country  but  in  preserving 
the  necessary  output  of  materials  in  this  time  of  war. 


No.  1651 

REPORT  OF  THE  COMMITTEE  ON  WEIGHTS 

AND   MEASURES   ON  THE   METRIC 

SYSTEM   IN   EXPORT  TRADE 

To  THB  Council  of  the  American  Society  of  Mechanical 

Engineers  : 

In  its  study  of  the  extent  of  use  of  the  metric  S3n3temy  your  com- 
mittee secured  copies  of  a  report  entitled,  ''The  Metric  S3n3tem  in 
Export  Trade,"  made  by  Mr.  F.  A.  Halsey  to  the  American  Institute 
of  Weights  and  Measures,  an  organization  having  for  its  main  objects 
the  maintenance  and  improvement  of  the  English  system  of  weights 
and  measures. 

This  report  is  based  upon  more  than  fourteen  himdred  answers  to 
a  G[uestionnaire  which  was  sent  to  several  thousand  manufacturing 
concerns  in  the  United  States,  some  or  all  of  whose  product  is  shipped 
to  coimtries  which  are  supposed  to  use  the  metric  system. 

It  is  the  only  instance  which  we  have  been  able  to  find  where  an 
earnest  and  sincere  effort  has  been  made  to  get  at  the  actual  facts 
with  respect  to  the  use  of  the  metric  system  in  export  trade  from  the 
United  States.  While  a  great  deal  has  appeared  in  print  on  this 
subject,  nearly  all  of  it  was  based  on  conjecture  or  Umited  knowledge. 
This  report,  as  stated,  gives  the  actual  facts  reported  by  more  than 
fourteen  himdred  manufacturers. 

The  information  contained  is  of  such  great  interest  and  value  to 
all  who  are  studying  this  question  with  a  desire  to  get  at  the  truth, 
that  we  feel  that  our  Society  would  be  rendering  a  real  service  if  the 
essential  facts  of  this  report  as  deduced  from  the  replies  to  the  ques- 
tionnaire were  presented  to  the  membership.  Your  committee, 
therefore,  offers  herewith  a  comprehensive  abstract  of  this  report 
which  comprises  a  careful  summary  of  the  repUes  received  and  the 
conclusions  to  be  drawn  from  them. 

Respectfully  submitted, 
L.  D.  Burlingame,  Chairman  J.  Sellers  Bancroft 

E.  M.  Herr  a.  L.  Db  Leeuw 

F.  A.  Halsey  Committee  on  Weights  and  Measures 


Presented  at  the  Spring  Meeting,  Worcester,  Mass.,  June  1918,  of  The 
American  Society  op  Mechanical  Engineers.  For  discussion,  see  The  Jour- 
nal, July  1918,  p.  630. 
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TN  view  of  the  thoroughness  of  the  inquiry,  this  report  may  fairly 
be  regarded  as  a  census  of  the  use  of  the  metric  system  in  this 
country. 

The  inquiry  took  the  form  of  a  questionnaire,  which  was  sent  to 
the  following  lists  of  manufacturers: 

1  The  members  of  the  American  Institute  of  Weights  and 
Measures,  many  of  whom  are  exporters 

2  The  members  of  the  American  Manufacturers  Export  Associ- 
ation 

3  Those  iDcluded  in  a  card  list  of  exporting  manufacturers 
compiled  by  the  American  Manufacturers  Export  Association 

The  total  number  of  those  to  whom  questionnaires  were  sent 
exceeded  6000.  No  selections  were  made  from  these  lists,  the 
questionnaires  being  sent  to  every  name  upon  them.  The  number 
of  countable  replies  received  was  1445. 


Form  Letter  No.  1 


1917. 


American  Institute  of  Weights  and  Measures, 

20  Vesey  Street,  New  York. 
Gentlemen: 

Referring  to  your  inquiry  regarding  our  experience  with  weights  and  meas- 
ures in  foreign  trade,  you  will  find  that  experience  summarized  below: 

We  have  been  engaged  in  foreign  trade  for years. 

Our  line  of  products  consists  of 

In  our  factory  work,  and  in  order  to  adapt  our  goods  to  the  needs  of  buyers 
in  metric  coimtries,  we  have  found  it  desirable  to  abandon  English  measures  and 
use,  instead,  metric  measures  for  the  various  dimensions  of  our  products  to  the 
following  extent: 


Not  at  all 
Slightly 

Considerably 

Extensively 

Exclusively 

Make  a  cross 
in  the  appro- 
priate square. 


Exclusively  is  understood  to  mean  the  absence  of  all  English  dimensions  in 
the  product  —  not  a  few  metric  dimensions  in  every  shipment. 

Remarks  and  Particulars 

We  have  found  it  advisable  to  pack  our  goods  for  trade  with  metric  countries 
in  containers  of  metric  dimensions  or  containing  metric  weights  to  the  following 
extent: 

TJotatall        _ 

Make  a  cross 
in  the  appro- 
priate square. 


SHghtly^;^ 

Considerably 

Ebctensively 


Exclusively 


Remarks  and  Particulars 
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In  our  literature  for  and  correspondence  with  metric  countries,  we  have 
found  it  advisable  to  give  information  regarding  weights,  output,  capacities, 
oyer  all  dimensions,  etc.,  in  metric  terms  as  follows: 

Make  a  cross 
in  the  appro- 
priate square. 

Remarks  and  Particulars 

Yours  very  truly, 
The  Questionnaire 


Not  at  all 

Slightly 

Considerably 

Extensively 

EsQclusively 

THE  FIRST   QUESTION 

Xn  our  factory  work,  and  in  order  to  adapt  our  goods  to  the  needs  of  buyers 
^  ix^etric  countries,  we  have  found  it  desirable  to  abandon  English  measures 
^^  Uae,  instead,  metric  measures  for  the  various  dimensions  of  our  products  to 
tile  following  extent: 

This  question  is  by  far  the  most  important  of  the  three.    When  a 
ittanufacturer  makes  his  products  to  the  millimeter  to  the  exclusion  of 
tile  inch,  he  has,  in  truth,  adopted  the  metric  system  and  until  he 
does  that,  he  has  not  adopted  it.    The  giving  of  catalog  information 
^  metric  terms  is  a  use  of  the  metric  system,  but  a  use  exactly  com- 
parable with  the  use  of  the  Spanish  language  in  catalogs  for  Spanish 
Ajnerica  and  is  no  more  the  adoption  of  the  metric  system  than 
^e  printing  of  such  catalogs  is  the  adoption  of  the  Spanish  language. 
In  19  cases  returned  questionnaires  included  different  lines  of 
products  in  the  production  of  some  of  which  the  metric  system  is 
^^sed  and  in  others  not.    In  some  of  these  cases  the  fact  was  noted  in 
the  questionnaires,  and  in  others  it  was  brought  out  by  another  form 
letter.    These  19  cases  have  been  added  to  the  summary  of  indus- 
tnes  below,  but  not  to  the  tabulated  summary  of  the  answers. 
Replies  to  the  first  question  are  summarized  in  Table  1. 

TABLE  1    SUMMARY  OF  REPLIES  TO  THE  FIRST  QUESTION 


Count  of  returns 


I 


Percent 


1189 
160 


g?V^t  all 

s^ide^aw^:;:::::::::::::;:::::::::::;:::       29 

^^^uaively 

^®  ^Ply  to  this  question 

Total 


16 

5 

46 

1445 


82.3 
11.2 
2.0 
1.1 
0.3 
3.1 


100.00 
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NO   USE  OF  THE   METRIC  SYSTEM  IN  PRODUCTION 

The  following  extracts  from  letters  make  a  suitable  introduction  to 
this  phase  of  the  subject. 

The  Addressograph  Company  (addressing  machines,  in  export 
trade  12  years)  write: 

Only  one  request  for  goods  to  be  marked  in  the  metric  system  in  the  past 
12  years. 

The  American  Printing  Company  (textiles)  write: 

We  have  eqiiipped  some  of  our  cloth-folding  machines  to  record  meters  in- 
stead of  yards  so  that  we  can  meet  requirements  for  lengths  in  meters,  but  prac- 
tically all  our  goods  for  export  are  measured  in  yards. 

The  American  RolUng  Mill  Company  (iron  plates,  sheets  and 

billets,  in  export  trade  7  years)  write: 

In  many  Latin  markets,  the  English  measurement  system  has  been  adopted 
for  our  line  of  goods  by  the  majority  of  buyers. 

The  American  Stove  Company  (stoves;  in  export  trade  "many" 

years)  write: 

As  to  factory  methods  of  measurement,  we  have  made  no  change  whatever 
in  order  to  adapt  our  goods  for  export.  All  of  our  goods  are  made  to  F^ngHah 
standards  of  measurement. 

The  Babcock  Printing  Press  Manufacturing  Company  (printing 

machinery;  in  export  trade  30  years)  write: 

We  consider  the  proposition  of  changing  our  system  of  weights  and  meas- 
ures to  the  metric  system  as  no  more  necessary  or  desirable  than  teaching  the 
men  in  our  shop  the  language  of  the  country  in  which  the  machine  is  to  be  run. 

The  Berger  Manufacturing  Company  (sheet  metal  products;  in 
export  trade  for  15  years)  write: 

We  find  that  customers  [in  metric  countries]  are  invariably  acquainted  with 
our  system  and  that  they  are  able  to  make  conversions  into  our  weights  and 
measures  the  same  as  we  do  when  an  inquiry  comes  to  us  in  metric. 

The  Black-Clawson  Company  (paper  mill  machinery;  in  export 
trade  25  years)  write: 

We  have  had  no  trouble  whatever  using  English  measures. 

The  Boston  Pressed  Metal  Company  (metal  stampings;  in  export 

trade  10  years)  write: 

France,  Russia,  Argentine,  Brazil,  Denmark,  Australia  and  Canada  use 
regular  stock  of  inch  sizes. 

The  Bristol  Patent  Leather  Company  (in  Export  trade  12  years) 
write: 
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The  larg^  leather  producing  countries  use  the  square  foot  as  their  basis, 
tlierefore,  the  square  foot  is  a  familiar  unit  even  in  countries  using  the  metric 
system. 

F,  W.  Brody  &  C!o.  (cottonseed  products),  in  export  trade  "n\any " 
years),  who  reply  Not  at  All  to  all  of  our  questions,  add  — 
And  our  exports  the  past  season  were  approximately  $1,000,000. 

The  Brown  Folding  Machine  Company  (paper-folding  machinery, 

^  export  trade  20  years)  write: 

We  cannot  recall  any  instance  where  we  have  been  asked  to  ghre  anything 
bat  United  States  standard  weights  and  measures. 

The  Brown  Portable  Conveying  Machinery  Co.  (portable  con- 

^®ying  machinery;  in  export  trade  6  years)  write: 

Xhe  foreign  buyer  buys  from  our  standard  sizes  nearest  to  his  approximate 
n^etric  requirements. 

The  Cleveland  Automatic  Machine  Company  (machine  tools) 


^'e  rarely  have  occasion  to  make  up  specifications  using  the  metric  system 
'^^  B^broad,    We  ship  a  vast  amount  of  material  to  foreign  countries. 

The  Collins  Company  (cutting  tools;  in  export  trade  70  years) 


Our  business  is  nine-tenths  with  foreign  countries.  We  have  no  need  what- 
^Ver  to  use  the  metric  system  in  our  business. 

The  Cudahy  Packing  Company  (packing-house  products;  in  ex- 

^^^Tt  trade  for  30  years)  write: 

We  do  an  export  business  amoxmting  to  many  million  dollars  per  annum, 
but  have  not  foxmd  it  necessary  to  mark  our  goods  with  anything  but  the  usual 
^^^Kliah  weights. 

The  Cadillac  Automobile  Company  write: 

We  have  been  shipping  automobiles  abroad  for  15  years  and  have  never 
"^  the  question  of  metric  measurements  raised  by  any  of  our  correspondents  or 
^^^^^tomers  abroad. 

Curtis  and  Marble  Machine  Company  (cloth-finishing  machinery; 

*^  ^^)ort  trade  40  years)  write: 

^^liere  the  goods  are  measured  by  the  roll  or  drum  system,  we  use  the  regular 
^^^     circumference  drum  and  then  use  compensating  gears  to  reduce  this  to 


^*''^^^^.  In  the  South  American  trade  there  are  four  or  five  different  lengths  used, 
^^^    ai  them  metric  and  each  a  specific  measurement  for  individual  countries. 

Ilie  Benjamin  Eastwood  Company  (textile  machinery)  write: 

^XWe  is  no  call  for  the  metric  system  of  weights  and  measures  in  building 
^^^'^^e  machinery  for  export.    We  have  had  many  inquiries  and  cannot  remem- 
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ber  a  single  instance  where  the  inquiry  has  specified  that  the  machinery  must  be 
built  under  the  metric  sjrstem. 

The   Chase   Turbine   Manufacturing   Company    (woodworking 

machinery;  in  export  trade  40  years)  write: 

One  customer  has  a  scale  attached  to  the  machine  to  indicate  width  of  open- 
ing.   This  scale  is  graduated  according  to  the  metric  system. 

The  William  J.  Dines,  Jr.,  Company  (plantation  machinery;  in 

export  trade  6  years)  write: 

When  we  receive  orders  for  machinery,  it  is  usual  to  receive  a  sketch  showing 
the  proposed  installation  and  the  dimensions  are  more  often  given  in  feet  and 
inches  than  in  the  metric  measures  even  from  countries  using  the  metric  syBtem. 

The  Dodge  Steel  Pulley  Corporation  (steel  pulleys;  in  export 
trade  17  years)  write: 

All  made  in  English  dimensions. 

Eastman,  Gardiner  &  Company  (building  lumber;    in  export 

trade  12  years)  write: 

After  the  meeting  of  the  National  Foreign  Trade  Council  last  year  during 
which  meeting  the  matter  of  the  metric  system  for  foreign  business  was  brouf^t 
up,  we  took  the  matter  up  with  our  foreign  agents  in  France,  Belgium,  Germany, 
Italy  and  England  and  asked  them  if  there  would  be  any  advantage  in  our  adc^t- 
ing  the  metric  system  in  figuring  lumber.  They  stated  that  although  the  metric 
system  was  used  in  some  of  the  above  countries  that  in  lumber,  the  buyers  were 
so  accustomed  to  using  the  English  measure  that  it  would  be  a  great  mistake 
to  make  any  change  in  our  method  of  figuring. 

Fairbanks,  Morse  &  Compaijy  write: 

We  have  been  actively  engaged  in  developing  foreign  trade  for  the  past  15 
years  and  our  experien  e  touches  practically  every  country  in  the  world.  The 
lines  of  goods  that  we  manufacture  and  sell  abroad  are  quite  varied,  embracing 
internal-combustion  engines,  steam,  power,  and  centrifugal  pmnps,  electrical 
dynamos  and  motors,  railway  supplies  and  windmills. 

We  are,  of  course,  sending  our  goods  to  coxmtries  where  the  metric  system  is 
used,  but  we  have  not  seen  any  necessity  whatever  for  abandoning  the  F^ngHah 
standard  of  weights  and  measures. 

The  Fawcus  Machine  Company  (gears  and  gear  drives;  in  export 

trade  16  years)  write: 

On  one  occasion  we  made  some  special  machinery  to  drawings  furnished  by 
a  customer  in  Spain  on  which  metric  dimensions  were  used.  We  readily  tran- 
scribed them  into  English. 

The  Glasgow  Iron  Company  (steel  and  iron  plates,  etc.)  write: 

Orders  for  our  product  come  to  us  in  feet  and  inches,  and  are  so  marked  when 
shipped. 


RBPORT  OF  COMMITTEE  ON  WEIGHTS  AND  MEASX7RBS  433 

The  R.  p.  Hazzard  Company  (men's  shoes;  in  export  trade  10 

years)  write: 

We  have  never  had  called  to  our  attention  any  metric  system  for  designating 
sizes  of  boots  and  shoes. 

The  Hess  Machine  Works  (file-making  machinery;    in  export 

trade  25  years)  write: 

We  have  exported  to  all  parts  of  the  world  where  files  are  manufactured  and 
we  have  never  departed  from  the  American  standard. 

The  Independent  Pneumatic  Tool  Company  (portable  pneumatic 
tools;  in  export  trade  24  years)  write: 

We  have  never  used  the  metric  sjrstem  nor  have  we  been  asked  to  do  so. 

The  Lauderdale  Cotton  Mills  (colored  cotton  goods;  in*export 
trade  4  years  and  who  place  their  cross  in  the  Not  at  All  Une) 
write: 

Our  entire  output  is  being  exported. 

Libby,  McNeil  and  Libby  (packing  house  products,  in  export 

trade  40  years)  write: 

About  the  only  business  which  we  have  ever  done  which  required  special 
packing  was  occasional  French  Government  business. 

* 

The  Metals  Specialties  Company  (metal  specialties)  write: 

We  are  shipping  goods  to  all  foreign  coimtries  and  we  do  not  use  the  metric 
system  in  any  way  whatsoever. 

The  National  Radiator  Company  (steam  radiatorS;  boilers  and 

fittings)  write: 

Our  foreign  customers  have  taken  our  products  just  as  we  manufacture 
them  for  domestic  trade. 

The  Penn  Engineering  Company  (steam  and  water  specialties,  in 

export  trade  18  years)  write: 

We  have  never  iised  anything  except  English  measures,  nor  found  any  need 
to  change  them  at  any  time. 

The  Russell  Burdsall  &  Ward  Bolt  &  Nut  Company  (bolts,  nuts, 

rivets  and  washers;  in  export  trade  20  years)  write: 

We  ship  our  goods  to  almost  every  country  throughout  the  world  and  find 
that  the  English  weights,  measures,  etc.,  are  generally  satisfactory. 

William  Sellers  &  Company  (machine  tools  and  power  trans- 
mission machinery;  in  export  trade  60  years)  write: 

Notwithstanding  the  large  volume  of  foreign  inquiry  we  receive,  so  little  of 
it  eaUs  for  adherence  to  the  metric  system  as  to  be  practically  negligible. 
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The  Southern  States  Lumber  Company  (long-leaf  yellow  pine . 

lumber,  in  export  trade  19  years)  write: 

Up  to  18  or  20  years  ago,  our  French  buyers  required  their  flooring  boards 
to  be  measured  in  metrical  feet  of  13i  English  inches,  but  since  then,  1g»glt«li 
measures  have  prevailed  in  that  market. 

« 

The  Standard  Sanitary  Manufacturing  Company  (plumbing  fix- 
tures, in  export  trade  20  years)  write: 

Our  trad^  is  using  English  dimensions  more  and  more.  Requisitions  are 
now  seldom  written  up  in  the  metric  system. 

The  Standard  Varnish  Works  (varnishes,  etc.,  in  export  trade  40 
years)  write: 

We  had  one  instance  several  years  ago  where  we  had  to  report  dimensions 
of  padcages  in  centimeters,  but  that  is  all. 

The  Triumph  Manufactiuing  Company  (bakery  machinery;   in 

export  trade  12  years)  write: 

We  find  that  while  certain  foreigners  have  been  taught  the  metric  system 
th^  more  readily  adi^t  themselves  to  the  Kngliah  measures. 

The  Vacuo-Static  Carbon  Company  (typewriter  ribbons  in  ex- 
port trade  10  years)  write: 

In  one  or  two  isolated  cases,  we  have  been  asked  to  supply  ribbons  marked 
11  mm.  and  13  mm. 

The  Wellman-Seaver-Morgan  Company  (mining,  hoisting,  and-3 
vessel-unloading  machinery)  write: 

We  do  not  use  the  metric  system  in  our  shops,  and  have  had  practically  nc^ 
request  to  use  it  from  our  foreign  customers. 

The  Wheeler-Schebler  Carburetor  Company  (carburetors)  write  z 

We  have  had  no  occasion  to  use  the  metric  S3rstem  in  the  manufacture  of  our 
products. 

The  Walter  A.  Wood  Mowing  and  Reaping  Machine  Company, 
who  reply  Not  at  All  to  all  of  our  questions,  say: 

We  do  a  large  export  trade  in  Scandinavia,  France,  Germany,  Russia,  Aus- 
tria-Hungary and  Roumania. 

LIST  OF  MANUFACTURERS  WHO  REPLIED  THAT  METRIC  MEASURES 
WERE  UNNECESSARY  FOR  THEIR  PRODUCTS 

Representatives  of  the  following  industries  reply  to  the  first 
question  regarding  the  use  of  the  metric  system  in  the  production  of 
their  goods  for  export  by  placing  their  crosses  in  the  Not  at  All  line. 
The  figures  in  parentheses  following  each  industry  give  the  number 
of  manufacturers  so  reporting. 
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llie  reader  wHH  note  especially  the  number  of  chemical  industries 

'^  tbis  list  which  show  that  manufacturing,  as  dislinguished  from 

^boratory  work,  chemistry  is  conducted  on  the  English  system. 

Tile  numerous  electrical  industries  which  follow  the  English  system 

atkfy^  that  the  prevailing  impression  that  the  electrical  is  a  metric 

ixiciijstry  is  unfounded. 

IVfany  of  the  industries  of  this  Ust,  such  as  chemicals,  agricultural 
%  mining  machinery,  etc.,  produce  not  one,  but  great  lines 
products.    Such  industries,  however,  appear  as  single  items,  the 
iisti  being  not  one  of  products,  but  of  industries. 

Automobiles  and  automobile  trucks  (22).  Automobile  accessories  (4). 
compressors  (6).  Agricultural  implements  (18).  Agricultural  and  harvest- 
machinery  (9).  Automobile  frames  (2).  Automobile  greases  (1).  Auto- 
le  lamps  (1).  Automobile  and  wagon  axles  (1).  Air  brakes  (2).  Automo- 
8oap  (1).  Automobile  parts  (2).  Adding  machines  (5).  Automobile  radi- 
(1).  Automobile  and  wagon  springs  (1).  Anti-skid  chains  (1).  Asphalt 
(^)-  AUiletic  goods  (1).  Asbestos  (1).  Abrasives  (3).  Animal  and  poultry 
*^^**^«die8  (1).  Art-metal  goods  (1).  Almniniun.  goods  (1).  Addressing  ma- 
^*^^xi.e8  (1).  Accounting  devices  (1).  Artificial  arms  (1).  Architectural  terra 
(1).  ASroplanes  (1).  Ammunition  (1).  Air  rifles  (1).  Atomizers  (1) 
lioists  (1). 

Boots  and  shoes  (21).    Barbers'  furniture  and  supplies  (2).     Brick-making 

jhinery  (3).    Bottle-washing  machines  (2).    Bottle-blowing  machines  (1). 

3^^  tiers'  machinery  (2).    Bottle-wiring  tools  (1).    Bottle-labeling  machines  (1). 

^^<l«teads,  brass  and  iron  (5).    Boiler-feed  regulators  (1) .    Boiler  compounds  (1) . 

^^^'ts,  nuts  and  rivets  (4).    Biscuits  (2).    Balls  (2).    Bending  machines  (!)• 

^i^Jce  lining  (2).    Buttons  (1).    Button-fastening  machines  (1).    Ball  bearings 

(O-     Belt  hooks  and  tools  (2).    Belt  preservatives  (1).    Box  strapping  (1). 

^^"^.xing  compoimds  (1).    Bronze  bearings  (1).    Bags  and  canvas  goods  (2). 

^*<5ycle8  (1).    Books  (1).    Boiler  tubes  (1).    Bolt  clippers  (1).    Bee-keepers' 

''^X^plies  (1).    Bakery  machinery   (1).    Braids   (1).    Belting   (2).    Brass  and 

^f^per  sheets,  wire  and  other  goods  (6).    Box  shooks  (1).    Blankets  (1).    Boiler- 

'^^^^  equipment  (1).    Blast-furnace  equipment  (1). 

Chains,  including  chain  belting  (6).    Cutting  tools  (14).    Carbon  paper 

^^*     Cranes    (6).    Confectionery    (5).     Conveying    machinery    (4).     Carbu- 

''^'^^018(2).    Cement  machinery  (3).    Concrete  machinery  (8).    Coal  (6).    Coke 

vO«     Chemicals,  including  crude  drugs  (19).    Cement  including  portland,  rub- 

"®^    and  iron  (8).    Cordage,  including  twine  (4).    Cocoa  and  chocolate  (2). 

^^^^^eeteand  accessories  (1).    Cooperage  (1).    Cooperage  material  (1).      Cooper- 

*®^   nutchinery  (1).    Clocks  (2).    Com  shellers  (2).    Copper  (2).    Cotton  waste 

v*-^-     Cottonseed-oil  machinery  (1).     Centrifugals  (1).     Cream  separators  (1). 

^-^©ck-protecting  devices  (1).    Crockery  (1).    Carriages  (1).    Conduit  for  elec- 

^^^  wires  (1).    Chewing  gum  (2).     Currant-cleaning  machines  (1).     Cars  for 

^^^Hrays  (2).    ftutlery  (1).    Cardboard  (1).    Coffee  mills  (1).    Coal-handling 

^^^*^lunery  (2).    Culverts  (1).    Children's  sleds  (1).    Clay-working  machinery 

U).  Catenary  bridges  (1).    Cooking  utensils  (1).    Crown  corks  (1).    Chairs 
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(1).  Car  wheels  (2).  Car  axles  (1).  Creosoted  timber  products  (1).  Collaps- 
ible tubes  (1).  Contractors'  machinery  (2).  Caseine  (1).  Cotton  linters, 
waste  (1).  Candles  and  stearine  (1).  Cutting  machines  (1).  Cotton-gin  ma- 
chinery (1).  Cigar  and  cigarette  machinery  (1).  Confectionery  machinery  (1). 
Cash  registers  (1).  Cottonseed  products  (1).  Coimting  machines  (2).  Chem- 
ical wood  pulp  (1).  Corduroy  (1).  Car  couplers  (1).  Cotton  duck  (2).  Con- 
duit fillings  (1).    Coal-mining  machinery  (1).    Coaster  brakes  (1). 

Dental  furniture,  equipment  and  supplies  (5).  Drop  forgings  (1).  Dyeing 
machines  (2).  Dairy  machinery  (2).  Dustless  dusters  (1).  Disinfecting  ap- 
paratus (1).  DupUcating  machines  (1).  Drawing  tables  (1).  Doors  and  sash 
(2).  Disinfectants  (1).  Druggists'  labels  (1).  Dyestu£fs  and  dyewood  prod- 
ucts (4).    Drawing  rolls  (1). 

Electric  generators  and  motors  (14).  Electric  controllers  (2).  EHectric 
light  supplies  (3).  Electric  specialties  (3).  Electric  industrial  trucks  (1). 
Electric  furnaces  (1).  Electric  piunps  (1).  Electric-wiring  devices  (1).  EHec- 
tric  wire  cutters  (1).  Electric  air  compressors  (1).  Electric  aro-welding  equip- 
ment (1).  Electric  dental  engines  (1).  Electric  vacuum  cleaners  (1).  Elec- 
tric heating  devices  (2).  Electric  signaling  apparatus  (1).  Electric  measuring 
instruments  (2).  Electric  fans  (2).  Electric  transformers  (2).  Electrical  fuses 
(1).  Electrical  material  (1).  Electrical  porcelain  (1).  Electrically  driven  tools 
(4).  Electrodes  (1).  Enameled  physicians'  furniture  (1).  Elevating  machin- 
ery (1).  Excavating  machinery  (1).  Explosives  (1).  Envelopes  (1).  EStching 
material  (1).  Evaporated  milk  (1).  Expanded-metal  reinforcements  (1). 
Elevators  (1).  Embroidery  and  laces  (1).  Engineers'  and  siurveyors'  instru- 
ments (2).    Enameled  ware  (6). 

Food  products,  including  cereals,  canned  goods,  packing-house,  fruit  and 
soup  (24).  Forging  machines  (2).  Fans  (2).  Fiberboard  (2).  Firearms,  sport- 
ing (4).  Firearms;  military  (2).  Flour  (5).  Feed  (4).  Flour-miU  machinery 
(1).  Firebrick  (3).  Felt  (2).  Food  choppers  (1).  Fire-door  fixtures  (1). 
Feed  mills  (1).  Feed  and  ensilage  cutters  (1).  Filing  cases  (1).  Fire  appa- 
ratus (1).  Fire  alarm  signals  (1).  Forges  (1).  Foundry  equipment  (2).  Fur- 
naces (3).  Filters  and  filter  presses  (2).  Flexible  shafts  (1).  Fertiliser  ma- 
chinery (1).  Flat-irons  (1).  Fire-resisting  paints  (1).  Fiber  conduit  (1).  Fair 
registers  (1).  Files  and  rasps  (1).  File-making  machinery  (1).  Feedwater 
heaters  (1).  Floor  and  wall  tile  (1).  Fireless  cookers  (1).  Ferroalloys  (1). 
Featherbone  dress  stays  (1).  Fly  paper  (1).  Fuel  economizers  (1).  Fermented 
liquors  (2). 

Grinding  wheels  (4).  Grinding  mills  (1).  Grinding-wheel  dressers  (1).  Gas, 
gasoline,  and  oil  engines^  large  and  small  (12).  Glass,  including  plate,  window, 
table,  bottles,  etc.  (8).  Gasoline-handling  equipment  (1).  Gasoline  lighting 
system'^(l).  Gold-milling  machinery  (1).  Gun  carriages  (1).  Glass-enameled 
apparatus  (1).  Gas  producers  (1).  Gasoline  locomotives  (1).  Gas  water 
heaters  (1).  Gas  burners  (1).  Gas  and  gasoline  stoves  (1).  Gear  wheeb  (3). 
Glue  (2).  Gaskets  and  packings  (1).  Gas  meters  (1).  Gravity  conveyors  (1). 
Garters  (3).  Graphite  (1).  Geared  hand-brakes  (1).  Grarbage  receivers  (1). 
Gelatin  (1). 

Hoisting  machinery  (2).  Hosiery  (10).  Hosiery-knitting-machines  (1). 
Horseshoes  (2).  Handles  for  shovels,  etc  (2).  Horseshoe  calks  (1).  Hacksaw 
blades  (1).    Hydrants  (1).    Hot-water  heaters  (1).    Heelin?  boards  (1). 
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materials  (1).    Hammocks  (1).    Hospital  furniture  (1).    Hospital 
^^^Pplies  (1).    Hydraulic  turbines.  (2).    High-pressure  hydraulic  machinery  (1). 
^^^itlwiire,  including  builders',  carriage,  upholstery,  saddlery,  marine  and  auto- 
"  mobile  (23). 

loe  and  refrigerating  machinery*  (4).  Ice-cream  freezers  (2).  Ice  and 
nUer  skates  (1).  Industrial  railroad  tracks  (1).  Irrigation  equipment  (1). 
^ABulating  tape  (1).  Insulating  materials  (1).  Incandescent  mantles  (1).  In- 
sul&ted  wire  (1).    Injectors  (1).    Iron  fencing  (1).    Ivory  goods  (1). 

Jewdry  (5).    Jewellers'  tools  and  machinery  (2).    Jewellers'  supplies  (1). 
Knit  goods  (2).    Knitting-machine  needles  (1).    Knitting  machinery  (1). 
Kitohen  cabinets  (2). 

liUmber,  building  and  cabinet  (19).  Leather,  including  upholstering,  sole, 
IM^tenty  glased  kid,  etc.  (14).  Leather  goods  (1).  Leather  machinery  (2). 
T^MttJier  substitutes  (1).  Lubricating  oils  and  greases  (9).  Lubricators  and 
I^sl>ricating  devices  (4).  Lifting  jacks  (2).  Laundry  machinery  (3).  Lawn 
i,  hand,  horse  and  power  (2).  Lead  pencil  and  erasers  (1).  light- 
arresters  (1).  Lithography  (1).  Lithographers'  machinery  (1).  Locks 
^2).  Trigging  machinery  (1).  Linoleiun  (1).  Library  and  parlor  tables  (1). 
Lopone  (1).  Licorice  products  (1).  Locomotives  (1).  Lace  curtains  (1). 
(1).    Lead  goods  (1).    Loose-leaf  books  (2).    Lockers,  cabinets  and  shelv- 

(1). 

Machine  tools  (60).    Machinists'  chucks  (4).    Machinery,  type  not  speci- 

(18).     Musical  instruments  (4).    Marine  engines  and  motors  (4).    Mining 

^    (10).    Metal  packing  (1).    Mine  shoveling  machines  (1).    Malle- 

^^le^iron  <^*«*^^"g«  (1).    Metal  wheels  (1).    Mixers  (1).    Metal  moldings  (1). 

stampings  (1).    Metal-cutting  saws  (1).    Motor  boats  (1).    Machine 

(1).    Marine  paints  (1).    Macaroni  (1).    Meters  (1).    Metal  casement 

(1).    Metals  and  by-products   (2).        Motorcycles   (1).    Malt   (1). 

^^^netos  (1).    Manganese-steel  castings  (1).    Mower  knives  and  sections  (1). 

lidnal  preparations  (1).    Mercerizing  machines  (1).    Medicine  cabinets  (1). 

^^laUurgical  machinery  (1).    Mosquito  netting  (2).    Motion-picture  films  (1). 

Nails  (2).    Nickel  ware  (1). 

Office  filing  equipment  (2).    Oil-miU  machinery  (1).    Oil-well  machinery 

^-^^^     Oil-well  supplies  (2).    Oil  cake  (1).    Oil-burning  utensils  (1).    Oil  cloth 

^L^i-     Ozy-acetylene  apparatus  (1).     Optical  goods  (5).    Optical  machinery  (1). 

^^il->]neaBuring  pumps  and  tanks  (1).    Oiled  clothing  (1). 

Pumps,  including  hand,  power,  centrifugal,  steam  and  pumping  engines 

^i-     Paper  of  all  kinds  (13).     Petrolemn  products  (7).     Power-transmission 

^"^^^ohinery  (8).    Paints,  oils,  varnishes  and  enamels  (13).    Pianos  and  player 

*^*^*ios  (4).    Pipe,  including  drawn  and  cast-iron  (8).    Pipe  fittings  (4).    Pipe 

^^^<5binery  (4).     Pipe  wrenches  (1).     Pig  iron  (3).     Presses,  mechanical  (2). 

iting  presses  and  other  printing  machinery   (6).     Printing  furniture  (1). 

^^^tnre  frames  and  moldings  (2).    Pulleys,   cast-iron  and  steel    (3).    Punch- 

and  shearing  machines  (2).    Phonographs  and  graphaphones  (2).    Pneumatic 

(2).     Paste  and  polish   (2).      Plmnbing  brass  goods   (1).      Pulverizing 

unery  (1).     Plumbing  fixtures  (1).     Propellers  and  marine  specialties  (1). 


*<ts  for  horses  (1).     Power  hammers  (2).     Plaster  of  paris  (1).     Precious 
^^tab  (1).     Plantation   machinery   (1).      Pottery   (1).      Plumbers'   earthen- 
(1).    Paper  boxes  (2).    Paper-mill  machinery  (5).    Paper-hangers'  tools 
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(1).  Paper  merchandise  (1).  Painters'  tools  and  supplies  (1).  Pharmaoeutieal 
and  proprietary  medicines  (3).  Pharmaceutical  machinery  (1).  Padlocks  (1). 
Pulp-mill  machinery  (1).    Pile  drivers  (1).    Positive-pressure  blowers  (1). 

Quarry  and  gravel-pit  machinery  (2). 

Rubber  goods,  including  automobile  Ures,  belting,  heels,  footwear,  etc.  (11). 
Rolling-mill  machinery  (4).  Rock-crushing  machinery  (3).  Rock  drills  (2). 
Railway  track  material  (2).  Refrigerator  doors  (2).  Rubber-mill  machinery  (1). 
Railway  signaling  apparatus  (1).  Railway  and  contractors'  tools  (1).  Railway 
passenger-coach  fixtures  (1).  Railway  accessories  (1).  Razors  (1).  Rawhide 
gears  (1).  Refrigerators  (1).  Radiiun,  vanadium,  and  luranium  (1).  Rice 
milling  (1).  Radiators  for  automobiles  (1).  Rotary  surface  grinders  (1).  Roof- 
ing paints  (1).  Roofing  tiles  (1).  Recording  instruments  (1).  Rug  extractors 
(1).  Razor  strops  (1).  Railway  supplies  (2).  Road  scrapers'  (1).  Railway 
motor  cars  (1).  Rolling  store  ladders  (1).  Road  machinery  (2).  Roofing 
materials  (1).    Rare  metals  (1).     Ratchet  drills  (1). 

Steel  and  iron  products,  including  billets,  sheets,  plates,  structural  steel, 
castings,  blooms,  bars,  etc.  (31).  Steam-engine  governors  (2).  Steam  special- 
ties (4).  Shoe  machinery  (3).  Shoe  material  (1).  Saws  (1)  Stoves  and  ranges 
(3).  Starch  (3).  Shovels,  spades  and  scoops  (2).  Suspenders  (2).  School, 
theater  and  church  furniture  (2).  Spirituous  liquors  (2).  Steam  boilers  (11). 
Sugar  machinery  (8).  Steam  shovels  (4).  Soap  (6).  Steam  turbines  (2). 
Steam  engines  (14).  Steel-plate  work,  other  than  steam  boilers  (9).  Steam 
mains  (1).  Sugar-cane  machinery  (1).  Soda  fountains  (1).  Spark  plugs  (1). 
Scott  tissue  towels  (1).  Sewing  thread  (1).  Stampings  (1).  Shoe  lasts  (1). 
Shirt  and  collars  (2).  Steel  blocks  (1).  Shoe  pegs  (1).  Scales  (1).  Steel  roll- 
ing doors  (1).  Steel  lockers,  racks  and  tables  (1).  Slate  (1).  Snap  fasteners 
(1).  Sanitary  enameled  ware  (1).  Sewing  machines  (3).  Spring  hinges  (1). 
Sample  cases  (1).  Screw-machine  products  (1).  Steel  clothes  lockers  (1). 
Sprayers  (1).  Steel  sash  (1).  Silver-plated  ware  (1).  Stationery  specialties 
(1).  Soldering  fluxes  (1).  Steel  transmission  structures  (1).  Safety  water 
columns  (1).  Store  fixtures  (1).  Seamless-tube-mill  machinery  (1).  Speed- 
ometers (1).  Saddlery  goods  (1).  Safes,  vaults,  etc.  (1).  Stationery  (1). 
Structural  and  ornamental  iron  (1).  Street-lighting  fixtures  (1).  Shoe  manu- 
facturers' supplies  (1).  Shoe  dressings  and  polishes  (3).  Storage  batteries  (2). 
Sadirons  (2).  Scientific  instruments  (2).  Steam  radiators  (2).  Sawmill  ma- 
chinery (5).  Steel  ships  (1).  Sugar  (2).  Shoelaces  (1).  Spelter  (1).  Spring 
mattresses  (1).  Spark  coils  (1).  Steel-works  equipment  (1).  Sandpaper  (1). 
Silos  (1).  Steel  furniture  (3).  Steel  tubing  (1).  Storage-battery  cutters  (1). 
Steam  dredges  (1). 

Textiles,  including  cotton,  woolen  and  silk  (13).  Textile  machinery  (9). 
Tobacco  in  various  forms  (7).  Tobacco  machinery  (3).  Typewriters  (6).  Toy 
guns  (1).  Tire  filler  (1).  Type-casting  machines  (2).  Tannery  machinery  (2). 
Tannery  extracts  (2).  Toilet  articles  (3).  Tin  and  tern  plate  (4).  Tin  oint- 
ment boxes  (1).  Trunks  (1).  Table  and  shelf  oilcloth  (1).  Tire  fabrics  (2). 
Time-recording  devices  (1).  Telephone  equipment  (2).  Tacks,  naib  and  rivets 
(1).  Thermos  bottles  (1).  Trench-excavating  equipment  (1).  Tank  cars  (1). 
Tractors  (4).  Typewriter  ribbons  (4).  Telephone-ringing  machines  (1).  Tim- 
ber-preserving machinery  (1).    Toothpicks  (1).     Tungsten  contact  points  (1). 

Underwear  (4).    Upholstered  furniture  (1).    Undertakers'  suppUes  (1). 
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halves  (6).    Vacuum  machinery  (2).    Vacuum  cleaners  (2).    Veneers  (3). 

!8  (1).  Vegetable-paring  machines  (1).  Vehicle  springs  (1).  Vehicles  for 
children  (1).    Ventilating  apparatus  (1). 

'Woodworking  machinery  (8).  Windmills  (3).  Wire  (6).  Wagons  (6). 
Wi^gon  and  carriage  wheels  (1).  Wire  rope  (2).  Wire  fabrics  (3).  Wire  prod- 
ucts (2).  Wire  glass  (1).  Wrenches  (2).  Wooden  mallets  (1).  Well  sup- 
plies (1).  Writing  inks  (1).  Well-drilling  machinery  (2).  Window  fixtured 
(1).  Wall  paper  (1).  Water  heaters  (1).  Wood  screws  (1).  Wood  finishes 
(1).  Wheelbarrows  (1).  Waterworks  material  (1).  Wooden  boxes  (1).  Wash- 
ins  machines  (1).  Watchman's  signals  (1).  Wooden  ships  (1).  Wall  board 
Cl).     Watches  (4).    Watchcases  (1).    Wood  heels  (3). 

Zinc  products  (1). 

Products  not  named  (88). 

PARTIAL  USE  OF  THE  METRIC  SYSTEM  IN  PRODUCTION 

The  reports  of  partial  use  are,  in  some  respects,  the  most  in- 

^5'^'^c^ve  of  all.    From  them,  we  learn  that  it  is  only  in  rare  cases 

.t  the  units  of  measure  used  in  the  production  of  a  commodity 

anything  to  do  with  its  salability  in  any  market,  the  calls  for 

metric  system  being  alwa3rs  special  and  of  no  general  application 

significance. 

Foreign  purchasers  of  automobiles,  electrical,  mining,  ice-making, 
^;tKricultural  machinery,  etc.,  care  no  more  about  the  units  to  which 
parts  of  these  machines  are  made  than  the  reader  cares  about  the 
'Xx^lish  or  metric  imits  used  in  the  construction  of  his  own  watch. 
Le  only  exception  to  this  law  is  foimd  in  about  one-third  of  the 
^^ports  for  machine  tools.  Here  the  metric  features  called  for  are 
^J^ose  few  immediately  concerned  in  measuring  the  products  made 
^^xi  the  machine. 

Again,  in  the  ca^e  of  chemicals,  it  must  be  clear  that  the  units 

^"^^^  in  the  productions  of  the  goods  have  nothing  to  do  with  the 

^^lability  of  the  products.    In  steel  and  iron  products  —  structural 

^^*^^terial,  pipe,  etc.  —  the  preponderance  of  English-speaking  coun- 

^^^es  in  the  production  of  these  goods  has  made  their  products  the 

^"t^jidard  of  the  world  as  is  true,  also,  of  automobile  tires;  while  in 

^^3ctiles,  the  letter  of  the  American  Printing  Company  (page  430) 

^^iring  that  "practically  all  of  our  goods  for  export  trade  are  meas- 

^^^^^  in  yards,"  shows  the  extent  to  which  the  yard  is  used  as  a  price 

^ttxit  in  metric  countries. 

The  most  striking  illustration  is  ioun^  in  weighing  and  measuring 
^'^truments  designed  for  weighing  in  metric  units.     In  these  instru- 
ments the  construction  remains  strictly  English,  the  only  metric 
^^ture  being  the  graduated  dial  or  scale  by  which  the  indications 
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are  read;  and  in  the  case  of  recording  instrumentSi  these  graduations 
are  placed  on  ruled  sheets  of  paper  which  are  not  even  parts  of  the 
instruments. 

Representatives  of  the  following  industries  reply  to  the  first 
question  by  placing  their  crosses  in  the  Not  at  All,  Slightly,  Con- 
siderably or  Exclusively  lines  as  indicated  by  the  figures  in  paren- 
theses. 

Automobiles  and  automobile  trucks:  Not  at  all  (22),  Slightly  (20), 
Considerably  (2). 

The  use  of  the  metric  system  in  the  automobile  and  automobile 
truck  industry  to  meet  the  needs  of  export  trade  is  limited  to  speed- 
ometers, sparks  plugs,  tires  and  wheel  rims  to  suit  the  tires.  Speed- 
ometers £^  graduated  to  read  in  kilometers  just  as,  for  Russia,  they 
are  graduated  to  read  in  versts.  In  both  cases,  we  give  the  customer 
what  he  wants  and  one  practice  has  as  much  and  as  little  significance 
as  the  other. 

It  will  be  observed  that  most  of  the  automobile  companies  who 
use  the  metric  system  at  all  place  their  crosses  against  ''Slightly" 
for  the  use  of  the  metric  system  for  these  items.  The  extent  of  this 
use  is  shown  by  the  following  extracts  from  letters. 

The  Cadillac  Motor  Car  Company  say: 

Until  a  year  ago  millimeter  sized  wheeb  and  tires  were  shipped  with  cars  to 
Australia,  but  our  distributor  there  changed  to  inch  sizes.  Most  South  Am^can 
countries  take  inch  sizes,  with  the  exception  of  Chile  which  takes  millimeter. 

The  Dart  Motor  Truck  Company  say: 

All  the  tires  we  have  shipped  on  foreign  shipments  have  been  of  American 
make  and  American  sizes. 

Dodge  Brothers  say: 

We  furnish  the  standard  American  tires  on  all  our  cars. 

The  Elwell-Parker  Electric  Co.  say: 

We  have  shipped  trucks  to  Australia,  N.  w  Zealand,  France,  Italy,  England, 
Cuba,  Ecuador  and  Canada  with  standard  English  sized  tires. 

The  Ford  Motor  Company  say: 

Our  cars  for  export  trade  are  always  equipped  with  American  size  tires  —  ' 
not  metric  size. 

The  International  Motor  Company  say: 

In  all  cases  we  have  supplied  tires  in  American  dimensions  such  as  are  stand- 
ard and  on  stock  in  this  country. 

The  Lexington  Motor  Company  say: 
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We  use  a  few  metric  sued  rims  and  tires,  but  in  our  business,  it  only  serves 

to  cause  confusion. 

\ 

The  Maxwell  Motor  Sales  Corporation  say: 

All  of  our  cars  which  are  exported  are  equipped  with  American  sized  tires. 

The  Paige-Detroit  Motor  Car  Company  say: 

At  the  present  time,  the  demand  for  metric  wheels,  rims  and  tires  is  extremely 
limited.    Since  the  first  of  the  year,  we  have  only  shipped  6  cars  so  equipped. 

Metric  spark  plugs  are  so  called  because  of  the  metric  screw 
thread  by  which  they  are  secured  in  place,  all  their  other  dimensions 
being  English.  Such  plugs,  however,  are  not  universal  in  metric 
countries.  The  Cole  Motor  Car  Company  say  in.  reference  to  ex- 
port trade: 

We  use  the  }-l8  S.A.E.  standard  spark  plug. 

The  J.  B.  Crockett  Company  say: 

The  percentage  of  metric  spark  plugs  against  those  of  standard  thread  as 
used  by  ourselves  which  are  exported  is  about  two-thirds  metric  —  the  balance, 
i,  I  inch  and  |  inch,  that  is,  omitting  the  regular  Champion  X  Ford  plugs. 
The  greater  portion  of  Ford  spark  plugs  shipped  into  foreign  countries  are  the 
same  as  the  regular  standard  American  used  here. 

The  Paige-Detroit  Motor  Car  Company  say: 

Occasionally,  we  get  a  request  that  the  spark  plug  be  metric,  with  which 
request  we  comply.  This  is  practically  obsolete  at  the  present  time,  owing  to  the 
predominance  of  American  spark  plugs,  and  we  have  not  made  shipment  of  a 
single  car  so  equipped  for  over  18  months. 

Dodge  Brothers  say: 

We  are  shipping  about  $1,000,000  annually  to  countries  which  use  the  metric 
s3rBtem.    All  of  these  cars  go  with  our  standard  English  thread  spark  plugs. 

Automobile  crankshafts:  Slightly  (1).  The  Automobile  Crank- 
shaft Corporation  (in  export  trade  three  years)  who  make  this  re- 
port, say: 

About  60  per  cent  of  crankshafts  we  are  making  for  export  are  in  English 
measurements,  20  per  cent  in  English  and  metric  [that  is  some  dimensions  Eng- 
lish and  some  metric]  and  20  per  cent  in  metric  only. 

Athletic  goods:  Not  at  all  (1),  Slightly  (1).    A.  G.  Spalding  and 

Brothers  (in  export  trade  20  years)  who  make  this  last  report,  say: 

We  have  one  or  two  pieces  of  apparatus  used  in  physical  measurement  which 
we  are  requested,  although  very  seldom,  to  make  specially  to  the  metric 
83r8tem. 

Agricultural  machinery:  Not  at  all  (9),  Considerably  (1),  Slightly 
(1).    The  Avery  Company  (in  export  trade  20  years)  who  make  this 
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last  report,  say  that  the  use  of  the  metric  system  relates  to  ''Spark 
plugs  and  small  equipment." 

Abrasives  and  sharpening  stones:   Not  at  all  (3),  Slightly  (1). 

The  Pike  Manufacturing  Company  (in  export  trade  nearly  50  years) 

who  make  this  last  report,  add  the  word  ''very"  after  slightly,  and 

say: 

It  would  i>e  rather  hard  for  us  to  estimate  the  percentage  of  orders  rendered 
to  us  in  the  metric  system,  but  are  safe  in  saying  it  would  be  a  fraction  of  1  per 
cent. 

Ammunition:  Not  at  all  (1),  Extensively  (2). 

Belting:  Not  at  all  (2),  Slightly  (4),  Considerably  (1),  Exten- 
sively (1).  The  Detroit  Oak  Belting  Company  (in  export  trade 
three  years)  who  report  "Considerably,"  say: 

Some  customers  specify  lengths  in  meters  and  widths  in  inches. 

.The  Missouri  Belting  Company  (in  export  trade  22  years)  say: 
We  make  leather  belting  in  metric  dimensions  on  special  orders  only. 

The  Rossendale-Reddaway  Belting  and  Hose  Company  who  re- 
port "Extensively,"  say: 

We  do  not  use  it  at  all  as  far  as  the  actual  manufacturing  is  concerned.  We 
do,  however,  receive  many  inquiries  and  orders  from  other  countries  in  which 
they  request  length,  breadth  and  thickness  of  belting  according  to  the  metric 
system,  and  in  filling  the  orders,  we  supply  them  with  the  nearest  measurements 
we  have  in  feet  and  inches. 

Brass  and  copper  goods:  Not  at  all  (6),  Slightly  (2),  Extensively 

(1).    The  Bridgeport  Brass  Company  (in  export  trade  25  years), 

who  report  "SUghtly,"  say: 

We  have  furnished  during  the  last  two  or  three  years  large  quantities  of 
brass  disks  for  the  manufacture  of  cartridge  cases,  the  dimensions  of  which  were 
specified  in  metric  units.  These  metric  units  we  simply  translated  into  the  cor- 
responding English  equivalents  and  proceeded  with  the  order.  We  have  made 
seamless  tubes  in  a  similar  manner  and  several  million  copper  bands  for  shrapnel. 

C.  G.  Hussey  &  Co.  (in  export  trade  60  years)  who  also  report 

"SUghtly,''  say: 

Goods  are  shipped  to  metric  countries  in  both  millimeter  and  PlngliBh  sizes. 
We  should  say,  roughly,  that  the  English  sizes  amount  to  about  75  per  cent. 

Bolts,  nuts  and  rivets:  Not  at  all  (4),  SUghtly  (3).  Boiler  tubes: 
Not  at  all  (1),  Considerably  (1).  Ball  bearings:  Not  at  all  (1), 
SUghtly  (1).  Balls:  Not  at  all  (2),  Considerably  (1).  The  Hoover 
Steel  Ball  Company  (in  export  trade  3  years)  who  make  this  last 
report,  say: 
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We  do  not  have  a  very  large  call  for  the  metric  aues  aad  presume  this  would 
not  amount  to  more  than  5  per  cent  of  our  entire  export  orden. 

Brick:    Slightly  (1).    Boiler  tube  cleaners:    Ck)nsiderably  (1). 

The  William  B.  Pierce  Company  (in  export  trade  19  years)  who 

make  t^  last  report,  say: 

In  countries  using  the  metric  system  we  m«*ely  use  that  system  iof  turning 
and  measuring  the  outside  diameter  of  the  machine. 

Boat  oars,  hardwood  dimension  stock,  etc.:   Slightly  (1).    The 

Anchor  Sawmills  Company  (in  export  trade  60  years)  who  make  this 

report,  say: 

It  is  very  rarely  that  boat  oars  are  ordered  by  the  metric  system  as  the  English 
foot  is  used  as  the  unit  of  length  all  over  the  world. 

Cutting  tools:  Not  af  all  (14),  SUghtly  (4),  Considerably  (6). 
The  Cleveland  Twist  Drill  Company  (in  export  trade  30  years) 
who  report  "Considerably,"  say  that  to  France,  Sweden,  Italy  and 
Spain  their  shipments  are  90  per  cent  to  100  per  cent  metric.  Ship- 
ments to  Norway,  Holland,  Denmark  and  Russia  are  about  50  per 
cent  EngUsh  and  50  per  cent  metric.  Shipments  to  Japan  are  about 
90  per  cent  English  and  10  per  cent  metric.  Shipments  to  Central 
and  South  America  are  95  per  cent  to  100  per  cent  English.  The 
Detroit  Twist  Drill  Company  (in  export  trade  8  years)  say: 

All  of  our  South  American  customers  use  more  English  sises  than  metric. 
Some  of  the  French,  Italian,  Swedish,  Norwegian,  Russian,  in  fact,  most  all  of 
our  customers  of  Continental  Europe  use  some  proportion  of  English  sizes. 

The  National  Tool  Co.  (in  export  trade  3  years)  who  report  "Con- 
siderably," say: 

In  most  every  case  we  have  used  both  the  millimeter  and  English  sixes  and 
approxunately  the  percentage  would  be  50. 

The  Modem  Tool  Company  (in  export  trade  14  years)  who  re- 
port ^'SUghtly,"  say: 

According  to  our  records  about  10  per  cent  of  the  tools  supplied  to  metric 
ooimtries  are  required  in  millimeter  dimensions. 

The  Mnrchey  Machine  and  Tool  Company  (in  export  trade  3 
years)  who  report  "SUghtly,"  say: 

About  one-tenth  of  our  export  business  is  in  millimeter  sizes. 

There  are  two  types  of  cutting  tools  —  those  which  by  their  own 
size  determine  the  size  of  the  work  done  by  them  (twist  drills,  reamers, 
taps,  dies,  milling  cutters  for  gear  teeth,  etc.)  and  those  which  do  not 
(most  mechanics'  hand  tools).  The  repUes  showing  the  use  of  the 
metric  system  relate  to  the  former  type  in  all  cases. 
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The  remarks  under  weighing  and  measuring  instruments  below 
apply  here  ahnost  without  change.  Sizing  tools  of  millimeter  dimen- 
sions are  not  made  for  use  at  home,  but  to  sell  for  use  abroad. 

In  1916  a  report  on  The  Metric  System  in  Export  Trade  was 
issued  from  the  Bureau  of  Standards.  Of  thirty-three  pages  of 
illustrations  of  American  metric  products,  twenty-^even  show  weigh- 
ing and  measuring  instruments  and  sizing-cutting  tools  made  for 
sale  and  use  abroad,  while  three  of  the  remaining  six  illustrations 
show  lathes  so  arranged  that  others  may  cut  metric  screws  when 
necessary,  but  every  one  of  them  fitted  for  cutting  English  screws  as 
a  primary  function  with  makeshift  translating  gears  to  make  possible 
the  cutting  of  metric  screws. 

To  those  who  do  not  xmderstand,  the  illustrations  make  an  im- 
pressive showing  of  the  progress  of  the  metric  system;  to  those  who 
dO|  they  make  an  equally  impressive  showing  to  the  contrary. 

Many  of  these  tools  and  instruments  are  of  American  invention. 
Metric  countries  learn  of  their  merit  and  call  for  them.  We  adapt 
them  to  the  needs  of  such  customers  by  suitably  spacing  and  number- 
ing the  divisions  by  which  their  indications  are  read. 

Chemicals:  Not  at  all  (19),  SUghtly  (1),  Extensively  (1).  Chemi- 
cal machinery:  Extensively  (1).  The  Werner  and  Pfleiderer  Com- 
pany, who  report  "Extensively,"  say: 

When  originally  starting  here  in  this  country,  we  took  over  a  number  of 
patterns  and  drawings  in  metric  which  we  have  used  ever  since. 

Corsets:    Not  at  all  (1),  SUghtly  (2),  Considerably  (1).    Car 

wheels,  chilled  rolls,  and  roll-grinding  machines:   Not  at  all   (2), 

Slightly  (1).    The  Lobdell  Car  Wheel  Company  (in  export  trade 

nearly  50  years)  who  make  this  last  report,  say: 

We  occasionally  get  orders  for  chilled  rolls  for  calendering  paper  to  go  abroad 
and  the  dimensions  of  the  journals  and  necks  are  sometimes  specified  in  milli« 
meters.  We  have  also  had  orders  for  a  few  wheels  and  axles  with  the  metric 
sizes  specified  for  the  axle  and  hub  dimensions. 

Cotton  duck:  Not  at  all  (2),  SUghtly  (1).    The  Ehn  City  Cotton 

Mills  (in  export  trade  10  years)  who  make  this  last  report,  say: 

We  have  shipped  quite  a  bit  of  cotton  duck  to  Cuba  and  there  have  been  a 
few  instances  where  they  have  asked  for  metric  measurements.  For  the  last 
few  years  probably  95  per  cent  of  the  shipments  we  have  made  have  been  billed 
and  branded  with  the  usual  English  measurements. 

Clay-working  machinery:  Not  at  all  (1),  Slightly  (1).  The 
American  Clay  Machinery  Company  (in  export  trade  37  years),  who 
make  this  last  report,  say  that  this  use  of  the  system  refers  only  to 
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dies  and  molds  used  in  presses  and  other  machines  for  making  clay 
goods. 

Candles,  stearine,  glycerine,  etc.:  Not  at  all  (1),  Slightly  (1). 

Drop  forgings:    Not  at  all  (1),  Slightly  (2).    The  Armstrong 

Bros.  Tool  Co.  (in  export  trade  25  years)  say: 

Slightly  here  means  only  on  size  of  wrench  openings  for  some  wrenches  going 
to  the  Continent  of  Europe. 

The  Billings  and  Spencer  Company  (in  export  trade  55  years) 
who  also  report  ''SUghtly,"  say  also  that  this  use  of  the  system  refers 
only  to  ''openings  in  machine  wrenches." 

Electrical  machinery:  Not  at  all  (14),  SUghtly  (1).  The  West- 
inghouse  Electric  and  Manufacturing  Company  (in  export  trade  20 
years)  who  make  this  last  report,  say: 

Only  on  orders  from  foreign  countries  when  they  require  us  to  follow  their 
exact  dimensions.  This  is  required  in  only  a  very  small  fraction  of  the  business 
taken  —  too  small,  in  fact,  to  state  in  figures. 

Elevators,  escalators,  conveying  and  hoisting  machinery:  Not  at 
all  (8),  SUghtly  (1). 

Explosives:  Not  at  all  (1),  SUghtly  (1). 

Electrical  wires,  cables  and  accessories:  Extensively  (1). 

Firearms,  sporting:    Not  at  all  (4),  Considerably  (1).    The  A. 

H.  Fox  Gxm  Company  (in  export  trade  5  years)  who  make  this  last 

report,  say: 

About  half  of  our  foreign  orders  are  received  with  the  dimensions  of  the  guns 
in  the  metric  system. 

Firearms,  miUtary:  Not  at  aU  (2),  SUghtly  (1).  Fireclay  prod- 
ucts: SUghtly  (1).  The  Laclede-Christy  Clay  Products  Company 
(in  export  trade  '* several"  years),  say: 

On  one  of  the  inquiries  we  received,  the  size  of  the  material  required  was 
shown  in  kilos  and  our  quotation  was  made  on  the  same  basis.  The  order,  how- 
ever, has  not  been  received. 

Filters:  Not  at  aU  (2),  SUghtly  (1). 

Glass,  including  plate,  window,  jars  and  bottles:  Not  at  all  (8), 
Slightly  (2).  The  Pittsburgh  Plate  Glass  Company  (in  export  trade 
3  years)  who  make  one  of  these  reports,  say: 

We  have  only  one  customer  (located  in  Mexico)  who  insists  upon  the  metric 
system. 

Ground-steel  shafting:  Slightly  (1).  The  Cumberland  Steel 
Company  (in  export  trade  20  years)  who  make  this  report,  say: 
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We  do  not  thm]c  we  have  finished  any  metric  sizes  for  two  or  thiu l 

years,  and  the  quantity  we  made  at  any  time  is  very  small  —  hardly  wortl 
considering. 

Grinding  wheels:   Not  at  all  (4),  Slightly  (1),  Extensively  (1) 

The  Abrasive  Company  (in  export  trade   17  years)   who  repo 

"SUghtly/'say: 

The  grinding  wheeLb  that  we  supply  to  countries  using  metric  measure 
according  to  English  and  metric  measures.  It  would  be  difficult  to  give 
approximate  idea  of  the  percentage  of  the  two  kinds  of  measurements  used,  bu"^ 
perhaps  we  would  not  be  far  wrong  in  specifying  3  per  cent  metric  and  97  per 
cent  English. 

The  Hampden  Corundum  Wheel  Company  (in  export  trade  32 

years)  say: 

Customers  frequently  order  in  metric  specifications,  but  we  supply  the  nea^ 
est  English  equivalents  to  their  entire  satiirfaction. 

Gas,  gasoline,  and  oil  engines:  Not  at  all  (12),  Slightly  (1).  Gas 
engine  specialties:  Slightly  (1).  The  Kokomo  Electric  Company 
(in  export  trade  seven  years)  who  make  this  last  report,  say: 

Only  in  one  article  —  a  metric  thread  spark  plug. 

Hoisting  machinery:  Not  at  all  (2),  Shghtly  (1).  The  Lidgei^ 
wood  Manufacturing  Company  (in  export  trade  30  years)  who  make 
this  last  report,  add  "One  instance  only." 

Hammers:  Shghtly  (1).    Fayette  R.  Plumb,  Inc.  (in  export  trade 

30  years),  says: 

The  only  cases  are  a  certain  pattern  of  carpenters'  hanmier  and  a  certain 
pattern  of  sledge  hammer  used  in  South  America. 

Handles  for  hand  tools:  Not  at  all  (2),  Shghtly  (1).    The  Turner, 

Day  &  Woolworth  Handle  Co.  (in  export  trade  30  years),  who  make 

this  last  report,  say: 

Under  normal  conditions,  shipments  to  those  coimtries  in  which  millimeter 
measurements  are  used  will  run  about  25  per  cent  against  75  per  cent  on  which 
inches  are  used. 

Ice  machinery:  Not  at  all  (4),  Shghtly  (1).    The  Vilter  Mfg. 

Co.  (in  export  trade  30  years),  who  make  this  last  report,  say: 

We  do  not  think  we  ever  made  any  of  our  compressors  to  millimeter  siaeB, 
but  have  made  pipes,  fittings,  etc.,  at  times.  [The  ice  machine  is,  essentiaUy,  a 
gas  compressor.] 

Insulated  electric  wire  and  cables:  Shghtly  (1). 
Ingot  metals:  Shghtly  (1). 


REPORT  OF  COMMITTBB  ON  WEIGHTS  AND  MEASURES  447 

lEnit  goods:  Not  at  all  (2),  Slightly  (1).    The  Avalon  Knitwear 

Company,  who  make  this  last  report,  say: 

We  only  use  the  metric  syBtem  in  our  dye  house,  and  only  to  a  very  limited 
extent. 

locomotives:  Not  at  all  (1),  SUghtly  (2),  Considerably  (1).  The 
Davenport  Locomotive  Works  (in  export  trade  10  years)  who  report 
"Slightly,"  say: 

Only  for  track  gage  of  locomotives. 

Xeather  goods:  Not  at  all  (1),  Slightly  (1).  Lubricators:  Not  at 
all  (4),  SUghtly  (1).  The  Richards  and  Phoenix  Company  (in  ex- 
poj-t  trade  6  years),  who  make  this  last  report,  say: 

IVhitworth  pipe  threads  are  usually  called  for. 

Machine  tools:  Not  at  all  (60),  SUghtly  (32),  Considerably  (3). 

Machines  tools  are  the  machines  with  which  machine  shops  are 

c^ivxipped.    On  them  all  other  machines  of  whatever  kind  and  for 

wlxatever  pmpose  are  made  and  the  dimensions  of  their  parts  de- 

texxnined.    Here,  if  anywhere,  the  need  of  the  adoption  of  the  metric 

system  in  export  trade  would  be  imperative  and  the  returns  from 

ttus  industry  are  hence  the  most  instructive  of  aU. 

The  returns  show  the  greatest  use  of  the  metric  system  to  be  in 

^^is  industry  and  it  is  in  this  industry  that  The  American  Institute 

ot  Weights  and  Measures  had  its  origin  and  has  today  among  its 

•    caembers  the  greatest  nimiber  of  representatives,  which  is  to  say 

^i  those  who  have  had  the  most  experience  with  the  system  are 

^  those  who  have  organized  to  resist  its  further  extension. 

Some  types  of  machine  tool  are  fitted  with  attachments  for  in- 
dicating sizes  and  adjustments,  and  some  are  not.    Such  attach- 
ments, like  weighing  and  measuring  instruments  for  metric  coxmtries, 
are  made  to  read  in  millimeters  and  frequently  the  graduations  of 
these  attachments  are  the  only  metric  features  of  the  machines. 
Thus  we  have  drilling  machines  with  indicators  for  the  depth  of  the 
hole  drilled  reading  in  millimeters,  but  with  no  change  in  the  machines. 
Since  the  circimiferential  speed  of  the  cutting  tools  is  an  important 
thing  to  know,  we  also  have  cases  in  which  tables  are  attached  to  the 
machines  showing  the  speeds  of  different-sized  drills  at  different 
rates  of  revolutions  per  minute  in  meters  per  second  instead  of  feet 
per  minute.    We  also  have  milling  machines  in  which  adjustments 
are  made  through  the  use  of  screws  and  graduated  dials.     In  order 
that  the  indications  may  be  made  in  millimeters,  the  screws  (three  in 
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number)  are  cut  to  metric  pitches  and  the  dials  graduated  to  read  in 
millimeters  with  no  other  change  in  the  machine. 

Of  a  special  class  are  lathes  because  of  their  important  fimction  in 
cutting  screws  and  this  function  has  been  a  storm  center  of  this  con- 
troversy from  the  beginning.  For  this  purpose  lathes  are  fitted  with 
lead,  guide  or  master  screws  from  which  screws  of  other  pitches  are 
cut  by  the  aid  of  combination  or  change  gears. 

How  few  metric  countries  call  for  any  metric  features  of  machine 
tools  is  shown  by  the  following  remarks  by  machine-tool  builders. 
Except  for  lead  and  adjusting  screws,  which  a  few  metric  countries 
call  for  on  some  machines,  the  requirements  are  insignificant.  About 
two-thirds  of  the  replies  show  no  metric  features  whatever  to  be 
asked  for. 

The  Automatic  Machine  Company  (automatic  threading  lathes; 
in  export  trade  12  years)  say: 

We  fumjih  the  various  countries  of  Europe  'with  our  standard  lead  screw 
with  the  exeeption  of  France,  Spain  and  Italy  to  which  three  countries  we  furnish 
the  lathes  with  metric  lead  screws. 

Baker  Brothers  (ke3rway  cutting  machines;  in  export  trade  20 
years)  say: 

We  furnish  some  cutting  tools  in  metric  widths  for  keyseats,  but  the  majority 
are  furnished  in  English  measurements  even  for  metric  countries. 

The  E.  W.  Bliss  Company  (metal-working  machinery;  in  export 

trade  40  years)  say: 

We  do  not  often  find  it  necessary  to  make  any  part  of  our  machines  to  metric 
measurements.  Occasionally,  some  part,  where  tools  already  existing  must  fit, 
is  required  to  be  made  to  dimensions  in  millimeters. 

The  Cincinnati-Bickferd  Tool  Company  (drilling  machines;  in 
export  trade  "many"  years)  say: 

We  use  metric  speed  and  feed  plates  and  give  metric  graduations  on  spindle 
sleeves  or  dial  depth  gages. 

The  Cincinnati  Gear  Cutting  Machinery  Co.  (gear-cutting  ma- 
chines; in  export  trade  9  years)  say: 

For  European  countries  we  furnish  a  metric  elevating  screw  for  the  work 
arbor  and  cutter  arbor  of  metric  diameter.    All  other  dimensions  are  EngUsh. 

The  Cincinnati  Milling  Machine  Company  (milling  machines;  in 

export  trade  20  years)  say: 

This  applies  to  the  feed  screws  which,  for  metric  countries,  are  made  so  that 
the  dial  reads  in  millimeters  instead  of  thousandths  of  an  inch.    Some  metrio 
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countries  require  cutter  arbors  made  to  metric  diameters.    Other  countries,  not- 
ably Irranoe,  require  cutter  arbors  made  to  the  inch  standard. 

The  Cincinnati  Planer  Co.  (planers  and  boring  mills;  in  export 

trade  19  years)  say: 

Never  called  on  for  any  changes  except  some  graduated  dials  and  screws  to 
be  made  metric. 

The  Detrick  and  Harvey  Machine  Company  (planers,  horizontal 
boring  machines,  gun  lathes,  etc.;  in  export  trade  25  years)  say: 

Only  in  the  matter  of  furnishing  metric  reading  scales  on  certain  machines. 
We  have  sold  machinery  in  England,  France,  Germany,  Russia,  Italy,  Holland, 
Norway,  Japan,  South  Africa,  Chile,  and  other  foreign  countries. 

The  Gleason  Works  (gear-cutting  machinery)  say: 

The  only  use  we  make  of  metric  dimensions  in  our  work  is  when  we  manu- 
facture adjusting  screws  to  metric  standards  to  be  used  in  conjunction  with 
metric  scales  which  show  relative  movements  of  parts  of  the  machines. 

The  Kempsmith  Manufacturing  Company  (milling  machines;  in 

export  trade  20  years)  say : 

All  machines  for  export  to  France  are  furnished  with  metric  screws  and  dials* 
Otherwise  our  machines  are  built  to  English  measurements. 

The  Landis  Tool  Company  (cylindrical  grinding  machines;  in 
export  trade  20  years)  say: 

Not  over  5  per  cent  of  our  foreign  customers  require  metric  measures. 

The  Lees-Bradner  Company  (in  export  trade  4  years)  say: 
Wcf  supply  metric  lead  screws  to  France  only. 

The  Lodge  &  Shipley  Machine  Tool  Company  (engine  lathes ;  in 
export  trade  25  years)  say: 

The  only  metric  dimensions  used  on  the  parts  of  any  of  our  products  are  the 
lead  screws  which  are  made  in  the  metric  system  on  lathes  shipped  into  France 
only. 

The  Lucas  Machine  Tool  Company  (horizontal  boring  machines; 
in  export  trade  14  years)  say: 

To  the  extent  of  furnishing,  in  those  cases  specified,  metric  traversing  screws 
and  dials  graduated  in  millimeters  and  speed  and  feed  plates  reading  in  milli- 
meters instead  of  inches. 

The  Morris  Machine  Tool  Company  (lathes  and  radial  drills;  on 
export  trade  10  years)  say: 

Occasionally,  we  furnish  lathes  to  cut  metric  pitch  threads. 

The  Norton  Grinding  Company  (cylindrical  grinding  machines; 
in  export  trade  16  years)  say: 
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There  are  four  small  parts  of  our  grinding  machines  that  we  make  to  metri  _ 
measurements  for  a  few  customers  in  some  European  countries. 

The  Rockford  Drilling  Machine  Company  (drilling  machines;  ir  _ 

export  trade  17  years)  say: 

Metric  dimensions  are  stamped  on  drilling-machine  quill  on  machines  for  oe~^ 
tain  foreign  countries. 

The  Springfield  Machine  Tool  Company  (lathes  and  shapers;  Ei 

export  trade  25  years)  say: 

Metric  system  used  only  for  French  trade  in  which  only  the  lead  screw 
change  gears  are  metric. 

The  Warner  &  Swasey  Company  (turret  lathes)  say: 

We  have  furnished  on  special  orders  screw-threading  dies  and  chuck  jaws 
metric  sizes. 


Shortly  after  the  beginning  of  the  great  war  the  American 
chinist  sent  a  commissioner  (Mr.  0.  P.  Hood)  to  South  Amen-  — 
Mr.  Hood  who  speaks  both  Spanish  and  Portugese  made  the  circ-  — a 
of  the  continent,  spending  18  months  at  the  task,  and  returned 
substantially  a  census  of  the  personnel  and  equipment  of  Soi 
American  machine  shops.    Mr.  Hood's  papers  show  that  in 
machine  shops  of  South  America  —  of  which  there  are  more  tl 
most  people  realize  —  39.3  per  cent  of  the  machine  tools  are 
erican,  43.2  per  cent  are  British  and  the  remaining  17.5  per  cent 
German,  Belgian  and  French.    While  South  American  shops  hav^ 
the  world  from  which  to  buy,  they  choose  machine  tools  made  to 
English  over  those  made  to  metric  measures  in  the  ratio  of  nearly  5 
to  L    Moreover,  commercial  Germany  has  long  been  splendidly 
represented  in  South  America,  while  we  have  never  been  and  Ger- 
many has  had  ample  shipping  and  banking  faciUties  which  we  have 
not. 

Mechanical  presses:  Not  at  all  (2),  SHghtly  (1).  The  Ferracute 
Machine  Company  (in  export  trade  35  years)  who  make  this  last 
report,  say: 

There  are  a  few  cases  through  our  French  agents  where  it  is  neooBsary  that 
holes  be  tapped  and  bolts  be  threaded  by  the  metric  system,  but  in  each  case 
they  allow  us  to  furnish  the  bolt  in  blank  and  the  hole  drilled  so  that  it  can  be 
properly  tapped  by  the  metric  system  and  the  bolt  threaded  by  metric  sjratem 
after  it  arrives. 

Magnetos:  Not  at  all  (1),  SHghtly  (l).  Machinery  and  equip- 
ment pertaining  to  the  meat  industry:  SUghtly  (1). 
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Optical  goods:  Not  at  all  (6),  Slightly  (2),  Considerably  (2), 
Extensively  (1). 

The  use  of  the  metric  system  in  optical  work  applies  only  to  the 

grinding  of  lenses,  the  mechanical  parts  of  cameras,  microscopeSi  etc., 

being  made  to  the  English  system.    The  Eastman  Kodak  Company 

say: 

Used  only  in  connection  with  optical  work,  i.e.,  lens  manufacture. 

The  Spencer  Lens  Company  (in  export  trade  10  years)  say: 

We  do  use  it  mostly  for  the  lens  work,  but  are  inconsistent  enough  to  use  the 
English  system  for  mechanical  work. 

This  system  was  not  adopted  for  the  benefit  of  export  trade  as  is 

shown  by  the  following  from  the  Eastman  Kodak  Company: 

It  is  customary  in  this  work  to  use  the  metric  system  of  measurement,  prob- 
ably because  the  practice  in  U.  S.  A.  followed  foreign  practice  where  lens  optics 
were  first  perfected. 

Lens  manufactm^  is  one  of  many  examples  of  the  maimer  in 
which  an  industry,  when  transferred  from  one  comitry  to  another, 
carries  with  it  the  miits  of  measurement  on  which  it  was  developed. 

Another  illustration  is  found  in  shoe  machinery.  The  United 
Shoe  Machinery  Company  write: 

Our  company  established  factories  in  England,  France,  Grermany  and  Aus- 
tria, and  have  exported  goods  and  maintained  subsidiary  companies  or  branch 
offices  in  practically  all  of  the  countries  of  South  America. 

In  order  to  maintain  imiformity,  such  machines  as  we  manufacture  both  at 
home  and  abroad,  the  English  system  of  measurements  is  used  in  all  countries  so 
that  if  necessary  machines  and  parts  may  be  supplied  from  one  country  to  another. 

Another  illustration  is  found  in  machinery  and  appliances  for  the 
chemical  trade,  regarding  which  the  Werner  and  Pfleiderer  Com- 
pany write: 

When  originally  starting  here  in  this  country,  we  took  over  a  number  of  pat- 
terns and  drawings  in  metric  which  we  have  used  ever  since. 

Again,  the  Whitehead  torpedo  carried  the  English  inch  from 
England  to  Austria;  as,  again,  steel  balls  carried  it  from  the  United 
States  to  Germany.  The  methods  of  wholesale  precision  manu- 
facture of  balls  were  developed  in  this  coxmtry  and  taken  to  Ger- 
many where  the  customary  practice  today  is  to  make  steel  balls  to 
inch  dimensions  —  German  formula  for  the  carrying  capacity  of 
ball  bearings  containing  a  factor  for  the  diameter  of  the  balls  in 
English  inches. 

In  the  manufacture  of  silk  fabrics,  among  Western  nations, 
France  early  gained  the  leading  position  and,  as  a  result,  the  French 
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system  of  numbering  silk  based  on  the  denier  (a  weight)  and  the 
aune  (a  unit  of  length)  became  not  only  the  silk  standard  of  France, 
but  of  all  countries,  and  is  today  the  world  standard  for  silk.  In 
like  manner,  the  early  dominance  of  England  in  the  cotton  trade  has 
made  the  English  system  of  numbering  cotton  yam  based  on  the 
yard  and  pound  the  standard  of  the  world,  the  only  exception  being 
France  where  it  was  found  impossible  to  force  the  metric  system 
based  on  the  kilometer  and  kilogram  on  the  cotton  trade,  the  result 
being  a  compromise  by  the  adoption  of  a  system  based  on  the  kilo- 
meter and  metric  pound,  the  numbers  of  which  were,  approximately, 
but  oncHsixth  less  than  those  to  which  the  trade  had  been  accus- 
tomed. 

Equally  striking,  is  the  establishment  as  world  standards  of  the 
English  standards  for  numbering  Unen  and  jute  yam. 

But  the  most  impressive  example  of  the  spread  of  standards  of 
measurement  as  a  result  of  industrial  development  is  presented  by 
Russia,  whose  system  of  linear  measurements  is  based  on  the  English 
inch  and  foot  as  a  result  of  the  visit  of  Peter  the  Great  to  England 
about  1701.  Working  in  the  English  shipyards,  the  Russian  Csar 
was  impressed  by  the  skill  of  English  mechanics  and  when  he  re- 
turned home  took  with  him  a  number  of  Enghsh  workmen  to  intro- 
duce their  trades  in  Russia.  In  doing  this,  they  also  introduced  the 
English  inch  and  foot  which  are  now  in  general  use  throughout  that 
great  area  known  as  Russia.  The  Russian  duim  is  the  English  inch; 
the  Russian  foot  is  the  EngUsh  foot;  the  arshine  is  28  inches;  the 
sagene  is  7,  and  the  verst  is  3500  English  feet.  All  these  are  stand- 
ards that  will  survive  revolutions  and  invasions  and  are,  with  the 
language,  the  most  stable  of  the  country's  institutions. 

Oil-mill  machinery:   Slightly  (1).    The  American  Machine  and 

Manufacturing  Company  (in  export  trade  6  years),  who  make  this 

report,  say: 

We  have  to  give  feet,  inches,  etc.,  as  well  as  metric  measurements  in  some 
cases. 

Oilless  bearings:  Slightly  (1).  The  Bound  Brook  Oilless  Bearing 
Company,  who  make  this  report,  say: 

Only  on  rare  occasions  do  we  receive  an  order  in  metric  measurements. 

Oxygen  apparatus:  Extensively  (1). 

Power-transmission  machinery:  Not  at  all  (8),  Slightly  (3).  The 
Dodge  Manufacturing  Company  (in  export  trade  for  25  years)  who 
make  one  of  these  reports,  say: 
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Plx)bably  99  per  cent  of  our  export  production  is  made  on  English  measure- 
ments and  weights  that  is,  inches,  feet  and  pounds. 

The  Standard  Pressed  Steel  Company  (in  export  trade  10  to  12 

years),  who  make  another  of  these  reports,  say: 

Our  Pioneer  steel  shaft  hangers  are  sold  rather  extensively  to  concerns 
throughout  Europe  and  other  markets  where  the  metric  system  is  used,  and  in- 
asmuch as  in  some  of  these  countries,  shafting  of  millimeter  diameter  is  used,  it 
is  necessary  that  we  babbitt  the  bearings  in  our  shaft  hangers  to  a  corresponding 
diameter. 

The  T.  B.  Woods  Sons  Company,  who  make  the  third  of  these 
reports,  say: 

The  only  places  we  use  metric  sizes  in  our  work  is  in  boring  pulleys  and  other 
appliances  which  are  used  on  line  shafts. 

Perforated  metals:  Slightly  (3).  The  Harrington  and  King  Per- 
forating Company  (in  export  trade  "many''  years),  say: 

On  receipt  of  an  order  it  (the  metric  system)  is  changed  to  the  English  system 
and  thus  put  through  the  factory  with  a  few  exceptions.  We  often  use  the 
metric  system  for  specifying  the  size  of  perforations  in  our  own  factory  and  to 
both  foreign  and  domestic  customers. 

Pipe:  Not  at  all  (8),  Extensively  (1).  In  this  case,  cast-iron  pipe. 
Platinum:  Extensively  (1).  Paper:  Not  at  all  (13),  Considerably 
(1),  Extensively  (1). 

Picture  frames  and  moldings:  Not  at  all  (2),  Slightly  (1). 
The  Indiana  Moulding  &  Frame  Company,  who  make  the  last  re- 
port, say: 

Very  few  orders  received  requiring  lengths  or  sizes  in  meters. 

Piping:   Not  at  all  (1),  Slightly  (1).    The  Ballwood  Company 

(in  export  trade  5  years)  who  make  this  last  report,  say: 

We  sometimes  get  orders  for  pipe,  the  lengths  and  flanges  of  which  have  to 
be  finished  to  metric  dimensions. 

Paper  cutters:    Slightly  (1).    The  Chandler  &  Price  Company 

(in  export  trade  20  years)  who  make  this  report,  say: 

On  a  feW  paper  cutters,  we  use  the  metric  system  in  graduating  the  brass 
rule  on  the  bed. 

Rubber  goods,  including  automobile  tires,  hose,  etc.  Not  at  all 
(11),  Slightly  (9),  Considerably  (2),  Extensively  (1).  The  practice 
regarding  automobile  tires  is  given  above  under  automobiles.  The 
Boston  Woven  Hose  and  Rubber  Company  (in  export  trade  30 
years)  who  report  "Slightly"  say: 
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The  manufacture  of  hoee  for  countries  using  the  metric  system  is  idoitical 
with  the  process  used  for  hose  consumed  in  this  country  with  the  single  "exoeption 
that  the  hose  is  made  of  a  definite  number  of  meters  long  instead  of  feet. 

The  Electric  Hose  and  Rubber  Company  (in  export  trade  12 

years)  who  report  ''Slightly,"  say: 

We  ship  goods  to  metric  countries  made  to  both  English  and  millimeter 
sizes,  about  2  per  cent  of  which  are  made  to  millimeters  i^d  the  balance  to  EngUsh. 
sizes. 

The  Manhattan  Rubber  Manufacturing  Company   (in  export 

trade  20  years)  who  report  "Slightly,*'  say: 

Some  buyers  in  metric  countries  insist  on  metric  measurements,  others  do 
not.  In  not  more  than  twenty  cases  in  a  year's  time  goods  are  ordered  from  ub 
with  the  dimensions  specified  in  the  metric  system. 

The  Lee  Tire  and  Rubber  Company  (in  export  trade  6  years)  who 
report  "SUghtly,"  say: 

We  ship  both  English  and  millimeter  sizes  to  South  America. 

The  Goodyear  Tire  and  Rubber  Company  who  have  been  widely 

heralded  as  having  "adopted"  the  metric  system,  say: 

We  are  shipping  tires  made  in  both  English  and  metric  sizes  to  countries 
using  the  metric  system.  We  estimate  that  somewhat  less  than  20  per  cent  of 
our  total  tire  exports  are  made  up  of  metric  sizes.  In  addition,  we  are  actually 
making  partial  use  of  the  metric  system  in  manufacturing  practice,  [and  "par- 
tial use"  is  as  far  as  they  will  ever  get.] 

Railway  material:   Not  at  all  (2),  SUghtly  (2).    The  National 

Malleable  Castings  Company  (in  export  trade  "several"  years)  say: 

We  have  had  to  work  from  the  metric  system  dimensions  on  some  of  the 
foreign  blueprints  that  we  have  furnished.  The  use  we  make  of  the  metric 
system  is  so  small  as  hardly  to  be  considered. 

Seamless  Steel  Tubing:  Not  at  all  (1),  SUghtly  (2).    The  Elwood 

Ivins  Tube  Works  (in  export  trade  20  years  or  more)  who  make  one 

of  these  reports  say: 

When  any  person  orders  tubing  made  by  metric  measure,  we  immediately 
translate  it  in  decimals  of  an  inch.  We  never  bill  our  tubes  in  metric  measure, 
billing  them  in  decimals  of  an  inch.  It  is  not  by  any  means  frequent  that  we  get 
orders  by  metric  measiu*e. 

Steel  and  iron  products:  Not  at  all  (31),  SUghtly  (1),  Consider- 
ably (2).  Shackle  bolts  and  auto  accessories:  SUghtly  (1).  The 
Bowen  Manufacturing  Company  (in  export  trade  22  years)  who 
make  this  rep)ort  say: 

On  one  occasion  we  had  to  make  a  lot  of  spring-shackle  bolts  having  a  metric 
thread  at  one  end. 
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Sugar  machinery:  Not  at  all  (S),  Slightly  (2).  The  Joubert  & 
Goslin  Machine  and  Foundry  Company  (in  export  trade  12  years) 
vho  make  one  of  these  reports,  say: 

Tlie  only  time  that  we  are  called  upon  to  follow  metric  dimensionB  is  where 
^e  fumiflh  some  repair  parts  or  make  some  addition  to  a  machine  built  in  Europe. 

HiCwis  Colwell  (in  export  trade  20  years)  who  makes  the  other  of 
these  reports  says: 

Only  when  repairs  or  changes  are  required  of  installation  of  some  foreign 
°^*«infacture. 

Scientific  instruments:   Not  at  all  (2),  Slightly  (1),  Extensively 

fl>.      The  Brown  Instrument  Company  say: 

^^e  build  instruments  [pyrometers]  using  both  the  fahrenheit  and  the  centi- 
scales.    In  this  country  probably  one  out  of  every  hundred  orders  calls  for 
e  range. 


Semi-rare»  ores  and  their  products:    Slightly   (1).    The  Foote 

'^'^itieral  C!ompany  (in  export  trade  41  years)  say: 

^We  beliere  that  less  than  half  our  foreign  trade  requests  the  marks  on  either 
^^'^^ice  or  packages  to  be  in  metric  units,  and  we  beUeve  that  not  more  than  5 
^^'^^  Cent  of  it  requires  that  the  containers  or  goods  be  actually  metric  in  character 
®^  '^•ell  as  in  marks. 

Sugar,  coffee  and  rice  machinery:  Considerably  (1).  The  Bah- 
'^^^^xn  Iron  Works  Company  (in  export  trade  8  years)  who  make  this 
^^Port,  say: 

MTe  have  considerable  repair  work  for  existing  machinery  in  South  American 


Steam  and  plumbing  supplies:  Not  at  all  (4),  Slightly  (1).    The 
Sinmions  Company  (in  export  trade  27  years)  say: 

of  pipe  in  meters  for  some  countries. 

Springs:  Slightly  (1).    The  Mather  Spring  Company,  who  make 
leporti  say: 

e  find  that  in  general  the  English  dimensions  have  proven  satisfactory 
^^K>t  in  a  very  few  cases. 

Safety  fuse:    Slightly  (1).     The  Ensign  Bickford  Company  (in 
trade  50  years)  who  make  this  report,  say: 

^or  export  to  South  America  and  certain  other  countries,  we  are  often  re- 
?^^*^^€l  to  measure  the  length  of  the  fuse  as  well  as  given  dimensions  and  weights 
^  txietric  units. 

Shirts  and  collars:  Not  at  all  (2),  Slightly  (1).    Surgical,  dental 
^^  hospital  equipment  and  suppUes:   Not  at  all  (7),  Slightly  (1). 
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Spark  plugs:  Not  at  all  (1),  Considerably  (1).    The  New  Y 

&  Brooklyn  Auto  Supply  Company  say: 

According  to  our  experience  50  per  cent  are  shipped  in  metric  thread  and  t^ 
balance  in  American  threads. 

Textile  machinery:  Not  at  all  (9),  Slightly  (1).    J.  E.  Windle  (i 

export  trade  "several''  years)  says: 

We  have  had  to  make  measuring  dials  register  in  metric  measure  on 
machines  we  have  exported  the  past  few  years. 

Tractors:  Not  at  all  (4),  Slightly  (1).    The  Knox  Motors  Co: 

pany  (in  export  trade  three  years)  say: 

Metric  sized  spark  plugs  are  used  in  our  cylinders  on  export  shipments, 
metric  measure  is  used  in  some  ball  bearings. 

Transmissions  for  marine  explosive  engines:  Slightly  (1).  T 
Evans  Stamping  and  Plating  Company  (in  export  trade  six  yea 
who  make  this  report,  say:  * 

On  shipments  to  Belgiimi  to  fit<shafts  to  metric  dimensions. 

Tobacco:  Not  at  all  (7),  SUghtly  (1). 
Textiles:  Not  at  all  (13),  Considerably  (1).^ 
Stay  bolts:  SUghtly  (1). 

The  Flannery  Bolt  Company  (in  export  trade  10  years)  say: 

We  furnish  goods  to  certain  countries  where  it  was  necessary  to  state  both 
millimeter  and  EngUsh  sizes.  We  have  not  really  furnished  an3rthing  to  milli- 
meter size  alone. 

Tool  holders:  Slightly  (1).  The  Western  Tool  and  Manufactur- 
ing Company  (in  export  trade  10  years)  say  that  this  refers  to  thread- 
ing tools  only. 

Vulcanized  fiber,  Extensively  (1). 

Watches  and  watch  cases:  Not  at  all  (5),  Extensively  (2). 

The  metric  system  was  not  originally  appUed  to  American  watch 
manufacture  for  the  benefit  of  export  trade,  but  because  it  was 
believed  to  be  better  adapted  to  the  industry.  The  pioneer  Ameri- 
can (the  Waltham)  works  adopted  it  at  an  early  date  and  have 
continued  it.  Later,  the  Waterbury  (now  the  Ingersoll)  Works 
were  fitted  out  by  men  from  the  Waltham  Works  who  took  the  metric 
sjrstem  with  them,  but  all  other  American  watch  works  conduct  their 
operations  on  the  English  system. 

^  The  questionnaire  containing  this  report  carries  an  undecipherable  signa- 
ture, making  it  impossible  to  send  a  second  form  letter. 
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A  parallel  example  is  found  in  steam  boiler  injectors.  This  in- 
dustry was  imported  from  France  by  William  Sellers  &  Company 
who  adopted  and  have  continued  the  use  of  the  metric  S3rstem,  but 
no  competitor  has  followed  their  example,  all  other  injector  factories 
being  conducted  on  the  Enghsh  S3rstem. 

Another  example  is  foimd  in  card-indexing  and  filing  systems. 
The  pioneer  in  this  industry  —  The  Library  Bureau  —  was  f  oimded 
by  Mr.  Melville  Dewey  who  was  a  metric  enthusiast  and  therefore 
adopted  the  metric  system  at  the  beginning.  Competitors  failed  to 
follow  the  example  of  the  Library  Bureau,  and  that  company  has 
now  abandoned  the  system. 

The  Library  Bureau  say: 

Some  years  ago  all  attempt  at  working  to  metric  sizes  and  bringing  out  new 
cases  was  abandoned  and  the  old  lines  were  duplicated  with  full  dimensions. 

Our  draftsmen  and  mechanics  failed  to  make  any  attempt  to  familiarize  them- 
selves with  the  metric  system,  but  simply  translated  the  metric  dimensions  into 
English  inches  or  fractions  thereof,  and  worked  accordingly.  I  do  recall,  how- 
ever, having  known  one  man  connected  with  Library  Bureau  in  former  daya 
who  was  inclined  to  brag  that  he  had  mastered  the  metric  system  sufficiently  so 
that  he  could  actually  think  in  it  as  well  as  he  could  in  feet  and  inches,  but  I  take 
it  that  his  was  a  very  rare  case. 

A  fourth  example  is  foimd  in  magnetos.  The  Ericsson  Manu- 
facturing Company  who  manufacture  the  Berling  magneto  write: 

As  a  matter  of  fact,  10  years  ago  we  used  the  metric  measures  in  this  plant 
exclusively,  but  owing  to  inability  to  get  American  mechanics  who  could  use  the 
metric  system,  we  found  it  necessary  to  shift  to  the  English  measures  and  they 
are  now  used  exclusively  by  us  both  for  our  product  for  domestic  and  export 
manufacture. 

A  fifth  example  is  found  in  the  chemical  industry  of  the  Solvay 

Process  Company,  of  which  the  drawings  used  in  the  construction  of 

the  first  plant  came  from  Belgium  and  were  in  the  metric  S3rstem. 

The  Solvay  Process  Company  write: 

As  the  workmen  in  this  country  were  not  used  to  these  measures,  it  became 
necessary  to  translate  them  into  the  foot  and  inch  system.  In  many  cases  this 
was  done  by  using  40  inches  for  the  meter  which  gave  even  inches.  We  have 
stuck  to  the  foot  and  inch  for  measurements  because  it  was  too  much  of  a  task  to 
educate  all  of  our  workmen  to  the  other  s}rstem. 

It  should  be  added,  however,  that  the  Solvay  Process  Company 
have  continued  to  use  metric  measures  of  weight  and  capacity. 

Here  are  five  examples  of  the  attempted  adoption  of  the  metric 
system  under  the  most  favorable  possible  conditions,  namely,  at  the 
beginning  of  an  industry.    In  two  of  these  cases,  it  has  been  aban- 
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doned  outright,  and  in  the  third,  abandoned  for  measures  of  length.^ 
In  the  other  two  cases,  it  has  been  continued  in  the  factories  where' 
it  was  introduced,  but  it  has  not  spread  to  other  factories  which 
followed  them  in  point  of  time. 

Moreover,  those  who  continue  to  use  the  system  because  they 
have  estabUshed  an  industry  upon  it  and  find  the  same  difficulty  in 
changing  from  it  that  they  would  in  changing  from  the  Knglish  sys- 
tem, do  hot  find  the  anticipated  advantages.  William  Sellers  & 
Company,  who  introduced  the  system  in  the  manufacture  of  injectors, 
write: 

Our  experience  with  the  metric  syatem,  extending  over  50  years,  does  not 
encourage  us  to  extend  its  use  beyond  the  borders  of  the  shop  and  the  olaaa  of 
work  for  which  it  was  originally  started. 

Weighing  and  measuring  instruments  including  pressure  gages, 

etc.:    SUghtly  (8),  Considerably  (2).    The  H.  W.  Johns-Manville 

Company  who  report  "SUghtly"  say: 

When  we  have  orders  for  speedometers  for  Latin  countries  or  Germany,  we 
make  them  to  show  kilometers  and  not  miles.  On  orders  from  Russia,  we  make 
them  to  show  Russian  versts  and  not  miles.  The  number  of  instruments  sold 
to  these  countries  is  very,  very  small  as  compared  with  countries  using  miles. 

The  L.  S.  Starrett  Company  (in  export  trade  26  years)  who  re- 
port "Considerably,"  say: 

We  estimate  that  not  more  than  5  per  cent  of  our  product  is  in  the  metric 
system. 

The  Goodell-Pratt  Company  (in  export  trade  22  years)  say: 

We  make  a  few  measuring  instruments  with  metric  graduations.  Other  than 
that,  we  use  no  metric  measurements  at  all  and  for  an  average,  over  a  period  of 
20  years,  40  per  cent  of  our  product  has  been  exported. 

The  Richardson  Scale  Company  (in  export  trade  12  years)  who 

report  "SUghtly,"  say: 

Our  scales  being  of  the  even  arm  type,  our  weights  are  all  dead  weights  and 
it  makes  no  di£ference  what  kind  of  weights  are  used.  [Which  is  to  say  that  the 
scales  supplied  to  metric  countries  are  identical  with  those  supplied  for  home  trade.] 

American  makers  of  weighing  and  measuring  instrmnents  have 
developed  a  large  export  trade  and,  for  metric  countries,  they  are,  of 
course,  to  give  their  indications  in  metric  units.  For  example, 
weighing  scales  of  the  dial  type  are  made  to  read  in  kilograms,  linear 
measuring  instruments  in  millimeters  and  pressure  gages  in  kilogranis 
per  square  centimeter. 

^  It  is  well  known  that  the  great  difficulty  of  the  change  centers  about  the 
unit  of  length. 
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Worm  gears  and  lead  screws:  Slightly  (1).  The  Hindley  Gear 
Company  who  make  this  report  say: 

The  quantity  [made  to  metrio  measurements]  is  so  slight  in  proportion  to  the 
amount  of  business  we  do,  that  we  hardly  know  what  percentage  to  claim  — 
doubtful  if  it  amounts  to  i  of  1  per  cent. 

Products  not  specified:  Slightly  (1). 


EXCLUSIVE   USE   OF  THE  METRIC   SYSTEM   IN   PRODUCTION 

One  representative  of  each  of  the  following  industries  replies  to 
the   first  question  by  placing  his  cross  in  the  Exclusively  line: 

Oarbon  products  (1),  proprietary  medicines  (1),  coin-operated 
'i^^&oliines  and  violino  virtuoso  instruments  (1),  piston-head  packing 
for  automobiles  (1),  drills,  reamers  and  tools  (1). 


THE   SECOND  QUESTION 

_  • 

We  have  found  it  advisable  to  pack  our  goods  for  trade  with  metric  countries 
^^  containers  of  metrio  dimensions  or  containing  metric  weights  to  the  following 
extent. 

The  use  of  the  metric  system  disclosed  by  the  second  question, 
while  of  trifling  importance  as  compared  with  the  use  covered  by  the 
&Bt;  question,  is  even  more  instructive  as  a  means  of  showing  the 
sliglit  call  for  its  adoption  for  the  benefit  of  export  trade. 

This  question  was  intended  to  cover  those  goods  which  are 
shipped  in  tin  cans,  pasteboard  boxes  and  other  containers  of  definite 
metric  weight  or  capacity. 

Following  is  a  summary  of  the  replies  to  the  second  question. 


TABLE  2    SUMMARY  OF  REPLIES  TO  THE  SECOND    QUESTION 


Count  of  returna 


N?tatali 

Slightly 

Considerably 

B^nsively 

Jlxclusively 

Oiye  metric  wei^ts  and,  in  a  few  cases,  dimen- 
sions on  shii^ping  cases  and  bills  of  lading 

No  reply  to  this  question 

Total 


546 
99 

1445 


Percent 


746 

51.6 

24 

1.7 

16 

1.1 

13 

0.9 

1 

Negligible 

37.9 
6.8 


100.00 
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n%  Replies  to  the  number  of  106  place  the  cross  for  the  second  ques- 
tion in  the  Not  at  All  line,  and  follow  this  under  Remarks  and  Par- 
ticulars with  the  statement  that  they  make  out  shipping  documents 
and  give  weights  of  shipping  parcels  in  metric  units.  Such  replies 
are  clearly  a  discrimination  between  metric  containers  and  the  giv- 
ing of  weights  of  shipments  in  metric  terms,  and,  in  the  intended 
meaning  of  the  second  question,  should  be  included  in  the  Not  at  All 
repUes.  This,  however,  has  not  been  done,  all  such  replies  being 
included  in  the  classification  of  those  who  give  metric  weights  on 
shipping  cases  and  bills  of  lading. 

The  questionnaire  was  not  framed  to  bring  out  the  effect  of  the 
laws  of  foreign  countries  on  shipping  methods  and,  had  it  been  so 
framed,  no  definite  summary  of  the  facts  could  have  been  obtained 
because  the  extent  of  this  use  of  metric  imits  in  the  case  of  any  ship- 
per depends  upon  the  countries  to  which  he  makes  shipments.  How- 
ever, many  remarks  upon  the  papers  throw  Ught  upon  this  phase  of 

the  subject.    Of  these,  the  following  are  typical  examples: 

f 

In  a  small  part  of  our  shipments,  we  find  it  necessary  to  give  the  weights  in 
kilograms.     (In  export  trade  10  years.) 

In  some  instances  we  have  had  to  make  crates  with  metric  dimensions  and 
weights,  and  have  given  metric  dimensions  on  invoices.     (15  years.) 

We  sometimes  mark  tags  and  boxes  with  the  metric  system. 

Possibly  2  per  cent  of  export  shipments.     (10  to  15  years.) 

This  is  not  required  on  more  than  10  per  cent  of  our  export  shipments. 
(25  years.) 

In  some  instances  we  have  been  requested  to  put  the  weights  in  the  metric 
system  as  well  as  our  own.     (135  years.) 

They  [metric  imits]  are  used  in  this  connection  but  slightly.  (A  great  many 
years.) 

Only  a  very  few  times.     (8  years.) 

We  have  only  made  two  or  three  shipments  during  the  past  year  where  they 
required  us  to  weigh  the  articles  in  kilos,     (3  years.) 

The  number  of  these  requests  have  been  few. 

In  a  few  cases,  wc  have  been  asked  to  mark  our  cases  using  the  metric  system 
for  weights  and  measurements.     (5  years.) 

This,  however,  was  done  only  in  possibly  a  half-dozen  instances.     (3  years.) 

Crates  marked  with  weights  in  kilos  in  a  few  shipments.     (8  years.) 

We  have  been  called  upon  to  pack  goods  according  to  metric  weights  and 
dimensions  to  a  small  extent.     (2  years.) 

We  have  not  found  it  necessary  to  use  metric  dimensions  and  metric  weights 
on  more  than  three  or  four  occasions.     (12  years.) 

In  a  very  few  instances,  we  are  asked  to  give  weights  to  the  customer  in 
kilos.     (25  years.) 

In  shipping,  we  are  sometimes  required  to  mark  weights  of  cases  in  kilos 
(40  years.) 
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In  some  cases,  mark  export  packages  with  metric  weights. 

Occasionally,  besides  the  English  net  and  gross  weights,  we  are  requested 
also  to  give  the  kilos.     (9  years.) 

Sometimes  asked  to  give  all  particulars  of  weights  and  measurements  in  metric 
figures.     (60  years.) 

For  customs  purposes  in  a  very  few  instances.    (12  years.) 

Occasionally  we  have  a  request  to  give  size  of  crate  and  weight  of  shipment 
in  advance  in  the  metric  system.     (15  years.) 

Applies  to  about  1  per  cent  of  our  shipments.     (20  years.) 

Occasionally  requested  to  give  not  only  the  weights  in  kilos,  but  also  the 
metric  measurements  of  the  packages.     (10  years.) 

This  applies  to  dimensions  of  packing  cases  which  all  countries  accept  from 
us  in  cubic  feet  and  cubic  inches.    (10  years.) 

The  request  for  use  of  the  metric  system  is  not  general  or  imiversal  from  all 
our  customers  in  any  one  country.  Some  customers  require  it,  while  others  in 
the  same  country  do  not.     (30  years.) 

In  a- few  instances,  weights  in  kilos  have  been  required.     (25  years.) 

Only  on  rare  occa^ns.     (20  years.) 

In  a  few  cases  we  have  been  asked  to  give  weights  in  kilograms.     (25  years.) 

Weights  of  shipments  and  dimensions  of  packages  in  a  very  few  cases  were 
given  in  metric  imits.     (30  years.) 

Occasionally,  when  so  specified.     (More  than  30  years.) 

Very  seldom  are  we  required  to  use  the  metric  system.     (30  years.) 

Occasionally  we  give  weights  of  cases  in  kilos.     (20  years.) 

In  a  very  few  instances.    (20  years.) 

We  occasionally  have  to  state  weights  in  kilos.     (30  years.) 

Weights  in  kilos,  sometimes.     (20  years.) 

Requests  come  very  infrequently.     (17  years.) 

Occasional  marking  in  kilograms.     (20  years.) 

Sometimes  have  to  do  this.     (15  years.) 

Only  in  rare  instances.     (15  years.) 

Metric  system  used  only  in  occasional  shipments.     (10  years.) 

Only  on  one  shipment  have  we  ever  been  asked  to  give  metric  measurements. 
(15  years.) 

Occasionally,  besides  the  English  net  and  gross  weights,  we  are  requested  to 
also  give  the  kilos.    (15  years.) 

We  sometimes  mark  the  cases  with  weights  and  measurements  in  the  metric 
system.    (10  years.) 

In  remote  instances  have  given  the  weight  in  kilograms,     (10  years.) 

In  a  few  instances,  we  have  had  to  state  weights  in  kilos.     (5  years.) 

We  are  occasionally  requested  to  mark  weights  in  kilos.     (6  years.) 

We  sometimes  give  weights  in  kilograms.     (Several  years.) 

A  few  weights  in  kilos  only. 

We  are  occasionally  called  on  to  convert  our  shipping  weights  to  kilos  on 
export  shipments.    (4  years.) 

In  some  cases  where  customers  request  it  we  stencil  on  outside  of  cases  metric 
measurements.    (25  years.) 

Ship  both  Enghsh  and  metric  containers  to  the  same  countries.      (Almost 
a  century.) 
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Have  several  times  shown  metric  dimensions,  weights,  etc.,  on  invoioes  and 
cases.     (20  years.) 

Occasionally  give  weights  of  shipments  in  kilograms.     (30  years.) 

Many  more  similar  quotations  could  be  given  but  the  above  are 
suflficient. 

THE  THIRD   QUESTION 

In  our  Uterature  for,  and  correspondence  with,  metric  countries,  we  have 
found  it  advisable  to  give  information  regarding  weights,  output,  capacities, 
overall  dimensions,  etc.,  in  metric  terms  as  foUowsj 

TABLE  8    SUMMARY  OF  REPLIES  TO  THE  THIRD  QUESTION 


Not  at  all 

Slightly 

Considerably 

Extensively 

Exclusively 

No  answer  to  this  question 

Total 


Count  of  returofl 


835 
279 
114 
78 
38 
101 

1445 


Pttreent 


57.8 
19.3 
7.9 
5.4 
2.6 
7.0 

100.00 


The  use  of  the  system  covered  by  the  third  question  involves,  in 
the  case  of  machinery,  no  more  than  the  giving  of  capacities,  weights 
and  overall  dimensions  in  metric  equivalents;  in  the  case  of  struc- 
tural materials,  the  giving  of  weights  in  kilograms  per  meter  instead 
of  pounds  per  yard,  with  leading  dimensions  of  sections  in  approxi- 
mate metric  equivalents;  and  in  other  cases  the  giving  of  prices  per 
kilogram  or  per  liter  instead  of  per  pound  or  per  gallon. 

Why  do  but  42  per  cent  of  our  exporting  manufacturers  find 
occasion  to  make  any  use  of  the  system  and  but  8  per  cent  of  them 
to  make  extensive  or  exclusive  use  of  it  in  this  simple  way?  Because 
buyers  in  other  countries  understand  our  units  precisely  as  we  imder- 
stand  theirs  —  but  better. . 

CONCLUSION 

The  conclusion  is  that  the  export  trade  of  the  United  States  is 
conducted  by  the  English  system.  From  Table  1  (page  429),  we  learn 
that  82  per  cent  of  our  exporters  to  metric  countries  use  the  metric 
system  not  at  all  in  production,  while  14  per  cent  use  it  partially  and 
in  ways  that,  when  explained,  are  inconsequential;  and  ^%  of  1  per 
cent  really  use  it  exclusively. 
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MEETINGS  SEPTEMBER-DECEMBER 

MEETINGS  OF  SECTIONS 

TOURING  the  last  six  montHs  of  1918,  forty  meetings  were  held  by 
twenty-one  organized  Sections  of  the  Society  and  the  Provi- 
dence Engineering  Society,  an  affiliated  body.  Six  of  these  meetings 
were  arranged  jointly  with  one  or  more  local  technical  organiza- 
tions or  branches  of  other  national  engineering  societies  in  different 
centers.  A  number  of  the  papers  of  more  general  interest  which 
were  presented  at  these  meetings  were  published  in  The  Journal 
during  1918 'and  in  Mechanical  Engineering  during  the  early 
months  of  1919. 

ATLANTA 

October  17:  Paper  on  Uniform  Boiler  Code,  E.  A.  Brooks.  Ab- 
stract published  in  The  Journal,  December  1918. 

November  26:  Discussion  of  local  affairs. 

December  21:  Report  of  chairman  covering  his  recent  trip  to 
New  York  as  the  Section's  delegate  at  the  Annual  Meeting;  also 
report  of  Atlanta  delegate  to  Committee  on  Aims  and  Organiza- 
tion. 

BALTIMORE 

November  20:  The  Design  of  Hopper  Bottoms  for  Coal  Bins, 
A.  E.  Walden;  Marine  Practice  in  Valves  and  Piping,  A.  G.  Chris- 
tie, published  in  Mechanical  Engineering,  February  1919. 

December  18:  Electric  Furnaces  as  Applied  to  Steel  Making, 
Henry  Hess,  published  in  Mechanical  Engineering,  March  1919. 

BIRMINGHAM 

September  9:  Organization  and  business  meeting. 

October  24:1  The  Manufacture  of  Raw  Sugar,  E.  H.  Rousseau, 
illustrated  with  balopticon  views. 

November  20:  Dinner,  followed  by  a  general,  informal  dis- 
cussion. 
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BOSTON 

October  29:    Papers  on  Elements  of  the  Labor  Problem,  F. 
Fish;    and  on  Government  Activity  Toward  the  Solution  of 
Labor  Problem,  W.  E.  Freeland. 

November  9:    Lecture  by  A.  Douglas  Wardrop  on  his  trip 
France  and  experiences  on  the  fighting  line. 

December  19:    Subject:    Fuel,  with  address  by  David  Mo: 
Myers  on  Results  of  Fuel  Conservation.    Remarks  also  by  Per 
Barker,  followed  by  a  motion  picture  entitled  Coal  is  King. 

BUFFALO 

November  27:  Address  on  Bearings,  C.  H.  Bierbaum. 

CHICAGO 

November  12:  Joint  meeting  with  Chicago  Section  of  A.I.E.E. 
and  the  Western  Society  of  Engineers.  Subject:  Industrial  Light- 
ing and  the  War,  illustrated  by  lantern  slides,  by  Prof.  C.  E.  Clewell. 

December  13:  Dinner  meeting.  Address  by  D.  L.  Derrom  on 
Shell  Manufacture. 

CINCINNATI 

November  12:  Joint  meeting  with  Engineers'  Club.  Subject: 
Readjustment  of  Industries  to  Peace  Conditions,  with  addresses  by 
A.  J.  Baker  and  Prof.  J.  D.  Magee.  Abstract  of  Professor  Magee's 
address  published  in  Mechanical  Engineering,  April  1919. 

CLEVELAND 

October  4:'.  Newly  established  Section  organized  and  officers 
elected. 

November  29:  Special  meeting  to  discuss  and  recommend  a  plan 
whereby  the  various  branches  of  engineering  might  be  united  under 
one  head  both  nationally  and  locally.' 

CONNECTICUT 
Bridgeport  Branch 

September  9:  Luncheon,  at  which  Charles  A.  Otis  delivered  an 
address  on  Industry  and  the  War. 

December  18:  Subject:  Industrial  Management,  with  addresses 
by  J.  C.  Spence  on  Vestibule  Schools;  Prof.  H.  B.  Bogell  on  The 
Education  of  the  Radio  Operators  in  Connection  with  Airplanes; 
and  A.  W.  Lebouef  on  Shop  Education. 
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New  Haven  Branch 

November  20:  Fall  meeting.  Inspection  trip  followed  by  dinner 
and  evening  session  at  which  W.  H.  Blood,  Jr.,  gave  an  illustrated 
address  on  the  Building  of  Hog  Island  Shipyard. 

WcUerhury  Branch 

November  25:  Luncheon  meeting,  at  which  officers  were  elected 
for  fiscal  year. 

DETROIT 

September  6:  Address  on  the  Hog  Island  Shipyard,  by  H.  H. 
Esselstyn. 

September  20:  Paper  on  Recent  Progress  in  Bridge  Construc- 
tion, Prof.  Henry  S.  Jacoby. 

ERIE 

November  25:  Address  on  the  Glacial  History  of  Lake  Erie,  by 
E.  J.  Armstrong. 

MILWAUKEE 

September  11:  Illustrated  address  on  The  Work  of  the  Bureau 
of  Standards,  with  Special  Reference  to  Local  Electrolysis  Surveys, 
E.  R.  Shepard. 

MINNESOTA 

September  3:  Organization  meeting. 

October  1:  Paper  on  By-Product  Coking,  Particularly  in  Its 
Relation  to  the  Steel  and  Iron  Industry,  F.  W.  Sperr,  Jr. 

December  17:  Illustrated  lecture  on  Mining  Iron  Ore  in  Minne- 
sota, Prof.  E.  H.  Comstock. 

NEW  YORK 

September  17:  Marcel  Knecht,  member  of  the  French  High 
Commission  in  the  United  States,  addressed  the  meeting  on  The 
Supreme  Effort  of  the  French  War  Industries  —  Franco-American 
Industrial  Cooperation  During  and  After  the  War. 

November  20:  Joint  meeting  with  other  technical  societies. 
Addresses  by  Albert  C.  Ritchie,  Captain  P.  E.  Dulieux  and  JuUus 
Kahn. 

ONTARIO 

November  29:  Illustrated  address  on  the  Main  Pumping  Station 
of  the  Toronto  Water  Works,  John  Milne. 
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PHILADELPHIA 

September  24:  Illustrated  address  by  W.  H.  Blood,  Jr.,  on  The 
Making  of  Hog  Island,  The  Greatest  Shipyard  in  the  World. 

November  26:  J.  F.  Johnson  delivered  an  address  on  Large  Steam 
Turbine  Design.  Abstract  published  in  Mechanical  Engineering, 
April  1919. 

providence 

Novembers:  Address  by  A.  Douglas  Wardrop  on  My  Flight 
Over  the  Hindenburg  Line,  and  Latest  Developments  in  Atrial 
Warfare. 

November  19:  Illustrated  lecture  by  Major  Frank  B.  Gilbreth  on 
the  mechanical  action  of  the  new  designs  of  Lewis  and  Browning 
machine  guns. 

December  17:  Address  by  W.  H.  MacKay  on  Marine  Engineering 
and  Up-to-Date  Methods  of  Repairing  Ships. 

ST.    LOUIS 

September  27:  J.  A.  Whitlow  addressed  the  meeting  on  Fuel 
Conservation. 

SAN   FRANCISCO 

September  26:  Joint  meeting  with  the  Local  Sections  of  the 
A.S.C.E.,  A.I.M.E.,  A.I.E.E.  and  A.C.S.  under  auspices  of  A.S.M.E. 
Section.  Subject:  Fuel  Conservation,  with  addresses  by  Albert  E. 
Schwabacher,  A.  H.  Markwart,  D.  M.  Folsom,  John  A.  Britton, 
H.  G.  Butler,  P.  M.  Downing,  Harry  S.  Markey,  Major  George  F. 
Sever,  W.  J.  Davis  and  Prof.  Edmund  O'Neill.  Abstracts  published 
in  Mechanical  Engineering,  March  1919. 

December  16:  Luncheon  meeting.  Paper  on  the  Use  of  Pulver- 
ized Coal,  by  M.  C.  M.  Hatch. 

December  19:  Subject:  Why  is  the  Internal-Combustion  Engine 
Not  Used  More  Extensively  for  Marine  Propulsion?  Illustrated 
address  by  J.  H.  Hanson,  covering  history  and  development  of  the 
Diesel  engine;  papers  by  George  A.  Dow  on  the  Diesel  Oil  Engines 
on  Board  the  Motorship  Libby  Maine;  and  by  Bruce  Lloyd  cover- 
ing the  attitude  of  ship  owners  toward  the  use  of  the  internal-com- 
bustion engine  as  power  for  the  propulsion  of  ships.  Abstracts  pub- 
lished in  Mechanical  Engineering,  April  1919. 
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THE   ANNUAL   MEETING 

T^HE  thirty-ninth  Annual  Meeting  of  the  Society,  hdd  December 
3  to  6,  was  a  meeting  simply  conducted  in  accord  with  the 
spirit  of  the  times,  yet  an  occasion  of  very  genuine  pleasure  to  the 
large  number  in  attendance.  The  total  registration  was  1717,  of 
whom  1040  were  members. 

The  convention  opened  on  Tuesday  evening,  when  President 
Main  delivered  his  address  on  Broader  Opportunities  for  the  En- 
gineer, which  was  followed  by  the  conferring  of  Honorary  Member- 
ship upon  Charles  M.  Schwab  and  Orville  Wright.  Lectures  of 
wide  appeal,  covering  some  of  the  important  engineering  work  of 
the  Army  and  Navy,  were  given  on  Wednesday  and  Thursday 
evenings,  the  Thursday  evening  lecture  being  followed  by  the  cus- 
tomary reunion  and  dance.  At  a  luncheon  held  on  Wednesday, 
Dr.  George  W.  Kirchwey,  formerly  Dean  of  the  Columbia  Law 
School,  gave  an  address  entitled  A  Message  from  the  Legal  Profession. 

On  Mcmday  and  Tuesday  of  the  convention,  the  Committee  on 
Aims  and  Organization  held  several  conferences,  the  conclusions  of 
which  were  summarized  in  a  progress  report  presented  at  the  Busi- 
ness Session  on  Wednesday  morning. 

Special  entertainment  provided  for  the  ladies  consisted  of  a 
reception  and  tea  on  Wednesday  afternoon.  The  Excursion  Com- 
mittee arranged  for  several  excursions,  among  them  being  an  in- 
spection of  the  concrete  steamship  Faith. 

The  Committee  on  Meetings  and  Program,  in  charge  of  the 
convention,  sensing  the  spirit  of  the  times  in  relation  to  labor  prob- 
lems, planned  an  all-day  session  on  the  human  elements  that  enter 
into  these  problems.  This  session  was  introduced  by  Dr.  L.  S. 
Rowe,  Assistant  Secretary  of  the  Treasury,  who  was  followed  by 
other  speakers  who  dealt  with  various  phases  of  the  employment 
question.  A  strong  session  was  arranged  by  the  Sub-Committee  on 
Machme  Shop  Practice,  at  which  papers  were  presented  reviewing? 
the  work  of  standardization  accomplished  by  the  British  Engineering 
Standards  Association  and  of  practice  in  this  country  in  thread- 
gage  making  and  testing. 

A  joint  session  was  also  held  with  the  American  Society  of  Re- 
frigerating Engineers,  to  which  both  societies  contributed  papers, 
and  an  interesting,  session  in  charge  of  the  Sub-Committee  on  Tex- 
tiles dealt  with  problems  confronting  mill  engineers.    There  were 
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also  the  usual  general  sessions  at  which  papers  of  a  miscellaneoL 
character  were  presented. 

The  meeting  concluded  on  Friday  morning  with  a  brief  servii 
of  a  religious  character,  addressed  by  Rev.  Edmund  M.  Wylie,  ■ 
Montclair,  N.  J.,  who  had  been  in  charge  of  Y.  M.  C.  A.  work 
Great  Britain  and  who  had  visited  the  whole  of  the  Western  Froi 
The  concluding  session  of  the  previous  Annual  Meeting  had  endi 
in  silent  prayer  that  another  year  might  find  our  b6ys  on  the  wi 
home  after  a  glorious  victory.    This  hope  had  been  realized  and 
was  deemed  fitting  that  the  1918  meeting  should  be  closed  by 
few  words  from  one  who  had  gone  to  St.  Mihiel  with  one  of  c^c^ 
divisions  and  had  been  present  at  that  great  victory. 

There  were  the  usual  alumni  reunions,  held  by  eight  colleges. 

The  Chairmen  of  the  various  committees  responsible  for  th^ 
success  of  the  meeting  were  as  follows:  L.  P.  Alford,  Committee  on  ^ 
Meetings  and  Program;   W.  W.  Macon,  Chairman  and  George  K. 
Parsons,  Acting  Chairman  of  New  York  Local  Committee,  in  charge 
of  entertainment  features;    James  W.  Nelson,  House  Committee, 
which  directed  the  President's  Reception;    L.  L.  Brinsmade,  Ac- 
quaintanceship and  Badge* Committees;  Edric  B.  Smith,  Caterer's 
Committee;  Maxwell  M.  Upson,  Dance  Committee;  H.  J.  Marks, 
Excursion  Committee;  Henry  A.  I^ardner,  Invitations  for  Army 
and  Navy  Night;  Mrs.  Jesse  M.  Smith,  Ladies'  Reception  committee. 

PROGRAM 

Ttteaday  Morning,  December  3 
Registration  of  members  and  guests. 

Tuesday  Evening 
PRESIDENTIAL  ADDRESS  AND   RECEPTION 

President's  address:  Broader  Opportunities  for  the  Engineer,  Charles 
T.  Main.  Conferring  of  Honorary  Membership  upon  Charles  M.  Schwab  and 
Orville  Wright. 

Reception  by  the  Society  to  the  President,  Pre8ident.-elect,  ladies,  members 

and  guests. 

Wednesday  Morning^  December  4 

BUSINESS  MEETING 
Discussion  on  Amendment  to  Constitution,  Reports  of  Committees. 
PreUminary  Report  of  Committee  on  Aims  and  Organization. 

LUNCHEON 
Address:  A  Message  from  the  Legal  Profession,^  by  Dr.  George  W. 
Kirchwey. 

1  Abstract  published  in  Mechanical  Enqinbering,  January  1919. 
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Wednesday  Afternoon 

SIMULTANEOUS  PROFESSIONAL  SESSIONS 
MACHINE-SHOP  SESSION 

• 

The  British  Engineering  Standards'  Association,  C.  le  Maistre. 
Work  of  the  British  Engineering  Standards  Association  on  Screw 
Threads  and  Limit  Gages,  Sir  Richard  Glazebrook. 

Present  Practice  in  Thread-Gage  Making,  Frank  O.  Wells. 

Measxtrement  of  Thread  Gages,  H.  L.  Van  Keuren. 

Standards  for  Large  Taper  Shanks  and  Sockets,  Luther  D.  Burlingame. 

REFRIGERATION   SESSION 
The  Development  of  a  Standard  Refrigerator  Car,  Mary  E.  Pen- 

Address^  by  David  Moffat  Myers,  Advisory  Engineer,  U.  S.  Fuel  Adminis- 
tration. 

Refrigerating  Plant  Efficiency,  Victor  J.  Azbe. 

reception  and  tea 

Given  by  the  Ladies'  Committee  in  the  Engineering  Societies  Building. 

Wednesday  Evening 

Lecture  on  The  Achievements  of  Naval  Engineering  in  the  War,  with 
special  reference  to  the  Bureau  of  Steam  Engineering  of  the  Navy  Department, 
Lieut.-Commander  William  L.  Cathcart,  U.S.N. R.F. 

The  50-Caliber  14-Inch  Navy  Guns  with  Railway  Mount,  Lieut.-Com- 
mander D.  C.  Buell,  U.S.N.R.F. 

Thursday  Morning,  December  5 

first  session  on  engineering  of  man  power 

The  Engineer  in  Foreign  Service,'  Dr.  L.  S.  Rowe,  Assistant  Secretary  of 
the  Treasiuy. 

Industrial  Organization  as  It  Affects  Executives  and  Workers,  C.  E. 
Knoeppel. 

Standardization  and  Administration  of  Wages,'  Henry  P.  Kendall  and 
Earl  Dean  Howard. 

Non-Financial  Incentives,  R.  B.  Wolf. 

Thursday  Afternoon 

SIMULTANEOUS   PROFESSIONAL  SESSIONS 
SECOND   SESSION    ON    ENGINEERING   OF   MAN   POWER 

The  Evolution  of  the  Organization  of  the  U.  S.  Shipping  Board, 
Emergency  Fleet  Corporation,'  Charles  Piez. 
Employment  of  Labor,'  Dudley  R.  Kennedy. 
Labor  Dilution  as  a  National  Necessity,  Frederick  A.  Waldron. 
Intensive  Training,*  C.  R.  Dooley.  ' 

1  Published  in  Mechanical  ENOiNEERiNro,  March  1919. 
>  Published  in  Mechanical  Enoineerinq,  January  1919. 
I  Published  in  Ths  Journal,  December  1918. 
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TEXTILE  SESSION 

Properties  of  Airplane  Fabrics,  E.  D.  Walen. 

Industrial  Power  Problems,  W.  F.  Uhl. 

Dayught  vs.  Sunught  in  Sawtooth  Roof  Construction,  W.  S.  Browc^. 

Factory  Stairs  and  Stairways,  G.  L.  H.  Arnold. 

GENERAL  SESSION 

The  Weights  and  Measures  of  LatI^  America,  Frederick  A.  Halsey. 
Efficiency  and  Democracy,  H.  L.  Gantt. 

Thtiraday  Evening 

LECTURE  AND  ANNUAL  REUNION 

Lecture  on  Railway  Artillery,  with  slides  and  .motion  pictures,  by 
Colonel  James  B.  Dillard,  Engineering  Division,  Ordnance  Department,  U.  S.  A. 
Followed  by  the  annual  reunion  and  dance. 

Friday  MominQf  December  6 

SIMULTANEOUS  PROFESSIONAL  SESSIONS 
POWER-PLANT  SESSION 

The  Conservation  of  Heat  Lossto  from  Pipes  and  Boilers,  Glen  D. 
Bagley. 

CHEiaCAL  AND  PHYSICAL  CONTROL  OF  BoiLER  OPERATION,  E.  A.  UehUng. 

The  Cooling  Losses  in  Internal-Combustion  Engines  as  AFFEcriNa 
Design,  C.  A.  Norman. 

Discussion  of  Certain  Problems  in  Regard  to  Marine  Diesbl  Oil 
Engines,  J.  W.  Anderson. 

GENERAL  SESSION 

Valves  and  Fittings  for  High  Hydraulic  Pressures,  W.  W.  Gaylord. 

The  Relative  CorroIsion  of  Alloys,  R.  B.  Fehr. 

The  Relative  Corrosion  of  Cast-Iron,  Wrought-Iron  and  Steel 
Pipe  in  House-Drainage  Systems,  W.  P.  Gerhard. 

Determination  of  Stresses  in  Wire  Rope  as  Applied  to  Modern  En- 
gineering Problems,  J.  F.  Howe. 

Mechanical  Features  of  the  Vertical-Lift  Bridge,  H.  P.  Van  Cleve. 

Friday  Evening 
College  reunions. 
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BROADER  OPPORTUNITIES   FOR  THE 

ENGINEERS 

PRESIDENTIAL   ADDRESS,    1918 

Bt  Chables  T.  Main,  Boston,  Mass. 
President  of  the  Society 

• 

TITE  have  probably  witnessed  the  end  of  hostilities  in  the  greatest 
*  conflict  that  the  world  has  ever  experienced.  The  people  of 
this  country,  after  some  hesitation,  undertook  to  assist  in  finishing 
the  task  which  the  Allies  had  begun  at  whatever  cost  or  however 
long  it  might  take. 

It  is  now  a  time  for  great  rejoicing,  but  the  signing  of  the  armistice 
is  not  the  agning  of  the  peace  treaty.  What  kind  of  a  peace  we  are  to 
have  will  depend  upon  the  wisdom  with  which  the  multitude  of 
questions  connected  with  the  restoration  and  redistribution  of  terri- 
tory and  international  relations  are  settled.  The  war  will  not  be  won 
satisfactorily  unless  the  purposes  for  which  it  was  fought,  from  our 
viewpoint,  are  assured. 

At  this  time  it  may  be  well  to  recall  why  we  have  been  at  war. 

President  Wilson  said,  some  time  ago,  "  To  make  the  world  safe  for 
democracy." 

Lloyd  George  said,  ''We  are  fighting  for  a  just  and  lasting  peace." 

Ex-President  Taft  said.  ''It  is  the  struggle  that  is  essential  to 
liberty  and  Christian  civilization." 

Premier  Clemenceau  said,  "Our  victory  and  the  victory  of  our 
allies  means  the  liberation  of  civilization  and  liberty  of  human  con- 
science." 

Many  other  reasons  have  been  and  may  be  given  why  we  were  at 
war,  but  brought  down  to  its  final  analysis,  it  is  that  this  nation  and 
other  nations  may  live  with  the  maximum  of  safety  and  with  the 
greatest  amount  of  liberty. 

»  Constituting  the  Report  of  the  Council  for  1918. 

Presented  at  the  Annual  Meeting,  December  1918,  of  The  American  So- 
cnBTT  or  Mechanical  Engineebs. 
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Probably  most  of  us  have  a  vague  knowledge  of  the  many  issues 
involved  and  an  indefinite  conception  as  to  the  effect  of  the  war  on 
the  political,  social  and  business  conditions  of  the  world,  but  we  can 
surely  predict  that  there  will  be  a  remolding  of  all  these  so  that  our 
country  will  be  one  of  greater  unity  of  purpose  and  desire  with  a  more 
spiritual  and  less  materialistic  view  of  life  and  greater  unselfishness 
in  the  service  of  our  country  and  mankind. 

WHAT  HAS  BEEN   AND  WHAT  SHOULD   BE   OUR  SHARE  IN  THIS 

GREAT  MOVEMENT? 

We,  as  engineers,  have  been  endeavoring  to  do  whatever  particu- 
lar work  we  are  specially  qualified  to  do  directly  for  the  military  needs, 
and  to  conduct  the  affairs  of  the  profession  along  lines  of  service  to  the 
nation  directly  or  indirectly. 

A  brief  survey  of  the  work  of  the  Society  and  its  members  during 
the  past  year  is  desirable  as  information  to  our  own  members  and  as  a 
record. 

It  is  impossible  to  separate  some  of  the  activities  of  the  Society 
between  purely  war  and  purely  technical  work. 

WAR  ACTIVITIES   OF  THE  SOCIETY 

Some  of  the  war  activities  of  the  Society  have  been  described  in  a 
pamphlet  which  has  been  sent  to  each  member,  entitled  ''In  the 
Service."  In  order  to  have  this  record  complete  in  the  Transactions 
of  the  Society,  some  of  which  was  printed  therein  is  here  repeated. 

Early  in  the  war  The  American  Society  of  Mechanical  Engineers, 
in  common  with  other  engineering  societies,  tendered  its  services  to 
the  President  of  the  United  States.  This  offer  was  promptly  ac- 
cepted, and  as  the  war  has  developed  and  the  needs  for  service  have 
grown,  the  Society  has  patriotically  responded  to  the  many  calls 
which  have  come  to  it. 

One  of  its  earliest  contributions  was  through  representation  on 
the  Naval  Consulting  Board  and  its  former  Committee  on  Industrial 
Preparedness,  which  conducted  the  great  industrial  census  whereby 
data  were  secured  regarding  all  industrial  plants  in  the  United  States 
doing  an  annual  business  in  excess  of  $100,000.  The  Naval  Consult- 
ing Board  now  acts  as  a  board  of  inventions  which  passes  upon  the 
merits  of  new  devices  brought  to  the  attention  of  the  Government 
through  various  channels. 

Another  early  contribution  was  in  cooperation  with  the  Military 
Ekigineering  Committee,  organized  in  New  York  for  the  purpose  of 
arousing  engineers  to  the  necessity  for  preparedness  and  of  instruct- 
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ing  them  in  military  tactics.  Lectm'es  were  given  in  the  Engineering 
Societies'  building  to  over  3000  men  and  in  the  preparedness  parade 
10,000  engineers  participated,  and  these  successes  were  duplicated  in 
other  centers.  Recruiting  was  actively  taken  up,  for  which  purpose 
the  Society's  rooms  were  freely  used,  and  the  famous  raiment,  the 
Eleventh  Railway  Engineers,  was  organized. 

The  work  of  the  National  Research  Council,  organized  at  the 
r-equest  of  President  Wilson  by  the  president  of  the  National  Academy 
of  Sciences,  is  extremely  important,  dealing  with  problems  such  as 
submarine  detection,  nitrate  production,  gas  warfare,  etc.  One  of 
its  committees  is  the  Committee  on  Engineering,  on  which  the 
Society  is  oflBicially  represented.  The  Journal  of  The  American 
Society  of  Mechanical  Engineers  is  also  supplying  to  the  Technical 
Information  Bureau  of  the  Research  Council  a  regular  service  of 
engineering  data  from  the  engineering  periodicals  of  the  world. 

During  its  first  year  the  National  Research  Council  was  supported 
ty  the  Engineering  Foundation,  the  initial  gift  f or*which  was  made  by 
Wk  past-president  and  honorary  member  of  this  Society,  who  has  re- 
cently made  another  generous  donation  to  this  fund. 

As  an  active  member  of  the  Engineering  Section  of  the  Advisory 
Commission  of  the  Council  of  National  Defense,  the  Society  has  par- 
ticipated in  several  meetings  which  have  led  to  definite  and  con- 
structive assistance  in  the  manufacture  of  munitions  and  in  foreseeing 
the  needs  of  the  Government. 

One  of  the  most  successful  undertakings  of  the  Society  has  been 
that  of  its  Engineering  Service  Committee  in  classifying  the  member- 
ship and  furnishing  specialists  for  the  numerous  demands  of  the 
Government  and  the  industries  generally.  A  questionnaire  to  the 
membership  brought  in  over  6000  replies,  all  of  which  have  been 
collated  and  indexed  in  the  most  thorough  manner. 

It  has  supplied  the  names  of  ^more  than  6000  engineers  and  engi- 
neering assistants  for  a  wide  variety  of  positions  to  the  many  depart- 
ments and  divisions  of  the  United  States  Government  in  connection 
with  the  war. 

This  is  the  most  important  single  bureau  in  the  United  States  for 
the  furnishing  of  technical  men. 

The  last  three  conventions  of  the  Society,  held  at  Cincinnati,  New 
York  and  Worcester,  have  been  war  conventions  at  which  there  were 
constructive  programs  devoted  to  great  problems  of  the  war. 

In  the  matter  of  fuel  conservation  the  Society  has  been  very 
active  through  its  membership  on  the  Fuel  Conservation  Committee 
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of  the  Engineering  Council,  in  cooperating  with  the  Fuel  Administra- 
tion at  Washington,  and  by  service  of  its  members  on  Commissions 
in  different  states.  Lists  of  its  members  who  are  fuel  experts  have 
been  supplied  to  the  Government  and  at  the  Worcester  Meeting  a 
Symposium  on  Fuel  Economy  was  held,  to  which  contributions  were 
made  by  over  sixty  experts  from  all  sections  of  the  country,  and  this 
matter  has  since  been  published  in  pamphlet  form. 

Action  with  respect  to  munitions  and  gages  passed  at  the  Society's 
meeting  in  Cincinnati  resulted  in  a  conference  at  Washington  at 
which  the  heads  of  the  Army,  Navy  and  other  Departments  were 
present  and  further  action  was  taken  which  resulted  in  having  certi- 
fication of  all  gages  at  one  place,  thus  tending  to  insure  uniformity  of 
product.  Later  it  was  decided  this  would  be  undertaken  by  the 
Bureau  of  Standards  in  Washington  with  branches  at  various  in- 
dustrial centers.  These  have  been  established  at  the  Engineering 
Societies  Building  in  New  York,  at  Cleveland,  and  at  other  centers 
throughout  the  Unfon. 

An  important  development  was  the  organization  of  the  Engineer- 
ing Council  to  provide  cooperation  between  engineering  societies  in 
matters  of  common  interest,  particularly  in  relation  to  the  public. 
The  organization  meeting  was  held  in  the  rooms  of  The  American 
Society  of  Mechanical  Engineers  and  the  then  President  of  the  So- 
ciety was  the  first  President  of  the  Council.  War  activities  are  being 
conducted  by  several  committees,  including  the  American  Engineer- 
ing Service  Committee,  the  Fuel  Conservation  Committee,  and  the 
War  Committee  of  Technical  Societies,  the  latter  for  stimulating  in- 
ventions among  engineers  in  weapons  and  apparatus  for  war. 

One  of  the  most  recent  activities  of  the  Society  is  in  connection 
with  the  readjustment  of  industries  for  war  work,  for  which  purpose 
a  committee  has  been  appointed,  with  representatives  in  different 
parts  of  the  country,  selected  through  the  Local  Sections  of  the 
Society. 

The  subject  was  first  proposed  at  a  meeting  of  the  New  York  Local 
Section  on  Non-Essential  Industries  held  last  February.  As  a  result 
a  committee  was  appointed  by  the  Coimcil  to  investigate  the  matter, 
which  recommended  the  creation  by  the  Society  of  a  bureau  or  clear- 
ing house  to  act  between  the  Government  and  the  manufacturers. 
This  involved  the  establishment  of  a  regional  system  for  surveying 
the  industries  of  the  country  in  coordination  with  the  Resources  and 
Conversion  Section  of  the  War  Industries  Board,  and  a  Central  Com- 
mittee of  three,  who  will  act  in  conjunction  with  the  regional  com- 
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mittees  as  a  clearing  house  for  problems,  and  members  who  have  such 
problems  will  receive  assistance,  if  they  so  desire. 

Utilizing  our  Local  Sections  organization,  your  President  has 
Appointed  20  members  of  the  Society  to  act  as  its  representative  on 
each  of  the  R^onal  Committees  of  the  Resources  and  Conversion 

• 

Section  of  the  War  Industries  Board,  and  a  central  committee  of  three 
xn  New  York. 

As  much  work  has  not  been  accomplished  as  was  expected,  but  it 
has  not  been  through  lack  of  effort  of  your  representatives. 

The  Society  was  invited  to  send  delegates  to  the  Joint  Conference 
in  London  on  Air  Craft  Standardization  in  London*.  We  sent  as  our 
del^ates  Mr.  James  Hartness,  Past-President  of  the  Society,  with 
I*rof .  W.  F.  Purand  as  an  associate  representative. 

These  delegates  were  also  empowered  to  take  up  with  the  British 
Engineering  Standards  Committee  the  standardization  of  screw 
t^hreads. 

Information  was  received  that  a  Belgian  Mission  was  to  be  sent 
tx)  the  United  States  to  study  methods  of  scientific  management  in 
"this  country. 

A  committee  of  the  Society  met  the  mission  on  its  arrival,  placed 
t:he  resources  of  the  Society  at  its  disposal,  arranged  the  itinerary  of 
't^he  mission,  and  a  bibliography  on  industrial  management  was  pre- 
pared in  our  library. 

The  courage  and  vision  of  these  men  in  looking  forward  to  a  re- 
cjonstructed  Belgium  is  inspiring.  We  should  individually  and  as  a 
Society  render  them  all  the  assistance  possible.  It  may  be  that  there 
«uid  in  other  countries  we  may  be  able  to  render  great  assistance  in 
problems  of  reconstruction. 

Letters  were  received  from  Henry  R.  Towne,  Past-President  of 
tihe  Society,  and  from  the  National  Council  of  Industrial  Defense, 
covering  proposed  legislation  whereby  *' anti-efficiency"  riders  were 
€ittached  to  appropriation  bills  for  the  support  of  the  military  estab- 
lishment, which  legislation  would  exclude  from  all  Government  work 
the  methods  of  study,  planning  and  compensation  for  increased 
efficiency. 

Engineering  Council,  to  which  this  Society  referred  the  matter, 
sent  resolutions  to  Congress,  protesting  against  such  legislation. 

The  A.S.M.E.  Council  voted  that  the  Council  records  its  hearty 
approval  of  any  action  taken  by  the  Engineering  Council  in  this 
matter,  tending  to  prevent  such  legislation. 
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COLLECTIVE  AND  INDIVIDUAL  SEBVICE  OF  THE  MEMBERSHIP 

While  the  Society  as  an  organization  has  made  important  con- 
tributions to  the  prosecution  of  the  war,  this  work  is  only  a  token  of 
what  its  members  individuaUy  have  contributed,  in  common  with 
other  engineers  throughout  the  country.  Its  membership  is  repre- 
sented in  France  on  the  Western  Front,  in  the  construction  of  water 
and  sewage  works,  and  in  the  great  French  arsenal  for  the  repair  of 
our  equipment  abroad.  It  has  rendered  effective  aid  in  the  organ- 
ization of  the  construction  division  of  the  army  and  of  the  Ordnance 
Department  and«  Shipping  Board;  in  routing  merchant  ships;  in 
promoting  motor  transportation;  in  the  classification  of  personnel  for 
the  army;  in  emergency  technical  war  training,  and  in  the  instruction 
of  soldiers  in  handling  guns  and  ammunition.  Its  members  are  to  be 
found  in  every  department  of  the  Government  where  expert  engi- 
neering knowledge  is  required. 

Two  members  of  the  Council  of  the  Society  are  in  uniform  in 
France  and  a  third,  as  a  distinct  war  service,  is  in  charge  of  one  of  the 
largest  shipbuilding  yards. 

The  Society's  service  flag  bears  over  1400  stars  and  noteworthy 
also  is  the  scroll  of  honor  of  the  civilian  members  engaged  in  producing 
the  supplies  that  the  blows  struck  by  those  at  the  front  may  be  telling 
and  effective.  These  members  have  helped  to  bring  about  quantity 
production  of  rifles  and  machine  guns,  have  engaged  in  the  design  and 
construction  of  aircraft  and  the  motors  and  instruments  required  for 
their  equipment,  have  engaged  in  the  construction  of  artillery,  gun 
carriages,  tractors,  army  trucks,  tanks,  torpedo-boat  chasers;  and  in 
the  great  shipbuflding  plants,  in  both  Government  and  private  yards, 
members  of  the  Society  hold  some  of  the  most  important  positions. 

SOCIETY  AND  TECHNICAL  WORK 

In  addition  to  and  in  parallel  with  the  war  work,  marked  progress 
has  been  made  in  the  internal  affairs  and  in  the  technical  work  of  the 
Society,  always  with  the  intent  to  render  definite  service  and  at  the 
same  time  perfecting  and  coordinating  work  already  undertaken. 

At  the  time  the  Society  became  a  joint  owner  and  occupant  of  the 
EJngineering  Societies  Building,  the  Society,  in  order  to  accept  this 
gift,  obligated  itself  to  the  extent  of  some  $80,000. 

During  those  early  days,  it  seemed  that  it  required  about  all  the 
income  that  the  Society  received  to  pay  what  was  deemed  to  be  the 
necessary  expenses  of  the  work  of  its  various  committees,  and  until  a 
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proposition  was  made  for  issuing  certificates  of  indebtedness  to  the 
amount  of  $80,000,  no  definite  plan  for  payment  of  the  debt  had  been 
formulated.  A  happy,  provision  in  the  issuance  of  these  certificates 
was  that  they  should  be  paid  out  of  initiation  fee  of  new  members 
joining  the  Society.  The  healthy  growth  of  the  Society  during  the 
last  ten  years  has  been  such  that  not  only  have  these  certificates  been 
retired,  but  a  substantial  surplus  has  been  created. 

As  soon  as  our  country  was  brought  into  the  war,  and  the  members 
of  this  Society  took  their  places  in  the  ranks,  it  was  at  onc%  apparent 
that  the  least  the  Society  could  do  in  showing  its  appreciation  of  the 
loyal  sacrifice  made  by  these  members  was  to  offer  that  the  dues  of 
such  members  who  have  entered  the  military  service  of  the  Govem- 
inent  and  upon  request  of  the  member,  be  remitted  for  the  period  of 
t^he  war.  It  is  possible  that  the  Society  may  be  asked  to  remit  during 
t;lie  coming  year  about  $10,000  on  this  ground;  and  although  the 
Society  is  glad  to  do  this,  it  means  that  some  sacrifice  must  be  made 
l>y  the  committees  by  the  reduction  of  the  amount  which  they  had 
hop>ed  would  be  available  for  their  work  during  the  coming  year. 

Under  the  wise  administration  of  the  Finance  Committee,  the 
Society  for  some  years  past  has  prepared  a  budget  which  provided 
for  an  expenditure  of  not  more  than  90  per  cent  of  the  expected  in- 
oome.  Under  the  operation  of  this  provision,  the  Society's  net  re- 
serve has  been  built  so  that  we  have  at  present  a  cash  reserve  of  about 
one  hundred  thousand  dollars.  The  Society  in  harmony  with  its 
stated  purpose  to  be  of  as  great  use  to  the  country  in  this  emergency 
^is  possible,  has  subscribed  to  each  of  the  three  previous  loans  $10,000, 
stnd  $15,000  to  the  fourth  loan,  thus  making  $45,000  of  Government 
iDonds  which  the  Society  has  taken. 

These  investments  are  in  addition  to  the  $56,000  invested  in  bonds 
xn  trust  funds. 

In  this  connection  it  is  proper  to  state  that  the  Society's  real  estate 
boldings  represent  an  equity  of  one-fourth  of  $2,500,000  in  the 
structural  value  of  the  Engineering  Societies  Building  and  land,  all  of 
\¥hich  is  free  and  clear. 

The  estimated  income  for  the  current  year  from  all  sources  is 
9270,000.  It  is  proposed  that  the  total  expenditure  for  the  year  will 
be  $246,000.  Of  this,  $235,000,  or  about  87  per  cent  will  be  taken 
from  income,  and  $10,000  will  be  taken  from  the  surplus. 

On  account  of  the  unsettled  financial  conditions  of  the  world,  the 
conservative  appropriation  this  year  is  made  of  only  87  per  cent  of 
the  Society's  prospective  income.    If,  later  in  the  next  year,  drcum- 
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Stances  warrant  increased  appropriations  to  the  Committees,  the 
Council  will  probably  deem  it  wise  to  see  that  a  greater  percentage  of 
the  Society's  income  is  expended  for  the  benefit  of  the  membership. 

With,  however,  the  increasing  scope  of  the  Society's  undertakings, 
there  must  be  the  greater  provision  for  certainty  of  performance  under 
any  and  all  circumstances,  even  including  war.  Consequently,  the 
accumulation  of  a  surplus,  and  its  continuation,  is  an  obligation  on 
the  part  of  the  Council. 

The  headquarters  on  the  eleventh  floor  of  the  Engineering  So- 
cieties Building  have  been  the  home  of  the  Society,  and  have  been 
under  the  watchful  care  of  an  eflSicient  house  committee.  Not  only 
has  it  been  the  desire  of  this  committee  to  make  the  rooms  attractive 
to  the  casual  observer,  but  an  endeavor  has  been  made  to  give  the 
rooms  a  homelike  atmosphere  so  that  the  member  would  feel  free  to 
make  the  rooms  his  headquarters  any  time  he  should  be  in  the  city 
and  should  have  opportunity  for  writing,  reading,  social  appoint- 
ments, the  receipt  of  maU,  and  any  other  facility  that  the  Society 
should  so  be  able  to  furnish. 

Under  the  conditions  occasioned  by  the  rapid  increase  of  the 
activities  of  the  Society  and  the  necessary  larger  executive  staff,  it 
became  necessary  to  remove  some  of  the  partitions  in  that  portion 
used  for  the  business  of  the  Society,  thus  making  a  more  up-to-date 
oflBice  for  handling  the  Society's  business. 

The  Society  has  extended  a  welcome  uniformly  to  a  large  number 
of  committees  and  organizations  and  the  invitations  have  been  fre- 
quently accepted.  Carrying  out  this  policy,  the  Council  has  donated 
for  continuous  use,  for  the  period  of  the  war,  the  Council  and  Recep- 
tion Rooms  to  the  War  Department  for  its  Committee  on  Education 
and  Special  Training. 

The  sections  committee  was  authorized  as  a  special  committee 
of  the  Council  to  report  to  the  Council  a  procedure  whereby,  by  re- 
quirement, the  Nominating  Committee  be  regularly  chosen  through 
the  medium  of  sectional  groups  of  the  Society,  instead  of  being 
appointed  as  at  present  by  the  President. 

A  report  was  submitted  by  the  special  committee,  the  principle 
of  which  was  accepted  with  some  modifications  by  the  Council,  and 
the  Committee  on  Constitution  and  By-Laws  was  requested  to  pre- 
pare the  necessary  changes  in  the  constitution  and  by-laws  to  carry 
out  the  plan.  This  committee  was  later  requested  to  report  the 
following  amendment  to  the  June  meeting,  viz.,  to  change  "A 
Nominating  Committee  appointed  by  the  President"  to  read  ''A 
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Nominating  Committee  to  be  elected  by  the  voting  membership 
as  -fche  By-laws  shall  provide." 

This  is  one  of  the  moves  toward  a  wider  control  of  the  Society's 
afTcurs  by  the  membership. 

A  Committee  on  Administration,  of  which  the  late  Chairman  of 
th.^  Finance  Committee,  Mr.  R.  M.  Dixon,  was  chairman,  was  ap- 
I>oxjited  principally  to  investigate  the  internal  a£fairs  and  the  conduct 
of  tihe  office  of  the  Society,  and  to  give  to  the  oflBice  the  benefit  of  their 
e  business  experience.  In  order  that  the  larger  financial  under- 
of  the  Society  might  be  conducted  in  the  best  manner,  Mr. 
Cr^feorge  M.  Forrest  of  the  Finance  Committee  was  designated  as  the 
'^'^I>Tesentative  of  the  Committee,  and  he  has  been  most  faithful  and 
helpful  suggestions  were  made  and  put  into  effect. 
In  accordance  with  the  amendment  to  the  Constitution  now  in 
,  the  Finance,  Meetings,  Publication,  Local  Sections,  Constitu- 
and  By-Laws  Committees  are  now  constituted,  the  Standing 
^nmittee  of  Administration  having  a  seat  in  the  Council  of  the 
oiety  without  vote. 

In  addition  the  Council  regularly  invites  the  chairman  of  the 

^xmnittee  on  Standardization  to  sit  with  the  Council. 

The  Employment  Bulletin  is  one  of  the  most  important  personal 

^^"tivities  of  the  Secretary.    It  seems  to  meet  one  of  the  phases  of  life 

^5^«tt  is  of  great  value  to  the  membership.    Consequently,  the  atten- 

^^On  to  this  particular  activity  should  be  proportionately  increased. 

Plans  are  being  developed  whereby  the  facilities  of  all  the  Founder 
^^^cieties  will  be  coordinated. 

The  Publication  Conmiittee  has  for  years  been  aware  of  the  de- 
^^iency  in  all  existing  indexes  of  current  literature  and  has  been 

the  time  when  the  finances  of  the  Society  would  permit,  for 
further  benefit  of  our  membership,  the  inclusion  in  our  publica- 
ns of  an  adequate  r^imi^  of  the  vast  and  most  complete  file  of 
^^^ohnical  papers,  which  we  regularly  take  in  the  combined  libraries 
^*^  the  Societies. 

An  additional  appropriation  has  been  approved  for  enlarging  the 
^ociety^s  Journal  by  adding  an  Index  of  Current  Engineering  litera- 

Other  progressive  plans  are  under  way  for  improving  The 
^  ^XJRNAL.  It  has  been  suggested  that  it  might  be  published  weekly 
^^^tead  of  monthly. 

The  Boiler  Code  Committee  has  done  a  vast  amount  of  work  on 
^*^e  revision  of  the  code  to  cover  all  questions  of  doubt  as  to  the  inter- 
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pretation  of  the  code  and  the  proposed  final  revisions  have  been 
printed  in  The  Journal.  The  code  is  now  ready  for  printing  in  the 
new  edition. 

Possibly  no  committee  has  brought  more  prestige  to  the  Society 
than  the  Boiler  Code  Committee.  The  members  have  been  most 
unselfish  in  their  efforts  and  have  devoted  days  and  weeks  of  intense 
labor  and  much  of  their  own  money  to  this  work. 

The  President  desires  to  acknowledge  the  indebtedness  and  grati- 
tude of  the  Society  to  this  Committee. 

As  a  reward  to  the  Committee,  it  has  the  satisfaction  of  seeing  the 
code  adopted  by  five  states  and  seven  municipalities. 

The  National  Research  Council  made  a  request  for  the  appoint- 
ment of  a  representative  of  the  Society  to  sit  with  the  Executive 
Committee  of  the  Engineering  Division.  Mr.  John  R.  Freeman, 
Past-President,  has  been  appointed  as  our  representative. 

Research  Committees  engaged  on  purely  technical  work  not  con- 
nected with  the  war  have  made  progress  and  several  have  reported 
and  their  reports  been  received. 

Other  committees  have  done  excellent  work  and  miade  exhaustive 
reports,  the  report  of  the  Committee  on  Tolerances  in  Screw-Thread 
Fits  being  a  remarkable  piece  of  work. 

Reports  have  been  made  of  tentative  drafts  of  safety  codes  by 
the  Sub-Committee  on  Protection  of  Industrial  Workers. 

With  respect  to  the  Research  Committee,  the  Council  has  enthusi- 
astically placed  in  the  budget  $2000  for  the  Committee.  In  previous 
years  this  has  been  only  $500.  With  the  financial  growth  of  the 
Society,  and  its  ability^)  on  the  one  hand,  and  responsibility,  on  the 
other,  to  furnish  greater  service  to  the  profession  and  to  the  public, 
increasing  attention  should  be  given  to  research.  There  is  an  unusual 
opportunity  for  the  cooperation  of  the  Research  Committee  with  the 
Publication,  Meetings  and  Sections  Committees.  Research  can  be 
inspired  in  the  sections,  results  read  at  local  and  general  meetings, 
and  published  in  The  Journal,  investigations  of  the  progress  of  cer- 
tain arts  made  and  reported  for  the  benefit  of  the  whole  people. 

In  addition  to  the  cooperation  through  the  Society's  representa- 
tion on  the  Executive  Committee  of  the  Engineering  Division  of  the 
National  Research  Council,  the  Research  Committee  of  the  Society 
has  placed  at  the  disposal  of  the  Engineering  Foundation  its  data  <mi 
the  research  laboratories  in  the  industries,  colleges  and  commercial 
laboratories  in  the  United  States. 

A  commission  has  been  created  by  the  United  States  Government 
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tor  the  Standardization  of  Screw  Threads,  H.  R.  Bill  10,852.    It  is 

mentioned  in  the  bill  that  two  of  the  members  of  the  commission 

sh&U  be  members  of  The  American  Society  of  Mechanical  Engineers. 

Mi-.   James  Hartness,  Past-President,  and  Mr.  F.  O.  Wells,  member- 

eleo-b  of  the  Council,  have  been  appointed  as  our  representatives. 

A  committee  has  been  appointed  to  cooperate  with  the  British 
£!zisineeiing  Standards  Committee  on  the  Standardization  of  Milling 
Ctxtitiers  and  Other  Small  Tools. 

.An  informal  corresponding  committee  has  been  authorized  to 
cjorr-espond  with  the  British  committee,  the  object  of  which  is  to  help 
st^c^xxdardization  work  in  an  informal  manner,  especially  from  an 
ecl\xcational  point  of  view. 

T?he  Power  Test  Code  Committee  has  been  reorganized  with  sub- 
conxmittees  for  each  particular  code  which  is  to  be  prepared. 

Some  progress  has  been  made,  the  code  for  water-wheel  tests  has 
rewritten  and  is  now  ready  for  resubmission  to  the  committees. 

A  BROADER  VISION 

^With  this  review  of  what  the  men  in  our  profession  are  doing  in 
p^nxiection  with  the  war  and  the  collateral  problems,  also  having 
^^^  >^ew  the  quick  expansion  and  development  of  the  work  along  com- 
If^^J^^tively  narrow  and  restricted  lines  into  circles  of  almost  unlimited 
P^^saibilities,  we  have  seen  how  we  can  and  must  free  ourselves  from 
^^M*  former  provincial  attitude  into  one  of  imiversal  outlook. 

If  this  can  be  accomplished  at  this  particular  time  and  for  this 
^^^•i^cular  occasion,  why  should  we  not  now  and  in  the  future  exert 
^^r*  influence  and  direct  our  energies  toward  matters  of  broader 
^terest? 

As  a  class  engineers  have  been  extremely  modest  in  their  relations 

^^th  business  and  public  a£fairs.    This  has  been  a  natural  condition 

*^gely  due  to  the  education  and  training  which  they  have  received. 

The  education  has  been  along  rather  narrow  and  restricted  lines  of 

^^ntific  work,  leaving  out  almost  entirely  the  broader  studies  of 

literature,    common   law,    economics,    business  methods    and    the 

D^inamties.    After  graduation  there  is  usually  not  much  opportunity 

'or  broadening  out,  for  it  is  necessary  for  a  man,  if  he  expects  to  keep 

ft^i'east  with  the  development  of  his  profession,  to  spend  nearly  all  of 

™  surplus  energy  in  reading  and  studying  along  the  very  lines  which 

be  followed  in  school. 

Notwithstanding  this,  it  is  wise  to  carry  along  a  course  of  read- 
i^  on  broadening  subjects  and  to  have  an  interest  in  affairs  which 
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are  wholly  outride  the  scientific  line  of  study,  and  to  be  identified 
with  engmeering  and  scientific  societies  in  order  to  get  the  broadest 
outlook  of  life  possible.  It  is  for  this  reason,  in  order  to  get  a  broader 
aspect  of  life  and  acquire  a  taste  for  wider  reading  and  study,  that  it 
is  of  advantage  for  a  young  man  who  is  to  follow  some  scientific 
pursuit  to  take  an  academic  course  before  he  takes  his  scientific 
course. 

I  realize  the  impracticability  for  many  men  to  spend  so  much 
time  at  considerable  expense  in  preparation  for  their  life  work,  but 
it  is  almost  essential  that  a  man  should  very  early  in  his  career  acquire 
some  knowledge  of  business  principles  and  should  endeavor  to 
broaden  himself  so  as  to  be  able  to  fill  with  fair  satisfaction  the 
position  that  properly  belongs  to  him  in  his  profession  and  in  the 
world. 

It  should  be  the  aim  of  the  engineer  to  render  the  best  possible 
service  considered  in  a  broad  sense.  It  should  be  based  on  facts 
and  not  theories  or  suppositions,  and  upon  scientific  laws,  which  if 
properly  applied  will  give  satisfactory  results.  Nothing  should  be 
taken  for  granted,  and  the  work  or  statements  of  others  should  be 
carefully  checked  before  being  adopted. 

The  success  of  a  man  will  depend  upon  his  ability  to  produce 
results  in  an  expeditious  manner,  which  shall  be  accurate,  and  in 
which  good  judgment  has  been  used,  so  that  the  finished  product,  if 
it  be  a  physical  structure,  will  be  adapted  to  the  use  to  which  it  is  to 
be  put  and  shall  have  been  accomplished  at  a  reasonable  expenditure. 
If  it  be  a  plan  for  action  it  shall  be  clear  and  concise  and  adaptable 
to  the  purpose  for  which  it  is  intended. 

He  should  be  able  to  understand  men  and  to  know  them.  He 
should  be  willing  to  share  his  knowledge  with  his  fellow-engineers,  and 
inasmuch  as  he  will  do  this  through  the  Society,  or  other  similar 
means,  his  interests  and  outiook  will  broaden  and  the  return  to  him 
will  be  multiplied.  Integrity  and  perseverance  in  work  and  business 
and  fairness  and  justice  to  all  will  in  the  long  run  count  for  more  than 
brilliancy  in  attainments.  Withal  he  must  have  a  good  stock  of 
imagination  and  judgment,  which  is  sometimes  called  ''horse  sense" 
in  the  application  of  fundamental  principles  to  every  day 
problems. 

The  true  success  of  a  man  is  not  measured  by  the  accumulation 
of  money,  but  by  the  success  of  accomplishment  of  work  which  adds 
something  to  the  general  good  for  mankind  and  for  the  advancement 
of  the  profession. 
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In  hk  annaal  address  President  HolHs  said: 


In  the  changBB  that  are  ooming,  the  engineer  can  no  longer  dwdl  within 
tedinlftal  aheO,  and  he  muBt  prepare  himself  to  beoome  a  citiaen  o£  the  world,  upon 
whose  flhooldera  great  eoonoinie  and  social  bordena  are  {daeed. 

And  ProCesBor  Kimball  has  said: 

If  we  have  not  at  this  moment  a  dear  vision  of  whither  we  are  tending,  now 
is  the  time  of  an  times  to  take  stodc  of  ooiselTes  and  to  redirect  our  ooarse,  whether 
this  eoorse  is  in  omformity  with  time-honored  definitions  or  not.  Qiange  is  not 
neeessarily  synonynoos  with  progress,  but  there  is  no  progress  without  diange. 
No  onto  can  doubt  that  the  scientist  and  the  engineer  are  to  be  the  most  important 
indnstrial  figures  of  the  near  future.  If  we  are  faithful  to  our  duties  we  diaU  be 
of  greater  importance  pditicaDy  and  socially,  but  to  accomplish  this  we  most 
broaden  our  vision  and  get  about  our  business,  which  is  the  indnstrial  organiiatiao 
of  our  country. 

Let  US  tb^i  bestir  ourselves  and  show  a  greater  interest  and  a 
broader  vision  of  the  opportunities  which  now  lie  brfore  us  and 
which  will  increase  in  number  and  importance  in  the  near  future. 


WITHIN  OUB  OWN  SOCIETY 

There  has  heeai  a  feding  among  many  of  our  members  that  the 
affairs  of  the  Society  are  run  by  a  selected  few  with  headquarters 
in  New  York.  During  my  service  of  three  years  on  the  Council,  it 
has  heean  the  desire  of  every  member  to  administer  the  affairs  of 
the  Society  for  the  ben^t  of  all  the  members  in  every  locality  and 
this  spirit  has  been  dominant  above  all  others,  and  the  desire  to  in- 
crease the  local  sections  and  to  have  them  assume  greater  responsi- 
bilities has  always  been  evident.  It  is  only  in  appearance  that  the 
faithful  members,  assigned  to  the  important  and  necessary  duties  of 
the  executive  head  in  every  organization,  if  it  is  to  be  effective,  are 
running  the  business.  The  organization  must  be  so  constituted  and 
located  as  to  take  quick  action  and  it  is  far  from  the  desire  of  the 
governing  board  to  conduct  the  affairs  of  the  Society  for  one  partic- 
ular locality  or  interest. 

In  order  to  meet  all  criticisms  and  to  develop  plans  for  future 
procedure,  the  Council  has  authorised  the  appointment  of  a  Com- 
mittee on  Aims  and  Organization,  which  is  made  up  of  one  member 
from  each  Local  Section  and  seven  members  at  large,  whose  duties 
it  shall  be  to  consider  the  whole  structure  of  the  Society  and  its 
activities  with  great  care  and  report  a  line  of  action  based  on  broader 
conceptions  of  our  duties  and  aims  and  how  best  to  accomplish  them. 

In  anticipation  oi  the  work  oi  the  oommitteey  thoe  may  be 
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mentioned  some  details  of  operation  in  the  minor  workings  of  the 
Society  which  might  be  broadened  to  advantage. 

A  plan  might  be  developed  for  increasing  the  financial  resources 
of  the  Society  by  contributions  or  legacies  to  a  fund,  the  income  of 
which  could  be  devoted  to  research  work  and  for  prizes  and  premiums 
to  the  younger  members  for  good  work  and  for  any  other  meritorious 
object  which  might  present  itself. 

A  plan  should  be  developed  which  will  make  a  working  connec- 
tion between  the  general  meetings  and  the  local  meetings. 

The  cooperation  between  the  PubUcation  and  the  Local  Sections 
Conmiittees  can  be  greatly  developed  if  the  individual  members  will 
see  the  great  opportunity  which  these  committees  have  already  pro- 
vided in  the  equal  status  of  papers  read  before  local  and  general  meet- 
ings of  the  Society.  The  members  can  further  help  the  Publication 
Committee  in  conjunction  with  the  Meetings  Conmiittee  by  an  earUer 
announcement  of  prospective  papers,  so  that  a  general  program  for 
the  ensuing  year  can  be  prepared  during  the  summer  and  be  sub- 
mitted to  all  of  the  local  sections  and  cooperation  soUcited  in  carrying 
such  a  program  to  completion. 

During  recent  years  the  increased  responsibility  placed  upon 
young  men  has  increased  the  difficulties  of  the  Membership  Ck>m- 
mittee  in  the  proper  grading  of  applicants  for  membership.  It  may 
be  that  the  Conmiittee  on  Aims  and  Organization  could  well  give 
consideration  to  this  matter. 

As  already  indicated,  another  profitable  investigation  which  the 
Society  can  undertake  is  a  still  closer  relation  between  the  Research 
Conmiittee  and  our  other  committees,  including  the  E^ngineering 
Foundation,  with  the  industries  and  with  the  scientific  schools  having 
facilities  for  research  work.  It  has  been  suggested  that  the  Society 
act  as  a  clearing  house  between  the  research  facilities  of  the  uni- 
versities and  the  research  requirements  of  the  industries. 

Most  of  the  broader  aspects  within  the  Society  are  in  line  of 
extending  the  usefuhiess  of  any  ooe  activity  through  the  medium  of 
coordinating  it  with  some  other  activity.  The  whole  organization 
is  capable  of  being  rounded  out  and  planned  so  as  to  produce  the 
maximum  of  team  work. 

IN  THE   PBOFESSION   IN   GENERAL 

We  are  Uving  in  a  period  of  profound  importance  to  the  whole 
world.  The  social  and  poUtical  conditions  and  the  ideals  of  some 
and  perhaps  nearly  all  the  nations  are  in  a  state  of  flux.    To  a  large 
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extent  this  may  be  said  of  our  own  country.  This  state  of  uncer- 
tainty and  uneasiness  has  overtaken  many  men  in  our  own  profession 
and  it  seems,  therefore,  necessary  for  us  to  consider  ¥nth  great  care 
if  it  will  not  be  necessary  in  the  near  future  to  readjust  ourselves  to 
the  new  conditions. 

There  is  a  tendency  to  form  new  organizations  to  accomplish  new 
objects,  or  with  the  hope  of  doing  some  things  that  the  present  or- 
ganizations are  doing  in  a  better  way.  This  is  unfortunate,  as  it  is 
unwise  and  inefficient  to  have  so  many  agencies  endeavoring  to 
accomplish  the  same  result.  Consolidation  rather  than  segregation, 
up  to  proper  limits,  is  desirable. 

In  local  communities  some  plan  should  be  arranged,  which  would 
vary  in  different  places,  for  the  local  organizations  to  combine  on 
matters  of  common  interest.  The  plan,  however,  is  of  less  impor- 
tance than  the  action  itself.  If  the  local  societies  and  members  of 
the  same  are  active  in  service  to  the  profession  and  to  the  community, 
a  plan  will  be  evolved  by  which  these  interests  and  activities  can  be 
made  effective. 

ORGANIZATION 

It  was  probably  for  this  reason  that  the  American  Society  of 
Civil  Engineers,  on  June  18,  1918,  created  a  Committee  on  Develop- 
ment and  adopted  resolutions  creating  the  committee,  a  portion  of 
which  reads  as  follows: 

The  development  and  application  of  the  scienoeB  in  recent  decades  have 
caused  profound  changes  in  the  social  and  industrial  relationships  <^  all  peoples. 

Sociological  and  economic  conditions  are  in  a  state  of  flux  and  are  leading  to 
new  alinements  of  the  elements  of  society. 

These  new  conditions  are  affecting  deeply  the  profession  of  engineering  in  its 
services  to  society,  in  its  varied  relationships  to  conununities  and  nations,  and  in 
its  intenud  organisation. 

A  broad  survey  of  the  functions  and  purposes  of  the  American  Society  of  Civil 
BIngineers  is  needed  in  order  that  an  intelligent  and  effective  readjustment  may  be 
accomplished  so  that  the  Society  may  take  its  proper  place  in  the  larger  sphere  of 
influence  and  usefulness  now  opening  to  the  profession. 

Resolved,  that  a  Committee  be  created  to  report  on  the  purposes,  field  of 
woric,  scope  of  activity  and  usefulness,  organization,  and  methods  of  work  of  the 
American  Society  of  Civil  Engineers,  and  to  make  reconunendations  concerning 
these  matters. 

The  piu*pose  and  scope  of  the  work  of  the  committee  is  thus  in 
part  defined: 

It  is  intended  that  the  Conmiittee  on  Development  shall  make  a  survey  of  the 
fields  of  usefulness  which  are  or  should  be  open  to  the  Society,  consider  what  func- 
tions may  properly  be  assumed  by  the  Society,  define  its  purposes,  formulate 
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policies  and  methods  of  work  to  be  recommended,  and  consider  the  needs  in  organ- 
ization and  constitution.  This  means  taking  stock  and  making  plans.  The 
resolutions  contemplate  an  examination  of  present-day  conditions  and  an  outlook 
into  the  future.  They  involve  considering  the  changing  social  and  industrial 
relations  of  the  times  and  the  opportimities  and  responsibilities  which  devolve 
upon  the  Society  and  its  membership.  The  relations  of  the  Society  to  other 
soeieties  and  to  the  profession  generally  are  also  included.  The  outcome  of  the 
work  of  the  Committee  may  be  modifications  in  the  activities,  functions,  and 
methods  of  work,  or  in  the  emphasis  in  these  matters,  and  possibly  the  addition  of 
new  ones. 

Similar  committees  have  been  created  by  the  American  Institute 
of  Electrical  Engineers,  and  is  proposed  for  the  American  Institute 
of  Mining  Engineers,  and  our  own  Society.  It  is  proposed  that  the 
various  committees  cooperate  on  subjects  of  common  interest. 

It  is  also  suggested  that  it  may  be  desirable  to  confer  with  repre- 
sentatives of  local  engineering  societies  throughout  the  country  con- 
cerning the  relations  of  such  societies  with  the  national  societies. 

The  results  of  this  work  should  be  of  great  benefit  to  the  whole 
profession  in  increasing  solidarity,  diminishing  duplication  of  effort, 
more  effective  results  in  matters  of  common  interest,  a  more  repre- 
sentative opinion  on  subjects  of  general  interest  to  the  profession 
and  public,  the  creation  of  a  better  feeling  of  fellowship  and  harmony 
and  a  much  greater  abiUty  to  assist  in  the  inevitable  evolution  of 
industrial  and  social  conditions  which  are  soon  to  follow. 

The  advantages  of  unified  command  and  action  are  most  clearly 
demonstrated  by  the  results  obtained  by  the  allied  armies  under  the 
supreme  command  of  General  Foch. 

The  Engineering  Council  is  a  step  in  the  direction  of  coordinating 
the  work  which  is  of  common  interest  to  the  profession.  It  has 
done  much  good  work,  but  has  not  yet  reached  the  maximum  of  its 
usefulness. 

CONSOLIDATION   OP  TECHNICAL  SOCIETIES 

In  the  Monthly  Bulletin  of  the  American  Institute  of  Mining 
Engineers,  March,  1918,  there  appeared  the  following: 

The  vision  dwells  in  the  minds  of  many  that  ultimately  these  four  great  socie- 
ties, lightening  the  emphasis  they  place  upon  their  differences,  may  see  the. time 
when,  for  the  solidarity  of  the  profession,  for  their  best  interests,  as  well  as  for 
increase  of  their  influence  on  the  country  at  large,  they  may  become  one  great 
national  association  of  engineers.  With  the  gain  in  power  and  prestige  inevitably 
following  such  an  aggregation,  freedom  for  individual  development  may  be 
achieved  through  divisions  along  the  lines  of  technical  interests,  which  might 
either  follow  the  present  four  grand  divisions  or  be  more  minutely  subdivided. 
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An  organuation  of  this  sort  could  and  probably  would  be  more  stHotly  piso^ 
f essional  than  any  of  the  four  have  been  heretofore,  and  through  the  prestige  and 
power  of  it^  numbers  could  establish  standards  of  ethical  conduct  for  its  members, 
violation  of  which  would  bring  grave  consequence. 

This  great  vision  is  worthy  of  the  most  careful  consideration  and 
might  be  carried  with  safety  to  a  point  where  the  national  societies 
would  be  gathered  in  under  one  executive  head,  without  any  one 
losing  any  vital  portion  of  its  individuality. 

This  would  be  a  great  step  in  advance  and  perhaps  as  far  as  we 
should  go  for  some  time  to  come. 

STANDARDIZATION 

There  is  now  opening  up  to  the  profession  the  most  promising 
opportunity  of  furtherii^  the  work  of  national  and  international 
standardization.  It  is  the  beginning  of  a  real  great  international 
movement  for  standardization. 

All  of  our  own  standards  committees  are  working  under  the  general 
direction  of  the  Standardization  Committee,  the  sole  duty  of  which 
committee  is  to  see  that  the  work  of  the  various  committees  shall  be 
in  harmony  with  the  general  scheme,  but  not  to  prepare  standards 
for  any  particular  purpose. 

The  American  Engineering  Standards  Committee  has  been  created 
for  the  purpose  of  harmonizing  the  standards  of  the  various  branches 
of  the  profession,  and  it  is  about  ready  to  function. 

Upon  invitation  of  the  British  Engineering  Standards  Association, 
this  Society  is  acting  as  an  informal  correspondence  committee  in  the 
United  States. 

NATIONAL  DEVELOPMENTS   IN  WHICH  THE  PROFESSION   CAN   BE 

BE   OF  ASSISTANCE  AND   GUIDANCE 

Although  the  military  conditions  with  the  AUies  in  Europe  are 
satisfactory,  there  is  a  vast  amount  of  work  yet  to  be  done  in  clearing 
up  the  whole  situation  and  our  efforts  should  not  be  diminished  until  a 
satisfactory  ending  is  reached. 

It  is  now  time  to  give  careful  consideration  to  the  readjustment 
after  the  war  so  that  this  country  shall  maintain  its  national  and  in- 
dustrial integrity  with  due  regard  to  our  obligations  to  other  coun- 
tries. We  were  unprepared  for  war,  which  was  a  possibility,  and  we 
are  unprepared  for  peace,  which  is  a  certainty. 

The  future  will  have  problems  and  trials.    The  contests  will  not 
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be  of  battle  but  of  industry.  The  conquests  will  not  be  of  territory 
or  thrones  but  of  markets. 

Plans  have  been  under  consideration  for  some  time  in  England, 
France,  and  Germany  for  regaining  the  commerce  lost  during  the  war. 

Upon  our  ability  to  resume  our  normal  lines  will  depend  to  a  large 
degree  our  prosperity  at  home  and  trade  expansion  abroad. 

We  were  unprepared  for  war  and  it  has  been  a  stupendous  task  to 
readjust  our  industries  to  a  war  basis.  It  will  be  no  easy  task  to  re- 
adjust ourselves  for  peace.  In  this  readjustment  our  vision  must 
extend  beyond  the  state  and  nation  out  into  the  broad  world. 

"With  courage  we  must  face  the  future,  confident  that  with  a 
better  understanding  of  our  local  and  national  problems,  and  with  a 
closer  and  more  systematic  cooperation  between  the  governing 
authorities  and  business  institutions,  continuing  progress  will  be 
assured.  These  are  not  times  for  jealousies,  prejudices  and  selfish- 
ness, but  with  a  largeness  of  heart  and  bigness  of  vision  we  must  unite 
in  a  common  effort  to  help  America  achieve  its  manifest  destiny." 

Bills  have  already  been  presented  to  Congress  which  contemplate 
the  creation  of  a  Federal  Commission  on  Reconstruction,  the  duties 
of  which  are  far  reaching.  The  Commission  is  to  investigate  and 
recommend  to  Congress  what  additional  legislation  or  changes  in 
legislation  are  desirable. 

Under  the  Weeks  Bill  the  subjects  are  summarized  as  follows: 

1  Problems  affecting  labor. 

2  Problems  affecting  capital  and  credit. 

3  Problems  affecting  public  utilities. 

4  Problems  resulting  from  the  demobilization  of  our  industrial 

and  military  war  resources. 

5  Problems  affecting  our  foreign  trade. 

6  Problems  affecting  the  continuance  of  existing  industries 

and  the  establishment  of  new  industries. 

7  Problems  relating  to  agriculture. 

8  Problems  affecting  the  adequate  production  and  effective 

distribution  of  coal,  gasoline,  and  other  fuels. 

9  Problems  relating  to  shipping,  including  shipyards,  and 

especially  in  regard  to  the  sale,  continuance  of  ownership, 
or  leasing  of  both  yards  and  ships. 

10  Housing  conditions  and  the  disposition  of  houses  con- 

structed by  the  Government  during  the  war. 

11  War  legislation  now  on  the  statute-books,  with  reference 

to  its  repeal,  extension,  or  amendment. 
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12  And  in  general  all  matters  necessarily  arising  during  the 
change  from  the  activities  of  war  to  the  pursuits  of  peace, 
including  those  that  may  be  referred  to  it  by  the  Senate 
or  House  of  Representatives. 
Under  the  Overman  Bill  the  tasks  named  are  as  follows: 

a  The  financing,  regulation,  control,  and  development  of  the 

merchant  marine. 
b  The  development,  financing,  expansion,  and  direction  of 

foreign  trade. 
c  The  reorganization,  financing,  and  readjustment  of  indus- 
tries engaged  in  war  work  by  way  of  reconverting  them 
to  normal  production. 
d  Technical  education  and  industrial  research  as  a  means  of 

developing  and  strengthening  industry. 
e  The  redistribution  and  employment  of  labor  in  agricultural 
and  industrial  pursuits  and  the  problems  of  labor  growing 
out  of  demobilization. 
/  The  supply,  distribution,  and  availability  of  raw  matmals 

and  foodstuffs. 
g  The  conservation  and  development  of  national  resources. 
h  Inland  transportation  by  rail  and  water. 
i  The  reorganization  of  government  departments,  bureaus, 
conunissions  or  offices  with  a  view  to  putting  the  Govern- 
ment on  an  economical  and  efficient  peace  basis. 
k  The  consolidation  of  such  acts  and  parts  of  acts  of  Congress 
which  relate  to  the  same  subject-matter,  but  which  now 
appear  at  various  places  in  the  statutes. 
Nearly  all  of  the  problems  suggested  above  are  directly  or  in- 
directly engineering  problems.    The  framing  of   laws  would   be 
greatly  facilitated  if  the  advice  of  the  engineers  were  made  available 
in  furnishing  many  of  the  physical  and  technical  facts  upon  which 
they  should  be  based. 

Nearly  all  of  the  problems  of  a  municipality  and  largely  of  the 
state  and  nation  are  engineering  in  their  nature  and  it  should  be  the 
duty  of  all  engineers  to  take  an  active  interest  in  the  conduct  of  pub- 
lic affairs  in  so  far  as  the  opportunity  offers.  It  is  always  possible  in 
the  smaller  way  in  the  conmiunity  and  the  opportunity  wiD  broaden 
if  a  man  shows  his  ability  and  interest  into  fields  of  wider  scope. 

Our  assistance  will  be  needed  now  more  than  ever,  for  the  tendency 
of  the  times  is  towards  socialism  and  government  ownership  or  con- 
trol of  all  facilities  which  are  used  by  the  public.    The  arm  of  federal 
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authority  is  reaching  further  and  further  into  our  personal  life  and 
affairs.  We  are  moving  rapidly  in  the  transfer  of  authority  from 
hose  who  have  a  personal  interest  in  its  successful  exercise  to  those 
twho  have  only  political  advantage  to  gain. 

This  Society,  other  societies  and  Engineering  Council  are  already 
working  on  some  of  the  problems.  We  are  not  concerned  with  all  of 
them  at  present,  but  should  be  soon.  We  should  begin  to  look  upon 
all  of  them' with  a  broader  vision,  and  should  take  a  more  active  and 
helpful  attitude  toward  public  affairs  and  industrial  relations  which 
we  have  heretofore  considered  beyond  the  scope  of  our  work. 

One  of  the  reasons  why  we  have  not  accomplished  more  during  the 
war  has  been  the  difficulty  of  making  a  definite  connection  or  associa- 
tion with  the  miUtary  operations  of  the  Government.  It  has  been 
suggested  that  some  arrangement  might  be  made  between  the  Cjovem- 
ment  and  Engineering  Council,  by  which  all  kinds  of  engineering  and 
kindred  problems  could  be  submitted  to  the  Council.  It  is  also  sug- 
gested that  Engineering  Council  offer  its  services  to  every  congres- 
sional committee  having  problems  of  an  engineering  nature  to  report 
upon.  If  it  could  be  brought  about  that  the  engineers  would  be  in- 
vited to  assist,  it  would  be  a  very  satisfactory  arrangement. 

There  will  probably  be  many  commissions  established  on  which  an 
engineer  member  would  be  of  great  assistance  in  transmitting  to  the 
other  members  such  technical  information  as  they  would  need  to  imder- 
stand  the  fimdamentals  of  the  technical  portion  of  the  problem  and  in 
directing  the  line  of  effort  for  obtaining  the  technical  data  required. 

Before  we  can  make  a  successful  connection,  however,  we  must 
have  enough  knowledge  of  their  problems  and  enough  imagination 
to  be  able  to  suggest  along  what  lines  we  «an  be  of  assistance. 
, .  While  we  are  holding  our  convention,  the  National  Council  of  the 
Chamber  of:  Commerce  of  the  United  States  is  being  held  in  Atlantic 
City,  fqr  the  purpose  of  formulating  plans  for  reconstruction  of 
business. 

READJUSTMENT  OF  LABOR  AND  TREATMENT  OF  EMPLOYEES 

• 

.r!  Probably  the  greatest  problem  before  the  nation  is  the  redistribu- 
tion and:  readjustm^Dt  of  labor.  The  following  is  quoted  from  a 
b^idletin  of  the  Chamber  of  Commerce  of  the  United  States  with 
reference  to  "A  New  Service.*' 

\    War  oonditioDfl  impose  upon  busiiiess  and  industry  problems  of  great  dififioulty 
a;i4  unusualness,  requiring  united  thought  and  action. 
•    The  conditions  of  shortage  of  labor,  the  great  pressure  of  demand  for  products, 
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the  alirinkage  in  the  purohaedng  value  of  the  wage,  ami  the  spread  of  democratio 
ideas  have  created  the  neoesaity  for  labor  administration  all  along  the  line  from 
the  CSovemment  down  to  the  small  private  manufacturers. 

Theee  developments  have  all  come  about  so  rapidly  that  their  implications  and 

necseasazy  consequences  have  not  been  realized.    The  most  farndghted  and  in- 

teUi^ient  opinion  sees  in  these  events  the  beginnings  of  revolutionary  changes  in 

industrial  rdations  which  will  eventuate  in  a  strong  federal  labor  administration 

to  oontrol  this  vast  machinery. 

The  employers  have  an  unlimited  opportimity  at  the  very  beginning  to  par- 
ticipate in  this  administration.  The  danger  of  failure  is  greatest  from  incUfference 
AK^d  lack  of  understanding  among  employers,  from  an  unwillingness  or  incapacity 
to  learn  oodperative  in  place  of  competitive  methods. 

The  War  Service  Conmiitteee,  under  the  direction  of  the  Chamber,  are  workr 
u^S  out  adjustments  called  for  by  the  War  Industries  Board  as  regards  materials, 
f^el^  and  transportation.  The  Committee  on  Industrial  Relations  has  undertaken 
gprrvilarly  to  join  with  the  War  Labor  Administration  in  its  task  of  procuring  the 

utilization  of  our  labor  resources. 
To  investigate  all  experiments  and  developments  in  industrial  relations  both 
Uus  country  and  abroad  and  to  place  before  the  membership  the  results  of  such. 
To  assist  the  constituency  of  the  Chamber  in  bettering  the  relation- 
between  employer  and  employee  by  making  available  the  records  of  the  best 
rience  and  practice  concerning  wage  and  hours  adjustment;  methods  of  han- 
;  grievances  and  discipline,  industrial  service  (improving  the  working  and  living 
P^^c^ditions  of  employees  and  their  families,  housing,  medical  service,  recreation, 
^^^^ixranoe,  acddeoit  prevention,  etc.);  dealing  with  labor  organizations;  utilizing, 
'^^^cliatum  and  arbitration  in  disputes;  securing  the  cooperation  of  employees  in 
standards  <^  efficiency;  improved  methods  of  employment  management, 
transfer  and  diamiBsal,  fitting  the  men  to  the  job. 
The  permanent  results  of  the  activities  of  this  committee  will  be  educational. 
^^  articcessful,  it  will  have  created  in  the  minds  of  employers  a  rational  attitude, 
^^^T>ported  by  facts  and  information,  concerning  the  relations  between  themselves 
^^■^d  those  whose  interests  they  are  administering.    The  wage  earner  is  just  as 
dependent  upon  the  intelligent  and  successful  administration  of  enterprise  as  is 
t\x^  hurinesB  upon  the  loyal  and  efficient  service  of  the  employees.    The  war  has 
^^v-en  an  impetus  toward  democratic  methods  of  administration  both  in  public  and 
P^^v-ate  enterprise.    Industrial  administration  must  adapt  itself  to  those  con- 
ations and  conform  to  the  prevailing  ideas  of  the  time  or  &id  itself  in  antagonistic 
^l&tioDships  with  all  interests  with  whom  it  must  deal.    The  employer  must  con- 
cave himself  to  be  a  trustee  of  the  interests  of  all  involved  in  his  enterprise  and 
see  that  these  interests  are  properly  represented,  lest  he  be  confronted  witn  oppo^ 
sitloi^  handicapping  all  his  efforts.    These  administrative  difficulties  are  not 
^«^oIly  the  product  of  war  nor  will  they  disappear  at  the  close  of  the  war;  indeed, 
^^    ia  more  likely  the  industrial  problems  will  increase  in  complexity  with  the 
coTxiing  of  pence. 

These  quotations  have  been  made  because  they  describe  the 
Problems  and  responsibilities  which  are  ours. 

This  vast  and  wonderful  industrial  organization  with  which  we  are 
Uying  and  struggling,  is  the  growth  of  the  last  century.    Its  growth 
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has  been  so  rapid  that  neither  the  employer  nor  employee  as  a  whole 
has  been  able  to  see  with  clear  vision  a  just  solution  of  the  many 
problems  of  relationship  one  to  the  other.  For  this  reason  there  have 
been  misunderstandings  and  struggles  of  great  intensity  with  the 
tendency  of  further  separating  the  two  parties,  whose  interests  are 
largely  in  common.  Protective  organizations  have  been  formed 
principally  by  the  employees,  whose  object  is  primarily  the  better- 
ment of  the  conditions  of  the  working  people.  Just  so  long  as  these 
organizations  representing  the  employer  and  employee  are  managed 
and  conducted  for  the  general  welfare  of  the  community  as  a  whole, 
they  may  be  of  service  to  the  country,  but  when  their  affairs  are  con- 
ducted in  a  manner  prejudicial  to  the  interests  of  the  community, 
they  should  be  curbed. 

Organized  labor  has  its  plans  for  the  present  and  after-the-war 
period,  which  from  all  indications  are  very  far  reaching.  The  in- 
dustries may  have  some  plans,  but  they  are  not  much  in  evidence. 

The  real  issue  is  whether  the  genius  of  American  individual  enter- 
prise is  to  be  free,  with  due  regard  for  the  opportunity  and  welfare  of 
all  the  people.  The  responsibility  of  guiding  the  republic  rests  upon 
such  thinking  men  and  men  of  experience  as  are  members  of  this 
Society. 

Many  of  our  members  are  now  vitally  interested  as  employees 
with  these  great  relationship  problems.  Some  of  those  who  are  now 
employees  will  later  be  advanced  to  the  position  of  employer,  and 
knowledge  of  these  problems  will  better  fit  them  for  advancement. 
By  treating  this  matter  on  a  very  broad  basis  far  greater  progress 
will  be  made  toward  the  establishment  of  satisfactory  conditions  than 
by  settling  down  into  a  condition  of  stubborness  and  refusing  to  look 
the  facts  in  the  face  and  endeavoring  to  operate  under  conditions 
which  may  be  wholly  in  opposition  to  preconceived  ideas  of  what  is 
proper. 

We  had  our  labor  problems  before  the  war,  they  will  be  more  com- 
plex after  the  war,  on  accoimt  of  the  readjustment  which  must  take 
place.  The  bulk  of  the  men  who  have  gone  into  the  service  will  re- 
turn, many  women  have  gone  into  the  industries  and  into  work  here- 
tofore done  by  men  only,  and  in  many  instances  they  have  surpassed 
all  expectations.  The  policy  to  be  followed  by  foreign  countries  to 
regain  their  lost  or  impaired  commerce  will  have  a -bearing  on  our 
problems. 

These  and  many  other  questions  will  tend  to  make  this  problem 
more  complex. 
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It  is  hoped  that  as  a  result  of  this  war  there  may  be  greater  efficiency  in  in- 
ciustry,  a  better  use  of  the  productive  potentiaUties  of  men  and  materials,  more 
perfect  business  organizations,  elimination  of  waste,  the  doing  away  with  many 
non-essentials  and  extravagances,  but  no  amount  of  organization,  standardization 
and  control  will  be  of  any  consequence  in  increasing  production,  unless  the  work- 
men concerned  will  put  forth  the  requisite  effort,  and  unless  labor  stands  for  in- 
creased rather  than  decreased  production,  this  country  is  on  the  way  to  industrial 
ruin. 

As  business  men,  employees  and  employers,  we  can  individually 
bring  influence  to  bear  toward  a  fairly  just  and  satisfactory  treat- 
ment and  solution  of  these  problems,  and  as  professional  men,  with- 
out prejudice,  we  should  be  qualified- to  discuss  with  impartiality 
these  problems  and  act  as  arbiters  in  the  settlement  of  many  questions 
of  doubt. 

The  real  and  great  problem  extends  far  beyond  the  adjustment 
after  the  war.  It  means  the  development  of  relationships  which  will 
enable  all  of  our  citizens  to  live  and  work  together  under  conditions 
which  will  produce  the  maximum  amount  of  happiness  and  content- 
ment possible  for  years  to  come. 

It  is  perhaps  nothing  more  than  a  dream  of  De  Constant,  the 
realization  of  which  is  far  in  the  future,  but  if  we  all  think  and  work 
along  lines  which  will  lead  up  to  its  accomplishment,  it  will  be  ap- 
proached as  years  go  by. 

"The  spirit  of  domination  will  lose  more  and  more  its  prestige, 
while  a  policy  of  justice  and  conciliation  will  impose  itself  as  being 
the  only  one  corresponding  to  the  aspirations  and  progress  of  human- 
ity."    (De  Constant's  America  and  Her  Problems.) 

EDUCATION 

Another  one  of  the  most  important  problems  in  which  the  Society 
could  be  of  great  assistance  is  education. 

The  Council  of  this  Society  has  been  acting  upon  the  assumption 
that  the  war  may  last  for  several  years  and  that  it  would  be  a  calamity 
to  withdraw  from  our  colleges  and  scientific  schools  all  of  the  raw 
material  for  immediate  use  in  the  field,  unless  thd  crisis  becomes  more 
acute  than  it  has  yet  been,  but  that  this  material  should  be  retained 
for  training  in  order  to  supply  the  loss  of  men  which  will  occur  if  the 
war  should  go  on  for  some  years  and  the  increased  need  of  men 
trained  in  the  sciences  and  industries.  It  petitioned  Congress  to 
enact  such  legislation  as  would  enable  drafted  men  to  be  assigned  to 
special  study  or  work  and  not  to  be  called  into  active  service  until 
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they  have  been  fitted  for  the  work  which  they  can  do  best,  unless  it  is 
absolutely  neceseiary  to  have  immediately  a  vast  amount  of  man 
power  in  the  field. 

The  resolutions  called  for  "Maintaining  unimpaired  the  engineer- 
ing strength  of  the  nation  for  the  prosecution  of  military  operations 
and  for  the  support  of  the  sustaining  industries." 

''It  urges  that  schools  of  engineerii^  as  the  principal  sources  of 
this  training  be  regarded  as  closely  allied  in  the  material  purpose  with 
military  and  naval  schools  of  the  Nation." 

Copies  of  the  resolutions  were  sent  to  the  Secretary  of  War  and 
the  Provost  Marshal. 

A  committee  was  appointed  to  ascertain  the  availability  of  techni- 
cal schools  and  laboratories  and  what  other  opportunities  there  may 
be  for  industrial  training. 

Resolutions  were  passed  and  sent  to  the  Secretary  of  War,  protest- 
ing against  the  diversion  of  engineering  schools  from  then-  primary 
function  of  advanced  technical  education,  because  of  the  persistent 
pressure  for  a  training  of  technicians  for  the  war. 

As  a  result  of  these  resolutions  the  Secretary  of  War  appointed  a 
.  Committee  on  Education  and  Special  Training.  Another  result  was 
the  nationalization  of  scientific  schools  and  colleges. 

Committees  of  various  kinds  have  been  created  for  directing  the 
work  of  special  education  and  training  for  the  war,  but  very  little 
actual  work  has  been  done  with  reference  to  education  after  the  war. 

BilLi  have  been  passed  in  Congress  making  substantial  sums 
available  for  vocational  education  upon  joint  action  of  the  states 
with  an  equal  appropriation  of  the  allotment  to  the  state. 

If  the  manufacturers  of  the  country  desire  to  utilize  this  fund,  it  is 
up  to  them  to  secure  the  assistance  of  the  state;  otherwise  the  fund 
or  that  apportionment  for  the  state  not  taking  advantage  of  the 
opportunity  will  be  turned  back  into  the  Treasury. 

The  Federal  Board  for  Vocational  Education  has  imdertaken  the 
w6rk  of  reeducating  disabled  soldiers  and  sailors.  It  has  made  the 
following  statement: 

In  dealing  witb  the  disabled  man,  the  Board  expects  to  treat  him  throughout 
as  a  civilian  needing  advice  and  assistance,  to  approve  his  choice  of  occupation, 
unless,  after  careful  investigation,  sound  opinion  shows  it  to  be  in  the  end  not 
advisable  to  train  him  to  meet  the  needs  of  the  occupation  he  has  selected,  to  urge 
him  to  make  the  most  of  his  opportunity  to  overcome  his  handicap  by  taking 
thorough-going  instructions,  to  help  him  to  secure  desirable  pem^ment  employ- 
ment, and  to  keep  in  close  touch  with  him  after  he  goes  to  work. 

The  manufacturer  should  be  greatly  interested  in  this  work  of  rehabilitation 
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and  should  aid  the  Board  in  every  possible  way.    The  War  Department  expects 
to  train  a  large  number  before  the  year  is  out. 

These  reMucated  men,  made  proficient  in  some  trade  or  operation  suited  to 
their  remaining  capabilities,  are  going  to  constitute  the  most  available  source  of 
skilled  labor  for  some  time  to  come.  They  will  probably  be  the  most  dependable 
labor  in  the  inevitable  period  of  tmrest  and  readjustment  after  the  demobilization 
of  the  armies,  when  the  country  is  settling  back  into  a  normal  condition  again. 
These  reeducated  men  will  form  a  core  around  which  the  newer  labor  can  center. 
The  manufacturer  who  has  the  foresight  to  make  liberal  use  of  these  retrained  men 
is  going  to  have  an  immeasurable  advantage  over  his  competitor  who  trusts  to 
luck  to  get  the  help  he  needs  out  of  the  disbanding  armies. 

Very  little,  other  than  that  already  described,  has  been  done  with 
reference  to  education  after  the  war.  This  work  should  be  begun 
immediately.  Plans  should  be  made  for  reconverting  the  scientific 
schools  and  colleges  back  to  their  peace  program. 

Many  of  our  members  are  ehgaged  in  manufacturing  and  many  in 
teaching.  We  have  committees  on  Industrial  and  Vocational  Train- 
ing. There  should  be  cooperation  between  the  industrial  plants  and 
the  schools.  We  can  be  of  great  assistance  in  the  practical  redevelop- 
ment of  the  educational  systems  and  in  the  relationship  between  the 
schools  and  the  industries,  in  the  rehabilitation  of  crippled  soldiers 
and  industrial  workers  and  the  teaching  of  the  blind^  in  an  endeavor 
that  every  man  shall  have  an  opportunity  to  earn  a  living  in  a  way 
that  will  carry  with  it  some  degree  of  happiness. 

A  portion  of  a  recent  editorial  in  London  Engineering  reads  as 
follows: 

Education  in  its  broader  sense  should  have  as  its  main  object  the  training  of 
the  mind  towards  the  achievement  of  greats  happiness  and  this  can  only  be  got 
by  developing  the  tninking  faculty  so  that  a  better  perspective  of  life  can  be 
obtained.  Thereon  rests  the  hope  for  greater  amity  between  employer  and 
worker  and  a  higher  realization  of  the  duties  of  citizenship. 

The  recent  report  by  Dr.  Charles  R.  Mann,  entitled  "A  Study  of 
Engineering  Education,"  prepared  for  the  joint  committee  on  engi- 
neering education  of  the  National  Engineering  Societies  (Bulletin 
No.  11  of  the  Carnegie  Foundation  for  the  Advancement  of  Teach- 
ing), should  be  read  by  everyone  who  is  interested  in  engineering 
education. 

The  report  should  be  of  great  assistance  in  the  reorganization 
period.  I  am  in  accord  with  many  of  the  recommendations  and  con- 
clusions, particularly  those  mentioned  in  the  introduction  by  the 
Joint  Committee  on  Engineering  Education,  which  reads  as 
follows: 
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Other  significant  characteristics  of  the  report  are  found  in  the  discussions 
of  the  general  failure  to  recognize  such  factors  as  "values  and  cost"  the  import- 
ance of  teaching  technical  subjects  so  as  to  develop  character,  the  necessity  for 
laboratory  and  industrial  training  throughout  the  courses,  and  the  use  of  good 
English. 

Another  point  emphasiBed,  and  one  of  deep  importance,  is  that  of  the  reor- 
ganization of  curricula  which  are  conmionly  acknowledged  to  be  much  congested, 
and  which  it  is  stated  will  continue,  "as  long  as  departments  are  allowed  to  act  as 
sole  arbiters  of  the  content  of  the  courses.''  Plans  are  offered  for  developing  par- 
ticular types  of  curricula  suited  to  the  environment  of  each  school. 

Emphasis  is  also  given  to  the  necessity  for  a  broader  training  in  the  funda- 
mentals of  science  as  an  equipment  for  all  engineers  and  forming  a  sort  of  "com- 
mon core"  to  every  curriculum.  With  this  broad  training  in  the  first  and  second 
years  the  student  is  expected  to  develop  some  natural  leaning  toward  a  specialty, 
and  then  will  follow  vocational  guidance  in  the  later  stages  of  his  education. 

The  scale  for  measuring  the  success  or  failure  to  provide  proper  training  for 
engineers  has  been  created  by  the  practicing  engineers.  That  scale  is  the  im- 
provement of  character,  resourcefulness,  judgment,  efficiency,  understanding  of 
men,  and  last  of  all,  technique,  as  shown  by  students. 

With  the  conversion  of  the  schools  and  colleges  to  war  work, 
intensive  study  became  necessary.  Everything  except  the  essentiab 
was  eliminated,  with  more  hours  of  work  per  year. 

It  would  be  a  good  thing  if  in  the  reorganization  period  much  of 
the  specialization  work  can  be  eliminated  and  thus  a  shorter  time  be 
required  for  college  work  for  the  bulk  of  the  students,  and  if  a  greater 
portion  of  the  year  could  be  devoted  to  work,  thus  using  the  educa- 
tional plants  to  a  higher  degree  of  efficiency,  that  is,  with  a  higher 
load  curve. 

In  educational,  as  well  as  in  other  lines  of  endeavor,  if  we  have  not 
learned  a  lesson  of  conservation  of  time  and  effort,  we  shall  have 
missed  some  of  the  benefits  which  it  is  hoped  will  be  derived  from  the 
war. 

CONSERVATION 

Next  in  order  of  importance  to  labor  in  the  industries  is  the 
ability  to  procure  raw  materials  in  sufficient  quantities  and  at  reason- 
able prices.  I  will  not  dwell  upon  this  subject,  but  will  pass  to  the 
question  of  power,  with  which  we  are  more  closely  identified,  and 
which  affects  directly  the  bulk  of  our  people. 

Many  of  our  members  have  been  assisting  in  the  conservation  ot 
fuel  by  serving  on  committees  or  individually  in  attempting  to  assist 
the  various  fuel  administrators  in  the  country,  or  on  committees  or 
commissions  estabUshed  for  the  proper  development  and  utilization 
of  our  water  resources. 
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Considerable  savings  in  fuel  have  been  effected  recently  by  more 
careful  attention  to  the  burning  of  fuel  and  the  use  of  steam  in  prime 
movers,  but  much  more  has  been  saved  in  simple  commonplace  and 
common-sense  ways  of  preventing  the  waste  of  heat  and  power  after 
it  has  been  delivered  from  the  boiler  and  engine  rooms  to  the  various 
rooms  and  departments  about  the  plant. 

An  example  of  the  sort  of  work  which  the  engineers  can  accom- 
plish in  fuel  conservation  is  that  done  by  the  Advisory  Engineering 
Committee  to  the  Fuel  Administrator  of  Massachusetts,  all  of  the 
members  of  which,  with  one  exception,  are  members  of  this  Society, 
in  the  assisting  in  the  establishment  in  every  plant  and  building  using 
steam  for  heating  and  power,  of  a  ''Fuel  and  Power  Committee" 
within  its  own  organization,  whose  duties  are,  — 

1  To  see  that  fuel  is  burned  economically  and  to  prevent  waste 
of  steam  and  power. 

2  To  initiate  and  carry  on  a  campaign  of  education  among  fuel 
and  power  users. 

3  To  distribute  among  users,  engineers  and  firemen  an  outline  of 
the  items  of  loss,  and  to  supply  information  for  the  purpose  of  saving 
fuel  and  power. 

4  To  assist  local  fuel  committees  in  enforcing  economies  in 
wasteful  plants. 

5  To  enlist  the  services  of  engineers  in  carrying  out  this  program. 
Similar  work  has  been  done  by  other  committees  in  many  states. 
During  this  work,  however,  we  have  been  endeavoring  to  get  the 

best  results  with  the  existing  facilities.  We  should  now  be  studying 
the  vaster  problems  which  are  to  be  undertaken  in  the  future  for 
the  conservation  of  our  natural  resources. 

The  generation  and  transmission  of  energy  by  electricity  has 
changed  the  conditions  so  radically  in  the  last  few  years  as  to  require 
the  most  careful  study  of  the  proper  place  and  manner  of  the  pro- 
duction of  power  for  all  purposes. 

The  problem  of  power  supply  is  very  intimately  connected  with 
the  railroad  and  transportation  problems  and  a  study  of  one  involves 
the  study  of  both. 

There  have  been  very  serious  delays  in  the  transportation  of 
materials  and  supplies,  and  one  of  the  principal  reasons  for  coal 
shortage  last  winter  was  a  lack  of  sufficient  transportation  faciUties. 
It  is  stated  that  about  one-quarter  of  all  the  coal  used  and  trans- 
ported is  for  the  use  of  the  railroads,  and  another  large  portion  is 
required  for  manufacturing,   lighting  and  power.    Some  of  this 
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necessarily  must  be  used  at  the  plants  for  heating  and  manufactur- 
ing purposes. 

Much  of  this  traffic  could  be  eliminated  by  the  establishment 
of  large  steam-generating  plants  located  as  near  the  coal  mines  as 
conditions  will  permit,  and  on  tidewater,  where  coal  and  oil  could  be 
brought  in  by  vessels,  by  the  development  of  hydroelectric  powers, 
which  are  within  reasonable  distance  of  the  market,  and  by  the 
electrification  of  the  railroads,  with  great  tnmk  connecting  and 
transmission  Unes.  Incidentally  with  the  further  development  of 
hydroelectric  power  is  the  saving  in  labor  required  for  the  mining, 
transportation  and  burning  of  coal. 

Savings  can  be  made  by  more  careful  study  and  use  of  the  waste 
heat  of  furnaces  in  the  form  of  gas  for  the  production  of  power,  and 
from  steam  turbines  and  engines  by  the  use  of  steam  and  warm 
water  for  heating  and  manufacturing  purposes. 

Further  conservation  of  power  and  fuel  can  be  made  by  intercon- 
necting transmission  line  between  the  hydroelectric  companies  so 
that  the  greatest  possible  use  could  be  made  imder  the  varying 
conditions  of  flow  of  the  steam  at  the  different  developments. 

Still  further  saving  of  fuel  can  be  made  by  the  redevelopment  of 
many  of  the  older  water-power  plants,  which  contain  inefficient 
wheels  in  efficient  settings,  and  it  may  be  possible  in  many  cases  to 
increase  the  capacity  of  the  plant  so  as  to  use  all  of  the  water  for  a 
longer  period  of  the  year  and  waste  water  for  a  shorter  period. 

The  conservation  of  flood  waters,  now  wasting,  by  the  construc- 
tion of  storage  reservoirs,  is  receiving  greater  consideration.  Special 
commissions  have  been  appointed  in  some  states  for  the  study  of  this 
question,  but  as  yet  no  great  progress  has  been  made  so  far  as  reser- 
voirs for  power  are  concerned.  Most  of  the  reservoirs  for  power 
already  constructed  have  been  built  by  private  interests  and  by 
agreements  among  parties  deriving  benefit  from  such  reservoirs. 

The  four  chief  reasons  why  this  sort  of  development  has  not  pro- 
ceeded more  rapidly  are  that  the  development  expense  and  yearly 
charges  of  many  would  be  so  great  that  the  returns  would  be  insuffi- 
cient to  offset  them  and  show  a  fair  return  on  the  investment,  the 
inability  of  parties  at  interest  to  agree  on  some  working  plan  for 
sharing  the  expense,  that  legislation  has  been  of  a  discouraging 
nature,  and  because  in  the  past  all  values  have  been  measured  in 
dollars  and  cents,  as  applied  to  the  cost  of  power  with  not  much 
consideration  to  conservation  or  the  uses  to  which  the  power  was 
put. 
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The  expense  of  such  large  developments  at  the  mouth  of  the 
mines  and  at  tide  water,  and  of  the  development  of  some  of  the 
hydroelectric  powers,  may  be  too  great  for  private  interests  to 
undertake.  The  uncertainties  and  restrictions  imposed  have  been 
such  as  to  prevent  the  development  of  some  of  the  possible  water 
powers.  More  liberal  legislation  is  needed  to  encourage  these  un- 
dertakings in  many  of  which  the  margin  of  profit  is  small  and  doubt- 
ful. Congress  has  now  under  consideration  a  water-power  bill  which 
it  is  hoped  will  encourage  developments. 

From  now  on  we  should  consider  the  value  of  development  with  a 
broader  conception  of  not  only  the  net  comparative  cost  of  power,  as 
produced  by  one  means  or  another,  but  also  in  connection  with  the 
desirability  of  having  another  instrument  by  which  the  full  produc- 
tion is  assured,  the  value  of  the  product  being  far  greater  in  most . 
cases  than  the  cost  of  power,  and  with  the  desire  to  conserve  our 
natural  resources,  and  with  a  view  in  times  of  shortage,  of  assisting 
in  the  general  stabilization  of  business. 

It  is  not  conceivable,  however,  that  the  business  men  will  be 
willing  to  make  expenditures  for  anything  that  will  not  improve  their 
own  property  or  conditions,  and  any  excess  expenditure  required  for 
conservation  for  the  benefit  of  the  general  public  must  be  met  from 
the  treasury  of  the  public.  It  is  conceivable  and  proper,  however, 
that  the  individual  should  take  a  broader  view  of  the  benefits  to  be 
derived  from  expeditures  for  his  own  benefit. 

The  basis  for  valuations  of  all  properties  or  undertakings  while 
subject  to  discussion  and  variation  of  opinion,  was  fairly  recognized 
three  or  four  years  ago.  Estimates  of  initial  cost,  cost  of  operation, 
gross  and  net  income  were  made  to  determine  the  value  on  a  basis  of 
dollars  and  cents. 

During  a  period  of  war,  costs  and  values  are  increased  enormously, 
and  values  are  not  measured  in  dollars  but  in  time,  necessity  and 
quick  availability  for  the  purpose  of  ultimately  saving  life  and  vaster 
amounts  of  property  and  even  the  safety  of  the  nation. 

After  the  war,  there  must  be  a  readjustment  of  values,  and  with 
this  there  should  be  a  broader  conception  of  values  than  that  measured 
wholly  in  net  returns  of  money. 

The  above  outline  of  possible  methods  which  might  be  used  for 
the  conservation  of  fuel  is  made  for  the  purpose  of  describing  in  a 
general  way  the  broader  view  which  should  be  taken  of  this  particular 
subject,  and  as  an  example  of  how  the  many  other  problems  which 
have  been  summarized  earlier  should  be  attacked,  not  as  a  problem 
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by  itself  to  be  decided  in  terms  of  money  as  applied  directly  to  that 
particular  problem,  but  with  careful  consideration  of  the  broader 
bearing  upon  the  greatest  good  for  the  community  or  country.  Such 
broad  consideration  as  this  will  necessitate  a  remolding  of  our 
former  circumscribed  conceptions,  a  broadening  of  our  imagination 
and  the  weighing  of  the  effect  of  action  and  consequences  in  the 
broadest  and  most  liberal  manner. 

As  a  people  we  should  readjust  our  methods  of  life,  getting  down 
more  nearly  to  the  fundamentals,  eh'minating  many  extravagances 
and  wastes  in  our  private  method  of  living,  on  our  local,  state  and 
national  governments,  in  education,  in  the  industries  and  in  all  of 
our  activities,  so  that  we  may  not  rob  future  generations  of  the 
heritage  which  is  rightfully  theirs,  and  so  that  we,  ourselves,  may 
by  elimination  of  many  cumbersome  things,  get  a  better  perspective 
of  what  is  necessary  and  right  and  live  with  a  better  conception  of 
the  real  things  of  value  on  this  earth.  If  we  shall  not  have  learned  a 
lesson  which  will  enable  us  to  do  so,  a  part  of  our  suffering  will  have 
been  in  vain. 

In  closing  I  desire  to  quote  from  an  article  prepared  by  Honor- 
able Joseph  I.  France,  which  is  applicable  to  the  present  time  and 
during  the  period  of  reconstruction: 

''Scholars  and  members  of  these  great  academies,  officials  of 
states  and  nations,  men  in  the  armies,  men  and  women  in  all  our 
industries  and  at  home,  must  catch  a  vision  of  this  process  and  of 
this  plan  and  strike  strong,  increasing,  shaping,  fabricating  blows 
in  order  that  in  these  fires  America  may  be  welded  into  that  new  and 
more  nearly  perfect  symmetry  and  unity  which  will  assure  to  each 
and  to  all  the  utmost  safety  and  the  highest  liberty. 

"In  America  the  new  temple  of  liberty  is  not  yet  builded,  but 
it  is  in  the  building  and  it  is  for  us,  for  each  living  American,  an  hour 
of  opportunity  and  of  destiny,  in  which  we  all  must  rededicate  our- 
selves unreserved  to  sacrifice,  to  toil  and  to  unwearying  service  until 
the  nobler  and  more  lofty  fane  is  fully  complete." 
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REPORT   OF   THE   COMMITTEE   ON   STAND- 
ARDIZATION  OF   FLANGES   AND 

PIPE   FITTINGS 

To  THE  Council  op  the  American  Society  op  Mechanical 

Engineers  : 

'  Your  Committee  on  the  Standardization  of  Flanges  and  Pipe 
Fittings  has  agreed  on  the  following  additions  to  existing  standards 
comprised  in  its  report  known  as  The  American  Standard  for  Pipe 
Flanges,  Fittings  and  their  Bolting,  issued  in  1914,  and  herewith 
presents  them  for  your  consideration  and  action: 

Standardization  of  angle  elbows  and  special  angle  fittings:  From 
1  deg.  to  45  deg. :  use  center-to-face  dimensions  of  standard  45-deg. 
elbows,  American  Standard,  and  over  45  deg.,  use  center-to-face 
dimensions  given  for  90  deg.  American  Standard  elbows. 

1  A  standard  to  be  known  as  American  Low-Pressure  Standard 
for  50  lb.  working  pressure,  tabulation  of  flange  data  attached. 
This  standard  was  recommended  after  an  agreement  with  the  Com- 
mittee of  the  Manufacturers'  Association. 

2  Three  standards  for  hydraulic  fittings,  to  be  known  as: 

800-Lb.  HydrauUc  American  Standard 
1200-Lb.  HydrauUc  American  Standard 
3000-Lb.  HydrauUc  American  Standard. 

Tabulations  and  data  for  each  of  these  standards  with  joint  designs 
are  submitted  for  your  consideration.  These  are  given  in  Tables  1 
to  4,  inclusive,  and  in  Figs.  1,  2,  and  3. 

Your  Committee  deems  it  inadvisable  at  this  time  to  outUne  or 
recommend  a  standard  for  600  lb.  steam  pressure  with  superheat, 
partly  because  there  is  at  present  no  demand  for  fittings  for  this 
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pressure  and  because  your  Committee  feels  that  it  should  be  guided 
somewhat  by  experience  in  the  field  with  the  pressures  and  tempera- 
tures now  in  use,  namely,  300  lb.  pressure  and  250  to  275  deg. 
superheat. 

Your  Committee,  however,  is  ready  to  advise  that  for  400  lb. 
steam  pressure  and  not  exceeding  250  deg.  superheat  the  800-lb. 
Hydraulic  American  Standard  in  steel  is  adequate. 

These  recommendations  bring  the  work  of  your  Committee  up 
to  date  so  far  as  any  requests  that  they  have  before  them  for  con- 
sideration are  concerned. 

It  is  the  desire  of  the  Manufacturers'  Association  that  the  stand- 
ards herein  outlined  be  made  efifective  at  the  earliest  possible  date. 
Your  Committee,  therefore,  respectfully  invites  your  early  action. 

Respectfully  submitted, 

Arthur  R.  Baylis,  Acting  Chairman 

Stanley  G.  Flagg,  Jr. 

E.  M.  Herr 

Arthur  M.  Houser 

Julian  Kennedy 

E.  A.  Stillman 

A.  S.  VOGT 

W.  M.  White 

Committee  on  Standardization  of 
Flanges  and  Pipe  Fittings 
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TABLE  1    PROPOSED  LOW-PRESSURE  STANDARD  FOR  END 

FLANGES,  BOLTINGS  AND  BODY  THICKNESS,  —  60  LB. 

WORKING  PRESSURE 


1    For  UH  to  in.  Mid  mnulkr,  DM  nfular  U^-lb.  Aautioaa  Staadud  fUnca 
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PROPERTIES  OF  AIRPLANE  FABRICS 

Bt  E.  Dean  Walbn,  Boston,  Mass. 
Junior  Member  of  the  Society 

The  author  preserUa  a  brief  risumi  of  the  hietory  of  the  devdopmerU  of  cotton 
airplane  fabrics  and  discusaee  the  methods  of  determining  the  properties  of  airplane 
fabrics,  with  particular  reference  to  the  defining  of  the  qtuinlities  determined,  the 
apparatus  used  and  the  interpretation  of  the  results  obtained. 

He  then  discusses  a  few  typical  examples  of  satisfactory  and  unsatisfactory 
fabrics.  The  purpose  of  the  paper  is  to  aqquaint  the  reader  with  the  fundamentals 
underlying  the  inoestigaiion,  rather  than  to  burden  him  with  the  tiresome  details  of 
the  actual  experimentation. 

It  is  believed  that  there  is  presented  a  concept  of  textiles  which,  so  far  as  is  known, 
has  been  but  liUle  considered,  consisting  of  an  analysis  of  fabrics  in  much  the  same 
manner  as  other  more  commonly  known  structural  materials  are  studied. 

The  subject  suggests  that  the  investigation  applies  to  a  very  limited  doss  of  fabrics, 
but  many  of  the  fundamentals  discussed  are  applicable  to  the  study  of  many  of  the 
fabrics  used  for  more  familiar  purposes  arid  of  more  general  interest  than  airplane 
fabrics. 

T^HE  design  of  heavier-than-air  machines  during  their  early 
stages  of  development  was  arrived  at  by  cut-and-try  methods. 
The  wings  of  such  machines  were  covered  with  plain  cotton  fabric, 
much  the  same  as  an  ordinary  sheeting  material,  coated  with  a  beeswax 
compound  or  some  form  of  glue.  The  wing  surfaces  were  then  rubbed 
and  polished  to  present  a  surface  having  a  comparatively  low  skin 
friction.  Such  a  covering  was  not  very  strong  and  sagged  very  ma- 
terially when  subjected  to  pressure  and  when  exposed  to  weather. 

2  As  the  application  of  science  produced  planes  which  were 
capable  of  much  higher  speeds,  smaller  wing  surfaces,  and  a  con- 
sequently increased  loading  per  square  foot  of  wing  surface,  it  be- 
came necessary  to  cover  them  with  a  material  having  a  high  strength 
and  a  low  weight. 

3  It  was  generally  known  that  flax  spun  into  yams  and  subse- 
quently woven  into  fabrics  produced  a  very  tough  material  having 
little  stretch  and  the  property  of  withstanding  shocks  with  very 
little  permanent  set. 

Preaented  at  the  Annual  Meeting,   December   1918,  of   The  American 
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4  Accordingly,  unbleached  linen  fabric  was  used  to  cover  the 
wings  of  planes  and  found  to  be  very  satisfactory.  The  structure  of 
the  linen  fabric  is  that  of  an  ordinary  fine  linen  sheeting.  No  at- 
tempts had  been  made  to  study  the  requirements  of  the  covering 
material  or  to  design  a  fabric  meeting  those  requirements  which 
might  possibly  be  lighter  and  more  resistant  than  the  linen  fabrics. 

5  During  the  present  crisis  it  became  evident  that  the  avail- 
able supply  of  linen  would  not  suffice  the  demands  of  the  military 
programs  of  the  countries  at  war,  and  it  became  necessary  to  find 
materials  which  could  be  used  in  place  of  the  satisfactory  linen. 

6  As  early  as  January  1916  the  Bureau  started  investigating 
the  possibilities  of  substituting  cotton  for  linen  airplane  fabrics,  and 
found  that  the  general  consensus  of  opinion  among  airplane  manu- 
facturers and  investigators  here. and  abroad  was  that  the  use  of 
cotton  fabric  for  wing  coverings  was  out  of  the  question,  as  many 
experiments  had  already  been  made  to  substantiate  these  opinions. 

7  However,  we  were  certain  that  not  all  the  possibilities  of  struc- 
ture of  fabric  had  been  considered,  and  we  began  an  investigation  to 
study  the  stresses  in  a  fabric  on  a  plane  and  to  thoroughly  determine 
by  actual  measurement  the  properties  of  the  linen  fabric  and  to  in- 
corporate the  desirable  properties  of  the  linen  in  a  cotton  fabric 
suited  for  the  purpose. 

8  The  difficulties  experienced  in  the  experiments  on  cotton 
fabrics  previous  to  the  time  of  our  investigations  were:  (a)  low 
strength  per  unit  of  weight;  (&)  low  tearing  resistance;  (c)  little 
shrinkage  upon  application  of  dope;  (d)  little  tendency  to  retain  what 
little  shrinkage  they  had  after  doping. 

9  It  was  not  until  March  18, 1917,  that  we  were  in  a  position  to 
issue  instructions  covering  the  construction  of  cotton  fabrics  for  the 
experimental  fabrics  which  proved  to  be  quite  successfuL  These 
instructions  were  sent  to  the  various  fine-goods  cotton  mills  and  were 
supplemented  by  visits  of  our  textile  experts  to  the  mills. 

10  At  the  mills  our  textile  men  sat  down  with  the  practical  men 
and  evolved  the  present  cotton  airplane  fabrics.  At  this  point  I 
wish  to  mention  the  name  of  Mr.  Ricketson,  agent  of  the  Ponemah 
Mills,  as  he  did  much  to  make  cotton  fabrics  a  success. 

11  The  first  fabrics  of  this  series  were  received  at  the  Bureau  on 
or  about  the  first  of  April  1917,  and  as  the  series  progressed  we 
suggested  changes,  and  during  the  early  part  of  May  1917  a  fabric 
had  successfully  passed  our  laboratory  standards.  The  next  im- 
portant problem  was  to  determine  the  actual  performance  of  these 
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fabrics.  To  this  end  samples  were  placed  on  Army  planes  at  Langley 
Field  and  Navy  planes  at  Pensacola  during  August  1917.  Similar 
fabrics  were  later  sent  by  the  Signal  Corps  to  the  Canadian  Aero- 
plane Company,  of  Toronto,  Canada,  and  they  were  placed  on  planes 
the  middle  of  October  1917. 

12  The  results  of  the  service  tests  demonstrated  that  the  fabrics 
were  satisfactory  and  that  service  results  could  be  reliably  pre- 
dicted in  the  laboratory.  In  view  of  this  we  felt  justified  in  modify- 
ing the  structure  of  these  fabrics,  ai^d  in  cooperation  with  Mr.  R.  L. 
Kingston,  then  with  the  Curtiss  Aeroplane  Company,  and  with  Mr. 
A.  R.  Pierce,  of  the  Pierce  Manufacturing  Company,  the  present 
Grade  A  cotton  fabric  was  evolved. 

13  It  was  not  until  August  that  the  military  authorities  were 
becoming  concerned  with  the  scarcity  of  linen,  and  on  or  about  the 
23d  of  August  the  Joint  Army  and  Navy  Aircraft  Board  called  the 
Bureau  into  a  conference  regarding  cotton  fabrics  for  airplanes,  and 
we  were  able  to  say  with  a  great  degree  of  certainty  that  we  had  a 
fabric  ready  for  their  needs. 

14  On  August  24,  1917,  a  conference  held  between  the  military 
authorities  and  representatives  of  the  Bureau  resulted  in  the  Signal 
Corps  Equipment  Division  orderibfg  that  the  Bureau  of  Standards 
supply  the  necessary  specifications  covering  the  purchase  of  500,000 
yd.  of  airplane  cotton  fabric.  The  specifications  were  transmitted  by 
the  Bureau  of  Standards  on  September  5,  1917,  covering  the  fabrics 
now  known  as  Grade  A  and  Grade  B  as  used  by  the  Signal  Corps 
and  Navy.  A  few  days  later  the  Bureau  supplied  the  necessary  in- 
formation regarding  the  apparatus  and  methods  of  testing  and 
inspection. 

15  The  Department  of  Agriculture  was  invited  by  this  Bureau 
to  assist  in  further  development,  and  the  experiments  were  started 
during  September  1917,  but  because  of  some  unfortunate  circum- 
stance we  were  unable  to  keep  in  touch  with  the  work.  During 
April  1918  the  Signal  Corps  submitted  samples  which  we  under- 
stood to  be  the  result  of  these  investigations.  They  dealt  with  the 
use  of  the  various  cottons  and  the  experiments  were  very  valuable. 

16  Recently  the  standard  fabrics  were  submitted  to  the  English 
airplane  authorities  and  their  comments  were  to  the  effect  that  the 
results  of  their  tests  were  astonishingly  successful.  Since  that  time 
the  English  have  adopted  the  standard  Grade  A  fabric. 

17  At  the  time  we  were  making  our  field  tests  at  Langley,  the 
Italian  Aviation  Mission  was  there.    One  of  their  planes  was  covered 
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with  a  cotton  fabric  which  they  had  used  successfully  on  the  battle 
front,  and  the  members  of  that  Mission  offered  the  opinion  that  our 
fabrics  were  better  than  their  own  successful  fabric.  It  is  a  peculiar 
thing  that  upon  analysis  this  fabric  differed  but  slightly  from  our 
own  as  far  as  thread  count  and  yam  number  were  concerned.  ,  Here 
were  two  people  working  on  the  same  problems,  on  opposite  sides  of 
the  water  and  having  no  information  regarding  each  other's  work, 
and  the  results  were  practically  the  same. 

18  It  is  necessary  to  determine  the  requirements  which  a  ma- 
terial must  satisfy,  together  with  the  properties  of  the  material  being 
substituted,  before  suitable  substitutes  can  be  found. 

19  This  discussion  treats  of  the  methods  of  determining  the 
properties  of  textile  materials  from  which  may  be  determined  their 
compliance  with  the  requirements  of  airplane  wing  coverings. 

BfETHOD  OF  COVERING  AIRPLANE  WINGS 

20  It  is  thought  advisable  to  ctiscuss  briefly  the  method  of 
covering  airplane  wings  in  order  that  one  may  follow  the  discussion 
with  more  interest.  The  frame  of  an  airplane  wing  is  covered  with  a 
fabric  according  to  one  of  the  following  methods:  The  fabric  is 
sewed  into  a  piece  which  is  wide  enough  to  cover,  and  is  folded  com- 
pletely over  and  imder,  the  wing  frame.  It  is  then  tacked  on  the 
three  open  sides  after  being  stretched  just  enough  to  take  out  the 
wrinkles.  The  raw  edges  of  the  fabric  are  then  sewed  together  and 
the  tacks  removed.  The  other  method  consists  in  making  of  a 
pocket  of  fabric  and  slipping  it  over  the  frame.  The  open  end  is 
then  tacked  and  sewed  the  same  as  in  the  previous  case.  The  sys- 
tem of  threads  in  the  fabric  may  have  the  following  two  relations  to 
the  major  and  minor  axes  of  the  wing:  The  warp  running  from  the 
''leading  in"  edge  to  the  ''trailing"  edge,  or  parallel  to  the  short  or 
minor  axis  of  the  wing;  or  it  may  be  put  on  such  that  the  warp  is 
at  45  deg.  to  the  axis  of  the  wing.  The  fabric  is  laced  to  the  wing  ribs 
at  intervals  of  about  six  inches.  After  the  fabric  is  on  the  frame,  it  is 
treated  by  means  of  a  brush  with  a  solution  of  cellulose  acetate  or 
nitrate  with  suitable  stabiUzers,  etc.,  which  is  termed  "dope."  The 
dope  has  the  property  of  producing  a  tight  drumhead-like  wing 
covering,  which  is  often  attributed  to  the  shrinking  of  the  fabric. 
It  also  serves  to  fill  in  the  interstices  of  the  fabric,  making  a  surface 
which  has  a  coefficient  of  friction  to  air  approximately  equal  to  that 
of  plate  glass.  The  doped  wing  fabric  may  be  considered  as  a 
rectangular  membrane  fixed  at  two  sides  and  supported  on  the  other 
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two  sides  by  the  ribs  of  the  frame,  and  that  the  wing  is  composed 
of  many  of  these  sections. 

DETERBilNATIONS  OF  THB  PBOPBBTIES  OF  UNDOPBD  FABRICS 

21  Moisture.  The  fact  that  all  fibers,  either  animal  or  vege- 
table, absorb  moisture  in  varying  amounts  is  very  well  known.  The 
effect  of  the  moisture  absorbed  is  little  considered  other  than  it 
affects  the  weight  determinations. 

22  For  the  purposes  of  this  paper  it  is  sufficient  to  know  that 
the  physical  properties  change  in  value  with  a  change  in  the  moisture 
content  of  the  specimen,  and  that  the  changes  of  the  properties  of 
the  various  vegetable  fibers  are  very  much  of  the  same  order. 

23  In  view  of  this,  it  is  necessary  to  either  fix  the  moisture 
content  of  the  materials  being  tested,  or  to  expose  them  to  a  constant 
and  known  atmosphere.  The  ability  of  a  material  to  absorb  mois* 
ture  is  a  distinct  property  of  that  material,  and  any  method  which 
fixes  the  moisture  content  does  not  allow  of  the  accinrate  determina- 
tion of  the  properties. 

24  The  moisture  content  of  the  test  specimens  is  that  absorbed 
by  the  material  when  exposed  to  an  atmosphere  of  65  per  cent  rela- 
tive humidity  at  21  deg.  cent,  until  the  moisture  of  the  sample  is  in 
equilibrium  with  that  of  the  atmosphere.  This  condition  of  atmo- 
sphere will  be  considered  in  this  paper  as  a  standard  for  the  accurate 
determinations  of  the  properties  of  textile  materials.  The  amoimt 
of  moisture  is  found  by  drying  the  sample  to  a  constant  weight  in  a 
ventilated  drying  oven  maintained  at  a  temperature  of  110  deg. 
cent.,  and  expressing  the  difference  in  weight  from  the  conditioned 
weight  in  terms  of  the  bone-dry  weight.  This  is  commonly  termed 
"regain." 

25  Weight.  Pieces  of  4  sq.  in.  are  cut  from  various  parts  of  the 
sample  and  weighed  after  exposure  to  the  standard  atmosphere,  and 
the  results  expressed  in  terms  of  weight  per  unit  of  area.  The  com- 
mercial method  of  determining  the  weight  per  imit  of  area  involves 
the  measuring  and  weighing  of  an  entire  roll.  A  casual  consideration 
of  the  two  methods  would  lead  to  the  conclusion  that  the  latter 
procedure  would  give  the  more  satisfactory  result.  However,  the 
tension  during  measuring  is  not  a  constant  or  known  amount.  The 
variation  in  tension  introduces  an  error,  and  the  weights  determined 
by  this  method  usually  run  lighter  than  those  determined  from  the 
small  samples. 

26  Length  of  Yam.    The  length  of  a  yam  is  considered  to  be 
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that  length  when  the  yam  is  straight  and  under  no  tension.  The 
yam  is  stressed  in  tension  by  equal  increments  of  load  and  the 
stretch  readings  are  taken  at  any  particular  load  when  the  increments 
of  eloi^tion  per  unit  of  time  are  small.  The  stretch  is  plotted 
against  the  load.  It  has  been  found  that  after  the  fibers  and  the 
yam  have  adjusted  themselves  the  load-stretch  curve  follows  a 
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Btrai^t  line.  The  straight-line  portion  of  the  curve  is  extended  to 
intersect  the  zero-load  codrdinate,  and  this  length  taken  to  be  the 
length  of  the  yarn  when  straight  and  under  no  tension.  The  ap- 
paratus is  shown  in  Fig.  1.  The  yam  A  is  clamped  at  one  end  ta  the 
clamp  B.  The  other  end  supports  the  weight  pan  C.  The  yam  is 
prevented  from  untwisting  by  the  cross-arm  D.  The  clip  O  is  an 
index  mark  to  read  the  changes  in  length  on  the  scale  F. 
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27  Crimp.  The  crimp  of  a  yam  is  the  iocreased  length  of  the 
yam  taken  from  the  fabric  over  the  length  of  the  fabric.  The 
difference  is  caused  by  the  interlacings  of  the  yams.  This  length  of 
the  yam  r^noved  from  the  fabric  is  determined  in  the  manner  out- 
lined above. 

2S  Yam  Count.  The  yam  count  is  a  term  used  to  designate 
the  size  of  the  yam  and  is  expreeaed  in  terms  of  length  per  unit  of 
weight.  For  instance,  a  No.  1  cotton  yam  has  S40  yd.  to  1  lb.  It 
may  be  considered  as  a  very  approximate  index  to  the  diameter  of 
the  yam. 


Fro.  3    Inclination-Baunce  Machine  for  TEBTDta  Tenbibiutt 
Propertieb  op  Textile  Matekulb 

29  Thread  Count.  The  thread  count  is  the  number  of  yams 
per  inch  of  width  of  the  fabric,  and  its  determination  needs  no  dis- 
cussion. 

30  Twist  of  the  Yta-ns.  This  term  is  perfectly  obvious  and  needs 
no  discussion.  It  is  determined  by  counting  the  turns  necessary  to 
imtwist  the  yam,  and  the  result  is  expressed  in  terms  of  twist  per 
unit  of  length  of  the  yam  before  untwisting. 

31  Tensibility  Properties.  The  tensibihty  .properties  of  a  tex- 
tile material  may  be  defined  as  thi  behavior  of  the  material  when 
subjected  to  tensile  stresses  acting  parallel  to  and  at  the  center 
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plane  or  line;  of  the  material.  These  may  be  divided  into  the  follow- 
ing: (a)  load-dtretch  relations;  (b)  tensile  strength;  (c)  restitution 
and  hysteresis. 

32  The  tensibility  properties  are  determined  in  a  testing  ma- 
chine of  the  inclination-balance  t3rpe  arranged  to  plot  autographically 
the  stretch  against  the  load.  A  diagrammatic  sketch  of  the  appar- 
atus is  shown  in  Fig.  2.  The  inclination  balance  is  represented  by 
the  pendulum  arm  Ai  and  the  sector  arm  At  which  are  rigidly  con- 
nected and  pivoted  at  the  point  B.  The  principle  is  one  of  balanced 
moments  and  its  theory  needs  no  discussion.  The  load  applied  at  D 
is  read  on  the  scale  C.  The  fabric  clamp  E,  which  may  be  termed  a 
pulling  clamp;  is  operated  up  or  down  at  will  by  hydraulic  pressure 
acting  on  the  bottom  or  the  top  of  the  piston  0  confined  in  the  cylin- 
der F.  The  motion  of  the  balance  arm  revolves  the  drum  K  by 
means  of  the  thin,  narrow  brass  ribbon  N.  The  motion  of  the  pull- 
ing clamp  moves  the  pen  L  along  the  vertical  axis  of  the  drum  by 
the  ribbon  M  and  the  magnifying  pulley  H,  The  pen  is  arranged  to 
make  a  dot  every  second. 

33  Thin,  flat  ribbons  of  metal  are  used  to  reduce  to  a  nninimiim 
the  bending  constraint  and  the  friction  of  the  motion-transmitting 
parts.  The  drum  is  set  up  in  cone  ball  bearings,  and  by  reason  of  this, 
together  with  its  lightness  and  frictionless  pen,  the  error  in  the  read- 
ing of  the  weight  is  reduced  to  a  negligible  quantity.  The  pen-moving 
device  need  not  be  so  delicately  designed,  as  there  is  available  ample 
power  to  operate,  and  the  forces  necessary  to  operate  it  have  no 
effect  on  the  readings,  only  in  so  far  as  they  may  produce  hysteresis 
and  backlash  effects  in  the  system. 

34  The  ribbon  N  is  attached  to  the  arm  Ai  at  a  considerable 
distance  from  the  pivot  point  B  and  the  arm  itself  is  operated  through 
a  very  small  angle.  These  simplify  the  spacing  of  the  load  coordi- 
nates on  the  chart,  as  they  are  equidistant  along  a  horizontal  line 
which  is  cut  by  the  arm  Ai.  It  is  obvious  that  there  must  be  a 
correction  made  for  the  motion  of  the  clamp  D.  This  correction 
is  made  by  placing  a  comparatively  rigid  body  such  as  a  piece  of 
steel  in  the  clamps  of  the  testing  machine  and  moving  down  the 
lower  clamp.  The  pen  then  traces  the  correction.  During  this 
operation  the  weight  co5rdinates  are  marked  off  on  the  chart. 

35  To  test  the  apparatus  for  backlash  and  hysteresis  the  direc- 
tion of  the  piston  is  reversed  and  the  pen  allowed  to  trace  the  motion 
of  the  top  clamp.  If  there  is  lio  backlash,  the  two  lines,  up  and 
down,  wUl  coincide  with  each  other     The  effect  of  backlash  and 
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hysteresis  in  the  recording  apparatus  is  very  important  in  the  deter- 
mination of  the  restitution  and  hysteresis  properties  of  the  material 
being  tested.  It  was  found  that  the  apparatus  used  was  practically 
free  from  such  effects.  The  calibration  of  the  chart  for  stretch  is 
made  by  allowing  the  top  damp  D  to  remain  stationary  and  moving 
the  clamp  E  a  definite  distance,  noting  the  motion  of  the  pen.  This 
type  of  testing  apparatus  gives  fairly  accurate  results  if  operated  at 
slow  speeds,  as  the  inertia  effects  of  the  pendulum  arm  are  very 
pronounced  at  the  higher  speeds  of  operation. 

36  The  tensibility  properties  are  determined  in  the  following 
manner,  which,  it  will  be  noticed,  is  a  deviation  from  the  usual 
method:  Samples  of  fabric  are  cut  3  cm.  wide  by  25  cm.  long. 
These  are  raveled  to  2.5  cm.  wide  and  allowed  to  condition.  They 
are  then  placed  in  the  clamps  of  the  testing  machine  with  20  cm. 
between  clamps  and  stressed  by  reason  of  their  being  stretched  at 
the  rate  of  13  cm.  per  min. 

37  The  inclination-balance  type  of  testing  machine  is  calibrated 
under  static  conditions  and  operated  when  dynamics  introduce  a 
considerable  error.  Obviously  the  inertia  effect  of  the  pendulum 
arm  varies  with  the  t3rpe  of  the  material  being  tested.  It  is  neces- 
sary in  investigational  work  to  correct  for  this  error,  or  to  operate 
the  machine  at  such  a  slow  speed  that  the  errors  arising  will  be  neg- 
ligible. 

38  The  tensile  strength  and  load-stretch  relations  are  taken 
directly  from  the  chart.  The  hysteresis  and  restitution  properties 
are  determined  by  stressing  the  fabric  specimen  to  a  certain  load, 
and  reUeving  the  stress  in  the  same  manner  as  applying  it.  This 
may  be  repeated  a  number  of  times  and  the  results  taken  as  an 
index  of  the  fatigue  properties  of  the  material. 

39  Tearing  Resistance,  Tensibility  Method.  For  this  particular 
purpose  the  tearing  resistance  is  determined  in  the  following  manner, 
which  is  a  slight  modification  of  the  English  method. 

40  Specimens  25  cm.  wide  and  36  cm.  long  are  clamped  in  the 
testing  machine  with  30  cm.  between  clamps.  SUts  are  cut  at  the 
center  and  perpendicular  to  the  line  of  pull,  and  the  fabric  is  then 
stressed  at  the  rate  of  13  cm.  per  min.  and  the  maTdmum  load  trans- 
mitted recorded.  The  length  of  the  slit  is  plotted  against  the  load 
recorded. 

41  The  maximum  length  of  slit  which  may  be  used  with  this 
size  of  sample  is  determined  by  the  proximity  of  the  zone  of  stress 
about  the  tearing  point  to  the  edge  of  the  sample.    The  area  of  this 


518 


PROPERTIES  OF  AIRPLANE   FABRICS 


zone  is  easily  determined  by  drawing  a  series  of  lines  parallel  and 
perpendicular  to  the  line  of  pull.  These  lines  will  be  distorted  in  the 
zone  of  stress. 

42  Resistance  to  Uniformly  Distribvied  Pressure.  The  material 
is  clamped  over  a  rectangular  container  and  subjected  to  air  pressure. 
The  apparatus  is  shown  diagrammaticaUy  in  Fig.  3. 

43  The  deflection  of  the  center  point  of  the  fabric  is  plotted 
against  the  unit  pressure  under  the  fabric  by  means  of  an  ordinary 
steam  indicator.    The  shape  of  the  deflected  surface  is  determined 
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by  measuring  the  vertical  displacement  of  a  series  of  rods  placed  at> 
various  points  over  the  surface  and  free  to  move  only  in  the  vertical 
plane. 

44  The  rate  of  flow  of  air  into  the  chamber  under  the  fabric  is 
very  slow  and  is  regulated  by  passing  the  air  which  is  under  a  pres- 
sure of  10  kg.  per  sq.  cm.  through  110  cm.  of  1-mm.  tubing.  A  sheet 
of  rubber  dam  is  placed  under  the  fabric  to  prevent  air  leakage.  Con- 
sidering these  precautions,  it  is  reasonable  to  assume  that  there  is  a 
very  uniform  distribution  of  pressure  under  the  fabric.  As  there  is 
practically  a  zero  rate  of  flow  of  air  into  the  indicator^  it  is  reasonable 
to  assume  .that  there  is  no  pressure  drop  in  the  connecting  line. 
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45  In  the  surface  formed  by  plotting  the  load-stretch  and  time 
relations  of  a  fabric,  there  is  a  region  where  a  change  in  the  rate  of 
load  application  produces  only  a  slight  change  in  the  tensibility 
properties  of  the  material.  The  rate  of  load  application  in  this 
apparatus  is  adjusted  by  the  definition  of  the  pressure  and  dimen- 
sions of  the  capillary  tube  in  such  a  manner  that  the  variations  in 
the  load  applications  produce  only  a  very  slight  difference  in  the 
recorded  tensibility  properties  of  the  material. 

46  Bursting-Tear  Test.  The  procedure  is  similar  to  that  fol- 
lowed in  the  determination  of  the  resistance  to  uniformly  distrib- 
uted pressure,  excepting  that  slits  are  cut  in  the  fabric  at  various 
pointQ  and  the  pressure  necessary  to  start  the  tear  is  recorded  to- 
gether with  the  deflection  at  the  time  of  tear. 

DBTERMINATIONS  OF  PROPERTIES  OF  DOPED  FABRICS 

47  Preparation  of  Samples.  The  fabrics  were  stretched  and 
tacked  on  frames  under  a  tension  of  80  gr.  per  cm.  of  width  and 
doped  in  a  room  maintained  at  approximately  65  per  cent  relative 
humidity  at  21  deg.  cent.  The  frames  were  30  cm.  by  30  cm.  (inside 
dimensions)  for  the  preparation  of  specimens  for  the  determination 
of  tensibility  properties  and  18  cm.  X  61  cm.  for  the  determination 
of  resistance  to  pressure.  The  properties  of  doped  fabrics  were  de- 
termined in  the  same  maimer  as  those  of  the  undoped  fabric,  with 
the  exception  that  the  tensibility  specimens  were  cut  to  2.5  cm.  width 
parallel  to  the  line  of  threads. 

48  Properties  of  Dope  Films.  Films  of  dope  were  made  by 
painting  the  dope  on  glass  plates  and  the  films  were  subsequently 
peeled  off  and  determinations  made  of  tensibility  and  resistance  to 
pressure. 

49  Exposure  Tests.  The  fabrics  after  tacking  on  frames  and 
doping  were  placed  on  the  roof  and  determinations  made  periodically 
of  their  physical  properties. 

VALUE  OP  TESTS 

50  The  determinations  of  weight,  yam  size,  crimp,  thread 
count  and  twist  are  made  primarily  to  explain  difference  in  proper- 
ties, and  more  particularly  to  interpret  properties  in  terms  which 
readily  adapt  themselves  to  manufacturers'  conditions.  The  effect 
of  these  values  on  properties  will  be  indicated  to  give  the  reader  a 
general  conception  of  these  effects. 

51  The  question  of  identification  of  fiber  has  not  been  discussed, 
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but  the  effect  of  the  different  grades  of  fibers  is  noticeable  when 
passing  from  one  distinct  staple  to  another.  Up  to  the  present 
time  there  have  been  no  satisfactory  methods  of  grading  cotton  other 
than  those  which  depend  ahnost  entirely  upon  the  judgment  of  the 
particular  person.  The  choice  of  fiber  should  be  left,  within  reason- 
able limits,  to  the  manufacturer,  for  the  manufacture  of  textiles  to 
have  definite  properties  is  not  a  mathematically  calculable  process, 
and  the  laboratory  can  only  hope  to  determine  and  indicate  in  a 
general  way  the  effect  of  the  many  variables. 

52  The  relations  between  yam  number,  twist,  threads  per  inch, 
weight,  and  weave  are  apparently  those  which  explain  the  differences 
in  the  physical  properties  of  the  several  fabrics,  and  further  se^e  as 
the  most  valuable  maimer  of  designation  of  the  fabrics. 

53  The  ability  of  a  fabric  to  ''take  the  dope"  is  influenced 
almost  entirely  by  the  relations  between  yam  number,  twist,  threads 
per  inch,  weight  and  weave,  and  they  are  practically  the  only  measure 
of  such  a  property.  The  functions  of  the  dope  are  to  produce  a 
reasonably  tight  covering,  to  protect  the  fibers  from  the  influence  of 
the  atmospheric  conditions  and  to  produce  a  windtight  surface. 
In  order  to  perform  these  functions  most  advantageously  it  is  neces- 
sary that  one  or  two  coats  of  dope  penetrate  the  fabric  enough  to 
thoroughly  protect  the  fibers  and  to  serve  as  a  necessary  bond  for 
the  subsequent  coats,  which  should  be  more  of  the  nature  of  a  surface 
coating.  It  has  been  thought  that  a  yam  made  absorbent  by  chemi- 
cal treatment  is  more  desirable,  but  when  it  is  considered  that  such 
an  extreme  penetration  of  the  dope  will  produce  a  brittle  fabric,  the 
value  of  such  a  treatment  is  practically  nothing. 

54  Provided  a  yam  may  be  made  which  has  little  hysteresis 
effect,  it  is  only  necessary  that  a  thin  film  of  dope  surround  the  yam. 
This  condition  is  attained  only  at  the  expense  of  overtwisting,  and  its 
object  is  therefore  defeated  by  a  subsequent  loss  of  strength  of  the 
fabric.  From  this  it  is  readily  seen  that  the  dope  serves  a  secondary 
purpose  of  supplying  an  additional  bond  between  the  fibers.  The 
most  advantageous  condition  of  dope  penetration  into  the  3ram  is 
obtained  by  twist  regulation. 

55  Crimpi  The  crimp  of  the  yam  is  the  largest  detennining 
factor  of  the  load-stretch  relations  of  a  fabric,  particularly  at  the 
lower  loads  or  under  conditions  of  normal  flight.  This  will  be  dis- 
cussed under  tensibility  properties. 

56  TensMlUy  Properties.  The  value  of  tensile  strength  as  a 
measure  of  the  quality  of  an  ordinary  textile  material  has  long  been 
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realized,  and  it  was  largely  the  fact  that  this  value  was  solely  con- 
sideredy  which  misled  investigators  of  cotton  airplane  fabrics. 

57  An  airplane  wing  covering,  for  purposes  of  this  discussion, 
may  be  considered  as  a  flat,  rectangular  sheet  supported  on  four  sides 
and  subjected  to  pressure  which  may  be  considered  as  uniformly 
distributed  over  an  area  defined  by  the  width  of  the  i:ib  spacing  in 
one  direction  and  relatively  small  distance  in  the  other  direction. 
The  stress  in  the  material  of  the  section  being  considered  is  a  function 
of  the  reciprocal  of  the  racfius  of  curvature  plus  a  factor  involving 
what  is  usually  termed  as  an  axial  tension  load.  The  curvature  at 
any  given  pressure  is  determined  by  the  load-stretch  relations  of  the 
matcdaly  and  although  the  load-stretch  diagram  does  not  consider 
the  effect  of  axial  loading,  it  does  serve  as  a  very  valuable  index  to 
relative  factors  of  safety  of  the  various  materials.  The  wing  cover- 
ing must  be  airtight  in  order  that  the  pressure  may  not  build  up  on 
one  fabric  alone  and  that  flight  efficiencies  may  not  be  lowered.  The 
material  will  remain  windtight  so  long  as  the  dope  film  is  not  rup- 
tured or  deteriorated. 

58  The  life  of  a  fabric  may  be  considered  to  be  dependent  upon 
the  life  of  the  dope.  The  dope  may  be  caused  to  become  deteriorated 
either  by  repeatedly  exceeding  its  elastic  limit  or  by  exposing  it  to 
deteriorating  rays  of  Ught.  The  latter  condition  may  be  reduced  to 
a  minimum  by  coating  the  material  with  pigmented  varnish  or  dope 
which  is  opaque  to  the  deteriorating  portion  of  the  spectrum.  (This 
development  may  be  attributed  to  an  English  investigator.) 

59  The  shape  of  the  tensibility  curves  of  the  doped  fabric 
serves  as  a  valuable  index  as  to  whether  the  elastic  limit  of  the  dope 
will  become  exceeded  under  conditions  of  flight. 

60  The  ability  of  a  fabric  to  shrink  depends  largely  upon  its 
load-stretch  relations.  The  term  shrinkage  has  been  appUed  to  refer 
to  fabric  tautness  and  leads  to  confusion  as  to  the  nature  of  the 
tightening.  It  has  been  observed  that  the  fabrics  having  the  least 
stretch  at  the  low  loads  are  tightest  after  doping,  and  that  a  plain- 
weave  fabric  is  tighter  than  a  fabric  woven  with  fewer  intersections 
and  having  less  stretch.  The  fabric  tautness  is  dependent  largely 
upon  the  support  which  the  fabric  lends  to  the  dope  and  the  com- 
pleteness with  which  the  dope  binds  the  yams  together  in  their 
crimped  condition,  and  is  dependent  only  slightly  on  film  shrink- 
age. 

61  The  necessity  of  fabric  tautne^  is  believed  to  be  largely 
dependent  upon  the  psychology  of  the  flyer,  but,  with  the  present 
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dopes,  fabric  tightness  is  almost  synonymous  with  life  of  the  dope  or 
fabric. 

62  It  is  believed  that  the  fatigue  properties  of  a  fabric  may  be 
related  rather  definitely  to  the  shape  and  area  of  the  hysteresifl  loop. 
Although  this  phase  of  the  invest^rion  is  not  entirely  complete, 
the  area  of  tjie  hysteresis  loop  has  been  used  to  predict  the  fatigue 
properties  of  the  materials  with  a  large  d^p-ee  of  success. 

63  The  relative  recoverable  stretch  of  an  airplane  wing  covering 
is  quite  readily  indicated  from  an  examination  of  the  hysteresis  loope 
of  the  load-stretch  diagrams.  It  was  not  intended  to  convey  the 
idea  that  all  degrees  of  wing-covering  looseness  were  equally  dear- 
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able,  and  in  the  absence  of  exact  data  on  the  effect  of  fabric  Ii 

on  lift  and  drift,  the  allowable  lack  of  recoverable  stretch  must  be 

left  to  the  judgment  of  the  investigator. 

64  The  effect  of  the  amplitude  of  the  vibrations  of  a  wing  cow- 
ing is,  after  a  few  flights,  determined  by  the  recoverable  stretch  of 
the  material,  and  here  again  this  phase  of  the  investigation  is  not 
complete  and  the  magnitude  of  this  property  must  be  Idt  to  Um 
judipnttit  of  the  investigator. 

06    Tear  Sssufanes,  TmBOnlity  Method.    This  method  of  deter- 
mimng  tear  noBtMiOB  faai  been  oonridered  less  applicable  to  wine* 
I  ^I|1m  of  the  load-streteb  ralationa  ia  not 
|^,far  the  biintiDff4ew  method. 
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The  method  may  be  used,  however,  in  cases  where  the  samples  are 
too  small  for  bursting  tear  and  where  such  apparatus  is  not  readily 
obtsinable. 

66  Resistance  to  Uniformly  Distributed  Pressure.  As  has  been 
already  pointed  out,  the  stresses  in  an  airplane-covering  material 
are  a  function  of  the  curvature  of  the  material  at  any  pressure.  It 
has  been  observed  that  the  tensibility  curve  obtuned  by  plotting 
calculated  surface  tension  against  stretch  of  the  material  during  the 
application  of  pressure  doee  not  agree  with  the  load-stretch  diagram. 


Lan^h,nimni«tar*. 
Fia.  5    Criup  or  an  Unwoven  Yarn  of  Coabbe  and  Multiple 

Stbdctorb 

The  difference  is  probably  due  to  the  initial  t^tress  in  the  doped 
fabric  and  to  the  fact  that  the  end  and  aide  effects  of  the  tension 
strips  are  not  present  in  the  pressure  test. 

67  The  test  does  not  include  the  effect  of  tensions  such  as  would 
result  from  wii^  deflections,  but  does  serve  as  a  more  valuable  index 
to  factors  of  safety  than  the  conventional  tensile  teat.  From  the 
pressure-deflection  curves  it  is  easier  to  visuab'ze  the  relative  effect  of 
wing  deflection.  The  true  conditions  of  fl^ht  are  not  duplicated, 
but  the  effects  of  the  two  systems  of  yams  are  int^rated  and  the 
results  are  less  deceptive  than  those  obtained  from  t«afflle  tests. 
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68  Bwsling-Tear  Test.  This  test,  like  the  burating  test,  ia  a 
much  better  index  to  relative  factors  of  safety  than  tensioD-tear 
tests.  Questions  of  fabric  reinforcement  and  balance  of  fabric  are 
readily  solved  by  a  careful  interpretation  of  the  result?  obtained 
Erom  Buch  a  test. 

BESUUrB   OF  TESTS 

69  It  is  propo^  to  ^ve  typical  examples  of  tests  performed  on 
satisfactd^  and  unsati^actory  fabrica  in  order  that  the  value  of  tbe 
tests  may  be  more  readily  realized. 


Pia.  S    Load-Stbktch  Rei^tions  or  Stakdabd  Ekcush  Qbadb  A 
AiRPuufE  Ldibn 

70  Length  of  Yam  and  Crimp.  A  typical  set  of  crimp  or  yam- 
length  readings  is  shown  in  Fig.  4.  It  will  be  noted  that  the  load- 
stretch  relations  follow  s  straight-line  ratio  after  a  particular  ten- 
sioQ  is  reached.  It  is  assumed  that  the  yam  has  adjusted  itsdf 
after  this  point  is  reached  and  that  if  it  were  not  crimped  tbe  relations 
would  exist  below  this  point. 

71  Fig.  5  shows  the  crimp  of  an  unwoven  yam  of  coarse  and 
multiple  stmcture.    Consequently  the  yam  and  fibers  are  in  more 
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or  less  of  a  crimped  condition,  as  is  showQ  by  the  lower  part  of  the 
curve. 

72  TeimbUUy  Propertiea.  The  load-stretch  relations  of  a  stand- 
ard English  Grade  A  airplane  Unen  are  shown  in  Fig.  6.  It  will 
be  noted  that  the  doped-fiUing  curve  is  practically  a  straight  line. 
The  doped-warp  curve  shows  a  distinct  yield  point,  aa  is  indicated  by 
the  reversal  of  the  curvature  of  the  diagram. 

73  Fig.  7  represents  the  load-stretch  relations  of  a  standard  A 
grade  cotton  fabric,  which  curve,  it  will  be  observed,  is  very  sdmilar 
to  that  of  the  linen  fabric. 


Fia.  7    Load-Stbetch  Relations  of  Stahdakd  A  Grass  Cotton 
Fabric 

74  The  load-stretcb  diagram  of  a  fabric  may  be  divided  into 
three  parts  according  to  the  preponderating  influences  in  these 
particular  portions:  (a)  crimp;  (6)  crimp  and  yam;  (c)  crimped* 
yam  characteristics.  Referring  to  the  warp  load-stretch  diagram  of 
the  cotton  fabric,  Fig.  7,  the  part  of  the  curve  extending  to  approxi- 
mately 3  kg.  is  influenced  almost  entirely  by  crimp;  the  curve  from 
3  to  10  kg.  by  yam  and  crimp;  the  curve  from  this  point  on  shows 
the  characteristics  of  the  yam  in  its  crimped  condition. 
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75  This  analysis  suggests  the  particular  part  of  the  manufac- 
turing process  which  should  be  varied  to  produce  the  desired  shape 
'  of  curve.  The  part  of  the  curve  below  10  kg.  may  be  varied  by 
changing  the  weave  structure,  stiSneas  of  the  yam,  and  more  par- 
ticularly tension,  on  the  yams  durii^  weaving.  The  sum  of  the 
respective  stretches  of  the  warp  and  filling  at  this  point  is  determined 
by  the  weave  structure,  and  the  relative  magnitudes  of  the  respective 
stretches  of  the  warp  and  filling  are  determined  by  loom  tensions. 


10 'S  UtMBRCEBIEED  FabBIC 


76  Fig.  8  represents  the  load-etretch  diagram  of  a  3/80's  un- 
mercerized  fabric  doped.  Both  the  warp  and  filling  show  a  dope 
yield  point  between  5  and  10  kg.,  as  is  represented  by  the  reversal  of 
the  curvature  of  the  diagram. 

77  The  same  construction  of  fabric  made  of  mercerised  yam 
is  represented  by  the  load-stretch  diagram,  F^.  9.  The  filling 
diagram  does  not  show  a  reversal  of  curvature  and  the  elastic  limit 
of  the  dope  will  not  be  exceeded  under  normal  conditions  of  flight. 
Service  tests  on  these  latter  two  fabrics  showed  that  the  unmercerized 
fabric  became  somewhat  mushy  after  a  short  period  while  the  mer- 
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cerised-jram  fabric  stood  up  very  well.  Similar  tests  on  fabrics  of 
various  load-stretcti  diagrantB  showed  that  the  fabrics  ^ose  dope- 
filling  load-stretch  diagrams  were  practically  straight  lines  stood  up 
exceptiooally  well. 

78  The  maintenance  of  the  strength  and  the  tautness  of  the 
cotton  fabrics  is  dependent  upon  the  completeness  with  which  the 
dope  protects  the  fabric  and  the  completeness  with  which  the  dope 
ia  protected  from  deteriorating  influences  such  as  light  and  weather. 


Fig.  ft    Load-Sthetch  Diaoeau  or  a  3/80'8  Mercbrued  Yarn 

79  The  dope  penetration  of  the  S/SO's  fabric,  70  squaie,  plain 
"^^reave,  is  excessive.  The  dope  penetration  of  the  2/60's  standard 
*"abric  is  slightly  more  than  that  of  the  standard  linen  fabric.  Ex- 
^^esaive  penetration  of  the  dope  reduces  the  tear  resistance  materi- 

^y.  If  the  standard  2/60's  fabric  is  woven  in  a  2  X  2  basket,  the 
v^pe  penetration  is  such  as  to  cause  an  extremely  low  tear  resist- 
ance. The  small  crimp  in  such  a  fabric  maked  it  dope  up  very 
tightly. 

80  Bursting  Teat.    The  curves,  Fig.  10,  represent  the  pressiu-e- 
<ieSection  properties  of  the  center  point  of  the  fabric  when  subjected 

to  air  pressure,  as  previously  described.    The  deflection  at  any  load 
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of  the  fabric  imdoped  is  larger  than  that  of  the  dope  film.  The 
deflectioQ  of  the  doped  fabric  is  less  than. the  deflection  of  eithn 
the  fabric  or  the  film.  This  further  substantiates  the  theory  that 
tautnesB  is  produced  by  the  dope  constraining  the  yams  in  their 
crimped  condition,  and  that  in  the  standard  fabrics  the  elastic  limit 
of  the  dope  is  not  exceeded.  It  will  be  observed  that  the  cotton 
fabric  is  capable  of  resisting  more  pressure  than  the  linen,  and  it  will 
have,  therefore,  a  higher  factor  of  safety.  The  fabric  tautness  is 
practically  the  same  as  that  of  the  linen. 


Fia.  10    DoFLEcnoN  of  Cxntiib  Point  of  Fabric  When  Svb- 
lECTBD  TO  Am  PBEBsmu 

81  Tear  Besietance.  From  an  examination  of  the  distortion  of 
the  lines  about  a  tear,  it  is  concluded  that  the  tear  resistance  is  a 
function  of  the  strength  of  the  individual  yams  and  the  numba 
being  stressed.  The  number  of  yams  being  stressed  is  dependant 
upon  the  load-stretch  relations  of  the  fabric  and  the  weave  structure. 
To  illustrate  the  effect  of  doping  and  weave  structure  on  the  tear 
resistance,  let  us  consider  two  fabrics:  (a)  Standard  2/60's  mercer- 
ised, 80  square,  plain  weave;  (b)  2/60's  mercerised  yam,  80  square. 
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2X2  basket.    The  tear  reBistance  of  the  2X2  basket  is  greater 
than  the  plam-weave  fabric  in  the  iindoped  condition. 

82  The  tear  resistance  of  the  2X2  basket  is  less  than  the  plain- 
weave  fabric  in  the  doped  condition.  The  addition  of  plastlcB  to 
the  dope  or  the  prevention  of  extreme  dope  penetration  in  the  2x2 
basket  will  increase  its  tear  resistance  very  materially.  The  reasons 
for  these  differences  in  tear  resistance  may  be  readily  concaved  from 
a  consideration  of  the  foregoii^  discussion. 


Fio.  11    Loai>-Stbktch  Duqram  of  Umdofbd  Sax  Fabric 

83  S^.  The  strength  per  unit  weight  of  the  silk  fabrics  has 
suggested  an  mteresting  study  of  its  adaptability  to  airplane  wing 
coverings.  Fig.  11  represents  the  load-stretch  diagram  of  an  un- 
doped  silk  fabric  made  from  a  Chinese  steam  filature  silk  and  is 
representative  of  all  silk  fabrics  made  from  what  may  be  termed  line 
silk.  The  ciu*ve  shows  a  radical  yield  point  and  excessive  stretch 
and  therefore  is  not  a  logical  airplane-wing  covering  material.  It 
also  indicates  extremely  inelastic  properties,  which  hysteresis  deter- 
iiunati<His  substantiate. 

84  The  silk  schappe  fabrics  do  not  indicate  a  yield  point,  but  do 
in  most  cases  have  excessive  stretch.    They  would,  however,  make 
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very  good  wing  coverings.  Doped  silk  fabrics  are  caused  to  become 
loose  upon  exposure  to  damp  weather,  and  in  many  cases  a  rot 
develops  on  the  inside  of  the  yam.  Both  of  these  objectionable 
features  will  probably  be  overcome  in  the  near  future. 

85  Further  experiments  are  being  conducted  to  determine  the 
properties  of  airplane  fabrics  which  have  to  do  with  the  calculation 
of  the  exact  performance  of  any  fabric  under  any  assumed  condition 
of  flight  which  will  include  the  effects  of  various  rib  spacings,  wing 
deflections,  vibrations,  and  the  effects  of  various  fabric  structures. 


DISCUSSION 

Wm.  T.  Magruder  (written).  It  is  requested  that  the  author 
add  to  his  interesting  paper  the  weights,  either  in  ounces  per  square 
yard  or  in  the  equivalent  metric  units,  of  the  linen  and  of  the  two 
cotton  fabrics  to  which  he  refers,  both  with  and  without  dope,  and 
their  tensile  strengths  per  inch  of  width  when  subjected  to  a  direct 
pull,  which  is  the  more  usual  way  of  testing  the  strength  of  fabrics. 

It  is  suggested  that  similar  tests  be  made  of  sheet-metal  fabrics, 
such  as  some  of  the  various  steels,  bronzes,  and  aluminum  alloys,  to 
determine  their  relative  weights  and  strengths  and  their  desirability 
for  this  use.  TJieir  stiffness,  resistance  to  being  torn,  ease  of  pro- 
tection from  rusting,  their  not  being  affected  by  the  sun  as  are  air- 
plane fabrics,  and  the  ease  and  cheapness  with  which  they  can  be  laid 
and  repaired  by  the  electric  welding  process,  are  worthy  of  consider- 
ation. 

P.  J.  Freeman  (written).  The  effect  of  dope  on  the  resistance 
to  tearing  seems  to  me  to  be  the  most  important  feature  in  connection 
with  the  testing  of  an  airplane  fabric.  That  is,  the  untreated  cloth 
and  the  dope  may  be  satisfactory,  yet  when  combined  the  cloth 
tears  readily.  Would  a  method  similar  to  tearing  a  strip  of  cloth 
about  1  in.  wide  from  a  large  sheet  of  doped  fabric  be  of  value? 

F.  J.  HoxiB  (written).  Soon  after  war  was  declared,  the  Warwick 
Mills  and  Wellington,  Sears  &  Co.,  their  sales  agents,  purchased  ap- 
paratus and  started  two  laboratories  for  the  study  of  balloon  and 
airplane  cloth.  The  best  of  foreign  yarns  and  cotton  was  imported. 
American  yarns  were  purchased  from  spinners  of  highest  repute  and 
experimental  yams  were  spun  at  their  own  spinning  mill.    Many  ex- 
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perimental  weaves  were  tried,  the  object  being  to  find  the  stroDgest 
cloth  with  the  least  possible  weight  and  at  the  same  time  with  greatest 
resistance  to  tearing.  It  is  not  necessary  to  go  into  the  details  of  this 
work,  but  a  few  of  the  more  important  fundamental  principles  inves- 
tigated upon  which  depends  the  manufacturing  of  a  strong,  light 
cloth  of  high  tearing  resistance,  and  doping  the  same  to  retain  these 
desirable  qualities,  are  of  interest. 

Fig.  12  is  a  micrograph  showing  a  section  across  the  filUng  and 
along  the  warp  of  the  cloth  now  in  use.  Fig.  13  similarly  shows  a 
section  of  a  cloth  commonly  known  to  weavers  as  a  3  X  3  basket 


\ 


Fia.  13    Enlarged  Sbctios  of  3  x  3  Basket-Weave  Clotf 


Pig,  14    Ewiahokd  Section  of  5  X  5  Basket-Weave  Clotf 

veave  and  Fig.  14  one  of  a  5  X  5  basket  weave.  In  order  to  make  it 
clear  to  those  unfamiliar  with  the  technicalities  of  weaving  how  these 
so-called  basket  cloths  arc  constructed,  the  5  X  5  basket  weave  is 
shown  in  Fig.  15  considerably  magnified. 

Airplane  cloth  is  an  unfamiliar  problem  to  weavers.  It  is  to  be 
used  as  a  structural  material  and  therefore  can  be  judged  most  logi- 
cally by  mechanical  principles  commonly  used  by  engineers  in  the 
design  of  bridges  and  other  structures.  So  considered,  it  is  to  be 
expected  that  the  straighter  the  tension  members  the  greater  the 
strength,  other  things  being  equal.  It  will  be  noted  that  as  the  num- 
ber of  threads  grouped  increases  the  straighter  they  are;  therefore, 
it  is  to  be  expected  that  the  strength  will  increase  with  the  number  of 
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threads  in  a  group  and  with  their  straightDeea.  When  tested  on  the 
bursting  machine,  as  described  by  Mr.  Walen,  usng  square  speci- 
mens 7  in.  on  the  side,  this  ratio  between  strength  and  straigbtnesa  is 
found  to  hold  very  exactly.  When  tests  are  made  on  long,  narrow 
strips  on  cloth-teating  machines  in  common  use  and  also  on  long, 
narrow  specimens  in  the  bursting  machine,  the  looseness  of  the  yam 
in  the  direction  opposite  to  the  stress  allows  it  to  become  nearly 
stmght  when  it  breaks,  however  crooked  it  is  in  the  cloth. 

The  curves  in  Fig.  16  show  the  actual  results  on  the  bursting  ma- 
chine with  specimens  7  in.  square.    The  actual  recorded  pressures 


Fio.  15  5x5  Basebt-Weavk  Cloth  Made  of  80*8  Three-Plt  Bleached  and 
Mercerized  Yarn  and  Woven  108  Threads  of  Warf  and  105  Threadb  op 
FiLUNO  TO  THE  Inch;  Weight,  5]  Oe.  fer  3q.  Yd. 

have  been  reduced  by  the  ratio  of  the  weights  of  the  cloth,  so  that  the 
results  will  be  directly  comparable  assumii^  that  the  strength  is  in 
direct  proportion  to  the  weight. 

The  resistance  to  tearing  shown  by  the  basket  weave  ia  twice  that 
of  the  plain  weave,  probably  from  two  or  more  causes:  first,  in  tearing 
more  threads  are  stressed  at  once;  second,  the  threads  not  beii^  bent 
at  such  sharp  angles  by  those  crossing  them,  are  freer  to  move  and 
can  therefore  slide  together,  still  further  increasing  the  number 
stressed.  It  is  also  probable  that  there  is  less  cutting  action  of  the 
threads  upon  those  crossing  them  after  the  maimer  commonly  em- 
ployed in  breaking  stout  string  with  the  fingers  by  causing  the  strii^ 
to  cut  Itself  in  two. 
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In  the  doping  the  utmost  care  must  be  used  to  r^u!ate  the  bond 
between  the  cotton  and  the  dope.  Thia  can  be  done  to  some  extent 
but  with  somewhat  eccentric  results  by  controlling  the  moiBtuie  and 
temperature  of  the  air  in  the  doping  room.  The  eccentricity  is  the 
result  of  the  varying  relative  humidity  at  the  surface  of  the  cloth 
caused  by  the  changing  of  the  temperature  of  the  cloth  by  the  evap- 
oration of  the  solvent.  We  have  found  that  this  control  is  best 
obtained  by  use  of  a  moderately  volatile  material  such  as  kerosene  on 
the  cloth  which  regularly  controls  the  penetration,  thus  m^ntaining 
the  h^  tear  resistance  of  the  undoped  cloth  and  also  very  much 
improvii^  and  regulating  its  tautneas.  The  action  of  this  material  in 
eonta)lling  the  penetration  of  the  dope  is  independent  of  the  absorp- 


B'ig.  16  Cusvss  Showmo  Rbiation  Bbtwien  Deflection  and  BoBSTDia 
Pbebsubb  or  Aibpiane  Cloth  in  Uac  at  Pbbbent  and  Baskei^Wovxn 
Cloth.    Spbcuixnb  7  In.  Sou  are 

Mve  qualities  of  the  yam,  showing  equally  good  results  on  unbleached 
~  Of  bleached  cotton. 

Tear  teste  were  made  on  a  horizontal  testing  machine  by  cutting 
tvhe  specimens  3  in.  wide  and  placing  them  in  3-in.  jaws  with  1  in.  of 
^loth  between  the  jaws  at  the  front  of  the  machine  and  3  in.  between 
tilieni  at  the  back.  With  thia  arrangement  a  force  of  10  lb.  was  re- 
quired to  tear  the  present  airplane  cloth.  A  force  of  15  lb.  was  re- 
quired to  tear  the  3X3  basket  cloth  and  25  lb.  to  tear  the  5X5 
V^asket  cloth.  When  the  5X5  basket  cloth  is  doped  in  an  atmosphere 
^f  30  per  cent  relative  humidity  without  controlling  medium  the  tear 
ia  reduced  to  10  lb.  and  that  of  a  plain  weave  in  about  the  same  pro- 
(kortion.  With  this  cloth  treated  to  prevent  excessive  absorption  of 
the  dope  the  tear  is  not  materially  reduced.  The  5X5  basket  cloth 
cncpeiimented  upon  is  about  30  per  cent  heavier  and  the  3X3  about 
25  per  cent  heavier  than  the  plain  airplane  cloth  at  present  in  use. 
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From  this  investigation  thus  far  it  is  concluded  that  the  5X5 
basket-weave  cloth  has  about  50  per  cent  higher  bursting  strength 
with  a  deflection  at  the  same  pressure  about  25  per  cent  less  and  100 
per  cent  higher  resistance  to  tearing  than  the  cloths  now  being  used, 
and  by  the  use  of  a  suitable  control  of  penetration,  or  dam,  as  it  has 
been  called,  the  tear  resistance  of  any  cloth  as  well  as  its  tautness,  can 
be  much  more  uniformly  regulated  than  is  the  case  with  present 
practice. 

Malcolm  D.  Whitman  wrote  briefly  concerning  the  pioneer 
work  of  the  William  Whitman  Co.,  Inc.,  in  the  substitution  of  cotton 
for  Unen  in  certain  materials.  They  began  their  experiments  long 
before  cotton  fabrics  were  generally  adopted  and  before  any  shortage 
of  linen  became  apparent,  and  felt  that  they  had  demonstrated  that 
aeroplane-wing  covering  material  as  reliable  as  linen  could  be  made 
from  cotton. 

The  Author.  In  regard  to  Professor  Magruder's  comment,  the 
following  table  compares  linen  with  cotton  in  the  doped  condition. 
Particular  attention  is  called  to  the  bursting  pressure  per  unit  of 
weight. 


Weight. 
0>.  per 
Sq.  Yd. 


Tensile  Strength, 
Lb.  per  Inch 


Warp         Filling 


Bursting 


p 

D 

16  2 

1.02 

18.8 

1.13 

24  6 

1.31 

Rip  Tear,  Lb. 


3.83 
3.82 
4.41 

Linen 
Cotton 
2/60  X  60/1 

P  s  pressure,  lb.  per  sq.  in.     D  =  deflection  in  inches  at  time  of  rupture. 

The  materials  other  than  fabric  have  been  very  satisfactorily 
studied  by  Mr.  A.  J.  Turner  of  the  Royal  Aircraft  Factory  of  England, 
and  the  results  were  decidedly  in  favor  of  fabric. 

One  of  the  primary  considerations  in  designing  an  airplane  cloth 
for  miUtary  purposes  was  the  necessity  of  keeping  the  weight  below 
4.5  oz.  per  sq.  yd.  A  5  X  5  basket  fabric  to  weigh  less  than  4.5 
oz.  was  found  to  be  entirely  impractical  from  a  manufacturer's  view- 
point, and  the  heavier  weights  were  out  of  the  question  for  military 
purposes. 
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The  work  of  Mr.  Hoxie  has  been  most  interesting,  and  the  theory 
of  the  basket  fabric  is  good.  Mr.  Hioxie  neglected  to  state  that 
WeUington,  Sears  &  Co.  began  their  experiments  on  the  basket  fabric 
only  after  being  urged  to  do  so  by  the  Bureau  of  Standards. 

It  is  very  unfair  to  compare  the  crimp  of  the  warp  of  the  Grade 
A  fabric,  Fig.  12,  with  either  the  warp  or  fiUing  of  the  basket  fabric, 
as  the  warp  of  the  Grade  A  carries  little  or  no  stress,  as  it  is  parallel 
to  the  long  axis  of  a  wing  bay. 

It  is  not  entirely  true  that  the  greatest  strength  is  developed  by 
the  straighter  yarns,  other  things  being  equal.  This  is  true  only 
when  the  yarns  are  of  maximum  strength,  as  the  interlacing  will 
increase  fiber  bond,  and  in  many  cases  a  stronger  fabric  may  be 
developed  by  using  a  plain  weave.  There  is  no  doubt  that  the 
yarn  used  by  Mr.  Hoxie  is  best  when  used  with  as  few  interlacings  as 
possible. 

The  use  of  a  square  bursting  apparatus  is  not  favoiable  to  any 
fabric  which  has  not  a  balanced  stretch,  and  is  not  a  very  close  ap- 
proximation to  the  actual  use  of  the  fabric.  A  square  frame  allows 
the  warp  and  filling  of  a  balanced  fabric  each  to  carry  one-half  the 
load.  This  might  be  thought  to  test  the  behavior  of  the  fabric  when 
placed  on  the  bias;  but  it  does  not,  for  the  span  of  any  one  thread 
should  be  7  in.  X  V2,  which  would  naturally  alter  the  deflection 
and  surface  tension  for  any  given  pressure.  The  curvatures  of  a 
square  deflected  surface  are  materially  different  from  those  of  a  rec- 
tangular surface. 

Reducing  the  result  of  tests  by  mathematical  methods  is  an  en- 
tirely different  thing  from  reducing  the  weight  of  the  fabric,  and  a 
conclusion  derived  from  mathematical  reduction  may  be  misleading, 
as  it  does  not  consider  the  practicabiUty  of  actually  making  such  a 
fabric. 

Our  solution  of  the  problem  of  obtaining  the  maximum  utiUty  of 
a  fabric  is  to  make  the  filling  of  2/60's  yarn,  and  the  warp  of  single 
60's,  to  weigh  3.5  oz.  per  sq.  yd.  The  bursting  pressure  for  this 
fabric  is  much  greater  than  that  of  the  Grade  A  linen,  and  the  effec- 
tive tear  resistance  is  approximately  50  per  cent  greater,  as  de- 
termined in  the  **slip  stream." 
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INDUSTRIAL  POWER  PROBLEMS 

Bt  W.  F.  Uhl,  Booton,  Mabs. 
Member  of  the  Society 

In  order  to  deUnnine  the  best  sovarce  of  power- for  an  industry,  where  there  is  a 

ehoiee,  it  is  generatty  adoieabU  to  consider  the  reliabiliiy  of  the  source  'primarily  and 

He  cost  only  as  a  secondary  matter.    Fuel  saving  was  formerly  considered  along  with 

the  cost  of  power,  but  must  now  he  treated  as  one  of  the  factors  affecting  reliability  of 

power  and  from  the  broad  economical  standpoint  of  fuel  conservaHon, 

It  would  generally  be  good  policy  to  purchase  power  where  this  source  is  available, 
Men  if  the  cost  is  somewhat  higher  than  would  be  the  case  with  power  produced  by  the 
industry^  providing  cdways  that  the  purchased  power  is  reliable. 

Many  industries  are  confronted  with  siluations  where  the  determination  of  rela- 
tUfe  rdiabiliiy  and  cost  are  somewhat  complex.  Such  a  situation  occurs  where  an 
industry  owns  or  could  develop  a  water  power  or  where  there  is  a  demand  for  louh 
pressure  steam  and  hot  water  which  could  be  obtained  as  a  by-product  from  a  steam- 
power  pkaU  operated  by  the  industry  or  where  the  steam  power  from  such  a  plant 
would  be  a  by^oduct  in  the  production  of  low-^essure  steam  and  hot  water.  Other 
situations  are  cornbinaHons  of  water  power  vnth  supplementary  power  of  some  hind, 
where  there  is  no  demand  for  low-^eseure  steam,  or  where  a  small  water  power  is 
supplementary  to  other  sources  of  power.  In  the  latter  case  the  problem  usually  is 
to  make  the  besl  use  of  the  water  power. 

A  number  of  fairly  common  situations  have  been  defined  in  this  paper  and  some 
approximate  data  are  given  to  assist  in  the  determinaHon  of  relative  reliability  and 
cost  in  each  ease. 

THHE  two  principal  sources  of  power  for  industrial  purposes  at  this 
time  are  steam  and  water-power  plants  owned  and  operated  by 
the  industry,  the  so-called  isolated  plant;  and  the  purchased  electric 
current  from  the  public-service  power  companies,  the  so-called  cen- 
tral plant  or  system. 

2  Where  both  steam  and  water  power  are  used  by  either  the 
isolated  or  central  plant,  the  steam  plant  is  often  supplementary  to 
the  water  power,  although  the  reverse  is  also  often  the  case,  partic- 
ularly in  the  isolated  plant. 

3  The  principal  points  which  must  be  considered  when  pro- 
vidons  are  to  be  made  for  a  power  supply  for  an  industrial  plant 
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are  reliability  and  cost.  The  relative  importance  of  these  two  items 
is  in  the  order  stated  and  for  many  plants  the  last  item  is  compara- 
tively unimportant. 

4  Conservation  of  fuel,  which  until  recently  received  consider- 
ation only  as  an  element  in  the  cost  of  power,  is  now  an  important 
factor  also  from  the  standpoint  of  reliability.  Within  the  last  year 
it  has  become  apparent  that  the  important  thing  is  to  have  power, 
no  matter  from  what  source;  and  within  very  wide  limits,  no  matter 
at  what  cost. 

5  Unfortunately,  it  is  much  more  difficult  to  determine  which  of 
several  sources  of  power  is  the  more  reliable  than  to  determine 
which  is  the  cheapest,  and  it  is  probably  for  this  reason  that  the 
question  of  reliability  is  often  largely  disregarded.  If  it  could  be 
reduced  to  definite  figures,  as  the  question  of  cost  can  be  to  a  fairly 
satisfactory  extent,  it  would  without  doubt  be  more  thoroughly  con- 
sidered. Although  general  claims  are  sometimes  made  that  the 
central  plant  is  more  reliable  than  the  isolated  plant,  or  vice  versa; 
and  similar  claims  are  made  as  to  the  cost  of  power  and  lately  as  to 
their  relation  to  the  conservation  of  fuel,  such  claims  do  not  appeal  to 
the  engineer  conversant  with  these  matters.  He  knows  that  at  best 
they  could  hold  true  only  within  certain  limits.  As  with  so  many 
other  engineering  problems,  very  few  cases  are  alike,  although  there 
may  be  much  similarity. 

RELIABILITY 

6  The  proportionate  cost  of  power  to  the  total  cost  of  the  com- 
modity p;>>duced  for  sale  in  most  industrial  plants  is  below  5  per 
cent;  and,  as  already  stated,  reliability  is  of  much  greater  import- 
ance than  cost  when  considering  the  supply  of  power  for  such  plants. 
An  analysis  of  any  power  situation  should  therefore  first  consider 
the  relative  reliability  of  the  various  sources  of  power. 

7  When  conatdeiing  reliability  our  first  thought  is  generally 
related  to  shutdowns.    The  loss  due  to  complete  failure  of  power 
BUiq>ly,  when  translated  into  dollars  per  hour  or  other  time  interval, 
h  me  of  the  uncertain  quantities  which  make  the  question  of  re- 
in.   This  loss  is  subject  to  detemuna- 
imptions.     For  instance,  if  we  have  a 
isly,  the  loss  due  to  a  shutdown  can  be 
of  average  profit,  plus  idle-labor  cost, 
I,  plus  fixed  charges.    As  most  plants 
,  tilie  Ume  lost  during  shutdowns  can 
tt  to  some  extent,  and  the  loss  may  be 
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reduced  to  tbe  cost  of  labor  only  if  the  nature  of  the  industry  is  such 
that  stock  in  process  will  not  spoil. 

8  Poor  speed  and  voltage  regulation  are  causes  of  unreliability  of 
power  supply,  which,  since  they  are  not  so  apparent  as  complete  shut- 
downs, do  not  often  receive  due  consideration,  yet  may  result  in 
important  losses.  Such  losses  are  subject  to  determination  in  terms 
of  reduction  of  output  and  poor  quality  of  product. 

RELATIVE   RELIABILITY 

9  Relative  reliability  is  also  somewhat  indetermiilate,  but  there 
are  certain  factors  which  have  an  important  bearing  on  the  subject. 
Ignoring  the  question  of  shortage  of  fuel,  which  it  is  hoped  is  only  a 
temporary  problem,  and  assuming  equal  reliability  of  plant,  steam 
power  is  more  ^reliable  than  water  power,  excepting  in  certain  note- 
worthy cases.  The  chief  sources  of  unreliability  of  water  powers 
are  variability  of  stream  flow,  ice  troubles  and  floods. 

10  Storage  and  development  to  use  only  the  minimum  flow, 
location  as  to  climate,  good  design  or  favorable  natural  conditions 
other  than  climate  and  high  heads,  are  factors  which  make  the  ex- 
ceptions where  water  power  is  equally  as  reliable  as  steam  power. 
In  most  cases  water  power  must  be  supplemented  to  some  extent  by 
auxiliary  steam  or  other  source  of  power  to  make  it  equally  as 
reliable  as  steam  power  alone. 

11  Where  the  water-power  plant  is  located  at  some  distance 
from  the  industry  which  uses  it,  the  necessary  transmission  of  the 
(>ower  introduces  another  factor  which  makes  it  less  reliable  than  the 
|>ower  obtained  from  the  steam  plant  located  at  the  industry. 

12  Relative  reliability  as  between  the  power  obtained  from  the 
f^olated  plant  and  that  obtained  from  a  central  plant  or  system 
^^epends  upon  the  following  principal  factors:  (1)  Size  of  plant; 
C2)  reserve  capacity;  (3)  quality;  (4)  transmission. 

13  Size  of  Plant.  Unless  the  central  plant  is  several  times  the 
^iae  of  an  isolated  plant  of  500  kw.  or  greater  capacity,  it  would  be 
X^nusual  to  obtain  greater  reliability  because  of  the  factors  which  are 

generally  considered  as  having  a  tendency  to  promote  reliability 
on  account  of  size.     Such  factors  are  design,  quality  of 
..upervision,  equipment,  location,  etc. 

14  The  average  1000-kw.  isolated  plant  does  not  receive  the 
attention  in  design,  supervision,  etc.,  that  the  average  10,000-kw. 

^lant  does,  but  it  would  be  a  mistake  to  assume  from  this  that 

^U  small  plants  are  poorly  designed  or  supervised  or  that  there  are 

too  lOyOOO-kw.  plants  which  are  not  poorly  designed  or  supervised. 
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15  However,  under  average  conditions,  where  the  central  plant 
is  comparatively  large,  superior  reliability  as  to  plant  and  operation 
may  be  assumed,  as  it  is  reasonable  to  expect  that  everything  will 
be  done  in  the  way  of  installing  proper  equipment  and  obtaining 
skilled  and  specialized  supervision  and  management  which  has  no 
other  duties  to  perform  than  those  of  producing  power.  At  least, 
these  are  the  things  which  one  should  expect  to  find  in  connection 
with  a  large  plant,  and  it  should  be  fairly  easy  to  determine  whether 
they  exist. 

16  Reserve  Capacity.  Reserve  capacity  has  an  important  bear- 
ing on  the  question  of  reliability.  An  isolated  plant  can  be  said  to 
be  thoroughly  reliable  if  it  has  an  installation  such  that  any  one 
unit,  as,  for  instance,  prime  mover,  boiler,  pump,  etc.,  can  be  idle 
and  the  plant  still  carry  the  entire  load.  Such  a  plant  might  conisist 
of  two  complete  power  units,  each  capable  of  carrying  the  entire 
load,  and  a  spare  boiler,  or  three  power  imits,  any  two  of  which 
could  carry  the  entire  load  if  operated  at  some  overload,  and  a  spare 
boiler. 

17  A  central  plant  to  have  equal  reliability  as  to  reserve  capa- 
city must  be  able  to  carry  its  peak  load  at  some  overload  on  about 
75  per  cent  of  its  rated  capacity,  depending  to  some  extent  on  the 
number  and  size  of  imits  installed.  If  the  isolated  plant  operates 
only  nine  or  ten  hours  a  day  and  is  usually  shut  down  over  Sunday, 
it  can  get  along  with  less  reserve  capacity  than  the  central  plant 
operating  continuously,  as  there  are  more  opportimities  to  make 
extensive  examinations  and  repairs. 

18  Qtudity,  When  speaking  of  quality  of  power,  we  refer  to 
those  characteristics  which  affect  the  speed  and  efficiency  of  the 
motors,  such  as  speed,  variation  and  voltage  regulation.  These 
characteristics  of  power  also  affect  both  the  quality  and  quantity  of 
the  product  of  many  industries. 

19  In  some  industries  the  uniformity  of  the  product  is  not 
affected  by  speed  variation,  or  it  may  be  unimportant.  The  effect 
on  the  quarUity  of  product,  however,  is  more  important  than  is  usually 
realized. 

20  The  efficiency  of  motors  as  affected  by  low  voltage  is  rela- 
tively unimportant,  but  should  also  receive  consideration,  especially 
if  the  motors  are  fully  loaded. 

21  Speed  variation  is  apt  to  be  less  in  the  average  central  plant, 
due  to  the  larger  amount  of  connected  load  and  its  diversity.  Motors 
which  are  large  compared  with  the  total  load  and  which  carry  a 
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variable  load  are  a  source  of  poor  speed  regulation,  whether  con- 
nected to  the  isolated  or  the  central  plant.  Better  voltage  regulation 
is  usually  obtained  from  the  isolated  plant  because  of  the  absence 
of  transmission  linesr 

22  Transmission.  The  one  great  weakness  of  central-plant 
power  service  is  the  necessary  transmission.  Even  if  the  transmis- 
sion is  of  the  best  and  thoroughly  protected  by  placing  it  in  under- 
groimd  conduits  or  otherwise,  it  is  always  a  source  of  possible  trouble 
with  which  the  isolated  plant  does  not  have  to  contend. 

23  Under  favorable  conditions  this  element  of  unreliability  may 
be  almost  negligible,  but  more  often,  especially  with  long  overhead 
transmission,  it  is  the  greatest  source  of  shutdowns  and  poor  voltage 
regulation  in  the  present  state  of  the  art  of  power  generation  and 
use.  It  affects  most  those  industries  which  are  liable  to  have  stock 
in  process  spoiled,  due  to  shutdowns,  or  which  produce  a  poorer 
grade  of  material  on  account  of  ununiformity. 

•  24  More  critical  selection  of  loads  connected,  builcfing  of  trans- 
mission lines  and  substations  with  greater  factors  of  safety,  less 
overloading  of  lines  and  advance  in  the  art,  will  imdoubtedly  soon 
minimize  this  source  of  trouble. 

25  Certaui  phases  of  electric  power  transmission  which  lend 
themselves  to  standardization  should  be  so  standardized  by  some 
authority  that  there  would  be  some  basis  of  comparison  as  to  their 
reliability. 

SITUATIONS 

26  It  is  possible  to  define  a  number  of  fairly  common  situations 
of  power  supply  for  industrial  plants  and  to  determine  certain  limits 
that  it  is  well  to  keep  in  mind  when  making  a  comparison  in  which 
reliability,  cost,  conservation  and  policy  are  all  considered. 

27  An  attempt  is  made  in  the  following  pages  to  outline  a  few 
such  situations,  and  in  doing  so  only  demands  of  power  of  500  kw.  or 
more  are  considered  and  these  entirely  in  the  form  of  electrical 
energy. 

SittuUian  A.    An  indtLStrial  plant  which  has  no  water  power  and  no 
demand  for  exhaust  steam  or  hot  water. 

28  If  a  reliable  central  plant  having  several  times  the  capacity 
required  for  the  industry  in  question  existed  within  reach  it  would 
ordinarily  be  policy  to  purchase  power  even  at  some  increase  in  cost 
over  what  the  power  could  be  produced  for  in  an  isolated  plant.  It 
may  be  assumed  that  the  money  which  must  otherwise  be  invested 
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in  a  power  plant  would  bring  additional  profit  to  the  industry  if  in- 
vested in  manufacturing  machinery,  buildings  or  supplies.  The 
management  of  the  industry  could  be  more  specialized  and  conserva- 
tion of  fuel  should  also  be  a  result.  ^ 

29  Figs.  1  to  12  (see  pages  553  to  565)  give  the  approximate 
cost  of  steam  power  from  isolated  plants  under  various  conditions 
and  form  a  basis  to  determine  the  rate  which  it  would  be  policy 
to  pay  for  purchased  power,  taking  all  things  into  consideration. 
The  load  factor  in  the  diagrams  is  based  on  the  number  of  hours 
the  plant  is  in  operation. 

SUiuUian  B.    An  indystrial  plant  which  has  a  water  power  of  ample^^ 
capacity  to  carry  the  entire  load  a  portion  of  the  time,  but  miis 
have  auxiliary  power  in  some  form  during  low-water  periods  a 
has  no  v^e  for  exhaust  steam  or  hot  water: 

30  The  cost  of  the  auxiliary  power  other  than  cost  of  fuel  ani 
plant  depends  largely  upon  the  following: 

a  Elxtreme  minimum  stream  flow,  which  determines  the  siz 

of  auxiliary  plant  required 
b  Variation  of  stream  flow  throughout  the  year,  which  dete^K 

mines  the  number  of  times  the  auxiliary  plant  must 

started 
c  Pondage  available,   which  determines  the  uniformity 

demand  on  the  auxiliary  plant  when  in  operation  a 

the  amount  of  banking  of  fires 
d  Completeness  of  water-power  development,  which  de 

mines  the  proportion  of  the  total  load  to  be  obtain 

from  the  auxiliary  plant 
e  Proximity  of  water  power  to  auxiliary  plant,  which 

mines  the  cost  of  attendance. 

31  K  the  average  output  of  a  water-power  installation  is  1 
kw.  and  an  auxiliary  steam  plant  of  500  kw.  capacity  is  necessa 
to  furnish  supplementary  power  and  must  develop  25  per  cent  of  ti 
total  power  required,  the  load  factor  on  the  auxiliary  plant  will 
about  50  per  cent  and  the  cost  per  kw-hr.  of  supplementary  powi 
would  probably  be  somewhat  larger  than  power  obtained  from 
straight  steam  plant  of  the  same  size  and  for  the  same  variation  i 
load. 

32  This  is  under  the  assumption  that  no  saving  in  attendances^ 
will  result.    Some  saving  in  attendance  would  result  under  favorabl 
conditions  and  would  probably  make  up  for  the  greater 
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of  load  on  an  auxiliary  steam  plant  than  would  be  the  case  with  the 
average  straight  steam  plant.  Most  problems  coming  under  this 
situation  can  be  worked  out  in  a  similar  manner.  In  most  cases 
where  auxiliary  power  can  be  obtained  from  a  central  plant  of  some 
size  and  without  extensive  transmission  lines,  it  should  be  possible  to 
purchase  it  at  less  cost  than  it  can  be  produced  from  an  auxiliary 
plant,  as  the  diversity  factor  on  the  large  plant  would  ordinarily 
take  care  of  a  reasonably  variable  demand  without  much  additional 
cost. 

Sitiuition  C.  An  indiLstrial  plant  which  has  a.  small  water  power j  of 
insufficient  capacity  to  carry  the  entire  load  at  any  time,  and  has 
no  iLse  for  either  exhaust  steam  or  hot  water. 

33  Many  industries  were  started  at  a  time  when  steam  power 
was  inefficient  and  costly  and  when  the  demand  for  large  and  con- 
stant sources  of  power  was  not  so  important  as  at  present.  This 
naturally  led  them  to  locate  where  water  power  could  be  developed 
at  small  cost  and  which  would  serve  all  their  purposes  for  the  time 
being.  Most  of  these  industries  which  proved  successful  soon  reqfldred 
larger  and  more  constant  sources  of  power  than  could  be  obtained 
from  their  local  water  power,  and  in  many  cases  the  water  power 
soon  became  a  very  small  portion  of  the  total  power  required.  Very 
few  of  these  small  water  powers  were  abandoned  where  the  industry 
itself  prospered,  although  in  many  cases  they  would  be  found  to 
operate  at  a  loss  if  all  proper  charges  were  made  against  them.  With 
others  the  use  of  water  for  condensing  and  manufacturing  purposes 
required  the  maintenance  of  dams,  ponds  and  other  structures, 
which  made  it  possible  to  consider  a  large  portion  or  all  of  the  fixed 
charges  against  such  structures  as  were  properly  chargeable  to  other 
parts  of  the  industry  than  water  power,  thus  again  making  the 
water  power  a  profitable  source  of  power. 

34  Electrical  transmission  of  power  has  made  it  possible  to 
utilize  many  of  these  small  water  powers  more  fully,  as  their  use  is 
not  any  more  limited  to  the  machinery  to  which  they  are  mechan- 
ically connected,  but  can  be  used  wherever  power  is  required.  In 
some  industries  where  there  often  is  necessity  for  overtime,  night 
and  Sunday  work  in  some  departments  a  small  water  power  is  val- 
uable to  carry  such  loads  when  it  would  otherwise  have  to  be  carried 
by  a  steam  plant  at  inefficient  part  load  and  at  considerable  cost  in 
attendance.  Most  small  water  powers  require  no  more  attendance 
than  is  necessary  to  start  and  stop  the  turbines.    Still  more  recently 
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the  question  of  fuel  conservation  and  the  shortage  of  fuel  for  steam 
power  has  enhanced  the  value  of  small  water  powers,  both  from  the 
economic  standpoint  of  saving  fuel  and  as  an  insurance  to  an  in- 
dustry possessing  one  that  it  will  have  at  least  a  portion  of  the  power 
required,  independent  of  the  coal  supply. 

35  Such  water  powers  may  be  the  means  of  completing  stock  in 
process  at  a  vital  time,  or  of  filling  valuable  orders,  or  keeping  to- 
gether at  least  a  small  part  of  an  organization  when  other  sources 
of  power  fail. 

36  Unfortunately,  measured  in  the  light  of  improvement  in  the 
art  of  hydroelectric  development  in  recent  years,  most  of  the  existing 
small  water  powers  and  many  larger  ones  are  extremely  inefficient. 
One  of  the  greatest  sources  of  fuel  conservation  exists  in  the  re- 
development of  water  powers  electrically  and  efficiently.  Twenty 
to  thirty  per  cent  more  power  can  frequently  be  obtained  from 
the  same  amount  of  water  and  to  this  must  often  be  added  the  sav- 
ing due  to  electrical  transmission  and  the  saving  in  wasted  water  on 
account  of  the  more  flexible  use  of  the  power.  Even  where  large 
ponds  are  available  the  demand  for  power  and  the  supply  of  water 
cannot  always  be  synchronized  where  the  use  of  the  power  is  limited 
to  directly  connected  machinery,  to  the  same  extent  that  it  can 
when  the  power  is  generated  electrically  and  used  at  will. 

37  It  is  evident  from  the  foregoing  that  the  value  of  these  small 
water  powers  can  no  longer  be  determined  from  a  purely  investment 
standpoint,  in  which  the  cost  of  a  certain  number  of  kilowatt-hours 
produced  by  water  or  by  water  and  steam  is  compared  with  the  cost 
of  obtaining  the  same  number  of  kilowatt-hours  from  a  straight 
steam  plant  or  from  purchased  power.  The  problem  is  more  com- 
plex and  must  include  power  reliability  and  fuel  conservation. 

38  The  cost  of  the  power  required  by  an  industry  other  than 
that  obtained  from  its  own  water  power  in  a  situation  of  this  kind  is 
largely  governed  by  the  same  limitations  that  have  been  mentioned 
under  the  previous  situation.  If  such  additional  power  is  obtained 
from  a  steam  plant  supplementary  to  the  water  power  or  to  which 
the  water  power  may  be  supplementary,  the  size  of  the  steam  plant 
depends  upon  the  extreme  minimum  water  power  available.  The 
load  factor  on  the  steam  plant  depends  upon  the  amount  of  water 
power  available  and  to  some  extent  upon  the  use  made  of  it.  Pond- 
age, if  wisely  used,  will  decrease  the  size  of  the  steaih  plant  required 
and  increase  the  load  factor  under  which  it  operates. 

39  If  the  capacity  of  the  steam  plant  required  to  carry  a  load 
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independent  of  water  power  is  1000  kw.  and  it  would  operate  at  75 
per  cent  load  factor  under  these  conditions,  this  load  factor  would 
be  reduced  to  50  per  cent  if  the  steam  plant  were  to  be  operated 
with  a  supplementary  water  power  developing  an  average  output  of 
250  kw. 

40  If  the  capacity  of  a  steam  plant  is  1000  kw.  and  it  would 

operate  with  a  load  factor  of  50  per  cent  on  a  24-hr.  basis  without 

prater  power,  having  an  average  load  of  250  kw.  for  15  hr.,  the  load 

factor  on  it  on  a  9-hr.  basis  would  be  increased  to  about  85  per  cent 

if  the  water  power  developed  an  average  of  250  kw.  and  carried  all 

t>lie  15-hr.  load. 

41  Many  cases  can  be  similarly  worked  out  and  in  all  of  them 
t;lie  cost  of  the  steam  power  can  be  approximately  determined  by 
Y^eference  to  Figs.  1  to  12  after  the  load  factor  is  determined. 

42  Purchased  power  is  an  advantage  in  many  cases,  particularly 
^^here  the  ponds  are  small  and  considerably  more  water  power  can  be 
developed  if  the  operation  of  the  supplementary  steam  plant  need 
xzfeot  be  taken  into  consideration.- 

43  There  is  a  large  field  for  fuel  conservation  in  connection 
"^vith  water  powers  attached  to  industries  which  operate  for  only  2700 

3000  hr.  annually.    Either  reciprocal  relations  should  be  worked 

Tit  between  such  plants  and  central  plants  or  the  central  plants 

liould  lease  the  water  powers  and  furnish  the  lessor  with  the  power 

squired  at  a  proper  cost.    The  lessor  could  furnish  the  attendance 

t  very  small  cost  in  most  cases. 

SUtuUion  D.  An  industrial  plant  which  requires  all  or  more  than  all 
of  the  heat  which  can  be  made  available  from  a  steam-power  plant 
in  the  form  of  either  low-pressure  steam  or  hot  water  or  both. 

44'  Many  industries  such  as  paper  and  textile  mills  require  large 
^^uantities  of  low-pressure  steam  and  hot  water  in  their  manufacturing 
X^rocesses,  and  in  the  colder  parts  of  the  country  some  low-pressure 
^i«am  is  also  required  for  heating. 

45    In  many  industries  of  tins  kind  the  total  demand  for  low- 
-pressure steam  for  manufacturing  and  heating  purposes  is  in  excess  of 
le  steam  required  to  produce  power,  but  there  is  difficulty  in  using 
large  quantity  of  low-pressure  steam,  such  as  could  be  made 
.vailable  if  a  steam  prime  mover  of  the  non-condensing  type  were 
I,  because  of  a  lack  of  synchronism  between  supply  and  demand. 
Iccadonally,  however,  an  industry  is  found  where  conditions  are 
oich,  or  the  process  of  manufacture  can  be  arranged  to  be  such,  that 
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the  practicable  supply  of  low-pressure  steam  can  all  be  used.  The 
demand  need  not  necessarily  be  the  same  as  the  supply  as  long  as  it 
is  always  larger,  as  the  additional  supply  can  easily  be  obtained  from 
the  boilers  by  means  of  an  automatic  differential  reducing  valve  con- 
nected in  between  the  high-  and  low-pressure  steam  mains. 

46  As  nearly  all  industries  require  some  high-pressure  steam  for 
certain  processes,  all  steam  is  generally  made  at  high  pressure  and 
the  pressure  reduced  by  means  of  reducing  valves.  The  only  difference 
between  the  heat  available  from  the  low-pressure  steam  which  has 
passed  through  a  prime  mover  in  producing  power  and  that  which 
has  passed  through  the  reducing  valve  is  the  difference,  if  any,  in 
heat  lost  by  condensation  and  radiation  in  the  two  means  of  pressure 
reduction  and  steam  distribution.  It  is  evident  from  the  above 
that  the  steam-power  cost  in  such  a  case  may  be  comparable  to  the 
cost  of  water  power  obtained  from  a  plant  where  there  are  no  water 
charges,  provided  the  first  cost  of  the  plant  is  about  the  same.  It 
should  be  noted  that  the  cost  of  the  steam-producing  part  of  the 
steam-power  plant  in  such  a  case  is  not  chargeable  to  power,  as  it 
would  be  required  in  any  case. 

47  In  a  straight  condensing  steam  plant  of  500  kw.  capacity, 
costing  $125  per  kw.  and  operating  with  a  75  per  cent  load  factor 
on  the  basis  of  2700  hr.  yearly  running  time,  the  approximate  total 
cost  of  power  per  kw-hr.  is  2.10  cents  with  coal  at  $8  per  ton.  About 
one-half  of  this,  or  1.05  cents  per  kw-hr.,  is  for  coal. 

48  If  the  same  size  of  plant  were  operating  non-condensing  and 
if  the  cost  of  the  boiler  plant  and  boiler-plant  attendance  were  not 
considered,  the  cost  of  power  per  kw-hr.  would  be  only  about  0.56 
cent,  which  is  approximately  one-half  the  fixed  charges  on  the  total 
steam  plant  and  one-third  the  total  attendance  and  a  small  charge 
for  coal  to  compensate  for  loss  by  radiation.  This  is  admittedly  an 
extreme  case,  but  it  shows  the  limit  which  is  approachable  in  many 
instances. 

SUmUion  E.  An  indiLstrial  plant  which  can  vse  only  a  portion  of 
the  heat  which  could  be  made  available  if  aU  power  required  were 
made  by  a  steawrpower  plant. 

49  This  is  a  common  situation.  Very  often  the  total  heat 
required  for  manufacturing  purposes  is  in  excess  of  that  which  could 
be  made  available  from  the  prime  movers,  but  either  the  demand 
or  supply,  or^both,  are^variable  and  the  situation  cannot  be  developed 
to  maximum  efficiency.    In  other  cases  only  a  portion  of  the  heat 
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available  is  required,  which  may  vary  all  the  way  from  the  plant 
which  has  use  for  exhaust  steam  only  for  a  few  months  a  year  for 
building-heating  purposes,  which  may  be  as  low  as  25  per  cent  of  the 
total,  to  the  plant  which  would  properly  come  under  the  preceding 
situation. 

50  Many  combinations  of  prime  mover  and  accessories  are 
possible  to  best  develop  a  given  set  of  conditions,  among  which  are 
the  following: 

a  Simple  non-condensing  engine  or  turbine,  where  the  exhaust 
is  used  either  entirely  as  low-pressure  steam  or  partially 
for  heating  water 

b  Compound  condensing  engine,  where  low-pressure  steam  is 
obtained  from  a  receiver  between  the  high-  and  low-pres- 
siure  cylinders  and  where  required  hot  water  may  be 
obtained  from  the  condenser  for  purposes  for  which  it 
may  be  suitable 

c  Condensing  steam  turbine  of  the  extraction  or  bleeder  type, 
where  a  portion  of  the  steam  is  extracted  near  the  low- 
pressure  end  of  the  turbine.  This  low-pressure  steam 
may  be  partially  used  to  heat  water,  or  hot  water  may  be 
obtained  directly  from  the  condenser.  Where  conditions 
warrant  it,  the  condenser  may  be  operated  so  that  it  will 
be  really  a  heater  rather  than  a  condenser  a  great  part 
of  the  time,  heating  water  to  suit  the  demand  by  varying 
the  amount  of  condensing  water  at  a  sacrifice  of  vacuum 
on  the  turbine. 

51  Figs.  13  to  20  (see  pages  566  to  573)  give  the  approxi- 
^^aiate  cost  of  steam  power  from  plants  of  500  kw.  and  1000  kw. 
^2apacity  operated  under  various  conditions  as  to  load  factor  and 
Xising  25,  50,  75  and  100  per  cent  of  the  low-pressure  steam  available 
^rom  the  prime  movers.  If  hot  condensing  water  is  used  in  addition 
"t;o  the  low-pressure  steam,  where  only  from  25  to  75  per  cent  of  the 
Xow-pressiure  steam  is  used,  the  power  costs  shown  in  the  diagrams 
"^nll  be  reduced  somewhat. 

52  When  making  comparisons  between  cost  of  power  as  given  in 

^Hgs.  13  to  20  and  those  given  in  the  diagrams  in  Figs.  1  to  12  for 

straight  condensing  steam  plants,  proper  allowance  should  be  made 

for  the  cost  of  that  portion  of  the  boiler  plant  which  is  not  charge- 

fible  to  making  power. 

53  For  instance,  a  500-kw.  straight  steam  plant  costing  $125 
per  kw.  would  be  approximately  comparable  with  one  costing  $75 
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per  kw.  if  100  per  cent  of  the  low-pressure  steam,  which  could  be 
made  available,  were  used  for  manufactiuing  purposes,  or  with  one 
costing  $100  per  kw.  if  50  per  cent  of  the  available  low-pressure  steam 
were  used. 

54  There  would  be  an  opportunity  for  coal  conservation  as  well 
as  for  financial  gain  in  many  situations  of  this  kind,  if  the  central 
plants  would  take  over  the  isolated  plants  of  such  industries  and  tie 
them  in  with  their  distribution  systems,  operating  them  to  the  best  ad- 
vantage of  all  concerned.  Efforts  directed  toward  such  arrangements 
would  seem  to  lead  to  better  results  than  those  which  are  aimed  at 
shutting  down  isolated  plants  entirely.  A  common  complaint  com- 
ing from  many  industries  is  that  they  are  burning  nearly  or  quite  as 
much  coal  since  shutting  down  their  steam-power  plants  and  pur- 
chasing power  as  they  did  when  running  with  steam. 

55  In  large  industrial  plants  which  cover  much  ground,  the  ex- 
pense connected  with  the  installation  of  low-pressure  steam  piping 
of  sufBlcient  size  to  carry  the  required  amount  of  steam  without 
excessive  pressure  drop  and  the  loss  of  heat  by  radiation  and  con- 
densation will  sometimes  be  such  that  the  use  of  low-pressure  steam 
will  not  be  warranted  if  it  is  to  be  supplied  from  a  single  steam  plant. 
In  such  a  case  it  is  generally  cheaper  to  use  high-pressure  steam  for 
at  least  the  more  remote  parts  of  the  industry,  and  sometimes  for  all, 
and  obtain  the  power  required  from  a  plant  operating  as  a  straight 
condensing  plant  or  by  purchase  from  a  central  plant.  The  use  of 
a  number  of  steam  plants  distributed  to  suit  the  low-pressure  steam 
requirements  would  generally  not  be  warranted  on  account  of  the  ex- 
cessive cost  of  attendance,  duplication  of  fixed  losses,  greater  cost  of 
power  installation  due  to  smaller  units,  numerous  buildings,  difficulty 
in  getting  condensing  water  and  delivering  coal,  etc. 

Situatian  F.  An  industrial  plant  which  has  a  water  power  of  ample 
capacity  to  carry  the  entire  had  a  portion  of  the  time,  but  mv^t 
have  auxiliary  power  in  some  form  during  low-water  periods  and 
could  use  all  heat  which  would  be  available  from  a  steam-power 
plant, 

56  Considered  from  the  standpoint  of  cost  of  power  alone,  the 
cost  of  water-power  development  would  have  to  be  very  low  in  such 
a  case  to  compete  with  the  steam  power  which  is  practically  a  by- 
product of  the  industry. 

57  To  the  cost  of  the  water-power  development  must  be  added 
the  cost  of  the  necessary  auxiliary  plant  to  carry  a  portion  of  the 
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load  during  low-water  periods,  ice  troubles,  backwater,  etc.  The 
cost  of  the  power  is  then  the  total  of  the  fixed  charges,  attendance 
and  supplies  for  both  the  water  power  and  auxiliary  plant,  plus  the 
net  cost  of  the  power  produced  by  the  auxiliary  plant.  The  size  of 
the  auxiliary  plant  and  the  extent  of  its  output  would  depend  upon 
the  factors  already  discussed  under  Situation  B. 

58  The  only  conservation  of  fuel  would  result  from  the  difference 
in  saving  in  the  10  to  20  per  cent  heat  loss  by  radiation  in  producing 
the  by-product  steam  power  from  the  continuously  operating  steam 
plant  and  the  auxiliary  plant.  There  would  be  some  additional 
saving  of  fuel  in  case  of  overtime  work  if  the  water  power  should 
make  it  possible  to  shut  down  the  steam  plant  when  it  would  other- 
wise run  under  uneconomical  conditions. 

59  The  problem  under  this  situation  is  generally  to  arrive  at  the 
cost  of  investment  which  would  be  warranted  to  develop  a  water 
power. 

60  The  diagrams  can  be  used  to  arrive  at  approximate  results  as 
follows: 

Problem  1 .  Determine  the  permissible  water-power  development 
cost  to  arrive  at  the  same  yearly  cost  of  power  that  would  result 
from  a  steam  plant  operating  alone,  the  details  being  as  follows: 

(a)  Steam  Plant 

1  Size  of  plant,  1000  kw. 

2  Load  factor,  75  per  cent 

3  Use  of  low-pressure  steanti,  100  per  cent 

4  Cost  of  plant  chargeable  to  power,  $50  per  kw. 

5  Cost  of  coal,  $6  per  ton 

6  Operating  time,  2700  hours  yearly. 

61  From  Fig.  20  the  cost  of  power  per  kw-hr.  would  be  approx- 
imately, 0.52  cent.  The  total  yearly  cost  would  be  1000  kw.  X  0.75 
X  2700  hr.  X  $0.0052  =  $10,530. 

(6)  Water-Power  Plant  with  Auxiliary 

1  Size  of  plant,  1000  kw. 

2  Size  of  auxiliary  plant,  500  kw. 

3  Load  factor  on  auxiliary  plant,  50  per  cent 

4  Use  of  auxiliary-plant  low-pressure  steam,  100  per  cent 

5  Cost  of  auxiliary  plant  chargeable  to  power,  $75  per  kw. 

6  Cost  of  coal,  $6  per  ton 

7  Operating  time  of  auxiliary  plant,  1350  hours  yearly 

8  No  overtime  running  of  water  power. 
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62  From  Fig.  16  the  cost  per  kw-hr.  of  supplementary  steam  power 
would  be  about  0.96  cent.  The  total  yearly  cost  of  supplementary 
power  would  be  500  kw.  X  0.50  X  1350  hr.  X  $0.0096  =  $3240. 

63  To  break  even,  the  yearly  cost  of  water  power  could  then  be 
$10,530  -  $3240  =  $7290. 

64  If  the  cost  of  attendance,  oil,  waste  and  supplies  is  $2500, 
tjiere  remains  $4790  to  pay  fixed  charges  on  the  water-power  invest- 
ment. If  fixed  charges  are  10  per  cent  the  investment  could  be 
$47,900,  or  at  the  rate  of  $47.90  per  kw.  The  price  of  coal  makes 
very  little  difference  in  a  situation  of  this  kind. 

Situation  G.  An  industrial  plant  which  has  a  water  power  of  ample 
capacity  to  carry  the  entire  load  a  portion  of  the  time,  but  mtist 
have  auxiliary  power  in  some  form  during  huMvater  periods  and 
could  u^e  only  a  portion  of  the  heat  which  would  be  available  from 
a  steam-power  plant. 

65  This  situation  presents  practically  the  same  problem  as  the 
preceding  one.  The  expenditure  on  water  power  which  could  be 
made  to  arrive  at  the  same  yearly  cost  of  power  as  that  made  with  a 
steam  plant  alone,  would  depend  upon  the  extent  of  use  of  low-pres- 
sure steam  and  hot  water  and  the  auxiliary-plant  cost  and  power 
required  from  it. 

66  In  the  case  of  large  industries  where  the  distribution  of  low- 
pressure  steam  is  expensive,  the  auxiliary  plant  can  sometimes  be 
located  near  the  point  of  greatest  use  of  low-pressure  steam  and 
the  balance  of  manufacturing  and  heating  steam  distributed  at  high 
pressure.  Hot  water  can  more  easily  be  distributed  over  large  areas 
than  low-pressure  steam.  Very  often  the  question  of  condensing- 
water  supply  and  coal  delivery  will  dictate  the  location  of  the  auxiliary 
plant,  with  the  result  that  all  manufacturing  and  heating  steam  is 
distributed  at  high  pressure. 

67  The  diagrams  can  be  used  to  arrive  at  approximate  results  as 
follows: 

Problem  2.  Determine  the  permissible  water-power  develop- 
ment cost  to  arrive  at  the  same  yearly  cost  of  power  that  would 
result  from  a  steam  plant  operating  alone,  the  detaUs  being  as  follows: 

(a)  Steam  Plant 

1  Size  of  plant,  1000  kw. 

2  Load  factor,  75  per  cent 

3  Use  of  low-pressure  steam,  25  per  cent 

4  Cost  of  plant  chargeable  to  power,  $125  per  kw. 
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5  Cost  of  coal,  $8  per  ton 

6  Operating  time,  2700  hours  yearly. 

68  From  Kg.  17  the  cost  per  kw-hr.  would  be  approximately 
1  ;96  cents.  The  total  yearly  cost  would  be  1000  kw.  X  0.75  X  2700  hn 
X  $0.0196  =  $39,690. 

(6)  Water-Power  Plant  with  Auxiliary 

1  Size  of  plant,  1000  kw. 

2  Size  of  auxiliary  plant,  500  kw. 

3  Load  factor  on  auxiliary  plant,  50  per  cent 

4  Use  of  auxiliary-plant  low-pressure  steam,  50  per  cent 

5  Cost  of  auxiliary  plant  chargeable  to  power,  $100  per  kw. 

6  Cost  of  coal,  $8  per  ton  * 

7  Operating  time  of  auxiliary  plant,  1350  hours  yearly 

8  No  overtime  running  of  water  power. 

69  From  Fig.  14  the  cost  per  kw-hr.  of  supplementary  steam 
power  would  be  about  2.14  cents.  The  total  yearly  cost  of  sup- 
plementary power  would  be  500  kw.  X  0.50  X  1350  hr.  X  $0.0214 
=  $7222.50. 

70  To  break  even,  the  yearly  cost  of  the  water  power  could  then 
be  $39,690  -  $7222.50  =  $32,467.50. 

71  If  attendance,  oil,  waste  and  supplies  cost  $2467.50,  there 
remains  $30,000  which  can  be  applied  to  the  water-power  develop- 
ment as  fixed  charges. 

72  With  10  per  cent  fixed  charges  an  investment  of  $300,000 
would  be  warranted.    This  would  be  at  the  rate  of  $300  per  kw. 

73  With  coal  at  $5  per  ton  and  other  conditions  remaining  the 
same,  an  investment  of  only  about  $225  per  kw.  would  be  warranted. 

Sitiuition  H.  An  industrial  plant  which  has  a  smaU  water  poijoerj  of 
insufficient  capacity  to  carry  the  entire  load  at  any  time,  and 
which  woidd  have  use  for  all  heat  made  available  by  a  steam-^ower 
plant  at  all  times. 

74  Most  small  water  powers  operating  under  the  above  con- 
ditions would  show  a  loss  if  all  proper  charges  were  made  against 
them.  The  probability  of  making  a  water  power  of  this  kind  pay 
for  itself  Ues  in  its  possible  operation  for  overtime  work  and  in  carry- 
ing a  part  of  the  load  in  case  of  breakdown  of  the  steam  plant  or  in 
case  of  shortage  of  fuel. 

75  A  pond  of  some  size  and  electrical  development  increase  the 
possibilities  of  advantageous  use  of  such  small  water  powers  under 
the  above  situation. 
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76  Conservation  of  fuel  would  result  from  the  use  of  the  water 
power  for  overtime  work,  if  the  steam  plant  could  be  completely  shut 
down  during  such  times. 

CONCLUSIONS 

77  Reliability  of  power  supply  is  of  much  greater  importance  to 
the  average  industry  than  the  cost  of  power.  If  the  cost  of  power 
were  doubled,  it  would  be  hardly  noticed  on  the  balance  sheet  of 
many  industries,  but  shutdowns  and  speed  drop  or  variation  of  speed 
may  make  a  decided  difference. 

78  Cost  and  reliability  being  nearly  equal,  it  would  ordinarily 
be  policy  to  purchase  power  where  available.  If  the  central  plant 
from  which  the  power  is  purchased  is  relatively  large  and  has  a  fair 
load  factor,  this  would  tend  toward  fuel  conservation. 

79  Where  an  industry  requires  considerable  heat  for  manufac- 
turing and  heating  purposes,  power  can  generally  be  made  cheaper 
than  it  can  be  purchased,  and  fuel  would  also  be  conserved  by  making 
rather  than  purchasing  power  in  such  a  case. 

80  Water  power  owned  by  an  industry  in  many  cases  bears  the 
same  relation  to  it  as  does  purchased  power.  If  it  is  located  at  the 
industry  it  is  often  a  form  of  reliability  insurance  to  maintain  a  water 
power,  even  if  there  is  no  apparent  saving  due  to  its  use.  Water 
powers  that  save  coal  should  be  maintained  in  any  case,  and  there  is 
a  splendid  opportunity  to  save  fuel  by  redevelopment  of  inefficient 
water  powers. 

81  There  exists  a  field  for  fuel  conservation  and  financial  gain 
for  both  central  plant  and  industry,  in  the  possibility  of  isolated- 
plant  operation  by  the  former.  In  the  case  of  water  powers  owned  by 
industries  running  only  eight  and  nine  hours  a  day,  the  saving  is  of 
decided  importance.  Under  certain  conditions  the  saving  which 
would  result  from  central-plant  operation  of  isolated  steam  plants  is 
also  considerable. 
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DIAGRAMS    GIVING    APPROXIMATE    COST    OF    STEAM 

POWER    FOR   PLANTS  OF    DIFFERENT  CAPACITIES 

OPERATING   UNDER   CERTAIN    STATED 

CONDITIONS 

For  References  to  the  Illustrations,   see  Pars.   29  and  51 

of  the  Paper 
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Fia.  3    Approximati  Cobt  op  Steam  Powsa  fhou  1000-Kw.  Iboi^tkd 

Plant  JIunninq  2700  Hr.  Ybablt 
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Coert-  of  Coal  per  Ton  <rf  2000  Lb.,  Dollars, 
Approxiuath  Cost  of  Steam  Power  prou  3000-Kw.  Isolated 
Plant  RnNNina  2700  Ha.  Yeablt 


Cost  of  Coal   per  Ton   of  8000  Lb,, Dollars. 
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Cost  of  Coal  per  Ton  of  200O  Lb.,0o1lare. 
Fia.  11     Approxtmatg  Cost  of  Steam  Power  frou  5000-Kw.  Isolated 
Plant  Runnino  2700  Hr.  Yearly 


8. 

■i 


Cost  0+  Coal  per  Ton  of  2000  Lfe,  Dollars. 

FiQ.  12    Afpboxiu&tb  Cost  or  Steam  Powxb  frou  5000-Kw,  Iboiatbd 
Plant  Rdnning  8760  Hr.  Yearly 
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Co6+  of  Coal  per  Ton  (rf  2000  Lb.,Oollaro. 
Approximate  Cobt  of  Steam  Power  feom  5000-Kw 
Plant  RrNxiNO  2700  Hr.  Yearly 


W.  F.  UHL 


CoBi+of  Coal  per  Jon  of  2000  Lb,,  Dollara. 
Fio.  14    Appboxiuatb  Cost  or  St£au  Powbe  ntOH  500-Kw.  Pl&nt  RuNNma 
2700  Hr.  Ybarlt  and  Uhino  50  Feb  Cent  of  tbe  Low-Phessure  Stbau 
Available 
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3.90  4M1  5.00  6.00  7.00  S.OO  9.00  lO.OO 

CoBtof  Coal  per  Ton  o*  MOO  Lb.,  Dollar*. 

Fio.  13    Apfroximatk  Cost  of  Steam  Poweb  from  600-K,w.  Pi^ht  Ritokinu 
2700  Hr.  Ybarlv  and  Ubino  25  Per  Cent  ov  the  Low-Pkessure  Steam 


Co&+  of  Coal  per  Ton  of  ZOOOLb.,  Oollora. 

Fig.  16  Appkokimatb  Cost  of  Steau  Powbr  from  SOO-Kw.  Plant  Running 
2700  Hb,  Yearly  and  Usinq  100  Per  Cent  of  the  Low-Prbbburb'  Steam 
Available 
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Coat  o+Cool  per  Ton  of  ZOOO  Lb,  Dollars. 
Fio.  15    Approxuatb  Cost  or  Steam  Power  frou  600-Kw.  Plant  RomoNa 
2700  Hr.  Yearlt  and  Uoinq  75  Per  Cent  of  the  Low-pRBasuBii  Steau 
AvaiLlAblb 


Cost  of  Coal    per  Ton  of  2000  Lb.,  Dollore. 

Fio.  IS  Afpboxuiatb  Cost  of  Steam  Power  from  1000-Kw.  Fiant  RoNNiNa 
2700  Hr.  Ybakly  and  Ubino  50  Per  Cent  or  the  Low-Frbbbcre  Steam 
Available 
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Cost  trf  Cool  per  Ton  of  2000Lb.,0o1iars. 

Fia.  17  Approxiuate  Cost  or  Stbau  Power  from  1000-Kw.  IYamt  Runminq 
2700  Hh.  Ybablt  and  Usino  25  Per  Cent  of  the  Low-Pbbsbohk  Stkam 
Available 


Co6+  of  Coal    per  Ton  of  tOOO  Lb.,  Dotldre. 

Fio.  18  Appboximatb  Cobt  op  Steam  Power  prom  100O-Kw,  Piant  Runninq 
2700  Hb.  Ybarlt  and  Ubinq  50  Per  Cent  of  thb  Low-Prebbuab  Stbau 
availabix 
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Cost  Of  Coal  perTon  erf  2000  Lb., Dollars. 
Flo.  19    ApPBOxniATE  Cost  or  Steau  Power  fkou  1000-Kw.  Plant  BuNNiNa 
2700  Hr.  Yearlt  and  Using  75  Per  Cent  of  the  Low-PREseORE'  Steam 
Available 


Cost  of  Coal  per  Ton  of  EOOOLb  ,  Dollar&. 

Fia.  20  Apfroxiuate  Cost  op  Steam  Power  roou  lOOO-Kw.  Plant  Rcnnwo 
2700  Hb.  Yxarlt  and  U&ino  100  Per  Ckht  of  the  Low-PREasuBX  Steau 
Available 


DISCUSSION 

Wm.  S.  Aldrich  (written).  A  careful  examination  of  Pigs.  13  to 
20  of  the  paper  showing  the  cost  of  power  per  kilowatt-hour  at 
various  load  factors  and  using  some  proportionate  part  of  the  low- 
pressure  (exhaust)  steam  for  heating  purposes,  reveals. four  quite 
distinct  applications.  These  have  particular  reference  to  the  deter- 
mination of  economic  operating  conditions  for  a  given  plant.  That 
is,  for  given  capacity  of  plant,  cost  per  kilowatt  of  installation,  run- 
ning time  per  annum,  and  cost  of  coal  per  ton.  These  may  be  con- 
sidered the  fixed  quantities  with  which  one  has  to  deal  in  comparative 
studies  of  operating  costs.  The  load  factor  and  percentage  of  low- 
pressure  steam  for  heating  may  likewise  be  considered  the  variables. 
Thus: 

1  Concentrated  vs.  Subdivided  Power  Generation.  Suppose 
peak  load  to  be  about  5000  kw.,  and  the  operating  conditions  sue 
as  to  give  a  load  factor  of  about  75  per  cent.  Assume  cost  of  plan 
at  $75  per  kw.,  coal  at  $6  per  ton,  and  a  running  time  of  2700  hr 
per  annum.  Of  the  number  of  combinations  of  generating 
possible,  which  is  the  most  desirable,  or  most  economic  in  contin 
ous  operation,  with  a  load  that  may  range  from  50  per  cent  to  1 
per  cent  of  the  installed  capacity;  and  with  or  without  steam  hea~ 
if  district,  plant,  or  other  heating  may  be  guaranteed?  Quickly 
illustrate,  take  an  extreme  case: 

One  5000-kw.  unit,  condensing,  will  generate  power  under  t 
above  conditions  at  a  cost  of  1.2  cents  per  kw-hr. 

Ten  500-kw.  units,  condensing,  will  bring  the  cost  up  to  1^ 
cents  per  kw-hr.    But  if  the  exhaust  steam  is  used  for  heating, 
have  rapidly  decreasing  cost  of  the  power  production,  according  to 
proportionate  use,  as  follows: 

Per  cent  of  low-pressure  steam  available: 25  60  75 

Cost  per  kw-hr..  centfl 1.55  1.32  1.02  ■ 

Rate  of  decreasing  cost  of  power,  cents 0.23  0.30  0.35 

Clearly  there  is  some  reasonably  fixed  percentage  of  utiliza 
of  the  exhaust  steam,  under  the  given  conditions,  which  renders 
power  cost  of  the  subdivided  (500-kw.)  units  the  same  as  that  of 
single  5000-kw.  unit;   that  is,  at  rate  of  1.20  cents  per  kw-hr. 
terpolating,  this  is  found  at  about  60  per  cent  utilization  of  the  1 
pressure  steam  for  heating.     Ixjss  than  this  percentage  would  pr 
^^♦'^ble;   greater,  shows  increasing  economy,  even  to  the  j 


DISCUSSION 


575 


of  reducing  the  power  cost  to  56  per  cent  of  its  value,  for  the  large 
single  unit.  Similarly,  a  detailed  study  may  be  made  at  50  per  cent 
and  at  100  per  cent  load  factors. 

2  Load  Factor  vs.  Steam  Heating.  Is  there  any  relation  between 
varying  load  and  the  steam-heat  requirements  which  shows  that 
operating  conditions  may  obtain  which  result  in  equal  power  costs 
or  a  sliding  scale  of  costs,  according  to  their  respective  demands? 

For  convenience  of  illustration,  assume  a  1000-kw.  plant  costing 
at  rate  of  $75  per  kw.  installed,  with  running  time  of  2700  hr.  per 
annum,  and  cost  of  coal  at  $6  j)er  ton.  The  following  summary 
from  the  curves  of  Mr.  Uhl's  paper  gives  at  once  the  data  for  such 
sliding  scale  of  oj)erating  costs : 


Cost  of  Power  per  Kw-Hr.,  Cents 

Load  Factor, 
Per  Cent 

Condensing 
(straight) 

At  Per  Cent  Low-Preasure  St«am  Available: 

25 

50 

75 

100 

50 

75 

100 

1.93 
1.48 
1.24 

1.83 
1  42 
1.22 

1.61 
1.28 
1.13 

1.24 
0.94 
0.68 

0.94 
0.65 
0.53 

With  an  additional  25  per  cent  income  from  steam  heating  there 
is  even  a  little  less  power  cost  at  full  load  than  when  running  condens- 
ing. The  even  conditions  almost  prevail  at  75  per  cent  load  factor 
with  50  per  cent  steam  heating,  and  at  50  per  cent  load  factor  with 
75  per  cent  steam  heating.  The  maximum  economy  is  reached  it 
100  per  cent  load  with  all  low-pressure  steam  used  for  heating;  or 
about  40  per  cent  of  the  cost  of  power  under  such  full-load  conditions 
compared  with  that  running  condensing  alone. 

3  Influence  of  Steam  Heating  upon  Power  Costs  at  Given  Load. 
An  examination  of  the  last  line  of  the  preceding  table  shows  that 
there  is  not  much  gain  in  economy  under  the  given  conditions  until 
about  50  per  cent  or  more  of  the  low-pressure  steam  is  used  for  heat- 
ing. Beyond  this  there  is  rapid  decrease  in  cost  of  power.  A  similar 
analysis  for  a  500-kw.  plant  shows  a  less  range  of  uneconomic  oper- 
ation; that  is,  there  is  very  little  gain  from  the  low-pressure  steam 
heating  till  somewhat  over  a  third  of  it  comes  to  be  so  utilized.  With 
larger  units  this  uneconomic  range  will  naturally  extend  toward  the 
complete  use  of  the  available  low-pressure*steam. 
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4  Influence  of  Cost  of  Coal  upon  Power  Costs  with  Steam  Heat, 
In  Par.  64  Mr.  Uhl  states  that  for  the  case  assumed  in  the  problem 
the  cost  of  coal  makes  very  little  difference.  This  is  markedly 
shown  in  Mgs.  16  and  20,  for  the  100  per  cent  of  low-pressm-e  steam 
available,  by  the  very  sUght  slope  of  the  cost  Unes  for  quite  a  wide 
range  of  coal  costs  —  from  $3  to  $10  per  ton.  But  there  is  a  sig- 
nificant maximum  difference  of  cost,  however,  within  this  range  for 
the  various  percentages  of  low-pressure  steam  available.  It  may 
be  illustrated  as  follows,  assuming  a  1000-kw.  plant,  costing  $75  per 
kw.  installed  and  a  running  time  of  2700  hr.  per  annum: 


Per  cent  of  low-pressure  steam  available 
Coet  per  kw-hr.  with  coal  at: 

(a)  $10  per  ton 

(6)  $3  per  ton 

Coet  difference  per  kw-br.,  cents 


None 

25 

50 

75 

100 

1.70 

1.70 

1.62 

1.01 

0.61 

0.87 

0.84 

0.72 

0.61 

0.46 

0.83 

0.86 

0.90 

0.40 

0.15 

Plotting  these  values  as  usual,  or  otherwise  examining  their  relations 
by  differences,  it  will  be  seen  that  the  maximum  difference  occurs 
at  about  50  per  cent  use  of  the  available  low-pressure  steam.  Until 
this  point  is  reached  there  is  only  a  very  slight  gain  in  economy  with 
the  coal  at  $10  j)er  ton;  and  a  little  better  economy  is  shown  with  the 
coal  at  $3  per  ton.  For  the  lack  of  a  more  expressive  term  we  have 
called  this  the  "  uneconomic  range  "  of  the  heating  use  of  the  low- 
pressure  steam. 

Beyond  the  50  per  cent  utiUzation,  however,  there  is  very  marked 
increase  in  economy  of  the  steam  heating,  with  the  coal  even  at 
$  10  per  ton,  but  less  increase  of  economy  with  the  coal  at  $3  per  ton. 
It  would  be  trite  to  say,  again,  as  usual,  that  the  higher-priced  coal 
shows  greatest  gain  in  economy  in  the  long  run  for  all  use  of  the  low- 
pressure  steam  above  50  per  cent  available. 

For  the  500-kw.  plant  a  similar  analysis  of  Mr.  Uhl's  curves 
will  show  that  the  most  uneconomic  point  of  steam  heating  is  about 
at  25  per  cent  use  of  the  low-pressure  steam  available. 

Summing  up,  we  may  say  that,  for  the  given  conditions: 

The  1000-kw.  plant  has  a  floating  range  of  power  costs  from 
operation  condensing  to  about  66f  per  cent  use  of  exhaust  steam. 

The  500-kw.  plant  has  a  similar  floating  range  to  about  33J  per 
cent  use  of  exhaust  steam. 

Beyond  these  Umits  the  economy  rapidly  increases  with  every 
additional  use  of  the  low-pressure  steam;  but  more  rapidly  with  the 
high-priced  than  with  the  low-priced  coal. 
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Abthur  T.  Safford  (written).  Many  small  water  powers  have 
been  hopelessly  outgrown  by  the  demands  for  more  power  by  textile 
mills,  but  in  many  cases  their  use  of  water  for  mechanical  purposes 
has  become  of  such  value  that  a  shortage  at  any  time  in  the  year 
becomes  almost  a  calamity.  This  shortage  often  has  to  be  made  up 
by  water  purchased  from  city  water  works  or  obtained  from  driven 
wells;  the  former  costs  approximately  10  cents  per  100  cu.  ft.; 
the  latter  is  often  hard  to  find  and  the  quantity  doubtful.  A  large 
print  works,  dyehouse  and  bleachery  may  easily  use  from  6  to  12 
million  gallons  daily,  which  at  city  rates  would  cost  from  $800  to 
$1600,  a  sum  which  would  be  prohibitive;  while  the  same  water  under 
30  ft.  fall  would  be  worth  as  power  perhaps  $10  a  day.  The  value 
of  water  for  mechanical  purposes  has  never  been  recognized  fully  by 
manufacturers  in  bu3dng  and  selling  mill  sites;  but  has  been  well 
known  by  cities  and  towns  which  have  taken  streams  for  water- 
supply  purposes. 

If  railroad  facilities  are  reasonably  good,  the  additional  power 
obtainable  by  using  the  most  modem  equipment  along  with  the 
saving  of  fuel  and  the  needs  by  all  manufacturing  plants  of  sufficient 
clean,  soft  water  for  steam  and  mechanical  purposes,  will  go  far 
toward  overcoming  the  prejudice  against  distant  water-power  sites 
as  not  having  the  advantages  of  tidewater  locations. 

F.  C.  FREEiiAN  said  that  the  cost  of  power  to  a  manufactnter 
formed  but  from  two  to  five  per  cent  of  the  cost  of  his  product,  and 
that  a  saving  of  10  to  20  per  cent  of  this  would  amount  to  but  very 
Uttle.  The  main  desiderata  were  reliabiUty  of  service  —  to  prevent 
interruption  to  production  —  and  reliability  of  speed  regulation.  A 
two  per  cent  drop  in  speed  in  the  case,  say,  of  a  yam  or  shoe  manu- 
facturer, would  mean  a  loss  of  two  per  cent  in  production. 

He  believed  it  would  pay  every  manufacturer  to  investigate  the 
reliability  of  the  public-service  or  local  power  coming  to  his  plant 
and  see  what  reserve  capacity  they  might  have,  what  means  for 
transmission  were  available,  and  also  whether  the  local  company 
kept  up  inspection  of  its  plant  to  produce  reliability. 

Charles  H.  Bigelow  thought  that  having  the  power  under  the 
control  of  the  manufacturer  meant  more  to  him  than  the  small 
saving  he  might  effect  by  getting  his  power  from  a  public-service 
station.  The  isolated  plant,  properly  installed,  had  many  points 
to  be  considered,  as  the  power  was  not  the  only  thing  which  was  to 
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be  used.  The  factory  had  to  be  heated  and  steam  used  for  manu- 
facturing purposes.  The  bleachcry  of  the  plant  he  was  connected 
with  had  a  bleedmg  turbine  from  which  every  ounce  of  steam  was 
taken  that  was  possible,  and  yet  they  had  to  use  more  live  steam. 
In  fitct,  the  turbine  was  practically  a  reducing  valve,  and  they  were 
getting  their  electrical  power  as  a  by-product. 

An  isolated  plant  could  be  put  in  to  give  as  good  or  better  service 
than  a  central  station,  and  he  thought  the  manufacturers  of  northern 
New  Jersey  reaUzed  during  the  preceding  winter  what  it  would 
mean  when  the  public-service  plant  was  overloaded. 

Wherever  water  power  was  available,  he  thought  it  should  be 
developed  and  used  in  connection  with  electrical  power. 
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FACTORY  STAIRS  AND  STAIRWAYS 

Bt  G.  L.  H.  Abnold,  Nbw  Yobx^  N.  Y. 
Member  of  the  Society 

ConHderoHofu  on  the  design  of  factofy  stairs  containing  an  account  of  the 
<=oc2e  reguiremenls,  a  risumi  of  the  beet  practice  and  a  number  of  suggestions  in 
"^^ference  to  the  various  details  of  construction,  the  selection  of  building  materials  and 
manner  of  providing  adequate  lUumindtion. 

The  safety  of  the  occupants  of  the  building,  the  possibility  of  oifercrou>ding  and 

<woidance  of  loss  of  time  are  the  factors  controlling  the  permissible  number  of  stair'- 

«.  Main  stairs  should  never  be  less  than  44  in.  to  48  in.  between  handrails.  Spiral 

T«  and  winders  are  objectionable  in  a  factory,   straight  reinforced-^ancrete  runs 

a  good  fiEet  between  tread  and  riser  make  the  most  satirfactary  stairs.    There 

no  special  limitations  in  the  size  of  the  pitch,  and  it  is  possible  to  make  a  safe 

reasonably  comfortable  stair  at  almost  any  pitch  if  due  regard  is  paid  to  the 

of  rise  and  length  of  run,    AU  landings  should  be  rectangular  and  at  least 

as  the  stair  is  wide. 

In  the  artificial  iUumiruiiion  of  the  shaft,  complete  distribution  of  the  light  is 

important  than  brilliancy. 

ngerous  locations  of  the  doors  leading  to  the  stairs  are  illustrated  and  sintable 
ngements  are  recommended. 


T^^^  the  multi-story  factory,  the  stairway  is  a  detail  worth  much 

more  than  passing  notice.    Bear  in  mind  that  the  people  above 

*^^  first  floor  are  dependent  on  the  stairs  for  egress;  that  four  times 

^*ily  the  stairs  are  crowded  by  people  in  a  hurry;  that  a  large  per- 

^^-■^t»ge  of  the  minor  accidents,  many  of  the  serious  ones,  and  many 

*^^^^^C8  happen  on  the  stairs. 

2    A  poorly  designed  stairway  may  be  an  effective  way  to 

^-^^"•^ad  fires,  smoke  or  false  alarms  and  is  sure  to  be  a  disturber  of 

^^    heating  system.    A  properly  designed  and  located  stairway 

y^^^^xds  not  only  a  safe  and  convenient  means  of  entrance  and  exit 

^  ^'fc  also  the  handiest  and  most  effective  vantage  point  from  which 

^ght  fires  on  the  upper  floors. 

3    In  solving  the  stairway  problem,  consideration  must  be  given 

(1)  number;    (2)  location;    (3)  size;    (4)  type;    (5)  materials; 
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(6)  safety  treads;  (7)  proportions;  (8)  landings;  (9)  handrails;  (10) 
enclosures;  (11)  lighting;  (12)  wear. 

1      NUMBER 

4  Where  building  codes  are  in  force,  the  miniTniiTn  number  of 
stairways  permitted  is  usually  ample.  Perhaps  the  most  usual  code 
requirements  are  one  stairway  plus  one  for  each  5000  sq.  ft.  of  lot 
area. 

5  In  cases  where  the  code  provision  is  insufficient,  and  where 
there  is  no  code,  it  is  essential  to  consider:  (a)  safety;  (&)  capacity; 
(c)  convenience. 

6  Safety.  No  building  over  two  stories  in  height  is  safe  with 
less  than  two  stairways.  A  single  stairway  may,  at  a  critical  mo- 
ment, be  blocked  by  a  temporary  disarrangement  of  stock  or  fixtures 
on  the  floor,  by  repairs  or  by  fire. 


^^^f^^. 


[<• Run 


^"^ 


^  ^ii^Nosing  .| 


FiQ.  1    The  Pabts  of  a  Step 

7  Large  floors  require  an  increased  number  of  stairs  even  if 
but  few  people  occupy  the  floor,  .  As  the  distance  of  the  extreme 
point  from  the  stairway  increases,  so  do  the  chances  of  floor  barri- 
cades. Furthermore,  in  case  of  panic.  Are  or  other  accident,  the 
time  required  to  walk  or  carry  an  injured  or  fainting  person  100  ft. 
or  more  may  be  enough  to  produce  serious  results. 

8  Two  4-ft.  stairways  for  buildings  having  up  to  20,000  sq.  ft. 
of  floor  area,  with  one  additional  4-ft.  stair  for  each  additional 
10,000  sq.  ft.,  is  the  least  number  that  it  is  prudent  to  use. 

9  If  the  building  is  liable  to  be  used  for  purposes  which  may 
permit  the  occupants  to  be  closely  spaced,  the  number  should  be 
increased  to  two  for  the  first  12,000  sq.  ft.  plus  one  for  each  addi- 
tional 6000  sq.  ft.  At  least  one  and  preferably  all  of  the  stairways 
should  be  carried  to  the  roof. 

10  Capacity.    In  densely  populated  buildings  the  number  of 
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stairwayB  must  be  increased  to  prevent  dangerous  overcrowding 
when  all  the  occupants  try  to  leave  at  once.  In  such  cases,  20  in. 
in  width  for  each  one  hundred  persons,  the  Boston  rule  for  theater 
exits,  is  high,  and  10  in.  to  14  in.  would  be  ample. 

11  Convenience.  Avoiding  the  disturbance  of  discipline  and 
the  loss  of  time  caused  by  the  passage  of  people  through  other  de- 
partments, especial  arrangements  on  one  or  more  floors,  the  need  of 
accommodating  the  building  to  the  shape  of  the  plot,  the  location  of 
exits,  and  the  advantageous  subdivision  of  floors  among  different 
tenants  or  among  different  departments  of  the  same  tenant,  may 


FiQ.  2    Stbsp  Factory  Staibs 

make  it  desirable  to  increase  the  number.  No  question  of  con- 
venience should  be  permitted  to  cause  stairs  to  be  so  located  that 
any  occupant  of  a  factory  would  be  obliged  to  travel  over  100  ft.  to 
reach  an  exit. 

2     LOCATION 

12  In  the  matter  of  location,  many  items  should  be  considered. 
Every  stairway  should  communicate  directly  with  an  exit  from  the 
building.  The  stairs  should  be  distributed  with  a  fair  degree  of  uni- 
formity and  so  placed  as  to  reduce  as  much  as  possible  the  maximum 
distance  to  be  traversed  to  reach  an  exit.    On  each  floor  the  landing 
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Tread  m3Pf«C€S 


"^  Z'Sub-Tr^aet 


Fig.  3    Wooden  Stairs 


FiQ.  4    Ca8t-Iron  Staibb 
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FiQ.  5    Stebl  Staibs  with  Wooden  Tread 


FiQ,  6    Steel  Staibs  with  Cast-Ibon  Tbead 
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FiQ.  7    Steel  Staibs  with  Stonb  Tread 


FiQ.  8    Steel  Staibs  with  Concbbtb  Tread 
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should  be  BO  placed  that  linee  of  men  going  from  shop  to  locker 
room,  locker  room  to  stairs,  and  shop  to  stairs,  should  not  conflict. 

13  It  is  also  highly  desirable  to  avoid  obetruoting  tite  foreman's 
view  of  the  room.  When  practicable,  the  separate  tower  or  wing  is 
the  most  satisfactory  location.  The  locker  and  toilet  rooms  and 
the  elevator  can  be  in  tiie  tower,  thus  leaving  the  main  building 
clear  of  obstructions  and  ^ving  the  foreman  an  unobstructed  view 
of  the  room  and  permittii^  greater  freedom  in  the  floor  layout. 


FlO.  9     RBINr0BCKI^<70J!fCBBTIi  StAoa 
3      SIZE 

14  A  clear  width  of  44  in.  to  48  in.  between  baodnuls  will  allow 
the  passage  of  two  lines  of  people  at  once  and  the  main  stairs  shoijld 
never  be  less  than  this.  If  wider,  the  width  should  be  in  multiples 
of  22  in.  to  24  in.,  the  number  of  handrails  being  such  that  it  is  never 
less  than  44  in.  nor  more  than  48  in.  between  rails. 

15  Where  the  number  of  employees  is  large,  it  is  better  to  in- 
crease the  number  of  4-ft.  stairs  than  to  increase  the  width.  Even 
when  the  ntunber  of  employees  in  a  building  is  large,  only  one  floor, 
as  a  general  thing,  will  be  densely  populated.  This  crowded  floor  is 
as  likely  to  be  at  the  top  as  at  the  bottom.    Therefore  it  is  the  usual 
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practice  to  make  factory  stairways  of  constant  width  throughout 
their  entire  length. 

16  Occasionally  a  factory  building  must  be  designed  to  accom- 
modate dense  population  on  two  or  more  floors.  In  this  case,  the 
employees  from  the  upper  floors  coming  down  at  the  full  capacity 
of  the  stairways  will  find  the  lower  flights  already  taxed  to  the 
utmost  and  serious  congestion  will  result.  The  remedy  is  increased 
widths  for  the  lower  flights. 

17  Additional  stairways  from  the  lower  crowded  floors  may  not 
cure  the  trouble  because,  in  the  excitement  of  an  emergency,  when 
free  and  quick  egress  is  most  important,  the  occupants  of  the  lower 
floors  are  likely  to  rush  to  the  busiest  stairway  and  leave  their  own 
special  exit  unused.  Special  stairs,  not  used  for  general  ingress 
and  egress,  may  be  as  narrow  as  20  in.  in  clear  width;  they  may 
be  steep.  Fig.  2,  or,  if  not  much  used,  they  may  have  winders  or 
be  spiral. 


FiQ.  10    Safety  Steel  Tbead  wtfe  Lead  Plugs 

4     TYPE 

18  Except  for  special  cases  used  by  but  few  people  for  intra- 
department  shortcuts,  spiral  stairs  and  winders  should  never  be 
permitted  in  a  factory.  Straight  runs  alone  are  permissible.  When 
the  story  height  exceeds  9  ft.,  the  flights  should  be  cut  and  interme- 
diate landings  used.  The  landings  should  be  rectangular  and  the 
flights  should  be  not  less  than  three  risers  nor  more  than  9  ft.  high. 

19  The  intermediate  landing  is  of  little  use  if  the  flights  are  in 
line.  A  turn  at  the  landing  serves  to  limit  a  fall.  A  180-deg.  turn 
has  the  further  advantage  of  reducing  the  floor  space  required.  In 
fact,  the  stairway  of  minimum  floor  area  (barring  spirals)  has  a  land- 
ing and  a  180-deg.  turn  every  4  ft.  in  its  height. 

5      MATERIALS 

20  The  factory  stairs  are  usually  of  wood,  Fig.  Z,  cast  iron. 
Fig.  4,  steel  or  steel  with  wood  tread.  Fig.  5,  steel  with  cast-iron 
tread.  Fig.  6,  steel  with  stone  tread,  Fig.  7,  steel  with  concrete  tread, 
Hg.  8|  or  reinforced  concretOi  Fig.  9. 

21  The  wooden  stair  in  multi-etory  factories  is  not  good  practice. 
It  is  eombusttbla  and  utuuiitaiy.    In  buildings  of  mill  oonstruction, 
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Fio.  11    Lead  Satbtt  Tread  in  Concbbtb  Stairs 


Vta.  13    Iaas  Safbtt  Tread  in  Concrete  Stairs 
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however,  especially  the  smaller  ones  when  not  over  four  stories  in 
height,  sprinkled  wood  may  be  acceptable.  The  wood  must  be 
smooth,  closely  jointed,  free  from  beads  and  not  less  than  2  in. 
thick,  making  a  slow-burning  construction.  It  is  imperative  that 
the  wooden  stairs  be  enclosed  in  a  fireproof  well. 

22  The  saving  in  cost,  however,  over  a  non-combustible  stair- 
way is  not  great  enough  to  warrant  the  risk  except  in  special  cases. 
Cast  iron  and  steel,  while  non-combustible,  are  not  fireproof.  Never- 
theless, they  are  permissible  when,  a^  it  always  should  be,  the  stair- 
way is  in  a  fireproof  enclosure,  since  any  fire  hot  enough  to  weaken 
the  metals  would  render  the  stairway  impassible. 

23  Steel  channels  are  more  reliable  for  stringers  and,  except  for 
short  flights,  cheaper  than  cast  iron,  and  are  more  generally  used. 
Risers  are  usually  of  angle  and  steel  plate  or  pressed  steel.  Treads, 
while  usually  of  cast  iron,  are  frequently  of  checkered  steel  plate, 
wood,  slate  or  concrete. 


Fig.  13    Abrasive  Safety  Tbead 

24  Cast  iron  and  steel  plate  wear  slippery  and  hence  they  are 
dangerous  and  should  never  be  used  without  some  sort  of  safety 
tread. 

25  Wood,  because  of  its  imflammability,  should  not  be  used 
except  as  a  safety  tread  over  a  solid  sub-tread.  Slate  does  not  wear 
slippery  but  it  is  more  expensive.  It  must  be  backed  up  by  steel 
plate  and  replacements  are  expensive. 

26  Concrete  as  a  tread  on  steel  stairs  has  no  special  advantage. 
The  steel  plate  under  tread  is  needed  as  it  is  for  wood  or  slate,  and  to 
facilitate  casting  the  steel  is  usually  carried  up  to  form  a  nosing. 
This  is  dangerous.  The  concrete  is  Uable  to  crack  off  or  wear  below 
the  top  of  the  steel,  leaving  a  lip  over  which,  sooner  or  later,  some  one 
will  trip  and  fall. 

27  Reinforced  concrete  makes  perhaps  the  most  satisfactory 
stair  if  properly  designed  and  built.  There  should  be  a  good  fillet 
between  tread  and  riser,  for  sanitary  reasons  at  least.  There  should 
be  a  nosing,  which  is  not  difficult  to  cast  if  made  with  a  large  fillet. 
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6      SAFETY  TREADS 

28  Steel,  cast  iron,  and  concrete  wear  slippery  and  so  become 
dangerous.  Consequently,  some  form  of  safety  tread  must  be  used. 
Safety  treads  are  made  of:  (a)  lead;  (b)  abrasive  material;  (c)  a 
combination  of  the  two;  (d)  cork;  (e)  wood. 

29  Lead  Safety  Tread,  The  lead  safety  tread  is  made  by  in- 
serting plugs  of  lead  in  pockets  in  a  steel  frame,  Figs.  10, 11  and  12, 
the  whole  being  fastened  to  the  tread  proper  by  screws.  This  of 
course  wears  more  rapidly  than  cast  iron  or  steel  but  does  not  be- 
come sUppery  and  has  no  afl^ty  for  ice  or  snow.  It  is  easily  re- 
placed when  worn.    The  chief  objections  to  it  are  that,  owing  to  the 


Fig.  16    Tbead  Made  of  Abrasive  Grains  in  Lead  Matrix,  the  Whole 
•     Carried  on  Steel  Plate,  Grooved  Top 

grooves  between  the  lead  plugs,  it  is  difficult  to  keep  clean,  and 
there  is  some  chance  for  a  heel  to  catch  in  the  grooves. 

30  Abrasive  Safety  Tread.  The  abrasive  tread  is  made  of  alun- 
dum  or  carborundum  cast  into  hard  metal,  leaving  the  grit  project- 
ing sUghtly  above  the  surface  of  the  metal,  Figs.  13  and  14.     The 


FiQ.  17    Tread  Made  of  Abrasive  Grains  in  Lead  Matrix,  the  Wholk 

Carried  on  Steel  Plate,  Flat  Top 

abrasive  is  also  imbedded  in  the  roimded  nosing  to  prevent  sUpping 
on  the  edge  of  the  step. 

31  This  type  of  safety  tread  is  made  to  be  used  as  the  complete 
tread  as  well  as  the  renewable  safety  tread  bolted  to  a  sub-tread. 
It  is  also  made  as  a  nosing,  this  form  being  especially  useful  on  con- 
crete stairs.  Fig.  15.  This  is  probably  the  most  durable  tread  in 
heavy  traffic.  It  is,  however,  hard  and  noisy  and,  Uke  the  lead 
tread,  it  is  difficult  to  keep  entirely  clean.  There  is  also  a  chance 
that  the  grit  may  be  too  sharp,  and  instances  are  known  where  the 
shoe  has  been  gripped  so  firmly  as  to  cause  a  fall. 

32  Combined  Lead  and  Abramve  Safety  Tread.  A  third  type  of 
safety  tread  is  made  of  grains  of  abrasive  in  a  lead  matrix,  the  whole 
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carried  on  a  steel  plate.    It  is  made  either  grooved,  Fig.  16,  or  flat, 
Fig.  17,  and  with  the  anti-sUp  surface  carried  to  the  front  edge. 

33  The  flat  top  is  a  great  advantage  as  it  makes  it  possible  to 
keep  the  stairs  clean.  For  outdoor  use  it  shares  with  the  lead  tread 
the  advantage  that  snow  or  ice  do  not  adhere.  It  also  shares  with 
the  other  type  of  abrasive  tread  the  danger  of  too  acute  a  grip. 

34  With  either  of  the  above  three  types  of  tread  it  is  not  neces- 
sary to  cover  the  entire  width  of  the  tread.  If  the  front  edge  of  the 
step  to  a  depth  of  3  in.  to  3^  in.  is  protected  by  a  non-sUpping  sur- 
face, the  remainder  of  the  tread  only  needs  to  be  brought  up  flush 
with  the  safety  strip. 


Fig.  18    Cork  Tbbad  wtth  Metal  Nosing 
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Fig.  19      Cork  Tread  with  Safety  Nosing 


35  Cork  Tread.  Cork  as  a  safety  tread  is  not  so  well  known 
nor  so  widely  used  as  it  deserves  to  be.  It  is  impervious  to  almost 
all  Uquids  and  hence  is  easily  kept  in  a  really  sanitary  condition.  It 
is  ncMseless,  wears  surprisingly  well  and  is  the  pleasantest  of  all  mate- 
rials on  which  to  walk; 

36  Unfortunately,  its  lack  of  strength  makes  it  necessary  to  use 
a  metal  or  wood  nosing.  Fig.  18.  This  is  not  dangerous,  however, 
because  owing  to  the  elasticity  of  the  cork,  the  nosing  will  wear 
ahead  of  it. 

37  Where  stairs  are  liable  to  rough  usage,  as  by  dragging 
heavy  pieces  up  or  down,  the  cork  tile  is  sometimes  used  with  a 
nosing,  having  a  lead  or  abrasive  non-slip  surface.  Fig.  19. . 

38  For  use  as  a  safety  tread,  the  coiic  is  compressed  into  tiles 
i  in.  thick  by  9  to  12  in.  sq.    These  are  cemented  to  the  sub-tread. 
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30  Wood  Safety  Tread.  Except  under  the  heaviest  traffic,  wood 
makes  a  splendid  safety  tread.  Laid  directly  on  top  of  a  soUd  steel 
or  concrete  base  and  exposed  only  on  the  top  and  front  edge,  the  fire 
risk  is  practically  eliminated. 

40  Wood  offers  one  of  the  most  satisfactory  smf aces  to  step  on. 
It  is  never  slippery  and  it  is  cheap.  The  worst  objection  to  it  is 
from  a  sanitary  viewpoint  because  it  absorbs  expectoration. 

41  The  wood  should  be  either  oak,  maple  or  edge-grain  yellow 
pine  to  wear  well,  the  last-named  being  imdoubtedly  the  longest- 


DESCENDING 


d/ar^ 


Finish 


ASCENDING 

FiQ.  20    DiAQRAM  SHOWiNa  How  Work  of  Abcsndinq  and  DBSCBNDiNa  n 

Cabbobd  bt  Ball  or  Foot 

lived.  Each  tread  should  be  made  in  three  pieces,  as  shown  in 
Fig.  3.  The  rear  strip  will  never  need  to  be  renewed  and  the  center 
strip  but  rarely. 

7      PROPORTIONS 

42  Although  the  pitch  of  stairs  must  be  kept  within  compara- 
tively narrow  Umits  for  best  results,  still  it  is  possible  to  make  a  safe 
and  reasonably  comfortable  stair  at  almost  any  pitch  if  due  regard  is 
paid  to  the  relation  of  rise  to  length  of  run. 
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43  The  DAtural  length  of  atape  decreases  rapidly  as  the  grade 
increases,  even  on  a  ramp  where  the  surface  offers  equal  foothold  at 
all  points.  Failure  to  take  this  fact  into  consideration  results  in 
a  stair  which  is  awkward  and  tiresome,  with  a  pronounced  tendency 
to  produce  stumbling  and  falls. 

44  The  length  of  the  foot,  or  rather  of  the  shoe,  is  not  an  im- 
portant factor.  For  one  thing,  the  actual  length  of  the  tread  exceeds 
the  run  by  the  amoimt  of  the  nosing.  For  another,  practically  all 
the  work  of  ascending  and  descending  stairs  is  done  by  the  ball  of 


Flo.  21    FiMTBOLSE  FOR  Steep  Stairs  . 

the  foot,  Fig.  20.  In  ascending  the  weight  is  borne  on  the  ball  of 
the  foot  in  the  middle  of  the  step  while  the  heel  projects  in  the  air. 
In  descending,  the  toe  projects,  the  weight  being  borne  on  the  ball  on, 
or  just  back  from,  the  edge  of  the  step,  the  heel  barely  touching  the 
step. 

46  For  adults,  making  the  length  of  the  run  plus  twice  the  rise 
equal  to  24  in.  to  24)  in.  can  be  rehed  upon  to  give  satisfactory 
proportions.  By  this  rule  the  rungs  of  a  ladder  should  have  a  12-in, 
spadng,  which  is  the  rect^nized  standard,  and  a  45-deg.  stair  would 
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have  an  S-ia.  rise  and  aa  S4n.  run,  which  a  wide  experience  ehows 
to  be  entirely  satisfactory.  A  horizontal  grating  would  have  a  24-in. 
spacing,  which,  although  a  triSe  short,  is  nevertheless  within  the 
bounds  of  practicability. 

46  In  factory  practice  the  tendency  is  to  make  the  stiurs  steep 
in  order  to  save  room.  Observation  by  several  people  over  a  period 
of  years  and  under  a  wide  variety  of  circumstances  confirms  the 
opinion  that  an  &-in.  rise  by  an  8-in.  run  is  the  steepest  stair  prac- 
ticable for  general  use  and  that  7^-ln.  rise  by  9-in.  run  is  much  better. 
Some  building  codes  prescribe  7^  in.  as  the  maximum  height  of  rise. 
Although  7-in.  rise  by  10-in.  run  makes  probably  the  easiest  of  all 
stairs,  the  improvement  over  7J  in.  by  9  in.  is  not  usually  worth  the 
extra  floor  space  consumed. 

47  Oulxjf-doors  stau^  or  steps  shftuld  be  made  with  only  6-in. 
rise,  if  possible.    In  any  case,  the  rise  and  run  must  be  uniform 
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Fio.  23    EpTEcr  or  Nabrow 
Landino 


throughout  the  entire  length  of  the  stairway.    Otherwise,  falls  will 
be  frequent. 

8     LANDINGS 

48  All  landings  should  be  rectangular  and  at  least  as  deep  as 
the  stairs  are  wide.  The  surface  should  be  of  the  same  material  as 
the  stair  treads.  Attempts  to  save  room  by  cutting  oS  comers 
or  reducing  the  size  of  landings,  or  by  the  introduction  of  winders  or 
strai^t  steps  invariably  result  in  accidents,  especially  when  the 
stairs  are  crowded  and  every  one  is  in  a  hurry. 

9      HANDRAIt^ 

49  Each  line  of  people  on  the  stairway  should  have  a  continu- 
ous, firmly  supported  handrail  at  a  convenient  height  and  of  such  sice 
and  shape  as  to  be  readily  and  securely  grasped.  The  material  may 
be  wood  or  metal.    If  of  metal,  the  rail  will  usually  be  iron  or  occa- 
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sionally  brass  pipe  and  of  li-in.  or  li-in.  iron-pipe  size.  The  IJ-ii^'* 
although  somewhat  small,  has  the  advantage  that  the  fittings  are 
more  generally  carried  in  stock.  Large  sizes  are  used  but  they  are 
objectionable  as  they  cannot  be  grasped  securely  in  the  frantic  effort 
to  recover  from  a  misstep,  especially  by  a  person  with  small  hands. 
50  T-bars  and  special  rolled,  drawn  or  cast  handrail  sections, 
are  frequently  used  but,  except  for  the  architectural  effect,  they 
have  no  advantage  over  the  cheap  and  homely  wrought-iron  pipe. 
If  the  rail  is  of  wood,  it  should  be  of  oak,  ash  or  some  other  non- 
splintering  hardwood;  never  yellow  pine.  It  may  be  a  round  bar 
not  less  than  If  in.  in  diameter  nor  more  than  2f  in.,  or  it  may  be  one 
of  the  stock  patterns  carried  by  the  mills.  In  any  case  it  must 
be  strongly  supported  at  a  height  of  31  to  33  in.  above  the  front 
edge  of  the  step.    Around  the  landing  the  height  should  be  36  in. 
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Fig.  24    Wrong  Swing  of  Doobs 


Fig.  25    Properly  Hung  Doors 
AND  Correct  Width  or  Landing 


Open  stairs  require  either  a  second  rail  at  half  height  or  a  strong 
wire  netting  between  stair  and  rail. 


10      ENCLOSUBES 

51  Nothwithstanding  the  fire  risk,  the  danger  from  things 
dropped  or  thrown,  the  chance  for  falls  and  the  increased  difficulty 
of  heating,  open  stairways  are  frequently  found  in  factories.  Every 
stairway  should  be  enclosed  in  a  fireproof  well.  In  many  cities,  a 
wire  grill  is  permitted  between  stairs  and  elevators  in  the  same  well. 
A  soUd  partition  is  more  satisfactory  and  pays  for  the  extra  room 
and  expense.  Choice  of  material  will  be  governed  by  the  same  con- 
siderations as  in  the  case  of  the  other  partitions.  The  space  under 
the  bottom  flight  must  be  left  open  and  kept  clear  unless  filled  up 
solid  with  non-combustible  material. 

52  If  the  stairs  extend  to  the  roof,  the  enclosure  should  be 
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carried  above  the  roof  in  the  form^of  a  bulkhead  or  penthouse  high 
eoough  to  allow  a  door  6  ft.  6  ia.  to  7  ft.  in  height.  If  the  roof 
Bight  is  a  ladder  or  a  very  steep  stair,  the  penthouse  may  be  replaced 
by  a  scuttle,  or  better,  by  a  companion  as  shown  in  Fig.  21.  The 
door  or  scuttle  should  be  hooked,  latched  or  bolted  in  such  a  way 
that,  at  any  time,  it  can  be  opened  readily  from  the  inside.  The 
roof  of  the  stair  well  should  be  a  skylight  with  a  wire  netting  under 
the  glass  to  catch  pieces  of  glass  io  case  of  breakage. 


Fin.  26    Wrong  Swinq  of  Doom 


Fioe.  27  AND  28    Propgtily  Huno  Doors 

53  At  each  atory  liberal  wire-glass  windows  with  metal  frames 
should  be  provided  so  that  the  wholi:  shaft  shall  be  as  light  as  may 
be  in  daylight.  The  better  the  illumination  is,  the  fewer  days  in  a 
year  will  artificial  Ught  be  required. 

54  All  stairway  openings  should  be  closed  with  Underwriter 
automatic  fire  doors  opening  with  the  outgoing  current.  The  out- 
side doors  need  not  be  fire  doors  but  should  open  out.  Where  there 
is  much  traffic,  the  fire  doors  may  be  supplemented  by  glazed  double- 
acting  doors.  The  locks  on  all  these  doors  should  be  such  that 
under  no  circumstances  can  a  person  be  locked  in. 

55  Care  should  be  exercised  to  locate  these  doors  so  that  they 
may  be  opened  without  risk  of  crowding  some  one  off  the  landing 
and  so  that  a  stream  of  people  descending  cannot  prevent  them 
from  being  opened     Fig.  22  illustratea  a  dangerous  location  of  the 
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doors.  With  that  arrangement^  a  person  descending  might  collide 
with  the  edge  of  the  door,  or  if  this  is  suddenly  opened  it  may  knock 
some  one  off  the  top  step.  In  Fig.  23  the  landing  is  too  narrow,  a 
descending  crowd  interferes  with  the  opening  of  the  door,  and  Fig.  26 
illustrates  another  dangerous  location.  The  distance  B  in  Figs.  24, 
27  and  28  should  be  not  less  than  the  width  of  the  stairs,  and  dis- 
tance A  in  Fig.  25  should  beM  least  2  ft. 


Traffic  only 


%///////////////:h^^ 
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EffQcf  of  D9SC^ndin^ 
Traffic  only 


I 


Effect  of  Traffic  in 
Both  Oirtcfions 
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Fig.  20    Characteribtic  Effects  of  Wbab  on  Steps 


11      LIGHTING 

56  In  the  artificial  illumination  of  the  shaft,  brilliancy  is  not 
required  but  thorough  distribution  is.  A  Ught  should  be  placed  at 
each  floor  and  each  turn.  The  lighting  should  be  in  duplicate. 
Since  there  is  alwa3rs  a  likelihood  of  a  small  group  of  employees  being 
in  the  place  at  night  after  the  stair  lights  are  out,  it  is  quite  necessary 
to  reduce  to  a  minimum  the  distance  one  must  grope  in  the  dark. 
For  this  reason  the  electric  Ughts  should  have  double-acting  switches 
at  each  end  of  each  circuit  and  the  emergency  Ughts,  whether  gas, 
candle  or  lantern,  should  be  so  placed  that  each  flight  can  be  lighted 
on  the  spot. 

12      WEAR 

57  Steps,  subject  to  ascending  traffic  only^  wear  as  shown  in 
Fig.  29,  at  il.  If  the  traffic  is  descending  only,  the  wear  is  as  at  B. 
If  subject  to  traffic  in  both  directions,  the  wear  will  be  as  at  C. 
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58  In  any  case,  renewal  of  the  front  third  of  the  tread  will 
usually  restore  the  worn  step.  At  long  intervals  the  middle  third 
may  have  to  be  renewed  if  the  traffic  is  very  heavy.  On  wooden 
stairs  or  on  metal  or  concrete  stairs  with  wooden  treads,  the  tread 
should  be  in  three  pieces.    This  will  minimize  repair  bills. 

59  Mr.  F.  A.  Waldron,  during  the  years  1896  to  1906,  at  the 
Yale  &  Towne  Manufacturing  Co.,  made  extensive  experiments  on 
wooden  treads  constructed  in  three  pieces  as  described.  Hard 
maple,  on  account  of  its  superiority  for  flooring,  was  taken  as  a  basis 
of  comparison.  Mr.  Waldron's  method  was  to  use  the  hard  maple 
on  every  other  step,  putting  the  wood  on  trial  on  the  alternate  steps. 
Ordinary  yellow  pine  proved  to  be  very  short-Uved.  Edge-grain 
yellow  pine,  on  the  other  hand,  proved  to  be  by  far  the  most  durable, 
outwearing  the  maple  two  to  one. 

60  Where  safety  treads  3  in.  or  3J  in.  wide  are  used,  practically 
all  the  wear  will  come  on  the  safety  tread  and  only  this  will  need 
renewal.  Cork  treads  being  made  in  tiles  9  in.  to  12  in.  wide  by  the 
depth  of  the  tread,  it  is  necessary  in  case  of  wear  to  replace  only 
those  tiles  which  are  worn. 

DISCUSSION 

Curtis  H.  Veeder  (written).  In  1911  we  made  some  alterations 
and  additions  to  our  factory  and  in  that  connection  designed  a  special 
form  of  concrete  step  with  a  removable  wooden  tread.  Concrete 
was  cast  in  a  special  cast-iron  mold  and  in  it  were  set  cast-iron  strips 
with  T-slots  in  which  to  place  the  nuts  of  the  screws  used  to  fasten 
the  wooden  tread  to  the  concrete,  see  Fig.  30.  The  stairs  were  laid 
out  with  a  tread  of  12  in.  and  a  rise  of  7  in.,  which  dimensions  have 
proved  very  satisfactory,  as  much  of  our  product  is  light  and  is 
carried  from  one  floor  to  another  by  messenger.  The  treads  are  of 
maple  and  can  easily  be  renewed.  The  concrete  steps  were  built 
into  the  8-in.  brick  walls  which  formed  the  sides  of  the  stairway. 

Carl  King  (written).  Stair  treads  of  the  materials  commonly 
used  do  not  present  any  particular  hazard  as  regards  slipping  or 
tripping  when  new  and  under  normal  conditions.  If  the  conditions 
could  be  always  favorable,  and  ordinary  stair  treads  were  proof 
against  wear,  there  would  be  but  little  advantage  in  equipping 
stairways  with  safety  treads. 

In  order  that  there  may  be  absolute  protection  from  sUpping, 
a  safety  tread  should  be  so  designed  as  to  provide  for  direct  contact 
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between  the  shoe  sole  and  the  tread  surface  under  any  and  all  con- 
ditioofi.  The  only  manner  in  which  this  may  be  accomplished  is 
by  deagning  the  tread  with  spaces  for  contact  with  the  foot,  and 
separate  spaces  wherein  foreign  substances  may  be  displaced.  Pref- 
erably, the  tread  surface  should  be  deseed  with  grooves  or  corru- 
gations of  ample  size  to  provide  channels  for  the  drainage  of  water 
and  the  displacement  of  any  substance. 

To  be  effective,  the  channels  should  be  wide  and  deep  enough  to 
insure  a  direct  contact  surface,  and  the  contact  surface  itself  should 
consist  of  anti-sUp  material,  such  as  lead  or  an  abrasive  composition, 
imbedded  in  dovetailed  grooves,  which  would  remain  uniform  until 
the  tread  was  completely  worn  out.  Those  requirements  are  ad- 
mirably met  in  the  type  shown  in  Figs.  10  and  12.    With  this  con- 


Fta.  30    Concrete  Step  with  Rbmovablk  Wooden  Trkas 

struction  the  lead  wears  no  more  rapidly  than  the  substantial  steel 
frame  in  which  it  is  encased. 

In  the  matter  of  cleanliness,  it  can  readily  be  seen  that  any  foreign 
matter  dropped  upon  the  tread  or  scraped  from  the  soles  of  shoes  can 
be  swept  to  the  end  of  the  tread,  which  need  not  extend  to  the  skirt- 
ing or  baseboard,  and  thence  down  the  stairs ;  making  it  as  easy  a 
matter  to  keep  the  stairs  clean  as  though  there  were  no  safety  treads 
upon  them.  To  my  mind  these  facts  refute  the  author's  contention 
that  the  flat  surface  is  an  advantage  in  the  direction  of  cleanliness. 

Ira  H.  Woolbon  (written).  The  liberal  use  of  wired-^lass  win- 
dows, as  permitted  in  Par.  53,  is  a  dangerous  provision  that  should 
not  be  allowed  for  the  sake  of  saving  the  cost  of  a  single  electric  light 
in  each  story,  where  or  when  exterior  window  lighting  is  not  available. 

Windows  in  stairway-enclosure  partitions  should  be  prohibited 
for  this  reason.  Even  though  they  be  approved  fire  windows,  they 
are  no  barrier  to  radiant  heat,  and  the  heat  transmitted  through 
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such  windows  from  a  brisk  fire  in  any  story  might  easily  make  the 
stairway  impassable  for  occupants  from  stories  above. 

Wired  glass  will  only  prevent  the  passage  of  the  fire  itself  up  to 
the  melting  point  of  the  glass  —  approximately  1600  deg.  fahr. 
That  temperature  may  be  quickly  obtained  from  a  fire  in  highly 
combustible  material,  especially  where  the  opposite  side  of  the  glass 
would  not  have  the  protection  of  outdoor  exposure  such  as  would  be 
the  case  in  a  stairway.  The  moment  a  window  in  a  stairway  enclo- 
sure, however  small,  is  open  to  a  fire,  the  whole  stairway  ceases  to 
be  serviceable  for  occupants  of  the  building,  or  firemen,  and  there 
is  grave  danger  that  it  will  then  serve  as  a  channel  for  transmitting 
fire  to  other  portions  of  the  building. 

The  same  arguments  apply  to  the  use  of  glass  panels  in  stairway 
doors.  They  should  be  prohibited  wherever  possible,  and  if  allowed 
at  all,  they  should  be  of  wired  glass  in  metal  frame,  and  not  exceed 
12  in.  by  6  in.  in  size.  This  glass  of  such  small  size  would  not  easily 
drop  out  of  its  fastenings  when  it  began  to  soften,  as  usually  occurs 
with  larger  sizes,  and  it  would  render  service  until  actually  melted. 

Windows  in  exterior  walls  of  stair  shafts  may  be  of  ordinary  glass, 
for  their  breaking  would  do  no  harm,  and  in  fact  this  would  be  an 
advantage  in  case  of  fire,  as  it  would  allow  the  exit  of  smoke  that 
might  find  its  way  into  the  stairway.  A  ventilator  at  the  top  of 
such  stairways  would  also  be  an  advantage  for  the  same  purpose. 

Wm.  T.  Magruder  (written).  As  a  safety  device  for  persons 
descending  poorly-lighted  stairways  I  would  commend  th6  practice 
of  having  alternate  steps' painted  in  contrasting  colors  or  molded 
alternately  in  Ught-  and  dark-colored  materials.  Painting  the 
grooves  of  alternate  treads  in  white  or  other  Ught-colored  paint  is 
one  of  the  simplest  and  cheapest  ways.  It  causes  the  user  to  differ- 
entiate each  step  from  those  next  to  it,  which  is  not  always  easy  to 
do  on  factory  stairways.  The  practice  makes  for  both  safety  and 
speed  in  use.     It  is  of  EngUsh  origin. 

H.  W.  MowBRY  (written).  Many  who  have  not  followed  acci- 
dent-prevention work  will  be  surprised  to  learn  that  out  of  76,000 
fatal  ca;sualties  in  a  single  year  in  the  United  States  approximately 
one  out  of  five  can  be  traced  directly  to  unsafe  walking  places  and 
one  in  sixty-four  to  falls  on  stairs. 

Referring  to  Par.  9,  it  is  desirable  that  all  stairs  running  through 
the  building  for  exit  purposes  shall  be  carried  to  the  roof,  otherwise 


DISCUSSION  601 

people  using  stairs  in  an  emergency  and  coming  from  the  lower  floors 
unaware  that  the  stairway  ended  on  the  top  floor,  would  be  trapped. 

The  amount  of  exit  capacity  is  a  matter  on  which  there  is  con- 
siderable difference  of  opinion.  The  average  rate  of  progress  of 
crowds  of  people  on  stairways  must  be  known  before  a  proper  solution 
of  this  problem  is  obtainable.  From  a  consideration  of  the  results 
of  an  important  study  of  the  character  of  traffic  and  rate  of  move- 
ment undertaken  in  connection  with  the  construction  of  the  Hudson 
Terminal  Building  of  New  York,  it  would  seem  that  the  10  to  14  in. 
of  stair  width  per  100  persons  advocated  in  Par.  10  is  not  sufficient. 

Exception  is  taken  to  the  statement  that  wood  is  a  safety  tread. 
Safety  treads  are  a  manufactured  combination  of  metal,  rubber, 
etc.,  and  abrasive  grit  as  the  ianti-slip  element.  It  is  true  that  soft 
wood  presents  a  good  anti-slip  surface,  but  edge-grain  yellow  pine 
and  hard  maple  mentioned  particularly  for  such  purposes  in  Par. 
59  are  unquestionably  unsafe  because  of  their  slipperiness,  although 
they  may  be  quite  durable. 

So  many  concrete  steps  are  built  without  nosings  that  attention 
is  directed  to  the  necessity  for  them.  When  descending,  if  there  is 
no  nosing  overhang,  the  heel  very  frequently  strikes  against  the 
riser,  and  where  women  are  employed,  their  skirts  are  frequently 
pinned  between  the  heel  and  riser,  causing  a  bad  fall.  A  nosing 
overhang  of  J  in.  to  IJ  in.  is  a  requisite  to  safety. 

Treads  with  grooves  parallel  to  the  nosing  edge  are  undesirable 
for  two  rea^ns.  The  series  of  parallel  lines  running  in  the  same 
direction  as  the  line  of  the  step  edge  is  confusing  to  a  person  descend- 
ing, who  is  unable  to  distinguish  clearly  which  one  of  the  Unes  is  the 
line  of  the  step  edge.  Moreover,  the  presence  of  grooves  parallel 
to  the  edge  permits  the  toe  or  the  front  edge  of  the  heel  to  catch 
frequently,  resulting  in  a  bad  fall.  A  slippery  nosing  edge  is  danger- 
ous because  that  is  the  contact  point  of  the  foot  when  descending. 

Lead  alone  is  not  an  anti-slip  surface  but  the  basis  of  all  bearing 
metals  used  to  reduce  friction.  A  safety  tread  to  be  effective  must 
increase  the  friction  and  must  be  effective  even  in  the  presence  of  oil 
and  mud.  An  abrasive  grit  such  as  sand  or  ashes  is  often  used  tem- 
porarily to  make  safe  a  sUppery  surface.  The  '^  safe  "  tread,  therefore, 
will  have  permanently  held  in  it  an  abrasive  grit;  and  the  durability 
of  the  tread  does  not  depend  upon  the  abrasives,  such  as  carborundum, 
alimdum,  etc.,  but  upon  the  durability  of  the  material  by  which  that 
abrasive  grit  is  held  in  place.  Cement  mechanically  is  not  sufficiently 
strong  and  if  an  oxy-chloride  of  magnesia  cement  is  used  it  should 
not  be  exposed  to  moisture,  because  it  is  soluble. 
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When  the  elements  intended  to  prevent  sUpping  are  held  in  a 
metal  frame,  the  metal  takes  all  of  the  wear  and  the  lead  inserts 
act  merely  as  the  anti-slip  element.  After  a  short  time,  therefore, 
a  walking  smf  ace  of  steel  or  brass  edges  is  presented  and  it  is  very 
slippery,  as  the  soft  lead  hollows  out  and  leaves  the  hard,  smooth, 
slippery  edges  in  a  bold  reUef . 

Types  of  treads  shown  in  Figs.  13, 14, 16  and  17  are  of  the  abrasive- 
metal  type.  Figs.  13  and  14  are  of  iron  with  an  abrasive  distributed 
throughout  the  entire  wearing  surface  at  the  time  of  casting.  Figs. 
16  and  17  are  a  lead-abrasive  combination.  Fig.  16  is  undesirable 
on  account  of  the  grooves  running  parallel  to  the  nosing  edge,  but 
Fig.  17  is  a  good  type  of  anti-slip  tread.  Both  the  iron-abrasive  and 
the  lead-abrasive  combinations  are  extremely  durable,  lasting  much 
longer  than  the  steel-  or  brass-base  treads.  They  most  nearly 
conform  to  the  ideal  safety  tread,  which  should  consist  of  "a  metal 
matrix  containing  an  abrasive  grit  uniformly  distributed  throughout 
the  entire  wearing  surface  and  free  from  grooves  or  other  designed 
variations  exceeding  ^^  in." 

In  Pars.  49  and  50  deaUng  with  hand  rails,  some  mention  should 
be  made  of  the  distance  from  the  side  wall,  which  should  be  not 
less  than  5  in.  Hand  rails  should  be  placed  at  such  a  height  that  an 
individual  faUing  forward  would  strike  the  rail  with  his  center  of 
gravity  below  it.  This  is  particularly  true  of  outside  stairways  and 
raiUngs  on  exposed  sides  of  a  stair,  and  here  the  height  should  be  not 
less  than  42  in.,  measured  vertically  from  the  center  of  the  tread. 

Arthur  Boniface^  in  a  written  discussion,  said  that  a  type  of 
safety  tread  not  touched  upon  in  the  paper  was  one  in  which  alundum 
tread  blocks  6  in.  by  7i  in.  by  1  in.  thick  were  imbedded  in  a  con- 
crete stairway  at  the  time  of  its  pouring.  In  1914  he  had  constructed 
a  pubUc  stairway  of  this  kind  to  care  for  a  daily  traffic  of  about 
25,000  persons.  After  nearly  four  years  of  service  test  the  alundum 
treads,  which  were  made  by  the  Norton  Company,  of  Worcester, 
Mass.,  showed  Uttle  or  no  wear,  which  would  indicate  that  renewals 
would  be  unnecessary  during  the  Ufe  of  the  stairway.  They  pre- 
sented a  slip-proof  surface  at  all  times,  and  the  grip  on  the  shoe,  while 
positive,  was  not  so  pronounced  as  to  hinder  the  momentum  of  the 
body.  They  had  proved  to  be  practically  noiseless  and  easy  to 
keep  clean.  They  had  been  successfully  applied  also  to  stairwa3r8 
with  wood  treads,  as  well  as  to  skeleton  steel  stairs. 
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JDAYLIGHT  VS.  SUNLIGHT  IN  SAWTOOTH- 
ROOF  CONSTRUCTION 

By  Wendell  S.  Bbown,  Pbovidbncb,  R.  I. 
Associate-Member  of  the  Society 

Empirical  research  of  the  amount  of  direct  sunlight  and  the  intensity  of  daylight 
be  admiUed  on  the  working  plane  in  sawtooth  construction. 

An  equation  is  derived  to  determine  the  time  of  admission  of  direct  sunlight  and 

number  of  hours  of  its  durcUion  unth  a  given  orientation  of  sawtootn.  buildings  and 
^^iope  cff  the  lighting  area, 

Pvriher  considerations  are  made  in  regard  to  the  influence  of  the  size  and  slope  of 
^hs  sawtooth  lighting  area  on  the  relative  intensity  of  daylight  received  from  the  northern 
^9fcy.  A  special  example  is  worked  out  illustrating  the  method  of  computing  the  relor 
^ive  amount  of  diffused  light  entering  a  building, 

ATANY  processes  of  manufacturing  require  for  best  results,  natural 
-*-     illumination  consisting  of  sufficient  and  well-diffused  daylight, 
ynih,  at  the  same  time,  however,  the  important  limitation  that  little 
or  no  direct  simlight  shall  fall  upon  the  working  plane. 

2  That  is,  there  is  a  sharp  distinction  between  daylight  and 
simlight  and  their  relative  desirabiUty.  The  former  consists  of 
illumination  by  sunlight,  reflected  and  refracted  from  the  sky  and 
clouds,  properly  designed  fenestration,  resulting  in  an  evenly  dis- 
tributed, well-diffused  light  with  consequent  lack  of  sharp  shadows 
and  contrasts.  The  latter,  or  illumination  by  direct  simlight,  is 
objectionable  for  many  reasons  of  varying  relative  importance,  such 
as  the  following:  Its  heating  effect,  especially  in  warm,  southern 
climates;  its  color  which  has  a  sensation  value  containing  a  greater 
proportion  of  red  rays  than  day  light;  its  actinic  effect  upon  materials 
used  in  manufacturing  processes;  and  the  fact  that  it  is  unidirectional 
and  of  excessive  intensity  resulting  in  glare,  sharp  shadows  and 
contrasts. 

3  Diffitsion  of  daylight  in  sawtooth  buildings  is  obtained  by 
placing  the  sawteeth  so  that  the  glass  or  lighting  area  faces  the 
northern  sky;    sufficient  intensity  being   dependent,  among  other 
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things>  upon  the  size  and  slope  of  the  lighting  area.  Evenness  of 
distribution  is  procured  by  properly  apportioning  the  lighting  areas. 
The  amount  of  direct  sunlight  admitted  daily,  the  time  of  its  admis- 
sion, and  its  duration  are  evidently  dependant  upon  three  considera- 
tions, the  last  two  of  which  may  be  varied  within  certain  practical 
limits.    They  are : 

a    The  day  of  the  year,  determining  as  it  does  the  sun's  path 

across  the  sky 
b    The  direction  in  which  the  lighting  area  faces  as  regards 

the  points  of  the  compass 
c    The  slope  of  the  lighting  area. 

4  For  a  given  lighting  area,  a  variation  in  its  slope  is  accom- 
panied by  a  very  appreciable  change  in  the  amount  of  daylight 
admitted,  as  will  be  demonstrated  later.  That  is,  as  the  pitch  of  the 
lighting  area  is  made  steeper,  the  amoimt  and  duration  of  direct 
sunlight  entering  the  building  is  lessened,  and  at  the  expense  of  the 
general  illumination.  Conversely,  as  the  slope  of  the  lighting  area 
is  decreased,  the  intensity  of  daylight  is  correspondingly  increcLsed, 
but  there  also  is  concurrent  therewith  a  greater  amount  and  duration 
of  direct  sunlight. 

5  The  question  then  becomes:  How  steep  should  this  slope  be? 
What  is  the  proper  balance  between  the  two  contending  requirements 
of  little  sunlight  and  much  daylight?  Also  at  what  time  of  day  will 
the  direct  solar  rays  fall  upon  the  working  plane,  in  what  locations 
and  volume,  and  for  how  long  a  period? 

6  Naturally,  no  general  answer  can  be  given  to  these  questions. 
Elach  individual  problem  should  be  worked  out  only  after  careful 
study  has  been  made  of  the  particular  conditions  and  requirements 
which  have  to  be  met,  not  excluding  first  cost.  In  the  Southern 
States,  for  example,  the  tendency  is  to  adopt  a  more  nearly  vertical 
lighting  area  than  in  the  northern  part  of  the  United  States  or  Canada, 
on  account  of  the  greater  altitude  of  the  sun  and  its  intense  heat. 
Occasionally  it  has  been  found  advantageous  to  locate  machinery  so 
as  to  avoid  any  direct  sunUght  during  the  working  hours. 

7  With  a  view,  therefore,  to  clearing  up  such  questions  as  these, 
the  writer's  firm,  F.  P.  Sheldon  &  Son,  undertook  to  work  out,  in 
conjunction  with  what  empirical  data  they  already  had,  a  rational 
method  of  design  for  sawtooth-roof  construction. 

8  The  subject  is  necessarily  divided  into  two  closely  related 
parts,  the  first  concerning  direct  sunlightf  its  amount,  time  of  admia- 
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sion,  duration,  and  location  on  the  working  plane;  the  second  part 
relating  to  intensity  of  daylight  upon  the  working  plane. 

Pakt  1.    The  Orientation  op  Sawtooth  Buildings  and 

THE  Slope  of  the  Lighting  area  as  Related  to  the 

Requirements  of  Least  Direct  Sunlight 

9  The  amount  of  direct  sunlight  admitted  daily,  its  time  of 
admission  and  duration  are  dependant  upon  the  factors  given  in  a, 
6  and  c  of  Par.  3. 

10  In  the  practical  problem  of  the  sawtooth  roof,  the  effective 
slope  or  vertical  angle  of  the  lighting  area,  on  account  of  projecting 
jets,  gutters,  and  sash  rails,  and  the  interference  of  roof  rafters,  etc., 
is  greater  than  the  pitch  of  the  glass  itself.  This  often  amoimts  to  as 
much  as  7**  to  10**.  Similarly  the  horizontal  angle  or  bearing  of  the 
lighting  area  with  respect  to  the  sun's  rays  may  be  greater  or  less  than 
the  nominal  angle  on  account  of  projecting  vertical  sash  bars,  etc. 
This  difference  often  amounts  to  as  much  as  5°  to  8°. 

11  The  position  of  the  sun  at  any  given  time  depends  upon  the 
latitude  of  the  place,  time  of  day,  and  calendar  date,  and  may  be 
obtained  from  standard  altitude  and  azimuth  tables.  Knowing 
this,  the  time  of  admission  and  duration  of  direct  sunlight  for  any 
day  of  the  year  may  be  calculated  as  follows: 

12  In  Fig.  1,  let  the  plane  determined  by  the  three  points.  A,  C 
and  D  represent  the  lighting-area  plane,  and  let  points  A,  B  and  E 
define  a  plane  parallel  with  the  horizon.  These  two  planes  intersect 
in  line  AF.  The  acute  angle  v  is  then  the  effective  slope  or  vertical 
angle  of  the  lighting-area  plane.  Also  let  line  AB  represent  the  hori- 
zontal direction  or  bearing  of  the  sun  with  respect  to  the  building 
at  any  assumed  calendar  date  and  time.  That  is,  angle  h  =  the 
difference  between  the  sun's  true  bearing  or  azimuth  and  the  true  cor- 
rected bearing  or  azimuth  of  the  lighting-area  ridges,  each  azimuth 
being  read  easterly  or  westerly  from  north,  according  to  whether 
morning  or  afternoon  conditions  are  being  computed. 

13  Now  pass  plane  ABC  through  AB  perpendicular  to  plane 
ABE,  cutting  the  lighting-area  plane  ACD  in  line  CD.  By  construc- 
tion this  plane  also  contains  the  sun's  altitude  line  through  point  A. 
Consequently,  it  is  evident  that  if  vertical  angle  x  is  greater  than  the 
altitude  of  the  sun,  a  condition  of  total  shade  exists  within  the 
building  at  the  given  time.  And  contrariwise,  if  a:  is  less  than  the 
solar  altitude,  the  sun  is  in  front  of  the  plane  of  the  lighting  area  and 
some  direct  sunlight  is  entering  the  building. 
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14    NoW|  to  find  x  in  terms  of  v  and  h  (see  Fig.  1), 

AE  =  ED  cotv 
and  AB  =  ED  cot  z 

AE 


and 


cos  (90  -h)  = 


AB 


Substituting  in  the  last  equation  the  values  of  AE  and  AB, 

cot  V 


whence, 
and 


cos  (90  -  A)  = 


sinA  = 


cotx 
cot  V 


cotx 
tanx  =  sin  A  tanv 


[11 


a-__ui:__\    / 


FiQ,  1    To  Illustrate  Admission  and  Duration  of  Direct  Sunlight 


15  From  the  above  equation,  exact  information  may  be  ob- 
tained as  to  the  time  of  admission  of  direct  sunlight  and  the  number 
of  hours  of  its  duration.  The  following  example  illustrates  the 
method  of  procedure: 

Example  1.    Given,  a  sawtooth  bmlding  located  in  north  lati- 
tude 36^.    Orientation  of  building  is  such  that  azimuth  of  sawtooth 
ridges  =  N.  99**  08'  E.    Angle  of  glass  =  73°.    Required,  to  find  suH-  - 
light  conditions  on  June  10  (sun's  declination  23°  N.), 

16  By  inspection,  according  to  azimuth  tables,  sunlight  will^ 
enter  the  building  from  sunrise  until  at  least  9: 20  a.m.  local  apparekit^ 
time,  because  the  sim's  azimuth  up  to  then  is  less  than  that  of 
sawtooth  ridges.  The  method  now  consists  in  finding  by  trial  a1 
what  time  the  sunlight  entirely  disappears  from  the  shed. 
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17  Assume  10:20  a.m.,  at  which  apparent  time,  according  to 
the  tables,  the  sxm's  azimuth  =  1 W  08'  E.,  and  its  altitude  64**  46'. 
Now,  V  =  73°  plus  a  correction  for  projecting  jets,  gutters,  etc.,  as 
previously  explained.  (This  may  be  found  from  detailed  section  of 
building  and  will  here  be  assumed  as  7°.)  Then  t;  =  73°  +  7°  =  80°. 
Also,  applying  the  correction  as  explained  in  Par.  10, 

h  =  114°  08'  -  (99°  08'  -  5°)  =  20°. 

Entering  Equation  [1], 

tan  X  =  sin  20°  tan  80° 

whence  x  =  62°  43'. 

18  Since  at  this  time  the  solar  altitude  (64°  46')  is  greater  than 
X,  a  small  angle  of  simlight  is  entering  the  shed.  The  above  process 
may  be  repeated  with  a  slightly  larger  assimied  value  of  h,  with  the 
result  that  within  a  few  minutes  all  direct  simlight  will  be  foimd  to 
be  entirely  excluded  from  the  building. 

19  To  obtain  afternoon  conditions,  the  operation  should  be 
further  continued  imtil  such  time  as  sunlight  is  found  to  reenter.  In 
this  case,  instead  of  assuming  the  time  and  computing  h,  the  reverse 
method  will  be  pursued  and,  as  a  further  short  cut,  it  may  be  reasoned 
that  since  the  lighting  area  faces  slightly  toward  the  east  (that  is,  N, 
9°  08'  E.),  h  at  the  transition  period  will  be  less  than  in  the  morning. 

20  The  westerly  azimuth  of  the  sawtooth  ridges  is  now  used  for 
reference  with  the  tables  and  equals  90°  0'  -  9°  8'  =  80°  52'.  Try 
h  =  6°,  at  which  time  the  sun's  azimuth  becomes  (80°  52'  —  5°)  + 
6°  =  81°  52',  the  apparent  time  being,  from  the  tables  4:34  p.m., 
and  the  sun's  altitude  being  from  the  tables  30°  10'.  Entering 
Equation  [1], 

tan  X  =  sin  6°  tan  80° 

whence  .     x  =  30°41' 

21  Since  x  is  0°  31'  greater  than  the  solar  altitude,  it  is  evident 
that  no  direct  simlight  is  entering.  However,  this  angular  difference 
is  very  slight  and  if  the  computations  were  carried  on  a  step  further, 
sunlight  would  be  found  to  come  in  approximately  five  minutes  later. 

22  In  this  case  then,  on  June  10  a  condition  of  total  shade  exists 
within  the  building  from  approximately  9:20  a.m.  until  4:34  p.m., 
local  apparent  time.  This  time  is  different  from  standard  time,  the 
proper  allowance  should,  of  course,  be  made.  Furthermore,  an  addi- 
tional correction  must  be  applied  in  places  where  the  daylight  saving 
plan  is  in  effect. 
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23  Generally  it  will  be  found  advisable  to  solve  a  given  problem 
for  at  least  two  sets  of  conditions,  that  of  the  longest  day  of  the  year 
(June  21,  declination  23i°N.)  and  the  average  day  of  the  year 
(March  21  and  Sept.  23,  declination  0**). 

24  In  the  example  above,  it  will  be  noted  that  the  duration  of 
total  afternoon  shade  is  4  hr.  and  34  min.  and  is  considerably  greater 
than  the  duration  of  morning  shade;  which  is  only  2  hr.  and  40  min. 
This  is  due  to  facing  the  lighting  area  slightly,  (9**  80  toward  the 
east,  and  suggests  quite  a  range  of  possibilities  as  regards  orientation. 

25  By  applying  the  principles  of  descriptive  geometry,  the 
amount  and  location  of  direct  sunlight  at  any  given  time  may  be 
obtained,  if  desired,  by  finding  the  lines  in  which  the  solar  rays 
through  the  top  and  bottom  limits  of  the  lighting  area  intersect  the 
working  plane  —  the  direction  of  these  rays  being  taken  from  alti- 
tude and  azimuth  tables.  It  may  also  in  this  case  be  necessary  to 
include  the  effect  of  side  walls,  division  walls,  etc. 

26  For  convenience,  Table  1  is  presented,  giving  different  values 
of  z  for  assumed  values  of  /i  as  applied  in  the  second  method  of 
Example  1.  Its  use  makes  unnecessary  any  reference  to  trigono- 
metrical tables,  unless  closer  results  are  desired,  for  angles  not  given. 

Part  2    The  Relative  Intensity  op  Diffused  Daylight 

Received  from  the  Northern  Sky  as  Influenced  by 

the  Size  and  Slope  of  the  Sawtooth 

Lighting  Area 

27  It  doubtless  has  been  noted  that,  by  essence,  Part  1  lends 
itself  to  exact  mathematical  solution.  This  is  not  the  case,  however, 
with  Part  2,  for  which,  as  will  be  explained  later,  the  answer  is  not  to 
be  found  so  precisely  on  account  of  the  necessity  of  introducing 
certain  more  or  less  arbitrary  and  variable  factors.  It  should 
therefore  be  applied  only  with  discrimination  and  strict  regard  for 
its  practical  limitations. 

28  The  total  amount  of  diffused  dayUght  entering  a  building 
through  sawtooth  sash  and  made  available  for  use  (direct  sunlight 
being  excluded)  may  be  analyzed  as  consisting  of: 

d  =  light  from  the  sky  only  direcUy  incident  upon  the  work- 
ing plane 

* 

rd  =  light  from  the  sky  only  directly  incident  upoA  the  imder 
side  or  ceiling  of  the  sawtooth  roof  and  thence  being 
diffusely  reflected  to  the  room  below  (one  reflection) 
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nc  =  combined  light  from  the  sun  and  sky,  diffusely  reflected 
from  the  upper  outdoor  surface  of  the  adjacent  saw- 
tooth roof  directly  to  the  room  below  {one  reflection) 

tqc  =  combined  light  f)rom  the  sun  and  sky,  diffusely  reflected 
from  the  upper  outdoor  surface  of  the  adjacent  saw- 
tooth roof  y  to  the  imder  side  or  ceiling  of  the  sawtooth 
in  question  and  thence  being  again  diffusely  reflected 
to  the  room  below  (two  reflections). 
29  The  total  amoimt  of  light  entering  the  building  due  to  the 
summation  of  the  above  four  elemental  quantities  is  therefore 

L  =  d  +  rd  +  riC  +  riC [2] 

TABLE  1    SHOWING  VALUES  OF  U)  IN  TERMS  OF  (A)  AND  (t) 


*• 

xforf-70* 

xforf-7ft* 

sforf-78* 

sforf-80* 

1 

8*  11' 

11*08' 

18*60' 

16*80' 

ft 

W28' 

17*ft9' 

22*18' 

26*16' 

7 

18*29' 

24*28' 

29*ft2' 

84*86' 

10 

26»80' 

82*ft7' 

89*24' 

44*82' 

16 

3ft*  28' 

44*01' 

fi0*40' 

55*44' 

20 

48* 1ft' 

ftl*ft6' 

61*05' 

62*48' 

25 

40*  1ft' 

67*36' 

63*20' 

67*22' 

80 

68*  69' 

61*  49' 

66*59' 

70*84' 

3ft 

ft7*3«' 

64*68' 

69*41' 

72*56' 

40 

W30' 

67*22' 

71*42' 

74*40' 

60 

64*  86' 

70*48' 

74*80' 

n*03' 

eo 

67* 1ft' 

72*48' 

76*  12' 

78*80' 

70 

68*49' 

74*05' 

77*18' 

79*22' 

80 

69*44' 

74*47' 

77*60* 

79*52' 

00 

70*0' 

75*0' 

78*0' 

80*0' 

30  In  the  following  derivations  for  each  of  the  above  four  quan- 
tities, it  will  be  noted  that  the  individual  values  obtained  (and  there- 
fore also  the  total  value  L)  are  purposely  not  expressed  in  terms  of 
any  particular  standard  unit  of  flux  or  intensity  of  illumination.  On 
the  contrary,  they  represent  only  the  relative  or  comparative  amounts 
of  light  furnished  under  their  several  respective  headings.  And  for 
the  analytical  purposes  of  design,  it  is  believed  that,  on  account  of 
the  extreme  variability  of  natural  Ught  from  day  to  day  and  from 
hour  to  hour,  the  use  of  these  values  should  prove  to  be  fully  as 
satisfactory  as  if  they  were  expressed  in  some  such  term  as  "foot- 
candles"  of  intensity.  Especially  is  this  true  in  view  of  the  fact 
that  they  may  be  employed  in  conjunction  with  corresponding  values 
computed  for  existing  buildings  and  of  known  degree  of  excellence  as 
regards  natural  illumination. 
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31  HoweveTj  the  intensity  of^illumination  in  foot-candles  could 
doubUess  be  approximatedy  if  desired,  for  a  given  set  of  conditions, 
by  applying  a  tiieoretically  or  experimentally  determined  constant, 
based  correspondingly  on  the  sun's  position,  general  atmospheric 
conditions,  land  of  glass,  whether  single-  or  double-glazed,  whiteness 
of  roof,  etc. 

DeterminaHan  of  the  quantity  ^^d'*  or  light  from  the  dey,  directty 
incident  upon  the  working  plane,  eee  Fig.  2. 

32  In  arriving  at  the  quantity  of  light  represented  by  this 
heading,  one  of  the  basic  assumptions  is  that:  The  intensity  of  sky- 
light  upon,  or  Oie  amount  of  skylight  transmitted  through,  a  given  point 
in  space  is  directly  proportional  to  Oie  extent  or  solid  angle  of  sky  to 
which  it  is  exposed.  This  carried  a  step  further  and  acconmiodated 
to  the  requirements  of  the  problem  in  question^  reads:  The  intensity 
of  skylight  upon,  or  the  amount  of  skylight  transmitted  through,  a  given 
point  or  horieorUal  line  is  direcUy  proportional  to  the  vertical  angle  of 
the  sky  to  which  it  is  exposed,  providing  Oie  exposures,  in  a  horizontal 
direction  on  either  side  qf  that  vertical  angle  are  equal  and  symmetrical. 

33  The  verity  of  the  above  statement,  of  course,  presupposes 
the  sky  to  be  of  uniform  brilliancy  throughout,  whereas,  as  a  matter 
of  fact,  it  is  known  to  be  brightest  near  the  sun  and  near  the  horizon. 
However,  in  the  particular  problem  under  consideration  any  error 
due  to  this  circumstance  should  be  relatively  small  for  the  reason 
that  the  sky  angle  to  which  a  sawtooth  roof  is  exposed,  ordinarily 
embraces  a  fair  average  of,  and  at  certain  times  of  day,  practically 
the  complete  variation  of,  the  extremes  noted. 

34  Now  referring  to  Fig.  2,  it  is  evident  that  the  amoimt  of 
direct  skylight  admitted  by  the  typical  construction  shown  is  directly 
proportional  to  the  sum  of  the  total  number  of  degrees  of  sky  which 
each  unit  area  of  the  "true  effective  area"  passes,  and  may  there- 
f or^  be  expressed  by  a  simmiation  of  the  product  of  the  above  imit 
areas  and  their  respective  sky  angles. 

35  By  inspection,  points  m,  r  and  n  transmit  directly  to  the 
working  plane  within  the  building  sky  angles  &i,  bt  and  b$,  respectively, 
the  average  sky  angle  transmitted  by  all  points  between  m  and  n 
being  very  closely 


a  (in  degrees)  = 


bi  +  b,  .     h+b, 
x  +  y 
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36  For  parallel  light  rays  making  an  angle  a  with  the  lighting- 
area  plane,  the  "true  effective  area"  would  be  ««+»  ^  ^j  where  Ss+y  = 
area  of  opening  in  the  lighting-area  plane  as  defined  in  Part  1, 
having  aheight  ofx  +  y.  But  in  this  case,  as  will  be  seen  by  inspec- 
tion, the  angular  direction  of  the  light  rays  passing  any  point  varies 
in  respect,  to  the  plane  between  the  average  limits  of  zero  and  a. 
Therefore,  the  'Hrue  corresponding  effective  area"  may  be  expressed 
by  «»fy  times  the  average  sine  of  this  variable  angle,  between  the 
limits  of  zero  and  a.    This  average  sine  by  simple  integration  is  foimd 

vers  d 
to  equal where  angle  a  is  in  radians.    If  expressed  in  terms 

of  degrees  as  before,  it  equals •    Whence 

rri.iT*-  180  vers  a 

True  effective  area  =  8»^  —  

IT       a 

37  Let  F  =  the  floor  area  in  sq.  ft.  over  which  the  light  from 
area  8^+^  is  effective,  that  is,  one  span  or  sawtooth  in  length  and  a 
properly  chosen  assumed  width  corresponding  to  the  width  selected 
for  8^y.    Then, 

180  vers  a 
d  (per  sq.  ft.  of  F)  = ^ 2_ [3] 

r 

38  In  computing  the  value  of  8x+y  proper  allowance  should  be 
made  for  the  obstruction  due  to  vertical  sash  bars,  etc. 

Determination  of  the  quantity  **rd"  or  light  from  the  sky  direcUy  in* 
ciderU  upon  the  under  side  or  ceiling  of  the  sawtooth  roof  and 
thence  being  diffusely  reflected  to  the  room  below.    See  Fig.  3. 

39  By  inspection,  point  m  transmits  to  the  under  side  of  the 
roof,  sky  angle  e  and  all  points  below  m  in  the  lighting-area  plane 
transmit  continually  decreasing  angles  until  the  value  zero  is  reached 
at  r  and  below. 

40  Therefore,  the  average  sky  angle  transmitted  between  points 
m  and  r  is  closely  J  6,  being  effective  in  this  case  over  the  upper  part 
only  of  the  opening  in  the  plane  of  the  lighting  area,  this  portion  being 
expressed  by  area  Sa  in  sq.  ft. 

41  Some  of  this  light  will  be  absorbed  by  the  ceiling  itself,  the 
amount  depending  upon  the  color  and  other  surface  characteristics 
of  the  latter.  Let  Ri  represent  the  coefficient  of  reflection  of  this 
surface. 
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42  Furthermore,  on  account  of  the  di£Fuse  reflection  from  the 
some  light  is  reflected  back  through  the  glass  without  being 

utilised. 

43  For  simplicity  of  computation  the  proportion  of  reflected 
li^t  utilised  to  the  total  may  be  taken  with  sufficient  accuracy  as 

D  »  — ^^^  ^  ,  since  the  amount  of  light  obtained  under  this  heading 

is  usually  relatively  insignificant. 

44  As  e  is  always  small  the  ''true  corresponding  effective  area" 
may  be  assumed  with  sufficient  accuracy  as  being  measiued  at  right 
angles  to  the  average  direction  of  light  rays.    Whence, 


Then, 


True  effective  area  =  «,  sin  ( 6i  +  ^) 

fiiD|«,sm[6i +1) 
rrf  (per  sq.  ft.  of  F)  = = ^ -.    ...[*] 


DeterminaHon  qf  the  quantity  ''  nc  "  or  combined  light  from  the  sun  and 
eky,  diffusely  reflected  from  the  upper  outdoor  surface  of  the 
adjacent  sawtooth  roof  direct  to  the  room  below  (see  Fig.  4). 

45  The  relative  illumination  obtained  imder  this  heading  is 
dependant,  among  other  things,  upon  the  amount  of  light  incident 
upon  the  roof  and  the  capacity  of  the  latter  to  reflect  it  to  the  interior 
of  the  building. 

46  Let  K  represent  the  average  ratio  of  the  intensity  or  quantity 
of  direct  sunlight  jjIils  skylight  incident  upon  one  square  foot  of  roof 
surface  as  compared  with  the  intensity  or  quantity  of  skylight  only 
incident  upon  and  passing  one  square  foot  of  lighting  area  s»^. 

47  The  relative  intensity  K  is  present  over  the  roof  area  within 
the  useful  angle  v  of  the  figure.  Let  Si  represent  the  ratio  of  this 
effective  roof  area  to  the  lifting  area  s^^.  As  before ,  some  of  this 
light  will  be  absorbed  by  the  roofing  itself,  the  amount  depending 
upon  the  color  and  other  surface  characteristics  of  the  latter.  Let 
Rt  represent  the  coefficient  of  reflection  of  the  roofing  material. 

48  The  reflection  of  this  amount,  ft,  will  very  closely  follow  the 
cosine  law  of  diffuse  reflection,  the  proportional  amount  included 
within  any  vertical  angle  q  from  any  point  p  being 

s —    (where  q  is  expressed  in  radians) 
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and  represented  graphically  by  shaded  portion  of  tangent  circle 
(Fig.  4). 

49  As  the  amount  of  light  obtained  under  this  heading  is  usually 
relatively  insignificant,  it  will  be  sufficiently  accurate  to  compute  the 
total  proportional  amoimt  as 

p  _q      sin2g 

50  Now,  since  from  the  previous  equations,  [3]  and  [4],  the 
measure  of  the  quantity  of  direct  skylight  incident  upon  and  passing 

area  Sz+y  was  taken  as  d  +  -^-7^  y  ^^^  it  follows  that 

tCiU 
nc^KS^R^P^(d  +  ^ [6] 

Determination  of  the  quantity  "r^^'  or  combined  light  from  the  sun  and 
shy  diffusely  reflected  from  the  upper  outdoor  surface  of  the 
adjacent  sawtooth  roof  to  the  under  side  or  ceiling  of  the  sawtooth 
in  question^  thence  being  again  diffusely  reflected  to  the  room 
bdow.    {Two  reflections,  —  see  Fig,  5.) 

51  The  relative  illumination  obtained  imder  this  heading  is  also 
dependent,  among  other  things,  upon  the  amount  of  Ught  incident 
upon  the  roof  and  the  capacity  of  the  latter  to  reflect  it  to  the  interior 
of  the  building.  Let  K  and  St  represent  the  ratios  of  light  intensity 
and  areas  as  explained  previously,  with  the  exception,  however,  that 
(on  accoimt  of  the  fact  that  for  a  portion  of  the  year  the  sawtooth 
valleys  may  be  shaded  from  the  sim's  rays  and  consequently  are 
useful  only  in  reflecting  a  negligible  amount  of  skylight)  the  ratio  St 
in  this  case  should  be  computed  for  a  roof  area  included  between  the 
sawtooth  ridge  and  a  horizontal  line  part  way  down  the  roof  repre- 
senting the  average  shade  line  on  the  average  day  of  the  year.  This 
may  readily  be  obtained  by  applying  the  principles  of  Part  1. 

52  As  before,  let  Ri  and  R%  respectively  represent  the  coefficients 

of  reflection  of  the  ceUing  and  roofing  material.    Furthermore,  the 

proportion  of  reflected  light  included  within  any  vertical  angle  a  from 

any  point  on  the  roof  equals,  according  to  the  cosine  law  of  diffuse 

reflcotioQi 

a      8in2a  ,  ,  1  .        j-      \ 
o —  (where  a  is  expressed  m  radians) 

and  it  graphJcrily  represented  by  the  shaded  portion  of  the  tangent 


1  ■'-  J 
I,  '^'^ 
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53  The  average  value  for  this  expression  between  the  limits 
a  =  6t  and  a  =  Biis  therefore 

r*»  /or  _  sina\  J 

^'^        Bt-e, 

_  Bt  +  Bi  __  sin  (^  +  Oi)  sin  {0%  —  ^ 

where  Bt  and  ^i  are  measured  in  radians. 

54  The  above  expression  may  be  taken  as  the  proportional 
amount  passing  the  lighting  area  since  the  amount  excluded  between 
the  limits  i>%  and  ^i,  is  usually  relatively  insignificant.  However, 
this  proportion  may  be  calculated  from  the  same  formula  if  desired 
and  subtracted  from  Pt. 

55  Since  the  intensity  of  light  received  by  the  ceiling  varies 

considerably  from  ridge  to  valley,  the  total  useful  quantity  may  be 

obtained  accurately  only  after  a  more  complex  operation  than  that 

involving  Pt  above;  and  for  simplicity,  therefore,  as  in  computing 

180®— (7® 
rd,  this  proportion  may  be  taken  as  D  =  — iroo^'     ^*  ^  believed 

that  this  assumption  is  sufficiently  accurate  for  the  purposes  of  the 
problem,  D  usually  representing  a  considerable  proportion  approxi- 
mating 70  per  cent.  Therefore,  following  out  the  same  reasoning  as 
for  Equation  [6], 

r,c (per sq.ft. of F) -=iJ:S,fliff»PJ)(d  +  ^).    .    .     [61 

56  The  following  example  illustrates  the  method  of  procedure. 
ExAiitPLE  2.    Given,  the  same  t3rpical  sawtooth  roof  as  in  Example 

1,  having  angle  of  glass  —  73  deg. :  Required  to  find  the  total  amount 
of  daylight  entering — that  is,  quantity  L,  Equation  [2]. 

First  to  find  quantity  d,  Equation  [3].  From  the  detailed  build- 
ing sections,  it  is  found  that 

6i  =  72^30';  ht  =  86^  6,  =  80^;  x  =  44";  y  =  22"; 

whence 

^72.5  +  86  ^  go 86 +  80 


and 


a -—^ 80»30' 


180  versa  ^  180 (1  -  0.165)  ^  ^  ^^2 


a  80.5  T 

57    Let  the  computations  be  based  on  a  section  of  the  sawtooth 
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having  a  width  of  one  sash,  i.e.,  8'  3'^  the  latter  having  a  net  width 
of  glass  equal  to  TZ".  The  length  of  span  between  valleys  is 
17'  0".    From  the  foregoing, 

8,^  =  7.26  X  5.5  =  39.9  sq.  ft.  and  F  =  17  X  8.26  =  140  sq.  ft. 

Therefore  entering  Equation  [3], 

,      80.6X39.9X0.592      ,^^ 
d ^ 13.6. 

To  find  quanty  rd,  Equation  [4]. 

68  From  the  detailed  building  sections  it  is  found  as  before  that 
6i  =  72^  30';  x  =  44";  e  =  25^  30';  g  =  40^  Basing  the  compu- 
tation  on  the  same  length  of  sawtooth  as  before, 

«,  =  7.26  X  3.66  =  26.5  sq.  ft. 

F  =  140  sq.  ft. 
also, 

^      180-65      ^  - 

^ — m-=^-^ 

59  Assimie  that  ceiling  of  sawtooth  roof  is  painted  white  having 
coefficient  of  reflection  Ri  »  0.60.    Then,  entering  Equation  [4], 

,  _  0.6  X  0.7  X  12.75  X  26.6  X  sin  (72^  30'+ 12^45') 

140  ^ 

which  is  relatively  small  compared  with  d. 
To  find  quantity  ric,  Equation  [6]. 

60  From  the  detailed  building  sections,  it  is  found  that  q  =  15^ 
=  0.26  radians,  whence 

IT  2t 

61  According  to  a  publication  entitled  The  Sun,  by  Charles  G. 
Abbott,  S.M.,  Director  Smithsonian  Astrophysical  Observatory,  the 
average  intensity  of  simlight  plus  skylight  on  the  sawtooth  roof  itself 
may  be  deduced  as  being  during  working  hours,  and  for  ordinary 
atmospheric  conditions,  four  or  five  times  that  of  skylight  on  the 
lighting-area  plane.    Therefore,  let  X  =  4. 

62  Si  from  the  detailed  sections  is  found  to  be  2.3.  Assume  the 
roof  to  be  covered  with  clean  white  slag  having  a  coefficient  of  re- 
flection =  0.5.    Then,  entering  Equation  [6], 

riC  =  4  X  2.3  X  0.5  X  0.004  f  13.6  +    ^     J  =  0.3 

63  This  quantity,  represented  by  Ek^uation  [6],  is  usually  so  small 
that  it  may  be  omitted  entirely  from  the  computations. 

To  find  quantity  rtc.  Equation  [6]. 
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64    From  the  detailed  building  sections  it  is  found  that 

^  =  80"*  =  1.4  radians 
^1  =  24"*  =  0.42  radian 
whence 

$^^e^=  1,82  radians,  and  sin  (^2  +  ^1)  =  0.97 
^1  -  ^1  =  0.98  radian,  and  sin  ($1  -  ^1)  =  0.829 

Therefore, 

-,       1.82      0.97X0.829      ^_ 

^*  =  ^7  "    2t  X  0.98    "  ^'^^ 

Si  is  found  to  equal  in  this  case  2.7. 

X  =  4,  /2i  =  0.6,  ft  =  0.5,  and  D  =  0.7,  as  before.    Therefore, 
entering  Equation  [6], 

r,c  =  4  X  2.7  X  0.6  X  0.5  X  0.16  X  0.7  n3.6  +  ^  J  =  5.8, 

whence,  Equation  [2] 

L  =  13.6  +  1.0  +  0.3  +  5.8  =  20.7. 

This  total  quantity  may  be  compared  with  corresponding  values 
computed  for  existing  sawtooth  buildings  of  known  degree  of  excel- 
lence as  regards  intensity  of  natural  illumination. 

65  In  case  additional  illumination  is  required  an  alternate 
design  having  increased  glass  area  or  a  flatter  slope,  or  both,  might  be 
considered,  and  in  this  connection  it  is  interesting  to  note  that  if  the 
pitch  is  decreased  by  only  10^,  the  glass  area  remaining  the  same,  L 
figures  out  to  be  increased  by  about  15  per  cent.  On  the  other  hand, 
assuming  the  building  placed  as  in  Example  1  and  applying  the 
principles  of  Part  2,  it  is  found  that  considerable  sunlight  will  enter 
for  the  entire  day.  That  is,  the  period  of  total  shade  would  be  de- 
creased on  June  10  from  over  7  hr.  to  zero,  or  a  condition  of  con- 
tinuous direct  sunlight. 

66  This  information,  when  extended  to  comprehend  that  for 
other  days  of  the  year,  including  the  days  of  average  length,  and  when 
used  in  conjunction  with  the  particular  conditions  and  requirements 
of  the  problem  in  question  should  faciUtate  the  selection  of  the  most 
advantageous  design. 

67  Various  means  have  been  adopted  to  exclude  direct  sunlight 
from  the  interior  of  such  buildings  and  all  of  them  seem  to  have  the 
disadvantage  of  reducing  the  total  illumination.  Sawtooth  buildings 
with  glass  vertical,  that  is,  with  the  effective  angle  of  the  lighting 
area  actually  overhanging,  are  not  uncommon;  whitewashing  the 
glass  results  in  some  protection  against  direct  solar  rays  and  a  cooler 
interior  but  also  in  glare  and  considerable  loss  of  Ught,  the  latter  being 
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especially  noticeable  on  dark  days  and  w)ien  the  sun  is  a  ot  shining  in 
the  shed;  deeply  ribbed  glass  produces  glare. 

68  Whatever  glass  is  used,  cleanliness  is  essential;  furthermore 
the  significance  of  Equation  [6],  indicating  the  possible  average 
relative  amount  of  reflected  light,  emphasizes  the  importance  of 
adopting  where  practicable,  light-colored  roofing  materials  such  as 
white  slag,  and  sdso  the  use  of  white,  dust-resisting,  washable  paints 
upon  sawtooth  ceilings  of  buildings  in  which  naaximum  daylight  is 
desired.  If  either  of  the  above  surfaces  had  been  black,  the  average 
reduction  in  daylight  for  Ebcample  2  would  have  been  equivalent  to 
30  per  cent,  or,  expressing  it  another  way,  the  increased  light  resulting 
from  their  use  amoimts  to  over  40  per  cent. 

As  before  noted,  Part  2  of  the  paper  should  be  applied  only  with 
due  regard  to  its  practical  limitations.  It  furnishes  a  means  of 
comparison  with  known  designs  and  is  based  on  fair-weather  condi- 
tions and  with  simlight  on  the  building  as  a  whole.  During  cloudy 
weather  the  amount  of  useful  Ught  contributed  from  the  top  of  the 
sawtooth  roof  is,  of  course,  decreased,  but,  on  the  other  hand,  the 
quantity  of  direct  skylight,  which  has  been  foimd  to  constitute  the 
major  portion  of  the  total,  is  often  thereby  considerably  increased 
depending  upon  the  relative  brightness  of  the  clouds. 

69  From  the  foregoing  anal3rses  it  is  evident  that  the  height  of 
valley  (T,  Fig.  5)  for  a  given  construction  should  be  made  as  low  as 
consistent  with  protection  against  the  elements,  including  snow  and  ice. 
And  it  is  a  happy  coincidence  that  in  the  South,  where  some  difficulty 
is  often  encountered  in  obtaining  the  desired  intensity  of  daylight  (on 
accoimt  of  the  increased  slope  of  the  glass  which  it  is  felt  necessary  to 
adopt),  the  lighting  area  may  be  considerably  augmented  by  using  a 
shallower  valley  than  would  be  considered  advisable  in  the  North. 

70  Furthermore,  it  will  be  seen  that  for  a  given  building,  the  use 
of  a  small  nimiber  of  large-scale  sawteeth  as  against  a  greater  number 
of  smaller  units  having  the  same  pitch,  results  in  considerably  in- 
creased daylight  due  to  fewer  number  of  valleys  of  height  T,  and 
consequently  less  proportionate  obstruction.  This  principle,  of 
course,  should  be  appUed  with  due  regard  to  structural  limitations  and 
architectural  considerations  which  may  be  involved,  together  with 
the  important  question  of  evenness  of  daylight  intensity. 

71  It  is  also  worthy  of  note  that  the  adoption  (for  the  reasons 
above  outlined)  of  flatter  sawteeth  with  increasing  terrestrial  lati- 
tudes works  out  well  in  conjimction  with  the  heating  requirements, 
since  it  results  in  less  cubage'and  radiating  surface. 
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DISCUSSION 

Wm.  T.  Magbudeb  (written).  This  paper  is  unusual  as  it 
represents  the  use  of  the  higher  mathematics  as  a  tool  in  architec- 
tural proportion  and  design  and  an  effort  at  a  rational  method  of 
proportioning  the  elements  entering  into  the  design  of  a  sawtooth 
roof.  One  element,  however,  seems  not  to  have  been  considered 
by  the  author,  namely,  the  distance  from  the  floor,  or  from  the  level 
of  the  working  area,  to  the  center  of  the  sash  and  on  which  the 
evenness  of  distribution  of  illumination  in  part  depends.  Again, 
the  pitch  and  the  height  of  the  sawteeth  for  greatest  evenness  of 
illumination  are  each  a  function  of  this  same  vertical  distance.  The 
number  of  variables  and  the  assumptions  which  have  to  be  made  do 
not  cause  the  problem  to  be  one  of  easy  and  complete  analytical 
solution. 

When  in  1907  it  was  decided  that  the  new  engineering  laboratory 
of  The  Ohio  State  University  should  have  a  sawtooth  roof  facing  the 
north,  that  the  bottom  of  the  trusses  should  be  22  ft.  3  in.  from  the 
floor  and  16  ft.  apart  on  centers,  that  the  pitch  of  the  teeth  should 
be  30  ft.,  the  problem  of  the  angle  of  slope  and  the  height  of  the  glass 
in  the  north  sash  was  solved  by  the  university  architect,  Prof.  Joseph 
N.  Bradford,  M.E.,  by  the  experimental  method  rather  than  by 
either  the  analytical  or  empirical  methods.  The  university  astron- 
omer. Prof.  Henry  C.  Lord,  B.Sc,  gave  the  height  of  the  sun  on  June 
21,  and  the  angle  of  the  true  slope  was  made  16  deg.  such  that  the 
direct  rays  of  the  sun  do  not  enter  the  building  during  the  working 
hours,  or  from  8.00  a.m.  to  5.00  p.m.  The  overhang,  measured 
normal  to  the  glass,  is  3  in.  The  actual  slope  of  the  glass  is  18  deg. 
The  architect  made  a  model  of  the  building  (115  ft.  by  310  ft.)  to  a 
scale  of  iV  i^-  ^  the  foot,  having  the  above  proportions  of  height 
from  floor,  pitch,  glass,  etc.,  and  with  the  roof  having  three  different 
heights  of  glass,  and  exposed  a  single  sheet  of  photographic  paper  in 
the  position,  to  scale,  of  3  ft.  above  the  floor  under  the  entire  model. 
The  model  was  placed  on  the  north  side  of  a  building,  was  protected 
from  reflected  light,  and  exposed  only  to  the  diffused  light  from  the 
clear  northern  sky.  On  development  this  one  sheet  showed  by  the 
relative  evennesses  of  distribution  and  the  relative  intensities  of 
lighting  which  height  of  glass  was  preferable  and  gave  the  most 
uniform  illumination.  As  the  result  of  this  experiment,  the  height 
of  the  slope  of  the  roof  trusses  was  made  9  ft.  on  centers  for  the  30-ft. 
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span  on  centers.  The  glass  is  69  in.  long,  net.  It  starts  42^  in.  from 
the  bottom  of  the  trusses,  or  25  ft.  9i  in.  from  the  floor.  The  top  of 
the  glass  is  13  in.  vertically  below  the  top  of  the  roof.  The  length  of 
the  incline  is  8  ft.  4^  in.  to  the  crown  of  the  gutter.  The  top  of  the 
roof  is  8  ft.  from  the  crown,  and  8  ft.  5  in.  from  the  low  point  of  the 
gutter.    The  bottom  of  the  glass  is  from  18  to  23  in.  above  the  gutter. 

Those  who  have  visited  the  building  and  seen  its  illumination  can 
appreciate  the  success  which  attended  this  novel  and  original  method 
of  solving  the  problem. 

Still  another  novel  solution  of  an  architectural  or  building  prob- 
lem was  effected  in  the  design  of  the  trusses  over  the  boiler  room. 
This  room  is  without  columns,  46  ft.  10  in.  between  brick  walls,  and 
has  a  two-pitch  sawtooth  roof  over  it  with  the  bottom  of  the  Morris 
trusses  22  ft.  3  in.  above  the  floor,  and  48  ft.  span  on  centers.  These 
Morris  trusses  are  composed  of  two  half  Fink  trusses  with  a  com- 
pression member  connecting  the  tops  or  tips  of  the  teeth  of  the  two 
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Fig.  6    Two-Pitch  Sawtooth  Roof  Tbttss 

half-trusses.  See  Kg.  6.  The  use  of  a  sawtooth  roof  over  a  boiler 
room  and  without  the  use  of  columns  is  thought  to  have  been  novel  at 
the  time.  It  has  proved  that  boiler  rooms  of  this  size  and  kind  do 
not  have  to  be  dark  and  that  they  can  be  as  well  illuminated  by 
diffused  daylight  as  are  shop  buildings.  Credit  for  the  solution  of 
this  problem  in  this  way  is  due  to  Clyde  T.  Morris,  C.E.,  professor 
of  structural  engineering,  The  Ohio  State  University. 

It  is  thought  that  this  same  construction  could  be  wisely  used  in 
the  design  of  shop  and  factory  buildings  and  sheds,  where  good 
daylight  illumination  is  a  desired  feature  and  where  the  absence 
of  columns  and  their  corresponding  dead  floor  spaces  and  the  greater 
freedom  in  locating  machinery  and  aisles  would  more  than  offset  the 
extra  cost  of  the  roof  construction. 

F.  J.  HoxiE  briefly  commented  on  the  paper,  saying  that  one 
advantage  of  the  sawtooth  roof  which  the  author  had  not  mentioned 
was  the  reflection  of  the  heat  in  summer  time.  Nearly  every  summer 
the  conipany  with  which  he  was  connected  found  it  necessary  to  shut 
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down  for  a  day  or  two  owing  to  the  excessive  sunshine,  and  with  a 
white  roof  this  could  be  reduced.  As  far  as  he  knew,  that  was  the 
only  practical  method  of  getting  an  equal  advantage  in  winter. 

The  Author.  Referring  to  Professor  Magruder's  comments, 
Formula  [2],  Par.  29,  by  definition,  gives  the  total  light  entering 
the  building,  which  quantity  is,  of  course,  wholly  independent  of  the 
question  of  evenness  of  light  distribution.  The  latter  element  is, 
however,  of  considerable  importance  and  may  be  obtained  as  in- 
dicated in  Pars.  3  and  70  by  properly  apportioning  the  lighting  areas. 
That  is,  for  a  given  intensity  and  evenness  of  light,  a  low-studded 
building  would  require  a  greater  number  of  small-size  sawteeth  or 
light  sources  than  a  building  with  a  high  story,  although  the  total 
amount  of  light  might  be  the  same  for  each. 

This  problem  is  readily  solved  by  the  application  of  analytical 
methods  not  within  the  scope  of  this  paper,  —  it  being  found  generally 
advisable  to  adopt  a  ratio  of  span  to  height  of  center  of  glass  area 
above  floor  not  exceeding  If.  The  question  of  overlapping  in  this 
case  is  analogous  to  that  when  artificial  illuminants  are  used  for 
light  sources.  Outside  the  matter  of  evenness  of  distribution,  story 
height  does  not  affect  the  general  result  unless  the  atmosphere  happens 
to  be  laden  with  dust,  smoke  or  vapor.  The  use  of  white  surfaces 
furthermore  aids  in  effecting  diffusion  and  evenness  of  intensity  by 
producing  reflected  light  (rsc  and  rd)  opposite  in  general  direction 
to  the  direct  illumination. 

Part  1  of  the  paper  is  a  matter  of  exact  analysis  and  solution, 
but  I  would  not  have  been  surprised  to  have  heard  some  adverse  com- 
ment to  the  effect  that  the  several  factors  in  Part  2,  regarding  which 
certain  assumptions  were  necessary,  might  introduce  appreciable 
errors  in  the  computations.  In  this  connection,  however,  it  should 
be  noted  that  the  assumptions  affect  only  the  quantity  of  reflected 
light,  which,  it  can  be  definitely  shown,  amounts  in  general  to  less 
than  30  per  cent  of  the  total.  That  is,  Equation  [3],  which  expresses 
by  far  the  major  portion  of  light,  is  unaffected  by  any  appreciable 
approximation.  It  will  be  seen,  therefore,  that  even  a  considerable 
error  in  the  derivation  of  one  or  all  the  variable  factors  in  Equations 
[4],  [6]  and  [6],  governing  reflected  Ught,  is  greatly  minifnized  in  per- 
centage when  appUed  to  the  total.  And  in  comparing  roofs  with 
black  surfaces,  this  error  is  reduced  to  zero,  since  the  last  three  terms 
of  Equation  [2]  disappear  entirely.  In  fact,  for  all  ordinary  compu- 
tations, when  comparing  roofs  with  white  surfaces,  it  will  often  be 
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found  entirely  proper  to  neglect  these  three  terms  altogether,  if  it 
is  evident  that  their  proportional  contribution  to  the  total  will  be 
about  the  same  in  each  case.  This  makes  the  computation  very 
simple.  It  is  when  comparing  black-surfaced  with  white-surfaced 
roofs  that  Equation  [2]  in  its  completeness  becomes  of  especial  use 
in  showing  the  effect  of  adopting  surfaces  best  suited  to  reflect  light. 

The  factor  regarding  which  there  seems  to  be  the  greatest  lack  of 
data  at  the  present  time  is  K;  but  of  the  others,  S  and  P,  may  be 
mathematically  determined  with  considerable  exactness,  D  with 
fair  accuracy  and  B  from  published  coefficients  of  reflection,  regard- 
ing which  there  seems  to  be  considerable  and  increasing  information. 
It  is  hoped  that  more  comprehensive  and  accurate  data  as  to  the 
proper  average  value  of  factor  K  will  be  established  in  the  future. 
It  varies,  of  course,  with  the  relative  slope  of  glass  and  roof  to  the 
horizon  and  must  be  estimated  for  each  case  with  this  in  mind. 

The  advantage  of  a  white  sawtooth  roof  surface  in  reflecting 
the  sun's  heat,  to  which  Mr.  Hoxie  refers,  might  easily  be  consider- 
able for  a  thin  uninsulated  roof,  but  in  the  case  of  heavily  insulated 
roofs  (which  are  often  adopted  for  example  in  weave  sheds  and  dye 
houses  to  prevent  condensation  on  the  under  surface)  the  effect  would 
be  slight.  However,  a  reduction  even  of  1  deg.  fahr.  in  some  of  the 
excessive  summer  temperatures  often  experienced  within  mills 
might  weU  be  considered  worth  while. 
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REFRIGERATING  PLANT  EFFICIENCY 

Bt  Victor  J.  Asbb,  St.  Loins,  Mo. 
ABSooiate-Member  of  the  Society 

The  paper  deals  with  ihe  condiHoAe  prevailing  in  the  majority  of  ice  planU  and 
makea  suggeetUmi  in  regard  to  increasing  the  efficiency  of  their  operation. 

The  variations  of  the  load  factor  should  he  considered  in  selecting  the  size  of  boiler. 
High  boiler  efficiency  depends  more  upon  design  and  inteUigerU  operation  than  upon 
the  quality  of  fuel  uxed. 

The  author  condemns  the  practice  of  using  a  Corliss  non-condensing  engine  for  the 
prime  mover  on  account  of  its  large  steam  consumption  when  operated  at  fractional 
loads.    He  recommends  the  uniflow  steam  engine  and  the  Diesel  oil  engine. 

It  should  be  aimed  to  reduce  the  auxiliary  power  to  one-half  horsepower  per  ton 
of  ice.  Wet  compression  is  preferable  to  dry,  Plate  ice  frozen  from  one  side  takes 
too  long  to  freeze  solid;  ceH-plate  ice  frozen  from  two  sides  freezes  solid  in  one-fourth 
of  the  time. 

Several  curves  illustrate  the  rate  of  heal  transmission  in  brine  coolers  and  am- 
monia condensers. 

Ice  storage  is  profitable,  and  with  a  reasonably  large  production  of  ice  ihroughoul 
the  year  it  contributes  greatly  to  the  economical  operation  of  the  plant.  The  effects 
of  various  features  of  condenser  installations  are  indicated  in  several  curves  obtained 
from  actual  cases. 

The  proper  means  to  conserve  ammonia  are  pointed  out  and  the  usual  bonus 
systems  are  oudined, 

'T^HE  cost  of  ice  and  of  refrigeration  is  a  composite  figure  of 
many  different  expenses  coming  under  the  heads  of  direct 
and  indirect  manufacturing  expenses,  selling  expenses  and  general 
expenses.  The  cost  of  fuel  is  usually  the  largest  item  and  it  may 
easily  represent  the  difference  between  profit  and  loss. 

2  During  the  last  two  years  the  cost  of  fuel  per  ton  of  ice  has 
doubled  or  trebled  and  many  plants  are  now  paying  from  $1.50  to 
$2.00  per  ton  of  ice  for  fuel  alone,  and  the  situation  is  becoming 
still  more  acute  because  of  the  shortage  of  labor  which  is  rapidly 
growing  serious. 

3  In  spite  of  these  conditions,  and  the  fact  that  the  fuel  factor 
can  be  more  easily  controlled  than  any  of  the  others,  the  majority 
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of  refrigerating  plants  are  very  wasteful  of  fuel  as  a  result  of  im- 
proper design,  run-down  equipment  or  poor  operation.  While  the 
possible  •  savings  are  enormous  and  can  usually  be  secured  with 
little  effort  and  slight  expenditure,  the  necessity  for  improving 
equipment  and  operating  conditions  is  not  realized  in  the  majority 
of  plants. 

4  It  should  be  the  aim  to  improve  the  economy  of  the  plants 
from  year  to  year  by  making  major  or  minor  changes  and  the  effort 
for  improvement  should  bear  a  relation  to  the  cost  of  fuel  and  labor. 

5  The  ideal  plant  is  the  one  whose  manufacturing  cost  is  con- 
stant in  spite  of  the  great  increase  of  costs.  The  practice  of  ^'sap- 
ping'' a  plant,  that  is,  getting  out  all  the  possible  profits  without 
reinvesting  any,  has  made  many  a  plant  valueless. 

6  Fuel  cost,  while  most  important,  is  not  all-important,  how- 
ever, and  there  are  ice  plants  having  a  very  high  fuel  economy  that 
are  losing  money.  A  high  efficiency  must  be  maintained  generally 
in  the  design  of  the  plant,  in  its  load  factor  and  in  its  labor  and  sales 
organization.  There  are  far  more  plants  making  on  the  average, 
per  year,  1.5  to  2.5  tons  of  ice  per  ton  of  fuel  than  plants  making 
5  tons,  having  simple  non-condensing  plants  in  mind. 

7  Fig.  1  is  submitted  as  an  illustration  of  the  performance  of  a 
nimiber  of  plants  taken  at  random,  showing  both  their  yearly  out- 
put and  the  ratio  of  tons  of  ice  made  per  ton  of  coal.  For  example, 
the  plant  shown  as  having  the  least  capacity  is  one  of  2000  tons  per 
year  and  makes  2  tons  of  ice  per  ton  of  coal. 

8  In  this  paper  the  writer  will  express  himself  frequently  in 
terms  of  tons  of  ice  per  ton  of  10,000  B.t.u.  fuel,  an  expression  which 
tends  to  equalize  the  value  of  the  various  fuels  (semi-bituminous, 
bituminous,  lignite,  oil,  etc.),  since  by  a  simple  recalculation  it 
places  them  on  a  conmion  basis. 

BOILER   ROOM 

9  If  the  refrigerating  plant  is  steam-driven,  careful  thought 
must  be  given  to  the  boiler  room:  to  proper  selection  of  fuel,  boilers 
and  proper  installation  and  operation.  The  average  boiler  room 
is  very  wasteful  due  to  conditions  in  the  furnace  and  boiler,  to  the 
excess  air,  incomplete  combustion,  scale  and  soot. 

10  With  waters  that  have  a  tendency  to  prime,  it  is  often  the 
practice  to  underload  the  boilers  so  as  to  prevent  priming.  In  a 
certain  plant  having  Stirling  boilers  and  using  water  containing  80 
grains  of  chlorides  per  gallon,  serious  trouble  was  experienced  with 
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priming  until  the  ste&m  connection  was  changed  to  the  rear  drum, 
after  which  it  was  poaaible  to  operate  the  boilers  with  water  having 
a  laige  amount  of  salt  without  any  priming  developing.  In  the 
same  plant  scale  caused  by  calcium  sulphate  was  overcome  by 
adding  sodium  hydroxide  to  sodium  carbonate  and  lime  treatment. 
11  As  the  load  factor  of  most  refr^erating  plants  varies 
greatly,  the  boiler  installation  should  be  such  as  to  give  flexibility 
of  operation.  In  small  plants  arrangements  should  be  made  to 
reduce  the  grate  surface  during  the  winter  periods;    each  boiler 
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must  be  equipped  with  a  draft  gage  and  the  draft  should  be  main- 
tained at  the  minimum  required  and  varied  with  the  load. 

12  The  boiler  setting  should  be  high,  even  with  return  tubular 
boilers,  -with  a  apace  of  from  4  to  5  ft.  between  grate  and  boiler 
shell,  and  the  combustion  chamber  should  be  so  arranged  that  the 

.  benefit  of  this  increased  space  is  obtained.  Gases  tend  to  take 
the  shortest  path,  and  with  most  of  the  combustion-chamber  space 
devoid  of  drop  walls  there  will  be  circulation  of  the  gases  and  many 
eddy  currents  or  dead  spaces. 

13  The  gases  should  flow  slowly  until  they  reach  the  heating 
surface,  where  combustion  should  be  complete.  After  this  the 
velocity  should  be  high  so  as  to  allow  greater  heat  absorption. 
Some  of  the  boilers  on  the  market  were  designed  upon  more  or 
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less  crude  engineering  principles  and,  although  good  steam  pro- 
ducers, they  are  not  economical. 

14  As  far  as  fuel  is  concerned,  it  must  be  said  that  any  fuel 
can  be  burned  if  proper  provisions  are  made  —  shavings  as  well  as 
oil  or  semi-bituminous  coal.  The  selection  mostly  depends  upon 
cost  and  availability.  lignite,  for  example,  is  a  most  excellent 
fuel  for  localities  such  as  lexas.  With  Texas  lignite  burned  under 
return  tubular  boilers  efficiencies  were  obtained  of  from  63  to  68 
per  cent.    The  composition  of  the  lignite  was  as  follows: 

Moisture 21 .5    per  cent 

Volatile  matter 42 .31  per  cent 

Fixed  carbon 24 .08  per  cent 

Ash 12 .  11  per  cent 

B.t.u.  dry 9530 

B.t.u.  actual 7850 

15  With  chain-grate  stokers  and  Texas  lignite,  and  an  equiva- 
lent evaporation  of  5.64,  a  boiler  efficiency  of  67  per  cent  and  a 
boiler  overload  of  15  per  cent  were  obtained.  With  Colorado  lig- 
nite, boiler  efficiencies  of  70  per  cent  were  frequent.  Wood,  such 
as  slabs,  when  obtainable,  can  be  burned  quite  well,  only  the  furnace 
must  be  of  proper  design  with  two  sets  of  fire  doors,  one  above  the 
other. 

16  Higher  boiler  efficiency  is  not  so  much  dependent  upon  the 
quality  of  the  fuel  as  it  is  upon  the  design  of  equipment  and  in- 
telligence with  which  the  fuel  is  fired.  With  the  highest  grade  of 
semi-bituminous  coal  the  writer  witnessed  tests  giving  an  efficiency 
of  50  per  cent,  and  70  per  cent  with  the  low-grade  lignites.  Econo- 
mizers are  very  valuable  and  bring  excellent  returns  upon  the  in- 
vestment. Even  with  load  factors  as  low  as  35  per  cent  and  a  15 
per  cent  fixed  and  operating  expense,  a  yearly  saving  of  30  per  cent 
of  economizer  investment  will  be  made,  based  upon  fuel  at  $2.50 
per  ton  of  10,000  B.t.u.  and  normal  economizer  prices.  At  the 
present  economizer  prices  are,  of  course,  abnormal,  and  so  is  also 
the  cost  of  fuel.  Emphasis  has  repeatedly  been  laid  on  the  im- 
portance of  equipping  ice  plants  with  proper  boiler-room  instru- 
ments. 

PRIME  MOVERS 

17  The  prime  mover  most  generally  used  in  refrigerating 
plants  is  the  Corliss  non-condensing  steam  engine.  Next  in  order 
are  the  compound  Corliss,  electric  motor,  oil  engine,  and  uniflow 
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engine.  If  this  order  were  reversed,  however,  enormous 
■  iiimii  of  money  would  be  saved  to  ice  manufacturers,  for  the  foUow- 
K-Dg  reasons: 

18  In  selecting  the  prime  mover  for  an  ice  plant,  the  two  most 
Sjoaportant  Items  to  consider  are  efficiency  at  rated  load  and  efficioicy 
ett  half  load.    While  the  average  Corliss  non-condensing  engine  con- 
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Fio.  2    Rblaitvs  Efficiency  of  Various  Ice-Plant  Inbtall.ations 

sumes  20  per  cent  more  steam  at  half  load  than  at  full  load,  the 
iiniflow  engine  uses  only  about  8  per  cent  more.  This  is  of  great 
importance  because  of  the  great  variations  of  load  factor.  Many 
engines  can  be  found  operating  at  one-eighth  cut-off.  This  is  the 
reason,  also,  why  a  steam  cylinder  should  be  adapted  to  the  back 
pressure  at  which  the  compressor  operates.    It  is  most  unwise  to 
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have  a  steam  cylinder  large  enough  for  economical  cut-off  at  25  lb. 
suction  pressure  when  the  pressure  to  be  maintained  is  15  lb.  or 
less. 

19  Fig.  2  shows  the  results  to  be  expected  from  various  types 
of  installations.  The  allowance  made  for  auxiliaries  ranges  from 
one-half  to  one-horsepower  per  ton  of  ice,  depending  upon  condi- 
tions. The  condenser  pressure  was  taken  at  185  lb.  gage,  and  it 
was  assumed  that  at  the  suction  pressure  given  the  machine  would 
operate  at  about  full  load. 

20  In  small  plants  preference  should  ordinarily  be  given  to 
the  use  of  superheated  steam,  since  as  high  an  economy  may  be 
obtained  from  a  uniflow  non-condensing  engine  operated  with  super- 
heated steam  as  from  a  compound  Corliss  condensing  engine  using 
saturated  steam,  and  the  former  equipment  is  a  great  deal  simpler 
and  necessitates  less  auxiliary  power.  Furthermore,  the  steam- 
consumption  curve  is  flat  and  the  high  efficiency  of  the  plant  will 
be  maintained  during  the  winter  time. 

21  Superheaters  can  be  installed  with  facility  even  in  existing 
installations,  and  since  the  gain  is  greater  with  simple  non-condens- 
ing engines,  uneconomical  ice  plants  will  derive  great  benefit. 

22  In  the  majority  of  ice  plants  the  initial  steam  pressure  in  the 
steam  cylinder  is  from  70  to  90  lb.  Even  in  plants  having  high- 
pressure  boilers  the  benefit  to  be  derived  from  high-pressure  steam 
is  not  usually  taken  advantage  of.  Tests  show  an  economy  increase 
of  7.5  .per  cent  by  raising  the  pressure  from  75  to  100  lb.,  and  of  4 
per  cent  by  raising  it  from  100  to  125  lb. 

23  In  order  to  gain  in  economy,  a  simple  engine  is  often  made 
to  operate  as  a  condensing  engine.  As  a  result  the  temperature 
difference  in  the  cylinder  is  increased  and  the  cut-off  is  shortened, 
which  increases  the  wall  area  at  cut-off  as  compared  to  volume. 
This  greatly  increases  cylinder  condensation,  which  is  directly  pro- 
portional to  the  temperature  difference  and  the  area  exposed.  It 
therefore  seldom  pays  to  operate  such  a  machine  at  more  than  20  in. 
of  vacuiun,  and  if  the  plant  is  to  be  changed  over  to  condensing 
operation,  it  is  best  to  replace  the  simple  Corliss  by  compound 
cylinders  or  by  a  uniflow  engine  and  leave  the  rest  of  the  machine 
intact. 

24  Under  proper  conditions  the  ideal  and  most  efficient  prime 
mover  for  the  ice  manufacturer  is  the  Diesel  oil  engine.  By  ''under 
proper  conditions"  is  meant  conditions  of  oil  supply  and  cost,  and 
kind  of  operating  force  to  be  employed.    It  cannot  be  over-empha- 
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sized  that  with  the  Diesel  engine  a  high-grade  engine-room  force 
must  be  maintained,  especially  during  the  overhaul  period.  If  the 
men  in  charge  are  intelligent,  the  Diesel  engine  is  a  very  dependable 
unit.  There  is  a  plant  in  California  that  produces  a  ton  of  ice  for 
5  gal.  of  fuel  oil,  and  this  not  under  the  best  conditions.  There 
are  oil-engine  installations  on  record,  not  necessarily  Diesel  engines. 


TABLE  1    DIESEL  POWER-PLANT  PERFORMANCE 

Total     Par  nat  Kw-hr. 

Wages  paid MSiS.  10  $0.00406 

Fuel-oil  oonsumption * 3410.40  0.00805 

Lubricating  oil 4M.M  0.00042 

Repairs  and  supplies  bought 1110.60  0.00100 

Repairs  and  supplies,  home  work 1867.40  0.00122 

$10012.44  $0.00074 

Monthly  RisuLra 


Month 


April 

May 

June 

July 

August — 
September 
October... 
November 
December. 

January... 
February.. 

March 

April 

May 

June 

July 

August — 
September 
October... 
November 


•  Total 

Total 

Power 

for 

Auxiliaries 

Kw-hr. 

Net 

Fuel  Oil 

Cost  of 

Power 
Generated, 

.  Power 
Generatedi 

Con- 
sumed, 

FuelOU 
per  Gal., 

Kw-hr. 

Kw-hr. 

• 

Gal. 

Cents 

65770 

7176 

58504 

6141 

8.63 

05270 

10712 

84558 

8142 

8.63 

119340 

13785 

106555 

10671 

8.61 

132150 

14482 

117668 

10843 

2.0 

131540 

16275 

115265 

12593 

2.65 

114840 

12973 

101857 

10125 

2.33 

114120 

12567 

101540 

9431 

2.81 

110160 

12737 

97423 

0450 

2.56 

113330 

12159 

101071 

9660 

3.00 

86640 

11213 

75427 

7220 

3.13 

84400 

9489 

74991 

6993 

4.5 

128570 

14413 

114157 

11176 

4.5 

100350 

11656 

88694 

8766 

7.0 

108050 

12871 

96079 

9232 

6.16 

176000 

19100 

156900 

15488 

6.16 

168400 

17333 

151167 

14046 

4.25 

150690 

18652 

132238 

13569 

4.25 

90450 

11029 

79421 

8052 

•4.5 

61700 

8201 

53499 

5501 

4.87 

42540 

6867 

36673 

4076 

4.87 

Gal.  of 

Fuel  Oil 

per  100 

net  Kw-hr. 


8.774 
9.629 

10.100 
0.215 

10.025 
9.94 
0.288 
0.700 
0.558 

0.572 

0.825 

0.789 

0.883 

9.605 

0.871 

0.80 

10.261 

10.138 

10.45 

11.114 


that  have  given  a  ton  of  ice  for  less  than  10  cents  fuel  cost,  with 
oil  at  2  cents  a  gallon. 

25  Table  1  gives  the  average  results  obtained  with  Diesel 
engines  over  a  long  period.  The  net  work  produced  was  1,119,801 
kw-hr.  The  auxiliary  power  represented  the  power  required  for 
injection,  in  the  air  compressor,  and  in  the  water-jacket  circulating 
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pumps.  The  load  factor  having  been  highly  variable,  the  results 
are  not  quite  as  good  as  they  otherwise  would  have  been,  conse- 
quently the  figures  may  be  taken  as  being  rather  conservative  and 
dependable. 

26  Diesel-engine  manufacturers  have  somewhat  neglected  the 
private  buyers  lately,  from  the  fact  that  they  were  putting  every 
ounce  of  their  energy  into  Government  work,  but  after  the  war 
Diesel  installations  and  their  modifications  ought  again  to  be  rapidly 
on  the  increase. 

27  In  a  great  many  localities  electric  power  can  be  obtained 
quite  cheaply  and  when  this  is  the  case  electric  drive  is  to  be 
favored.  The  main  advantage  of  an  electric  installation  is  that 
high  efficiency  can  be  obtained  through  the  whole  load-factor  range 
and  that  economy  increases  as  the  load  factor  drops,  contrary  to 
the  condition  found  in  steam-driven  ice  plants. 

28  Induction  motors  are  not  very  well  adapted  for  ice-plant 
work  because  of  the  high  speeds  required  for  high  efficiencies. 
Synchronous  motors,  on  the  other  hand,  have  characteristics  that 
make  them  ideal,  even  for  direct  connection  to  refrigerating  ma- 
chines. Their  efficiency  curve  is  quite  flat  and  their  efficiency  is 
rather  high  at  part  loads. 

29  An  electrically  driven  raw-water  plant  is  a  great  deal  simpler 
than  a  steam-driven  plant.  Many  factors  which  influence  plant 
efficiency  are  eliminated  and  consequently  the  operating  man  does 
not  have  to  be  as  high  grade  as  for  the  efficient  operation  of  steam 
plants.  Labor  cost  and  repair  expenses  and  the  cost  of  real  estate, 
buildings  and  machinery  are  all  less.  Dependability  is  also  fair 
and  with  proper  installation  as  good  as  in  the  case  of  a  steam  plant. 

AUXILIARIES 

30  The  curse  of  most  ice  plants  is  the  auxiliaries.  In  many 
cases  the  steam  consumption  of  the  auxiliaries  is  as  great  as  that 
of  the  engine  running  the  compressor.  In  a  certain  ice  plant  of  100 
tons  capacity  the  following  auxiliaries  were  found  in  operation: 
Electric-light  engine;  duplex  circulating  pump -for  ammonia  con- 
denser; duplex  circulating  pump  for  steam  condenser;  duplex  brine 
pump;  duplex  boiler-feed  pump;  ice-hoisting  compressor;  single- 
stage  single-steam-cylinder  deep-well  compressor;  agitator  engine 
and  cooling-tower  fan  engine.  In  this  plant  the  steam  consumption 
of  auxiliaries  as  compared  to  the  compressor  engine  was  as  60  to  40 
and  the  plant  was  making  about  two  tons  of  ice  per  ton  of  fuel.    It 
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SO  much  the  number  of  auxiliaries,  however,  as  their  selection 
the  point  of  economy  and  the  arrangement  under  which  they 


1    It  is  hard  to  state  definitely  how  many  auxiliaries  are 

since  each  plant  must  be  considered  separately  in  this 

At  times  it  may  be  better  to  operate  two  pumps  than 

;    and  at  times  the  addition  of  one  or  two  auxiliaries  might  pro- 

a  substantial  overall  saving.    The  trend,  however,  is  generally 

too  great  a  number  of  uneconomical  auxiliaries,  frequently 

^r  too  large  or  too  small  for  their  work  and  poorly  designed  in 

^r  respects. 

32  The  standard  requirements  for  auxiliary  power  per  ton  of 
produced  should  be  0.5  hp.  and  every  effort  should  be  made  to 

down  to  this  figure.  In  some  plants  the  auxiliary  power  far 
^^'coeeds  1  hp.  per  ton  of  ice,  and  if  we  take  into  consideration  that 
^'"is  1  hp.  is  produced  by  most  uneconomical  means,  we  realize  how 
^^^^I>ortant  it  is  to  keep  it  down  to  a  minimum. 

33  The  idea  of  driving  the  auxiliaries  of  an  ice  plant  from 
main  engine  shaft  is  not  a  bad  one  and  this  method  is  quite 

^^pendable  if  the  belt  transmission  has  been  installed  in  a  work- 
'^^^^^-^ixlike  way.  At  light  loads  especially  this  arrangement  should 
^^  Very  profitable,  but  is  to  be  considered  only,  in  the  smaller  plants. 
^vich  plants  ordinarily  operate  with  wasteful  duplex  pumps  and 
®^^*^^^11  throttling  slide-valve  engines,  and  by  keeping  these  in  reserve 
^^d  pumping  water  by  centrifugal  belt-driven  pumps  a  saving  as 
^^"^^rt  as  30  per  cent  can  often  be  obtained.  In  designing  a  new 
f^*^n.t  or  overhauling  an  old  one,  most  careful  consideration  should 
.  ^  ^ven  to  reducing  to  a  minimum  the  head  against  which  water 
^  ^^o  be  pumped. 

34  One  of  the  most  uneconomical  auxiliaries  as  usually  operated 
^®^  "fclie  air  lift.  This  statement  is  meant  as  no  reflection  upon  the 
^^"^lift  pump  as  such,  but  on  the  way  in  which  it  is  usually  operated. 

^^K*    3  shows  the  performance  of  properly  designed  air  lifts;    the 

^m^^ency  decreases  somewhat  as  the  lift  increases,  but  should  not 

^   less  than  60  to  80  per  cent,  whereas,  actually  in  some  cases  it 

^l  be  found  as  low  as  20  per  cent;  the  trouble  is  usually  too  great 

ox  tco  little  submergence. 

35    It  is  seldom  advisable  to  use  an  air-lift  pumping  system  for 

0^^  circulation  of  water  over  the  steam  condenser,  because  of  the 

increased  head  required.    The  use  of  a  cooling  tower  is  ordinarily 

to  be  preferred  and  any  water  needed  for  make-up  may  be  taken 
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from  the  air-lift  system  and  passed  over  the  distilled-water  and 
liquid-anunooia  coila,  thus  cooling  the  latter  below  the  temperature 
of  the  circulating  water  proper. 

36  For  driving  auxiliaries,  electric  current  from  generators 
driven  by  uniflow  engines  is  to  be  preferred  in  the  majority  of  in- 
stallations and  the  various  units  must  be  selected  with  a  view  to 
obtaining  a  flat  efficiency  curve  between  half  and  full  loads;  all 
motors  on  the  larger  units  should  have  variable  speed  control. 

37  Duplex  steam  pumps  or  steam-driven  deep-well  pumps 
should  not  be  used  eicept  possibly  as  a  reserve.  While  they  may 
be  desirable  where  they  are  to  operate  only  a  small  part  of  the  time, 
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this  is  not  the  case  in  a  refrigerating  plant  which,  in  spite  of  its 
variable  load  factor,  ordinarily  operates  the  year  round.  Their 
efficiency  curve  also  drops  off  rapidly  when  the  load  is  reduced. 

ICE  TANKS 

38  All  the  details  incidental  to  the  process  of  ice  making  should 
be  BO  regulated  as  to  secure  a  high  rate  of  heat  transmission,  coupled 
with  a  low  temperature  difference.  The  ice  tank  is  a  most  import- 
ant member  of  the  ice  plant,  and  in  the  discussion  which  follows 
three  systems  will  be  considered:  ice  frozen  from  one  side;  plate 
ice  frozen  from  two  sides;  and  can  ice. 

39  Plate  ice  frozen  from  one  side  is  not  to  be  recommended, 
even  though  it  is  true  that  very  good  ice  can  be  made  by  this  sys- 
tem, because  it  takes  six  days  to  freeze  the  ice  blocks  which  are 
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commoiUy  11  in.  thick,  and  hi^  suction  pressures  are  entirely  out 
of  tlie  question.  Further,  one  tank  space  with  plate  ice  will  have 
to  be  three  times  as  great  as  with  can  ice  owing  to  the  freezing  time 
being  three  times  as  long.  Also,  when  tiie  plant  is  operating  at 
light  load,  the  suction  pressure  will  rise  and  cause  the  ice  to  freeze 
unevenly  —  too  thick  at  the  bottom  and  too  thin  at  the  top. 

40  The  second  system  mentioned  —  of  freesii^  plate  ice  from 
both  sides  —  has  recently  been  developed  and  patented  and  is  a 
decided  improvement  over  the  first  method  of  freezing  from  one 
side  only;  and  from  an  economic  standpoint  it  is  even  a  considerable 

Coinpr«HorHp.|w-K»ilUfrlq.(Cqnd.PrM.I^Lb.ea9a.) 


FiQ  4    Back  PREsanaGs  Obtainxd  with  Cbll-Plate  Ice,  Can  Icb  and  Cour 
Storaoe  Cooled  bt  Brinx  Circulation 

improvement  over  the  can-ice  system.  By  freezing  from  both  sides 
the  ice  will  be  frozen  in  one-fourth  of  the  time  with  the  same  tem- 
perature difference  between  tl)e  evaporating  ammonia  and  the  ice. 
ThiB  ice  is  very  uniform  and  fully  as  good  as  raw-water  can  ice.  The 
economic  possibility  of  this  system  over  can  ice  is  due  to  its  elimi- 
nation of  brine  and  the  consequent  reduction  of  the  total  tempera- 
ture difference  required.  The  back  pressure  obtained  with  "cell- 
plate  ice,"  as  the  above  should  be  called,  and  with  can  ice,  also  with 
cold  stores  cooled  by  brine  circulation,  is  represented  in  Fig.  4, 
where  the  curves  are  based  on  a  lO-deg.  temperature  difference 
between  the  ice  and  the  refrigerating  agent  in  each  case. 


638  BBFRIOBEATINO  PUNT  BFTICIBNCT 

41  Takii^  up  the  can-ice  system,  Fig.  5  shows  the  influence  of 
thickness  of  ice  block  upon  plant  economy.  For  several  reasoDfl, 
chiefly  convenience  of  handling,  a  300-lb.  block  is  almost  univer- 
sally adopted.  Such  a  block  has,  ordinarily,  an  average  thickneM 
of  11  in.  and  its  freezing  time  is  48  hours  with  14-des.  brine.  On 
the  other  hand,  a  block  having  a  thickness  of  8  in.  would  freMe  io 
only  24  hours.  In  addition  to  the  greater  freezing  rate  with  tiiiimer 
ice,  there  is  also  more  can  surface  per  ton;  as  for  example,  for  a  gjven 
weight  of  ice  a  ISO-lb.  block  8  in.  thick  will  have  30  per  cent  more 
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can  surface  than  a  300-lb.  block  11  in.  thick.  By  this  is  not  meant 
that  8-in.  ice  is  advocated;  it  is  only  mentioned  to  show  the  effect 
of  ice  thickness.  One  of  the  objections  to  ice  of  this  kind  ia  the 
greater  exposed  area  and  consequently  greater  shrinkage  los8  during 
the  delivery  period,  which,  however,  can  be  overcome.  As  far  aa 
handling  is  concerned,  great  improvement  can  be  made.  In  a  cer- 
tain plant  in  St.  Louis  it  was  arranged  to  hoist  a  row  of  ^ghteen 
200-Ib.  blocks  by  one  operation  and  the  blocks  were  all  tliawed  and 
dumped  at  the  same  time. 
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42  Circulation  of  the  briae  in  the  freezing  tank  is  also  a  very 
important  item  in  economical  ice-plant  operation.  This  circulation 
is  at  times  produced  by  centrifugal  pumpB,  but  ordinarily  by  pro- 
peller agitators.  Often  these  agitators  are  very  inefficient  and  tend 
more  to  chum  the  brine  than  to  circulate  it.  It  is  ordinarily  difficult 
to  determine  what  the  circulation  in  an  ice  tank  is,  due  to  the  fact 
liiat  the  speed  of  the  brine  varies  and  its  velocity  in  the  lower  part 
of  the  tank  is  not  the  same  as  in  the  upper  part.    About  the  most 
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practical  way  is  to  measure  the  difference  in  the  height  of  the  brine 
in  the  tank  on  the  suction  and  discharge  sides  of  the  bulkhead  close 
to  tiie  agitator.  With  tanks  as  ordinarily  constructed,  1  in.  differ- 
ence of  level  for  each  10  cans  of  tank  length  is  assumed  by  the 
writer  as  a  standard.  This  method  should  be  fairly  accurate  since 
brine  flow  is  the  result  of  difference  in  level. 

43    In  agitating  the  brine,  its  level  should  never  be  below  the 
level  of  the  water  in  the  can.    Too  low  a  brine  level  will  greatly 
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reduce  the  capacity  of  the  tank  and  also  the  plant  efficiency.  A 
wide,  shallow  hole  in  the  top  of  the  block  toward  the  end  of  the 
freezing  period  is  always  an  indication  that  the  can  is  too  full  or  the 
brine  too  low. 

44  Since  with  long  tanks  or  very  strong  agitation,  considerable 
brine  level  difference  is  produced,  in  some  cases  as  much  as  5  in., 
it  is  best  to  construct  long  ice  tanks  with  agitators  on  each  end. 
Brine  velocity  is  helpful  in  two  ways;  it  increases  heat  transmission 
between  the  brine  and  the  can,  and  between  the  evaporating  coil 
and  the  brine. 

45  The  average  transmisaon  of  heat  from  the  ice  in  the  can 
to  the  brine  outside  is  very  poor,  only  about  2.5  B.t.u.  per  d^. 


Ho  of  300-Lb  Canb  per  Ton  Of  Ice 
FiQ.  7    FBEEEiNa  Ratx  or  Ice 

per  hr.  per  sq.  ft.,  due  to  the  insulating  effect  of  the  ice.  The  thicker 
the  ice,  the  slower  the  heat  exchange,  consequently  tank  brine 
velocity  has  not  nearly  so  great  an  effect  upon  heat  transmission 
on  the  can  side  as  it  has  on  the  coil  side.  The  heat  transmission 
between  ammonia  and  brine  through  metal  is  between  10  to  20 
B.t.u.  per  sq.  ft.  per  hr.  per  d^.  This  comparatively  low  figure 
is  primarily  due  to  the  superheating  of  the  gas  in  the  coil,  which 
causes  one  side  of  the  surface  to  be  dry,  and  secondarily,  to  the  low 
brine  velocity. 

46    Fig.  6  gives  York  Manufacturing  Company  curves  showing 
heat  traaamission  witii  double-pipe  brine  coolers  and  ammonia 
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condensers.  The  curves  were  extended  by  dotted  lines  to  show 
probable  transmission  at  low  velocity.  These  curves  purely  from 
their  characteristics  show  the  importance  of  velocity,  an  item  which 
from  the  economy  standpoint  is  certainly  worthy  of  very  careful 
investigation. 

47  Fig.  7  gives  the  can  surface  used  per  ton  of  ice  in  various 
installations  and  shows  distinctly  the  low  values  of  heat  transmis- 
sion obtained  and  also  the  differences  found  in  various  installations. 
The  greater  the  brine  velocity ,  the  wetter  the  gas  in  the  coil;  the 
more  coil  and  can  surface  per  ton  of  ice,  and  the  thinner  the  ice, 
the  greater  will  be  the  economy  of  the  plant.  The  more  can  surface 
the  better,  but  the  surface  must  be  in  effective  use,  not  idle;  that 
is,  as  soon  as  the  ice  block  is  frozen  solid  it  should  be  pulled  out. 

TABLE  2  EFFECT  OF  FROZEN  BLOCKS  ON  TANK  EFFICIENCY 

A.    Ici  Diu^  N  AS  SOON  AS  Blocx  b  Fboiin  Solid 

Cans  per  ton  ioe 17—800  lb. 

Pipe  per  ton  ioe 280  ft.  of  U  in. 

Tank  temperature 17  des.  fahr. 

Back  preBSure 22  lb. 

Hp.  per  ton  ioe,  24  hours 60.5 

B.    10  rsB  CBNT  or  Cans  in  Tank  CoNTAiNiNa  Soud  Fboibn  Blocks 

Cans  per  ton  ioe 15—800  lb. 

Pipe  per  ton  ioe 280  ft.  of  li  in* 

Tank  temperature ^ 15i  deg.  fahr. 

Back  pressure 20.0  lb. 

Hp.  per  ton  ioe,  24  hours 08 

Loss  B  over  A 4  per  cent 

48  Many  plants  operate  with  very  low  suction  pressures  in 
winter,  due  to  the  common  practice  of  using  the  ice  tank  as  an  ice 
storage.  Table  2  shows  the  increase  of  the  compressor  power 
required  when  the  ice  is  not  drawn  promptly.  These  data  were 
obtained  from  a  plant  of  100  tons  of  ice-making  capacity  per  day, 
and  they  do  not  include  incidental  losses. 

AMMONIA.   EVAPORATING  SYSTEMS 

49  With  expansion  coils  in  ice  tanks  and  cold-storage  rooms 
a  high  heat  transmission  is  very  desirable,  and  it  can  be  obtained 
inside  of  the  pipes  either  by  flooding  them  or  using  a  high  gas  veloc- 
ity. The  objection  to  high  gas  velocity  in  this  connection  is  pressure 
drop,  which  for  thermodynamic  reasons  is  rather  more  important 
on  the  evaporating  side  than  on  the  condensing  side.    For  this 
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reason  the  length  of  the  evaporating  coil  should  be  limited  so  that 
the  velocity  will  never  exceed  the  average  figure  of  500  ft.  per  min. 
Some  tank  coils  are  1500  ft.  long  and  their  rather  high  velocity 
causes  a  great  pressure  drop.  For  long  tanks  2-in.  pipe  is  to  be 
preferred,  since  the  relative  surface  of  IJ-in.  and  2-in.  pipe  is  in  the 
ratio  of  1  to  1.5,  while  the  sectional  area  is  in  the  ratio  of  1  to  2.2. 
Coils  should  be  short  so  that  they  are  thoroughly  effective,  and 
even  flooded  coils  should  be  as  short  as  possible. 
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50  As  to  the  size  of  suction  lines  leading  to  the  machines, 
efforts  should  be  made  to  have  them  below  100  ft.  in  length  and 
with  the  least  number  of  elbows.  For  greater  lengths  the  site 
should  be  governed  by  permissible  gas  velocity,  friction,  and  radia- 
tion loss.  The  main  considerations  are  the  cost  of  fuel  and  the 
cost  of  installation. 

ICE-PLANT  LOAD   FACTOR  —  ICE   STORAGE 

51  Ice  storage  is  profitable  in  most  cases  if  the  storehouse  i^^ 
filled  to  capacity  during  the  winter  and  emptied  entirely  in  tfca^ 
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summer.  The  cost  of  storehouse  will  be  from  $6  to  tl2  per' ton 
capacity  and  the  investment  will  net  a  substantial  return  in  most 
cases.  The  objections  to  it  are  the  cost  of  refrigeration  for  the 
storage  and  the  increased  cost  of  handling  the  ice. 

52  As  far  as  plant  economy  goes,  the  value  of  ice  storage  is 
due  to  the  equalization  of  the  load  factor.  That  is,  the  plant  can 
be  operated  at  higher  rate  during  alack  seasons  and  there  may  not 
be  the  necessity  for  forcing  the  plant  beyond  its  economical  limit 
in  summer.  With  poorly  designed  and  operated  plants,  ice  ston^e 
is  of  far  greater  value,  since  the  load  factor  has  a  greater  influence 
upon  such  plants.  There  the  economy  fluctuates  almost  in  pro- 
portion to  the  load  factor,  while  in  well-operated  plants  it  is  more 
uniform  and  at  times  fluctuates  in  opposition  to  the  load  curve. 
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In  new  installations,  the  ice  plant  and  ice  storage  can  be  so  propor- 
tioned that  the  manufacturing  part  of  the  ice  plant  will  have  a  load 
factor  of  80  to  90  per  cent,  while  without  ice  storage  it  would  be 
only  about  40  per  cent,  taking  the  whole  year  into  consideration. 

53  The  small  ice  vault,  or  daily  ice  storage,  exerts  also  quite, 
an  influence  upon  plant  economy  and  it  cannot  be  over  emphasized 
that  it  is  advantageous  to  make  it  amply  large.  The  idea  is  to 
remove  ice  from  tanks  as  quickly  as  possible  —  to  use  ice  tanks  for 
storing  ice  is  a  very  poor  practice.  In  Fig.  8  the  full  line  represents 
the  output  of  ice;  the  broken  line  indicates  the  sale  of  ice,  and  the 
dotted  line  the  pro'per  rate  of  manufacturing  ice.     These  curves 
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were  plotted  from  the  figures  actually  obtained  in  a  plant.  An 
exact  determination  of  the  proper  rate  of  manufacturing  ice  will 
permit  stopping  the  plant  altogether  for  a  certain  time  and  attending 
to  repairs.  Fig.  9  illustrates  this  case.  The  dotted  line  indicates 
the  proper  rate  of  manufacturing  ice. 

54  In  the  majority  of  cases  the  economy  of  ice  plants  is  lower 
in  winter  than  in  summer,  whereas  the  economy  in  winter  should 
be  as  good,  if  not  better.  The  reason  for  the  poorer  economy  is 
that  advantage  is  not  taken  of  atmospheric  conditions  and  other 
favorable  features  which  exist  in  the  winter  time. 

55  To  operate  with  low  suction  pressure  is  far  less  economical 
than  is  indicated  by  the  analysis  of  compressor  performance  alone, 
for  the  reason  that  the  economy  of  the  engine  is  also  affected  by  the 
reduction  of  load.  For  this  reason,  when  the  condenser  pressure 
drops  off  dfcring  the  cold  season  it  is  doubly  important  that  the 
suction  pressure  be  increased  and  the  machine  maintained  fully 
loaded.  The  practice  of  shutting  down  one  or  more  ice  tanks  in 
winter  should  be  strongly  condemned,  and  no  tank  should  be  shut 
off  (except  in  case  of  absolute  necessity)  until  the  back  pressure  is 
at  the  highest  point.  Efforts  should  be  made  to  maintain  a  back 
pressure  of  30  lb.  in  winter,  and  the  plant  should  be  designed  with 
that  in  view.  The  largest  loss,  even' in  plants  otherwise  well  oper- 
ated, is  due  to  the  fact  that  the  various  elements  are  not  adjusted  to 
the  load  factor,  and  that  a  constant  relation  is  not  maintained 
between  suction  pressure  and  can  surface  per  ton,  and  between 
atmospheric  temperature  and  condenser  pressure. 

56  The  various  rooms  or  tanks  in  an  ice  plant  should  either 
be  maintained  at  the  same  temperature  or  designed  especially  for 
low  temperatures.  To  try  to  maintain  one  or  two  rooms  at  a  low 
temperature  and  sacrifice  the  economy  of  the  whole  plant  is  bad 
practice,  since  the  suction  pressure  will  always  correspond  to  the 
lowest  temperature.  The  temperatures  should  be  maintained  as 
uniform  as  possible.  When  this  is  not  possible,  and  the  difference 
in  the  various  temperatures  is  great,  then  either  a  multiple  effect  or 
a  booster  compressor  should  be  installed. 

FORECOOLERS  AND  MULTIPLE-EPPECT  RECEIVER 

57  In  a  well-designed  and  efficiently  operated  ice  plant  the 
water  to  be  used  for  ice  making  is  cooled  down  to  within  a  few 
degrees  of  the  coldest  circulating  water,  or  ordinarily  to  a  tempera- 
ture of  70  or  80  deg.  fahr.    This  water  then  passes  into  the  fore- 
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cooler  to  be  precooled  by  ammonia.  The  heat  absorbed  by  the 
foreoooler  can  be  anywhere  up  to  30  per  cent  of  the  total  heat  to  be 
e:i^racted  in  making  ice,  and  the  water  will  be  cooled  down  to  about 
40  deg.  fahr.  There  are  two  methods  of  forecooler  refrigeration: 
by  feeding  liquid  anmionia  directly  into  a  coil,  or  by  passing  wet 
return  gas  from  the  tank  through  the  water  cooler.  The  first  has 
the  advantage  that  it  can  be  connected  to  a  machine  working  inde- 
pendently from  the  freezing  tank  and  thus  enable  the  maintenance 
of  very  high  suction  pressure.  The  only  advantage  of  passing  the 
suction  line  through  the  forecooler  is  that  the  expansion  valves 

TABLE  3    ECONOMIC  EFFECT  OF  OPERATING  COMPRESSOR  INDEPENDENTLY 
ON  FORECOOLERS  WriH  HIGH  SUCTION  PRESSURE 


Cam  I    Oni  Compbsbsob 
Back  PresBure: 

loe  Tank,  15  lb  Foreooolen,  16  lb 

Relative  Amount  Refrig.  Work: 

loe  Tank,  70  per  oent  Foreooolers.  30  per  cent 

Compreesor  Power  per  Ton  of  Refrig.: 

1.74 

Cass  II    Two  Compbi880B8 

Back  Preesure:  • 

Ice  Tank,  15  lb  Foreooolers,  35  lb 

Relative  Amount  Refrig.  Work: 

Bfain  Compreeaor,  loe  Tank  Auxiliary  Compreflsor,  Foreooolers 

70  per  oent  30  per  oent 

Compressor  Power  per  Ton  of  Refrig.: 

Main  Compressor,  1.21  Auxiliary  Compressor,  0.32 

Total,  1.53 
Saving  over  Case  1, 12  per  oent 

Cass  III    Om  CoifyaESsoR  with  MuLnPLs-EFncr  Dsvici 
Back  Pressure: 

loe  Tank,  15  lb  Foreooolers.  35  lb 

Secondary  Pressure  in  Compressor: 

27.5  lb 
Compressor  Power  per  Ton  of  Refrig.: 

1.1 
Saving  over  Case  I,  34.7  per  cent 


on  the  tank  can  be  kept  open  wider,  thus  insuring  that  the  freezing 
coils  will  work  throughout  their  whole  length  without  danger  of 
getting  any  liquid  to  the  machine.  But  this  same  thing  can  be 
accomplished  far  better  by  means  of  liquid  separators  and  it  is  of 
greater  advantage  to  use  the  high  suction  pressure  which  is  possible 
with  direct  feeding. 

58  Refrigerating  plants  should  also  be  equipped  with  double- 
pipe  liquid  precoolers,  cooling  the  liquid  from  the  temperature  of 
the  coldest  circulating  water  down  to  the  temperature  correspond- 
ing to  the  highest  suction  pressure  used.    In  this  connection  a 
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multiple-efTect  liquid  receiver  can  also  be  used,  by  means  of  whitdi 
a  greater  amount  of  work  can  be  done  at  high  suction  pressure 
than  by  the  use  of  the  double-pipe  cooler  alone. 

59  Every  refrigerating  plant  should  have  an  auxiliary  com- 
pressor for  h^h-pressure  work.  The  size  of  this  compressor  may 
be  relatively  small  for  tiie  reason  that  it  will  operate  at  double  its 
rated  capacity.  Table  3  shows  what  economic  effect  such  a  com- 
pressor will  have  by  operating  it  independently  on  the  forecoolers 
with  high  suction  pressure.  In  addition  to  a  saving  of  power  equiva- 
lent to  12  per  cent,  the  machine  capacity  will  be  increased  15  per 
cent  over  all.  There  is  also  a  decided  increase  in  compressor  capacity 
in  Cases  II  and  III  over  I,  especially  in  Case  III,  where,  with  tJiesame 
speed,  there  is  a  50  per  cent  greater  capacity. 


Sueflon  Pr«»ur.,  Primari(,Lb.  p«r  Sfl.ln. 

Fia.  10    Influbncb  op  Mui/npi.B  Efprct  on  Compressor  Eppicibnct 

60  One  of  the  most  valuable  inventions  ever  made  in  the  re- 
frigerating field  is  the  multiple-effect  compressor,  which  allows  gas 
of  higher  suction  pressure  to  enter  the  cylinder  after  it  has  been 
filled  with  gas  of  a  lower  pressure.  Although  it  must  be  admitted 
that  mistakes  have  been  made  in  its  apphcation,  there  are  instal- 
lations where  it  is  an  absolute  success.  In  a  certain  plant  having 
sharp  freezers  and  ice  tanks,  two  compressors  were  operated  for  a 
long  time,  summer  and  winter,  one  upon  low  pressure  and  t^e  oUier 
upon  high.  After  adopting  the  multiple-effect  device,  the  work 
was  done  without  the  slightest  comphcations.  With  some  com- 
pressors on  the  market  it  is  very  simple  to  use  the  multiple  effect; 
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mth  othere,  the  arrangement  is  somewhat  complicated.  Table  3 
shows  the  relative  benefit  derived  from  opeiBting  the  forecoolers  by 
meaos  of  the  multiple  effect. 

61  Commenting  further  upon  distilled-water  coolers,  which 
ordinarily  are  nothing  but  storage  tanks  with  coils  immersed,  if  the 
suction  pressure  is  raised,  the  temperature  diEFerence  will  be  reduced 
and  a  low  temperature  of  the  water  will  not  be  obtained  unless  more 
pipe  is  put  in. 

62  Since  the  circulation  in  such  tanks  is  very  bad,  a  much 
higher  heat  transmission  can  be  obtained  by  circulating  the  water 


euetlon  h-M«iT".  Priirorj(,lb.pw8t].In. 

FiQ.  11    Intloisnce  or  Multiple  Effect  ok  Compressor  Capacitv 

to  giuD  some  agitation.  Fig.  10  indicates  the  influence  of  the  mul- 
tiple-effect method  upon  compressor  efficiency.  The  curves  are 
based  upon  185  lb.  condenser  pressure  and  the  York  Manufacturing 
Company's  data  as  to  compressor  horsepower  required.  Fig.' 11 
indicates  the  influence  of  multiple  efFect  upon  compressor  capacity. 

AUMONIA   CONDENSER 

63  There  is  no  reason  for  a  condenser  pressure  as  high  as  200  lb. 
It  always  indicates  improper  conditions,  and  even  in  a  hot  climate 
the  condenser  pressure  should  be  below  175  lb.  In  the  hottest 
summer  weather  and  when  there  is  a  relatively  high  wet  bulb,  the 
following  results  are  to  be  expected  with  properly  proportioneil 
tnstaUations  I 
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Air  temperature 100  deg.  fahr 

Wet  bulb 80  deg.  fahr. 

Water  off  cooling  tower 83  deg.  fahr. 

Water  on  ammonia  condenser 83  deg.  fahr. 

Water  off  ammonia  condenser 88  deg.  fahr. 

Temperature  difference,  on  and  off 5  deg.  fahr. 

Condenser  heat  transmission 150  B.t.u. 

Condenser  temperature  difference 7.6  deg.  fahr. 

Condenser  surface  per  ton 26  sq.  ft. 

Condenser  pressure 177  lb. 

• 
64  The  cooling  tower  should  cool  the  water  within  three  de- 
grees of  the  wet  bulb.  The  relative  positions  of  the  condenser  and 
cooling  tower  should  be  such  that  five  to  six  gallons  of  water  can 
be  pumped  economically;  that  is,  the  pressure  due  to  the  head 
should  be  less  than  15  lb.  The  condenser  should  give  a  heat  trans- 
mission of  at  least  160  B.t.u.  per  sq.  ft.  per  hr.  per  deg.  There 
should  also  be  sufficient  surface,  and  if  the  condenser  gives  better 
results,  less  than  the  specified  surface  will  be  needed.  In  actual 
practice,  results  ordinarily  are  far  inferior,  due  to  the  water  being 
too  warm,  to  the  lack  of  a  sufficient  amount  of  water  or  of  the  re- 
quired condensing  surface,  to  the  use  of  a  poor  type  of  condenser, 
or  to  the  presence  of  oil  or  air  in  the  condenser  or  scale  on  the 
outside. 

66  Atmospheric  condensers  should  not  be  penned  in,  but 
placed  in  such  a  way  that  the  wind  has  free  access.  With  a  fair 
wind,  the  humidity  of  the  air  passing  between  the  condenser  stands 
should  increase  only  a  little.  In  a  great  many  plants  condensers 
are  situated  in  such  a  way  that  the  air  not  only  does  not  cool  the 
water  by  evaporation,  but  actually  gives  up  heat  to  it.  Often 
condensers  will  be  found  with  100  per  cent  humidity  between  the 
stands. 

66  The  amount  water  can  be  cooled  by  evaporation  when  pass- 
ing over  the  condensers  depends  upon  the  temperature  of  the  water 
and  the  wet-bulb  temperature  of  the  air  in  contact  with  the  water. 
The  cooling  effect  is  surprisingly  large  and  it  can  be  as  great  as 
100  per  cent,  that  is,  all  the  heat  given  up  by  the  ammonia  may  be 
lost  by  evaporation,  and  the  water  leaving  the  condenser  may  be  at 
the  same  temperature  as  the  water  going  in. 

67  The  condenser  should  be  located  on  the  roof  of  the  building, 
with  the  cooling  tower  immediately  underneath  and  so  placed  that 
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the  coils  will  be  parallel  with  the  prevailing  direction  of  the  wind 
in  the  summer. 

68  The  cooling  of  the  water  while  passing  over  the  condensers  is 
important,  not  only  because  it  simplifies  the  action  of  the  cooling 
tower,  but  also  because  it  produces  a  greater  temperature  difference 
between  the  water  and  the  ammonia  and  thus  lowers  the  condenser 
pressure.  Theoretically  the  ideal  arrangement  would  be  for  the 
initial  and  final  temperatures  of  the  water  to  be  the  same.  This  is 
often  realized  in  winter  and  is  also  quite  possible  in  summer  in  a 
dry  climate  with  good  wind  velocity  and  suflBcient  condenser  surface. 

69  '  It  is  important  to  protect  atmospheric  condensers  from  the 
sun.    Failure  to  do  so  may  raise  the  condenser  pressure  consider- 

TABLE  4    AMMONIA  CONDENSER  PERFORMANCE 


No.  of  TaBt 

Type  of  Condenaer 

Internal  Surface  per  Stand 

Refrigeration  per  Stand 

Surface  per  Ton  of  Refrigeration 

Water  on 

Water  off  Last  Condensing  Pipe 

Water  off  Bottom  Superheat  Pipe 

Condenaer  Pressure 

Condensing  Temperature 

Temperature  Entering  Gas 

Tempwtiture  Leaving  Liquid 

Logarithmic  Temp.  Diff .,  Condensing  Section 

Logarithmic  Temp.  Diff.,  Superheat  Section 

Supwheat  Extracting  Surface  per  Stand 

Condensing  Surface  per  Stand 

Entering  Velocity  Superheat  Section,  Feet  per  Second. . 

Entering  Velocity  Condensing  Section,  Feet  per  Second 

Mean  Heat  Transmission  in  Stand  per  Deg.  per  Sq.  Ft. 

per  Hr 


1 
A 

174  sq.ft. 

13.8  tons 

12.6sq.  ft.^ 

73  deg.  fahr. 

98.5  deg.  fahr. 
104  deg.  fahr. 
195  lb. 

98  deg.  fahr. 
240  deg.  fahr. 

98  deg.  fahr. 
6.6  deg.  fahr. 

24  deg.  fahr. 

21.7  sq.ft. 
152.3  sq.ft. 
8.2 
6 

155  B.t.u. 


8 
B 
216 
6.5 
33.2 
84 
90 
92 
210 
103.4 
245 
100 
16.5 
67 
32 
184 
8.7 
2.7 

26 


ably,  and  if  this  happens,  the  benefit  derived  from  the  evaporation 
of  the  water  will  be  greatly  reduced  or  entirely  destroyed.  This  is 
proven  by  the  mere  exposure  of  the  wet-bulb  thermometer  to  the  sun. 
70  Condensing  coils  give  a  much  greater  heat  transmission  per 
degree  difference  in  temperature  than  evaporating  coils.  Better 
results  are  obtained  with  the  double-pipe  condenser  than  with  the 
atmospheric  because  of  the  higher  water  velocity  of  the  former. 
Taking  into  account  the  question  of  initial  cost,  however,  an  at- 
mospheric condenser,  well  exposed,  should  give,  for  the  same  expendi- 
ture, as  good  results  as  the  double-pipe  condenser.^ 

*  See  important  article  on  ammonia  condensers  by  Fred  Ophuls,  in  A.S.R.E. 
Joumalf  November  1914. 
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71  Table  4  gives  the  results  obtained  from  tests  perfomw 
upon  condenser  sets  in  actual  operation.  Type  A  was  a  countei=:= 
current  flooded  atmospheric  condenser.  Type  B  was  a  condens^= 
installation  consisting  of  ordinary  atmospheric  condensers  wit- 
three  superheat  pipes  at  the  bottom  of  each  stand.    The  result  i 2 

Tests  2  and  3  were  obtained  with  type  B.    When  Test  2  was  conzx 
ducted  the  condenser  surface  was  very  clean  both  inside  and  out- 
side and  the  condenser  was  free  from  any  non-condensable  gases/' 
this   probably   accounts  for   the  favorable   performance   securec/. 
The  values  in  Test  3  fairly  agree  with  the  ordinary  performance  of 
condensers  similar  to  B.    The  writer  possesses  data  of  tests  per- 
formed upon  a  dozen  of  these  installations,  which  show  practically 
the  same  figures. 

TABLE  5    PERFORMANCE  OF  HIGH-VELOCITY  CONDENSER 


Surface  par  Stand 130  sq.  ft. 

Stands  In  Battery 6 

Refrigeration  per  Stand 7.7  tone 

Rtfrigeration  per  Battery 46.2  tons 

Surface  per  Ton  Refriieration 16.0  eq.  ft. 

Water  on M  dec.  fahr. 

Water  off 8»  des.  fahr. 

Condenser  Pressure,  Gas  Header 178  lb. 

Condenser  Pressure.  Liquid  Header 167  lb. 

Mean  Condensing  Pressure  Assumed 173  lb. 

Mean  Condensing  Temperature 92  deg;.  fahr. 

Temperature  Entering  Gas 100  deg.  fahr. 

Pressure  Drop  through  Condenser 11  lb. 

Temperature  Difference.  Mean 6.1  deg.  fahr. 

Entering  Velocity.  Condenser  Section 36.6  ft./i 

Heat  Transmission.  B.t.u.  per  Sq.  Ft.  per  Deg.  per  Hr 145 


72  Not  only  is  the  transmission  of  heat  in  a  condenser  affected 
by  the  velocity  of  the  water,  but  also  to  a  great  extent  by  the 
velocity  of  the  gas;  in  fact,  if  the  latter  is  increased  sufficiently  in  a 
plain  atmospheric  condenser,  as  rapid  a  transmission  of  heat  can  be 
secured  in  it  as  is  usually  obtained  in  a  flooded  condenser. 

73  The  data  in  Table  5  show  the  performance  of  an  atmospheric 
condenser  built  especially  for  very  high  gas  velocity.  This  con- 
denser, Fig.  12,  gave  good  results,  but  it  developed  so  many  com- 
plications that  it  cannot  be  recommended  as  a  practical  typ>e. 

74  Fig.  13  presents  the  effect  on  the  transmission  of  heat  of 
the  velocity  of  the  water  in  the  pipes  of  a  condenser.  The  points 
in  the  graphs  were  plotted  from  values  obtained  with  a  12-pipe 
condenser  of  the  drip-pipe  type. 
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75  The  velocity  of  the  water  in  the  pipes  of  a  double-pipe 
condenser  may  be  increased  by  allowing  a  greater  amount  of  water 
to  flow  through  them.  The  gas  velocity  increases  when  the  height 
of  the  stand  is  increased  by  the  addition  of  more  pipes.  In  select- 
ing between  high  and  low  condensers,  however,  other  factors  must 


Fia.  12    Hioh-Vblociti  Condenber 

be  considered  in  addition  to  the  water  or  gas  velocity.  Generally 
•speaking,  high  condensers  are  preferable  when  the  available  water 
is  cold. 


£    »l«;itac7f6»Ent,ringCoildt-1»,ng&ett.on.Ft.p.rS... 

Fio.  13    Effect  of  VBLocmr  upon  Heat  TitANeinseioK 

76  When  a  condenser  is  operated  with  superheated  gas,  this 
should  not  enter  at  the  top  of  the  stand,  as  is  often  done  in  practice. 
Type  B  in  Fig.  14  is  a  convenient  form  of  condenser  for  use  with 
superheated  gas. 

77  The  heat  transmission  in  atmospheric  condensers  operated 
with  superheated  gas  is  often  so  poor  that  the  gas  passes  throi^ 
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as  many  as  five  pipes  before  it  is  reduced  to  the  saturated  state; 
such  a  condition  never  arises  in  a  flooded  condenser,  in  which  the 
condensing  surface  is  more  effective. 

78  A  rather  frequent  objectionable  condition  is  the  presence 
of  air  in  the  condenser.  In  order  to  be  able  to  extract  it  without 
interfering  with  the  operation  of  the  remainder  of  the  system  or 
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Fia.  14    Ammonia-Condenser  Types 

losing  much  ammonia,  the  condenser  must  be  provided  with  a 
suitable  purging  arrangement,  as,  for  example,  the  one  represented 
in  Fig.  15,  which  was  used  with  installation  B,  in  Test  2,  Table  4. 
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Fia.  15    Non-Condensable  Gas-Pubginq  Arranoemsnt 


79  The  presence  of  air  in  the  condenser  often  causes  the  cessa- 
tion of  the  flow  of  the  liquid  through  the  pipes  and  thus  seriously 
impairs  the  efficient  performance  of  the  condenser.  The  author 
has  had  occasion  to  observe  in  certain  plants  he  inspected  that  the 
condenser  pressure  dropped  20  to  30  lb.  after  the  air  was  removed 
from  the  system. 

80  To  secure  a  proper  gas  circulation  and  distribution  in  the 
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stands  it  is  best  to  have  separate  coils  for  condensing  and  cooling, 
both  operating  on  ihe  counter-current  principle. 

81  Figs.  16  to  22  illustrate  various  features  of  condenser  in- 
stallaltions  under  most  of  the  usual  conditions.  One  ton  of  refrig- 
eration has  been  taken  as  requiring  the  removal  of  350,000  B.t.u. 
per  24  hours  by  tiie  condensing  water. 

COOLINa  TOWKBS  AND  BPBAT  STSTBlfS 

'  82  The  economy  of  a  refrigerating  plant  depends  largdy  upon 
the  tonperature  of  the  water  drculated  in  the  condenser.  Water 
for  ammonia-condensing  purposes  can  be  obtained  from  deep  or 
surface  wells,  flowing  streams  or  city  distribution  systems;  or  by 
recirculating  water  that  is  being  cooled  in  forced-draft,  natural- 


Tempara+ure  irf  EirtaringSoe.Oag.Fahr. 

Fio.  16    Heat  to  be  Extracted  bt  Gondehbsr  witb  Vabious  Dborbes  or 
Superheat 

draft  or  atmospheric  cooling  towers  or  spray  cooling  systems. 
Which  method  is  to  be  preferred  depends  upon  the  temperature 
of  the  water,  the  dependability  of  the  supply  and  the  relative 
pumping  level. 

83  The  cost  of  pumping  water  from  wells,  or  even  flowing 
streams,  is  ordinarily  so  great  that  a  recooling  system  is  preferred. 
The  relative  values  of  these  various  systems  will  now  be  considered. 

84  The  first  cooling  tower  in  this  country  was  erected  twenty- 
five  years  ago  by  the  Uuemmeli  &  Dawiey  Manufacturing  Company 
at  the  St.  Louis  plant  of  the  Anheuser-Busch  Brewing  Association. 
The  tower  was  of  the  forced-draft  type,  which  was  almost  exclu- 
sively used  at  first.  At  the  present  time,  however,  atmospheric 
towers  and  spray  coolii^  systems  are  used  which  give  equally  as 
good  results. 
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85  The  proper  construction  of  a  cooling  tower  is  far  more 
important  in  a  refrigerating  plant  than  in  a  steam  plant.  Id  the 
latter  we  can  get  25  in.  of  vacuum  with  water  at  105  d^.  fahr.; 
but  in  the  refrigerating  plant,  with  the  same  temperature,  the  am- 
monia condenser  pressure  would  be  about  280  lb. 

86  The  limit  of  atmospheric  cooling  depends  upon  the  wet- 
bulb  temperature.  The  rate  of  cooling  depends  upon  the  vapor- 
pressure  difference  between  the  dewpoint  and  the  temperature  of 
the  cooling  water  as  modified  by  the  wet-bulb  depression.  Roughly 
speaking,  each  degree  of  water  temperature  is  equivalent  to  three 
pounds  of  condenser  pressure. 

87  A  forced-draft  tower  is  most  dependable,  but  the  objection 
to  it  is  that  it  increases  the  auxiliary  power.  Far  more  air  is 
required   to  cool  ammonia-condenser  water  than  steam-condenser 


T*mfi«ratur«of tnWnngfta*,  Deg.Fotir. 

Fia.  17  Effect  or  Superheat  on  Watbr-Tempbratcbe  Ribb 
water  and  also  a  great  deal  larger  cooling  surface,  since  the  cooling 
in  the  ammonia  condenser  takes  place  below  the  atmospheric  tcni- 
perature.  Fan  power  is  directly  proportional  to  the  volume  of  air 
blown  and  to  the  square  of  the  resistance.  A  forced-draft  cooling 
tower  should  be  so  proportioned  as  to  give  a  cooling  efficiency  of 
from  80  to  90  per  cent.  It  is  desirable  to  maintain  the  auxiliaJ^ 
power  at  0.5  hp.  per  ton  of  ice.  Most  towers  in  actual  operation 
give  a  cooling  efficiency  of  only  50  to  60  per  cent.  Some  tested  by 
the  writer  gave  only  30  per  cent. 

88  Of  all  the  economic  factors  entering  into  the  operation 
of  refrigerating  plants,  the  proper  distribution  of  the  water  over 
the  cooling  tower  is  receiving  the  least  attention.  Cooling-tower 
performance  should  not  be  judged  alone  by  the  approach  of  the  final 
temperature  of  the  water  to  that  of  the  wet  bulb,  but  also  by  the 
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approach  of  the  temperature  of  the  emerging  air  to  that  of  the 
entering  water.  Failure  to  obtain  this  last  requirement  in  any  of 
the  sections  of  the  horiEontal  uppermost  part  of  the  tower  indicates 
tJmt  there  is  an  unequal  distribution  of  the  water  on  the  tower 


Pumping  Mor9«po«Mr 

FlO.    18      PUMMNO  HORSEFOWEB  OP  ClRCULATINQ  WaTEH  PER  ToN  RKFSIOEIU- 

surface,  a  condition  which'  will  reduce  the  efficiency  of  the  cooling 
tower. 

89'  The  growth  of  alg»  in  distributing  troughs  is  chiefly  re- 
sponsible for  poor  water  distribution  and  it  is  well,  in  such  cases, 


Compreaftor  aiip.  per  Ton  Refng 
^  Fio.  19    CoMFEiESBOR  HoRSEPOVER  PER  ToN  Reprioebatiom 

to  build  cooling  towers  with  roofs  so  as  to  keep  off  the  sun's  rays 
and  thus  effectually  prevent  any  large  growth  of  moss.  These 
roofs  should  be  built  sufficiently  high  to  prevent  undue  air  friction 
and  should  protrude  from  the  sides  of  the  tower  to  such  an  eictent 


650  REFBIQERATINO   PLANT  BTnCtENCT 

that  the  sun  will  never  atrike  the  troughfi.  It  is  well  to  check  the 
cooling-tower  efficiency  frequently  as  the  troi^ha  easily  get  out  of 
level. 

90    The  use  of  a  properly  defined  cooling  tower  is  preferable 


1bmperatiii«a(W>tarLMvic^Cand*iMar,D«g.ttahr. 

Fia.  20    Condenser  Pbesbusx  wttb  Vabioub  Final  Tempgs&tuhe 
Dutebences 

to  pumping  water  from  a  well,  except  when  the  well  water  is  very 
cold.  In  summer,  in  even  the  hottest  and  most  humid  parts  of 
the  United  States,  the  temperature  of  the  water  in  the  cooling 
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Fia.  21    CoNDENBER  SuETACB  RsQOiKED  WITH  VAEioua  Heat  Tkansuissiokb 
AND  Tehpebatcrb  Differences 

tower  will  hardly  ever  be  85  deg.  fahr.;  it  will  ordinarily  be  below 
SO  deg.  fahr.  and  in  winter  50  deg.  fahr.  and  even  less.  In  fact, 
witli  a  cooling  tower  it  is  not  impossible  to  obtain  in  winter  a  con* 
denser  pressure  of  65  lb.,  while  with  well  water,  the  temperature  of 
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which  keeps  more  uniform  throughout  the  year,  the  pressure  is 
higher  in  winter.  The  results  obtained  by  the  use  of  river  water 
for  condensing  ammonia  compare  more  favorably  with  those  secured 
I^  the  operation  of  a  cooling  tower;  the  temperature  of  the  river 
water,  however,  will  not  greatly  difEer  from  the  temperature  of 
the  water  in  the  cooling  tower,  but  the  pumping  head  of  the  river 
water  will  be  greater  than  that  required  for  the  operation  of  the 
cooling  tower. 

91  A  natural-draft  tower  is  as  dependable  as  a  forced-draft 
tower,  though  the  air  flow  is  induced  in  the  former  by  the  chimney 
^ect.  A  natural-draft  tower  should  not  be  considered  for  an 
ammonia  condensing  installation,  but  it  serves  well  for  steam  con- 


Temperature  RIb«  of  water  9v«rConden»*r,0e^liR 

Fia.  22    TeiiFERATURE  Ribb  of  Watbb  over  Conuxn-ser  with  Variods 
AMouNTe  OF  Wateb  (Pee  Min.)  and  No  Atmosfhkmc  Coolwo 

92  Atmospheric  towers  are  quite  satisfactory.  They  depend 
for  their  operation  upon  wind  velocity  and  since  this  in  the  United 
States  is  ordinarily  between  eight  and  fourteen  miles  per  hour, 
seldom  below  four  miles,  and  hardly  ever  zero,  they  give  very  good 
results  in  even  such  territory  as  Louisiana.  In  that  state  the 
temperature  of  the  water  in  an  atmospheric  tower  was  lowered, 
under  favorable  conditions,  to  within  two  degrees  of  the  wet-bulb 
temperature  and  to  within  eight  degrees  under  adverse  conditions; 
the  average  approach  was  three  and  one-half  d^rees.  In  a  drier 
territory  still  better  results  can  be  obtained. 

93  Before  building  the  cooling  tower,  the  average  atmospheric 
conditions  of  the' locality,  such  as  the  predominating  direction  of 
the  wind  and  the  average  wind  velocity  in  summer,  should  be  care- 
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fully  determined  and  the  tower  placed  with  regard  to  the  wind 
direction  and  not  with  regard  to  its  symmetry  with  the  other  build- 
ings. The  towers  should  not  be  built  square  but  rectangular,  twice 
as  loi^  as  they  are  wide,  and  should  be  placed  so  that  the  wind 
strikes  on  the  longer  side. 

94  The  proper  relative  position  of  the  cooling  tower,  as  r^ards 
the  condenser,  is  a  most  important  feature.  It  must  he  remem- 
bered that  the  auxiliary  power  should  be  kept  down  to  the  minimum 
of  0^  hp.  per  ton  of  ice,  also  that  if  the  head  is.  reduced  more  water 
can  be  pumped  with  the  same  power  and  thus  lower  condenser 
pressures  are  obtained.     In  many  plants  the  cooling  tower  and 


Wtrt^r  Temperature  M+ore   Spraying  ,Deg.fnhr 

Fio.  23    Perforuance  or  Sprav  Stbtcu 

the  condenser  are  placed  on  the  same  level  with  the  result  that  two 
cb'culatii^  pumps  are  operated  in  place  of  one.  The  relative  posi- 
tion of  the  cooling  tower  and  the  condenser  should  always  be  one 
above  the  other,  with  the  preference  of  the  condenser  being  in  the 
higher  position,  since  unobstructed  air  access  is  more  important 
with  an  atmospheric  condenser  than  with  a  cooling  tower.  Both 
are  more  conveniently  located  upon  a  roof. 

95    The  spray  system  has  recently  been  introduced  in  connec-...^^ 
tion  with  ammonia  condensing  systems  and  very  good  results  ar% 
being  obtained.     Its  cooling  efficiency  varies  from  45  to  70  per  t*n-    "^ 
depending  upon   humidity,   wind  velocity,   fineness  of  spray  a*^  ~^ 
pressure  at  the  nozzles.     In  the  calculations  wliich  must  be  mad&  ^"^l 
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designing  a  spray  system,  however,  it  is  advisable  to  figure  its  oper- 
ating efficiency  at  60  per  cent.  This  value  has  been  assumed  in 
the  preparation  of  the  curves  in  Fig.  23,  which  show  the  value  of 
the  temperature  of  the  water  before  spraying  and  the  corresponding 
values  after  spraying,  for  various  wet-bulb  temperatures. 

96  The  advantage  resulting  from  the  use  of  a  spray  system 
in  an  ammonia  condensing  installation  is  that  it  reduces  the  power 
required,  because  a  spray  system  does  not  involve  the  action  of  a 
fan,  and  a  pressure  at  the  nozzle  of  only  six  or  seven  pounds,  that 
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is,  the  equivalent  of  a  tower  14  ft.  high  is  sufficient.  Also,  the 
cost  of  construction  and  maintenance  is  less  for  a  spray  system 
than  for  a  cooling  tower. 


ABSORPTION   MACHINES 

97  In  the  absorption  machine  the  generator  or  ammonia  boiler 
acts  as  a  steam  condenser  and  thus  the  latent  heat  of  the  steam  is 
made  available. 

98  The  steam  pressure  required  for  the  operation  of  the  low- 
pressure  type  depends  upon  the  temperature  of  the  water  in  the 
ammonia  condenser,  the  temperature  of  the  water  in  the  absorber 
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the  pressure  in  absorber,  and  the  dimensions  of  the  surface  and  the 
efficiency  of  the  absorber,  the  condenser  and  the  generator. 

99  With  brine  temperatures  between  15  and  0  deg.  fahr.  low- 
pressure  machines  are  not  used,  but  could  be  made  available  by  the 
employment  of  either  a  reciprocating  or  a  centrifugal  booster  that 

.  lyould  compress  the  gas  after  leaving  the  evaporator  to,  say,  from 
minus  5  lb.  to  plus  15  lb. 

100  The  low-pressure  absorption  machine  can  be  operated  suc- 
cessfully even  when  the  available  water  has  a  temperature  of 
80  d^.  fahr.  Considering  therefore,  that  atmospheric  conditions 
throughout  the  United  States  make  it  entirely  possible  to  obtain 
water  at  80  deg.  fahr.  in  summer,  it  may  be  assumed  that  the  low- 
pressure  absorption  machine  is  practical  throughout  this  country. 

101  The  amount  of  water  required  in  the  operation  of  an 
absorption  machine  is  variable.  If  the  absorption  machine  is  of 
the  high-pressure  type,  on  account  of  the  gradual  rise  of  the  tem- 
perature of  the  water  as  it  flows  through  the  various  apparatus, 
the  total  amount  of  water  required  is  not  greater  than  the  quantity 
usually  needed  in  the  operation  of  a  steam  condensing  compression 
plant.  A  low-pressure  machine,  on  the  other  hand,  often  requires 
two  separate  streams  of  water,  which  materially  increases  the 
consumption. 

102  A  saving  in  water  is  effected  by  operating  the  absorption 
machine  in  connection  with  a  compression  machine,  because,  in 
this  case  it  is  not  necessary  to  circulate  other  water  in  the  steam 
condenser.  Fig.  24  illustrates  a  method  of  combining  compression, 
absorption  and  evaporation  in  the  same  system. 

DISTILLED-  AND   RAW- WATER   SYSTEMS 

103  The  advisability  of  using  water  evaporators  should  be 
carefully  considered  before  adopting  a  raw-water  system  in  a  steam 
plant.  Where  the  quantity  of  the  available  water  is  such  that 
raw-water  ice  cannot  be  made  successfully,  the  installation  of  evapo- 
rators is  highly  desirable. 

104  There  are  two  types  of  evaporators,  high-pressure  and 
vacuum.  Under  proper  conditions  both  give  satisfactory  service 
and  neither  one  develops  as  much  trouble  from  the  formation  of 
scale  as  is  ordinarily  assumed.  The  writer  knows  of  evaporators 
operated  successfully  in  a  region  where  the  water  contains  a  large 
amount  of  salt,  a  large  amount  of  carbonates,  and  considerable 
calcium  and  magnesium  sulphate.     Of  course  they  will  have  to 
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be  cleaned  and  blown  o£F  the  same  as  a  boiler,  but  their  use  con- 
tributes to  securing  a  high  economy  and  simplifies  the  operation 
of  the  plant. 

105  It  may  be  added  that  a  plant  short  of  distilled  water  is 
wasteful,  as  also  is  the  plant  that  wastes  distilled  water.  A  simple* 
steam-driven  ice  plant  should  have  just  enough  distilled  water  to 
make  the  ice. 

LACK  OP  AMMONIA  IN  SYSTEM  —  AMMONIA   C0N8BRVATI0N 

106  A  serious  loss  comes  from  operating  a  plant  with  an  in- 
sufficient amount  of  ammonia.  On  account  of  the  present  shortage 
and  Government  control  of  ammonia,  situations  are  found  where 
the  supply  of  a  plant  is  made  to  last  longer  by  not  introducing 
enough  liquid  in  the  system. 

107  The  effect  of  this  false  economy  is  to  reduce  the  ice-making 
capacity  and  increase  the  fuel  consumption  of  the  plant.  Seven 
out  of  ten  plants  are  being  operated  in  such  a  fashion. 

108  Shortage  and  conservation  of  ammonia  are  a  national 
question  now,  but  conservation  does  not  mean  to  deplete  the  sys- 
t«n,  but  rather  to  practice  extreme  economy.  The  practice  of 
this  economy,  in  spite  of  the  publicity  and  agitation  promoted  by 
the  Government,  leaves  still  much  to  be  desired. 

109  The  chief  sources  of  ammonia  loss  are  blow-outs,  careless 
purging,  and  leaky  stuffing  boxefe.  The  first  can  be  prevented  by 
testing  the  system  and  keeping  up  with  repairs  continuously.  Con- 
densers, ice  tanks  and  coils  should  be  frequently  inspected,  repaired 
when  found  deficient,  and  tested  with  air  of  not  much  above  atmos- 
pheric temperature.  Leaks  develop  in  the  stuffing  boxes  through 
carelessness  in  packing  them  or  from  the  bending  of  the  rod.  The 
only  remedy  is  strict  supervision,  education  of  the  workmen  and 
the  granting  of  bonuses. 

BONUSES 

110  Ice-plant  bonus  systems  can  be  of  any  of  the  following 
kinds: 

Economy  bonuses 
Ammonia-consumption  bonuses 
Quality-of-ice  bonuses 
Quantity-of-ice  bonuses 
Service  bonuses 
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111  The  economy  and  ammonia-consumption  bonuses  are  th 
most  important,  but  they  are  defined  with  difficulty.  In  r^ard 
economy  bonuses,  the  best  system  of  granting  them  is  devised  b~ 
taking  the  quantity  of  fuel  used  per  tons  of  ice  made  in  one  seasor 
^s  an  expected  minimum  at  which  no  bonuses  will  be  given,  an 
then  m&king  a  very  thorough  examination  of  the  plant  for  the 
pose  of  ascertaining  the  possibilities  of  increasing  the  output.  F 
instance,  in  an  ice  plant  making  15,000  tons  of  ice  per  year  at  t 
rate  of  1.5  tons  of  ice  per  barrel  of  oil,  a  thorough  examinatiG^ 
proved  that  with  a  slight  reconstruction  and  improved  operatioir 
2.3  tons  of  ice  per  barrel  of  oil  could  be  expected;  accordingt 
Table  6  was  drawn  up,  giving  the  value  of  the  savings  made  a 

TABLE  6    BONUS  OUTLINE 


Tons  of 

Cost  of  Fuel 

ToUl 

Clear 

loeper 

Saving, 

per  Ton  loe, 

Saving, 

Bonus, 

Saving, 

Bbl.ofOil 

Per  Cent 

Dollars 

Dollars 

Dollars 

Dollars 

1.5 

0.533 
0.50 

1.6 

6.2 

495.00 

99.00 

396.00 

1.7 

10.9 

0.475 

870.00 

174.00 

696.00 

1.8 

16.7 

0.444 

1335.00 

267.00 

1068.00 

1.9 

21.0 

0.421 

1680.00 

336.00 

1344.00 

2.0 

24.9 

0.40 

1995.00 

399.00 

1596.00 

2.1 

28.5 

0.381 

2280.00 

456.00 

1824.00 

2.2 

31.2 

0.363 

2550.00 

570.00 

2040.00 

2.3 

34.7 

0.348 

2775.00 

555.00 

2260.00 

2.4 

37.5 

0.333 

3000  00 

600.00 

2400.00 

2.5 

40.0 

0.32 

3195  00 

639.00 

2556.00 

4.8 

6.16 

5.49 

5.81 

6.13 

6.46 

6.78 

7.10 

7.42 

7.75 

8.07 


the  bonus,  which  was  taken  as  20  per  cent  of  the  saving  efifecfc> 
The  monetary  value  of  the  saving  was  based  upon  the  cost  of 
in  this  case  80  cents  per  barrel. 

112  The  percentage  of  saving  to  be  paid  out  as  economy  bo 
will  depend  upon  the  size  of  the  plant,  the  facility  of  making 
saving,  the  magnitude  of  saving  possible  and  the  cost  of  fuel, 
will  range  from  50  per  cent  in  small  plants  to  10  per  cent  in  let 
plants,  or  in  plants  where  large  savings  are  possible.     Every  pi 
should  have  an  economy  standard  and  the  aim  should  be  to 
better  everj'^  year. 

113  The  bonus  outline  should  be  simple  so  the  men  can  unci 
stand  it,  otherwise  their  interest  will  be  greatly  reduced, 
bonus  should  be  preferably  paid  at  the  end  of  the  season,  although 
depends  upon  conditions,  and  any  man  leaving  the  company  du 
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the  season  without  a  good  reason,  or  any  man  discharged  through 
fault  of  his  own,  should  forfeit  the  bonus. 

114  The  ammonia  bonus  should  not  be  based  only  upon  the 
amount  of  ammonia  purchased,  but  rather  upon  the  amount  of 
ammonia  in  the  system  at  the  beginning  of  the  season  and  the 
amount  introduced  during  the  season.  At  the  beginning  of  the 
season  with  the  whole  plant  working  and  with  a  known  suction  and 
discharge  pressure,  the  amount  in  the  receiver  above  the  seal  should 
be  noted,  and  at  the  end  of  the  season,  the  same  conditions  obtain- 
ing, the  amount  put  in  the  system  during  the  season  should  be  taken 
as  the  actual  consumption. 

115  Quantity  bonuses  are  usually  granted  when  the  plant  is 
operating  above  its  rated  capacity. 

116  Quality  bonuses  are  based  on  the  nimiber  of  good  blocks 
of  ice  made,  with  a  deduction  equal  to  two  blocks  for  every  poor 
block  turned  out. 

117  The  service  bonus  consists  of  a  certain  sum  which  is  given 
to  the  faithful  employees  at  the  end  of  the  season.  It  can  be  based 
upon  the  earnings  of  the  plant  and  be  thus  converted  into  a  profit- 
sharing  bonus;  this  becomes  every  day  more  advisable  with  the 
present  labor  situation  and  the  high  cost  of  operation. 


DISCUSSION 

Fred  Ophuls,  who  opened  the  discussion,  stated  that  during 
the  last  few  years  two-stage  compression  had  been  used  in  refriger- 
ating plants  where  it  was  desired  to  cool  brine  down  to  10  or  20  deg. 
below  zero  (fahr.).  With  the  higher  brine  temperatures,  10  to  20 
deg.  above  zero,  as  used  in  ice-making  plants,  the  advantage  of  com- 
pound compressors  was  not  so  great,  particularly  where  well  water 
at  around  52  deg.  fahr.  was  obtainable,  and  it  was  still  a  question 
whether  in  this  case  the  increased  friction  of  the  two-stage  machine 
did  not  eliminate  the  saving  derived  from  compounding.  There 
was,  of  course,  an  opportunity  in  ice  making  to  cool  down  the  water 
at  a  high  and  favorable  intermediate  anmionia  evaporating  pressure, 
such  as  40  lb.  gage,  but  this  would  not  exceed  20  per  cent  of  the 
total  work  and  should  be  done  in  more  efficient  water  coolers  than 
those  used  heretofore. 

Edward  N.  Trump,  referring  to  Par.  20,  said  that  in  the  uni- 
flow  engine  the  steam  traveled  only  in  one  direction,  the  wall  and 


664 


REFBIGBBATINa  PLANT  BFFICIENCT 


head  temperature  was  much  higher  where  the  steam  entered  and 
the  exhaust  ports  much  colder  than  in  the  coimterflow  engine,  and 
therefore  the  cylinder  condensation  was  ahnost  eliminated.  The 
clearance  surfaces  were  kept  dry,  reducing  the  heat  transfer.  A 
150-hp.  non-condensing  engine  required  only  18  lb.  of  steam  per 
i.hp-hr.,  and  a  condensing  engine  11  lb.,  if  the  steam  was  supplied 
at  125  lb.  pressure.  Its  consumption  curve  was  also  very  much 
flatter  than  that  of  a  Corliss  engine,  and  the  surface  within  the 
cylinder  was  kept  very  small.  At  light  loads  the  economy  of  the 
uniflow  engine  was  therefore  nearly  as  high  as  at  full  load.  Again, 
it  made  very  little  difference  in  the  total  heat  jconsumption  whether 
the  steam  was  highly  superheated  or  dry  saturated. 

TABLE  7    STEAM  CONSUMPTION  OP    UNIFLOW  ENGINES  AT  VARIOUS   LOADS 

IN  LB.  PER  I.HP-HR. 

(Steam  preosure,  150  lb.  per  sq.  in.) 


Encines  Tested 


60    i.hp.,  non-oondensing,  atmospheric  exhaust 
800  i.hp.,  non-oondensinc,  atmospheric  exhaust, 

00   i.hp.,  oondensing,  26-iii.  vacuum 

800  i.hp.,  condensing,  26-in.  vacuum 


H 

H 

H 

54 

load 

load 

load 

load 

22.2 

20.7 

20.7 

21.3 

20.7 

19 

19 

19.7 

15.6 

14.6 

14.6 

15.3 

14.7 

13.8 

13.8 

14.5 

IM 
load 

22.5 
20.8 
16.5 
15.8 


Arthur  J.  Wood  called  attention  to  the  effect  of  superheat  on 
the  steam  consumption  of  different  types  of  engines  and  noted  the 
difference  between  economies  from  best  test  results  and  from  actual 
guarantees.  Table  7  gives  values  guaranteed  by  one  of  the  prominent 
makers  of  uniflow  engines.  The  figures  are  in  pounds  per  i.hp-hr. 
for  dry  saturated  steam  and  are  for  small  and  for  large  units  built 
by  the  company.  The  full  load  of  the  engine  is  based  on  approxi- 
mately 20  per  cent  cut-off  non-condensing  and  15  per  cent  cut-off 
condensing. 

Table  7  is  for  dry  saturated  steam.  With  the  use  of  superheated 
steam  these  figures,  both  condensing  and  non-condensing,  would  be 
lowered  about  as  follows: 


Superheat,  deg 

Reduction  of  steam  consumption,  lb.  per  i.hp.  per  hour. 


50 


75 

2H 


100 
2H 


150 
3 


200 
3H 


Note  that  the  reduction  in  steam  consumption  is  the  greatest  for 
the  first  50  deg.  of  superheat,  which  is  If  lb.  per  hour,  whereas  the 
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50  deg.  superheat  above  150  deg.  only  reduces  the  steam  consump- 
tion i  lb.  per  i.hp.  per  hr.  In  the  majority  of  plants  the  superheat 
is  seldom  carried  above  100  deg.,  this  very  often  being  due  to  the 
fact  that  the  superheater  is  installed  in  connection  with  the  boiler 
and  the  high  superheat  of  150  to  200  deg.  is  not  obtained  unless  the 
engine  is  carrying  a  full  load  or  an  overload,  which  makes  it  necessary 
to  crowd  the  fixe  in  the  boiler  furnace,  and  such  conditions  are  (if  at 
all)  only  for  short  periods. 

From  the  foregoing  it  appears  that  the  percentage  of  reduction  of 
steam  economy  for  low  superheat  is  approximately  the  same  as  the 
percentage  of  increase  in  volume  of  superheated  steam  over  that  of 
saturated  steam.  This  follows  the  thermodynamic  principles  as 
applied  to  the  uniflow  engine,  since  initial  condensation  is  so  much 
reduced  and  an  increase  in  volume  due  to  superheat  should  represent 
a  corresponding  decrease  in  steam  consumption. 

A  comparison  of  the  figures  here  given  with  economies  for  the 
CorUss  engine  would  seem  to  confirm  the  statement  (also  brought 
.out  by  Fig.  2  in  the  author's  paper)  that  imder  the  same  pressure 
range  the  uniflow  engine  with  superheat,  non-condensing,  gives 
about  the  same  economy  as  the  compoimd  Corliss,  without  superheat, 
condensing.  -  The  above  gives  some  notion  of  the  increasing  impor- 
tance of  the  uniflow  engine,  especially  for  plants  where  the  load 
varies  through  a  wide  range  from  25  to  125  per  cent  of  the  rated 
capacity. 

Earle  Ormsby  said  that  90  per  cent  of  the  sources  of  ammonia 
loss  enumerated  in  Par.  109  could  be  eliminated  by  an  alert  and 
capable  engineer.  To  make  a  system  of  granting  bonuses  effective 
as  a  stimulus,  however,  he  believed  that  it  was  necessary  to  find  some 
method  of  inventorjring  the  ammonia^  in  the  system  at  frequent 
intervals.  Waiting  until  the  end  of  the  season  to  do  this  made  it 
too  late  to  have  the  proper  effect  on  the  engineer. 

Halbert  p.  Hill^  spoke  in  favor  of  the  electrically  operated  ice 
plant  driven  by  a  synchronous  motor  direct-connected  to  the  am- 
monia compressor.  The  design  of  a  synchronous  motor  makes  it 
possible  to  build  this  type  of  apparatus  for  exceptionally  low  speeds 
within  the  range  of  ammonia  compressors  and  there  are  many  ad- 
vantages in  using  this  type  of  motor.  The  space  required  (width) 
is  less  than  for  any  other  type  of  motor  and  the  efficiency  consid- 
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erably  higher.  When  compared  with  induction  or  slip-ring  motors 
of  the  same  speed  there  is  a  decided  advantage  from  the  standpoint 
of  price,  in  favor  of  the  synchronous  motor. 

The  fact  that  such  a  motor  is  operated  at  unity  power  factor  and 
can  be  operated  at  a  leading  power  factor  makes  it  a  desirable  form  of 
load  from  the  central-station  standpoint.  The  ease  in  starting  and 
reliability  in  operation  make  this  type  of  motor  an  ideal  prime 
mover  in  the  ice-making  or  cold-storage  plant. 

George  A.  Horne  favored  electric  drive  because  it  was  mutually 
advantageous  to  both  the  user  and  the  central  station.  The  central 
stations  had  to  maintain  large  equipments  to  take  care  of  peak  loads 
during  the  winter.  Ice  and  refrigerating  plants  required  most  of 
their  power  in  summer.  For  a  number  of  years  the  central  stations 
in  large  cities  had  offered  to  such  plants  ''off-peak"  contracts  at 
attractive  rates.  This  off-peak  period  might  extend  over  two  to 
four  months  in  winter,  during  which  time  the  customer  agreed  to 
use  from  4  to  8  p.m.  not  to  exceed  20  per  cent  of  the  preceding  maxi- 
mum demand.  Any  current  used  in  excess  of  this  must  be  paid  for 
at  a  high  rate,  but  with  judicious  management  this  penalty  did  not 
arise.  In  fact,  it  was  found  in  two  500-ton  plants  that  the  shut- 
ting down  of  the  main  compressors  for  four  hours  was  hardly  notice- 
able in  well-insulated  cold-storage  rooms  filled  with  chilled  goods, 
and  even  in  a  pipe-line  system  there  was  so  much  reserve  capacity 
stored  up  that  the  heat  influx  daring  such  idle  time  could  be  easily 
removed  when  the  machines  were  started  at  8  p.m.  In  other 
words,  an  interruption  of  four  hours  out  of  twenty-four  proved  to 
be  entirely  practical,  so  long  as  the  auxiliaries  were  kept  going,  and 
thus  large  ice  and  refrigerating  plants  were  in  position  to  secure  a 
rate  as  low  as  0.9  cent  per  kw-hr. 

John  H.  Dillon,  commenting  on  Par.  34,  wrote  that  his  ex- 
I)erience  had  been  that  where  the  air  lift  had  not  given  satisfaction, 
it  had  been  due  either  to  improper  design  of  the  piping  —  which 
seriously  reduced  the  efficiency  —  or  to  failure  of  the  wells  to  deliver 
the  expected  quantity  of  water.  All  unnecessary  valves,  elbows  and 
bends  should  be  avoided. 
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Effery  means  of  accompliahing  a  saving  in  the  coneumptian  of  coal  is  of  ffreai 
present  importance.  One  of  the  most  important  means  is  the  use  of  the  proper  heat 
insulation  for  steam  pipes  and  hoUers  as  well  as  qU  other  heated  surfaces. 

This  paper  presents  the  results  of  a  series  of  experiments  made  at  the  MeUan 
Institute  of  Industrial  Research  on  85  per  cent  magnesia  coverings,  Ths  mnHhods 
of  measurement  of  the  losses  from  hare  and  covered  pipes  are  described  and  a  general 
method  for  the  caladation  of  the  losses  from  covered  surfaces  is  developed.  Ths  effeid 
of  the  various  factors  of  steam  temperature,  cost  of  coal,  and  sise  of  pipe  on  the  eeo- 
nomic  side  of  the  problem  is  worked  out  and  tables  are  given  showing  the  proper 
thichuss  of  covering  to  use  under  aU  conditions.  The  effects  of  air  currents  on  heat 
losses  have  been  studied  and  tests  have  also  been  made  to  determine  the  permanence 
of  the  original  heatr4nsulating  qualities  in  service.  Several  kxrgescale  experiments 
have  been  made  on  practical  installations  to  check  up  the  results  of  the  laboratory 
experiments  under  actual  conditions.  Tables  showing  the  saving  in  coal  or  money 
which  is  accomplished  by  the  we  of  coverings  are  presented, 

npHE  purpose  of  this  paper  is  to  present  a  more  complete  and 
detailed  method  of  solving  the  problems  involved  in  the  cal- 
culation of  the  heat  losses  from  bare  and  covered  pipes  and  the 
economic  problems  encountered  in  the  practical  application  of  cover- 
ings. The  factors  in  the  economic  calculations  are:  the  cost  of  the 
heat,  the  cost  of  the  covering,  the  size  of  the  pipe,  the  temperature  of 
the  pipe,  and  the  temperature  of  the  atmosphere.  It  is  necessary  to 
consider  all  these  factors  together  in  order  to  obtain  a  correct  result. 
2  The  data  contained  in  the  paper  are  a  part  of  the  results 
obtained  in  an  investigation  conducted  for  the  Magnesia  Association 
of  America  by  the  Mellon  Institute  of  Industrial  Research.  The 
assistance  received  from  the  Association  and  from  the  Administra- 
tive Staff  of  the  Institute  has  materially  aided  in  the  successful  prog- 
ress of  the  investigation,  and  credit  is  also  due  to  Mr.  G.  F.  Gray, 
who  was  originally  in  charge  of  the  work,  and  to  Mr.  R.  H.  Heilman, 
who  has  assisted  in  securing  the  data. 

Presented  at  the  Annual  Meeting,  December  1918,  of  Thb  Ameucan 
SociSTT  OF  Mechanical  Enginbbbb. 
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3  It  is  gecerally  recognized  that  the  losses  from  bare  pipes  and 
boilers  are  oonsiderable,  but  the  real  magnitude  of  these  l(»aea  is 
httle  appredated.  The  fact  that  the  loss  from  1000  sq.  ft.  of  ex- 
posed  surface  at  100  lb.  per  sq.  in.  steam  pressure  amounts  to  over 
300  tons  of  ooal  annually  is  sufficient  justification  for  serious  con- 
sideration of  the  subject. 

HBAT  LOSSES  FBOU  BABE  SimFACES 

4  In  a  study  of  the  oonservatioa  of  losses,  the  first  important 
fact  to  be  considered  is  the  actual  value  of  the  losses  from  bare  aur- 


Temperature  Di'fference,  Oeg.Fahr. 
Fi«.  1    Hhat  Lobs  wbou  Babb  Pm 

faces.    It  is  often  cooudered  that  the  loss  from  any  bare  surfaoa  is 
3  B.t.u.  per  sq.  ft.  per  hr.  per  deg.  fahr.  temperature  differeooe  be- 
tween the  surface  and  the  surrounding  air.    While  this  value  is  ooi^ 
rect  for  some  special  cases,  it  is  by  no  means  generally  so.    Most  ^ 
investigators  have  confined  their  measurements  to  one  sise  of  pip^^ 
at  one  temperature  difference.    Both  the  size  of  pipe  and  the  t&a-.,^ 
perature  difference  have  an  important  effect  on  the  value  of  th^ 
ooostant.     Paulding  in  his  book  on  Steam  in  Covered  and  "«^"  — 
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Hpee  has  worked  out  the  theory  of  beat  losses  from  bare  pipes  from 
the  rseearcbea  of  the  French  physicist  F^clet.  The  curves  of  Fig.  1 
■hov  the  appUcation  of  this  theory  to  horizontal  pipes.  The  solid 
euiree  indicate  Paulding's  values,  while  the  dotted  curves  and  the 
points  give  the  results  of  various  experimental  testa.  The  curve 
made  at  the  Mellon  Institute  on  3-in.  pipe  coincides  at  the  lower  end 
with  Paulding's  curve  for  3-in.  pipe  but  rises  somewhat  more  steeply. 
McMillan's  curve  on  S-lu.  pipe  coincides  at  both  ends  with  the 
Mellon  Institute  curve  but  is  somewhat  lower  throughout  its  length. 
5  The  single  points  made  by  other  investigators  coincide  closely 
with  Paulding's  curves.  It  seems  that  Paulding's  curves  give  the 
beet  average  values  for  use  in  calculating  heat  losses.  They  show 
that  the  constant  may  vary  from  50  per  cent  below  3  B.t.u.  per  sq. 


Flo.  2    AppABATua  FOR  DKTSRuunNa  Heat  Loaa  fbou  Insulatiid  Pipes 

ft.  per  hr.  per  deg.  fahr.  to  values  far  above  it.  At  500  deg.  temper- 
ature difference,  which  is  often  attained  with  superheated  steam,  the 
constant  increases  to  double  this  value  for  the  smallest  size  of  pipe. 
In  some  chemical  plants  steam  is  used  at  temperatures- of  1100  deg. 
fahr.  The  importance  of  using  very  thick  insulation  at  these  tem- 
peratures is  easily  judged  from  the  rate  at  which  the  loss  is  increas- 
ing at  500  d^.  fahr.  It  is  to  be  noted  that  these  values  are  all 
considerably  higher  than  the  values  given  in  Kent  for  losses  from 
bare  Bwfacee. 

HEAT  LOSS  FBOH  INSDLATED  FIFES 

6  The  next  important  point  in  a  consideration  of  the  conserva- 
tion of  heat  losses  is  the  value  of  the  loss  after  the  pipes  are  insulated. 
The  apparatus  used  in  determining  these  values  is  shown  in  Figs.  2, 
8  and  4.    Fig.  2  is  from  a  photograph  of  the  apparatus  as  installed  at 
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the  Mellon  Institute.  Fig.  3  shows  a  cross-section  of  the  heater  with 
the  covering  applied  and  Fig.  4  the  wiring  diagram.  The  case  of  the 
heater.  Fig.  2,  consisted  of  three  pieces  of  3-in.  pipe,  the  middle 
section'^being  3  ft.  long  and  each  end  section  1}  ft.  long.  The  sec- 
tions were  connected  by  heat-insulating  disks  of  asbestos  board  and 
each  end  section  was  provided  with  a  hemispherical  cap  of  cast  iron. 
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FiQ.  3    CBOsa-SEcnoN  of  Hbatbb  with  Coverinq  Applied 

Inside  of  each  section  was  an  electric  heater  made  by  winding  resis- 
tance wire  on  a  frame  of  asbestos  boards.  The  wires  were  finely 
spaced  and  close  to  the  inner  surface  of  the  pipe. 

7    Tests  were  made  on  five  different  makes  of  magnesia,  in  1-in., 
2-in.,  and  3-in.  thicknesses.    The  results  of  these  tests  are  shown  in 


Tft/fis  nJf  'nttt 


[I 


fn 


^  M^tni 


AAA 


j<±. 


±\ 


*JL 


n^  ^  >i 


w> 


MTMrM* 


fWV\A/J      fV\AAA/>|/NAAAA/S      rWWV^ 

I  I         HtatvigCotts  I         I 


FiQ.  4    Wiring  Diagram  of  Apparatus  Shown  in  Fig.  2 

Fig.  5.  These  curves  are  all  corrected  for  slight  variations  in  thick- 
ness so  that  they  are  the  true  curves  for  the  thickness  given.  Fig.  6 
gives  a  comparison  of  the  losses  from  a  bare  pipe  with  the  losses 
through  coverings  1  in.,  2  in.  and  3  in.  thick.  The  contrast  is  very 
striking.  The  efficiency  increases  with  the  temperature  as  the  loss 
from  bare  pipe  increases  much  more  rapidly  in  proportion  than  the 
loss  from  covered  pipe. 
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METHOD  OF  CONDUCTINO  TBBTS 


8    Two  standard  3-ft.  sections  of  pipe  covering  were  applied  aa 
shown  and  the  ends  covered  with  plastic.    This  placed  half  of  each 
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Temperature  Difference  between  Air  and  Pipe, 
Deg  Fahr 
Fra.  S    Rbat  LosBxa  fbom  S-In.  Pipe  with  86  Fbh  Ciunt  MAaNisu  Coramra 

section  and  a  joint  over  the  middle  section  of  the  heater,  a  condition 
exactly  omilar  to  actual  practice.    The  currents  .in  the  different 
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beaters  were  then  adjusted  until  the  temperatures  shown  by  the 
th^mOGouples  attached  to  the  surface  of  the  pipe  were  alike  on  both 
middle  and  end  sections.  The  coverings  were  dried  out  for  sereral 
days  until  conditions  became  ooostant,  as  shown  by  the  readings 
which  were  taken  every  hour.  The  aven^  of  three  consecutiTe 
constant  readings  was  then  used  to  calculate  the  conductivity.  The 
power  input  was  read  on  an  accurate  wattmeter  and  the  t«mperatiire 
of  the  pipe  by  copper-constantan  thermocouples  peened  uato  the 
surface.  Since  the  end  sections  of  the  pipe  were  adjusted  to  the 
same  temperature  as  the  middle,  there  could  be  no  flow  of  heat  in  a 
direction  parallel  to  the  axis  of  the  pipe.  This  obviated  the  neces- 
sity for  any  kind  of  end  corrections  in  connection  with  the  ccmduo- 


FiQ.  7    Caubbatiok  Cubve,  Coppbr-Constantan  Thiibiiocodpi.b8 

tivity  measurements.  To  obtain  the  conductivity  ot  any  covering 
in  B.t.u.  per  sq.  ft.  per  hr.  per  deg.  fahr.,  it  was  only  necessary  to 
convert  the  power  input  to  the  middle  section  in  kilowatt^ours  to 
B.t.u.  per  hr.  and  divide  by  the  area  of  the  surface  of  the  middle 
section  in  square  feet  and  by  the  temperature  difference  between  the 
air  [and  pipe.  The  temperature  of  the  air  was  measured  by  ther- 
mometers suspended  several  feet  from  the  pipe. 

CALIfiRATTDN  OP  THE  THSBMOCOUPLES 

9  The  temperature  of  the  pipe  was  measured  by  copper-con- 
stantan thermocouples.  It  was  found  that  the  variation  of  indi- 
vidual samples  from  the  standard  curve  of  the  American  Chflsnical 
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Society  was  so  great  that  it  was  desirable  to  calibrate  the  thermo- 
couples before  use.  This  was  done  by  the  boiling-point  method, 
which  proved  very  satisfactory.  The  curve  obtained  is  shown  in 
Fig.  7.  The  apparatus  used  consisted  of  a  glass  tube  about  2  in.  in 
diameter  and  14  in.  long.  About  2  in.  at  the  bottom  of  the  tube 
was  filled  with  the  liquid  to  be  boiled.  The  sides  of  the  tube  were 
covered  with  asbestos  paper  to  protect  the  couple  from  radiation. 
The  couple  was  suspended  with  the  junction  about  4  in.  above  the 
surface  of  the  liquid,  using  a  small  glass  tube  for  protection.  The 
liquid  was  boiled  just  hard  enough  to  fill  the  outer  tube  with  vapor. 
The  junction  was  thus  8  in.  below  the  surface  of  the  vapor,  which 
was  ample  to  prevent  errors  due  to  conduction  of  heat  along  the 
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wires  of  the  couple  or  the  protecting  tube.  The  cold  junction  of 
the  couples  was  held  at  32  deg.  fahr.  by  immersion  in  a  mixture  of 
ice  and  water  in  a  thermos  bottle.  With  this  type  of  boiling-point 
apparatus  the  reading  of  the  thermocouple  will  stay  absolutely 
constant  for  an  indefinite  time  after  the  couple  has  been  brought  up 
to  temperature,  which  makes  the  accurate  determination  of  the 
boiling  point  possible.  This  method  was  found  to  be  much  more 
satisfactory  than  the  melting-point  method.  A  Siemens  and  Halske 
suspension-type  millivoltmeter  with  a  resistance  of  889  ohms  was 
used  in  connection  with  the  thermocouples  to  measure  the  tempera- 
tures. This  apparatus  proved  very  satisfactory  and  made  it  pos- 
sible to  take  a  large  nmnber  of  readings  quickly  and  accurately. 
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CALCULATION  OP  HEAT  LOBBBB  TSBOUQH  COTKBINaS 

10  The  theoretical  calculation  of  loaaea  through  coverings  on 
Sat  aurfaoee  ia  quite  simple,  but  the  problem  of  curved  surfaces  it 
much  more  difficult.  In  this  case  the  effect  of  the  increased  eross- 
section  and  surface  area  must  be  taken  into  account.  Fig.  8  shows 
a  oroee-eection  of  a  pipe  and  covering. 

11  Since  the  conductance  is  directly  proportional  to  the  oroea- 


Temperoture  Differenc«  ,  Oeg  Fahr 
Fro.  9    AsaobUTB  CotmucnviTT  or  Maonebu  Plotted  acuinve  Tbmpeka- 
TCRB  DnTEBXNCB  AT  SuBFACXS  or  Insuution 

sectional  area  and  inversely  proportional  to  the  length  of  the  path, 
the  increment  of  heat  loss: 

.„      KdA  dT     KjRdBdJQdT  ... 

^^  "  —dir dfi — t^' 


R  3r     IT, 


fKiRd$dX)dT  ^  2-wK (T,  -  T,) 

_   _    _    _  dR  "logA-log^i 

A,  0  0  r. 

_2tX(2\-7\) 


where  H  -  heat  loss  in  B.t.u.  per  hr.  per  ft.  length  of  coveting 
Ti  ™  temperature  of  surface  of  pipe  in  deg.  fahr. 
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Tt  =  temperature  of  surface  of  insulation  in  deg.  fahr. 
R  »  distance  from  center  of  pipe  in  in. 

Ri  "  radius  of  pipe  in  in. 

Rt  =>  outer  radius  of  insulation  in  in. 

X  =*  axial  length  of  covering  in  ft. 
$  =  angle  about  center  of  pipe  in  radians 

K  =  conductivity  of  the  insulating  material  in  B.t.u.  per  sq. 
ft.  of  cross-section  per  In.  thickneas  per  d^.  fahr.  tem- 
perature difference  per  hr. 

dL  —  length  of  an  element  of  the  insulating  material  in  a 
direction  parallel  to  the  heat  Bow  in  in.  dL  =  dR 
for  pipe  covering 


ltaatL«b-Btu  par&q.ft.of  Covaiing  pcrlour', 

Fio.  10    TuiPiia&TUBx  DimBENcx   betwxxm   Innxb  Subtacb  or  Cantas 
CoT>BtNa  AND  Room  ros  DimsxNT  Hxat  Lobsbb 

dA  =  cross-sectional  area  of  the  element  in  a  direction  per- 
pendicular to  the  heat  flow  in  sq.  ft.     dA  =  RdSdX 
for  pipe  covering. 
12    The  loss  through  any  pipe  covering  can  be  worked  out  by 
the  use  of  this  equation  providing  the  value  of  JT  is  known.    K 
varies  with  the  temperature  and  must  be  obtained  from  an  experi- 
mental curve  giving  the  value  at  different  temperature  differences 
above  room  temperature.    The  curve  for  K  which  was  obtained 
during  this  research  is  given  in  Fig.  9.    It  should  be  emphamsed 
that  this  kind  of  curve  is  the  only  fair  basis  for  comparison  of  the 
heat-inaulftting  value  of  the  different  kinds  of  coverings  as  all  varia- 
ables  due  to  small  differences  in  thickness,  to  different  sizes  of  pipes 
on  which  teats  were  made  and  to  different  surface  or  room  condi- 
tions, are  eliminated.    These  curves  take  into  account  only  the 
conduction  through  the  material  as  they  are  based  on  temperature 
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meaBUTementa  at  the  iimer  aod  outer  surfaces  of  the  inmiUting 
material  and  not  on  the  temperature  at  the  outer  surface  of  the 
canvas  coTering  or  in  the  air. 

13  The  difFereDce  in  temperature  between  the  outer  surface  ot 
the  insulating  material  and  the  temperature  of  the  ambient  ur  is  a 
definite  function  of  the  heat  transimtted  per  sq.  ft.  of  the  outer 
surface  of  the  covering  and  of  the  kind  of  protective  material  used 


Flo.  11    Equtteupcbatuxb  Linkb  Abound  a  Horuontal  Cotxrid 
Fin.    TntPasATuxs  uiniBS  Jackst,  13S  Dza.    Am  Tzupebatdbi,  82 

over  the  insulation.  In  Fig.  10  is  given  a  curve  showing  this  id-M 
tion  for  the  canvas  covering  as  ordinarily  used  for  this  purpog^ 
This  cturve  was  developed  by  L.  B.  McMillan  at  the  Uoivetsily 
Wisconsin  and  has  bee^  checked  during  this  investigation.  To  i^ki 
Formula  [2]  for  a  pipe  covering  in  still  air,  an  estimate  of  the  biPiW 
loss  per  sq.  ft.  of  the  outer  surface  of  the  canvas  covering  must  fir^V^ 
be  made.    From  the  curve  of  Fig.  10  an  estimate  of  the  ti 
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beneath  the  canvas  can  then  be  made.  Knowing  this  temperature 
and  the  temperature  of  the  pipe,  the  term  (Ti  —  Ti)  of  the  formula 
is  determined  and  the  loss  calculated.  If  this  checks  fairly  well 
with  the  estimate  of  the  loss  from  the  outer  surface,  the  calculation 
can  be  considered  to  give  the  proper  value  for  the  heat  lost.  If  not, 
the  estimated  loss  from  the  outer  surface  must  be  changed  according 
to  the  indication  of  the  calculation  and  the  calculations  repeated 
until  the  estimated  and  calculated  losses  check.  This  cumbersome 
process  is  necessary  because  of  the  complicated  nature  of  the  flow 
of  heat  through  the  compoimd  insulation  composed  of  the  insulating 
material  itself  and  the  protective  covering  and  the  effect  which  the 
surface  finish  has  on  the  radiation  of  heat  from  the  outer  surface  of 
the  covering. 


TABLE  1    EQUIVALENT  THICKNESS  ON  A  FLAT  SURFACE  OF  VARIOUS- 
THICKNESS  COVERINGS  ON  DIFFERENT-SIZED  PIPES 


Thieknav  of  Covering 

•  In. 

Pipe  Sia*.  In. 

1 

2 

0.823 

8 

0.807 

4 

5 

! 

0.500 

1.130 

1  210 

11 

0.679 

1.073 

1.350 

1.570 

1  «4U 

8 

0.700 

1.832 

1.750 

2.080 

2.800 

6 

0.878 

1.505 

2.135 

2.020 

8.040 

12 

0.025 

1.740 

2.400 

3.080 

8.080 

24 

0.000 

1.843 

2.080 

8.400 

4.150 

14    In  case  it  is  desired  to  compute  the  loss  per  sq.  ft.  of  pipe 
surface  instead  of  per  lineal  ft.  of  covering,  the  limit  of  integration 


for  0  must  be  changed  from  2  ir  to  ^  and  the  formula  becomes 

Ki 


«ilog.f 


13) 


Rt 


15    Table  1  gives  the  value  of  the  term  Ri  log.  -^ .    The  physical 

III 

meaning  of  the  figures  in  this  table  is  the  equivalent  thickness  on  a 

flat  surface  of  the  given  thickness  .on  the  given  size  of  pipe.    For 

example,  a  3-in.-thick  covering  on  a  3-in.  pipe  is  equivalent  to  a 

covering  1.75  in.  thick  on  a  flat  surface.    This  table  will  be  found 

of  great  assistance  in  the  use  of  Formula  [3]. 
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rnaiPBIU.'nTBB  DBTZBUINATIONB  in  AIB  BUBROUNDma  A   OOVSBMM 
PIPE 

16  In  connection  with  this  work,  an  investigation  was  made  " 
determine  the  distribution  of  temperature  about  a  covering  in  Bi^ 
air.    Fig.  11  shows  the  results  obtained.    The  Unea  about  the  co"^ 


Fio.  12    AaRANOEiMENT  OP  Apparatus  for  Tests  in  Air  CaRMNTs 


Fig.  13    Wind  Tunnel  Abbeubled  Around  Tbbt  Pipe 

eriDg  are  equitemperature  lines  and  are  nearly  parallel  to  the  surfibv 
of  the  covering  except  at  the  top,  which  shows  that  no  considetmt^ 
error  is  made  by  assuming  equal  temperature  distribution  at  U^ 
surface  of  the  insulation  in  making  the  calculations. 
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■Fnurr  or  aib  cubbbntb  on'  b&at  lobbes 
17  Some  teste  have  been  made  and  others  are  now  in  progress 
to  detenniue  the  effect  of  wind  velocity  on  the  losses  from  bare  and 
oorered  pipes.  The  apparatus  used  to  detramine  this  effect  con- 
ssted  of  a  35-in.  Sturtevant  blower  driven  by  an  8-hp.  direct-our- 
rent  motor  irtiich  furnished  a  blast  of  air  for  a  wind  tunnel.  The 
apparatus  used  for  teetii^  pipe  coverings  was  arranged  inside  of  the 
tunnel  so  that  the  axis  of  the  pipe  coincided  with  the  axis  of  the 
tunnel.    This  caused  the  air  to  travel  parallel  to  the  axis  of  the  pipe 


TemperoTure  Difference, Deg  Fohr 
Fio.  14    Comparison  Bbtwbbn  Old  and  Nmw  CovsmNOB 

and  gave  a  condition  aimilar  to  that  encountered  in  locomotive 
practice.  Fig.  12  shows  the  blower  and  motor  with  the  testing 
^paratus  in  place  in  front  of  the  blower.  Fig.  13  shows  the  wind 
tunnel  assembled  around  the  test  pipe,  with  the  thermocouple  and 
heating  wires  brought  out  through  openings.  The  wind  velocity  in 
the  space  between  the  tunnel  and  the  outside  of  the  covering  was 
measured  by  an  anemometer,  and  the  distribution  of  velodty  over 
the  surface  of  the  covering  was  studied  by  means  of  a  differential 
pressure  gage  with  a  piezometer  and  pitot  tube  attached  to  it. 

18    The  first  test  was  made  with  a  3-in.-thick  magnesia  covering 
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on  the  test  pipe,  a  temperature  difference  of  460  d^.  fahr.  between 
the  pipe  and  the  wind,  and  a  wind  velocity  of  30  m.p,h.  Under 
this  condition  the  loss  was  0.430  B.t.u.  per  sq.  ft.  of  pipe  surface  per 
d^.  fahr.  temperature  difference  per  hr.  Under  normal  conditions 
of  still  air  the  loss  was  0.302  B.t.u.  This  shows  an  increase  of  about 
40  per  cent  due  to  the  wind  velocity.  From  a  theoretical  considera- 
tion of  the  question,  it  can  be  shown  that  the  maximum  possible 
increase  of  loss  due  to  wind  will  be  reached  when  the  temperature 
b^low  the  surface  of  the  canvas  covering  on  the  magnesia  is  reduced 
to  the  temperature  of  the  wind  itself. 

19  The  curve  of  Fig.  10  shows  the  temperature  beneath  the 
canvas  for  any  condition  of  loss  in  still  air.  When  calculations  are 
being  made  for  exposed  pipes,  the  loss  should  be  calculated  both  by 


ThicknM*  of  Covsr.ng,  Inch«6. 

FiQ.  16    Cost  Curvks  fob  Dipferent-Sued  Pipss 

use  of  this  curve  as  explained  before  and  by  usii^  the  temperature  of 
the  pipe  and  the  temperature  of  the  air  for  Ti  and  Tt,  By  compar- 
ing the  loss  in  still  air  and  the  maximum  loss  which  may  be  caused  by 
wind,  an  idea  of  the  probable  increase  due  to  exposure  can  be  ob- 
tained and  extra  thick  insulation  apphed  accordingly.  Curves  are 
being  worked  out  to  show  the  percentage  increase  in  loss  at  various 
different  wind  velocities  and  different  temperature  differences. 

PBRUANENCT  OF   INSULATING   QUALITIES  OF   COVBBIMOB 

20  The  last  important  point  in  considering  pipe  coverings  is  the 
permanency  of  their  insulation  value.  Tests  were  made  on  several 
old  magnesia  coverings.  Fig.  14  shows  the  conductivity  of  a  1^,- 
(hick  covering  which  had  been  in  service  at  the  Armour  Glue  Works 
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in  .Chicago  for  8  years.  The  conductivity  was  slightly  lower  than 
the  average  of  the  new  l-in.  coverings  tested,  showing  that  so  de- 
terioration in  service  had  taken  place.  Several  sections  were  ob- 
tained which  had  been  saturated  with  oil.  Testa  on  these  showed 
muoh  lower  insulation  values  than  new  coverings.  The  damage  was 
[lermanent  and  shows  that  care  should  be  UBed  to  protect  coverings 
from  oil  while  in  service. 


1 


"0  1  2  3  4  5  6 

Thicknes&,  Inches. 
Fia.  16    CuRvxa  roR  I-In.  Pipe  —  Steam  Cost,  80  Cbnts  pkr  1,000,000  B.T.u. 

21  After  conaidering  the  technical  and  theoretical  side  of  heat 
loBsea  from  bare  and  covered  smiacea,  the  next  point  is  the  economic 
vide  {A  the  problem.  In  most  cases  the  result  desired  is  the  maximum 
net  saving  of  money  for  any  given  cooditiOD.  If  the  covering  cost 
WWe  nothing,  the  proper  thickness  would  be  limited  only  by  the 
requirements  of  space  available,  as  each  increased  thickness  would 
^flWlt  .in  aoma  slight  increased  saving  in  heat.    In  a  practical  case 
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where  the  covering  has  a  finite  cost,  a  point  is  soon  reached  wl 
the  increased  cost  of  the  covering  would  be  greater  than  the 
tional  saving  in  heat  effected.    The  determining  of  this  point  is 
thing  in  which  the  user  of  coverings  is  interested,  as  it  is  just  at 
point  that  the  maximum  net  saving  is  accomplished. 

mrriAL  cost  of  covbrxngs 

22  In  Fig.  15  a  set  of  curves  is  given  which  shows  how 
list  prices  of  coverings  vary  with  the  thickness.     For  flat  surfi 
the  price  is  directly  proportional  to  the  thickness,  starting  at 
cents  per  sq.  ft.  for  coverings  1  in.  thick.    The  difficulty  of  mnn  -^u- 
f acture  of  molded  coverings  for  pipes  results  in  an  increased  cost 
sq.  ft.  for  a  1-in.  thickness  and  the  cost  increases  much  more  rapi< 
with  the  thickness  than  in  the  case  of  flat  surfaces.    More 
is  also  required  in  molded  cov^ings  per  sq.  ft.  of  pipe  surface  than        in 
the  same  thickness  in  flat  blocks  on  account  of  the  curvature  of  t.       he 
siuface. 

23  By  means  of  the  curves  of  Fig.  16  the  cost  per  sq.  ft.  of 
surface  covered  can  be  determined  for  any  thickness  desired.  Fro^^ni 
this  cost  the  annual  fixed  charges  due  to  the  covering  can  be  c^^^* 
oulated.  After  considerable  investigation  it  was  decided  that  l  ^ 
per  cent  of  the  list  price  of  the  covering  would  be  allowed  as  the 
of  application,  and  13  per  cent  of  the  total  cost  as  the  annual  cl 
(6  per  cent  interest,  5  per  cent  depreciation  and  2  per  cent  ii 
and  miscellaneous).  This  fixed  charge  was  calculated  for  se^ 
different  sizes  of  pipes  and  five  different  thicknesses,  based  on  L^Eist 
cost  of  covering. 

OPERATING  EXPENSES  DUE  TO  HBAT  LOSSES 

I 

24  The  other  cost  to  be  charged  to  the  operating  expenses  of  Wr^  y^ 
covering  is  the  value  of  the  heat  losses  through  the  different  thi^  — ^* 
nesses  of  coverings.  The  previous  work  done  on  measuring  the  l^^^^^ 
through  15  samples  of  magnesia  furnished  the  necessary  data         ^^^ 

^calculating  the  loss  in  heat  units.  After  the  heat  loss  was  det====^^ 
mined  it  was  necessary  to  convert  the  loss  into  dollars  and  oe»^-**^ 
The  assimiptions  used  in  making  this  conversion  were  that  the  cosK^  ^ 
coal  is  75  per  cent  of  the  cost  of  steam,  that  1  lb.  of  coal  as  burg^^ 
will  evaporate  7  lb.  of  water  from  and  at  212  deg.  fahr.,  and  t^^**^ 
each  pound  of  steam  contains  1000  B.t.u.  above  the  feedwater 
perature.  The  value  of  the  heat  losses  was  calculated  for 
sizes  of  pipes,  five  temperature  differences  between  pipe  and 
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and  four  different  costs  of  heat,  both  on  the  basis  of  a  known  cost 
per  million  B.t.u.  and  on  a  cost  per  ton  of  coal  and  the  average  con- 
ditions of  steam  generation  given  above.  By  making  these  calculi^ 
tions  both  ways,  the  results  are  applicable  to  plants  where  the  steam 
costs  are  accurately  known,  as  well  as  to  those  where  accurate  records 
are  not  kept. 


a     m    too    M»    400    aoo    wo 

Temp*rciHir«Drfftrtne«,[)«g.F(ihr 
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25  By  combinii^  the  fixed  cost  and  the  heat  losses  per  sq.  ft.  per 
year,  the  total  operating  expenses  were  obtained.  Once  these  are 
obtained,  it  is  simply  a  matter  of  picking  that  thickness  which  fp.vw 
the  miniminn  nnTninl  Operating  expense  to  obtain  the  proper  cover- 
iBg  to  use.  It  is  evident  that  the  thickness  which  gives  the  min- 
imum operating  expense  also  gives  the  maximum  set  saving,  as  the 
lo8B  from  bare  pipe  is  a  constant  under  given  conditions  and  the  net 
eaving  is  the  difference  between  the  operating  expense  and  the  lo« 
from  bare  pipe. 
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SELECTION  OF  COVERINGS  TO  GIVE  LOWEST  OPERATING 

EXPENSE 


26  The  way  in  which  the  covering  which  gave  the  lowest 
ing  expense  was  chosen  was  to  plot  curves  of  the  type  shown  in 
16  for  the  total  operating  expense  for  five  different  thicknesses, 
selecting  the  thickness  corresponding  to  the  lowest  point  on 
curve,  the  proper  thickness  of  covering  to  use  for  the  temperap't^'^^ire 
difference  corresponding  to  that  curve  was  obtained.  One  set^  of 
these  curves  was  plotted  for  each  size  of  pipe  at  each  of  four  diffatx~"«^Dt 


TABLE  2     THICKNESS  OP  86  PER  CENT  MAGNESU  FOR  MAXDIUM  NET  8A' 

Thiokneas  in  Inobes.    S  ■*  Standard  ThioknaM  * 


-ING 


Coal  at  $2  per  Ton 


Siaa 

Pipe. 
Inchai 


i 
1« 
I 

6 

12 

24 

Flat 


Hot 
Watar. 
176*  F. 


Steam, 
5  Lb. 


S 
S 
S 
S 
S 
S 
i 


S 

s 
s 
s 
s 
s 
u 


Steam, 

100-200 

Lb. 


S 
S 
S 

U 
2 
2 
2 


200  Lb. 

IWF. 

Super- 

heat 


200  Lb. 
800*  F. 
Super- 
heat. 


8 

S 

S 

2 

U 

2 

2 

2 

2 

8 

3 

8 

3 

n 

—    — 



Coal  at  M  per  Too 


! 

s 

S 

li 

2 

li 

s 

S 

H 

8 

8 

s 

u 

2 

3 

6 

s 

2 

2 

4 

12 

u 

2 

8 

4 

24 

2 

8 

8 

5 

Flat 

2* 

8 

■ 

4 

i 

Coal  at  $4  per  Ton 


SlM 

Hot 

Pip«. 

Water. 

Inches 

175»F. 

i 

S 

H 

S 

8 

S 

6 

S 

12 

S 

24 

8 

Flat 

2 

Steam. 
6  Lb. 


Steam, 

100-200 

Lb, 


S 
S 
S 
S 
S 
S 
2 


8 

U 

2 

2 

8 

8 

8 


200  Lb. 

IWF. 

Supers 

beat. 


Coal  at  18  per  Ton 


f 

S 

U 

u 

S 

H 

3 

M 

2 

6      1 

1* 

2 

12      1 

2 

8 

24 

2 

3 

FUt   1 

2* 

1* 

u 

s 

H 

M 

steam  costs.     From  this  set  the  thickness  curves  given  in  Fi 
were  derived,  and  from  the  thickness  curves  Table  2,  showing 
ptoper  thickness  in  relation  to  coal  cost  per  ton,  was  obtained 
making  the  assumption  previously  explained. 

,  27  '  From  these  curves  and  tables  the  proper  thickness  to 
<H^der  to  obtain  the  maximum  net  saving  under  any  condition 
easily  be  determined. 
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TABLE  t    COAL  SAVED  BY  86  PER  CENT  MAGNESIA  COVERING  1  INCH  THICK 


Btmm  tMDptrmturt.  dtg.  bthr 

B.i.iL  loa  ptr  hr.  per  aq.  ft.  bara  pipe 

B.i.o  lo«  per  hr.  par  iq.  ft.  of  pipe  covered 

with  86  per  cent  megnewe 

B.i.o.  lATed  per  hr.  per  aq.  ft.  by  covering 

pipe  with  86  per  cent  mafnaaic 

Tona  (SMO  lb.)  eoal  aaved  per  10.000  aq.  ft. 

per  year  of  8700  hr.  by  pipe  covered  with 

86  per  cent  magneaia 

Cera  of  eoal  aaved  per  srear  aa  above,  at 

40  tona  per  ear 


Satu- 

Satu- 

Satu- 

rated. 

rated, 

rated. 

6  Lb. 

10  Lb. 

SO  Lb. 

238 

210 

308 

307 

400 

085 

OB 

78 

106 

308 

333 

610 

1100 

1830 

2060 

30 

88 

62 

Satu- 
rated. 
100  Lb. 


838 

to2 

126 
676 


68 


Satu- 

SatiF 

rated. 

rated. 

160  Lb. 

200  Lb. 

866 

388 

037 

1068 

143 

163 

796 

006 

3180 

3630 

80 

00 

300  Lb. 


with 

100  Dag. 

Superheat 


1736 

310 

1636 

6660 

140 


Coal  effleien«y  taken  at  14.000  B.t.u.  per  lb.  with  boiler 


at  70  per  cent. 


TABLE  4    MONTHLY  COAL  SAVING.  IN  DOLLARS  AND  CENTS,  BY  THE  USE  .OP 
86  PER  CENT  MAGNESIA  PIPE  COVERING.  STANDARD  THICKNESS.  PER 

100  UNEAL  FT.  OF  STEAM  PIPES 


olPlpe» 


6  Lb. 

10  Lb. 

Steam 

Steam 

PreHure 

Praatura 

1.44 

1.68 

1.73 

1.89 

3.11 

2.30 

3.63 

2.74 

3.86 

8.10 

8.63 

8.74 

4.36 

4.89 

6.00 

6.33 

6.72 

6.22 

6.60 

7.06 

7.80 

7.69 

7.07 

8.64 

9.86 

10.15 

10.90 

11.70 

12.26 

18.22 

18.80 

14.70 

15.08 

16.33 

5.26 

5.67 

8  80 


11.50 


13.48 


I 


200  Lb. 
Steam 


15.12 


300  Lb. 

Steam  Praa 

aura.  100* 

Superheat 


35.44 


Thaaaaavinga  are  baaed  on  pipw  carrying  ateam  for  24  houra  per  day  and  30  daya  per  month.  Coal 
ia  flgurad  at  86  per  ton  f 2000  lb.)  delhrered.  Combined  efficiency  of  furnace  and  boUer,  70  per  cent. 
Room  temperature,  76  deg.  tahr. 
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28  The  saving  in  coal  tonnage  and  car  capacity  accompliab.^ 
by  applying  l-in.-thick  coverings  to  3-in.  pipe  is  shown  in  TabL^  3. 
The  savings  are  calculated  for  pressures  from  5  lb.  per  sq.  in.  to  ^SOO 
lb.  per  sq.  in.  and  100  deg.  fahr.  superheat.  They  vary  fron^  30 
carloads  at  the  lower  pressure  to  140  carloads  at  the  higher 
for  every  10,000  sq.  ft.  of  exposed  siuf ace. 

29  In  Table  4  the  saving  is  expressed  in  dollars  and  cents 
hundred  lineal  ft.  of  pipe  per  month  when  covered  with  ''standA.acr'd" 
thick  coverings  and  where  coal  costs  $5  per  ton.    In  this  case 
saving  varies  from  $1.44  for  100  ft.  of  ^-in.  pipe  at  5  lb.  pressuzr* 
172.40  for  100  ft.  of  10-in.  pipe  at  200  lb.  pressure  and  100  deg. 
superheat. 

TESTS  OF  B0ILEB8  WITH  AND  WrTHOUT  COVBRINGB 

30  In  order  that  the  results  of  the  laboratory  tests  migh<^  be 
checked  on  a  larger  scale,  several  practical  tests  were  made.  mVhe 
jBrst  and  most  important  of  these  was  a  boiler  test  made  at  a  mirr^^  ^ 
Bruceton,  Pa.  There  were  two  boilers  in  the  plant,  of  80  and  ^ 
hp.,  locomotive  type.  The  exposed  smface  on  these  boilers  -^^^^ 
676  sq.  ft.  The  tests  covered  a  period  of  24  hours.  Conditiom^^  ^^ 
load,  etc.,  were  practically  the  same  during  both  tests.  During  ^^™ 
first  test,  while  the  boilers  were  uncovered,  10,784  lb.  of  coal  ^^^^ 
burned  to  evaporate  58,000  lb.  of  water.  In  the  second  test,  fl^E^*^' 
the  boilers  had  been  covered  with  2  in.  of  85  per  cent 
blocks  and  plastic,  9296  lb.  of  coal  was  burned  to  evaporate  59, 
lb.  of  water.  The  evaporation  rate  during  the  first  test  was  6.35  . 
of  wat^r  from  and  at  212  deg.  fahr.  per  lb.  of  coal  as  fired,  and  dur^ 
the  second  7.55  lb.;  1500  lb.  more  water  was  evaporated 
1488  lb.  less  of  coal  l^umed.  If  calculated  for  an  equal  eva 
tion  of  water,  the  saving  in  coal  would  be  1700  lb.  per  day. 
calculated  saving  based  on  the  laboratory  experiments  was  betw< 
1400  and  1500  lb.  per  day.  This  saving  amounts  to  15  per  cea 
the  coal  burned  due  to  covering  the  boiler  alone,  as  the  pipe 
were  not  included  in  the  test.  (The  results  of  this  test  were  repai* 
in  detail  at  the  1918  Spring  Meeting  of  the  Society.  See  p. 
ante. 

31  A  test  is  now  in  progress  to  ascertain  the  saving  due  to 
ering  a  gas  hot-water  heater.    This  will  be  reported  later. 

32  It  is  hoped  that  the  data  here  presented  will  be  of  assis 
to  engineers  and  will  help  in  the  conservation  of  the  resources  of         ^^ 
oountry. 
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DISCUSSION 

L.  B.  McMillan  (written).  The  method  employed  by  the 
author  in  making  his  tests  was  one  of  imdoubted  accuracy  if  suc- 
cessfully carried  out.  Therefore  he  is  to  be  complimented  on  his 
work,  as  the  writer  is  familiar  from  his  own  experience  with  the 
difficulties  encountered  in  making  tests  of  this  kind. 

In  Fig.  1  the  author  shows  results  of  various  investigations  on 
the  rate  of  heat  loss  from  bare  pipe  and  he  concludes  that  Paulding's 
curves  give  the  best  average  value.  The  writer  does  not  believe  that 
existing  experimental  data  bear  out  Paulding's  estimated  values, 
which  seem  to  show  such  a  wide  variation  between  losses  from  pipes 
of  various  sizes.  It  is  to  be  expected  of  course  that  the  rate  of  loss 
should  be  greater  from  pipes  of  small  diameter  than  from  larger  ones, 
but  the  writer  does  not  beUeve  the  differences  are  as  great  as  Pauld- 
ing's curves  would  seem  to  indicate. 

Fig.  18  shows  results  of  tests  by  a  number  of  investigators  and 
the  close  agreement  of  these  figures  seems  to  show  that  the  size  of 
pipe  has  much  less  effect  than  Paulding's  curves  would  indicate. 
For  example,  Barrus'  results  for  10-in.  pipe  are  only  sUghtly  lower 
than  his  results  for  2-in.  pipe,  and  for  a  comparison  of  this  kind  results 
by  the  same  investigator  are  to  be  preferred  as  other  variables  than 
the  one  being  considered  are  less  likely  to  be  present. 

The  values  given  by  Chr.  Eberle  show  that  the  larger  pipe  has 
the  greater  rate  of  loss,  which  is  just  the  opposite  of  what  we  would 
expect.  This  result,  however,  is  partially  explained  by  the  fact  that 
the  room  temperature  was  about  20  deg.  fahr.  higher  during  the  tests 
of  the  large  pipe  than  during  those  of  the  smaller  one,  and  it  has  been 
shown  that  the  rate  of  loss  is  dependent  upon  the  absolute  tem- 
peratiure  as  well  as  upon  the  temperature  difference. 

Now,  returning  to  Paulding's  curves,  his  results  are  founded  on 
P^clet's  work,  but  referiing  to  results  of  more  modern  tests  by 
Barrus, .  Brill,  Norton  and  Jacobus,  he  calculated  that  P6clet's 
radiation  coefficient  of  0.64  for  iron  surfaces  was  much  too  low  and 
that  it  should  be  about  0.87.  The  lowest  curve  in  Fig.  18  represents 
the  results  calculated  from  P^clet's  coefficients  as  given  in  Kent,  and 
this  shows  that  those  coefficients  or  some  of  them  must  have  been 
too  low. 

It  is  now  pretty  well  established  how  great  these  losses  from 
uninsulated  surfaces  are.    For  example,  it  has  been  shown  in  Cir- 
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cular  No.  17  of  the  En^neering  Experiment  Station  of  the  University 
of  Illinois  that  the  annual  loss  from  100  ft.  of  5-in.  bare  pipe  carrying 
Bte&m  at  150  lb.  pressure  amounts  to  2  cars  of  coal  and  12  tank  cars 
of  water.  Few  would  leave  such  a  length  of  pipe  uninsulated,  but 
there  are  many  flanges,  fittings,  short  lengths,  etc.,  which  they  do 
leave  uninsulated. 

Very  little  surface  is  required  to  lose  the  heat  equivalent  to  a  ton 
of  coal  in  a  year,  as  will  be  seen  from  Table  5.  For  example,  even  at 
atmospheric  pressure  it  requires  only  about  7  sq.  ft.  of  surface  and  at 
100  lb.  less  than  3  sq.  ft.  of  surface  to  vraste  a  ton  of  coal  in  a  year. 
Therefore  even  one  pur  of  10-in.  flai^es  without  insulation  repre- 
sents a  loss  of  a  ton  of  coa!  per  year. 


T«rnp.rottr^eirtcrr-.c«.D«9-  F"hr. 

Fia.  18    Heat  Loss  tbou  Barb  Pipe 

The  author's  conclusion  in  Par.  18  that  the  maximum  effect  of 
wind  velocity  is  to  reduce  the  surface  temperature  of  the  insulation 
to  the  temperature  of  the  air  itself,  is  in  accordance  with  the  writer's 
views  on  this  subject  as  demonstrated  by  actual  experiment  and 
expressed  in  a  discussion  at  the  1917  Annual  Meeting  of  the  Society. 
However,  in  the  example  given  in  Par.  18  it  is  difiScult  to  account  for 
the  very  lai^  increase  in  heat  loss,  as  with  3-in.  m^piesia  covering 
the  surface  resistance  is  less  than  15  per  cent  of  the  entire  resistance; 
therefore,  removing  this  entirely  should  not  cause  a  40  per  cent 
increase  in  the  rate  of  heat  loss. 

E.  C.  Frbeland  (written).  Here  in  Louisiana  there  is  an  enor- 
mous heat  loss  in  cane-sugar  factories,  due  to  the  fact  that  the  g 
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part  of  the  piping  in  them  has  no  covering  of  any  kind.  To  give 
an  idea  of  the  amount  of  this  loss,  Kerr  has  found  that  in  a  factory 
grinding  1200  tons  of  cane  per  24  hours  there  are  2000  sq.  ft.  of  pipe 
surface  for  low-pressure  steam  and  3000  sq.  ft.  for  high-pressure 
steam,  and  that  there  is  a  loss  of  1.83  gal.  of  fuel  oil  per  ton  of  cane, 

TABLE  6  HEAT  LOSSES  FROM  UNINSULATED  HOT  SURFACES 


Ordinary  staam  tamperaturas;  tamparatura  of  aunounding  air,  70  da|.  fahr. 

Staampras- 

rara(caga), 
lb. 

Staam  tam- 
paratura, 
daK-  fahr. 

• 

Diffaranoa  batw. 

tamp,  of  staam 
and  surrounding 

air,  dag.  fahr. 

LoaB  par  sq.  ft. 
pw  hr.,  B.t.u. 

Waataofcoal 

in  lb.  par  aq. 

ft.  par  yaar 

No.  of  sq.  ft.  of 
aurCaoathat 
wastaa  ton  of  coal 
in  1  yr 

0 

212 

142 

834 

293 

6.82 

10 

240 

170 

426 

372 

6.38 

S6 

267 

197 

622.6 

468 

4.37 

60 

208 

228 

644 

664 

3.56 

76 

320 

260 

737.6 

646 

3.10 

100 

888 

268 

820 

718 

2.79 

160 

366 

296 

960 

840 

2.38 

aoo 

388 

318 

1079 

946 

2.12 

260 

406 

336 

.1184 

1036 

1.93 

Tamparaturaa  lower  than  212  dag.  fahr. 

Surfaoa  tampara- 
atura,  dag.  fahr. 

Dif.  betw.  tamp,  of 

surfAoe  and  8ur> 

rounding  air, 

dag.  fahr. 

Haat  loaa  par  sq. 
ft.  pw  hr.,  B.t.u. 

Wasta  of  coal  in  lb. 
par  aq.  ft.  par  yaar 

No.  of  sq.  ft.  of 
aurfaoa  that  waataa 
1  ton  of  coal  in  1  yr. 

100 

30 

66.6 

49.6 

40.3 

120 

50 

97.6 

85.4 

23.4 

140 

70 

142 

124.3 

16.1 

160 

90 

190 

166.3 

12.03 

180 

110 

242 

212 

9.44 

200 

130 

298.6 

261.6 

7.65 

Abora  figurac  involving  waata  of  coal  are  baaed  on  the  following: 

10,000  B.t.u.  available  per  lb.  of  coal,  which  is  equivalent  to  a  boiler  efficiency  of  70  pw  cent, 
uaing  coal  with  an  assumed  heating  value  of  about  14.000  B.t.u.  per  lb. 

These  figures  are  very  conservative,  as  both  the  boiler  efficiency  and  the  heat  value  of  the  coal 
are  high  —  a  lower  boiler  efficiency  or  inferior  grade  of  coal  would  causa  even  a  greater  waste  in  pounds 
offual.  t 


due  to  uninsulated  piping.  Hind  estimates  that  in  an  1800-ton 
factory  there  is  a  loss  of  100  boiler  hp.  due  to  uninsulated  piping, 
while  Noel  Deerr  points  out  that  there  is  a  5  per  cent  loss  of  the  total 
steam  generated  by  the  bagasse  in  a  factory  having  no  insulated 
piping.    These  figures  are  given  to  show  the  heat  losses  due  to  radia- 
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tion  in  a  single  industiy ,  and  no  doubt  ijiere  are  other  industries  in 
which  heat  losses  due  to  radiation  from  pipes  are  as  great,  if  not 
greater. 

The  author's  tables  showing  the  saving  due  to  pipe  coverings 
should  p(rove  of  great  value,  especially  Table  2,  because  of  their 
completeness  and  condensed  form. 

L.  R.  Ingersoll^  (written).  One  conclusion  which  may  be 
readily  drawn  from  the  tables  and  curves  of  the  paper,  and  which 
I  should  Uke  to  see  emphasized,  is  that  added  thicknesses  of  covering 
are  relatively  much  more  effective  on  large  pipes  than  on  small. 
In  a  recent  installation  which  I  have  in  mind  it  was  desirable  to  keep 
the  basement  through  which  most  of  the  steam  pipes  ran  as  cool 
as  possible,  and  this  was  done  by  specif3ang  double  covering  on  all 
pipes  whether  1-in.  or  6-in.  While  a  Uttle  cost  calculation  might  be 
necessary  to  establish  the  fact,  it  is  almost  obvious  that  it  would 
have  been  better  to  omit  the  second  covering  on  the  smaller  sizes 
of  pipe  and  spend  the  money  saved  in  extra  lagging  on  the  larger 
mains. 

F.  M.  Farmer  (written).  At  the  Electrical  Testing  Laboratories 
we  have  done  a  considerable  amount  of  testing  of  commercial  steam- 
pipe  coverings,  and  within  the  last  few  weeks  completed  some  tests 
on  a  number  of  coverings  up  to  800  deg.  fahr.  pipe  temperature. 
In  these  tests  we  used  the  method  originated  by  the  late  H.  G. 
Stott,  with,  however,  certain  important  changes  which  eliminated 
the  principal  objections  to  that  method,  namely,  the  long  length  of 
pipe  employed  to  minimize  the  end  effects  and  the  large  currents 
required. 

^  Each  sample  consisted  of  enough  covering  to  cover  one  standard 
length  of  3-in.  pipe  —  about  18  ft.  The  heat  was  supplied  in  the 
form  of  alternating  electrical  energy  expended  directly  in  the  pipe, 
and  temperatures  were  measured  with  thermocouples  distributed 
along  the  surface  of  the  pipe.  The  end  effects  were  eUminated  by 
increasmg  the  temperature  at  the  ends  of  the  pipe  by  means  of  a 
variable  amount  of  resistance  introduced  in  the  circuit  at  those  points. 
These  resistances  were  adjusted  imtil  the  temperature  was  the  same 
near  the  ends  of  the  pipe  as  at  the  middle.  Under  these  conditions 
there  is,  of  course,  no  longitudinal  flow  of  heat,  and  the  heat  loss  from 
a  definite  length  of  the  covering  is  obtained  by  simply  measuring 

*  Professor  of  Physics,  University  of  Wisconsin,  Madison,  Wis. 
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the  watts  dissipated  i^  that  length  of  pipe.  In  these  tests  measure- 
ments were  made  over  a  6-ft.  length  and  an  8-ft.  length  at  the  middle 
of  the  pipe. 

The  use  of  alternating  current  rather  than  direct  current  sim- 
plifies this  method  very  jnuch.  Not  only  are  the  necessary  currents 
to  give  the  desired  temperatures  much  smaller,  but  a  step-down 
low-voltage  transformer  can  be  used  close  to  the  pipe,  thus  simplify- 
ing the  wiring  from  the  source  of  power.  The  measurement  of 
alternating-current  power  is  now  a  simple  matter  with  modern  re- 
flecting dynamometer  types  of  wattmeters. 

The  advantage  of  more  uniform  pipe  temperature  is  obtained  if 
the  heat  is  supplied  to  an  intervening  medium  between  the  elec- 
tric heater  and  the  pipe.  This  medium  was  oil  in  Mr.  McMillan's 
tests  and  air  in  the  author's  tests.  In  our  tests,  where  the  elec- 
trical energy  was  suppUed  directly  to  the  pipe,  we  have  found  sUght 
differences  in  the  temperature  due  apparently  to  sUght  variations 
in  the  electrical  resistance  caused  by  either  slight  variations  in 
the  thickness  or  in  the  composition  of  the  pipe.  While  for  very 
precise  work  this  might  constitute  an  objection  to  this  method  of 
testing,  the  fact  is  that  for  commercial  testing  the  results  are  entirely 
satisfactory.  As  a  matter  of  fact,  there  is  no  justification  for  attempt- 
ing to  get  extremely  precise  results  in  work  of  this  character  because 
of  differences  between  different  specimens  of  the  same  sample  due 
to  the  inherent  variations  in  the  material,  in  the  thickness  and  in 
the  physical  condition.  And  when  it  comes  to  the  practical  appli- 
cation of  the  data  the  variables  which  enter  are  still  larger,  so  that 
for  commercial  purposes  there  is  a  little  justification  for  extreme 
refinements  in  measurements  of  this  class.  Incidentally,  however, 
it  is  interesting  to  note  that  the  curve  obtained  for  one  of  the  cover- 
ings just  tested  by  the  modified  Stott  method,  which  was  a  2-in. 
magnesia  coverin^^  checks  almost  exactly  with  the  corresponding 
curve  in  Fig.  5  of  the  paper. 

A.  G.  Christie  (written).  The  writer  would  have  Uked  to 
have  seen  some  discussion  in  the  paper  itself  of  the  heat  losses  from 
flanges  and  from  the  bonnets  of  valves.  Very  little  information  is 
available  as  to  the  nature  and  amount  of  such  losses  and  of  the 
efficiency  of  the  various  coverings  used  on  these  parts.  Many  plants 
have  dozens  of  uncovered  flanges,  and  very,  often  no  attention  is 
paid  to  the  covering  of  valve  bonnets.  The  heat  losses  must  be 
enormous  in  many  cases. 
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The  writer  had  charge  of  a  long  high-pressure  steam  line  for 
several  years.  It  was  noted  that  there  were  far  fewer  failures  of 
gaskets  where  the  joints  were  well  coveied  than  where  these  were 
bare.  Objection  is  frequently  raised  that  covered  flanges  make 
renewal  of  gaskets  difficult.  Our  experience  has  been  that  such 
renewal  was  not  so  frequently  necessary  with  covered  flanges  as 
with  bare  joints.  Both  sohd  molded  flange  joints  and  blocked  and 
plastered  joints  were  used.  The  latter  proved  the  cheapest,  best  and 
most  serviceable  in  the  long  run. 

The  writer  has  also  noted  that  the  heat-insulating  properties  of 
various  plastic  cements  used  to  smooth  up  blocked  work  vary  over 
a  wide  range,  but  these  materials  invariably  are  poorer  insulators 
than  the  magnesia  blocks.  Some  results  of  research  on  these  cements 
would  be  of  value  to  engineers  as  a  guide  in  preparing  pipe-covering 
specifications. 

The  author  apparently  used  merely  plain  canvas-covered  insu- 
lating materials.  Pipe  hues  are  frequently  painted  various  colors  in 
power  plants  with  various  kinds  of  paint  and  tar  preparations. 
Some  are  even  enameled  or  waterproofed.  What  is  the  effect  of  such 
treatment,  and  have  the  various  colors  any  appreciable  effect  on 
radiation  ? 

The  writer  has  had  difficulty  with  mildew  on  steam-heating  pipe 
lines  in  undergroimd  tunnels  and  conduits  during  summer  months 
when  steam  is  off.  This  mildew  soon  destroys  the  canvas  and  allows 
the  covering  to  fall  off.  The  trouble  was  completely  stopped  by 
painting  the  covering  with  silicate  of  soda.  What  effect  does  this 
substance  have  on  heat  transfer? 

It  is  thus  apparent  that  the  author  has  started  on  a  line  of 
research  with  almost  an  infinite  number  of  problems  ahead,  and  yet 
all  of  them  are  of  prime  importance  in  engineering  work.  Let  us 
hope  that  we  may  hear  from  him  again  as  further  valuable  data  are 
available. 

Wm.  T.  Magruder  (written).  Attention  should  be  called  to  the 
apparent  fact,  as  shown  in  Fig.  16,  that  for  |-in.  pipe,  with  steam 
costing  80  cents  per  1,000,000  B.t.u.,  and  with  a  temperature  differ- 
ence of  300  deg.  fahr.,  the  operating  cost  is  the  same  whether  the 
thickness  of  the  covering  is  1  in.  or  2  in.  However,  this  does  not 
seem  to  agree  with  the  data  given  in  Fig.  17. 

Referring  to  Pars.  17  and  18,  it  is  to  be  noted  that  when  the  flow 
of  air  was  along  the  surface  at  a  wind  velocity  of  30  m.p.h.,  there 
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was  an  increase  of  about  40  per  cent  in  the  heat  lost  through  a  3-in.- 
thick  magnesia  covering.  In  much  practice,  wind  usually  blows 
through  windows  and  doors  normal  to  the  pipes  rather  than  along 
them,  and  at  speeds  which  are  less  than  30  m.p.h.  It  would  be  valu- 
able to  obtain  data  showing  the  relations  of  the  losses  when  the  air 
was  driven  at  different  speeds  and  in  directions  both  along  and  at 
right  angles  to  the  bare  and  covered  pipes. 

The  losses  reported  in  the  paper  are  those  from  what  may  be 
called  "dry  and  quiet  heat"  within  the  pipes.  In  most  engineering 
practice  where  85  per  cent  magnesia  pipe  coveiings  are  used,  the 
content  of  the  pipes  is  wet  steam  flowing  at  high  velocities.  It  is 
well  known  that  more  heat  is  lost  per  unit  of  surface  and  more  steam 
condensed  in  a  pipe  carrying  wet  steam  than  in  one  carrying  dry,  or 
even  slightly  superheated,  steam,  all  at  the  same  temperature,  and 
in  a  pipe  carrying  steam  at  the  usual  velocities  of  practice  as  compared 
with  a  pipe  containing  quiet  or  stagnant  steam.  It  would  therefore 
seem  that  the  interesting  results  recorded  in  this  paper  hardly  apply 
to  ordinary  engineering  practice  for  steam  flowing  in  pipes  at  high 
velocities,  and  it  is  to  be  hoped  that  the  same  careful  experimenta- 
tion will  be  extended  to  pipe  coverings  for  pipes  carrying  super- 
heated and  wet  steam  at  the  ordinary  velocities  commonly  foimd  in 
practice. 

H.  N.  Dawes  said  that  the  curves  of  Fig.  14  showing  the  relative 
efficiency  of  old  and  new  85  per  cent  magnesia  coverings  bore  out 
his  own  experience  covering  20  years.  He  had  also  found  that  the 
coverings  themselves  did  not  deteriorate  with  use. 

So  far  as  he  knew,  tests  had  never  been  made  to  determine  the 
effect  of  greatly  increased  velocity  of  steam  flow  in  the  pipe  on  the 
heat  losses,  and  he  trusted  the  Mellon  Institute  might  find  it  possible 
to  investigate  this  matter.  Data  on  the  insulating  value  of  plastic 
magnesia  covering  were  also  needed,  as  on  account  of  the  great 
number  of  irregular  fittings,  bonds,  flanges  and  apparatus  on  which 
this  was  used  it  sometimes  happened  that  in  a  plant  the  surface 
area  covered  with  plastic  magnesia  was  greater  than  that  protected 
by  sectional  covering. 

B.  F.  TiLLSON  asked  the  author  whether  he  could  give  any  in- 
formation as  to  the  heat  losses  for  temperature  differences  of  800 
to  1400  deg.  fahr.  These  differences  were  quite  imusual,  it  was 
true,  but  he  had  encountered  them  in  his  work  and  had  found  that 
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the  losses  seemed  extraordinarily  large  as  compared  with  those  for 
lower  temperature  differences. 

The  Author.  Referring  to  the  effect  of  wind  velocity  on  the 
loss  from  the  covering,  which  has  been  discussed  by  Messrs.  McMillan 
and  Magruder,  I  would  say  that  at  the  time  the  paper  was  written 
the  experiments  on  wind  velocity  had  just  begun,  and  the  figures 
given  therein  were  the  first  obtained.  It  was  found  there  was  a 
large  amoimt  of  filtration  unless  the  surface  was  protected  with  some- 
thing which  would  prevent  the  entrance  of  the  air  going  through  the 
tunnel.  It  was  also  foimd  that  with  the  wind  traveling  30  miles  an 
hour,  a  trifling  crack  in  the  covering  would  triple  the  loss.  As  there 
is  a  crack  between  two  sections,  it  will  be  seen  that  the  air  will  cir- 
culate through  and  carry  away  a  great  deal  of  heat. 

Later  tests  havte  shown  a  maximum  increase  due  to  wind  velocity 
of  about  20  per  cent  when  the  magnesia  insulation  had  an  outer 
covering  (of  sheet  iron)  which  prevented  circulation  of  air  currents 
through  the  cracks.  This  agrees  fairly  well  with  the  calculated  value. 
.  In  reply  to  Mr.  Tillson,  it  is  to  be  said  that  some  experiments 
have  been  made  with  temperature  differences  up  to  800  deg.  fahr., 
and  that  these  have  yielded  results  showing  that  the  curves  given  in 
the  paper  can  be  safely  extended  to  higher  temperature  differences. 

As  to  Mr.  Dawes'  question  regarding  steam  velocity,  the  loss 
from  the  pipe  is  practically  independent  of  the  velocity  of  the  steam 
in  the  pipe.  That  is,  the  only  effect  is  in  the  temperature  of  the 
pipe,  which  is  not  sufficient  to  greatly  influence  the  loss.  The 
quantity  of  heat  transmitted  through  the  pipe  depends  on  the  velocity 
of  the  steam,  and  as  the  loss  from  the  pipe  is  nearly  independent  of 
the  velocity,  the  efficiency  of  transmission  increases  as  the  velocity 
increases. 
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The  economical  stcUus  of  a  boiler  plant  can  be  approximaUily  determined  by  either 
of  two  methods:  (a)  the  mechanical  method,  baaed  on  the  heat  uUlvsed;  and  (b)  the  chemicai 
and  physical  method,  baeed  on  the  heat  wasted.  In  the  former,  reliance  is  placed  on 
the  coal  weigher  and  the  water  meter  or  ateamrflow  meter;  in  the  latter  the  COt  meter 
and  pyrometer  are  used. 

The  author  discuasea  the  advaniagea  and  diaadoantagea  of  both  methoda  and  ahowa 
that  while  each  ia  neceaaary  for  complete  reavdta,  the  chemical  and  phyaical  method 
gives  more  direcUy  uarftd  information.  He  emphaaizea  the  facta  that  no  wfuteaaie 
method  is  adequate;  that  every  boiler  must  be  treated  individuaUy  and  that  it  must 
be  known  what  every  boiler  is  doing  all  the  time  and  adjualmerUa  made  to  keep  the 
reauUs  right. 

Examples  are  given  of  the  application  of  information  shown  by  charts  from  re- 
cording inatrumenta  to  control  of  firing.  The  reliability  of  the  chemical  method  of 
control  ia  diacuaaed  at  length.  The  author  then  ahowa  by  actiud  numerical  examples 
the  application  of  formuUe  which  he  haa  derived  to  data  taken  from  atUographic 
reeorda  of  COt. 

■ 

T^HE  importance  of  fuel  conservation  is  now  so  thoroughly  under- 
stood  by  engineers  that  nothing  further  need  be  said  about  it 
here.  As  to  the  best  method  for  attaining  the  end  there  is  stiU 
much  diversity  of  opinion  and,  therefore,  room  for  profitable  dis- 
cussion. 

2  The  value  of  a  fuel  depends  on  the  heat  it  contains,  and  the 
value  of  the  heat  depends  on  the  degree  of  its  utilization.  The  heat 
contained  in  coal  is  liberated  by  the  chemical  process  of  combustion, 
hence  combustion  efficiency  is  the  prime  requisite  for  the  economic 
utilization  of  fuel.  This  is  especiaUy  true  in  the  appUcation  of 
heat  to  the  steam  boiler. 


Presented  at   the  Annual   Meeting,   December   1918,   of  The  Ambrican 
SociETT  OF  Mechanical  Engineers. 

695 


696      OHBMIGAL  AND  PHYSICAL  CONTROL  OF  BOILER  OPERATION 

3  Before  intelligent  steps  can  be  taken  to  bring  a  given  boiler 
plant  to  its  maximum  efficiency,  it  is  necessary  to  know  with  what 
efficiency  the  plant  is  working.  Scientific  refinement  is  not  neces- 
sary in  every-day  practice,  but  scientific  reasoning  must  he  applied, 
and  the  data  upon  which  reasoning  can  be  based  must  be  con- 
tinuously observed  and,  wherever  possible,  autographically  recorded.. 

METHODS  OP  CONTROLLING  BOILER-PLANT  OPERATION 

4  The  economical  status  of  a  boiler  plant  can  be  ascertained 
by  either  of  the  two  distinct  methods,  viz : 

a  The  mechanical  method,  based  on  the  heat  utilized. 
b  The  chemical  and  physical  method,  based  on  the  heat 
wasted. 

5  The  mechanical  method  relies  on  the  readings  of  the  coal 
weigher  and  the  water  meter  or  steam-flow  meter.  If  the  heat 
value  of  the  fuel  is  known,  the  data  obtained  by  these  appurtenances 
enable  one  to  calculate  roughly  what  percentage  of  the  heat  in  the 
coal  fired  is  utilized  in  making  steam.  For  obvious  reasons  the 
results  cannot  be  calculated  oftener  than  once  a  day  and  generally 
once  a  week  is  considered  sufficient  for  a  control  over  the  operation 
of  the  boiler  plant.  Aside  from  the  lateness  in  getting  the  desired 
information,  this  method  suffers  in  accuracy  and  reUability  as  a 
control  from  the  following  errors  and  shortcomings: 

a  The  coal  weigher  cannot  discriminate  between  coal  and 
ash  and  moisture,  and  since  these  constituents  are  never 
constant  and  frequently  vary  five  per  cent  or  more  in 
successive  shipments,  and  since  the  heat  value  of  the 
fuel  depends  on  its  purity,  the  calculated  results  will  be 
that  much  in  error. 
b  The  water  passed  through  the  meter  is  not  aU  evaporated. 
An  appreciable  amount  may  be  carried  over  with  the 
steam,  more  may  be  lost  through  leaky  blow-off  cocks, 
and  considerable  is  wasted  by  blowing  off  the  boilers, 
which  is  not  only  not  accounted  for  but  actually  appears 
on  the  credit  side 
c  The  steam  may  be  superheated 
d  The  feedwater  temperature  may  vary  appreciably. 
Thus  we  see  that  a  water  meter  and  coal  weigher  can  give  only  a 
rough,  wholesale  control  unless  supplemented  by  scientific  instru- 
ments and  observations.    The  mechanical  control  has  another  and 
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more  serious  shortcoming  in  that  it  gives  absolutely  no  clue  as 
to  -^^riy  the  plant  as  a  whole  is  operating  more  or  less  wastefully. 

6    The  chemical  and  physical  method  has  the  following  advant- 
ages over  the  mechanical  method: 

a  It  can  be  more  easily  and  cheaply  installed 
b  The  records  show  up  the  operation  of  the  boilers  continu- 
ously instead  of  only  at  the  end  of  longer  or  shorter 
periods;  one  day  at  best 
c  It  shows  up  the  combustion  and  absorption  efficiency  fac- 
tors separately  so  that  the  proper  steps  to  improve  the 
efficiency  of  the  plant  can  be  promptly  and  intelligently 
taken 
d  The  value  of  its  records  is  not  aflfeoted  by  a  variation  in 
ash  or  moisture  content  of  coal  burned.    Nor  is  the 
record  affected  by  the  waste  of  feedwater  or  the  varia- 
tion in  its  temperature. 
V    T-o  attain  maximum   collective    boiler  efficiency   every   boiler 
^^*-«<  be  treated  as  an  individual.    To  be  under  proper  economic  con- 
^^^1   both  its  combustion  and  absorption  efficiencies  must  be  under 
^^^xstant  observation.    Maximum  boiler  efficiency  cannot  be  main- 
^^^iiied  without  knowing  what  every  boiler  is  doing  all  the  time.    To  this 
©Very  combustion  and  boiler  expert  will  agree;  but  opinions  will  no 
^oubt  differ  as  to  the  best  means  for  effecting  this  constant  obser- 
vation.   It  would  appear  obvious  that  the  most  direct  way  is  the 
^st;  way.    Combustion  is  a  chemical  phenomenon  and  should  there- 
[oi-\^  l^  most  effectively  controlled  by  chemical  means.    Absorption 
^  ^   physical  phenomenon  and  is  best  controlled  by  physical  means. 
*-  *^^  two  principal  instruments  of  observation  are  the  CO2  meter, 
^    ^liemical  instrument,  and  the  pyrometer,  which  is  a  physical  in- 
^^**^Jjnent.    As  a  necessary  auxiliary  the  double  differential  draft 
F^^^  is  required.    Boiler  draft  and  furnace  draft  are  essential  elements 
*^    "tlie  proper  control  of  combustion  and  should  be  observed  separ- 


^        S    The  author  has  stated  on  another  occasion  that  a  proper 
^^'^ —  for  the  engine  room  would  be,  Watch  your  adjustments  and  keep 


f  v^        ^  ^^  ^^  ^^^^  r6«ttZte  will  be  right;  whereas  for  the  boiler  room 
^^  ^ogan  should  be:  Watch  your  results  and  change  your  adjustments  to 


,^    ^.^  the  results  right.    There  is  no  such  thing  as  a  fixed  adjustment  in 

^^   operation  of  a  boiler.    The  rate  of  combustion  must  be  changed 

7^  ^eep  the  steam  pressure  right,  the  draft  must  be  changed  to  keep 

^^    rate  of  combustion  right,  and  the  thickness  of  fire  must  be 
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.changed  to  keep  the  efficiency  of  combustion  (per  cent  of  COs)  right. 
As  the  fuel  and  ash  bed  thickens  a  stronger  draft  is  necessary  to  keep 
the  required  rate  of  combustion,  and  there  are  numerous  minor  vari- 
ables which  require  changes  in  the  draft  adjustment^  if  combustion 
efficiency  and  the  required  boiler  capacity  are  to  be  maintained,  i.e., 
maximum  COs  and  a  uniform  steam  pressure. 

INSTRUMENTS  RECORDING  DRAFT,   COs  PERCENTAGE  AND  ESCAPING 
GAS  TEMPERATURE  NECESSARY  FOR  CONTROL  OF  FIRING 

9  To  insure  these  results  CO2  as  well  as  boiler  and  furnace  draft 
indicators  must  be  placed  at  or  near  the  boiler  front  within  easy 
view  of  the  fireman  and  in  close  proximity  to  the  draft-regulating 
wheel  or  lever.  The  CO2  meters,  pyrometers  and  boiler  draft  gage 
should  be  autographic-recording.  In  smaU  and  moderate-sized  plants 
the  recording  gages  should  be  placed  in  the  engine  room  where  they 
are  under  easy  observation  by  the  operating  engineer.  In  large 
plants  that  can  afford  a  control  engineer,  other  arrangemtots  will 
suggest  themselves. 

10  With  such  an  outfit  on  every  boiler  the  firemen  have  before 
them  at  all  times  the  information  necessary  for  intelligent  and  effec- 
tive control  of  their  fires,  if  properly  instructed  how  to  apply  this 
information.  The  steam  gage  tells  them  when  to  increase  or  decrease 
the  rate  of  combustion.  The  boiler  draft  tells  them  whether  the  air 
supply  is  right  for  the  required  rate  of  combustion.  The  CO2  indi- 
cator tells  them  whether  the  thickness  of  the  fire  is  right  and  the 
furnace  draft  indicates  the  condition  of  the  fire.  The  volume  of  air 
required  to  bum  a  unit  weight  of  combustible  with  maximum  com- 
bustion efficiency  varies  with  the  kind  of  fuel,  construction  of  furnace 
and  method  of  stoking,  but  for  any  given  set  of  conditions  a  definite 
volume  of  air  will  consume  a  definite  maximum  weight  of  fuel  com- 
pletely. Since  the  boiler  draft  is  a  fair  index  to  the  rate  of  the  air 
supply  it  is  the  proper  basis  for  regulating  the  rate  of  combustion, 
and  the  rate  of  fuel  supply  must  be  increased  or  decreased  to  produce 
maximum  combustion  efficiency,  to  whichIC02  is  the  index. 

INFORMATION   AFFORDED   BY  RECORDING-INSTRUMENT   CHARTS 

11  The  three  autographic  records,  namely,  those  of  CO2,  tem- 
perature of  the  escaping  gas  and  the  l)oiler  draft,  preferably  on  one 
chart,  give  the  engineer  in  charge  the  following  information  at  a 
glance: 


E.  A.   UEHLING  699 

o  Whether  normal  combustion  eflSciency  has  been  main- 
tained; and  if  not,  the  precise  time  when  it  became 
abnormal  and  how  long  it  remained  so.  Ihis  enables 
him' to  inquire  into  the  cause,  with  the  confidence  bom 
of  knowledge,  and  to  apply  the  proper  correction.  The 
continuous  record  further  reveals  in  hand-fired  boilers 
how  often  the  fires  were  replenished,  how  long  the  fire 
doors  were  left  open,  when  the  fires  were  cleaned  and  how 
long  it  took  to  clean  them.  In  stoker-fired  boilers 
changes  in  handling  the  fire  are  similarly  revealed 

b  The  temperature  record  shows  whether  the  absorption  effi- 
ciency has  continued  normal;  if  not,  the  variation  may 
be  due  to  necessary  variations  in  the  rate  of  driving,  and 
if  so  this  will  be  revealed  by  the  record  of  the  boiler 
draft,  which  is  an  index  to  the  rate  of  driving.  Or  it  may 
be  due  to  a  breaking-down  of  the  baffling,  which  is  also 
instantly  revealed  by  the  boiler  draft.  The  mucking-up 
of  the  heating  surface  is  indicated  by  a  gradual  increase 
in  the  temperature  of  the  escaping  gasses 

c  The  record  of  the  boiler  draft,  in  addition  to  its  contribut- 
ing value  to  the  pyrometer  record,  becomes  in  combina- 
tion with  the  per  cent  of  CO2  a  very  good  index  to  the  rate 
of  combustion,  as  the  writer  will  endeavor  to  show  later. 

*^^AMPLES   OP   APPLICATION   OP   INPORMATION   GIVEN   BY   CHARTS  TO 

CONTROL  OP  PIRING 

12    If  these  three  records  are  all  made  on  the  same  chart  they  can 

"^  I'eadily  integrated  by  means  of  the  polar  planimeter  and  the  heat 

^rried  to  waste  by  the  dry  gases  quickly  calculated  by  the  formula 

^^veloped  in  the  Appendix,  as  illustrated  by  several  examples  given 

^*^her  on.    Aviographic  boiler  records,  like  steam-engine  indicaior 

^^,  are  of  no  value  unless  they  are  regularly  scrutinized  and  corre- 

^^*^d  and  the  information  they  give  promptly  and  intelligently  applied. 

*  the  three  essential  records  are  all  on  the  same  chart  this  is  neither 

^^^cult  nor  laborious. 

.     13     Fig.  1  illustrates  sections  of  such  charts  showing  various  rela- 

ona  Qf  these  three  records  to  each  other.    The  CO2  records  shown  in 

,j^^^-  1  and  2  are  facsimile  samples  of  records  from  a  boiler  of  the 

^^^Uiing  type  burning  No.  1  buckwheat  coal.    Sec.  1,  made  when 

^^  t'ecorder  was  first  installed,  shows  that  the  firing  was  irregular 

^d  thiat  the  coal  bed  was  kept  too  thin,  through  which  holes  quickly 
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developed.  The  average  CO]  waa  scant  8  per  cent.  The  reason  for 
the  low  CO*  being  thus  clearly  revealed,  the  proper  remedy  at  once 
suggeated  itself.  The  fireman  was  instructed  to  carry  a  little  heavier 
fire  and  watch  the  COt  indicator,  with  the  result  shown  in  Sec.  2, 
which  is  a  sample  record  for  the  same  boiler  after  the  fireman  had  been 


Chast  rROU  IsTHUHBNT  Rbcohdinq    Siuni-TANBouaLY  Pgrcentaqb 
r  CO],  Stack  Teupbratcrb  and  Boiler  Draft  under  Various  Cok- 


instructed  and  had  learned  to  be  guided  by  the  COs  indicator  in 
adjuBtii^  the  thickness  of  fire  to  the  draft  necessary  to  maintain  the 
required  steam  pressure.  So  guided  he  had  no  difficulty  in  keeping 
the  COi  at  an  averse  of  about  12  per  cent.  Having  the  three  prin- 
cipal records  on  the  same  chart  their  relation  to  one  another  is  readily 
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perceived,  and  it  wiU  be  seen  at  a  glance  that  the  boiler  draft  is  about 
0.08  in.  higher  under  the  conditions  represented  by  Sec.  1  than  those 
by  Sec.  2,  also  that  the  temperature  shown  in  Sec.  1  is  about  25  deg. 
higher  than  in  Sec.  2. 

14  Appl3dng  Formula  [4]  ^  to  the  facts  recorded  in  Sees.  1  and  2 
of  Fig.  1,  the  sensible  heat  in  the  dry  gases  per  pound  of  carbon 
burned,  under  the  conditions  shown  by  the  COs  record  in  Sec.  1  is 
found  to  be 

L  =  (o.24  +  ^^^\  X  510  =  3850B.t.u. 
and  for  Sec.  2, 

L  =  (o.24  +  ^^)  X  460  =  2450B.t.u. 

Therefore  the  heat  carried  oflf  by  the  gases  was  [(3850  -  2450) /2450] 
X  100  =  57.5  per  cent  greater  with  uncontrolled  firing  than  when 
controlled  by  the  CO2  indicator  and  recorder. 

15  It  will  be  noticed  that  the  gases  left  the  boiler  at  a  tempera- 
ture 25  deg.  higher  when  containing  8  per  cent  of  COs  than  when  they 
contained  12  per  cent,  which  shows  that  absorption  efficiency  in- 
creases with  combustion  efficiency. 

16  It  will  further  be  noticed  that  the  boiler  draft  is  about  0.12 
in.  with  12  per  cent  of  CO2  and  fully  0.20  in.  when  only  8  per  cent  of 
COs  is  present,  which  is  due  to  the  greater  volmne  of  gas  per  pound  of 
carbon  consumed.    The  relative  volmnes  are  respectively: 


and 


G.  =  ?^  =  399  cu.  ft., 


G.=  ?^  =  266cu.ft. 


17  Now  since  the  boiler  draft  is  an  approximate  index  to  the 
volimie  of  gas  produced  per  pound  of  carbon  burned  and  COs  is  a  true 
index  of  the  weight  of  carbon  contained  in  this  volume  of  gas,  it 
follows  that  if  we  multiply  the  boiler  draft  by  the  percentage  of  CO2 
the  product  will  be  an  approximate  index  to  the  rate  of  combustion. 
We  therefore  find  that  the  indices  to  the  rate  of  combustion  under  the 
conditions  as  recorded  in  Sec.  1  and  2  were  respectively  8  X  0.20  = 
1.60,  and. 12x0.12=  1.44. 

18  This  means  that  it  was  necessary  to  bum  about  [(1.60  — 
1.44)/1.44]  X  100  =  11  per  cent  more  coal  to  keep  up  the  steam  with 

'  See  Par.  S5  in  Appendix. 
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8  per  cent  of  CO2  than  with  12  per  cent,  which  corresponds  very  well 
with  the  improved  results  attained  in  the  plant  in  which  the  records 
thus  analyzed  were  produced. 

19  Sees.  3  and  4  of  Fig.  1  show  records  representing  a  water-tube 
boiler  burning  bituminous  coal.  Sec.  3  illustrates  conditions  before, 
and  Sec.  4,  after,  control  by  aid  of  CO2.  A  glance  at  the  COj  record 
will  show  that  the  fires  carried  were  too  thick.  The  low  percentage 
of  CO2  (about  8.75  per  cent)  was  due  principally  to  air  infiltration, 
but  to  a  considerable  degree  also  to  uneven  firing  producing  high  CO 
with  low  CO2.  Stopping  up  the  air  leaks  and  modifying  the  method 
of  firing  as  illustrated  by  the  record  and  using  the  CO2  indicator  as  a 
guide,  the  fireman  had  no  difficulty  in  maintaining  an  average  of  over 
13  per  cent  of  CO2  with  practically  no  CO.  The  temperatures  of  the 
escaping  gases  in  this  case  being  respectively  490  and  525,  for  Sec.  3 

L  =  (0.24  +  y^)  X  490  =  3391  B.t.u. 

The  gas  produced  with  the  heavy  firing  contained  fully  0.3  per  cent  of 
CO,  which  represents  a  loss  of 

Lc  =  10,150  X  pZTp  =  335  B.f.u. 

The  heavy  firing  therefore  produced  a  minimum  heat  loss  of  3391  + 
335  =  3726  B.t.u.  per  lb.  of  carbon  burned,  whereas  in  the  improved 
firing,  combustion  being  practically  complete,  this  loss  was: 

L  =  (0.24  +  ^^)  X  525  =  2488  B.t.u. 

hence  a  reduction  of  the  heat  loss  up  the  chimney  of 

(3726  -  2488)  X  100      ^^  ^ 

20  Contrary  to  what  was  seen  in  Sees.  1  and  2  of  the  chart,  both 
the  temperature  of  the  escaping  gases  and  the  boiler  draft  are  higher 
when  the  conditions  had  been  changed  so  as  to  result  in  the  higher 
percentage  of  CO2.  This  may  at  first  seem  contradictory;  but  a 
little  study  reveals  the  fact  that  both  the  boiler  draft  and  the  tem- 
perature of  the  escaping  gases  were  rendered  abnormally  low  by  the 
flow  of  air  (counter  draft)  entering  through  the  leaky  setting.  It  is 
therefore  necessary  to  make  sure  that  the  setting  is  made  tight  before 
these  two  factors  can  be  relied  upon  as  indices,  respectively,  of  ab- 
sorption efficiency  and  rate  of  combustion.    Furthermore,  a  low 


E.  A.   UEHLING  703 

stack  temperature  cannot  be  relied  on  as  an  index  to  absorption 
efficiency  unless  the  gases  contain  a  high  percentage  of  COs. 

21  In  Sees.  5,  6,  7  and  8  of  the  chart  are  recorded  the  averages 
four  24-hour  tests  of  a  large  water-tube  boiler  burning  bituminous 
coal  fired  by  Roney  stokers.  The  coal  was  burned  at  four  different 
rates  of  combustion;  viz.,  16.7,  18.25,  25.3  and  30.8  lb.  per  sq.  ft.  of 
grate  surface  per  hour.  The  CO2  averaged  14.68,  13.05,  14.28  and 
14.69  per  cent;  the  boiler  draft  was  0.08,  0.12,  0.31  and  0.61  in.  of 
water,  and  the  temperature  of  the  escaping  gases  averaged  483,  542, 
662  and  636  deg.  fahr.,  respectively.  The  efficiency  attained  in  these 
tests  was  respectively  81.15,  77.45,  75.28  and  76.73  per  cent. 

BELIABILITT  OF  THE  CHEMICAL  METHOD  OF  CONTROL 

22  Critics  of  the  chemical  method  of  control  occasionally  hold 
that  COs  and  boiler  efficiency  do  not  always  bear  a  definite  relation 
to  one  another,  as,  for  example,  in  Sec.  5, 14.68  per  cent  CO2  =  81.15 
per  cent  efficiency,  and  in  Sec.  8, 14.69  per  cent  CO2  =  75.28  per  cent 
efficiency;  hence  they  argue  that  CO2  cannot  be  a  reliable  guide  to 
boiler  operation. 

23  Such  critics  overlook  (or  ignore)  the  fact  that  the  boiler 
efficiency  depends  on  two  factors:  combustion  efficiency,  represented 
by  0.24  +  (58.46/P),  and  absorption  efficiency,  designated  by 
(T  —  0*  Examining  the  results  illustrated  in  Sees.  5  and  8  in  the 
chart,  it  is  seen  that  the  temperature  T  in  Sees.  8  is  153  deg.  higher, 
which  accoimts  for  the  4.42  per  cent  lower  efficiency  with  identical 
CO2.  Thus,  while  a  high  percentage  of  CO2  may  not  always  signify 
high  boiler  efficiency,  a  low  percentage  of  CO2  always  means  low 
efficiency.  It  goes  without  sa3dng  that  the  percentage  of  CO2  must 
not  be  carried  beyond  the  limit  of  practically  complete  combustion  — 
this  limit  must  be  located  by  experiment.  The  maximum  percentage 
of  COs  that  can  be  carried  depends  on: 

a  The  kind  of  fuel 

b  The  construction  of  the  furnace 

c  The  available  draft 

d  The  method  of  firing. 
Having  determined  the  maximum  percentage  of  CO2  that  can  be 
carried  under  given  conditions,  it  must  be  maintained  if  maximum 
boiler  efficiency  is  to  result;  but  no  fireman  can  maintain  maximum 
COs  without  a  CO2  indicator  any  more  than  he  can  maintain  an  even 
steam  pressure  without  a  steam  gage. 
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24  The  four  tests  referred  to  demonstrate  that  the  percentage  of 
CO2  can  be  maintained  at  its  maximimi  irrespective  of  the  rate  of 
driving  without  increasing  the  percentage  of  CO,  provided  there  is 
ample  space  for  combustion.  A  large  c&mbuation  chamber  is  a  most 
vital  factor  in  securing  combustion  efficiency, 

25  Sec.  9  of  this  chart  illustrates  the  relation  the  three  records 
will  take  to  each  other  if  the  demand  for  steam  suddenly  increases 
and  the  draft  is  adjusted  to  increase  the  rate  of  combustion  to  meet 
this  increased  demand,  but  the  stoker  is  not  speeded  up  sufficiently 
to  supply  the  coal  required.  The  flue-gas  temperature  will  at  once 
go  up  in  response  to  the  increased  rate  of  combustion.  The  CO2  will 
soon  begin  to  drop,  and  if  there  is  no  CO2  indicator  to  show  what  is 
happening  it  will  continue  to  drop  until  the  fireman  discovers  that 
the  grate  is  getting  bare  and  the  stoker  speed  must  be  increased.  He 
does  so,  but  gives  it  a  little  too  much  speed  and  the  CO2  goes  above 
the  safe  limit.  If  he  is  a  good  fireman  he  will  no  doubt  discover  that 
also  and  finally  get  the  right  adjustment.  Meanwhile  considerable 
fuel  has  been  wasted,  first  by  excess  air,  and  then  by  incomplete 
combustion.  With  a  CO2  indicator  to  guide  him  this  would  not 
have  happened. 

26  Sec.  10  illustrates  how  the  boiler-draft  and  pyrometer  records 
will  at  once  reveal  the  sudden  breaking  down  of  a  section  of  baffling. 
Sec.  11  shows  how  the  average  temperature  and  boiler  draft  would  be 
affected  if  the  baffling  disintegrated  gradually,  and  Sec.  12  indicates 
how  the  records  would  be  likely  to  change  if  the  boiler  tubes  were 
allowed  to  muck  up  gradually.  These  supposititious  cases  are  given 
to  show  how  the  boiler  draft  and  exit  temperatures  are  affected  by 
the  same  cause.  Neither  can  be  correctly  interpreted  without  the 
other.  Within  practical  limits  of  driving  the  maximum  percentage 
of  CO2  can  and  should  be  maintained,  whereas  both  the  boiler  draft 
and  the  exit  temperature  increase  with  the  rate  of  driving.  The 
exit  gas  temperatures  vary  from  the  normal  from  four  distinct  causes : 

a  Rate  of  driving 

b  Defective  baffling 

c  Dirty  heating  surface 

d  Air  infiltration. 
The  record  of  the  boiler  draft  at  once  reveals  the  true  cause;   the 
pyrometer  simply  reveals  the  fact.    Low  exit  gas  temperature  is 
generally  taken  to  indicate  absorption  efficiency  and  the  CO2  record 
shows  whether  it  is  or  not. 

27  In  the  foregoing  the  author  has  endeavored  to  demonstrate 
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that  the  three  records,  viz.,  percentage  of  COs,  temperature  of  the 
escaping  gases,  and  the  boiler  draft,  autographically  recorded,  pref- 
erably on  the  same  chart,  reveal  in  detail  all  the  facts  necessary  for 
eflFective  control  of  the  boiler  operation.  They  give  a  continuous 
^p-to-the-minute  history  of  the  essential  factors  on  which  economic 
operation  depends,  and  provide  a  ready  means  for  interpreting  the 
of  irregularities,  and  for  appl3dng  the  proper  remedy  promptly 
intelligently.  The  three  records  being  on  the  same  chart,  they 
be  quickly  int^rated  by  a  polar  planimeter  and  averaged,  and 
t>bu8  form  the  best  basis  for  a  bonus  system. 

28  Maximum  efficiency  cannot  be  expected,  and  it  is  doubtful 
'^^bether  it  can  be  attained,  unless  the  firemen  have  the  means  of 
faxo-wing  all  the  time  how  well  they  are  succeeding  in  maintaining  it. 
To  "this  end  it  is  necessary  that  they  have  in  plain  view,  at  or  near 
tti^  boiler  front,  a  CO2  indicator,  a  boiler-draft  and  also  a  furnace- 
gage.  With  these  instruments  to  guide  them  the  firemen  can, 
being  properly  instructed,  always  maintain  the  combustion 

^^^^xiditions  which  will  produce  maximum  efficiency  under  normal 
^^oxxditions,  and  do  the  best  that  can  be  done  should  the  conditions 
pot  under  their  control  for  any  reason  become  abnormal. 

29  In  addition  to  the  three  recording  instruments,  an  Orsat 
^jpparatus  is  also  essential  — 

a  For  determining  the  maximum  per  cent  of  CO2  that  can  be 
carried  without  danger  of  an  appreciable  loss  because  of 
incomplete  combustion 
h  To  diagnose  the  boilers  for  air  infiltration  at  regular  inter- 
vals, or  in  between,  if  deemed  necessary,  and 
c  To  check  up  the  CO2  meters  when  their  indications  give 
cause  for  suspecting  their  accuracy. 
'^^^^     Orsat  is  by  itself  quite  inadequate  as  a  control  for  the  firing 
^P^:«rations  of  a  boiler  plant,  even  when  supplemented  by  sampling 
^'^-Ics,  which  combination,  although  better  than  nothing,  cannot  be 
^^'^^-^dered  more  than  a  makeshift. 

^^^^^FORBfATION    BIADB    AVAILABLE    BY    APPLICATION    OP    AUTHOR's 
FORBiXTLiB  TO   DATA   DERIVED   PROM   AUTOGRAPHIC 

RECORDS   OP  CO2 

30  The  method  of  control  described  is  not  only  most  direct, 
^       ^  simple  and  quite  adequate,  but  it  supplies  the  data  necessary 

^^   deriving  most  desirable  information,  not  otherwise  available,  in 
^^^ard  to  the  following  details : 
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a  Heat  carried  to  waste  by  the  dry  gases 
b  Heat  loss  due  to  the  CO  contained  in  the  gases 
c  Heat  carried  to  waste  by  the  steam  resulting  from  the  com- 
bustion of  the  available  hydrogen  in  the  flue  . 
d  Heat  loss  due  to  the  tirater  in  the  air 

e  Heat  carried  oflf  by  the  water  of  hydration  (O  —  -r-)  con- 

o 

tained  in  the  fuel 
/  Heat  carried  to  waste  by  the  moisture  in  the  fuel 
g  Percentage  of  excess  air  used 
h  Percentage  of  free  oxygen  contained  in  the  gases 
i  Theoretical  maximum  percentage  of  COs  obtainable  from 

the  combustion  of  a  fuel  of  given  analysis 
j  Weight  of  dry  gas  produced  per  pound  of  carbon  burned 
k  Volume  of  dry  gas  produced  per  pound  of  carbon  burned 
I  An  index  to  rate  of  combustion. 

31  If  the  ultimate  analysis  of  the  fuel  is  known,  and  it  always 
should  be  known,  the  values  of  all  the  above-mentioned  items  can 
be  readily  calculated  by  appl3dng  the  very  simple  formulae  developed 
in  the  Appendix  to  the  data  derived  from  the  autographic  records 

of  CO2. 

32  The  usefulness  and  reliability  of  these  formulae  are  best  shown 
by  applying  them  to  the  data  observed  in  a  few  authorative  boiler 
tests  and  comparing  the  results. 

33  Tests  A  and  B,  Table  1,  were  made  on  a  large  boiler  of  the 
Sterling  type  rated  at  2400  hp.,  equipped  with  forced  draft  and  Roney 
stokers;  the  fuel  was  Pittsburgh  coal.  Tests  C  and  D  were  made  on 
%  210-hp.  Heine  boiler,  hand-fired.  The  fuel  was  No.  1  Arkansas 
briquets,  in  test  C,  and  Illinois  No.  3  coal  in  test  D. 

APPLICATION   OP   FORMULiG  DEVELOPED   BY  AUTHOR 

34  Reducing  the  essential  constituents  of  the  coal  to  the  carbon 
unit  basis  of  1  lb.,  gives 

C  H  O  Ash  Moisture     B.t.u. 

1.0  0.0683        0.1068        0.0925  0.023        17,984 

The  available  hydrogen  per  pound  of  carbon  is 

0.0683  -  ?^^  =  0.055  lb.  =  Ha 

o  » 

The  water  of  hydration  per  pound  of  carbon  is 

0.1068  +  5^^  =  0.121b.  =  Wny 
o 
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35  Appl3dng  the  f ormul®  developed  in  the  Appendix  to  the  data 
obtained  in  Test  A,  the  heat  carried  up  the  chimney  by  the  dry  gases, 
according  to  Formula  [3],  is    . 

58.46^ 


-(»• 


24  + 


-)  X  (T  -  0 


TABLE  1    DATA  AND  RESULTS  OBTAINED  IN  FOUR  AUTHORTTATIVE  BOILER 

TESTS 


Twn  Data. 


Analysis  of  Coal: 

Carbon,  per  cent 

HydiocAn,  per  cent 

Oiygen,  per  cent 

Nitrogen,  per  cent 

Sulphur,  per  cent 

Ash,  per  cent 

Moisture,  per  cent 

B.t.u. 

Analyris  of  Gas: 

OOt,  per  cent 

CO,  per  cent  

Of,  per  cent 

Temperature  of  gas,  r,  deg.  fahr 

Temperature  of  atmosphere,  f ,  deg.  fahr. 
Total  effective  draft,  in.  of  water 

Furoaoe  draft,  in.  of  water 

*    Boiler  draft,  in.  of  water 

Humidity  in  air,  per  cent  saturation .... 

Carbon  in  ash,  per  cent 

Duration  of  test,  hours 

Rated  hp.  of  boilers 


Test  A 

Tests 

Teste 

76.87 

76.87 

79.76 

5.81 

6.31 

8.91 

8.82 

8.32 

2.70 

1.11    . 

1.11 

1.58 

1.20 

1.20 

1.76 

7.19 

7.19 

11.04 

1.80 

1.80 

0.94- 

13,826 

133M 

18,886 

14.00 

14.28 

9.86 

0.28 

0.86 

0.00 

3.40 

4.80 

10.67 

483 

670 

624 

78 

81 

87 

0.26 

0.57 

0.85 

0.14 

0.22 

0.15 

0.12 

0.35 

0.20 

62.4 
81.6 

64.5 
38.0 

23.02 

24 

80 

10 

2400 

2400 

210 

Test  Risults  as  Rirosreo 


EflBdeney,  per  cent 

Heat  loss  vip  chimney,  per  cent 

Heat  loss  in  ash,  per  cent 

Heat  loss  by  radiation,  etc.,  per  cent. 


Total 

Water  evapwrated  per  lb.  of  coal,  lb 

Coal  burned  per  hr.  per  sq.  ft.  of  grate,  lb. 

Sorsspower  devekved 

Drtying,  per  cent  of  rating 


TestD 


81.15 

75.78 

67.88 

15.15 

19.76 

23.12 

2.29 
1.51 

2.13 
2.88 

9.55 

100.00 

100.00 

100.00 

9.95 

9.01 

7.9 

14.81 

25.97 

18.74 

2225 

3606 

206 

94 

152 

98.8 

71.52 
4.53 

8.18 
1.52 
1.64 
15.70 
8.51 
12,857 

7.10 
0.04 
18.40 
635 

68 

0.58 
0.21 
0.87 

88.73 
10 
210 


64.20 
82.60 

8.74 

100.00 
6.2 
81.28 
201 

95.5 


Substituting  the  values  of  P,  T  and  t, 

U  =  (o.24  +  jIIj)  X  (483  -  73)  =  1706  B.t.u. 

Also,  the  heat  value  of  the  CO  contained  in  the  gas,  according  to 
Formula  [7],  is 


Lc  =  10,150  X 


P  +  P. 
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Substituting  the  values  of  Pe  and  P, 

0  M 
Le  =  10,150  X  14  9 Vq  23  "  ^^'^^^  ^  ^'^^^^  "  153B.t.u. 

36  From  Formula  [8]  the  heat  carried  off  by  the  HsO  from  t 
combustion  of  the  available  hydrogen,  is 

Lk  =  8734  Ha  +  4.32  Ha  {T  -  t) 

Substituting  the  values  of  Ha,  T,  and  t, 

Lk  =  8734  X  0.055  +  (4.32  X  0.055  X  410)  =  578B.t.u. 

Also,  the  heat  absorbed  by  the  humidity  in  the  air,  according 
Formula  [9],  is 

L.  =  A.(^  +  3.8iJ«)x(r-0 

37  The  average  temperature  of  the  air  during  the  test  was 
deg.  and  the  average  humidity  62.4  per  cent  saturation.    At  tl 
temperature  and  saturation  the  water  vapor  carried  into  the  f 


is  0.0106  lb.  per  lb.  of  air  supplied  =  A«.    Substituting  this  vaL 
and  the  values  of  Ho,  P  and  {T  —  t)  in  Formula  [9], 

L.  =  0.0106  (J^  +  3.8  X  0.055)  X  410  =  34  B.t.u. 

The  heat  tarried  by  the  water  of  hydration  equals 

L^  =  Wky  X  (0.48  T  +  1080  -  0 

Substituting  the  values  of  Why,  T  and  t, 

L«  =  0.12  (0.48  X  483  +  1080  -  73)  =  149  B.t.u. 

Substituting  the  value  of  Wm  for  Why,  the  loss  due  to  the  moistu 
the  coal  is 

L«,  =  0.023  (0.48  -  r  X  483  +  1080  -  73)  =  28  B.t.u. 

38    The  foregoing  comprise  all  the  items  of  heat  wasted  up 
chinmey  with  the  exception  of  that  contained  in  the  hydrocarl 
if  any,  and  in  the  soot  and  ash  passing  off  with  the  gases,  and 
be  enumerated  as  follows: 

HEAT-LOSS  ITEMS  UP  THE  CHIlfNET 

B.t.11. 

a  Heat  carried  to  waste  by  the  dry  gases 1706 

6  Heat  value  of  CX) 163 

c  Heat  carried  to  waste  by  the  HsO  from  the  combustion  of  the 

available  hydrogen 578 

d  Heat  loss  due  to  the  humidity  inair 34 

0  Heat  carried  to  waste  by  the  water  of  hydration 149 
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B.t.u. 

/  Heat  carried  to  waate  by  the  moisture  in  the  ooal 28 

g  Total  heat  in  HsO  in  gases 798 

k  Total  heat  in  flue  gas  per  lb.  of  carbon  burned  (items  a,  h  and  g)    2648 

2648  X  100 
HerLce  — 17^7 —  =  14.72  per  cent  of  the  heat  of  the  coal  remained 

in  trlie  gases  as  they  left  the  boiler. 

39  The  ash  contained  31.6  per  cent  of  carbon  and  since  the  coal 
con. trained  0.0925  lb.  of  ash  per  lb.  of  carbon,  the  loss  due  to  the  heat 
va.lu.e  of  the  combustible  in  the  ash  is 

0.316  X  0.0925  X  14,600  =  427  B.t.u. 

wh£c*h  represents 

•-^^-^T—  =  2.38  per  cent  of  the  heat  in  the  coal. 

4:0    The  total  heat  loss  accounted  for  by  the  preceding  calcula- 
**^i^s  is  therefore 

PerCbot! 

Heat  absorbed  by  boiler 81. 10 

Heat  loss  up  the  chimney 14.72 

Heat  loss  through  the  grate 2.38 

Heat  loss  from  radiation,  etc 1 .  80 

Total 100.00 

41    The  heat-loss  items  in  Test  A  were  reported  as  follows: 

Per  Cent 

Moisture  in  ooal 0. 16 

Hydrogen  in  coal 4. 29 

Heat  to  chinmey 9.11 

Moisture  in  air 0.20 

Carbon  monoxide 1 .  29 

Carbon  in  ash 2.29 

Total  losses  accounted  for 17.34 

Absorbed  by  boiler 81 .  15 

Radiation,  etc 1 .  51 

Total 100.00 

p^       "^2    Applying  the  same  formulae  to  the  observed  data  of  Tests  B, 
^•Xid  D,  the  results  given  in  Table  2  are  obtained. 

•^3    Combustion  efficiency  in  the  operation  of  a  boiler  means  not 

y*^^^  that  all  the  combustible  in  the  fuel  must  be  completely  oxidized, 

^'t  that  it  must  be  oxidized  in  a  manner  that  the  maximum  amount 

^he  heat  liberated  becomes  available  to  the  boiler.    Theoretically 
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all  the  heat  liberated  by  combustion  is  available  to  the  boiler  except 
that  contained  in  the  gases  below  the  temperature  of  the  water  in 
the  boiler  and  the  latent  heat  of  the  HsO  contained  in  the  gases. 


TABLE  2    RESULTS  OF  APPLICATION  OF  FORMULJE  TO  DATA  OF  TESTS 

B.  C  AND  D 


Hast  lo«  due  to  oombuatible  in  aah 


0  H«it  oorried  to  wast*  by  dry  cases,  B.t.u 

b  Heat  value  of  CO  contained  in  cases,  B.t.u 

e  Heat  in  HiO  from  combustion  of  available  hydrogen,  B.t.u. 

i  Heat  loas  due  to  humidity  in  air,  B.t.u 

0  Heat  oairied  to  waste  by  water  of  hydration,  B.t.u 

/  Heat  carried  to  waste  by  moisture  in  coal,  B.t.u 

g  Total  heat  in  HiO  in  ess,  B.t.u 

k  Total  heat  in  flue  ess  per  lb.  of  carbon  burned,  B.t.u 

Heat  of  coal  remaining  in  gases  leaving  boilers,  per  cent... . 

B.t.u. 

per  cent  of  coal 

Total  Heat  Low: 

Heat  absorbed  by  boiler,  per  cent 

Heat  loei  up  the  chimney,  per  cent 

Heat  loss  through  grates,  per  cent 

Heat  loei  from  radiation,  etc.,  per  cent 

Total 

Losses  in  Test  Report: 

Moisture  in  coal,  per  cent 

Hydrogen  in  coal,  per  cent 

Heat  to  chimney,  per  cent 

Moisture  in  air,  per  cent 

Carbon  monoxide,  per  cent 

Carbon  in  ash,  per  cent 

Total  loss  aocoimted  for,  per  cent 

Heat  absorbed  by  boiler,  per  cent 

Heat  lost  in  radiation,  etc.,  per  cent 

Total 

Heat  Balance  in  Test  Report: 
Heat  abswbed  by  boiler  (<■  evaporation  from  and  at  212 

deg.  per  lb.  of  combustible) 

Loss  due  to  moisture  in  coal  (*-  per  cent  of  moisture  referred 

to  combustible) 

Loss  due  to  moisture  formed  by  burning  of  hydrogen  (■>  per 

cent  of  hydrogen  referred  to  combustible) 

Loss  due  to  heat  carried  away  by  dry  chimney  gases 

(b  weight  of  gas  per  lb.  of  combustible) 

Loss  due  to  unconsumed  hydrogen,  heating  of  moisture  and 

unaccounted  for 

IxMs  due  to  incomplete  combustion  of  carbon 

Total 


TestB 
2560 
251 
610 
72 
153 
29 
864 
3675 
20.43 
416 
2.31 

75.78 

20.43 

2.31 

1.48 

100.00 

0.17 
4.49 
12.79 
0.86 
1.95 
2.13 

21.89 

75.78 

2.33 

100.00 


Teste 
3480 
0 
497 

36 

15 

548 

4028 

23.17 

429 

2.47 

65.39 

23.17 

2.47 

8.97 


100.00 


Percent 

62.33 

0.09 

3.28 

19.75 

9.55 


100.00 


TeetD 
485S 

57 
540 

164 
154 
867 
5777 
32.14 
867 
4.82 

00.82 

32.14 

4.82 

2.65 

100.00 


Per  cent 

64.20 

0.96 

4.18 

26  60 

3.74 
0.32 


100.00 


Hence  combustion  efficiency  so  far  as  it  is  under  the  control  of  the 
n  __  Heat  availably  liberate 

Available  heat  in  fuel 
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44  Analyzing  the  results  of  these  heat-loss  calculations  it  is 
found  that  in  Test  A,  1706  X  100/2648  =  64.12  per  cent  of  the  heat 
up  the  chimney  is  carried  by  the  dry  gases,  and  that  the  heat  value 
of  the  CO  amounts  to  153  X  100/2648  =  5.78  per  cent.  The 
remainder,  or  30.1  per  cent,  is  carried  off  by  the  HsO  from  coal 
and  air. 

45  Since  the  gases  cannot  be  cooled  below  the  temperature  of 
the  water  in  the  boiler,  it  is  evident  that  only  the  heat  contained  in 
the  gases  above  that  temperature  is  under  control  of  the  boiler 
operation. 

46  Applying  Formula  [12]  ^  it  is  found  that  the  theoretical 
maximum  percentage  of  COs  obtainable  from  the  coal  used  in  Test 
A  is 


1  +  (2.38  X  0.055) 


=  18.57. 


TABLE  3    ANALYSIS  OF  HEAT  ESCAPING  UP  TE^!  CHIMNEY 


(1)  Per  cent  of  hcttt  up  tha  ohimney  contained  in  the  dry  gas. . . 
C2)  Per  cent  of  heat  eaoapinc  up  the  chimney  represented  by  CO 

(8)  Per  cant  of  heat  eacapinc  up  the  ohimney  due  to  HiO 

(4)  Per  cant  of  heat  controllable  in  item  (1) 

(6)  Per  cant  of  heat  controllable  in  item  (2) 

(6)  Per  cent  of  heat  controllable  in  item  (3) 

(7)  Per  cent  of  the  controllable  heat  residing  in  the  dry  gas 

(8)  Pir  cent  of  eiceas  air 

(9)  Per  cent  of  free  oxygen  in  gas 


Test  A 

TestB 

Teste 

M.ao 

00.66 

86.40 

5.80 

6.83 

0.00 

20.00 

23.61 

13.60 

27.00 

48.48 

69.40 

100.00 

100.00 

100.00 

8.60 

7.80 

U.20 

86.20 

94.90 

97.40 

23.00 

29.00 

97.00 

4.16 

4.83 

10.67 

TestD 


84.02 

0.98 

16.00 

78.26 

100.00 

7.60 

98.70 

160.00 
13.10 


47  The  temperature  of  the  water  in  the  boiler  corresponding  to 
the  average  steam  presisure  carried  during  Test  A  was  384.6  deg.  fahr. 
Applying  Formula  [4],  the  uncontrollable  heat  in  the  dry  gases  per 
pound  of  carbon  burned  is  found  to  be 

La  =  0.24  +  ^I4t  X  384.6  =  1246  B.t.u. 


or 


18.57 

(1706  -  1246)  X  100 
1706 


=  27  per  cent 


hence  only  27  per  cent  of  the  heat  in  the  dry  gases  in  this  test  was 
controllable. 


^  See  Par.  74,  in  Appendix. 
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48  The  loss  due  to  CO  is  independent  of  the  stack  temperature, 
and  since  the  percentage  of  CO  in  the  gas  can  be  reduced  to  zero,  the 
heat  loss  due  to  its  presence  is  100  per  cent  controllable. 

49  Since  the  heat  loss  due  to  the  HjO  in  the  gases  is  ind 
pendent  of  the  CO2,  only  that  portion  is  controllable  which  h 
affected  by  the  temperature  of  the  flue  gas  above  that  of  th 
water  in  the  boiler. 

50  The  latent  heat  of  evaporation  is  not  controllable,  hence  th 
terms  in  the  formula  representing  it  must  also  be  eliminated.  Thus 
applying  the  modified  formula  to  the  observed  data  we  have  for  the 
controllable  heat  in  HjO: 

[4.32  X  0.055  +  0.0106  X  (^+3.84  X  0.055)1  X  (583  -  385) 

0.48  X  (583  -  385)  X  0.143  =  67.53  B.t. 

Since  the  total  heat  carried  to  waste  by  the  H2O  in  the  gas  is  798  B.t.u 
it  is  seen  that  only         i-^^ =  8.5  per  cent  of  it  is  controllable. 

51  Of  the  heat  in  the  dry  gas  (1706  -  1246  =)  460  B.t.u.  wezr^a 
controllable,  hence  the  total  controllable  heat  escaping  amounts  ^ 

4f)n  V  100 
460  +  67.5  =  527.5  B.t.u.,  and  of  this     ^^  ^      =  87.2  per  cer 

0/7.0 

resides  in  the  dry  gases.  ^  

.52    Table  3  gives  the  results  of  the  foregoing  calculations  for  tl      '^^e 

four  tests  under  consideration.    Item  (1)  shows  what  percentage  of 

the  heat  wasted  up  the  chimney  is  contained  in  the  dry  gas  that  c        *""fl 

be  controlled  to  a  greater  or  lesser  degree  by  improving  operati       '^^ 

conditions.    Item  (7)  shows  what  percentage  of  the  controllable  he=^^^t 

resides  in  the  dry  gases.    All  of  which  emphasizes  the  importance  ^f 

the  CO2  and  temperature  records,  as  controlling  factors  in  bok^    ^^ 

operations. 

53    The  fireman  must  drive  his  boilers  in  accordance  with 

demand  for  steam.    He  has  no  control  over  the  condition  of 

heating  surface  of  his  boilers.    And  since  the  temperature  of 

escaping  gases  depends  primarily  on  one  or  both  of  these  conditii 

it  is  not  fair  to  him  to  judge  his  proficiency  by  heat  wasted  up 

chimney,  and  much  less  fair  is  it  to  judge  him  on  the  basis  of  poi 

of  water  evaporated  per  pound  of  coal  burned.    In  Test  A, 

example,  there  was  10  per  cent  more  water  evaporated  than  in 

B,  while  the  difference  in  furnace  efficiency  based  on  heat  avail^l:^^^^^*^ 

was  only  2.4  per  cent,  as  demonstrated  above. 
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S4    The  proper  basis  upon  which  to  judge  the  proficiency  of  a 

58  46 
fiLi^eman  is  the  factor  0.24  H ~-  after  the  maximum  percentage 


s  (P)  with  practically  complete  combustion  has  been  established 

t;he  prevailing  conditions  at  any  given  plant. 

55    Within  proper  limits  of  COs  there  exists  no  relation  between 

"tlxo  percentages  of  CO2  and  CO.    Test  B,  for  example,  shows  0.7  per 

less  COj  and  0.13  per  cent  more  CO  than  test  A.    Furthermore, 

ixkust  be  borne  in  mind  that  the  loss  due  to  the  same  percentage  of  CO 

clirxxinishes  directly  as  the  percentage  of  CO2  increases,  as  is  shown  by 

P 
factor  p  /p  .    It  is  a  matter  of  easy  calculation  to  determine 


the  loss  due  to  a  definite  increase  in  CO  will  overbalance  the 
from  an  increase  in  CO2  making  the  CO  probable. 

56  Assuming,  for  example,  that  under  the  furnace  and  fuel  con- 
tritions existing  when  Tests  A  and  B  were  made,  14  per  cent  was  the 

limit  for  CO2  for  complete  combustion,  how  much  CO  will  it  take 
overbalance  the  benefit  of  raising  the  CO2  to  16  per  cent,  assuming 
T    —  t  =  450deg.? 

57  Applying  Formula  [4],  it  is  found  that  there  is  a  gain  of 

|^(o.24  +  ^^)  -  (0.24  +  ^3^)1  X  450  =  234  B.t.u.,  and  Formula 

1*^1  shows  that  this  gain  would  be  overbalanced  by  10,150  X  ^^   .'  p 

lb  +  re 

"^  234,  from  which  Pe  =  0.38  per  cent.     Therefore,  if  the  increase 

^f  OOi  from  14  to  16  per  cent  cannot  be  accomplished  without  at  the 

^^ttie  time  increasing  the  percentage  of  CO  by  0.38  per  cent,  there  is 

^^  Sain  in  heat  to  the  boiler. 

58  But  since  there  is  no  definite  relation  between  the  percentage 
^^  COj  and  CO,  it  follows  that  within  proper  limits,  depending  od 
"^^   construction  of  furnace,  method  of  stoking,  kind  of  fuel,  air  con- 

'^^l  >  etc.,  maximum  CO2  can  be  attained  without  appreciable  amounts 

^^  CJO  if  the  fireman  exercises  proper  care  and  judgment.    What  these 

^^^ts  are  must  be  ascertained  by  experiment  for  each  plant,  and  if 

.  ^^   construction  of  furnace,  and  method  of  stoking  vary  appreciably 

^^^^y  be  necessary  to  determine  the  maximum  economic  percentage 

*^  ^Ot  for  each  boiler.    But  such  determination  is  of  small  avail  unless 

^^  firemen  are  properly  instructed  how  to  get  maximum  CO2  with 
^  ^egUgible  percentage  of  CO  and  have  continuously  brought  to  their 

^^t^ntion  the  percentage  of  CO2  they  are  getting. 
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APPENDIX 

DEVELOPMENT  OF  FORMULiB  FOR  CALCULATING  HEAT 

LOSSES  IN  CHIMNEY  OASES 

59  The  object  in  developing  the  following  formukB  is  threefold:  (1)  To 
furnish  a  ready  means  for  calculating  the  heat  losses  up  the  chimney;  (2)  to  make 
these  calculations  so  simple  that  a  knowledge  of  atomic  and  molecular  wei^ts, 
specific  heats,  etc.,  is  not  necessary,  so  that  operating  engineers  not  familiar  with 
chemistry  can  quickly  and  easily  ascertain  the  heat  losses  in  so  far  as  they  have 
the  necessary  data;  (3)  to  bring  out  the  heat  losses  in  detail,  showing  the  factors 
on  which  they  depend,  and  separating  the  losses  over  which  the  fireman  has  no 
control  from  those  over  which  he  has.  All  of  which  is  for  the  purpose  of  stimu- 
lating or  intensifying  the  interest  of  the  operating  engineer  in  the  operation  of  his 
boilers,  and  enabling  him  to  get  after  defects  with  a  confidence  bom  of  knowl- 
edge, based  on  observed  facts  intelligently  interpreted,  and  thus  to  maintftin 
maTJmum  boiler  efficiency. 

60  The  f ormulsB  developed  in  the  following  paragraphs  are  based  on  a  weigjht 
of  fuel  containing  1  lb.  of  carbon  instead  of  on  1  lb.  of  fuel  or  combustible.  To 
change  the  analysis  of  any  given  fuel  to  the  carbon  unit  basis,  divide  the  weight 
of  all  the  constituents  by  the  weight  of  carbon  per  pound  of  fuel.  Thus,  if  the 
principal  constituents  in  a  given  coal  are:  C,  71.52  per  cent;  H,  4.53  per  cent : 
O,  8.18  per  cent;  S,  1.64  per  cent,  and  ash,  12.61  per  cent,  every  pound  of  the 
coal  contains  0.7152  lb.  of  carbon,  0.0453  lb.  of  hydrogen,  0.0818  lb.  of  oxygen, 
0.0164  lb.  of  sulphur  and  0.1261  lb.  of  ash,  and  dividing  the  weight  of  each  con- 
stituent by  the  weight  of  carbon,  gives: 

C-1,    H- 0.0633,    0- 0.1144,    S  -  0.023,    Ash  =  0.172. 

The  heat  value  of  dry  coal  of  this  composition  is  12,857  B.t.u.  per  lb.  of  coal,  and 
on  the  carbon  unit  basis  it  would  be  12.857/0.7152  -  17,978  B.t.u. 

61  In  developing  the  formulse  the  following  S3rmbols  are  used: 

O  ■>  weight  of  oxygen  per  lb.  of  carbon  in  the  fuel 
Hi  ">  weight  of  hydrogen  per  lb.  of  carbon  in  the  fuel 

Ha  ™  Ht  —q'*  weight  of  available  hydrogen  per  lb.  of  carbon  in  the  fuel 

Ac  »  weight  of  air  required  to  bum  1  lb.  of  carbon 
Ah  ■"  weight  of  air  required  to  bum  1  lb.  of  hydrogen 
At  ^  total  weight  of  air  supplied 
At  »  weight  of  excess  air  supplied 

Nh  »  weight  of  nitrogen  in  weight  of  air  required  to  bum  1  lb.  of  hydrogen 
Ay  =■  weight  of  water  vapor  per  lb.  of  air  supplied  per  lb.  of  carbon  burned 
Ofg  B  weight  of  dry  gas  per  lb.  of  carbon  burned 
Q^  B  volume  of  dry  gas  at  62  deg.  fahr.  per  lb.  of  carbon  burned 
Wm  "  weight  of  moisture  in  fuel  per  lb.  of  carbon 

Why  "^  ^  "~  "q  ■■  weight  of  water  of  hydration  in  fuel  per  lb.  of  carbon 

P  »  per  cent  of  COi  in  flue  gas 
Pe  =  per  cent  of  CO  in  flue  gas 
Pe  a  per  cent  of  excess  air  in  flue  gas 
Po  »  per  cent  of  free  oxygen  in  flue  gas 
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Pm  "B  Tnaximum  theoretical  per  cent  of  CX)t  obtainable  from  any  given  fuel 
S  «>  0.24  »  speoific  heat  of  dry  gases 
Sw  ■>  0.48  ■>  specific  heat  of  steam 
L«  «>  970.4  «>  latent  heat  in  1  lb.  of  steam 
T  "■  temperature  of  gases  on  leaving  the  boilers,  deg.  fahr. 
t  a  temperature  of  air  supplied  for  combustion,  deg.  fahr. 
Ld  ■>  B.t.u.  carried  off  by  dry  gas  per  lb.  of  carbon  burned 
Le  ■>  heat  value  of  CX)  contained  in  gas  per  lb.  of  carbon  burned 
Lk  ■■  B.t.u.  carried  off  by  HsO  produced  by  the  combustion  of  the  available 

hydrogen  per  lb.  of  carbon  burned 
Ly  »  B.t.u.  carried  off  by  water  vapor  in  the  air  supplied  to  bum  1  lb.  of  carbon 
Lhy  *>  B.t.u.  absorbed  and  carried  off  by  water  of  hydration  per  lb.  of  carbon 

burned 
Lm  ■"  B.t.u.  absorbed  and  carried  off  by  moisture  per  lb.  of  carbon  burned 


Air  oontaina 


Ozyfto.. 
NitTOfsn. 


FMrcent 
by  wvight 

23 

77 


Percent 
by  Tolume 

21 
79 


One  cubic  foot  of  air  at  62  deg.  fahr.  weighs  0.0761  lb. 
One  cubic  foot  of  nitrogen  at  62  deg.  fahr.  weighs  0.0742  lb. 

62  Complete  Combustion  of  Pure  Carbon,  — According  to  Avogadro's  law  all 
gaseous  molecules  occupy  the  same  space,  from  which  it  follows  that  the  volume 
of  Ot  ■>  CX)t,  and  hence  when  carbon  is  completely  burned  with  the  theoretical 
amount  of  air  required,  the  products  of  combustion  must  contain  21  per  cent  of 
CO,. 

63  Since  the  atomic  weights  of  C  and  O  are  respectively  12  and  16,  it  takes 
2  X  16/12  "■  2.67  lb.  of  oxygen  to  bum  one  pound  of  carbon;  and  since  every 
pound  of  oxygen  is  accompanied  by  77/23  »  3.348  lb.  of  nitrogen,  the  weight  of 
air  required  to  bum  1  lb.  of  carbon  =  (2.67  X  3.348)  +  2.67  »  11.6  lb.,  which 
has  a  volume  of  11.6/0.0761  »  153  cu.  ft.  at  62  deg.  fahr. 

64  Therefore,  when  carbon  is  burned  to  CX)t  with  the  theoretical  amount  of 
air  the  folowing  equations  are  true: 

p      152  X  21  ^  AcX21      11.6X21  ^  243.6 
152  Ac      "       11.6  21 

When  carbon  is  burned  with  an  excess  weight  of  air,  A«  »■  il  9/0.0761  by 

volume,  in  which  case 

152  X  21  152  X  21 


152  4-  volume  of  excess  air      TITw    ^ 


from  which 


0.0761 
11.6  X  21      iie  X  21 

11.6 +  Ao      A«+A/ 


Ac-'^^^-Ac [1] 

65    The  weight  in  lb.  of  the  products  of  1  lb.  of  carbon  is  equal  to  1  +  the 
weight  of  air  supplied,  hence, 

G^-l+A,,    and    AJi^lA^  +  A. 
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Substituting  the  value  of  A «  in  [1], 

.        AcX2l      11.6,X21      243.6  ,„, 

At  -  — p—  = p =  -p- PI 

Ld  =  (l+At)SX{T^t) (31 

Substituting  the  value  of  At  and  S  in  [8], 

Z^-(o.24+^)x(!r-0 [41 

66  Heat  Carried  Off  by  the  Dry  Gases  When  the  Fuel  Contains  Hydrogen,  — 
The  combustion  of  1  lb.  of  hydrogen  requires  8  lb.  of  oxygen,  which  is  accom- 
panied by  8  X  77/23  =  26.8  lb.  of  nitrogen.  Hence  Y*  =»  26.8  lb.  and  Ah  - 
26.8  +  S  =  34.8  lb.    When  fuel  containing  hydrogen  is  burned  with  an  excess  of 

air 

p  ^  AeX21 


from  which 

P 


A.^'^^^^-iAc  +  NkXHa) [6] 


In  this  case 

Ld^(l+Ac  +  NkX  Ha+  A.)  SX(T-t) 

Substituting  the  values  of  jS  and  of  A«  from  [6], 

i«-(i+^^^)x(r-o     m 

which  is  identical  with  equation  (4)  as  it  should  be. 

67  Heat  Value  of  the  CO  Contained  in  the  Escaping  Oases.  —  The  weight  of 
carbon  in  a  molecule  of  CX>  is  the  same  as  that  in  a  molecule  of  COs,  hence  it 
follows  from  Avogadro's  law  that  the  weight  of  carbon  burned  to  (X>  is  to  the 
weight  burned  to  COi  as  the  percentage  of  CO  is  to  the  percentage  of  (X>i  con- 
tained in  the  escaping  gases. 

68  Thus,  letting  X  =  weight  of  carbon  burned  to  CO 


I  ^  X      P  *  ^^°™  which  ^  =  p  I  p 


c 


and  since  1  lb.  of  carbon  burned  from  CO  to  CO2  develops  10,150  B.t.u,, 


•  Ic  -  10,160  X  p-Jy^ [7] 

69  Heat  Carried  Off  by  the  H^  from  the  Combustion  of  Ha.  — 

Lk  =^9LaXHa  +  9HaXS„X{T  -  t). 
Substituting  the  values  of  La  and  Sun 

Lh  =  (8734  X  /fa  +  (4.3  X  Ha)  (T  ^  t) [8] 

70  Heat  Loss  Due  to  Water  Vapor  in  Air.  —  Atmospheric  humidity  exerts 
a  chilling  effect  on  the  fire  because  of  its  high  specific  heat  and  because  at  least 
part  of  it  will  be  decomposed;  but  since  under  normal  conditions  the  hydrogen 
which  is  set  free  by  decomposition  will  reunite  with  oxygen  in  the  combustion 
chamber  and  will  evolve  as  much  heat  as  was  absorbed  in  setting  it  free,  there 
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isults  no  heat  lorn  from  this  double  reaction.    It  will  be  neoeaaary,  tberefore,  to 
insider  only  the  sensible  heat  canied  off  by  HiO  entering  with  the  ftir,  henoe 

t,  -  A.  X  (A,  +  A^XH,  +  A.)  S,  X  (r  -  1). 
ubatitating  the  value  of  S«  and  of  A,  from  [5], 


;  +  3.8  fl. 


,)xiT-i) '.  m 


71  Baal  Lou  Due  to  Water  in  Pud.  —  The  water  in  eolid  fuda  exiota  in  two 
oms:  water  of  hydration,  Wtv,  and  moisture,  Wm-  This  water  muat  first  be 
used  from  the  temperature  t  of  the  firing  room  to  212  deg.,  then  evaporated  and 
assed  oS  with  and  at  the  temperature  of  the  escaping  gases;  therefore, 

L,  -  (IP_  +  Wk,)  X  [212  -  t  +  970.4  +  {T  -  212)  S.]. 
ubetituting  the  value  of  Su, 

L,  -  (ff.  +  W^)  X  (0.48  r  +  1080  -  (). 

72  Percenloiie  of  Exceai  A  ir.  — 

_  E»ceeaairX100  A,  X 100 

*      Theoretical  air  required      At  +  AitXHa 
ixpnmtd  in  terms  of  volume, 

^152^  _  (162  +  361  hS)  X  100 
^'  '  lS2  +  467if, 

rhich  reduces  to 

p              2100        _  100  (1+ 2.38  g^  „„ 

•"P(l+3Ho)  I+3ff,         '    ' 

73  Percentage  of  Free  Oxygen  in  Oatet.  —  The  percentage  of  free  oxygen  in 
he  gas  equals  the  excess  air  times  the  percentage  of  oxygen  in  the  air  divided  by 
be  total  volume  of  the  gas;  hence, 

^  A.X2i 

°      A,  +  NkXH,-\-A,' 
lubstituting  the  volume  values  of  A,,  A,,  and  Ni,  in  this  equation  and  reducing, 

P,  =  21  -  (1+  2.38  Ha)XP Ill) 

—  The  theoretical  mnvimum 
uialyaia  equals  the  theoretical 
B  the  percentage  of  oxygen  in 
produced  in  burning  a  weight 

21  „oi 


l  +  2.38ff,"    •     •    '     ' 
>um  one  pound  of  cortion  is 


burned  ooatains  hydrogen  aa 
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76  The  volume  <A  the  dry  gaa  por  lb.  of  cartKm  burned  at  62  d^  tabi.  k 

„        152  X  21      3192       ,, 
O, p -p-  ou.  ft. 

77  That  the  formula  herewith  developed  give  coirect  results  has  beei 
demoDstrated  by  applying  them  to  authoritative  and  carefully  executed  testa 
Thus  if  we  know  the  analysis  of  the  fuel  and  the  percentages  of  00|  and  GO  ii 
the  flue  gas  and  its  temperature,  we  can  not  only  readily  make  a  heat  balancE 

but  con  determine  all  other  important  and  useful  factors  without  the  k 

of  molecular  weights,  specific  heats,  etc.,  and  without  the  elaborate  calculatioic^^m 
usually  involved. 

DISCUSSION 

W.  N.  PoLOKOV  said  that  the  paper  laid  stress  on  the  details  ^^Mf 
analyzing  boiler  perf  onnance,  but  in  his  opinion  the  attention  to  tl  ~«"> 
performance  itself  was  the  important  thing.  He  exhibited  thr^^ne 
charts  on  the  screen  in  which  the  percentage  of  coal  used  productive^    !y 


Fig.  2    Chart  fob  Kbcordinq  Coal  Conbdmption  in  a  Power  Plan—    -i 

(Black  liDH  indicate  pcrwaUEe  of  cos!  used  productirsly.    Rsd  HtsDmou  nfcmd  to  iD-        Uil 

in  a,  plant  was  indicated  by  a  black  line,  the  line  being  continuec3  i" 
red  to  represent  the  percentage  used  wastefully.     By  determicK  ing 
what  the  evaporation  should  be  in  a  given  plant  and  then  offeK—iig 
an  incentive  to  the  firemen  to  obtain  such  a,  result  the  red  portioK3  o! 
the  lines  on  the  chart  would  gradually  be  replaced  by  black,  indi*^l- 
ing  a  corresponding  reduction  in  the  coal  wastefully  consumed.     One 
of  these  charts  is  reproduced  in  Fig.  2;  the  continuations  of  lines  in 
red,  however,  are  not  shown.     Mr.  Polakov  also  had  projected  cm 
the  screen  several  views  of  installations  of  boiler-  and  combustion- 
control  instrument  boards  which  he  had  devised. 
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D.  S.  Jacobus.  A  greater  number  and  a  better  quality  of  in- 
struments are  being  provided  than  formerly  to  guide  the  operators 
in  securing  good  results  from  boiler  plants.  The  results  secured 
imder  test  conditions  are  usually  regarded  as  being  considerably 
above  what  can  be  obtained  in  regular  operation,  and  there  is  every 
reason  why  there  should  be  a  considerable  difference  if  the  operating 
crew  is  not  given  the  proper  instruments  to  work  with. 

Experts  will  make  tests  at  a  plant,  employing  any  number  of 
high-grade  indicating  and  recording  instruments  and  obtain  a  high 
efficiency,  and  will  say  to  the  operating  crew,  "That  is  the  way  to  do 
it."  They  then  will  take  away  all  of  the  instruments  and  make  the 
mistake  of  expecting  the  crew  to  obtain  good  results.  This  method 
is  bound  to  lead  to  disappointment,  as  the  regular  crew  can  secure  no 
.  better  results  without  the  proper  instruments  to  guide  them  than 
could  the  experts  if  they  attempted  to  operate  the  plant  without 
the  instruments.  / 

We  are  now  installing  boiler  plants  that  would  not  have  been 
considered,  say,  ten  years  ago  on  accoimt  of  the  complication  re- 
quired to  secure  additional  efficiency.  Good  results  have  been 
obtained  at  these  plants  through  using  the  proper  number  and  right 
type  of  instruments  and  through  a  proper  training  of  the  operators. 
It  does  not  require  a  technically  trained  man  to  use  instruments  of 
this  sort  to  advantage  and  it  has  been  found  that  the  very  same  men 
that  have  operated  older  boiler  plants  where  simplicity  >^as  sought 
in  every  detail  have  made  a  success  in  operating  the  more  complex 
plants  and  have  become  enthusiasts  in  obtaining  the  very  best  results. 

The  author's  method  of  estimating  the  heat  loss,  or  any  other 
method  based  on  the  flue-gas  analyses  and  the  thoroughness  of  fuel 
combustion,  does  not  make  it  possible  to  separate  the  efficiency  of 
the  furnace  from  that  of  the  boiler,  or  to  include  all  possible  losses, 
as  there  is  a  feature  of  the  combustion  entirely  apart  from  what  is 
given  by  such  data  which  influences  the  combined  efficiency  of  the 
boiler  and  furnace,  m  For  this  reason  one  cannot  base  a  guarantee  for 
the  combined  boiler  and  furnace  efficiency  exclusively  on  data  of 
this  sort.  This  is  on  account  of  the  fact  that  delayed  combustion 
between  the  tubes  of  the  boiler  has  a  great  influence  on  the  flue-gas 
temperature.  As  good  flue-gas  analyses  may  be  obtained  where 
there  is  delayed  combustion  as  where  all  of  the  combustion  is  secured 
within  the  boiler  furnace,  but  it  can  readily  be  seen  that  unless  all 
of  the  combustible  elements  are  burned  within  the  furnace  there  will 
be  a  falling  off  in  the  efficiency.    This  fact  is  being  appreciated  more 
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and  more  and  the  general  practice  is  to  employ  larger  furnaces  than 
formerly.  In  some  instances  we  are  installing  furnaces  which  are 
three  times  as  large  for  a  given  class  of  work  as  in  the  past  and  are 
obtaining  additional  efficiency  thereby. 

Victor  J.  Azbe  said  that  practically  all  engineers  realized  the 
importance  of  large  combustion  chambers  and  that  boilers  with  a 
space  of  7  ft.  between  the  grate  and  the  lower  row  of  tubes  were  now 
being  installed.  If  boilers  were  studied  from  the  standpoint  of  gas 
velocities  and  circulation  was  so  maintained  that  all  the  benefit 
possible  was  obtained  from  the  combustion  space,  much  higher 
boiler  efficiencies  would  result. 

TnoBiAS  J.  Gannon  (written).  During  the  war  the  destructive 
work  of  the  submarine  brought  up  for  solution  the  dual  problem  of 
smokeless  combustion  of  bituminous  coal  in  marine  boilers  of  cargo- 
carrying  vessels  and  of  steaming  these  boilers  continuously  at  their 
maximum  capacity.  The  solution  of  the  problem  was  conducted 
under  the  immediate  direction  of  Mr.  A.  M.  Hunt,  member  of  the 
Ship  Protection  Committee  of  the  United  States  Shipping  Board, 
and  the  writer  had  immediate  charge  of  the  development  work. 

The  solution  sought  would  first  reduce  the  radius  of  visibility 
of  the  vessel  from  approximately  25  miles  to,  say,  10  to  12  miles, 
thus  increksing  the  effectiveness  of  the  protective  torpedo-boat 
destroyers  manyfold,  and  secondly,  would  increase  the  average 
speed  of  the  cargo  carriers  in  convoy  from  approximately  50  per 
cent  of  rated  speed  (speed  of  convoy  governed  by  speed  of  slowest 
boat)  to  full  rated  speed,  thereby  doubling  the  cargo-carrying 
effect  of  the  vessels. 

In  the  method  developed  the  coal  as  received  and  without  drying 
was  first  crushed  so  that  no  particle  exceeded  J  in.  in  diameter,  and 
was  then  projected  into  the  furnace  by  a  jet  of  air  compressed  to  a 
pressure  of  3  to  5  lb.  gage. 

The  granulated  fuel  was  lifted  into  the  projecting  device  by  the 
vacuum  produced  by  the  jet  of  expanding  air,  which  delivered  it  to 
the  fuel-spreading  nozzles  which  sprayed  it  on  the  fuel  bed.  The 
fuel  bed  was  carried  on  the  ordinary  flat  grates  in  the  corrugated 
furnaces  of  the  boiler.  The  transporting  air  was  approximately 
equal  in  amount  to  that  required  for  the  complete  combustion  of 
the  volatile  matter  in  the  coal.  At  the  high  temperature  produced 
in  the  combustion  chamber  all  the  volatile  matter  was  evolved  and 
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burned  during  the  time  that  it  took  the  fuel  to  travel  as  a  falling 
body  from  the  feeding  nozzle  to  the  fuel  bed,  where  it  arrived  as  a  very 
light,  porous  coke.  This  coke  was  burned  readily  by  air  under  a 
very  slight  forced  draft,  at  the  exact  rate  at  which  it  was  deposited, 
so  that  the  fuel  bed  was  of  constant  thickness. 

The  combustion  therefore  involved:  (1)  the  evolution  and  com- 
plete combustion  in  suspension  of  the  volatile  combustible  matter; 
(2)  the  complete  combustion  in  the  same  manner  of  the  dust  or 
powdered  coal,  and  (3)  the  combustion  on  the  flat  grate  of  the 
porous  coke. 

Briefly  the  results  obtained  were  as  follows: 

a  The  fuel  fed  into  furnace  continuously  at  the  rate  neces- 
sary to  develop  full  boiler  horsepower 

b  High  furnace  temperature,  producing  quick  evolution  of 
volatile  matter  from  the  coal 

c  Complete  combustion  of  volatile  matter  by  transporting 
air  at  the  high  temperature  present  in  the  furnace 

d  The  apparent  absence  of  clinker 

e  The  entire  absence  of  smoke 

/  The  operating  of  boiler  above  rated  capacity. 

From  the  forgoing  it  is  apparent  that  the  boiler  operation  was 
easily  controlled  mechanically,  as  the  coal  fed  per  unit  of  time  and 
the  air  required  for  the  combustion  of  its  volatile  matter  could  be 
measured  direct,  and  as  a  fuel  bed  of  pure  coke  of  constant  thickness 
'was  easily  maintained  by  means  of  the  ordinary  draft  gage.  The 
use  of  a  steam  or  feedwater  meter  might  have  added  further  to  the 
control. 

Exact  quantitative  results  on  the  installation  were  not  attained, 
as  the  signing  of  the  armistice  brought  all  development  work  of  a 
protection  character  to  an  end,  and  further  progress  on  this  method 
of  burning  coal  will  depend  on  private  effort. 

• 

The  Author.  Mr.  Polakov  exhibited  a  number  of  slides  which 
showed  all  the  instruments  he  deems  necessary  and  adequate  to  get 
the  results  desired.  But  before  every  instrument  board  the  author 
noticed  a  chair,  which  means  that  a  permanent  attendant  is  neces- 
sary to  watch  the  instruments,  make  the  necessary  gas  analyses  and 
coordinate  and  interpret  the  results. 

That  will  do  in  large  plants  that  can  afford  an  expert  attendant, 
but  it  is  not  suited  for  a  plant  of  moderate  size.  The  author  has  no 
criticism  to  make  of  Mr.  Polakov*s  system  of  control,  but  believes 
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} 


that  the  same  end  can  be  reached  m  a  more  direct,  simpler  am 
cheaper  way.  He  holds  that  the  three  autographic  records 
illustrated  in  his  paper  give  adequate  information  for  controlling! 
economic  boiler  operation;  and  furthermore,  that  these  autographL^Bc 
records  will  serve  as  a  true  basis  for  an  equitable  bonus  system,  as  l^^e 
will  endeavor  to  show  in  a  future  contribution  on  the  subject  to  th— ^^e 
Society. 


No.  1662 

DISCUSSION   OF  CERTAIN  PROBLEMS 

IN  REGARD  TO   MARINE 

DIESEL  OIL  ENGINES 

Bt  John  W.  Andebson,  Gboton,  Conn. 
Junior  Member  of  the  Society 

The  methods  of  reversing  as  originally  adopted  in  the  German  design  for  two-^^e 
engines  and  the  method  developed  by  an  American  firm  for  four-cyde  engines,  are 
discussed.  A  modification  introduced  in  a  tvHh-cyde  slow-speed  engine  used  in  a 
submarine  tender  proved  satisfactory, 

Diesel  engines  are  usually  started  by  means  of  compressed  air;  in  small  marine 
engines,  a  clutch  between  the  engine  and  the  propeller  permits  the  independent  starting 
of  the  engine.  In  all  cases  a  smooth  start  is  secured  by  bringing  first  the  temperature 
in  the  cylinders  to  approximately  the  same  value  it  has  under  working  conditions. 
Regular  turning  moment  and  definite  ignitions  in  the  cylinders  make  possible  the 
^uccesrful  operation  of  a  Diesel  engine  at  slow  speed.  In  the  large  sizes  a  smooth 
running  at  low  speeds  with  light  loads  is  obtained  by  a  mechanism  controlling  the  lift 
and  timing  of  the  spray  valve. 

While  lubrication  by  gravity  is  used  successfully  in  large  open-frame  slow-speed 
engines,  the  increasing  adoption  of  forced  lubrication  in  engines  of  all  types  and  sizes 
is  an  evidence  of  the  superior  advantages  of  the  latter  system. 

The  satisfactory  results  given  by  the  2500-hp.  sixr<ylinder  tuHxyde  Diesel  engines 
of  the  U.3.  S.  **  Maumee  "  point  out  that  all  ocean-going  cargo  vessels  can  be  equipprd 
with  Diesel  engines. 

Several  features  of  the  fuel  system,  the  arrangement  of  the  exhaust  piping,  the 
varieties  of  muffler,  and  the  systems  of  cooling  the  various  parts  of  Diesel  engines,  are 
considered  from  the  point  of  view  of  the  author's  experience. 

nPHE  method  of  reversing  used  on  the  two-cycle  engines  is  based 
on  the  fact  that,  in  these  engines,  the  spray  and  scavenger 
valves  can  be  set  right  for  running  in  the  reverse  dkection  by  shifting 
the  cams  through  a  common  angle.  One  camshaft  running  along 
the  tops  of  the  working  cylinders  operates  all  the  valves;  there  is 
one  cam  for  each  spray  and  scavenger  valve  and  the  camshaft  is 
shifted  for  reversing  through  an  angle  of  30  deg.  The  camshaft 
is  shifted  automatically  by  a  shp  coupling,  Fig.  1,  having  a  30-deg. 

Presented  at  the  Annual  Meeting,  December  1918,  of  The  Amebican  Socibtt 
OF  Mechanical  Engineers. 
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angle  between  the  jaws,  so  that  when  the  engine  starts  in  the  revers^^e 
direction,  the  crankshaft  revolves  30  deg.  before  the  camBhaft  start^^B; 
that  is,  when  the  timing  becomes  right  for  the  new  direction  of  TOtai^^&- 
tion.  The  air  startii^  valves  are  operated  by  two  separate  cam^^Ks, 
one  for  ahead  and  one  for  astern,  and  the  direction  of  rotation  of  th-aKzne 
engine  is  determined  by  bringii^  into  action  the  proper  cam,  whic~^^:::;h' 
in  turn  times  the  starting  valve. 

2  This  automatic  reversing  mechanism  fails  to  work  satisfa^  —c- 
torily  when  the  engine  is  operated  at  low  speed,  because  then  *^ — ^g 
engine  does  not  turn  exactly  uniformly;  and  since  the  slip  clutch  is 

of  the  friction  type  with  jaws  to  limit  the  extreme  travel  to  30  '^"f— — it., 

and  the  camshaft  and  its  parts  have  inertia  of  their  own,  this  st Sp 

clutch  fails  to  hold  the  camshaft  in  exact  relation  to  the  cranksha^HVt. 
This  upsets  the  timing  of  the  valves,  which  in  the  case  of  the  spr^^y 
valve  is  important. 


Fia.  1    Sup  Coupuno  for  AuroiuTtc  Shut  or  CAMSHArr 

3  In  the  1000-hp,  engine  installed  in  the  single-screw  submar^-ine 
tender  FulUm  the  shifting  of  the  camshaft  was  made  definite  ^nd 
positive  by  substituting,  in  place  of  the  slip  clutch,  a  sliding  ale^ve 
operated  by  a  pneumatic  cylinder  under  the  control  of  the  handling 
gear  shown  in  Fig.  2,  The  vertical  shaft,  which  drives  the  camakxBft 
from  the  crankshaft  is  cut  and  the  shding  sleeve  connects  the  "fro 
parts;  it  shdes  on  one  of  them  on  straight  keys  parallel  to  the  loxip- 
tudinal  axis  of  the  shaft,  and  on  the  other  on  spiral  groovee,  bo  'tbit 
when  the  sleeve  ia  moved  along  the  axis  of  the  vertical  shaft  the  cam- 
shaft is  twisted  relatively  to  the  crankshaft  through  the  same  ang'^ 
of  shifting  used  in  the  original  design,  namely,  30  deg. 

4  To  make  the  action  still  more  positive,  there  is  an  automatic 
locking  device  on  the  pneumatic  cyHnder.  It  consists  of  a  bar  with 
two  holes,  connected  to  the  lever  operating  the  sleeve;  correspond- 
ing to  these  holes  there  are  two  locking  pins,  one  for  each  end  of  the 
pneumatic  cyUnder.     The  parts  are  so  arranged  that  when  the  sleeve 
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is  in  either  extreme  position,  one  of  the  locking  pins  fits  into  the  proper 
hole  in  the  locking  bar  and  the  parts  are  held  securely  in  place. 

5  When  it  is  desired  to  reverse  the  engine,  air  is  admitted 
by  the  handling  gear  to  a  piston  on  the  docMi^  pin  holding  the 
bar.  This  air  pressure  pulls  the  locking  pin  out,  and  when  the  pin 
is  clear  of  the  bar  a  port  is  uncovered  leading  to  the  pneumatic 
cylinder.  The  air  pressure  acting  on  the  piston  in  the  cylinder 
moves  it  to  the  other  extreme  position,  setting  the  camshaft  right 
for  rmming  in  the  opposite  direction,  and  just  as  it  reaches  the  ex- 
treme position  it  uncovers  a  port  in  the  cyhnder,  admitting  the  air 
to  the  air  starting  valves  on  the  working  cylinders.  Of  course  it  is 
understood  that  when  this  gear  reaches  its  new  extreme  position, 
the  locking  pin  at  that  end  of  the  cylinder  registers  with  the  hole  in 
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"the  bar  and  again  locks  the  mechanism.  The  action  is  very  simple 
and  thoroughly  foolproof  and  positive.  This  engine  has  been  in 
service  for  some  time  now,  and  the  reversing  gear  has  amply  lived 
■up  to  expectations. 

6  A  similar  method  of  reversing  has  been  developed  by  the 
American  company  for  use  on  four-cycle  engines  (Fig.  3),  but  un- 
fortunately in  this  case  it  is  necessary  to  have  a  separate  camshaft  for 
each  kind  of  valve  because  of  the  different  angles  through  which  it  is 
necessary  to  shift  the  cams  in  order  to  bring  the  timing  right  for  the 
new  direction  of  running.  The  engines  are  fitted  with  three  camshafts, 
one  for  the  spray  valves,  one  for  the  inlet  valves,  and  one  for  the  ex- 
haust valves.  The  air  starting  valves  are  operated  by  a  single  cam 
which  is  shifted  by  a  separate  mechanism  to  bring  its  timing  right 
The  operation  is  pneumatic  and  the  valves  are  controlled  by  plungers 


726 


BCARINE  DIS8EL  OIL  BNGINES 


arranged  radially  around  the  single  cam,  in  accordance  with  the  prop^^ 
sequence  of  cranks.    All  of  the  camshafts  are  shifted  by  means  of       a 
single  pneumatic  cylinder  operating  sUding  sleeves  similar  to  the  o 
just  described,  except  fo(  the  addition  of  a  set  of  jaws  on  the 
shaft  which  register  with  jaws  in  the  sUding  sleeve  in  its  extreme 
sitions  and  take  the  driving  effort.    The  work  of  the  spiral  grooves 
thus  confined  exclusively  to  shifting  the  camshaft.    As  in  the  t 
cycle  engines,  only  a  single  cam  is  provided  for  each  valve, 
method  of  reversing  has  been  applied  to  several  engines  and  acts 
satisfactorily  in  the  case  of  the  four-cycle  engines  as  for  the  two-cy 
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Fig.  3    Foub-Cycle-Enqine  Reversing  Mechanism 


7  The  method  of  starting  a  Diesel  engine  which  is  almost  uni- 
versally used  is  by  means  of  compressed  air,  and  in  most  cases  tie 
air  enters  the  working  cylinders.  The  objection  often  raised  against 
this  practice  is  that  rapid  temperature  changes  are  produced  in  the 
cylinders  by  the  chilling  effect  of  the  expanding  starting  air  alternat- 
ing with  the  heat  due  to  compression  and  then,  after  a  few  strokes, 
the  heat  due  to  combustion.  However,  this  method  gives  satisfac- 
tory service  and  no  ill  effects  are  known  to  result  in  the  cylinder 
from  its  use. 

8  In  starting,  the  air  is  ordinarily  turned  on  for  only  a  few 
seconds,  and  in  a  few  seconds  more  the  engine  can  be  brought  right 
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up  to  full  power  if  desired.  In  fact,  with  a  perfectly  cold  engine 
the  operation  will  be  a  great  deal  smoother  under  a  moderate  load 
immediately  after  starting  than  it  wiU  be  at  a  very  light  load.  This 
applies  particularly  at  low  speeds.  For  stationary  engines  which 
operate  at  full  speed  only,  this  condition  is  not  encountered  because 
the  engine  is  brought  up  to  full  speed  inmiediately  after  starting  and 
the  flywheel  has  inertia  enough  to  keep  the  engine  running  smoothly, 
even  though  ignitions  are  somewhat  irregular. 

9  In  a  marine  engine  the  case  is  entirely  different.  Here  it 
may  be  desired  to  start  an  engine  slow  ahead  or  astern,  which,  with 
a  small,  light,  high-speed  engine  is  difficult,  unless  a  clutch  between 
the  engine  and  propeller  permits  the  engine  to  be  started  up  inde- 
pendently, warmed  up,  and  then  the  clutch  thrown  in.  The  trouble 
in  starting  up  when  the  engine  is  connected  directly  to  the  propel- 
ler is  that  in  order  to  get  the  first  ignition  the  fud  is  turned  well  on, 
and  when  the  first  ignition  does  come  there  is  enough  energy  in  the 
combustion  to  overcome  the  inertia  of  the  parts  and  drive  the  engine 
up  to  a  much  higher  speed  than  is  desired.  With  large,  heavy  engines 
this  tendency  is  not  nearly  so  marked  and  it  is  possible  to  get  a  slow, 
smooth  start.  Here  the  energy  of  the  first  combustion  is  not  nearly 
as  great  in  proportion  to  the  mass  of  the  moving  parts. 

10  There  are  several  ways  to  assist  in  getting  a  smooth  start  on 
a  cold  engine,  and  it  is  important  to  follow  one  of  them  in  the  case 
of  large  engines.  One  method  is  to  heat  the  jacket  water  by  turning 
steam  in  from  an  auxiliary  boiler.  In  this  way  the  cylinder  walls 
can  be  warmed  up  to  something  approaching  the  working  tempera- 
tures, and  a  smooth  start  is  easily  made.  Another  method,  partic- 
ularly useful  in  installations  where  very  heavy  fuels  are  used,  is  to 
start  with  a  Ughter  fuel.  By  a  Ughter  fuel  is  meant  one  that  ignites 
readily  and  is  more  easily  broken  up  so  as  to  expose  more  siuf  ace 
to  the  heated  air  in  the  cylinder  in  the  compression  space,  and  thus 
give  a  quicker  ignition.  The  solution  of  the  problem  of  getting  a 
good  smooth  start  consists  essentially  in  having  the  temperature  in 
the  cylinders  approximately  the  same  as  under  working  conditions 
and  then  injecting  the  fuel  positively  and  regularly.  Any  method 
which  does  this  will  solve  the  problem. 

11  Generally  speaking,  stationary  engines,  and  marine  engines 
with  clutches  between  the  engine  and  propeller,  are  fitted  with  start- 
ing valves  on  only  half  of  the  working  cylinders.  This  means  that 
while  the  engine  is  being  turned  over  by  starting  air  on  part  of  the 
cylinders,  the  others  are  being  warmed  up  by  the  compression,  and 


\ 


728  MABINE  DIESEL  OIL  ENGINES 

even  under  very  adverse  conditions  they  soon  reach  such  a  tempen^.*- 
ture  that  ignition  is  obtained.    In  the  case  of  reversing  engine 
the  handling  gear  is  sometimes  modified  to  cause  the  starting  air 
be  turned  on  and  off  the  cyUnders  in  groups. 

12  The  question  of  maneuvering  is  principally  one  of  obi 
sufiicient  starting-air  capacity,  either  by  carrying  a  large  number 
flasks  or — a  much  better  way  in  the  case  of  a  large  ship — by  haviiE=]g 
an  auxiUary  compressor  unit  of  good  capacity.  While  the  ship  is 
maneuvering,  the  compressor  unit  is  kept  running  all  the  time  ai=zzid 
pumps  into  the  starting  flasks.  With  such  a  provision  an  engine  ^^— *n 
be  reversed  repeatedly  with  only  a  very  small  starting-flask  capadt—^y. 

13  In  the  case  of  small  powers,  it  is  much  more  convenient  'iio 
use  a  clutch  between  the  engine  and  propeller  and  employ  a  m^  n- 
reversing  engine  which  is  kept  running  all  the  time. 

14  The  charge' is  often  made  against  the  Diesel  engine  that  iU     is 
impossible  to  slow  it  down  materially.    This  is  true  to  a 
extent  of  the  ordinary  type  of  construction,  but  with  the 
modifications  any  Diesel  engine  can  be  made  to  slow  down 
operate  as  readily  at  the  lower  speeds  as  at  the  higher.    The 
of  the  problem  consists  in  having  a  regular  enough  turning  mom^^^it 
to  keep  the  engine  running  fairly  smoothly,  and  in  obtaining  defixLSte 
and  regular  ignitions  in  the  cyUnders.    The  case  is  much  simi^^er 
for  a  large,  heavy  engine  which  has  a  big  mass  in  the  moving  paxr^ 
and  where  there  are  a  larger  number  of  cylinders,  say,  at  least    ^ix 
for  a  two-cycle  engine  and  eight  for  a  four-cycle  engine,  than  it  is  'Mot 
a  small,  light  engine. 

15  In  the  propulsion  of  a  ship  the  power  drops  off  very  rapL^y 
as  the  revolutions  are  reduced,  and  therefore  at  very  low  speeds  "tie 
power  is  so  small  that  when  divided  up  among  all  of  the  cylinders  in 
the  engine  there  is  not  enough  fuel  injected  into  each  cylinder  to  g^y^ 
regular  ignitions.    This  can  be  remedied  in  a  large  measure  by  cntti^ 
out  half  of  the  cylinders.    The  load  per  cylinder  will  then  be  more 
than  doiibled  and  the  engine  will  rim  with  very  light  loads  at  low 
revolutions. 

16  Another  method  consists  in  the  control  of  the  spray-val^e 
lift  and  timing  by  the  operator.  The  control  mechanism  is  so  iu^ 
ranged  that  the  timing  and  lift  are  changed  at  the  same  time.  Id 
some  cases  the  valve  is  made  to  open  at  the  same  time  imder  all 
settings  and  to  close  earlier,  while  in  others  it  dela3rs  the  time  of 
opening  by  the  same  amount  the  time  of  closing  is  shortened.  Both 
systems  appear  to  work  satisfactorily.    When  it  is  desired  to  dow 
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the  engine  down  the  fuel  supply  is  reduced,  the  spray-valve  lift 
reduced  and  the  timing  changed,  and  the  spray-air  pressure  reduced 
somewhat.  The  combined  effect  of  all  these  is  to  give  regular 
ignitions  in  the  cyUnders,  hence  a  smooth  turning  moment  and 
good  control  over  the  engine.  This  method  is  much  more  preferable 
to  cutting  out  some  of  the  cylinders  at  reduced  power,  since  it  pro- 
vides more  impulses  smaller  in  size  and  at  closer  intervals,  which 
are  all  very  vital  points  when  nmning  at  very  low  speeds. 

17  The  advisabiUty  of  fitting  some  sort  of  gear  for  controlling 
the  timing  and  lift  of  the  spray  valve  depends  upon  the  type  of 
engine  and  the  place  where  it  is  going  to  be  installed.  Without 
such  gear,  an  engine  can  be  slowed  down  to  about  half  speed  with- 
out difficulty,  hence  for  installations  of  small  power  in  ships  having  a 
maximum  speed  of  10  knots  or  thereabouts  it  is  unnecessary  because 
half  speed  means  Uttle  more  than  steerageway.  On  the  other  hand, 
in  the  case  of  ships  havmg  a  higher  maximum  speed  such  as  15  or 
20  knots,  it  is  very  desirable  to  be  able  to  slow  the  engines  down  to 
quarter  speed  or  less  and  then  the  installation  of  such  a  gear  becomes 
almost  a  necessity.  Under  some  circumstances,  of  course,  it  might 
be  considered  better  to  sacrifice  maneuvering  abiUty  for  the  sake  of 
simplification,  but  on  engines  of  the  size  used  on  seagoing  ships  the 
slight  added  complication  due  to  this  gear  seems  every  bit  worth 
while. 

18  The  question  of  lubrication  is  one  that  is  dependent  upon 
the  type  of  engine.  The  gravity  system  is  used  successfully  on  large 
open-frame  slow-speed  engines,  while  on  the  small  sizes,  particularly 
where  the  crankcase  is  enclosed,  a  mechanical  oiler  is  often  used -with 
leads  to  separate  bearings  or  else  a  system  of  forced  lubrication. 
There  is  one  difficulty  with  the  gravity  lubrication  and  the  mechani- 
cal oiler,  and  that  is,  that  there  are  many  parts  and  pipes  to  consider, 
and  each  pipe  or  lead  requires  a  certain  amount  of  individual  at- 
tention in  order  to  see  that  the  proper  amount  of  oil  is  being  suppUed 
to  that  particular  part.  Furthermore,  with  these  systems  only  just 
enough  oil  with  a  slight  margin  is  provided  to  cover  the  necessary 
requirements  of  the  bearing. 

19  The  big  advantage  of  the  forced-lubrication  system  is  that  a 
good  surplus  is  suppUed  to  each  bearing  at  all  times  and  distribution 
of  the  oil  is  secured  by  the  proportions  of  the  various  passages,  and 
hence  requires  no  attention  on  the  part  of  the  operator  other  than 
to  make  (Hire  that  the  main  supply  to  the  engine  is  kept  up.  Of 
course  the  various  passages  must  be  kept  clear  and  open,  but  this  is 
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a  matter  that  can  be  readily  attended  to  during  the  overhaulin 
period  and  there  is  very  little  tendency  for  the  oil  to  plug  up  tl^^ne 
passages  during  operation. 

20  There  is  one  thing  in  connection  with  forced  lubrication  thi^^at 
is  eictremely  important  and  requires  constant  watchfulness  on 
part  of  the  operator,  and  that  is  the  question  of  salt-water  I 
into  the  lubricating  oil.    Any  leak  into  the  crankcase,  no  matti^i  m' 
how  small,  forms  an  imdesirable  mixture  with  the  lubricating  f     -?i| 
and  at  moderate  temperatures  creates  a  deposit  which  will  giiifilr-     \y 
plug  up  the  passages.    If  special  precautions  are  taken  against  t""^ 
leakage  of  the  salt  water  into  the  oil  and  the  condition  of  the  oil       is 
watched  carefully  at  all  times,  there  is  Uttle  chance  for  difficuft^^ 
in  this  direction.    From  every  other  standpoint  forced  lubricatL^n 
has  the  advantage  over  other  methods.    The  proof  of  this  is  b^sst 
shown  by  the  increasing  adoption  of  this  system  on  engines  of    ^ 
types  and  sizes. 

21  With  an  open-frame  engine  and  using  special  precautions    so 
that  lubricating  oil  from  the  working  cylinders  does  not  drip  into  ^lie 
crankcase,  the  oil  does  not  become  foul  except  after  long  service,  but 
with  the  closed-crankcase  tnmk-piston  engine  the  lubricating    oil 
soon  becomes  fouled  with  finely  divided  carbon  particles.    After  a 
time  the  oil  turns  very  black  and  viscous  and  tends  to  dog  tha   oil 
passages.    This  requires  as  much  as  3000  hours'  running  in  some 
cases,  while  in  others  this  condition  obtains  in  a  few  hundred  hoiii^. 
It  is  imderstood,  of  course,  that  oil  is  added  from  time  to  time  ix) 
make  up  for  the  losses,  but  the  system  is  not  cleaned  out  and  the 
whole  supply  replenished  in  all  this  time.    As  this  condition  of  the 
oil  is  approached  the  danger  of  bearing  troubles  increases,  and  if  it 
can  be  avoided  the  oil  ought  never  to  be  allowed  to  get  into  such  a 
condition. 

22  Most  of  the  carbon  particles  are  removed  by  filtering  and 
the  filtered  product  approaches  the  original  in  all  its  properties 
except  that  it  is  darker,  due  to  the  presence  of  the  particles  which 
were  not  removed  by  filtering.  The  centrifugal  process  of  clarifying 
is  even  better  than  filtering  and  removes  a  larger  proportion  of  the 
carbon  particles. 

23  To  attempt  to  filter  or  clarify  the  oil  each  time  it  is  circulated 
through  the  engine  would  imply  the  addition  of  too  much  apparatus 
to  take  care  of  such  a  quantity  of  oil,  and  fortunately  it  is  unneces- 
sary. The  best  way  is  to  drain  out  the  system  at  regulal^intervals, 
depending  upon  the  type  of  engine  and  the  conditions  of  the  service, 
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and  fill  up  with  fresh  oil.    The  fouled  oil  can  be  filtered  at  leisure 
and  kept  for  future  use. 

24  The  Diesel  engine  industry  is  still  so  young  that  the  question 
of  how  large  an  engine  can  be  built  is  one  that  cannot  readily  be 
answered  at  this  time.  I^ctically  all  of  the  engines  in  service 
today  are  of  small  and  moderate  power  as  compared  with  certain 
steam  plants,  but,  on  the  other  hand,  big  strides  have  been  made  in 
the  last  few  years  in  the  development  of  large  units. 

25  In  view  of  what  has  already  been  done  and  the  experimental 
work  that  has  been  undertaken  by  so  many  firms,  it  is  imdoubtedly 
only  a  question  of  time  when  Diesel-engine  power  will  be  available  for 
all  except  the  very  fastest  liners  and  warships. 

26  The  vibration  produced  by  an  engine  depends  largely  upon 
the  number  of  cylinders  and  upon  their  arrangement.  In  commer- 
cial work,  generally  speaking,  the  speed  is  slow  enough  and  the  hull 
heavy  enough,  so  that  the  matter  is  not  one  of  great  importance,  but 
in  the  case  of  a  high-speed  engine  in  a  light  huU,  it  is  absolutely 
necessary  that  the  engine  be  properly  balanced. 

27  For  conmiercial  work  many  four-cylinder  four-cycle  en- 
gines have  been  built,  and  these  engines  are  very  badly  out  of  balance 
due  to  arranging  the  cranks  all  in  one  plane  to  get  the  best  turning 
moment.  But,  as  already  stated,  where  these  engines  have  been 
installed  no  serious  difficulty  has  resulted,  due  imdoubtedly  to  the 
relatively  low  revolutions  and  the  small  size  of  the  engine  as  compared 
with  the  hull. 

28  If  good  balance  is  desired,  it  is  necessary  to  use  six  or  eight 
cylinders,  which  can  be  made  to  give  the  best  turning  moment  and  a 
good  balance  at  the  same  time.  The  only  thing  that  interferes  with 
giving  these  engines  a  perfect  balance  is  the  air-compressor  cylinders, 
but  the  reciprocating  parts  of  these  compressor  cylinders  are  com- 
paratively Ught  and  hence  do  not  cause  any  serious  difficulty.  In 
the  case  of  crosshead  engines  it  is  oftentimes  convenient  to  drive 
the  compressors  by  beams  and  links  from  the  crossheads.  On  a 
six-cylinder  four-cycle  engine,  for  instance,  there  might  be  three 
compressors  driven  from  three  of  the  cranks,  or  on  a  six-cylinder 
two-cycle  engine  three  compressors  would  be  driven  from  three  of  the 
crossheads  and  three  scavenger  pumps  from  the  other  three,  so  that 
a  practically  perfect  balance  would  be  obtained. 

29  The  usual  method  for  the  fuel  system  is  to  carry  the  main 
supply  olsfuel  in  the  double  bottom  or  in  tanks  in  parts  of  the  ship 
that  are  not  ordinarily  otherwise  used,  and  then  provide  pumps  for 
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pumping  it  into  gravity  tanks  placed  well  up  in  the  engine  room  so 
that  the  fuel  can  flow  by  gravity  from  the  tanks  to  the  engines. 
The  tanks  are  made  large  enough  to  hold  at  least  several  hours' 
supply  and  oftentimes  a  whole  day's  supply,  so  that  the  fuel  has 
plenty  of  time  to  settle  and  any  sediment  or  water  will  collect  at  the 
bottom  of  the  tank,  where  it  may  be  drained  off.  It  is  very  necessary 
that  the  fuel  supply  to  the  engine  be  perfectly  clean.  Very  small 
particles  of  dirt  or  foreign  matter  will  stick  in  the  valves  on  the  fuel 
pumps  on  the  engine  and  cause  no  end  of  trouble.  There  is  only  one 
way  to  avoid  getting  this  dirt  into  the  engine  and  that  is  to  filter  the 
fuel  properly.  The  filter  is  sometimes  placed  between  the  gravity 
tank  and  the  engine  and  is  sometimes  combined  with  the  gravity 
tank.  In  case  the  gravity  tank  is  of  small  capacity,  it  is  generally 
placed  on  the  discharge  side  of  the  pump  which  pumps  the  fuel  from 
the  main  tanks  to  the  gravity  tank. 

30  The  arrangement  of  the  exhaust  piping  depends  upon  the 
type  of  the  boat  and  the  conditions  of  the  installation.  In  the  case 
of  small  boats  where  the  water  Une  is  more  or  less  fixed  and  vei^ 
little  rough  water  is  encountered,  an  underwater  exhaust  works  out 
very  satisfactorily,  but  in  the  case  of  large  ships  the  exhaust  must 
be  carried  up  a  stack.  In  twin-screw  boats  it  is  essential  that 
the  exhaust  from  each  engine  be  kept  separate  so  that  it  can  be 
watched  by  the  operators.  One  of  the  simplest  methods  of  detect- 
ing faulty  operation  in  a  Diesel  engine  is  to  watch  the  exhaust. 
The  least  sign  of  smoke  is  a  sign  of  poor  combustion  and  should  be 
investigated  at  once. 

31  Many  varieties  of  muffler  are  used.  The  main  idea  of  all  of 
them  is  to  break  up  the  pulsations  in  the  flow  of  the  gases  and  give  a 
steady  flow.  Where  there  is  plenty  of  space  and  weight  available,  a 
big  expansion  chamber  serves  fairly  well,  but  it  is  much  better  to 
reduce  the  size  and  use  baffle  plates.  One  of  the  best  types  is  one 
in  which  the  gases  enter  a  cylindrical  chamber  tangentially  at  the 
circumference  and  escape  at  the  center,  or  vice  versa.  Cooling  the 
gases  by  turning  the  cooling  water  from  the  engine  into  the  exhaust 
pipe  helps,  too,  but  is  not  used  except  in  some  special  cases.  If 
there  is  very  much  sulphur  in  the  fuel,  water  combines  with  the 
products  of  combustion  and  forms  sulphuric  acid,  which  will  in 
time  destroy  the  exhaust  piping.  If,  however,  the  entire  quantity 
of  the  coohng  water  passing  through  the  engine  is  turned  into 
the  exhaust,  the  mixture  is  so  dilute  that  there  is  little  danger  of 
trouble. 
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32  The  piping  itself  must  be  jacketed  or  lagged  and  due  allow- 
ance must  be  made  for  expansion.  Water-jacketing  is  in  most  cases 
more  satisfactory  but  it  adds  to  the  complication  and  cost  of  the 
system  and  for  that  reason  is  oftentimes  avoided  and  the  pipes  are 
lagged. 

33  The  question  of  cooling  the  various  parts  of  a  Diesel  engine, 
is  an  important  one,  but  as  far  as  the  fixed  parts  are  concerned  the 
problem  is  simple  for  all  ordinary  sizes  of  engines.    It  is  only  neces- 
sary to  provide  for  the  proper  flow  of  the  cooling  water,  avoiding  all 
pockets  and  dead  areas.    In  the  case  of  nearly  all  two-cycle  engines 
and  in  four-cycle  engines  of  quite  moderate  size  it  is  necessary  in 
addition  to  cool  the  working  piston,  and  herein  Ues  a  real  problem. 
There  is  no  exact  dead  Une  below  which  cooling  is  unnecessary  and 
above  which  cooling  is  necessary,  as  a  great  deal  depends  upon  the 
conditions  of  operation;  that  is,  a  high-speed  engine  designed  to  be 
driven  at  a  heavy  overload  might  require  cooling,  while  the  same 
engine  driven  at  a  lower  speed  and  moderate  power  would  operate 
perfectly  satisfactorily  with  imcooled  pistons.    It  is  simply  a  question 
of  carrying  away  the  heat  absorbed  by  the  top  of  the  piston.    If  it  can 
be  carried  off  fast  enough  through  the  cylinder  walls  to  keep  the 
center  of  the  piston  head  from  gettii^  too  hot,  then  the  pistons  do 
not  need  to  be  cooled,  but  if  this  is  not  so,  then  the  extra  heat  must 
be  absorbed  by  the  circulation  of  a  cooling  medium  through  the 
piston.    In  general,  it  may  be  said  that  two-cycle  engines  develop- 
ing 50  b.hp.  or  more  per  cyUnder  and  four-cycle  engines  devel- 
oping 150  b.hp.  or  more  per  cylinder  are  better  off  with  cooled 
pistons. 

34  The  difficulties  in  the  way  of  successfully  cooling  the  piston 
are  best  shown  by  the  variety  of  substances  used  and  by  the  various 
devices  employed  to  carry  the  substance  to  and  from  the  piston. 
The  simplest  method  is  to  employ  a  jet  of  air,  but  this  is  not  very 
effective  and  can  be  used  only  where  the  cooling  effect  required  is 
veiy  slight.  The  other  three  substances  employed  to  any  extent 
are  lubricating  oil,  fresh  water  and  salt  water.  Lubricating  oil  has 
the  distinct  disadvantage  that  its  specific  heat  is  only  about  0.4  of 
that  of  water  and  hence  about  2^  times  as  much  must  be  circulated 
to  carry  off  the  same  amoimt  of  heat  within  the  same  temperature 
limits.  In  addition,  oU  does  not  absorb  heat  from,  or  give  heat  to,  a 
metaUic  siuiace  as  readily  as  does  water.  The  one  advantage  of  oil  is 
that  in  case  of  any  leakage  inside  of  the  crankcase  it  mixes  with  the 
other  lubricating  oil  and  does  no  damage. 
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35  In  view  of  all  this,  it  is  readily  understood  why  lubricating 
oil  is  used  only  in  special  cases  where  certain  conditions  make  the 
advantages  more  than  outweigh  the  disadvantages. 

36  For  commercial  work  it  is  safe  to  say  that  the  choice  lies 
between  fresh  and  salt  water.  Fresh  water  requires  an  additional 
system  including  tank,  pump,  cooler  and  piping  but  it  is  not  so  cor- 
rosive, not  so  destructive  to  the  packing  in  the  joints  of  the  systemi 
not  dangerous  as  regards  deposits  in  the  piston,  and  in  case  of  leakage 
into  the  lubricating  oil  there  is  not  the  danger  of  damage  to  bearings. 
When  salt  water  is  used  with  proper  precautions,  most  of  the  advan- 
tages of  fresh  water  disappear,  but  it  is  a  question  as  to  how  far  these 
precautions  can  be  successfully  carried  out  under  every  day  working 
conditions.  Both  fresh  and  salt  water  wiU  undoubtedly  be  used 
for  some  time  to  come  imtil  enough  experience  is  gained  with  both 
systems  to  finally  settle  the  matter  either  one  way  or  the  other, 
or  it  may  be  that  fresh  water  wiU  be  used  for  high-grade  installa- 
tions and  salt  water  where  first  cost  and  simplicity  are  of  prime 
importance. 

37  To  carry  the  liquid  to  and  from  the  piston  there  are  three 
general  systems,  but  the  details  for  any  one  system  are  varied  greatly 
by  the  various  engine  builders  or  by  the  same  builder  on  different 
engines.  One  system  is  to  combine  the  cooling  with  the  lubrication 
system  as  in  Fig.  4,  but  this  of  course  is  applicable  only  in  case 
lubricating  oil  is  used  for  cooling.  The  general  scheme  is  to  supply 
the  oil  to  the  main  bearings,  from  whence  it  passes  through  the  hpUow 
crankshaft  to  the  crankpin  bearings  and  up  the  connecting  rods  to  the 
wrist  pins,  thence  through  pipes  or  passages  in  the  piston  to  the  head 
and  back  again  through  a  pipe  or  passage  to  some  point  near  the  bot- 
tom of  the  piston,  from  where  it  can  drain  directly  into  the  crankpit- 
A  certain  amoimt  of  oil  leaks  out  at  the  bearings  and  this  serves  to 
lubricate  them. 

38  A  second  system  is  to  use  jointed  swinging  pipes  and  a  third 
system,  telescopic  pi^.  Both  inlet  and  outlet  pipes  can  be  and  are 
generally  used  so  that  any  liquid  desired  can  be  employed  for  the 
cooling  medium.  The  swinging  pipes  are  suitable  for  slow-«peed 
engines  only,  as  at  high  speeds  the  inertia  forces  are  very  large  and  it 
is  troublesome  to  take  care  of  them  properly.  Moreover,  the  passage 
for  the  liquid  must  by  the  nature  of  the  case  have  several  bends 
and  turns,  and  at  high  revolutions  the  inertia  forces  produce  ex- 
tremely high  pressures,  making  it  very  difficult  to  keep  the  joints  of 
the  systems  tight. 
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39  There  is  one  principle  that  must  be  followed  in  the  design  of 
swin^ng  pipes  for  even  moderate  speeds,  and  that  is  to  keep  the 
bearings  at  the  joints  of  the  pipes  entirely  independent  of  the  stuff- 
ing boxes,  or  in  other  words  the  piping  for  carrying  the  liquid  and 
the  strength  members  for  taking  the  inertia  forces  must  each  do  its 
,own  work  although  they  are  fastened  together  and  are  a  part  of 
each  other.    The  great  trouble  with  this  system  is  to  keep  it  tight  at 


Via.  4    Combined  Coounq  and  Lubbicatiom  Stbtbhb 


the  jointe  and  it  is  only  by  careful  designing  along  the  lines  stated 
that  Hucceesful  results  can  be  obtained.  In  case  water  is  used  for  a 
cooling  medium,  the  lubrication  of  the  bearings  at  the  joints  becomes 
important,  but  with  forced  lubrication  there  is  generally  enough 
oil  flying  around  in  the  crankcase  to  take  care  of  this,  if  pocketa, 
connected  to  the  bearings,  are  provided  for  catching  it. 

40    Telescopic  pipes  are  adaptable  to  both  high-  and  low-speed 
All  parts  are  moving  in  line  with  the  cylinder  ana  and 
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taking  care  of  the  inertia  forces  is  much  simpler  than  with  the  swing- 
ing links.  Moreover,  there  are  fewer  turns  in  the  passages  for  the 
cooUng  medium  and,  as  a  general  thing,  air  chambers  can  be  placed 
so  as  to  effectively  care  for  the  surges  in  the  cooling  liquids.  An  air 
chamber  on  the  suction  side  is  a  necessity,  but  on  the  discharge  side 
it  may  be  dispensed  with  provided  the  discharge  pipes  are  of  generous 
size.  It  is  good  practice  to  put  an  open-end  pipe  discharging  into  a 
funnel,  with  proper  provision  against  splashing,  on  the  discharge  line 
so  that  the  cooling  fluid  coming  from  the  piston  can  be  actually  seen 
by  the  operator.  A  certain  amount  of  flexibiUty  in  the  telescopic 
pipes  is  desirable  in  order  to  remedy  any  slight  looseness  of  the 
piston,  or  of  the  crosshead  in  its  guide,  or  any  sUght  misalignment. 
One  method  of  accomplishing  this  is  to  provide  a  double  pipe— one 
pipe  inside  another.  The  inside  pipe  is  fastened  at  one  end  to  the 
piston  or  crosshead  and  at  the  other  to  the  outside  pipe.  The 
outside  pipe  is  guided  in  the  part  fixed  to  the  engine  frame.  Here 
again  the  most  troublesome  part  is  the  packing,  but  it  is  like  packing 
the  piston  rod  of  an  engine,  and,  as  might  be  expected,  the  most  satis- 
factory packing  is  of  the  labyrinth  type  with  provision  for  self-ad- 
justment to  the  pipe  so  that  it  fits  snugly  imder  all  conditions. 


DISCUSSION 

J.  C.  Shaw  (written).  Referring  to  Par.  1,  the  author's  method 
of  turning  the  camshaft  positively  through  an  angle  should  be  very 
satisfactory  for  the  two-cycle  engine,  but  it  appears  unnecessarily 
complicated  for  the  four-cycle,  due  to  the  need  of  introducing  two 
extra  camshafts.  The  usual  method  of  shifting  one  shaft  axially  to 
bring  the  ahead  or  astern  cams  into  action  for  the  four-cycle  engine 
is  a  simpler  arrangement. 

It  would  have  been  very  interesting  to  have  learned  more  details 
from  the  author  in  regard  to  the  actual  performances  and  minor 
troubles  referred  to  with  the  U.  S.  S.  Maumee.  It  has  been  reported 
that  her  economies  are  comparatively  high;  also  that  she  has  broken 
her  cylinder  heads,  which  have  been  replaced  in  bronze,  the  rupture 
being  attributed  to  the  unusually  high  starting  air  and  injection  air 
employed.  This  vessel  is  not  correctly  a  pioneer,  nor  should  it  be 
considered  a  good  example  of  what  a  motorship  should  be  for  this 
class  of  vessel.  The  history  and  performance  of  the  excellent  fleet 
of  motor  vessels  owned  by  the  East  Asiatic  Company  is  conunon 
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knowledge.    Their  famous  original  vessel,  the  SeUmdia,  has  already 
seen  six  years'  continuous  service  as  a  cargo  boat. 

With  engines  of  the  Burmeister  &  Wain  type  the  methods  sug- 
gested in  Par.  10  for  getting  a  smooth  start  on  a  cold  engine  of  large  size, 
as  heating  the  jacket  water  or  using  a  lighter  fuel  at  starting,  are  not 
foimd  necessary  in  practice.  This  is  chiefly  due  to  the  very  eflScient 
starting  system  with  which  these  engines  are  equipped,  enabling  a 
high  mean  torque  initially  to  be  applied  and  great  rapidity  of  change 
over  from  air  to  oil.  This  air  is  of  350-lb.  maximum  pressure  and  is 
stored  in  two  tanks  by  an  electrically  driven  twoHstage  compressor 
when  maneuvering  is  to  be  done. 

Referring  to  the  suggestion  in  Par.  16  for  fitting  some  sort  of  gear 
for  controlling  the  timing  and  lift  of  the  spray  valve  for  the  purpose 
of  conserving  the  injection  air  at  reduced  speeds,  it  should  be  of 
interest  to  learn  how  this  is  accomplished  on  Burmeister  &  Wain 
engines  without  imdue  complications.  A  bleeder  is  located  between 
the  low-pressure  and  intermediate-pressure  cylinders  of  the  three- 
stage  compressor  directly  connected  to  each  main  engine.  At 
reduced  powers  the  volumetric  efliciency  of  the  low-pressure  cylinder 
is  increased  by  partly  closing  the  bleeder.  At  lower  speeds  also  the 
mjection  air  need  not  be  carried  so  high  as  at  full  power,  as  is  weU 
known,  which  also  conserves  the  air.  The  loss  with  escape  of  air  at 
the  first  compression  is  comparatively  small.  This  leakage  serves 
the  additional  purpose  of  keeping  the  air  free  of  excess  moisture,  the 
bleeder  opening  being  at  the  lowest  part  of  the  intermediate  cooler. 
For  cargo  ships  the  closed  crankcase  and  crosshead  type  of 
engine  is  much  to  be  preferred.  This  from  a  lubrication  standpoint 
permits  of  a  diaphragm  partition  being  placed  between  the  cylinders 
and  crankcase,  thus  preventing  burnt  oU  from  pistons  mixing  with 
the  main  lubricating  oil,  and,  in  case  water  piston  cooling  is  employed, 
also  preventing  any  water  from  getting  into  the  crankcase. 

In  regard  to  piston  cooling,  with  Burmeister  &  Wain  engines  oil 
is  used  in  the  smaller  sizes  as  it  dispenses  with  the  crowded  condition 
in  using  telescopic  tubes  with  small-size  cylinders.  The  lower 
specific  heat  of  oil  as  compared  with  water  is  then  not  objectionable, 
as. the  heat  to  be  extracted  from  the  piston  per  unit  power  is  smaller. 
It  has  this  objection,  however,  that  extra  provision  for  oil  cooling 
has  to  be  made.  In  the  larger  sizes  water  cooling  becomes  a  necessity 
and  telescopic  tubes  should  be  employed  with  salt  water  so  a  fairly 
large  quantity  of  water  can  be  passed,  thus  preventing  too  high  a 
discharge  temperature  with  precipitation  of  salt  deposits. 


738  MARINE  DIESEL  OIL  ENGINES 

Raymond  C.  Fuller  (written).  The  automatic  method  of 
reversing  described  in  Par.  1  is  open  to  the  criticism  of  all  methods 
which  employ  several  air  pistons  with  interlocking  functions.  Since 
reversing  is  necessary  only  at  the  end  of  a  voyage,  the  several  air 
cyUnders  are  liable  to  become  stiff  from  temporary  disuse  and  work 
badly  when  the  need  is  greatest.  This  of  course  can  be  remedied  by 
executing  a  few  maneuvers  to  renew  the  flexibility  of  the  system  just 
before  coming  into  port. 

There  are  other  schemes  for  reversing  which  are  very  reliable. 
One  is  to  provide  two  sets  of  cams,  one  for  ahead  and  one  astern,  on 
separate  parallel  shafts  geared  together  and  movable  laterally.  The 
maneuver  is  executed  by  moving  the  system  of  cams  under  the  rocker 
rollers  to  bring  the  required  set  into  play.  This  can  be  done  manu- 
ally or  by  steam,  compressed  air  or  electric  power.  In  going  from 
ahead  to  astern  the  cam  system  passes  through  a  neutral  point,  at 
which  time  a  device  interlocking  with  the  handhng  gear  relieves  aD  . 
the  compression  in  the  cyUnders.  This  enables  the  starting  air  to 
give  the  engine  momentum  against  the  first  working  compressions 
without  overcoming  the  compression  at  the  moment  of  stopping. 

There  is  another  method  in  which  the  ahead  and  astern  cams  are 
keyed  rigidly  to  one  camshaft.  In  this  case  reversing  takes  place 
by  either  Ufting  the  rollers  free  of  the  cams  and  sUding  the  camshaft 
so  the  rollers  index  with  the  reverse  set  of  cams,  or  by  keeping  the 
camshaft  in  the  same  position  and  swinging  jbhe  rockers  up  and  over 
to  the  reverse  set  of  cams.  In  the  case  of  a  four-cycle  engine  the 
rocker  shift  is  accomplished  in  the  following  way:  The  rocker  ful- 
crums  are  eccentrics  keyed  to  a'  common  layshaft  for  the  whole 
engine.  The  air-inlet,  exhaust  and  starting-air  rockers  are  on 
eccentrics  which  are  fastened  askew  on  this  layshaft  with  the  angle 
between  their  axis  and  the  axis  of  the  layshaft  approximately  equal 
to  half  the  angle  necessary  to  swing  them  to  the  reverse  position. 
The  fuel  rocker  is  on  an  eccentric  with  axis  parallel  to  the  layshaft 
and  is  of  suflScient  throw  to  carry  the  roller  to  reverse  relation  with 
the  cam  nose.  It  is  necessary  to  provide  two  points  of  contact 
between  the  air-inlet,  exhaust  and  starting-air  valve  stems  and  rockers 
to  take  care  of  the  two  positions  of  the  rockers.  The  valve  end  of 
the  fuel  rocker  is  a  slot  through  which  the  top  of  the  valve  stem 
slides.  By  turning  the  layshaft  the  eccentrics  Uft  the  rockers  and 
throw  them  over  through  a  neutral  position  to  the  reverse  position. 
The  starting  cams  operate  at  an  intermediate  position  and  swing  out 
of  the  way  for  normal  working  conditions.     In  the  case  of  two-cycle 
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engines  with  scavenging  ports  at  the  bottom  of  the  piston  stroke 
instead  of  scavenging  valves  in  the  head,  it  is  only  necessary  to  re- 
verse the  air-inlet  and  fuel-valve  functions.  This  is  easily  accom- 
plished by  changing  the  relation  between  the  cams  and  rollers  by 
providing  transition  slopes  on  the  sides  of  the  cam  noses  for  the 
rollers  to  travel  on  when  they  dismount  and  mount  the  cams  when 
the  camshaft  is  brought  to  a  reverse  position  by  a  longitudinal  shift. 
In  maneuvering  with  compressed  air  in  the  working  cylinders  the 
two-cycle  engine  has  ordinarily  much  the  advantage  in  turning  effort 
over  the  four-cycle.  This  disadvantage  in  the  four-cycle  can  be 
overcome  by  arranging  it  to  fimction  as  a  two-cycle  engine  in  starting. 
In  addition  to  using  a  two-nosed  starting  cam,  an  auxiliary  arm  with 
a  roller  on  the  exhaust  rocker  is  cut  in  on  an  auxiUary  exhaust  cam 
with  the  nose  set  at  180  deg.  from  the  main  exhaust  cam.  With 
the  inlet  valve  cut  out  of  action  the  engine  runs  two-cycle  on  start- 
ing air. 

No  matter  what  system  of  direct  reversing  is  used,  there  are 
expensive  and  intricate  compUcations  over  what  is  necessary  for  the 
non-reversible  type.  It  would  be  well  to  give  considerable  thought 
to  the  electric  drive  or  the  hydrauhc  transformer  in  connection  with 
the  marine  Diesel  engine.  Unlike  reversing  clutches,  these  inter- 
mediary controlling  devices  have  no  limit  to  their  size.  They  are  of 
themselves  costly,  but  there  are  compensations  in  the  reduced  cost 
of  non-reversing  Diesel  engines  in  many  ways.  CompUcated  hand- 
ling gear  and  immense  starting  air  tanks  could  be  dispensed  with. 
Direct  drives  require  engines  with  speeds  suitable  to  the  propeller. 
Indirect  drive  can  make  the  more  economical  use  of  higher  engine 
speeds  and  consequently  a  Ughter,  less  costly  engine.  The  repairs 
and  lost  time  which  in  many  cases  can  be  attributed  to  damages  to 
the  engine  through  maneuvering  would  go  a  long  way  toward  paying 
the  extra  cost  of  an  indirect  drive.  The  use  of  reduction  gears  would 
be  a  logical  step  in  taking  advantage  of  the  increased  engine  speed, 
but  there  is  no  maneuvering  advantage  in  this  scheme.  We  should 
never  forget  that  cost  per  deadweight-ton-mile  is  the  criterion  for 
economy  for  a  ship  and,  in  connection  with  this,  huge  repair  bills  and 
lost  time  count  heavily  against  low  imit  costs.  For  this  reason  the 
foregoing  means  of  utiUzing  the  marine  Diesel  seem  worth  our 
attention. 

The  expansion  of  compressed  air  into  the  working  cyUnders  is 
bad  in  two  ways.  The  freezing  eflfect  on  the  hot  walls  is  likely  to,  and 
often  does,  produce  cracks.    The  expanded  air  recompressed  in  the 


740  MARINE  DIESEL  OIL  ENGINES 

case  of  the  two-cycle  engine  does  not  produce  a  satisfactorily  high 
temperature  to  insure  the  positive  ignition  of  the  fuel,  and  in  the 
case  of  the  four-cycle  the  temperature  for  ignition  is  not  as  high  as  if 
no  starting  air  were  used  in  the  working  cylinders.  Cylinder  liners 
which  are  hard  enough  to  withstand  excessive  wear  are  likely  to 
crack  due  to  rapid  temperature  changes. 

My  experience  has  been  that  the  best  maneuvering  engines  are 
those  which  do  not  start  on  compressed  air  expanded  in  the  working 
cylinders.  Those  which  use  compressed  air  in  this  way  consume 
excessive  amounts  for  this  purpose.  The  more  reliable  and  efficient 
way  is  to  maneuver  by  means  of  the  air  compressor  in  the  case  of 
four-cycle  engines  and  the  scavenge  pump  in  that  of  two-cycle. 
Two  or  more  compressors  on  a  four-cycle  engine  can  have  the  cranks 
set  to  give  a  good  starting  moment  on  the  shaft  and  if  necessary  the 
low-pressure  cylinders  can  be  double-acting.  By  valve  manipulati(Hi 
the  expansion  of  starting  air  in  the  low-pressure  cylinders  of  the  air 
compressors  will  turn  the  engine  in  the  desired  direction  untU  the 
first  working  stroke  is  made.  The  power  stroke  is  usually  the  first 
or  second  possible,  so  the  starting  air  can  be  shut  off  early  in  the 
process.  The  same  idea  is  carried  out  in  the  scavenge  pumps  on 
two-cycle  engines.  The  thought  in  both  cases  is  to  allow  the  working 
cylinders  to  function  only  as  such  at  the  first  possible  instant  in  a 
maneuver  and  not  be  required  to  have  the  starting  air  expanded  in 
them  with  the  resultant  cooling  effects  then  switched  over  to  fuel. 
Many  times  the  fuel  does  not  ignite  at  first  because  the  recompressed 
expanded  air  does  not  produce  a  high  enough  temperature.  The 
starting  air  used  in  the  compressor  or  scavenge  pump  can  b^  used  as 
a  cushion  in  bringing  the  engine  to  a  standstill  and  thus  make  a 
quicker  reversal  possible.  It  is  obvious  that  the  quicker  the  engine 
is  reversed  the  more  economical  it  will  be  in  the  use  of  starting  air. 

Referring  to  Par.  10,  there  is  another  thought  to  be  added  to  the 
idea  of  starting  on  light  oil,  and  that  is,  to  stop  on  it.  The  combus- 
tion conditions,  atomization  and  temperature  conditions  in  Inaneuve^ 
ing  are  rather  poor,  so  that  with  heavy  oil  carbon  deposits  are  liable 
to  form.  By  using  Ught  oil  in  maneuvering  and  for  a  period  before 
stopping,  not  only  is  the  formation  of  carbon  deposits  prevented 
but  that  already  formed  is  burned  in  the  presence  of  the  more  perfect 
combustion  of  the  Ught  oil.  Fuel  pumps  are  easily  arranged  to 
switch  from  one  kind  of  oil  to  another. 

The  point  raised  in  Par:  16  in  regard  to  the  consumption  of  fuel- 
injection  air  in  relation  to  time  of  opening  and  valve  lift  is  very  well 
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considered.  The  following  way  of  obtaining  the  change  in  both  lift 
and  timing  of  the  fuel  valve  is  very  simple  in  the  case  of  a  two-cycle 
engine.  By  making  the  cam  movable  axially  in  relation  to  the  cam 
roller,  the  nose  of  the  cam  can  be  constructed  to  obtain  a  variation 
in  lift  and  time  for  the  various  positions.  The  nose  of  the  cam  is 
made  with  a  taper  from  full  form  gradually  down  on  one  side  to  the 
body  of  the  cam  in  the  direction  of  the  axis.  It  will  be  full  form  with 
approximately  a  conical  surface  at  one  side.  This  form  will  be  at 
both  ends  of  the  cam,  at  one  for  ahead  and  the  other  astern  so  that 
the  change  from  one  way  to  the  other  can  be  accomplished  by  a 
gradual  transition  through  a  neutral  point.  This  same  arrangement 
can  be  used  on  a  four-cycle  engine  by  using  a  separate  camshaft  for 
the  fuel  levers.  The  conical  surface  can  be  so  designed  as  to  give 
any  desired  relation  between  lift  and  timing.  The  result  is  so  easily 
obtained  that  it  should  not  be  prohibitive  for  small-power  engines. 
It  is  advisable  in  most  cases  to  use  a  separate  fuel  pump  for  each 
cylinder  so  that  each  will  receive  a  definite  controllable  supply  of  oil. 

This  leads  to  governing.  The  individual  fuel  pmnp  operated  by 
a  variable-throw  eccentric  provides  an  excellent  means  of  governing. 
Any  reliable  form  of  speed  regulator  to  change  the  throw  of  the 
eccentrics  simultaneously  produces  good  results.  Governing  is 
especially  desirable  for  Diesel  engines  on  large  boats  which  travel  on 
rough  seas  where  the  propeller  comes  out  of  the  water  at  times 
enough  to  allow  the  engine  to  race. 

In  using  the  word  "success"  in  connection  with  Diesel  engines, 
we  should  do  so  in  the  broadest  sense  of  the  word.  When  a  private 
concern  can  produce  under  competitive  conditions  a  marine  Diesel 
engine  which  it  can  sell  at  a  profit  to  a  merchant  ship  owner  who  in 
turn  finds  it  to  be  a  profitable  investment  after  a  reasonable  time 
for  repairs,  replacements  and  other  things  of  this  nature  to  develop, 
then  can  we  say  it  is  a  success.  Large  marine  Diesel  engines  have 
proved  costly  to  build  on  account  of  the  additional  precautions 
necessary  for  taking  care  of  piston  and  cylinder  cooling,  high  pres- 
sures on  large  surfaces,  complicated  handling  gear,  and  many  other 
features.  If  practicable,  it  would  be  of  service  to  engineering  in  its 
broadest  sense  to  ascertain  the  cost  of  the  engines  for  the  Maumee, 
taking  into  account  the  overhead  costs  in  addition  to  those  of  labor 
and  material  in  the  same  way  that  a  private  concern  must  do  to  stay 
in  business.  Then  we  would  be  able  to  judge  whether  or  not  the 
expenditure  in  this  case  would  be  justified  or  not  for  this  size  of 
engine  for  merchant  ships. 
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From  my  experience  with  various  types  of  propelling  machinery, 
it  is  my  opinion  that  twin-screw  vessels  can  be  successfully  equipped 
with  Diesel  engines  up  to  3500  b.hp.,  but  beyond  this  point  lies  the 
field  for  high-speed  turbines  with  double-reduction  gears  for  some 
time  to  come. 

In  regard  to  settling  tanks  for  removing  water  and  the  heavier 
impurities  from  fuel  oil,  a  tank  with  alternate  baffles  fastened  to 
bottom  and  sides  with  the  others  fastened  to  top  and  sides  so  as  to 
form  successive  traps  for  the  impurities,  works  very  well.  Heating 
the  discharge  from  this  tank  as  it  passes  through  the  filter  accelerates 
the  separation  of  the  dirt  from  the  fuel  oil.  The  use  of  spare  filters 
is  advisable,  so  that  one  may  be  cleaned  while  the  others  are  in 
commission. 

The  Author.  It  is  to  be  regretted  that  more  complete  infor- 
mation is  not  at  hand  to  answer  Mr.  Shaw's  suggestion  in  r^ard  to 
details  of  the  actual  performances  of  the  Maumee.  The  minor 
troubles  referred  to  in  the  paper  were  those  experienced  during  the 
early  months  of  her  career.  They  consisted  of  a  cracked  cylinder 
water  jacket  due  to  improper  fitting  of  the  liner  in  the  jacket  and  of 
troubles  with  air-compressor  valves  due  to  feeding  too  much  lubri- 
cating oil  to  the  compressor  cylinders.  This  latter  trouble  was  en- 
tirely eliminated  as  soon  as  the  operating  personnel  had  had  a  little 
more  experience.  As  for  the  cylinder  heads,  three  different  types 
were  tried,  and  according  to  the  best  information  at  hand  all  of  them 
have  proved  to  be  entirely  satisfactory.  The  three  types  consisted 
of  a  single-piece  cast-iron  head,  a  two-piece  forged-steel  and  cast- 
iron  head,  and  a  single-piece  bronze  head. 

There  is  no  intention  whatever  of  claiming  that  the  Mawn^ 
was  a  pioneer  motorship,  but  the  point  is  that  the  successful  oper- 
ation of  engines  of  that  power  indicates  that  Diesel  engines  of  suffi" 
cient  power  to  drive  practically  any  size  of  ocean-going  cargo  vessel 
now  built  are  available.  The  number  of  successful  motor  cargo  ships 
is  increasing  steadily  and  very  rapidly,  but  by  far  the  greater  majority 
of  them  have  engines  developing  a  total  shaft  horsepower  of  2500  or 
less,  which  is  about  half  that  of  the  Maumee^s  engines.  There  is  no 
reflection  on  the  builders  of  these  ships  in  this,  but  it  is  rather  a 
result  of  conditions  and  an  indication  of  the  soimd  engmeeiing 
judgment  of  the  builders.  They  have  wisely  started  with  engines 
of  small  powers  per  cylinder,  and  have  undertaken  the  construction  of 
larger  engines  as  they  gained  experience.    Fortunately  the  po^ 
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required  to  drive  these  motorships  has  been  such  as  to  permit  this 
procedure.  In  the  case  of  the  Maumee,  however,  the  power  required 
to  meet  the  conditions  meant  the  construction  of  engines  much  larger 
than  any  in  operation  at  that  time.  It  has  been  recently  reported, 
however,  that  engines  much  larger  than  even  these  are  now  under 
construction  and  will  be  in  operation  within  the  year. 

The  method  of  controlling  the  spray  air  pressure  in  use  on  the 
Burmeister  &  Wain  engines  as  described  by  Mr.  Shaw  is  very 
interesting  and  is  no  doubt  entirely  satisfactory  for  cargo-ship  in- 
stallations, since  the  maximum  speed  does  not  exceed  12  or  13  knots 
and  the  ability  to  slow  down  the  engines  to  halfnapeed  or  a  little  less 
is  ample  for  maneuvering,  but  in  the  case  of  a  15-  or  20-knot  ship 
it  is  very  convenient  to  be  able  to  run  the  engines  at  one-third  or  one- 
quarter  speed,  and  then  the  fitting  of  some  sort  of  gear  to  control  the 
timing  and  lift  of  the  spray  valve  is  almost  a  necessity. 

There  is  no  doubt  but  what  the  closed  crankcase  and  crosshead 
type  of  engine  is  very  satisfactory  using  forced  lubrication  on  all 
the  principal  bearings.  The  construction  is  perhaps  a  little  heavier 
and  a  little  more  expensive  than  some  others,  but  its  superiority  from 
the  operation  stand-point  is  ample  justification. 

The  criticism  of  the  pneumatic  system  of  reversing  suggested 
by  Mr.  Fuller  is  true  to  a  certain  extent,  but  experience  has  shown 
that  with  proper  care  there  is,  after  all,  very  little  difficulty  with 
this  system.  On  the  other  hand,  the  mechanical  system  of  reversing 
and  valve  control  with  various  modifications  is  much  more  univer- 
sally used. 

There  have  been  several  attempts  made  already  to  obtain  the 
benefits  of  the  Diesel  engine  as  applied  to  ship' propulsion  without 
the  expense  of  fitting  the  large  and  costly  engines  required  by  direct 
connection  to  the  propellers.  Reduction  gears  have  been  used  in  at 
least  two  cases  and  reports  state  that  the  rather  brief  experience  to 
date  has  been  very  satisfactory.  The  electric  drive  with  moderately 
high-speed  engines  directly  connected  to  generators  which  in  turn 
furnish  power  to  the  motor  on  the  propeller  shaft  is  not  a  new  propo- 
sition but  still  there  have  been  very  few  commercial  appUcations. 
This  system  has  many  advantages,  such  as  lighter,  cheaper  and  simpler 
engines,  great  flexibihty  of  control,  freedom  from  complete  breakdown 
due  to  duplication  of  power  imits,  and  adaptabiUty  to  large  powers 
through  the  use  of  several  moderate-size  power  units.  The  one 
important  disadvantage  is  the  higher  fuel  consimiption  due  to  the 
electrical  losses.     This  same  disadvantage  appUes  also  to  the  hy- 
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draulic  transformer.  Time  alone  will  determine  whether  or  not 
these  other  systems  offer  enough  advantages  over  the  direct  con- 
nected installation  to  justify  their  permanent  adoption. 

Mr.  Fuller  is  absolutely  right  in  urging  that  the  word  "success" 
be  used  in  its  broadest  sense  in  connection  with  Diesel  engines. 
The  construction  of  the  large  marine  Diesel  engine  is  hardly  beyond 
its  infancy  in  this  country  at  present  and  consequently  the  costs  of 
construction  are  necessarily  high.  But  even  so,  the  Diesel-engined 
motorship  is  more  economical  than  the  steamship,  as  is  proved  by 
the  ever-increasing  number  of  motorships  being  built. 

The  small  marine  Diesel  engine  has  already  firmly  established  it- 
self, and  as  time  goes  on  and  experience  is  gained  larger  engines  will 
just  so  surely  be  adopted  in  increasing  numbers. 


No.  1663 

THE  COOLING   LOSSES   IN   INTERNAL- 
COMBUSTION   ENGINES   AS 
AFFECTING  DESIGN 

Bt  C.  a.  Nobman,  Columbus,  Ohio 
Member  of  the  Society 

From  experiment  by  Dugald  Clerk  and  others  the  author  derwea  a  formula 
gwing  the  cooling  loss  during  the  expansion  stroke  of  inlemdircombuation  engines 
in  terms  of  the  surface-to-volume  ratio,  the  reooltUions  per  miniUe  and  the  piston 
speed  of  the  engine.  With  the  aid  of  this  formula  the  effect  of  varying  dimensions, 
stroke-t(hbore  ratio,  expansion  ratio  and  piston  speed  is  investigated,  Oreat  expan- 
sion combined  with  a  low  stroke-to-bore  ratio  is  found  in  general  conducive  to  best 
efficiency.  Large  size,  as  well  as  very  high  speed,  will  in  general  reduce  efficiency: 
large  size  by  necessitating  a  low  number  of  revduHons  and  extremely  efficient  codling; 
very  high  speed  by  delayed  combustion.  The  best  speed  and  dimensions  to  be  used 
in  every  individual  case  can  be  estimated  by  the  aid.  of  the  formula. 

The  auihor^s  formula  is  based  on  certain  simple  theoretical  considerations.  It 
derives  its  practical  justification,  however,  from  the  fact  that  it  gives  results  in  dose 
agreement  unth  the  only  published  experiments  on  the  subject  iohich  have  been  thor* 
oughly  criticised.  Further  experiments  are  highly  desirable,  but  under  present  condi- 
tions wiU  probably  be  long  delayed  and  for  high-speed  engines  wiU  be  found  extremely 
difficult  to  carry  out.  Under  these  circumstances,  the  formula  is  offered  merely  m  a 
basis  for  estimating  as  closely  as  can  be  done,  at  the  present  time,  the  extent  to  which 
cooling  losses  depend  upon  engine  speeds  and  dimensions.  The  importance  of  such 
information  for  intelligent  judgment  about  possible  engine  performance  and  intelli- 
gent design  for  high  efficiency  need  not  be  dilaled  upon. 


^PHERE  is  cotisiderable  evidence  that  a  great  part  of  the  heat  loss 
to  jacket  water  in  an  explosion  engine  occurs,  not  during  the 
expansion  stroke,  but  rather  in  the  exhaust  passages.  Ck)ker  found 
by  direct  measurement  a  temperature  drop  of  150  deg.  cent.  (270 
deg.  fahr.)  between  the  gas  in  the  cylinder  at  the  end  of  the  expan- 
sion stroke  and  the  gas  in  the  exhaust  pipe.  Dugald  Clerk  found 
indirectly  that  of  a  total  measured  jacket  loss  of  25.4  per  cent,  about 
16  occurred  in  the  cylinder,  and  consequently  9.4  per  cent  in  the 


Presented  at  the  Annual  Meeting,  December,  1918,  of   The  Amebican 
SociBTT  OF  Mechanical  Engineers. 

746 


746  COOLINO   LOBBBB    IN   INTEBNAL-COHBUSTION   BNQENX8 

exhai^t  passage.*  Losses  in  the  exhaust  passages,  however,  have  no 
influence  on  the  thermal  effideucy  of  the  engine.  In  order  to  mm 
at  the  influence  of  varyii^  proportions  and  speeds  on  the  eflSdeney 
it  would  be  necessary  to  determine  separately  the  losaee  during  the 
expansion  stroke  for  a  whole  series  of  enginee,  varying  only  one 
factor  at  a  time.  No  such  investigation  has  to  the  knowledge  of 
the  writer  been  undertaken. 

2  Clerk,  however,  has  determined  very  carefully  the  losses  witb 
varying  temperature  in  one  engine,  and  his  results,  combined  vitb 
other  material,  most  of  which  will  be  found  reported  in  his  treatisft 
on  gas  engines,*  can  be  made  applicable  also  to  other  engines. 

3  The  formula  for  cooling  lose  developed  later  by  the  autho* 
from  the  published  work  of  Clerk  and  others,  while  in  form  based  o*^ 
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Fig.  1    Cl£RK  Diaokau  oi 
exfanbion  0 

theoretical  considerations,  has  nevertheless  been  found  to  repreeent 
fairly  both  the  results  of  careful  experiments  and  general  experi- 
ence, and  its  presentation  at  this  time  would  therefore  seem  to  be 
justified. 

METHOD  EMPLOYED  BY  DUQALD  CLERK  IN  HI8  BXPBRIMKNT 

4  Clerk  equipped  an  ordinary  gas  engine  with  a  contrivance 
enabling  him  momentarily  to  close  the  inlet  and  exhaust  valves 

■  For  a  complete  Be  well  eis  euccinct  etstement  of  theae  loaaee,  as  also  of 
moet  other  ezperimentid  facts  referred  to  in  this  paper,  the  reader  is  referred  to 
the  Gustave  Canet  Lecture  of  Dugald  Clerk,  Engineering,  July  4  and  11,  1913, 
pp.  28  and  68. 

•  Dugald  Clerk,  The  Gas,  Petrol  and  Oil  Engine,  John  Wiley  A  Sons,  Inc., 
Vol.  I.,  1909,  Vol.  11,  1913. 
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while  the  engine  continued  to  run.  A  series  of  recompressions  and 
reexpansioofi  of  the  same  burned  choi^  took  place  in  the  cylinder. 
A  sample  diagram  of  these  Suctuations  is  ^ven  in  Fig.  1. 

5  With  no  cooling  and  no  friction  losses  the  recompression 
o\igbt  always  to  carry  the  gae  temperature  back  to  its  value  at  the 
batoning  of  the  previous  expansion.  As  a  matter  of  fact,  Fig.  1 
shows  a  constant  falling  of  the  temperature  from  point  B  to  points 
D,  F,  H,  etc.  By  means  of  calculation  or  determination  of  the 
temperature  at  one  point,  definite  temperature  values  can  be  assigned 
to  all  the  other  maximum-  and  minimum-pressure  p(»nt8  on  the 
dij^pwn  and  an  estimate  of  the  actual  temperature  drops  and  the 


Pio.  2  Tkupxbatubb  Dbop  Incurred  pbr  Second  at  DimitENT  Mean 
Tehperaturgb  Calculated  in  Tiue.  Each  Ling  is  the  Mean  or  Thrbi 
Cards  Under  the  Given  CoNDinoNS 


average  temperatures  during  the  strokes  can  be  made.'  With  the 
ud  of  the  speed  of  the  engine  it  is  also  possible  to  ^ve  the  results 
in  terms  of  reduced  temperature  drops  per  second  corresponding  to 
certfun  average  temperatures.  The  results  are  ^ven  in  the  form  of 
the  curves  reproduced  from  Clerk's  work  in  Fig.  2, 

6  These  curves  show  reduced  temperature  drop  per  second 
OD  the  engine  running  light  at  120  r.p.m.  for  a  full  expansion 
stroke  (o)  and  for  the  upper  ^^  expansion  stroke  (a').  Also  for  the 
eoffiie  running  loaded  at  160  r.p.m.  for  the  full  expansion  stroke 
(6)  and  durii^  the  upper  ^^  expansion  stroke  (6').     The  inter- 
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section  .of  the  curves  with  the  temperature  axis  gives  the  meaA 
temperature  of  the  wall.  There  are,  then,  four  curves  referring  to 
two  different  ratios  of  cooling  surface  to  included  volume  and  to 
four  different  wall  temperatures.  It  will  be  noticed  that  the  aver- 
age wall  temperature  for  the  whole  stroke  is  only  about  60  deg. 
cent.  (140  deg.  fahr.)  at  light  load,  and  200  deg.  cent.  (392  deg.  fahr.) 
at  heavy  load.  At  heavy  load  the  average  temperature  of  the  com- 
bustion space  and  adjacent  parts  is  as  high  as  380  deg.  cent.  (720 
deg.  fahr.) 

7  At  the  range  of  average  gas  temperatures  occurring  during 
ordinary  full-load  conditions,  the  curve  b  probably  represents  the 
cooling  losses  with  all  the  accuracy  to  be  expected  in  the  present 
connection.    No  other  curve  will  henceforth  be  referred  to. 


TABLE  1    APPARENT  SPECIFIC  HEAT  aNSTANTANEOUS)  AT  CONSTANT 
VOLUME,  Cv,  EXPRESSED  IN  FT-LB.  PER  CU.  FT.  OF  WORKING 
FLUID  AT  0  DEG.  CENT.  AND  760  MM. 


Tempaimture, 
deg.  cent. 

C«fi-lb. 

Temperature, 
dec.  cent . 

C«  ft-lb. 

0 

19.6 

800 

aa.2 

100 

20.9 

900 

aa.6 

200 

22.0 

1000 

aa.8 

300 

23.0 

1100 

27.0 

400 

23.0 

1200 

27.2 

500 

24.8 

1300 

27.8 

600 

25.2 

1400 

27.85 

700 

25.7 

1500 

27.45 

8  The  curves  in  Fig.  2  give  temperature  drop,  not  heat  loss. 
The  expansion  work  in  an  engine  cylinder  is  directly  connected  with 
the  temperature  drop  by  means  of  the  specific  heat.  On  the  other 
hand,  the  work  can  be  directly  evaluated  from  the  indicator  dia- 
gram. In  this  way  the  specific  heat  of  the  gas  in  the  cylinder  at 
various  temperatures  can  be  ascertained.^  Clerk  gives  the  values 
found  in  Table  1. 

9  Table  1  gives  a  striking  illustration  of  the  increase  of  the 
specific  heat  with  the  temperature.  This  increase  is  not  uniform, 
however.  It  is  considerable  at  lower  temperatures,  but  almost  nil 
at  higher  temperatures.  Clerk  in  his  original  paper  deems  this  be- 
havior partly  due  to  delayed  combustion  and  hence  considers  bis 
specific  heat  values  as  merely  "apparent." 

*  See  Proceedings  of  the  Royal  Society,  A.  vol.  77,  p.  499. 
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10  Very  thorough  investigations  of  the  specific  heats  of  gases 
have  been  carried  out  by  Nemst  and  his  pupils.^  From  these' it 
would  appear  that  only  carbon  dioxide  with  certainty  behaves  in 
the  manner  indicated  by  Clerk's  experiments.  The  specific  heat  of 
all  other  common  gases,  even  that  of  superheated  steam  of  suiBiciently 
high  temperature,  shows  rather  a  linear  increase  with  the  tempera- 
ture. For  the  mixture  used  by  Clerk  the  specific-heat  values  he 
gives  seem  to  be  too  high,  at  least  at  lower  temperatures.  This  is 
the  opinion  also  of  the  Gaseous  Explosion  Committee  of  the  British 


TABLE  2    SPECIFIC  HEAT  OF  CLERK'S  WORKING  MIXTURE 


Tempc 

iimture 

Deg.  cent 

Spaoifio  hmt  in  B.t.u. 
Aooordinc  to  Clark 

per  lb.  or  cal.  per  kg . 

Dec.  fabr. 

Aooordinc  to  Nemst 

32 

0 

0.180 

0.178 

212 

100 

0.192 

0.188 

S92 

200 

0.202 

0.187 

572 

800 

0.211 

0.192 

762 

iOO 

0.219 

0.190 

982 

600 

0.228 

0.201 

1112 

600 

0.231 

0.206 

1292 

700 

0.286 

0.210 

1472 

800 

0.240 

0.214 

1862 

900 

0.244 

0.219 

1882 

1000 

0.246 

0.228 

2012 

1100 

0.248 

0.228 

2192 

1200 

0.260 

0.282 

2872 

1300 

0.261 

0.287 

2662 

liOO 

0.2616 

0.241 

2732 

1600 

0.262 

0.246 

Association.^  Yet,  as  will  be  seen  above,  the  deviations  are  not  very 
great,  considering  the  accuracy  possible.  By  means  of  his  heat 
values  Clerk  has  succeeded  in  accounting  very  satisfactorily  and  in  a 
new  and  striking  maimer  for  the  heat  balances  in  several  combus- 
tion engines.  In  the  illustrative  examples  figured  in  this  paper 
these  values  have  at  times  been  used.  This  can  be  done  without 
question  when  only  general  laws  for  design  are  to  be  established. 

11    Clerk  gives  the  average  composition  of  his  combustion  gas 
as  follows: 

1  See  Nemst,  Theoretische  Chemie,  1913,  p.  267. 

*  See,  for  instance,  Gustave  Canet  lecture  of  Dugald  Clerk,  Engineering,  July 
4  and  11,  1913. 
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VoIuCM 

steam  (assumed  gaseous) 11 .9 

Carbon  dioxide 5.2 

Oxygen 7.9 

Nitrogen 75.0 

100 .0 

12    The  molecular  weight  of  this  mixture  would  be  27.96,  or 

practically  that  of  pure  nitrogen,  and  the  weight  of  1  cu.  ft.  at  Odc^. 

cent,  and  760  mm.,  j0.07S  lb.    The  specific  heat  for  the  mixture  at 

various  temperatures  is  given  in  Table  2,  in  customary  units,  the 


<eao      7000       1400 


values  having  been  derived  both  from  the  Clerk  and  the  Nernst 
values. 

13  The  difference  between  the  two  series  of  specific-heat  valu^ 
pven  in  Table  2  amounts  to  about  10  per  cent  in  the  middle  of  tbe 
range,  but  is  barely  1  per  cent  at  atmospheric  temperature  and  le^ 
than  2.5  per  cent  at  1500  deg.  cent.  (2700  deg.  fahr.).  With  the 
aid  of  Clerk's  specific  heats  the  cooling  curves  in  Fig.  3  have  been 
obtained.^    These  curves  give   the  cooling  loss  during  the  whole 

'  The  specific-heat  values  of  Clerk  have  been  deduced  from  work  actusUj' 
done  by  the  gaaea  in  hia  engine.  They  give,  therefore,  the  heat  or  energy  equiW" 
lent  of  &  certain  temperature  drop  in  thia  engine,  and  ehould  be  used  in  obtutr 
ing  heat  losses  from  measured  temperature  dropa  therein. 
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expansion  stroke,  reduced,  however,  to  heat  units  per  unit  weight 
of  gas  per  second.  If,  then,  we  compute  the  work  theoretically 
obtainable  from  1  lb.  of  gas  with  the  temperatures  and  the  expan- 
sion occurring,  and  if  we  compute  the  heat  necessary  to  raise  1  fb. 
of  gas  from  the  temperature  at  the  end  of  compression  to  the  tem- 

TABLE  3    EXPLOSION  EXPERIMENTS  WITH  CLOSED  VESSELS 


Referenoe 
No. 


1 
2 
3 
4 

5 
6 


Experimenter 


Hopkinaon  (large  vessel) 

Bairstow  and  Alexander  Ilopkinson  (small  vessel) 

Hopkinaon  (small  vessel) 

Clerk  (first  vessel) 

Massachusetts  Institute  of  Technology 

Clerk  (second  vessel) 


Capacity 

of  vessel. 

ou.  ft. 

Internal 

surface  of 

vessel, 

sq.  ft. 

6.2 

17.3 

0.82 

6.02 

0.084 

4.33 

0.188 

1.79 

0.180 

1.79 

0.160 

1.60 

Ratio  of 
surface  to 

volume, 
sq.  ft.  per 
ou.  ft. 


2.79 
6.12 
6.33 
9.78 
9.94 
10.65 


perature  at  the  end  of  the  explosion,  we  can  derive  the  actual  ex- 
pansion work  as  well  as  the  percentage  cooling  loss.  This,  however, 
applies  only  to  the  Clerk  engine. 

TABLE  4    DROP  IN  TEMPERATURE  IN  0.05  SECOND  AT  MEAN  TEMPERATURES 

GIVEN,  DEG.  CENT. 

Pressure  before  explosion  in  all  vessels,  atmospheric 


Reference 
I.  No. 


1 
2 
3 
4 

5 

6 


Ratio  of  surface 
to  volume  ,sq.  ft. 
per  cu.  ft. 


Drop  in  temperature  in  0.05  sec.  at  mean  temperature  of 


2.79 
.6.12 
6.33 
9.78 
9.94 
10.65 


1450  deg.  cent. 


80 
127 
166 
378 
372 
238 


1400  doR.  cent. 

1300  dec.  cent. 

1150  dec.  cent. 

68 

52 

38 

114 

93 

65 

153 

181 

100 

327 

257 

182 

327 

257 

182 

216 

184 

138 

APPLICATION   OP   clerk's   HEAT-DROP   CURVES  TO   OTHER  ENGINES 

14    Injluence  of  Surface-to-Volume  Ratio.    Clerk's  experimental 
engine  had  the  following  dimensions : 

Cylinder  diameter,  in 14 

Stroke,  in 22 
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Total  cylinder  volume  with  full-out  piston,  cu.  ft.. .  .      2.41 

Total  cooling  surface  with  full-out  piston,  aq.  ft 11 .20 

Sq.  ft.  of  cooling  surface  per  cu.  ft.  of  volume 4.M 

15  Now,  the  most  umple  assumption  to  make  with  regard  to 
cooUi^  losses  is  that  they  vary  directly  as  the  ratio  of  surface  to 
included  volume.  For  this  assumpUon  there  is  considerable  sup- 
port in  the  results  of  experiments  with  explosions  in  closed  vessda.  ^ 
Table  3  ^ves  data  on  the  surface  and  capacity  of  the  vessels  used  b^ 
several  different  experimenters,  fuid  Table  4,  values  of  the  tempei^ 
ture  drop  in  the  same  vessels  as  recorded  by  Clerk. 

16  The  values  in  Table  4  have  been  plotted  in  Fig.  4.    Tt*-* 
experiments  were  carried  out  at  widely  differing  places  and  times  tx^^ 


i 
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Fia.  4    ExPLOBiON  ExpiaiHXins  with  Closzd  VnaBUs:  Dbof 

TUBS  IN  0.06  BEc.  AT  Mean  Teupeoaturss  Gitkn;    Pvxeama  Bkfob 
Explosion,  Atuobpberic 

different  experimenters,  using  different  methods,  with  vessels  c 
differing  shapes.  It  should  not  cause  any  surprise  that  the  poini 
are  scattered.  Nevertheless,  it  can  luirdly  be  denied  that  they 
more  naturally  represented  by  straight  lines,  as  shown,  than  in  t 
other  manner. 

17    As  far  as  experimental  evidence  goes,  it  then  certainly  i 
to  counsel  the  assumption  of  direct  proportionality  between  bft-^^t 
loss  per  unit  time  and  the  ratio  of  surface  to  included  volume.    F''C3r 
geometrically  similar  vessels  this  ratio  varies  inversely  as  the  lineA^ 
dimensions.    For  similar  engines  running  at  the  same  number  of 
revolutions  the  cooling  losses  would  then  vary  inversely  as  the 
cylinder  diameter.    This  has  led  to  the  conclusion  that  the  cooling 
losses  could  be  reduced  almost  to  zero  by  employing  suffidently 
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large  dimensions.    How  unjustified  this  is,  will  appear  after  some 
further  scrutiny. 

18  Influence  of  Speed.  In  the  derivation  of  the  heat-loss  curve 
from  Clerk's  experiments  it  has  been  tacitly  assumed  that  the  heat 
loss  varies  directly  as  the  time.  No  other  assumption  with  regard 
to  heat  transfer  has  ever  been  made.  With  all  other  conditions 
equal,  the  heat  loss  in  an  engine  should  then  vary  inversely  as  the 
r.p.m.  It  is  important,  however,  to  note  that  all  other  conditions 
should  be  equal.  It  is  known  that  if  an  engine  is  speeded  up,  some- 
thing may  be  gained  in  efficiency,  yet  not  as  much  as  should  be 
expected  if  the  heat  loss  dropped  in  direct  proportion  to  the  increase 
in  speed.  The  reason  for  this  is  often  given  as  increased  turbulence 
with  increased  speed.  This  would  of  course  increase  the  convection 
losses.  If  the  valves  are  correctly  located  and  correctly  proportioned 
there  should  be  no  more  turbulence  at  high  speed  than  at  low  speed, 
unless  the  turbulence  is  intentionally  increased  in  order  to  acceler- 
ate combustion. 

19  For  the  same  engine,  an  increase  in  r.p.m.  means  an  increase 
in  piston  speed  and  an  equal  increase  in  gas  velocity  along  the  walls. 
The  old  idea  was  that  the  coefficient  of  heat  transfer  from  gases 
increased  directly  as  the  square  root  of  the  rubbing  velocity  of  the 
gas.  We  can  probably  do  no  better  in  the  present  connection  than 
adhere  to  this  old  idea,  even  though  it  expresses  the  relations  tome- 
what  too  simply.  We  should  then  put  the  heat  loss  directly  pro- 
portional to  the  square  root  of  the  piston  speed.  Consequently,  if 
the  known  heat  loss  of  a  certain  engine  be  denoted  by  Lo,  and  its 
surface-to-volume  ratio  and  its  piston  speed,  and  r.p.m.  by  Rq,  Vq 
and  No,  respectively,  then  for  another  similar  engine  with  values 
/2,  F,  and  iV,  working  under  the  same  temperature  conditions  the 
heat  loss 

L=Z.X|X^^XV/^^ [11 

20  This  might  be  checked  up  on  the  experiments  undertaken 
by  the  British  Institution  of  Civil  Engineers  with  three  engines  of 
similar  proportions  but  of  different  size.^  One  of  these  engines  — 
the  largest  one  —  appears  to  have  been  identical  with  the  Clerk 
^cperimental  engine  dealt  with  in  this  paper.  Table  5  gives  the 
main  dimensions  of  these  engines,  as  well  as  the  r.p.m.  and  the 
b.bp.  developed  at  test. 

^  Clerk,  Gaa,  Petrol  and  Oil  Engines,  vol.  1,  p.  247,  et  seq. 
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21  For  these  three  engines  Dugald  Clerk,  who  was  a  member 
of  the  investigation  committee,  gives  the  following  as  the  most 
probable  values  of  the  indicated  horsepower  in  per  cent  of  total 
heat  supplied: 

Engine L  R  X 

I.hp.,  per  cent 31.8  33.7  34.7 

22  By  means  of  his  diagram  method  he  arrives  at  about  16 
per  cent  as  the  most  probable  average  value  of  the  cooling  loss 
during  the  expansion  stroke  for  the  X  engine.  Applying  Formula 
[1]  to  this  value  we  find  the  following: 

Engine L  R  X 

Figured  cooUng  loss,  per 
cent 19.9  17.9  (16) 

E}xcess  over  16  per  cent 
as  figured 3.9  1.9 

Excess  from  i.hp.,  meas- 
ured        2.9  1.0 


TABLE  6    DIMENSIONS  OF  ENGINES  TESTED  BY  BRITISH  INSTFTUTION  OF 

CIVIL  ENGINEERS 


Dflsigxiation  of  engine 

Cylinder  diam.,  in 

Stroke,  in 

Ratio  of  stroke  to  bore 

Clearance,  per  cent  of  total  volume. . . 
Surface-to- volume  ratio,  sq.  ft.  per  ou. 

B.hp.  at  test 

R.p.m.  at  test 

Piston  speed  at  test,  ft.  per  min 


ft. 


L 
5.502 
10.00 
1.82 
17.04 
10.7 
5.2 
258.0 
431 


R 
0.00 
17.03 
1.80 
18.02 
0.52 
20.0 
208.0 
577 


X 
14.008 
22.00 
1.67 
18.60 
4.62 
52.7 
106.8 
007 


23  It  must  be  admitted  that  the  agreement  is  about  as  good 
as  could  possibly  be  expected  with  engines  of  so  widely  varjring 
dimensions.  The  agreement,  for  that  matter,  is  still  better  if  in- 
stead of  Clerk's  values  for  the  indicated  horsepowers  we  adopt  these 
reported  by  the  Committee  as  a  body.    These  are: 

Engine L  R  X 

I.hp.,  per  cent  of  heat... .  31  32.9  34.8 

Difference  from  value  for  X  3.8  1.9 

24  The  agreement  with  the  figured  values  is  almost  exact. 
Too  much  importance,  of  course,  should  not  be  attached  to  this  close 
agreement.    Yet,  in  the  absence  of  other  methods  of  figuring  cooling 
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losses,  the  use  of  the  simple  formula  here  derived  would  not  seem 
irrational. 

25  In  the  form  just  given  the  formula  is  serviceable  only  for 
comparing  with  each  other  engines  working  under  similar  tem- 
perature conditions,  with  similar  fuels.  It  does  not  take  into  account 
variations  in  expansion  ratio,  or  in  maximum  temperature;  nor 
does  it  give  absolute  heat  losses  in  heat  units  per  unit  weight  of  gas. 
It  can  easily  be  given  this  added  range  of  usefulness  by  connecting 
it  with  the  heat  losses  per  second  per  unit  weight  of  gas  given  for 
varying  mean  temperatures  for  the  Clerk  engine  by  the  curve  in 
Fig.  3. 

26  Assuming  a  certain  maximum  temperature,  or  calculating 
it  approximately  with  the  aid  of  the  specific  heats  given  in  Table  2, 
it  is  possible  then  to  estimate  from  the  expansion  ratio  of  the  engine 
the  temperature  drop  during  the  expansion  by  the  use  of  an  assumed 
polytropic  exponent.  From  this  we  get  close  enough  for  our  purpose 
the  mean  temperature  during  expansion  as  an  arithmetic  average. 
The  corresponding  heat  loss  C  is  read  from  the  curve  in  Fig.  3  and 
it  is  the  loss  in  B.t.u.  per  pound  or  calories  per  kilogram  of  gas 
used  for  an  expansion  stroke  lasting  one  second.  To  get  the  loss 
for  any  other  duration  of  stroke  it  is  simply  necessary  to  multiply 
C  by  the  actual  duration.  If  the  actual  r.p.m.  is  N,  this  dura- 
tion is  SO/N.  The  surface-to-volume  ratio  in  the  Clerk  engine  was 
4.64  sq.  ft.  per  cu.  ft.,  and  the  piston  speed  at  160  r.p.m.,  —  the 
speed  at  which  the  curve  applies,  —  586  ft.  per  min.  Consequently, 
for  any  engine  of  surface-to-volume  riatio  R  and  piston  speed  V  the 
expansion  cooling  loss  in  heat  units  per  unit  weight  of  gas  used  is 


i-t^x-XOiVi 


iV      4.64  V  586 
or 

L  =  0.267  (CR/N)VV [2] 

27  In  Formula  [2]  R  is  expressed  in  sq.  ft.  per  cu.  ft.,  V  in  ft. 
per  min.,  and  N  in  r.p.m.,  while  C  can  be  either  in  B.t.u.  per  lb.,  or 
cal.  per  kg.,  or  in  any  other  units  for  which  a  C  curve  is  available. 

28  In  these  days  of  rapid  internationalization,  with  cordial 
interchange  of  ideas  between  France  and  the  English-speaking  coun- 
tries, especially  in  the  field  of  aeronautical  engines,  it  may  be  advisable 
to  give  the  formula  also  in  metric  units,  as  follows: 

L  =  l.UCiR/N)Vv [3] 
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where  /2  is  in  square  meters  per  cubic  meter  and  Y  in  meters  per 
second,  or 

L  =  114  (CB/iNO  VT [4] 

where  /2  is  in  square  centimeters  per  cubic  centimeter  and  Y  in 
meters  per  second. 

29  Finally  if  R  should  be  given  in  sq.  in.  per  cu.  in.,  which  is 
more  convenient  in  most  cases, 

L  ^Z.2  {CR/N)y/V [6] 

where  Y  is  the  piston  speed  in  ft.  per  min.  as  is  customary. 

APPLICATION  OP  THE  COOLING-LOSS  FORliULA  TO  ACTUAL  CASES 

30  Influence  of  AbaolvJte  Dimensions  on  Cooling  Losses^  Assume 
in  the  first  instance  that  the  piston  speed  does  not  vary.  Particu- 
lars of  series  of  such  engines  for  a  piston  speed  of  1000  ft.  per  min. 
and  a  bore-to-stroke  ratio  of  1  :  1.5  are  given  in  Table  6. 

TABLE  6    ENGINES  WITH  PISTON  SPEED  OP  1000  FT.  PER  MIN.  AND  8TROEB-TO- 

BORE  RATIO  OF  1.5 


r.in 
Strokt,  in... 
R.p.in 


8 

10 

16 

80 

4.6 

16 

22.6 

46 

1833 

400 

206 

183.3 

41 


06 


31  In  this  case  the  r.p.m.  varies  inversely  as  the  diameter,  and 
so  does  the  surface  ratio.  Consequently  for  the  same  C,  L  is  constant. 
Thus,  as  far  as  the  formula  for  the  same  expansion  ratio  and  the 
same  maximum  temperature  goes,  the  cooling  losses  and  hence  the 
indicated  efficiency  of  these  engines  would  be  the  same  for  all  dimen- 
sions. Actually  in  order  to  avoid  cracking  of  the  metal,  the  cooling 
will  have  to  be  much  more  efficient  for  the  larger  engines.  If  they 
are  double-acting,  then  even  the  pistons  will  be  water-cooled.  Even 
so,  the  maximum  temperatures  and  maximum  pressures  will  have  to 
be  kept  down.  The  larger  engines  will  therefore  have  a  tendency 
to  be  rather  less  efficient  than  the  smaller  ones.  On  the  other  hand, 
with  very  high  values  of  N  the  combustion  is  likely  to  consume  a 
large  part,  if  not  the  whole,  of  the  stroke.  In  many  cases,  in  fact, 
a  good  deal  of  the  combustion  will  take  place  in  the  exhaust  pipe. 
This  can  be  prevented  by  extremely  efficient  carburization  and 
ignition.  Yet,  on  the  whole,  the  likelihood  is  that,  with  the  same 
compression,  the  best  efficiencies  will  be  found  in  the  middle  of  the 
range.    This  would  seem  to  be  borne  out  by  experience. 
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32  It  may,  however,  be  said  that  unvarying  piston  speed  for 
all  dimensions  does  not  correspond  to  actual  conditions.  In  some 
aeroplane  and  automobile  engines  piston  speeds  are  found  approach- 
ing, if  not  exceeding,  2000  ft.,  while  it  might  perhaps  be  conserva- 
tive to  let  the  piston  speed  of  very  large  engines  remain  below  750 
ft.  Suppose  that  at  the  large-size  end,  the  piston  speed  is  half  of 
what  it  is  at  the  small-size  end.  The  number  of  revolutions  at  the 
large-size  end  would  be  only  half  of  what  it  would  have  to  be  to 
limit  the  cooling  loss  to  its  value  at  the  small-size  end,  piston  speeds 
being  equal.  This  would  tend  to  make  the  cooling  loss  twice  as 
large  at  the  large-size  end.  On  account  of  the  lower  value  of  the 
piston  speed  this  loss  is  reduced  in  the  ratio  of  V^.  The  upshot  is 
that  the  loss  would  be  about  40  per  cent  greater  for  the  large  size. 


TABLE  7    ENGINES  WTTH  UNVARYING  VOLUME  AND  VARYING  STROKE-TO- 

BORE  RATIO 


Ratio,  stroke  to  bore 

Diameter,  in 

Stroke*  ixL 

is.  aq.  ft.  per  cu.  ft 

Pieton  qwed,  ft.  per  min 

Cooling  loei,  per  cent  (for  Clerk  engine 
!•%) 


1.0 

1.2 

1.4 

1.0 

1.8 

2.0 

6.3 

5.0 

4.74 

4.53 

4.35 

4.2 

5.3 

0.0 

0.08 

7.25 

7.81 

8.4 

12.7 

12.8 

13.1 

13.3 

13.5 

13.8 

1000 

1200 

1320 

1450 

1502 

1880 

7.g5 

8.4 

9.05 

0.0 

10.1 

10.8 

2.5 

3.0 

0.75 

14.3 

1050 

13.0 


33  There  is  then  absolutely  no  reason  to  look  for  high  efficiency 
in  large  dimensions.  High  speed,  even  though  connected  with  high 
piston  speeds,  is  preferable,  even  from  the  pure  efficiency  point  of 
view  —  provided  the  combustion  can  be  effected  satisfactorily. 
Strangely  enough,  the  simple  investigations  here  carried  out  will 
give  as  a  sort  of  by-product,  some  indications  as  to  what  it  is  neces- 
sary to  assume  in  regard  to  combustion. 

34  Influence  of  Varying  Stroke-to-Bore  Ratio.  In  this  para- 
graph it  will  be  assumed  that  the  change  in  stroke-to-bore  ratio  is 
not  consequent  upon  a  change  in  expansion  ratio.  The  question  is: 
With  a  given  expansion  ratio  and  temperature  range,  how  should  a 
cylinder  be  proportioned  for  best  efficiency?  A  basic  cylinder  of 
5  in.  diameter  and  6  in.  stroke  with  the  same  total  volume  and  the 
same  clearance  volume  for  all  other  proportions,  will  be  considered. 
The  expansion  ratio  may  be  5  —  that  of  the  Clerk  engine;  the 
speed,  1200  r.p.m. ;  the  piston  speed  will  vary  from  case  to  case. 

35  Using  Formula  [1]  the  conditions  found  are  those  recorded 
in  Table  7. 
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36  The  cooling  loss  increases  regularly  with  increasing  stroke- 
to-bore  ratio.  The  absolute  magnitude  of  the  loss  is  small  and  the 
extreme  variation  changes  the  thermal  efficiency  by  only  4  per  cent. 
However,  this  4  per  cent  means  from  15  to  20  per  cent  saving  in  fuel. 
In  an  aeroplane  1  lb.  of  weight  would  be  saved  in  fuel  for  a  10-hr. 
flight  for  every  hp.  of  the  engine  output.  This  is  not  negligible,  and 
will  count  more  and  more  as  longer  and  longer  flights  over  sea,  or 
over  enemy  territory,  are  attempted. 

37  It  might  be  thought  that  Table  7  does  not  really  represent 
the  situation,  since  it  refers  only  to  losses  during  the  whole  stroke. 
With  full-out  piston  the  surface-to-volume  ratio  may  be  less  for 
large  diameters  and  short  strokes.  The  combustion  space,  however, 
will  become  more  and  more  disk-shaped  as  the  diameter  increases; 
its  surface  ratio  will  be  great,  and  the  losses  during  combustion  con- 
siderable. However,  as  shown  in  Table  8,  R  for  the  clearance  space 
varies  but  slightly  in  the  opposite  direction  to  R  for  the  whole 
cylinder. 

TABLE  8    VARIATION  OF  SURFACE-TO-VOLUME  RATIO  FOR  CLEARANCE  SPACE 

OF  ENGINES  IN  TABLE  7 


Strok^to-bore  ratio 

10 

18 

1.2 

17.7 

1.4 
17.3 

1.6 
17.3 

1.8 
17.1 

2.0 
17.0 

2.5 

R  for  oleoranoe,  sq.  ft.  per  ou.  ft 

17.0 

38  Influence  of  Varying  Stroke-to-Bore  Ratio  Consequent  on  Vary- 
ing Expansion  Ratio,  The  long  stroke  has  in  the  popular  mind 
become  more  or  less  associated  with  high  thermal  efficiency.  The 
reason  for  this  may  be  the  high  efficiency  attained  at  a  foreign  test 
by  certain  motors  having  a  remarkably  long  stroke.  However,  in 
these  motors  the  long  stroke  was  connected  with  a  very  high  ex- 
pansion ratio.  . 

39  The  next  step  is  to  investigate  the  influence  of  varying 
expansion  ratio  on  engines  of  the  same  output  and  the  same  speed, 
the  increase  in  expansion  being  brought  about  by  lengthening  the 
stroke.  With  increased  compression  and  increased  stroke  the  out- 
put per  square  inch  of  piston  area  will  increase  for  the  same  number 
of  revolutions.  To  obtain  equal  output  the  cylinder  diameter  ^iU 
have  to  decrease  with  increased  expansion  ratio,  as  indicated  in 
Table  9.  In  figuring  the  heat  losses  in  this  table  it  was  necessary  to 
use  Formulae  [2]  to  [5],  since  the  temperature  conditions  were  no 
longer  the  same.  The  heat  losses  were  obtained  in  heat  units  per 
pound  of  gas,  not  as  percentages. 
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40  As  Table  9  shows,  while  the  cooling  loss  increases  18  per  cent, 
the  indicated  work  increases  61  per  cent.  The  value  of  high  expan- 
sion, even  though  gained  by  increased  stroke-to-bore  ratio  and 
decreased  cylinder  diameters,  is  hereby  clearly  demonstrated.  For 
average  conditions,  however,  a  high-expansion  engine  would  be 

TABLE  9    INFLUENCE  OF  VARYING  EXPANSION  RATIO  ON  ENGINES  OF 

THE  SAME  OUTPUT  AND  THE  SAME  SPEED 


Volumtttric  eip>nsion  ratio 

Cylinder  diameter,  in 

Stroke,  in 

Ratio,  stroke  to  bore 

Siarfaoe*to*volume  ratio.  iS,  sq.  ft.  per  eu.  ft. . 

Piaton  speed,  ft.  per  min 

Max.  temperature,  assttmed,  deg.  fahr 

Max.  temperature,  assumed,  deg.  cent 

Final  temperature  of  expansion,  deg.  fahr. . . . 
Final  temperature  of  expansion,  deg.  cent. . . . 

Heat  loss,  B.t.u.  per  lb.  of  gas 

Heat  loss,  sal.  per  kg.  of  gas 

Indicated  work,  approx.,  B.t.u.  per  lb.  of  gas. 
Indicated  work,  approx.,  cal.  per  kg.  of  gas. . . 


3 

6 

7 

6 

4 

3.5 

5 

6 

7 

1 

1.5 

2 

13.3 

15.6 

ie.7 

1000 

1200 

1400 

3270 

3270 

8270 

1800 

1800 

1800 

2240 

1850 

1080 

1227 

1007 

887 

100 

103 

108 

56 

57 

00 

188 

248 

278 

104 

138 

154 

0 

3 

7 

2 

19 

1500 

3270 

1800 

1470 

802 

118 

05 

803 

168 


Polytropic  exponent  in  computation  of  temperature  drops,  1.3;  compression  work  assumed  equal 
to  80  per  cent  of  expansion  work. 

more  efficient  with  a  large  diameter  and  a  short  stroke  than  with  a 
small  diameter  and  a  long  stroke. 

41  Character  of  the  Combustion  in  High-Speed  Engines.  In  Table 
9  the  cooling  losses  and  the  indicated  work  are  given  in  heat  miits 
per  unit  weight  of  gas.    If  to  obtain  percentages  an  attempt  were 

TABLE  10    APPARENT  SHAFT  EFFICIENCIES  FOR  ENGINES  IN  TABLE    9 


Volumetric  expansion  ratio 

End  temperature  of  compression,  deg.  fahr.  abs 

End  temperature  of  compression,  deg.  cent,  abe 

Temperature  rise  to  3730  deg.  fahr.  abe 

Temperature  rise  to  2073  deg.  cent.  abs. 

Heat  required,  appixn.  (C*  ~  0.225),  B.t.u.  per  lb.  of  gas. 

Heat  required,  cal.  per  kg.  of  gas 

Shaft  thermal  efficiency  from  indicated  work  in  Table  9, 
(meoh.  eff.  0.85) 


3 

5 

7 

1000 

1170 

1290 

556 

648 

718 

2730 

2560 

2440 

1517 

1425 

1355 

615 

576 

550 

342 

320 

306 

0.26 

0.365 

0.43 

9 

1390 

773 

2340 

1300 

525 

292 


0.49 


made  to  calculate  the  thermal  efficiency  of  the  engine  by  reference 
to  the  heat  supplied  during  combustion,  some  very  astonishing 
figures  would  result,  such  as  those  in  Table  10.  Here  the  maximum 
temperature  has  been  assumed  equal  to  3270  deg.  fahr.  (1800  deg. 
cent.)  in  all  cases  and  the  mechanical  efficiency  equal  to  0.85. 
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42  It  is  evident  that,  even  though  7  and  9  may  be  unusual  ex- 
pansion ratios  in  actual  engines,  we  can  never  hope  to  attain  brake 
efficiencies  as  high  as  those  in  Table  10.  In  arriving  at  these  ei- 
ciencies  no  use  has  been  made  of  the  calculated  cooling  losses;  we 
have  simply  taken  a  polytropic-expansion  exponent  equal  to  1.3 
and  assumed  that  all  heat  is  added  before  the  expansion  commences 
to  take  place.  This  is  the  way  efficiencies  are  usually  figured,  al- 
though in  combustion-engine  practice  the  procedure  is  mostly  veOed 
by  the  employment  of  mathematical  efficiency  formulse,  which  have 
very  little  to  do  with  actual  processes. 

TABLE  n    SHAFT  EFFICIBNCY  AND  OOOLING  LOSS  OF  ENGINE  OF  TABLE* 
WITH  EXPANSION  RATIO  OF  6.  ASSUMING  ISOTHERICAL  EXPANSION 


botharmal  eipanmon  work  (gas  oonBtant  «  0.071) 

Haftt  added  between  oompreaaion  temperature  (708  deg.  (ahr.,  376  deg. 

cent.),  and  max.  temp.  (C*  *»  0.226) 

Cooling  loei.  estimated 

Total  heat  supplied 

Compression  work  (exponent  ■■  1.8) 

Indicated  work 

Shaft  efficiency  (meoh.  eff.  "■  0.86) 

Cooling'loas,  per  cent 


B.t.u.  per  lb. 

OiLptrki. 

386 

214 

4M 

m 

les 

10 

1043 

an 

IM 

IB 

281 

IM 

0.230 

0.S9 

16.6 

lS.i 

43  Clerk  in  his  paper  before  the  Royal  Society  concludes  from 
his  experiments  on  an  engine  running  at  only  160  r.p.m.  that  some 
combustion  is  proceeding  even  during  his  first  reexpansion,  i.e.,  after 
the  whole  normal  expansion  stroke  and  a  whole  intervening  compres- 
sion stroke.    All  experiments  with  closed  vessels  show  gaseous  explo- 
sions to  take  certainly  not  less  than  ^V  sec.,  and  this  only  with  over- 
rich  mixtures.    With  normal  mixtures,  it  takes  a  much  longer  time 
than  that  to  reach  the  maximum  pressure.    Turbulence  accderates 
combustion  very  much.    Yet,  such  direct  experiments  as  we  have 
seem  to  show  that  with  normal  mixtures  even  a  turbulent  combus- 
tion would  take  all  of  ^V  sec.    One-fortieth  of  a  second,  however,  is 
exactly  the  time  occupied  by  the  whole  expansion  stroke  of  an  engine 
running  at  1200  r.p.m.    We  have  then  absolutely  no  reason  to  assume 
that  the  combustion  is  complete  before  the  expansion  commences. 
In  the  series  of  engines  just  considered  it  is  far  more  reasonable  to 
assume  that  it  continues  during  the  whole  expansion  stroke. 

44  Assuming  this  we  might  approach  the  conditions  actually 
obtaining  by  figuring  with  an  isothermal  expansion.     During  such 
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an  expansion  all  the  beat  added  passes  directly  into  work.  Assume 
a  temperature  of  1600  d^.  cent.  (2912  deg.  fahr.)  to  obtain  during 
the  expansion,  then  with  an  expansion  ratio  of  5  we  find  for  the 
corresponding  engine  in  Table  9  the  values  given  in  Table  11. 

45  The  shaft  efficiency  is  now  about  what  would  be  expected 
from  an  engine  of  this  size  and  speed,  and  the  cooling  loss  is  consid- 
erably increased.  The  main  reason  for  the  lowered  efficiency,  how- 
ever, is  not  cooling  loss,  but  delayed  combustion.  To  increase 
efficiency  in  explosion  engines  running  at  very  high  speeds  the  main 
prerequisites  are  extremely  efficient  carburation,  extremely  efficient 
ignition,  and  perhaps,  if  feasible,  some  means  for  increasing  the 
turbulence  during  combustion. 

46  It  would  hardly  be  good  practice  to  increase  turbulence  by 
means  of  greater  gas  velocities  and  greater  throttling  losses  in  valves. 
The  writer  knows  of  an  engine  in  which  very  complete  combustion 
is  secured  by  forcing  the  mixture  through  narrow  grooves  in  the 
working  piston.  The  design,  however,  involves  an  auxiliary  piston 
driven  by  an  auxiliary  linkage,  and  it  is  possible  that  two  inlet 
valves  with  ''clashing"  currents  might  prove  of  some  value.  Here  a 
considerable  field  for  invention  is  yet  open. 

47  In  concluding  this  paper,  the  writer  wishes  to  express  his 
deeply  felt  gratitude  to  Prof.  William  T.  Magruder,  Mem.Am.Soc. 
M.E.,  who  in  the  midst  of  extremely  arduous  war  duties  has  not 
grqdged  the  writer  encouragement  and  advice. 
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Wm.   T.   Magruder   (written).    Assuming  the  correctness  of 
Equation  [1],  of  Par.  19,  let 

s  =3  stroke  in  inches 

c  =a  stroke  /  diameter 
N  =a  r.p.m. 

V  ^2sN  =  piston  speed 
K  =3  ratio  of  total  volume  to  piston  displacement. 

Then 

^^surface_^  +  ^^"^^^      2  +  4cg 

volume  ^cP ,,  y-  sK 

-i-  X  Ks 
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Substituting  in  Equation  [1], 


2  +  4cK 

sK           N,     (2  sN  y-' 

2  +  icK 

L         ^ 
~^2  +  4:CoK9 

2  +  ^CoKo      N       \2saNo) 

L  =  L,^  ."r  ,.  X  '-^  X  [-^-^^  1     =  L,^  ■  T    „  X  (p)" 

If  we  assume  that  the  two  engines  have  the  same  clearances  and 
the  same  compression  ratios  and  that  K  —  Koj  and  that  they  liave 
the  same  ratio  of  stroke  to  diameter  and  that  c  =  CO)  then  Equation 
[1]  reduces  to 

in  B.t.u.  per  unit  weight  of  gas  used;  that  is,  that  for  the  same 
ratio  of  stroke  to  diameter  and  the  same  compression  ratio  in  the 
two  engine  cylinders,  and  for  equal  weights  of  gas  used,  the  loss  is 
inversely  proportional  to  the  square  root  of  the  ratio  of  the  piston 
speeds. 

Attention  should  be  called  to  the  leanness  of  the  mixture  which 
formed  the  burnt  gases  given  in  Par.  11  and  to  the  low  average 
temperature  of  the  yirall  surrounding  the  combustion  space. 

The  fallacy  of  the  hypothetical  assumption  made  in  Par.  42  is 
shown  by  the  continuity  of  the  combustion  during  the  stroke  as  is 
shown  by  the  continuity  of  the  flame  during  the  stroke  and  after 
the  opening  of  the  auxiliary  exhaust  port,  and  also  by  the  tempera- 
ture of  the  gases  in  the  cylinder  as  measured  by  the  electric  pyrometer. 

With  reference  to  the  drop  in  temperature  in  the  exhaust  port 
and  pipe,  it  is  well  known  to  experimenters  that  the  drop  is  very  rapid 
and  apparently  much  more  rapid  in  most  commercial  engines  than 
the  figures  given  for  the  engine  experimented  with  by  Professor 
Coker  would  indicate. 

As  to  the  heat  given  to  the  exhaust  passages  of  an  engine,  the 
results  of  a  number  of  runs  made  with  the  14-in.  by  18-in.  single- 
acting  tandem  Buckeye  gas  engine,  using  natural  gas,  in  the  Mechan- 
ical Engineering  Laboratory  of  The  Ohio  State  University,  show 
that  with  total  jacket-water  losses  ranging  from  24.9  to  35.6  per  cent, 
depending  on  the  load,  at  full  load  38  per  cent  went  to  the  cylinder 
barrels,  22.9  per  cent  to  the  cylinder  heads,  20.6  per  cent  to  the 
pistons,  13.7  per  cent  to  the  exhaust-valve  seat  and  boxes,  and 
only  4.9  per  cent  to  the  exhaust  valves  and  their  stems. 

Louis  Illmer  (written).    The  opening  statement  of  the  paper 
that  a  great  part  of  the  heat  loss  in  an  internal-combustion  engine 
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is  absorbed  by  the  exhaust  passage,  is  not  borne  out  by  my  research 
studies  in  Heat  Flow  Through  Cylinder  Walls  as  presented  before 
the  Society  of  Automotive  Engineers  (see  S,A.E.  Journal,  January 
1918).  It  can  b^  shown  that  the  major  portion  of  the  heat  loss 
in  a  properly  adjusted  moderate-speed  explosive  engine  is  given  off 
to  the  cy Under  and  head  jacket  walls  during  the  early  portion  of 
the  expansion  stroke. 

I  would  further  point  out  that  my  investigation  presented  a 
rather  expUcit  method  of  procedure  from  which  the  heat-flow  char- 
acteristics of  any  normal  gas  or  oil  engine  can  be  quantitatively 
predetermined  with  sufficient  accuracy  to  meet  all  commercial  de- 
sign requirements. 

My  conclusions,  as  based  upon  jacket-loss  analysis  of  a  consid- 
erable number  of  engines,  are  at  variance  with  the  statements  made 
in  the  paper  under  discussion.  My  own  findings  are  that  heat 
flow  through  jacketed  cylinder  walls  is  controlled  by  three  principal 
factors  as  expressed  by  the  following  formula: 


"-<^'(t)'.^^' 


where   H  =  uniformly  distributed  full-load  heat  flow  through  the 

jacketed  cylinder  wall  as  measured  in  B.t.u.  per  hour 
per  sq.  in.  of  effective  cooling  surface  Ae 
Cf  =  constant  depending  upon  the  cycle  of  the  engine 
=  0.001  for  four-stroke  cycle  engines 
=  0.0016  for  two-stroke  cycle  engines 
Pm  =  mean  effective  pressure,  lb.  per  sq.  in. 
E  =  thermal  efficiency  as  indicated  in  the  power  cylinder. 
N  =  engine  speed  in  r.p.m. 

F  =  surface  factor,  that  is,  effective  volume  F,  in  cu.  in. 
divided  by  the  effective  surface  Ae  in  sq.  in.,  as 
measured  with  the  piston  standing  at  J  stroke  from 
its  inner  dead-center  position. 

The  first  factor,  Pm/Ey  of  this  equation  measures  the  temperature 
rise  occurring  during  the  explosion  period  and  is  shown  to  be  approxi- 
mately proportional  to  the  average  temperature  head  driving  the 
heat  from  the  hot  gases  into  the  cylinder  wall. 

The  second  factor,  N/\og  Ny  is  the  time  factor.  For  speeds  below 
200  to  250  r.p.m.  the  law  of  change  of  heat  flow  with  speed  does  not 
materially  differ  from  that  taken  upon  the  Vn  basis,  while  at  higher 
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speed  this  ratio  as  used  by  the  author  leads  to  an  excessive  rate  of 
heat  loss. 

The  last  factor,  F,  is  a  surface  factor.  To  arrive  at  a  consistent 
value  for  the  equivalent  effective  cooling  surface  in  an  explosive 
gas  engine,  a  certain  portion  of  the  bore  surface  must  be  added  to 
that  of  the  clearance  space. 

According  to  the  formula  given  above,  the  influence  of  the  sur- 
face factor  should  not  be  taken  directly  proportional  to  F  but  rather 
as  a  function  of  F\ 

Heat  flow  in  high-speed  internal-combustion  engines  is  a  complex 
phenomenon  and  it  does  not  appear  that  very  satisfactory  practical 
conclusions  as  regards  the  best  stroke-to-bore  ratio  can  be  deduced 
from  experiments  with  intermittent  explosions  in  a  closed  vessel, 
since  these  lack  the  all-important  element  of  changing  surfaces  and 
the  repeated  temperature  applications  due  to  the  reciprocating  piston 
movement. 

Furthermore,  as  is  quite  fully  shown  in  my  paper  on  Heat- 
Flow,  the  temperature  assumed  by  the  cylinder  bore  of  an  engine 
is  an  extremely  important  matter  to  the  designee  in  fixing  the  limit- 
ing engine  speed.  In  case  certain  very  definite  bore  temperatures 
are  exceeded,  piston  lubricating  troubles  will  be  sure  to  follow. 

When  working  in  an  uncertain  domain  of  this  kind,  my  research 
experience  has  led  to  the  conclusion  that  a  study  of  speed  limita- 
tions in  existing  engines  offers  a  far  more  promising  basis  for  deter- 
mining the  rate  and  effect  of  heat  flow  through  cylinder  walls  than 
does  the  author's  method,  which  relies  upon  a  series  of  disputable 
assumptions  which  may  or  may  not  accord  with  practice. 

It  is  thought,  therefore,  that  reliable  data  regarding  the  laws  of 
heat  flow  can,  for  the  present  at  least,  be  most  readily  deduced  from 
a  research  study  of  conditions  identical  with  those  met  with  in  the 
actual  operation  of  gas  and  oil  engines.   After  the  laws  underlying  heat 
flow  are  flrmly  established  and  thoroughly  understood,  their  applica- 
tion to  scientific  engine  design  is  a  relatively  simple  matter. 

0.  C.  Berry  ^  (written).  I  am  pleased  to  see  that  the  paper 
calls  attention  to  the  common  error  of  considering  that  a  larger 
engine  should  be  more  efficient  than  a  smaller  one.  I  do  not  agree, 
however,  with  the  conclusions  drawn  relative  to  the  influence  on  the 
efficiency  of  an  engine  of  changing  its  stroke-to-bore  ratio. 

*  Associate  Professor  of  Gas  and  Automotive  Engineering,  Purdue  University, 
Lafayette,  Ind. 
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The  rate  of  flo^  of  heat  from  the  hot  gases  to  the  walls  per  degree 
of  temperature  difference  per  square  inch  of  surface  per  second  is 
considerably  greater  at  high  than  at  low  gas  temperatures.  The 
combustion  chamber,  piston  head  and  a  comparatively  small  part 
of  the  head  end  of  the  cylinder  walls  are  the  only  parts  exposed  to 
the  highest  temperature  of  the  explosion.  The  crank  end  of  the 
cylinder  is  exposed  only  for  very  short  periods  of  time  and  then  to 
comparatively  low  gas  temperatures.  It  is  therefore  perfectly 
obvious  that  the  cylinder  walls  will  not  absorb  as  much  heat  per 
square  inch  of  surface  as  will  the  combustion  chamber. 

Considerable  work  has  been  done  in  determining  the  cycUcal 
changes  of  temperature  in  a  gas-engine  cylinder  by  such  men  as 
Dugald  Clerk,  Professors  Burstall,  Hopkinson,  Coker,  Dalby,  and 
others.  From  their  results  it  is  possible  to  figure  fairly  accurately 
the  comparative  amount  of  heat  that  will  be  absorbed  by  any  part 
of  the  cylinder  walls.  It  will  be  found  that  on  the  average  1  sq.  in. 
of  cylinder  wall  will  absorb  not  more  than  one-third  as  much  heat 
as  one  1  sq.  in.  of  combustion-chamber  surface.  The  total  effective 
cooling  surface  in  an  engine  may  therefore  be  expressed  in  terms  of 
equivalent  square  inches  of  combustion-chamber  wall  by  adding 
one-third  of  the  cylinder-wall  area  to  the  area  of  the  combustion 
chamber.  The  total  heat  absorbed  by  the  jackets  should  vary  in 
exact  proportion  to  this  equivalent  cooling  surface,  all  other  factors 
being  equal. 

Referring  to  Equation  [1],  Par.  19,  I  feel,  therefore,  that  the 
cylinder  walls  should  not  be  treated  as  the  exact  equivalent  of  an 
equal  area  of  combustion-chamber  walls.  The  equation  is  also  based 
upon  the  assumption  that  the  coefficient  of  heat  transfer  from  the 
gases  will  vary  as  the  square  root  of  the  piston  speed.  Probably  only 
a  small  portion  of  the  gases  ever  comes  in  contact  with  the  cylinder 
walls,  and  the  flow  of  heat  to  the  combustion-chamber  walls  will 
not  be  affected  at  all  by  the  piston  speed,  as  distinguished  from  the 
revolutions  per  minute.  This  item  should  therefore  be  eliminated 
entirely. 

The  inertia  forces  increase  as  the  square  of  the  engine  speed. 
For  this  and  other  reasons  the  percentage  of  power  lost  in  friction 
increases  as  the  speed  increases.  At  very  high  speeds  it  is  difficult 
to  obtain  a  combustion  that  is  rapid  enough  to  give  the  best  efficiency. 
At  the  higher  speeds  it  is  hard  to  obtain  a  high  volumetric  efficiency. 
All  of  these  factors  tend  to  modify  the  efficiency  obtainable  in  a 
high-speed  engine  and  the  temperature  conditions  under  which  it 
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works.  Except  as  modified  by  these  and  like  causes,  the  heat  loss 
will  vary  directly  as  the  square  inches  of  equivalent  cooling  surface. 
This  may  be  expressed  in  the  form  of  an  equation  that  will  take  the 
place  of  Equation  [1]  as  given  by  the  author. 

Let  Lo  =  calories  jacket  loss  per  pound  of  a  given  fuel,  P  = 
pounds  of  fuel  used  per  minute,  and  S  —  equivalent  cooling  surface, 
sq.  in.    Then 

L  =  LqX  -^  X  -p" 

This  relation  will  have  almost  no  bearing  upon  the  stroke-to-bore 
ratio. 

Applying  this  idea  to  the  seven  engines  of  equal  cylinder  volume 
and  varying  stroke-to-bore  ratios  referred  to  in  Table  7,  the  results 
will  be  as  given  in  Table  12.    This  shows  that,  within  these  limits, 

TABLE  12    ENGINES  WITH  EQUAL  VOLUMES  BUT  VARYING  STROKE-TO-BORE 

RATIOS 


Ratio,  stroke  to  bore 

Diameter,  in 

Stroke,  in 

CombuBtion-ohamber  surface,  sq.  in. . 

Cylinder-wall  area,  sq.  in 

Equivalent  cooling  surface,  sq.  in 


1 

1.2 

1.4 

1.6 

1.8 

2.0 

5.3 

6.0 

4.74 

4.53 

4.35 

4.2 

5.3 

6.0 

6.63 

7.25 

7.81 

8.4 

66.2 

62.8 

60.0 

58.0 

56.4 

55.4 

88.2 

94.2 

98.6 

103.0 

106.8 

110.8 

95.6 

94.2 

92.8 

90.1 

92.0 

92.3 

2.5 
8.9 
9.75 

1196 

93:6 


changing  the  stroke-to-bore  ratio  has  very  little  effect  upon  the  jacket 
losses.  A  ratio  of  about  1.6  is  the  very  best  from  this  point  of  view, 
in  so  far  as  there  is  any  choice  at  all.  This  will  be  found  to  corre- 
spond to  actual  experience.  Well-designed  engines  of  similar  size 
and  speed,  having  the  same  compression  ratio  and  using  the  sacoe 
fuel,  will  not  be  found  to  vary  in  efficiency  or  in  the  percentage  of 
heat  lost  in  the  cooling  water  according  to  their  stroke-to-bore  ratio. 
The  choice  of  this  ratio  is  governed  entirely  by  other  considerations. 

H.  M.  Crane  ^  (written).  Most  of  the  experimental  work  of 
the  Simplex  Automobile  Company  and  the  Wright-Martin  Aircraft 
Corporation  has  been  done  on  engines  of  relatively  high  speed.  1 
have  had  the  feeling  that  in  engines  of  this  kind,  where  rapid  develop- 
ment is  necessary,  that  an  attempt  to  determine  the  distribution  of 
heat  losses  is  practically  out  of  the  question,  and  that  the  best  re- 
sults can  be  obtained  by  experimenting  almost  entirely  in  overall 
efficiency. 

*  Vice-President,  Wright-Martin  Aircraft  Corporation,  New  Brunswick, N.J- 
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The  paper  does  not  go  into  the  difficulties  of  multi-cylinder 
engine  construction,  which  are  of  course  of  the  greatest  possible 
importance*,  the  reason  being  that  to  secure  large  power  with  light 
weight  the  best  results  have  been  so  far  obtained  with  at  least  six 
cylinders  and  usually  a  still  greater  number.  Where  a  considerable 
number  of  cylinders  are  used,  the  question  of  loss  of  heat  to  the 
cylinder  walls  is  not  usually  as  difficult  as  that  of  supplying  an  abso- 
lutely uniform  mixture  of  air  and  fuel  to  each  cylinder.  Jt  is  obvious 
that  if  this  is  not  done,  no  really  high  efficiency  can  be  expected,  as 
only  part  of  the  cylinders  can  then  operate  at  maximum  efficiency. 
The  results  of  our  development  work  have  indicated  that  engines  of 
moderate  proportions  can  be  expected  to  give  the  best  all-round 
results,  and  that  extremes  in  cylinder  sizes,  in  stroke-to-bore  ratio 
and  in  valve  timing  are  apt  to  result  in  greater  weight  and  reduced 
efficiency  of  operation.  This  seems  to  confirm  the  author's  con- 
clusions. 

We  have  obtained  interesting  comparative  results  between  our 
two  types  of  8-cylinder  aviation  engines,  the  smaller  being  of  120 
mm.  bore  and  130  mm.  stroke,  and  the  larger  of  140  mm.  bore  and 
150  nmi.  stroke.  The  larger  engine  has  always  shown  a  slightly 
higher  mean  e£fective  pressure  than  the  smaller  engine,  but  has 
never  been  able  to  equal  the  low  gasoline  consumption  of  the  smaller 
engine.  The  smaller  engine  also  can  be  operated  at  somewhat 
higher  temperatures,  although  it  still  develops  its  high  efficiency  at 
as  low  temperatures  as  those  under  which  the  larger  engine  is  oper- 
ated. It  would  then  appear  the  smaller  engine  is  obtaining  its 
efficiency  with  a  probably  greater  proportionate  loss  of  heat  to  the 
cylinder  walls.  The  explanation  would  seem  to  be  then  that  the 
difference  is  due  to  reduced  efficiency  of  combustion  in  the  larger 
engine  and  results  from  variations  of  the  mixture  in  different  cylin- 
ders or  a  less  complete  mingling  of  air  and  fuel. 

Lawford  H.  Fry  (written).  The  author  offers  a  formula  for 
the  loss  of  heat  by  gas  in  the  cylinder  of  an  internal-combustion 
engine  which  is  attractive  by  reason  of  its  simplicity,  but  until 
further  experimental  evidence  is  offered  there  must  be  considerable 
doubt  as  to  whether  a  formula  of  so  simple  a  character  can  express 
accurately  the  complex  process  involved. 

In  a  study  of  the  loss  of  heat  by  a  gas  flowing  through  a  flue, 
presented  to  the  Society  last  year  (Trans.  Am.Soc.M.E.,  vol.  39, 
p.  709),  the  present  writer  showed  that  the  amount  of  heat  given  up 
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by  the  gas  in  its  passage  through  the  tube  depended  on  the  following 
factors: 

1  Initial  temperature  of  the  gas 

2  Temperature  of  the  flue  wall 

3  Mean  hydraulic  depth  of  the  flue 

4  Time  that  each  particle  of  gas  takes  to  pass  through  the  flue 

5  Weight  of  gas  passed  over  each  square  foot  of  tube  surface. 

It  appeared  that  the  Unear  speed  of  the  gas  does  not  have  die 
effect,  often  ascribed  to  it,  of  accelerating  heat  transfer  by  increasing 
the  rubbing  or  scrubbing  action  of  the  gas  on  the  flue  wall.  The 
linear  speed  has  a  controlling  influence  on  the  rate  of  heat  transfer 
but  this  influence  is  due  to  the  fact  that  factors  4  and  5  depend  on 
the  speed  of  gas  flow.  The  rate  of  flow  in  a  given  flue  determines 
the  time  that  each  particle  of  gas  remains  in  the  flue  and  also  the 
number  of  particles  of  gas  which  pass  over  each  unit  of  area  of  the 
flue  surface. 

Now  if  linear  gas  speed  per  se  does  not  affect  the  rate  of  transfer, 
there  is  a  great  similarity  between  heat  transfer  from  a  flowing  gaS 
and  heat  transfer  from  gas  in  a  closed  vessel.    By  analogy  with  the 
flowing  gas  it  would  be  expected  that  the  enclosed  gas  would  hav^ 
the  rate  of  heat  transfer  determined  by  the  following  factors: 

1  Initial  temperature  of  gas 

2  Temperature  of  cylinder  wall 

3  Mean  hydraulic  depth  of  cylinder,  i.e.,  volume  divided  1>3^ 

surface 

4  Time  gas  is  enclosed  in  cylinder 

5  Weight  of  gas  per  unit  of  cylinder  surface. 

The  author^s  formula  includes  these  factors  but  combines  theC*^ 
in  simple  powers,  while  the  flowing-gas  formula  shows  that  an  elafc^ 
orate  exponential  relation  exists  between  them.    It  is  thought  th^^^ 
the  examination  of  further  experimental  data  as  such  becomes  avail' 
able  will  show  the  necessity  for  a  more  elaborate  formula  for  th*-^ 
enclosed  gas.    For  example,  take  the  author's  assumption  that 
amount  of  heat  transferred  from  gas  to  cylinder  is  directly  propoi 
tional  to  the  time  of  stroke,  that  is,  to  the  time  the  gas  is  in  contact 
This  is  obviously  incorrect.    The  rate  of  cooling  is  dependent 
the  temperature  difference  between  gas  and  cylinder  wall.    As  co 
tact  between  gas  and  cylinder  continues  the  temperature 
decreases  and  consequently  the  rate  of  transfer  decreases.    It  fol^ 
ows  that  in  each  succeeding  instant  of  time  less  and  less  heat  wi^ 
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be  given  up  by  the  gas.  The  relation  between  time  of  contact  and 
amount  of  heat  transferred  must  be  expressed  by  an  exponential 
function. 

It  is  hoped  that  the  author's  work  may  be  the  beginning  of  some 
investigations  of  heat  transfer  from  enclosed  gas  which  can  be  tied 
in  with  the  work  already  done  on  heat  transfer  from  flowing  gas. 
It  will,  however,  be  necessary  to  have  a  very  much  larger  body  of 
experimental  data,  and  a  more  searching  analysis  of  the  controlling 
factors  of  the  process. 

E.  R.  Hedrick  (written).  The  profound  influence  gf  this  paper 
upon  design  is  sufficiently  evident  to  suggest  that  even  greater 
accuracy  might  be  attempted.  Thus,  the  author  himself  suggests 
that  two  of  the  Assumptions  are  only  approximate.  That  the  tem- 
perature loss  is  proportional  to  the  surface-to-volume  ratio  is  a 
reasonable  assumption,  but  further  experiments  might  well  be  un- 
dertaken to  establish  this  point.  Thus,  a  superficial  examination 
might  tend  to  lead  us  to  subtract  from  the  surface  half  the  cylinder 
surface  passed  over  by  the  piston;  but  it  is  not  at  all  clear  that  this 
would  be  correct,  since  the  entire  cylinder  is  exposed  to  heating  so 
frequently  that  the  dissipation  of  heat  may  be  practically  as  great 
as  if  the  cylinder  were  constantly  full.  It  is  to  be  remarked,  how- 
ever, that  the  temperature  is  greatest  when  the  exposed  surface  is 
least.    Hence  any  refinement  must  wait  upon  further  experiment. 

The  same  is  true  of  the  assumption  that  the  coefficient  of  heat 
transfer  is  proportional  to  the  square  root  of  the  rubbing  velocity. 
One  suggestion  might  be  that  the  surface-to-volume  ratio  can  be 
expressed  simply  in  terms  of  the  stroke-to-bore  ratio:  it  might  turn 
out  that  a  very  simple  relation  exists  between  the  heat  loss  and  this 
ratio,  at  least  if  the  clearance  is  constant. 

The  Author.  It  is  a  source  of  gratification  that  the  paper  has 
palled  forth  comments  from  a  number  of  men  so  well  qualified  to 
deal  with  the  subject.  An  immense  amount  of  experimental  work 
is  being  done  in  this  country,  but  unfortunately,  very  little  of  it 
ever  becomes  accessible  to  the  profession  at  large;  and  a  very  great 
deal  of  it  is  never  properly  analyzed  or  criticized. 

The  cooling  losses  in  a  combustion  engine  are  physically  a  very 
complex  phenomenon  to  deal  with  quantitatively  and  the  task  of 
expressing  them  by  a  formula  readily  manageable  by  practical  de- 
signers is  a  difficult  one.    The  author  has  tried  to  avoid  a  few  of  the 
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complexities  by  the  introduction  of  a  variable  factor,  C,  in  Formula 
[2],  based  entirely  on  experimental  data  from  the  most  careful  tests 
with  which  he  is  acquainted  —  those  of  Dugald  Clerk.  Clerk  gives 
the  cooling  loss  in  his  engine  expressed  as  equivalent  temperature 
drop  during  the  whole  expansion  stroke,  plotted  against  mean  tem- 
perature during  the  stroke.  The  factor  C  is  simply  the  equivalent 
temperature  drop  transformed  into  B.t.u.  per  pound  of  gas.  This 
C,  then,  contains  and  allows  automatically  for — 

1  The  temperature  variation  during  the  stroke 

2  The  volume  variation  during  the  stroke 

3  Differences  in  temperature  of  combustion  and  expansion,  at 

least  for  conditions  not  differing  too  much  from  those  of 
the  experimental  engine. 

For  conditions  differing  widely,  for  instance,  with  regard  to  com- 
pression ratio  or  with  regard  to  rapidity  of  combustion,  consider- 
able errors  in  C  may  occur.  The  question  is,  Would  it  be  possible 
to  evolve  any  manageable  formula,  give  any  set  of  practical  con- 
stants, where  the  same  would  not  be  true?  The  author  feels  that 
very  much  additional  experimentation  is  necessary,  especially  with 
regard  to  kerosene  engines  and  high-speed  engines  generally.  His 
own  deliberations  on  this  part  of  the  subject  he  considers  merely 
as  a  more  or  less  plausible  guess. 

While  it  is  true  that  the  major  part  of  the  cooling  losses  occur  at 
the  beginning  of  the  stroke,  it  is  not  true  as  a  general  proposition 
that  the  jacket  losses  in  the  exhaust  passages  are  not  worthy  of 
being  corrected  for.  In  the  case  of  the  Clerk  experimental  engine 
they  were  36  per  cent  of  the  total  loss;  in  the  Buckeye  engine  men- 
tioned by  Professor  Magruder,  18.6  per  cent;  in  an  engine  examined 
by  Gibson  and  Walker,  from  8  to  12.5  per  cent.  A  prwri  there  is 
every  reason  to  assume  that  they  are  high  in  high-speed  engines 
with  greatly  delayed  combustion.  These  losses  do  not  occur  during 
the  v^orking  stroke  and  -should  not  be  subtracted  from  the  figured 
expansion  work  of  the  engine.  If  eflBciency  is  estimated  simply 
from  overall  heat  balances,  then  it  makes  no  difference  whether  this 
part  of  the  jacket  loss  is  charged  as  exhaust  loss  or  as  jacket  loss. 
In  analyzing  what  happens  during  the  expansion  stroke,  however, 
this  loss  must  not  be  charged  as  energy  disappearing  into  the  cylinder 
walls. 

Putting  cooling  loss  proportional  to  the  square  root  of  the  piston 
speed  was,  to  begin  with,  simply  done  "for  luck."     It  was  designed 
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to  express  certain  general  practical  experiences,  as  well  as  the  general 
effect  of  turbulence. 

The  close  agreement  between  the  losses  as  figured  by  the  formula 
and  those  indicated  for  the  experimental  engines  of  the  Institute  of 
Civil  Engineers  seemed,  post  f actum j  to  furnish  a  good  justification 
for  the  assumptions  made. 

An  allowance  for  differences  in  pressure,  as  distinct  from  differ- 
ences in  expansion  ratio,  would  no  doubt  be  a  refinement.  The 
difference  in  expansion  ratio,  as  it  is,  makes  itself  felt  solely  through 
the  mean  temperature  during  the  stroke,  and  thence  through  the 
factor  C,  as  read  from  the  curve  in  Fig.  3. 

In  engineering  work,  simplicity,  ease  of  orientation,  is  often  more 
important  than  exactness.  Fully  appreciating  the  weight  of  the 
criticism  offered,  the  author  sees  no  reason  why  his  formula  should 
not  be  used  with  some  confidence,  at  least  for  engines  not  too  dis- 
similar from  Clerk's. 

For  multi-cylinder  engines  he  realizes  keenly  that  a  much  more 
searching  investigation  is  desirable.  Personally  he  would  like  nothing 
better  than  to  attack  the  problems  mentioned  by  Mr.  H.  M.  Crane. 
To  some  extent  he  has  done  so  in  a  paper  pubUshed  in  AviomoHve 
IndusUiea,  February  27,  1919. 
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THE  WEIGHTS  AND  MEASURES  OF  LATIN 

AMERICA 

By  Frederick  A.  Halaet,  New  Yobk 
Member  of  the  Society 

"/  have  found  in  the  course  of  my  life 
that  the  particular  thing  that  you  have  to 
surrender  to  is  the  fads  J' 

—  President  Wilson. 

'T^HE  inquiry  of  which  this  paper  is  a  report  was  conducted  through 
a  questionnaire  of  which  about  500  copies  were  distributed 
throughout  South  and  Central  America  and  the  West  Indies.^  In 
order  to  secure  representative  and  impartial  distribution,  outside 
agencies  were  enlisted  in  the  work,  the  printed  blanks  being  sent  to 
their  branches  and  correspondents  by  the  National  City  Bank,  the 
United  Fruit  Company,  W.  R.  Grace  and  Company,  and  the  Hill 
Publishing  Company.  Additional  copies  were  sent  out  by  the  author 
to  names  taken  from  a  commercial  list  obtained  from  the  United 
Fruit  Company  and  to  United  States  consuls. 

2  The  actual  printed  forms  sent  out  were  translated  into  Spanish 
and  Portuguese,  in  which  languages  most  of  the  replies  came  back. 
The  information  given  herein  is  not,  however,  limited  to  that  ob- 
tained through  the  questionnaires  as  various  citations  in  the  text  point 
out.  In  all  cases  quotations  without  names  attached  are  from  the 
questionnaires. 

SPANISH  AND   PORTUGUESE   WEIGHTS  AND   MEASURES 

3  As  many  readers  are  not  acquainted  with  Spanish  weights 

and  measures,  tables  of  the  more  common  units  and  their  relations 

^  This  paper  embodies  the  results  of  an  investigation  conducted  under  the 
auspices  of  the  American  Institute  of  Weights  and  Measures,  of  which  the  author 
is  the  Commissioner. 

Presented  at  the  Annual  Meeting,  December  1918,  of  The  American 
SociSTT  OF  Mechanical  Engineers.  For  discussion,  see  Mechanical  En- 
GiNEERiNQ,  Jsnuaiy,  1919. 
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are  here  given.    The  translation  of  the  Spanish  names  is  aknost  self- 
apparent,  but  the  following  are  given: 

Onza  Ounce  Pulgada  Inch 

Libra  Pound  Pie  Foot 

Tonelada  Ton  Vara  Yard 

Cuartillo  Quart 

4  The  Portuguese  names  are  so  similar  that  their  meanings  will 
be  apparent. 

SPANISH  WEIGHTS  AND  MEASURES 

Weight 

16  onzas  =  1  libra 

25  libras  =  1  arroba 

4  arrobas  =  1  quintal 

20  quintales  =  1  tonelada 

Drt   Meabure 

4  cuartillos    —  1  celemin 
12  celemins     =  1  fanega 
12  fanegas       —  1  cahiz 

Liquid  Measure 

4  cuartillos    =  1  azumbre 
8  azumbres   ^  1  cantara 
16  cantaras     =  1  moyo 

Length 

12  pulgadas     =  1  pie 
3  pies  =  1  vara 

UNIFICATION  OF  ENGLISH  AND  SPANISH  WEIGHTS  AND  MEASURES 

5  With  slight  differences  in  the  values  of  the  units,  this  system 
is  substantially  identical  with  our  own.  With  suitable  foresight  9^^ 
effort  the  two  might  have  been  unified  long  ago. 

• 

6  The  chief  difficulty  in  the  adoption  of  the  metric  system  ^ 
Latin  America  has  been  and  is  the  psychological  difficulty  —  that  is, 
learning  to  think  or  visuaUze  values  in  strange  units.  In  this  sense 
the  difficulty  of  adopting  the  EngUsh  values  of  the  units  would  have 
been  nil  for  there  would  have  been  too  Uttle  change  in  values  to  cause 
confusion  of  thought,  while  in  names  there  would  have  been  none. 

7  Meanwhile  the  still  greater  difficulty  in  our  own  case  — the 
physical  difficulty  due  to  the  anchorage  of  units  in  standardised 
manufacture  —  was  and  is  absent  in  Latin  America  where  but  little 
manufacturing  is  done.  The  difficulties  in  the  way  of  adopting  the 
English  values  of  the  units  thus  were  and  are  trifling  in  comparison 
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with  those  in  the  way  of  adopting  the  metric  units.  Moreover,  the 
process  would  have  been. one  of  subtraction,  two  sets  of  values  being 
reduced  to  one,  and,  internationally  considered,  several  sets  of  values 
reduced  to  one,  for  the  Spanish  units  have  slight  and  annoying  differ- 
ences of  value  in  different  countries.  The  "adoption"  of  the  metric 
system,  on  the  other  hand,  has  been  one  of  addition,  another  set  of 
units  being  added  to  those  already  existing. 

8  The  ease  with  which  the  EngUsh  values  of  the  imits  might 
have  been  adopted  is  shown  by  these  reports  of  the  progress  they 
have  made.  With  no  trace  of  compulsion  or  even  governmental 
recognition,  they  have  come  into  large  use  by  the  operation  of  the 
forces  of  trade  and  commerce  and  by  simple  acceptance,  whereas  the 
metric  units  have  nowhere  made  progress  except  by  compulsion. 

9  The  remaining  question  is:  Is  it  too  late?  Except  for  units 
for  land  measure,  which,  once  established,  should  be  let  alone,  I 
tl;dnk  not,  for  conditions  have  not  materially  changed  in  Latin 
America.  It  must  be  apparent  there,  as  this  inquiry  makes  it  here, 
that  the  attempt  to  adopt  the  metric  system  is  a  failure.  The 
weights  and  measures  of  Latin  America  are  in  a  state  of  chaos,  for 
which  a  remedy  is  sorely  needed.  Were  they  to  dismiss  the  intruder 
and  retain  the  old  historic  names  with  changes  in  values  which  are 
so  slight  as  to  be  inappreciable  for  most  purposes,  Pan-Americanism 
in  this  important  field  would  become  an  accomplished  fact,  and  the 
unification  of  the  weights  and  measures  of  North  and  South  America 
with  those  of  the  British  Empire  would  be  within  sight. 

10  It  is  especially  to  be  noted  that  imtil  about  the  beginning  of 
the  present  century  there  were  few,  if  any,  compulsory  metric  laws 
in  Spanish  America.  The  system  had  been  "adopted"  in  many  of 
those  coimtries  as  the  official  system,  and  used  chiefly  for  customs 
purposes  and  railway  tariffs,  but  the  people  continued  to  use  the  old 
measures  without  molestation.  The  change  in  the  intervening  years 
is  due  to  German  influence  and  for  German  purposes.  If,  as  seems 
probable,  German  influence  in  Spanish  America  is  to  suffer  an  eclipse, 
is  it  too  much  to  hope  that  the  future  may  see  the  imification  of  the 
weights  and  measures  of  North  and  South  America  and  the  British 
Empire  on  the  foimdation  of  the  system  which,  in  its  basic  and  his- 
toric features,  is  conmion  to  all  ? 

11  Meanwhile  we  have  an  important  lesson  to  learn  from  Latin 
America.  A  glance  through  these  reports  will  reveal  the  common 
practice  of  selling  grain  and  other  farm  products  at  wholesale  by 
weighty  the  arroba  and  the  quintal  being  favorite  units. 
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12  Our  clumsy  eflforts  to  connect  the  bushel  and  pound  through 
conversion  factors  are  the  cause  of  much  confusion^  which  would 
disappear  were  we  to  copy  this  practice,  and,  incidentally,  deprive 
the  metricites  of  a  false  argument  which  is  on  all  their  lips,  and  which 
the  unthinking  know  no  better  than  to  accept.  The  unit  for  this 
purpose  should  be  the  quintal  of  100  lb.  —  a  name  which  is  pref- 
erable to  himdredweight  as  it  avoids  confusion  with  the  British 
hundredweight  of  112  lb. 

GENERAL  ANALYSIS  OF  RESULTS 

13  The  effort  to  learn  the  relative  usage  of  the  different  systems 
has  not  been  successful.  When  one  return  gives  exclusive  use  of  the 
metric  system  for  a  given  purpose  and  another  exclusive  use  of  the 
Spanish  system  for  the  same  purpose,  discrimination  is  impossible. 
The  thing  here  proven  is  that  the  claim  that  Latin  America  is  metric 
is  false,  as  are  all  arguments  based  upon  it.  In  particular,  it  should 
be  noted  that  the  order  in  which  the  units  are  herein  named  has  no 
significance. 

14  In  but  one  of  the  coimtries  investigated  (Uruguay,  which  see 
below)  can  the  metric  system  be  said  to  be  adopted  for  domestic 
trade,  while  there  we  find  an  authorized  official  exception  in  the  case 
of  real  estate,  as  we  find  other  exceptions  in  the  cases  of  wearing 
apparel,  industry  and  navigation.  Nevertheless,  in  twelve  of  these 
twenty  countries,  according  to  the  Director  of  the  Bureau  of  Stand- 
ards, the  metric  system  is  "obUgatory."  * 

15  In  ten  of  these  countries  (apart  from  the  railroads  and  other 
fields  under  immediate  government  control)  the  metric  system  has 
made  very  little  impression.  (Nicaragua,  Guatemala,  Spanish 
Honduras,  Cuba,  Panama,  Colombia,  Porto  Rico,'  San  Salvador, 
Ecuador,  and  Costa  Rica,  which  see  below.) 

^  It  should  be  noted  that  the  adoption  of  the  metric  system  would  not  do  away 
with  this  confusion  since  wheat,  com,  rye,  etc.  do  not  weigh  the  same  per  deca- 
liter any  more  than  they  do  per  bushel.  The  sale  of  these  and  similar  commodi- 
ties  by  weight  is  the  simple  and  sufficient  method  of  abolishing  all  the  confusion 
now  experienced  in  this  branch  of  trade. 

*  See  The  Metric  System  in  Export  Trade  by  the  Director  of  the  Bureau  of 
Standards,  page  17;  Senate  Document  No.  241,  Government  Printing  Office, 
1916. 

'  Porto  Rico  is  always  claimed  by  the  metricites  to  be  metric.  Thus,  ac- 
cording to  Mr.  Fred  R.  Drake,  Chairman  Executive  Committee,  American 
Metric  Association,  "The  meter,  Uter  and  gram  continue  to  prove  most  satis- 
factory in  official  and  general  use  in  the  Philippine  Islands,  Porto  Rico  and  other 
United  States  poesessions." 
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16  Of  these  ten  countrieSi  according  to  the  above  report, 
the  metric  system  is  "obligatory"  in  seven.  In  five  of  them 
(Cubai  Colombia,  Porto  RicOi  Panama,  and  Spanish  Honduras/ 
which  see  below)  the  English  miits  are  used  far  more  than  the 
metric,  having  largely  supplanted  all  others,  although  in  three  of 
them,  according  to  the  report  mentioned,  the  metric  system  is 
"obligatory."  Not  only  has  the  English  poimd  come  into 
large  use,  but  the  arroba  and  quintal  have  been  adjusted  in  value 
to  make  them  equal  to  25  and  100  English  pounds,  respectively. 
In  substantially  all  of  the  countries  investigated  the  English  inch 
is  used  for  mechanical  purposes,  as  the  English  nautical  units  are 
used  for  navigation  and  sea  shipments.  That  most  derided  of 
E^lish  units  —  the  nautical  mile  —  is  used  by  all  countries  that  sail 
the  seas  and  they  use  no  other.  The  kilometer  is  an  unknown 
measure  at  sea. 

17  In  all  countries  the  impression  made  is  in  direct  relation  to 
the  severity  of  the  laws,  of  which  we  have  the  climax  in  Uruguay 
(see  Uruguay  below),  with  Ve/iezuela  and  Argentina  not  far  behind. 
In  all  cases  the  movement  was  begun  with  mild  laws  under  the 
impression  that  the  adoption  of  the  system  was  a  simple  and  easy 
thing  to  bring  about.  Such  laws  faiUng,  more  drastic  ones  followed, 
but  even  these  have  been  but  partially  effective.  The  greatest 
progress  has  been  made  in  the  field  of  domestic  retail  trade;  in  which 
weights  and  measures  are  under  the  immediate  eye  of  officers  of  the 
law. 

18  It  is  this  field  which  comes  under  the  observation  of  tourists. 
One  may  tour  through,  or,  for  that  matter,  Uve  in  a  country  for  many 
years,  in  many  walks  of  Ufe,  and  experience  but  Uttle  contact  with 
weights  and  measures  outside  the  field  of  retail  trade,  and  we  thus  see 
why  the  reports  of  tourists  are  more  favorable  to  the  metric  system 
than  the  facts  justify,  as  we  also  see  why  the  observations  of  tourists, 
in  a  comprehensive  sense,  have  very  limited  value. 

19  The  further  we  get  from  the  field  of  retail  trade,  the  less  is  the 
S3rstem  used.  In  this  field  the  progress  is  chiefly  with  units  of  weight 
and  capacity,  the  measure  of  length  for  the  sale  of  drygoods  being 
conmionly  the  vara,  while  imported  wearing  apparel  of.  all  kinds  is 
commonly  sold  by  the  units  of  the  country  of  its  origin,  by  the  inch 
at  least  as  much  as  the  centimeter,  and  domestic  products  are  fre- 
quently made  to  numbered  sizes,  of  which  the  relation  to  any  system 
of  units  is  not  apparent.    They  are  not  metric. 

20  In  primary  or  wholesale  markets  the  old  measures  prevail. 
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although  these,  in  some  cases,  have  been  adjusted  in  value  to  make 
them  even  multiples  of  EngUsh  basic  units.  We  have  here  perfect 
examples  of  the  simple  process  of  unification  of  English  and  Spanish 
measures  which,  with  proper  encouragement,  might  by  this  time  have 
become  substantially  universal. 

21  Lumber  and  timber  are  almost  universally  sawn  to  the  inch, 
although  frequently  mixed  with  the  vara  or  the  meter  for  length,  and 
the  square  and  cubic  meter  as  sales  units,  prices  being  made  at  so 
much  per  square  or  cubic  meter  for  one-inch  boards. 

22  In  the  mechanical  trades  tailors  and  seamstresses  use  all   JEJj 

three  systems,  as  do  stone  and  brick  masons,  while  carpenters  com j. 

monly  use  the  pulgada  or  inch.  In  machine  shops  both  English  .tf=A 
and  metric  units  are  used,  depending  chiefly  on  the  coimtry  of^^W 
origin  of  the  machines  they  have  to  repair.  The  inch  is  predomi — Ji- 
nant. 

23  In  this  connection  we  have  the  report  of  the  Cleveland  Twis^^  .st 
Drill  Company  that  shipments  of  their  tools  to  South  America  ar^»»— e 
"95  per  cent  to  100  per  cent  EngUsh,"  and  of  the  Detroit  Twist  DrilLMTD 
Company  that  "All  of  our  South  American  customers  use  mor^— re 
English  sizes  than  metric.''  Needless  to  say,  Englishnsized  twis'  .^==^1 
drills  arc  bought  in  order  to  make  Englishnsized  holes,  for  they  wiM — Jl 
make  no  other. 

24  In  ship  and  boat  building,  also,  the  English  units  find  larg-:^S^ 
use,  while  in  mining  and  smelting  we  find  a  miscellaneous  mixture  cr  -JPf 
all  three  systems. 

25  The  persistence  of  old  units  is  most  pronounced  in  t 
measurement  of  land.  When  units  of  measure  are  once  anchored  t 
titles  to  real  estate,  they  are  there  to  stay.  Of  this  we  have  perfec:^  ct 
examples  in  the  use  of  the  French  arpent  in  Louisiana  and  thr'^:^^ 
Spanish  vara  in  Texas,  in  which  states  those  units  are  today  th  -Mhe 
common  units  of  land  measure.  Another  example  is  foimd  in  Franc^^^i^) 
where,  in  some  sections,  the  old  units  of  land  measinre  are  sti:-^^ 
predominant. 

26  When  outlying  districts  are  incorporated  within  city  limit*'^; 
parcels  of  land  are  much  reduced  in  size  and  smaller  imits  cou^     ^^ 
in.     This  gives  an  opportunity  for  the  introduction  of  the  metc^^^^ 
system,  but  with  the  result  that,  in  the  older  portions  of  the  tow     '  "B, 
the  old  units  are  used,  wliile  in  the  newer  portions  we  find  the  n^^^' 
ones. 

27  Similarly,  initial  surveys  of  the  hinterland  give  an  oppcTT- 
tunity  for  the  use  of  new  units,  but  again  with  the  result  that  the 
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older  portions  of  the  country  are  measiired  in  one  set  of  units  and  the 
newer  in  another. 

28  In  Uruguay,  where  the  laws  are  more  severe  and  more  rigidly 
enforced  than  in  any  other  country,  it  has  been  foimd  necessary  to 
authorize  the  use  of  old  units  for  the  measurement  of  land  (see 
Uruguay  below),  while  in  other  countries  the  laws,  in  this  applica- 
tion, are  quietly  ignored.  This  is  the  more  significant  because  all 
transfers  of  real  estate,  as  matters  of  public  record,  come  before  the 
eyes  of  officers  of  the  law.  In  other  coimtiies,  again,  the  purchase 
and  sale  are  made  in  Spanish  units  and  the  day  is  then  saved  by 
inserting  metric  equivalents  in  the  dociunents  of  record. 

29  In  marine  measurements  and  sea  shipments  the  English 
S3rstem  is  used  everjrwhere,  although  mixed  with  metric  units,  espe- 
cially for  inland  navigation. 

30  Classified  in  another  way,  the  most-used  metric  units  are 
those  of  capacity.  Next  come  those  of  weight,  and,  trailing  far  in 
the  rear,  those  of  length  and  their  correlatives  of  area.  This  is  in 
accordance  with  a  law  which  long  ago  made  itself  apparent. 

THEORIES  DISPROVEN 

31  On  its  face  this  Report  sets  forth  a  volume  of  facts  regarding 
the  weights  and  measures  of  Latin  America,  but,  in  addition  to  this, 
it  disproves  many  theories. 

32  The  first  theory  is  that  it  is  an  easy  and  simple  matter  for  a 
country  to  change  its  system  of  weights  and  measures.  Here  we 
have  the  results  of  twenty  attempts  to  bring  about  this  change,  most 
of  which  da"te  from  about  the  middle  of  the  last  century.  With 
but  one  exception  the  result  has  been  grotesque  failure,  while  in  none 
has  the  attempt  to  retire  old  units  been  successful. 

33  It  is  on  this  theory  that  the  entire  metric  case  is  based. 
Once  one  has  accepted  the  idea  that  a  country  may  easily  change  its 
weights  and  measures,  it  is  a  short  step  to  the  conclusion  that  those 
who  have  tried  it  have  succeeded,  and  then  another  short  step  to  the 
conclusion  that  we  can  succeed.  The  question  at  issue  is  one  not 
of  beUef  but  of  fact.  With  twenty  failures  after,  in  most  cases,  more 
than  a  half  century  of  effort,  the  fact  is  proven. 

34  The  second  theory  is  that  the  adoption  of  the  metric  sys- 
tem does  away  with  confusion  of  weights  and  measures.  These 
reports  show  that  the  actual  result  is  to  increase  and  not  eliminate 
confusion. 
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35  The  third  theory  is  that  the  metric  system  is  in  universal 
use,  except  in  the  United  States,  the  British  Empire  and  Russia. 
These  reports  show  that  in  no  country  investigated  is  the  system 
universal. 

36  The  fourth  theory  is  that  we  must  adopt  the  metrib  system 
if  we  are  to  succeed  in  selling  goods  to  Spanish  America.  These 
reports  show  that  if  we  are  to  change  our  weights  and  measures  in 
order  to  conform  to  the  practice  of  Spanish  America,  we  should  adopt 
the  Spanish  and  not  the  metric  system. 

37  The  fifth  theory  is  that  the  "adoption"  of  the  metric  sjrstem 
leads  to  an  important  saving  of  time  in  primary  education.  Clearly, 
with  a  mixture  of  systems  in  use,  children  have  more  and  not  less 
to  learn. 

38  The  sixth  theory  is  that  the  adoption  of  the  metric  system 
leads  to  a  saving  of  time  in  calcul£^tions.  Clearly,  with  this  mixture 
of  systems  in  use,  involving  the  constant  necessity  for  conversions 
between  them,  the  labor  of  calculations  is  increased  and  not  reduced. 
For  example,  consider  the  purchase  at  wholesale  by  the  meter  an< 
the  sale  at  retail  by  the  vara. 

39  The  seventh  theory  is  that  the  persistence  of  old  units  ij 
metric  countries  is  a  persistence  of  names  but  not  of  things  —  tha^^  ^t 
the  practice  is  nothing  more  than  the  use  of  old  names  for  new  units 
One  of  the  most  recent  formal  statements  of  this  theory  is  by  Di 
William  C.  Wells,  Chief  Statistician  of  the  Pan-American  Union,  wb^^AO 
says  {Bulletin  of  the  Pan-American  Union,  January  1917)  : 

It  has  been  found  somewhat  difficult  in  countries  adopting  the  metric  scaKI—^e 
to  do  away  with  the  names  of  the  most-used  measures  such  as  yards,  quartfr-^:^tSt 
pounds,  miles  etc.,  or  rather  of  the  equivalents  of  those  English  words  in  tlr^El-he 
language  of  the  country  adopting  the  metric  system.  ...  It  has  been  found  vec^E'  -^ry 
easy  to  substitute  the  thing,  although  sometimes  difficult  to  substitute  the  wor»-  ^■d. 
.  .  .  Scarcely  a  vestige  of  the  old  system  is  left  in  any  country  that  adopt€^^-«ed 
the  metric  system.  Now  and  then  in  Latin- American  countries  one  will  hes.-:^3ear 
the  old  words,  but  almost  always  with  a  meaning  adapted  to  the  new  scale. 

40  These  replies  are  sprinkled  with  such  expressions  as  these: 

"Same  as  in  the   United  States."    "English  sizes,"    "For  distance,  ti:-:=«|je 
English  mile."    "English  and  metric  system."    "French  fiuid  American  indii^-^^ 
criminately."     "Thickness  of  lumber  is  always  in  English  inches."    " MetiMC-^-nc 
system  infrequently."     "The  two  standards  are  used  indiscriminately."    "Tl^  "^e 
meter  is  used  very  little."     "The  artisans  of  the  country  use  in  their  calculation  ^-^ 
the  Spanish  vara  as  their  standard."     "  Our  standard  of  weight  is  the  quintal     ^^ 
100  Spanish  poimds."    "The  people  continue  to  use  the  old  Spanish  measures-  -  " 
"At  retail,  vara;  at  wholesale,  yard,  meter."    "While  the  metric  system  is 
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it  18  not  enforced."  "  In  domestic  business,  only  the  Spanish  system  is  used." 
"A  few  French  articles  are  in  metric  sixes."  "The  ouadra  is  still  commonly  used, 
but  is  prohibited  in  the  documents."  "  The  English  measures  prevail."  "  Gener- 
ally the  English  foot,  exceptionally  the  meter."  "  The  old  Brasilian  system  is 
still  commonly  used."  "  Cloths  are  sold  indiscriminatdy  by  meters,  varas  and 
yards."  "  Occasionally  the  metric  ton."  "  The  metric  measurements  are  some- 
times used." 

Such  expressions  as  the  abovei  of  which  there  are  many  more,  cannot 
be  thus  explained. 

41  Many  of  these  reports  give  values  of  the  Spanish  in  terms  of 
metric  and  English  units  which  show  that  the  old  names  are  not  used 
for  the  new  units.  Of  these,  a  few  of  many  examples  follow  (note 
that  the  libra  is  not  a  half-kilogram) : 

From  Costa  Rica:  Vara,  0.836  meter;  libra,  460  grams;  cuartillo,  4.165 
liters;  botella,  0.67  liter;  manzana,  6988  square  meters. 

From  Argentina:  Vara,  0.866  meter;  pie,  0.289  meter;  libra,  0.4594 kilogram; 
tonelada,  918.8  kilograms. 

From  Nicaragua:  Vara,  33  inches;  libra,  16  onzas;  fanega,  288  libras;  man- 
sana,  10,000  square  varas. 

From  Ecuador:  Vara,  84  centimeters;  libra,  16  onzas;  cuadra,  100  square 
varas. 

From  Guatemala:  Vara,  2.78  feet;  mansana,  10,000  square  varas;  cabal- 
leria,  64  mansanas;  cuadra,  625  square  varas. 

From  Mexico:  Vara,  2.7  feet;  onza,  1.0148  ounces  avoirdupois;  cuartillo, 
1.7  quarts;  sitio,  1755  hectares;  caballeria,  42  hectares. 

From  Veneiuela:  Vara,  0.836  meter;  pie,  0.279  meter;  pulgada,  0.023 
meter;  libra,  460  grams;  arroba,  11.5  kilograms. 

From  Honduras:  Vara  "about  33  inches";  mansana,  "100  square  English 
yards." 

From  Brasil:  libra,  0.45905  kilogram;  arroba,  14.6896  kilograms;  oitava, 
3.586  grams;  quartilho,  0.665  liter;  Canada,  2.662  liters. 

From  Peru:  Vara,  83  centimeters;  topo,  5000  square  varas,  or  3485  square 
meters;  quintal,  46  kilograms;  marco,  228  grams. 

From  Chile:  Quintfd,  46  kilograms;  arroba,  11}  kilograms;  corcada  (cord 
for  firewood),  6  pies  X  3  pies  X  3  pies. 

42  More  might  be  given  to  the  point  of  weariness,  but  the  above 
are  sufficient.  Not  one  of  all  of  these  hundreds  of  sheets  contains 
a  single  item  to  ^substantiate  the  theory  advanced  by  Dr.  Wells. 
No  proof  of  it  has  ever  been  offered;  it  is  clearly  untenable  and  must 
be  dismissed. 

43  The  eighth  theory  is  that  we  wUl  use  metric  equivalents  for 
English  sizes,  or,  as  the  metric  party  puts  it,  ''Whatever is  manufac- 
tured must  be  actually  the  same  size  or  weight  as  before.  It  is 
merely  a  matter  of  a  new  term  of  expression."    Nothing  to  justify 
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this  theory  can  be  found  in  these  papers,  no  single  example  of  this 
practice  being  found  therein.  Articles  manufactured  to  the  inch 
(wearing  apparel,  pipe,  lumber,  etc.)  are  uniformly  sold  by  the  unit 
to  which  they  were  made. 

THE  RESULT  OF  A  GREAT  SERIES  OF  EXPERIMENTS 

44  We  have  in  this  Report  a  composite  picture  of  the  result  of 
many  attempts  to  adopt  the  metric  system,  that  result  being  uni- 
formly the  addition  of  that  system  to  those  previously  prevailing, 
and  it  is  this  that  we  must  contemplate  as  the  result  of  the  attempt 
to  adopt  it  here.    We  must  compare  what  we  have  with  what  we  will 
get,  not  with  what  one  may  hope  we  will  get.    Moreover,  it  must  be 
noted  that  had  all  these  countries  succeeded  in  this  great  experiment, 
it  would  have  no  significance  for  our  guidance,  because  of  the  greater 
importance  of  our  manufacturing  industries.    France  adopted  the 
system  before  the  beginning  of  the  manufacturing  era,  and  Gemjiany 
adopted  it  before  the  development  of  manufacturing  in  that  country. 
Everyone  knows  that  the  rise  of  Germany  as  a  manufacturing  nation 
began  after  the  war  of  1870.    South  American  coimtries  are  not 
manufacturing  countries.     More  manufacturing  is  done  in  the  city 
of  Philadelphia  than  in  all  South  America. 

45  We  see  then  that  in  western  Europe  the  system  was  adopted 
before  the  development  of  manufacturing  and  that  manufacturing 
has  developed  with  and  in  it,  while  in  South  America  practically  no 
manufacturing  is  carried  on. 

46  Great  Britain  and  we  are  the  first  to  be  asked  to  change 
our  manufacturing  units,  .for  which  there  is  not  a  shadow  of  a 
precedent. 

47  Seldom  has  an  effort  of  such  magnitude  been  made.  We 
have  here  a  record  of  twenty  experiments  on  a  national  or,  collectively, 
a  continental,  scale,  and  their  net  result  is  to  demonstrate  the  wisdom 
of  the  conclusion  arrived  at  by  John  Quincy  Adams  after  four  years 
of  investigation  and  nearly  a  century  ago: 

The  substitution  of  an  entire  new  system  of  weight  and  measures  instead 
of  one  long  established  and  in  general  use,  is  one  of  the  most  arduous  exercises 
of  legislative  authority.  There  is,  indeed,  no  difficulty  in  enacting  and  promul- 
gating the  law,  but  the  difficulties  of  carrying  it  into  execution  are  always  great 
and  have  often  proved  insuperable. 

The  legislator  .  .  .  finishes  by  increasing  the  diversities  which  it  was  his 
intention  to  abolish,  and  by  loading  his  statute  books  only  with  the  impotence 
of  authority  and  the  uniformity  of  confusion. 


FREDERICK  A.   HALSET  783 

It  is  to  protect  our  country  from  this  "uniformity  of  confusion"  that 
we  are  fighting. 

THE   RESULTS  ARE   NOT  SURPRISING 

48  Some  who  read  this  Report  will,  no  doubt,  be  surprised  at 
the  condition  disclosed  in  Spanish  and  Portuguese  America,  but  there 
is  no  reason  why  any  one  should  be  surprised  as  no  one  has  seen  the 
first  scintilla  of  proof  to  the  contrary.  Assertions  and  assumptions 
have  been  repeated  so  many  times  that,  no  doubt,  in  some  cases,  they 
have  been  accepted  as  true,  but  no  proof  has  been  presented  and  there 
is  no  proof.  On  the  contrary,  those  who  know  weights  and  measures, 
who  know  the  gigantic  character  of  the  task  which  confronts  any 
nation  which  sets  out  to  change  them,  know  that  the  inherent  prob- 
abilities are  all  in  favor  of  the  condition  set  forth. 
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APPENDIX 

ARGENTINA 

(Summary  of  eleven  returned  queetaonnairee) 

Groe«n€$:  KUosram,  liter,  pound.  FruiU:  Kilogram.  Milk:  liter.  BuiUr  ami  CkmK 
Kilosram.  OtK$r  Farm  ProdueU:  Klocram,  liter.  Hardwara:  lEQlogram,  eentSmtter,  ineh, 
meter,  yard.    Fith:  SSlosram.    Meat:  Kilosram.    Flour:  SSlogram.    Tm  and  Cofm:  SlognB. 

Dry  Qood$:  Meter,  yard.     Fu4l:  Klogram.     Tobacco:  KUogram. 

Roady-Mado  dothing:  Centimeter,  inoh,  local  numbers.  "The  measuremento  U  tet 
articles  are  expressed  in  the  trade  in  English  or  metric  units  according  to  tbor  somee.  CSolUiiii 
collars,  hats,  etc.,  imported  from  England  are  measured  in  inches  and  those  from  Fraaee  in  Dattfe 
units."  HaU:  Centimeter,  local  numbers,  inch.  (See  dothing  above.)  CMaro:  CeiiliBilir, 
inch.  "Best  stores  have  conversion  tables  to  inches."  (See  clothing  above.)  Undtrwmrmd 
Horiory:  Inch,  centimeter.  Shoot:  CJentimeter.  "Imported  shoes  in  En^ish  daes.  Locslntt* 
ufactiues  to  special  Argentine  numbers."  "The  point  corresponding  to  one-quarter  of  tha  old 
French  inoh."    CRotoo:  Centimeter.    ConoU:  Centinieter. 

For  the  Moaouromoni  of  Land:  Hectare,  square  meter,  ouadra,  league,  vara.  "Lots  cf  bad 
are  sold  in  most  cases  by  the  square  vara."  "In  many  places  the  vara  is  used«  also  the  cosdrtibBt 
these  measures  are  not  legal."  "  In  Buenos  Aires  the  old  vara  is  still  quite  frequent."  "Tht  ml 
estate  dealers  are  accustomed  to  sell  city  lots  by  the  square  vara,  although  according  to  law  thflf 
are  liable  to  a  severe  penalty." 

Lumber  and  Timber:  Inoh,  foot,  meter.  "English  measurements,  though  some  sskt  u* 
based  on  length  in  meters."  "Length  always  in  meters,  breadth  and  tliiwlrmiin  more  often  ia 
inches."  "Chiefly  English  measures."  "By  the  cubic  meter  and  square  nketer  for  1  indi  is 
thickness." 

By  CarponUre  and  Other  Woodworkere:  Metric,  English.  By  EUono  and  Bridk  Mom*'- 
Metric.    By  Tailore  and  SeamHreuet:  Meter,  centimeter. 

In  Machine  Shopt:  Meter,  inch,  millimeter,  centimeter,  gram,  kilogram.  "Si see  ia  Ea^ 
measures."     "  Iron  measurements  in  inches,  otherwise  Idlo  and  centimeter." 

In  Contraett  for  Excataiion  of  Ground:  Cubic  meter,  square  meter,  kilogram.  In  Mum  ed 
for  Mining  Producte:  Metric  ton,  kilogram,  meter.  In  Smdting  and  for  Smelter  Produde:  "iM^* 
pulgada,  kilogram,  metric  ton.  Sisee  of  Pipe  for  Oae,  Water,  Sewer»t  Etc.:  Length,  meter;  ditff 
eter,  meter,  foot,  inoh;  weight,  kilogram.  "Meter  for  large  sewer  pipes;  soil  p^MS,  EndMb  ta^ 
metric;  gas  and  water  pipes,  inch." 

In  Ship  and  Boat  BuHding:  Meter,  foot,  inch,  kilogram.  Marine  Meaeuromenta:  Slootft*'' 
meter,  pie,  ton,  mile,  knot,  cubic  foot.  "Distances,  maritime  miles;  charts,  feet;  tonssfBsad 
displacement,  same  as  England  and  United  States."  "English  measures."  "As  regsrdi  dsbm 
measurements,  although  contrary  to  legal  provisions,  people  use  for  distance  the  marine  wSk. 
Charts  of  bays:  Depths  are  expressed  in  English  feet  or  in  fathoms  of  6  ft.  Toniy^te  is  szpnM^ 
in  Moorson  tons.    Displacement  is  expressed  in  English  tons.    Freight,  English  ton,  metrie  tos. 

Hay  <U  Wholesale:  Kilogram,  metric  ton.  Orain  <U  WhoUeale:  quintal,  hectoliter,  Idknua* 
Meat  at  Wholeeale:  Kilogram.  Root  Crope  at  Wholeeale:  Kilogram.  Cofee  at  Wholemle:  Kilo- 
gram. Milk  at  Wholeeale:  Liter.  BuUer  and  Cheeee  at  Wholeeale:  Kilogram.  Gordon  Proindt 
at  Wholewle:  Kilogram.     Rubber  at  Wholeeale:  Kilogram. 

Railumy  Tariff  for  Paeeengere  and  Freight  (Load  and  Distance):  Klogram,  metric  toe,  kflo- 
meter.  Loade  and  fiatee  for  City  TraneportaHon:  Kilogram,  metric  ton.  Loade  and  Retttl" 
Traneportation  by  Muleback  Acroe*  the  Mountains:  Kilogram.  Railway  Track  Oages  and  U^ 
of  Lines:  Distances,  kilometer;  gage,  English,  metric  Railway  Equipment  (umie  used  ••  ^ 
eon^ruction  and  repairing  of  locomotivee,  cars,  etc):  Elnglish,  metric. 

"The  only  legal  units  for  any  business  transaction  are  the  metric  ^rstem,  but  throad>  *^ 
habit  there  has  been  introduced  in  common  language  the  indiscriminate  use  of  the  AmMicsa  *ad 
Canadian  legal  measurements." 
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Mr.  E.  F.  Du  Brul  writes  from  Buenos  Aires:  *'  Many  quotations  on  the  market  are  made  in 
tons,  pounds,  etc.  City  land  is  sold  by  the  square  vara.  Wine,  etc.,  is  sold  by  the  pipe  and  barrel. 
I  notice  advertisements  in  the  street  oars  of  wine  sold  by  the  frasoo.  As  large  estanoias  change 
hands  they  are  sold  by  the  square  legua.  I  notice  that  there  is  one  ton  of  918.8  kilos.  I  have  run 
into  a  few  others;  for  example,  a  metric  ton  of  1000  kilos;  another  of  1004  Idloe;  another  of  1016 
kilos,  and  another  of  1018  Idloe.  Many  building  operations  are  conducted  on  the  old  Spanish 
measurements.  Machinists  and  others  are  extremely  familiar  with  English  measurements  as  well 
as  Spanish  and  metric  because  they  have  to  use  all  three  of  them."  Mr.  Du  Brul  encloses  a  price 
list  of  files  made  in  Germany  and  sold  in  Buenos  Aires,  and  the  lengths  are  given  in  all  cases  in 
pulgadas. 

According  to  a  standing  announcement  in  The  Joubnal  of  The  American  Society  of  M«H:h- 
anical  Elngineers,  the  Republic  of  Argentina  specifies  that  all  steam  boilers  for  government  use  are 
to  be  made  to  the  Society's  code.  This  code  is  the  most  elaborate  piece  of  standardisation  ever  un- 
dertaken. It  includes  a  profusion  of  formula  and  specifications  of  the  properties  of  materials  and 
the  strength  of  all  parts  in  Englith  units  exclutively. 

The  Boston  Pressed  Metal  Company  ^te:  "Shipments  to  Argentine  are  handled  by  our 
agent  at  Buenos  Aires  and  standard  English  sises  are  accepted  and  used  without  question.  In  fact, 
there  has  never  been  any  suggestion  that  metric  sises  were  required  or  preferred." 

The  foregoing  clearly  shows  the  erroneous  character  of  the  report  of  the  International  High 
Commission  on  the  Metric  System  in  Export  Trade  prepared  by  the  Bureau  of  Standards,  to  the 
effect  that  the  Metric  System  is  "  obligatory  "  in  Argentina.  The  same  holds  true,  also,  in  req>ect 
to  conditions  in  Brasil,  Chile,  Colombia,  Costa  Rica,  Cuba,  Guatemala,  Mexico,  Nicaragua,  Peru, 
%»aiiiah  Honduras,  and  Urugiiay,  as  shown  by  the  summaries  of  the  questionnaires  returned  from 
tbeee  countries,  given  below. 

Argentina  "adopted"  the  metric  ssrstem  in  1863. 


BOLIVIA 

The  report  of  Mr.  W.  A.  Graham  Clark,  Commercial  Agent  of  the  Department  of  Commerce 
and  Labor,  Part  IV,  published  by  the  Department  in  1911,  contains  the  following:  "Bolivia  has 
offieially  adopted  the  metric  ^vtem,  but  the  old  Spanish  weights  and  measures  are  those  commonly 
used*    All  cloth  is  retailed  by  the  vara." 

BRAZIL 

(Summary  of  thirty-seven  returned  questionnaires) 

GroocrM«:  Liter,  kilogram,  gallao,  arroba,  gram.  PruiU:  Kilogram,  arroba,  alqueire;  con- 
serves in  H-kilo  cans.  Milk:  Liter,  garrafa  of  H  liter.  Butter  and  Chetw:  Kilogram,  libra;  butter 
in  packages  of  Ht  1  and  7  pounds  and  H,  H,  1,  and  3  kilograms.  Other  Farm  Product*:  Cargueire 
quarts,  kilogram,  metric  pound,  liter,  arroba.  Hardware:  Inch,  kilogram,  meter,  centimeter,  milli- 
meter, metric  ton,  liter  («ie).  "Use  all  measures."  Fish:  Kilogram.  Meat:  Kilogram,  liter  isic), 
arroba.  Flour:  Liter,  kilogram,  alqueire.  Tea  and  Coffee:  Tea  in  cans  of  H,  H,  1  and  5  English 
pounds  and  by  kilogram;  coffee,  kilogram. 

Dry  Goods:  Meter,  jarda,  covado. 

Fuel:  Wood,  cubic  meter,  carroca,  cargueire;  coal,  metric  ton,  kilogram;  oil,  kilogram  and 
Uter. 

Tobacco:  Kilogram,  meter,  arroba;  fine  tobacco,  onoa. 

ReadV'Made  Clothing:  Centimeter,  meter.  Hats:  Brasilian,  English,  Italian  and  Portu- 
guese numbers,  centimeter,  inch,  meter  («ie).  Collars:  Centimeter,  meter  isic).  Underwear  and 
hoeiery:  Undorwear,  centimeter;  hosiery,  inch,  centimeter,  meter.  Shoes:  Centimeter,  numbered 
sises  by  no  apparent  system,  English,  Portuguese,  meter  (sic).  Cloves:  Letter  sises,  numbered 
sises  by  no  apparent  system,  centimeter,  inch.     Corsets:  Centimeter,  meter  {sic). 

For  the  Measurement  of  Land:  In  the  farming  districts:  Meter,  square  meter,  alqueire,  hectare, 
leagoa*  btaca,  are,  palmo,  pollegada  (sic),  paulista,  front  foot,  tarefa.  "For  agricultural  lands  or 
open  lands  in  general  the  division  is  almost  universally  into  alqueires."  "The  old  Brasilian  leagua 
is  ffenerally  used.  "The  standard  throughout  the  State  is  the  alqueire."  In  the  smaller  towns : 
Brae*,  alqueire,  square  meter,  tarefa,  vara,  hectare,  palmo,  front  meter,  are,  poUegada  (tie).  In 
dties:  Meter,  square  meter,  braca,  are,  palmo,  pollegada  (sic),  hectare. 

Lumber  and  Timber:  Palmo,  foot,  inch,  pie,  pollegada,  meter  and  palmo  for  length,  square 
foot,  cubio  meter,  centimeter.     "Thickness  of  lumber  always  in  English  inches.    Width  in  Eng- 
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liah  inch  by  the  lumber  company,  and  Portusueoe  inch  by  others.    The  lencths  in  feet  by  the  lum- 
ber company  and  Portuguese  inches  by  others." 

ByCarperUertand  Other  Woodworkera:  Meter,  inch,  foot,  palmo,  poUegada,  centimeter.  By 
Stone  and  Brick  Maeone:  Meter,  cubic  meter,  square  meter,  pollegada,  centimeter,  palmo.  By 
Tailore  and  Seametreeeee:  Meter,  centimeter. 

In  Machine  Shape:  Meter,  foot,  inch,  palmo,  kilogram,  metric  ton,  gram,  liter  (ne).  "Tbe 
metric  system  was  established  by  law  under  the  Empire  as.  the  only  official  system.  The  En^i^ 
system,  especially  for  metal  work,  is  very  popular." 

In  Contraete  for  Excavation  ofOround:  Cubic  meter,  palmo,  braca.     In  Minee  and  forM%ni»0 
Produde:   Meter,  cubic  meter,  metric  ton,  kilogram,  gram,  oitavo,  carat.    In  Smdting  o»d  /<f 
Smelter  Produete:  Cubic  meter,  metric  ton,  inch,  (etc)  centimeter.  («te)  Idlc^ram,  gram.    Sie»  ^i 
Pipe  for  Qae,  Water^  Sewere,  Etc.:  Inch,  centimeter,  meter  for  length.    "English  system  diiefly '< 
metric  ^stem  infrequently."     "For  the  measurement  of  earthen  pipes,  the  internal  diametw   ^* 
usually  given  in  inches.     Metal  tubing  for  gas  and  water  is  measured  by  w^i^t,  per  kilogram:**' 
Diameters  are  usually  measured  in  inches  and  lengths  in  meters."     "The  English  measures  pi 
vaiL" 

In  Ship  and  Boat  Building:  Meter,  yard,  foot,  inch.    "Generally  the  English  foot;  ezoeptioi 
ally  the  meter."    Marine  meaeuremente:  Marine  mile,  foot  for  harbor  charts,  meter;   freigfat 
metric  ton,  cubic  meter,  kilogram;  depths  in  meters  or  feet;  knot,  leagua     "English  mile  for 
tance;  English  foot  for  drafts."    "English  system."     "The  nautical  mile  is  most  «wtnm«nly 
ployed;    Lloyds'  registry  is  used  in  calculating  tonnage."     "Distanoee,  English  mile; 
English  ton;  draft,  English  foot." 

Hay  at  Wholeeale:  Arroba,  kilogram.  Orain  at  WhoUeale:  Liter,  kilogram^  prato, 
quarta,  alqueire,  arroba.  MecU  at  Wholeeale:  Kilogram,  arroba.  Root  Crope  at  WholemiU: 
gram,  arroba,  amarrado,  metric  ton.  Coffee  at  WholeeaU:  Ealogram,  arroba.  Milk  at  Wholeeab^^: 
Liter.  Butter  and  Cheese  at  WhoUeale:  Kilogram,  libra,  Jaca.  arroba.  Garden  Produete  at  Wht^W^ 
eale:  Liter,  kilogram.     RuM>er  at  Wholeeale:   Kilogram,  arroba. 

Railway  Tariff  for  Paeeengere  and  Freight  (Load  and  Distance):  Kilometer,  metric  ton,  co.'fcNe 
meter.  Loade  and  Ratee  for  CUy  Transportation:  IGlometer,  tonelada,  cubic  meter,  arroba,  me^jric 
ton,  kilogram.  Loade  and  Ratee  for  Transportation  by  Muleback  Across  the  Mountains:  Arrotaa, 
kilogram.  Railway  TVocA  Cages  and  Length  of  Lines:  Meter,  kilometer,  centimeter.  RaUnmMit 
Equipment  {units  tued  in  Ute  construction  and  repairing  of  locomotives,  coaches,  etc.):  Inch,  foot,  Idlo* 
gram,  meter.     "Weight,  Idlo;   measure,  English  inch." 

"The  official  ssrstem  of  weights  and  measures,  etc.,  is  the  metric  sjrstem.     However,  the   ol 
Braailian  system  is  still  commonly  used." 

Brasil  "adopted"  the  metric  system  in  1862. 


CHILE 

(Summary  of  ten  returned  questionnaires) 

Groceries:  Libra,  kilogram.  "  Generally  the  libra. "  Fruits:  Libra,  kilogram.  MUk:  lAut, 
hectoliter,  botella  =>  2/3  liter.  BuUer  and  Cheese:  Libra,  kilogram.  Other  Farm  Products:  Libra, 
kilogram,  quintal,  fanega.  Hardware:  Libra,  kilogram.  Fish:  Libra,  kilogram.  Meat:  Kilo* 
gram,  libra.  "Live  cattle,  kilo;  meat,  libra."  Flour:  Libra,  kilogram,  arroba,  quintaL  Tea  and 
Coffee:  Libra,  fanega,  quintal,  kilogram. 

Dry  Goods:  Vara,  yard,  meter.     "Wholesale,  yard;  retail,  vara." 

Fuel:    Kilogram,  raja,  cubic  meter,  decaliter  («tc),  almud,  fanega,  tonelada,  metric  too, 
cordada. 

Tobacco:   Libra,  quintal,  kilogram,  gram. 

Ready-Made  Clothing:  Centimeter,  inch.  "As  in  United  States  and  England."  Bolt: 
Local  nimibers,  inch,  centimeter.  CoUare:  Centimeter.  Underwear  and  Hosiery:  Centimeter, 
inch.  "As  in  the  United  States."  Shoee:  Centimeter.  Gloves:  "English  sises,"  local  numbers, 
centimeter.     Coreete:  Centimeter,  inch.     "French  and  English,"  "English  sises." 

For  the  Meaaurement  of  Land:  In  the  farming  districts:  Hectare,  cuadra,  caballeria,  leafui. 
In  the  smaller  towns:  Hectare,  meter,  cuadra,  square  meter,  caballeria,  potrero.  In  cities:  Square 
meter,  square  vara. 

Lumber  and  Timber:  Inch,  square  foot,  foot,  board  foot,  cubic  yard.  "SisM  as  in  United 
States."     "Length  of  native  wood  in  Spanish  varas." 

By  Carpenters  and  Other  Woodworkers:  Inch,  foot,  square  foot.  "The  measures  generally 
used  arc  the  foot  and  inch,  rarely  the  meter."     "The  meter  is  sometimes  used  for  the  siMS  o{ 
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beams."  By  Stone  and  Brick  Masons:  Square  meter,  cubic  meter,  inchf  centimeter.  By  Tailors 
and  Seamstressss:  Centimeter,  meter,  vara. 

In  Machine  Shops:  Inch,  foot.  "In  repair  work  on  English  and  American  machinery,  feet 
and  inches;  on  German,  French  and  Italian,  metric." 

In  Contracts  for  Excavation  of  Grounds:  Cubic  meter,  vara,  pie.  In  Mines  and  for  Mining 
Products:  Quintal,  cubic  meter,  kilogram,  tonelada,  metric  ton.  "Long  tons  for  ores  for  England; 
short  Cons  for  American  purchase;  metric  for  local  smelters;  Troy  and  metric  for  assays."  In  Smelt- 
ing and  for  Smelter  Products:  Tonelada,  kilogram,  cubic  jneter,  quintal.  Sizes  of  Pipe  for  Oas* 
Water,  Seu>ers,  Etc.:  Inch,  foot,  centimeter  for  sewer  pipe. 

In  Ship  and  Boat  Building:  Tonelada,  pie,  pulgada,  foot,  inch,  meter,  centimeter.  Marine 
Measurements:  Mile,  knot,  kilometer,  brasa  (fathom),  ton.  "For  distances,  the  English  mile; 
for  charts  of  bays,  the  meter;  for  tonnage,  the  metric  ton;  for  disi>laoement,  the  metric  ton;  for 
freight  and  bulk,  meter  and  metric  weight."     "English  nilaritime  mile." 

Hay  at  Wholesile:  Fanega,  metric  ton,  -kilogram,  quintal,  metric  quintal,  arroba.  Orain 
at  Wholesale:  Fanega,  arroba,  quintal,  metric  quintal,  kilogram,  hectogram.  Meat  cU  Wholesale: 
Kilogram.  "Wholesale,  per  kilo;  retail,  per  libra."  Root  Crops  at  Wholesale:  Quintal,  libra,  kilo- 
gram, arroba.  Coffee  cU  Wholesale:  Quintal,  fanega,  kilogram,  metric  quintal.  Milk  at  Whole- 
eale:  Hectoliter,  liter,  botelia  (2/3  liter).  Butter  and  Cheese  at  Wholesale:  Libra,  quintal,  Idlc^ram, 
arroba.     Garden  Products  at  Wholesale:  Quintal,  kilogram,  arroba.     Rubber  at  Wholeeale:  Quintal. 

Railway  Tariff  for  Passengers  and  Freight  (Load  and  Distance):  Metric  quintal,  tonelada, 
kilogram.  Loads  and  Rates  for  City  Transportation:  Quintal,  tonelada,  cubic  meter.  Railway 
Track  Oages  and  Length  of  Lines:  Meter,  kilometer.  Railway  Equipment  (junUs  used  in  the  con- 
etrueHon  and  repairing  of  locomotives,  cars,  etc.):  Kilogram,  inch,  foot,  quintal. 

"The  addition  of  the  metric  system  has  merely  added  an  additional  system  without  any 
risible  advantage.  So  long  as  the  Anglo-Saxon  dominates  in  the  manufacturing  world,  feet, 
inches  and  pounds  will  be  used  here."  "All  measures  are  mixed.  Besides  metric,  avoirdupois 
weight  and  feet  there  are  many  Spanish  and  local  measures  like  the  cajon,  marco,  fanega,  Spanish 
quintal,  etc."  "The  libra  is  most  frequently  used  in  the  purchase  and  sale  of  goods  for  daily 
oonsumptaon."  "In  machine  shops  it  may  be  said  that  up  to  the  present  the  foot  and  inch  have 
predominated."  "The  sales  of  the  leading  product  of  this  section,  nitrate  of  soda,  are  made  com- 
mercially in  Spanish  quintals."  "The  Chilian  hydrographic  charts  have  scales  in  several  units, 
—  cables,  meters  and  geographic  miles." 

The  report  of  Mr.  W.  A.  Graham  Clark,  Commercial  Agent  of  the  Department  of  Commerce 
and  Labor,  Part  IV,  published  by  the  Department  in  1911,  contains  the  following:  "Chile  has 
officially  adopted  the  metric  system,  but  in  the  shops  throughout  the  country  the  vara  is  still  the 
recognized  length  for  retail  selling." 

Chile  "adopted"  the  metric  system  in  1858. 


COLOMBIA 

(Summary  of  five  returned  questionnaires) 

Groceries:  "Pound  and  arroba  of  25  English  pounds,"  kilogram,  quintal.  Fruits:  Pound, 
kilogram,  quintal,  arroba.  Milk:  Botelia  of  360  and  750  grams.  Butter  and  Cheese:  Pound, 
libra,  arroba,  metric  pound.  Other  Farm  ProdxuUs:  Pound,  arroba,  kilogram,  quintal.  Hardware 
** American  and  English  measurements  generally."  "English  pound  or  arroba  of  25  English 
|K>unds."  Fish:  Pound,  "arroba  of  25  English  pounds."  Meat:  Pound,  libra,  arroba.  Flour: 
Libra,  pound.     Tea  and  Coffee:  Libra,  pound,  ounce,  kilogram. 

Dry  Goods:  Yard,  vara,  meter.  "Cloths  are  sold  indiscriminately  by  meters,  varaa,  or  yards 
according  to  the  origin  of  the  goods  or  the  whim  of  the  buyer." 

Fuel:  Kilogram,  burro,  arroba,  metric  ton,  English  ton  and  pound. 
Tobacco:   Libra,  arroba,  pound. 

Ready-Made  Clothing:  "American  and  French  measurements."  Hats:  "American  and 
French  measurements."  "Spanish  sizes."  Collars:  "American  and  French  measurements." 
Underwear  and  Hosiery:  "American  and  French  measurements."  "Spanish  sises."  Shoes:  "  Ameri- 
ean  and  French  measurements."  "Spanish  sizes."  Gloves:  "American  and  French  measure- 
ments."    Corsets:  "American  and  French  measurements." 

For  the  Measttrement  of  Land:  In  the  farming  districts:  Hectare,  fanegada,  cabuya.  In 
the  nnaller  towns:  Cabuya  (50  brazos),  square  vara.  In  cities:  Square  vara,  square  meter,  Miuare 
yard.     **The  real-estate  docimients  always  give  the  measure  that  is  used  indiscriminately." 
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Lumber  and  Timber;  Square  foot,  metric,  "Standard  board  aiMS  in  inches." 

By  CarpenUrt  and  Other  Wooduwrkert:  Square  foot,  "Feet  and  inches  and  metiie  agntao 
about  equally."  By  TailorM  and  Seamttreeaea:  Metric,  inch.  By  Stone  and  Brick  Maeone:  Squan 
foot. 

In  Machine  Shape:  Meter,  foot,  "English  system." 

In  Contracle  for  Excavation  of  Ground:  Cubic  meter.  In  Minee  and  for  Minini  Preieett: 
"EngUsh."  In  Smelting  and  for  Smelter  ProducU:  "EngUsh."  Sitee  of  Pipe  for  Gaa,  WeUr, 
Setoera,  Etc.:  "English  measures." 

In  Ship  and  Boat  Building:  Cubic  ton,  "English  measures."  Marine  Meaeurementa:  llSk, 
"Metric  measurements  and  weights."  "The  brasa,  which  corresponds  to  the  Kngjish  fsthoo. 
T^e  English  nautical  league  and  mile,  English  ton  and  short  ton;  occasionally  the  mslzie  tos. 
Displacement  ton  as  above  (English).    Freight  per  metric  ton." 

Orain  at  Wholeeale:  Hectare  (tie),  pound,  arroba,  quintaL  Meat  at  Wht^eeale:  Pound,  snobi. 
Root  Cropa  at  Wht^eaala:  Pound,  kilogram,  arroba,  manojo,  ton.  Coffee  at  Wholeeale:  EEofmOf 
arroba,  quintal.  MiUc  at  Wholeeale:  Contara,  botella.  Butter  and  Cheeee  at  Wholeeaie:  ?vaA, 
arroba.  metric  pound.  Garden  Producte  at  Wholeeale:  Pound,  kilogram,  arroba,  quintaL  B/Mar 
(U  Wholeeale:  Pound,  arroba,  quintal,  metric  ton. 

Railway  Tariff  for  Paaeengera  and  Freight  (Load  and  Distance) :  Kilometer.  Loada  and  BaUt 
for  City  Tranaportation:  Arroba,  mile,  pound.  Loada  and  Ratee  for  Traneportation  by  MidM 
Aeroaa  the  Mountaine:  Arroba,  mile. 

Railuny  Track  Oagee  and  Length  of  Linea:  Inch,  foot,  meter,  kilometer. 

"The  poimd  in  this  region  is  the  English  because  all  the  machines,  platform  scales  and  woi^* 
ing  instruments  come  from  England  and  the  United  States."     "As  you  can  see,  we  hsTS  nouni* 
formity  of  weights  and  measxires  in  this  country."    The  report  of  Mr.  W.  A.  Graham  Clark,  Com- 
mercial Agent  of  the  Department  of  Commerce  and  Labor,  Part  II,  published  by  the  DepsrtoieBt 
in  1910,  contains  the  following:  "An  instance  of  the  conservatism  of  the  retail  merohants  in tl»» 
respect  was  strikingly  shown  during  the  recent  oivU  war,  when  the  Bogota  importers  foQod  it 
necessary  to  get  some  white  goods  from  the  Barranquilla  importers.    On  arrival  the  import*** 
f oimd  them  almost  unsalable  because  they  were  in  the  coast  lengths  of  20  yards  instead  of  ^ 
customary  Bogota  lengths  of  24  yards.     It  would  seem  that,  as  the  goods  are  finally  ntailsd  hv 
the  vara,  the  length  of  cuts  would  be  immaterial,  but  according  to  the  importers  it  has  a 
e£Fect  on  the  salability  of  the  cloth,  and  this  peculiarity  miist  be  catered  to  in  order  to  obtaitt 
business." 

Colombia  "adopted"  the  metric  system  in  1853. 


COSTA  RICA 

(Summary  of  three  returned  questionnaires) 

Oroceriea:  Libra,  cajuela,  fanega,  quintal.     Fruit:   Domestic,  no  standard;   imported,  1^] 
Milk:  Liter,  botella  (H  gallon).     Butter  and  Cheeae:  Libra,  arroba.     Other  Farm  and  Qardem 
ducte:  Libra,  cuarillo,  fanega,  cajuela,  quintaL     Hardware:  Pie,  vara,  libra,  pound.     Piah: 
quintal.     Meat:   Kilogram,  libra.     Flour:  Quintal,  half  quintal,  libra.     Tea  and  Coffee:  Qui^^^ 
libra. 

Dry  Qooda:  Vara,  yard. 

Fuel:  Coal,  libra;  charcoal,  cuartillo;  wood,  no  defined  imit. 

Ready-Made  Clothing:  Inch,  centimeter.     Hate:  Inch.     CoUara:  Inch,  centimeter. 
wear  and  Hosiery:   Inch,  centimeter.     Shoes:   English  numbers,  French  numbers.    Oloeea: 
Coraeta:   Inch. 

Metisurement  of  Land:   In  agricultural  districts:    Hectare,  square  vara,  mansans,  ars*      f" 
the  smaller  towns:  Hectare,  square  pie,  square  vara,  square  meter.     In  cities:  Hectare,  squsnf"' 
square  vara,  mansana,  square  meter.     "The  people  in  their  transactions  generally  use  theia^^ 
Sana  and  square  vara,  but  the  registry  of  documents  in  the  government  office  is  based  entirelf  ^ 
the  meter  and  the  hectare." 

Lumber  and  Timber:  Lineal  and  cubic  pie,  tonelada  of  27  cubic  pies,  ton  of  1000  lake,  fo^ 
and  vara  for  length,  inch  for  thickness. 

By  Carpenters  and  Other  Woodworkers:  Superficial  and  cubic  pie,  meter,  foot,  vars,  yvio- 
"  IndiBcriminately  the  English  foot,  the  Spanish  vara,  yard  and  meter."  By  Taiiora  andDnaf 
makera:  Yard,  vara,  meter. 
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In  Machine  ShapM:  Quintal,  libra,  meter,  vara,  foot,  yard,  pound. 

In  ContracU  for  the  Excavation  of  Ground:  Tonelada,  cubic  meter,  cubic  vara,  cubic  foot, 
cubic  yard,  cubic  meter.  In  Mines  and  Mineral  ProducU:  Metric  ton,  tonelada,  ounce.  Smdtinff 
and  Smelter  Produde:  Foot,  vara,  yard,  meter,  libra,  kilogram.    Pipe  Sisee:  Inch,  foot. 

Ship  and  Boat  Building:  Cubic  ton.  Marine  Meaeuremente:  Mile,  league.  Hay  at  Whole- 
aale:  Bale  of  30  to  50  librae.  (Tram  at  Wholeeale:  Quintal,  fanega,  cajeula,  cuartillo.  Meat  at 
WholemUe:  Kilogram,  qxiintaL  Root  Crope  at  Wholesale:  Quintal,  bag  of  160  liters.  Coffee  at 
Wholemde:  Quintal,  tonelada.  Milk  at  Wholeeale:  Botella.  Butter  and  Cheese  at  Wholesale: 
Quintal,  arroba.  Garden  Products  at  Wholesale:  Quintal,  bag  of  160  liters.  Rubber  at  Wholesale: 
QuintaL 

Railtffay  Tariff:  Passengers  per  mile;  freight  per  quintal,  kilo,  metric  ton,  cubic  pie,  cubic 
ton,  cubic  meter  per  kilometer.  Urban  Transportation:  QuintaL  Muleback  Transportation  Across 
Movntains:  Arroba.     Railway  Gage:  Feet  and  inches. 

''Although  the  law  No.  35  of  July  17,  1884,  established  the  metric  sjrstem  as  obligatory,  the 
people  and  the  merchants  do  not  use  it  ordinarily  in  their  transactions." 

Costa  Rica  "adopted"  the  metric  system  in  1858. 


CUBA 

(Summary  of  three  returned  questionnaires) 

Groceries:  Libra,  quintal.  Fruits:  Libra.  Milk:  Botella.  Butter  and  Cheese:  Libra. 
Other  Farm  Products:  Libra.  Hardvoare:  "English  measures."  Fish:  Libra.  Afeol:  Libra. 
Flour:  libra.     Tea  and  Coffee:  Libra.    Dry  Goode:  Vara,  yard. 

Fuel:  Libra,  cuerda. 

Tobacco:  Libra,  quintal. 

Rsady-Made  Clothing:  Inch,  "American  measures."  Hats:  Centimeter,  "American  meas- 
ures." Collars:  Inch,  centimeter.  Underwear  and  Hosiery:  Inch,  centimeter,  "American  meas- 
ures." Shoes:  Centimeter,  "American  measures."  Gloves: _  (Centimeter,  inch,  "American  meaa- 
urea."     Corsets:  Inch,  centimeter,  "American  measures." 

For  the  Measurement  of  Land:  In  the  farming  districts:  Caballeria,  leagua,  carreauz,  "the 
equivalents  being  inserted  in  all  public  documents  according  to  law."  In  the  smaller  towns:  Ca- 
balleria, vara,  meter,  cubana.    In  cities:  "Parcels  of  1000  square  varas." 

Lumber  and  Timber:  Foot,  inch,  kilogram  (sic). 

By  Carpenters  and  Other  Woodworkers:  Foot,  inch,  kilogram  (tic).  By  Tailors  and  Seam- 
stresses: Meter,  centimeter.    By  Stone  and  Brick  Masons:  Meter,  foot,  inch,  kilogram  (sic). 

In  Machine  Shops:  Inch,  centimeter,  poimd. 

In  Contracts  for  Excavation  of  Ground:  Cubic  meter.  In  Mines  and  for  Mining  Products: 
Ton,  metric  "Transactions  with  the  United  States  in  feet,  inches  and  x>ounds."  In  Smelting 
and  for  Smelter  Products:  Centimeter,  inch.     Sizes  of  Pipe  for  Gas,  Water,  Sewers,  Etc.:  Inch. 

In  Ship  and  Boat  Building:  Foot,  inch,  meter,  ton.  Marine  Measurements:  League,  ton 
mile,  "foot  for  depth." 

Hay  at  Wholesale:  Pound,  English  quintal.  Grain  at  Wholesale:  Poimd,  Engliah  quintal. 
Meat  <U  Wholesale:  Poimd,  Spamsh  and  English  quintal.  Root  Crops  at  Wholesale:  Poimd,  English 
quintaL  Coffee  at  Wholesale:  Pound,  English  and  Spanish  quintal.  Milk  at  Wholesale:  Botella. 
Butter  and  Cheese  at  Wholesale:  Pound,  English  quintal.     Garden  Products  at  Wholesale:  Pound. 

Railway  Tariff  for  Passengers  and  Freight  (Load  and  Distance):  Meter,  kilogram,  kilometer. 
Loads  and  Rates  for  City  Transportation:  Meter,  kilogram.  Railway  Track  Gages  and  Length  of 
Lines:  Foot,  inch,  kUometer.  Railway  Equipment  {units  used  in  the  construction  and  repairing  of 
locomotives,  ears,  etc.):  "American  and  English  equipment." 

"American  o^easures  generally  used  and  in  each  industry  the  name  is  used  that  corresponds 
with  the  English  meaning." 

The  report  of  Mr.  W.  A.  Graham  Clark,  Commercial  Agent  of  the  Department  of  Commerce 
and  Labor,  Part  I,  published  by  the  Department  in  1909,  contains  the  following:  "Though  the 
metric  system  of  weights  and  measures  is  the  official  and  legal  system  in  Cuba,  some  of  the  Spanish 
weights  and  measures  are  still  largely  used,  among  them  being  the  arroba  and  the  vara.  Cloth  is 
bought  by  the  importer  by  the  meter  or  yard,  and  is  retailed  in  the  shops  by  the  yard  or  the  vara, 
the  vara  being  more  commonly  used." 

Cuba  is  one  of  the  thirty-four  countries  which,  according  to  the  American  Metric  Assooiation, 
have  "adi^Dtad"  the  metric  system. 
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DOMINICAN  REPUBLIC 

Commerce  ReportM,  publiahed  by  the  Department  of  Commerce,  printa  the  f oUowing  oommuni- 
cation,  dated  Febroary  20, 1918,  from  Conaul  Arthur  McLean  of  Puerto  Plata:  "The  metric lyitem 
of  weights  and  measures  has  been  legally  adopted  by  the  Dominican  Republic  The  ooljr  plu«. 
however,  where  the  metric  system  is  applied  to  trade  here  is  in  the  municipal  maricets;  aToirdopois 
weights  are  used  in  all  other  mercantile  transactions,  although  the  metric  system  is  in  foroe  in  the 
customs  and  other  Government  institutions.  The  kilometer  and  the  league  are  the  two  oniliffloit 
generally  used  in  computing  distances.  Jobbers  use  the  F.ngiuh  yard  in  selling  cotton  foodi  to 
the  retailers,  while  the  latter  in  turn  sell  to  their  customers  by  the  vara  or  Spanish  yard,  meannoi 
33  inches.  While  quotations  may  be  made  by  American  houses  to  their  clients  in  ih»  DomhueaB 
Republic  in  either  metric  oi  English  units,  the  latter  are  equally  acceptable,  if  not  prefvnd." 


ECUADOR 

(Summary  of  five  returned  questionnaires.    One  of  the  questionnaires,  in  Eln^ish,  rqxvts 
poimds  where,  in  view  of  the  others,  librae  are  probably  meant  and  are  so  here 

reported.) 

Oroceriet:  Libra,  quintal.  MiUe:  Liter,  gallon.  Butter  and  Cheese:  Libra,  arroba,  Quintal. 
Other  Farm  Products:  Arroba,  quintal.  Hardware:  Libra,  arroba,  qxiintal;  pipe  by  the  foot, 
sheet  iron  and  sine  by  the  poimd,  nails  and  tacks  by  the  pound  and  ounce.  Fiak:  Arroba,  quintal. 
Meat:  Libra,  kilogram.  Flour:  Libra,  kilogram,  quintal.  Tea  and  Coffee:  Libra.  Dry  Gsodi: 
At  retail,  vara;  at  wholesale,  yard,  meter. 

Tobacco:  Libra,  quintal. 

Ready-Made  Clothing:  Inch.  Hate:  Centimeter.  CoUare:  Centimeter.  Underwear  end 
Hoeiery:  Inch,  centimeter.  Shoes:  Centimeter,  English  sises.  QUnes:  Centimeter,  inch.  Ctr- 
sets:  Centimeter,  inch. 

For  the  Measurement  of  Land:  In  the  farming  districts:  Hectare,  cuadra,  square  meter.  In 
the  smaller  towns:  Square  meter,  cuadra.  In  cities:  Square  meter,  vara.  **In  the  dtiei  the 
buildings  are  measured  by  the  meter,  the  lots  by  the  vara." 

Lumber  and  Timber:  Square  foot,  pie.  foot,  pulgada,  inch,  centimeter;  length  in  vans,  or* 
cumference  in  palmas. 

By  Carpenters  and  Other  Woodworkers:  Square  foot,  pie,  pulgada,  vara.  By  TaHon  asi 
Seamstresses:  Centimeter. 

In  Machine  Shops:  Centimeter,  millimeter,  pulgada,  inch,  meter.  "The  common  standard 
is  the  English  inch." 

In  Contracts  for  Excavation  of  Ground:  Square  meter,  cubic  meter,  vara.  In  Mines  oM  fof 
Mining  Products:  Kilogram,  ton,  tonelada.  quintal.  In  Smelting  and  for  Smelter  Products:  Quid* 
tal,  pound,  kilogram.     Sites  of  Pipe  for  Q<u,  Water ^  Sewers,  Etc.:  Inch,  centimeter,  meter  for  length. 

In  Ship  and  Boat  Building:  Ton,  meter,  vara.  Marine  Measurements:  Kilometer,  meter, 
vara,  league,  metric  ton,  English  ton,  tonelada,  mile,  knot,  brasa,  paja.  malina,  buey. 

Hay  at  Wholesale:  Quintal.  Grain  at  Wholesale:  Fanega,  quintal.  Meat  at  WholesaU:  Kilo- 
gram. Root  Crops  at  WholesaU:  Kilogram,  quintal.  Coffee  at  Wholesale:  Quintal.  Hilk  ai 
Wholesale:  Gallon  "of  4  liters."  liter.  Butter  and  Cheese  at  Wholesale:  Libra.  Rubber  at  WhoU- 
sale:  Qiiintal.  kilogram. 

Railway  Tariff  for  Passengers  and  Freight  (Load  and  Distance):  Kilometer.  Loadi  and 
Rates  for  City  Transportation:  Weight,  cubic  pie.  Railway  Track  Gages  and  Length  of  Lines:  Meter, 
kilometer,  inch.  Railway  Equipment  (units  used  in  the  construction  and  repairing  of  loamstifa, 
coaches t  etc.):   American. 

"The  Spanish  inch,  foot  and  ton  are  used  as  are  other  measures,  although  the  metric  measure* 
ments  are  sometimes  used."  "The  Spanish  i>ound  is  used  in  weighing  everj^thing."  "While  the 
metric  system  is  legal,  it  is  not  enforced." 

(Reply  to  a  questionnaire  sent  out  by  Mr.  Henry  R.  Towne) 

Legal  Standards:  Metric  system  used  by  the  Government. 

Common  Standards:  The  public  uses  generally  the  old  Spanish  (CastiUan)  measures,  the  vara, 
the  libra,  and  the  gallon. 
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Commtrcial  Uu:  Metric  ssrstem  used  in  buainaM  with  foreign  oountriea  except  the  United 
States  and  Great  Britain,  in  which  case  the  British  system  is  used.  In  domestic  bu^ness  only  the 
Spanish  system  is  used. 

Domeatic  U$€:  Only  the  Spanish  system  in  domestic  use. 

Mmtwing  ImpUmenU:  Spanish  measures  chiefly. 

DwU  Standard*:  The  old  Spanish  (Castilian)  is  preferred  simply  as  a  matter  of  habit "  handed 
down  by  the  Conquistadors." 

Adoption  of  Metric  Syttem:  Metric  sjrstem  adopted  about  30  years  ago. 

BookkeepinOt  Invoicing,  Etc,:  Bookkeeping  about  half  in  metric  and  half  in  old  Spanish 
units,  but  only  the  latter  used  in  making  out  domestic  invoices.  Foreign  invoices  about  90  per 
cent  metric  and  10  per  cent  old  Spanish.    Bu^ness  records  about  half  and  half. 

The  rex>ort  of  Mr.  W.  A.  Graham  Clark,  Commercial  Agent  of  the  Department  of  Commerce 
and  Labor,  Part  IV,  published  by  the  Department  in  1011,  contains  the  following:  "Cloth  is  bought 
and  sold  by  the  importer  by  the  yard,  meter  or  vara,  but  is  always  retailed  by  the  vara." 

Ecuador  "adopted"  the  metric  system  in  1856. 

GUATEMALA 

* 

(Summary  of  four  returned  questionnaires) 

Oroceriet:  Libra,  quintal.  Milk:  Liter.  Butter  and  Cheese:  Libra.  Fieh:  Libra.  Meed: 
Libra.     Flour:  Libra,  quintal.     Tea  and  Coffee:  Libra. 

Dry  Oooda:  Vara. 

Fuel:  Carga,  red. 

Tobacco:  Libra. 

Ready-Made  CUdhing:  Inch.  Hate:  Inch,  centimeter.  "The  two  standards  are  used  in- 
differently." CoUare:  Inch,  centimeter.  "The  two  standards  are  used  indifferently."  Under- 
wear and  Hoaiery:  Inch.    SKoee:  English  sises,  French  siies. 

OUnee:  Inch.  Coreete:  Inch.  "The  importers  usually  sell  all  cloths,  that  is  to  say,  men's 
cloths,  by  the  yard.  The  retailers  often  and  almost  solely  use  the  vara.  The  meter  is  used  very 
little  and  for  the  most  part  only  between  importers  and  buyers  at  wholesale." 

Meaewrement  of  Land:  In  agricultural  districts:  Caballeria,  mansana,  ouerda,  fanega,  almud. 
In  smaller  towns:  Cuerda.     In  cities:  Square  vara. 

Lumber  and  Timber:  Foot  and  inch. 

By  Carpentere  and  Other  Woodworkere:  Foot  and  inch.  By  Stone  and  Brick  Maeone:  Cubic 
yard,  square  vara,  cuadrada.     By  Tailor*  and  Seametreeeee:  Yard,  vara. 

In  Blaekamith  Shops:  Libra,  vara,  meter.    In  Machine  Shops:  Foot  and  inch. 

In  Contracts  for  the  Excavation  of  Ground:  Cubic  pie,  cubic  yard.  Mining  and  Mine  Products: 
English  ton  of  2000  lb.    Sises  of  Pipe:  Inch. 

Qrain  at  Wholesale:  Libra,  quintal,  fanega.  Meat  at  Wholesale:  Libra,  arroba.  Root  Crops 
at  Wholesale:  Libra,  quintal.  Coffee  at  Wholesale:  libra,  quintal.  Milk  at  Wholesale:  Liter, 
botella.     Butter  and  Cheese  at  Wholesale:  Libra.     Rubber  at  Wholesale:  Libra,  quintal. 

Railway  Tariff:  Passengers  per  mile,  freight  per  pound  i>er  mile.  Urban  Trucking:  Mile. 
Railway  Track  Cage:  3  ft. 

"The  artisans  of  the  country  use  in  their  calculations  the  Spanish  vara  as  the  standard. 
Foreigners  use  the  yard  or  the  meter  indifferently,  but  the  lumber  dealer  and  the  dealer  in  logs  sell 
by  thousands  of  square  feet  (English)." 

(Reply  to  a  Questionnaire  sent  out  by  Mr.  Henry  R.  Towne) 
Legal  Standards:  Metric. 

•  

Common  Standards:  Chiefly  the  old  units.  The  people  generally  use  the  Spanish  vara,  the 
cuarta,  and  the  libra. 

Commercial  Use:  Metric  system  generally  used  in  business. 

Domestic  Use:  In  domeetic  life  the  old  Spanish  measures  are  generally  used. 

Measuring  Implements:  Weighing  scales  are  sold  marked  on  one  side  in  librae  and  on  the  other 
mde  in  kilograms.  Measures  of  length  are  marked  on  one  side  with  the  cuarta  and  on  the  other  with 
the  meter.     Measures  of  volume  comprise  only  the  liter  and  the  vara  or  cubic  meter. 

Dual  Standards:  The  people  continue  to  use  the  old  Spanish  measures  from  habit  and  because 
they  know  them  better  than  the  others. 

Adoption  of  Metric  System:  The  metric  system  was  adopted  here  more  than  twenty  years 
ago,  when  the  Republic  was  established. 

Bookkeeping,  Invoicing,  Etc.:  The  vara  and  the  meter  or  yard  are  used  indifferently. 
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"Our  standard  of  wdghi  is  the  qtiintal  of  100  Spanish  pounds.  Our  standard  of  immuw  ii 
the  botella." 

Accordins  to  the  Report  to  the  Intematicmal  High  Commission  on  the  Metric  Syitam  is 
Export  Trade  prepared  by  the  Director  of  the  Bureau  of  Standards,  the  metric  vjrstem  is  "obUpi- 
tory"  in  Guatemala. 

Guatemala  "  adopted  "  the  metric  ssrstem  in  1894. 

HAITI 

Factors  in  Foreign  Trade,  publi^ed  by  the  Department  of  Ck>mmeroe  and  Labor,  1912,  pm 
the  following  information: 

"  WeighU  afid  Meaturea:  Metric  system,  but  x>ounda,  tons  and  gallons  are  generdly  and  is 
commerce  and  statistics.  The  pound  of  500  grams  (1.1023  pounds  avoirdupois)  is  adopted  in  (hi 
customs;  the  ton  is  2000  pounds;  gallon  is  equivalent  to  United  States  gallon." 

MEXICO 

(Summary  of  ten  returned  questionnaires) 

GrocerieM:  Kilogram.  PruiU:  Kilogram.  Milk:  Liter,  cuartillo.  Butter  and  Chmat:  Kilo- 
gram, pound.  Other  Farm  Products:  Kilogram,  metric  ton,  arroba,  oarga,  cuartillo.  Hardmn: 
Kilogram,  meter,  "ae  in  U.  S."  PUh:  IQlogram.  Meat:  Kilogram.  Flour:  Kjlogrsm,  airobt, 
carga.     Tea  and  Coffee:  Kilogram,  libra,  pound. 

Dry  Qoodt:  Kilogram  (tie),  meter,  centimeter,  vara,  yard. 

Fuel:  Kilogram,  cord,  quintal,  metric  ton,  troje,  sontla. 

Tobacco:  Kilogram. 

Ready-Made  Clothing:  Meter,  jrard,  inch,  centimeter,  Idlo  (tie).  "French  and  AnMrieu 
indiscriminately."  "As  in  U.  S."  HaU:  Meter  (tie),  yard  (tic),  indi,  centimeter.  "Rnehor 
American  indiscriminately."  "As  in  U.  S."  Underwear  and  Hoaiery:  Meter  (tic),  yard  (nc). 
inch,  centimeter.    "French  or  American  indiscriminately."    "As  in  U.  S." 

Sheet:  Meter  (ne),  yard  («ie),  centimeter,  English  siaes.  "French  or  American  in&oriiitt* 
nately."  "  As  in  U.  S."  Cortett:  Meter  (tie),  yard  (tic),  centimeter,  inch.  "French  or  Ameiktt 
indiscriminately."  "As  in  U.S."  Qlotet:  Meter  (ne),  yard  (ne),  inch,  centimeter.  "Fnnflhor 
American  indiscriminately."  "  As  in  U.  S."  "If  material  is  from  France,  the  meter;  if  from  tbe 
United  States,  the  yard." 

For  the  Meaturement  of  Land:  In  the  farming  districts:  Hectoliter  (tic),  liter  (tie),  heoUie, 
sitio,  caballeria,  acre,  kilometer.  In  the  smaller  towns:  Hectoliter  (tic),  liter  (tic),  hectare,  sqw* 
meter,  acre,  kilometer.  In  cities:  Hectoliter  (tic),  liter  (fte),  hectare,  meter,  square  meter,  ten, 
kilometer. 

Lumber  and  Timber:  Foot,  inch,  cubic  foot,  meter,  centimeter,  pulgada,  pie,  kilogram  (•»()• 

By  Carpentert  and  Other  Woodworkert:  Foot,  inch,  meter,  centimeter,  pulgada,  pie.  Bn 
Tailort  and  Seamttrettet:  Meter,  centimeter,  vara.  By  Blacktmitht:  Metric  By  Stone  and  Biid 
Mcuont:  Foot,  inch,  meter,  square  meter,  kilogram,  centimeter. 

In  Machine  Shopt:  Inch,  kilogram,  meter,  centimeter. 

In  CorUractt  for  Excavation  of  Ground:  Cubic  meter,  square  meter,  meter.  In  Minet  tMi^ 
Mining  Products:  Cubic  yard,  metric  ton,  square  meter,  kilogram,  onsa,  meter.  In  Smelt»e§e»d 
for  Smelter  Prodtuit:  Foot,  meter,  metric  ton.  Sitet  of  Pipet  for  Qat,  Water,  Sewert,  Btc:  Foot. 
inch,  meter,  centimeter. 

In  Ship  and  Boat  Building:  Meter,  foot,  kilogram.  Marine  Meaturementt:  League,  mratioel 
mile,  cubic  meter,  metric  ton. 

Hay  at  Wholesale:  Kilogram,  ton,  arroba,  metric  ton.  Grain  at  WholetaJe:  Quintal,  kiiocWD, 
hectoliter,  carga,  cuartillo.  Meat  at  Wholesale:  IQlogram.  Root  Crops  at  Whoietale:  KilogniB, 
quintal.  Coffee  at  Wholesale:  Quintal,  kilogram.  Milk  at  Wholesale:  Liter.  cuartiUo,  ge&OB. 
Butter  and  Cheese  at  Wholesale:  Kilogram,  pound  (probably  libra),  (harden  Products  at  Whtktdt: 
Kilogram,  quintal.     Rubber  at  Wholesale:  Pound  (probably  libra),  kilogram. 

Railway  Tariff  for  Pattengert  and  Freight  (Load  and  Distance):  Kilogram,  kilometer,  metric 
ton,  cubic  meter,  mile,  ton.    Loads  and  Rates  for  City  Transportation:  Kilogram,  Idlometer,  esTB^ 
Loads  and  Rates  for  Transportation  by  Muleback  Across  the  Mountains:   Carga,  arroba,  kilocna. 
kilometer.     "The  old  weight  (1  carga  »  300  libras)  still  holds  its  own  when  dealing  with  mulebed 
transportation."     RailuHiy  Track  Gages  and  Length  of  Lines:  Kilometer,  centimeter,  foot.  indi. 
Railway  Equipment  (units  used  in  the  construction  and  repairing  of  locomotives,  coaches,  etc):  Foot, 
inch,  metric  kilogram  (sic)*    "As  in  U.  S."     "All  transportation  here  is  done  by  boat  on  a  kAf 
ton  basis." 
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'  In  many  caaes  the  Spanish  waichtt  are  uaad."    "In  many  oases  the  libra  and  vara  are  used." 
Acoordinc  to  the  Repent  to  the  Intematicmal  High  Coounission  of  the  Metric  System  in 

Export  Trade  prejMtred  by  the  Direotor  of  the  Bureau  of  Standards,  the  metric  system  is  "obliga- 

twy"  in  Mexico. 

Mexico  "adopted"  the  metric  system  in  1802. 

NICARAGUA 

(Sumipary  of  three  returned  questionnaires) 

Cfroceriea:  Libra,  Idlogram.  Milk:  Liter,  gallon,  botella  (1/5  gallon).  Butter  and  Chee§t: 
Libra,  arroba.  Othtr  Farm  ProdueU:  Libra,  quintal,  fanega.  Hardware:  Libra,  kilogram.  FxMh: 
Libra.    Meat:  Libra.     Flour:  Libra,  kilogram.     Tea  and  Coffee:  Libra,  quintal. 

Dry  Qoodt:  Vara,  yard,  meter. 

FuA:  Libra,  ooroada,  marco,  cordal,  cuartillo. 

Tchaeco:  Libra. 

ReadV'Made  Clothing:  Inch,  centimeter.  Hate:  "English  and  metric  system."  CoUart: 
"English  and  metric  system."  Underwear  and  Hoaiery:  "English  and  metric  system."  Shoet: 
Centimeter.  Olovee:  "The  measure  of  the  country  of  origin."  Cortete:  "The  measure  of  the 
country  of  origin." 

For  the  Meaeturement  of  Land:  In  the  farming  districts:  Mansana,  hectare,  vara,  meter.  In 
the  ■mAll^r  towns:  Mansana,  hectare,  vara,  meter.     In  cities:  Mansana,  vara,  cuadra,  meter. 

Lumber  and  Timber:  Vara,  pulgada. 

By  CarpenterM  and  Other  Woodworker*:  Vara,  pulgada,  tonelada  («ie).  By  Stone  and  Brick 
Maeone:  Vara,  pulgada,  tonelada  (sic).  By  Tailorg  and  Seametreesee:  Vara,  centimeter,  yard, 
meter. 

In  Machine  Shopt:  Inch,  centimeter,  vara. 

In  Coniraelt  for  Sxeavation  of  Ground:  Vara.  In  Mine*  and  for  Mining  Produete:  "English 
system,"  tonelada.  In  Smdtin(hand  for  Sm^ter  ProdueU:  "English  system."  Sieee  of  Pipe  for 
Oaa,  Water,  Sewer i.  Etc.:  Inch,  pulgada. 

Grain  at  Wholeeale:  Libra,  fanega.  Meat  at  Wholewle:  Arroba,  libra,  kilogram.  Boot  Cropa 
at  Wholeeale:  QuintaL  Coffee  at  Wholeeale:  Libra,  quintal.  Milk  at  Wholeaale:  "Cantaro.  of 
about  6  gallons."  Butter  artd  Cheeee  at  WhaleeaU:  Libra,  kilogram.  RuJblSer  at  Wholeeale:  Libra, 
quintal. 

Railway  Tariff  for  Paenengere  and  Freight  (Load  and  Distance):  Kilogram,  kilometer.  Loade 
and  Batee  for  City  Traneportation:  Kilogram.  Loade  and  Raiee  for  Tranepcrtation  by  MuJUhaek 
Acroee  the  Mountaine:  Libra.  Railway  Track  Qagee  and  Length  of  Linee:  Qage,  foot,  inch;  length, 
kilometer.  Railway  £gu«pfn«7U  {unite  ueed  in  the  conetruetion  and  repairing  of  looomotivee,  care, 
eU,):  "All  American." 

"The  metric  system  of  weights  and  measures  is  the  official  and  lawful  system  of  the  Republic, 
but  owing  to  the  preponderance  of  trade  with  the  United  States,  the  influences  of  the  system  obtain- 
ing there  are  felt  in  all  commercial  transactions."  "The  introduction  of  all  imports  is,  however, 
based  on  the  kilo,  but  throughout  the  Republic  articles  are  retailed  by  the  libra.  Liquids  when 
imported  are  measured  by  the  liter,  sret  the  American  gallon  or  quart  is  commonly  known.  Dis- 
tances an  computed  in  kilometers,  but  the  yard  of  3d  inches  is  used  almost  aa  much  as  the  vara  of 
33  inches  or  the  meter  of  39.37  inches.  So  it  might  be  said  that  the  English  system  is  almost  as 
common  as  the  metric." 

The  report  of  Mr.  W.  A.  Graham  Clark,  Commercial  Agent  of  the  Department  of  Commerce 
and  Labor,  Part  I,  published  by  the  Department  in  1909,  contains  the  following:  The  24-inch 
manta  retails  at  40  centavos  a  vara.  The  turkey-red  shirting  is  mainly  from  England,  retailing  at 
80  centavos  a  vara.    The  usual  price  of  a  24-inch  print  is  60  centavos  a  vara." 

Acoording  to  the  Report  to  the  International  High  Commission  on  the  Metric  System  in 
Export  Trade  preiwred  by  the  Director  of  the  Bureau  of  Standards,  the  metric  system  is  "obliga- 
tory" in  Nicaragua. 

Nicaragua  is  one  of  the  thirty-four  countries  which,  acoording  to  the  American  Metric  Associa- 
tion, have  "adopted"  the  metric  system. 

PANAMA 

(Summary  of  five  returned  questionnaires.     In  view  of  the  quotation  below,  libra  has  been 

uniformly  interpreted  as  pound) 

Qroeeriee:  Pound,  ounce.  Pruite:  Pound,  ounce.  Milk:  Quart,  botella.  Butter  and 
Chmee:    Pound,  ounce.    Other  Farm  Producte:    Pound,   F.nglUh   quintaL    Hardware:    Pound, 
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• 

Encliflh  quintal.  FftJk.'  Pound,  Endish  quintal.  Meat:  Pound,  Enclish  quintal.  Flour:  Pound, 
English  quintal,  **  barrel  of  196  pounds."     Tefi  and  Coffee:  Pound,  ounce,  Eni^Ush  quintal. 

Dry  Ooods:  Yard,  vara.     Fuel:  Lone  ton,  short  ton,  Engliah  quintal,  cord. 

Tobacco:  Pound,  ounce,  English  quintal. 

Ready-Made  Clothing:  Hate:  CoUare:]  Undenvear  and  Hoeiery:  Shoes:  OUnee:  CeneU:  Inch, 
metric.  "The  article  mentioned  are  imported  almost  exclusively  from  the  United  States  ftDd ihe 
measures  are  the  same  as  in  that  country."     "A  few  French  articles  are  metric  sises." 

For  the  Meanurement  of  Land:  In  the  farming  districts:  Hectare,  square  meter.  Id  the 
smaller  towns:  Hectare,  square  meter.     In  cities:  Square  meter. 

Ijumber  and  Timber:  Inch,  foot,  square  and  cubic. foot. 

By  Carpentere  and  Other  Woodworkere:  Inch,  "some  centimeters."  By  Stone  and  Brick 
Maeone:  Inch,  centimeter,  "American  generally."  By  Tailore  and  Dreufnakere:  Yard,  indi, 
centimeter,  "American  generally." 

In  Machine  Shops:  Inch,  centimeter,  pound,  English  quintal. 

In  Contracts  for  Excavation  of  Qround:  Cubic  m^ter,  yard.  Sixes  of  Pipe  far  (hs.  Water, 
Sewers,  Etc.:   Inch. 

In  Ship  and  BoeU  Building:  Inch,  centimeter.  Marine  Measurement:  Short  ton,  ton  of  40 
cu.  ft.,  marine  mile. 

Hay  at  Wholesale:  Pound.  Grain  at  Wholesale:  Pound,  English  quintal.  Meat  at  WheUtole: 
Pound,  English  quintal.  Root  Crops  at  Wholesale:  Pound.  Coffee  at  Wholesale:  Pound,  Esgliah 
quintal.  Milk  at  Wholesale:  Quart,  botella,  gallon.  Butter  and  Cheese  at  Wholesale:  Pound. 
Qarden  Products  at  Wholesale:  Pound,  English  quintal.     Rubber  at  WhoUsaJe:  Pound. 

Railway  Tariff  for  Passengers  and  Freight  (Load  and  Distance):  Mile,  x>ound,  cubic  foot. 
Loads  and  Rates  for  City  Transportation:  Pound.'  Railufay  Track  Gages  and  Length  of  Lines:  Ineb, 
mile.  Railway  Equipment  (units  used  in  the  construction  and  repairing  of  looamotiteSt  can,  lU.): 
Inch. 

"The  Spanish  units  are  never  used  here  and  while  the  metric  system  is  the  oflScial  stsndAid 
for  the  country,  with  the  exception  of  lands,  it  is  seldom  used  in  Panama,  American  (Englub) 
standards  of  weight  and  measure  being  in  universal  use." 

Panama  "adopted "  the  metric  system  in  1857. 

PERU 

« 

(Summary  of  seven  returned  questionnaires) 

Groceries:  Kilogram.  Milk:  Liter,  botella  of  0.75  liter.  BtUter  and  Cheese:  Libra,  kilosnm. 
Other  Farm  Products:  Libra,  kilogram.  Hardware:  Libra,  pie.  Fish:  Kilogram,  libra.  Utid: 
Kilogram,  libra.     Flour:  Kilogram,  libra.     Tea  and  Coffee:  Kilogram,  libra. 

Dry  Goods:  Meter,  vara. 

Fuel:  Kilogram,  quintal,  libra. 

Tobacco:  Kilogram.     (Government  monopoly.) 

Ready-Made  Clothing:  Centimeter.  Hats:  Centimeter,  "English  numbers."  Coflari;  Cen- 
timeter. Underwear  and  Hosiery:  Centimeter,  "Special  measure."  Shoes:  Centimeter,  "Spea»l 
measure."     Gloves:  Centimeter,  "Special  measure."     Corsets:  Centimeter. 

For  the  Meaeuremenl  of  Land:  In  the  farming  districts:  Fanegada,  topo,  cuadra,  square  van: 
"  Sale  and  registry  by  the  fanegada."  In  the  smaller  towns:  Square  meter,  fsjiegada,  iapo,  cuadra: 
"Sale  and  registry  by  the  fanegada."  In  cities:  Square  meter,  square  vara,  fanegada.  "Sale and 
registry  by  the  fanegada." 

Lumber  and  Timber:  Foot,  inch,  square  foot;  "Spanish  foot  for  cedar." 

By  Carpenters  and  Other  Woodworkers:  Foot,  inch,  square  foot,  meter,  "English  ajrstem." 
By  Stone  and  Brick  Masons:  Meter,  square  meter,  arroba.  By  Tailors  and  Seamstresses:  Centi- 
meter, meter,  yard. 

In  Machine  Shops:  Meter,  inch,  foot,  qiiintal.  "English  syistem  chiefly.  A  few  jobs  f<v 
European-built  machinery  are  bandied  on  the  metric  system." 

In  Contracts  for  Excavation  of  Ground:  Cubic  meter.  In  Mines  and  for  Mining  Predudi: 
Tonelada,  metric  ton,  fubic  meter,  gallon  of  3  3/4  liters  for  petroleimi  products.  "  Marco,  a  w«^t 
per  cajon  of  12,000  marcos.  Troy  ounces  per  ton.  Grams  per  metric  ton."  "Spanish,  English 
and  metric.  In  Smelting  and  for  Smelter  Products:  Kilogram,  libra,  foot.  "The  same  as  mininx" 
Sises  of  Pipe  for  Gas,  Water,  Sewers,  Etc.:  Meter,  foot,  inch,  "  Generally  English  feet  and  inches  and 
their  fractions." 

In  Ship  and  Boat  Building:  Meter,  foot,  inch,  kilogram,  registered  ton.  "Generally  ^ 
English  measures."  Marine  Measurements:  Mile,  ton,  cubic  meter,  knot,  brasa  (faUiom  d  6 
English  feet),  metric  ton.     "Generally  the  English  measures." 
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Hay  <U  WhoU$aU:  Quintal,  metric  quintaL  Grain  at  WhoUtale:  Quintal,  fanega.  metric 
qxiintaL  Mtat  at  WhoUtaU:  Kilocram,  metric  quintal,  libra.  Root  Crop*  at  WkoUtaU:  Quintal, 
metric  quintal,  libra.  Coff—  at  WholuaJU:  Quintal,  libra.  Milk  at  WhoUtale:  Liter.  Butter  and 
Chmm  at  WholetaU:  Quintal,  kilocram,  libra.  Garden  ProducU  at  WhoUeaU:  Arroba.  Rttbber  at 
WhaluaJU:  Tonelada,  kilogram,  quintaL 

Rail%Day  Tariff  for  PatMenoeri  and  Freight  (Load  and  Distance):  Kilcnneter,  qxiintal,  metric 
ton,  cubic  meter.  Loade  and  Batee  for  City  Traneportation:  Metric  ton,  kilogram.  Loade  and 
Ratee  for  Traneportation  by  Mvlebaek  AeroMt  tKe  Mountaine:  Quintal,  per  kilometer.  Railway 
Track  Gagn  and  Length  of  Linee:  Meter,  kilometer.  Railvxiy  Stuipment  (unite  need  in  the  eon- 
etnieiion  and  repairing  of  locomotivee,  ear§,  etc.):  Meter,  foot,  inch,  tonelada,  kilogram. 

"At  the  preeent  time  there  are  many  who  buy  and  aell,  using  other  measures  which  are  not 
metric  dedmaL"  "The  metric  system  is  the  legal  system  in  Peru  but  the  other  measures  named 
hare  not  yet  been  banished." 

Commerce  Reporte  for  April  29,  1918,  contains  a  report  from  Commercial  AttachA  W.  F. 
Montavon,  of  Lima,  in  which  are  given  particulars  of  new  Peruvian  exports  duties.  The  new 
rates  provide  for  a  duty  on  copper  bars  per  thort  ton^  and  on  sugar,  cotton  and  wool  per  Spanieh 
quintal.     Italicised  words  are  verbatim  from  the  report. 

The  report  of  Mr.  W.  A.  Graham  Clark,  Commercial  Agent  of  the  Department  of  Commerce 
and  Labor,  Part  IV,  published  by  the  Department  in  1911,  contains  the  following:  "The  Peruvian 
importers  buy  cotton  goods  by  the  yard,^the  meter,  or  the  vara.  .  .  .  Although  the  country  has 
officially  adopted  the  metric  ssrstem,  cloth  is  always  retailed  by  the  vara." 

Peru  "adopted"  the  metric  system  in  1862. 


PORTO  RICO 

In  1913,  Mr.  F.  S.  Hdbrook,  Associate  Physicist  at  the  Bureau  of  Standards,  went  to  Porto 
Rico  as  the  representative  of  the  Bureau  to  cooperate  with  the  local  legislature  in  connection  with 
weights  and  measures  legislation.  Mr.  Holbrook's  report  of  his  investigations  contains  the  fol- 
lowing: "This,  then,  was  the  condition  of  affairs  when  the  work  was  commenced:  The  kilogram, 
the  United  States  pound  and  the  Spanish  libra  or  pound  for  weight;  the  liter,  the  quart,  the  cuar- 
tillo  for  liquid  measure;  the  meter,  the  yard  and  the  vara  for  length  measure;  the  hectare,  the 
acre  and  ouerda  for  land  measure,  were  all  in  use  side  by  side.  A  little  over  50  per  cent  of  the 
weights  found  in  use  were  of  ihe  Spanish  system,  the  remainder  being  about  equally  divided  be- 
tween weights  of  the  metric  system  and  of  our  customary  system.  Of  the  liquid  measures  tested, 
the  very  great  majority  were  cuartillos  or  subdivisions  thereof," 

As  the  outgrowth  of  Mr.  Holbrook's  visit  to  Porto  Rico  the  weights  and  measures  of  the 
United  States,  with  the  exception  of  the  bushel  and  its  subdivisions,  were  placed  "upon  an  equal 
basis  "  with  the  metric  units,  the  result  being  shown  in  the  following  reply  to  a  questionnaire  sent 
out  by  Mr.  H^nry  R.  Towne. 

Legal  Standarde:  Metric,  U.  S.,  and  a  few  Spanish. 

Common  Standarde:  Metric,  U.  S.,  and  some  Spanish. 

Railroad  Dirianeee:  Kilometers. 

Weighte:  Generally  pounds,  but  also  kilos. 

Volume:  Liter,  Spanish  quart,  but  generally  U.  S.  quart. 

Land:  Spanish  cuerda  and  metric  hectare,  the  latter  in  deeds. 

Cubic  Meter:  Used  in  public  contracts. 

Commercial  Ute:  Commercial  transactions  on  U.  S.  basis;  Government  transactions  on 
metric  basis. 

Domeetic  Uee:  U.  8.  standards  in  common  use  and  are  legal.    Metric  catalogs  of  no  use. 

Meaeuring  Jmplemente:  Both  U.  S.  and  metric  in  common  use. 

Jhud  Standarde:  Old  Spanish  measures  generally  displaced  by  U.  S.  measures,  except  the 
"  eoerda"  for  land  records.    Metric  system  also  legal;  chiefly  used  in  Government  transactions. 

Adoption  of  Metric  Syetem:  By  Spanish  Government  in  early  90's.  By  local  legislature  in 
1898.     U.  S.  Standards  also  legalised  since  latter  date. 

Bookkeeping,  Invoicing,  Etc.:  U.  S.  Standards  used  almost  exclusively. 

The  William  J.  Dines,  Jr.,  Co.  write:  "I  have  been  with  engineers  and  workmen  in  all  parts 
of  the  Island,  and  very  seldom  find  anyone  using  anything  but  the  American  standard." 

The  report  of  Mr.  Wm.  A.  Graham  Clark,  Commercial  Agent  of  the  Department  of  Com- 
merce and  Labor,  Part  IV,  published  by  the  Department  in  1911,  contains  the  following:   "In 
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San  Juan  most  goods  «n  retailed  by  the  yard  as  the  people  there  demand  thSa  length,  hot  in  the 
remainder  of  the  island  the  usual  measure  is  the  Spanish  vara  of  83.6  oentimeten." 

All  of  the  above  should  be  compared  with  the  statement  by  Mr.  Fred  R.  Drake  ss  qnolid  in 
the  preamble. 

SAN  SALVADOR 

(Summary  of  one  returned  questionnaire) 

OroceriM:  Ahnud.  MUk:  liter.  Butter  and  CAssts.*.  libra.  OtK$r  Fmrm  PndmeU:  Libit. 
Hardware:  Pound,  quintal.    Fiah:  Libra.    Meat:  libra.    Flour:  Bulto.     Tea  and  C$ie$:  Libra. 

Dry  Qoode:  Vara. 

Futi:  Carga. 

CoUare:  English  numbers. 

For  the  Meaewrement  of  Land:  In  the  farming  distriota;  Maniana,  oabnUeria.  In  the  maDir 
towns:  Vara,  "with  metric  measures  always  used  in  the  docimients."  In  eities:  Meter  and  miDi- 
meter  (tie). 

By  Stone  and  Brick  Mtuone:  Vara,  pie,  pulgada.  By  Taihre  and  Soam&lreaeee:  Vara,  meter 
millimeter. 

In  ContraeU  for  ExeawoHon  of  Ground:  Cubic  meter.  <8isM  of  Pipe  for  Qae,  WaUr^  Semn, 
Etc.:  Inch. 

(Train  at  WhoUeale:  Fanega,  arroba.  Meat  at  WhoUeaU:  Libra.  Cogee  at  Wholeeaie:  Qois- 
tal.    Milk  at  WhoUeaU:  Botella.    Butter  and  Cheeee  at  WhoUeale:  libra. 

Railwiy  Tariff  for  Paeeengert  and  FeigfU  (Load  and  Distance):  Chibic  foot,  quintsl,  kilO' 
meter.  Loade  and  Ratee  for  City  Traneportation:  Quintal.  Loade  and  Batee  for  TraneperUitum  if 
Muleback  Aeroet  the  Mountaine:  Arroba. 

The  report  of  Mr.  W.  A.  Graham  Clark*  Commercial  Agent  of  the  Department  of  CommeRe 
and  Labor,  Part  I,  published  by  the  Department  in  1900,  contains  the  foUowing:  "Ptaetieillyali 
exported  yarn  is  put  up  in  either  five-  or  ten-poimd  paper-covered  paeketa  and  either  eif^tty  or 
forty  of  these  packed  to  the  bale.  Yam  is  retailed  here  in  ten-pound  lots,  but  two  Urt^trnd 
psK^eto  are  preferred  to  one  ton-pound.  .  .  .  These  splita  are  20  to  26  inches  wide,  and  retail  at 
a  real  a  vara." 

SPANISH  HONDURAS 

(Summary  of  three  returned  questionnaires) 

Oroceriee:  Pound,  arroba.  Fruite:  Pound.  Milk:  liter,  bottella,  pint.  Buttat  sa^ 
Cheeee:  Libra,  pound.  Other  Farm  Produete:  Pound.  HardvMxre:  Pound.  Fieh:  Libra,  poood. 
Meat:  Libra,  pound.     Flour:  Libra,  pound.     Tea  and  Coffee:  Libra,  pound. 

Dry  Qoode:  Vara.  yard. 

Fuel:  Carga,  pound,  cuerda. 

Tobacco:  Libra,  pound. 

Ready-Made  Clothing:  Inch.  "Same  as  in  United  States."  Hate:  "American  and  Fkaodi 
aises."  CoUare:  "  American  and  French  sises.'*  Underu>ear  and  Hoeiery:  *' American  and  FniMi 
aiaes."  Shoee:  "American  and  French  sises."  QUnee:  "American  and  French  ^aea.**  Ctni»: 
"American  and  French  aiaee."     "General  American  siaes  of  wearing  apparel  in  use." 

For  the  Meaturement  of  Land:  In  the  farming  districta:  Caballeria,  manaana,  hectare.  la 
the  smaller  towns:  Caballeria,  manaana,  hectare,  foot.  In  cities:  Caballeria,  manaana,  hectare, 
foot.  "The  official  standard  is  the  hectare.  Deeds  in  hectares  and  others  in  manannaa  aoeoni- 
ing  to  original  measure.  In  towns  the  lots  are  measured  in  Finglish  feet  and  are  so  regiatered. 
Also  large  parcels  in  the  country  measured  in  caballerias." 

Lumber  and  Timber:  Laufenberg  rule,  "Exactly  the  same  as  American  sises." 

By  Carpenters  and  Other  Woodworkere:  Foot,  inch.  By  Stone  and  BruA  Mamme:  Inehi 
"American  aices."     By  Tailore  and  Seametreeeee:  Metric,  foot. 

In  Machine  Shape:  Inch,  foot,  pound,  "American  sises." 

In  Contracts  for  Excavation  of  Ground:  Foot,  inch,  "  American  sises."  In  Mines  and  fer 
Mining  Products:  Cubic  foot,  ton,  metric  ton,  "American  siaes."  In  Smeiting  and  for  Seulttr 
Products:  Pound,  ton,  "American  siaes."  Sizes  of  Pipe  for  Oae,  Water^  Sowere,  etc:  "OeneraDy 
American  siaes." 

In  Ship  and  Boat  Building:  "Same  as  in  United  States."  Marine  MeaauremeKte:  Foot. 
"American  sixes." 

Hay  at  Wholesale:  Libra.  Orain  at  WhoUeale:  Carga,  libra,  medida.  Meat  at  WkalseeU: 
Libra,  pound.  Root  Crops  at  WhoUsaU:  Pound.  Coffee  at  WhoUeaU:  Carga,  libra.  MUk  et 
WhoUeaU:  Liter.  Butter  and  Cheese  at  WholesaU:  English  arroba,  libriado.  (Tardea  ProdweU  ei 
Wholesale:  Libra,  poimd.     Rubber  at  WhoUeaU:  Pound,  libra,  quintaL 
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BaUway  Tariff  for  Paatengert  and  Freight  (Load  and  Distance);  KUogram,  kflometer,  mile. 
ZMMdM  and  BalM  for  Trantportation  by  MuUbaek  Acrott  the  MoutUaina:  Arroba,  pound.  Railtoay 
Track  Oagm  and  Length  of  Linee:  Foot,  inch,  kiiozneter.  Railway  Sguipnunt  {unite  ueed  in  the 
eaneiruelum  and  rejHiirino  of  locomotivee,  caret  etc.):  "Engliflh  units  used  in  repairs." 

**The  English  yard  is  chiefly  used  in  the  larger  and  better  stores.  The  vara  is  used  frequently 
in  smaller  stores  selling  at  retail  to  certain  classes,  but  the  people  are  aooustomed  to  and  demand 
the  ^'^t'****  yard."  "All  articles  not  named  above  are  valued  according  to  agreement  per  arroba 
or  carga,  always  keeping  the  English  ss  the  standard.  The  arroba  is  25  pounds  and  the  carga  is  8 
arrobas  or  200  pounds." 

The  report  of  Mr.  W.  A.  Qraham  Clark,  Conmierdal  Agent  of  the  Department  of  Commerce 
and  Labor,  Part  I,  published  by  the  Department  in  1900.  contains  the  following:  "The  importers 
8^  to  the  retailers  by  the  yard  and  the  retailers  sell  at  practically  the  same  price  by  the  vara  .  .  . 
This  country  has  officially  tried  to  adopt  the  metric  sjrstem,  but  the  natives  ding  to  the  vara  and 
the  arroba  ss  their  measures  of  length  and  weight." 

Honduras  is  one  of  the  thirty-four  countries  which,  according  to  the  American  Metric  Associa- 
ion«  have  "adi^Dted"  the  metric  ssrstem. 


URUGUAY 

(Summary  of  four  returned  questionnaires) 

Oroeeriee:   SSlogram.    Milk:   Liter.    Butter  and  Cheeee:   Kilogram.     Other  Farm  Producte: 
Kjlogram.    Hardware:  Kilogram,  meter.    Meat:  ffilogram.    Flour:  Klogram.     7*aa  and  Coffee: 


Dry  Qoode:  Meter. 

Fuel:  Metric  ton. 

Tobacco:  Kilogram. 

Ready-Made  Clothing:  Centimeter.  Hate,  Centimeter,  English  numbers.  CoUare:  Centi- 
meter. Underwear  and  Hoeiery:  Meter,  centimeter,  inch.  CRoeee:  "As  in  North  America.** 
"Universal  numbering."     Coreete:  Centimeter. 

For  the  Meaeurement  of  Land:  In  the  farming  districts:   Hectare.    "The  ouadra  is  still  oom- 
mooly  used  but  is  prohibited  in  the  documents."    In  the  smaller  towns:  Hectare,  square  meter 
In  cities:  Hectare,  square  meter. 

Lumber  and  Timber:  Meter,  centimeter,  foot,  inch.  "Officially  the  meter,  customarily  per 
thousand  feet." 

By  Carpentere  and  Other  Woodworkere:  Meter,  centimeter,  lg«gii»»*  foot,  inch.  **  English 
foot  and  inch  generally  used.**  By  Tailore  and  Seametreeeee:  Centimeter,  Idlo  (tie),  En^h 
measures.     By  Stone  and  Brick  Maeone:  Kilogram,  meter,  metric  ton. 

In  Machine  Shape:  Klogram.  "Officially  the  meter  and  sub-multi];des,  practically,  fol- 
lowing the  custom,  the  English  inch."     "English  measures  generally.*' 

In  Contraetefor  Bxeaeation  of  Orlnind:  (Tubic  meter,  meter.  In  Minee  and  for  Mining  Prod- 
uete:  Kilogram,  cubic  meter.  In  SmelHng  and  for  Smdter  Produde:  lOogram,  metric  ton. 
SiMoe  of  Pipe  for  Ckie,  Water,  Sewere,  Etc:  "  English  measures,  but  in  official  and  public  dooimients 
these  are  reduced  to  centimeters."    "Officially  the  meter,  practically  the  pulgada." 

In  Ship  and  Boat  Building:  Metric  Marine  Meaeuremente:  Mile,  knot,  foot,  caUe,  ton,  meter 
for  sounding,  brasa,  "but  in  official  and  public  documents  only  the  decimal  measures  appear." 
"OIBcially  the  kilometer;  to  a  large  extent  the  marine  mile."  "In  practice  there  is  no  effort  to 
abolish  completely  the  English  measures." 

Hay  at  Wholeeale:  Kilogram,  metric  quintaL    Grain  at  Wholeeale:  Klogram,  metric  qtiintal. 

Meat  at  Wholeeale:  Kilogram.  Root  Crope  at  Wholeeale:  Metric  qxiintaL  Coffee  at  Wholeeale: 
Kilogram,  metric  quintaL  Milk  at  Wholeeale:  Liter,  hectoliter.  Butter  and  Cheeee  at  Wholeeale: 
Slogram.     Rubber  at  Wholeeale:  Kilogram. 

Railway  Tariff  for  Paeeengere  and  Freight  (Load  and  Distance):  IQlogram,  kilometer.    Rail 
Track  Oagee  and  Length  of  Linee:  Metric 

"The  metric  system  only  hss  been  used  in  Uruguay  for  at  least  fifty  years  and  any  one  who 

any  other  system  runs  the  risk  of  fine  and  imprisonment.  ...    In  the  case  of  land  measure- 
ment, a  few  old  Spamsh  measures  are  authorised.    This  letter,  according  to  the  laws  of  Uruguay, 
iniiet  be  copied  in  a  letter^press  book.    Each  page  of  the  letter-press  book  is  signed  by  one  of  the 
judges  of  the  Commerce  0>urt  and  may  at  any  time  be  required  in  0>urt.    By  using  in  our  cor- 
eipondence  copied  in  the  letter-press  book  any  terms  of  weights  and  measures  not  rsoognised  by 
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law,  we  run  the  risk  of  punishment."     "The  introduction  of  the  new  system  proved,  however,  i 
difficult  and  tedious  process." 

Uruguay  "adopted"  the  metric  system  in  1862. 

VENEZUELA 

(Summary  of  .five  returned  ^luestionnaires) 

Orocenes:  Libra,  kilogram.  FruUa:  Kilogram,  Libra.  Milk:  "Jar  of  27  botellas,"  liter. 
Butter  and  Cheese:  Libra,  kilogram.  Other  Farm  Product*:  Libra,  metric  Hardwart:  Libra. 
metric.  Pi$h:  Libra,  kilogram.  Meat:  Libra,  kilogram.  Flour:  Libra,  kilogram,  arroba*.  Tra 
and  Coffee:  Libra,  kilogram. 

Dry  Ooode:  Vara,  meter,  yard. 

Fuel:  Tonelada,  metric  ton. 

Tobacco:  Metric. 

Ready-Made  CUUhing:  Inch,  centimeter.  Hate:  Centimeter,  inch.  CcUare:  Centimeter, 
inch.  Underwear  and  Hoeiery:  Centimeter,  inch.  Shoes:  Centimeter,  American  numbers 
"An  arbitrary  measure  equal  to  about  3/4  of  a  centimeter."  Oloves:  French  numbers,  American 
numbers.  Corsets:  Centimeter,  inch.  "The  measures  of  the  country  from  which  the  goods  are 
imported  are  used."  ' 

For  the  Measurement  of  Land:  Hectare,  square  kilometer,  square  league,  sugar  luid  in  btbloo 
( »  0.7  hectare),  square  meter. 

Lumber  and  Timber:  Square  pie,  metric. 

By  Carpenters  and  Other  Woodworkers:  Square  pie,  metric.  "Some  carpenters  do  sctiutlly 
work  in  Eni^ish  inches."  By  Tailors  and  Seamstresses:  Centimeter,  vara,  yard,  meter.  By 
Stone  and  Brick  Maeons:  Metric,  fanega. 

In  Machine  Shops:  Libra,  foot,  metric. 

In  Contracts  for  Excavation  of  Ground:  Metric.  In  Mines  and  for  Mining  Products:  Metiie. 
In  SmeUino  and  for  Smelter  ProdueU:  Metric.  Sites  of  Pipe  for  Oas,  Water,  Sewers,  Btc:  Inch, 
metric. 

In  Ship  and  Boat  Building:  Metric,  Eni^ish.  Marine  Measurements:  Metric  English.  "In 
navigation  and  geography  miles  are  used;  for  the  rest,  metric." 

Hay  at  Wholesale:  Metric.  Grain  at  Wholesale:  Kilogram,  metric  quintal,  fanega.  Jf^ 
at  Wholesale:  Arroba,  metric.  Root  Crops  at  Wholesale:  Metric.  Coffee  at  WhoieaaU:  Mstno 
quintal.     Milk,  Butter  and  Cheese  at  Wholesale:  Metric. 

RailuHiy  Tariff  for  Passengers  and  Freight  (Load  and  Distance):  Metric  quintal,  tondada. 
kilometer,  cubic  meter.  Loads  and  Rates  for  City  Transportation:  Metric  quintal,  kilocram. 
Loads  and  Rates  for  Transportation  by  Mvleback  Across  the  Mountains:  Metric  quintaL  Baibwi 
Tra^k  Gages  and  Length  of  Lines:  Meter,  kilometer.  Railioay  Equipment  (units  used  in  the  cm- 
atruction  and  repairing  of  locomotives,  cars,  etc.):  "Inches  on  English  lines;  meteic  viita  oo 
German  railway." 

"Not  only  is  it  illegal  to  use  any  other  weights  and  measures  [than  those  of  the  metric iy>- 
tem],  but  a  merchant  is  subject  to  punishment  even  for  having  them  in  his  possession.  The  im- 
portation of  weights  and  measures  other  than  the  legal  is  also  prohibited  and  as  the  authoritifls 
have  destroyed  the  old  ones  whereever  possible  distinct  progress  toward  the  universal  adoptioD  of 
the  new  system  has  been  made.  In  spite  of  the  stringency  of  the  laws  the  people  at  large,  especially 
in  the  country,  still  cling  to  the  old  units  in  their  every-day  life  and  talk  and  think  in  terms  of  tbem." 

"The  people  in  the  interior  of  the  country  are  not  at  all  accustomed  to  the  metric  ayitem 
and  always  use  the  old  system." 

Venesuela  "adopted"  the  metric  system  in  1857. 


No.  1665 

.       EFFICIENCY  AND  DEMOCRACY 

By  H.  L.  Gantt,  New  York,  N.  Y. 
Member  of  the  Society 

The  author  raises  the  question  as  to  why  the  word  ** efficiency**  has  fallen  into 
disrepute  in  connection  with  industry  when^  as  a  matter  of  fact,  efficiency,  both  in- 
dividual and  collective,  is  more  needed  now  than  ever  before. 

The  reason  seems  plain  —  that  in  the  past  efficiency  has  been  measured  by  the 
dollars  acquired  rather  than  by  the  goods  produced. 

The  product  of  a  factory  should  bear  only  the  expense  used  to  produce  it.  It 
cannot  bear  the  expense  of  idle  machinery  which  did  not  contribute  to  its  production. 
Although  the  owner  may  fed  that  he  is  entitled  to  interest  on  money  invested,  even  if 
not  producing,  it  is  coming  to  be  understood  that  idle  capital  is  no  more  entitled  to 
wages  than  idle  labor  and  the  manufacturer  should  consider  the  elimination  of  idle- 
ness as  essential  and  the  production  of  goods  at  full  capacity  as  a  necessity.  This  is 
in  accord  with  the  democratic  spirit  of  the  times  which  demands  that  goods  be  produced 
in  a  way  to  benefit  the  community  rather  than  those  who  control  the  industries, 

TX^HY  has  the  word  efficiency,  which  should  stand  for  so  mufch, 
fallen  into  disrepute  in  this  country?  That  it  has  fallen  into 
disrepute  cannot  be  gainsaid,  both  with  the  business  man  and  the 
workman.  We  all  recognize  the  importance  of  both  individual 
and  collective  efficiency.  This  being  true,  there  must  have  been 
some  fatal  error  in  the  management  of  the  campaign  which  at  th^ 
end  of  twenty  years  has  made  the  very  name  a  byword. 

2  It  is  not  to  be  questioned  that  many  men  who  have  devoted 
their  time  to  this  subject  have  very  much  improved  our  industrial 
processes  and  the  productivity  of  our  manufacturing  plants.  Yet 
in  the  mind  of  the  average  business  man  or  mechanic  the  term 
"efficiency  engineer"  raises  a  feehng  of  hostiUty. 

3  Today  we  need  efficiency,  both  individual  and  collective,  to 
a  far  greater  extent  than  we  ever  needed  it  before,  yet  it  seems  that 
we  must  do  the  work  of  promoting  it  under  some  other  guise  if  we 
would  really  have  it  accepted  and  approved. 

4  To  some  of  us  the  reason  seems  plain,  simply  that  we  have  in 
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the  past  measured  the  "efficiency  of  our  business''  by  the  doQa-sn 
acquired  rather  than  by  the  goods  produced.  The  efficiency  enguu 
of  the  past  has  in  too  many  cases  devoted  himself  exdusively 
making  more  efficient  the  business  of  securing  dollars.  In  othjcu 
words,  he  has  served'the  business  system  primarily  in  the  accumxi- 
lation  rather  than  in  the  production  of  wealth. 

5  A  business  system  bent  on  the  accumulation  rather  than  on 
the  production  of  wealth,  which  would  even  curtail  the  production 
of  wealth  if  thereby  a  larger  measure  could  be  brought  into  its  own 
coffers,  must  needs  finally  run  to  the  limit  of  its  tether,  and  a  method 
which  makes  more  efficient  such  a  system  shortens  the  time  winch 
it  has  to  run.    An  efficiency  engineer  who,  consciously  or  uncon- 
sciously, served  the  business  system  in  the  exploitation  of  workmen, 
necessarily  got  the  ill-will  of  the  workman.    He  later  got  the  ill-wiD 
of  the  business  man,  who  foimd  that  the  amount  of  wealth  he  could 
get  by  exploitation  was  strictly  limited.    I  am  not  claiming  tbt 
all  efficiency  engineers  have  done  this,  nor  that  even  those  who  have 
done  it  have  been  conscious  that  they  were  producing  a  condition 

to  which  there  must  be  an  end.  They  were  simply  serving  ''business 
as  usual,''  which  puts  more  effort  in  harvesting  the  crop  than  in 
producing  it. 

6  When  the  great  war  broke  out  in  1914,  it  became  evident  to 
all  those  who  gave  it  serious  consideration  that  the  production  of 
goods  for  the  benefit  of  the  community,  and  not  the  production  of 
wealth  for  the  benefit  of  those  who  control  the  industries,  was  the 
task  which  had  been  set  the  nations  engaged.  It  took  En^d 
more  than  a  year  to  learn  this  lesson,  and  we  should  have  been  fuDy 
prepared  for  it  in  1917  when  we  were  drawn  into  the  maelstrom. 
That  we  were  not  prepared  for  it,  and  that  many  believed  we  could 
still'continue  business  as  usual,  is  now  history.  We  have  learned, 
however,  that  production  for  the  benefit  of  the  community  was  the 
only  basis  on  which  we  could  carry  the  war  to  a  successful  conclusion. 
This  has-been  emphasized  by  the  elimination  of  "non-essential" 
industries? 

7  There  is  another  reason  why  the  term  efficiency  has  been 
brought  into  disrepute.  In  the  past  our  cost-keeping  methods 
have  always  loaded  on  to  the  part  of  the  shop  which  produced  the 
goods  the  total  expense  of  the  shop,  including  the  part  that  was 
idle.  For  instance,  in  a  shop  having  two  expensive  machines,  it 
was  the  habit  to  load  on  to  the  product  the  expense  of  both  mar 
chines,  whether  the  goods  were  produced  by  one  or  by  both.    Under 
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such  conditions,  if  one  machine  did  the  work  of  two,  the  product 
was  still  charged  with  the  expense  of  both,  and  the  full  benefit  from 
the  increased  efficiency  was  not  apparent  to  the  owner,  who  saw 
only  the  saving  in  wages.  He  did  not  see  the  saving  in  plant.  He 
did  not  comprehend  clearly  that  if  he  doubled  the  output  of  his 
machine  he  could  double  the  output  of  his  plant  without  additional 
expense.  In  other  words,  that  he  was  also  making  his  capital 
twice  as  efficient.  It  is  hard  to  see  why  he  did  not  see  this,  except 
that  the  system  of  cost-keeping  seemed  designed  to  hide  it.  The 
term  "efficiency"  then  seemed  to  have  no  connection  with  capital 
or  investment,  but  only  with  labor. 

8  Under  such  conditions  there  was  but  little  inducement  to  the 
owner  to  make  his  machines  produce  more,  and  the  reverse  of  an 
inducement  to  the  workman,  who  was  thereby  laid  off  or  saw  his 
friend  laid  off.  This  fatal  error  which  caused  the  opposition  of  the 
workman,  and  the  lack  of  sympathy  on  the  part  of  the  employer, 
was  evidently  due  to  a  false  accounting  system,  which  was  devised 
to  put  all  the  burden  of  inefficiency  on  the  workman. 

9  When  the  great  war  started  in  1914,  and  the  wheels  of 
industry  slowed  down  to  such  an  extent  that  it  was  impossible  for 
the  product  turned  out  to  bear  the  expense  which  had  previously 
been  distributed  over  a  production  three  or  four  times  as  large, 
most  people  said,  "These  are  extraordinary  times;  therefore  we 
shall  have  to  lay  our  cost  system  aside  to  keep  till  the  war  is  over." 

10  Some  people,  however,  realized  that  a  system  which  is  not 
good  for  an  emergency,  when  it  is  most  needed,  has  something 
radically  wrong  about  it,  and  set  to  work  to  find  out  what  the  flaw 
was,  and  this  was  the  answer  they  arrived  at: 

11  The  product  of  a  factory  must  bear  only  the  expense  used 
to  produce  it.  It  cannot  bear  the  expense  of  idle  machinery  which 
did  not  contribute  to  its  production.  This  statement  is  such  a  radi- 
cal departure  from  the  ordinary  cost-keeping  system  that  it  pro- 
duces a  shock  to  the  business  man  who  has  a  theory  that  (le  must 
somehow  or  other  get  back  all  of  his  expenses.  He  seems  to  feel 
that  he  is  entitled  to  interest  on  all  the  money  he  has  invested, 
whether  it  produces  anything  or  not.  Under  such  conditions  he 
is  not  seriously  worried  so  long  as  he  can  sell  his  product  for  a  price 
high  enough  to  give  him  the  profit  he  considers  himself  entitled  to. 

12  Some  of  the  keener  business  men,  however,  have  seen  the 
flaw  in  this  argument,  and  have  realized  that  idle  capital  is  no  more 
entitled  to  wages  than  idle  labor,  and  have  begun  seriously  to  study 
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their  plants  to  find  out  how  they  can  use  them  to  their  full  capacity. 
The  result  of  this  investigation  is  twofold: 

a  It  does  not  result  in  laying  off  men,  but  gives  employment 
to  more  men,  which  secures  the  good-will  of  the  worker 

b  It  not  only  reduces  the  expense  of  maintaining  machinoy 
in  idleness,  but  turns  out  a  greater  product  from  which 
revenue  is  gotten. 

13  Some  would  say  that  this  is  a  beautiful  theory,  but  it  doesnH 
work  that  way.  I  answer  unhesitatingly,  after  more  than  three 
years'  trial,  that  it  does  work  that  way  and  that  none  of  those  people 
who  have  adopted  it  would  for  a  moment  think  of  going  back  to  the 
antiquated  method  of  cost-keying  which  they  have  given  up. 

14  The  keynote  of  such  a  S3rstem  is  the  elimination  of  idleness 
and  the  production  of  goods.  Moreover,  there  is  no  antagonism  in 
such  a  scheme  between  employer  and  employee,  for  each  gets  the 
reward  for  what  he  does. 

15  To  the  conservatives  this  would  seem  almost  revolutionary, 
and  fraught  with  consequences  of  which  they  cannot  see  the  end, 
but  it  is  democratic  and  absolutely  in  harmony  with  the  patriotic 
doctrine  which  is  being  preached.  It  enables  us  to  change  auto- 
matically our  slogan  of  '^ business  as  usual"  into  ''business  for  pro- 
duction and  victory." 

16  In  a  few  words,  then,  if  we  will  eliminate  our  false  cost-keep- 
ing methods,  and  put  in  those  that  are  correct,  we  shall  not  only 
benefit  both  employer  and  employee,  but  go  a  long  way  toward 
the  democratization  of  industry. 


In  presenting  his  paper  the  author  pointed  out  that  on  the  battle 
front  war  was  competition  in  destruction,  while  behind  the  lines  it 
was  competition  in  production.  He  quoted  Prof.  C.  R.  Mann  as 
saying  that  war  was  eight-tenths  engineering,  and  that  the  engineer 
was  the  great  production  factor  in  the  commonwealth.  That 
through  the  efforts  of  engineers  the  war  had  been  prolonged  four 
years,  and  that  it  was  certainly  they  who  had  won  it.  The  next  thing 
was  to  find  out  what  part  the  engineer  was  to  play  in  keeping  the  war 
won. 

He  then  led  up  to  the  point  where  he  hoped  the  engineer  would 
be  a  more  influential  factor  in  the  conduct  of  national  affairs  than 
heretofore,  because  he  had  demonstrated  that  he  knows  what  to  do 
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and  haw  to  do  it.  He  showed  that  when  the  war  broke  out  leading 
business  men  offered  their  services  at  Washington,  but  found  that 
their  usual  methods  of  doing  business  did  not  produce  the  required 
ships  and  shells,  for  they  had  been  trained  to  operate  for  profits 
instead  of  for  production.  That  engineers  had  attacked  the  problem 
in  a  different  and  successful  way,  he  said,  would  be  demonstrated 
during  the  discussion  of  his  paper. 

To  supply  the  mechanical  needs  growing  out  of  the  war  in  suffi- 
cient quantity  and  in  short  time,  progress  charts  had  been  compiled 
by  engineers  to  show  graphically  the  rate  of  production.  These 
charts  were  used  extensively  by  the  engineering  department  of  the 
Navy  in  the  construction  of  shipyards,  as  well  as  in  various  large 
manufacturing  establishments. 

When  the  war  broke  out  in  Europe  every  one  there  realized  the 
necessity  for  greater  production  per  capita,  and  it  was  the  same  in  the 
United  States.  We  should  continue  to  improve  our  efficiency,  and 
no  machines  should  be  allowed  to  be  idle,  so  we  should  help  those 
people  who  could  do  but  little.  If  we  did  this  we  should  also  have 
the  cooperation  of  the  workman. 

The  system  of  keeping  track  of  work  done  by  means  of  the  charts 
which  he  had  devised  would  be  illustrated  by  a  number  of  speakers 
who  would  show  its  successful  appUcation  in  the  Ordnance  Depart- 
ment, the  Shipping  Board,  Emergency  Fleet  Corporation,  and  in 
numerous  other  places  and  in  private  plants.  He  said  that  while 
the  worker  was  busy  studjdng  efficiency,  the  engineer  should  turn 
his  attention  to  the  study  of  idleness. 


DISCUSSION 

Wallace  Clark,^  spoke  of  the  task  confronting  the  U.  S.  Ship- 
ping Board  when  it  devolved  upon  that  body  to  supervise  ships  afloat 
and  building.  The  problem  was  to  get  troops  to  France  and  to  bring 
to  the  United  States  food  and  raw  materials.  The  former  was  done 
by  the  U.  S.  Army,  and  the  latter  by  the  Shipping  Board.  This 
Board  had  first  ascertained  what  was  needed  at  given  times.  Then 
it  had  Usted  its  ships,  which  aggregated  about  12,000,  and  it  was 
here  that  the  efficiency  chart  was  of  such  service,  inasmuch  as  it 
afforded  a  graphical  record  showing  in  all  required  detail  the  daily 
movement  of  every  ship,  and  made  it  possible  to  estimate  beforehand 
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the  available  carrying  capacity  in  any  direction  for  several  months 
ahead. 

Mr.  Clark  had  a  few  typical  charts  projected  on  the  screen,  the 
first  showing  the  rate  of  import  of  nitrate  from  Chile  to  this  countij. 
Of  this,  800,000  tons,  or  more  than  half  the  output,  was  called  for  in 
the  course  of  the  year.  To  this  work  175  ships  were  detailed.  Charts 
11  in.  by  17  in.  in  size  were  ruled  up  in  such  a  way  that  the  vertical 
columns  represented  days,  weeks  and  months,  proceeding  toward 
the  right.  The  descriptive  items  for  the  spaces  between  the  hori- 
zontal ruUngs  were  placed  along  the  left-hand  margin.  From  these 
toward  the  right  were  drawn  heavy  lines,  the  length  indicating  how 
near  up  to  date  the  deUveries  were.  The  space  represented  both  the 
time  and  the  amount  to  be  deUvered  in  that  time;  the  line  repre- 
sented the  actual  deUveries.  In  the  case  -of  the  ship  record  there 
was  one  horizontal  space  for  each  ship.  From  the  record  could  be 
told  the  weight  of  cargo,  how  long  it  took  each  ship  to  make  a  round 
trip,  and  when  it  could  be  expected  to  arrive.  At  the  end  of  each 
month  the  various  burdens  could  be  added  up  and  note  taken  of  the 
progress  made.  It  was  possible  to  observe  from  these  charts  the 
over-supply  as  well  as  the  deficiency  of  about  a  hundred  neoessaiy 
commodities,  and  this  furnished  the  required  means  of  regulating  the 
activity  of  the  ships. 

Another  sUde  showed  a  similar  chart  appUed  to  recording  the 
progress  made  on  certain  field-artiUery  mechanisms.  Each  mech- 
anism had  to  go  through  67  different  operations  in  manufacture. 
The  desired  output  was  10  mechanisms  a  day,  and  if  the  horizontal 
hnes  or  bars  on  the  chart  were  all  of  equal  length,  that  would  mean 
70  mechanisms  completed  each  7-day  week.  However,  the  charts 
showed  that  some  operations  were  proceeding  at  the  proper  rate, 
some  were  ahead,  while  others  lagged  behind,  their  lines  being  short, 
and  therefore  demanded  special  effort^  in  order  to  meet  promised 
deUveries  of  completed  sets. 

A,  T.  Clarke*  exhibited  shdes  of  charts  showing  the  movements 
of  over  7500  ships,  150  of  which  were  employed  in  supplying  coal 
from  Chesapeake  points  to  New  England  ports.  Instead  of  a  single 
horizontal  bar,  a  series  of  circles  and  special  characters  were  placed 
in  the  horizontal  column  for  each  ship,  at  the  required  dates.  A 
circle  represented  the  face  of  a  clock,  a  closed  circle  denoting  a  full 
shift  of  10  hours'  idleness.    A  symbol  inside  of  a  complete  or  an 
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incomplete  circle  gave  the  re^^on  for  any  idleness.  Thus,  a  wavy 
dash  meant  adverse  tides  or  bad  weather. 

The  cards  were  11  in.  by  17  in.,  each  side  for  six  months.  For 
each  month  there  were  six  horizontal  lines,  A  to  F.  The  dotted  line 
"  A''  would  show  at  some  date  a  forward  inverted  "L,"  indicating 
the  date  the  ship  arrived  at  port.  Some  days  later,  on  the  same 
level,  there  would  appear  an  inverted  "L,"  turned  the  opposite 
way,  indicating  arrival  at  the  distant  port.  The  distance  between 
brackets  indicated  the  time  spent  in  port.  The  ship's  name  and 
the  tons  of  coal  or  other  load  carried  were  marked  in  the  open  space 
between  the  brackets.  After  the  second  bracket  was  written  the 
name  of  the  port  bound  for.  While  in  port  a  separate  symbol 
signified  "discharging  cargo,"  another  "discharging  ballast";  the 
relative  position  of  the  symbol  indicating  whether  the  work  had 
been  done  by  day  shift  or  night  shift. 

On  the  chart  was  also  indicated  the  time  consumed  in  discharging 
cargo,  also  how  the  ship  was  held  up  waiting  for  dock  accommoda- 
tion, and  whether  it  had  to  undergo  repairs  which  might  or  might  not 
have  interfered  with  loading  or  discharging.  At  the  end  of  the  month 
a  cost  statement  could  be  prepared  of  the  transportation  cost  per  ton 
over  this  route.  A  new  chart  was  then  made  having  a  vertical 
column  for  each  fleet  or  group  of  ships  in  any  given  trade.  The 
height  of  this  column  represented  the  total  cost,  which  was  made 
up  of  the  various  items  entering  into  the  cost  of  transportation. 
This  showed  the  performance  of  each  fleet,  the  shortest  column  indi- 
cating the  lowest  cost  per  ton  carried. 

W.  H.  Blakeman  ^  submitted  a  written  discussion  in  which  he 

* 

said  that  one  of  the  greatest  handicaps  in  shipbuilding  for  many  years 
had  been  the  lack  of  progicss  in  planning  and  scheduling  and  in 
general  foresight  as  compared  with  the  improvement  in  production 
faciUties.  He  had  worked  out  a  simple  plan  by  which  the  manage- 
ment of  a  yard  could  see  how  its  schedule  was  being  Uved  up  to,  or 
compare  what  had  been  done  with  that  should  have  been  done. 

This  was  shown  by  means  of  a  graphic  straight-line  chart  which 
gave  the  maximum  information  in  a  minimum  space,  and  which  he 
had  found  much  superior  to  charts  employing  curves. 

Vertical  columns  on  the  chart  represented  days  and  the  spaces 
between  the  horizontal  rulings  applied  to  the  various  items  of  work. 
Along  these  horizontals  were  marked  various  characters  and  symbols 
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showing  the  status  of  the  work  at  the  date  they  appeared.  The  rate 
of  receipt  of  structural  material  was  thus  apparent  from  the  charts, 
the  rate  of  erection,  rivet  driving,'  installation  of  equipment,  etc. 
The  Emergency  Fleet  Corporation  had  been  instrumental  in  having 
this  simple  and  effective  chart  system  introduced  at  90  per  cent  of  all 
the  shipyards  to  which  it  had  been  presented. 

S.  B.  Barrows,^  described  and  had  shown  <fn  the  screen  a  number 
of  the  Gantt  type  of  progress  charts  which  had  proved  of  great  value 
in  systematizing  the  proper  rate  of  production  of  completed  airplanes. 

Jambs  J.  Reynolds  showed  charts  devised,  with  the  assistance 
of  Mr.  Gantt,  for  accelerating  the  production  of  artillery  ammuni- 
tion at  the  Frankford  Arsenal.  Blueprints  of  these  charts  were 
regularly  sent  to  Washington  and  information  thus  imparted  with- 
out entaiUng  the  vast  amount  of  correspondence  previously  required. 

H.  J.  Swallow,^  of  the  Emergency  Fleet  Corporation,  exhibited 
a  number  of  record  charts  that  had  been  found  necessary  for  pro- 
curing in  due  time  the  thousands  of  articles  required  in  the  comple- 
tion of  ships. 

Capt.  Charles  E.  Davies'  illustrated  the  use  of  the  Gantt 
progress  charts  as  applied  to  the  manufacture  of  fuses.  He  stated 
that  the  charts  had  been  of  great  service  in  registering  the  rate  of 
production  and  the  relative  eflSciency  of  the  departments. 

John  E.  Mullaney  showed  charts  used  for  greatly  facilitating 
the  production  of  complete  machines,  and  indicating  at  once  when 
a  portion  of  the  equipment  was  not  producing  its  rated  output. 

Frank  B.  Gilbreth  moved  that  Mr.  Gantt  be  asked  to  submit 
to  the  Society  a  general  progress  chart  for  the  use  of  all  businesses, 
embodying  his  latest  ideas  —  a  chart  that  could  be  used  as  a  stand- 
ard, which  motion  was  put  to  vote  and  duly  carried. 

Walter  N.  Polakov  said  that  the  old  business  system  had  in- 
volved great  wastes  of  life,  health,  time  and  natural  resources,  but 
as  it  had  succeeded  in  making  profits  out  of  these  wastes,  efficiency 
in  the  past  had  not  become  a  part  of  business  policy.    If  we  were 

1  De  Laval  Steam  Turbine  Works,  Trenton,  N.  J. 
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'  Remington  Typewriter  Works,  Ilion,  N.  Y. 
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now  to  return  to  that  system  the  cause  for  which  our  soldiers  had 
fought  would  be  lost,  for  it  was  certainly  not  democracy  to  waste 
arbitrarily  our  resources  and  make  the  people  pay  for  losses  of 
destruction  brought  about  by  the  incompetency  of  some  and  legal- 
ized by  the  blindness  of  others.  The  war  had  definitely  changed  the 
old  standards  and  in  his  opinion  the  task  before  engineers  was  three- 
fold: (1)  They  should  lead  in  extending  credit  and  authority  to 
those  who  know  how  to  do  things  and  whose  records  show  that  they 
have  done  them.  (2)  In  industrial  relations  they  should  adopt  the 
principle  of  "no  secret  agreements,"  so  that  workmen  would  know 
what  the  management  did,  and  one  manufacturer  would  know  what 
the  others  were  doing,  and  that  the  people  would  know  what  it  cost 
to  produce  commodities.  (3)  They  should  see  that  all  natural  re- 
sources are  controlled  just  as  are  the  public  funds,  and  not  allow 
needless  waste,  for  the  forests  and  mineral  resources,  particularly 
fuel,  are  the  foundation  of  national  prosperity.  As  an  organized 
body,  engineers  should  set  an  example  of  a  government  by  facts. 

The  Author,  in  closing,  said  that  the  reason  so  many  perform- 
ance charts  from  various  classes  of  plants  had  been  shown  was  for 
the  purpose  of  proving  their  wide  applicability. 

After  the  war  had  broken  out  he  had  gone  from  the  Frankford 
Arsenal  to  Washington  to  see  General  Crozier  to  discuss  questions 
of  organization.  His  method  of  charting  production  appealed  to 
the  General,  and  it  was  introduced  at  once,  so  that  by  November 
1917  about  three-quarters  of  the  production  in  the  Ordnance  De- 
partment was  charted  by  it  in  detail.  In  addition  the  method  was 
welcomed  by  a  large  number  of  plants  throughout  the  country,  as 
had  been  just  shown. 

It  developed  later  that  in  November  1917  Professor  Schneider, 
Dean  of  the  University  of  Cincinnati,  had  also  been  invited  to 
Washington  by  General  Crozier  to  confer  on  labor  problems.  Early 
in  December  the  Dean  handed  the  author  a  copy  of  his  report  made 
early  in  December  1917  to  General  Wheeler,  at  that  time  General 
Crozier's  first  assistant,  in  which  he  had  recommended  for  adoption 
by  the  entire  War  Department  the  production  charts  already  suc- 
cessfully applied  by  the  Ordnance  Department.  Just  about  that 
time  Congress  met  and  criticism  developed.  Business  men  from 
all  over  the  country  went  to  Washington  to  help  straighten  out 
matters.  These  men  were  mainly  financiers  and  salesmen  not 
acquainted  with  production.    They  did  not  understand  that  Wash- 
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ington's  problem  was  one  of  production  and  hence  that  an  organ- 
ization such  as  General  Crozier's  was  built  primarily  for  production. 
The  organizations  which  they  understood  were  built  primarily  for 
profit;  but  the  country  did  not  need  profits,  but  goods. 

The  result  was  that  General  Crozier  was  ousted  and  his  whole 
plan  of  organization  of  the  Ordnance  Department  went  to  pieces. 

Although  General  Crozier's  plans  had  been  thus  disrupted  by 
his  successor,  a  start  on  the  same  lines  had  already  been  made  in  . 
the  U.  S.  Shipping  Board,  and  from  there  the  methods  gradually 
spread  to  other  Government  departments,  including  finally  the 
arsenals.  Had  the  original  plans  of  General  Crozier  been  carried 
out,  the  author  believed  there  would  have  resulted  less  trouble  in 
the  supply  of  ordnance  and  many  Uves  lost  in  France  would  have 
been  saved. 
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MAKING 

By  Frank  O.  Wells,  Greenfield,  Mass. 
Member  of  the  Society 

The  author  describes  the  difficulties  experienced  by  manufacturers  of  thread  gages 
m  their  efforts  to  maintain  accuracy  and  standardization  and,  at  the  same  time,  meet 
he  present  demands  of  increased  production. 

The  process  of  ctUting  threads  in  the  lathe  requires  expert  mampvlaOan  to  he 
stuxessjful.  The  errors  in  lead  screw  should  be  corrected  and  a  good  cutting  tool  cor- 
rectly hfHd  is  essential.  Approved  methods  of  thread  lapping,  grinding  and  testing 
are  described. 

The  question  qf  tolerances  is  important.  An  unreasonable  and  useless  accuracy 
of  gage  tolerance  complicaies  the  making  and  increases  the  cost  of  thread  gages.  The 
author  tecommends  a  set  of  values  for  medium  tolerances.  The  fLgurcB  are  not  too 
dose  arid  are  offered  as  applicable  in  most  practiced  cases. 

'T^HE  manufacture  of  thread  gages  brings  in  all  the  difficulties  of 
any  thread  product,  multipUed  according  to  the  d^;ree  of 
accuracy  fequijed;'  The  usual  methods  of  making  threads  must 
therefore  be  refined  and  improved,  and  at  the  same  time  standard- 
ized for  manufacturing  purposes. 

2  To  maintain  and  even  to  increase  the  accuracy  and  standard- 
ization of  product,  as  is  specially  demanded,  is  no  estsy  task,  but  it 
is  being  done  by  paying  careful  attention  to  the  troublesome  points. 

CORRECTING   LEAD   SCREW 

3  Given  the  blank  for  a  thread  plug  gage,  centered  and  turned, 
the  real  trouble  begins  with  chasing  the  thread.  A  lead  screw 
must  be  as  accurate  as  the  product  to  be  turned  out  by  it.  Errors 
in  lead  screws  are  of'  two  kinds  —  errors  in  lead  over  a  considerable 
length  of  the  screw,  and  local  errors  from  thread  to  thread.  If, 
as  is  often  the  case,  the  lead  screw  was  made  for  ordinary  work 
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instead  of  for  precision  work,  its  lead  or  pitch  will  be  irr^uUi  to  s, 
greater  or  less  extent.  The  total  deviation  of  the  lead  screw  must 
then  be  determined,  and  the  lead-adjusting  attachment  (Fig.  1)  ^t 
to  give  the  correct  compensation. 

4  The  thread  cut  on  a  soft  gage  must  always  be  slightly 
different  from  standard  or  finished  pitch  by  an  amount  equal  to 
the  expected  change  during  hardening.  This  correction  must  also 
be  made  by  the  lead  variator. 

5  Adjusting  attachments  like  that  in  Fig.  1  compensate  fairiy 
well  for  errors  in  the  lead  screw  which  are  constant  at  iny  part  of 


Fig.  1    LEAD-AwueTiNG  Attachment  fob  Lathe 

its  length.     They  do  not,  however,  take  care  of  the  trouble  of 
"high  and  low"  threads. 

CBASINQ   TOOLS 

6  Given  a  fairly  good  lead  screw,  the  next  mechanical  necessity 
is  a  good  cutting  tool  correctly  held.  Such  tools,  with  removable 
cutting  blades,  are  shown  in  Figs.  2  and  3,  one  for  inside  and  the 
othe;'  for  outside  chasing.  The  fixture  for  grinding  the  tool  for 
outside  chasing  is  also  shown  in  Fig.  4. 

7  The  threading-tool  blades  in  Figs.  2  and  3  are  made  to  cut 
on  a  20-deg.  clearance  angle.  This  clearance  angle  makes  the 
actual  included  angle  of  the  tool  blade,  normal  to  the  straight 
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If  ting  p(]gc  of  the  tool  blade,  03  dpg.  and  S  min.    The  thread  groove 
It  by  a  proper  threading  tool  should  preferably  be  from  15  to  30 


Fio  2    Tool  for  Inside  Chasing 


in,  sharp  in  order  to  facilitate  the  lapping  operation.  For  all 
■dinar^'  H.  S.  standard  pitches'  the  threading-tool  blade  is  set 
ith  its  axis  at  right  angles  to  the  axis  of  the  gage.     It  is  only  for 
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Acme  or  similar  very  coarse  thread  work  that  it  is  necessary  to 
incline  the  threading  blade  to  a  line  parallel  to  ihe  helix  angle  of 
the  gage  being  threaded.  When  this  helix  angle  is  very  steep  it  is 
necessary  to  modify  the  included  angle  of  the  cutting  edge  so  that 
the  angle  cut,  on  a  plane  with  the  axis  of  the  gage,  will  be  as  re- 
quired by  specification. 

8  There  is  great  difficulty  in  getting  men  who  are  good  at  j 
threading.  Good  threaders  seem  to  be  bom,  not  made.  The^» 
work  requires  a  combination  of  brain,  mechanical  ability,  senaitiv^^- 
touch  and,  above  all,  patience.  Some  otherwise  good  mechanicft^; 
can  never  make  good  threaders.  A  green  man  with  a  phl^mati'  ^ 
temperament  is  a  likely  candidate  for  development.  Few  girls  car-_^ 
be  developed  into  handling  fine  threading  —  it  requires  just  a  Iittltf~_ 


Fiu.  4    FixTURK  TO  Sharpen  Tools  for  Outside  Chabino 

more  mechanical  sense  than  any  appreciable  number  have  had  t_^  inic 
to  acquire.  The  Government  should  be  careful  about  taking  m^Jien 
from  gage-threading  lathes,  especially  when  on  the  same  day  an- 
other branch  of  the  Government  may  send  an  urgent  appe^- 1  to 
increase  or  even  double  the  production  of  gages. 

9     With  good  men,  fair  lathes,  the  beat  cutting  tools  and      the 
exercise  of  constant  care,  it  is  possible  to  get  threading  of  g;agw 
down  to  a  limit  of  acciirac:.v  which  falls  within  the  variations    due 
to  hardening.     If  a  perfect  contour  of  thread  and  perfect  aiyrfe. 
lead  and  walls  could  be  secured  wlieii  threading  in  a  lathe,  it  vould 
not  be  necessary  to  leave  more  than  0.0002  to  0.0006  in.  oversite. 
knowing  that  hardening  would  increase  this  to  from  0.0015  to  O.0020 
in.     Due  to  irregular  swelling,  shrinking  and  warping  from  thread 
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to  thread  in  the  hardening,  however,  a  certain  amount  of  stock 
must  be  left  on  so  that  no  point  of  the  gage  will  be  distorted  outside 
of  the  limits  of  the  metal.  If  the  thread,  for  instance,  should  take 
a  quirk  to  the  right  so  that  its  center  line  was  displaced  at  the  top 
of  the  crest  by  0.0009  in.  and  the  metal  had  been  left  0.0015  in. 
larger  than  finished  size,  the  reduction  to  finish  could  be  made  and 
still  leave  a  complete  crest. 

10  Since  a  margin  must  be  left  for  the  vagaries  of  hardening, 
the  necessary  tolerance  in  lathe  threading  can  probably  be  obtained 
by  the  precautions  noted. 

11  Formerly  it  was  common  practice  to  make  the  outside 
diameter  of  limit  plug  thread  gages  imiformly  oversize  in  direct 
proportion  to  the  oversize  of  pitch  diameter.  This  practice  was 
vrong  because  of  the  danger  of  the  maximum  or  not-go  plug  form- 
ing contact  on  the  outside  diameter  of  the  tapped  hole  and  yet 
giving  no  indication  as  to  the  actual  size  of  hole  on  the  pitch  diam- 
eter or  the  thread  walls. 

12  In  view  of  the  fact  that  both  the  go  and  not-go  plugs  are 
over  basic  or  maximum  screw  size,  they  should  both  be  provided 
with  a  minus  tolerance  below  the  minimum  tapped-hole  outside 
diameter,  in  order  to  assure  that  the  gage  will  positively  check  the 
angular  diameter.  This  can  be  done  since  there  is  no  danger  of 
the  screws  forming  contact  with  the  outside  diameter  of  the  tapped 
hole. 

SCHEDULING  ORDERS  BY  GROUPS 

13  One  great  difficulty  in  manufacturing  for  Government  or 
priority  war  orders  marked  "rush,"  is  that  the  orders  cannot  be 
scheduled  in  the  most  efficient  and  sensible  way,  and  in  the  end 
the  speediest  way.  There  is  really  no  reason  why  all  orders  calling 
for  the  same  outside  diameter  and  same  length  over  all  should  not 
be  grouped  in  turning,  and  so  enough  blanks  run  through  to  cover 
orders  for  various  pitches.  Again,  in  the  thread-lathe  room  gages 
of  the  same  number  of  threads  per  inch,  but  differing  by  one  or  two 
thousandths  in  pitch  diameter,  could  be  chased  out  as  members  of 
the  same  group.  They  could  be  run  through  with  one  set-up  of  the 
lathe,  and  save  on  the  average  30  per  cent  of  the  cost  of  the  same 
orders  imgrouped.  Since  small  similar  orders  like  this,  varying 
only  by  differentials,  constitute  about  half  of  the  output  of  the 
gage  factory,  such  a  grouping  would  save  about  one-sixth  of  all  the 
expense  of  the  department  as  conducted  under  present  methods. 
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14  The  reason  that  this  cannot  be  done  now  is  that  when  a 
rush  priority  order  for,  say,  two  iVin.  24-thread  gages  comes  in 
it  has  to  be  routed,  started,  put  through,  and  finished  at  once. 
Then,  if  the  next  Al  priority  order  is  for  eight  3-in.  8-thread  gages, 
these  must  immediately  follow,  without  waiting  for  another  small 
size  which  might  be  done  with  the  same  setting  of  the  lathe  and 
which  perhaps  is  equally  important  but  which  happened  to  come 
in  a  little  later.  If  a  batch  of  the  same  size  were  put  through  all 
at  once,  so  much  time  would  really  be  gained  that  the  succeeding 
orders  meanwhile  sent  in  by  the  Government  would  be  done  con- 
siderably sooner,  in  the  long  run,  and  the  Government  be  much 
the  gainer  in  aggregate  time. 

15  Accurate  micrometers  or  gages  should  be  constantly  used 
over  all  parts  of  the  thread  while  in  process,  and  accurate  lead 
testers  and  gages  should  be  constantly  on  hand  in  the  workroom 
itself. 

HARDENING 

16  The  hardening  question  has  always  been  the  bane  of  thread- 
ing. A  series  of  tests  made  some  time  ago  by  laboratories  of  manu- 
facturing firms  throughout  the  country  demonstrated  that  threading 
on  taps  and  dies  can  be  gotten  down  to  any  reasonable  limit  of 
accuracy,  but  that  this  is  not  true  of  hardening.  The  inaccuracies 
in  taps  and  dies,  manufactured  as  is  necessary  by  quantity  methods, 
in  general  appear  after  hardening  and  are  not  present  in  the  soft 
product.  The  same  is  true  of  gage  threads,  only  of  course  the 
error  involved  is  proportionally  of  more  importance  on  such  fine 
work. 

17  During  the  process  of  hardening  there  is  in  the  majority  of 
cases  an  increase  or  swelling  in  diameter  and  a  shrinkage  in  length, 
resulting  in  a  shortening  of  lead,  but  the  extent  to  which  this  occurs 
will  vary  in  different  pieces.  Even  with  the  quenching  bath  and 
the  temperature  of  furnace  kept  uniform,  the  swelling  in  diameter 
in  one  set  of  duplicate  samples  of  about  an  inch  in  diameter  varied 
from  0.0008  to  0.0024  in.  and  the  lead  error  varied  from  0.0005  to 
0.0025  in. 

18  In  general,  the  best  hardening  method  for  gages  can  be 
described  as  follows:  Ascertain  the  lowest  heat  which  will  give  the 
proper  depth  of  carbonization,  in  a  reasonable  time,  and  next 
ascertain  the  heat  at  which  the  gage  will  properly  harden  upon 
quenching,  and  maintain  these  two  features  within  the  closest 
possible  limits  of  uniformity. 
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LAPPINO 

19  If  the  lathe  work  has  been  done  correctly  and  the  hardening 
without  distortion  the  thread  can  be  smoothed  to  a  finish  by  lapping 
oflf  not  much  more  than  0.0002  in.  Under  ideal  conditions,  there- 
fore, this  would  be  the  amount  of  oversize  that  would  be  specified 
for  gages  coming  into  the  lapping  room.  A  much  neater  and 
quicker  job  of  cleaning  the  thread  to  size  could  then  be  done,  and 
the  cost  of  lapping  would  go  down. 

20  However,  not  only  excessive  oversizes  but  distorted  pieces 
come  into  the  lapping  room.  The  lapping  process  can  to  a  certain 
extent  take  out  these  inequalities  as  well  as  smooth  the  surface  of 
the  chased  thread.  It  should  be  emphasized,  however,  that  the 
lapping  process  is  not  for  this  purpose  and  that  every  correction 
that  has  to  be  made  in  the  lapping  costs  excessively  and  slows  up 
the  other  work.  Lapping  should  not  be  depended  upon  to  do 
correcting,  but  the  threading  should  be  in  correct  shape  before 
reaching  the  lapping  room. 

21  If  the  angle  of  the  thread  is  slightly  too  wide  or  narrow 
or  tipped  to  one  side,  a  skillful  lapper  can  correct  it.  If  the  lead  is 
a  trifie  too  long  or  short,  the  lap  can  take  it  back  to  the  proper 
length,  by  wearing  the  surface  off  on  one  side  or  the  other  of  each 
thread.  If  the  pitch  diameter  is  too  large,  it  can  be  worn  down. 
But,  of  course,  there  is  a  limit  to  the  amount  that  can  be  worn 
oflf  by  hand-applied  friction,  usii^g  the  general  form  of  thread  as  a 
guide,  and  still  retain  an  accurate  contour.  It  is  practicable  to  take 
oflf  a  total  of  0.0015  by  lapping  without  spoiling  the  shape,  if  it  is 
done  carefully  on  only  one  gage.  Therefore,  allowing  part  of  the 
overstock  for  smoothing,  if  the  errors  are  not  cumulative  or  all  in 
the  same  direction,  it  is  possible  in  lapping  out  0.0015  in.  oversize 
in  diameter,  to  take  care  of  an  error  of  0.0005  in.  in  lead  and  15 
min.  one  way  or  the  other  in  the  angle. 

22  Two  forms  of  lapping  machine  for  thread  plug  gages  are 
shown  in  Figs.  5  and  6.  The  machine  shown  in  Fig.  5  is  for  lapping 
parallel  thread  gages.  The  machine  shown  in  Fig.  6  is  for  lapping 
taper  threads,  such  as  pipe  threads. 

23  Soft  steel  laps  are  most  easily  chased  out  smoothly  and 
are  the  most  durable.  Some  prefer  castr-iron  laps,  however.  The 
lap  is  an  important  part  of  the  work;  it  must,  of  course,  be  threaded 
more  accurately  than  the  gage  which  it  is  to  correct.  Flour  of 
emery  makes  the  most  satisfactory  lapping  medium  for  thread 
gages,  particularly  for  lapping  the  thread  walls. 


PRBBBNT  PRACTICE    IN    THREAD-OAOE   UAKINO 


FBANK  O.    WELLS 


818  PRESENT  PRACTICE  IN  THREAD-OAOE  BCAKINO 

24  In  view  of  the  fact  that  a  thread  gage  can  be  no  better 
than  the  lap  which  finished  it,  it  stands  to  reason  that  laps  must 
be  made  just  as  accurately  as  is  possible,  and  therefore  in  order  to  get 
the  most  possible  use  out  of  a  lap  it  is  essential  that  the  threaded 
work  which  is  ultimately  to  be  lapped  be  also  made  as  carefully 
and  accurately  as  possibly  can  be  done.  It  is  not  profitable  to 
leave  any  more  corrective  work  for  the  lap  to  do  than  can  possibly 
be  avoided.  As  the  lap  is  of  soft  material,  but  very  little  pressure 
applied  in  a  false  direction  will  be  sufficient  to  ruin  it.  Girls  may 
be  used  on  lapping  if  ones  with  level  heads  and  the  requisite  sense 
of  touch  are  selected. 

25  Inspection  instruments,  including  a  sufficient  number  of 
gages,  a  projection  apparatus  and  micrometers,  should  be  on  hand 
in  the  lapping  room  for  the  use  of  all  employees,  who  should  be 
trained  to  use  them  and  to  interpret  the  measurements. 

QRINDINO  THREADS 

26  Grinding  out  the  inaccuracies  in  the  large-size  threads  is 
much  more  expeditious  and  cheaper  than  lapping  them  out.  The 
problem  of  grinding  threads  becomes  difficult,  costly  and  impracti- 
cable, however,  below  a  certain  minimum  size,  in  general,  for  the 
following  reasons: 

27  In  grinding  out  a  V-thread  as  near  as  practicable  down  to 
the  theoretical  triangular  point,  as  is  done  in  thread  gages,  there 
is  intensified  friction  upon  the  deUcate  edge  of  the  wheel  and  it 
wears  away  very  quickly.  It  could  not  be  used  at  all  were  it  not 
for  the  fact  that  the  extreme  edge  of  the  wheel  does  not  have  to  be 
maintained  absolutely  as  an  acute  angle. 

28  Although  the  profile  of  the  gage  thread  must  be  kept  accu- 
rately straight  along  seven-eighths  of  the  wall,  the  remaining  eighth 
in  the  extreme  root  can  be  allowed  to  become  a  little  rounded  oflf, 
since  it  will  not  engage  any  part  of  the  thread  but  will  be  used  as  a 
clearance  space.  Now  an  eighth  of  a  large  pitch  on  a  large  diameter 
gives  the  wheel  edge  considerable  margin  for  wear.  The  absolute 
length  of  this  margin  decreases  toward  the  point  in  proportion  as 
the  pitch  from  thread  to  thread  decreases,  and  soon  the  point  is 
reached  where  the  allowable  eighth  margin  at  the  edge  of  the  wheel 
wears  away  too  fast  for  practicable  replacement  of  wheels.  One 
wheel  should  do  at  least  one  complete  gage  before  needing  to  be 
trued  at  all,  since  the  wheel  cannot  be  taken  out  and  put  back  in 
the  same  place  with  any  success.     This  margin  of  wear  on  the 
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wheel  is  now  generally  reached  at  a  pitch  of  30  threads  to  the 
inch. 

29  On  the  average,  the  best  thread  grinding  wheel  is  about 
No.  150.H,  as  we  find  in  our  own  work.  For  the  grinding  process, 
from  0.003  in.  to  0.008  in.  of  stock  should  be  left  on  a  thread  gage 
to  enable  the  operative  to  set  his  wheel  in  the  center  of  the  thread 
by  adjustment  and  trial,  and  also  permit  him  to  correct  inequalities 
in  lead,  angle,  or  diameter  due  to  hardening. 

30  Out  of  0.003  in.  of  stock  he  can  increase  or  decrease  the 
lead  by  0.001  in.,  if  the  angle  is  already  correct.  Similar  corrections 
in  the  other  dimensions  may  be  effected. 

31  All  work  coming  from  the  grinding  room  is  then  lapped 
for  a  final  finish. 

INSPECTION 

32  Inspection  in  gage  manufacture  assumes  an  importance 
t,hat  it  has  in  hardly  any  other  branch  of  work.  This  is  still  more 
t;rue  of  thread  gages.  The  many  dimensions  that  are  on  an  appar- 
ently simple  product  require  close  attention  to  each  separately 
stnd  to  all  together. 

33  To  test  the  lead  the  Bingham  Powell  machine  is  a  good 
instrument.  The  method  of  holding  the  gage,  the  micrometer 
"wheel  and  vernier  and  the  electric  telltale  which  indicates  proper 
contact  of  the  measuring  fingers  and  the  thread,  are  shown  in  Fig.  7. 

34  A  testing  machine  fitted  up  with  a  slide  rest  in  parallel 
BO  that  only  two  wires  are  necessary  is  good  for  measuring  pitch 
diameter,  by  aid  of  a  micrometer  reading.  This  machine  is  pro- 
vided with  two  removable  tables,  one  for  large  work  and  one  for 
small,  as  shown  in  Fig.  8.  To  test  the  micrometer  a  set  of  Johansson 
blocks  should  be  on  hand,  and  finally  to  resolve  immediately  any 
doubts  one  might  have  as  to  the  accuracy  of  a  particular  block  or 
measurement,  a  good  meavsuring  machine  should  be  on  hand. 
Tenths  and  hundredths  of  thousandths  are  elusive  things,  almost 
imaginary,  impalpable  and  invisible.  A  man  traveling  down  among 
them  and  coming  upon  any  doubt  in  his  own  mind  as  to  his  exact 
location  is  like  a  man  lost  in  a  woods,  and  it  is  necessary  to  follow 
the  old  prescription  of  wise  travelers  to  always  carry  two  compasses 
or  two  watches.  If  one  is  assailed  by  a  sudden  doubt  that  one  may 
be  wrong,  look  at  the  other.  If  they  both  say  the  same  thing,  one 
feels  that  it  is  a  million  to  one  that  they  are  both  all  right,  and  can 
go  ahead. 
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35  To  examine  the  contour  of  the  thread,  the  angle  and  the 
Mt,  crest,  and  smoothness  of  wall,  a  projection  machine  as  shown 
1  Fig.  9  is  the  only  proper  thing.  It  instantly  gives  an  enlarged 
Jhouette  of  the  thread,  which  speaks  for  itself,  for  the  profile 
w  be  compared  with  pattern  gages  held  upon  the  screen  as  in  the 
lustration.  The  silhouette  can  also  be  photographed  for  trans- 
lission  to  a  customer  by  inserting  a  film  or  plate  instead  of  the 


Fia.  10    Proje(-tion  Machine  t* 

round  glass.  Mechanism  is  provided  for  holding  the  gage,  for 
icusing  it  and  for  turning  it  to  the  helix  angle  so  as  to  get  a 
jTnmetrical  projection  of  the  walls. 

36  Sulphur  casts  of  female  threads  can  be  taken  in  quick  time 
nd  at  small  cost,  and  the  contour  examined  in  the  same  quick 
ray.  The  method  of  pouring  the  melted  sulphur  into  a  molding 
rame  held  against  part  of  the  thread  so  as  to  get  enough  of  it  to 
ive  contour  and  lead,  ia  shown  in  Fig.  11. 
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TOLERANCE  ON  QAQES 
37  One  great  difficulty  with  the  business  of  manufactuiing 
thread  gagea  is  the  unreasonable  and  useless  accuracy  of  @ige 
tolerance  and  wear  allowance  sometimes  requested  by  purchasing 
firms.  When  a  tolerance  of  0.0002  in.  is  set  on  a  gage  specification, 
it  should  mean  that  the  customer's  tolerance  on  product  is  as  close 
as  0.001  in.  If  the  purchaser's  manufacturing  tolerance  is  any 
broader  than  that,  there  is  no  use  in  keeping  the  gage  bo  close.  A 
0.0002  in.  error  would  be  lost  in  the  comparison.     In  order  to  facili- 


tate the  making  and  to  lessen  the  cost  of  thread  gages,  it  is  well 
to  allow  quite  liberal  tolerances  in  their  manufacture,  and  we  rec- 
ommend the  following  as  being  applicable  for  most  cases  where 
medium  tolerances  are  allowed  on  product: 

38  From  4  to  6  pitch  allow  a  tolerance  of  0.0006  in.;  from  7  to 
18  pitch  allow  a  tolerance  of  0.0004  in.;  from  20  to  28  pitch  allow 
a  tolerance  of  0.0003  in.;  from  30  to  80  pitch  allow  a  tolerance  of 
0.0002  in. 

39  The  foregoing  applies  to  master  gages.  For  inspection  gages 
the  tolerances  would  be  slightly  wider,  and  would  begin  where  the 
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master  inspection  gage  tolerances  leave  off.    These  would  be  as 
follows: 

40  From  4  to  6  pitch  a  tolerance  of  0.0009  in.;  from  7  to  10 
pitch  a  tolerance  of  0.0006  in.;  from  11  to  18  pitch  a  tolerance  of 
0.0004  in.;  from  20  to  28  pitch  a  tolerance  of  0.0003  in.;  from  30 
to  40  pitch  a  tolerance  of  0.0003  in.;  from  44  to  80  pitch  a  tolerance 
of  0.0002  in. 

41  All  of  the  foregoing  tolerances  would  be  applied  plus  in 
the  case  of  go  male  gages  and  not-go  female  gages;  and  minus  on 
not-go  male  and  go  female  thread  gages. 

42  The  plus  and  minus  tolerances  given  apply  to  pitch  diam- 
eters of  all  thread  gages  and  also  to  root  or  core  diameters  of  templets 
or  female  thread  gages. 

43  The  maximum,  or  go,  templet  gage  represents  the  maximum 
or  basic  screw  and  its  manufacturing  tolerances  should  be  minus 
on  pitch  diameter  and  root  diameter.  The  minimum,  or  not-go, 
templet  should  be  made  to  plus  tolerances  with  an  extra  plus  allow- 
ance on  the  root  diameter,  which  will  insure  this  gage  really  checking 
the  effective  size  of  the  screw. 

44  There  is  no  need  for  a  manufacturer  to  require  every  gage 
made  to  the  finest  point  possible  if  he  would  not  want  to  hold  him- 
self to  the  corresponding  tolerance  in  his  own  product.  People 
sometimes  do  not  stop  to  think  that  to  measure  down  to  0.0001  in. 
one  must  use  exquisite  care  as  to  cleanliness,  vibration  and  control 
of  temperature  between  master  and  part. 

45  The  wear  and  adjustment  tolerance  on  a  gage  should  be 
coarse  or  fine  on  a  sliding  scale  according  to  the  manufacturer's 
tolerance  on  his  product.  If  a  tolerance  of  0.0002  in.  is  really 
necessary,  all  well  and  good;  but  the  cost  of  the  gage  will  be  in  pro- 
portion to  the  tolerance  allowed. 
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THE  MEASUREMENT  OF  THREAD  GAGES 

By  H.  L.  Van  Keuben,  Washinoton,  D.  C. 
Associate-Member  of  the  Society 

In  this  paper  thi  author  describes  the  apparatus  used  and  the  methods  employed 
at  the  Bureau  of  Standards  for  the  measurement  of  thread  gages.  This  is  of  par^ 
Hevkar  interest  to  the  members  of  the  Society ^  iruismuch  as  through  the  Oage  Com- 
mittee it  was  recommended  that  the  Bureau  of  Standards  he  designated  as  the  official 
place  for  the  certification  of  gages  for  the  various  departments  of  the  Federal  Gov- 
emment. 

In  the  measurement  of  both  plug  thread  gages  and  ring  thread  gages,  there  aie 
five  distinct  operationSf  namely: 

a  The  measurement  of  pitch  or  lead 

b  The  measurement  of  form  and  angle  of  thread 

c  The  measurement  of  core  diameter 

d  The  measurement  of  full  diameter 

6  The  measurement  of  effective  diameter. 

The  optical  pitcnr^measuring  machines  denigned  and  constructed  by  the  Bureau  of 
Siandaids  after  the  original  design  by  the  National  Physical  Laboratory  of  Great 
Britain,  have  been  found  to  be  very  well  adapted  for  the  rapid  mecLSuremenl  of  work' 
ing  and  inspection  thread  gages^  -is  well  as  fai  the  precision  measurement  of  master 
thread  gages,  end  details  are  given  of  their  design  and  operation. 

The  Bureau  of  Standards*  projection  lantern,  used  for  the  examiruUion  of  the 
form  and  included  angle  of  thread  gages  is  also  described  and  its  convenience  and 
accuracy  of  operation  are  pointed  out. 

Complete  as  well  as  approximate  general  formulce  for  the  computation  of  effective 
diameters  from  measurements  taken  by  the  three^wire  method  far  filMeg.  United 
SitUee  ttaruUnd  threads,  bb-deg,  Whitworth  threads,  53-de^.  S-mrn.  Lowenhertz 
threads,  and  otner  threads  of  a  similar  nature,  are  given.  There  is  also  included  c 
simplified  formula  for  QO-deg,  threads  which  will  be  found  more  convenient  than  the 
corresponding  formula  a<  given  in  most  engineering  handbooks. 

Various  devices  and  accessories  used  in  the  measurement  of  pitch,  angle  and  form 
of  ring  thread  gages  one  described,  and  in  addition  there  is  discussed  the  measurement 
of  the  effective  diameter  of  ring  thread  gages  by  the  use  of  a  check  gage  and  also  by 
the  three^Kdl  method,  which  is  similar  to  the  three-wire  method. 
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TN  the  production,  test  and  use  of  thread  gages  there  has  been  dur- 
ing  the  past  few  years  considerable  development  in  the  methods 
employed  and  the  facilities  available  both  in  manufactiiring  plants 
producing  thread  products  and  in  the  inspection  departments  of  tbe 
United  States  Government.  At  the  Bureau  of  Standards  exten- 
sive developments  have  been  made  in  the  design  and  construction 
of  special  apparatus  and  in  the  preparation  of  technical  data  and 
formula  for  the  test  and  measurement  of  thread  gages. 

2  Many  of  the  members  of  this  Society  will  recall  that  through 
the  Gage  Committee  it  was  recommended  that  there  be  a  central 
place  for  the  certification  of  all  master  gages.  The  Conunittee 
further  recommended  that  inasmuch  as  Congress  has  provided  the 
Bureau  of  Standards  with  a  fund  for  the  certification  of  gages;  and 
furthermore,  inasmuch  as  the  Bureau  of  Standards  was  org9ni»d 
and  prepared  to  handle  promptly  the  test  of  all  master  gagee,  the 
Bureau  be  designated  as  the  official  place  for  the  certification  and 
test  of  gages  for  the  various  departments  of  the  Federal  Government. 
It  is  of  particular  interest,  therefore,  that  the  Society  should  know 
the  developments  that  have  taken  place  along  the  lines  reconunended 
and  in  this  connection  the  present  paper  is  prepared. 

3  It  will  be  realized  that  there  is  quite  a  difference  in  the  pro- 
cedure employed  in  various  gage-making  shops,  inspection  organisa- 
tions and  Government  laboratories,  and  that  to  give  a  r^sum^  of  all 
the  methods  used  by  various  authorities  would  be  quite  out  of  the 
scope  of  this  paper.  The  methods  given  herein,  therefore,  are 
restricted  to  those  which  are  in  use  at  the  Bureau  of  Standards  at 
the  present  time. 

4  In  England  the  standardization  of  thread  gages  has  been 
carried  to  considerable  refinement  by  the  National  Physical  Labora- 
tory and  by  the  Engineering  Standards  Committee  of  Great  Britain, 
an  organization  which  cooperates  with  the  National  Physical  Labora- 
tory.   In  May   1917  the  Bureau  of  Standards  was  fortunate  in 
being  able  to  confer  at  Washington  with  Mr.  C.  H.  Vidal,  a  repre- 
sentative of  the  National  Physical  Laboratory,  from  whom  draw- 
ings were  obtained  of  the  various  pieces  of  apparatus  used  by  the 
National  Physical  Laboratory  for  testing  thread  gages.     Needless 
to  say,  the  Bureau  was  quick  to  adopt  the  practices  which  had 
been  found  useful  by  the  National  Physical  Laboratory,  and  al- 
though apparatus  such  as  the  projection  lantern  and  pitch-measuring 
machine  had  been  ordered  from  the  National  Physical  Laboratory, 
immediate  work  was  instituted  in  the  construction  of  similar  ma- 
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chines,  and  long  before  gages  were  being  produced  in  any  quantities 
for  military  purposes,  the  necessary  apparatus  was  available. 

GENERAL  PROCEDURE  EMPLOYED 

5  In  the  testing  of  gages  there  are  two  main  considerations, 
namely  accuracy  and  rapidity.  While  ordinarily  the  test  of  a  thread 
gage  is  not  a  precision  measurement,  the  more  accurate  the  methods  of 
testing  are,  the  less  time  and  precaution  need  be  taken  by  the  opera- 
tor. All  apparatus  should  be  such  that  the  constant  errors  and 
variable  errors  of  observation  are  relatively  small  as  compared  with 
the  permissible  tolerances  on  the  gage  to  be  tested.  A  great  many 
discussions  arise  due  to  the  fact  that  assertions  will  be  made  that 
a  particular  gage  is  within  0.0001  in.  or  0.0002  in.,  when  actually 
two  men  will  differ  in  making  measurements  on  the  gage  by  several 
times  that  amount,  due  to  errors  in  instrument  or  method. 

6  After  precautions  are  taken  for  the  reduction  of  personnel 
errors  of  observation  and  errors  in  instruments,  gross  errors  are  often 
made  in  the  setting  down  of  figures  and  in  making  computations. 
In  this  connection  a  system  is  in  use  at  the  Bureau  of  Standards  in 
which  a  gage  is  tested  by  one  man  on  a  given  piece  of  apparatus  and 
then  checked  by  a  different  operator  who  uses  different  instruments 
and  oftentimes  different  methods.  This  checking  method  is  most 
effective  in  the  way  of  preventing  mistakes  and  establishing  the 
value  of  a  given  machine  or  method. 

7  As  in  any  production  problem,  rapidity  may  be  secured  by 
systematizing  the  routine  of  test;  by  the  elimination  of  small  delays; 
and  by  the  introduction  of  methods  and  apparatus  especially  de- 
signed for  rapid  operation  without  a  sacrifice  of  the  accuracy  required. 

MEASUREMENT  OF  PLUG  THREAD  GAGES 

8  In  discussing  the  details  of  thread-gage  measurement,  refer- 
ence will  be  made  first  to  male  threads,  as  the  explanation  of  the 
procedure  in  this  case  is  not  as  complicated  as  in  the  case  of  female 
threads. 

9  There  are  five  distinct  operations  in  the  measurement  of  a 
plug  thread  gage:  namely, 

a  The  measurement  of  pitch  or  lead 

b  The  measurement  of  form  and  angle  of  thread 

c  The  measurement  of  core  diameter 

d  The  measurement  of  full  diameter 

e  The  measurement  of  effective  diameter. 
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10  There  are  numerous  commercial  devices  deaigaed  to  Borve  ag 
comparators  for  comparing  one  screw  with  a  standard  and  thiu 
determine  the  error  in  pitch.  These  comparators  are  usually  de- 
mgned  to  measure  the  pitch  over  an  interval  of  },  }  or  1  in. 

UXABUBEUBNT  OP  PITCH 

11  After  trying  various  commercial  machines  for  meesuring 
pitch,  the  machine  adopted  for  this  purpose  by  the  Bureau  c^ 
Standards  was  of  a  design  similar  to  that  of  the  National  Ybje- 
ical  Laboratory  of  Great  Britain.    This  machine,  shown  in  Fig.  1,  ii 


capable  of  making  direct  measurements  of  pitch,  and  furthermoR  u 
not  limited  to  any  one  thread  interval,  but  determinationB  of  ibt 
lead  between  any  two  threads  may  be  made.  About  'twelve  rf 
these  machines  have  been  constructed  and  are  in  use  at  the  v&riouB 
branch  laboratories  of  the  Bureau  of  Standards.  There  are  ia<x> 
porated  in  these  machiues  special  micrometer  screws  designed  and 
constructed  by  Dr.  J.  A.  Anderson,  who  is  associated  with  Mount 
Wilson  Solar  Observatory,  Pasadena,  Cal.  These  micrometer  sere** 
are  provided  with  aluminum  heads  which  are  graduated  directly  to 
0.0001  in.  and  the  screws  have  straight-line  calibration  curves  to 
within  0.00002  in.  They  are  therefore  very  well  suited  for  the  pw- 
pose  for  which  they  are  used. 
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12  The  operation  of  the  Bureau  of  Standards  pitch-measuring 
machine  may  best  be  explained  by  referring  to  Fig.  1,  as  follows: 
A  ball-pointed  stylus  A  rests  in  the  thread  to  be  measured.  This  is 
carried  at  the  end  of  a  floating  arm  B  which  at  the  other  end  carries 
a  lens  C.  The  arm  B  is  supported  by  a  flexible,  flat  steel  spring  D, 
and  the  movable  support  upon  which  the  spring  is  carried  is  so 
adjusted  that  the  spring  D  exerts  a  slight  pressure  on  the  floating 
arm  B,  which  tends  to  cause  the  stylus  A  to  rest  firmly  against  the 
flanks  of  the  thread.  When  the  stylus  is  resting  evenly  on  both 
flanks  of  the  thread  the  lens  C  is  directly  beneath  the  lamp  E  and 
the  image  of  the  straight  filament  in  the  lamp  E  is  projected  by  the 
lens  C  downward  to  a  prism  H,  thence  under  the  machine  to  the 
prism  /,  from  where  it  is  reflected  to  the  screen  S.  When  the  image 
of  the  filament  coincides  with  a  reference  line  on  the  screen  S,  the 
reading  of  the  micrometer  M  is  recorded.  The  turning  of  the  microm- 
eter head  M  causes  the  carriage  supporting  the  stylus,  lens,  lamp, 
prisms  and  screen  to  move  with  reference  to  the  thread,  which  remains 
stationaiy.  Upon  moving  the  micrometer  head  an  amount  corre- 
sponding to  one  thread  interval  the  stylus  comes  to  a  position  in 
the  next  thread  similar  to  the  position  in  the  preceding  thread  and 
the  micrometer  head  is  adjusted  until  the  image  of  the  filament 
coincides  with  the  index  line  as  before.  The  micrometer  reading  is 
again  recorded.  The  difference  between  the  two  micrometer  read- 
ings indicates  directly  the  pitch  interval  passed  over. 

13  In  a  similar  manner  each  thread  interval  may  be  measured 
and  the  pitch  along  the  entire  threaded  portion  may  be  investigated. 
The  stylus,  lens,  lamp  and  screen  form  merely  a  sensitive  optical 
indicator  which  serves  to  enable  the  pitch  to  be  measured  with  a 
micrometer  head.  It  is  interesting  to  note  that  during  the  course 
of  movement  of  the  stylus  from  one  thread  to  the  next  that  it 
climbs  up  over  the  crest  of  the  thread  and  down  into  the  next 
groove.  During  this  movement  the  image  of  the  lamp  filament  is 
no  longer  confined  to  the  screen,  but  the  image  is  again  brought 
back  to  the  index  point  when  the  correct  position  in  the  next  thread 
is  obtained. 

14  The  optical  indicating  apparatus  forms  a  convenient  means 
of  standardizing  the  micrometer  head  M.  When  this  is  done  a 
thread  gage  is  inserted  in  the  machine  as  if  it  were  to  be  tested  and 
flat^nd  standards  or  size  blocks  are  inserted  between  the  micrometer 
spindle  and  ball  contact  against  which  it  rests,  the  carriage  being 
kept  stationary  and  the  image  of  the  filament  brought  back  to  the 
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same  point  with  the  stylus  in  the  same  thread  of  the  thread  gagett 
each  obBervation. 

15  Questions  have  been  asked  as  to  the  result  if  a  thread  gage  is 
not  concentric  with  the  centers.  If  any  such  indication  is  present 
the  screw  can  be  revolved  ISO  deg.  and  again  tested,  or  it  may  be 
turned  end  for  end  in  the  centers  of  the  machine.  Experiments  is 
which  this  procedure  was  taken  with  a  large  number  of  thread  gages 
indicate  that  the  difficulties  of  tliis  nature  are  of  little  importance. 

16  Fig.  2  shows  a  recent  development  of  the  National  Phys- 
ical Laboratory  in  a  pitch-measurii^  machine.  This  is  amiai  in 
principle  to  the  one  just  described.    The  main  difference  to  be  notel 
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is  the  use  of  a  mechanical  indicator  which  permits  the  machine 
to  be  operated  in  strong  daylight,  whereas  the  optical  indicator 
requires  a  subdued  light  or  a  shade  around  the  ground  glass.  The 
micrometer-head  arrangement  in  this  machine  permits  the  lead  error 
to  be  read  directly. 

H&ASUBEMENT  OF  FORM  AND  ANQLG  OF  THREAD 

17  In  the  measurement  of  thread  form  or  thread  angle  various 
methods  such  as  those  employing  microscopic  devices,  conical  test 
points,  and  other  forms  of  angular  test  pieces  used  in  connectioo 
with  visual  inspection,  have  been  investigated  and  tried  out,  but 
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practically  all  of  these  devices  have  been  discarded  in  favor  of  the 
projection  lantern.  A  general  idea  of  the  arrangement  used  at  the 
Bureau  of  Standards  for  the  projection  lantern  may  be  obtained 
from  Fig.  3. 

18  The  operation  of  the  projection  laatem  involves  the  placii^ 
of  the  thread  to  be  examined  in  a  beam  of  parallel  light  and,  by 
means  of  a  suitable  lens  system,  the  projection  of  the  shadow  of  the 
thread  on  a  distant  screen.  In  the  apparatus  shown  in  F^.  3,  the 
light  from  a  IQ-ampere  arc  enclosed  in  housii^  L  is  emitted  through 
the  condensing  lens  A  and  directed  toward  the  projecting  lenses  B 
and  C.    The  screw  is  placed  at  the  focus  of  the  lenses  B  and  C    The 
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projection  is  then  directed  upward  by  a  prism  G  to  a  mirror  (not 
shown)  which  is  supported  about  10  ft.  above  the  prism  on  the 
column  K.  The  projection  is  then  directed  down  by  the  mirror  to 
the  top  of  stage  N  which  forms  the  screen  and  carries  the  standard 
angle  M  used  in  the  examination  of  the  thread  form.  As  it  is  neces- 
sary that  the  parallel  beam  of  light  pass  through  the  thread  at  the 
helix  angle  so  that  the  shadow  cast  will  be  a  true  cross-section  of  the 
thread  form,  the  lamp  housing  which  carries  the  condensing  lens  A  is 
IHVoted  about  a  [mint  beneath  the  tens  B.  This  insures  that  the 
beam  of  parallel  light  emei^ng  from  the  lens  A  will  always  be 
<tirected  at  and  fill  the  lens  B. 

19    Ac^tutmenia  for  Examination.    The  setting  up  of  a  thread 
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gage  for  examination  requires  but  a  slight  amount  of  adjustment. 
The  stand  E  is  provided  with  a  motion  for  raising  and  lowering  the 
thread,  a  motion  for  focusing  the  thread,  and  another  motion  for 
moving  it  along  its  axis  in  order  that  various  portions  of  the  thread 
may  be  brought  into  the  center  of  the  screen.  The  screw  to  be 
examined  is  supported  by  the  spring  centers  which  are  carried  on  the 
stand  E.  For  convenience  in  making  observations  it  is  raised  until 
the  center  of  the  beam  of  light  is  passing  the  under  side  of  the  thread. 
The  lamp  L  is  then  turned  about  the  axis  of  its  support  imtil  the 
parallel  rays  of  light  emerging  from  the  lens  A  pass  through  the  helix 
angle,  which  happens  when  the  fringe  pattern  formed  about  the 
image  of  the  screw  due  to  imperfect  focus  is  sjrmmetrical.  The 
screw  is  then  brought  into  focus  by  a  slow-motion  arrangement  and 
the  required  adjustments  are  complete. 

20  Measurement  of  Angle.    The  examination  of  the  thread 
angle  is  conveniently  made  with  a  device  shown  on  the  table  in  Fig.  3. 
With  this  arrangement  the  standard  angle  M ,  known  to  be  60  deg., 
is  supported  by  three  colunms  on  the  revolving  stage  or  screen  N^ 
which  rests  on  a  graduated  circle  or  protractor  head.    In  the  pro- 
tractor shown  in  Fig.  3  the  graduated  circle  was  obtained  from  a 
theodolite.    During  the  examination  of  the  thread  angle,  the  opaque 
standard  angle  M  is  adjusted  so  that  its  shadow  occupies  the  light 
space  of  the  projected  image  which  is  cast  on  the  surface  below  at  N. 
The  standard  angle  M  is  revolved  so  that  one  side  exactly  matches 
with  the  shadow  of  the  thread  as  cast  below  and  the  reading  of  the 
graduated  head  is  obtained  through  a  magnifying  glass.    The  gage 
is  then  shifted  parallel  to  its  axis  by  means  of  a  slow-motion  device 
on  the  stand  E  until  the  image  of  the  other  side  of  the  thread  ap- 
proximately coincides  with  the  other  side  of  the  standard  angle. 
The  standard  angle  19  then  revolved  by  a  slow-motion  screw  operat- 
ing the  graduated  circle  until  it  again  lines  up  with  the  other  side  of 
the  thread,  whereupon  a  reading  of  the  graduated  circle  is  again 
obtained.    The  difference  between  the  two  readings  shows  directly 
the  error  of  the  included  angle  or  thread  if  the  standard  angle  M 
represents  the  correct  thread  angle. 

21  Further  application  of  the  protractor  arrangement  is  in  the 
determination  as  to  whether  the  thread  is  synmietrical  about  a  line 
perpendicular  to  its  axis.  This  may  be  verified  by  revolving  the 
standard  angle  and  matching  it  with  the  crest  of  the  thread,  or  by 
matching  a  straight  edge  which  is  placed  perpendicular  to  a  bisector 
of  the  standard  angle  with  the  crest  of  the  thread. 
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22  Accuraq^  of  the  Method,  It  should  be  specially  pointed  out 
that  the  "shadow  protractor"  is  an  exceedingly  effective  device  for 
the  measurement  of  thread  angles,  much  more  so  than  any  protractor, 
lying  directly  on  the  plane  of  the  shadow,  could  be.  This  is  because 
the  eye  is  viewing  two  objects  of  similar  character,  namely,  two 
shadows.  When  adjusting  the  gage  for  a  reading,  the  shadows 
of  thread  and  gage  are  made  to  approach  and  the  protractor  is 
angularly  adjusted  until  only  a  faint,  even  thread  of  Ught  remains 
between  the  two.  Under  these  circumstances,  an  inaccuracy  of  but 
a  few  minutes  is  easily  detected.  Furthermore,  the  operation  of  the 
protractor  is  rapid.  In  case  of  particularly  defective  threads,  ex- 
posures of  the  projection  may  be  made  on  any  photographic  develop- 
ing paper— with  an  exposure  time  determined  experimentaUy — and 
a  permanent  record  obtained  of  the  condition  of  the  thread. 

23  Construction  of  Lantern.  The  selection  of  the  projection 
lens  is  important.  It  must  be  free  from  distortion  over  the  portion 
of  the  projected  shadow  employed  in  making  measurements.  It  is 
desirable  also  that  a  short-focus  lens  be  employed  in  order  that  a 
reasonable  magnification  may  be  secured  with  a  minimum  distance 
between  the  lens  and  the  screen. 

24  A  lens  which  satisfies  these  conditions  very  well  has  been 
secured  by  combining  a  32-mm.  aperture,  152-mm.  focus,  telescope 
objective  (lens  B),  with  a  Tessar  Series  IIB,  4x5  photographic 
objective  (lens  C).  These  are  mounted  in  a  brass  tube  so  that  their 
separation  can  be  adjusted  to  a  point  where  the  distortion  effects  are 
a  minimum.  When  properly  adjusted  these  lenses  B  and  C  have  a 
combined  focal  length  of  approximately  100  mm.,  and  a  magnifica- 
tion of  50  is  obtained  with  a  screen  at  5.6  m.  from  the  lenses. 

25  Another  lens  which  has  been  used  in  place  of  both  lenses  B 
and  C,  is  a  Tessar  Series  I  C,  75-mm.  focus,  photographic  objective. 
Thi9  lens  will  give  a  magnification  of  about  70  with  the  same  screen 
distance  as  with  the  combination  of  lenses  previously  mentioned. 

26  For  the  prism,  it  is  necessary  to  secure  one  which  has  its 
three  faces  accurately  flat  to  within  about  one  wave  length  of  light. 
The  same  degree  of  flatness  is  required  in  the  mirror,  and  in  addition 
the  mirror  must  be  silvered  on  the  front. 

27  Omitting  the  Prism  and  Mirror.  It  will  be  found  that  prisms 
and  mirrors  of  the  required  accuracy  are  expensive  and,  moreover, 
difficult  to  secure.  However,  convenience  may  be  sacrificed  and  the 
prism  and  mirror  omitted.  The  image  is  then  thrown  horizontally 
on  to  a  vertical  screen  and  the  same  measurements  made.    While 
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the  Bureau  has  not  developed  a  form  of  shadow  protractor  for  ver- 
tical inu^ee,  it  would  not  be  difficult  to  arrat^e  the  protractor  for 
that  purpose. 

MCA8URBHBNT  OF   COBE   DIAUBTEB 

28  The  measurement  of  the  core  diameter  of  thread  gages  is  m 
most  cases  a  nmple  matter.  It  is  mentioned  at  this  point  becsuK 
the  examination  of  the  core  diameter  is  generally  included  in  the 
operation  of  investigating  the  thread  angle  and  thread  form  while 
the  gage  is  in  the  projection  lantern  previously  described.  It  i»  tiie 
practice  in  most  specifications  to  call  for  thread  gages  cleared  cteat 
below  the  nominal  flat  required  by  the  regular  United  States  form  at 
the  root  oi  the  thread.    This  is  done  to  facilitate  lapping.    In  otder 


to  determine  whether  or  not  a  gage  is  properly  cleared  when  examin- 
ing the  projected  shadow,  it  is  only  necessary  to  insert  a  suitable 
templet  corresponding  to  the  pitch  of  the  screw  being  measured.  If 
the  projected  shadow  of  the  thread  shows  that  it  is  clear  below  the 
templet  form,  it  is  passed  as  being  correct.  Fig.  4  shows  a  thread 
which  has  not  been  cleared  sufficiently  at  the  root. 

MEASUREMENT   OP   PULL   DIAUBTEB 

29  The  measurement  of  the  full  diameter  of  plug  thread  gagee 
is  accomplished  by  the  ordinary  forms  of  flat-face  micromet^a  w 
other  suitable  end-meaauring  instruments  used  in  connection  with 
properly  authorized  standards.  These  measurements  are  so  ample 
and  familiar  to  any  one  makii^  gage  inspections  that  no  furtiier 
comment  will  be  made  in  this  connection. 
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MEASUREMENT  OF  EFFECTIVE   DIAMETER 

30  Of  the  various  methods  which  have  been  proposed  for  meas- 
uring eflfective  diameters  of  male  thread  gages,  the  three-wire  method 
is  believed  to  be  the  most  accurate  and  satisfactory.  This  method 
has  been  in  common  use  for  about  fifteen  years.  In  measuring 
screws  by  the  three-wire  method,  cylinders  accurately  ground  and 
lapped  to  size  and  diameter  are  used.  These  wires  or  cylinders  are 
inserted  in  the  thread  two  on  one  side  and  one  on  the  other.  A 
measurement  is  then  made  directly  over  the  tops  of  the  wires  by 
means  of  an  outside  micrometer  or  other  suitable  measuring  device. 
From  this  measurement  and  from  the  size  of  the  wire  the  eflfective 
diameter  of  the  screw  can  be  computed. 

CHOICE   OF  WIRES 

* 

31  In  the  choice  of  wires  any  size  may  be  selected  which  will 
permit  the  wires  to  rest  on  the  flanks  of  the  thread  and  still  project 
above  the  top  of  the  thread.  It  is  best,  however,  to  choose  wires  of 
such  a  size  that  they  touch  the  sides  of  the  thread  half-way  down,  or, 
in  other  words,  at  the  mid-slope.  In  this  case  errors  in  the  included 
angle  of  the  thread  have  no  eflfect  on  the  measurement  of  an  eflfective 
diameter.  Moreover,  the  time  spent  in  computations  is  greatly 
reduced.  The  best  sizes  of  wire  for  various  threads  may  be  com- 
puted from  the  following  approximate  formula: 

G  =  ^  sec  a 

where    0  =  diameter  of  wire,  in. 
P  =  pitch  in  in. 
a  =  i  included  thread  angle,  deg. 

For  60-deg.  threads  this  formula  reduces  to 

G  =  0.5774  X  P 

COMPUTATION  OF  EFFECTIVE  DIAMETER 

32  In  the  computation  of  the  eflfective  diameters  of  thread 
gages,  if  the  exact  conditions  are  recognized  the  formula  is  quite 
complicated  and  the  resulting  computations  are  very  laborious. 
The  formuke  for  computing  eflfective  diameters  as  given  in  most 
engineering  handbooks  involve  the  use  of  best-size  wire  and  do  not 
take  into  account  the  complications  introduced  when  considering 
the  eflfects  of  the  helix  angle  of  the  thread.  These  formula,  as  gen- 
erally given,  result  in  securing  an  answer  which  should  check  with 


838  MBASUBBHBNT  OF  THBBAD  QAGES 

the  outside  or  full  diameter  of  the  screw  being  measured.  The 
effective  diameter  is  not  mentioned  in  these  formuke  and  this  often 
leads  to  confusion.  Reference  will  therefore  be  made  here  to  a 
simpHfiied  formula  for  60-deg.  threads  which  results  in  the  diiect 
computation  of  the  effective  diameter.    This  formula  is  as  follows: 

where  E  =  effective  diameter 

M  =  measurement  over  the  wires 
N  =  number  of  threads  per  inch 
0  =  diameter  of  wires. 

In  the  use  of  this  formula  the  term  0.8660/iV  may  be  computed  for 
various  pitches  and  the  computations  simpUfiied. 

33  The  general  formula  which  may  be  used  for  any  size  of  wire 
which  will  fit  in  the  thread  and  which  takes  into  account  the  helix 
angle  of  the  thread  for  precision  measurements,  is  as  follows: 

E--M  +  ^2^-  0  (1  +  Vcosec«a  +  s*cota) 

where  a  =  ^  the  included  angle  of  thread 
0  =  diameter  of  the  wires    • 
8  =  tangent  of  the  helix  angle. 

34  The  above  formula  involves  squares  and  square  root  of 
functions  and  therefore  is  awkward  for  making  computations,  and 
the  following  formula,  which  is  an  expanded  approximation  but 
which  is  accurate  to  better  than  one  hundred-thousandth  of  an  inch, 
is  more  convenient: 

E=M  +  -^^  — G(l  +  coseca  +  «  cosacota) 

This  formula  is  a  general  approximation  which  may  be  used  for  U.  S. 
form  60-deg.  threads,  Whitworth  55-deg.  threads,  Lowenhertz  53-<ieg- 
8-min.  threads,  and  for  other  threads  of  a  similar  nature.  It  should 
be  noted  that  the  error  due  to  the  first  or  simple  formula  for  60-deg. 
threads  in  Par.  34  rarely  equals  0.0001  in.,  and  then  only  when  the 
helix  angle  is  large. 

PRECAUTIONS   IN  MAKING  THREE-WIRE  BfEASUREMENTS 

35  It  has  been  claimed  that  measurements  of  effective  diameter 
made  by  the  three-wire  method  result  in  values  which  are  smaller 
than  those  secured  by  other  means,  such  as  by  thread  micrometers. 
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This  coDteDtion  is  probably  justified  in  some  cases  and  may  be  due 
to  insufEcient  care  ia  mabiiig  measurements.  It  is  important  in 
making  measurements  that  as  little  pressure  as  possible  fte  applied 
on  the  wires  with  the  measuring  micrometers.  Since  the  wires  rest  in 
a  V-thread,  a  given  pressure  exerted  on  the  top  of  the  wire  will  have 
a  minified  effect  of  distorting  the  wire  where  the  contact  is  made 
on  the  sides  of  the  thread.  This  will  result  in  the  measurement 
over  the  wires  beii^;  less  than  it  should  be.  Furthermore,  if  the 
wire  is  standardized  under  a  light  pressiure  and  then  used  with  a 
larger  pressure,  the  diameter  of  the  wire  which  is  substituted  in 
the  formula  for  computing  the  effective  diameter  will  be  larger  than 
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it  should  be.  This  difference  is  multiplied  by  the  factor  3  in  the 
formula  and  the  tendency  is  to  make  the  result  small.  Excess  pres- 
sure is  often  placed  upon  the  wires  during  the  measurement  by  use  of 
ratchet  or  friction  stops  on  micrometers;  or  by  an  unskilled  opera- 
tor, and  sometimes  on  account  of  the  arrangement  of  the  wires  and 
the  screw  thread  when  the  measurements  are  taken.  It  is  poor  prac- 
tice to  support  the  screw  being  measured  on  two  wires  which  are  in 
turn  supported  on  a  horizontal  surface,  for  if  the  screw  is  of  large 
diameter  the  weight  of  the  screw  causes  a  distortion  of  the  wires  and 
interferes  with  the  measurement. 

36    One  of  the  pieces  of  apparatus  used  in  measuring  gages  by 
the  three-wire  method  is  shown  in  Fig.  5.    This  apparatus  is  known 
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as  a  balanced  micrometer.  In  operation  the  screw  is  supported  be- 
tween centers  as  shown,  and  the  micrometer  is  supported  on  a  coun- 
terbalanced arm  which  is  in  turn  carried  on  a  cylinder  resting  in  a 
V-groove  parallel  to  the  centers.  As  originally  designed,  as  shown 
in  Fig.  5,  the  micrometer  was  constrained  perpendicular  to  the  tias 
of  the  thread  bung  tested  and  two  wires  were  used.  The  arm  sup- 
porting the  micrometer  was  overbalanced  so  that  a  slight  upward 
pressure  was  given  to  the  micrometer  in  order  to  hold  a  wire  at  the 
bottom  of  the  thread  and  allow  the  operator  to  insert  the  top  wire 
and  make  a  reading  with  ease  and  rapidity.  After  using  this  con- 
strained micrometer  for  some  time,  it  was  found  preferable  to  [avot 
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the  micrometer  clamp  on  its  supporting  arm  so  as  to  allow  a  slight 
movement  in  a  vertical  plane  passed  through  the  axis  of  the  screif 
thread  and  then  use  three  wires  instead  of  two.  For  this  arrange 
ment  two  wires  are  carried  at  the  bottom  and  one  wire  inserted  at 
the  top  of  the  thread  as  before.  This  apparatus  is  very  simple 
in  construction  and  is  recommended  as  being  very  convenient  where 
a  large  number  of  gages  are  to  be  tested 

39  Another  form  of  apparatus  for  making  wire  measurements 
using  two  wires  is  shown  in  Fig.  6.  This  instrument  was  speciiilly 
designed  and  constructed  for  the  Bureau  of  Standards.  It  embodies 
a  precision  bench  micrometer  accurate  to  within  about  two  one- 
hundred  thousandths  of  an  inch,  supported  on  a  heavy  base  and 
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carried  by  steel  balls.  This  support  permits  the  micrometer  uni- 
foim  contact  on  the  wires  at  either  side  of  the  thread.  This  machine 
has  been  found  useful  for  threads  of  relatively  large  diameter.  The 
instrument  is  of  massive  construction,  and  its  nudity,  which  is  not 
common  to  ordinary  measuring  instruments,  permits,  wh^n  pre- 
cautions are  taken  to  avoid  temperature  changes,  measurements 
which  are  accurate  to  within  two  or  three  one-hundred  thousandths 
of  an  inch. 


TEST  OF  RING  THREAD  GAGES 

38  The  measurement  of  ring  thread  gages  presents  many  prob- 
lems owing  to  the  difficulties  with  which  observations  may  be  made 
on  the  various  elements.  While  there  are  various  ways  and  means 
of  obtaining  the  measurements  required,  it  is  not  possible  in  most 
cases  to  work  to  the  degree  of  accuracy  that  is  obtainable  in  measur- 
ing plug  thread  gages.  Very  often  the  special  apparatus  required  for 
Buch  measurements  is  not  available  in  commercial  shops  and  it  then 
becomes  necessary  to  judge  the  periection  of  the  ring  thread  by  the 
way  which  it  fits  on  a  male  check  or  checks.  The  various  operations 
required  for  measurement  are  quite  similar  to  those  given  for  plug 
gages.     The  procedure  generally  ranbodies  the  following  operations: 
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a  Measurement  of  pitch  or  lead 

6  Measurement  of  ai^e  and  form  of  thread 

c  Measurement  of  full  diameter 

d  Measurement  of  core  diameter 

_e  Measurement  of  effective  diameter. 

UBASXntBUBNT  OF  PITCH  OR  LEAD 

39  The  measurement  of  pitch  or  lead  of  a  ring  thread  gage  is 
accomplished  as  shown  in  Fig.  7.  The  same  apparatus  is  Mnployed 
for  measuring  ring  threads  as  for  measuring  plug  threads,  with  the 
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exception  that  an  extension  stylus  or  attachment  is  provided  to 
project  into  the  ring  and  transfer  the  motion  of  the  auxiliary  stylus 
to  the  ball  stylus  used  on  the  plug  thread.  This  auxiliary  device  I'' 
shown  at  T,  Fig.  7.  Instead  of  being  supported  on  centers  aa  is 
the  case  when  a  plug  is  tested,  the  ring  is  clamped  on  a  faceplate  and 
the  operation  then  is  exactly  the  same  as  previously  explained  for 
measuring  the  lead  of  the  plug  thread. 

MEASURBUBNT  OF  ANGLE  AND  THBBAD  FOHM 

40    The  measurement  of  angle  and  thread  form  of  ring  threads 
is  accomplished  with  the  projection  lantern  in  a  similar  maimer  to 
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that  employed  in  measuring  angle  and  thread  form  of  plug  threads. 
In  this  instaace,  however,  it  is  necessary  to  obtain  first  a  cast'  of 
the  thread  to  enable  the  projection  to  be  made.  The  casts  usually 
used  are  made  of  a  compoEdtion  of  sulphur  and  graphite  containing 
about  7  per  cent  by  weight  of  graphite.  The  graphite  is  added  to 
eliminate  reflections  which  would  be  encoimtered  on  the  surface  of  a 
plain  sulphur  cast  in  the  process  of  projection.  Then,  in  addition, 
the  graphite  has  a  tendency  to  reduce  the  shrinkage  of  the  sulphur 
upon  cooling.  The  procedure  in  making  the  cast  is  to  clamp  the 
ring  in  a  vise,  the  jaws  of  which  have  been  ground  smooth,  and 
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pour  melted  fulpbur  into  the  ring,  obtaining  a  cast  which  is  a  seg- 
ment of  a  circle.  The  outfit  required  for  this  purpose  and  illus- 
strations  of  the  cast  secured  are  shown  in  Fig.  S.  The  operation 
of  pouring  the  casts  with  this  method  is  very  rapid.  After  the  casts 
are  poured  they  are  immediately  marked  with  a  steel  stylus  with  a 
number  corresponding  to  the  test  number  on  the  gage.  The  mea- 
surement of  the  angle  is  made  as  soon  after  making  the  cast  as  pos- 
sible, inasmuch  aa  experiment  shows  that  the  cast  warps  but  slightly 
during  the  first  five  or  aix  hours,  but  that  the  warping  is  consider- 
ably greater  at  the  end  of  24  hours. 
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MEASUREMENT  OF  FULL  DLAJOSTER 

41  The  measurement  of  full  diameter  is  usually  made  part  of 
the  projection  operation,  as  was  the  case  of  the  measurement  of  the 
core  diameter  of  plug  gages.  Here  again  it  is  only  necessary  to 
insert  a  templet  in  the  thread  shadow  to  ascertain  whether  or  not 
the  thread  has  been  properly  cleared. 

MEASUREMENT  OF  CORE  DIAMETER 

42  The  measurement  of  core  diameter  is  usually  made  with  an 
inside  micrometer,  Johansson  inside  set-up,  or  by  the  use  of  go  and 
not-go  plain  check  plugs  for  this  diameter.  This  measurement  of 
a  plain  inside  diameter  requires  no  further  explanation. 

« 

MEASUREMENT  OF  EFFECTHTE  DIAMETER 

43  The  method  which  is  usually  employed  for  measuring  the 
effective  diameter  of  a  ring  gage  is  by  judging  the  fit  of  the  gage  on  a 
plug  thread  check.    This  plug  check  is  ordinarily  ground  off  at  the 
crest  of  the  thread  in  order  to  make  sure  that  the  plug  touches  on 
the  sides  of  the  thread  instead  of  at  the  crest.    It  is  usually  con- 
sidered that  when  the  ring  fits  snugly  on  the  plug  that  the  effective 
diameter  of  the  ring  is  the  same  as  the  plug.    This  assumption, 
however,  is  not  strictly  true,  inasmuch  as  there  always  is  certain 
variation  between  the  lead  or  pitch  of  the  plug  and  the  lead  or  pitch 
of  the  ring,  and  furthermore,  variations  of  angle  between  the  plug 
and  the  ring  are  always  present.    Both  of  these  variations  neces- 
sitate the  ring's  having  an  effective  diameter  larger  than  the  plug 
upon  which  it  fits  snugly.     In  most  cases  the  amount  actually  re- 
quired for  fit,  due  to  differences  in  pitch  and  angle,  is  appreciable, 
sometimes  as  much  as  several  thousandths  of  an  inch. 

44  In  order  to  ascertain  the  effective  diameter  where  check 
thread  plugs  are  not  available,  the  three-ball  method  of  measure- 
ment has  been  adopted.  In  making  these  measurements  the  ring 
is  laid  on  a  flat  surface  with  the  axis  of  the  thread  perpendicular. 
Two  balls  are  then  placed  in  adjacent  threads  and  a  third  ball  is 
placed  diametrically  opposite.  The  distance  between  these  balls 
is  then  taken  by  inserting  size  blocks  together  with  a  taper  parallel, 
as  shown  in  Fig.  9.  The  effective  diameter  can  then  be  computed 
in  a  manner  similar  to  that  explained  for  male  screw  threads,  as  it 
is  necessary  to  change  only  the  ?igns  of  the  different  quantities  of  the 
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formula  as  previously  given  for  wire  measurements.    The  formula 
as  corrected  by  the  change  of  signs  is  then  as  follows: 

JE?  =  M- 0.8660  Xp  +  3(? 

where  E  =  effective  diameter 

M  =  measurement  between  balls 
p  =  pitch  in  inches 
G  =  diameter  of  balls. 

This  formula  applies  in  cases  where  the  balls  used  touch  nearly  at 
the  mid-slope  of  the  thread. 


DISCUSSION 

H.  J.  Bingham  Powell^  (written).  The  number  of  gages  in- 
spected during  the  last  few  months  by  the  U.  S.  Bureau  of  Air- 
craft Production  and  of  the  British  War  Mission  is  from  15,000  to 
18,000  a  month,  and  a  program  of  a  thousand  gages  a  day  was  imder 
consideration  when  the  war  terminated.  Over  80  per  cent  of  the 
gages  were  screw  gages,  with  the  low  tolerances  of  two  ten-thous- 
andths of  an  inch  on  the  pitch  diameter  and  the  same  figure  for  the 
maximum  lead  error.  The  other  gages  were  the  complex  form,  flat 
and  angle  gages  used  in  aircraft  engines  and  aeroplane  inspection 
generally.  We  employ  girls  for  the  work  as  far  as  possible,  men 
only  being  needed  for  the  more  complex  gages  and  where  experience 
in  gage  making  was  necessary,  such  as  in  the  visual  inspection,  etc. 
The  girls  have  given  most  admirable  service  and  have  been  found  to 
be  fully  qualified  by  their  patience,  steady  work  and  light  touch 
for  dealing  with  the  very  delicate  instruments  we  use.  Our  in- 
struments have  been  especially  designed,  bearing  in  mind  the  un- 
skilled workers  who  had  to  use  them,  and  are  practically  "automatic" 
in  action. 

For  instance,  our  lead-measuiing  machine  shows  the  correct 
reading  to  within  two  one-hundred  thousandths  of  an  inch  by  the 
swing  of  a  galvanometer  needle.  Ten  machines  deal  with  500 
gages  a  day,  with  errors  in  readings  almost  unknown.  The  National 
Physical  Laboratory  pitch-diameter  machine  described  by  Mr.  Van 
Keuren  has  been  modified  by  us  by  fixing  an  attachment  to  it  which 
puts  a  constant  load  on  the  wires  and  does  away  with  the  feel  of  the 

*  Officer  in  Charge  of  the  Joint  Gage  Laboratories  of  the  U.  S.  Bureau  of 
Aircraft  Production  and  of  the  British  War  Mission. 
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micrometer,  a  small  lamp  extinguishing  when  the  reading  is  correct. 
The  results  given  by  the  different  pitch-diameter  machines  are  thus 
obtained  under  identical  conditions  of  loading  of  the  wires  and  pres- 
sure on  the  micrometer  spindle:  the  latter  having  on  its  barrel  a 
divided  wheel  by  which  readings  can  be  taken  to  a  fraction  of  a  ten- 
thousandth  of  an  inch. 

The  horizontal  type  of  the  National  Physical  Laboratory  optical 
projection  lantern  is  vised  with  a  lens  that  gives  a  correct  field  8  ft. 
in  diameter.  We  photograph  all  the  plug  gages  and  the  casts  of 
ring  gages  by  means  of  a  special  apparatus  which  takes  less  than  one 
minute  to  operate.  The  photographs  are  measured  for  angle  of 
thread  and  checked  for  form  by  placing  them  over  suitably  engraved 
glass  screens  illuminated  from  underneath. 

To  take  casts  of  ring  gages  we  have  a  special  appUance  that  does 
the  work  in  a  few  seconds.  All  this  apparatus  has  been  designed  for 
dealing  with  our  large  number  of  gages  with  expediency  and  accuracy 
without  having  to  employ  highly  skilled  mechanics  who  in  war  time 
t;an  be  better  employed  elsewhere. 

C.  P.  CoLBURN^  (written).  The  object  of  this  discussion  is  to 
show  how  methods  of  precise  measurement  may  be  simplified  and 
adapted  to  practical  use. 

The  usual  trigonometric  formulae  for  determining  the  correct 
wire  size  and  the  over-wire  dimension  for  determining  pitch  diam- 
eter of  thread  gages  and  taps  is  a  problem  too  deep  in  mathematics 
for  many  shop  mechanics.  The  formulae  here  given  are  intended 
for  the  workman  who  is  not  a  mathematician,  but  who  finds  it  neces- 
sary to  make  calculations  due  to  the  fact  that  drawings  are  not 
generally  arranged  to  show  over-wire  measurements  and  the  correct 
size  of  wire  which  should  be  used  to  obtain  the  best  results. 

Measurement  of  Pitch  Diameter  of  QO^eg.  Thread  by  Z-xvire  Sys- 
tem, The  following  formulae  will  render  equally  correct  results  and 
may  be  used  for  all  styles  of  GQ-deg.  threads  by  any  one  who  h<vs  a 
knowledge  of  ordinary  arithmetic.  In  both  instances  the  size  of 
wire  used  should  be  such  that  the  points  of  tangency  will  lie  in  the 
pitch  Une. 

The  diameter  of  wire  which  will  touch  the  sides  of  the  thread 
at  the  pitch  line  is  equal  to  two-thirds  the  depth  of  a  sharp  V  thread 
(see  Fig.  10).  The  depth  is  determined  by  dividing  half  the  decimal 
pitch  by  the  tangent  of  half  the  included  angle,  or  by  0.57735. 

>  Major,  Ordnance  Dept.,  U.  S.  A.;  Gage  Dept.,  Frankford  Arsenal. 
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xy  ^  2  P  (decimal)  y.  ^      H 

3  1.7321  tan  30° 

where 

P  =  pitch 

W  =  diameter  of  wire 

H  =  one-half  the  pitch  =  0.5  P 

D  =  depth  of  sharp  V 

The  pitch  diameter  of  a  thread  gage  or  a  tap  may  be  computed 
by  substituting  the  measurement  over  the  wires  and  the  mean 
diameter  of  wire  in  the  formula 

Dp  =  X-  1.5  TT 
where 

Dp  =  pitch  diameter 
X  =  measurement  over  wires 
W  =  mean  diameter  of  wires. 

The  dimension  over  the  wires  may  also  be  found  by  adding  1.5 
times  the  mean  diameter  of  the  wires  (determined  by  the  formula  and 
Fig.  10)  to  the  pitch  diameter  as  given  in  Fig.  10.  Any  variations 
from  the  measurements  thus  found  indicate  over  or  under  size  at 
pitch  diameter. 

Test  for  Angle  of  60-deg.  Thread  by  Use  of  Wires.  The  angle  of  a 
60-deg.  thread  may  be  tested  by  using  two  wires,  the  diameter  of  the 
larger  being  equal  to  the  single  depth  of  a  sharp  V  thread  and  the 
smaller  equal  to  one-third  the  single  depth  of  the  sharp  thread. 
(See  Fig.  11)  Knowing  the  diameter  of  the  wire,  which  is  tangent 
to  the  sides  of  the  thread  at  the  pitch  line,  the  diameter  of  the  large 
wire  can  be  found  by  multiplying  that  value  by  3  and  dividing  by  2. 
The  diameter  of  the  small  wire  is  equal  to  one-third  the  diameter 
of  the  large  wire. 

When  both  wires  are  placed  in  and  touching  the  sides  of  the  thread, 
they  will  be  tangent  to  each  other  at  the  pitch  line. 

To  make  this  system  practical  for  the  checking  of  angles,  the 
small  wire  (D/3)  should  be  made  in  two  sizes  and  used  as  a  "go" 
and  "no  go"  gage.  The  sizes  of  "go"  and  "no  go"  wires  are  de- 
termined by  the  allowable  tolerance  of  the  angle.  The  large  wire 
being  held  against  the  angle  of  the  thread  will  permit  the  small  "go'' 
wire  to  pass  underneath.  The  "no  go"  wire  should  not  pass,  if  the 
angle  is  within  the  specified  tolerance. 

The  larger  wire  touches  slightly  below  the  top  of  the  U.  S.  Stand- 
ard thread  approximately  a  distance  equaUng  the  fiat  on  the  top  of 
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thread.  The  small  wire  lies  on  the  angle  at  the  same  diatance  from 
the  root  of  the  thread.  This  makes  the  approximate  ranf^  of  the 
angle  test  about  three-quarters  the  depth  of  the  thread. 


Flo.  to    DiAUETza  or  Wire  to  Touch  Tbrsasb  at  Pitch  Linx 

The  writer  reconunends  that  working  drawings  show  methods 
of  inspection  and  all  necessary  dimensions.  This  should  obviate 
many  errors,  usually  resulting  in  the  complete  loss  of  the  article. 


and  also  reduce  the  cost  of  computation,  which  would  be  made  oaly 
once,  whereas  in  the  present  practice  the  shop  mechanic  and  inspect'"' 
usually  work  separately,  thus  naturally  increasing  the  cost  of  fi^ 
product. 
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Luther  D.  Burlingame  referred  to  the  joint  meeting  of  the 
Society  with  the  Institution  of  Mechanical  Engineers  in  England  in 
1910,  when  Sir  Richard  Glazebrook  was  kind  enough  to  say  that, 
while  Great  Britain  had  shown  the  way  toward  standardization  and 
toward  interchangeability  of  parts,  it  had  been  the  part  of  America 
to  put  them  into  practice.  Now  the  table  was  turned,  and  as  we  read 
of  what  had  been  accomplished  by  the  Bure&u  of  Standards,  we  found 
that  we  had  ourselves  been  learning  from  the  advanced  work  which 
had  been  done  in  Great  Britain  so  that  the  two  great  Anglo-Saxon 
peoples  were  working  together,  each  to  help  the  other  in  carrying 
these  matters  toward  solution.  It  was  to  be  remembered,  however, 
that  the  final  question  was  not  that  of  gages,  but  of  insuring  that 
the  final  product  would  be  workable  and  satisfactory  as  to  fit. 

Mr.  Wells  had  expressed  the  thought  that  there  were  so  many 
steps  in  the  question  of  tolerances,  that  a  much  more  complicated 
problem  was  presented  than  would  seem  on  the  face  of  it.  As  an 
aid  to  o£fsetting  this,  however,  we  had  the  possibility  of  combining 
the  errors  of  lead  and  diameter  in  such  a  way  that  an  increased  error 
of  diameter  might  be  compensated  for  by  an  error  in  lead,  and  as 
far  as  we  could  take  advantage  of  this  condition  we  could  increase 
our  tolerances;  but  the  last  word  would  not  be  said  in  this  matter 
until  we  had  means  of  combining  measurements  so  that  we  knew 
what  was  the  combined  error  of  diameter  and  lead. 

H.  H.  SuPLEE  recalled  the  fact  that  the  Bureau  of  Standards  was 
established  as  a  result  of  a  paper  presented  before  the  Society  in 
1889  by  James  W.  See,  of  Hamilton,  Ohio.  Mr.  See  wrote  a  paper 
on  standards,  and  after  he  had  presented  it,  he  recommended  that 
there  should  be  a  Bureau  of  Standards  established  by  the  Govern- 
ment. A  committee  of  the  Society  went  to  Washington  and  the 
Bureau  of  Standards  was  established.  The  National  Physical 
Laboratory  was  started  after  that,  but  the  whole  idea  of  the  Bureau 
of  Standards  originated  in  the  Society. 

Frank  0.  Hoagland  said  that  in  the  matter  of  pipe-thread 
gages  extreme  accuracy  was  not  required,  since  an  additional  quarter 
turn  of  the  pipe  would  give  a  tight  joint,  due  to  the  taper  used. 
This  fact  should  be  borne  in  mind  when  making  gages  to  specific 
tolerances. 
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STANDARDS   FOR  LARGE    TAPER   SHANKS 

AND  SOCKETS 

Bt  Luthbr  D.  Bxtrlinqamb,  Pbovidbncb,  R.  I. 
Member  of  the  Society 

TFor  need8  have  demanded  the  conaiructian  of  machine  took  embodying  taper 
ehanks  and  sockets  of  larger  dimensions  than  it  has  been  customary  to  use.  Most 
of  the  tapers  established  in  the  early  days  present  irregular  variations  in  size 
and  in  depths  even  within  the  same  system,  and  the  application  to  the  large  sites  of 
the  ndes  followed  in  proportioning  these  early  typen  does  not  give  the  dimensions 
required  to  meet  the  new  conditions.  To  supply  this  deficiency ,  the  Brown  A  Sharpe 
Mfg.  Co,,  after  a  careftd  study  of  the  present  established  tapers  and  of  the  experience 
of  several  prominent  manufacturers,  has  developed  the  set  of  "Magnum"  standard 
tapers  described  at  length  in  the  paper. 

In  these  tapers  the  diameters  at  the  large  end  vary  from  4  (o  14  in,  and  those  at 
the  small  end  from  Zi  to  12  in.  The  depth  of  taper  is  made  equal  to  twice  the  diameter 
of  the  large  end  plus  4  in.    The  selected  standard  taper  is  f  in,  per  ft, 

i^NE  of  the  many  problems  presented  by  war  needs  is  that  of 
^^  designing  machine  tools  of  far  greater  size  than  any  previously 
built,  and,  in  proportioning  those  which  require  the  use  of  taper 
shanks  and  sockets,  the  taper  per  foot  and  the  length  must  be  de- 
termined. 

2  No  standards  are  known  to  have  been  established  for  tapers 
of  the  large  sizes  now  required  for  these  machines  or  which  the 
exigencies  of  the  near  future  may  require.  The  problem  of  work- 
ing out  such  a  standard  was  presented  to  the  Brown  &  Sharpe  Mfg. 
Co.,  and  after  an  extended  investigation  and  study  of  the  condi- 
tions to  be  met,  it  has  arrived  at  the  tentative  form  described  in  this 
paper.  The  choice  was  based  on  a  study  and  analysis  of  present 
established  tapers,  an  investigation  of  the  laws  governing  the  use  of 
tapers  and  a  referendum  of  experience  and  opinion  from  a  number 
of  manufacturers  and  engineers  who,  because  of  their  close  contact 
with  conditions  most  nearly  like  those  desired  to  be  met>  it  was  felt 
would  best  be  able  to  judge  of  the  requirements. 

F^resented  at  the  Annual  Meeting,  December  1918,  of  The  Ambbican 
SocDDTT  or  Mechanical  Enginbbbs. 
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HISTORY 

3  Up  to  within  comparatively  recent  times,  tapers  for  shanks 
and  sockets  above  3  in.  in  diameter  have  had  a  somewhat  limited 
use..  For  lathes,  drill  presses,  boring  mills,  and  milling  machines, 
where  the  conditions  of  use  are  somewhat  similar,  the  tapers  used 
have  varied  from  J  in.  to  Ij  in.  per  ft.,  with  widely  varying  lengths. 
Table  1  gives  particulars  of  those  most  widely  used  and  generally 
described  in  textbooks. 

4  This  wide  variation  in  practice,  where  the  conditions  seem 
about  the  same,  raises  a  question  as  to  what,  if  any,  are  the  reasons 
for  such  variation,  and  as  to  whether  any  rules  can  be  laid  down 
determining  the  most  satisfactory  taper  per  foot  to  be  used.  As 
it  would  not  be  feasible  to  change  tapers  now  in  extensive  use,  this 


TABLE  1    DATA  ON  TAPERS  IN  GENERAL  USE 


Taper  per 

Included 

Ratio 

Name 

About 
when  in- 

Where Used 

It.,  in. 

angle 

troduced 

^4 

2«28' 

1:34 

Brown  ft  Sharpe 

1800 

Milling  machinee  and  general 

^io 

2«M' 

1:20 

Jamo 

1880 

Reed  lathes,  Pratt  ft  Whitney  ns- 
chines,  eto.^ 

H 

2'5r 

1 :  mi 

Morse 

1862 

Twist  drUls,  drill  preasss,  etc 

H 

3*  86' 

1:16 

SeUers 

1862 

Lathes,  boring  machines,  miffiac 
machines,  etc. 

1 

4*  46' 

1:1S 

Cambria 

Steam-hammer  piston-iod  ends 

m 

7*fl'      1 

1:8 

Muir  (England) 

Milling    machines,    **  patent  «k9' 

lings  "  for  arbors 

i  Also  since  used  for  German  metric  tapers. 

would  be  a  mere  academic  question  were  it  not  for  the  fact,  ahready 
pointed  out,  that  new  taper  sizes  are  required. 

5  Most  of  the  tapers  mentioned  in  Table  1  were  established  in 
the  early  days,  before  the  question  of  standardization  was  given 
much  attention,  and  so  the  variations  in  size  and  depth  are  irr^ular 
3ven  in  a  given  system.  Such  formulse  as  exist,  if  followed  for  the 
proposed  larger  sizes,  would  not  give  the  proportions  required  to 
meet  the  new  conditions.  Thus  the  Brown  &  Sharpe  taper,  while 
increasing  somewhat  uniformly  in  depth  to  No.  12  (1 J  in.  in  diam- 
eter at  the  small  end),  would  be  longer  than  usually  necessary  if 
the  same  proportions  were  carried  above  that  size.  For  this  reason 
when  B.  &  S.  sizes  above  No.  12  were  established  at  a  later  date 
than  the  small  sizes,  a  new  ratio  for  length  was  used,  by  which  large 
sizes  to  No.  18  (3  in.   in  diameter  at  the  small  end)  do  not  increase 
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as  rapidly  in  depth  relative  to  the  diameter  as  is  the  case  with  the 
smaller  sizes. 

6  The  "  Jamo"  taper,  proposed  by  Oscar  J.  Beale  of  the  Brown 
&  Sharpe  Mfg.  Co.  (and  given  its  name  because  of  the  pen  name 
"Jamo"  under  which  Mr.  Beale  wrote),  has  an  established  ratio  of 
diameter  to  length  each  |  in.  of  diameter  at  the  large  end  and  each 
iV  in.  at  the  small  end  adding  i  in.  to  the  length.  This  standard, 
because  of  the  easily  remembered  relations  of  its  dimensions,  has 
appealed  to  designers  and  has  akeady  come  into  quite  extensive 
use.  When  the  formula  is  applied,  however,  to  large  sizes,  such  as 
are  here  considered,  it  does  not  give  practical  proportions.  So  far 
as  other  standards  now  in  use  follow  well-defined  proportions  in 
the  relation  of  length  to  diameter,  these  proportions  also  fail  when 
applied  to  large  sizes. 

TAPER  PER  FOOT 

7  As  shown  in  Table  1,  the  well-established  tapers  for  shanks 
and  sockets  now  in  use  vary  from  J  in.  to  1  in.  or  more  per  ft.,  the 
tendency  being  to  use  a  somewhat  steeper  taper  for  the  larger  than 
for  the  small  sizes,  perhaps  because  with  small  tapers,  the  liability 
to  slip  produced  by  the  work  is  not  so  great  and  the  "bite"  of  the 
taper  when  forced  into  the  socket  is  sufficient  to  secure  effective 
driving.  In  the  larger  sizes,  tenons  or  tongues  must  be  provided  to 
aid  in  driving,  and  in  the  still  larger  sizes  keyB  of  some  form  are 
needed  as,  unless  the  angle  of  taper  is  very  slight,  the  tenons  are 
liable  to  be  twisted  off.  When  sucK  auxiliary  means  of  driving  is 
provided  the  taper  can  be  made  steeper,  giving  the  advantage  that 
the  parts  can  be  more  easily  separated. 

8  Tapers  as  slight  as  i  in.  per  ft.  have  given  satisfactory 
results  in  milling  machines  and  other  machine  tools,  where  they 
have  been  in  constant  use  for  at  least  the  last  sixty  years.  The 
"bite"  on  the  small  sizes  is  sufficient,  when  driven  in  place,  to 
hold  without  working  loose  under  jar,  while  the  angle  is  not  so 
small  as  to  prevent  driving  apart  when  desired.  It  is  found,  how- 
ever, that  occasionally  a  taper  of  ^  in.  per  ft.  will  stick  so  tightly 
as  to  require  considerable  force  to  separate  the  parts,  perhaps  in 
such  cases  as  where  a  cold  arbor  is  driven  into  a  heated  spindle. 
With  a  taper  as  slight  as  ^  in.  per  ft.  there  is  seldom  trouble  from 
having  the  tenon  twist  off,  as  is  so  often  the  case  with  twist  drills 
made  with  a  taper  of  approximately  f  in.  per  ft.,  and  where  on  ac- 
coimt  of  the  greater  taper  the  "bite"  of  the  taper  fit  does  not  carry 
so  gr^t  a  proportion  of  the  load. 
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PRINCIPLES  ON  WHICH  TAPERS  DEPEND 

9  At  the  time  Mr.  Beale  proposed  the  Jamo  taper,  he  made  an 
investigation  of  the  principles  on  which  the  taper  of  shanks  and 
sockets  should  be  proportioned,  and  published  his  findings  in  the 
American  Machinist  of  October  31,  1889,  p.  3.  His  analysis  is  a 
clear  statement  of  conditions  governing  the  taper  per  foot  and  con- 
cluded that: 

If  a  center  be  of  a  taper  whose  sides  make  an  angle  of  less  than  4  deg.,  it  is  not 
likely  to  slip  out,  after  being  driven  in,  even  though  it  be  oiled.  An  an^  of  4 
deg.  makes  a  taper  of  nearly  }  in.  per  ft.  No  center,  so  fkr  as  I  have  seen,  basa 
taper  greater  than  this,  which  is  interesting  as  indicating  that  the  machiiust,  in 
practice,  has  not  exceeded  the  angle  of  safety  given  in  the  textbooks.  ...  The 
smallest  center  angle  that  I  know  is  something  less  than  2}  deg.,  which  in  practioe 
has  been  foimd  to  be  small  enough.  We  are,  therefore,  at  liberty  to  choose  any 
angle  of  taper  between  2  and  4  deg. 

10  Mr.  Beale  chose  for  the  Jamo  taper,  0.6  in.  taper  per  ft.  (2 
deg.  52  min.)  as  an  average  between  these  limits.  This  gives  a  ratio 
of  1  in  20,  a  ratio  which  has  since  been  adopted  for  the  German  metric 
standard  and  is  especially  adapted  for  use  with  a  decimal  system  of 
measurement.  In  applying  it  to  the  English  system  of  measurement, 
however,  it  gives  the  dimension  at  one  end  of  the  taper  in  tenths  and 
at  the  other  end  in  eighths,  a  feature  which,  while  not  especially 
objectionable,  lacks  the  advantage  derived  from  using  the  taper  of 
J  in.  per  ft.,  which  gives,  with  each  inch  of  depth,  -j^^  in.  variation  in 
diameter,  so  that  when  applied  \o  large  tapers,  whose  depth  may  be 
made  to  vary  by  2  in.  or  4  in.,  the  diameters  at  both  large  and  small 
ends  come  in  whole  or  convenient  fractional  sizes. 

11  A  taper  of  f  in.  per  ft.  also  gives  an  advantage  over  0.6  in. 
or  other  tapers  with  a  less  steep  taper  in  the  ease  with  which  it  will 
release  when  it  is  desired  to  drive  it  out.  Further,  it  is  a  taper  which 
apparently  is  now  in  most  general  use  for  large  work,  although  its 
proportions,  as  far  as  the  writer  knows,  have  not  previously  been 
standardized. 

12  If  the  ''bite''  of  the  shank  is  to  be  depended  on  to  a  con- 
siderable extent  to  do  the  driving,  the  taper  should  be  small,  even 
at  the  risk  of  finding  occasional  difficulty  id  separating  the  parts. 
On  the  other  hand,  if  adequate  means  of  driving  is  to  be  pro- 
vided in  addition  to  the  ''bite"  of  the  taper,  there  are  advantages 
in  making  the  taper  greater,  although  not  so  great  as  to  allow  of 
jarring  loose  or  dropping  out  readily. 

13  Assuming  that  in  all  cases  of  machine  tools  using  these  large 
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tapers,  either  longitudinal  keys  or  cross-hold-back  keys  or  both 
will  be  used  for  driving,  a  greater  taper  per  foot  can  be  used,  thus 
obtaining  the  advantage  of  easy  removal  with  no  sacrifice  in  driving 
efficiency.^  To  meet  these  conditions,  a  taper  of  f  in.  per  ft.  for 
large  sizes  seems  ideal,  based  on  scientific  grounds  and  also  on  the 
experience  of  users. 

LENGTHS  FOR  TAPERS 

14  While  the  length  can  be  more  elastic,  a  variation  being  less 
objectionable  than  in  the  case  of  the  diameter  or  taper  per  foot,  it  is 
desirable  to  standardize  it  also.  As  previously  pointed  out,  the 
tapers  already  established  do  not  give  proportions  for  lengths  suited 
to  large  sizes.    Thus  the  Jamo  formula  would  make  a  taper  of  14  in. 

TABLE  3    MAGNUM  STANDARD  TAPERS,  DESIGNED  BY  THE  BROWN  ft  SHARPE 

MFG.  GO. 


No.  of 
tap«r 


Diam.at 
large  end,  in. 


19 
20 
31 
22 
23 
24 
25 
36 


4 

5 

6 

7 

8 

10 

12 

14 


Diam.  at  Depth  of 

small  end,  in.      taper,  in. 


Remarka 


3M 
4\i 
5 

5H 

lOH 
12 


12 
14 
16 
18 
20 
24 
28 
32 


Taper  «  f<  in.  per  ft. 
Depth    of    taper  -  2  x  diameter 
large  end  +  4  in. 


at 


in  diameter  at  the  large  end,  56  in.  long  —  much  too  long  for  practical 
needs  and  adding  an  excessive  amount  to  the  cost  of  both  gages  and 
reamers  as  well  as  of  the  machine. 


THE  PROPOSED  STANDARD 

15  By  the  use  of  a  constant,  a  formula  has  been  derived  appli- 
cable over  a  wide  range,  and  giving,  it  is  believed,  satisfactory 
proportions.  Fig.  1  illustrates  the  relation  of  the  proposed  taper 
standard  for  length  as  derived  from  this  formula,  to  the  established 
Brown  &  Sharpe  sizes,  showing  that  these  new  tapers  follow  in  a 
r^^ular  progression  beyond  the  largest  established  Brown  &  Sharpe 
sizes. 

'  For  methods  of  applying  these  keys  see  American  Machinist,  vol.  44,  no.  26, 
p.  1112,  where  L.  P.  Alford  describes  and  illustrates  the  system  of  keying  pro- 
posed by  Carl  G.  Barth. 
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16  As  a  result  of  this  investigation  the  sizes  in  Table  2  are  pro- 
posed, to  be  known  as  Magnum  Standard  Tapers. 

17  The  reason  for  beginning  the  numbering  at  19  is  to  avoid 
lapping  on  to  the  numbers  of  any  of  the  systems  now  in  use,  No.  18 
of  the  B.  &  S.  standard  being,  so  far  as  known,  the  largest  standard 

TABLE  3    EXPERIENCE  OF  MANUFACTURERS  WFTH  LARGE  TAPERS 


Name. 


Kind  of  maehinet. 


Taper  per    i  _^    .. 

"»^  •--       Depth  reoom-.       _         , 
lootreoom-  .   .  Remarks 

.   .  mended      i 

mended 


Wiliiam  Sellers  ft  Co.  Inc. 
Coleman  Sellers,  Jr. 


Lathes;  horlsontal 
boring  machines 


MesU  Mach.  Co. 
J.  E.  MesU.  Asst.  Supt. 

Newton  Maeh.  Tool  Works 
Nieholas  P.  Lk>3rd.  Gen.  Mgr. 

Tabor  Mik.  Co. 
WUfredLewis^PreB. 

Mead-Morrison  Mfg.  Co. 

J.  T.  MacMorray  and  Robt. 
Gow 

Westing  house  Eleo.  ft  Mfg.  Co. 
E.  R.  Norris 

B«mentft  Miles 
W.  J.  Hagman 


^4  in. 


8  X  diam.  at 
large  end 
(or  a  little 
le«) 


Have  used  up 
to  8  in.  diam. 


Rolling-mill    ma- 
chinery, etc. 

Milling  machines, 
etc. 

General 


General 


Hin. 

UseHMStd.: 
ree.  1  in. 
for  large 

0.6  or  H  in. 


1  in. 


General 


^in. 


Steam  hammers 


I 


M  and  H  in. 


Steam  forge  ham-  .         1  in. 
mors 

lathes  '  ?4  and  1  in. 


3  X  diam. 

Hav4  uwd  tA 

6  in.  diam. 

About  m  in. 

X  diam. -H 
3  in. 

• 

8  X  diam. 

The    greater 

taper  used  for 
sisw  above 
S^in. 

Sises  3H  to  12 
in.  diam. 

Up  to  6  in.  at 
large   end, 
2>i^xdiam.. 
5  in.  ft  over, 
3.1  ft  2^i  X 
diam. 


Sises  above  6 
in.  are  1  in. 
taper  per  ft. 


Drilling  ft  boring  [ 
machines  ! 

Milling  machines    ! 


Hin. 


9iia 


All  si 


All  si 


as  yet  suggested.    No.  19  of  the  new  system  is  proportionately  larger 
than  the  B.  4  S.  No.  18. 

18  It  will  be  noted  that  the  diameters  at  the  large  end  are  made 
basic  and  vary  by  inches,  and  with  the  length  of  taper  obtained  by 
the  formula  the  diameters  at  the  small  end  are  in  convenient  frac- 
tional sizes. 
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EXPERIENCE  OF  MANUFACTURERS 

19  Before  determining  on  the  proportions  of  the  Magnum 
tapers  the  question  of  the  proportions  of  large  standard  tapers  was 
taken  up  with  manufacturers  and  engineers  having  experience  along 
these  lines,  in  some  cases  by  personal  conferences,  in  others  by  letter. 
Table  3  gives  a  digest  of  the  opinions  received  from  various  sources 
in  answer  to  the  writer's  inquiry  as  to  their  past  experience  with 
large  tapers.  As,  however,  these  opinions  cannot  be  made  suf- 
ficiently clear  in  such  a  condensed  chart,  the  views  of  those  con- 
sulted are  given  more  in  detail  in  the  Appendix. 

APPENDIX 
EXPERIENCE  AND  OPINIONS  OF  USES  OF  LARGE  TAPERS 

20  William  Seilera  &  Co.,  Inc.,  Philadelphia,  Pa.  —  Coleman  SdUn,  Jr.  - 
Some  years  ago,  after  various  experiments  and  experiences  with  tapers  yaryiiig 
from  }  to  1  in.  per  ft.,  this  company  adopted  ]  in.  taper  per  ft.  as  the  standard  foi 
all  their  work.  This  has  been  used  up  to  tapers  of  8  in.  diameter  at  the  large  end, 
the  larger  sizes  being  used  for  gun  lathes  and  boring  machineSi  and  no  trouble 
has  been  experienced  from  its  use. 

21  This  oompany  feel  that  a  taper  as  great  as  }  in.  per  ft.  requires  some 
positive  means  for  holding  it  from  working  loose,  in  the  case  of  horiiontal  boriog 
mills  where  the  operation  of  back  facing  means  in  addition  to  the  yibradon,  a 
direct  pressure  tending  to  draw  the  arbor  out.  It  is  also  their  common  praetioe 
to  use  a  holding-in-key  fitting  crosswise  through  the  socket  and  shank,  and  having 
a  taper  of  5  deg. 

22  Their  practice  is  to  make  the  length  of  fit  about  three  times  the  diameter 
at  the  large  end.  They  consider  this  rather  extreme  in  length  and  feel  that  a 
somewhat  shorter  length  would  answer  just  as  well,  and  perhaps  be  even  better. 
They  believe  that  a  steeper  taper,  even  to  1}  in.  per  ft.  might  be  used,  but  it 
would  not  be  as  satisfactory  as  the  }-in.  taper  per  ft.  which  has  been  in  suooessful 
use  by  them  for  so  long  a  time.  As  to  the  smaller  degree  of  taper,  say  )  in.  per 
ft.,  they  would  not  expect  any  greater  difficulty  for  large  diameters  in  prop(»iioD 
to  the  size  than  is  experienced  in  using  this  taper  for  the  smaller  sizes. 

23  Mesta  Machine  Co.,  PiUshurgh,  Pa.  —  /.  E.  Mesta,  Aut.  Otn.  Supt.  - 
For  tapers  above  3  in.  size  this  company  uses  i  in.  taper  per  ft.,  and  obtains  very 
good  results.  This  seems  in  their  opinion  about  the  best  to  use.  They  say  it 
will  not  bind  tightly  enough  to  make  it  difficult  to  remove,  and  it  will  not  jar 
loose.  As  to  the  depth  of  taper  fit,  they  make  it  three  times  the  diameter  with 
good  results. 

24  Newton  Machine  Tool  Works,  Inc.,  Philadelphia,  Pa.  —  Nithdai  P- 
lAoyd,  Oen.  Mgr.  —  This  oompany  uses  the  Morse  taper,  approximately  f  in.  per 
ft.,  for  all  of  their  sizes,  although  they  have  not  used  taper  sizes  muoh  over  6  in- 
in  diameter.  They  have  made  special  tapers  to  order  for  customers  all  the  way 
from  }  in.  to  1  in.  taper  per  ft.,  and  as  far  as  reported,  such  tapers  have  given 
satisfactory  results.    The  view  was  expressed  that  the  larger  sizes  should  be  of 
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A  steeper  taper  than  the  small  sises,  1  in.  taper  per  ft.  being  suggested  for  the 
largest  sises. 

25  To^  Af/y.  Co.,  Philadelphia,  Pa.  —  Wilfred  Lewie,  Pree.  —  While  not 
engaged  at  the  present  time  in  work  requiring  the  use  of  large  tapers,  Mr.  Lewis 
has  had  in  the  past  much  experience  in  the  use  of  tapers,  and  expressed  himself  as 
favoring  }  in.  taper  per  ft.,  as  a  general  standard  for  sockets  and  shanks,  which 
he  regrets  has  not  been  generally  adopted,  so  as  now  to  be  a  universal  standard, 
giving,  in  his  opinion,  satisfactory  results  for  either  large  or  small  sises.  He 
brieves  there  is  no  reason  why  a  large-diameter  taper  should  have  any  greater 
ang^  (taper  per  foot)  than  a  small  diameter.  He  admires  the  convenient  basis 
of  the  Jamo  taper,  and  believes  this  would  have  certain  advantages  if  generally 
adopted.  He  does  not  have  any  great  choice  between  0.6  or  }  in.  per  ft.,  but 
believes  that  one  of  these  should  become  the  standard. 

26  MeadrMonieon  Mfg.  Co.,  Eaei  Boeton,  Maee.  —  /.  T.  MacMurray, 
Worke  Mgr.j  and  Robert  Qow,  in  Charge  of  Tool  Depi.  —  Mr.  Gow,  reporting 
thrciigh  Mr.  MacMurray,  witli  whom  he  was  associated  for  many  years  at  the 
Pond  Plant,  Plainfield,  N.  J.,  says,  in  reference  to  standard  arbor  tapers,  that 
according  to  his  experience  it  is  necessary,  when  increasing  the  diameter  of  a 
taper,  also  its  length,  that  the  taper  per  foot  shofuld  be  increased.  He  states  that 
oftentimes  a  taper  of  i  in.  per  ft.  will  wedge  tmder  certain  conditions  so  that 
it  is  almost  impossible  to  remove  it,  and  that  on  the  larger  sises  this  difficulty 
would  be  increased.  He  considers  that  a  practical  Working  taper  for  the  largest 
sizes  should  be  1  in.  taper  per  ft. 

27  WeeUnghauee  Eledrie  db  Mfg.  Co.,  East  Piitabwrgh,  Pa.  —  F.  8.  WaUen,  in 
charge  of  SmaUrTooi  Dept. — Mr.  Walters  suggests  }  in.  taper  per  ft.  as  a  stand- 
ard for  large  sises^  and  not  less  than  three  times  the  diameter  for  length.  He 
explains  that  it  is  intended  to  use  with  this  a  draw  key  or  a  draw  bolt.  On  boring 
bars  and  arbors  we  always  provide  for  a  draw  key  and  on  this  account  more  taper 
may  be  allowed  and  the  bars  will  come  out  more  readily.  -  If  a  lathe  center  is 
made  with  |  in.  or  less  taper  per  ft.  it  is  somewhat  of  a  task  to  get  the  centers 
out.  Therefore,  since  they  cannot  work  loose  on  accotmt  of  being  keyed,  I  would 
suggest  i  in.,  which  will  allow  them  to  come  out  more  readily." 

28  BemenirMilee  Worke  of  the  MUee-Bement-Pond  Co,,  Philadelphia,  Pa.  — 
W.  J.  Hagnum,  Qen.  Mgr.  —  After  referring  to  the  standards  used  for  tapers  on 
steam  trip  hammers,  forge  hanmiers,  etc^,  Mr.  Hagman  says  that  on  lathes,  centers 
up  to  5  in.  diameter  at  the  large  end  are  made  with  }  in.  taper  per  ft.  and  vary  in 
length  from  3  diameters  on  the  larger  sizes  to  2)  diameters  on  the  smaller  sizes. 
Centers  larger  than  5  in.  are  1  in.  taper  per  ft.,  the  lengths  being  from  2.1  to  2) 
diameters. 

29  On  drilling  and  boring  machines  the  tapers  are  Morse  standard  within 
the  Morse  range,  and  for  larger  sizes  they  use  reamers  of  their  own  make,  adhering 
to  the  f-in.  taper  per  ft.  There  are  some  very  old  machines  of  these  types  in- 
frequently built  and  which  have  tapers  i  in.  per  ft.  Mr.  TTi>£mii.n  oonsiders  that 
either  i-in.  taper  per  ft.  or  f-in.  taper  would  be  satisfactory. 

30  For  milling  machines,  they  use  i-in.  taper  per  ft.,  for  all  sizes,  the  lengths 
varying  from  3  diameters  on  2l-in.  diameter  hole,  to  2  diameters  on  6-in.  diameter 
hole.  It  is  thought  important  not  to  make  the  tapers  on  milling  machines  very 
coarse,  as  the  vibration  of  these  machines  when  in  operation,  has  a  tendency  to 
loosen  the  taper  sockets. 
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DISCUSSION 

Wilfred  Lewis  (written).  I  think  that  Mr.  Burlingame 
done  well  to  advise  the  adoption  of  the  f-in.-per-foot  taper  for  large 
taper  shanks  and  sockets,  but  am  not  so  sure  about  the  lengths 
recommended,  and  do  not  see  why  all  shanks  and  sockets  should 
not  be  similar  in  every  respect.  I  am  disposed  to  agree  with  Mr. 
Walters  of  the  Westinghouse  Company  in  advising  a  length  of  three 
times  the  diameter,  and  if  this  is  long  enough  for  large  shanks  and 
sockets,  I  beheve  it  is  long  enough  for  anything,  large  or  small. 

Mr.  Burlingame  has  also  done  well  in  his  choice  of  sizes:  4, 5, 6, 7, 
and  their  multiples  by  two,  making  8,  10,  12,  14;  thus  forming  the 
basis  for  a  rational  progression  in  sizes,  stepping  up  again  to  16,  20, 
24,  28,  or  down  by  division  to  2,  2.5,  3,  3.5  and  so  on,  as  far  as  may 
be  desired.  I  do  not  believe,  however,  in  designating  these  by  the 
numbers  19,  20,  21,  etc.,  as  proposed.  No.  19,  also,  conflicts  with 
No.  19  of  the  Jarno  taper.  I  would  prefer  to  designate  the  tapers 
by  the  sizes  themselves.  A  4-in.  shank  or  socket,  for  instance,  is 
self-explanatory,  while  No.  19  calls  for  interpretation. 

There  was  a  movement  years  ago  to  aboUsh  all  numbered  sizes 
for  any  purpose  whatever,  and  I  think  it  should  be  revived.  The 
late  James  Christie  was  active  in  the  promulgation  of  this  idea, 
which  I  found  quite  easy  to  follow,  because  the  actual  size  was 
always  the  thing  desired,  while  the  arbitrary  number  given  to  it 
was  a  matter  of  no  interest  whatever. 

I  suggest,  therefore,  as  an  amendment  to  the  system  proposed 
that  the  number  of  the  taper  be  omitted,  and  that  the  length  of 
taper  be  made  three  times  the  diameter  at  large  end,  instead  of 
twice  plus  4  in. 

William  Bacon  (written).  During  the  past  three  years  the 
Reed-Prentice  Company  has  made  a  study  of  the  subject  of  lathe 
centers  and  has  adopted  a  formula  based  on  the  Jarno  taper. 

The  taper  adopted  is  0.6  in.  per  ft.;  length  =  2  X  diameter  of 
large  end  +  If  in.,  and  the  number  of  the  taper  is  designated  by 
diameter  in  inches  X  8.  Table  4  gives  the  dimensions  for  the 
lathes  made  by  this  company. 

Practical  experience  has  shown  that  a  taper  approximately  I  in.| 
or  as  in  the  Jarno  taper  0.6  in.,  per  ft.,  gives  excellent  results  on  both 
the  hold  and  ease  of  drifting  center  from  socket.    My  preference 
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would  be  for  this  taper,  since  it  meets  all  requirements  so  well  and  is 
so  widely  recognized,  either  as  a  0.6-in.  taper,  or  an  approximation 
to  it,  as  in  the  B.  &  S.  and  Morse  tapei's,  etc. 

If  a  new  standanl  is  to  be  adopted,  to  beknownasthe"M^num" 
standard  taper,  why  not  give  it  its  own  numbers  without  regard  to 
any  other  system?  If  the  Jarno  formula,  modified,  were  adopted, 
the  regular  Jarno  series  numbers  could  be  used  without  con&ict 
and  I  might  surest  that  they  be  designated  as  the  "Magnum- 
Jamo"  standard  taper. 


The  Author.  A  lei^h  of  three  times  the  diameter,  as  suggested 
by  Mr.  Lewis,  would  be  far  from  apphcable  to  the  small  sizes,  a 
constant  being  needed  to  make  the  formula  cover  a  wide  range. 
As  to  the  use  of  designating  numbers,  the  tendency  in  commercial 
matters  is  to  have  a  number  which  can  represent  a  variety  of  meas- 
ures, so  that  the  number  can  be  used,  without  long  description  or 
explanations,  either  by  correspondence,  telegram,  or  whatever 
method  of  communication  may  be  used.  We  find  in  our  catalogs 
it  is  often  desirable  to  have  a  number  to  represent  a  given  article, 
and  in  that  way  the  number  tells  the  whole  story.  In  designating 
tapers  a  number  has  the  advantage  of  specifying  length,  diameter 
aod  taper  per  foot,  the  three  important  features,  and  is  simpler  than 
an  explanation  including  these  varying  elements. 
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THE    BRITISH    ENGINEERING   STANDARDS 

ASSOCIATION 

Bt  C.  le  Maistbb,^  London,  England. 
Non-Member 

To  secure  ir\Uf  changeability  of  parUf  to  cheapen  mahvfacture  by  the  eliminatUm 
of  waste  and  material  and  to  expedite  delivery  are  the  primary  of^ede  of  standardizar 
turn.  The  British  Engineering  Standards  Association  includes  over  900  jnernbers 
and  deals  under  one  central  authority  with  sUiTidards  relating  to  practically  the  whole 
field  of  engineering.  As  part  of  the  work  accomplished  by  the  Association  the  author 
mentions  the  standardization  of  steel-section  materialSf  tramway  raHs,  special  steels 
used  in  the  automobile  industry,  screw4hread  toleranceSf  rules  for  electrical  machinery , 
designs  for  locomotives,  specifications  for  portland  cement,  road  material,  aircraft 
material  and  parts.  The  most  recent  activity  has  been  the  standardieation  of  details 
in  the  construction  of  ships  and  their  machinery.  Much  of  this  work  has  been  under- 
taken  at  Government  request  as  war  measures. 

The  funds  for  the  work  have  been  provided  by  the  Oovemment  and  industries 
concerned.  The  sole  executive  authority  of  the  Association  is  vested  in  the  Main 
Committee,  consisting  of  members  nominated  by  the  leading  technical  institutions. 

A  considerable  amount  of  work  of  an  international  character  has  been  undertaken 
4md  local  committees  of  engineers  and  traders  are  being  set  up  in  the  more  important 
trading  centers  of  the  world. 

'^HE  insistent  demand  created  by  the  war  for  the  maximiim  output 
of  manufactured  material  in  the  minimum  of  time  has  naturally 
l>rought  to  the  fore  those  means  by  which  economy  in  production  can 
\>e  effected,  and  in  this  way  standardization  is  coming  into  its  own. 
Undeed,  standardization  in  the  engineering  world  has  become  almost 
«  word  to  conjure  with,  but,  like  all  good  things,  it  must  be  taken  in 
^noderation,  and  the  standards  recommended  must,  by  a  process  of 
periodic  revision,  be  kept  abreast  of  invention  and  progress;  otherwise 
t;here  is  the  danger  of  standardization  becoming  crystallization. 

2  It  may  fairly  be  said  that  the  primary  objects  of  standardiza- 
tion are  to  secure  interchangeability  of  parts,  to  cheapen  manufacture 

'  Secretary,  British  Engineering  Standards  Association,  28  'Victoria  St.. 
Westminister. 

Presented  at  the  Annual  Meeting,  December  1918,  of  The' American  Socdett 
OF  Mechanical  Engineers.  This  paper  and  No.  1670  were  the  subject  of  a  joint 
discussion  which  appears  on  page  887. 
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by  eliminating  the  waste  of  time  and  material  entailed  in  producing 
a  multiplicity  of  designs  for  one  and  the  same  purpose  and  also  to 
expedite  delivery  and  so  reduce  maintenance  charges  and  stores. 

3  Seventeen  years  ago,  however,  neither  the  necessity  nor  the 
value  of  work  of  this  character  and  still  less  its  intimate  relation  to 
economy  and  speed  of  production  was  at  all  generally  recognized, 
and  it  was  to  remedy  the  chaotic  state  of  things  then  existing  in  the 
engineering  industry  of  Gre^t  Britain  that  the  late  Sir  John  Wolfe 
Barry,  K.C.B.,  F.R.S.,  in  1901  took  the  initial  steps,  when  he  brought 
the  subject  to  the  notice  of  the  Council  of  the  Institution  of  Civil 
Engineers,  which  resulted  in  the  formation  of  the  British  Engineering 
Standards  Committee. 

4  From  its  inception  certain  definite  principles  have  governed 
the  work  of  the  Committee,  amongst  which  may  be  placed  in  the 
forefront  the  community  of  interest  of  producer  and  consumer, 
which  is,  in  fact,  the  comer  stone  of  the  organization.  It  was  also 
realized  that  the  Committee  should  not  be  an  academical  body,  but 
an  industrial  organization  in  the  closest  touch  with  practical  require- 
ments and  modem  scientific  knowledge  and  discovery;  that  it  should 
only  undertake  standardization  to  meet  recognized  wants,  and  then 
only  at  the  request  of  the  principal  interests  concerned;  that  it 
should  confine  itself  to  setting  up  standards,  leaving  it  to  the  user  to 
satisfy  himself  by  inspection  and  supervision  that  the  standards  were 
being  adhered  to;  and,  most  important  of  all,  that  periodic  revision 
of  the  standards  should  be  undertaken  so  that  improvements  might 
be  incorporated,  the  various  industries  thus  being  prevented  from 
becoming  stereotyped  and  their  methods  hidebound. 

5  From  the  small  nucleus  of  seven  members  who  formed  the 
original  Committee,  a  far-reaching  organization  has  developed  with 
some  160  committees,  sub-committees  and  panels,  including  in  all 
over  900  members  and  dealing  under  one  central  authority  with 
standards  relating  to  practically  the  whole  field  of  engineering. 
Thus  for  many  years  past,  the  British  Engineering  Standards  Asso- 
ciation, as  it  is  now  called,  has  provided  the  neutral  ground  upon 
which  the  producer  and  the  consumer,  including  the  technical  offi- 
cers of  the  large  spending  departments  of  the  Government  and  the 
great  Classification  Societies,  have  met  and  considered  this  subject 
of  such  vital  interest  to  the  well-being  of  the  engineering  industry  of 
the  country. 

6  To  the  observance  of  the  democratic  and  progressive  principles 
outlined,  coupled  with  the  devoted  labor  of  its  members  freely  giving 
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their  time  and  experience  to  the  work,  often  at  great  personal  expense 
and  inconvenience,  may  be  attributed  the  increasing  success  of  this 
work  of  growing  national  importance. 

A  large  number  of  British  Standard  specifications  and  reports 
have  already  been  issued  and  these  are  constantly  being  added  to, 
the  most  recent  additions  being  the  specifications  for  aircraft  material 
and  parts  drawn  up  at  the  request  of  the  Department  of  Aircraft 
Production  of  the  Ministry  of  Munitions,  for  whom  the  Association 
acts  practically  as  the  Departmental  Specifications  Committee. 

7  The  standardization  of  steel  sectional  material  was  the  first 
work  taken  up  by  the  Committee.  The  British  standards  for  this 
material,  so  important  in  the  construction  of  ships,  bridges  and  under- 
frames  for  railway  wagons,  have  had  a  very  wide  adoption.  The 
total  number  of  sections  is  some  175,  and  the  recently  formed  Mer- 
cantile Section  of  the  Admiralty,  as  a  war  measure,  was  able  to  select 
from  this  Ust  a  largely  reduced  number  and  so  put  into  operation  an 
exceedingly  economical  measure  with  but  little  delay.  The  testing 
requirements  of  Lloyd's  Register  and  the  other  great  Classification 
Societies  and  the  Board  of  Trade  have  hem  unified  through  the  work 
of  the  Committee. 

It  would  appear  from  the  steelmakers'  returns  for  1913,  giving  the 
tonnage  of  lengths  rolled  of  each  section,  that  95.7  per  cent  had  been 
produced  by  standard  rolls  and  only  4.3  per  cent  by  non-standard  rolls, 
the  work  thus  having  proved  of  immense  utility  to  the  steelmakers. 

8  In  the  case  of  tramway  rails,  standardization  has  had  the 
result  of  reducing  to  a  minimum  the  sections  required;  at  the  present 
time  there  are  only  five  standard  sections  as  against  over  70  sections 
prior  to  the  advent  of  the  Committee.  These  sections  are  now  being 
reduced  to  three,  one  being  a  special  section  for  interurban  tramways 
operating  at  a  higher  speed  than  those  of  the  towns. 

9  As  a  further  instance  of  the  benefit  of  the  Conunittee's  labors 
may  be  mentioned  the  Standard  Specification  for  Portland  Cement, 
which  is  practically  universally  adopted  throughout  the  country. 

10  In  regard  to  the  electrical  industry,  the  most  important  piece 
of  work  has  been  the  issue  of  Standardization  Rules  for  Electrical 
Machinery,  in  the  drafting  of  which  much  benefit  has  accrued 
through  the  close  and  very  cordial  cooperation  of  the  Standards 
Committee  of  the  American  Institute  of  Electrical  Engineers. 

11  A  large  amount  of  standardization  has  been  effected  also  for 
the  automobile  industry,  especially  in  regard  to  the  special  steels  used. 

12  From  time  to  time  Government  Departments  have  called 
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upon  the  Standards  Committee  to  carry  out  work  for  them,  as,  for 
instance,  in  the  case  of  the  Ministry  of  Munitions  in  relation  to  the 
question  of  screw-thread  tolerances  and  the  gaging  of  screws  generally. 
Then  the  Indian  Government  requested  the  Committee  to  undertake 
the  question  of  standard  designs  for  locomotives,  and  these  have 
proved  of  immense  value.  The  Road  Board  also  asked  the  Com- 
mittee to  draft  Specifications  for  Road  Material.  As  already  meo- 
tioned,  at  the  request  of  the  Department  of  Aircraft  Production,  the 
Association  is  dealing  with  the  specifications  for  aircraft  materiab 
and  parts  as  a  war  measure  for  the  Department.  To  carry  on  this 
important  work  a  large  number  of  sub-committees  have  been  formed, 
consisting  of  officers  from  the  technical,  supply  and  inspection  de- 
partments, together  with  representatives  from  the  various  trade 
organizations  concerned;  the  specifications  in  this  case  are  not 
published  by  the  Association  in  the  ordinary  way,  but  are  issued  to 
the  Department  of  Aircraft  Production,  by  whom  they  are  sent  to 
the  various  manufacturers  of  aircraft  material  on  the  Govemmeiit 
list,  in  this  way  becoming  obligatory. 

13  In  r^ard  to  the  question  of  finance,  the  funds  for  carrying 
out  the  work  of  the  Committee  have  been  provided  by  the  Govern- 
ment and  the  industries  concerned.  In  1903  the  Government  in- 
cluded in  the  Estimates  a  substantial  contribution,  which  was  sub- 
sequently extended  for  the  years  1904r-5-6  by  a  Grant-in-Aid  equal 
to  the  amount  contributed  by  the  supporting  institutions,  manu- 
facturers and  others.  This  was  continued  on  a  smaller  scale  down 
to  1916,  and  a  further  grant  on  the  same  condition  is  being  continued 
to  March,  1919.  The  Indian  Government  has  been  a  generous 
supporter  of  the  Committee  and  the  governments  of  other  Overseas 
Dominions  have  also  given  financial  assistance.  A  liberal  response 
to  the  Committee's  appeal  for  funds  has  been  made  by  the  enginee^ 
ing  industry  of  the  country  and  also  by  railway,  shipping  and  other 
companies,  and  by  some  of  the  Local  Government  Boards  and  the 
tramway  and  electricity  authorities. 

14  The  expenses  of  the  whole  organization  up  to  the  war  were 
under  £4000  a  year,  but,  owing  to  the  widening  of  the  field  of  its 
labors,  this  amount  has  been  very  greatly  exceeded. 

15  The  Committee,  as  many  are  aware,  has  recently  become 
incorporated  as  an  Association,  under  license  of  the  Board  of  Trade, 
in  order  to  enable  it  in  the  first  place  to  continue  the  work  carried 
out  by  the  Engineering  Standards  Committee,  viz^  to  codrdinate  the 
efforts  of  producers  and  users  for  the  improvement  and  standardisa- 
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tion  of  engineermg  materials,  and,  secondly,  in  order  to  secure 
undisputed  legal  right  to  its  mark  or  brand  to  be  attached  by 
manufacturers  to  their  products  as  a  hall-mark  of  goods  made  in 
accordance  with  the  British  Standard  Specifications. 

16  The  chairman  of  the  Association  is  Sir  Archibald  Denny, 
Bart.,  who  succeeded  the  late  Sir  John  Wolfe  Barry,  to  whose  gui^g 
band  during  the  many  years  of  his  chairmanship,  so  much  of  the 
success  of  the  movement  is  due. 

17  The  Main  Committee,  as  the  governing  committee  is  called, 
consists  of  members  nominated  by  the  leading  technical  institutions, 
viz.,  the  Institutions  of  Civil  Engineers,  Mechanical  Engineers,  the 
Iron  and  Steel  Institute,  the  Naval  Architects,  and  the  Institution  of 
Electrical  Engineers;  there  are  also  two  representatives  of  the 
Federation  of  British  Industries;  and  three  members,  not  represent- 
ative of  any  institution  or  association,  but  elected  for  their  eminence 
in  the  profession. 

18  The  members  of  the  Federation  of  British  Industries  give  the 
various  trade  organizations  connected  with  the  work  of  standardiza- 
tion a  direct  channel  through  which  to  place  their  views  before  the 
Main  or  executive  Committee  of  the  Association. 

19  Rotation  of  office  is  provided  in  that  the  chairman  and  vice- 
chairman  and  one-third  of  the  group  of  members  retire  annually, 
being  eligible  for  reelection. 

20  The  Main  Committee  is  the  sole  executive  authority  and  all 
specifications  and  reports  are  presented  to  it  for  final  adoption.  The 
procedure  before  embarking  on  any  new  subject  is  to  ascertain  by 
means  of  a  representative  conference  that  there  is  a  volume  of  opinion 
favorable  to  the  work  being  undertaken.  If  such  is  the  case,  the 
Main  Committee  nominates  the  chairman  of  a  Sectional  Committee 
to  take  up  the  work  in  question,  this  Committee  being  formed  of 
technical  officers  representative  of  the  various  Government  Depart- 
ments interested,  representatives  of  the  trade  organizations  concerned, 
and  lastly  experts  in  the  subject  to  be  dealt  with.  The  Main  Com- 
mittee does  not  dictate  in  any  way  either  the  number  of  members  or 
the  personnel  of  the  Sectional  Committee,  only  reserving  to  itself  the 
right  to  nominate  the  chairman,  though  naturally  it  is  guided  in  this 
matter  also  by  the  advice  of  the  members. 

21  Although  the  activities  of  the  Association  have  in  the  mam 
been  confined  to  the  home  country,  a  considerable  amount  of  work  of 
an  international  character  has  been  undertaken.  At  the  present 
time  the  Association  is  cooperating  with  the  American  Institute  of 
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Electrical,  fkigineers  in  several  directions  in  regard  to  Electrical 
apparatus  generally.  Then  there  is  the  great  question  of  the  stand- 
ardization of  screw  threads  and  also  of  milling  cutters  and  small  tools, 
in  connection  with  which  The  American  Society  of  Mechanical 
Engineers  will  be  able  to  render  most  valuable  assistance.  Indeed, 
there  is  a  wide  field  for  Anglo-American  agreement  on  engineering 
standardization  generally  and  the  Association  looks  forward  to  a 
large  measure  of  intimate  cooperation  with  this  object  in  view. 

22  In  connection  also  with  its  labors  outside  the  home  country, 
the  Association  is  developing  a  scheme  for  assisting  in  procuring  the 
wider  dissemination  of  British  Standards,  and  is  undertaking  the 
translation  of  its  more  important  reports  into  various  foreign 
languages,  as  well  as  setting  up,  with  the  assistance  of  the  Overseas 
Department  of  the  Board  of  Trade,  Local  Conamittees  of  British 
Engineers  and  Traders  in  some  of  the  more  important  trading  centers 
of  the  world. 

23  That  the  value  and  utility  of  the  work  of  the  Association  is 
becoming  more  and  more  recognized  both  at  home  and  abroad  is 
evidenced  by  the  amount  of  new  work  it  is  continually  being  invited 
to  undertake  as  well  as  by  the  inquiries  received  from  all  parts  of  the 
world  both  with  reference  to  the  Standards  and  to  the  organisation 
itself. 

24  The  most  recent  addition  to  the  Association's  activities  is 
that  of  the  standardization  of  the  details  in  the  construction  of  ships 
and  their  machinery.  A  conference  recently  convened  at  the  instance 
of  the  Board  of  Trade,  and  representing  Government  Departments, 
shipowners,  shipbuilders  and  engineers,  classification  societies  and 
consulting  and  naval  architects,  has  unanimously  decided  to  recom- 
mend to  the  Main  Committee  the  setting  up  of  a  complete  Section 
to  deal  with  this  branch  of  engineering,  in  which,  in  common  with  all 
others,  economic  production,  fostered  by  interchangeability  of 
detailed  parts,  is  of  such  vital  importance. 

25  This  brief  account  will,  it  is  hoped,  be  sufficient  to  show  that 
throughout  the  Empire,  British  Standards  are  receiving  increased 
recognition  as  being  of  direct  utility  to  the  engineering  industry 
generally.  Standardization,  after  all,  is  no  more  and  no  less  than 
proper  coordination.  To  effect  it,  may  necessitate  the  sinking  of 
much  personal  opinion,  but,  if  its  goal,  through  wideness  of  outlook 
and  unity  of  thought  and  action,  is  the  benefit  of  the  community  as 
a  whole,  standardization  as  a  coordinated  endeavor  is  bound  in- 
creasingly to  benefit  humanity  at  large. 
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Non-Member 

In  the  foUowing  notes  the  atUhor  gives  the  r^sumi  of  the  toork  done  by  the  British 
Engineering  Standards  Association  in  connection  with  limits  and  limit  gaging,  deal- 
ing more  especially  vrith  the  case  of  screw  threads. 

Report  No,  20  of  the  Committee  on  Screw  Threads  and  Limit  Gages  gives  the 
standard  dimensions  of  the  two  series  of  screw  threads,  British  Standard  Whitworth 
and  British  Standard  Fine,  and  also  of  the  British  Association  Series, 

With  reference  to  securing  interchangeability  the  Committee  has  arrived  at  the 
conclusion  that  the  Jit  at  crest  and  root  is  in  most  cases  unimportant  and  thcU  the  de- 
menu  which  do  matter  are  the  pitch,  the  effective  diameter  and,  to  a  less  degree,  the 
angle. 

As  to  the  form  of  thread,  the  evidence  collected  showed  that,  provided  no  dose 
limits  are  placed  on  the  exact  curvature  at  crest  and  root,  the  rounded  Whitworth  form 
has  disUnct  advantages  from  the  manufacturing  standpoint.  All  tolerances  are  de- 
fined  in  terms  of  the  pitch. 

Much  attention  has  been  given  by  the  Committee  to  the  design  and  provision  of 
gages  for  the  full  and  core  diameters,  the  effective  diameter,  the  pitch,  the  angle  and 
the  radius,  SaO^actory  forms  have  been  developed  for  aU  of  these,  except  for  the 
effective  diameter,  for  which  no  simple  device  has  been  found  as  yet. 

Six  dosses  of  gages  are  recognized:  Standard  gages,  for  depositing  unth  a 
recognized  atUhority;  reference  gages,  for  use  by  manufacturers;  inspection  gages, 
to  check  the  accuracy  of  the  work;  shop  gages,  used  in  the  workshop  to  control  manu-^ 
facture;  check  gages,  for  verifying  the  accuracy  of  other  gages;  and  master  gages, 
used  only  in  the  manufacture  of,  or  for  the  purpose  of  verifying,  check  gages. 


T^HE  Secretary's  memorandum  to  be  presented  at  the  same  meet- 
^  ing  with  this  contribution  gives  a  r6sum6  of  the  general  work  of 
the  Engineering  Standards  Conunittee,  now  the  British  Engineering 
Standards  Association.  I  have  been  invited  to  write  some  brief  notes 
on  the  work  connected  with  limits  and  limit  gaging,  dealing  more 

^  Director  of  the  National  Physical  Laboratory  and  Chairman  of  the  Sub- 
Committee  on  Screw  Threads  of  the  British  Engineering  Standards  Aisociation. 
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• 

especially  with  the  case  of  screw  threads.  This  is  less  necessary  in 
consequence  of  the  admirable  manner  in  which  the  screw-thread 
problem  has  been  presented  to  The  American  Society  of  Mechanical 
Engineers  by  Mr.  Bingham  Powell;  and  again  by  Mr.  Ehrman,  whom 
we  recently  had  the  pleasure  of  welcoming  in  England,  in  his  article 
on  The  Screw  Threads'  Situation  in  Great  Britain  and  America,  re- 
cently read  before  the  Society  of  Automotive  Engineers. 

2  The  importance  of  problems  dealing  with  limits  and  gages  was 
recognized  at  an  early  date  by  the  Main  Standards  Committee,  which 
appointed  a  Committee  on  Screw  Threads  and  Limit  Gages  in 
February,  1903.  Two  years  later,  after  23  meetings  at  which  much 
hard  work  was  done,  the  Committee  issued  its  first  report.  Sir 
Frederick  Donaldson,^  Chief  Superintendent  of  Woolwich  Arsenal, 
was  Chairman,  while  Colonel  Crompton,  Mr.  Clements,  of  the  Bir- 
mingham Small  Arms  Factory,  and  Mr.  Taylor,  of  Messrs.  Taylor, 
Taylor  and  Hobson,  were  leading  members. 

THREAD  SERIES  RECOBfMENDED 

3  The  Committee  made  careful  inquiries,  studied  the  merits  of 
other  threads,  in  particular  of  the  Sellers  Thread,  and  finally  decided 
that: 

Having  regard  to  the  evidence  laid  before  the  Committee,  and  to  the  fact  that 
the  Whitworth  thread  is  in  general  use  throughout  the  country,  the  Committee 
do  not  recommend  any  departure  from  this  form  of  thread. 

4  It  appeared,  however,  that  there  was  a  very  general  demand 
for  a  series  of  screws  having  finer  pitches  than  those  of  the  Whitworth 
form,  and  this  led  to  the  introduction  of  the  British  Standard  Fine 
(B.  S.  F.)  series  of  pitches. 

5  The  report,  No.  20,  contains  tables  giving  the  standard  dimen- 
sions of  these  two  series  of  screw  threads,  B.  S.  W.  and  B.  S.  F.,  and 
also  of  the  British  Association  (B.A.)  series.  It  contains  besides 
some  definitions  of  terms  which  it  may  be  useful  to  reproduce,  since 
they  differ  somewhat  from  those  in  use  in  America. 

Tolerance.  A  difference  in  dimensions  prescribed  in  order  to  tolerate  unavoid- 
able imperfections  of  workmanship. 

AUowance,  A  difference  in  dimensions,  prescribed  in  order  to  allow  of  various 
qualities  of  fit. 

Clearance.  A  difference  in  dimensions,  or  in  the  shape  of  the  surface,  pre- 
scribed in  order  that  two  surfaces,  or  parts  of  surfaces,  may  be  dear  of  one  another. 

^  Lost  with  Lord  Kitchener  in  H.  M.  S.  Hampshire, 
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Effective  Diameter  of  a  Screw,  The  effective  diameter  of  a  screw  having  a  single 
thread  is  the  length  of  a  line  drawn  through  the  axis  and  at  right  angles  to  it, 
measured  between  the  points  where  the  line  cuts  the  slopes  of  the  thread. 

Care  Diameter.  The  core  diameter  is  twice  the  minimum  radius  of  a  screw, 
measured  at  right  angles  to  the  axis. 

FtiU  Diameter.  The  full  diameter  is  twice  the  maximum  radius  of  a  screw, 
measured  at  right  angles  to  the  axis. 

Crest,  The  crest  is  the  prominent  part  of  the  thread,  whether  of  the  male  screw 
or  of  the  female  screw. 

Root.  The  root  is  the  bottom  of  the  groove  of  the  thread,  whether  of  the  male 
screw  or  of  the  female  screw. 

Slope  of  Thread.  The  slope  of  thread  is  the  straight  part  of  the  thread  which 
connects  the  crests  and  roots. 

Angle  of  Thread.  The  angle  of  thread  is  the  angle  between  the  slopes,  measured 
in  the  axial  plane. 

Pitch.  The  pitch  is  the  distance  in  inches  measured  along  a  line  parallel  to  the 
axis  of  the  screw  between  the  point  where  it  cuts  any  thread  of  the  screw  and  the 
point  at  which  it  next  meets  the  corresponding  part  of  the  same  thread.  The 
reciprocal  of  the  pitch  measures  the  number  of  turns  per  inch  or  millimeter  as  the 
case  may  be. 

No  reference  to  tolerances  or  methods  of  gaging  is  made  in  this  report. 

INITIAL  REPORT  ON   SCREW-THREAD  TOLERANCES 

6  The  Committee  next  turned  its  attention  to  limits  for  plain 
cylindrical  work,  and  a  report  on  this  subject,  referred  to  in  more  de- 
tail later,  was  published  in  1906.  In  1907  they  issued  Report  No.  38 
on  British  Standard  Systems  for  limit  Gages  for  Screw  Threads. 
Both  of  these  reports  involved  a  long  series  of  experiments  and 
measurements,  many  of  which  were  carried  out  at  the  National 
Physical  Laboratory. 

7  The  object  of  specifying  tolerances  was  to  secure  interchange- 
ability,  and  a  little  consideration  showed  the  committee  that  the 
element  whose  error  most  seriously  affects  interchangeability  is  the 
pitch;  attention  was  drawn  to  the  fact  that  the  consequences  of  an 
error  in  pitch  manifest  themselves  not  only  in  the  direction  of  the 
axis,  but  also  at  right  angles  to  it,  and  it  was  shown  that  with  an 
angular  thread  of  angle  a  a  bolt  and  a  nut  of  t  inches  in  thickness, 
having  a  relative  difference  of  pitch  of  p  mils  per  inch,  must  have  a 
difference  of  effective  diameter  of  pt  cot  a/2  mils,  in  order  that  they 
may  go  together;  pt  clearly  measures  the  total  pitch  difference  of  the 
screw  and  nut  in  the  length  engaged,  so  that  the  importance  of  the 
pitch  error  per  length  of  engagement  was  appreciated  from  the  com- 
mencement of  the  work.  In  the  case  of  the  Whitworth  thread, 
a  =  55  deg.  and  cot  a/2  is  approximately  2,  so  that  we  have  the  rule 
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that  for  a  screw  of  faulty  pitch  to  pair  with  a  perfect  nut,  the  effective 
diameter  must  be  reduced  by  twice  the  pitch  error  per  length  of 
engagement. 

8  In  the  words  of  the  report,  the  Committee  had  before  them  two 
separate  matters  to  decide: 

a.  To  lay  down  tolerances  on  full  core  and  effective  diameters  to  cover  the 
wear  of  tools  and  unavoidable  imperfections  of  measurement,  and  to  prescribe 
minimmn  allowances  in  order  that  bolts  and  nuts  may  be  assembled  freely. 

b.  To  decide  what  errors  in  pitch  could  be  permitted  in  ordinary  practice, 
having  regard  to  the  allowances  in  effective  diameter  yhich  they  entail. 

9  The  report  contains  the  answers  to  these  questions.  Formula 
are  given  for  the  various  tolerances  and  allowances,  and  a  table  of 
values  worked  out  for  the  two  series  of  threads. 

TABLE  1    BRITISH  STANDARD  WHITWORTH  SCREW  THREADS 
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10  Table  1  gives  the  tolerances  for  bolts  of  J  in.,  i  in.,  1  in.,  2  in. 
and  3  in.  for  B.  S.  W.  threads. 

11  It  will  be  noticed  that,  except  in  the  smaller  sizes,  the  effec- 
tive-diameter tolerance  is  larger  than  that  on  the  full  diameter,  while 
in  some  cases  it  is  larger  than  that  on  the  core  diameter.  An  attempt 
was  made  to  get  a  comparatively  close  fit  at  crest  and  root,  while  less 
attention  was  paid  to  the  slopes.  The  diflSculty  of  gaging  the  effeo 
tive  diameter  had  something  to  do  with  this.  The  effect  of  error  in 
angle  was  referred  to,  but  not  considered  very  fully. 


FURTHER   INVESTIGATION   OP  TOLERANCES 

12    The  matter  remained  in  this  state  until  comparatively  re- 
cently.   After  Sir  Frederick  Donaldson's  death,  the  committees 
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were  reorganized;  a  Sectional  Committee  on  Machine  Parts,  their 
Gaging  and  Nomenclature,  was  formed  with  Colonel  Crompton  as 
Chairman;  screw  threads  are  dealt  with  by  a  Sub-Committee  on 
Screw  Threads  for  all  purposes  and  their  gaging,  and  of  this  sub- 
committee Sir  R.  Glazebrook  is  chairman. 

13  War  conditions  have  increased  enormously  the  demand  for 
interchangeable  screws,  while  the  experience  gained  has  enabled  a 
clearer  idea  to  be  formed  of  the  real  essentials  of  interchangeability 
and  of  the  difficulty  of  securing  them.  It  has  become  increasingly 
clear  that  fit  at  crest  and  root  is  in  most  cases  unimportant.  Large 
tolerances  can  be  given  on  these  dimensions;  some  authorities  think 
it  desirable  to  prescribe  actual  clearances,  i.e.,  to  formulate  such 
dimensions  that  the  bolt  and  nut  can  never  come  into  contact  at  these 
p<Hnts.  In  any  case,  it  is  agreed  that  for  the  work, — the  question  of  the 
gages  will  be  treated  separately,  —  an  adherence  to  the  exact  amount 
of  rounding  at  crest  and  root  specified  in  the  Whitworth  thread  is  not 
needed.  The  elements  which  do  matter  are  the  pitch  and  the  effective 
diameter:  i.e.,  the  lead  and  pitch  diameter,  to  use  the  American  terms, 
and  also,  to  a  less  degree,  the  angle.  The  conditions  applicable  to 
munitions,  guns,  shells,  fuses,  etc.,  are  somewhat  special,  and  for  these 
stores  the  possible  tolerances  have  to  be  fixed  in  each  individual  case; 
but  there  is  a  very  large  demand  for  bolts  and  nuts,  studs,  and  the 
like,  using  in  most  cases  the  finer  series  of  pitches,  and  experience 
soon  showed  that  the  tolerances  fixed  in  Report  38  were  too  small. 
These  various  factors  led  to  a  reconsideration  of  th&t  Report,  with  the 
result  that  Report  No.  84,  on  British  Standard  Fine  Threads  and 
their  Tolerances,  was  issued  in  June  last.  Corresponding  reports  on 
the  Standard  Whitworth  Series  Threads,  and  the  British  Association 
Threads  are  in  course  of  preparation,  and  it  is  hoped  will  appear  very 
shortly. 

FORM   OF  THREAD 

14  While  Report  No.  84  was  under  discussion,  the  question  of 
the  form  of  the  thread  was  considered  with  great  care,  and  the  com- 
mittee had  the  advantage  of  discussing  the  series  of  pitches  and  other 
points  of  importance  with  the  American  Commission  on  Standardiza- 
tion of  Aircraft  Parts,  then  in  this  country,  under  the  chairmanship 
of  Mr.  Diffin.  It  is  a  pleasure  to  acknowledge  the  help  received  from 
Mr.  Ehrman,  Mr.  Hartness,  Mr.  Manley  and  Mr.  Clarkson.  It  was 
clear  to  all  that  without  deciding  on  the  merits  of  the  case  it  was  im- 
possible under  existing  conditions  to  alter  the  B.  S.  F.  series  of  pitches, 
and  it  also  appeared  that  provided  the  pitches  were  the  same  the  5- 


874  SCBEW  THREADS  AND  LIMIT  GAGB8 

deg.  difference  in  angle  between  the  English  and  American  threads 
would  not  prevent  a  very  considerable  degree  of  interchangeability. 
This  conclusion  has  been  substantiated  by  measurements  since  made 
on  both  sides  of  the  Atlantic.^ 

15  As  to  the  form  of  thread,  the  evidence  collected  showed  that, 
provided  no  close  limits  are  placed  on  the  exact  curvature  at  crest  and 
root,  the  rounded  Whitworth  form  had  distinct  advantages  from  the 
manufacturing  standpoint.  Evidence  for  this  is  given  in  a  paper 
C.  L.  4102,  Proposed  Modification  to  Whitworth  Form  of  Thread: 
Measurements  and  Mechanical  Tests  of  Screws  Made  in  Accordance 
Therewith.  The  alteration  suggested  was  the  flattening  of  the  crests 
in  accordance  with  the  theoretical  Sellers  thread.  Further  e3q)eri^ce 
and  measurement  show  distinctly  that  in  practice  the  crests  of  Am^- 
can  threads  are  frequently  rounded,  while  it  is  agreed  on  all  sides  that 
rounding  at  the  roots  is  essential  to  strength.  Rounding  at  the  roots 
is  produced  naturally  by  the  wear  of  a  sharp-pointed  tool,  and  it 
appears  probable*  that  the  radius  selected  by  Whitworth  (radius  = 
0.137  p,  where  p  is  the  pitch),  represents  the  stable  condition  reached 
by  a  pointed  tool  after  some  slight  use.  This  point  has  been  long 
pressed  by  experienced  mechanics,  such  as  Mr.  W.  Taylor,  Mr. 
Sturdee  and  Mr.  Dumas. 

16  Much  the  same  is  true  at  the  crest;  the  difficulty  of  making  a 
die  with  sharp  comers  that  will  stand  wear  is  well  recognized. 

17  The  Committee,  therefore,  in  drawing  up  Report  84,  decided 
to  adhere  to  the  Whitworth  form,  but  without  insisting  on  the  ejowt 
curvature  at  crest  and  root  so  far  as  the  work  is  concerned.  The  case 
of  a  gage  is  different.    Their  conclusion  runs  thus: 

The  tables  do  not  specify  tolerance  on  the  form  of  the  thread  at  the  crest  and 
root,  but  it  is  not  to  be  inferred  that  the  exact  curvature  given  by  the  definition 
of  the  Whitworth  Thread  is  necessarily  to  be  adhered  to.  Fit  at  the  crest  and 
root  is  not  ordinarily  required  in  nuts  and  bolts,  and  so  long  as  the  diameters  are 
within  the  tolerances  shown  the  exact  form  of  the  curve  connecting  the  crest  or 
the  root  with  the  flank  is  immaterial,  provided  it  is  not  such  as  to  fall  outside  the 
boimdaries  of  perfect  thread  forms  defined  by  the  limits  of  diameter  given  in  the 
tables  of  tolerance.  In  the  case  of  gages  the  theoretical  form  must  be  followed 
and  attention  given  to  the  curvatures. 

1  See  Report  C.  L.  (M.)  5076,  by  the  National  Physical  Laboratory,  On  Uic 
Interchangeability  of  Conmiercial  Whitworth  and  Sellers  Bolts  and  Nuts;  also  the 
interesting  report  and  diagram,  on  the  same  subject,  dated  August  8, 1918,  to  be 
submitted  by  Mr.  Bingham  Powell  to  the  U.  S.  Congressional  Commission  to 
Standardize  Screw  Threads. 

*  See  Mr..  Bingham  Powell's  paper  on  Screw  Thread  Angles. 
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TOLERANCES  ON  FORM  OF  THREAD 

18  It  remained  then  to  consider  the  tolerances.  Experience 
had  shown,  as  ahready  stated,  that  those  given  in  Report  No.  38  were 
too  small,  while  the  measurement  at  the  National  Physical  Labora- 
tory of  bolts  and  nuts  made  in  the  ordinary  course  of  the  work,  and 
specially  of  aircraft  and  other  similar  parts,  during  recent  years,  had 
i^orded  valuable  information  upon  the  accuracy  attained  by  manu- 
facturers, as  well  as  of  that  needed  for  interchangeability. 

19  In  dealing  with  tolerances  it  is  convenient,  whenever  possible, 
to  base  them  on  a  formula  connecting  them  with  the  other  dimensions 
on  which  they  depend.  For  screw  threads  these  are  the  pitch  of  the 
screw  and  the  diameter  of  the  cylinder  on  which  it  is  cut;  for  a 
screw  of  given  form  the  depth  of  the  thread,  and  the  curvatures  at 
crest  and  root  are  all  proportional  to  the  pitch.  For  the  B.  S.  W.  or 
B.  S.  F.  series  of  bolts  and  nuts  the  pitch  is  definitely  related  to  the 
diameter,  and  it  appeared  best  to  treat  the  tolerances  as  depending 

TABLE  2    TOLERANCES  IN  TERMS  OF  PrrCH 


Full  Diameter 

Effective  Diameter 

Core  Diametei 

Bolt 

axooivp 

4X0.01VP 

2  X  0.01  y/i 

2x0.01v'p 

4  X  0.01  >/p 

j^ut 

3  X  0.01  y/p 

on  the  pitch  only.  Mr.  Sears,  Superintendent  of  the  Metrology  De- 
partment of  the  National  Physical  Laboratory,  was  able  to  show  that 
tolerances  proportional  to  Vp,  p  being  the  pitch,  agreed  very  closely 
with  those  found  to  work  well  in  practice  over  a  large  series  of  pitches, 
certainly  over  the  whole  range  covered  by  the  B.  S.  F.  and  B.  S.  W. 
series,  and  indeed  some  way  into  the  B.  A.  series.  He  showed  further 
that  the  quantity  0.01  Vp,  p  being  measured  in  inches,  was  a  con- 
venient unit  of  tolerance,  and  that  the  tolerances  suitable  for  the 
B.  S.  F.  series  were  all  given  by  some  small  multiple  of  this  quantity. 
Accordingly,  for  ordinary  work  the  Committee  has  specified  the 
tolerances  as  indicated  in  Table  2,  while  for  finer  work  a  table  of  close 
fits,  having  half  the  tolerances  of  Table  2  has  been  adopted.  These 
tolerances  are  all  negative  on  the  bolt  and  positive  on  the  nut,  so  that 
theoretically  a  bolt,  if  within  the  tolerances,  should  always  pair  with 
the  corresponding  nut,  even  if  in  the  table  of  dimensions  the  maxi- 
mum dimensions  of  the  bolt  are  the  same  as  the  minimum  dimensions 
of  the  nut,  the  dividing  line  being  the  theoretical  form.    But  it  is  not 
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possible  to  secure  this  in  all  cases.  The  gages  used  to  test  the  work 
have  their  own  tolerances,  and  are  also  subject  to  wear.  To  over- 
come these  difficulties;  an  allowance  of  2  mils  is  specified  everywhere 
between  the  largest  bolt  and  the  smallest  nut. 

20  It  seems  probable  that  in  the  case  of  the  close  fits  at  any  rate 
this  will  need  reconsideration;  for  many  purposes  it  is  more  important 
to  secure  a  tight  fit  than  to  have  complete  interchangeability  among 
a  large  series  of  bolts  and  nuts;  and,  with  the  figures  given  in  the  table, 
when  the  maximum  nut  is  paired  with  the  minimum  bolt,  and  the 
pitches  and  angles  of  the  two  happen  to  be  identical,  the  fit  will  be  a 
slack  one. 

TOLERANCES   IN  PITCH  AND  ANGLE 

21  It  will  be  noted  that  the  tables  do  not  specify  tolerances  in 
pitch  and  angle;  it  has  been  pointed  out  already  that  in  the  case  of  a 
bolt  an  error  in  pitch  can  be  compensated  by  a  reduction  of  effective 
diameter  of  approximately  twice  the  total  pitch  error;  an  error  in 
angle  can  be  compensated  in  the  same  manner.  The  necessary  for- 
muke  are  given  in  Report  84,  Appendix  ii.  It  is  a  necessary  con- 
dition for  a  bolt,  then,  that  the  total  reduction  in  effective  diameter 
required  to  compensate  the  errors  of  pitch  and  angle  must  never 
exceed  the  permissible  tolerance  on  effective  diameter;  a  similar  con- 
dition holds  for  a  nut. 

22  A  simple  graphical  method  for  calculating  the  effective 
diameter  equivalents  of  the  pitch  and  angle  errors  has  been  devised 
by  Captain  Bishop,  and  is  explained  in  the  report,  while  a  simple 
mechanism  for  applying  Captain  Bishop's  method  has  been  developed 
at  the  National  Physical  Laboratory.  Denoting  by  z  the  effective 
diameter  error,  y  and  z  the  effective-diameter  equivalents  of  the  pitch 
and  angle  errors,  Captain  Bishop  introduced  the  term  Grade  to  de- 
note X  +  y  +  z,  the  sum  of  these  three;  it  will  be  found  to  measure 
the  difference  in  diameter  between  the  standard  nut  and  a  bolt  of 
standard  form  which  would  just  pair  with  a  nut  of  the  same  dimen- 
sions as  the  bolt  in  question.  The  play,  meaning  thereby  the  lateral 
shake  between  the  given  bolt  and  a  standard  nut,  is  measured  by 
^  —  (y  +  ^)'  For  some  purposes  it  is  found  convenient  to  specify 
screws  by  their  grade  and  play.  The  grade  indicates  in  a  general 
way  the  difference  between  the  bolt  and  the  standard;  the  play  gives 
a  measure  of  the  slackness  of  fit.  For  further  details  in  regard  to 
these  terms,  reference  should  be  made  to  Report  No.  84. 

23  It  has  been  pointed  out  already  that  the  pitch  error  with 
which  we  are  concerned  is  not  the  error  per  pitch  or  per  unit  length, 
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but  the  total  error  in  the  length  of  thread  engaged;  the  error  per  pitch 
which  is  permissible  then  will  depend  on  the  number  of  threads  en- 
gaged, and  the  manufacturer  who  desires  to  know  whether  a  tool 
cutting  threads  with  some  definite  errors  per  pitch  will  cut  a  screw 
up  to  the  specification,  requires  also  to  know  the  length  of  thread 
engaged.  This  point  has  been  well  brought  out  by  Mr.  Green,  of  the 
Coventry  Repetition  Co.,  and  the  Committee  are  now  engaged  on  a 
series  of  Tables  intended  to  supply  the  necessary  information.^  The 
Tables  will  give  the  corrections  to  effective  diameter  required  to 
compensate  pitch  and  angle  error. 

STRESSES   IN   SCREW  THREADS 

24  Before  leaving  the  consideration  of  the  form  and  dimensions 
of  screw  threads,  reference  should  be  made  to  Mr.  Rowland  and  Mr. 
Taylor's  work,  using  Professor  Coker's  polarized-light  method,  on 
the  stresses  in  threads  of  various  forms.  Strips  of  thin  celluloid  are 
cut  to  represent  axial  sections  of  a  bolt  and  nut;  these  are  placed  to- 
gether between  crossed  Nicols  in  a  parallel  beam  of  polarized  light, 
and  the  colored  patches  shown,  when  they  are  stressed,  give  in  a 
general  way  an  indication  of  the  distribution  of  the  stresses.  They 
show,  as  would  be  anticipated,  the  deleterious  effect  of  a  sharp  angle 
at  the  root,  and  indeed  generally  that  the  distribution  of  stress  is 
improved  by  increasing  the  angle  of  the  thread,  but  it  has  not  been 
possible  as  yet  to  get  actual  numerical  results. 

25  Professor  Dalby  has  made  a  series  of  measurements  of  the 
strength  of  bolts  of  various  forms,  C.  L.  3981.  The  general  result 
appears  to  be  that  for  a  given  angle  the  form  of  thread  has  no  in- 
fluence on  the  strength  unless  the  root  is  sharpened  when  the  strength 
is  decreased.  For  forms  of  normal  shape  the  60  deg.  angle  is  slightly, 
possibly  10  per  cent,  stronger  than  the  55  deg.,  but  the  amount  is 
hardly  suflScient  to  give  a  precise  value  without  more  work. 

26  Reference  should  also  be  made  to  Mr.  Stromeyer's  theoretical 
work,  summed  up  in  a  recent  paper  read  before  the  Institution  of 
Naval  Architects,  Stress  Distribution  in  Bolts  and  Nuts.* 

27  An  admirable  account  of  much  of  this  recent  work  has  been 
given  by  Mr.  Bingham  Powell  in  his  Summary  of  Reports  presented 
to  the  Screw  Threads  Committee  of  the  British  Engineering  Standards 
Association. 

1  See  Report  C.  L.  (M)  6174. 

*  Tran.  Inst.  Naval  Architects,  Vol.  60,  1918. 
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QAGES  AND  GAGING 

28  We  come  now  to  the  question  of  gages  and  gaging;  its  im- 
portance and  its  diflSculty  have  been  before  the  Committee  afanost 
since  its  inception  and  the  principles  on  which  it  depends  have  been 
often  stated,  by  no  one  more  clearly  than  by  Mr.  Wm.  Taylor. 

29  The  gaging  of  plain  cylindrical  surfaces  is  a  simple  matter; 
to  gage  a  ring  a  go  and  a  noi^o  plug  suffice;  for  a  shaft  we  need  either 
go  and  not-go  rings,  or  go  and  not-go  snap  gages.  But  for  a  compli- 
cated form  like  that  of  a  screw,  the  matter  is  far  from  simple;  the 
screw  is  made  up  of  many  elements,  and  each  needs  separate  con- 
sideration. A  little  investigation  shows,  however,  that  for  exact 
work  the  go  gage  must  gage  all  the  elements  simultaneously,  while 
each  element  requires  a  separate  not-go  gage.  Thus,  for  a  screw  we 
have  as  elements:  Full  diameter,  core  diameter,  effective  diameter, 
pitch,  angle  of  thread,  radius  at  crest,  and  radius  at  root;  seven  in  all. 

30  In  symmetrical  threads  like  the  Whitworth  the  two  last  ele- 
ments are  the  same.    The  go  gage  insures  that  the  work  nowhere 
oversteps  the  theoretical  boundary;  the  not-go  gages  confine  the 
tolerances  on  the  various  elements  within  the  specified  values.    If 
interchangeability  alone  is  to  be  gaged,  and  a  more  exact  knowledge 
of  the  errors  of  the  various  elements  is  not  required,  the  not-go  gages 
can  usually  be  reduced  to  the  three  first.    The  form  at  root  and  crest 
is  immaterial,  provided  the  full  and  core  diameters  are  not  too  greatly 
reduced,  the  go  gage  insures  that  the  standard  boundary  is  nowher 
overstepped.    The  go  gage  also  insures  that  the  reduction  in  effectiv 
diameter  has  been  sufficient  to  compensate  the  errors,  if  any,  in  pitc 
and  angle,  while  the  not-go  effective  diameter  gage  provides  that  th 
effective  diameter  is  not  less  than  is  tolerated  in  the  tables.     Thus, 
complete  go  gage  and  three  not-go  diameter  gages  are  needed. 

31  Much  attention  has  been  given  by  the  Committee  to  th 
design  and  provision  of  these  gages,  and  Report  No.  38  describes  th 
system  proposed  by  Mr.  Taylor.    It  is  easy  to  provide  gages  for  th 
full  and  core  diameters:  in  the  case  of  plugs  a  simple  ring,  or  a  sui 
able  snap  gage,  suffices;  for  nuts  a  plain  cylindrical  plug  gages  th 
core  diameter;  the  full  diameter  is  tested  by  a  screw  gage  having  on^ 
or  two  turns,  with  a  very  thin  thread  arranged  to  bear  on  the  ful-/ 
diameter  only.    The  effective  diameter  of  a  nut  can  be  gaged  by  n 
screw  plug  of  one  or  two  turns,  cleared  at  the  roots,  and  with  the 
crests  ground  off  so  as  to  bear  only  on  the  slopes  of  the  threads;  while 
for  the  effective  diameter  of  a  plug  a  ring  gage  bearing  on  the  slopes 
only,  or  a  three-point  gage  similar  to  Mr.  Taylor's  design  is  available 
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32  A  design  of  effective-diaineter  gage  which  is  satisfactory  and 
not  too  complicated  has  not,  however,  been  found  as  yet,  and  the 
Committee  are  still  giving  the  matter  careful  consideration.  One  of 
the  difficulties  is  that  of  inserting  the  gage;  an  incorrect  thread  on  a 
piece  of  work  may  be  burred  or  contracted  at  the  end  at  which  the 
gage  enters;  it  rejects  the  gage  and  is  apparently  correct,  whereas, 
had  the  gage  passed  the  obstruction  it  would  easily  also  pass  the  whole 
of  the  rest  of  the  screw,  which  should  therefore  fail.  To  overcome 
this,  various  forms  of  expanding  gages  are  under  trial  at  present. 
The  fact  that  it  is  necessary  for  the  go  gage  to  be  complete  in  all  its 
elements  adds  greatly  to  the  difficulty  of  making  gages. 

33  It  is  sometimes  suggested  that  in  the  case  of  a  ring  gage  used 
for  bolts  it  is  sufficient  to  clear  the  gage  at  the  roots  of  the  thread,  and 
check  the  full  diameter  of  the  work  with  an  ordinary  ring  gage.  In 
the  case  of  the.Whitworth  thread  with  rounded  crests  this  is  inad- 
missible for  two  reasons:  (1)  There  is  no  security  that  the  work  in  the 
neighborhood  of  the  crest  does  not  overstep  the  theoretical  shape,  and 
in  this  case  it  would  not  enter  a  nut  of  correct  dimensions,  and  (2) 
There  is  no  means  of  determining  the  concentricity  of  the  various 
parts  of  the  thread. 

34  In  the  case  of  a  flat-topped  thread,  the  first  difficulty  does  not 
occur;  provided  the  parts  of  the  thread  are  concentric  the  two  gages 
give  the  necessary  boundary  exactly,  but  the  second  difficulty  still 
holds.  Concentricity  can  only  be  tested  by  a  gage  of  complete  form, 
and  the  construction  of  such  a  ring  gage  with  flat  roots  is  more  diffi- 
cult than  that  of  one  with  the  roots  rounded  to  the  Whitworth  curva- 
ture. Difficulties  were  found  during  the  early  stages  of  our  work  in 
obtaining  gages  sufficiently  accurate  in  this  respect;  it  is  remarkable 
how  well  they  have  been  surmounted  by  .many  makers,  who  now 
turn  out  most  satisfactory  hardened  ring  gages  of  high  accuracy. 

35  English  makers  who  have  tried  to  make  flat-topped  screws 
have  in  several  cases  found  themselves  up  against  the  difficulty  of 
securing  concentricity  when  using  a  die  with  the  roots  cleared,  trust- 
ing to  the  original  surface  of  the  cylindrical  bar  to  form  the  outer 
surface  of  the  screw.^ 

36  Methods  of  gaging  such  as  have  been  described  are  practicable 
enough  when  dealing  with  a  limited  amount  of  work;  they  become 
tedious,  and  so  far  as  effective  diameter  is  concerned  not  very  satis- 
factory when  dealing  with  masses  of  stores  as  in  munitions  work  or 
the  ordinary  commercial  supply  of  nuts  and  bolts.    For  bolts  a 

>  Sec  Report  C.  L.  (M.)  5076. 
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method  of  gaging  by  projecting  the  ima^e  of  the  work  on  to  a  screen 
carrying  an  accurate  magnified  drawing  of  the  screw  under  test  has 
proved  rapid  and  effective  and  apparatus  for  this  is  in  use  in  many 
factories. 

37  Another  method  consists  in  keeping  a  careful  watch  on  the 
tools  employed,  being  assured  that  so  long  as  they  remain  correct 
within  certain  limits  the  work  they  turn  out  will  come  up  to  specifi- 
cation. Most  valuable  work  in  this  direction  is  being  done  by  one  of 
the  sub-committees,  the  Panel  on  Taps,  of  which  Col.  Crompton  is 
Chairman.  The  panel  is  investigating  the  methods  of  measuring 
taps,  the  conditions  that  connect  the  size  of  a  tap  and  that  of  the  bole 
it  taps,  the  limits  within  which  taps  must  lie  in  order  to  give  specified 
results  and  the  like,  and  in  due  time  the  result  of  the  work  wiQ  be 
available.    The  panel  will  also  deal  with  dies  and  chasers. 

TOLERANCES  ON  GAGES 

38  Another  series  of  questions  is  raised  by  the  consideration  oi 
the  tolerances  to  be  allowed  on  gages;  as  a  rough  rule  we  expect  the^< 
to  be  from  i  to  iV  of  the  tolerances  on  the  work.  Their  sign,  ho^ 
ever,  depends  on  the  purpose  for  which  the  gage  is  required. 

39  In  Report  84  six  classes  of  gages  are  recognized,  defined 
follows: 

Standard  Gages,  A  standard  gage  is  a  gage  made  as  accurlitely  as  possible  "t^o 
its  nominal  dimensions  and  suitable  for  depositing  with  some  recognized  authom^y 
such  as  the  Board  of  Trade  or  the  National  Physical  Laboratory  for  purposes  of 
ultimate  reference. 

Reference  Gages.  A  reference  gage  is  similar  to  a  standard  gage,  but  is  mJi- 
tended  for  use  by  manufacturers  or  others.  Reference  gages  shall  be  verifi^^f 
and  their  accuracy  certified,  by  the  National  Physical  Laboratory. 

Inspection  Gages,  Gages  used  by  inspectors  to  check  ^e  accuracy  of  '^J^e 
work  and  determine  if  it  is  within  the  limits  laid  down.  They  shall  be  verifi^ 
and  their  accuracy  certified  by  the  National  Physical  Laboratory. 

Shop  Gages.    Gages  used  in  the  workshop  to  control  manufacture  and  verifi^ 
from  time  to  time  either  by  comparison  with  reference  gages,  or  by  the  use  of 
suitable  check  gages.    Alternatively,  they  may,  if  desired,  be  sent  to  the  Natioiu/ 
Physical  Laboratory  for  verification.^ 

The  tolerances  allowed  on  inspection  gages  should  be  such  that  all  work  be- 
tween the  limits  of  size  specified  will  be  accepted.  This  is  insured  by  giving  a 
plus  tolerance  to  the  high  inspection  gage  and  a  minus  tolerance  to  the  low. 

^  The  work  is  usually  specified  as  lying  between  certain  definite  limits  of  aiie, 
and  the  various  types  of  gages  destined  to  insure  this  (Standard,  Reference,  In- 
spection or  Shop  Gages)  usually  take  the  form  of  Ldmii  Gages.  The  go  limit  gage 
should  control  all  elements  of  the  work  simultaneously.  The  m^rgo  limit  gages 
should  be  confined  in  their  application  to  one  element  at  a  time. 
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The  tolerances  on  shop  gages  should  be  such  that  all  work  passed  by  them  is 
necessarily  between  the  specified  limits  of  size.  To  secure  this  the  tolerances  on 
the  high  shop  gages  must  be  minus  and  that  on  the  low  shop  gage  must  be  plus. 

The  tolerances  on  standard  and  reference  gages  are  of  the  same  sign  as  those 
on  inspection  gages,  but  are  kept  as  small  as  possible  in  magnitude. 

Check  Oagea,  Gages  used  for  verifying  the  accuracy  of  other  gages.  Gener- 
ally speaking  they  are  of  opposite  form  to  the  gages  they  are  intended  to  verify, 
e.g.,  the  check  for  a  ring  gage  is  a  plug,  and  vice  versa.  Check  gages  may  be 
urther  subdivided  into  standard  check  gages  and  shop  check  gages,  following  the 
definitions  given  above. 

Master  Oagee,  Gages  used  only  in  the  manufacture  of,  or  for  the  purpose  of 
/erifying,  check  gages.  They  are  again  of  opposite  kind  to  the  check  gages,  and 
in  some  cases  standard  or  reference  gages  will  serve  as  master  gages.  More 
frequently,  however,  master  gages,  when  required,  have  to  be  specially  designed. 

40  Inspection  gages  are  used  to  see  that  the  work  when  finished 
does  not  fall  outside  the  dimensions  allowed  by  the  drawings.  Shop 
gages  are  employed  in  the  workshop  to  secure  that  the  finished  product 
shall  pass  the  inspection  gages. 

41  Now  it  is  a  fundamental  rule  with  us  that  the  contractor  shall 
have  the  full  benefit  of  all  the  tolerance  allowed  by  the  specification; 
no  work  falling  within  the  limits  is  to  be  rejected.  Thus,  if  the  limits 
for  a  shaft  be  1.995  in.  and  2  in.  the  ring  gage  used  to  pass  the  shaft 
must  in  no  case  be  less  than  2  in.,  the  tolerance  on  this  gage  must  be 
positive;  it  may  be,  say,  between  2  in.  and  2.0005  in. 

42  Thus  as  stated  above  the  tolerances  on  all  high  inspection 
gages  are  positive,  those  on  low  inspection  gages  are  negative.  But 
the  manufacturer  is  anxious  that  all  his  work  shall  pass,  he  wishes  to 
secure  that  his  shaft  is  really  between  1.995  in.  and  2.00  in.;  he  re- 
quires therefore  that  the  gage  he  uses  to  check  its  manufacture,  his 
shop  gage,  shall  be  less  than  2  in.  How  much  less  will  depend  on  the 
amount  he  thinks  he  can  safely  spare  from  the  tolerance  on  the  work 
without  adding  unduly  to  the  difficulties  of  manufacture;  the  toler- 
ance on  his  high  shop  gage  will  be  negative,  its  diameter  may  lie  be- 
tween 1.9995  in.  and  2.000  in. ;  probably  he  would  allow  rather  greater 
limits  to  permit  of  wear,  but  in  any  case  the  tolerance  on  the  high 
shop  gage  is  negative,  that  on  the  low  shop  gage  is  positive. 

TESTING  AND  BiEABUBING  GAGES 

43  The  demand  for  munitions  gages  has  led  during  the  past  few 
years  to  an  important  development  of  the  methods  of  testing  and 
measuring  gages. 

44  Until  recently  gages  of  all  kinds  have  been  dealt  with  at  the 
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National  Physical  Laboratory  at  the  rate  of  about  10,000  a  week;  at 
present  over  2000  screw  gages  are  being  tested  weekly. 

45  To  describe  fully  the  methods  employed  in  this  work  would 
need  another  paper.  They  are  dealt  with  in  a  pamphlet  note  on 
Screw  Gages  prepared  by  the  Staff  of  the  Laboratory. 

46  Machines  have  been  devised  at  the  Laboratory  for  the  rapid 
performance  of  the  measurements  required.  In  the  case  of  a  plug 
gage  the  diameters  and  pitch  are  all  measured  in  suitable  machines, 
the  form  of  the  thread  is  examined  in  a  projection  apparatus  and  the 
concentricity  is  tested  by  the  use  of  a  complete  ring  gage. 

47  For  a  ring  gage  the  diameters  are  checked  by  suitable  go  and 
not-go  gages,  the  pitch  is  measured  and  the  form  is  verified  by  taking 
a  cast  and  examining  it  in  the  projection  apparatus.  A  large  staff, 
mostly  of  ladies,  has  been  trained  to  carry  out  this  work  expeditiously 
and  rapidly. 

MISCELLANEOUS  REPORTS 

48  A  very  brief  reference  to  X)ther  work  on  screws  must  suffice. 
Report  No.  21  issued  first  in  1905  and  since  revised  deals  with  pipe 
threads.  These  were  the  subject  of  various  international  conferences, 
and  at  a  conference  held  in  Paris  in  the  Autumn  of  1913  agreement 
was  reached  on  a  number  of  fundamental  points  and  it  was  then  hoped 
to  issue  shortly  a  report  dealing  with  pipe  threads  on  an  international 
basis.  This  still  remains  to  be  done.  Other  reports  have  dealt  with 
high-pressure  copper  tubing  with  screws  for  automobile  use  with 
spanners,  sizes  of  nuts  and  bolt  heads  and  the  like,  while  a  memoran- 
dum dealing  with  metric  threads  for  aircraft  purposes  has  recently 
appeared. 

49  A  list  of  the  principal  reports  and  papers  is  given  at  the  end 
of  Report  84  or  in  the  Memorandum  regarding  the  scope  and  purpose 
of  the  proposed  Anglo-American  Conference  on  Screw  Threads,  copies 
of  which  have  been  sent  to  The  American  Society  of  Mechanical 
Engineers. 

50  One  other  matter  of  great  importance  has  been  raised  lately, 
the  question  of  threads  for  designed  parts  and  their  tolerances,  and 
some  progress  has  been  made  in  considering  this. 

51  Mr.  Remington  has  also  raised  the  question  of  a  reduction 
in  the  number  of  pitches  in  use  with  a  view  to  the  simplification  of 
tools  and  gages.  His  paper  on  this  subject,  C.  L.  (M.)  3866  will  be 
found  most  instructive.  The  matter  is  still  under  consideration  by 
the  Committee  and  on  this  point  suggestions  are  desired. 
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52  I  have  dealt  up  to  the  preseiit  with  the  work  on  screws;  the 
original  reference  to  the  Committee  included  limit  gages  for  cylindri- 
cal work  and  some  account  of  this  seems  called  for. 

ALLOWANCES  FOR  RUNNING   PITS 

53  The  Committee  when  commencing  the  investigation  found 
that  there  was  practically  no  information  as  to  the*  accuracy  with 
which  work  made  to  drawings  was  being  executed  in  the  country. 
Some  evidence  was  obtained  by  the  issue  of  a  questionnaire  to  manu- 
facturers and  others  and  at  conferences  called  to  consider  the  question. 
(It  has  throughout  been  the  practice  of  the  Committee  to  call  into 
consultation  representative  manufacturers  whenever  possible.)  The 
opinions  received  were  conflicting  in  many  respects  and  it  was  decided 
therefore  to  undertake  an  experimental  investigation  into  the  errors 
of  workmanship  actually  occurring.  This  task  was  entrusted  to  the 
National  Physical  Laboratory  and  by  the  courtesy  of  some  ten  or 
twelve  leading  manufacturers,  Mr.  Attwell  of  the  Metrology  De- 
partment visited  their  works  and  made  measurements  of  plain  cylin- 
drical shafts  and  holes  from  2  in.  to  12  in.  in  diameter.  The  results 
of  these  measurements  are  contained  in  the  valuable  Tables  and 
Diagrams  of  Report  No.  25,  Report  on  Errors  in  Workmanship  based 
on  measurements  carried  out  for  the  Committee  by  the  National 
Physical  Laboratory.  This  work  permitted  the  Committee  to  draw 
up  Relport  No.  27  on  British  Standard  Systems  for  Limit  Gages  (run- 
oing  fits)  issued  in  June,  1906. 

54  Report  No.  25  enabled  the  Committee  to  plot  the  difference 
in  dimensions  actually  occurring  in  various  grades  of  work  and  it  was 
found  that  these  fell  in  fairly  well  with  ai  system  in  which  the  vari- 
Dus  differences  of  dimension  when  plotted  against  the  diameter  lay 
approximately  on  a  kind  of  parabolic  curve.  It  remained  to  appor- 
tion these  differences  between  the  shaft  and  the  hole  and  to  settle  the 
stUowances  required  for  various  qualities  of  fit  and  the  tolerances 
permissible  in  various  classes  of  work. 

55  It  was  agreed  to  treat  the  nominal  dimension  as  the  dividing 
ine  between  the  hole  and  the  shaft  but  there  was  much  difference  of 
opinion  on  the  question  whether  the  hole  or  the  shaft  should  be  the 
dement  most  nearly  approaching  that  dimension,  i.e.,  whether  to 
9«rork  on  a  shaft  basis  in  which  the  maximum  size  of  the  shaft  is  the 
lominal  dimension  with  a  negative  tolerance,  all  allowances  being  on 
)he  hole,  or  vice  versa  on  a  hole  basis  in  which  the  allowances  are  on 
;he  shfift.    The  report  was  drawn  up  on  the  shaft  basis.    The  maxi- 
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mum  shaft  has  the  nominal  dimensions,  the  tolerances  corresponding 
to  three  classes  of  work  are  all  n^ative.  The  dimensions  of  the  hole 
vary  with  the  class  of  work  and  kind  of  fit  required,  the  minimum  hole 
wUl  be  of  nominal  dimensions  +  an  allowance;  the  tolerance  on  this 
latter  is  positive  so  that  the  diameter  of  the  maximum  hole  is  equal 
to  the  nominal  dimension  +  allowance  +  tolerance. 

56  It  was  found  possible  to  arrange  the  limits  in  such  a  way  that 
the  allowance  for  second-class  work  is  the  sum  of  the  allowance  and 
tolerance  for  first-class  so  that  the  diameters  of  the  TninimiiTn  hole 
second-class  work  and  the  maximum  hole  first-class  work  are  identical. 
In  this  way  it  was  hoped  to  reduce  the  number  of  gages  required.  It 
is  also  pointed  out  that  the  system  can  be  reversed,  the  hole  being 
made  the  basis  and  the  allowances  being  made  on  the  shafts.  The 
tolerances  tabulated  apply  onily  to  running  fits.  The  system  has  not 
made  much  progress,  partly,  it  would  appear,  because  in  present  cir- 
cumstances it  is  preferable  to  make  the  hole  the  basis,  partly  perhaps 
because  a  system  is  required  which  will  include  push,  fits  and  force 
fits. 

57  The  matter  has  been  taken  up  again  recently;  there  are 
various  systems  already  in  use  in  England  and  the  Continent.  These 
are  being  compared  and  important  memoranda  have  been  drawn  up 
by  Mr.  Hedley  Thomson,  Mr.  Dumas  and  others;  these  are  now  under 
the  consideration  of  the  Committee. 

58  It  has  been  practically  agreed,  though  no  formal  decision  has 
yet  been  registered,  to  work  to  the  hole  basis;  the  facts  that  thereby 
the  stock  of  reamers,  etc.,  required  is  reduced  and  that  shafts  can  be 
readily  ground  with  high  accuracy  seem  conclusive  on  this  pcrint, 
while  no  great  difference  of  opinion  is  likely  to  occur  in  the  majority 
of  cases  with  regard  to  the  values  of  the  tolerance  and  allowances  de- 
sirable; the  various  existing  systems  agree  fairly  well  as  to  these  and 
experience  is  decisive.  It  appears  that  for  running  fits  the  figures  of 
Report  No.  27  are  fairly  correct. 

59  The  main  contention  centers  on  the  question  whether  to 
treat  the  nominal  dimension  as  the  minimum  diameter  of  the  hole  or  as 
its  mean  diameter.  In  the  first  case  the  nominal  dimension  would 
constitute  the  boundary  between  shaft  and  hole  as  in  Report  No.  27; 
all  the  tolerances  on  the  hole  would  be  positive,  while  in  the  seooiid 
case  the  tolerances  on  the  hole  would  be  equally  positive  and  negiitive 
the  hole  limits  being 

Nominal  dimension  +  ^  total  tolerance 
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and 

Nominal  dimension  —  i  total  tolerance 

or  possibly  the  total  tolerance  might  be  divided  unequally  into  positive 
and  negative  parts.  The  discussion  on  this  question  is  both  interest- 
ing and  important  and  contributions  to  it  will  be  most  carefully  con- 
sidered. 

IN   CONCLUSION 

60  Such  in  brief  outline  has  been  the  work  of  our  Committee  for 
the  past  15  years.  I  may  claim,  I  think,  that  it  has  advanced  in  no 
small  measure  our  knowledge  of  limit  gaging.  Many,  alas,  of  those 
who  shared  in  it  at  the  beginning  are  no  more.  The  names  of  our 
first  Chairman,  Sir  Frederick  Donaldson  and  our  Secretary,  Mr, 
Leslie  Robertson  will  occur  to  all.  To  these  must  be  added  those  of 
Mr.  Clements,  Sir  Wm.  Preece,  Mr.  Le  Neve  Foster,  Mr.  Henry  Lea 
and  others.  To  Mr.  Leslie  Robertson  a  great  debt  is  due;  his  energy 
maintained  the  work,  his  tact  smoothed  many  difficulties  and  his 
knowledge  of  engineering  questioi^  and  engineers  was  of  the  utmost 
value.  In  Mr.  le  Maistre  we  have  a  worthy  successor.  Sir  Frederick 
Donaldson  was  an  ideal  Chairman;  keen  and  interested,  with  great 
knowledge  and  insight,  a  man  of  strong  views  but  absolutely  just  and 
fair,  anxious  that  everyone  should  have  his  say,  that  no  decision 
should  be  taken  without  the  fullest  consideration,  determined  that 
the  real  wishes  of  the  Committee  should  be  clearly  set  out  before  any 
final  conclusion  was  reached  and  that  that  conclusion  should  be 
definitely  stated. 

61  And  if  much  has  been  done,  there  remains  much  to  do  in 
which  we  look  for  the  cooperation  of  our  American  colleagues;  the 
differences  in  practice,  —  it  is  too  late  to  discuss  them  now,  —  though 
marked,  are  not,  I  trust,  irreconcilable  and  it  is  to  be  hoped  that  the 
proposed  Anglo-American  Conference  may  solve  the  more  important 
of  these  before  the  Committee  of  Congress,  recently  appointed  to  deal 
with  the  matter,  makes  its  final  report. 

62  My  services  are  at  their  disposal  for  this  object. 

63  Further  information  on  the  points  dealt  with  will  be  found 
in  the  Memorandum  regarding  the  scope  and  object  of  the  proposed 
Anglo-American  Conference  on  Screw  Threads  in  Mr.  Ehrman's  paper 
on  The  Screw  Threads  Situation,  already  mentioned,  and  in  many  of 
Mr.  Bingham  Powell's  communications. 
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APPENDIX 

LIST  OF  REPORTS  RECEIVED  FROM  THE  BRITISH  ENGINEERING 

STANDARDS   ASSOCIATION 

m 

BY   SUB-COMMTITEE   ON   SCREW  THBEADS 

No.  20  (Revised  Feb.  1913)  Report  on  British  Standard  Screw  Threads, 
February  1913. 

No.  25    Report  on  Errors  in  Workmanship,  July  1906. 

No.  27  Report  on  British  Standard  Systems  for  Limit  Gages  (Running  Fits), 
June  1906. 

No.  28  (Revised  Nov.  1908)  Report  on  British  Standard  Nuts,  Bolt  Heads 
and  Spanners,  November  1908. 

No.  54  Report  on  British  Standard  Threads,  Nuts  and  Bolt  Heads  for  Use 
in  Automobile  Construction,  March  1911. 

No.  61  British  Standard  Specification  for  Copper  Tubes  and  Their  Screw 
Threads,  April  1913. 

C.  L.  3866  Copy  of  letter  from  Mr.  Remington  re  Complete  Standardization 
of  Pitch  in  Relation  to  Diameter  of  Screw|Threads,  October  27,  1917. 

C.  L.  4102  Proposed  Modification  to  Whitworth  Form  of  Thread,  Measure- 
ments and  Mechanical  Tests  of  Screw  Threads  Made  in  Accordance  Therewith, 
January  1,  1918. 

C.  L.  (M)  5076  Report  of  National  Physical  Laboratory  on  Interchange- 
ability  of  Conmiercial  Whitworth  and  Sellers  Bolts  and  Nuts,  J\me  19,  1918. 

C.  L.  5174  Tables  Giving  Corrections  to  Effective  Diameter  Required  to 
Compensate  for  Pitch  and  Angle  Error,  July  3,  1918. 

C.  L.  (M)  5758  Notes  on  Gaging  of  British  Association  Screws  (extract  from 
C.  L.  2130),  October  4,  1918. 

C.  L.  (M)  5759  Notes  on  Tolerances  for  B.  A.,  B.  S.  W.,  and  B.  S.  F.  Screw 
Threads  (Extract  from  C.  L.  3786),  October  4,  1918. 

C.  L.  3750  Interim  Memorandum  on  French  Metric  Screw  Threads  for  Air- 
craft Purposes,  August  1917. 

No.  84,  1918  Report  on  British  Standard  Fine  (B.  S.  F.)  Screw  Threads  and 
Their  Tolerances,  June  1918. 

C.  L.  (M)  5351  Memorandum  regarding  scope  and  object  of  proposed  Anglo- 
American  Conferences  on  Screw  Threads,  July  1918. 

C.  L.  (M)  5756    Memorandum  Strength  of  Screw  Threads,  October  1918. 

BY  INSTITUTION   OF  NAVAL   ARCHITECTS 

C.  L.  (M)  4536    Stress  Distribution  in  Bolts  and  Nuts,  by  C.  E.  Stromeyer, 
March  21,  1918. 

BY   NATIONAL   PHYSICAL   LABORATORY 

Notes  on  Screw  Gages  by  the  Staflf  of  the  Gage  Testing  Department,  enlarged 
issue  11,  November  1917. 


DISCUSSION  887 


DISCUSSION 

H.  Bingham  Powell.^  The  Anglo-American  Conference  on 
screw  threads  held  in  Loudon  early  in  the  year  was  not  able  to  arrive 
at  final  decisions,  but  useful  work  was  done.  In  concluding  the  pro- 
ceedings, it  was  agreed  that  the  principal  reports  of  the  members  of 
Sub-Committee  on  Screw  Threads  of  the  British  Engineering  Stand- 
ards Association  should  be  published  in  a  summarized  form  in  the 
United  States  —  to  present  the  views  held  in  England  on  the  ad- 
vantages and  objections  to  the  angles,  forms,  pitches,  etc.,  of  the 
various  thread  systems  in  use. 

I  was  charged  by  the  committee  to  do  this  work  and  have  pre- 
sented the  summary,  together  with  some  writings  of  my  own  on 
the  subject,  to  the  Standards  Committee  of  your  Society,  and  to 
the  National  Committee  on  Screw  Threads. 

The  ideas  held  in  England  may  be  briefly  presented  as  follows: 
The  British  Standard  Fine  series  of  threads  is  becoming  very  popular 
for  ordinary  engineering  work.  It  has  long  been  felt  th^t  the  British' 
Standard  Whitworth  Series  and  the  United  Standard  Series  —  which 
are  identical  except  for  one  size,  ^-in.  diameter  —  are  too  coarse  for 
ordinary  work;  that  is,  contain  too  few  threads  per  inch  of  length. 
On- the  other  hand,  they  claim  that  the  American  Society  of  Auto- 
mobile Engineers'  series  is  unnecessarily  fine  for  ordinary  purposes. 

The  British  Standard  Fine  series  is  almost  mathematically  a 
mean  in  coarseness  to  these  mentioned,  and  so  would  seem  to  meet 
all  common  requirements. 

It  is  most  desirable,  in  many  ways,  that  an  international  screw 
sjrstem  should  be  adopted;  and  the  feeling  in  England  is  that  if  we 
can  agree  in  the  matter  of  pitches,  the  form  and  angle  of  the  thread 
can  be  allowed  to  take  care  of  themselves;  at  least  for  the  time  being. 

Although  the  form  of  the  United  States  Standard  thread  looks 
so  different  on  paper  from  the  Whitworth  form,  in  practice  there 
is  not  much  difference.  The  square  top  and  bottom  of  the  United 
States  Standard  are  hardly  ever  found  in  ordinary  commercial 
screws  made  by  taps  and  dies,  or  rolled.  The  crests  of  the  thread 
in  a  tap,  or  in  a  cutting  or  rolling  die,  very  soon  become  rounded 
in  use  by  the  corners  overheating  and  falUng  away  —  thus  early 

*  Director  of  the  Joint  Gage  Laboratories  of  the  British  War  Mission  and  o." 
the  U.  S.  Bureau  of  Aircraft  Production. 


888  SCREW  THREADS  AND  LIMIT  GAGES 

arriving  at  a  radius  which  measurements  show  approaches  the  figure 
of  0.137  multiplied  by  the  lead. 

This  is  the  proportion  laid  down  for  the  Whitworth  rounding. 
The  latter  would  thus  appear  to  be  about  the  correct  rounding  with 
which  a  tool  maintains  a  stable  point. 

Also,  the  roots  of  taps  and  cutting  or  rolling  dies  do  not  give  a 
aquare  form  to  the  product  —  even  if  they  are  made  of  that  shape 
—  but  a  roimded  form,  similar  in  radius  to  the  Whitworth.  This 
is  probably  due  to  the  fact  that  in  such  work  the  operation  of  form- 
ing the  thread  on  the  product  is  really  partly  that  of  extrusion; 
that  being  so,  the  square  or  sharp  V-root  is  not  suitable  and  the  metal 
refuses  to  flow  completely  down  in  it,  remaining  roimded,  as  stated* 

Thus  we  do  not  differ  much  over  form;  but  should  it  be  really 
considered  necessary  to  give  a  complete  solution  to  the  problem, 
we  could  fix  a  "zone  of  tolerance  of  form"  at  the  root  and  crest  of 
the  thread,  to  include  both  the  nominal  square  shape  and  also  the 
rounded. 

About  the  angle  of  the  thread:  The  variation  of  this  actually 
found  in  the  product  is  so  great  that  the  nominal  difference  of  5  d^. 
between  the  tJ.  S.  Standard  and  Whitworth  threads  is  not  of  great 
consequence.  We  have  conducted  many  experiments  in  our  labora- 
tory —  and  in  England  also  they  have  extensively  inve3tigated  the 
point  —  and  we  fijid  that  with  the  same  pitch  the  average  Whit- 
worth bolt  will  assemble  in  the  U.  S.  nut,  or  vice  versa,  either  freely 
or  using  a  light  wrench. 

Wm.  T.  Magruder  (written).  If  another  set  of  standard  sizes 
of  screw  threads  is  to  be  added  to  the  variety  now  in  use  in  engineer- 
ing construction,  it  is  to  be  hoped  that  it  will  be  done  very  advisedly 
and  with  full  consideration  of  the  materials  that  will  be  employed 
and  the  uses  that  will  be  made  of  the  threaded  members.  It  can 
probably  be  shown  that  there  are  more  miles  of  bolt  threads  cut  per 
annum  from  ordinary  steel  bolt  stock  than  from  any  other  one 
material  or  for  any  other  one  use.  While  special  threads  may  be 
desirable  for  automobile  tool-steel  threaded  members  and  for  the 
bronze  screws  of  astronomical  and  physical  instruments,  the  thread 
upon  which  civiUzation  rests  and  progress  depends  is  the  screw  thread 
used  in  bolts  and  screws  in  general  engineering  machinery.  It  is 
therefore  of  tfie  greatest  importance  that  standards  of  materials, 
shapes,  sizes,  Umits,  and  the  hke  should  be  decided  on  with  great  care 
and  that  no  radical  changes  be  made  in  present  practice  except  after 
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very  serious  consideration  of  the  millions  of  dollars  of  expense  and 
endless  confusion  involved  in  any  such  change.  Experience  gained 
in  changing  from  one  standardized  thread  to  another,  and  later  to 
another  in  engineering  manufacturing  work,  leads  me  to  speak 
positively  on  the  subject. 

Any  committee  having  this  matter  in  charge  should  decide  on 
what  may  be  considered  to  be  standard  engineering  materials,  and 
should  then  experiment  upon  the  relative  strengths  and  fatigues 
of  the  threads  made  of  these  materials  in  machines  simulating  actual 
use.  By  strength  is  not  meant  solely  the  tensile  strength  of  the 
threaded  member,  but  rather  the  strengths  in  tension,  torsion  and 
shear.  One  of  the  experiments  which  we  have  our  engineering 
students  perform  at  Ohio  State  University  is  to  test  ordinary  com- 
mercial steel  machine  bolts  by  screwing  the  nut  up  with  a  wrench 
and  to  see  that  they  usually  fail  by  stripping  the  threads.  This 
would  indicate  that  the  pitch  was  too  fine  or  the  fit  too  loose. 

For  the  last  four  years  screw-threaded  members  as  used  on 
munitions  have  been  forced  to  the  forefront  of  our  attention.  Now 
that  we  are  again  to  allow  the  manufactures  of  peace  to  lead  the  way, 
more  thought  should  be  given  to  the  commercial  needs  of  this  branch 
of  engineering  practice.  The  accuracy  demanded  and  obtained  in 
Government  work  does  not  always  obtain  in  commercial  work. 

While  full  credit  should  be  given  to  Sir  Joseph  Whitworth  as 
being  the  first  one  to  bring  order  out  of  screw-thread  chaos  and  to 
successfully  standardize  British  screw  threads,  it  should  be  borne 
in  mind  that  the  Whitworth  screw  thread  is  very  diflBcult  to  dupli- 
cate, an  expensive  thread  to  make  as  far  as  accurate  taps  and  dies 
are  concerned,  and  still  more  difficult  and  expensive  to  cut  with 
accuracy  in  the  lathe.  It  therefore  seems  the  part  of  wisdom,  now 
that  the  International,  French  and  United  States  screw  threads  are 
all  of  the  60-deg.  Sellers  type  of  thread,  to  retain  it  as  a  standard 
shape  —  at  least  until  something  better  can  be  devised. 

E.  H.  Ehrman  (written).  Obviously  the  two  main  points  of 
difference  between  the  British  and  American  screw  threads  for  con- 
structional bolts  rest  in  (1)  the  pitches  of  the  finer  series  and  (2)  the 
contour  of  the  crests  and  roots. 

With  reference  to  the  first  point,  the  difference  is  in  all  prob- 
ability the  result  of  looking  at  the  matter  from  different  viewpoints* 
The  British  feel  that  one  series  of  pitches  serves  satisfactorily  for  all 
grades  of  work,  whereas  in  the  United  States  we  feel  that  require- 
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ments  are  better  met  through  a  dual  sjrstem  of  pitches.  Had  the 
British  held  our  view,  or,  conversely,  had  we  held  the  British  view, 
the  few  differences  that  might  occur  in  the  resulting  British  and 
American  series  could  easily  have  been  adjusted  through  conference. 

With  reference  to  the  second  point  and  with  special  reference 
Pars.  15  and  33  of  Sir  Richard  Glazebrook's  paper,  I  would  offer  the 
following  conunent:  The  time  has  come,  I  believe,  when  we  must, 
in  a  specification,  do  more  than  prescribe  the  profile  that  forms  the 
ideal  boundary  between  the  external  and  internal  thread.  We 
should  specify  the  maximum  tool  profile,  i.e.,  that  profile  of  the  tool 
which  when  new  will  produce  a  screw  with  the  deepest  root  and  the 
highest  crest ;  as  well  as  profiles  of  the  '*  go ''  gages,  which  should  be  so 
shaped  that  the  product  gaged  by  them  will  not  trespass  upon  the  stand- 
ard profile.  Provision  is  thus  made  for  a  definite  maximum  clearance 
at  the  crest  and  root,  and  also  for  wear  of  the  crest  of  the  tool. 

My  experience  with  reference  to  the  action  of  the  thread  tool 
at  its  root  does  not  agree  entirely  with  that  of  the  author.  Out- 
lines of  screw  threads,  both  external  and  internal,  on  an  enlarged 
scale  of  50  :  1  indicate  that  the  thread  tool  at  its  root  suffers  very 
little  if  any  wear  in  service,  as  the  crests  of  the  thread  are  fairly 
true  to  the  theoretical  profile  where  it  has  been  entirely  formed  by 
the  thread  tool.  Where  the  bore  of  the  nut  has  been  enlarged  and 
the  outside  diameter  of  the  screw  has  been  reduced  so  that  the 
threading  tool  removes  nothing  from  the  crest  of  the  resulting  thread, 
the  metal  at  the  edges  of  the  crest,  instead  of  being  removed,  is  built 
up  or  spun  up,  so  that  they  are  slightly  higher  than  the  surface  at 
the  middle  of  the  crest.  Observation  also  shows  that  the  thread  tool 
has  under  such  conditions  cut  the  thread  fairly  concentric  with  the 
bore  of  the  nut  and  the  body  of  the  screw. 

With  the  provisions  made  for  clearance  as  cited  above,  I  believe 
(1)  that  considerable  eccentricity  of  the  thread  with  reference  to  the 
bore  or  body  diameter  is  permissible  and  (2)  that  much  latitude  may 
be  allowed  with  reference  to  the  shape  of  the  tool  crest.  In  fact,  it 
is  immaterial  except  as  to  the  relative  "life"  of  the  thread  tool, 
whether  the  crests  of  the  tool  be  of  the  Sellers  or  Whitworth  shape. 
My  personal  experience,  however,  is  the  ground  for  my  preference  for 
a  thread  having  flattened  crests  and  roots.  The  reasons  for  this 
opinion  are  given  in  the  report  referred  to  in  Par.  63. 

Chester  B.  Lord  (written).  Threads  at  best  are  a  debatable 
and  theoretical  subject  of  which  more  is  guessed  at  than  known,  and 
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of  which  figures  do  not  tell  all  that  should  be  said.  At  the  beginning 
of  the  war  the  Bureau  of  Standar<Js  was  asked  to  devise  means  of 
checking  gages,  and  with  its  usual  thoroughness  at  once  developed 
excellent  means  of  measurement;  but  unfortunately  no  gages  that 
were  manufactured  could  pass  their  tests. 

Eventually,  however,  such  progress  was  made  in  thread-gage 
manufacture  that  today  almost  perfect  gages  are  turned  out;  but  to 
what  end  ?  Threads  have  not  improved  nor  the  method  of  making 
them,  and  again  in  our  gages  we  have  far  outstripped  our  abiUty  to 
make  threads.  There  seems  to  be  no  reason  for  making  the  pro- 
duction of  threads  more  costly  than  at  present,  since  they  are  satis- 
factory as  regards  strength;  and  even  if  they  were  not  satisfactory 
the  gage  would  not  definitely  tell  us  so. 

I  can  recall  no  other  place  where  the  gaging  of  a  piece  is  made 
more  severe  than  required  by  the  use  to  which  it  is  to  be  put.  For 
instance,  if  we  are  to  measure  the  outside  diameter  of  a  cyhndrical 
body,  we  do  not  use  a  cylindrical  gage  the  height  of  the  piece  and  set 
the  piece  in  it;  we  use  a  snap  gage  or  a  ring  gage.  In  the  case  of  a 
thread,  however,  we  make  our  gages  at  least  one  diameter  thick  —  in 
some  cases  more  —  and  while  we  use  a  wrench  for  ultimately  screwing 
down  a  bolt  and  usually  throw  it  out  if  it  goes  in  by  hand,  we  expect 
every  bolt  to  go  in  the  thread  gage  by  hand  and  without  force  and 
make  no  allowance  for  final  screwing  down,  thus  defeating  the  very 
object  we  are  striving  for,  to  wit,  a  good-fitting  male  and  female 
thread.  I  do  not  think  it  an  exaggeration  to  say  that  if  we  had  a 
perfect  tap  and  a  perfect  die  and  took  a  bolt  and  nut  that  fitted 
perfectly  in  the  gages,  we  would  reject  both.  The  inaccuracies  or  • 
burrs  are  what  make  the  apparent  good  fit. 

Further,  we  do  not  cut  a  thread  upon  different  kinds  of  material 
with  the  same  die.  In  manufacturing  we  have  to  deal  with  open- 
hearth  and  bessemer  steel,  brass  and  copper,  which  neither  tap  nor 
thread  the  same.  Should  we  not  then  make  our  gages  different  for 
each  material  ?  The  number  of  good  threads  in  a  given  lot  of  pieces 
made  with  the  same  die  or  tap  is  dependent  first  upon  the  nature  of 
the  material  used;  second,  the  tolerance  allowed;  third,  the  method 
of  reUeving  threading  tools;  fourth,  the  relation  of  the  weight  of  the 
die  and  the  nature  of  the  piece  it  is  cutting;  fifth,  the  mechanical 
means  used  to  cut;  sixth,  the  nature  of  lubricant  us0d. 

In  a  mechanical  sense  the  only  part  of  the  thread  that  is  vital 
is  at  or  near  the  pitch  line.  Still,  inspectors  have  insisted  upon 
100  per  cent  height  of  thread  because  the  draftsman  so  pictured  it 
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and  it  has  been  necessary  to  make  taps  and  dies  to  cut  as  the  gage 
demanded,  rather  than  to  make  them  as  they  should  be. 

Another  fact  to  be  considered  is  that  in  most  other  things  we 
usually  gage  only  finished  parts.  We  never  think  of  holding  to  close 
Umits  on  a  roughing  cut,  but  still  we  insist  upon  doing  so  on  a  thread 
which  is  precisely  a  rough  cut  as  it  is  made  with  a  tool  which  lacks  the 
necessary  clearance,  rake,  and  rigidity. 

Another  point  which  shows  the  fallacy  of  our  thread-gaging 
methods  is  that  many  threads  enter  the  maximum  gage  with  difficulty 
the  first  time  and  shake  the  second  time.  The  answer  to  this,  of 
course,  is  that  the  threads  are  rough  at  first  itnd  fit  the  gage  snugly. 
In  the  process  of  trying  them  in  the  gage,  however,  they  become 
smooth  and  where  gaged  a  second  time  are  a  loose  fit.  This  is  more 
particularly  true  of  brass.  Also,  using  a  ring  gage  often  takes  off 
the  point  of  the  thread  so  that  it  will  not  pass  the  test. 

In  practice  it  is  usually  the  difference  in  the  lead  between  the 
male  and  female  thread  that  makes  the  fit.  We  make  our  gages 
accurately  in  this  respect  and  then  find  it  is  impossible  to  procure 
taps  and  dies  anywhere  near  as  accurate. 

The  question  of  lead  and  angle  has  never  been  considered  so 
important  as  since  we  entered  the  war.  I  think  it  may  be  stated 
without  exaggerating  that  there  are  not  a  hundred  lathes  in  the 
United  States  having  lead  screws  of  identically  the  same  charac- 
teristics, considering  as  a  basis  the  degree  of  accuracy  used  by  the 
Bureau  of  Standards  in  measuring  gages.  This  being  so,  it  follows 
that  it  is  impossible  to  get  taps  from  different  makers,  or  even  from 
the  same  maker,  which  will  check  up  accurately  with  a  gage  made  by 
some  one  else. 

With  the  introduction  of  the  wire  method  of  measuring,  it  is 
now  necessary  in  cutting  a  thread  to  figiu*e  out  in  abstruse  mathe- 
matics the  angle  the  thread  tool  should  have  in  order  to  generate  a 
thread  of  the  required  angle  and  pitch  diameter. 

The  question  then  naturally  arises,  Are  we  not  making  our  threads 
to  conform  to  the  results  secured  by  wire  measurements,  and  mislead- 
ing ourselves  as  to  the  angle  and  pitch  diameter  obtained  ?  Are  we  not 
taking  the  wire  system  as  an  end  and  making  our  threads  conform  to 
the  wire  rather  than  using  the  wire  as  a  means  of  measurement?  In 
other  words,  we  do  not  know  whether  we  are  getting  the  correct  angle 
and  pitch  diameter  with  our  wires,  but  we  make  our  threads  conform 
to  them,  nevertheless,  and  I  contend  that  the  wire  sjrstem  of  measure- 
ment should  be  used  for  dupUcation  only  and  not  to  set  standards. 
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When  the  crossHsection  of  the  thread  of  a  gage  is  projected  on  a 
screen  the  surface  is  shown  to  be  full  of  hills  and  valleys  even  when 
ground  —  quite  often  the  tooth  is  rounded.  The  object  of  the 
projectoscope  is  to  indicate  whether  or  not  the  tops  of  these  hills 
constitute  the  desired  angle.  It  is  obvious  that  in  using  wires  one 
may  rest  in  a  valley  and  the  other  on  top  of  a  hill  —  which  shows  the 
fallacy  of  attempting  to  say  that  a  thread  is  0.0002  in.  or  0.0003  in. 
undersize  or  oversize  on  the  pitch  diameter.  We  do  not  know  that 
we  are  measuring  on  the  pitch  diameter,  which  is  simply  a  mathe- 
matical point  of  departure  where  two  theoretical  circles  touch.  This 
definition  is  necessary  in  order  that  the  draftsman  may  generate  his 
threads;  but  it  has  no  place  in  the  mechanical  measurement  of 
threads. 

It  may  be  asked  why  a  thread  is  not  as  readily  measured  on  the 
pitch  diameter  by  the  wire  method  as  is  a  gear,  where  the  method 
originated.  The  answer  is  that  on  a  gear  the  wire  has  a  long  bearing 
on  a  finished,  smooth  surface  with  the  tool  marks  parallel  with  the 
wire  and  much  finer  in  proportion,  giving  it  a  true  seat.  It  would 
not  be  attempted  to  measure  heUcal  or  bevel  gears  by  this  method. 
It  is  obvious  that  the  only  way  to  do  this  would  be  with  a  ball  and  not 
a  wire.    This  same  is  true  of  helical  threads. 

Many  thread  gages  have  been  rejected  because  they  were  0.0002 
in.  off  on  the  pitch  hne  and  when  this  occurs  it  begins  to  tax  our 
credulity  as  to  the  abiUty  of  the  man  to  make  these  measurements, 
since  we  know  that  on  a  straight,  flat  piece  two  men  can  seldom 
measure  within  0.0002  in.,  even  with  the  same  micrometer,  the 
difference  being  due  to  the  difference  in  pressure  and  feel.  Of  course  * 
here  again  we  must  not  confuse  the  facihties  of  the  Bureau  of  Stand- 
ards with  those  available  to  the  tool  manufacturer  doing  war  work. 
When  we  consider  that  0.0001  in.  on  the  wire  used  for  measuring 
a  32-pitch  thread  makes  a  difference  in  angle  of  0.5  deg.,  we  can  see 
to  what  unnecessary  refinement  we  are  carrying  things  when  gages 
are  rejected  that  show  more  than  10  min.  error. 

The  question  of  the  maximum  diameter  is  always  a  subject  of 
discussion  and  dispute.  Most  drawings  call  for  a  theoretical  100 
per  cent  thread  or  leave  it  to  be  inferred.  In  practice  in  the  past 
we  have  been  able  to  secure  75  to  85  on  bessemer  rod;  from  85  to  90 
with  open-hearth  rod  and  90  to  95  on  good  brass.  With  the  thread 
miller  it  is  possible  to  get  75  to  85  per  cent  of  pieces  with  100  per  cent 
thread,  but  fine  threads  usually  require  burring;  and  it  is  also  in 
some  cases  possible  to  get  a  100  per  cent  thread  by  cutting  a  slot  in 
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the  bottom  of  the  thread  on  the  tap,  thus  allowing  the  metal  to  flow. 

Having  hypothetically  gone  to  the  practice  of  milling  our  threads 
and  having  secured  thereby  what  by  individual  measurements  we 
call  a  100  per  cent  thread  of  the  proper  lead  and  pitch  diameter,  and 
having  also  secured  from  the  Bureau  of  Standards  a  gage  as  near 
perfect  as  they  can  manufacture,  what  will  the  gage  tell  us  with 
regard  to  the  thread  ?  It  does  not  tell  us  whether  the  thread  angle 
is  too  small  nor  whether  the  pitch  is  correct.  It  does  not  tell  whether 
the  outside  diameter  is  too  small.  It  simply  tells  us  three  things: 
(1)  whether  the  outside  diameter  is  too  great,  (2)  whether  the  bottom 
of  the  thread  is  oversize,  and  (3)  whether  the  lead  is  correct. 

I  am  assuming  that  the  above  was  a  maximum  gage.  Adding 
a  minimum  gage  would  establish  only  one  thing  more;  i.e.,  the 
minimum  outside  diameter. 

The  shape  of  the  thread  to  be  adopted  is  another  subject  of  dis- 
cussion which  is  mostly  futile.  Some  advise  U.  S.  Standard  thread 
type,  others  V-threads,  when  as  a  matter  of  fact  both  actually  get 
on  fine  threads  a  Whitworth  type,  caused  by  the  comers  of  the  die 
wearing  and  the  dragging  of  the  material  when  the  die  becomes  dull. 
This  shows  the  advisability  of  divorcing  theoretical  mechanics  from 
practical  results. 

I  have  stated  that  if  we  had  perfect  gages  and  a  perfect  nut  and 
bolt,  we  would  reject  them  when  we  came  to  use  them.  So,  logically, 
if  perfection  is  not  satisfactory,  less  than  perfection  must  be.  We 
may  lay  it  down  as  an  axiom  that  two  threaded  pieces  the  angles  of 
the  threads  of  which  are  the  complement  of  each  other,  cannot,  if 
made  correctly,  produce  a  tight  fit.  What  is  required  is  to  place 
enough  metal  on  the  male  member  to  fill  the  female  threads,  and  by 
this  process  any  desired  fit  may  be  secured. 

James  Hartness,  commenting  on  the  remarks  by  Mr.  Lord,  said 
that  the  purpose  of  gaging  was  to  determine  the  character  of  the  fit. 
It  was  necessary  to  measure  the  screw  thread  before  it  entered  under 
the  stress  of  its  work,  and  the  gage  was  supposed  to  indicate  what  the 
fit  would  be  when  the  screw  was  under  stress,  for  the  special  work  to 
which  it  was  applied.  He  hoped  later  to  present  a  communication 
to  the  Society  on  the  phase  of  this  subject,^  and  for  the  present  would 
merely  say  that  the  work  of  the  projection  lantern  as  it  had  been  first 
worked  out  under  the  auspices  of  the  National  Physical  Laboratorj', 

1  Optical  Projection  for  Screw-Thread  Inspection,  J.  Hartness,  Mechanical 
Engineering,  February  1919,  pp.  127-135. 
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and  as  it  was  being  carried  forward  by  the  Bureau  of  Standards, 
promised  to  bring  us  one  step  forward  in  the  art  of  making  screw 
threads.  The  projection  lantern  was  destined  to  take  a  place  in  every 
plant,  for  it  would  indicate  not  only  the  profile  of  the  thread  formed 
but  its  pitch  and  diameter,  and  by  rolling. the  screw  thread  in  its 
cradle  any  irregularities  in  thread  form  and  roughness  would  be 
indicated. 

E.  J.  Bryant  ^  said  that  it  should  be  remembered  that  the  pur- 
pose of  a  screw  thread  is  to  bind  parts  together.  As  a  manufacturer 
of  threads,  gages  and  other  parts,  the  thing  which  seemed  to  him  to 
be  vital  to  consider  was  what  the  standard  of  variation  should  be 
from  the  pitch  or  effective  diameter  of  the  thread.  Knowing  that, 
it  would  be  possible  to  make  gages  that  would  check  the  parts,  and 
to  make  parts  to  these  gages  which  would  interchange  with  the  parts 
made  by  other  manufacturers. 

Comfort  A.  Adams,  Chairman  of  the  American  Engineering 
Standards  Committee,  spoke  of  standardization  as  a  basic  matter  of 
the  greatest  importance,  and  of  the  work  of  standardization  con- 
templated by  that  Committee,  which  was  organized  in  October,  1918, 
and  consisted  of  three  members  each  from  the  American  Society  of 
Civil  Engineers,  American  Institute  of  Mining  Engineers,  American 
Society  of  Mechanical  Engineers,  American  Institute  of  Electrical 
Engineers,  the  American  Society  for  Testing  Materials,  the  War 
Department,  the  Navy  Department  and  the  Bureau  of  Standards. 

In  the  operation  of  the  Committee  a  standard  proposed  and 
accepted  as  desirable  is  referred  to  the  sponsor  society,  which  appoints 
a  Sectional  Committee  representative  of  that  society  and  of  other 
interested  organizations,  roughly  in  proportion  of  their  interest. 
The  personnel  of  that  commitlee  is  referred  for  approval  to  the 
American  Engineering  Standards  Committee.  When  so  approved 
the  conMnittee  goes  to  work  and  evolves  the  standard,  refers  it  first  to 
the  sponsor  society,  and  then  to  the  Main  (A.  E.  S.)  Committee. 
When  approved  by  both  bodies,  the  sponsor  society  is  granted  the 
right  to  have  printed  on  the  pamphlet  of  issue  the  statement  — 
"Approved  by  the  American  Engineering  Standards  Committee." 
Thereby  that  standard  became  an  "American  standard."  The 
American  committee  has  been  in  the  closest  touch  with  the  British 
committee,  and  in  the  future  it  is  hoped  that  the  two  committees  will 
work  in  the  closest  cooperation. 

»  Supt.  Small  Tools  Division,  Taft-Peirce  Mfg.  Co.,  Woonsocket,  R.  I. 
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LABOR  DILUTION   AS   A   NATIONAL 

NECESSITY 

By  Frederick  A.  Waldron,  New  York,  N.  Y. 
Member  of  the  Society 

In  order  to  meet  the  increased  demands  for  labor ^  which  were  greaUy  increased  at 
the  outbreak  of  the  toar,  the  Government  of  Great  Britain  established  a  Bureau  of 
Labor  Dilution  and  commissioned  it  with  the  distribution  of  Uibor  in  a  manner  to 
relieve  skUied  workmen  of  the  performance  of  those  functions  of  their  task  which  could 
be  accomplished  by  less  skilled  workmen. 

The  author f  after  referring  to  the  work  done  by  this  Bureau,  outlines  in  a  general 
way  the  scope  of  labor  dilution  as  a  necessary  application  to  the  national  resources 
of  the  United  States. 

He  proposes  the  standardization  of  engineering  products,  the  codperative  effort 
of  legislators  and  engineers,  the  education  of  the  public  to  a  mental  attitude  of  basic 
economy,  and  a  redistribution  of  occupations  according  to  adaptability,  as  steps  con- 
tribuiing  directly  or  indirectly  to  the  elimination  of  useless  and  unnecessary  labor, 

'^PHE  term  Labor  Dilution  originated  in  England  shortly  after 
the  declaration  of  war  with  Germany.  Its  original  applica- 
tion was  intended  to  carry  out  in  effect  what  the  word  "dilution" 
literally  implied,  namely,  ^  thinning  or  spreading  out.  As  applied 
to  labor  it  means  the  thinning  out  or  spreading  of  the  functions  of 
the  skilled  workmen  among  those  that  are  less  skilled,  and  a  Bureau 
of  Labor  Dilution  was  therefore  established  by  the  Government  to 
supervise  and  carry  out  its  requirements. 

2  The  original  objective  of  this  bureau  was  to  relieve  the 
skilled  workman  in  the  performance  of  certain  functions  of  a  task 
and  employ  less  skilled  workers  for  the  purpose  of  accomplishing 
a  given  task  in  a  shorter  time. 

3  The  development  of  the  work  of  this  bureau  has  been  such 
that  economies  heretofore  imknown  have  been  established  and 
the  fact  brought  before  the  manufacturer  in  evidence  strong  and 
beyond  contradiction  that  many  things  done  for  apparent  necessity 
were  not  at  all  necessary  to  the  proper  and  efficient  conduct  of 

Presented  at  the  Annual  Meeting,  December  1918,  of  The  American  Society 
or  Mechanical  Engineers. 
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business.  Its  work,  during  the  'war  period,  will  become  a  national 
industrial  asset  and  change  the  entire  mental  attitude  of  the  em- 
pldyer  and  the  employee  to  one  of  greater  cooperation  and  higher 
efficiency  for  years  to  come. 

4  Unintentionally,  perhaps,  and  unconsciously,  this  bureau  has 
created  an  element  in  labor  dilution  which  was  not  included  in  the 
original  program,  as  it  has  already  established  in  the  minds  of  the 
consumer  that  waste  of  labor  and  materials  is  the  greatest  foe  to 
labor  dilution  that  a  nation  may  have.  This  is  a  vital  problem  and 
it  is  the  engineer  who  must  solve  it  in  a  scientific  and  satisfactory 
manner. 

5  This  paper  is  intended  to  outline  the  breadth  and  scope  of 
labor  dilution  as  applied  to  national  resources  from  a  broad  ratiier 
than  a  detailed  viewpoint. 

6  For  years  following  the  war  our  usual  ideas  and  whims  will 
change  and  must  be  sacrificed  to  the  needs  of  world  economy  and 
welfare.  That  which  is  done  will  be  done  in  a  way  to  conserve  and 
profits  will  become  secondary.  This  will  invdve  the  engineering 
of  men  and  materials  in  its  broadest  meaning,  since  the  supplies  of 
both  have  become  so  seriously  depleted  through  the  waste  of  war. 

7  When  peace,  prosperity  and  plenty  prevail,  there  is  an  in- 
creased desire  for  ease,  luxury  and  opulence  on  the  part  of  those 
who  have  accumulated  wealth;  and  for  lighter  burdens  and  greater 
pay  on  the  part  of  the  workers.    There  is  an  incUnation  by  all  to 
neglect,  to  a  certain  degree,  their  moral  and  patriotic  responsibilities. 

8  During  the  past  50  years  the  conservation  of  national  re- 
sources and  economies  in  their  production  and  use  have  been  sacri- 
ficed in  this  country  for  financial  gain.  During  the  past  15  years, 
however,  the  mental  attitude  of  the  people  has  been  undergoing  a 
gradual  change  toward  economies  that  must  necessarily  develop  as 
we  take  a  stand  in  the  world^s  progress  and  uplift. 

9  Ultimately  it  must  be  'Hhe  survival  of  the  fittest."  A 
nation^s  industries  must  be  those  for  which  it  is  particularly  adapted, 
they  must  be  conducted  in  the  most  economical  manner,  and  facili- 
ties for  vending  and  transporting  their  products  must  be  on  an 
equally  economical  basis.  For  products  of  equal  quality,  those 
having  the  lowest  unit  costs  will  naturally  maintain  commercial 
and  industrial  supremacy. 

10  National  resources  have  no  commercial  nor  financial  value 
when  lying  dormant.  There  is  no  value  in  any  natural  resource 
until  labor  has  been  expended  in  its  conversion  to  the  use  of  man. 
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The  nation,  therefore,  which  can  deliver  to  the  consumer  its  con- 
verted natural  resources  in  the  minimum  time  with  the  least  ex- 
penditure of  human  energy  is  the  nation  which  will  lead  the  industry 
and  commerce  of  the  world. 

11  To  accomplish  this  means  a  most  broad  and  comprehensive 
national  policy  in  the  organization  of  our  legislative,  banking, 
business,  agricultural,  transportation,  mining  and  manufacturing 
policies. 

12  As  the  value  does  not  appear  until  labor  has  been  applied 
to  nature's  labyrinth  of  wealth,  it  is  incumbent  that  the  study  of 
labor  requirements  and  performance  from  the  natural  state  to  the 
final  use,  be  given  most  careful  consideration. 

13  Labor  dilution  should  include  the  questions  of  the  func- 
tipnalizing  of  the  work  of  the  skilled  operative  for  the  less  skilled 
operative,  the  ehminating  of  all  work  except  that  which  is  absolutely 
necessary  to  produce  the  results,  and  the  economizing  in  the  use 
of  the  necessities  of  the  day. 

14  The  conditions  which  are  confronting  us  at  the  present 
time  will  confront  us  with  still  greater  force  during  the  period  of 
adjustment  to  peace  conditions.  They  can  be  briefly  summarized 
as  follows: 

a  The  equipment  and  physical  condition  of  our  transporta- 
tion faciUties  are  not  being  kept  up  to  the  pre-war  stand- 
ard. This  will  be  cumulative  and  necessitate  a  large 
force  of  labor  to  restore  the  pre-war  condition  of  efficiency 

b  Agricultural  industries  are  suffering  for  the  lack  of  labor 
and  intensified  productivity  of  soil 

c  Our  roads  and  highways  are  rapidly  deteriorating  due  to 
the  lack  of  man  power  to  construct  new  and  repair  the 
old  roads 

d  Work  on  the  enlargement  and  development  of  public 
utihties  is  practically  at  a  standstill 

e  Irrigation  projects  are  practically  stopped 

/  The  manufacture  of  munitions,  when  abandoned,  will 
place  an  immense  amount  of  machinery  in  the  scrap 
heap.    This  must  be  replaced  by  new  machinery 

g  Operations  in  the  erection  of  buildings  other  than  those 
required  for  immediate  war  needs  have  practically  ceased 

h  The  output  of  our  steel  mills  has  been  practically  absorbed 
by  the  Government  for  war  work 
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i  Immigration  has  practically  ceased. 
j  The  birth  rate  will  supply  but  a  small  per  cent  of  the  man 
power  needed. 

16  From  the  enumeration  of  the  above  items,  it  can  be  fully 
appreciated  that  the  accumulation  of  work  to  be  performed  is  stu- 
pendous. Therefore,  if  our  present  methods  continue,  the  great 
problem  will  be  to  obtain  labor  for  this  work. 

16  Without  being  pessimistic  at  the  outlook,  it  would  seem 
fair  that  the  facts  should  be  faced  and  preparation  made  along  the 
lines  of  labor  dilution  to  successfully  cope  with  the  situation. 

17  The  seriousness  of  the  situation  can  be  realized  by  quoting 
a  few  statistics.  The  high  tide  of  immigration  to  this  country  was 
reached  in  1913  and  1914,  during  which  period  1,300,000  immigrants 
came  to  this  country,  of  which  it  can  be  assumed  that  900,000  to 
1,000,000  were  males  of  workable  age.  Of  this  number,  23  per 
cent  came  from  Austria-Himgary,  23  per  cent  from  Italy,  21  per 
cent  from  Russia,  8  per  cent  from  Canada,  6  per  cent  from  England, 
3  per  cent  from  Germany,  2^  per  cent  from  the  Scandinavian 
Peninsula,  making  a  total  of  86^  per  cent.  The  remaining  13) 
per  cent  came  from  all  the  other  countries  of  the  world.  It  is 
interesting  to  know  that  less  than  17/100  of  1  per  cent  came  from 
Holland,  France  and  Switzerland. 

18  From  1914  to  1917  over  800,000  immigrants  came  to  this 
country,  a  number  which  is  materially  offset  by  the  return  to  the 
colors  of  many  immigrants  of  the  pre-war  period.  During  the 
year  1918  immigration  to  this  coimtry  practically  ceased. 

19  This  coimtry  is  dependent  almost  exclusively  on  immigrants 
for  common  labor  in  mining,  agriculture,  steel  making,  road  building, 
and  the  development  of  public  utilities. 

20  It  is  self-evident  that  we  cannot  depend  on  European  im- 
migration to  this  country  for  this  period.    The  depletion  of  man 
power  due  to  war  losses  and  the  demand  for  this  power  in  the  recon- 
struction period  abroad  combined  with  the  internal  development 
that  is  likely  to  take  place  in  Russia  will  mean  that  emigration  from 
these  countries  will  be  prohibited.    Further,  of  the  man  power  sent 
by  this  country  to  Europe  at  least  ten  per  cent  will  be  incapacitated 
for  work  of  a  strictly  laboring  character. 

21  We  will  therefore  be  practically  dependent  upon  native-bom 
Americans,  based  on  our  population  of  1900  to  1905,  which  is  esti- 
mated as  ninety  to  ninety-five  millions. 


FREDERICK   A.   WALDRON  901 

22  The  best  available  statistics  at  the  present  time  would 
indicate  that  the  average  birth  rate  of  this  country  is  25  per  thousand 
population  and  that  the  death  rate  is  15  per  thousand,  leaving  a  net 
gain  of  10  persons  per  thousand.  This  would  mean  that  there 
would  annually  come  to  workable  age  in  the  post-war  period  about 
900,000,  of  whom  approximately  400,000  would  be  males. 

23  The  influence  of  our  educational  institutions  and  personal 
Uberty  have  probably  created  in  the  majority  of  those  coming  of 
workable  age  a  desire  for  work  of  a  higher  character  than  that  of  the 
ordinary  laborer  or  mechanic. 

24  A  review  of  these  figures  would  indicate  that  in  order  to 
meet  the  requirements  of  the  post-war  period  it  is  most  essential 
that  careful  thought  be  given  to  the  question  of  labor  dilution  as 
originally  appUed,  and  that  action  be  taken  upon  it  at  once;  and 
that  there  be  reinforcement  of  this  application  by  the  changing  of 
the  mental  attitude  of  the  consumer  and  the  manufacturer  in  favor 
of  the  principle  that  whatever  is  made  or  used  shall  be  such  that 
it  partakes  of  basic  economy  rather  than  of  profit. 

25  While  the  employment  of  an  abnormal  number  of  females 
as  a  war  measure  is  right  and  justifiable,  its  continuation  during 
the  post-war  period  is  problematical  from  the  standpoint  of  the 
nation's  man  power. 

26  This  brings  the  subject  of  Labor  Dilution  as  a  National 
Necessity  to  a  phase  much  broader  in  its  meaning  than  that  which 
was  originally  intended. 

27  Broadly  speaking,  labor  dilution  should  consist  not  only  in 
the  functionalizing  of  the  work  of  the  skilled  man  with  that  of  the 
less  skilled  man,  but  it  is  equally  important  to  eliminate  useless 
and  unnecessary  labor  which,  at  the  present  time,  is  deemed  neces- 
sary due  to  the  mental  attitude  and  the  habits  formed  in  years  of 
development  and  peace.  It  would  seem,  therefore,  that  the  prob- 
lem of  labor  dilution  can  best  be  approached  by  classifying  into  the 
following  program : 

1  Standardization  (Indirect) 

a.  Legislative  Methods. 

b.  Business  and  Financial  Methods. 

c.  Transportation  Methods. 

d.  Minmg  and  Agricultural  Methods. 

e.  Manufacturing  Methods. 

2  Cooperation  (Indirect) 

a.  Legislative  Methods. 
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&.  Capital  and  Labor, 
c.  Engineering  Methods. 

3  Elimination  (Direct) 

a.  Non-essential  Statistical  Work  and  Data. 
6.  Non-essential  Ofl&ce  Work. 

c.  Non-essential  Administrative  Work. 

d.  Non-essential  Sales  and  Advertising  Work. 

e.  The  Idle  Citizen  or  Loafer. 

4  EDUCATION  (Direct) 

a.  Of  the  Legislator. 

b.  Of  the  Business  Man. 

c.  Of  the  Engineer. 

d.  Of  the  Executives. 

e.  Of  the  Laborer. 

5  Occupation  (Direct) 

a.  Anal3rsis. 

b.  Distribution. 

c.  Localization. 

d.  Compensation. 

STANDARDIZATION    (INDIRECT) 

28  While  the  final  effect  of  standardization  on  labor  dilution 
is  indirect,  this  is  the  foundation  on  which  it  should  be  built.  The 
principal  divisions  are  outlined  above  and  will  be  briefly  analyied 
in  the  order  of  their  importance. 

29  a.  Legislative  Methods.  All  laws  regarding  the  conduct  of 
business  should  be  simple  and  direct  and  the  purpose  in  view  should 
be  the  eliminating  from  the  honestly-conducted  business,  compli- 
cations or  hardships  involving  unnecessary  expense  and  red  tape; 
such  laws  to  be  drawn  up  with  the  hearty  and  consistent  cooperation 
of  the  legislator,  the  business  man,  and  the  employee,  with  a  view 
of  making  such  laws  as  simple  and  direct  as  possible.  With  hon- 
esty of  purpose  and  fair  dealing  on  the  part  of  all,  there  should  be 
no  serious  difficulty  in  estabUshing  laws  that  would  be  much  more 
simple  and  uniform  than  those  at  present  in  force. 

30  b.  Business  and  Financial  Methods.  Where  there  has  been 
rapid  growth  and  an  immense  volume  of  business,  it  has  necessarily 
carried  with  it  an  enormous  labyrinth  of  complication,  duplication 
and  detail  work,  which  requires  the  employment  of  a  large  number 
of  non-producers  to  care  for  records  necessary  to  deliver  the  raw 
material  to  the  consumer.  The  result  of  standardization  would, 
in  a  measure,  automatically  eliminate  this  labor  and  tend  to  reduce 
the  cost  of  doing  business. 
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31  c.  Transportation  Methods.  The  amount  of  labor  involved 
in  the  transportation  of  raw  material  to  the  consumer,  directly  or 
indirectly,  is  enormous.  By  the  adoption  of  standard  forms  of 
carriers,  and  an  improvement  in  the  vehicles  of  transportation, 
with  improved  methods  of  handUng  materials  at  the  terminals,  a 
great  amount  of  labor  would  be  Uberated  for  other  work. 

32  d.  Mining  and  Agricultural  Methods,  The  amount  of  labor 
employed  on  this  class  of  work  could  be  greatly  reduced  by  the 
introduction  of  new  machinery  and  the  perfecting  of  existing  ma- 
chinery. In  mining,  great  progress  has  been  made  in  the  reclaim- 
ing of  what  was  once  considered  waste  ore.  Certain  strides  have 
been  made  in  the  agricultural  field  whereby  the  productivity  per 
acre  of  groimd  has  been  greatly  increased.  This  practice,  however, 
has  not  been  employed  in  a  large  number  of  the  small  areas  under 
cultivation.  Intensive  mining  and  farming  should  be  given  more 
attention. 

33  c.  Manufacturing  Methods,  The  standardization  of  produc- 
tion in  our  factories  would  eliminate  a  large  amount  of  surplus 
materials  which  are  now  carried  in  stock  by  the  dealers,  and  would 
allow  of  interchangeabiUty  of  parts  that  are  most  essential  and 
enable  business  to  be  transacted  direct  with  the  consumer.  This 
would  reduce  the  inventory  investment  of  manufacturers  and 
dealers,  thereby  reducing  the  number  of  pieces  to  be  made  and  the 
labor  applied  thereon. 

COOPERATION    (INDIRECT) 

34  It  naturally  follows,  that  in  order  to  obtain  the  benefit's 
from  standardization,  cooperation  should  obtain  to  the  fullest 
extent;  and,  by  continuous  and  systematic  e£fort  on  the  part  of  the 
legislator,  the  business  man,  the  engineer,  and  the  workman,  the 
essentials  under  the  head  of  Standardization  would  begin  to  pro- 
duce results. 

ELIMINATION    (dIRECT) 

35  The  natural  results  following  standardization  and  coopera- 
iion  would  be  elimination,  since  many  employed  at  the  present 
time  would  necessarily  be  transferred  to  other  lines  of  occupa- 
tion. 

36  The  general  headings  covering  the  classes  of  work  eUminated 
are  covered  in  the  preceding  classification. 
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EDUCATION   (dIKBCT) 

37  Following  standardization,  cooperation  and  eliminatioD) 
there  should  be  a  concerted  effort  to  educate  to  a  new  epoch  of 
economy.  The  term  Education  as  applied  to  this  particular  phase 
of  the  situation  is  used  as  an  expression  for  the  change  of  the  mental 
attitude  of  the  public  from  that  of  extravagance  to  that  of  basic 
economy.  It  should  teach  that  ^  Waste  makes  want,  and  want 
makes  woe'*  and  that  the  conservation  of  our  present  energy  and 
natural  resources  is  of  greater  national  value  than  the  unlimited 
accumulation  of  the  almighty  dollar. 

OCCUPATION    (direct) 

38  Last  but  not  least,  occupation  should  be  considered  in  the 
problem  of  labor  dilution.  An  era  is  approaching  in  which  the 
conditions  of  the  present  and  past  will  be  entirely  changed.  This 
new  era  will  involve  a  wholesale  change  in  the  distribution  of  occu- 
pations. In  order  that  this  may  be  done  with  the  least  disturbance, 
a  careful  analysis  should  be  made  of  the  adaptabiUty  of  the  indi- 
vidual to  the  occupation  and  consideration  should  be  given  to  the 
distribution  of  individuals  to  such  occupations.  Coincident  with 
this  should  follow  the  locating  of  industries  at  such  points  as  will 
insure  economic  production. 

39  The  occupational  problem  that  will  ensue  will  always  lead 
to  diflferenees  of  opinion,  but  it  is  governed  largely  by  supply  and 
demand  and  the  standards  of  living  in  different  communities  or 
nations.  The  lower  the  standard  of  living,  the  lower  the  compen- 
sation for  labor.  The  higher  the  standard  of  living,  the  higher  is 
labor  compensated.  The  problem,  however,  resolves  itself  into  the 
production  and  delivery  to  the  consumer  at  the  lowest  possible 
cost  with  a  fair  profit  to  the  manufacturer. 

40  These  are  facts  showing  that  "  a  condition  and  not  a  theory  " 
confronts  us.  If  it  is  expected  to  keep  in  circulation  the  currency 
of  the  world  at  the  present  rate,  it  is  necessary  that  public  improve- 
ments, manufactories,  agricultural  and  mining  interests,  should  con- 
tinue at  a  rate  commensurate  with  the  present  circulation  of  money. 

41  This  means  a  gradual  readjustment  and,  in  order  to  be 
prepared  for  this  readjustment,  the  problem  should  be  looked 
squarely  in  the  face  and  the  way  paved  by  which  such  readjustment 
can  be  made  with  the  least  possible  disturbance.  This  can  only 
be  done  by  careful  planning  and  action  on  the  part  of  the  coimtry's 
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greatest  men  in  preparing  to  meet  the  problem  of  labor  dilution  in 
a  broad  way. 

42  The  English,  with  their  customary  conciseness,  have  ex- 
pressed in  the  two  words  "Labor  Dilution"  that  which  it  would 
require  volumes  to  describe  oi^  discuss. 

A  study  of  the  problem  indicates  that,  in  its  broadest  meaning, 
Labor  Dilution  and  the  Engineering  of  Men  are  practically  83mony- 
mous,  since  the  former  involves  all  that  the  latter  implies. 


DISCUSSION 

James  F.  Johnson  (written).  Dilution  of  labor  at  this  particu- 
lar time  is  not  a  national  necessity.  Had  the  war  continued  and 
men  been  drawn  from  our  factories,  this  country  would  have  been 
obliged  to  face  the  situation,  no  doubt,  as  did  England,  France  and 
Canada.  To  cope  with  the  matter  of  dilution  in  this  country  there 
was  established  at  Washington,  under  the  Department  of  Labor, 
what  was  known  as  the  Training  and  Dilution  Service.  Through 
this  Service  some  200  training  departments  were  opened  up  in  various 
manufacturing  concerns  engaged  in  making  war  materials.  These 
departments  diluted  the  skilled  trades  with  men  and  women  trained 
for  their  jobs  through  intensive  training  along  the  line  of  machine 
operating  and  specialized  branches. 

The  problem  now  before  the  manufacturer  is  not  ''Dilution"  so 
much  as  "Training."  If  the  present  wage  standard  is  to  be  main- 
tained and  if  the  manufacturers  are  to  care  for  home  consumption 
and  meet  with  the  keen  competition  for  foreign  markets,  which  is 
sure  to  arise,  the  unit  output  of  the  workmen  must  be  increased. 
This  can  only  be  where  the  workmen  are  actually  producing  during 
their  full-day  period  and  are  capable  of  deUvering  up  to  capacity  the 
production  required  of  them.  One  of  the  principal  elements  entering 
into  this  increased  production  is  that  of  thoroughly  understanding 
how  to  perform  the  job.  Unless  the  workmen  have  been  previously 
fitted  for  the  branch  of  work  they  are  performing,  they  will  necessarily 
have  to  be  trained  for  it  if  best  results  are  to  be  obtained.  Such  a 
training  should  be  given  in  a  definite  and  systematic  way  and  should 
be  coupled  up  closely  with  the  production  program  of  the  factory. 
The  U.  S.  Training  Service  has  been  rendering  this  assistance  to  many 
manufacturers  and  with  its  reorganization  on  a  peace-time  basis  it 
is  carrying  on  its  program  in  even  a  more  comprehensive  way.    It 
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has  found  that  best  results  have  been  obtained  where  learners  are 
trained  upon  production  work  according  to  the  factory  requirements 
and  up  to  the  same  standards  of  the  various  branches  into  which  the 
learners  are  to  be  transferred  after  training.  Such  training  carried 
on  in  a  large  way  would  at  least  aocomplish  the  more  important 
results  sought  through  dilution. 

Charles  E.  Fouhy^  (written).  Except  as  applied  to  female 
workers,  labor  dilution  has  already  had  a  fair  start,  notwithstanding 
the  immense  amount  of  constructive  work  that  has  been  done  through 
the  Army  and  Navy  instruction  centers. 

The  Curtiss  Aeroplane  and  Motor  Corporation  was  one  of  the 
first  to  appreciate  the  value  of  maintaining  a  school  for  the  pur- 
pose of  training  our  female  workers  on  exactly  the  same  operations 
they  would  be  expected  to  perform  in  the  production  departments. 
The  success  of  this  work  is  evident  to  all  employers  who  have  recently 
used  women  on  operations  formerly  performed  by  male  labor.  They 
have  made  good,  and  it  is  the  universal  opinion  that  on  many  jobs 
women  are  better  than  men. 

Will  industry,  now  that  it  understands  what  results  can  be  ac- 
complished by  labor  dilution,  revert  to  the  old  state  of  affairs?  I 
think  not.  We  have  been  accustomed  to  measure  our  needs  by  the 
other  fellow's  experience,  but  now  it  is  plain  to  us  it  is  not  necessary 
to  strive  for  the  high  standards  of  mechanical  ability  we  have  hereto- 
fore demanded. 

For  years  we  have  overlooked  a  valuable  source  of  labor  supply 
right  at  our  doors  simply  because  we  had  no  means  of  utilizing  their 
labor.  We  have  neglected  to  study  the  mental  progress  of  semi- 
skilled and  imskilled  laborers.  We  have,  without  thinking,  assigned 
them  to  the  laboring  positions,  never  giving  them  the  benefit  of  an 
ambition  to  aspire  for  advancement. 

During  the  past  year  our  experience  has  been  that  men  who 
formally  applied  for  laboring  positions  were  asking  for  machine  jobs. 
In  questioning  them  we  found  they  had  no  special  experience  to 
qualify  them  for  the  important  positions,  and  the  result  was  that 
many  of  them  were  turned  away.  However,  in  the  aeroplane  busi- 
ness it  was  not  possible  for  us  to  draw  from  an  available  supply  of 
expert  a  roplane  mechanics,  and  there  were  operations  where  we 

»  Employment  Manager,  Curtiss  Afiroplane  and  Motor  Corp.,  Buffalo, 
N.  Y. 
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could  take  some  of  the  brightest  applicants  and  place  them  on  work 
where  they  could,  in  a  short  time,  master  the  details. 

In  looking  back  we  recollect  with  amazement  the  avidity  these 
men  and  women  displayed  when  they  were  given  a  chance  to  break 
the  bonds  which  held  them  in  check.  They  have  played  an  impor 
tant  part  in  the  battle  for  liberty  because  they  themselves  have 
become  Uberated,  and  now  that  the  war  is  over,  are  they  to  become 
an  industrial  asset  or  liability? 

These  men  and  women  have  had  the  benefit  of  specialized  indus- 
trial training,  and  while  they  are  not  full-fledged  mechanics,  they 
are,  nevertheless,  better  equipped  to  qualify  for  industrial  work. 
The  next  question  is.  Are  they  going  to  be  able  to  capitalize  their 
experience?  Naturally  one  would  say,  "Yes,  if  they  can  find  the 
same  class  of  work."  I  do  not  think  this  has  any  bearing  in  the 
case,  because  these  people  have  demonstrated  to  their  own  satis- 
faction that  if  they  can  learn  one  job  they  can  learn  another.  If 
this  id  not  true,  then  has  not  all  the  study  and  work  that  has  been 
put  into  labor  dilution  been  in  vain? 

The  force  of  habit  in  some  concerns  is  bound  to  manifest  itself 
in  the  readjusting  period  now  before  us,  but  large  employers  of  labor 
who  for  the  past  year  or  more  have  spent  a  lot  of  time  and  money 
on  intensive  training  are  not  going  to  set  this  all  aside  and  proceed 
to  hire  and  train  their  operators  by  the  old  methods.  It  is  not 
necessary  to  prove  to  them  how  much  it  costs  to  replace  workmen 
taken  into  the  shop  and  turned  over  to  a  foreman  on  production  work 
for  instructions  under  the  old  system. 

The  soldiers  and  sailors  who^ave  been  trained  intensively  in 
the  various  technical  schools  and  manufacturing  plants  throughout 
the  country,  are  they  going  back  to  their  old  line  of  endeavor,  or  are 
they  going  to  follow  the  work  in  which  they  have  been  instructed? 
These  men  have  received  a  training  they  never  would  have  acquired 
under  normal  conditions.  They  have  "found"  themselves  and  are 
not  going  back  to  the  old  pursuits.  Industrially  they  are  an 
asset,  and  as  such  we  are  duty  bound  to  provide  them  a  means  of 
livelihood. 

The  part  that  organized  labor  will  play  in  this  scheme  must 
necessarily  await  developments,  but  we  must  not  overlook  the  fact 
that  Samuel  Gompers,  President  of  the  American  Federation  of 
Labor,  is  the  motive  power  which  called  into  being  the  committee 
on  Training  and  Dilution,  responsible  for  the  propaganda  of  special- 
ized industrial  training. 
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Even  before  the  war  employment  managers  were  unanimous  in 
the  statement  that  there  was  a  shortage  of  qualified  mechanics. 
Manufacturers  and  employers  of  labor  generally  were  responsible 
for  this  state  of  affairs,  because  when  there  was  a  mechanical  position 
to  be 'filled  they  demanded  an  Al  man  for  the  job.  We  had  long 
since  given  up  the  practice  of  the  indentured  apprenticeship,  and  it 
was  not  so  much  the  question  of  where  the  man  received  his  training 
as  it  was  to  get  the  right  man.  The  idea  of  doing  their  part  in  re- 
placing and  developing  the  inevitable  loss  of  expert  mechanics  due  to 
old  age  and  death  did  not  concern  them  until  the  war  came,  and  their 
best  men  either  enlisted  or  were  drafted  into  the  Army  and  Navy. 
It  was  then  the  necessity  of  labor  dilution  manifested  itself.  In- 
dustry and  the  workers  have  benefited  by  the  introduction  of  in- 
tensive training  methods,  and  it  is  not  reasonable  to  suppose  they  are 
going  to  turn  their  backs  on  a  system  which  has  enabled  the  Govern- 
ment to  provide  the  sinews  of  war.  We  have  taken  a  step  forward 
which  does  not  permit  retraction. 

The  Author.  The  remarks  of  both  Mr.  Johnson  and  Mr.  Fouhy 
are  very  pertinent  to  one  or  two  of  the  items  mentioned  in  the  paper 
and  are  interesting,  instructive,  and  entirely  true  from  their  view- 
point. From  the  broader  viewpoint,  however,  and  looking  ahead  to 
the  conditions  which  will  develop  in  the  next  quarter-century  in  this 
country,  they  lose  sight  of  the  broader  phase  extending  beyond  the 
factory  walls  and  the  factory  schools  into  our  national  life.  They 
fail  to  see  that  in  order  to  keep  our  industries  operating,  our  fields 
tilled,  and  our  transportation  facilities  in  operation,  in  addition  to 
our  former  gain  in  population  we  have  absorbed  from  a  million  to  a 
million  and  a  quarter  immigrants  per  year.  This  influx,  however, 
has  ceased,  and  before  prosperity  is  in  full  swing  it  will  in  a  measure 
be  necessary  to'  cover  in  word  and  action  the  entire  program  as  out- 
lined in  the  papfer. 
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INDUSTRIAL    ORGANIZATION    AS    IT 
AFFECTS    EXECUTIVES    AND 

WORKERS 

By  Charles  E.  Knoeppel,  New  York,  N.  Y. 
Associate-Member  of  the  Society 

The  reconstruction  of  the  world  after  so  many  years  of  war  must  be  based  on 
efficient  industriol  organization.  The  type  of  organization  required  should  be  estab- 
lished along  sound  lines  from  a  proper  consideration  of  individual  relations  between 
men. 

The  author,  from  a  studUms  survey  of  his  experience  as  an  execviive,  emphasizes 
as  essentials  in  the  formulation  of  definite  laws  of  organization:  The  necessity  of 
having  an  objective  in  the  mind  before  beginning  to  work;  the  exclusive  concentration 
of  each  man  to  definite  functions;  the  avoidance  of  confusion  and  conflict  of  authorities; 
the  proper  division  of  departments  in  order  to  insure  that  each  executive  has  complete 
control  of  all  the  factors  affecting  the  success  of  his  function;  the  creation  of  divisions 
which  unU  develop  speciaUsUs;  the  provision  for  permanency  by  training  men  to  fill 
the  positions  of  their  superiors;  the  exact  definition  of  the  duties  of  each  employee 
and  of  his  relations  to  the  others;  the  logical  selection  of  personnel  according  to  indi- 
vidual qualifications;  and  the  creation  of  a  standard  manufacturing  practice. 

Valuable  suggestiona  are  also  given  in  regard  to  the  question  of  establishing  an 
efficient  administration.  Delegating  authority  to  subordinateSf  overlooking  minor 
details,  listening  to  wise  counsel  and  arousing  initiative  in  employees  are  recomr 
mended  as  important  points  in  the  exercise  of  industrial  authority, 

npHE  conditions  found  in  the  world  after  years  of  fighting  are: 
Depleted  treasuries;  enormous  debts  requiring  years,  genera- 
tions perhaps,  for  posterity  to  pay  oflf;  a  world  hiuigry  for  the  food 
necessities  of  life;  the  most  gigantic  destruction  of  property  the 
world  has  ever  seen,  making  rebuilding  a  task  that  staggers  the 
imagination;  millions  of  the  crippled,  bUnd  and  helpless  who  must 
be  taken  care  of  in  some  form;  other  millions  of  people  now  directly 
or  indirectly  engaged  in  warfare,  suddenly  without  occupation  or 
inmiediate  means  of  earning  a  livelihood. 

2  To  rebuild  the  world,  for  that  is  what  is  required,  takes  the 
whole  thing  out  of  the  realm  of  cold  reality  and  transfers  it  to  the 
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imagination.  Because  we  will  confront  problems,  the  like  of  which 
we  never  solved  before  nor  ever  planned  to  solve,  there  is  little  to 
go  by  —  no  charts,  no  sextant,  no  compass,  no  gag^s  of  any  kind. 

3  Yet  we  must  find  a  way  out.  The  world  seems  to  be 
completely  lost,  but  it  cannot  stay  lost  or  we  perish  from  the  earth. 
Leadership  and  statesmanship  of  the  highest  type  are  needed  as 
never  before  in  the  world's  history.  My  sincere  feeling  is  that  we 
will  have  both,  for  I  have  an  abiding  faith  in  the  principle  that  evcty 
crisis  makes  its  own  leaders  in  the  workings  of  an  all-wise  Providence 
of  which  we  may  know  nothing,  but  of  which  we  are  cognizant. 

INDUSTRIAL  RECONSTRUCTION 

4  In  order  to  work  out  the  semblance  of  a  logical  or  orderiy 
basis  for  reconstruction,  let  me  establish  a  few  fundamental  prin- 
ciples: 

a  To  fill  depleted  treasuries,  trade  at  home  and  abroad  is 

necessary,  and  the  basis  of  trade  is  industry 
b   For  posterity  to  pay  off  debts  in  the  form  of  taxation, 

industry  must  operate  at  a  maximum,  and  the  basis  of 

industry  is  labor. 
c   To  feed  a  hungry  world  the  products  of  the  farm  are 

required,  and  to  work  the  farms  labor  is  necessary 
d  To  replace  destroyed  and  run-down  property  requires  the 

products  of  labor 
e    To  take  care  of  the  blind,  crippled  and  helpless,  is  an 

industrial  and  therefore  a  labor  problem 
/   To  demobilize  and  dismantle  our  war  machine  requires 

the  greatest  amount  of  consideration  from  an  industrial 

and  therefore  a  labor  angle. 

5  It  therefore  seems  that  the  basis  of  the  reconstruction  wD 
be  industry,  with  the  foundation  of  industry  being  labor.  In  this 
connection  let  me  state  a  principle  which  labor  as  well  as  capital 
must  realize  in  the  future:  If  a  military  war  cannot  be  won  without 
quantity  production,  a  commercial  war  certainly  cannot. 

6  This  all  spells  a  better  getting  together  between  the  em- 
ployers on  the  one  side  and  the  workers  on  the  other. 

INDUSTRIAL   DEMOCRACY 

7  It  must  not  take  long  for  industrial  democracy  to  become  a 
reality  and  it  need  not  take  long  if  we  get  down  to  fundamental 
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principles  and  make  every  effort  to  secure  the  hearty  cooperation 
of  both  sides  in  the  industrial  struggles  we  have  so  far  had. 

8  What  do  I  mean  by  Industrial  Democracy  ?  It  can  be  called 
''that  condition  in  industry  wherein  both  the  worker  and  the  em- 
ployer work  in  harmony,  cooperating  each  with  the  other  on  all 
matters  affecting  the  management  of  industry,  to  the  end  that  the 
public  may  ultimately  secure  the  gains  from  a  mutual  consideration 
of  rights  and  privileges." 

9  Whether  it  comes  sooner  or  later  is  largely  a  matter  for  the 
engineers  of  the  land  to  determine. 

10  There  is  another  aspect  that  warrants  our  serious  attention. 
The  nations  of  the  world  desire  to  become  trading  nations  because 
it  is  only  through  trade  that  money  can  be  made.  The  nation 
that  can  win  the  most  trade  l>ecomes  the  most  prosperous.  The 
one  that  is  most  efficient  wins  the  most  trade.  Industry  is  the 
basis  of  trade  with  labor  the  foimdation  of  industry.  Hence,  if 
labor  is  efficient,  industry  prospers,  trade  flourishes  and  money 
pours  into  the  nation's  coffers.  If,  therefore,  this  nation  is  to  hold 
its  own  with  the  other  nations  of  the  globe,  its  workers  and  its 
employers  must  not  refuse  to  work  out  a  relationship  which  will 
make  for  prosperity  and  industrial  success. 

11  That  we  may  have  industrial  democracy,  that  we  may 
secure  our  share  of  the  world's  business  so  that  our  people  may  be 
both  contented  under  the  right  form  of  government  and  happy  in 
proper  industrial  surroundings,  we  must  work  toward  a  new  ob- 
jective in  industry,  which  can  be  expressed  as  follows:  To  the  worker, 
adequate  wages  to  purchase  the  necessities  of  life  and  some 
of  the  luxuries;  to  the  management,  a  reward  in  keeping  with  ability 
and  effort;  to  capital,  the  proper  return  on  investment;  to  the 
worker,  management  and  capital,  contentment  and  freedom  from 
worry,  pride  in  work  and  a  liking  for  associates;  to  the  consumer 
or  public,  products  of  industry  of  the  highest  quality  and  lowest 
cost.  This  all  constitutes  a  type  of  organization,  the  ideals  of  which 
are  the  worthiest  that  can  be  imagined. 

CHARACTERISTICS  OP  ORGANIZATION 

12  Let  me  explain  what  I  mean  by  organization.  Everything 
that  we  do  or  say,  everything  that  we  use  or  make,  is  the  product 
of  the  brain.  In  the  last  analysis  the  human  being  is  the  power 
l)ehind  everything.  Organization,  therefore,  is  the  proper  adjust- 
ment of  the  relationship  l)etween  human  beings,  in  an  effort  to 
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accomplish  certain  definite  ends  in  life.  If  this  adjustment  is  faulty, 
then  we  have  an  inefficient  organization,  incapable  of  making  a 
success  of  what  it  imdertakes.  But  if  it  is  correct,  logical  and 
established  along  sound  lines,  then  success  is  bound  to  result. 

PROGRESS  THROUGH   ORGANIZATION 

13  The  progress  of  individualism  through  organization  has 
come  through  four  stages:  First,  the  individual  depending  entirely 
upon  its  own  efforts.  Second,  the  appreciation  of  codperation, 
when  individuals  sought  others  of  their  kind  and  formed  com- 
munities. Third,  the  conception  of  the  necessity  of  supervision  to 
assure  unity  in  purpose  and  action.  Fourth,  the  conception  of 
specialization  and  organization  through  proper  coordination. 

14  During  these  stages  it  was  found  that  certain  men  were 
leaders  and  certain  other  men  followers.  The  leaders  foimd  that 
instead  of  having  each  man  do  all  the  work  necessary  to  maintain 
himself,  greater  results  were  obtained  when  some  were  sent  to  fish, 
others  to  himt,  and  still  others  to  till  the  soil. 

15  It  is  this  latter  conception  which  has  unshackled  the  human 
race  from  the  bonds  of  individualism,  for  there  is  no  task  so  stu- 
pendous'that  it  cannot  be  divided  into  innumerable  minor  tasks, 
each  of  which  can  be  efficiently  accomplished  by  an  individual. 
The  science  of  organization  can  then  be  defined  as  ''the  process 
of  dividing  a  complex  objective  into  minor  activities,  each  of  which 
is  well  within  the  scope  of  individual  effort." 

INDUSTRIAL  RELATIONSHIP 

16  It  therefore  seems  that  before  any  discussion  on  organisa- 
tion as  it  affects  executives  and  workers  is  undertaken,  it  is  neces- 
sary to  give  better  consideration  than  has  been  done  in  the  past 
to  what  industrial  relationship  really  means.  This  can  be  done 
by  stating  three  self-evident  facts: 

a  Industry  is  nothing  but  the  acts  of  various  individuals 
engaged 

b  Management  consists  of  controlling  and  guiding  these 
acts  of  the  various  individuals  engaged  in  industry 

c  Industrial  relations  are  the  reactions  created  in  all  indi- 
viduals, as  a  result  of  this  control  or  guidance  on  the 
part  of  the  management. 

17  Having  established  these  facts,  the  matter  of  the  flow  of 
influence  in  relationship  is  of  vital  importance  and  can  be  stated: 
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a  Administrative  Elxecutives 
6  Operating  Heads 
c  Superintendents  and  Foremen 
d  Workers. 

18  With  some  idea  before  us  of  what  industrial  relationship 
is  and  who  influences  the  relationships  between  individuals,  a  brief 
statement  of  what  influences  these  relationships  seems  necessary 
and  can  be  made  as  follows:  Selection  of  men  for  definite  tasks; 
assignment  of  men  to  their  work;  method  of  instruction;  rules  and 
regulations  in  shops;  methods  in  use;  tools  provided;  equipment 
and  facilities  furnished;  condition  of  buildings;  general  surround- 
ings; supervision;  planning  of  work,  standards  of  performance; 
records  of  performance;  hours  of  work;  plan  of  wage  payment; 
incentives;  safety  of  working  conditions  and  facilities;  plant  comforts 
and  aids;  effect  of  conditions  of  work  on  health;  educational  oppor- 
tunities; amusement  opportunities;  recreation;  conmiunity  interests 
and  management  policies. 

19  There  are  a  variety  of  ways  through  which  we  influence 
industrial  relations,  as,  for  instance,  personal  contact  and  conver- 
sation, bulletins,  verbal  and  written  instructions,  things  seen,  criticism 
or  praise,  phyBical  and  mental  influence  and  material  or  monetary 
reward. 

20  In  summing  up  it  seems  that  ideal  industrial  relations 
can  only  be  secured  when  those  who  influence  them  have  a  com- 
plete appreciation  of  what  influences  relations  and  how  they  can  be 
influenced,  as  well  as  a  sincere  desire  to  create  such  ideal  relationship. 

21  In  attempting  to  work  out  this  solution  in  a  practical  way 
my  conviction  is:  First,  that  all  responsibiUty  for  proper  industrial 
relations  hes  with  the  management  and  that  all  initiative  and  im- 
provement of  these  conditions  must  emanate  from  the  management; 
second,  that  welfare  plans  and  schemes  of  profit  sharing  will  never 
be  effective  unless  they  are  built  on  the  foundation  of  proper  internal 
relationship  between  management,  executives  and  workers;  third, 
that  we  secure  efficient  management  and  proper  relationship  only 
through  efficient  organization,  controlled  by  well-defined  poUcies, 
intelligently  appUed  by  the  executives  in  charge  of  the  business. 

22  I  have  repeatedly  outlined  the  following  as  my  ideas  of 
the  things  necessary  to  consider  in  proper  relationship  from  the 
standpoint  of  the  workers: 

a  The  mental  side  of  our  workers  must  receive  more  atten- 
tion than  it  has  been  given  in  the  past 
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b  We  must  eliminate  strenuousness  in  work 

c  Force  and   drive  must  give  way  to  leadership  which 

inspires  men  to  accomplish  things 
d  The  faith  of  man  in  men  must  be  a  greater  part  of  our 

industrial  Ufe  than  it  is  today 
e  There  must  be  a  separation  of  the  ineflSciency  of  men  and 

management 
/  More  consideration  must  be  given  to  the  problem  of 

increasing  exertion 
g  Worry  on  the  part  of  our  workers  must  be  eliminated 
h  There  must  be  a  more  equitable  distribution  of  responsi- 
bility 
i  The  question  of  habit  must  receive  proper  consideration 
j  There  must  be  a  more  inteUigent  selection  of  employees 
k  There  must  be  fewer  strikes  and  less  industrial  warfare 
I  Labor  and  capital  must  view  things  more  from  each 

other's  standpoint 
m  There  must  be  more  attention  given  to  industrial  and 

vocational  education 
n  Rest  and  fatigue  must  receive  greater  consideration 
0  Work  that  stimulates  must  take  the  place  of  enervating 

work. 

23  At  this  point  let  me  state  a  principle  which  is  the  result 
of  my  years  of  contact  with  industrial  problems:  In  industry,  the 
difficulties  at  the  bottom,  in  the  way  of  faulty  relationship,  indus- 
trial clash  and  inefficiency,  are  nothing  more  or  less  than  the  reflection 
of  disorganization,  lack  of  coordination  and  the  absence  of  well- 
defined  policies  at  the  top. 

24  It  is  frequently  stated  that  **  There  is  plenty  of  room  at 
the  top,"  or,  "It  seems  impossible  for  us  to  get  competent  men  in 
this  section,"  or,  "The  man  is  willing  and  a  hard  worker  but  does 
not  seem  able  to  secure  results."  In  the  majority  of  cases  the  fault 
lies  not  with  the  men  themselves  but  with  the  organization  and 
management. 

LAWS   OF  ORGANIZATION 

25  I  became  so  firmly  convinced  that  industrial  success  or 
failure  depended  entirely  upon  whether  a  concern  was  organized 
or  disorganized  that  I  have  endeavored  to  reduce  my  experience 
and  the  experience  of  my  associates  to  a  concrete  basis  in  an  effort 
to  establish  the  following  definite  laws  of  organization: 


CHARLES  E.  KNOEPPEL  915 

26  The  Objective,  A  tentative  plan  of  organization  should  be 
worked  out  and  decided  upon.  Owing  to  the  presence  of  unknown 
factors,  which  cannot  be  determined  in  advance,  the  ultimate  objec- 
tive cannot  be  agreed  upon  at  the  outset;  in  fact,  it  will  be  well  toward 
the  completion  of  the  work  before  the  final  type  of  organization  can 
be  settled  upon.  No  plan  can  be  worked  from  the  top  down  in  its 
entirety,  nor  should  one  be  worked  altogether  from  the  bottom  up, 
for  this  would  result  in  a  development  lacking  coordination.  The 
game  should  be  one  of  "playing  the  ends  against  the  middle." 

27  Greatest.  Complication,  A  business  or  a  department  should 
be  considered  with  reference  to  the  most  difl5cult  functions  which  the 
men  in  charge  will  be  called  upon  to  undertake. 

28  The  evolution  of  industry  from  a  one-man  stage  to  that 
in  which  many  men  are  needed  for  the  handUng  of  specific  things, 
has  been  based,  consciously  or  otherwise,  on  this  "law  of  greatest 
complication."  In  manufacturing,  for  instance,  there  was  no  doubt 
a  time  when  the  same  man  could  both  design  and  sell  what  was  to  be 
made  and  then  go  out  in  the  shop  and  make  it.  But  as  the  knowledge 
required  of  a  man  to  design,  sell,  and  to  make,  became  greater  and 
more  complete  and  intricate,  it  became  necessary  to  form  two  sections 
or  departments,  each  of  which  took  over  one  of  the  functions  named 
above.  Each  department  was  placed  in  charge  of  a  specialist,  and 
both  departments  were  supervised  by  the  man  who  formerly  handled 
all  the  details  himself. 

29  This  law  that  is  involved  appUes  not  only  with  reference  to 
a  business  as  a  whole,  or  to  a  single  department  of  a  business,  but 
to  any  division  of  any  department. 

30  There  are  several  reasons  for  establishing  this  law:  First, 
to  guard  against  putting  more  work  on  the  shoulders  of  a  itian  than 
he  has  the  knowledge  and  ability  to  handle;  second,  to  make  it 
possible  to  pick  out  the  hardest  job  first;  to  make  possible  the 
selection  of  that  work  which  will  yield  the  greatest  relums  in  the 
shortest  possible  time. 

31  In  other  words,  the  "law  of  greatest  complication"  demands 
that  instead  of  trying  to  find  a  man  who  can  handle  all  the  work  him- 
self, it  is  better  to  create  a  department  divided  into  the  most  difficult 
functions  which  the  man  in  charge  will  be  called  upon  to  cover. 

32  Concentration,  Each  section,  division,  or  department  of 
a  business  should  be  so  arranged  as  to  contain  all  the  factors  which 
will  effect  the  performance  of  only  its  own  function.  If  such  a 
plan  is  adopted,  the  head  of  the  work  can  be  held  strictly  responsible 
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for  the  successful  conduct  of  his  department,  as  he  controls  all  the 
factors  in  connection  therewith  and  can  therefore  be  given  to  under- 
stand that  he  will  stand  or  fall  according  to  his  showing.  The  strict 
observance  of  this  law  when  organization  is  being  effected  greatly 
reduces  the  amount  of  supervision  required,  and  also  tends  to  develop 
and  strengthen  the  men  in  the  concern. 

33  Individualism.  A  battle  cannot  be  won  by  half  a  dozen 
generals,  all  of  whom  have  equal  authority.  There  must  be  one- 
man  control. 

34  When  a  man  enters  an  organization,  his  duties  and  all  matters 
which  he  is  to  be  held  responsible  for  should  be  definitely  stated  to 
him.  In  addition,  he  should  be  told  who  the  head  is  to  whom  he  is 
responsible  for  carrying  out  his  duties,  as  well  as  who  the  men  are 
that  will  be  responsible  to  him. 

35  Mental  Capacity.  When  a  department  or  business  is  re- 
organized, a  division  should  be  madjB  with  reference  to  the  knowledge 
and  abiUty  that  will  be  required  of  the  man  who  shall  supervise  the 
work,  as  well  as  with  respect  to  the  knowledge  and  ability  that  those 
men  must  have  who  shall  actually  carry  out  the  work.  Then,  too, 
what  is  to  be  done  must  be  within  the  capacity  of  the  average  types 
of  men  who  are  fitted  to  fill  the  various  positions. 

36  If  an  organization  is  divided  according  to  its  most  difficult 
fimction  so  that  the  knowledge  required  for  each  position  will  be 
as  little  as  possible,  and  the  positions  are  arranged  so  that  each 
executive  has  complete  cpntrol  of  all  the  factors  affecting  the  success 
of  his  function,  the  executive  positions,  as  a  rule,  can  be  well  handled 
by  average  men. 

37  Specialization.  An  organization  should  be  divided  so  as 
to  develop  specialists.  To  this  end,  care  must  be  taken  that  one 
department  head  shall  not  duplicate  the  work  of  another. 

38  If  the  knowledge  necessary  to  manufacture  and  market  a 
number  of  products  is  divided  up  into  a  number  of  limited  fields  of 
knowledge,  as  it  were,  and  one  man  is  put  in  charge  of  all  the  work 
in  each  of  these  fields  of  knowledge,  these  men  will  become  specialists. 
Now  if,  under  each  of  these  men,  each  of  the  sub-heads  is  in  charge 
of  all  the  work  representing  one  portion  of  that  field  of  knowledge, 
then  there  is  an  organization  of  specialists. 

39  In  an  organization  of  specialists  there  is  no  difficulty  in 
finding  men  to  fill  competently  executive  positions,  for  the  average 
man  with  executive  abihty  can  handle  efficiently  a  large  amount  of 
work  in  a  limited  field  of  knowledge. 
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40  ResponsibilUy.  An  executive  should  be  held  responsible 
for  the  total  proved  results,  or  for  inability  to  secure  results,  and 
not  for  the  details  of  the  methods  that  he  uses  in  trying  to  secure 
these  residts. 

41 .  Permanency.  In  industry  we  find  many  cases  in  which  no 
provision  has  been  made  for  training  men  to  fill  the  positions  of 
their  superiors,  in  case  anything  should  happen  to  the  latter.  A 
man  may  at* any  time  be  transferred,  or  he  may  die,  or  be  taken 
sick,  or  resign  his  position,  or  take  a  vacation,  or  be  dismissed  from 
the  employ  of  the  company.  In  any  of  these  cases,  it  will  be  the 
duty  of  some  one  else  to  fill  the  gap  at  least  temporarily,  perhaps 
permanently,  and  if  no  one  has  been  trained  to  take  over  the  new 
work,  results  are  bound  to  be  unsatisfactory,  if  not  disastrous. 

42  Relationship.  A  business  is  nothing  more  or  less  than  the 
adjustment  of  individuals,  to  the  end  that  all  may  follow  a  definite 
policy,  or  Une  of  procedure.  One  of  the  weaknesses  in  business  is 
the  almost  universal  practice  of  giving  an  individual  only  the  most 
general  kind  of  instructions  concerning  what  to  do  and  how  to  do  it. 

43  A  man  is  engaged  to  do  a  definite  ''something,"  and  just 
what  that  something  is  should  be  known  by  all  with  whom  he  comes 
in  contact;  otherwise  he  cannot  be  held  responsible  for  results. 
His  function  in  the  business,  his  duties  in  performing  this  function, 
and  his  relation  to  others  and  of  others  to  him,  should  be  sufficiently 
defined  so  as  to  enable  him  to  work  efficiently. 

44  Personnel.  The  question  of  selecting  the  personnel  of  an 
organization  and  of  training  those  who  compose  it  should  be  given 
very  special  consideration.  Hiring  men  is,  or  should  be,  like  pur- 
chasing materials,  in  that  there  should  be,  first  of  all,  definite  knowl- 
edge of  what  is  required.  After  all,  it  is  a  case  of  matching  qualifi- 
cations against  requirements.  For  instance,  if  a  position  demands 
close  application,  long  hours,  and  indoor  work,  it  is  sheer  folly  to 
engage  a  man  who  loves  the  open  and  therefore  detests  confinement 
and  close  application.  He  would  naturally  be  inefficient  because 
discontented  and  unhappy.  If  it  is  essential  in  buying  a  machine 
to  lay  down  certain  specifications,  and  then  make  sure  that  the  ma- 
chine measures  up  to  them,  it  is  just  as  important  to  have  specifica- 
tions in  regard  to  the  men  we  shall  engage,  in  order  that  we  may  check 
their  qualifications  against  them. 

45  Instructions.  Anything  worth  defining  is  certainly  worth 
recording  and  yet  we  have  all  seen  organizations  of  people  working 
together  without  any  guide  whatever  in  the  form  of  standard  practice. 
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no  definite  idea  of  functions  and  duties,  no  charts  showing  relatioD- 
ship. 

46  The  concern  that  insists  on  properly  issuing  complete  written 
information  covering  the  material  it  buys  or  the  product  it  sells, 
shoulid  not  deem  it  unnecessary  to  have  written  instructions  and 
charts  covering  the  operations  of  the  people  who  use  the  material 
and  make  the  product. 

47  Staff,  The  average  executive  of  a  manufacturing  plant 
is  usually  so  engrossed  in  the  routine  of  getting  out  production 
that  he  has  not  the  time  to  make  a  detailed,  painstaking  study 
of  the  various  methods  and  systems  in  his  department,  with  a  view 
to  making  any  necessary  improvements.  It  is  for  this  reason  that 
the  use  of  staff  men,  who  are  kept  free  from  routine  duties,  and  who 
are  able  to  devote  their  entire  time  to  the  study  of  one  problem  after 
another,  has  come  into  well-deserved  favor. 

48  The  chief  of  stafif  should  be  a  man  of  experience,  tact,  and 
exceptional  analytical  abiUty.    Every  department  manager  should 
have  the  right  to  call  on  the  staff  men  to  assist  him  in  the  solution  of 
his  problems,  and  to  have  them  make  detailed  studies  of  any  sections 
of  his  department  that  are  not  running  satisfactorily.    If  the  managers 
can  be  induced  to  make  such  calls  on  the  staff  freely,  the  results 
obtained  will  be  satisfactory,  but  if  staff  advice  has  to  be  forced  on 
them  the  results  will  be  little.    Staff  consultation  should  never  be 
forced  on  a  manager  except  when  the  reports  from  his  department 
show  decidedly  poor  results  and  he  does  not  call  on  the  staff  for 
assistance.     In  these  cases  it  should  be  suggested  that  the  staff  assist 
him,  and  if  he  refuses  to  take  the  suggestion,  he  should  be  forced  to 
accept  their  cooperation. 

DEVELOPING   INITIATIVE 

49  With  reference  to  these  laws  of  organization  for  man-building, 
as  they  pertain  to  the  managers  and  executives,  certain  essentials 
have  been  discovered  after  a  long  study  of  the  managements  of 
industry.  It  has  been  found  that  the  man  with  the  highest  type 
of  initiative  is  the  one  who  sees  things  to  be  done,  without  being 
informed,  and  who  then  delegates  to  others  the  task  of  doing  the 
work.  The  man  with  the  next  highest  type  of  initiative  is  the  one 
who  sees  things  to  be  done  without  being  informed  and  who  then 
does  the  work  himself.  The  next  in  order  is  the  man  who  sees  things 
to  be  done,  after  being  informed,  but  who  does  the  work  without 
being  told.     I  need  not  mention  any  other  classes. 
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50  In  other  words,  a  man's  power  in  business  is  measured  by 
the  extent  to  which  he  induces  efficiency  in  others  and  at  the  same 
time  gives  the  least  possible  attention  to  duties  other  than  his  own. 
This  is  a  good  business  law  becaiise  while  there  is  a  Umit  to  the 
amoimt  of  detail  a  man  can  handle,  there  is,  however,  practically  no 
limit  to  the  amount  of  supervision  he  can  exercise,  since  in  super- 
vising he  is  merely  guiding  others. 

51  No  man  knows  what  he  can  do  until  he  has  had  a  chance 
to  demonstrate  what  is  in  him,  and  there  is  no  man  who  is  not  able 
to  do  more  than  he  beUeves  himself  capable  of.  I  have  time  and 
time  again  found  a  man  of  only  average  ability  who  was  a  '^leaner," 
but  who  developed  unusual  ability  when  given  definite  responsibility 
and  the  necessary  authority  whereby  to  get  results,  with  the  under- 
standing that  if  he  failed  he  should  make  way  for  some  one  who  could 
"make  good." 

FUNCTIONS  OP  AN  EXECUTIVE 

52  A  word  at  this  point  with  reference  to  the  functions  of  an 
executive  seems  in  order.  My  experience  has  shown  that  the  real 
functions  are: 

a  To  exercise  general  supervision  over  the  business  or  the 
department 

b  To  analyze  results  critically 

c  To  put  new  problems  before  his  men  for  their  considera- 
tion, advice  and  action 

d  To  criticize  subordinates  when  results  are  not  forthcoming, 
setting  forth  the  reasons  why 

e  To  see  that  prescribed  practice  is  lived  up  to. 

MODEL  ORGANIZATION 

53  With  reference  to  the  type  of  organization  through  which 
we  can  secure  the  proper  observance  of  the  laws  above  mentioned, 
I  feel  that  we  have  a  perfect  model  which  has  never  been  improved 
upon  since  its  inception  —  the  human  body  —  and  if  we  go  back  to 
the  human  body  as  an  example  we  cannot  go  far  wrong  in  the  de- 
velopment of  proper  organization. 

54  The  brain  is  the  guiding  factor  or  leader  —  chief  executive 
of  the  bodily  mechanism  —  a  complex  organization  which  is  not 
in  contact  with  the  outside  world  and  is  not  self-sustaining  nor 
self-achieving.     It  simply  coordinates  and  directs. 
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55  The. five  senses  —  taste,  touch,  smell,  hearing  and  sight  — 
are  the  staff  organization  or  the  advisers  to  the  brain,  and  there 
are  the  voluntary  and  involuntary  organs  which  carry  out  the  in- 
structions of  the  brain  and  maintain  the  bodily  mechanism.  This 
gives  us  the  elements  do  often  mentioned:  line  as  the  performing 
and  maintenance  function;  staff  as  the  planning  function;  and  the 
executive  as  the  administrator. 

RULES  OF  EFFICIENT  ADMINISTRATION 

56  In  attempting  to  formulate  rules  of  efficient  administration, 
I  have  not  imderestimated  the  difficulties  that  follow  from  the 
fact  that  there  is  little  in  the  way  of  prescribed  practice  upon  which 
to  base  such  rules.  Nevertheless  I  shall  endeavor  to  reach  logically 
certain  rules  with  respect  to  man  relationships. 

57  Delegating  Authority.  An  executive  should  examine  himself 
carefully,  and  frankly  decide  what  his  business  capacity  really  is. 
Then  he  should  analyze  his  work,  classify  it,  and  in  three  columns, 
A,  B,  C,  list  the  various  duties,  in  the  order  of  their  importance. 
The  "A"  duties  he  should  attend  to  himself,  the  "B"  duties  he  should 
delegate  to  his  immediate  subordinates,  and  the  ''  C  "  duties  he  should 
give  over  to  those  in  less  responsible  positions.  The  results  accom- 
pUshed,  as  compared  with  the  old  plan,  would  be  tremendous. 

58  Details.  To  fuss  over  details  is  to  waste  time  that  could 
better  be  devoted  to  more  important  matters.  If  you  engage  a 
man  to  do  a  certain  thing,  it  is  to  be  presumed  that  you  have  taken 
care  to  select  the  right  man  for  the  position  you  desire  to  fill.  The 
man  is  expected  to  do  a  specific  work,  is  responsible  for  the  accom- 
plishment of  certain  definite  results,  and  therefore,  has,  or  should 
have,  certain  well-defined  duties  to  perform. 

59  Nothing  will  so  hamper  a  man  as  too  constant  supervision, 
designed  to  check  him  up  minutely  with  respect  to  the  details  of  his 
work,  and  if  he  is  a  real  live,  competent  individual  he  will  resent  such 
a  policy  in  time  and  seek  employment  where  he  can  exercise  his 
powers  to  the  fullest. 

60  Contact.  The  executive  who  disregards  his  immediate  sub- 
ordinates and  deals  directly  with  those  inmiediately  under  these 
subordinates  or  with  the  workmen  themselves,  is  unjust  to  the  men 
whom  he  has  placed  in  positions  of  authority. 

61  Change.  When  new  people  are  brought  into  an  organisa- 
tion, due  allowance  should  be  made  for  the  change  in  relationships 
that  is  necessitated. 
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62  Counsel.  We  grow  in  proportion  to  our  acceptance  of 
the  teaching  of  those  who,  knowing  more  than  we  do  about  a  given 
subject,  can  counsel  wisely.  Even  now  the  value  of  the  specialist 
in  industry  is  an  accepted  fact,  and  as  more  of  the  younger  genera- 
tion take  up  executive  work,  the  more  widely  will  the  importance 
of  competent  counsel  be  recognized. 

63  Approdch.  There  is  always  a  right  way  to  begin  organiza- 
tion work,  although  there  was  a  time  when  organization  was  a 
sort  of  "go  as  you  please"  proposition.  Today  matters  are  different. 
Those  at  the  top  are  cqming  more  and  more  to  realize  that  they 
themselves  are  the  ones  who  should  recognize  the  need  for  better- 
ment work,  and  that  they  should  be  willing  to  assist  in  such  work 
with  all  the  power  of  their  influence  and  of  their  money.  A  large 
responsibiUty  rests  upon  the  board  of  directors.  If  the  leaders 
in  industry  do  not  favor  making  beneficial  changes,  how  can  the 
workers  be  expected  to  be  progressive? 

64  Next  in  importance  is  the  cooperation  of  the  heads  of  the 
various  departments,  for  it  is  these  people  who  will  have  to  do  the 
greater  part  of  the  work  under  the  changed  conditions.  With 
the  heads  of  departments  in  line,  it  will  not  be  long  before  the  fore- 
men will  follow.  After  all,  the  real  fault  in  industry  is  not  so  much 
with  the  workers  as  with  those  higher  up;  hence  the  logic  of  starting 
at  the  top  in  any  campaign  of  betterment. 

65  Initiative.  The  executive  should  study  men  in  order  that 
he  may  be  able  to  arouse  in  them  the  greatest  possible  amount  of 
initiative. 

66  Carnegie  adopted  the  right  basis  upon  which  to  develop 
men.  He  did  not  care  anything  at  all  about  a  man  who  did  not 
already  look  upon  himself  as  a  future  partner  in  the  business.  Culti- 
vate this  ideal  in  your  men,  give  them  tasks  that  will  demand  all 
their  reserve  powers,  and  then  watch  them  develop  initiative. 

67  Progress  of  the  Individual.  The  executive  should  give  his 
workers  every  opportunity  to  make  goqd  and  win  their  way  to 
positions  of  responsibility. 

68  If  the  executive  will  apply  the  laws  of  organization  which 
have  been  given,  and  especially  those  that  concern  mental  capacity, 
responsibility,  concentration,  and  greatest  complication,  he  should  be 
able  to  fill  the  higher  positions  satisfactorily  with  men  from  his  own 
organization,  instead  of  wasting  time  looking  outside  for  ideal  men. 

69  Executive  Direction.  The  object  of  administration  should 
be  to  develop  men. 
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70  The  manager  of  the  future  will  not  be  a  manager  at  all, 
at  least  not  according  to  the  present  interpretation  of  the  tenn; 
he  will  be  a  coordinator  and  a  guide.  Primarily,  instead  of  doing, 
he  will  decide;  rather  than  counsel,  he  will  seek  advice;  instead  of 
achieving,  he  will  endeavor  to  inspire  others  to  achieve.  He  will 
not  spend  his  time  on  details,  he  will  delegate  them  to  others.  He 
will  not  be  a  driver,  he  will  lead.  Instead  of  looking  at  things 
from  the  standpoint  of  dollars,  he  will  consider  them  from  the  stand- 
point of  sense.  In  other  words,  instead  of  always  asking,  "How 
many  dollars  can  I  make,"  he  wiU  ask  the  more  important  question 
first  of  all,  '?How  many  men  can  I  make?"  * 

71  No  matter  how  we  study  men,  we  cannot  get  away  from 
the  conclusion  that  the  underlying  motive  which  influences  most 
of  us  is  an  instinctive  desire  for  gain.  We  are  all  creatures  of  aspira- 
tion, and  it  makes  absolutely  no  difference  whether  the  person  is  the 
man  who  owns  the  large  industrial  enterprise,  or  the  man  who  works 
by  the  day.  Both  want  to  make  as  much  as  they  possibly  can.  To 
mutuaUze  the  interests  so  that  each  can  reaUze  his  desire,  is  no  easy 
task.  It  is  not  an  impossible  task,  however,  and  in  its  successful 
performance  both  capital  and  labor  will  receive  material  benefit. 
Both  lose  out  when  either  ignores  the  interests  of  the  other. 

THE   PROBLEM   OF  THE   COST  OP  LIVING 

72  In  conclusion  let  me  ask  this  question:  What  is  our  re- 
sponsibility? The  cost  of  Uving  is  an  important  issue.  Demand 
increases  with  the  increase  in  population,  and  it  is  an  established 
fact  that  supply  has  not  been  increasing  with  this  increase  in  popu- 
lation. To  get  supply  enough  to  meet  the  demands  and  to  balance 
with  cost  of  living,  will  not  be  such  an  absorbing  problem.  There 
are  two  possible  solutions:  1,  There  must  be  more  producers;  2, 
There  must  be  a  greater  amount  supplied  by  those  now  producing. 

73  The  first  solution  is  practicable  only  if  labor  is  allowed 
shorter  hours,  better  working  conditions,  and  a  remuneration  which 
will  attract  the  worker.  The  second  can  be  employed  by  eliminating 
wastes,  standardizing  conditions,  bringing  about  proper  coordination, 
setting  fair  tasks,  and  allowing  men  to  earn  an  amount  which  will 
compensate  them  for  their  skill  and  their  cooperation. 

74  Let  us  not  be  satisfied  with  conditions  as  they  are,  but 
strive  for  conditions  as  they  should  be.  In  attaining  this  ideal 
all  may  assist,  with  the  certainty  of  accomplishing  something  worth 
while.     We  cannot  change  yesterday.    The  past,  with  its  mistakes 
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and  its  misunderstandings,  is  behind  us.  But,  profiting  by  ex- 
perience, with  the  picture  of  the  right  ideal  before  us  and  guided 
by  a  keen  sense  of  justice  and  fair  deaUng,  we  can  dare  to  attempt  a 
settlement  of  the  serious  problems  of  industrial  life,  and  contribute 
mightily  to  the  progress  of  the  worid. 


DISCUSSION 

John  F.  Grace  (written).  The  fifteen  conditions  stated  by  Mr. 
Knoeppel  in  Par.  22  are  almost  axiomatic,  but  their  application  is  a 
gigantic  task  for  executive  genius.  To  this  end  pictures  and  graphs 
should  be  applied  as  in  the  manner  of  good  advertising  to  instruct 
the  workers  rather  than  texts. 

The  lack  of  definite  instructions  to  each  worker  which  the  author 
mentions  as  a  major  cause  in  the  breakdown  of  organizations  seems 
largely  due  to  the  inabiUty  of  managers  or  systematizers  to  define 
and  isolate  duties  which  they  are  constantly  shifting  and  overlapping. 

In  addition  to  the  charting,  any  radical  change  of  system  affect- 
ing the  majority  of  workers  should  be  explained  fully  and  clearly 
at  a  general  meeting  of  the  employees  of  the  department  or  plant 
affected  by  some  one  who  understands  both  the  object  and  method 
of  the  system  and  the  viewpoint  of  the  workers  suflBciently  to  make 
clear  explanations  and  to  answer  questions. 

It  must  also  be  explained  why  merely  doubUng  the  wages  of  all 
workers  will  benefit  nobody  in  the  end;  that  the  world's  greatest 
wealth  is  its  eflScient  workers  and  leaders  of  character  and  their 
scarcity  its  poverty;  and  that  only  by  substantially  increased  pro- 
duction per  individual  can  the  workers  of  the  world  obtain  for  them- 
selves better  homes  and  more  comfortable  living. 

DwiGHT  T.  Farnham  (written) .  Industrial  Democracy  and  the 
Human  Factor  are  slogans  which  must  not  remain  mere  phrases  if 
the  country  is  to  escape  that  period  of  chaos  which  has  resulted, 
since  history  began,  whenever  a  proletariat  has  been  allowed  to 
realize  its  strength.  For  more  than  two  years  labor  has  been  king. 
The  workmen  has  been  courted  by  every  conceivable  device  from 
high  wages  to  music  and  oratory.  He  has  been  made  to  realize  his 
power  as  an  economic  factor  and  as  a  voter  and  he  is  not  going  back 
to  the  bread  line  without  smashing  something.  Whether  he  smashes 
merely  industrial  imperialism  or  our  whole  industrial  fabric  rests 
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with  the  men  who  do  the  staff  work  for  our  captains  of  industry. 
Whether  American  industry  reconstructs  as  a  democracy  or  whether, 
lured  by  labor's  temporary  appearance  at  a  disadvantage  during 
demobilization,  she  attempts  reorganization  as  an  autocracy,  de- 
pends upon  the  vision  and  force  of  the  advisers  who  are  in  a  position 
to  influence  the  type  of  organization  in  the  course  of  its  evolution. 
The  men  who  are  to  do  this  work  must  have  trained  minds.    They 
must  be  experienced  in  analysis  in  accordance  with  the  laws  of  the 
scientific  method.    They  must  have  the  personality  to  sell  their 
conclusions  to  the  workmen,  to  the  foremen,  to  the  superintendents, 
to  the  management  and  to  the  stockholders.    Most  of  all  they  must 
know  and  believe  in  human  nature.    For  a  long  time  we  have  been 
advocating  the  replacement  of  authority  jay  responsibility.    The ' . 
governments  of  the  world  are  in  the  throes  of  this  change.    Indus- 
trial reconstruction  comes  next  and  the  road  of  responsibility  lies 
clear  before  the  engineers  of  America. 

A.  C.  Fleckenstein  said  that  engineers  engaged  in  production 
could  help  immeasurably  the  advance  of  industrial-  and  efficiency- 
engineering  methods  by  creating  in  the  mind  of  the  owner  of  a 
plant  a  proper  regard  for  the  services  of  the  apparently  non-produc- 
tive industrial  engineer,  an  investment  in  whose  services  would 
render  a  large  financial  return. 


No.  1673 

NON-FINANCIAL  INCENTIVES 

Bt  Robert  B.  Wolf,^  Saui/tb  Stb.  Marie,  Ont.,  Canada 

Member  of  the  Society 

The  atUhor  contends  that  creative  work  by  the  workmen  in  the  induatrieB  is  not 
only  poeeible,  but  that  with  it  there  can  he  introduoed  a  personal  interest  in  the  work 
alike  henefimal  to  the  employee  and  employer. 

Accounts  are  given  of  instances  where  this  has  been  accomplished,  through 
supplying  foremen  and  workmen  with  information  upon  costSf  methods  of  operation^ 
possibUUies  in  the  direction  of  economy  and  efficiency,  etc.  Progress  records  are  also 
furnished  so  that  the  employee  wiU  know  from  day  to  day  how  he  is  improving  in  the 
mastery  of  the  process  upon  which  he  is  engaged. 

Freedom  to  express  one^s  individuality  in  constructive  work,  properly  restrained 
by  law,  is  considered  by  the  author  to  be  essential. 

npHE  basis  of  all  ''non-financial  incentives"  is  interest  in  work. 
Interest  in  work  implies  a  desire  to  produce  actuated  by  internal 
motives  rather  than  external  discipline. 

2  Production  means  creation  and  the  industrial  creative  fimction 
in  man  is  a  mental  process  and  lies  in  his  intelligent  adaptation  of 
means  to  ends.  It  is  useless,  therefore,  to  look  for  real  creative  work 
unless  the  workman  has  a  chance  to  think  and  to  plan;  any  other 
working  environment  either  fails  to  attract  or  actually  repels  the 
workman,  and  as  a  consequence  offers  no  incentive  to  increased  effort. 

3  Work  which  does  not  call  for  thoughtful  reflection,  and  which 
uses  only  muscular  effort,  tends  to  draw  man  down  to  the  level  of  the 
brute  and  makes  for  industrial  irresponsibility  and  consequent  social 
disorganization.    The  unthinking  man  cannot  be  a  responsible  man. 

4  It  is  the  self-conscious  faculty  of  man  which  distinguishes  him 
from  the  animal  and  makes  him  above  all  a  creative  center  through 
which  the  universal  life  giving  power  can  deal  with  a  particular  situa- 
tion in  time  and  space. 

5  To  use  a  homely  illustration  with  which  every  one  is  familiar 

•  « 

^  Manager,  Spanish  River  Pulp  &  Paper  Mills,  Ltd. 
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—  the  traflSc  at  each  crowded  street  crossing  cannot  be  regulated  from 
the  City  Hall;  it  requires  an  individual  (the  traflBc  policeman)  in  the 
congested  spot  to  deal  with  each  particular  situation  as  it  arises,  and 
upon  his  powers  of  observation  and  selection  depends  the  orderly  flow 
of  traffic. 

6  It  is  only  through  the  individual  life  that  the  universal  life  can 
act  and  therefore  the  universal  is  compelled  to  evolve  many  individual 
lives  if  organization  and  order  are  to  replace  the  imorganized  state 
represented  by  the  purely  generic  operation  of  natural  law. 

7  The  problem  of  social  organization  is,  then,  how  to  organize 
society  upon  the  basis  of  respect  for  the  individual.  This  is  also  the 
indust^l  problem  as  well,  for  industry  in  the  broadest  sense  is  society 
in  its  highest  form  of  activity  because  it  is  essentially  constructive 
and  therefore  creative  activity. 

8  It  was  an  inevitable  corollary  to  the  universal  plan  of  creation 
that  the  individual  life  came  into  being  not  to  create  material  sub- 
stance, as  that  had  to  be  before  individual  life  could  gain  conscious- 
ness. The  function  of  the  individual  life,  however,  is  to  create  by  a 
thought  process  conditions  especially  selected  to  produce  results  which 
nature  unaided  would  fail  to  produce. 

9  This  is  what  the  horticulturist  does.  His  power  lies  in  his 
knowledge  of  natural  law  and  his  creations  are  made  possible  because 
he  conforms  to  the  law.  The  uncultivated  orchard  reverts  to  its 
original  wild  state  when  no  longer  attended  by  man,  but  increases  in 
productiveness  by  continued  thoughtful  application  of  man's  power 
of  selection  and  adaptation. 

10  It  is  by  a  similar  process  of  conscious  selection  that  such 
devices  as  the  steamboat,  steam  engine,  electric  generator,  and  the 
telephone  came  into  existence.  They  did  not  come  into  being  and 
never  would  have  been  created  by  the  generic  operation  of  .nature's 
laws. 

11  To  illustrate  further;  the  desire  of  the  savage  to  cross  a  body 
of  water  too  wide  for  him  to  swim  caused  him  to  observe  the  floating 
of  things  which  floated  naturally.  As  a  result  of  this  observation  he 
built  a  raft;  and  finally,  by  further  observation,  he  discovered  the 
principle  that  any  thing  which,  bulk  for  bulk,  was  lighter  than  the 
water  it  displaced  would  float,  and  although  he  perhaps  imconsdously 
applied  this  principle,  it  is  true  that  from  its  application  he  evolved 
the  canoe. 

12  It  is  by  a  continuation  of  the  application  of  this  same  law 
that,  almost  within  our  own  memory,  it  has  been  made  possible  Cor 
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the  vessels  of  the  world  to  be  built  of  iron,  something  which  the  old 
shipbuilders  thought  impossible.  We  see  then  that  it  is  the  applica- 
tion of  the  personal  factor  that  now  makes  iron  float  by  the  use  of  the 
very  same  law  that  makes  it  sink. 

.13  Upon  a  higher  plane,  the  modem  electric  generator  was 
evolved  by  observing  that  a  wire  passed  at  right  angles  through  a 
magnetic  field  would  induce  an  electric  current  to  flow  through  it  in  a 
certain  direction. 

14  It  was  only  by  creating,  through  the  application  of  the  per- 
sonal factor,  conditions  by  which  this  law  could  be  expanded  that 
electricity  was  generated  commercially.  The  electric  generator  is 
nothing  more  than  a  large  number  of  such  wires,  insulated  one  from 
another,  passing  in  and  out  of  a  number  of  magnetic  fields,  plus  a 
device  for  collecting  and  conducting  away  the  current  generated. 
The  important  point  to  remember  is  that  there  never  would  have  been 
an  electric  generator  without  the  introduction  of  the  individual 
personalities  who  literally  created  it. 

15  In  this  connection  it  is  well  to  observe  that  all  of  oiu*  creations, 
if  they  are  to  be  successful,  depend  upon  the  strict  observance  of  the 
laws  of  nature.  When  we  clearly  see  man's  place  in  the  universal 
life  movement  we  can  understand  why  it  was  that  in  the  long  process 
of  evolution  it  was  inevitable  that  a  being  capable  of  measuring  by 
reflection  be  evolved.  The  very  word  "man"  is" derived  from  an 
Arian  root  meaning  to  measiu*e. 

16  All  this  may  seem  at  first  sight  far  removed  from  the  problem 
of  "non-financial  incentives,"  but  it  seems  to  me  it  is  necessary  before 
proceeding  further  to  gain  some  conception  of  the  reason  for  man's 
existence.  The  concrete  illustrations  of  the  operations  of  non- 
financial  incentives  will  then  have  greater  meaning. 

17  Man,  through  the  exercise  of  his  intellectual  faculties  so 
laboriously  acquired  through  ages  of  slow  evolution,  literally  reflects 
the  universal  creative  process  upon  the  plane  of  the  particular.  There 
can  be  no  organization  of  material  substance  except  through  an  in- 
dividual who  can  observe  the  laws  inherent  in  the  materials  them- 
selves. Then,  by  a  process  of  reflection,  these  materials  can  be 
organized  into  forms  which  they  could  not  take  unaided  by  the  in- 
dividual will  or  a  power  external  to  themselves. 

18  To  state  the  matter  more  concretely:  man,  we  know,  cannot 
bring  matter  into  existence,  neither  can  he  create  the  force  which 
resides  in  the  physical  elements  he  uses  in  the  day's  work;  what  he 
does  is  to  observe  nature's  forces  in  action  and  then,  having  learned 
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the  laws,  i.e.,  the  reasons  for  their  action  in  any  particular  direction, 
he  seeks  for  means  to  make  them  express  themselves  more  fully. 

19  This,  of  course,  necessitates  the  creation  of  conditions  which 
do  not  occur  spontaneously  in  nature.  We  have  here  the  beginning 
of  what  we  call  the  artificial  and  it  is  significant  that  the  highest  type 
of  this  form  of  creation,  upon  a  higher  plane  than  the  natural,  is 
termed  art. 

20  This  creation  of  artificial  conditions  which,  taken  all  together, 
we  call  civilization  is  of  course  the  product  of  man's  organizing  power. 
While  self-consciousness,  the  power  of  realizing  the  self  as  apart  from 
the  rest  of  the  universe,  has  been  a  human  faculty  for  untold  ages 
before  the  present  highly-organized  state  of  society  had  been  attained, 
it  is  nevertheless  true  that  now,  for  the  first  time  in  the  history  of 
the  white  race,  we  are  confronted  with  the  problem  of  correcting  the 
repressive  or  selfish  character  of  civilization  so  that  it  will  serve  the 
mass  of  humanity.  If  we  fail  to  accomplish  this  it  will  be  destroyed 
by  the  same  creative  power  which  brought  it  into  existence. 

21  We  must  learn  how  to  change  the  industrial  environment 
from  one  which  repels  mankind  to  one  which  attracts.  In  other 
words,  the  incentive  to  work  must  be  inherent  in  the  nature  of  the 
work  itself. 

22  Now  what  are  the  conditions  which  we  must  meet  in  the 
industrial  world  t6  make  work  attractive?  We  have  ample  evidence 
that  increasing  financial  returns  have  failed  to  stimulate  productivity 
and,  on  the  other  hand,  the  constant  demand  for  shorter  hours  and 
the  increasing  labor  turnover  is  proof  that  work  in  most  of  our  in- 
dustries not  only  does  not  attract  but  actually  repels  the  workman. 
We  must  therefore  look  into  the  working  conditions  themselves  for 
the  answer.    This  is  the  only  scientific  method  of  procedure. 

23  I  would  like  to  quote  from  a  letter  received  from  a  very  mtel- 
ligent  labor  leader  recently,^  to  show  how  the  mass  of  employees  look 
at  the  problem  and  how  urgent  is  the  need  for  its  immediate  solution 
if  we  are  not  to  have  a  greatly  reduced  production  of  the  necessities 
of  life  brought  about  by  the  concerted  action  of  the  workers  — 

Is  it  not  true  that  the  industrial  evolution  which  has  brought  the  trusts 
into  existence  has  been  the  means  of  eliminating  the  "human  touch"  in 
industry  7  During  the  days  of  small  industrial  plants,  the  employer  and 
the  employee,  of  course,  were  really  fellow-workmen.  At  the  present 
time,  however,  the  employee  has  perhaps  never  seen  any  of  the  stock- 
holders of  the  industrial  plant  where  he  is  employed. 

*  John  P  .Burke,  Int.  Pres.,  Pulp  Sulphite  and  Paper  Mill  Workers  Union. 
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You  flay  that:  Men  can  be  productive  only  when  they  take  an  interest 
in  their  work  and  they  will  not  take  this  interest  unless  those  entrusted 
with  the  direction  of  their  efforts  realise  that  they  must  teach  them  con- 
stantly how  to  exercise  their  creative  powers. 

While  I  agree  with  everything  you  say  relative  to  creative  work  and  have 
thought  along  these  lines  considerably  myself,  still,  is  it  possible  in  in- 
dustries, as  they  are  constituted  at  present,  to  enable  the  average  work- 
ingman  to  do  creative  work?  Isn't  it  true  that  industry  is  becoming  so 
specialized  that  the  workman  is  no  longer  a  creator  ?  I  realize  that  while 
it  may  still  be  possible  for  the  workman  doing  certain  jobs  in  the  mill  to 
do  creative  work,  to  a  certain  extent,  still  isn't  the  tendency  of  modem 
industry  more  and  more  toward  making  the  workman  simply  an  ap- 
pendage of  the  machine? 

In  the  paper  you  sent  me,  you  described  how  you  designed  a  plan  for 
the  men  operating  the  hydraulic  press  to  take  an  interest  in  their  work. 
This  certainly  is  a  practical  illustration  of  what  can  be  done,  and  perhaps 
could  be  cit^  as  a  refutation  of  what  I  have  just  written  above.  I 
•  realise  that  there  may  be  certain  jobs  in  the  mill  where  the  creative 
powers  can  still  be  allowed  to  develop,  and  that  the  workman  may  be 
given  a  chance  to  express  his  individuality,  but  the  point  I  am  tnring  to 
bring  out  is  that  the  tendency  of  modem  indtutry  is  away  from  creative 
efforts  and  gives  the  workman  less  and  less  opportunity  for  individual  de- 
velopment. When  I  worked  in  the  factories,  which  I  did  from  the  age  of 
12  to  25,  one  of  the  things  I  found  the  most  dissatisfaction  with  was  the 
deadening  sameness  of  the  work.  I  never  remember  a  time,  when  work- 
ing in  the  factories,  that  I  became  so  interested  in  my  work  that  I  didn't 
long  for  quitting  time  to  come.  After  leaving  factory  work  I  got  a  job 
with  a  building  contractor.  As  I  became  more  proficient  as  a  carpenter, 
I  have  time  and  again  been  put  doing  certain  work  that  was  more  or  less 
creative,  in  which  I  have  become  so  interested  that  I  paid  no  attention  to 
quitting  time  and  have  worked  for  two  or  three  hours  after  the  time  when 
I  might  have  quit  work.  There  is  joy  in  creative  work.  But,  in  my 
opinion,  no  matter  what  schemes  we  will  try  to  devise,  modem  industry 
is  going  to  tend  more  and  more  to  make  simply  automatons  of  men. 

I  may  say,  however,  that  I  could  find  very  little  to  criticise  in  either 
of  your  articles.  You  have  demonstrated,  from  practical  experiments, 
things  that  I  have  often  theorized  about.  The  conflict  in  industry 
during  the  next  few  years,  in  my  opinion,  will  be  between  the  demo- 
cratic and  autocratic  ideas.  The  autocratic  idea,  I  think,  is  best  ex- 
emplified by  the  German  military  machine. 

24  I  was  able  to  convince  the  writer  of  the  letter  from  which  I 
lave  just  quoted  that  creative  work  could  be  done  to  a  great  extent 
a  modem  industry,  and,  further,  that  this  could  be  accomplished, 
(dthout  any  radical  changes  in  equipment,  greatly  to  the  advantage 
►f  both  employer  and  employee. 
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INDIVIDUAL  PROGRESS  REC»BD8 

25  To  do  this,  individual  pn^resa  recorda  are  necessary  so  that 
the  workman  can  know  from  day  to  day  how  he  is  improving  in  the 
mastery  of  the  process. 

26  The  first  example,  illustrated  by  Fig.  1,  is  from  that  branch 
of  the  wood-pulp  industry  known  as  the  sulphite  process  and  shows 


Vm.  I     Reaction  in  Dkiekterh  in  Which  Wood  Chips  are  Cookm 

a  cookit^r  chart  which  was  designed  to  give  the  cook  infonnatjoo 
about  the  reactions  in  the  digesters  in  which  the  wood  chips  are  _ 
cooked  in  a  6  per  cent  solution  of  sulphurous  acid  partly  combined 
with  a  lime  base. 

27    The  digesters  have  a  conical  top  and  Ixittom  and  are  usually 
50  ft.  high  by  15  ft.  in  diameter.     After  the  acid  and  chips  are  put 
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into  the  digester  and  the  cover  is  put  on,  steam  is  turned  in  at  the 
bottom  and  the  pressure  brought  up  to  75  lb.  per  sq.  in.  above  at- 
mospheric pressure. 

28  As  this  does  not  heat  the  digester  sufficiently  to  produce  dis- 
integration of  the  wood,  it  is  necessary  to  relieve  gas  through  a  relief 
valve  on  the  cover.  Because  of  the  removal  of  this  gas,  which  is 
afterward  reclaimed,  more  steam  can  come  in  at  the  bottom  and  thus 
the  temperatures  are  advanced.  The  skill  in  cooking  consists  in  the 
proper  control  of  the  relief  valve. 

29  Before  the  introduction  of  these  cooking  charts  illustrated  by 
Fig.  1,  all  this  was  left  to  the  unaided  judgment  of  the  cook  with 
usually  nothing  to  help  him  but  a  small  hand  thermometer  and  a 
pressure  gage.  Of  course,  great  variation  in  the  pulp  was  the  result. 
The  cooking  charts,  plotted  by  the  cooks  themselves,  however,  helped 
greatly  as  they  enabled  the  quick  visualization  of  the  work.  On 
these  charts  temperatures  are  converted  to  pressures  for  the  reason 
that  the  pressure  in  the  digester  comes  from  two  sources,  one  ther 
natural  pressure  due  to  steam,  and  the  other  due  to  the  sulphurous- 
acid  gas.  The  pressure,  for  instance,  which  would  correspond  to  a 
temperature  of  212  deg.  would  be  0  or  atmospheric,  yet  from  the 
chart  you  will  see  that  the  gage  pressure  actually  showed  75  lb.  The 
difference  between  0  and  75,  therefore,  is  caused  by  the  presence  of 
sulphurous-acid  gas.  As  the  cooking  progresses,  the  gas  is  naturally 
used  up;  first,  by  being  relieved  for  the  purpose  of  making  room  for 
more  steam;  second,  by  the  natural  combination  of  the  acid  with  the 
organic  compounds  liberated  during  the  cooking  process. 

30  At  the  end  of  the  cooking  process  the  gage  and  steam  pressures 
will  naturally  come  very  close  together  as  the  greater  part  of  the  SO2 
gas  has  been  used.  The  gas-pressure  curve  is  obtained  by  subtract- 
ing the  steam  pressure  from  the  gage  pressure.  It  is  really  a  result- 
ant of  the  other  two.  If  it  drops  too  rapidly  the  cook  knows  he  is 
relieving  his  digester  too  hard  and  checks  the  opening  of  the  relief 
valve.  If  it  does  not  drop  rapidly  enough  he  knows  he  must  open  the 
valve  wider  in  order  to  increase  the  relief.  Of  course,  the  figures  are 
taken  from  recording  instruments  which  are  checked  daily  to  insure 
accuracy.  Naturally,  an  ideal  cooking  chart  was  soon  formed,  being 
the  joint  work  of  the  cooks  handling  the  digesters  and  of  the  chemi- 
cal research  department. 

31  Immediately  after  the  introduction  of  these  charts  a  very 
marked  increase  in  the  uniformity  of  the  pulp  was  noticed,  and  the 
cooks,  while  at  first  opposed  to  the  new  method  of  *'  cooking  with  a 
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lead  pencil"  as  they  called  it,  soon  learned  to  like  their  work  mucb 
better  for  the  reason  that  they  now  had  some  way  of  visualiiring  the 
work  in  its  entirety.  In  addition  to  more  uniform  quality  of  the  pulp, 
the  yield  from  a  cord  of  wood  increased  something  over  5  per  cent. 

CONTINUOUS  PR0GBE8S  BECORD 

32  We  soon  found  that  it  was  necessary  to  give  some  sort  of 
continuous  progress  record  if  we  were  to  keep  up  the  interest  in  the 
work,  because  no  man  could  carry  in  his  mind  anything  but  a  genera! 
impression  of  his  progress  from  day  to  day.    Several  good  records 
for  one  day  are  only  like  so  many  good  golf  drives.    They  are  a  source 
of  satisfaction  at  the  time,  but  just  as  the  score  in  golf  denotes  our 
real  mastery  of  the  game,  so  does  the  progress  record  measure  the 
man's  increasing  mastery  of  his  work,  and  we  feel  that  it  is  one  of  the 
moral  obligations  of  the  management  to  keep  such  records  for  the 
individual  workman.    Without  these  records  men  wiU  not  think  of 
improvements  in  the  process  and  they  cannot  be  blamed  for  beooming 
indifferent.    How  long,  for  instance,  would  a  superintendent  or 
manager  retain  his  interest  in  the  economical  operation  of  his  plant 
if  his  cost  sheets  were  withheld?    We,  as  executives,  must  have 
quantity,  quality,  and  economy  records,  otherwise  our  interest  soon 
lags.    Why,  then,  should  we  expect  the  workman  to  be  interested 
when  he  is  not  furnished  with  a  record  which  at  least  reflects  one  of 
these  elements? 

33  Such  records  can  be  grouped,  under  three  main  headings: 
quantity  records,  quality  records  and  economy  or  cost  records. 
Quality  records,  which  occupy  the  middle  position,  are,  perhaps,  of 
the  greatest  importance  for  they  bring  the  individual's  intellig^ce 
to  bear  upon  the  problem  and  as  a  consequence,  by  removing  tbe 
obstacles  to  uniformity  of  quality,  remove  at  the  same  time  the  ob- 
structions to  increased  output.  The  creative  power  of  the  human 
mind  is,  however,  not  content  simply  to  produce  the  best  quali^ 
under  existing  conditions  of  plant  operation.  The  desire  to  create  new 
conditions  for  the  more  highly  specialized  working  out  of  the  natural 
laws  of  the  process,  demands  expression  and  this  expression  at  onoe 
takes  the  form  of  suggestions  for  improvements  in  mechanical  devices. 

34  This  desire  contains  within  it  the  germ  of  economic  thou^t 
which  will  imfold  and  express  itself  eventually  in  a  request  for  cost 
records,  and  the  orgam'zation  that  neglects  its  opportunity  to  satisfy 
this  desire  is  overlooking  one  of  the  great  avenues  leading  toward 
intelligent  productive  effort 
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35  Because  of  the  interrelation  of  quality,  quantity  and  economy 
records,  any  complete  record  of  individual  progress  must,  of  course, 
take  tbem  all  into  account.  However,  as  this  is  not  always  practical 
we  have  at  least  one  of  three  ways  of  measuring  progress  always  open 
to  us. 

36  Table  1  shows  how  we  keep  a  continuous  progress  record  of 
the  work  which  is  mainly  one  of  quality.  By  quality  I  do  not  neces- 
sarily refer  to  the  quality  of  the  material  produced,  as  most  of  our 
records  refer  to  the  quality  of  the  work  performed;  in  other  words, 
the  nearness  to  which  the  workman  approaches  the  ideal  standards 
which  he  has  helped  to  form.  The  democratic  codperative  forming 
of  these  standards  by  the  joint  work  of  the  trained  technician  and  the 
practical  workman  is  absolutely  essential,  otherwise  continuous 
progress  will  not  be  made.  The  whole  plan  must  be  really  educa- 
tional in  nature  and  to  be  so  the  records  must  record  the  natural  laws 
of  the  process  and  the  individuars  degree  of  control  of  forces  in  the 
material  elements  that  he  is  using.  The  more  factors  that  can  be 
recorded,  the  greater  the  interest  in  the  work.  The  reason  for  this  is 
obvious. 

37  Referring  again  to  Table  1,  it  will  be  noted  that  there  are  nine 
men  cooking.  These  men  are  posted  in  the  order  of  seniority,  with 
the  highest  monthly  record  on  top.  There  are  three  foremen  at  the 
top  of  the  record.  Each  of  these  foremen  has  three  cooks  under  him 
ahd  their  standing  is  made  up  by  taking  the  average  records  of  the 
men  under  them.  In  this  way  we  are  enabled  to  get  not  only  the 
individual  records  of  the  men,  but  the  group,  or  team-work  records, 
as  welL  The  lower  group  is  merely  for  the  convenience  of  the  de- 
partment head  in  charge  and  gives  the  relative  standing  of  the  large, 
medium,  and  small  digesters.  This  is  irrespective  of  the  men  who 
are  working  on  them. 

38  The  total  progress  record  figures  in  the  first  column  are  made 
up  of  the  temperature,  color,  time  and  blowing  records.  The  relative 
values  that  these  have  in  the  total  record  are  shown  at  the  top  of  each 
column,  the  total  adding  up  to  100.  The  small  variation  in  the 
monthly  average  column  is  characteristic  of  all  our  progress  records, 
and  shows  how  great  is  the  incentive  when  individual  effort  is  in- 
telligently recorded. 

39  The  temperature  record  is  obtained  by  taking  half-hourly 
readings  from  the  recording-thermometer  chart,  upon  which  a 
standard  temperature  curve  has  been  plotted,  calling  each  reading 
which  happens  to  fall  on  the  standard  line  100,  and  a  reading  20  d^. 
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either  side  of  the  standard  line  0.    This  means  that  for  each  degree 
ofiF  of  the  standard,  5  points  are  deducted  from  the  progress  record. 

40  The  color  record  indicates  how  near  the  men  come  to  blowing 
the  digester  when  the  color  of  the  liquor  shows  the  proper  amount  of 
lignine  in  the  solution.  The  sample,  drawn  from  the  side  of  the 
digester,  is  compared  with  the  standard  color.  To  get  a  mathematical 
value  for  this  factor  a  range  of  colors  from  a  very  dark  to  a  very  light 
was  obtained,  the  particular  shade  which  was  taken  as  standard 
marked  100  and  one  shade  either  side  10  points  less  than  100. 

41  The  time  record  is  obtained  by  calling  a  certain  time  of  cook- 
ing 100  and  taking  off  on  each  digester  cooked  one  point  for  each 
minute  above  or  below  this  standard. 

42  The  blowing  record  is  obtained  by  calling  30  lb.  pressure  100 
(most  of  the  cooking  being  done  at  a  pressure  of  75  lb.  per  sq.  in.)  and 
60  lb.  0,  the  idea  being  to  get  the  pressure  as  low  as  possible  before 
blowing  the  digester. 

43  It  will  be  noted  that  the  temperature  value  is  higher  than  any 
of  the  others.  This  is  because  it  is  the  most  important  element.  The 
color  record  coming  next  in  importance  is  given  the  next  highest 
value,  etc. 

44  By  an  arrangement  of  this  sort,  by  simply  changing  the  rel- 
ative value  of  the  different  factors,  it  is  possible  to  emphasize  any 
particular  phase  of  the  work.  The  men  willingly  pay  the  greatest 
attention  to  the  factor  that  has  the  greatest  value  because  it  gives 
them  the  better  record  and  because  they  know  the  reason  for  the 
change.  For  instance,  if  it  is  desired  to  emphasize  quantity,  we  give 
a  larger  value  to  the  time  record  and  a  lesser  value  to  the  temperature 
record.  Production  is  then  somewhat  increased  at  the  expense  of 
quality. 

45  While  I  could  give  many  illustrations  similar  to  the  one  just 
given  of  our  cooking  operations,  I  will  give  only  one  final  illustration 
of  how  economy  progress  records  meet  with  equally  great  response. 
In  the  plant  where  this  system  was  developed  were  employed  over 
1200  men  and  perhaps  half  of  these  men  had  individual  progress 
records  and  the  rest  came  under  some  sort  of  group-progress  record. 
Invariably  the  records  proved  themselves  to  be  an  incentive  to  greater 
productivity. 
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COST  RECORDS  OF  WORK 

46  Below  is  shown  a  foreman's  detail  job  sheet  which  indicates 
the  method  we  had  for  giving  our  maintenance  foremen  cost  records 
of  their  work.  It  is  obviously  a  difficult  matter  when  dealing  with 
maintenance  and  construction  Work  to  give  quality  or  quantity 
records  as  the  work  varies  so  much  from  day  to  day,  so  the  only  kind 
of  records  we  could  give  the  men  were  records  of  cost.  The  original 
suggestion  to  give  these  records  grew  out  of  the  fact  that  we  gave  to 
each  operating  department  head  a  complete  cost  of  operating  his 
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foreman's  detail  job  sheet. 


Job 


Z77I 


.Foreman 


John  LafFin 


.Do^. 


i/io/is 


Name  of  Job  InstaU  Z-SSHp.  Motors  on  Coarse  Scrt^ns 

Deecription 

Ettcfncal  Dtpf.  -  Potftr  Wiring. 


Oa-hB  Stxarted    lhlf€ 
Labor  Cos++o  Da+e_ 


Workedon- 


J/.6 


Ofly» 


MaterialCo»t +o  Date  ^ 
Total  Coat  to  Date  ^_^^^ 
Labcr'C^atYeetenctaij   _ 
Material  Cost  Yestenday 
Total  Cost  Yeat«rday    _ 


730 


Mf'f 


Q80 


&4/ 


7.2/ 


DETML  OF  MATERIAL    USED   YESTERDAY. 


ITEMS. 


' », 


2-/7    Long-  Turn  5fbo¥/s , 
^  IB  folder, 
4  -  'i'Tijpe  E  Condultts, 
4-iy4  Hole  PorcelainA , 
/  Roll  Oiled  Lined, 
I  Roll  Friction  Tape , 
l%- too  Amp.  Terminals  t 


PRICE, 


0.51 
1.23 
2.02 
Q$4 
0.24 

an 

1.66 
$6.4-1 


Fig.  2    Forebian's  Job  Shbbt 

department  for  which  he  was  held  responsible.  As  soon  as  he  began 
to  realize  this  responsibility,  because  all  the  repair  materials  were 
charged  to  him,  he  at  once  beg^n  to  make  intelligent  critidstn  of  the 
engineering  department,  and  especially  was  he  critical  of  the  mainte- 
nance foreman  if  he  was  wasteful  in  the  use  of  materials.  As  a  result 
of  this,  the  maintenance  foremen  asked  the  master  mechanic  if  they 
could  not  have  job  costs  showing  how  economically  they  were  doing 
their  work  as  they  had  no  idea  of  the  value  of  materials  that  they 
were  using.  The  foreman's  detail  job  sheet  shown  is  the  result  of 
this  request.     It  will  be  noted  that  the  job  is  fully  described,  the  total 
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cost  for  labor  attdjmaterial^to'date  is  ff-ven,  as  well  as  the  cost  of  labor 
and  material  for  yesterday.  Then  below  is  listed  the  itemized  cost 
of  all  materials  used.  The  men  soon  became  educated  as  to  the  value 
of  the  materials  they  were  using  and  we  noticed  a  great  change  in  the 
amount  of  waste;  in  fact,  we  had  frequent  cases  where  m^tenance 
foremen  would  bring  scales  into  the  mill  to  make  sure  that  the  store- 
house was  giving  them  full  measure  of  materials  and  we  were  soon 


ti\ 


in 


<  ;Q^Pi^I9D9   1910    1911     «ie      1913     611    t9IE 

Fio.  3    Showinq  Concrete  RBenLTs  of  Cost  Sheets 


obliged  to  get  up  a  system  of  giving  credit  for  material  returned  to 
the  storehouse  in  order  to  help  foremen  keep  down  their  job  costs. 
This  was  in  no  sense  a  form  of  contract  system,  for  aU  of  our  nuunte- 
nance  and  construction  men  were  paid  by  the  hour  and  did  not  re- 
ceive  any  more  money  for  doing  a  job  economically. 

47    ^g.  3  shows  the  concrete  results  obtained  by  ^ving  the  cost 
eheets  to  the  department  heads  and  job  costs  to  the  maintenance 
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foremen.  It  will  be  noted  there  was  a  rapid  increase  in  production 
from  1908  to  1913,  also  a  rise  in  repair  material  used  as  welt  as  an 
increase  in  the  cost  of  maintenance  labor.  The  fourth  curve,  show- 
ing the  amount  of  material  used  for  each  dollar  spent  for  maintenance 
labor,  is  more  or  less  a  resultant  of  the  other  two.  The  gradual  rise 
from  1908  to  1911  in  this  curve  was  due  to  the  increased  material- 
consuming  power  of  the  maintenance  men  because  of  the  introduction 
of  labor-saving  devices,  such  as  pneumatic  and  electric  portable  tools. 
There  was  a  drop  in  this  figures  in  1912  and  1913  but  we  were  unable 
to  get  a  real  thought  of  economy  started  in  the  plant  until  the  de- 
partmental cost  sheets  and  job-cost  sheets  were  started.  These  were 
put  into  effect  first  in  the  beginning  of  1914  and  there  was  an  im- 
mediate drop  in  the  curve  from  an  average  of  about  $2.15  worth  of 
material  spent  for  each  dollar  spent  for  labor,  down  to  $1.55  in  1914 
and  $1.05  in  1915. 

48  That  this  drop  is  due  to  the  greater  economy  and  thought  in 
the  use  of  materials  is  indicated  by  the  fact  that  our  maintenance 
crew  was  not  very  much  reduced,  the  saving  coming  almost  entirely 
in  the  use  of  materials. 

49  The  drop  in  production  in  1914-15  was  due  to  war  conditions 
which  were  unavoidable.  It  is  a  significant  fact,  however,  that  in 
spite  of  this  drop  in  production  the  maintenance  material  cost  per 
ton  of  pulp  was  reduced  to  approximately  half  the  amount  under  the 
conditions  of  higher  production  during  the  two  preceding  years. 

50  In  none  of  this  work  did  we  pay  bonuses  to  a  superintendent, 
department  head  or  workman;  our  salaries  and  wages  were  high,  but 
payments  were  all  on  a  monthly,  weekly,  or  hourly  basis.  The  in- 
creased effort  therefore  came  entirely  from  a  desire  within  the  in- 
dividual to  be  productive.  Of  course  this  sort  of  creative  effort 
produced  great  changes  in  operating  conditions;  we  increased  our 
yearly  production  from  42,000  tons  to  111,000  tons  without  adding 
to  the  number  of  digesters  for  cooking  the  pulp,  or  wet  machines  for 
handling  the  finished  product  and  we  changed  our  quality  from  the 
poorest  to  the  very  best. 

51  Due  to  the  intelligent  suggestion  which  came  from  our  men 
all  over  the  plant  we  were  able  to  make  very  radical  changes  in  the 
manufacturing  processes.  Entirely  new  methods  of  preparing  our 
wood,  making  acid,  bleaching,  etc.,  were  created,  all  of  which  we  paid 
for  out  of  the  earnings. 

52  I  maintain  that  this  was  all  the  result  of  the  freedom  our  men 
were  experiencing  because  they  were  working  in  an  environmeit 
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which  stimulated  thinking.  They  had  ample  opportunity  con- 
stantly to  increase  their  knowledge  of  the  underlying  natural  laws  of 
the  process,  and  were  therefore  able  to  realize  the  joy  which  comes 
from  a  conscious  mastery  of  their  part  of  the  process. 

53  This  freedom  to  express  one's  individuality  in  constructive 
work  according  to  law,  is  the  only  real  freedom,  for  freedom  unre- 
strained by  a  consciousness  of  the  universality  of  natural  law  leads 
to  anarchy. 

54  We  should  never  lose  sight  of  the  fact  that  the  degree  of 
conscious  self-expression  which  the  workman  can  attain  is  in  direct 
proportion  to  the  abiUty  of  the  organization  to  measure,  for  his  bene- 
fit, the  impress  of  his  personality  upon  it.  The  most  democratic 
industrial  plant,  therefore,  is  the  one  which  permits  the  fullest  possible 
amount  of  individual  freedom  to  each  member,  irrespective  of  his 
position  and  at  the  same  time  is  so  sensitively  adjusted  that  it  reflects 
inmiediately  the  effects  of  his  actions.  If  his  actions  result  in  injury 
to  others  he  will  see  that  as  a  part  of  the  whole  he,  himself,  must  also 
suffer. 

55  I  have  made  no  attempt  in  this  paper  to  touch  upon  our 
method  of  arriviug  at  the  proper  financial  compensation  as  this  is 
beyond,  the  scope  of  the  subject  assigned  to  me.  I  feel  that  I  should 
state,  however,  that  in  our  mills  in  Canada,  where  the  same  scientific 
recording  of  operations  is  being  developed,  our  wage  rates  are  adjusted 
each  spring  after  careful  discussion  with  the  representatives  of  our 
local  labor  organizations.  This  has  proved  to  be  a  very  just  and 
satisfactory  method,  for  the  rates  thus  determined  are  really  a  con- 
sensus of  opinion  of  both  employer  and  employee  and  once  the  wage 
question  is  disposed  of,  all  are  free  to  devote  their  energies  to  the  in- 
telligent solution  of  manufacturing  problems.  Constant  agitation 
of  the  question  of  financial  renumeration  only  detracts  from  the  work, 
and  our  experience  has  invariably  been  that  there  will  be  plenty  of 
incentive  to  productive  effort  if  the  working  environment  is  such  that 
the  workmen  can  express  himself  as  an  intelligent  human  being. 

56  Man  is  not  an  animal,  but  a  free,  self-determining  mental 
center  of  consciousness  whose  reason  for  existence  is  that  the  universal 
life  can  deal  with  a  particular  situation  in  time  and  space  and,  by 
this  means,  be  enabled  to  evolve  a  material  universe  organized  to 
express  the  one  great  individual  life  of  which  we  are  all  a  part. 

57  In  conclusion,  let  me  say  that  I  am  well  aware  that  to  some  of 
you  this  may  seem  like  pure  philosophical  speculation  far  removed 
from  the  practical  affairs  of  every-day  life.   I  have  said  nothing,  how- 
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ever,  that  I  cannot  back  up  by  any  number  of  additional  illustrations, 
and  my  hope  is  that  the  examples  given  will  stimulate  others  to  make 
similar  investigations,  so  that  we  can  fulfill  our  mission  in  this  country 
by  evolving  an  industrial  philosophy  which  will  have  for  its  ultimate 
aim  the  continuous  unfoldment  of  the  latent  powers  in  man. 


DISCUSSION 

Walter  N.  Polakov,  who  opened  the  discussioti,  said  that  the 
impression  should  not  be  gained  that  financial  incentives  are  not 
important  or  even  superfluous  as  long  as  non-financial  incentives  are 
at  work.  To  illustrate  his  point  he  showed  on  the  screen  three  charts 
dealing  with  fuel  losses  in  a  power  plant.  In  the  first  chart,  with 
neither  financial  nor  non-financial  incentives  at  work,  the  loss 
amoimted  to  over  30  per  cent.  In  the  second,  with  non-financial 
incentives  only,  the  loss  had  been  reduced  to  17  per  cent,  while  in  the 
third,  with  both  financial  and  non-financial  incentives,  the  prevent- 
able losses  had  been  wiped  out.  The  type  of  chart  employed  by  Mr. 
Polakov  is  that  shown  in  Fig.  2,  page  718,  ante. 

W.  E.  Pulis,  who  followed  Mr.  Polakov,  showed  two  slides 
deaUng  with  the  increase  of  production  in  a  shop  brought  about 
by  the  introduction  of  financial  incentives. 

Irving  A.  Berndt  ^  wrote  that  he  was  particularly  impressed  and 
in  accord  with  what  Mr.  Wolf  had  said  concerning  the  necessity  of 
providing  workers  with  environments  which  attract,  and  providing 
incentives  inherent  in  the  nature  of  the  work  itself.  This  was  funda- 
mental and  basic.  Were  he  to  add  any  thought  to  this,  it  would  be 
that  the  responsibiUty  for  this  lay  with  the  individual  employer, 
manager  and  executive  and  should  under  no  circumstances  be  passed 
on  to  society  or  to  the  worker  himself.  To  show  how  large  the  non- 
financial  incentive  bulked  in  the  production  problem,  Mr.  Berndt 
enumerated  twenty-four  factors  and  ten  methods  which  influence 
industrial  relations,  of  which  but  two  factors  and  one  method  had  to 
do  with  monetary  reward. 

Being  at  one  time  confronted  with  the  problem  of  reducing  sup- 
pUes  taken  from  storerooms  in  a  large  plant  —  supphes  used  for 
maintenance  and  repair  —  Mr.  Berndt  found  it  possible  to  secure 
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interest  among  the  men  calling  for  them  by  placing  at  the  storeroom 
window  a  list  of  current  prices  and  a  weekly  bulletin  telling  how  much 
the  suppUes  used  by  each  man  or  group  had  cost,  comparisons  being 
given.  The  two  simple  records  stimulated  interest  and  the  desired 
result  was  secured.  He  had  never  found  a  foreman  who  was  unre- 
sponsive to  confidence  placed  in  him  by  showipg  him  records  of  costs^ 
performances  and  even  profits  He  wou'd  not  consider  a  monetary 
incentive  property  applied  unless  it  inc  uded  a  plan  for  keeping  each 
man  advised  of  current  progress  and  also  giving  him  a  written  state- 
ment of  results. 

Henry  L.  Gantt  said  that  the  paper  was  an  important  contribu- 
tion because  it  emphasized  democracy  in  industry,  and  also  that 
there  could  be  no  democracy  in  industry  unless  there  was  common 
knowledge  of  what  was  going  on.  Mr.  Wolf  had  obtained  remark- 
able results  by  'etting  every  man  know  what  he  was  doing  and  what 
was  expected  of  him.  The  discussions  of  Messi^.  Polakov  and  Pulis 
had  indicated  what  could  be  accomplished  when  it  was  known 
exactly  what  men  should  do  and  when  they  were  shown  how  to  do  it 
and  paid  a  premium  for  doing  it. 

To  know  in  advance  how  much  each  man  should  do  of  his  various 
tasks,  to  know  afterward  how  much  he  did  do  and  to  find  the  reasons 
why  more  had  not  been  done,  was  not  very  easy,  but  it  could  be  done 
in  most  cases.  In  many  shops,  however,  it  was  not  known  how  long 
it  should  take  to  perform  the  various  operations  or  even  the  sequence 
in  which  they  should  be  performed.  He  had  found  that  incompar- 
ably better  results  were  obtained  by  helping  the  slow  and  incompetent 
men  to  learn  rather  than  by  speeding  up  the  man  who  was  already 
fairly  efficient. 

In  settling  the  problems  confronting  the  employer  and  employee 
each  concern  was  going  to  lay  a  foimdation  for  harmonious  coopera- 
tion by  learning  more  about  the  conditions  in  its  own  shop  and  what 
there  was  that  was  hampering  its  workmen. 

Richard  A.  Feiss  thought  that  there  was  danger  of  interpreting 
Mr.  Wolf's  paper  as  <a  condemnation  of  financial  incentives.  Both 
financial  and  non-financial  incentives  had  their  place  and  must  be 
taken  into  consideration.  There  were  no  cure-alls  in  industry,  and 
failures  in  the  application  of  so-called  efficiency  methods  had  grown 
out  of  a  loss  of  perspective.  The  object,  after  all,  was  to  obtain  the 
best  possible  result  from  the  human  element  in  industry,  and  that 
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involved  a  psychological  question.  The  problem  of  employment 
would  be  solved  only  by  maintaining  a  broader  vision,  by  remember- 
ing that  the  human  being  is  a  human  being  and  must  be  studied  from 
all  points  of  view  and  under  varying  conditions.  Mr.  Wolf's  paper 
had  called  attention  to  but  a  single  element  in  management  and  it, 
with  all  the  other  elements  in  a  given  case,  must  be  taken  in  consid- 
eration, remembering  that  man  was  a  complex  psychological  as  well 
as  physical  being. 

A.  L.  De  Leeuw  said  that  the  lasting  growth  of  labor  could  only 
be  caused  by  making  labor  develop  from  the  inside  out.  The  effort 
must  be  made  by  the  laboring  man,  and  not  by  the  employer.  The 
employer  had  only  helped  labor  in  general,  but  had  not  caused  it  to 
grow.  Labor  had  taken  the  stand  that  it  could  grow  only  by  antago- 
nizing the  employer,  who,  at  one  time,  had  held  this  same  view 
regarding  labor.  Something  should  be  done  to  make  labor  start 
developing  itself  in  the  proper  direction.  If  labor  had  not  already 
seen  these  facts,  should  not  some  one  hold  out  the  hand  and  invite 
labor  to  move  in  the  right  direction  ?  Had  not  the  time  come  when 
the  engineer  should  get  in  touch  with  labor  and  invite  it  to  discuss 
economic  questions  from  a  standpoint  of  pure  and  simple  engineering, 
dropping  all  ideas  of  maUce,  and  presenting  the  idea  that  a  true 
bargain  is  one  which  benefits  both  parties  ?  Should  there  not  be  a 
third  party  more  or  less  disinterested,  or,  rather,  interested  in  the 
welfare  of  both,  who  would  hold  out  the  hand  to  labor  and  invite  it 
to  develop  itself,  to  make  an  organic  growth  from  the  inside  outward? 
Would  it  not  be  well  if  some  engineering  society  were  to  invite  labor 
into  its  counsels  and  see  that  a  proper  organized  effort  was  made  to 
have  it  look  at  the  question  not  only  of  its  own  development,  but  of 
the  development  of  industry  as  a  whole,  and  so  bring  labor  to  realize 
that  no  real  benefits  can  ever  come  to  it  and  be  lasting  unless  similar 
benefits  come  to  the  industry  as  a  whole? 

Charles  Whiting  Baker  pointed  out  the  necessity  of  keeping 
up  the  volume  of  demand  so  that  every  workman  might  be  employei 
'  and  that  this  could  only  be  done  by  bringing  down  prices  to  where  the 
people  here  and  in  Europe  could  buy.  The  industrial  situation  would 
have  to  be  treated  as  a  whole  and  if  labor  could  bo  made  to  realize 
that  raising  wages  by  specific  industries  helped  but  little  and  that 
they  would  have  to  be  reasonable  in  their  demands  so  that  prices 
could  be  suflSciently  lowered,  then  it  would  be  possible  to  get  some- 
where in  the  solution  of  tliis  great  problem  confronting  the  country. 
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Hugo  Diemer  said  that  to  understand  the  economic  principles 
underlying  demand  and  consumption  meant  that  the  worker,  the 
engineer  and  the  general  public  must  be  educated.  It  was  frequently 
stated  that,  the  engineer's  viewpoint  was  narrow  by  reason  of  his  not 
having  given  attention  to  the  human  phase  of  the  situation.  A 
course  in  Industrial  Engineering  given  at  The  Pennsylvania  State 
College  for  a  number  of  years  had  been  planned  to  remedy  this  in 
some  measure.  There  students  are  given  instruction  in  cost  account- 
ing and  time  study  and  devote  considerable  time  to  the  study  of 
labor,  welfare  and  other  industrial  problems. 

John  Clinton  Parker  said  that  the  $30  a  month  the  soldier  in 
the  war  had  received  was  certainlv  no  financial  incentive  to  him.  He 
would  define  the  non-financial  incentive  as  being  the  same  as  that 
which  prompted  those  who  competed  in  sports  or  strove  otherwise 
to  win  an  honor  or  prize  —  that  which  impelled  them  to  creditable 
performance. 

Frank  B.  Gilbreth  spoke  of  the  changed  conditions  confronting 
industry  with  the  close  of  the  war.  Where  a  soldier  was  returning  to 
his  former  job,  held  by  some  one  whom  he  considered  his  inferior  as  a 
mechanic,  he  found  that  more  output  had  been  accomplished  than  he 
had  been  accustomed  to  do,  and  that  greater  productive  effort  was 
to  be  required  of  him  in  the  future.  So  true  was  this  in  Europe  that 
it  had  resulted  in  the  elimination  of  practically  all  restrictions  upon 
the  size  of  individual  outputs.  The  realization  had  now  come  that 
the  financial  success  of  a  country  depends  upon  the  size  of  output  per 
individual  worker.  Engineers  and  economists  had  known  this  fact 
for  a  long  time,  but  many  workers  had  not.  They  had  held  an  honest 
belief  that  restricted  output  was  the  one  thing  which  assured  a  job 
for  every  man.  They  were  not  going  to  believe  this  any  more  be- 
cause the  labor  leader  now  knew  that  it  was  not  true.  Further,  the 
worker  henceforth  would  not  only  release  all  limitations  upon  output 
but  would  use  his  craft  knowledge  and  skill  to  increase  output.  The 
workingmen's  committee  had  been  operating  in  a  number  of  places  as 
yet*  unannounced  and  with  remarkable  results.  They  were  not 
interfering  with  the  management  in  obtaining  intensive  outputs  but 
were  working  on  such  things  as  the  regulation  of  heating  and  ventilat- 
ing, reduction  of  labor  turnover,  the  selection  and  placement  of  the 
right  man  for  the  right  place,  fatigue  elimination,  education  and 
corporation  schools,  and  in  some  of  the  more  advanced  instances  in 
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the  motion-study  laboratories  for  determining  the  One  Best  Way  to 
do  work. 

While  non-financial  incentives  that  would  cause  the  workers  and 
employers  to  cooperate  should  be  fostered,  it  must  be  ever  borne  in 
mind  that  the  financial  incentive  is  the  cause  of  maintenance  and 
permanency  of  cooperation  and  it  should  be  large  enough  by  itself 
alone  to  maintain  the  state  of  hearty  cooperation  through  and  past 
the  reign  of  the  malefactor. 

Arthub  C.  Jackson  drew  attention  to  the  law  that  investment 
is  entitled  to  an  income.  This  investment  might  be  in  any  of  the 
following  forms  —  cash,  invention,  accumulated  earnings,  or  the 
results  of  the  continued  services  of  an  employee.  There  should  be 
a  standard  way  of  measuring  all  of  these  investments  and  it  is  the 
duty  of  the  engineer  to  solve  the  problems  of  the  fair  division  of  the 
profits  resulting  from  these  investments.  Wealth  is  not  alone 
measured  in  money,  but  in  the  end  in  production.  This  country 
must  continue  to  be  an  exporting  nation  and  also  an  importing  nation 
if  it  is  to  maintain  its  position  among  the  coimtries  of  the  world.  We 
can  only  maintain  a  wage  scale  above  that  of  our  competitors  by  the 
proportion  that  our  production  exceeds  the  production  of  our  com- 
petitors,  either  in  quantity  or  quality;  and  this  can  best  be  done  by 
the  careful  development  of  true  cooperation  by  employee  and  em- 
ployer. This  cooperation  could  best  be  obtained,  in  his  opinion,  by 
the  worker's  being  allowed  a  share  in  the  management  and  in  the 
profits. 

Oberlin  Smith,  commenting  on  the  law  forbidding  the  use  of  stop 
watches  and  time  studies  in  Government  arsenals  and  navy  yards, 
said  that  while  congressmen  and  labor  leaders  were  in  the  main  well- 
meaning  and  patriotic  men,  they  nevertheless  needed  to  be  taught 
the  true  nature  of  scientific  management,  as  their  actions  showed 
they  did  not  understand  it.  \Yl^ether  the  combined  engineering 
societies  could  do  anything  in  the  matter  was  a  question  to  consider. 
Hence  the  desirability  of  electing  men  of  the  engineering  fraternity 
to  both  houses  of  Congress,  which  important  bodies  are  now  almost 
entirely  lacking  such  a  personnel. 

Arthur  L.  Williston  felt  that  the  interest  stimulated  in  an 
employee  by  teaching  him  how  to  perform  his  job  properly  would 
begin  to  lag  after  the  attainment  of  the  desired  degree  of  perfection 
became  an  old  story.    He  considered  that  the  employer  should  have 
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a  new  and  greater  lesson  to  teach  as  the  simpler  ones  were  mastered, 
looking  upon  his  workmen  as  progressing  from  stage  to  stage  in  his 
industry  as  students  progress  in  college  from  one  class  to  another. 

Spencer  Miller  said  it  would  seem  that  the  author  had  con- 
tradicted himself  in  stating  that  men  were  rewarded  by  promotion 
and  that  the  incentives  were  at  the  same  time  non-financial.  He 
was  very  certain  that  there  would  be  no  conflict  between  capital  and 
labor  provided  those  involved  comprehended  that  whatever  stood 
for  the  idea  of  might  would  be  defeated  because  public  opinion  would 
be  arrayed  against  it.  Public  opinion  in  America  was  thoroughly 
united  for  righteousness,  and  if  that  could  be  finally  kept  in  mind 
along  with  the  fact  that  every  human  being  would  respond  to  it,  then 
there  would  be  no  difficulties  and  the  period  of  reconstruction  would 
be  passed  through  without  strife.  He  proposed  a  vote  of  thanks  from 
the  Society  to  Mr.  Wolf  for  having  brought  out  so  clearly  in  his  paper 
the  growing  amity  between  capital  and  labor,  which  was  unani- 
mously adopted. 

Robert  L.  Sackett  spoke  of  the  increasing  movement  toward 
offering  opportunities  for  instruction  to  the  employee.  This,  he 
thought,  was  a  form  of  non-financial  incentive  in  spite  of  the  fact 
that  improvement  on  the  worker's  part  would  probably  lead  to  in- 
creased compensation.  In  Pennsylvania  alone  nearly  5000  men  had 
received  instruction  during  the  previous  year  in  regularly  organized 
classes,  and  in  over  50  per  cent  of  the  cases  the  students  met  in  the 
industrial  establishments  where  they  were  employed.  Aside  from 
its  value  from  the  educational  standpoint,  this  movement  was  finely 
effective  in  bringing  employer  and  employee  into  closer  sympathy. 
There  was  a  real  growth  of  appreciation  in  technical  schools  of  the 
desirability  of  giving  instruction  in  the  humanistic  side  of  engineering, 
and  quite  a  number  already  included  such  instruction  in  their  curri- 
cula. 

The  Author  in  his  closure,  said  that  in  his  plants  there  was  little 
consciousness  of  antagonism  between  employer  and  employee  —  adl 
were  fellow-workmen.  He  had  secured  the  spirit  of  cooperation  with 
his  employees  by  appealing  to  their  intelligence  and  sense  of  justice, 
adjusting  their  wages  by  conferences,  etc.  The  men  were  promoted 
throughout  the  plant  in  much  the  same  way  that  men  progress  through 
an  educational  institution.  In  his  opinion  there  would  never  be  any 
trouble  with  labor  if  the  employer  went  to  labor  in  a  frank  spirit  of 
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open  cooperation.  Moreover,  he  believed  labor  leaders  were  be- 
ginning to  realize  that  the  workman  must  stop  focusing  his  entire 
attention  upon  the  distribution  of  wealth  and  focus  it  mainly  upon 
the  production  of  wealth,  and^that  then  the  desired  compensation 
must  inevitably  follow. 

In  reply  to  Mr.  Polakov,  he  said  that  the  reason  his  non- 
financial-incentive  records  did  not  show  as  great  a  saving  as  when  a 
bonus  was  attached  was  because  the  plan  of  giving  the  men  the  record 
of  their  accomplishment  without  the  bonus  attached  to  it  had  not 
been  properly  tried  out.  Without  deprecating  bonuses  entirely,  he 
was  of  the  opinion  that  they  should  be  carefully  considered.  Men 
(both  union  and  non-union)  had  said  to  him,  "We  don't  like  to  be 
bribed  to  do  a  good  job.  We  would  like  to  have  the  privilege  of  doing 
a  good  job  without  being  baited  to  do  it.'' 

Referring  to  Mr.  Miller's  comments,  he  said  that  he  by  no 
means  deprecated  the  value  of  financial  incentives;  nevertheless, 
men  did  not  do  their  best  work  for  money.  It  was  the  record,  the 
accomplishment  of  the  man  that  counted,  and  it  was  fundamentally 
Self-expression  that  the  man  wanted.  The  financial  reward  was 
bound  to  follow,  and  the  employer  who  gave  a  man  a  chance  to  use 
his  brain  power  and  did  not  give  him  the  financial  compensation  that 
went  with  it,  was  doomed  to  failure. 

Regarding  the  disposition  of  the  saving  due  to  the  improved 
efforts  of  employees,  he  was  of  the  opinion  that  the  money  should  be 
divided  in  proportion  to  actual  earnings,  that  the  men  should  be  part 
owners  of  the  industries.     It  had  been  because  workers  had  not 
worked  intelligently  that  employers  had  been  able  to  deprive  them  of 
this  division  of  profit.    The  employer  had  used  his  brain  to  exploit 
the  employee;   and  the  employee  had  countered  by  organizing  his 
against  the  employer.    That  employee  must  be  encouraged  to  use 
his  brain  for  productive  work.    Then  he  would  see  to  it  as  his  mental 
capacity  increased  that  proper  reward  followed. 
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THE  ACHIEVEMENTS  OF  NAVAL  ENGINEERING  IN 

THE  WAR 

By  Lieut.-Com.  William  L.  Cathcart,*  U.S.N.R.F. 

Member  of  the  Society 

Tl^HILE  the  defeat  of  the  Central  Powers  was  due  primarily  to 
the  early  strength  and  continuous  growth  of  the  British  Fleet, 
said  Commander  Cathcart,  the  American  Navy  had  no  inconsider- 
able part  in  the  decisive  work  of  the  war's  last  year.  It  convoyed 
across  3000  miles  of  sea  more  than  a  third  of  that  American  Army 
of  two  million  men  which  gave  preponderating  military  strength  in 
France  —  an  achievement  for  rapidity  of  execution  and  the  distance 
covered  without  parallel  in  the  history  of  navies.  During  the  last 
three  months  of  the  war,  for  every  minute  of  the  day  and  night, 
seven  American  soldiets,  their  equipment,  and  the  maintenance  for 
them,  arrived  in  France. 

From  the  very  day  of  America's  entry  into  the  war  the  Navy 
grew  by  leaps  and  bounds  until  it  became  600,000  men  strong 
and  operated  about  2000  armed  vessels  and  transports.  On  Sep- 
tember 1  there  were  in  European  waters  a  total  of  about  275  ships 
carrying  about  57,000  oflBcers  and  menj^under  command  of  Vice- 
Admiral  Sims.  The  aggregate  horsepower  of  these  vessels  was 
about  6,500,000,  or  thirteen  times  that  of  our  fleet  during  the 
Spanish-American  War. 

The  almost  incredibly  rapid  repair  of  the  German  merchant 
vessels  lying  in  our  ports  and  seized  by  our  Government  when  we 
entered  the  war,  makes  one  of  the  most  striking  and  dramatic  stories 
in  the  history  of  naval  engineering. 

*  Bureau  of  Steam  Enj^iiieering,  Navy  Department. 

Brief  outlme  of  an  address  delivered  at  the  Annual  Meeting,  December 
1918,  of  The  American  Society  of  Mechanical  Engineers.  The  address 
was  printed  substantially  in  full  in  Mechanical  Engineering,  January  1919, 
p.  18. 
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There  were,  in  all,  103  of  these  German  ships  seized  by  our  Gov- 
ernment. Of  this  number  about  fifty  were  turned  over  to  the  Navy 
by  the  Shipping  Board  for  repairs.  The  chief  problem  was  the 
repair  of  the  broken  engine  cylinders,  some  of  which  were  more  than 
9  ft.  in  diameter.  The  Bureau  estimated  that  —  with  such  facili- 
ties as  were  available  for  this  heavy  work  —  it  would  take  at  least 
eighteen  months  to  replace  the  damaged  cylinders  by  new  ones. 
Resort  was  therefore  had  to  electric  and  oxy-acetylene  welding,  and 
after  five  months  of  strenuous  work  the  ships  were  made  ready  for 
service. 

These  fifty  ships  were  in  service  transporting  troops  for  about  a 
year  before  hostilities  ended,  which  is  approximately  the  time  saved 
by  using  welding  methods  in  the  repair  work.  Twenty  of  these 
vessels  can  carry  about  70,000  troops  in  one  trip,  and  ten  round 
trips  a  year  is  a  conservative  estimate  of  their  performance.  So 
it  may  be  justly  claimed  that  the  rapidity  of  these  repairs  had  a 
marked  effect  on  the  early  end  of  the  fighting  in  France. 

Commander  Cathcart's  remarks  were  largely  confined  to  details 
of  the  important  work  done  by  the  various  divisions  of  the  Bureau 
of  Steam  Engineering  —  Design,  Electrical,  Repairs,  Radio  Teleg- 
raphy, Inspection,  Supply,  Fuel  and  Personnel,  Aeronautics  and 
Logs  and  Records,  —  and  in  his  elaboration  of  this,  among  other 
things  he  gave  interesting  particulars  regarding  the  use  of  the  elec- 
tric drive  for  battleships,  the  development  of  radio  telegraphic  and 
telephonic  apparatus  for  communicating  with  aircraft,  the  immense 
amount  of  work  carried  on  at  the  New  York  Navy  Yard,  the  activi- 
ties of  the  Naval  Experiment  Station  at  Annapolis  and  the  valuable 
results  obtained  in  the  fuel-oil  testing  plant  at  the  Philadelphia 
Navy  Yard. 
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LONG-RANGE  HEAVY  NAVY  GUNS  WITH  RAILWAY 

MOUNT 

By  Lieut.-Com.  D.  C.  Buell,»  U.S.N.R.F. 

Non-Member 

/^WING  to  a  change  in  the  characteristics  of  certain  battle 
^-^  cruisers,  a  number  of  14-in.  50-caliber  guns,  originally  built  for 
these  ships,  became  available  during  November  1917  for  other 
service. 

It  was  felt  that  if  these  guns  could  be  placed  upon  railroad 
mountings  they  would  prove  a  valuable  adjunct  to  our  artillery 
forces,  since  they  throw  a  1400-lb.  projectile  at  a  muzzle  velocity 
of  2800  ft.  per  sec,  giving,  at  high  elevations,  an  effective  range  of 
nearly  30  miles.  They  throw  a  heavier  projectile  with  greater 
accuracy  and  to  a  greater  distance  than  any  gun  previously  placed 
on  mobile  shore  mounts. 

But  little  preliminary  discussion  was  necessary  before  the  plan  to 
use  these  guns  in  a  naval  railway  battery  was  approved,  and  on  Decem- 
ber 26,  1917,  the  Navy  Bureau  of  Ordnance  instructed  the  Naval 
Gun  Factory  at  Washington  to  prepare  plans  and  specifications  for 
the  project.  These  called  for  five  14-in.  railway  gun  mounts,  six 
locomotives,  and  six  complete  trains  of  cars  —  75  cars  in  all. 

The  last  of  the  mounts  was  finished  and  delivered  on  May  25, 
and  practically  all  of  the  cars  and  special  equipment  delivered  for 
shipment  by  June  1  —  hardly  100  days  from  the  time  bids  were 
opened,  and  only  155  days  from  the  time  the  project  was  first 
considered. 

A  Uttle  later  the  Navy  Bureau  of  Ordnance  was  requested  by  the 
Ordnance  Department  of  the  Army  to  build  another  lot  of  identical 
moimts.  Work  on  these  was  pushed,  and  they  were  completed 
shortly  after  the  middle  of  September,  but  it  is  to  be  r^retted 
that  conditions  were  such  that  these  mounts  were  not  shipped  to 
France  in  time  to  be  erected  and  put  into  active  service. 

*  Bureau  of  Ordnance,  Washington,  D.  C. 


Brief  abstract  of  an  illustrated  lecture  delivered  at  the  Annual  Meeting, 
December  1918,  of  The  American  Society  of  Mechanical  Engineers.  The 
complete  text,  together  with  a  selection  of  the  views  shown,  was  published  in 
Mechanical  Engineering,  January  1919,  p.  25. 
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Shipments  began  on  June  20,  and  on  August  11  the  first  gun 
train  was  completed,  leaving  St.  Nazaire  six  days  later  for  the  front 
and  being  fired  against  the  Germans  on  September  5,  less  than  250 
days  from  the  inception  of  the  project. 

It  was  suggested  by  the  French  that  if  a  similar  type  of  mount 
could  be  devised  for  use  where  it  was  desired  to  bring  the  gun  into 
action  quickly,  it  would  obviate  the  only  possible  objectionable 
feature  of  the  first  mount.  It  is  interesting  to  know  that  the  Navy 
Bureau  of  Ordnance,  anticipating  this  requirement,  had  already 
designed  and  was  building'Janother  battery  of  14-in.  mounts  before 
the  armistice  was  signed. 

The  guns  complete  each  weigh  about  550,000  lb.  The  shells 
weigh  nearly  1500  lb.  each  and  the  powder  charge  for  a  shell  484  lb. 
The  truck  axles  were  designed  to  withstand  a  maximum  axle  load  of 
63,000  lb.  The  kinetic  energy  of  the  gun  is  about  4,000,000  ft-lb., 
which  is  absorbed  through  a  hydrauUc  brake  in  the  recoil  of  44  in. 
in  the  sUde,  and  when  firing  on  the  rails  the  movement  to  the  rear 
along  the  tracks  is  about  26  ft.  When  firing  from  a  pit  the  load  is 
transmitted  to  foundation  members  in  the  form  of  a  heavy  grillage 
construction  of  castings  and  structuralnsteel  shapes,  the  load  being 
limited  to  about  4  tons  per  sq.  ft. 


RAILWAY  ARTILLERY       * 

By  Colonel  James  B.  Dillard,*  U.S.A. 

Non-Member 

/CONTRARY  to  general  belief,  railway  artillery,  according  to, 
^^  Colonel  Dillard,  is  not  a  recent  development  of  ordnance.  In 
1863  a  13-in.  mortar  mounted  on  a  flat  car  was  used  by  the  Union 
Army  against  the  defenses  of  Richmond,  and  both  the  British  and 
Boer  forces  in  the  South  African  war  utilized  naval  or  coast-defense 
guns  on  railway  cars. 

The  types  of  cannon  mounted  on  railway  cars  by  the  American 
Army  are  the  same  as  those  used  in  field  and  seacoast  artillery,  and 

*  Engineering  Division,  Ordnance  Department,  Washington,  D.  C. 


Brief  abstract  of  an  illustrated  lecture  delivered  at  the  Annual  Meeting) 
December  1918,  of  The  American  Society  of  Mechaotcal  Engineers.  The 
complete  text,  together  with  a  selection  of  the  views  shown,  was  published  in 
Mechanical  Engineering,^^ January,  1*919,  p.  44. 
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include  12-in.  mortars  9  to  12  calibers  (diameters)  long;  16-in. 
howitzers  13  to  20  calibers  long,  and  8-  to  14-in.  guns  which  vary  in 
length  from  30  to  50  or  more  calibers. 

In  the  present  war  railway  artillery  was  used  for  the  following 
kinds  of  fire:  (a)  Howitzer  and  mortar  fire  for  the  destruction  of 
railway  centers,  depots,  bridges,  etc.;  (6)  long-range  gun  fire  of 
interdiction  for  the  destruction  and  interruption  of  trafiic;  (c)  coun- 
ter battery  work  with  8-in.  guns;  and  (d)  reprisal  bombardment. 

The  two  main  problems  in  the  design  of  railway  mounts  are 
transportation  and  provision  for  stresses  due  to  gun  firing.  To 
handle  mounts  weighing  600,000  lb.  and  upward  a  system  of  trucks 
must  be  utilized  that  combines  perfect  equalization  of  loads  and 
flexibility.  The  condition  of  road  beds  in  France  limits  all  axle 
loads  to  not  over  17  metric  tons. 

With  guns  up  to  8  in.  and  howitzers  up  to  12  in.  the  limitations 
to  design  set  by  the  railway  clearances  are  slight,  but  in  the  case  of 
howitzers  of  16-in.  and  up,  and  with  guns  12  in.  and  up,  it  was  found 
necessary  to  modify  the  design  in  one  of  Several  ways  so  that  suflS- 
cient  elevation  for  firing  could  be  secured. 

American  types  of  railway  artillery  include:  7-in.  45-caliber 
guns  mounted  on  barbette  carriages;  the  1918  model  8-in.  gun, 
using  the  same  barbette  carriage  as  the  7-in.  gun;  12-in.  mortars; 
the  12-in.  50-caliber  gun  with  sliding  mount,  105  ft.  long  over  all, 
weighing  575,000  lb.  and  having  a  range  of  30  miles;  the  16-in. 
howitzer  —  the  very  latest  type  of  railway  artillery;  and  14-in 
Navy  gun  railway  mount  (see  p.  949). 

All  railway  artillery  operates  in  batteries  made  up  of  four  gun 
mounts  with  their  auxiliary  cars,  including  ammunition,  firing- 
control,  and  supply  cars.  The  ammunition  car  is  a  steel  car  pro- 
vided with  a  trolley  I-beam  and  hoist  for  handling  the  ammuni- 
tion, this  being  stored  in  racks.  The  fire-control  car  is  a  standard 
30-ton  box  car  with  windows  and  is  used  as  an  office  by  the  battery 
commander.  The  supply  car  is  a  standard  30-ton  flat  car  on  which 
is  carried  auxiliary  equipment  and  supplies. 

The  present  state  of  the  art  of  artillery  design  is  such  that  guns 
and  howitzers  having  a  range  of  22,000  meters  or  more  are  of  such 
weight  and  exert  such  forces  due  to  the  firing  of  the  gun  that  they 
must  be  mounted  either  on  fixed  carriages  or  on  railway  cars.  How- 
ever, in  the  immediate  future  it  is  evident  that  guns  mounted  upon 
self-propelled  caterpillars  will  appear,  and  probably  within  the  next 
few  years  railway  artillery  will  be  limited  to  guns  of  10  in.  caliber 
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and  up,  and  howitzers  of  16  in.  caliber  and  up.  Caterpillar  treads 
have  been  applied  successfully  to  7.5-in.  guns  and  8-in.  howitzers 
and  the  next  step  will  be  their  substitution  for  the  railroad  trucks 
in  mounts  such  as  the  8-in.  gun  and  12-in.  mortar. 

In  the  course  of  his  remarks  Colonel  Dillard  gave  particulans 
of  developments  in  railway  artillery  abroad,  as  well  as  details  of  the 
U.  S.  8-in.  gun  and  12-in.  mortar  barbette  carriages,  and  elaborated 
on  the  problems  of  design  indicated  in  the  foregoing  paragraphs 
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RECOVERY  OF  GASOLINE  FROM  CASING- 
HEAD  AND  NATURAL  GAS 

By  Paul  Diserens,  Cincinnati,  Ohio 
Member  of  the  Society 

In  this  paper  the  avihar  deacnbea  in  detail  two  methods  of  recovering  casing-fiead 
gasoline^  or  that  passing  off  in  the  form  of  vapor  with  natural  gas  from  oH  weUs 
where  both  oil  and  gas  are  found  in  the  same  field.  It  is  stated  that  the  value  of  the 
recoverable  gasoline  in  the  gas  is  often  as  much  as  20  per  cent  of  the  value  of  the  oil 
produced. 

In  the  first  method  the  vapor4aden  gas  is  aliemcUely  compressed  and  cooled^ 
causing  the  gasoline  to  he  thrown  down  as  a  condensate.  In  the  second^  used  when  the 
gasoline  content  is  smaUj  the  gas  is  forced  into  intimate  contact  with  a  mineral  oil  that 
absorbs  the  gasoline  vapor  and  the  gasoline  is  later  recovered  from  the  oil  hy  distiUa- 
tion,    A  combined  absorption  and  compression  method  is  also  proposed. 

/^ASING-HEAD  gasoline  is  gasoline  which  passes  oflf  in  the 
^^  form  of  vapor  with  natural  gas  accompanjring  the  flow  of  an 
oil  well,  where  oil  and  gas  are  found  in  the  same  field.  In  many 
localities  this  gas  is  wasted  because  of  the  difficulty  of  handUng  it, 
or  because  no  market  exists  for  its  sale,  due  to  its  relatively  small 
volume.  Often,  however,  the  recoverable  gasoline  in  the  gas  is 
worth  as  much  as  20  per  cent  of  the  oil  produced. 

2  The  practice  of  piunping  casing-head  gas  to  develop  a  vacuum 
on  the  well  and  thus  to  stimulate  the  flow  of  oil  is,  at  this  tiine,  rap- 
idly increasing  and  it  is  where  this  is  done  that  plants  for  the  re- 
covery of  casing-head  gasoUne  are  most  profitable.  In  some  fields, 
particularly  CaUfornia  and  Wyoming,  gas  is  handled  which  comes 
directly  from  the  wells  under  rock  pressure  or  where  the  gas  comes 
directly  from  gas  wells.  Such  gas,  however,  yields  relatively  small 
quantities  of  gasoline. 

3  The  process  most  used  in  the  recovery  of  casing-head  gasoline 
is  a  physical  one  and  involves  only  the  alternate  compression  and 
cooUng  of  the  gas.     As  already  stated,  it  will  be  understood  that 

Presented  at  a  joint  meeting  of  the  Associated  Engineering  Societies  of  St. 
Louis,  under  the  auspices  of  the  St.  Louis  Section  of  The  American  Society 
OF  Mechanical  Engineers,  January  16,  1918. 
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gasoline  in  the  form  of  vapor  constitutes  part  of  the  gas  as  it  comes 
from  the  well  or  casing  head.  If  the  gas  were  saturated,  gasoline 
would  be  immediately  precipitated  when  compressed,  provided  it 
could  be  kept  at  a  constant  temperature,  but  since  the  heat  of  com- 
pression increases  its  temperature,  the  gasoline  is  still  retained  as 
vapor.  When  it  is  cooled,  however,  gasoline  is  thrown  down  in  the 
form  of  condensate,  and  if  the  gas  is  cooled  to  its  original  temperature 
the  gasoline  still  retained  in  it  as  vapor  will  only  be  in  the  proportion 
of  its  initial  and  final  volume,  or  very  approximately  so.  Since  there 
are  always  present  a  great  number  of  condensable  fractions,  each  a 
different  hydrocarbon  of  the  parafiEm  series,  the  precipitate  of  each 
depends  upon  the  partial  pressure  of  each. 

TABLE  1    VAPOR  PRESSURES  AND  CORRESPONDING  TEMPERATURES  AT 
WHICH  CERTAIN  HYDROCARBONS  WILL  CONDENSE 


Vapor  Pressure,  Lb.  per  1 

3q.  In. 

Temperature, 

DeK.  Fahr. 

Propane,  CsHg 

Butane,  C4Hn 

Pentane,  C|H|s 

Hexane,  C^Hm 

Heptane,  C,Hn 

32 

72.6 

15.0 

3.5 

0.9 

0.2 

40 

84.6 

19.9 

4.4 

1.0 

0.3 

M 

100.7 

24.1 

5.4' 

1.4 

0.4 

60 

115.4 

30.0 

6.8 

2.0 

0.5 

70 

130.1 

36.7 

8.2 

2.5 

0.7 

80 

147.2 

44.1 

0.9 

2.9 

0.9 

90 

165.0 

53.2 

11.9 

3.2 

1.1 

4  The  vapor  pressures  at  which  some  of  the'  hydrocarbons  of 
the  paraffin  series  constituting  casing-head  gas  will  condense  for 
various  temperatures  are  shown  in  Table  1.  It  is  never  practical 
to  determine  exactly  which  of  these  hydrocarbons  occur  in  the 
particular  casing-head  gas  to  be  handled,  or  in  what  proportions  they 
are  found.  It  is  not  possible,  therefore,  to  predict  what  total  pressure 
it  will  be  best  to  carry.  Generally,  however,  it  is  found  advisable  to 
carry  not  less  than  250  lb.  and  it  seldom  is  profitable  to  carry  more 
than  300  lb. 

5  The  application  of  the  principle  as  briefly  stated  requires  the 
installation  of  a  two-stage  gas  compressor  with  suitable  intercooler  and 
af tercooler.  Vacuum  pumps  for  bringing  the  gas  from  the  weHs  to 
the  plant  are  also  required.  The  intercooler  and  af  tercooler  are  of 
the  open-coil  type,  and  assuming  that  the  surface  available  is  largp, 
the  efficiency  attainable  depends  upon  the  temperature  of  the  cooling 
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water.  It  is  of  great  importance,  therefore,  to  make  provision  for 
an  ample  supply  of  water.  For  this  purpose  cooling  towers  are  gen- 
erally provided,  since  in  most  oil  fields  fresh  water  is  obtainable  only 
in  limited  quantities.  With  cooling  towers,  even  of  the  best  design, 
it  is  impossible  to  attain  low  temperature  during  the  hot  weather, 
which  prevails  during  a  large  part  of  the  year.  As  a  means,  therefore, 
of  supplying  additional  cooling  effect,  an  expander  refrigerator  is 
installed,  the  function  of  which  is  to  reduce  further  the  temperature 
of  the  gas  itself  after  having  passed  through  the  cooling  coils.  It 
consists  of  a  cross-compound  expansion  engine  driving  a  gas  compres- 
sor. The  compressed  gas  coming  from  the  aftercooler  is  used  in  this 
expansion  engine,  and  because  of  the  work  done  in  its  cylinders  is 
expanded  adiabatically,  or,  in  other  words,  in  such  a  manner  as  to 
reduce  its  temperature.  The  cold  gas  is  then  returned  through  double 
pipe  coils  where  its  refrigerating  effect  is  utilized  to  further  cool  the 
compressed  gas.  The  amount  of  refrigeration  thus  available  is  in 
direct  proportion  to  the  amount  of  work  done  in  the  compression 
cylinders  driven  by  the  expander,  and  is  proportioned  to  the  total 
number  of  expansions;  that  is,  to  the  ratio  between  its  initial  and 
final  pressure,  provided,  of  course,  the  cylinders  of  the  expander 
are  properly  proportioned.  The  expander  produces  this  refrigeration 
without  the  expenditure  of  additional  power,  and  the  energy  in  the 
compressed  gas,  which  otherwise  would  of  necessity  be  wasted,  is 
available  for  useful  work  in  compressing  additional  gas  used  in  the 
process. 

6  Fig.  1  shows  a  plan  and  elevation  of  a  gasoline  plant.  The 
gas  is  delivered  by  means  of  vacuiun  pumps,  reference  to  which  will 
be  made  later,  to  the  tank  A,  where  such  gasoline  as  will  be  precipi- 
tated under  ordinary  conditions  of  temperature  and  atmospheric 
pressure  or  even  slight  vacuum  is  collected.  The  suction  line  to  the 
low-pressure  compressor  is  taken  from  the  top  of  the  so-called  drip 
tank  and  leads  to  the  low-pressure  compressor  F,  where  it  is  com- 
pressed to  approximately  40  lb.  gage  pressure.  It  is  then  delivered 
to  the  cooling  coils  C.  The  condensation  collected  in  these  coils  is 
drawn  off  through  a  trap  and  the  dry  gas  returned  to  the  suction  of 
the  high-pressure  compressor  E,  where  it  is  compressed  to  about 
250  lb.  and  again  passed  through  cooling  coils  0.  The  condensed 
gasoline  in  these  coils  is  also  removed  by  means  of  a  trap  and  delivered 
to  suitable  storage  tanks. 

7  The  original  design  of  the  plant  as  shown  provided  for  the 
expansion  of  the  compressed  gas  through  a  so-called  Tripler  tube  D. 
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This  tube  is  similar  in  design  to  the  ordinary  double-pipe  ammonia 
coil,  the  expanded  gas  passing  around  and  surrounding  the  internal 
tube  through  which  the  compressed  gas  from  the  high  stage  is  passed. 
The  expansion  of  the  high-pressure  gas  in  this  tube  brings  about  a 
temperature  reduction  of  the  high-pressure  gas  and  additional  gaso- 
line is  precipitated.  The  impossibility  of  expanding  gas  adiabati- 
cally  through  a  nozzle  is  well  understood  and  for  this  reason  it  never 
has  been  possible  to  effect  any  great  temperature  reduction  in  this 
Tripler  tube.  As  long  as  the  expanded  gas  retains  its  high  velocity 
the  temperature  is  relatively  low,  but  as  soon  as  it  comes  to  rest  it 
rises  very  rapidly. 

8  When  the  high-pressure  gas  expanded  through  the  reducing 
valve  in  the  Tripler  tube  contains  appreciable  quantities  of  gasoline 
in  the  form  of  mist  rather  than  as  a  vapor,  a  considerable  amount  of 
cooling  will  be  realized  when  this  gasoline  flashes  into  vapor  as  soon 
as  the  reduction  in  pressure  takes  place.  This  is  explained,  of  course, 
by  the  fact  that  the  heat  of  vaporization  must  come  from  the  gas 
which  carries  the  gasoline.  A  well-designed  plant,  however,  should 
be  equipped  with  accumulator  tanks  of  sufficient  size  to  separate 
practically  all  entrained  liquid,  and  if  this  is  done,  the  high-pressure 
gas  will  be  practically  dry  when  it  reaches  the  expansion  valve. 
Thus,  if  considerable  refrigeration  is  actually  brought  about  in  the 
Tripler  tube,  it  only  signifies  that  the  design  of  the  plant  is  faulty. 
By  the  use  of  a  Tripler  tube  some  of  this  loss  may  be  recovered  in 
shape  of  refrigeration.  The  net  result,  however,  will  be  a  definite 
loss. 

9  In  order  to  bring  about  a  greater  temperature  reduction  through 
the  expansion  of  this  high-pressure  gas,  an  expander  compressor 
was  installed.  In  the  plant  shown,  a  small  single-stage  expander  was 
installed  after  the  plant  as  just  described  was  put  in  operation. 
The  high-pressure  gas  after  passing  through  the  double  pipe  coil  is 
admitted  to  the  expansion  cylinder  of  the  expander  compressor  at 
approximately  250  lb.  pressing  and  is  exhausted  against  a  back 
pressure  of  15  to  20  lb.  through  the  collecting  tank  B,  and  thence 
through  the  outside  of  the  double  pipe  coil  Z),  where  it  serves  to  cool 
the  compressed  gas  within  the  inner  tubes.  The  power  developed 
in  the  expansion  engine  is  used  to  compress  additional'gas,  and  this 
gas  is  deUvered  to  the  same  intercooler  and  aftercooler,  C  and  6,  used 
by  the  main  compressors. 

10  The  general  piping  arrangement  in  the  plan  as  shown  is 
rather  crude,  but  is  fairly  representative  of  most  plants  which  have 
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been  in  operation  for  two  or  three  years.  In  some  of  the  more 
modem  plants  a  much  more  convenient  and  flexible  arrangement 
will  be  fomid. 

11  Even  with  a  single-stage  expander  as  installed  in  this  plant, 
a  very  great  increase  in  the  yield  of  gasoline  has  resulted.  The 
successful  operation  of  this  small  singlenstage  expander  was  not 
easily  accomplished.  The  collection  of  ice  around  the  valves,  to- 
gether with  the  difiiculty  of  lubricating  them,  made  necessary  numer- 
ous shutdowns.  It  was  soon  found,  however,  that  by  using  glycerine 
in  very  small  quantities  ks  a  lubricant  and  by  appl3ring  this  directly 
to  the  rubbing  surfaces,  the  machine  could  be  operated  almost  con- 
tinuously. Whenever  it  was  possible  to  reduce  the  temperature  of 
the  compressed  gas  approximately  to  the  freezing  point,  all  water 
vapor  contained  in  it  was  frozen  and  thus  removed  before  entering 
the  expander.  In  very  warm  weather  the  amount  of  refrigeration 
available  was  not  sufficient  to  bring  about  so  great  a  temperature 
reduction,  and  at  these  times,  after  continued  operation,  the  ice 
collecting  in  the  exhaust  ports  and  in  the  valve  chest  seriously  inter- 
fered with  its  operation.  It  was  found  necessary  to  thaw  out  the 
expander  at  regular  intervals,  generally  once  in  24  hours.  For  this 
purpose  a  bypass  pipe  leading  directly  from  the  high-pressure  com- 
pressor was  used  to  bring  high-pressure  gas,  before  being  cooled  by 
the  water  coils,  directly  to  the  expansion  cylinders.  The  temperature 
of  this  gas  was  sufficient  to  thaw  out  the  ports  in  a  very  short  time. 

12  In  order  to  overcome  to  a  certain  extent  many  of  these 
difficulties  in  operation  and  in  order  to  secure  considerably  lower 
temperatures,  the  expander  compressor  is  now  made  as  a  cross- 
compound  machine.  It  is  possible,  therefore,  to  carry  the  expansion 
much  further  and  to  reduce  the  temperature  of  the  gas  to  a  far 
greater  extent. 

13  No  insulating  material  was  used  in  this  installation,  and 
therefore  the  very  low  temperatures  obtained  were  shown  in  a  ver)' 
spectacular  manner.  Frost  and  ice  cover  the  cylinders  and  exhaust 
pipes  to  a  depth  of  6  to  10  in.  The  machine  has  expansion  cylinders 
10  in.  and  18  in.  in  diameter  with  compression  cyUnders  17  in.  and 
8i  in.  in  diameter  respectively;  the  stroke  is  12  in.  Indicator  cards 
taken  from  the  expansion  cyUnders  (Fig.  2)  show  the  performance 
of  this  machine.  These  cards  are  of  particular  interest.  It  will  be 
seen  that  the  expansion  line  follows  very  closely  an  equilateral 
hyperbola  and  therefore  is  not  nearly  so  steep  as  the  adiabatic,  as 
might  be  expected.    The  explanation,  however,  is  quite  evident, 
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since  the  gas  handled  is  not  a  dry  gas  but  is  in  fact  a  mixture  of  dry 
gas  and  numerous  condensable  vapors  of  the  various  hydrocarbons 
referred  to  above.  As  soon  as  this  mixture  enters  the  cylinder  and 
comes  in  contact  with  the  very  cold  walls  and  ports,  initial  conden- 
sation takes  place  and  as  expansion  proceeds,  reexpansion  occurs 
exactly  as  in  the  case  of  the  steam  engine.  The  initial  condensation, 
however,  is  very  much  greater  and  it  is  necessary  to  provide  suitable 
drains  in  both  cylinders  to  take  care  of  the  gasoline  thus  precipitated. 
14  The  initial  temperature  of  the  gas  entering  the  high-pres- 
sure expansion  cylinder  in  the  plant  in  which  these  cards  were  taken. 
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Fig.  2    Typical  Indicator  Cards  from  Expansion  Cylinders  of 

Gas  Expander 

averaged  about  38  deg.  fahr.,  while  the  temperature  at  the  exhaust 
of  the  low-pressure  expansion  cylinder  was  80  deg.  }>elow  zero.  The 
temperature  of  the  high-pressure  gas  before  entering  the  double  pipe 
coils,  through  which  the  exhaust  gas  from  the  expander  is  taken, 
was  90  deg.  If  there  had  been  no  condensation  in  the  expander 
cylinders  and  if  the  interchange  of  heat  within  the  double  pipe  coils 
had  been  accomplished  without  loss  by  radiation,  the  final  tempera- 
ture of  80  deg.  below  zero  should  have  been  sufficient  to  reduce  the 
temperature  of  the  incoming  gas  to  zero  instead  of  38  deg.  above 
zero,  since  the  compressed  and  expanded  gas  are  of  the  same  weight. 
15  In  order  to  bring  about  a  more  complete  interchange  of  heat 
and  in  order  to  Umit  initial  condensation,  in  one  of  the  most  recent 
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installations  the  two-stage  expander  was  arranged  so  as  to  exhaust 
Brst  from  the  high-pressure  expander  cylinder  through  a  set  of  double 
pipe  coils  and  then  after  further  expansion  in  the  low-pressure  cylin- 
der through  another  set  of  double  pipe  coils.  By  this  means  the 
range  of  temperatin*e  is,  of  course,  greatly  reduced  and  because  of 
this  fact  there  is  considerably  less  initial  condensation  and,  there- 
fore, a  greater  interchange  of  heat.  The  general  arrangement  for 
such  an  installation,  is  shown  in  Fig.  3. 

16  The  practical  operation  of  these  two-stage  expanders  is  con- 
siderably simpler  than  that  of  the  single-stage  expanders  originally 
installed.  The  reason  is,  of  course,  because  of  the  considerably 
greater  refrigerating  effect  obtained.  In  many  plants  it  is  easily 
possible  to  operate  the  expander  continuously  for  indefinite  periods, 
but  in  particularly  warm  climates  and  where  the  gas  is  very  rich 
in  condensable  vapors,  the  temperatures  even  with  a  two-stage  ma- 
chine are  not  sufficiently  low  to  prevent  accumulation  of  ice  within 
the  cylinders.  By  using  hot  gas  at  regular  intervals  to  thaw  out  the 
pipes,  these  plants  can  be  operated  very  successfully. 

17  Next  to  the  expander  the  vacumn  pmnp  is,  perhaps,  the  most 
interesting  apparatus  used  in  a  gasoline  plant.  When  t^e  production 
of  relatively  old  wells  begins  to  fall  off,  it  has  been  found  that  the 
flow  of  oil  can  be  very  materially  increased  by  developing  a  vacuum 
in  the  casing.  Until  recently  this  was  done  by  attaching  a  rather 
crude  direct-acting  pump  directly  to  the  rigging  of  the  well.  With 
a  pump  of  this  kind  it  is  seldom  possible  to  develop  a  vacumn  of  more 
than  10  in.  to  12  in.  of  merciuy.  Competition  between  owners  of 
adjoining  leases  to  carry  the  highest  possible  vacumn,  in  order  to 
get  their  full  share  of  the  oil,  has  recently  brought  about  a  demand  for 
vacumn  pmnps  of  much  greater  efficiency,  and  so  within  the  last 
few  years  a  great  number  of  high-speed,  high-efficiency  vacumn 
pumps  driven  by  gas  engines  have  been  installed. 

18  While  there  are  now  on  the  market  two  or  three  vacuum 
pumps  of  relatively  high  efficiency,  the  newest  and  perhaps  the  most 
novel  in  design  is  found  in  the  Laidlaw  feather-valve  vacuum  pmnp. 
Its  construction  and  performance  will  therefore  be  of  interest. 

19  This  vacuum  pump  depends  for  high  efficiency  upon  close 
clearance  and  its  distinguishing  feature  is  found  in  the  use  of  volun- 
tary valves  of  the  feather  type.  Each  valve  consists  of  a  number 
of  thin,  flexible  strips  of  spring  steel,  working  on  a  flat  seat  and  open- 
ing against  a  slotted  guard.  The  ends  of  the  valves  never  leave  the 
^alve  seat,  the  opening  being  accomplished  by  continuous  bending 


962  RECOVERY  OF  GASOLINE   FROM   CASING-HBAD   GAS 

of  the  valve  strip  itself.  The  valve,  therefore,  in  closing,  seats  through 
gradual  contact  from  the  ends  of  the  valve  toward  the  center  and  not 
by  direct  impact.  This  makes  it  possible  to  give  the  valve  a  rela- 
tively high  lift  and  consequently  relatively  large  valve  area.  Be- 
cause of  the  extreme  flexibility  of  the  valve  strips  used,  even  the  very 
light  pressures  incident  to  vacuum-pump  work  are  sufficient  to  hold 
the  valve  to  the  seat  with  extreme  tightness. 

20  A  vacuum  pump  of  this  type  can  easily,  develop  a  vacuum 
on  closed  suction  of  29^  in.  of  mercury,  or,  in  other  words,  within 
J  in.  of  the  barometer.  This  of  course  determines  the  volumetric 
efficiency  of  the  vacuum  pump  at  any  working  vacumn,  for  assuming 
that  the  volumetric  loss  in  a  vacuum  pump  is  directly  proportional 
to  the  number  of  compressions  imder  any  working  conditions,  the 
volumetric  loss  will  be  the  ratio  of  this  nmnber  of  compressions  to 
that  obtained  with  the  pump  working  on  a  closed  suction,  since  under 
this  condition  of  operation  the  volmnetric  efficiency  will  be  zero,  in 
other  words,  when  the  volumetric  loss  exactly  equals  the  capacity  of 
the  pump.  With  this  assmnption  it  is  possible  to  express  algebraic- 
ally the  actual  capacity  of  any  vacuum  pump  for  any  given  working 
condition.  Fpr  example,  the  actual  capacity  of  a  vacuimi  pump 
having  a  displacement  of  D  cu.  ft.  per  min.  that  will  deliver  Q  cu.  ft. 
of  free  gas  per  24  hours,  is  expressed  by  the  following  formula:  Q  = 
1440  D  X  (C  —  V)/B,  where  B  is  the  barometric  pressure,  V  the 
actual  working  vacuum  and  C  the  vacuum  developed  on  closed  suc- 
tion. The  relationship  thus  defined  gives  a  very  simple  means 
of  determining  the  size  of  pump  required  for  any  particular  service, 
for  it  is  only  necessary  to  know  the  amount  of  gas  available,  the 
vacuum  at  which  it  is  to  be  handled  and  the  vacumn  which  the 
pump  will  develop  with  its  suction  closed. 

21  In  order  to  facilitate  the  choice  of  a  pump  for  any  particular 
service,  the  chart  shown  in  Fig.  4  will  be  useful.  This  chart  shows 
the  capacity  of  vacuum  pumps  having  any  displacement  ranging  from 
500  cu.  ft.  per  min.  to  10,000  cu.  ft.  per  min.  and  working  under 
any  degree  of  vacuum  up  to  28^  in.  of  mercury,  referred  to  a  barometer 
reading  of  29^  in.  On  this  chart  are  shown  three  efficiency  lines, 
corresponding  to  pumi:fs  capable  of  maintaining  |,  1  and  IJ  in.  of 
mercury  absolute  on  a  closed  suction. 

22  The  use  of  this  chart  is  illustrated  by  the  following  example: 
If  it  is  required  to  select  a  pump  capable  of  handling  500,000  cu.  ft. 
of  free  gas  per  day  at  21  in.  of  vacuum,  proceed  as  follows:  Select 
the  horizontal  line  marked  "21  inches"  at  the  left  of  the  diagram; 
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follow  this  line  in  a  horizontal  direction  to  its  inteisection  with  the 
curved  efficiency  line  marked  "one-half  inch."  On  the  vertical 
line  passing  through  this  intersection,  proceed  vertically  until  the 
horizontal  line  marked  500,000  on  the  extreme  right  of  the  diagram  is 
reached.  The  diagonal  line  passing  through  this  intersection  repre- 
eents  the  displacement  in  cubic  feet  per  minute  of  the  vacuum  pump 
which  will  give  the  required  service.  It  will  be  seen  in  the  example 
selected  that  the  vacuum  pump  must  have  a  displacement  of  1200 
cu.  ft.  per  min. 


yiG.  4    CAPiciTv  Chart  for  Vacuum  Pomps 

23  The  results  of  a  test  on  one  of  these  vacuum  pumps  to  de- 
termine its  actual  volumetric  efficiency  are  shown  in  this  diagram. 
The  quantity  of  air  handled  was  measured  by  means  of  a  low-pressure 
orifice,  using  Professor  Purley's  coefficients;  the  results  are  plotted 
as  volumetric  efficiency  for  various  working  vacua.  The  heavy 
line  shown  in  this  diagram  represents  the  volumetric  efficiency  cal- 
culated from  the  chart  already  shown.  The  actual  test  results 
coincide  with  a  fair  degree  of  accuracy  with  those  estimated  from  the 
chart. 

24  Another  method  of  recoverii^  gasoline  from  natural  gas  or 
casing-head  gas  is  by  what  is  known  as  the  absorption  process 
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This  process  is  used  primarily  where  the  gas  treated  is  lean,  that  is, 
when  its  gasoline  content  is  small. 

25  In  the  absorption  process  the  wet  gas,  together  with  the 
absorbing  oil  (usually  mineral  seal  or  straw  oil),  is  forced  under 
pressure  into  the  absorber  where  the  two  come  into  intimate  con- 
tact, the  proportions  of  gas  and  oil  being  so  controlled  that  the  ofl, 
when  leaving  the  absorber,  will  be  approximately  saturated  with 
condensable  vapor  from  the  gas.  On  leaving  the  absorber  the  sat- 
urated oil  is  passed  through  suitable  heat  interchangers,  where  its 
temperature  is  raised  by  means  of  hot  return  oil  from  the  still.  The 
hot  saturated  oil  is  then  led  to  the  still,  where  additional  heat  is 
appUed,  and  the  gasoUne  driven  off  in  the  form  of  vapor.    These 
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(From  Bulletin  120,  Bureau  of  Mines) 

gasoUne  vapors  are  condensed  in  water-cooled  coils  and  delivered  to 
suitable  blending  and  storage  tanks.  The  residue-absorbing  oil 
is  then  returned  to  the  heat  interchanger,  where  it  gives  up  a  great 
part  of  its  heat  to  fresh  saturated  oil,  as  described  above,  after 
which  it  is  passed  through  a  cooler  similar  in  design  to  the  water- 
cooler  coils  of  the  compression  plant,  where  its  temperature  is  re- 
duced to  the  lowest  possible  point.  After  cooling  the  oil  is  returned 
directly  to  the  absorber.  It  will  be  seen  that  the  process  is  a  con- 
tinuous one,  and  that  the  absorbing  oil  is  used  over  and  over  again. 
26  Fig.  5  shows  diagramatically  the  general  arrangement  of  a 
small  absorption  plant.  The  natural  gas,  which  is  brought  in  from 
a  pipe  line  under  pressure,  enters  the  absorbing  tank  at  c  and  the 
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oil  enters  at  b.  They  pass  into  the  T-pipe  d,  and  the  mixture  passes 
fiom  there  through  many  small  holes  into  the  oil  contained  in  the 
absorber.  The  gas  bubbles  up  through  the  oil  and  passes  out  of  the 
absorber  Bfi  shown  and  returns  to  the  pipe  line. 

27  The  oil  charged  with  gasoline  passes  first  to  the  weathering 
tank  e,  where  the  lighter  parts  of  the  gasoline  are  released  through 
the  safety  valve.  Next  the  oil  enters  the  pump  /  and  is  pumped 
through  the  heat  exchanger  g  into  the  rock  tower  h  of  the  steam  still 
k,  where  the  gasoline  is  distilled  from  the  oil  with  Uve  steam.  The 
cooler  m  separates  the  water  (condensed  steam)  from  the  gasoline, 
which  is  condensed  in  the  condenser  and  flows  out  of  the  system  at 
the  gasoline  drip. 

28  The  hot  oil  after  having  been  freed  of  its  gasoline  is  passed 
through  the  heat  exchanger  g  and  heats  the  oil  passing  to  the  still 
and  from  No.  1  pump  it  is  forced  through  the  cooling  coils  o,  on 
which  rimning  water  drops.  The  cooled  oil  then  passes  into  the 
absorber  a  to  receive  another  charge  of  gasoline. 

29  In  the  absorption  method  it  will  be  seen  that  a  very  consid- 
erable amount  of  gas  must  be  burned  under  boilers  to  generate 
sufficient  steam  to  operate  the  steam  stills.  Since  in  nearly  every 
instance  absorption  plants  are  installed  as  an  adjunct  to  a  gas-pump- 
ing station  used  to  supply  gas  for  domestic  service,  the  diversion  of 
any  considerable  amount  of  gas  to  operate  boilers  instead  of  pumping 
it  through  the  mains  where  it  has  a  market  value  of  probably  30 
or  40  cents  per  1000  cu.  ft.,  operates  to  greatly  reduce  the  profits  to  be 
derived  from  the  gasoline  plant.  Any  system,  therefore,  which  will 
do  away  with  the  necessity  of  separating  the  gasoline  from  the  ab- 
sorbing oil  by  means  of  steam  stills  is  greatly  to  be  desired.  While 
as  yet  no  such  plants  have  been  installed,  a  very  interesting  solution 
of  the  problem  has  been  proposed  in  a  combination  of  the  absorption 
and  compression  processes.  The  plan  contemplates  the  absorption 
of  the  gasoline  in  the  usual  way,  as  already  described,  and  then 
introducing  the  resulting  blend  of  absorbing  oil  and  gasoline  into  a 
closed  vessel  in  which  a  high  vacuum  is  maintained.  The  gasoline 
wiU,  of  course,  immediately  volatilize,  and  may  be  removed  by  means 
of  vacumn  pumps,  passed  through  cooling  coils  and  condensed. 

30  The  general  arrangement  of  such  a  plant  is  shown  in  Fig.  6. 
It  will  be  seen  that  it  consists  of  three  elements,  an  evaporator,  a 
vacuum  pomp,  and  a  bank  of  cooling  coils  with  suitable  accumulator 
tank.  The  saturated  oil  from  the  absorbers  is  pumped  into  the 
evaporator  through  spray  nozzles  which  deliver  it  in  a  finely  divided 
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mist.  Because  of  its  relatively  low  boiling  point  the  gasoline  must 
of  course  come  from  the  absorbing  liquid,  and  thus  the  process  brings 
about  a  refrigerating  effect  and  the  oil  itself  is  cooled.  This  is  an 
item  of  extreme  importance,  since  the  oil  upon  its  return  to  the  ab- 
sorbers will  be  at  a  temperature  low  enough  to  bring  about  most 
effective  absorption.  In  the  ordinary  absorption  plant  the  principal 
factor  which  limits  its  efficiency  is  this  temperature,  and  great  pains 
are  always  taken  to  keep  it  as  low  as  possible.  The  vacuum  pump 
serves  not  only  to  maintain  the  required  vacuum  within  the  evap- 
orator, but  also  to  remove  the  gasoUne  vapors.  These  are  deUvered 
to  the  cooUng  coils,  which  may  be  in  every  way  similar  to  those  used 
in  the  compression  process. 
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SOME   FACTORS   IN  FUEL  ECONOMY 

IN  BOILER  PLANTS 

By  Robebt  H.  Kuss,  Chicago,  III. 
Member  of  the  Society 

According  to  the  atUhor*8  esHmcUes,  it  shotdd  he  easily  passible  to  increase  the 
combined  boiler  and  furnace  efficiency  of  stationary  plants  burning  bituminous  coal 
from  12  to  15  per  cent  above  thai  ordinarily  cbtained.  Conditions  regarding  character 
of  fudf  design  of  furnace  and  grates,  facilities  for  introducing  air,  draft,  etc.,  are 
accordingly  stated,  compliance  with  whith  should  substantially  effect  the  savings  men- 
tioned in  the  case  of  a  single  boiler.  The  case  of  several  boilers  combined  for  service 
is  also  considered,  and  the  author  outlines  a  novel  scheme  cf  operation  and  points  out 
the  advantages  it  possesses  over  the  ordinary  method  of  running, 

'T^HE  total  bituminous  coal  production  in  the  United  States  during 
1917  was  close  to  542,000,000  tons,  and  in  the  same  year 
90,000,000  ton  of  anthracite  were  marketed.  The  uses  to  which 
the  bitiuninous  coal  was  put  have  been  estimated  as  given  in  Table  1. 
Forty  per  cent  of  the  anthracite  production  was  consumed  by  loco- 
motives, and  the  remainder  mostly  by  domestic  users. 

2  It  is  easy  to  see  from  Table  1  that.  60  per  cent  of  the  total  coal 
production  in  the  United  States  during  1917  was  applied  to  non- 
productive uses:  namely,  35  per  cent  for  steam  locomotives  plus  25 
per  cent  for  household  use;  or,  to  put  it  more  strikingly,  while  the 
railways  hauled  all  of  the  coal  output  it  took  35  per  cent  of  the  coal 
production  to  conduct  the  entire  business  of  hauling.  Although 
impossible  to  form  a  coal  budget  for  1918,  competent  authorities 
seem  to  agree  that  the  production  must  be  increased  by  not  less  than 
one  hundred  million  tons  of  bituminous  coal. 

3  Much  needless  transporting  of  coal  has  been  practiced,  and 
therefore  the  Fuel  Administration's  order  restraining  coal  shipments 
within  areas  of  natural  consumption  was  good  judgment.  The 
hardships  follow  owing  to  the  necessity  of  using  a  grade  or  quality 
of  coal  in  equipment  designed  for  a  more  distant  product.    This  of 
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course  is  particularly  evident  in  the  domestic  field  where  West 
Virginia  coal  has  been  shipped  in  vast  quantities  to  the  larger  popu- 
lation centers  at  a  considerable  distance. 

4  With  a  fixed  system  for  transporting  coal  and  with  added 
demands  for  its  use,  it  is  manifestly  necessary  to  transport  all  coal 
possible  during  the  summer  months,  thus  compelling  storage  in 
vast  quantities.  The  difficulties  of  stprage,  such  as  the  likelihood 
of  spontaneous  combustion,  are  well  understood  and  can  be 
avoided. 

5  While  it  is  not  possible  to  fix  a  definite  figure  or  even  range 
representing  the  ratio  of  heat  absorption  to  that  of  possible  heat 
evolution  or,  stated  otherwise,  the  efficiency  for  the  respective  groups 
of  manufacturing,  locomotive  and  domestic  use,  it  is  nevertheless 
desirable  to  look  into  this  phase  of  the  matter.  The  average  esti- 
mates which  appear  in  Table  2  are  accordingly  submitted  by  the 

TABLE  I    BITUMINOUS  GOAL  CONSUMPTION  IN  THE  UNrTED  STATES.  1M7 


Kind  of  Plant 


Stationary  steam 

Railway  locomotives. 
Households 


Tons 


215.000.000 
IW.000,000 
136.000.000 


540,000.000 


PteCtDt 


40 
85 

25 


100 


wiiter  for  what  they  are  worth  and  have  to  do  with  the  performances 
of  the  several  groups  applied  to  a  yearns  period,  all  losses  being 
charged. 

6  Granting  that  all  of  these  figures  arc  merely  speculative,  they 
still  show  that  the  largest  possibilities  rest  within  the  province 
of  the  duties  naturally  supervised  by  men  such  as  ourselves.  With 
respect  to  the  large  avoidable  losses  in  burning  domestic  fuel,  it  must 
be  borne  in  mind  that  even  were  the  reclamation  or  saving  of  coal  by 
more  economical  use  larger  than  the  estimates  in  Table  2  indicate, 
the  difficulties  attending  a  proper  dissemination  of  knowledge  to 
effect  the  possible  economies  are  extreme. 

7  DeaUng  with  a  single  furnace  the  particular  features  needing 
consideration  arc: 

a  The  character  and  physical  condition  of  the  coal 
b  The  manner  of  introducing  the  coal  into  the  furnace 
c  The  shape,  size  and  construction  of  the  grate 
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d  The  shape  and  size  of  the  chamber  in  which  evolved  gases 

bum 
e  The  faciUties  for  introducing  air  either  through  or  above 

the  fuel  bed. 

8  Any  means  which  tend  to  cause  the  gases  of  combustion  to  be 
evolved  or  distilled  uniformly  are  in  the  direction  of  complete  com- 
bustion, and  this  is  especially  affected  by  the  character  of  the  coal 
Cind  the  method  of  introducing  it.  Manifestly,  with  a  uniform  gas 
distillation  the  cubical  capacity  of  a  furnace  need  not  be  as  large 
as  for  variable  distillation  to  obtain  the  same  effect,  for  the  deter- 
mining factor  in  the  complete  distillation  of  fuiel  is  sufficient  air 


TABLE  2    ESTIMATED  PERCENTAGE  EFFICIENCIES  WHEN  USING  BrrUMINOUS 

COAL 


Poor  practice 

Fair  practice 

Good  practice 

Available  practice 

Available  increase 

Available  aaviiifs,  tons 


Stationary  Plants 

Hicb- 

Low- 

Prenure 

Preesure 

50 

40 

M 

5« 

72-74 

62 

7« 

68 

12 

14 

25.80 

0.000 

Railway  Loco- 
motives 


00 
66 
70 
72 
9 


17.100.000 


Domestic 


30 
40 
SO 
55 
15 


20.250.000 


Total  tonnage  saving  on  1917  basis 63.150,000 

adequately  mixed  with  the  evolved  gases  and  maintained  at  a  high 
temperature  long  enough  to  insure  the  completion  of  the  combustion 
process  before  encountering  relatively  cool  surfaces. 

9  Air  that  does  not  enter  into  the  actual  combustion  process 
is  a  source  of  loss  whether  the  process  is  complete  or  not.  Complete 
combustion  does  not  argue  economy,  for  the  air  admitted  to  bring 
it  about  may,  and  frequently  does,  exceed  the  amount  required  and 
be  introduced  in  such  places  or  in  such  ways  as  to  offer  itself  as  a 
vehicle  for  absorbing  heat  without  assisting  in  its  generation.  Fun- 
damentally, then,  the  items  of  importance  are  the  rate  and  degree 
of  uniformity  of  gas  distillation.  The  usual  failures  in  these  par- 
ticulars are  due  to  the  fact  that  the  grate  surfaces  employed  and  air 
facilities  provided  are  disproportionate  to  the  steam  demands,  thus 
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resulting  in  improper  fuel  beds  and  making  it  extremely  difficult  to 
cause  the  furnace  to  function  as  stated.  Such  conditions  result  in 
oversupplying  air  in  certain  sections,  undersupplying  it  in  others 
and  in  failing  both  to  mix  the  air  and  gases  and  maintain  them  at  a 
high  temperature  within  the  capacity  of  the  furnace. 

10  Referring  to  a  particular  design  and  condition  of  equipment, 
it  happens  that  boilers  perform  at  about  the  same  efficiencies  through- 
out their  ranges  of  duty.  In  other  words/ clean  enclosed  heating 
surface  will  absorb  about  the  same  percentage  of  heat  without  regard 
to  the  quantity  supplied  to  it  within  the  range  commonly  encoun- 
tered in  practice,  say,  up  to  250  per  cent  of  builders'  rating.  This 
does  not  mean  that  all  boilers  are  equally  good  or  equally  good  heat 
absorbers;  it  has  to  do  with  the  proposition  that  for  a  given  design 
or  shape  of  heating  surface  it  is  not  essential  to  be  concerned  with 
the  amoimt  of  heat  deUvered  to  envelop  it,  for  the  proportion  ab- 
sorbed will  be  practically  the  same  in  any  case.  On  the  other  hand, 
the  conditions  surrounding  boilers  do  play  a  big  part  in  the  resulting 
efficiencies  and  divide  themselves  mainly  into  cleanUness  of  both 
sides  of  the  heating  surface  and  the  condition  of  the  enclosing  struc- 
ture or  setting  of  the  boiler. 

11  Boiler  and  furnace  efficiency  depend  on  the  manner  in  which 
draft  faciUties  are  provided  and  utihzed.  In  connection  with  draft 
there  are  the  following  points  to  bear  m  mind: 

a  There  must  be  provided  a  surplusage  of  draft  intensity 
capable  of  being  exerted  at  the  fuel-bed  end  of  the  in- 
stallation, so  fhat  momentarily  greater  steam  demands 
may  be  met  or  temporary  faults  of  fuel-bed  construction 
overcome 

b  Good  judgment  demands  that  the  chimney  or  fan  shall  not 
have  its  purposes  partially  defeated  by  tortuous,  ill- 
shaped  breechings  or  faulty  passages  through  the  settings 

c  Not  only  must  the  facilities  for  creating  air  movement 
through  the  fire  be  adequate,  but  the  room  delivering  air 
to  the  system  must  have  provision  for  the  introduction  of 
the  volume  of  air  needed  for  the  combustion  processes 

d  Causes  which  tend  to  reduce  draft  intensity,  as  by  soot  de- 
posits and  air  infiltration,  not  only  bring  about  losses  of 
their  own  accord  but  tend  to  destroy  the  available  elas- 
ticity of  furnace  operation,  which  is  more  serious 

e  Furnace  draft  should  at  all  times  be  ample  to  overcome  the 
resistance  of  the  fuel  bed 
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/  The  rate  of  failure  of  furnace  parte  ia  inseparably  tied  up 

with  the  abiUty  of  the  draft  forces  to  cany  away  the 

heated  gases  as  rapidly  as  evolved. 

12    When  several  boilers  are  combined  for  service,  there  is  uflu- 

ally  a  wide  choice  given  ia  selecting  the  number  to  be  run.    Assume 

an  ordinary  plant  containing  eight  400-hp.  boilers  equipped  with 

stokers  adapted  to  the  fuel  being  supplied.    Suppose  the  draft 

facilities  are  ample  and  the  load  variation  between  2500  and  2800 

hp.,  momentarily  going  as  high  as  3000  hp.     By  ample  draft   is 

meant  sufficient  to  bum  without  serious  furnace  injury  enough  coal 

(or  more)  on"each  grate  to  generate  760  hp.  or  90  per  cent  overload. 


Flo,  1     ErFBCT  o 

AA    Availnblt  (ffiatney. 

SB    Ubu>I  opentii«  ■Sdaney. 

CC—C'C    Pro)n»d  nnca  oT  orantiag  unili. 

C'C    Fropand  nls  ot  opBrmtioc  unit*  lor  Doraul  loodt. 

A  A'    Drop  inefBciency  dgelo  inauSdnit  tumu*  a^ikdty. 

The  ordinary  way  to  run  the  plant  would  be  to  place  six  or  seven 
boilers  in  service,  keeping  two  or  one  down  for  general  cleaning,  and 
meet  the  load  changes  by  altering  damper  positions,  grate  speeds, 
etc. 

13  In  Fig.  1  the  hne  AA  represents  what  may  be  termed  the 
maximum  combined  efficiency  over  the  range  of  operating  rates. 
The  mere  fact  that  it  is  possible  to  attain  these  efficiencies  at  the 
different  ratings  does  not  secure  their  attainment.  As  a  mt^ter  of 
fact,  the  lower  the  rate  of  operation  the  greater  the  opportunity  for 
improper  draft  adjustmente,  poor  fuel  beds,  uncleanliness  and  air 
leakages  to  go  on  unchecked  and  uncorrected,  The  effect  is  to  ob- 
tain on  the  average  a  performance  somewhat  as  represented  in  the 
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efficiency  curve  BB.  This  has  the  characteristic  of  rising  to  a 
maximum  height  between  150  and  160  per  cent  of  boiler  rating.  The 
conclusion  is  that  it  is  best  to  run  the  boiler  at  around  150  and  160 
per  cent  for  nonpal  loads. 

14  Applying  this  judgment  to  the  problem,  take  2650  b.hp.  as 
the  mean  point  of  service  demanded  and  divide  by  640,  the  latter 
figure  being  the  product  of  400  and  1.60.  Thus  four  boilers  will 
ordinarily  carry  the  load  if  means  are  taken  to  operate  the  units  at 
this  rating.  Now,  how  shall  the  momentary  loads  beyond  be  handled? 
By  bringing  up  one  unit  at  a  time  to  its  maximum  capacity  as  the 
load  increases  up  to  the  3000  hp.  of  the  original  problem.  In  a  like 
manner,  when  the  load  decreases,  first  one  unit  is  reduced  to,  say, 
llOiper  cent  of  rating,  and  if  that  reduction  is  not  enough,  a  second 
unit  is  taken  i(i  hand,  and  so  on.  In  other  words,  here  is  an  attempt 
to  push  the  operating  forces  to  a  place  where  they  dare  not  neglect 
their  duties  lest  they  lose  their  grip  on  the  steam  pressure.  When 
it  is  considered  that  fewer  units  are  being  watched  and  less  fuel  is 
handled,  the  net  result  is  favorable  to  the  operatives.  The  scheme 
advanced  has  many  advantages  for  its  application,  as  borne  out  by 
experience. 

15  The  above  is  a  mild  case  and  thus  far  only  the  immediate 
benefits  in  the  way  of  economy  have  been  stated.  The  corollary 
benefits  no  less  important  are:  less  blowing  down;  less  soot  accumu- 
lation and  less  effort  and  steam  for  its  removal;  less  brick  mainten- 
ance per  ton  of  coal  burned;  less  coal  loss  at  the  closing  periods  of 
the  operating  day  and  at  other  slow-down  periods;  greater  time  for 
inspection,  overhauling,  cleaning  and  repairs;  and  less  percentage  loss 
due  to  unavoidable  losses  such  as  radiation. 

16  The  ability  to  apply  this  system  to  its  logical  and  best  con- 
clusion depends  upon  whether  the  available  draft  is  adequate. 
If  deficient,  thus  not  permitting  the  attainment  of  a  curve  such  as  A  A, 
then  the  opportunity  for  effecting  the  larger  efficiencies  is  excluded, 
but  the  principle  is  still  applicable.  If  the  furnace  capacity  is  in- 
adequate, thereby  causing  its  efficiency  to  fall  rapidly  at  the  higher 
rates,  then  the  limits  through  which  the  scheme  can  be  successfully 
applied  are  correspondingly  reduced.  If  the  plant  is  hand-fired  (or 
even  stoker-fired)  and  has  less  units  than  that  mentioned  in  the 
problem,  perhaps  the  exclusion  of  one  whole  unit  may  be  imprac- 
ticable; in  that  case  each  grate  size  should  be  reduced.  Naturally 
it  is  extremely  important  to  know  just  what  the  possible  performance 
of  each  boiler  unit  may  be  throughout  its  range  of  working;   also, 
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what  is  expected  of  the  plant  as  a  whole  in  the  way  of  steam 
demands. 

17  Few  instruments  are  needed  for  an  ordinary  plant,  but  those 
must  be  regularly  used  and  the  records  reviewed  and  studied.  Every 
boiler  setting  should  have  a  draft  gage  or  draft-gage  system  capable 
of  instant  or  constant  indication  of  boiler  uptake  and  furnace  drafts, 
and  there  should  be  accurate  water-measuring  and  coal-weighing 
apparatus.  Each  chief  engineer  of  a  plant  of,  say,  600  b.hp.  should 
possess  a  standard  Orsat  or  gas-analyzing  set  and  an  indicating 
pyrometer. 
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VALVES   AND   FITTINGS  FOR  HIGH 
HYDRAULIC   PRESSURES 

THEm  DESIGN  AND  MAINTENANCE  IN  OPERATION  FOR 
PRESSURES  OF  FROM  1000  TO  8000  LB.  PER  SQ.  IN. 

Bt  Wm.  W.  Gatlobd,  Tobbinciton,  Conn. 
Junior  Member  of  the  Society 

This  paper  tuggesU  a  method  of  figuring  the  strength  of  hydratdic  pipe,  pcdves 
and  fittinge  based  on  the  maximum'Shear  theory  modified  to  oonform  to  the  residts 
of  the  experiments  of  Cooke  and  Robertson  published  in  "  Engineering,'*  December  15, 
1011,  and  shows  it  applied  to  a  system  to  use  7500  lb,  per  sq,  in.  working  pressure. 
It  describes  the  joints,  fittings  and  valves  used  on  this  system^  both  those  UuU  proved 
satirfactory  and  those  that  failed  in  operation^ 

It  also  shows  and  describes  a  multiple  cam-operated  valve  for  use  unth  a  three- 
cylinder  press,  so  arranged  that  a  continued  rotation  of  the  valve-operating  wheel  in 
one  direction  operates  the  individual  cylinders  of  the  press  through  a  complete  cyde 
of  operations,  thus  largely  elimineUing  the  personal  equation  of  the  operator.  An  aux- 
iliary valve  used  to  speed  up  the  return  stroke  of  the  large  cylinder  of  this  press  is 
also  described. 

The  design  cf  a  system  in  which  an  accumulator  is  used  is  discussed  and  the  special 
precautions  required  to  avoid  water  hammer  considered, 

T^ITH  the  greater  use  of  hydraulic  machines  of  various  sorts  as 
the  result  of  the  large  manufacture  of  munitions,  a  greater 
interest  is  to  be  expected  in  the  design  of  valves  and  fittings  for  such 
machines.  This  paper  gives  the  results  of  my  experience  and  I 
have  written  it  largely  in  the  hope  that  others  may  be  led  to  pub- 
lish the  results  of  theirs. 

2  A  few  years  ago  when  the  problem  was  presented  to  me  of  de- 
signing a  new  hydrauHc  system  for  a  working  pressure  of  5000  lb. 
per  sq.  in.,  with  the  probabiUty  that  this  would  be  increased  to  7500 
lb.  per  sq.  in.,  I  found  there  had  been  very  Uttle  published  on  the 
design  of  valves  and  fittings  for  this  pressure  and  that  the  designing 
formulae  given  in  standard  handbooks  were  either  incorrect  or 
imsatisf actory.    The  formula  most  generally  given  was  that  of  Lam6, 
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based  on  the  maxiinumHstress  theory,  which,  while  correct  for  cast 
iron,  is  not  satisfactory  for  steel.  Lanza,  in  his  Applied  Mechanics, 
gives  a  modification  of  the  Grashof  formula  based  on  the  maximum- 
strain  theory,  which  I  had  used  before  with  fair  results  for  steel 
fittings  on  lower  pressures.  I  had,  however,  noticed  some  unac- 
countable failures  when  applied  to  the  pipe  and  fittings  of  a  system 
using  a  working  pressure  of  4000  to  4500  lb.  per  sq.  in. 

3  While  studying  these  failures  my  attention  was  called  to  the 
maximum-shear  theory  proposed  by  Guest,  and  this  seemed  to 
explain  most  of  them.  About  this  time  the  results  of  the  experi- 
ments of  Cook  and  Robertson  were  published  in  Engineering^  (De- 
cember 15,  1911),  and  after  considerable  study  I  became  convinced 
that  these  offered  the  best  basis  for  design. 

4  The  form  in  which  they  give  the  formula  for  fiber  stress, 
based  on  the  maximum-shear  theory,  is 

P      JP~1 
/        2IP 

where  P  is  the  internal  pressure  in  pounds  per  square  inch,  /  the 
fiber  stress,  and  K  the  ratio  of  external  to  internal  diameter.  This 
is  the  equivalent  of  the  usual  formula 

where  do  is  the  internal  diameter  and  di  the  external  diameter,  as 
can  be  seen  by  substituting -j- ,  for  K;  thus: 


whence 
or 


di*      . 

p 

f 

do*            d,*-do*       do*       di*-do* 
„d,«             do'          2d,»         2d,« 

^do* 

2Pdi«=/(di*-do»). 

/      P     2di'                 2 

^~^di«-do»~      ,      do*- 

di* 

5  The  results  of  their  experiments  show  that  if  a  factor  of  1.2 
were  introduced  the  equation  would  more  nearly  represent  the 
actual  results,  so  the  formula  suggested  by  them  becomes 

/  "  ^"^   2K*   ' 
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6    This  formula  I  transformed  to  give  the  thickness  of  cylinder 

r  + 1 
wall  t  for  cylinder  of  inside  radius  r  by  substituting for  K; 

thus: 


f  =  1.2 


m 


=  0.6^  +  ^'-^  +  ^-'' X 


=  0.6 


2H  +  P 


r*  +  2rt  +  <« 


or 


Transposing, 


or 


Pr»  +  2  Prt  +  Pe=  1.2  fH  +  0.6  fP 


0.6/<«  -  Pf  +  1.2/rt  -2Prt  =  PT* 
(0.6/ -P)P+2 (0.6/ -  P) rt  =  Pr» 


and 


'--''=\/oW^  +  '' 


which  makes  it  much  more  convenient  for  general  use. 

7  From  this  formula  it  is  apparent  that  a  material  having  a 
working  fiber  stress  of  12,500  lb.  per  sq.  in.  9r  less  would  not  be  safe, 
however  thick  the  pipe  wall.  This,  of  coiurse,  eliminates  bronze, 
cast  iron  and  semi-steel  as  materials  for  making  these  fittings. 
After  careful  consideration  of  the  materials  available  it  was  found 
that  cold-drawn  seamless  steel  pipe  annealed  to  give  45,000  lb.  per 
sq.  in.  elastic  limit,  and  steel  castings  for  fittings  giving  30,000  to 
35,000  lb.  per  sq.  in.  elastic  limit,  could  be  obtained,  and  it  was 
decided  to  use  these.  As  the  system  had  no  accumulator  and  there- 
fore was  not  subjected  to  severe  shocks,  a  working  fiber  stress  of 
0.6  of  the  elastic  limit  was  used. 

8  The  largest  pipe  in  the  system  was  to  take  as  a  maximum  the 
discharge  of  five  pumps,  each  of  60  gal.  per  min.  capacity,  making  a 
maximum  .flow  of  300  gal.  per  min.,  but  under  usual  working  con- 
ditions only  three  pumps  or  180  gal.  would  be  used.    In  view  of  this 
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a  piftTimmn  velocity  of  20  ft.  per  sec.  or  a  usual  velocity  of  12  ft. 
per  sec.  waa  allowed,  which  required  a  pipe  of  2}  in.  inside  diameter. 
From  the  above  formula  the  thicknees  required  for  a  pipe  of  2{  m. 
inside  diameter  is  


(  =  -  1.375  d 

=  - 1.375  ±\/^S^  + 1-8 
=  0.51  in. 


^4180. 


1refff/>e. 
oH-Circk. 


FiQ.  1    Typicai.  Flanged  Joint  » 
and  for  a  fitting 


=  0.925  in. 

9  A  pipe  having  4-in.  outside  and  2j-in.  inside  diameters  was 
chosen,  as  this  was  a  commercial  size  and  allowed  the  necesaai? 
thickness  of  metal  for  threading  to  use  in  a  joint  of  the  type  shown 
in  F^E.  1.  The  fittings  were  made  with  a  1-in.  wall  thickness,  the 
tee  shown  in  Fig.  2  being  an  example  of  the  type  used. 

10  The  bolting  of  the  fiange  was  figured  by  assuming  that  the 
full  pressure  was  applied  to  the  area  of  a  circle  of  the  outside  diam- 
eter of  the  gasket.  In  the  joint  in  Fig.  1  this  would  make  a  total 
load  on  the  bolts  of  LSTB'  X  3.142  X  7500  =  83,150  lb.,  which 
would  require  eight  l|-in.  bolts  if  U.  S.  standard  bolts  were  used, 
allowing  a  working  fiber  stress  of  10,000  lb.  per  sq.  in.    This  would 
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have  taken  a  flange  about  1 1  in.  in  diameter  and  would  have  made 
the  piping  very  hard  to  install  in  the  limited  space  available,  so  it 
was  decided  to  use  bolts  made  to  the  S  A.E.,  or,  as  it  was  then  known, 
the  A.L.A.M.,  standard.  Using  a  working  stress  of  22,500  lb.  per 
sq.  in.,  this  allowed  the  use  of  eight  j-in.  bolts  in  an  8i-in.  flange. 
This  is  open  to  the  objection  that  a  careless  mechanic  may  replace 
these  special  bolts  with  standard  bolts  and  thus  cause  the  failure  of 
the  joint,  but  there  has  been  no  trouble  from  this  cause. 

11  When  the  piping  was  installed  some  of  the  gaskets  were  of 
soft  copper  and  the  rest  of  red  fiber,  but  expeiieace  has  shown  red 
fiber  to  be  more  satisfactory  as  the  copper  soon  hardens  and  a  slight 
water  hammer  will  often  start  the  joints  lea,king,  while  the  red  fiber 
does  not  ^ve  this  trouble. 


^  II 

Fia.  2    Ttfical  Flanogd  FnriNa  for  7500  Lb.  peb  Sg.  In. 

12  The  system  was  to  supply  three  machines  from  a  group  of 
five  pumps,  and  the  piping  was  to  be  so  arranged  that  the  large 
machine,  which  was  to  use  pressures  up  to  7500  lb.  per  sq.  in.,  could 
be  operated  with  any  or  all  of  the  pumps  while  the  other  two  machines 
were  to  be  operated  with  one  or  two  pumps  each,  but  the  connec- 
tions were  to  be  so  made  that  any  pump  could  be  connected  to  any 
machine.  This  was  done  by  using  a  manifold  tee  on  the  discharge 
of  each  pump  with  a  valve  connecting  to  each  pipe  line. 

13  The  valves  originally  put  in  were  of  two  types;  one  a  wedge 
gate  valve  with  cast-steel  body  and  hard  bronze  wec^e,  the  other  a 
stop  valve  of  the  balanced  type  having  a  cast-steel  body  and  bronze 
plunger.  The  gate  valves  proved  impracticable  as  the  bodies  could 
not  be  made  sufficiently  rigid  to  prevent  distortion  of  the  seat  and 
the  starting  of  a  leak  which  would  grow  very  rapidly  because  of  the 
cutting  action  of  the  water.    The  other  valves  were  more  satis- 
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factory  and  could  be  kept  fairly  tight  by  frequently  dressing  the 
seat  and  plug;  but  it  was  found  more  satisfactoTy  to  use  blank 
fiai^es  and  pipe  spools  in  place  of  the  valves  to  make  necesBary 
changes  in  connections. 

14    The  machines  were  in  effect  rangle-acting  presses  in  which 
the  ram  was  returned  by  an  auxiliary  low-pressure  system.     The 

To  Oetrotina  Wh—I 


f\a.  3    Operating  Valve  foe  7500  Lb,  peb  8q.  In. 

main  operating  valve  therefore  became  a  bypass  valve  which  was 
closed  to  drive  the  ram  forward  and  opened  to  allow  the  ram  to  stop 
and  be  returned.  The  valve  in  Fig.  3  was  chosen  for  this  place  and 
was  first  made  without  the  loose  connection  shown  in  the  stem,  but 
it  was  found  very  hard  to  open  it  after  it  had  been  shut  tight,  so  the 
connection  was  added  and  this  difficulty  overcome.  Experience  had 
shown  that  the  form  of  seat  used  with  the  beveled  recess  for  the  plug 
would  last  much  longer  than  if  the  valve  had  a  flat  seat. 
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15  Thie  Bystem  has  been  in  use  five  years,  often  with  a  working 
pressure  of  8000  lb.  per  aq.  in.  for  short  periods,  with  no  failures  and, 
with  the  exception  of  the  valves  mentioned,  has  given  good  satis- 
faction.   ' 

16  On  two  aimilar  systems  more  recently  installed  for  operate 
ing  pressures  of  from  4000  to  5000  lb.  per  sq.  in.  the  same  type  of 
pipe  and  fittings  has  also  been  used  with  success.  The  operating 
valves  furnished  for  these  systems  were  made  as  shown  in  Fig.  4 

niKtl 


From  Pbmp 


Fio.  4    OpESATiNa  Valve  fob  6000  Lb.  i^b  Sq.  In. 

(IlDHtJ^utory  D«i«n) 

and  proved  unsatisfactory,  as  the  water  pressure  on  top  of  the  plug 
held  the  valve  closed  so  that  it  was  almost  impossible  to  open  it. 
These  were  replaced  by  valves  similar  to  Fig.  3,  which  are  working 
satisfactorily. 

17  These  machines  had  an  exhaust  valve  as  shown  in  Fig.  5 
which  returned  the  water  direct  from  the  main  cylinder  to  the  tank 
on  the  return  stroke  of  the  ram.  These  gave  much  trouble  by  the 
intermediate  piece  between  the  valve  body  and  operating  cylinder 
breaking  through  as  indicated.    This  in  two  cases  blew  the  operating 
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cylinder  entirely  off  the  valve  body.  Two  of  the  valve  bodies  also 
failed  by  splittiog.  Id  view  of  tins  and  the  fact  that  a  leakage 
through  the  U-leather  paddng  might  ^bo  blow  the  operating  cylin- 
der off,  it  was  decided  to  redes^  this  valve,  using  a  cast-steel  body 
and  cylinder  arranged  to  eliminate  these  faults.  Fig.  6  shows  this 
valve,  and,  althoi^  it  is  rather  difficult  to  build,  it  has  proved  very 
satii^actory  in  operation. 


Fig.  5    Exbadst  Valvz  fob  5000  Lb.  fbb  Sq.  in. 

(DnactUfHtory  DetfiD] 

IS  On  a  smaller  press  having  three  double-acting  cylinders 
designed  to  operate  in  regular  sequence,  a  multiple  valve  of  the 
semi-balanced  spring-closed  type,  shown  in  Fig.  7,  was  used,  having 
the  individual  valves  opened  by  bell-crank  levers  moved  by  face 
cams  mounted  on  a  common  shaft.  The  cams  were  so  arranged 
that  rotation  in  one  direction  would  cause  the  cylinders  to  operate 
in  the  proper  order.  The  valve  was  so  deigned  that  when  open 
the  area  through  the  seat  was  greater  than  around  the  stem,  thus 
reducing  the  velocity  of  water  through  the  seat  and  largely  elimi- 
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nating  the  cutting  of  the  seat.    Fig.  8  is  a  key  plan  of  Fig.  7.    Fig. 
9  is  a  section  through  one  of  the  valve  seats  of  Fig.  7,  showing  areas. 

19  This  press  is  connected  directly  to  the  pump  throi^  this 
valve  and  it  has  proved  much  more  satisfactory  than  the  four  sep- 
arate valves  which  it  replaced,  one  bypass  and  three  reversing,  as 
a  careless  operator  cannot  work  the  valves  in  the  wrong  order  and 
break  the  press. 

20  The  piston  rod  in  the  large  cylinder  of  this  press  is  two- 
thirds  the  diameter  of  the  piston,  and  it  was  found  that  when  the 
speed  of  the  press  was  increased  by  speeding  up  the  pump,  the  valve 
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controlling  the  head  end  of  the  cylinder  was  too  small  to  allow  the 
water  to  escape  quickly  enough  on  the  return  stroke  of  the  ram  to 
prevent  a  rise  in  pressure  in  the  opposite  end  of  the  cylinder  and 
consequent  blowing  of  the  relief  valve  at  each  stroke  of  the  ram. 

21  After  considerable  experiment  it  was  decided  that  the  best 
way  to  overcome  this  difficulty  would  be  to  devise  some  method  of 
returning  the  water  from  the  head  end  of  the  cylinder  direct  to  the 
suction  tank  of  the  pump,  on  the  return  stroke  of  the  ram.  This 
was  accomplished  by  inserting  the  valve  shown  in  Fig.  10  in  the  pipe 
between  the  operating  valve  and  the  head  end  of  the  cylinder.  As 
will  be  seen  from  the  figure,  the  upper  valve  will  open  when  water 
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is  admitted  from  the  operating  valve,  while  the  lower  valve  will  be 
held  closed.  When  the  pressure  from  the  operating  valve  is  reUeved 
and  the  ram  starts  to  return,  the  lower  valve  will  open  and  the 
upper  valve  close,  thus  returning  the  water  direct  to  the  tank  through 
the  2-in.  pipe.  This  eliminated  practically  all  trouble  with  the 
operating  valve  and  materially  increased  the  speed  of  the  press. 
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FiQ.  8    Key  Plan  Showinq  Arrangement  of  Valves  in  Fig.  7 

22  As  the  highest  pressure  used  in  this  system  was  1500  lb.  per 
sq.  in.,  double  extra  strong  pipe  and  malleable-iron  extra  heavy 
hydraulic  screwed  fittings  were  used  and  have  proved  satisfactory. 

23  In  designing  valves  and  fittings  for  service  on  accumulator 
systems  I  have  found  that  it  is  usually  the  severity  of  the  water 
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Fig.  9    Section  Through  Valve  Seat  or  One  or  the  Valves  in  Fig.  7, 

Showing  Areas 

hammer  rather  than  the  actual  pressure  that  determines  the  strength 
required,  and  that  in  laying  out  such  a  system  all  possible  care  should 
be  used  to  avoid  trouble  from  this  source.  However,  as  the  severity 
of  water  hammer  in  a  new  system  can  never  be  exactly  determined 
before  it  is  in  operation,  I  have  used  the  designing  formula  given  in 
the  first  part  of  this  paper,  with  a  working  fiber  stress  of  one-third 
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to  OD&-half  the  elastic  limit  of  the  materials  employed,  depending 
on  the  probable  severity  of  shook  from  this  cause.  This  I  have 
attempted  to  check  by  figuring  the  rise  of  pressure  to  be  expected 
due  to  the  inertia  of  the  moving  parts  of  the  accumulator  if  all 
operatii^  valves  should  be  closed  at  the  same  time.  This  is  done 
by  assuming  the  ram  of  the  accumulator  to  be  coming  down  with  a 
maximum  velocity  and  figuring  the  force  neceesary  to  cause  a  n^pi- 
tive  acceleration  sufiicient  to  stop  it  in  an  assumed  minimum  time  of 
closing  the  valves.  This  at  best  can  only  be  a  rough  check,  but  it 
has  proved  sufficient  in  several  cases.  The  piping  of  such  a  system 
should  be  so  supported  and  anchored  that  water  hammer  will  not 
cause  any  considerable  whip  in  the  piping,  as  this  is  the  usual  cause 
of  broken  fittii^  and  leaking  joints. 


Fig.  10    Valve  for  Btpass  to  Tank  oh  Rbtckn  9troke 

24  The  valve  most  used  to  control  single-cylinder  machines 
Uke  draw  benches  on  an  accumulator  system  is  a  combined  throttle 
and  reversing  valve,  while  the  valves  for  multi-cyUnder  machines 
are  too  numerous  and  complex  to  describe  in  this  paper,  but  the 
principles  used  in  their  design  are  the  same  as  for  the  valves  already 
described,  except  that  greater  care  must  be  exercised  to  prevent  too 
rapid  opening  and  closing  and  consequent  destructive  water  hammer. 

DISCUSSION 

Chablbs  Raisig  (written).  I  have  read  the  paper  with  a  great 
deal  of  interest  and  wish  to  present  formulEe  I  have  used  successfully 
and  compare  them  with  the  formula  employed  by  the  author. 

In  all  problems  which  I  have  encountered  in  practice,  the  fiber 
stress  in  a  thick  cylinder  due  to  internal  pressure  may  be  figured  as 
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for  a  thin  cylinder  if  the  pressure  be  considered  as  actioK  upon  tho 
external  diameter  instead  of  the  internal  diameter. 
Barlow's  mmple  formula: 

M'  ■ i« 

in  which  B  is  the  external  radius,  is  not  empirical.    Its  derivation  is 
piesented  in  Goodman's  Mectianios,  wliicb  also  gives  Lamp's  fonnula 


PIP-r' 
1      Si  +  r-' 


m 


Fia.    11      COUCARIBON   OF  POBUOLS  Ul-[5]  FOB  DETERMININa  SrBESilBB  IN 

Thick- Walled  Ctunders  ttndbb  Internal  FaEssintB 

A  formula  used  by  two  well-known  builders  of  large  hydraulic 
and  steam  hydraulic  foi^g  presses  is 

j-log.f. ISl 

Tschappat  in  his  book  entitled  Ordnance  and  Gunnery,  develops 
the  following  formula,  which  he  credits  to  Lam£: 

/      2r*  +  2fl»       ^^ 

This  fonnula  is  rationally  developed  and  is  based  upon  maximum 
strain. 
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The  formula  presented  by  the  author  may  be  written  as 

/  =  o-«V^- m 

In  order  to  compare  these  various  formulse  with  each  other  they 
have  been 'plotted  as  shown  in  Fig.  11,  where  it  is  seen  that  all  (he 
curves  give  practically  the  same  result  when  the  ratio  r/f  is  equal  to 
or  greater  than  3.  Below  3  the  curves  diverge.  Those  for  Fonnuls 
[1],  [4]  and  [6]  lie  well  together,  however,  until  the  value  of  r/i  has 
decreased  to  unity. 

At  the  value  of  r/t  =  0.5  the  curve  for  formula  [6]  has  diverged 
considerably  from  those  for  Formulae  [1]  and  [4],  these  latter,  however, 
still  agreeing  very  closely.  Values  of  r/t  below  0.5  are  not  liable  to 
be  used  even  for  the  exceedingly  high  pressures  which  occur  in  guns. 
For  pressures  up  to  8000  lb.  per  sq.  in.  the  ratio  r/t  is  seldom  smaDer 
than  2. 

In  order  to  compare  the  results  obtained  by  Formula  [1]  and  [6] 
let  us  recalculate  the  two  problems  given  by  the  author  in  Par.  8. 
Taking  2f  in.  inside  diameter,  7500  lb.  per  sq.  in.  internal  pressure 
and  the  safe  fiber  stress  in  the  seamless  tube  as  27,000  lb.  per  sq.  in., 
then,  since  fl  «=  r  +  i,  from  Formula  [1] 

{t  +  If)  7500  =  27,000 1 

from  which  i  =  0.53  in.  as  compared  to  0.51  in.  from  the  author's 
calculation. 

In  the  second  problem,  assuming  the  same  conditions  with  the 
exception  of  the  fiber  stress,  now  19,500  lb.  per  sq.  in.,  <  =  0.86  in.  as 
compared  to  0.925  in.  obtained  by  the  author. 

Formula  [4],  the  results  of  which  can  be  obtained  simply  with 
sufficient  accuracy  by  the  use  of  Formula  [1]  for  all  values  of  r/t  greater 
than  0.5,  is  the  one  used  by  the  Army  and  Navy  in  gun  design  for 
pressures  which  are  much  higher  than  those  under  consideration. 
For  this  reason  while  the  results  obtained  by  using  Formula  [4]  are 
less  conservative  than  those  obtained  by  employing  the  author's 
formula,  [6],  the  writer  believes  that  they  are  entirely  safe. 

I  would  particularly  like  to  have  the  author  publish  more  in  detail 
the  failures  which  he  has  observed  in  order  to  guide  others  as  to 
the  safe  fiber  stress  to  assume  for  different  classes  of  high-pressure 
work. 

A.  A.  Adler  asked  the  author  regarding  the  hypothesis  he 
employed  in  connection  with  the  design  around  the  flanges.    ( 


DISCUSSION  991 

narily  the  Lanza  and  other  f  ormute  were  based  on  the  assumption  of 
an  exceedingly  long  cylinder. 

Emmett  B.  Carter  said  that  he  had  had  considerable  experience 
with  hydraulic  pressures  up  to  11,000  lb.  per  sq.  in.,  and  had  found 
copper  gaskets  to  be  very  satisfactory.  In  high-pressure  work  one 
former  cause  of  valve  failure  had  been  the  breaking  of  studs,  par- 
ticularly when  subjected  to  water-hammer  stresses.  This  he  had 
successfully  overcome  by  using  studs  made  of  a  nickel-chrome 
composition. 

R.  J.  S.  PiGOTT  asked  the  author  what  his  experience  had  been 
with  metallic  packings,  particularly  those  using  shredded-lead  mix- 
tures. In  his  work  he  had  found  it  satisfactory  when  properly  set 
up,  but  when  it  disintegrated  it  traveled  through  the  water  system 
and  caused  trouble  at  the  valves.  Fibrous  packings  gave  even  more 
trouble.  He  had  also  met  with  success  in  using  plain  cast-iron  rings 
as  well  as  pistons,  but  not  with  steam. 

The  Author,  in  closing,  said  that  he  noted  that  Mr.  Raisig  had 
compared  the  formula  he  had  proposed  with  four  others  by  plotting 
ratios  of  P//  and  rji  and  had  found  them  much  the  same  where  TJi 
was  equal  to  or  greater  than  3.  He  had  also  plotted  these  formulae 
and  several  others  and  had  found  that  for  these  values  they  all  gave 
very  nearly  the  same  results.  For  values  of  rji  less  than  2,  however, 
there  was  a  considerable  difference,  and  for  these  conditions  he  felt 
justified  in  using  the  more  conservative  formula  proposed. 

In  reply  to  Professor  Adler,  he  would  say  that  the  results  of 
the  experiments  of  Cook  and  Robertson,  mentioned  in  P^r.  3  of  the 
paper,  showed  a  possible  increase  of  from  5  to  15  per  cent  in  short 
cylinders  and  that  the  difference  between  this  and  the  **long  pipe,*' 
as  Lanza  and  the  others  called  it,  was  so  sUght  that  it  was  hardly 
worth  considering. 

He  had  had  but  very  little  experience  with  the  metallic  packing 
referred  to  by  Mr.  Pigott.  U-leather  packing  around  the  stems  had 
given  such  satisfaction  that  he  had  continued  using  it.  He  had 
employed  fiber  packing  on  low-pressure  valves,  but  his  experience 
with  it  had  been  much  the  same  as  Mr.  Pigott's. 
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THE  RELATIVE  CORROSION  OF  ALLOYS 

By  R.  B.  Fshr,  Dayton,  Ohio* 
Junior  Member  of  the  Sodety 

The  paper  opens  with  a  discussion  of  the  many  factors  and  difficulties  encoun' 
tered  in  studying  the  problem  of  the  corrosion  of  alloys,  and  the  lack  of  properly 
standardized  tests  for  obtaining  relative  corrodibUities,  The  various  methods  of 
expressing  the  results  of  corrosion  tests  are  noted  and  their  limitations  pointed  otU, 
The  author  proposes  a  new  method,  in  which  the  results  are  expressed  as  the  per 
cent  loss  of  unit  volume  for  each  unit  of  surface.  The  data  obtained  hy  different 
experimenters  using  different  sizes  of  specimens,  and  materials  of  different  densities, 
can  thus  he  made  fairly  comparable,  provided  the  other  conditions  of  testing  are 
essentially  the  same. 

The  results  of  some  recent  relative  corrosion  tests  of  various  dlloys  show  that  in 
tap  water  and  solutions  of  sea  salt  certain  ironrnickd,  copper-aluminum,  and  nickeL" 
copper  alloys  are  much  superior  to  carbon  steels  and  commercially  pure  iron,  and 
that  the  corrosion  decreases  as  the  concentration  of  the  salt  solution  increases. 

The  most  important  conclusion  is  that  careful,  xefined  laboratory  tests  involving  a 
duration  of  several  days  to  several  weeks,  may  serve  as  a  satisfactory  compromise 
between  the  one-  or  two^hour  "acceleration"  tests  and  the  Umg^me  service  tests, 

TT  is  hardly  necessary  to  emphasize  the  great  importance  of  the 
problem  of  corrosion.  The  large  number  of  technical  papers 
appearing  on  the  subject  and  the  enormous  mass  of  data  that  has 
been  collected  are  a  sufficient  testimonial  to  the  truth  of  this  state- 
ment. But  in  spite  of  the  time  and  attention  that  has  been  given 
to  this  subject  by  technologists  and  scientists,  comparatively  few 
laws  have  been  definitely  established,  and  consequently  the  true 
theory  of  corrosion  is  still  a  matter  of  controversy.  In  the  writer's 
opinion  the  chief  reason  for  the  slow  rate  of  progress  in  solving  the 
problem  of  corrosion  lies  in  the  fact  that  the  majority  of  workers  in 
this  field  of  research  have  failed  to  realize  the  vast  complexity  of  the 
problem,  and  have  therefore  not  taken  into  account  the  large  niunber 

*  The  paper  was  prepared  by  the  author  when  assissant  professor  of  mechan- 
ical engineering  at  The  Pennsylvania  State  College. 

Presented  at  the  Annual  Meeting,  December,  1918,  of  The  American  Socubtt 
OP  Mechanical  Enqinbbbb.  The  paper  also  forms  Bulletin  No.  27  of  the  En- 
gineering Eiqperiment  Station  of  The  Pennsylvania  State  Ck>llege. 
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of  factors  involved.  No  two  experimenters  have  used  predsely 
the  same  methods  of  testing,  and,  furthermore,  very  few  have  stated 
the  conditions  of  their  tests  with  suflS^cient  completeness  to  enable 
one  to  make  comparisons  or  draw  definite  conclusions.  It  is  there- 
fore not  siurprising  to  find  conflicting  data  and  opinions,  whereas 
the  data  may  be  entirely  correct  for  the  particular  conditions  under 
which  they  were  obtained. 

2  The  obvious  remedy  for  this  state  of  affairs  would  appear  to 
lie  in  the  elimination  of  all  variable  factors,  i.e.,  in  the  standardiza- 
tion of  methods  of  testing.  Undoubtedly  there  can  be  no  one  stand- 
ard method  for  testing  relative  corrosion;  neither  can  there  be, 
nor  is  there,  one  standard  method  for  testing  the  relative  strengths 
of  metals.  But  just  as  there  are  tension,  compression,  shear,  to^ 
sion,  bending  and  fatigue  tests  for  determining  the  relative  strengths 
of  metals  imder  different  conditions  of  use',  so,  too,  ought  there  to 
be  certain  standard  tests  for  determining  the  relative  corrosion  of 
metals  under  different  conditions.  In  order  that  the  results  ob- 
tained by  different  experimenters  may  be  comparable  and  lead  to 
definite  conclusions  regarding  the  laws  of  corrosion,  standards  should 
be  adopted  in  regard  to  such  matters  as  dimensions  of  specimens, 
preparation  of  surfaces,  amount  of  corroding  medium,  method  of 
suspension  in  medium,  temperatiure,  access  of  light,  duration  of 
test,  diffusion,  cleaning  and  weighing  of  specimen,  method  of  ex- 
pressing relative  corrosion,  and,  perhaps  most  important  of  all,  the 
nature  of  the  corroding  medium. 

3  The  ultimate  aim  should  be  to  devise  a  comprehensive  series 
of  tests  to  which  standard  specimens  of  materials  may  be  subjected, 
and  by  which  the  relative  corrodibilities  of  these  different  materials 
may  be  predicted  for  certain  service  conditions.  A  great  amount 
of  systematic  research  work  would  have  to  be  done  before  a  satis- 
factory set  of  standards  could  be  devised,  but  the  problem  is  some- 
what simplified  by  the  fact  that  relative  values  of  corrosion  are 
desired  rather  than  absolute  values.  Consequently,  it  will  probably 
be  found  that  a  few  tests  will  cover  in  a  qualitative  way  the  most 
usual  conditions  that  are  met  with  in  practice. 

4  One  of  the  most  important  factors  that  would  be  involved 
in  any  proposed  standard  method  is  the  tirne  element.  Although 
the  best  test  of  the  usefulness  of  a  material  is,  of  course,  the  actual 
service  test  during  a  long  period  of  time,  no  engineer  would  think  of 
building  a  machine  or  structure  without  first  making  strength  tests 
of  samples  of  the  materials  used;  and  in  like  manner  he  would  prefer 
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to  have  some  comparatively  simple  means  for  determining  the  rela- 
tive corrosion  of  materials  before  deciding  upon  the  best  one  to  use 
imder  the  particular  conditions  involved,  without  having  to  wait 
for  the  test  of  time  on  his  completed  structure. 

5  To  meet  this  short-time  requirement  various  so-called  ''ac- 
celerated" corrosion  tests  have  been  devised,  the  principal  corroding 
media  being  sulphuric  acid,  sea  water  or  other  salt  solutions.  These 
methods  have  met  with  much  opposition  for  the  reason  that  they  do 
not  imitate,  and  therefore  cannot  intensify,  natural  corrosive  influ- 
ences, as  they  were  intended  to  do.  The  results  thus  obtained  are 
not  in  agreement  with  those  obtained  under  practical  service  condi- 
tions. This  is  not  surprising,  for  it  is  now  becoming  generally 
recognized  that  the  relative  corrodibilities  of  different  materials 
vary  with  the  nature  of  the  corroding  media.  What  may  be  highly 
resistant  imder  one  set  of  conditions  may  be  highly  corrodible  imder 
a  different  set  of  conditions. 

6  Cushman  and  Gardner  state  in  their  book  (page  99),  on  The 
Corrosion  and  Preservation  of  Iron  and  Steel: 

Owing  to  the  nature  of  corrodon  it  is  probably  true  that  no  perfectly  relia- 
ble acceleration  test,  for  corrosion  resistance  can  be  devised.  Ck)rrosion,  in  the 
natural  process  of  rust  formation,  that  is  to  say,  in  very  slightly  aoid  media,  is  a 
question  of  comparatively  slow  growth  imder  special  conditions,  and  any  effort 
to  hasten  the  action  changes  all  the  conditions  of  equilibrium,  producing  an  en- 
tirely different  order  of  phenomena. 

7  In  order  to  obtain  the  opinions  of  the  Bureau  of  Standards 
on  the  value  of  acceleration  tests,  the  following  questions  were 
addressed  to  the  Director: 

a  Is  there  any  standard  method  for  testing  the  relative  cor- 
rosion of  various  metals? 
b  Do  you  have  any  confidence  in  acceleration  tests? 

8  The  following  replies  were  received: 

a  ''  There  can  be  no  standard  method  for  testing  the  relative 
corrosion  of  various  metals,  since  corrosion  depends  not 
only  on  the  kind  of  metal  but  also  on  the  nature  and 
concentration  of  the  corroding  agent.'' 

6  "  Acceleration  tests  are  of  value  only  if  the  conditions  are 
produced  imder  which  the  articles  are  to  be  used.  Thus 
articles  to  be  used  in  the  salt  air  at  the  seashore  or  in  sea 
water  may  to  advantage  be  compared  in  the  "salt-spray" 
test,  but  a  salt-spray  test  might  give  very  misleading 
results  if  used,  for  example,  in  judging  roofing  materials 
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^  .:.;  in  a  smelter  town  when  much  SOs  is  present.  Hot-water 
tests,  acid  tests,  etc.,  must  be  interpreted  with  the  utmost 
care." 

9  Since  accelerated  tests  are  not  regarded  as  trustworthy,  and 
also  since  long-time  tests  are  not  feasible,  it  becomes  necessary  to 
adopt  some  compromise  between  the  one-  or  two-hour  period  of 
accelerated  tests  and  the  many  years  of  the  actual  service  tests. 
Some  preliminary  tests  conducted  by  the  writer  led  to  the  conclu- 
sion that  trustworthy  results  could  be  obtained  within  a  period  of  a 
few  weeks,  provided  analytical  balances  were  employed  and  the 
same  care  exercised  as  in  quantitative  chemical  analysis.  Of  course, 
small  test  specimens  would  have  to  be  employed.  The  objectioii 
might  be  urged  that  small  specimens  would  not  be  representative 
of  the  material,  but  duplicate  or  triplicate  samples  combined  with 
greater  xmiformity  of  preparation  and  accuracy  in  weighing  would 
more  than  oJBfset  this  nominal  disadvantage. 

METHODS  PREVIOUSLY  EBiPLOYED  FOR  CORROSION   TESTS 

10  Not  only  is  it  necessary  to  adopt  standard  methods  of 
testing,  but  it  is  equally  important  to  agree  upon  some  uniform 
method  of  expressing  the  results.  The  following  methods  have 
been  employed: 

a  Loss  of  weight  (specimens  of  practically  the  same  original 

weights) 
b  Per  cent  loss  of  weight 

c  Loss  of  weight  per  unit  area  of  exposed  surface 
d  Appearance  as  judged  by  the  naked  eye  or  lens. 

1 1  Methods  a  and  c  do  not  give  correct  relative  values  of  the  cor- 
rodibilities  of  materials  that  differ  appreciably  in  density.  Method 
b  does  not  have  this  objection,  but  like  a  it  does  not  take  into  account 
important  differences  in  the  ratios  of  exposed  surface  to  volume. 
Method  d  is  merely  quaUtative  and  depends  upon  personal  judg- 
ment, but  is  useful  for  cases  of  unequal  corrosion,  or  pitting,  as  will 
be  noted  later. 

PROPOSED   METHOD  FOR  INDICATING  RELATIVE  CORRODIBILrTT 

12  Although  experiments  run  imder  different  conditions  with 
respect  to  weight,  density,  and  exposed  surface  of  the  specimens  can 
never  be  considered  strictly  comparable,  a  much  better  measure  of 
the  relative  corrodibilities  of  materials  can  be  gained  by  applying 
the  following  method  of  reasoning: 
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13  Suppose,  by  way  of  example,  that  a  certain  corroding  me- 
dium gave  the  results  on  specimens  of  different  materials  having 
dimensions  as  noted  in  Table  1. 

.  14  This  example  is  a  somewhat  extreme  case,  but  it  sometimes 
requires  an  extreme  case  to  emphasize  a  point.  A  study  of  the 
results  obtained  by  the  three  methods  a,  b  and  c  is  interesting  in 
that  they  appear  to  indicate  four,  three,  and  two  different  values, 
respectively,  for  the  relative  corrodibilities,  whereas,  in  reality  the 
four  materials  have  the  same  corrodibility,  as  further  consideration 
will  easily  show. 

15  What  really  matters  in  corrosion  is  the  volume  of  material 
removed  in  a  given  period  of  tims  from  each  unit  of  surface,  and  not 
the  loss  in  volume  per  unit  of  volume,  nor  the  loss  in  weight  per 
unit  of  surface,  etc.,  for  these  latter  methods  do  not  take  into  ac- 

TABLE  1    ILLUSTRATIVE  CORROSION  RESULTS  ON  DIFFERENT  MATERIALS 


SiMciinen 


1 
2 
8 

4 


Weight. 
Krams 

Volume, 
ce. 

Surface, 
BQ.  om. 

Sq  om./oo. 

(a) 
LoeB.gr. 

(5) 
Loe^% 

15 

3 

75 

85 

1.5 

10 

15 

3 

150 

50 

3.0 

80 

30 

3 

150 

50 

6.0 

80 

80 

3 

300 

100 

12.0 

40 

(c) 
Loes. 

gr./eq.  om. 


0.020 
0.080 
0.040 
0.040 


count  the  differences  in  density  and  exposed  surface  of  the  speci- 
mens, which  differences  are  certainly  no  fault  of  the  materials. 
For  instance,  specimen  No.  2  has  the  same  density  but  twice  the 
exposed  surface  of  No.  1.  If  it  were  of  the  same  material  as  No.  1 
it  would  be  expected  to  lose  twice  the  weight,  and  yet  it  would  be 
manifestly  unfair  to  say  that  the  relative  corrodibilities  are  differ- 
ent, as  indicated  by  methods  a  and  6. 

16  Again,  No.  3  has  twice  the  density  of  No.  2,  and  if  it  had 
the  same  corrodibility  it  should  lose  twice  the  actual  weight,  as 
weD  as  twice  the  weight  per  unit  of  surface.  Therefore,  provided 
all  other  conditions  were  the  same  in  these  cases,  the  only  method 
that  would  indicate  equal  corrodibility  would  be  method  6  on  account 
of  the  canceling  out  of  the  density  factors. 

17  Obviously,  then,  none  of  the  methods  employed  thus  far 
indicates  the  true  relative  corrosion  values  for  specimens  of  different 
sizes  from  different  materials.  However,  if  the  results  obtained  by 
method  6  in  Table  1  are  divided  by  the  respective  values  for  the 
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ratio  of  surface  to  volume^  the  results  will  be  0.40  per  cent  cu.  gdl 
per  sq.  cm.  in  each  case,  and  thus  a  true  measure  of  the  relative  oor^ 
rodibility  is  obtained. 

18  The  algebraic  derivation  of  this  method  is  as  follows: 

Let  a  =  area  of  exposed  surface  of  tept  specimen,  sq.  cm. 
V  =  volume  of  specimen,  cu.  cm. 
d  =  density  of  material,  grams  per  cu.  cm. 
w  =  original  weight  of  specimen,  grams 
8  =  loss  in  weight  in  grams  by  method  a 
p  =  per  cent  loss  in  weight,  and  volume,  by  method  b 
K  —  measure  of  relative  corrosion  by  proposed  method,  per  cent 
of  cu.  cm.  per  sq.  cm.  of  surface. 

a  8 

p  =  -  X  100  =  100  -  =  100  -  =  per  cent  loss  of  volume, 

d 
since  the  volume  equals  weight  divided  by  density. 

-  =  ratio  of  surface  to  volmne, 

V 

and 

1  i 

-=  100- X  -  =  100-=  percentofcu.  cm.  lost  per  sq.  cm.  of  surface. 
a^  V      a  a 

V 

Therefore,  K  =  -  ;  that  is,  the  per  cent  loss  in  weight  (or  volume) 

V 

is  to  be  divided  by  the  ratio  of  surface  to  volume. 

19  These  values  of  K  will  then  represent  the  true  relative 
corrodibilities  when  the  conditions  of  testing  are  the  same  exo^ 
for  the  densities  and  dimensions  of  the  specimens.  But  finally,  in 
order  to  express  in  the  simplest  and  most  easily  comprehended  man- 
ner the  relative  values  of  different  materials  in  regard  to  their  re- 
sistances to  corrosion,  the  reciprocals  of  the  K  values  should  be  taken 
and  compared  with,  say,  the  highest  one,  which,  for  the  sake  of  com- 
parison, may  be  regarded  as  having  a  corrosion  resistance  of  100 
per  cent.  Thus,  if  materials  A,  JB,  C,  and  D  have  values  for  K  of 
5,  10,  15,  20,  respectively,  the  reciprocals  or  resistances  to  cono- 
sion  will  be  0.2,  0.1,  0.067,  and  0.06;  while  the  relative  "effidoicies" 
of  resistance  to  corrosion  will  be  100,  50,  33^,  and  25,  respectively. 

20  This  new  method  of  expressing  relative  corrodibilities  takes 
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into  account  the  obvious  fact  that  corrosion  varies  directly  as  the 
exposed  surface,  other  things  being  equal.  The  time  element  can- 
not be  involved  in  any  method  of  expressing  corrosion,  for  it  is  a 
well-established  fact  that  corrosion  does  not  vary  directly  as  the 
time,  since  the  first  layers  of  corrosion  products  may  in  some  cases 
inhibit,  and  in  other  cases  accelerate,  corrosion.  In  other  words, 
the  duration  of  all  tests  that  are  to  yield  comparative  results  should 
be  a  constant  quantity. 

A  SERIES  OF  COMPARATIVE   CORROSION  TESTS 

21  It  is  believed  by  the  writer  that  careful  tests  of  different 
sizes  of  specimens  of  various  kinds  of  materials  run  under  like  condi- 
tions wiU  justify  the  above  proposed  method  of  expressing  the 
results,  but  as  yet  no  such  series  of  tests  can  be  offered.    Neverthe- 

TABLE  2    ANALYSES  OF  ALLOYS 


• 

A 

B 

C 

D 

E 

F 

0 

PeroenUcM 

Ft 

f 

00.84 
0.01 
0.026 
0.006 

0.016 

0.006 
0.06 

2.80 

08.478 
0.78 
0.604 
0.006 

0.066 

0.018 

08.607 
0.460 
0.74 
0.00 

0.086 

0.000 

Tno0 

67.406 

0.10 

1.86 

0.184 

BmnAP 

0.04 

00.047 

c 

0.04 

Mn 

IHf 

0.26 

ffi 

0.01 

8 

0.086 

P 

0.007 

Co 

80.02 
06.48 

80.84 

Ni 

80.88 

Al 

0.06 

Tl 

0.02 

less,  it  may  be  of  interest  to  report  the  results  of  a  series  of  tests 
that  were  run  for  the  purpose  of  ascertaining  the  consistency  of 
results  that  could  be  obtained  by  exposing  smaUndze  specimens  to 
tap  water  and  solutions  of  sea  salt  for  comparatively  short  periods 
of  time.  These  tests  are  to  be  regarded  as  preliminary,  and  there- 
fore the  arbitrary  conditions  adopted  wiU  be  subject  to  such  future 
modifications  or  drastic  changes  as  any  inconsistencies  in  results  of 
these  and  succeeding  series  of  tests  may  indicate. 

22  A  number  of  commercial  alloys  were  supplied  by  various 
manufacturers  who  were  interested  in  seeing  a  series  of  tests  run  by 
experimenters  who  had  no  interest  in  any  industrial  concern.    The 
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analyses  of  these  alloys,  as  made  by  the  manufacturers^  are  found  in 
Table  2. 

23  The  alloys  were  supplied  in  the  form  of  |-in.  rolled  stock, 
which  was  turned  down  in  a  lathe,  and  from  which  were  cut  disks 
of  fairly  uniform  size  as  shown  by  the  data  in  Table  3. 

24  A  |-in.  hole  was  drilled  in  the  center  of  each  specimen  in 
order  that  a  glass  hook  could  be  inserted  for  suspending  the  specimen 
in  the  corroding  mediimi.  All  the  specimens  were  first  roughly  polished 
by  emery  cloth  and  then  finished  to  xmiform  surface  conditions  by 
rouge  cloth.  The  disks  were  then  washed  in  ether  to  remove  all 
grease,  dried  in  a  dessicator,  and  carefully  weighed  on  analytical 
balances. 

TABLE  3    DATA  ON  TEST  SPECIMENS  ^ 


Avwacs  diameter,  inohee 0. 

Averace  thioknev,  inches 0.1544 

Averacs  wnght,  crams 7.0M 


(;) 


ATerage  ratio  of  surface  to  volume  \  -  j 20.04 

s 
Averacs  psr  cent  deviation  of  -  from  mean 4.0 

t 

Utaimnm    "       "  "  « 18.8 

Minimum •     0.12 

% 

^  As  obtained  after  the  series  of  tests. 

25  The  following  solutions  were  employed: 

a  Tap  water 

6  0.1  per  cent  sea-salt  solution  (one  gram  of  sea  salt  per  liter 

of  tap  water) 
c  10  per  cent  sea-salt  solution  (100  grams  of  sea  salt  per  liter 

of  tap  water). 

26  In  order  to  insure  uniformity  of  corroding  media  through- 
out the  entire  series  of  tests,  sufficient  amounts  of  the  solution  were 
made  up  and  put  away  in  tightly  stoppered  bottles. 

27  The  tests  on  the  various  alloys  and  three  solutions  were 
run  simultaneously  with  dupUcate  specimens.  A  160-cc.  beaker 
filled  with  100  cc.  of  the  corroding  solution  was  provided  for  each 
individual  specimen,  which  was  suspended  in  the  middle  of  the 
solution  by  means  of  a  glass  hook  attached  to  a  short  piece  of  wood 
resting  on  top  of  the  beaker.  At  the  end  of  the  one-day  (24-hour) 
test  the  specimens  were  removed  from  the  beakers,  soaked  for  sev- 
eral hours  in  a  solution  of  ammoniimi  citrate  in  order  to  remove 
the  rust,  dried  and  carefully  weighed  to  determine  the  loss  in  weight. 
The  specimens  were  then  polished  so  as  to  have  new  surfaces,  cleaned, 
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dried  and  weighed  for  the  succeeding  seven-day  teat,  for  which  new 
solutiona  n^  employed.  This  procedure  was  maintained  for  the 
28-  and  105-day  tests.  In  all  cases  the  beakers  were  placed  in  a  glass 
case,  and  the  daily  maximum  and  minimum  temperatures  were 
observed. 


FiQ.  1    Corrosion  in  Tap  Watbb 


28  In  exprcssii^  the  results  of  these  tests,  the  percentages  of 
loss  by  weight  (Table  4)  were  plotted  in  Figs.  1,  2  and  3,  rather 
than  the  values  of  K  aa  proposed  above,  for  the  reason  that  the 
ratios  of  the  surface  to  volume  were  practically  the  same,  the  aver- 
age deviation  from  the  mean  beix^  only  4.6  per  cent.  In  Figs. 
4,  5  and  6  are  plotted  the  relative  efficiencies  of  resistance  to  corro- 
sion (Table  5)  as  previously  explained  in  this  paper,  the  alloy 
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Fig.  2    Corbobion  in  0.10  Pbb  Csnt  Sba-Saia'  Solution 


Tim*.  Oa^. 

Fjo.  3    CoBKoaiON  in  10  Feb  Cent  Sba-Salt  SoLtmoH 

marked  F  being  taken  as  the  100  per  cent  standard  in  this  ease. 
Alloys  B  and  E  exhibited  such  a  s%ht  amount  of  contwion  thM 
they  could  not  very  well  be  used  as  a  basis  for  companson.  Table  t 
gives  some  statistical  data  of  these  tests. 
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DISCUSSION  OF  RESULTS 

29  Among  the  points  to  be  noted  as  a  result  of  these  tests  are 
the  following: 

30  The  most  impressive  feature,  as  seen  in  the  curves  of  Figs. 
1,  2  and  3,  is  the  consistent  grouping  of  the  more  corrosive  iron  and 
steel  alloys  A,  C,  D  and  G,  as  against  the  highly  resistant  alloys 

TABLE  4    PERCENTAGES  OF  LOSS  BY  WEIGHT 
(Aybbagib  of  DupucAn  Tms) 


IDay 


7Da7i 


28Da7i 


OODmn^ 


106  Days 


Tap  Water 


A 

8.16 

B 

0.000 
0.494 
0.629 
0000 
0.078 
0.597 

0.007 

1.06 

1.49 

0009 

0.170 

1.41 

0.028 

C 
D 

B 

0.028 
0.088 

0142 
0.165 

1.96 
8.89 
0.029 

F 
0 

0.012 
0.085 

0.016 
0.150 

0.83 
8.00 

0.1  Per  Cent  Sea-Salt  Solution 


A 

8.80 

B 

0.006 

0.449 

0.570 

0.022 

0.077  . 

0.530 

0.021 

0.98 

1.85 

0.066 

0.134 

1.26 

0.061 

C 
D 

B 

0.084 
0.081 

0.158 
0.183 

1.50 
8.75 
0.216 

F 
O 

0.022 
0.048 

0.040 
0.149 

0.218 
2.52 

10  Per  Cent  SearSalt  Solution 

A 

1.84 

B 

0.0013 

0.466 

0.492 

0.034 

0.186 

0.349 

0.011 

0.91 

0.98 

0.080 

0.192 

0.699 

0.062 

C 
D 
B 

0.026 
0.027 

0.116 
0.123 

1.40 
1.87 
0  162 

F 
Q 

0.021 
0.027 

0.065 
0.091 

0.288 
1.17 

^  From  ourvee. 

0 

By  E  and  F,  in  which  copper  and  nickel  are  the  most  prominent 
constituents.  In  the  first  group  it  should  be  noted  that  the  steel  C, 
in  which  titanium  is  employed  as  a  cleanser,  shows  considerably 
less  corrosion  than  the  other  steels  in  tap  water  and  weak  salt  solu- 
tions.   In  the  second  group  the  copper-nickel  alloy  B  was  in  most 
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cases  superior  and  in  no  case  inferior  to  all  the  other  alloys.  This 
was  the  only  alloy  that  exhibited  its  original  appearance  after  being 
cleaned  in  the  ammonium  citrate  solution. 

31    Perhaps  the  next  most  impressive  fact  brought  out  by  these 
tests  is  the  decreased  corrosion  of  the  more  corrosive  group  of  alloys 

TABLE  5    RELATIVE  EFFICIENCIES  OF  CORROSION  RESISTANCE  i 


IDay 


7  Days 


28Dayi 


60  Days 


105Dayi 


TapWat«r 


A 

m 

10.4 

B 

00 

14.8 
11.6 

00 

100.0 
12.2 

2430.0 
15.8 
11.4 

1890.0 

100.0 

12.1 

1180.0 

C 
D 

B 

42.9 
86.4 

11.8 
9.7 

16.9 
9.74 
1140.0 

P 
0 

100.0 
84.8 

100.0 
10.7 

100.0 

no 

0.1  P«r  Ctnt  Sea-Salt  Solutbn 


A 

7.61 

B 

1284.0 

17.2 

13.5 

8500 

100.0 

14.5 

688.00 

14.40 

0.92 

203  00 

100.00 

10.60 

340.0 

C 
D 

B 

64.7 
71.0 

26.1 
21.0 

18.40 

7.75 

M.60 

P 
G 

100  0 
51.1 

100.0 
26.8 

100.00 
8.46 

10  Per  Cent  Sea-Salt  Solution 


A 

tt 
C 
D 
B 
F 
0 


80.7 

77.7 


100.0 

77.7 


56  0 
52.8 


100.0 
71.4 


10460.0 

29.2 

27.6 

400.0 

100  0 

39.0 


1745.0 

21.1 

20.9 

240.0 

100.0 

27.5 


17.7 
884.0 

17.0 

17.4 
147.0 
1000 

20.4 


^  As  calculated  from  Table  4. 

as  sea  salt  is  added  to  tap  water.  This  effect  is  not  observed  in  the 
non-corrosive  group  of  alloys,  for  the  reason  that  it  is  probably 
masked  by  experimental  errors  in  determining  the  very  sUght  losses 
in  weight.  This  decreased  corrosion  with  increased  concentration 
of  the  salt  solution  is  in  harmony  with  the  results  of  other  experi- 
menters, notably  Friend  and  Barnet.^ 

*  The  Corrosion  of  Iron  in  Aqueous  Solutions  of  Inorganic  Salts,  by  J.  New- 
ton Friend  and  Peter  C.  Barnet,  Journal  of  the  Iron  and  Steel  Institute,  1915, 1 
p.  336. 
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32  The  slight  upward  concavity  in  the  curves  of  the  more  cor- 
rosive alloys  in  the  tap  water  and  0.1  per  cent  sea-salt  tests  may 
possibly  find  explanation  in  the  fact  that  in  the  long-period  tests 
the  solution  evaporated  considerably,  with  the  result  that  the  speci- 
mens had  a  less  average  depth  of  inmiersion  and  consequently 
greater  access  to  atmospheric  oxygen.  In  fact,  by  the  end  of  the 
105-day  test  the  solutions  had  evaporated  to  such  an  extent  that 
the  specimens  were  in  some  cases  slightly  exposed  to  the  air.  This 
accelerative  effect  of  lower  depths  of  immersion  apparently  did 
not  take  place  appreci&bly  in  the  more  concentrated  solutions,  which 
had  a  considerably  less  corrosive  effect. 

33  The  commercially  pure  iron  A,  which  was  received  in  time  for 
only  the  105-day  test,  gave  very  disappointing  results,  since  in  all 
three  corroding  media  it  showed  practically  the  same  corrosion  as 

TABLE  6    STATISTICAL  DATA  OF  TESTS 


Duration  bf  Twt,  Days 


Arerac*  par  cent  deviation  of  per  cent  loas  (p)  from 
mean  of  duplicate  teats 

Average  per  cent  deviation  of  values  of  K  from  mean 
of  duplicate  tests 

Average  daily  maximum  temperature  (deg.  fahr.) 

Average  daily  minimum  temperature 

Highest  temperature  reached 

Lowest  temperature  reached 

Average  temperature  (estimated) 


3.S1 
3.80 


71.0 
54.0 
62.6 


5.85 

5.01 
75.S 
05.8 
84.0 
62.0 
70.8 


I 


28 

106 

4.94 

4.22 

5.25 

8.67 

79.5 

78.8 

87.4 

66.4 

800 

80.0 

00.0 

52.0 

78.5 

72.4 

Average 


4.56 
4.43 


the  ordinary  carbon  steels,  D  and  G.  However,  in  fairness  it  should 
be  pointed  out  that  rust  may  either  accelerate  or  inhibit  corrosion. 
If  the  metal  is  homogeneous,  sound,  dense,  and  free  from  occluded 
gases,  the  rust  will  probably  be  dense  and  closely  adherent  and  will 
thus  offer  some  degree  of  protection.  If  the  metal  is  non-homoge- 
neous and  contains  a  considerable  amount  of  occluded  gases,  the  latter 
upon  escaping  will  cause  the  rust  to  become  spongy  and  porous,  and 
mil  therefore  permit  the  electrolyte  to  come  more  readily  into 
contact  with  the  metal.  In  the  case  of  the  practically  pure  iron  A, 
only  one  test  (105  days  long)  was  run,  and  consequently  no  curve 
of  results  could  be  obtained.  Perhaps  tests  of  longer  diuration 
would  indicate  A  to  be  superior  to  D  and  0,  especially  as  regards 
pitting,  but  for  the  present  it  can  only  be  concluded  that,  from  the 
standpoint  of  loss  of  weight,  commercially  pure  iron  is  not  superior 
ta  steel  in  tap  water  and  salt  solutions. 
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84  The  specimens  did  oot  show  any  pitting,  but  in  most  cases, 
after  the  cottc^od  products  had  been  washed  off,  there  reinained 
stains  and  slight  blotches,  except  io  the  case  of  B,  which  showed 
only  a  very  slight  yellow-red  stain  in  the  salt  solutions,  but  which 


was  easily  removed  with  the  result  that  the  metal  showed  its  origi- 
nally bright  appeamuee.  It  must  be  kept  in  mind  that  no  quanti* 
tive  method  of  measuring  corrosion  is  satisfactory  in  the  case  of 
materials  that  become  pitted,  for  it  may  very  likely  happen  that  a 
badly  pitted  specimen  may  show  but  a  comparatively  small  loss  in 
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w^ght.     ConsequeDtly  it  is  always  important  to  accompany  the 
quantitative  teeta  with  the  quaUtative  tefit  of  the  appearance. 

35    A  study  of  the  statistical  data  of  Tables  3  and  6  points  to 
the  conclusion  that  when  corrosion  specimens  are  fairly  imiform  in 


FiQ.  5    Relative  EFnciBNCtES  or  Corrosion  Rebibtancb  ik  0.10 
Peb  Cknt  Sea-Salt  Solution 

density,  area  of  exposed  surface,  and  volume,  the  method  of  e 
ing  the  relative  corrosions  by  per  cent  loss  in  weight  gives  reeulte  as 
consistent  as  those  obtained  by  the  newly  proposed  method,  for  the 
average  deviations  of  both  methods,  as  not«d  in  Table  6,  are  practi- 
cally equal.    It  should  be  kept  in  mind,  however,  that  the  use  of 
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the  new  method,  in  caaee  where  the  specimens  vary  considerably 
among  themfielvea  with  r^ard  to  density  or  ratio  of  suifaoe  to  vol- 
ume, will  give  a  much  better  basis  for  compariaoD  than  any  other 
method. 


Fio.  6    Rklative  Efficiencies  or  Cobbosion  Rbswtamcs  in  10 
Peb  Cent  Sea-Salt  Solution 

36  The  relative  efficiencies  of  corrosion  reaiBtance  as  shown 
graphically  by  Figs.  4,  5  and  6,  indicate  that  very  consistent  results 
can  be  obtained  by  the  method  of  testing  employed  in  these  series, 
when  the  duration  of  the  test  is  one  week  or  more  for  the  more  cor- 
rosive alloys,  and  about  one  month  or  more  for  the  less  coiroaive 
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alloys.  In  fact,  one  day  is  quite  sufficient  to  classify  groups  of 
alloys  in  the  order  of  their  corrodibiUty  for  such  corroding  media 
as  will  cause  enough  loss  in  weight  to  be  determined  by  analytical 
balances.  Nevertheless,  before  any  final  conclusion  can  be  drawn 
as  to  the  best  method  of  testing  relative  corrosion,  more  work 
will  have  to  be  done,  especially  with  reference  to  the  results  of 
service  tests  as  compared  with  laboratory  tests  similar  to  those 
described  in  this  paper.  For  the  present,  however,  it  seems  proper 
to  conclude  that  very  consistent  results  (at  least  among  themselves) 
can  be  obtained  by  using  small  specimens  and  refined  methods,  but 
without  using  '^ accelerating"  conditions. 

SUMMARY  OF  CONCLUSIONS 

37    The  conclusions  to  be  drawn  from  the  results  obtained  may  be 
summarized  as  follows: 

a  Steels  and  commercially  pure  iron  are  very  much  more 
corrosive  than  nickel-steel  (containing  a  high  percentage 
of  nickel),  nickel-copper,  and  copper-aluminum  alloys,  in 
tap  water  and  sea-salt  solutions 

b  Titanium-treated  steels  appear  to  be  somewhat  more  resist- 
ant to  corrosion  than  the  ordinary  commercial  steels  in 
tap  water  and  weak  sea-salt  solutions 

c  In  general,  the  corrosion  decreases  as  the  concentration 
of  the  sea-salt  solution  increases 

d  Commercially  pure  iron  does  not  show  superior  resistance 
to  corrosion  in  laboratory  tests  of  three  months' 
duration  • 

e  Refined  laboratory  tests  of  short  duration  on  small  speci- 
mens under  natural  conditions  of  corrosion,  can  probably 
be  devised  to  give  results  consistent  with  the  order  of 
corrodibility  as  determined  from  service  tests  of  long 
duration 

/  The  method  of  expressing  relative  corrosion  by  dividing  the 
per  cent  loss  in  weight  by  the  ratio  of  surface  to  volume 
should  be  employed  when  the  test  specimens  are  not 
within,  say,  15  per  cent  of  the  same  density  or  size 

g  The  quantitative  method  of  measuring  corrosion  should 
always  be  accompanied  by  the  qualitative  test,  based  on 
the  appearance  of  the  specimen,  in  order  to  detect  pitting 
or  other  irregularities  on  the  surface. 
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DISCUSSION 

Allbrton  S.  Cushman  ^  (written).  I  have  read  Mr.  Fehr's  paper 
with  the  closest  attention,  as  the  subject  of  acceleration  tests  as  a 
measure  of  the  corrosion  resistance  of  metals  has  interested  me  for 
many  years. 

Speaking  for  myself,  I  long  since  reached  the  conclusion  that 
small  laboratory  inmiersion  tests  on  the  beaker  scale  of  operation 
were  worse  than  useless,  for  the  information  yielded  often  leads  to 
conclusions  quite  the  opposite  of  the  truth.  I  remember  particularly 
a  series  of  inmiersion  tests  in  anmioniacal  solutions  which  had  led 
to  the  conclusion  that  iron  and  steel  were  uncorrodible  in  such  media, 
when  I  was  shortly  afterward  confronted  in  consulting  practice  with 
the  experience  of  an  industrial  concern  which  had  run  into  serious 
damage  owing  to  the  pecuUar  and  dangerous  corrosion  of  a  series  of 
steel  vessels  in  which  ammoniacal  solutions  were  contained.  Afttf 
investigating  this  case,  I  lost  confidence  in  my  laboratory  immersion 
tests. 

Of  coiu-se,  where  the  degree  of  corrosion  resistance  is  very  mariffid 
as  between,  for  instance,  cupro-nickel  and  ferrous  metals,  the  diffe> 
ence  can  be  easily  shown  in  immersion  tests,  but  in  such  cases  the 
difference  in  resistance  is  so  obvious  that  tests  seem  almost  unneces- 
sary. When  it  comes  to  determining  whether  a  given  ferrous  metal 
will  outlast  another  under  the  average  service  conditions  which  such 
metals  are  called  upon  to  meet,  it  is  my  beUef  that  .no  accelerated 

^  Lieut.-Col.,  U.  S.  A.,  The  Institute  of  Industrial  Research,  Washington,  D.  C. 
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test  will  ever  imitate  in  a  short  time  the  record  that  metals  of  similar 
manufacture  have  given  throughout  years  of  service  imder  all  kinds 
of  conditions.  I  have  in  mind  a  kind  of  steel  that  shows  up  well 
under  test  exposure  to  acid  atmospheres  or  solutions,  but  under 
conditions  which  are  practically  neutral  or  slightly  alkaline  shows  no 
better  than  ordinary  grades  of  commercial  steels.  It  does  not  seem 
to  me  that  the  measurement  of  loss  of  weight  of  small  samples  of 
metal  immersed  in  artificial  corroding  media  should  be  used  for 
calculating  any  sort  of  coefficient  of  corrosion  resistance,  unless  the 
conditions  of  the  test  duplicate  the  conditions  of  some  special  service 
which  it  is  expected  to  encounter.  When  such  is  the  case,  however, 
I  like  the  method  which  the  author  suggests  for  handling  and  record- 
ing the  numerical  data.  In  this  connection,  however,  it  should 
never  be  forgotten  that  small  cut  samples  in  a  beaker  may  not  point 
the  way  that  big  commercial  imits  made  from  the  same  kind  of  metal 
are  going  to  behave  in  service. 

I  agree  with  the  author  that  in  immersion  tests  salt  solutions  of 
high  concentration  are  much  less  corrosive  than  solutions  of  less 
concentration,  but  I  can  not  conclude  from  this  that  if  the  Atlantic 
Ocean  was  more  or  less  salty  than  it  really  is,  we  should  no  longer 
have  to  face  serious  corrosion  problems  at  sea. 

I  would  also  like  to  refer  to  what  seems  to  me  to  be  a  point  that 
is  too  often  overlooked  in  the  discussion  of  accelerated-corrosion 
tests.  This  is  that  a  metallurgical  product  made  to  a  specified 
chemical  analysis  may  vary  widely  in  corrosion  resistance,  due  to 
failure  to  maintain  constant  or  standard  physical  conditions  in  separ- 
ate heats  from  the  same  furnace.  This  variation  may  be  due  to 
climatic  or  atmospheric  changes,  to.  lack  of  uniformity  in  available 
raw  materials,  or  to  human  error.  Due  to  these  and  other  variables, 
all  well  known  to  metallurgists  but  too  niunerous  to  mention  here, 
the  results  obtained  in  small  acceleration  tests  may  appear  favorable 
or  the  reverse,  according  to  the  chance  selection  of  the  material  under 
investigation.  It  should  be  constantly  borne  in  mind  that  the  gases 
absorbed  by  metals  in  the  course  of  manufacture  have  a  decided 
bearing  on  corrosion  problems,  but  these  gases  are  almost  never 
considered  in  this  relation  and  present  the  greatest  difficulty  to  the 
chemist  in  their  recognition  and  determination.  Resistance  to  cor- 
rosion of  any  given  metal  is  therefore  typical,  rather  than  individual 
to  any  given  sample  under  any  given  acceleration  test. 

The  author's  conclusion  that  steels  and  commercially  pure  iron 
are  very  much  more  corrosive  than  nickel  steel  (containing  a  very 
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high  percentage  of  nickel),  copper-nickel  and  copper-aluminum 
alloys  in  tap  water  and  sea-salt  solutions,  is  undoubtedly  justified, 
but,  on  the  other  hand,  we  have  to  remember  that  these  difiFerent 
grades  of  metal  rarely  come  into  commercial  competition  with  each 
other,  as  they  are  not  made  for  the  same  purposes  or  sold  within  the 
same  range  of  prices.  It  could  equally  as  easily  be  discovered  that 
platinimi  and  gold  were  less  corrosive  than  nickel  steel  containing  a 
high  percentage  of  nickel. 

In  regard  to  the  author's  final  conclusion  that  quantitative 
methods  of  measuring  corrosion  should  always  be  accompanied  by 
quaUtative  tests  based  on  the  appearance  of  the  specimen,  in  order 
to  detect  pitting  or  other  irregularities  on  the  surface,  here  we  abo 
find  ourselves  up  against  a  difficulty,  since  the  quality  and  kind  of 
pitting  which  takes  place  depend  entirely  on  the  nature  of  the  attack 
under  service  conditions,  so  that  one  and  the  same  metal  may  show 
an  entirely  different  quaUty  in  this  respect  under  one  sort  of  service 
from  what  it  would  show  imder  another.  However,  Mr.  F.  N. 
Speller,  metallurgical  engineer  with  the  National  Tube  Ck>mpany, 
has  made  very  valuable  studies  in  regard  to  the  pitting  of  pipes  under 
various  kinds  of  service  and  has  pubUshed  quantitative  methods  of 
following  this  particular  phase  of  the  corrosion  problem.  Some  of 
them  have  been  pubUshed,  I  believe,  in  the  Transactions  of  the 
American  Society  for  Testing  Materials. 

J.  H.  NoRRis  said  that  the  corrosion  of  non-ferrous  alloys  by  . 
weak  saline  or  alkaline  solutions  could  be  expedited  by  bringing  the 
two  samples  into  contact  and  then  separating  them.  In  his  business, 
use  was  made  of  a  gear  train  working  in  tap  water.  Tap  waters 
varied  a  great  deal  over  the  country  and  in  some  cases  gear  trains 
running  in  them  would  be  entirely  corroded  in  two  months.  This 
he  attributed  to  electrolytic  action  between  the  gears.  The  fast- 
running  gear  would  not  corrode,  while  the  slow-running  one  corroded 
so  rapidly  that  it  had  to  be  replaced  in  a  very  short  time.  He 
thought  that  any  experiment  on  the  corrodibility  of  alloys  should 
take  the  foregoing  observation  into  account. 

Benjamin  J.  Colvin  related  his  experience  with  a  5000-gal.  hot- 
water  heater  provided  with  the  usual  internal  brass-pipe  coil.  This 
heater,  after  serving  a  dye  house  for  two  years,  began  to  corrode 
rapidly,  and  inasmuch  as  daily  analyses  showed  the  water  to  be  soft 
and  very  imiform  throughout  the  year,  it  occm-red  to  him  that  the 


DISCUSSION  1013 

corrosion  might  be  due  to  electrolysis.  Tests  having  shown  a  differ- 
ence of  potential  of  0.02  volt  between  the  shell  and  the  coil  while  the 
heater  was  in  service,  the  shell  of  the  beater  and  the  brass  coil  were 
connected  by  several  No.  0000  jumpers,  this  being  the  old  method 
for  preventing  the  corrosion  of  underground  water  pipes  by  leakage 
from  electric-railway  tracks.  Six  months  later  the  heater  was  taken 
apart  and  it  was  fdund  that  not  only  had  the  action  ceased  but  it 
had  been  reversed  and  the  pit  holes  were  filling  up.  Inspection  at 
a  later  date  showed  that  the  holes  had  been  completely  filled  up  with 
what  appeared  from  a  field  examination  to  be  the  substance  of  the 
plate.  Samples  from  some  of  the  refilled  pits  were  chipped  out  with 
a  cold  chisel  and  compared  under  a  microscope  with  particles  chipped 
from  the  plate.  So  far  as  could  be  determined  from  this  examina- 
tion, both  samples  were  of  the  same  characteristics.  An  examination 
of  the  coils  by  members  of  the  operating  force  and  the  inspector  of 
the  Hartford  Steam  Boiler  Inspection  and  Insurance  Company, 
showed  no  deterioration  of  the  coil  beyond  that  of  ordinary  wear 
and  tear. 

James  F.  Howe  told  of  a  problem  presented  in  his  work  in  which 
galvanized  steel  and  iron  and  a  small  mass  of  zinc  were  all  in  contact 
in  sea  water,  which  corroded  the  latter  metal.  As  it  was  desired  to 
prevent  this,  an  alloy  was  sought  which  could  be  used  with  zinc  and 
iron  and  would  be  electropositive  to  neither.  This  was  found  in  a 
composition  of  15  per  cent  of  antimony  and  85  per  cent  of  lead, 
which,  when  tested  with  a  millivoltmeter  in  a  saturated  saUne  solu- 
tion, showed  practically  no  deflection  —  nearly  all  other  alloys  tested 
showing  0.2  to  0.4  volt. 

Robert  L.  Sackett  said  that  there  might  be  electrolytic  action 
involved  in  corrosion  such  as  took  place  by  current  straying  between 
street-car  rails  and  water  pipes,  and  there  might  also  be  electrostatic 
action.  The  situation  did  not  depend  upon  exterior  conditions  at 
all  or  upon  metals  in  contact.  Wherever  there  was  chemical  action 
it  might  be  accelerated  or  retarded  by  certain  rather  deUcate  electri- 
cal conditions. 

Mr.  Howe  had  made  his  measurements  with  a  millivoltmeter. 
It  was  necessary  in  a  refined  discussion  to  deal  with  very  small 
currents  which  might  have  a  very  considerable  effect,  but  as  a  prac- 
tical problem  in  the  corrosion  of  specimens  they  were  not  of  so  much 
importance. 
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The  Author.  The  criticisms  and  suggestions  made  by  those  who 
took  part  in  the  discussion  of  the  paper  are  appreciated  by  the 
author,  who  wishes  to  make  brief  reference  to  three  matters  which 
suggest  the  trend  of  the  discussion,  namely,  "acceleration  tests/' 
"  laboratory  immersion  tests/'  and  "  electrolysis." 

In  order  that  Dr.  Cushman's  frequent  reference  to  acceleration 
tests  may  not  leave  the  impression  that  the  author  of  the  paper  is 
an  advocate  of  such  tests,  it  may  be  well,  to  call  attention  to  Pars. 
5,  9,  36  (last  line)  and  37e,  which  were  intended  to  emphasize  two 
points  concerning  the  author's  position  in  this  matter,  namely: 

1  Acceleration  tests  can  not  be  regarded  as  trustworthy 

2  Corrosion  tests  of  a  few  days  or  weeks,  run  imder  natural 

conditions  but  with  refined  methods  of  manipulation 
and  observation,  can  probably  be  devised  as  a  satisfac- 
tory compromise  between  the  short-time  acceleration 
tests  and  the  long-time  service  tests. 
To  avoid  any  misunderstanding  as  to  the  meaning  of  ''accelera- 
tion" in  corrosion  tests,  mention  should  be  made  of  the  fact  that, 
although  the  so-called  acceleration  tests  employed  by  various  in- 
vestigators have  been  of  only  a  few  hours'  duration,  the  author 
believes  that  the  idea  of  acceleration  refers  primarily  to  the  inten- 
sified corrosive  influences  rather  than  to  the  shortened  time  that 
was  required  by  the  corroding  media  to  produce  appreciable  effects. 
In  other  words,  if  a  test  were  conducted  on  a  metal  under  service 
conditions  for  a  very  short  period  of  time,  it  could  not  be  caBed 
an  /'acceleration"  test,  for  the  reason  that  the  corrosion  was  not 
accelerated. 

With  reference  to  "  laboratory  immersion  tests,"  the  author  desires 
to  state  thlit  if  he  were  to  employ  this  expression,  he  would  want  the 
terms  "laboratory"  and  "immersion"  to  be  interpreted  broadly. 
For  instance,  corrosion  tests  of  small  samples  exposed  outdoors  to 
carefully  observed  weather  conditions,  but  prepared,  cleaned,  and 
weighed  under  the  best  conditions  obtainable  in  a  laboratory,  may 
well  be  called  laboratory  tests  (see  Par.  37e);  and  as  for  the  term 
"immersion,"  all  corrosion  tests  are  really  immersion  tests,  whether 
made  outdoors  or  in  the  laboratory,  for  a  test  specimen  may  be 
regarded  as  being  immersed  in  a  gas,  such  as  air,  as  well  as  in  a  Uquid. 
However,  even  though  the  term  "laboratory  immersion  tests'* 
was  used  in  a  restricted  sense,  as  was  evidently  intended  by  Dr. 
Cushman,  the  author  would  not  agree  that  such  tests  are  "worse 
than  useless,"  any  more  than  technical  and  scientific  men  would 
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concede  that  chemical  and  j)h3rsical  analyses  of  metals  are  worse 
than  useless.  It  seems  reasonable  that  the  scientific  laboratory 
should  solve  many  of  the  problems  relating  to  corrosion,  just  as  it 
has  placed  the  iron  and  steel  industry,  for  example,  on  a  firm  scientific 
basis.  Certain  it  is  that  in  a  matter  involving  as  many  variables 
as  corrosion  does,  no  real  progress  can  be  made  imtil  the  relative 
effects  of  these  many  variables  can  be  determined  individually  by 
tests,  run  under  the  carefully  controlled  conditions  that  can  be  ob- 
tained in  a  laboratory.  In  the  cases  where  the  service  tests  do  not 
appear  to  agree  with  the  results  obtained  in  the  laboratory,  it  is  of 
course  quite  likely  that  the  latter  were  misinterpreted  or  that  the 
conditions  of  the  service  tests  were  not  correctly  analyzed,  with 
the  consequence  that  unforeseen  or  unobserved  factors  have  com- 
pletely masked  the  effects  of  the  factors  that  had  been  tested  in  the 
laboratory. 

As  for  the  size  of  test  specimens,  it  is  just  as  necessary  to  employ 
small  sizes  (but  not  necessarily  as  small  as  those  used  by  the  author) 
as  it  is  to  use  small  samples  in  quantitative  chemical  analysis,  if 
accurate  results  are  to  be  obtained.  The  author  is  aware  of  the 
many  difficulties  encoimtered  in  obtaining  uniform  metal  products, 
and  appreciates  the  fact  that  the  corrosion  resistances  of  samples  of 
alloys  having  essentially  the  same  chemical  analysis  may  vary  con- 
siderably, but  at  the  same  time  he  desires  to  suggest  that  it  ought 
to  be  possible  to  select  a  niunber  of  small  representative  samples  from 
large  commercial  units,  just  as  it  has  been  found  practicable  to  select 
representative  tensile-test  bars.^ 

Concerning  electrolysis  it  may  be  stated  that  all  cases  of  corrosion 
are  really  the  result  of  electrolytic  action,  according  to  the  most 
widely  accepted  theory.  A  great  amount  of  work  has  been  done 
along  this  line.  For  those  who  desire  to  study  this  important  phase 
of  the  problem,  the  following  sources  of  information  will  be  found 
of  especial  interest: 

The  Corrosion  and  Preservation  of  Iron  and  Steel,  by  Cushman 
and  Gardner. 

Theory  of  the  Corrosion  of  Iron  and  Steel,  by  L.  Aitchison,  Journal 
of  the  Iron  and  Steel  Institute,  1916,  I,  p.  77. 

Technologic  Papers  of  the  Bureau  of  Standards. 
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the  lift  span,  and  connected  to  it  by  wire  ropes  which  pass  ova 
grooved  sheaves  on  the  tops  of  the  towers.  The  dead  load  of  Ha 
span  and  counterweights  is  therefore  carried  to  the  pierB  entirely  by 
the  towers. 

3  Unlike  any  bric^  of  this  type  which  has  succeeded  it,  this 
brii^  is  operated  by  machinery  which  is  located  under  the  roadway, 
at  the  base  of  one  of  the  towers.  Its  power-transmiaaion  equipmeDt 
consists  of  a  system  of  wire-rope  drives  running  from  the  grooved 


Pio.  1    Hautxd  Stbebt  Bridox  Oveb  South  Branch  of  CmcAOo 
Rives,  Chicaoo,  III. 

130-ft.  unn.  140-ft.  lift.    Doflcn  of  J.  A.  L.  Wkddsll,  E*iiM>Cinr,  Mo. 

drums  in  the  machinery  house  to  each  end  of  the  lift  span,  and  to 
each  counterweight.  There  are  16  ropes  in  all.  Eight  up-hftul 
ropes,  passing  around  a  set  of  idlers  at  the  bottom  of  the  near  tower, 
are  carried  to  its  top  where  they  divide  into  two  groups.  Four  turn 
downward  over  another  set  of  sheaves  and  attfich  to  the  near  end  of 
the  lift  span,  and  four,  running  horizontally  to  the  top  of  the  ttl 
tower,  are  there  deflected  downward,  and  attach  to  the  far  end  of  the 
lift  span.  The  eight  down-haul  ropes,  in  similar  manner,  are  con- 
nected to  the  tops  of  the  counterweights. 
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4  On  account  of  the  extreme  height  of  these  towers,  some  217  ft. 
from  the  water  to  then*  tops,  it  was  considered  advisable  to  steady 
them  by  well-braced  lattice  girders,  running  from  top  to  top,  and 
these  latter  serve  as  a  support  for  the  idler  sheaves  placed  midway 
between  towers  to  guide  and  steady  the  horizontal  reaches  of  the 
operating  ropes. 

5  This  bridge  is  still  in  service  and  is  giving  satisfaction.  The 
only  material  change  in  its  operating  machinery  from  that  at  first 
installed,  was  the  substitution  some  years  later  of  electric  motors  for 
the  original  steam  engines.  It  is  of  interest  to  note  that  Dr.  Waddell 
had  recommended  electric  motors  in  the  original  design  but  the  city 
had  not  accepted  them  on  the  ground  that  they  were  "untried 
toys." 

6  It  was  not  imtU  1909  that  another  vertical-lift  bridge .  was 
built.  The  firm  of  Waddell  &  Harrington  had  meantime  been 
formed  and  a  new  impetus  was  given  to  this  type  of  structure.  Late 
in  1908  designs  were  begim  for  a  bridge  across  the  Mississippi  on  the 
line  of  the  Iowa  Central  Railroad  near  Keithsburg,  HI.  It  was 
decided  to  make  one  of  the  spans  a  lift  span,  and  in  the  design  several 
improvements  were  made  on  the  operating  mechanism  of  the  Halsted 
Street  bridge.  Chief  among  these  was  the  change  in  the  location  of 
the  machinery  from  the  pit  below  the  tower  to  the  top  of  the  lift  span. 
The  advantages  in  this  were  several;  the  most  important  being 
that  it  shortened  materially  the  length  of  operating  ropes  and  re- 
duced to  a  minimum  the  complications  in  their  connection  and 
arrangement;  and  it  put  the  operator  at  once  in  reach  of  his  ma- 
chinery and  in  view  of  the  river  and  approaching  trains. 

7  The  scheme  of  operation  —  that  used  on  nearly  all  succeeding 
lift  spans  —  is  as  follows :  The  motor,  in  this  case  a  gas  engine,  is  con- 
nected by  a  train  of  gears  to  four  spirally  grooved  operating  drums, 
two  over  each  top  chord.  Two  operating  ropes  are  fastened  by 
rope  clips  to  each  of  these  drimis,  one  for  the  upward  movement  of 
the  span  and  the  other  for  the  downward,  and  are  so  wound  on  the 
grooves  of  the  drum  that  the  up-haul  rope  is  wound  on  while  the 
down-haul  rope  is  paid  ofif,  and  vice  versa.  An  up-haul  rope  runs 
from  each  drum  to  the  corresponding  comer  of  the  lift  span,  there 
over  a  double-grooved  deflector  sheave,  and  thence  to  the  top  of 
the  tower,  to  which  it  is  connected.  The  down-haul  rope  parallels 
the  up-haul  as  far  as  the  deflector  sheave,  and  there,  passing  down- 
♦<rard  over  the  other  groove  in  the  latter,  connects  to  the  tower  at 
a  point  in  convenient  reach  of  the  deck.    At  each  point  of  connection 
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to  the  tower,  suitable  means  of  adjusting  the  tautneas  of  the  rope 
ia  provided;  in  this  case  an  ordinary  eyebolt  threaded  its  full  lengtb. 
S  Rotation  of  the  drums  in  one  direction  winds  on  the  ui>^iaul' 
ropes,  causing  an  upward  force  at  the  deflector  sheaves  and  thus, 
overcoming  the  friction  of  the  tower-sheave  journals  in  their  bew- 
iugs,  the  unbalanced  weight  of  suspended  ropes  and  the  inertia  of 
the  moving  parts,  lifts  the  span.  Similarly,  rotation  in  the  opposite 
direction  lowers  the  span.  All  four  of  the  operating  drums  ue 
locked  together  by  the  connecting  gearing,  thus  insuring  the  syn- 
chronous rotation  of  the  tower  sheaves  and  keeping  the  span  at  all 


Fia.  2    Portion  or  the  Ofbrating  Machinert,  Bridge  No. 
458,  Pennstltania  Linus 


times  parallel  to  its  original  position.     The  general  scheme  of  opera- 
tion is  illustrated  by  Fig.  2. 

9  To  keep  the  span  in  proper  alignment  between  the  tovat, 
vertical  tracks  are  provided  on  the  four  tower  l^s  adjacent  to  it, 
and  on  these  tracks  bear  the  rollers  which  hold  the  span  both  in 
transverse  and  loi^tudinal  alignment.  On  account  of  tempCTature 
changes  in  the  span  length  it  was  considered  necessary  to  provide 
heavy  springs  to  act  upon  the  loi^tudinal  rollers,  thus  holding 
them  at  all  times  in  contact  with  their  tracks.  This  design  was 
later  found  to  be  somewhat  objectionable,  and  was  improved  upon 
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in  some  later  bridges.  It  ^as  considered  impracticable  to  guide  the 
span  so  closely  during  its  entire  lift  that  when  brought  to  seat  the 
rails  would  be  in.  proper  alignment  for  the  operation  of  trains,  and 
wedge-shaped  steel  castings  were  therefore  located  at  the  foot  of 
each  tower,  and  arranged  to  engage  close-fitting  mating  castings  on 
the  span  when  the  latter  was  still  2  ft.  above  its  seat.  At  one 
end  of  the  span  these  centering  castings  were  arranged  to  provide 
longitudinal  centering  also  and  were  made  heavy  enough  to  resist, 
in  addition,  the  force  of  a  train  suddenly  braked  on  the  span.  At 
the  other  end  transverse  centering  only  was  afforded,  thus  allowing 
for  temperature  changes  in  the  length  of  the  lift  span. 

10  The  Eeithsburg  bridge  has  a  low  lift,  only  40  ft.,  but  is 
220  ft.  long,  or  100  ft.  longer  than  the  Halsted  Street  span,  and  is 
half  again  as  heavy.  On  account  of  the  comparative  shortness  of 
the  towers,  the  overhead  truss  was  considered  unnecessary.  Since 
1802  considerable  advance  has  been  made  in  attachments  for  wire 
ropeSi  and  the  new  designs  were  used  in  this  structure.  Rope  sockets 
of  steel  could  now  be  bought  which  would  develop  the  ultimate 
strength  of  the  rope,  and  these  were  employed  instead  of  the  rather 
dunusy  sets  of  rope  clamps  of  the  Halsted  Street  design. 

11  One  feature  of  the  design  of  this  bridge,  continued  on  a 
number  of  others,  although  usually  in  modified  form,  is  the  locks. 
These  lock  automatically  and  not  only  hold  the  bridge'  down  when 
onoe  seated,  but  also  hold  it  in  case  one  or  both  ends  should  not  be 
entirely  seated  by  the  down-haul  ropes,  a  condition  considered 
quite  possible  either  from  a  lack  of  adjustment  or  imequal  stretching 
of  the  latter.  The  lock  adopted  is  automatic  in  action.  It  consists 
of  two  cams  locked  together  by  two  segmental  gears  and  counter- 
weighted  to  swing  toward  each  other  and  grip  a  link  hanging  from 
the  lift-span  floor  beam.  The  cams  are  supported  by  a  steel-casting 
anchor  bolted  to  the  piers,  and  the  link  in  descending  separates 
them  and  is  in  turn  held  by  them  when  the  end  of  the  span  is 
1  in.  above  its  final  down  position.  Should  a  load  come  on  with  the 
end  thus,  the  latter  would  be  carried  on  down  and  the  cams  would 
swing  further  toward  each  other,  locking  it  firmly  in  place.  Un- 
locking is  accomplished  by  a  foot-shaped  bar  sliding  vertically  on 
the  floor  beam  and  connected  by  a  wire  rope  to  the  lock  lever  in  the 
operating  house. 

12  To  save  metal  in  the  trusses  of  the  lift  span  the  machinery 
house  was  located  on  one  end  of  the  span.  No  difficulty  was  antici- 
pated in  such  an  arrangement,  but  after  operation  was  started  it  was 
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found  that  the  set  of  ropes  leading  to  the  far  tower,  about  100  ft 
longer  than  those  attaching  to  the  near  tower,  stretched  much  mon 
than  the  latter;  and  this  condition  caused  the  near  end  of  the  q»o 
to  rise  before  the  far  end,  and  produced  a  halting,  uneven  movemflot 
throughout  the  lift. 

13  Another  lift  span  was  ahnost  complete  when  this  oonditkm 
was  discovered,  and  the  plans  were  immediately  changed  by  moving 
machinery  and  house  to  the  center  of  the  span. 

14  The  counterweights  of  the  Halsted  Street  bridge  had  been 
made  of  cast  iron,  but  considerable  money  has  been  saved  on  the 
Eeithsburg  bridge  and  on  all  later  bridges  by  making  them  of  con- 
crete. The  construction  usually  adopted  for  each  weight  consists 
of  two  vertical  steel  members,  one  at  each  end  of  the  weight,  con- 
nected at  the  bottom  by  one  or  more  laced  struts  and  ending  at  the 
top  in  the  equalizing  devices  to  which  the  suspending  ropes  are 
attached.  In  this  steel  framework  is  usually  cast  a  solid  block  of  con- 
crete, although  several  sets  of  weights  have  been  built  of  previously 
cast  blocks  laid  up  in  tiers  on  a  l^ig  concrete  beam  at  the  bottom. 

15  The  equalizing  devices  referred  to  above  consist  of  sets  of 
balance  bars,  each  set  attached  at  its  upper  end  to  the  rope  sockets 
and  terminating  at  the  bottom  in  a  single  pin  for  each  counts 
weight.  The  accepted  form  of  equalizer  in  Fig.  3  was  designed  to 
meet  a  condition  at  the  time  unprecedented,  i.e.,  16  2i-in.  ropes 
receiving  their  load  from  a  single  pin.  On  the  Eeithsburg  bridge 
and  on  several  succeeding  it,  the  equalizers  had  been  of  strai^t 
horizontal  bars  and  vertical  links,  each  of  the  former  having  three 
pins  on  line.  This  device  effects  a  very  material  saving  in  space 
over  the  preceding  form  and  also  has  the  advantage  of  being  much 
less  seriously  affected  should  one  of  the  ropes  break.  In  fact,  if  a 
side  of  one  of  the  top  bars  should  drop,  the  load  would  shift  laterally 
and  readjust  itself  to  such  an  extent  that  the  remaining  15  ropes 
would  each  get  an  approximately  equal  share  of  the  load  originally 
supported  by  the  broken  one.  This  advantage  over  the  fomer 
type  is  readily  seen  when  it  is  realized  that  to  break  one  rope  of  a 
pair  in  the  earlier  design  would  cause  the  other  to  receive  double 
its  original  load. 

16  The  third  important  bridge  to  be  built  was  across  the  Willa- 
mette River  at  Hawthorne  Avenue,  Portland,  Ore.  The  lift  span  is 
244  ft.  long  and  lifts  116  ft.  The  main  points  of  improvement  in 
this  design  over  that  of  the  Eeithsburg  bridge  are  that  the  machine 
is  on  the  center  of  the  span,  as  above  noted,  and  is  much  more  com 
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pact,  all  gears  being  mounted  in  the  same  frame  instead  of  being 
supported  on  isolated  bearings  bolted  to  different  parts  of  the  steel- 
work. Operation  is  by  two  electric  motors  instead  of  by  gas  engine 
as  on  the  former  bridge. 

17  Although  the  choice  of  power  for  operation  is  rarely  within 
the  control  of  the  designer,  but  is  depeDdeot  rather  on  local  condi- 
tions, it  is  well  to  note  that  wherever  possible  to  obtain  it,  electric 
power  is  far  superior  to  any  other,  as  it  makes  possible  niceties  in 
control,  and  interlocking  mechanisms  and  safeguards  not  possible 


with  any  other  kind  of  power.  For  lift-bridge  operation  direct- 
current  motors  are  more  economical  than  any  other  because  of 
their  high  starting  torque  in  proportion  to  their  size. 

18  While  the  Hawthorne  Avenue  bridge  was  under  construc- 
tion another  lift  bridge  of  entirely  different  character  was  being 
designed.  This  was  the  425-ft.  span  of  the  combined  highway  and 
railway  bridge  across  the  Missouri  River  at  Kansas  City.  It  con- 
sists of  two  decks,  a  fixed  upper  deck  for  highway  and  electric 
railway,  and  a  lower  deck  for  railway  traffic,  the  hai^er  posts  of  the 
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latter  telescoping  into  the  trusa  posts  of  the  former  as  the  lif^ 
deck  rises.  ' 

19  The  live  load  coming  on  each  lifUng-deck  hanger  is  carried 
by  a  pin  into  two  saddle  diaphragms  in  the  upper  deck  truss.  Tbe 
dead  load  is  carried  into  a  pair  of  suspending  ropes  which,  passiDg 
up  through  the  upper  deck  posts,  over  a  deflector  on  the  top  choid, 
aloi^  the  chord  to  the  operating  sheaves,  and  then  downwaid  ma 
another  deflector,  terminate  in  a  counterweight.  There  are  15 
panel  points  for  each  truss,  and  each  point,  except  the  two  is  tiie 
center,  has  one  counterweight;  the  center  points  have  two  each, 
making  32  in  all.    There  are  two  operating  sheaves  at  each  end  of 


the  bridge,  and  each  pair  is  controlled  by  a  motor  and  gear  train 
near  it.  All  suspending  ropes  pass  over  the  four  operating  sheaves 
and  motion  is  transmitted  to  the  lifting  deck  by  virtue  of  the  fric- 
tion between  the  former  and  the  latter.  The  two  sets  of  machinery, 
one  at  each  end,  are  made  to  act  together  by  means  of  two  n^ 
drives,  one  acting  when  the  span  is  hfting,  the  other  when  it  is 
lowered. 

20  Each  intermediate  panel  point  of  the  lower  deck  is  locked  down 
by  a  cam  lock  similar  to  the  one  later  installed  on  the  bridge  of  tbe 
Oregon-Washington  Railroad  and  Navigation  Co.  over  the  Willa- 
mette  River  at  Portland  and  shown  in  Fig.  i.    This  is  a  further 
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development  of  the  lock  for  the  Keithsbur^  bridge  above  described, 
and  is  fully  automatic  for  locking. 

21  Each  end  of  the  span  is  latched  down  by  a  lock  operated  by 
a  wire  rope  pulled  by  a  segmentalfsheave  in  one  of  the  machinery 
houaes.  All  the  hanger  locks,  26  in  number,  and  the  two  end  locks, 
are  operated  by  the  same  motor  apd  gear  train. 


Pi 


Fio.  6    14-rT.  Pitch  Diameter  Sheatb,  WiLuumrE  Ritkr  Budge, 
Obeoon-Washimoton  Railroad  and  Navioation  Co. 

22  The  bridge  designed  for  Oregon-Washington  Raihx)ad  and 
Navigation  Co.  across  the  Willamette  River  at  Portland,  Ore., 
has  some  points  of  interest.  It  is  a  combination  of  a  simple  lift 
Bpa^  and  the  lifting  deck  just  described.  This  lift  span  is  211  ft. 
long,  weighs  3,420,000  lb.  and  Ufts  89  ft.,  while  the  hfting  deck  below 
it  can  lift  independently  for  46  ft.,  and  will  then  lift  with  the  span 
for  89  ft.    The  advantage  of  this  arrangement  is  evident  when  it 
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is  realized  that  the  highway  traffic  on  the  upper  deck  is  DOt  inter 
rupted  for  ordinary  river  traffic,  as  the  upper  deck  must  lift  for 
bigh-masted  vessels  only.  There  are  five  or  six  full  operations  daily 
aad  ten  times  that  number  of  lower-deck  lifts. 

23  The  large  tower  sheaves  of  this  bridge  are  the  first  of  thia 
size  and  type.  They  are  14  ft.  in  pitch  diameter,  carry  sixteen  2Hn- 
ropes,  and  are  made  of  cast-steel  rim  segment?  bolted  on  to  a  center 
of  rolled-steel  plates  and  a  cast-steel  hub.  The  sheaves  are  detailed 
in  Fig.  5.  An  unusual  requirement  in  the  design  of  the  sheave 
bearings  was  that  they  should  provide  for  replacement  of  the  phos- 
phor-bronze bushings.    This  was  considered  necessary  because  d 


Fia.  6    Two  12-FT.  Cabt-Steel  Sheavxb  uid  SOFPOBTDra  Gibdib 
OF  MiBBouRi  RivsR  Bridge  at  Mondak,  Mont. 

Ttiew  aheaTU  waigh  7]  tons  each  aad  wen  built  without  any  lailurei  in  uMini. 

the  heavy  river  traffic  at  this  point  and  the  necessarily  lai^e  niunba 
of  operations  required.  The  load  on  each  sheave  shaft  is  1,768,000  lb. 
and  the  space  for  lifting  mechanism  limited.  Fig.  5  shows  how  this 
requirement  was  met  by  a  system  of  wedges;  the  projections  od 
the  ends  of  each  sheave  shaft  are  for  the  purpose  of  resting  in  a  sted 
saddle  casting  of  the  wedging  devices. 

24  After  the  span  had  been  placed  in  operation  a  rather  serious 
difficulty  was  observed  with  these  sheaves.  It  was  noticed  that 
when  they  turned,  nuts  and  broken  bolt  ends  began  to  fall,  and  it 
was  found  that  they  were  coming  from  the  flange  connections  of  the 
steel  rims  to  the  angle  of  the  supporting  steel  centers.  Careful  in- 
vestigation developed  that  the  inner  circumference  of  the  a 
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rim  castinga  was  slightly  longer  than  the  outer  circumference  of  the 
steel  disks  on  which  they  were  designed  to  bear.  Because  of  this 
fact  the  ropes  forced  the  error  to  accumulate  at  the  bottom  of  each 
sheave,  separating  appreciably  the  rims  from  the  disks  and  breaking 
the  connecting  bolts.  This  discrepancy  had  not  been  detected  until 
the  sheaves  received  their  load.  On  later  designs  in  which  this  type 
of  sheaves  has  been  used,  no  rehance  has  been  placed  on  the  bearing 
of  these  castings  on  the  steel  disks,  but  the  former  have  been  made 
to  project  down  between  the  latter  and  are  securely  riveted  to  them 
by  horizontal  rivets  sufficient  in  number  to  carry  the  loads  in  shear. 

25  The  reason  for  making  these  large  sheaves  of  built-up  plates 
and  castings  is  because  of  the  difficulty  of  getting  single  steel  cast- 
ings of  adequate  size.  When  the  Hawthorne  Avenue  bridge  sheaves 
were  made,  and  they  are  only  9  ft.  in  pitch  diameter,  the  shop  got  a 
satisfactory  set  of  eight  castings  only  after  having  six  rejected 
because  of  serious  flaws.  This  was  in  1910.  That  considerable 
improvement  had  been  made  in  three  years  in  the  processes  used  in 
making  large  steel  castings  is  attested  to  by  the  fact  that  in  1913 
four  sheaves  12  ft.  in  pitch  diameter,  and  weighing  7^  tons  each, 
were  built  without  any  failures  in  casting.  These  are  the  sheaves 
of  the  Missouri  River  bridge  at  Mondak,  Montana,  illustrated  in 
Fig.  6. 

26  Another  trouble  with  some  built-up  tower  sheaves  occurred 
in  connection  with  those  for  the  three  bridges  of  the  Pennsylvania  lines 
in  Chicago.  These  bridges  were  all  put  into  service  in  the  winter  of 
1913  and  the  smnmer  of  1914.  The  sheaves  on  all  of  them  are 
15  ft.  in  pitch  diameter,  and  the  difficulty  referred  to  resulted  from 
faulty  shopwork  in  fitting  the  steel  disk  plates  to  the  cast-steel  hubs. 
One  of  the  spans  had  been  put  into  service  before  the  trouble  was 
discovered  and  had  to  be  repaired  between  operations.  The  first 
manifestation  of  anything  wrong  was  the  loosening  and  breaking 
of  rivets  between  the  flanges  of  hub  castings  and  the  disk  plates. 
Examination  showed  that  the  holes  for  the  hub  castings  were  too 
large  and  that  there  was  a  creeping  going  on  between  the  disks  and 
the  hub.  This  was  corrected  by  drilling  holes  into  hubs  and  disks 
where  they  come  together  and  driving  in  shghtly  tapered  tool-steel 
pins.    The  scheme  will  be  evident  upon  examination  of  Figs.  7  and  8. 

27  A  bridge  illustrating  the  most  recent  arrangement  of  oper- 
ating machinery  is  that  designed  for  the  Vladicaucase  Railway  for 
a  crossing  of  the  Don  River  near  Rostoff,  Russia.  By  reference  to 
Fig.  9  it  will  be  noted  that  the  drums  are  close  together  instead  of 
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b^i^  at  the  opposite  ends  of  the  main  drive  as  is  the  case  with  the 
Feonsylvania  bridge  illustrated  in  Fig.  2.  The  advantage  in  this 
arrangemeDt  is  one  of  economy.  It  will  be  noted  that  a  laj^  gear 
reduction  is  made  at  the  drums  and  that  there  is  only  one  line  of 
shafting  across  the  bridge  instead  of  two.    With  the  reduction  oaed, 


Pia.  7    Repaibb  to  Hubs  or  Bmur-vr  Ssbatzs  roR  PxNNsn.VAi(u 
Linus  BBmoxa  in  Chicaoo 

It  will  b*  notwl  that  ths  huh  Btrntina  pmJseU  outward  from  tli«  f aee  of  tha  duk  pUM,  mikni  , 
«Mni7  tb*  (Dldinc  ■nuiameDti  in  K|.  8. 


FiQ.  8    Cast  Teuplxt  and  Aib  Dbill,  Pi!Ni«stlvania  Lines 
Brumibs,  GmcAOO 

Tht  bolM  for  ths  bub  chUdc  wan  found  to  be  too  Ur(e.     Thia  dofnt  wu  oomctsd  by  driDiiil 
holoi  into  huba  and  diaka  whan  they  oom«  tofetber  and  driTing  In  t^wrad  itad  pina. 

this  shaft  is  considerably  smaller  than  one  of  the  two  required  in 
former  layouts.  The  gear  frame  is  also  much  smaller.  It  will  be 
noted  that  auxiliary  power  is  furnished  by  a  small  gas  engine  oper- 
ating through  a  gear  reducer. 

28    One  of  the  heaviest  bridges  so  far  designed  is  that  over 
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the^uth  Branch  of  the|Chicago  River  at  Chicago,  known  as  Bridge 
No.  458,  Pennsylvania  Lines.  This  bridge  preeento  many  interestii^ 
features  and  will  be  described  at  some  lei^h.  It  carries  the  double 
track  of  the  Pennsylvania  Lines  across  the  South  Branch  near  19th 
Sta«et  and  will  be  used  by  the  Pennsylvania,  the  Chicago  t  Alton 


Fia.  9    ABRAHQEifENT  OF  OpKRATmo  Macbinkbt,  Don  Rivxb  BRmoE, 
ViADicAucABE  Railway,  Roarorr,  Russia 

and  the  Pere  Marquette.  There  is  no  dosed  season  on  the  river  at 
this  point  and  the  Governnient  required  that  the  lift  span  should  be 
erected  120  ft.  above  the  river,  the  normal  clearance  for  the  span 
when  lifted.  As  it  was  not  possible  to  drive  any  piling  into  the 
river  bed  because  of  the  resultii^  obstruction  to  river  traffic,  the 
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falsework  had  to  be  carried  entirely  on  the  piers  and  spread  mt 
from  each  of  the  latter  in  a  fan  shape  upward  to  the  panel  points  of 
the  trusses,  as  represented  in  F^.  10.  There  were  no  connectiiig 
struts  between  the  two  Bets  of  falsework  and  the  upper  end  of  the 
leaning  members  of  each  set  had  therefore  to  be  tied  back  to  the 
towers  with  steel  bars  and  plates. 

29  To  erect  the  span  with  120  ft.  vertical  clearance  would 
have  meant  that  these  top  chords  of  the  falsework  -must  in  each 
case  be  attached  to  the  tower  legs  halfway  between  two  of  the  hori* 
zontal  struts  of  the  bracing,  and  as  this  was  not  considered  advisable 


because  of  the  resulting  bending  in  the  tower  legs,  it  was  necessary 
to  erect  the  span  high  enough  to  allow  these  chords  to  come  in  line 
with  the  next  higher  struts.  This  placed  it  at  130  ft.  clearance 
instead  of  the  120  ft.  required.  All  connections  were  made  in  holes 
from  which  the  rivets  had  for  the  time  being  been  omitted. 

30  On  account  of  the  shape  of  the  falsework  the  erection  of 
this  span  upon  it  would  have  developed  an  uplift  in  the  shoes  of 
the  far  tower  legs  too  great  to  be  safely  carried  by  the  anchor  bolta, 
and  it  was  therefore  decided  to  build  the  concrete  counterweights 
in  such  a  way  that  their  weight  would  be  carried  into  these  shoes. 
This  was  done  (see  Fig.  11)  by  supporting  the  800  tons  of  concrete 
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at  each  tower  on  girders  which  dehvered  the  load  to  two  inclined 
struta  be&ring  on  6-in.  pins  carried  in  saddle  castings  riveted  into  the 
columns  just  above  the  bases. 

31  There  was  nothing  unusual  in  the  erection  of  the  towers, 
the  derricks  being  stepped  up  from  story  to  story  accordii^  to 
practice  common  for  similar  structures.  The  heaviest  pieces  in 
them  are  the  bottom  sections  or  vertical  l^s  next  to  the  lift  span 
which  weigh  42  tons  each.    The  four  sheaves  on  the  top  of  each 


Flo.  11    CouNTERWEtaHT  ON  Its  Fauework,  Budge  No.  468, 
Pennsylvania  Lutu 

n  aupported  on  cirden  whiDb  dalivci  tba  loul  to  two  In- 
iad  in  saddle  eanliic*. 

tower  we^  31  tons  each  and  are  the  largest  of  their  kind  so  far 
built.  They  are  15  ft.  in  pitch  diameter  and  each  pair  carries  sixteen 
2J-in.  plow-steel  ropes,  each  weighing  with  its  sockets  about  2000  lb. 
32  The  span  erection  was  carried  on  with  two  A-frame  derricks 
shown  in  Fig.  10,  the  work  progressing  on  the  two  sides  simultane- 
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ously.  Only  enough  falsework  to  carry  the  end  panel  of  the  spm 
was  first  set  from  the  towers,  and  after  the  erection  of  these  panels  the 
derricks  were  moved  from  the  towers  to  their  fitfit  positaons  on  the 
span,  directly  above  the  two  sway  frames  nearest  the  ends.  From 
here  more  falsework  and  more  steel  was  erected  and  the  derricks 
were  again  moved  out.  In  Fig.  10  they  are  shown  in  their  third  and 
last  positions  as  they  stood  to  place  the  steel  of  the  four  center  panels. 


FiQ.  12    BmooE  No.  4S8,  Pennbtlvania  Likes,  Attbb  Rbuovai.  or 

FAIdEWORK 

Ths  did  nine  >pu)  iru  kapt  in  HrviDs  until  tl»  uppet  Hnistura  ««  completed. 

To  regulate  the  temporary  camber  to  suit  the  erection  of  the  Ivd 
pieces  of  top  chord,  four  hydraulic  jacks  were  set  beneath  the  botUxn 
chord,  immediately  above  the  ends  of  the  last  four  members  of  ^ 
falsework.  Because  of  the  eccentric  loading  on  the  towera  there 
was  bound  to  be  some  deflection  of  each  tower  toward  the  riveii 
but  calculations  and  measurements  had  been  so  carefully  made  that 
the  two  center  pieces  of  bottom  chord,  73  ft.  6  in.  is  length  and 
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weighing  36  tons  each,  when  lowered  into  place  fitted  so  exactly 
that  the  erection  bolts  could  be  entered  without  the  use  of  drift  pins. 
To  get  the  last  pieces  of  top  chord  in  it  was  necessary  to  use  the 
jacks. 

33  Fig.  12  shows  the  bridge  after  the  removal  of  the  falsework 
and  while  the  old  swing  span  was  still  in  service.  This  latter  was 
partly  under  the  new  bridge,  both  open  and  closed,  and  as  more  than 
300  trains  use  this  crossing  every  day  it  was  very  important  to  take 
great  care  that  nothing  should  be  dropped  from  the  span  100  ft. 


Fia.  13    EixtTTBicAL  Indicatob  and  Lnirr  Switch,  Bbidos  No.  468, 
Pennstltahia  Linbb 

liouaa  isTfiiml  pointi  to  the  hfli^t  tr*Tsl«d 


above.     It  is  a  matter  for  which  the  erecting  contractor  deserves 
congratulation  that  no  accidents  from  this  source  occurred. 

34  The  new  span  is  272  ft.  9)  in.  long,  Ufta  112  ft.,  and  weighs 
1600  tons.  At  present  it  will  be  Ufted  at  the  rate  of  15,000  times  a 
year,  for  it  lies  near  enough  to  the  water  to  be  in  the  way  of  every 
ti^,  but  the  great  majority  of  these  operations  will  require  lifts  of 
only  a  few  feet.  In  a  few  years'  time  it  is  planned  to  raise  the  grade 
at  this  crossing,  and  the  design  of  the  bridge  was  carried  out  with 
this  idea  in  view.  Aside  from  raising  the  floor  systems  in  the  towers, 
lowering  one  story  of  tower  bracings  and  raising  the  base  castings  of 
the  lift-span  shoes,  no  change  in  this  brit^  will  be  necessary  to 
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accomplish  this  end.    The  span  is  operated  by  two  300-hp.  series 
motors  drawing  their  power  from  a  120'K»11  storage  battery. 

35  The  electrical  indicator  and  limit  switch  in  Fig.  13  is  connected 
to  the  drive  by  wonn^ear  reduction,  indicates  by  Hghts  in  the  opera- 
tor's house  several  points  in  the  height  traveled  by  the  span,  and  cuts 
the  controller  cu-cuit  near  each  limit  of  travel,  thereby  breaking  the 


Fig.  14    Eodauzee  and  Codnterweioht,  Ebectbd  Position, 
Bbidqe  No.  458,  Pbnnbtltania  Linxs 

WtMD  th«  ipui  ii  Lowflred  iD(o  p1u»  tha  pArta  of  the  eqiuliier  beooma  mora  doatHy  pu)k«d 

main  circuit,  stopping  the  motors,  and  applying  the  solenoid  brakes. 
Details  of  the  equaUzer  and  counterweight  are  ahown  in  Fig.  14. 
Waddell  &  Harrington  were  the  designers,  represented  in  the  field 
by  the  writer,  and  the  Pennsylvania  Steel  Company  were  the  con- 
tractors for  fabrication  and  erection  of  superstructure. 
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DISCUSSION 

J.  A.  L.  Waddell  ^  (written).  Mr.  Van  Cleve's  excellent  paper 
has  proved  of  special  interest  to  the  writer,  who  may  justly  claim  to 
be  the  father  of  the  modern  vertical-lift  bridge.  His  first  design, 
made  in  1892,  was  for  a  250-ft.  span  at  Duluth,  Minn.,  to  cross  the 
canal  which  forms  the  entrance  to  the  harbor  of  refuge  for  lake 
vessels  in  that  vicinity.  The  War  Department  prevented  the 
building  of  the  structure,  but  in  1902  permitted  at  the  same  location 
the  construction  of  a  transbordeur. 

Soon  after  the  rejection  of  his  plans  for  that  proposed  bridge, 
the  writer  was  retained  to  design  and  supervise  the  construction  of 
a  similar  but  shorter-span  bridge  at  South  Halsted  Street,  Chicago, 
the  first  bridge  mentioned  in  the  paper.  This  structure  was  built 
under  great  difficulties  and  in  spite  of  many  discouragements.  The 
Chicago  engineers  as  a  body  were  opposed  to  this  type  of  bridge; 
and  the  then  highest  authority  on  bridges  in  America,  the  late 
George  S.  Morison,  stated  flatly  that  it  could  not  possibly  operate, 
and  that  it  would  be  impracticable  to  raise  the  span  off  the  piers. 
On  the  strength  of  this  statement  the  City  Engineer  made  all  the 
arrangements  for  cancehng  the  contract  for  the  construction  although 
some  of  the  substructure  had  been  completed  and  a  large  portion  of 
the  metal  work  had  been  manufactured.  It  took  some  very  earnest 
pleading  by  the  writer  to  persuade  him  to  permit  the  work  to  proceed; 
and  the  said  pleading  would  not  have  been  successful  had  it  not  been 
for  an  important  fact  pointed  out,  viz.,  that  the  city  of  Chicago 
would  have  had  to  pay  the  full  contract  price  for  the  structure 
whether  it  were  built  or  not. 

The  specifications  called  for  the  hfting  of  the  span  to  the  full 
height  (involving  a  raise  of  140  ft.)  in  60  sec;  and,  much  to  the 
surprise  of  everybody,  on  the  first  trial  the  span  went  up  in  about 
half  of  that  time.  Afterward  the  writer  timed  the  operation,  both 
up  and  down,  and  found  that  the  span  could  be  moved  over  the 
full  height  in  28  sec.  This  was  certainly  a  great  triumph  for  a  com- 
paratively youn^  engineer  in  a  struggle  with  the  local  technical 
body,  including  the  highest  bridge  authority  in  America. 

Referring  to  the  Keithsburg  bridge  which  Mr.  Van  Cleve  men- 
tions, the  heavy-duty,  slow-speed  gasoline  engine  used  is  clumsy, 

»  Of  Waddell  &  Son,  Inc.,  Consulting  Engineers,  Kansas  City,  Mo.,  and  New 
York. 
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ponderous,  and  conducive  to  jar,  although  undoubtedly  effective. 
It  is  quite  certain  that  a  light,  highnspeed  type,  such  as  the  auto- 
mobile or  tractor  engine,  will  prove  more  satisfactory  for  future 
lift  bridges. 

In  truth,  though,  gasoline  engines  are  to  be  used  for  lift  bridges 
only  as  a  last  resort  or  as  an  auxiliary;  because  electric  motors  are 
far  superior  in  every  respect.  Again,  direct-ciirrent  motors  are 
much  more  satisfactory  than  alternating-current  motors  and,  con- 
sequently, they  should  be  used  whenever  an  ample  direct-current 
supply  of  power  is  obtainable. 

Mr.  Van  Cleve  mentions  that  the  heaviest  sheaves  yet  used  for 
any  vertical-lift  bridge  were  those  for  Bridge  No.  458  of  the  Penn- 
sylvania Lines  West  of  Pittsburgh,  and  that  each  sheave  weighs 
31  tons.  Within  the  last  few  weeks  there  has  been  completed  for 
the  same  railway  company  a  vertical-lift  bridge,  designed  by  Waddell 
&  Son,  Inc.,  across  the  Louisville  and  Portland  Canal  that  lies 
adjacent  to  the  Ohio  Biver  at  Louisville,  Kentucky;  and  the  sheaves 
for  this  structure  weigh  38  tons  each. 

As  this  is  the  very  latest  thing  in  lift-bridge  construction,  the 
following  description  of  the  structure  should  prove  of  interest; 

The  double-track  span,  which  is  260  ft.  long  between  centers  of 
end  bearings,  weighs  about  3,000,000  lb.,  and  is  lifted  32.4  ft.  in 
45  sec.  There  are  64  counterweight  ropes  2}  in.  in  diameter,  pass- 
ing over  the  four  15-ft.  sheaves.  The  motive  power  consists  of  two 
150-hp.,  220-volt,  alternating  current,  60-cycle,  580-r.p.m.  motors  » 
equipped  with  solenoid  brakes.  Magnetic  control  is  used.  Speed 
reduction  from  the  motors  to  the  winding  drums  is  made  through  a 
train  of  three  sets  of  spur  gears  to  a  cross-shaft  having  a  pinion  at 
each  end  meshing  with  two  drum  gears. 

The  span  is  shown  complete  in  Fig.  15.  The  operating  drums 
which  raise  or  lower  the  span  are  quite  similar  to  those  used  in  the 
Don  River  bridge  in  Russia.  However,  the  detail  of  the  crossHshaft 
has  been  improved  by  adding  two  bearings  and  two  couplings,  thus 
giving  more  rigid  supports  for  the  pinions  and  making  the  lengths 
of  shaft  between  the  center, main  frame  and  the  drum  frames  truly 
flexible.  This  detail  eliminates  entirely  any  trouble  from  errors  in 
the  alignment  of  the  three  frames,  which  otherwise  would  cause 
considerable  friction  and  loss  of  power.  Hand  operation  is  provided 
for  by  two  4-arm  capstans. 

There  are  16  plow-steel  operating  ropes,  each  1  in.  in  diameter, 
the  drums  and  sheaves  over  which  they  run  being  36  in.  in  diameter. 
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These  ropes  work  in  pairs,  i.e.,  there  are  two  up-haul  and  two  down- 
haul  ropes  at  each  comer  of  the  span.  The  take-up  devices  for  the 
ropes  are  eyebolts  threaded  over  the  entire  length,  with  anchorage 
attachments  at  top  and  bottom  of  towers. 

The  counterweight  sheaves,  the  heaviest  yet  built,  are  constructed 
of  steel  plates,  angles  and  castings.  In  their  designing  sp>ecial  care 
was  taken  to  eliminate  the  troubles  which  had  arisen  in  connection 
with  the  built-up  sheaves  described  in  Mr.  Van  Clove's  paper. 
Each  rim  segment  is  fastened  to  the  side'  plates  by  a  sufficient  num- 
ber of  rivets  to  take  the  entire  load  coming  upon  it  from  the  ropes; 
and  ^-in.  spaces  were  left  between  the  segments  so  that  there  might 
be  no  trouble  if  the  lengths  of  the  segments  should  oyemm.  It  was 
originaily  intended  to  fill  these  spaces  with  hemp;  but  the  cutting 
tools  gave  trouble  when  the  machining  of  the  grooves  was  begun; 
and  it  was  found  necessary  to  fill  them  with  babbitt.  The  trouble 
previously  experienced  from  bad  fit  of  side  plates  on  tlie  hub  casting 
was  ehminated  by  making  the  said  side  plates  bear  directly  on  the 
shaft  instead  of  on  the  hub  casting.  The  hole  for  the  shaft  was 
bored  out  after  the  sheave  was  completely  assembled  and  riveted. 
The  journals  are  22^  in.  in  diameter  and  24  in.  long,  the  overall 
length  of  the  shaft  being  7  ft.  8  in.  The  hub  is  keyed  to  the  shaft 
by  three  keys  1^  in.  wide  and  1  in.  deep,  secured  from  longitudinal 
movement  by  set  screws.  The  bearings  are  lined  with  phosphor- 
bronze  bushings  for  high  pressure  and  low  speed.  Oil  grooves  are 
cut  into  the  bushings,  the  lubricant  being  supphed  from  marine-tjrpe, 
screw-feed,  compression  grease  cups. 

The  rail  locks  are  of  shding-tongue  type,  standard  with  the 
Pennsylvania  Lines.  The  four  tongues  at  each  end  of  the  span  are 
driven  by  a  5-hp.  motor.  Limit  switches  are  provided  to  cut  off 
the  current  at  e^tch  end  of  the  travel.  The  controllers  for  the  rail- 
lock  motors  are  interlocked  with  the  signal  sjrstem  so  that  the 
locks  cannot  be  opened  until  the  signals  are  set  against  train  move-  . 
ments  over  the  bridge,  and  so  that  clear  signals  for  train  operation 
cannot  be  given  until  the  locks  are  closed.  The  controllers  are  also 
interlocked  with  those  for  the  main  operating  motors  so  that  current 
cannot  be  supplied  to  the  latter  until  the  locks  have  been  opened, 
and  so  that  the  locks  cannot  be  closed  until  the  bridge  has  been 
seated. 

The  span  is  kept  in  correct  position  during  motion  by  guide 
rollers,  which  roll  on  vertical  guides  on  the  outsides  of  the  tower 
columns.    There  are  eight  rollers  for  transverse  guiding,   one  at 
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each  2a)  point  and  one  at  each  Uo  point.  Longitudinal  guiding  is 
effected  by  two  rollers  at  each  L©  point  at  the  fixed  end  of  the  span. 
There  is  considerable  play  in  the  guides  so  as  to  eliminate  any 
possibility  of  binding.  On  account  of  this  play  they  do  not  center 
the  span  closely  enough  for  the  rail  locks,  which  have  very  little 
play.  For  this  reason  there  is  placed  a  transverse  centering  casting, 
having  very  little  play,  at  the  middle  of  each  end  floor  beam.  In 
earher  designs  a  transverse  centering  casting  was  placed  at  each  Lo 
point;  but  considerable  play  had  to  be  left  in  these  castings  to 
provide  for  expansion  and  contraction,  and  they  did  not  center  the 
span  accurately  enough  for  the  rail  locks. 

The  train  thrust  is  cared  for  by  two  thrust  castings,  one  at  each 
Lo  point  at  the  fixed  end  of  the  span. 

In  order  to  eUminate  jar  when  the  span  seats,  there  are  provided 
air  buffers  near  each  end  of  each  of  the  end  floor  beams.  Adjustable 
needle  valves  on  the  exhaust  ports  of  the  buffers  enable  the  resist- 
ance of  the  said  buffers  to  be  varied  at  will. 

Bridge  locks  were  not  used,  but  the  coimterweights  were  made 
about  six  tons  hghter  than  the  span,  the  excess  weight  of  the  latter 
overcoming  any  tendency  for  it  to  rise. 

The  span  can  be  handled  from  the  machinery  house,  which  is 
located  at  the  center  thereof,  or  from  an  interlocking  tower  on 
shore  about  100  ft.  from  the  south  end  of  the  span.  It  is  intended 
to  operate  the  span  from  the  machinery  house  until  the  operators 
become  thoroughly  famiUar  with  the  manipulation,  after  which  it 
will  be  operated  from  the  interlocking  tower.  Duphcate  switch- 
boards,  with  indicator  lamps,  meters,  etc.,  are  placed  in  each  house. 
The  main  switchboards  and  the  resi3tances  are  located  in  the  ma- 
chinery house. 

As  was  stated  previously,  each  motor  is  equipped  with  a  sole- 
noid brake.  In  addition  there  are  two  other  brakes,  one  operated 
by  hand  and  the  other  by  motor.  The  lever  of  the  hand  brake  is  in 
the  machinery  house  on  the  span,  and  gives  the  operator  graduated 
braking  power,  so  that  he  can  stop  the  moving  mass  without  jar. 
The  controller  of  the  motor-operated  brake,  which  has  three  degrees 
of  braking  power,  is  located  in  the  interlocking  tower.  These 
braking  devices  are  not  of  great  importance  in  a  slow-moving  bridge 
like  this  one;  but  for  a  high-speed  bridge,  which  will  coast  for  sev- 
eral feet  after  the  current  has  been  turned  oflf,  they  are  much  more 
important. 

The  erection  of  the  Uft  span  was  quite  difficult,  as  traffic  had  to 
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be  maintained  over  the  bridge  and  as  navigation  could  not  be 
interfered  with.    The  old  moving  span  was  a  swing.     It  was  at 
first  proposed  to  erect  the  new  span  in  its  fully  lifted  position.    As 
the  coimterweights  would  then  have  to  be  built  at  the  lowest  point 
of  their  travel,  it  would  have  been  necessary  to  leave  large  notches 
in  them  for  the  passage  of  trains.    This  scheme  was  abandoned  for 
that  and  other  reasons,  and  a  new  one  was  worked  out.     Permission 
was  secured  from  the  United  States  Grovemment  to  leave  only  a 
100-ft.  channel  near  the  north  tower.    This  channel  was  spanned 
by  a  plate-girder  lift  span  of  the  same  type  as  the  main  span,  worked 
by  hfljid-operated  crabs.    After  the  main-lif tnspan  towers  were  partly 
erected,  navigation  was  stopped  for  a  few  hours  while  one  end  of  the 
swing  span  was  removed,  the  gallows  frames  for  the  plate-girder- 
span  towers  were  erected,  and  the  plate-girder  span  placed  in  posi- 
tion.   The  remainder  of  the  swing  span  was  then  removed,  the 
towers  erected,  the  sheaves  and  ropes  placed  thereon,  and  the  coun- 
terweights constructed  on  falsework  resting  on  the  piers  and  floor 
beams.    The  south  portion  of  the  lift  span  was  then  erected,  also 
the  north  hangers;   and  the  coimterweight  ropes  were  attached. 
The  machinery  was  erected  complete  and  thoroughly  tested  out. 
Navigation  was  then  closed  for  a  day,  the  plate-girder  span  removed, 
the  remainder  of  the  lift  span  erected  and  riveted,  and  the  operating 
ropes  connected  up. 

Special  care  was  taken  in  the  aligning  of  the  main-sheave  bear- 
ings. This  was  done  by  means  of  a  steel  straight-edge  as  long  as 
the  shaft.  The  bushings  had  been  scraped  to  fit  the  shafts  in  the 
shop,  the  shafts  and  bushings  being  matchmarked.  The  aligning 
was  so  carefully  done  that  when  the  sheaves  were  hoisted  up  they 
fitted  perfectly  in  the  bearings,  and  each  38-ton  sheave  could  be 
rotated  by  one  man.  The  machinery  and  motors  were  also  aligned 
and  tested  out  very  carefully.  The  motors  were  run  for  several 
hours  before  the  operating  ropes  were  attached  to  the  drums,  in 
order  to  get  the  machinery  into  smooth-nmning  condition  and  to 
determine  if  there  were  any  poorly  aligned  bearings.  Any  hot 
bearings  which  developed  were  reaUgned.  The  machinery  and  the 
electrical  equipment  were  in  perfect  operating  condition  before  the 
operating  ropes  were  attached  to  the  dnmis  and  before  the  plate- 
girder  swing  span  was  removed. 

Waddell  &  Son,  Inc.,  have  lately  designed  deflection  bearings  for 
main  sheaves  which  insure  a  uniform  pressure  over  the  entire  length 
of  the  journal.    With  the  high  bearing  pressure  used  in  the  design 
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of  journals  for  lift-bridge  sheaves  and  bascule  trunnions  this  is 
extremely  advisable.  The  use  of  this  t3rpe  of  support  greatly  sim- 
pUfies  the  problem  of  aUgning  the  bearings. 

One  general  fault  of  the  electric  equipment  of  movable  bridges 
may  be  pointed  out  —  that  of  using  too  small  power  lines.  The 
overload  capacity  of  the  motors  for  vertical-lift  bridges  is  called 
into  play  if  a  span  becomes  imbalanced,  and,  for  bascules,  when 
operating  against  a  high  wind;  and  this  requires  power  lines  of 
ample  capacity.  This  point  is  not  quite  so  serious  in  the  case  of 
direct-current  motors,  as  the  drop  in  voltage  in  the  power  line  will 
merely  cause  the  motors  to  rim  slower;  but  with  alternating-current 
motors  the  drop  in  voltage  reduces  the  torque  materially,  because 
the  torque  of  such  a  motor  varies  as  the  square  of  the  voltage.  For 
instance,  a  10  per  cent  drop  in  voltage  means  nearly  a  20  per  cent 
drop  in  torque.  This  point  requires  special  attention  when  the 
.power  lines  are  long. 

In  spite  of  all  the  opposition  which  the  vertical-lift  type  of  mov- 
able bridge  has  encountered  in  the  last  quarter  of  a  century  (some 
of  it  being  very  bitter  and  most  of  it  totally  unfair),  that  type  has 
come  to  stay;  and  it  will  be  used  more  and  more  in  the  future,  after 
railroad  and  city  officials  overcome  their  prejudice  against  the  use 
of  wire  rope  and  learn  that,  for  economy  in  first  cost,  simplicity  of 
design,  quickness  of  operation,  rigidity  under  load,  and  .economy  in 
maintenance  and  repairs,  it  is  imequaled  by  any  other  t3rpe  yet 
evolved. 

L.  S.  Randolph  (written).  A  bridge  of  the  type  described  in 
the  paper  comes  in  the  category  of  a  piece  of  machinery  and  the 
question  which  arises  in  the  mind  of  the  mechanical  engineer  is, 
What  is  the  economic  problem  and  how  does  this  type  of  bridge 
compare  with  the  rolling-lift  bridge? 

Of  the  three  types  of  removable  bridge,  the  ordinary  drawbridge 
revolving  about  a  central  pier  hmits  the  horizontal  element  of  the 
cross-section  of  the  waterway  so  that  a  vessel  which  can  pass  along 
the  river  cannot  necessarily  go  through  the  bridge.  The  rolling- 
lift  bridge  limits  neither  horizontal  nor  vertical  dimensions  of  the 
fairway.    The  vertical-lift  bridge  limits  the  vertical  dimension. 

While  it  may  be  answered  that  it  is  inconceivable  that  ships 
should  develop  to  such  an  extent  as  to  be  inconvenienced  by  a 
height  of  120  ft.,  such  reasoning  has  too  often  been  found  fallacious. 

It  would  add  the  final  perfecting  touch  to  a  most  excellent  paper 
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if  the  author  would  demonstrate  why  this  method  of  removing  the 
bridge  for  passage  of  vessels  is  economically  better  than  either  of 
the  other  two  mentioned. 

The  Author.  I  have  been  much  interested  to  read  Dr.  Wad- 
dell's  conmients  on  my  paper,  and  also  to  learn  something  of  the 
details  of  the  Louisville  Uft  bridge,  the  only  one  so  far  constructed 
with  which  I  am  unfamiliar. 

The  guiding,  centering,  and  interlocking  details  described  have 
all  been  used  on  previous  bridges,  but  the  operation  of  the  span 
from  a  point  on  shore  a  .distance  as  great  as  100  ft.  from  one  end 
of  it,  is  new  and  deserves  some  comment. 

To  me  this  feature  seems  objectionable,  mainly  because  it  would 
put  the  operator  somewhat  out  of  touch  with  the  requirements  of 
passing  boats,  but  also  because  it  would  prevent  that  vital  contact 
with  the  movement  of  the  span  which  goes  a  long  way  toward  pre- 
venting careless  operation.  I  have  been  present  during  operation* 
on  ten  hft  spans  of  this  type,  sometimes  as  operator,  and  sometimes 
as  observer,  and  feel  that  the  presence  of  the  operator  on  the  span  is, 
while  not  absolutely  necessary,  at  least  very  desirable;  and  that  if 
it  seemed  best  to  have  one  man  operate  both  the  track  signals  and 
the  lift  span,  it  would  be  better  to  place  the  signal  stand  on  the 
lift  span  than  the  span  master  controller  in  the  signal  tower.  This 
alternative  may  have  been  considered  in  the  case  under  disciission 
and  found  impossible,  but  it  was  done  very  satisfactorily  in  the  case 
of  the  C.  &  N.  W.  Ry.  bridge  over  the  Illinois  River  at  Pekin,  111. 
In  this  installation  all  track  switches  and  signals  are  thrown  elec- 
trically, but  this  is  not  necessarily  the  case,  as  demonstrated  by  the 
fact  that  at  least  one  of  the  lift  spans  now  in  operation  carries  on  its 
deck  some  twenty  lines  of  pipe  of  the  signal  system  which  auto- 
matically unjoint  at  both  ends  of  the  span  when  the  latter  is  lifted. 
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In  the  consideration  of  the  effect  of  acceleration.  Par.  22,  Mr. 
Howe  runs  afoul  of  fundamental  dynamics.  In  his  Formula  [9], 
Ki  =  C  (W  +  wl)j  Kt  denotes  the  total  kinetic  energy  of  the  mov- 
ing system,  W  the  weight  of  the  load,  wl  the  weight  of  the  rope,  and 
C  is  defined  as  the  factor  by  which  the  load  is  increased  due  to 
kinetic  energy.  This  definition,  however,  defective  as  it  is,  is  wholly 
at  variance  with  his  formula;  for  according  thereto  C  is  the  factor 
by  which  the  weight  of  load  plus  rope  must  be  multipUed  to  obtain 
the  kinetic  energy  and  has  nothing  to  do  with  an  increase  in  the 
load.  Owing  to  this  confusion  the  result  of  the  calculations  pre- 
sented in  Table  1  is  utterly  wrong. 

The  problem,  as  presented  by  Mr.  Howe,  is  perfectly  simple, 
yields  directly  to  the  application  of  the  most  fimdamental  law  of 
dynamics,  and  does  not  require  the  devious  route  of  operation  with 
kinetic  energy  and  the  subsequent  employment  of  formulsd  which 


1^ 


tt>i 


Fig  19    Diagram  to  Illustrate  Force  Required  to 
Accelerate  a  Loaded  Rope 

apply  only  to  uniformly  accelerated  motion.  Evidently  it  is  this: 
Referring  to  Fig.  19,  what  is  the  force  X  applied  to  the  end  of  a 
rope  weighing  wl  and  from  which  is  suspended  a  weight  W,  when 
the  system  is  to  receive  the  acceleration  a?  By  Newton's  law  the 
resultant  of  all  forces  equal  mass  times  acceleration,  whence 


jC-W-v,l  =  {^^)a 


or 


To  find  the  force  X  we  must  therefore  multiply  the  suspended 
weights  by  the  factor  f  1  +  -j  . 

For  example,  if  the  acceleration  is  17.93  ft.  per  sec*,  this  ^ctor 

17  93 
is  1  +  oo\£»  =  1.557,  whereas  the  value  given  in  Table  1  is  6.    If 
o^.lo 
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the  factor  of  safety  of  the  rope  for  static  load  was  10,  an  acceleration 
of  17.93  would  reduce  it  to  10/1.577  =  6.42  and  not  to  1.67  as  in 
the  table. 

It  should  be  remarked  that  in  Mr.  Howe's  consideration,  as  well 
as  in  the  corrected  formula  above,  the  rope  is  assumed  to  be  per- 
fectly rigid.  If  its  elasticity  is  taken  into  accoimt,  however,  the 
problem  becomes  much  more  complicated,  as  is  shown  in  the 
writer's  paper  on  Stresses  in  Machines  when  Starting  or  Stopping, 
page  155  ante. 

In  Pars.  39  to  46  Mr.  Howe  imdertakes  the  determination  of  the 
modulus  of  elasticity  of  a  strand  and  of  a  rope.  Now  a  formula, 
empirical  ones  excepted,  to  be  logical  must  be  the  translation  into 
mathematical  language  of  a  conception  or  definition.  What,  then, 
is  the  conception  or  definition  of  the  modulus  of  elasticity  of  a  rope? 
Mr.  Howe  gives  none;  but  the  one  heretofore  met  in  literature  on 
ropes  is  an  artificial  concept,  somewhat  akin  to  Yoimg's  modulus. 
The  latter,  as  is  known,  is  the  quotient  obtained  by  dividing  the 
tensile  stress  per  square  inch  by  the  elongation,  reckoned  per  unit 
of  length.  If,  therefore,  a  straight  prismatic  bar,  initially  of  length 
L  and  cross-section  A,  is  uniformly  loaded  normally  to  each  cross- 
section  by  a  force  P,  which  produces  the  elongation  AL,  Young's 
modulus  will  be  expressed  by 

^  =  J><aZ 

L 

Similarly  for  a  strand  or  a  rope;  with  this  difference,  however, 
that  P  is  the  force  applied  to  the  ends  of  the  strand  or  rope,  without 
specification  as  to  its  distribution,  and  that  A  is  not  the  cross-section 
of  the  rope  normal  to  its  axis,  but  is  the  aggregate  area  of  the  cross- 
sections  of  the  individual  wires.  However  that  may  be,  it  is  quite 
clear  that  in  an  analytical  determination  of  the*  modulus  of  elas- 
ticity of  a  rope,  the  first  object  is  the  derivation  of  the  elongation 
produced  in  it  by  a  given  force.  If  there  is  in  Pars.  39  to  46  any 
attempt  in  that  direction,  the  writer  would  be  glad  to  have  it  pointed 
out  to  him,  as  well  as  what  fundamental  conception,  for  instance, 
underlies  Formul©  [17]  and  [19]. 

Passing  now  to  the  discussion  of  Mr.  Howe's  formula  for  the 
stresses  in  a  bent  rope:  If  a  straight  cylindrical  bar  of  diameter  d 
and 'made  of  homogeneous  isotropic  material,  for  which  Young's 
modulus  is  Ej  is  given  a  curvature  of  diameter  Z),  we  know  from  the 
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theory  of  elasticity  (and  not  from  Reuleaux)  that  the  outer  fiber 
stress  is  expressed  by  S  =  Ed/D.  Mr.  Howe  merely  replaces  E 
by  En  the  modulus  of  elasticity  of  the  rope,  and  proclaims,  without 
further  proof,  the  so-modified  formula  to  be  the  true  one  with  which 
to  figure  the  stress  in  the  wires  of  a  bent  rope.  It  would  indeed  be 
gratifying  if  we  could  determine  the  elasticity  of  ropes  by  the  simple 
expedient  of  replacing  E  by  Er  in  the  known  formul®  of  the  theory 
of  elasticity,  but  can  we? 

For  example,  if  the  elongation  per  unit  length  of  a  bar  is  AL,  we 
know  that  the  tensile  stress  in  each  fiber  is  expressed  by  iS  =  AL  X  E. 
Now,  by  writing  S  —  ^LX  Er,  do  we  get  the  tensile  stress  in  the 
wires  of  a  rope  when  it  has  received  an  elongation  amounting  to 
AL  per  inch  of  length? 

Or  again,  the  relation  between  the  modulus  of  shear  0  and 

Yoimg's  modulus  is  expressed  by  G  =  ^t — nTn^'  ^  being  Pois- 

son's  ratio.  Do  we  obtain  the  modulus  of  shear  of  a  rope  (whatever 
that  may  be)  if  we  replace  E  by  Er? 

In  neither  of  these  examples  do  we  obtain  the  desired  result, 
which  shows  at  least  that  the  process  of  replacing  Er  by  E  is  not 
generally  permissible.  However,  it  is  also  not  permissible  in  the 
so-called  Reuleaux  formula,  as  the  following  will  show. 

In  the  determination  of  stresses  we  need  quantities  as  Yoimg's 
modulus  or  the  modulus  of  shear,  which  link  elementary  deforma- 
tions at  a  point  of  a  body  with  the  stresses  associated  with  them. 
The  modulus  of  elasticity  of  a  rope,  however,  links  together  the 
elongation  of  the  entire  rope  and  the  force  producing  the  elongation, 
reckoned  per  square  inch  of  the  aggregate  cross-sections  of  the  wires. 
Now  the  elongation  of  the  rope  is  not  the  same  as  that  of  the  wires 
composing  it;  for  a  strand,  for  example,  the  elongation  is  the  same 
as  that  of  the  center  wire,  but  is  different  for  each  successive  layer 
of  outer  wires.  The  elongation  of  a  rope  is  therefore  no  direct 
measure  for  the  state  of  deformation  of  a  mre.  Again,  the  force 
per  square  inch  of  the  aggregate  crossHsections  of  the  wires  bears  no 
direct  relation  to  the  stress  which  it  causes  in  the  individual  wires. 
The  modulus  of  elasticity  of  a  rope  is  therefore  a  purely  artificial 
concept,  not  connecting  the  stress  in  a  given  point  of  the  wire  with 
the  deformation  produced  by  it.  If  we  say  that  Yoimg's  modulus 
is  30,000,000,  we  express  the  fact  that  at  any  pgint  of  the  body  and 
in  any  direction,  a  pull  of  1  lb.  per  sq.  in.  produces  an  elongation  of 
1/30,000,000  in.    However,  if  we  say  that  the  modulus  of  elas- 
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ticity  of  a  rope  is  12,000,000,  we  mean  no  more  than  that  an  axial 
force  of  1  lb.  for  each  square  inch  of  croesHsection  of  the  wires  pro- 
duces an  elongation  of  the  rope  of  1/12,006,000  in.  per  unit  of  length, 
but  have  no  inkling  whatsoever  of  the  deformation  or  stress  in  a 
given  point  of  a  wire.  It  is  therefore  clear  that  where  E  and  Et 
stand  for  things  so  totally  different,  no  formula  of  the  theory  of 
elasticity  can  be  made  to  apply  to  ropes  by  merely  writing  £r 
for  E. 

Thb  Axtthor.  The  formula  as  proposed  by  Mr.  Hardesty, 
namely, 

/  =  £-^cosacosb 

will  give  as  applied  to  ordinary  6  x  19  wire  rope,  assuming  that 
cos  a  =  0.95  and  cos  h  =  0.95,  a  value  for  cos  a  cos  b  of  0.9025.  If 
this  is  multiplied  by  jB,  it  will  mean,  aasuming  jB  to  be  27,500,000  as 
proposed  by  the  writer  in  his  paper,  that  the  modulus  of  elasticity 
of  the  entire  rope  would  be  equal  to  the  product  of  0.9025  and 
27,500,000  or  24,818,750  lb.;  or  in  other  words,  the  modulus  of 
elasticity  of  the  wire  rope  would  be  only  about  10  per  cent  less 
than  the  modulus  of  the  straight  wires.  Experimental  proof  has 
shown  that  the  modulus  is  much  less  than  this,  as  will  be  noted  by 
reference  to  the  curves  shown  in  Figs.  6  and  7. 

Reference  has  been  made  by  Mr.  Hardesty  to  the  paper  by 
W.  R.  Chapman,  published  in  the  Engineering  Review  in  1908,  in 
which  Mr.  Chapman  gave  particulars  of  experiments  made  to  show 
the  value  of  the  bending  stress  in  wire  ropes.  In  that  paper  Mr. 
Chapman  gives  for  a  3i-in.-circumference  rope  (1.034  in.  diameter) 
a  bending  stress  of  18,945  lb.  over  a  3-ft.  sheave.  This  corresponds 
to  a  modulus  of  elasticity  of  approximately  24,300,000  lb.,  which 
agrees  with  Mr.  Hardesty's  formula.  However,  Mr.  Hardesty  is 
basing  his  conclusions  entirely  upon  the  Chapman  experiments,  so 
that  the  agreement  of  his  formula  with  the  Chapman  experiments 
is  by  no  means  conclusive  evidence  of  the  correctness  of  the  assump- 
tions which  have  been  made. 

The  entire  experimental  proof  of  Mr.  Chapman  rests  upon  a 
series  of  experiments  made  by  clamping  a  piece  of  wire  rope  in  a 
soUd  jaw,  suspending  this  rope  vertically  and  then  applying  various 
loads  at  the  end  of  this  rope  and  recording  the  deflections.  For 
ordinary  testing  where  the  material  being  tested  is  a  solid,  this 
method  would  probably|give  fairly  correct  results;   but  in  testing 
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wire  rope  in  this  manner,  very  serious  complication  has  been  allowed 
to  creep  in  which  completely  nullifies  the  results  obtained.  This 
will  be  readily  understood  when  the  structure  of  wire  rope  is  exam- 
ined. When  the  clamp  is  placed  upon  the  wire  rope,  it  is  boimd 
solid  and  no  action  can  take  place.  Furthermore,  the  lower  end  of 
the  wire  rope  must  be  held  solid  in  a  seizing  of  wire.  This  prevents 
any  play  of  the  strands  either  at  the  end  of  the  rope  or  at  the  point 
where  they  are  clamped.  The  distance  in  between  is  so  short  that 
it  seriously  affects  the  results  obtained,  because  it  gives  a  much 
greater  stiffness  to  the  rope  than  is  possessed  by  the  rope  under 
actual  working  conditions.  Any  person  who  has  handled  wire  rope 
knows  that  the  effect  of  binding  both  ends  of  a  short  piece  of  rope 
is  to  render  it  very  stiff.  If  the  piece  of  rope  is  lengthened,  this 
stiffness  is  overcome.  However,  experiments  of  this  kind,  while 
they  are  interesting,  do  not  give  true  results  as  to  the  working  of  a 
full-length  specimen  of  rope,  and  this  is  what  the  engineer  wants  to 
know.  Behavior  of  a  short  specimen  imder  bending  does  not  con- 
cern him.  It  is  what  the  specimen  will  do  when  it  is  put  to  work  in 
commercial  lengths  on  a  large  outfit. 

Taking  the  case  already  cited,  namely,  the  1.03-in.-diameter  rope 
working  over  a  3-f t.  sheave,  the  bending  stress  on  a  sheave  1  ft.  6  in. 
in  diameter  would  be,  according  to  Mr.  Chapman,  18.94  tons.  A 
rope  of  this  diameter  would  have  an  ultimate  strength  of  30  tons  for 
crucible  steel,  or  38  tons  for  plow  steel.  It  is  not  an  imusual  case  for 
a  derrick  to  be  equipped  with  rope  working  imder  these  conditions 
and  carrying  a  load  of  6  to  7  tons.  Were  the  bending  stresses  as  high 
as  these  Chapman  experiments  would  indicate,  the  life  of  the  rope 
would  be  exceedingly  short,  because  the  material  would  be  worked 
at  or  near  the  elastic  limit  at  all  times,  even  without  any  additional 
load.  Other  similar  cases  might  be  cited  wherein  these  conditions 
are  duplicated.  This  of  itself  is  conclusive  proof  that  the  bending 
stress  cannot  be  as  great  as  would  be  computed  either  by  the  Chap- 
man formula  or  by  Mr.  Hardesty's  formula  as  he  proposes  it. 

Were  the  stress  as  high  as  calculated  by  Messrs.  Chapman  and 
Hardesty,  wire  rope  would  give  practically  no  service  at  all  imder 
ihe  conditions  noted,  whereas  we  know  of  numerous  cases  where 
ropes  have  lasted  from  six  to  eighteen  months  under  conditions 
similar  to  those  just  noted.  The  practical  results  of  rope  operation 
offer  added  proof,  therefore,  that  the  bending  stress  is  a  much  smaller 
factor  than  indicated  by  Mr.  Hardesty's  calculations. 

Referring  to  the  discussions  of  Messrs.  Moeller  and  Brooks,  it 
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was^impossible  in  the  scope  of  a  single  paper  to  consider  the  entire  field 
of  wire-rope  usage,  and  that  side  was  therefore  taken  up  which  it  was 
thought  would  be  most  valuable  to  engineers;  the  author  being  fully 
aware  of  the  fact  that  in  tr^ting  the  matter  of  stresses  there  would 
come  requests  for  information  of  a  practical  character  as  to  their  effect 
and  different  conditions  governing  installations,  which  might  perhaps 
at  some  future  time  serve  as  the  subject  of  an  additional  paper. 

Mr.  Hymans  discusses  the  author's  formula  for  strength  of  strand 
(Wb  =^  S  +  6S cos 0)  on  the  basis  that  the  elongation  of  the  strand 
is  equal  to  the  elongation  of  the  center  wire.  This  is  not  true.  What 
actually  happens  when  the  strand  is  tested  to  destruction  is  that  the 
elongation  of  the  wires,  comes  into  play,  and  the  difference  between 
all  of  the  wires  having  absolutely  uniform  load,  theoretically  speak- 
ing, and  the  actual  condition  of  test  is  very  slight. 

For  example,  the  author  has  made  niunerous  tests  on  strands  of 
this  character  and  has  obtained  efficiencies  not  only  equal  but  some- 
times in  excess  of  those  shown  by  the  formula.    Similar  tests  have 
been  made  not  only  with  7-wire  strands  but  also  with  19-,  37-  and 
61-wire  strands.    The  explanation  of  this  is  that  there  is  sufficient 
elongation  in  the  various  wires  composing  strands  to  absorb  sUght 
differences  such  as  those  referred  to  by  Mr.  H3rmans,  which  do  not 
affect  the  material  result  by  an  appreciable  quantity.    For  instance, 
assuming  a  wire  having  an  elongation  of  6  per  cent  to  be  placed  in  a 
7-wire  strand,  the  difference  in  length  between  the  inside  or  center 
wire  and  6  surroimding  wires  would  be  about  1  per  cent.    In  a  direct 
pull,  therefore,  the  difference  in  load  between  the  center  wire  and  the 
6  surroimding  wires  could  not  exceed  1  per  cent.    This  would  mean 
that  0.06  per  cent  less  elongation  would  be  required  on  the  center 
wire  than  on  the  6  surrounding  wires  in  order  to  have  a  condition 
so  that  all  7  wires  would  theoretically  break  at  the  same  instant. 
This  is  a  uniformity  of  material,  however,  closer  than  it  is  possible  to 
secure,  because  in  normal  manufacture  wires  would  vary  in  elongation 
anywhere  from  6  to  8  or  9  per  cent.    We  need  not  therefore  take  into 
account  any  small  variation  in  our  theoretical  calculations  which  is 
entirely  wiped  out  or  offset  by  the  greater  variations  in  the  materials 
with  which  we  are  dealing. 

In  the  case  of  the  strands  just  mentioned,  it  would  be  impossible 
to  choose  6  wires  with  an  elongation  of  exactly  6  per  cent  and  one 
wire  with  exactly  5.94  per  cent.  We  would  get  wires  on  which  con- 
tinuous tests  with  the  same  wire  would  show  variations  anywhere 
from  6  to  8  per  cent,  based  upon  a  length  of  10  in. 


DISCUSSION  1093 

The  matter  referred  to  by  Mr.  Hymans,  therefore,  is  of  a  similar 
character  to  a  differential  of  the  second  order  as  compared  with  a 
differential  of  the  first  order  in  calculus,  where  it  is  always  customary 
to  drop  differentials  of  the  second  order. 

This  and  other  points  in  regard  to  rope  and  strand  matters  might 
be  dwelt  upon  at  length  sufficient  to  fill  an  entire  volume  without, 
however,  materially  affecting  the  results  obtained  by  the  formula  as 
given  in  the  paper. 

In  the  development  of  the  formula  given  in  the  paper  the  factor 
C  is  evidently  what  Mr.  Hymans  does  not  understand.  This  is  a 
numerical  factor.  For  instance,  if  a  rope  is  working  on  a  factor  of 
safety  of  10,  the  load  due  to  acceleration  is  double  and  the  factor  C 
is  1.  In  other  words,  C  represents  unity  under  this  condition.  For 
other  conditions  it  represents  a  value  greater  or  less  than  1,  depending 
on  whether  the  acceleration  producing  the  stress  is  greater  or  less 
than  the  assumed  value. 

When  a  load  is  hoisted  vertically,  energy  is  required  in  excess  of 
the  amount  of  the  dead  load.  The  amount  of  this  energy  depends 
upon  the  speed.  The  greater  the  acceleration,  the  greater  the  amount 
of  energy  expended  and  the  greater  the  pull  of  the  cable  during  the 
lifting. 

Mr.  H3anans  submits  a  proof  by  a  different  method  that  the  de- 
ductions arrived  at  by  the  formula  are  incorrect  and  utterly  wrong. 
He  asks  the  question.  When  is  the  system  to  receive  the  acceleration 
a?  Immediately  after  Formula  [11]  in  the  paper  it  is  stated  that 
if  ^  is  unity  the  acceleration  will  be  8.02  v^.  The  acceleration, 
therefore,  is  for  one  second.  As  a  matter  of  fact,  this  formula  and 
the  deductions  therefrom  have  been  checked  by  practical  application 
to  a  number  of  mine-hoisting  operations  where  ropes  have  broken  in 
two  due  to  the  acceleration  factor,  and  the  results  have  shown  that 
the  figures  given  are^correct. 

It  is  unnecessary  to  enter  into  an  extended  discussion  of  Mr. 
Hymans'  comments  except  to  say  that  a  moving  body  when  brought 
to  rest  suddenly  expends  an  energy  equal  to  rnV^/2g.  The  same 
energy  in  pounds  is  expended  when  a  load  is  lifted  quickly  imder 
velocity  F.  The  tables  given  are  based  upon  uniform  acceleration 
of  certain  stated  amounts  per  second.  Table  1  shows  the  effect  upon 
a  rope  having  no  elongation.  Table  2  shows  the  amount  of  extension 
which  various  lengths  of  rope  have,  using  an  increase  of  load  equal  to 
unity.  The  effect  of  this  extension  is  to  reduce  and  partially  neutral- 
ize the  stress  due  to  acceleration. 
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Mr.  Hymans  further  asks,  What  is  the  conception  or  definition  of 
modulus  of  elasticity  of  a  rope?  No  di£ference  in  definition  is  neces- 
sary between  the  modulus  of  elasticity  of  a  rope  and  that  of  bar  steel 
or  any  other  similar  material.  This  conception  of  rope  is  not  entirely 
new,  because  there  are  some  cases  in  technical  literature  where  it 
can  be  foimd.  I  would  refer  Mr.  Hymans  to  a  book  known  as  Die 
Drahtseile  (The  Wire  Rope),  by  Joseph  Hrabak,  published  in  1902, 
in  the  seventh  chapter  of  which  will  be  foimd  results  of  tests  of 
modulus  of  elasticity. 

Tests  have  also  been  made  by  various  universities  and  engineering 
schools,  including  the  University  of  Illinois  and  the  Worcester  Poly- 
technic Institute,  along  with  numerous  tests  by  the  author,  so  that 
there  is  no  more  reason  for  doubting  the -modulus  of  elasticity  of  a 
wire  rope  than  there  is  for  doubting  Young's  modulus  on  soUd  steel 
or  any  other  metal.  Further  conunents  upon  this  conception  would 
seem  lumecessary. 

Mr.  Hymans  refers  to  Formula  [17]  and  asks  for  a  fundamental 
conception.  If  a  strand  is  composed  of  several  layers  of  wires,  each 
one  possesses  its  own  modulus  based  upon  the  angle  of  lay.  If  the 
angle  of  lay  is  uniform  for  all  layers,  then  there  is  one  modulus  for 
the  entire  strand.  Formula  [17]  is  arranged  to  take  into  account  any 
difference  that  there  might  be  in  a  strand  due  to  different  angles  of 
lay,  so  that  an  average  modulus  of  the  entire  strand  can  be  obtained. 
The  same  is  true  of  Formula  [19],  which  applies  to  compound  rope 
instead  of  a  strand. 

Mr.  Hymans  now  refers  to  the  matter  of  the  formula  for  bending 
stress  in  a  rope,  namely,  S  =  Erd/Df  and  in  his  discussion  brings  in  the 
modulus  of  shear.  The  conception  of  bending  brings  up  the  question 
of  tension  or  compression,  but  not  of  shear,  as  it  will  be  readily  under- 
stood by  all  engineers.  In  this  connection  Hrabak's  book  also  con- 
tains information  in  support  of  the  conception  for  bending  already 
referred  to,  and  in  rope,  as  in  any  other  material,  we  must  consider 
facts  as  they  are  and  not  perhaps  as  we  would  like  to  have  them.  No 
greater  variation  in  modulus  of  elasticity  of  rope  exists  for  any 
definite  construction  than  exists  in  plain  steel  for  the  value  of  Young's 
modulus. 

Mr.  Hymans  brings  in  the  question  of  the  elongation  of  rope  wire 
in  connection  with  the  elongation  of  rope.  Arriving  at  the  modulus 
of  elasticity  within  the  elastic  limit,  no  permanent  elongation  takes 
place  in  a  single  wire  and  no  permanent  elongation  takes  place  in  a 
rope  for  the  same  reason.    Hence  the  question  of  elongation  does  not 
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have  a  bearing  upon  the  question  of  modulus  of  elasticity.  A  piece 
of  steel  on  a  test  will  return  to  its  original  position.  A  piece  of  wire 
cable  will  also  return  to  approximately  its  original  position  if  tested 
within  the  elastic  limit  of  the  material,  the  only  difference  being  that 
owing  to  a  sUght  compression  of  the  hemp  center  on  the  heavy  loads, 
there  will  be  a  sUght  permanent  set.  Repeated  tests,  however,  will 
not  increase  this  set  but  will  leave  the  inodulus  as  originally  deter- 
mined. 
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THE  LARGE  STEAM   TURBINE 

By  J.  F.  Johnson,  P*ittbbubgh,  Pa. 
Member  of  the  Society 

Tfie  devdopmenl  of  ihe  large  steam  titrbinef  which  has  taken  place  within  recent 
years f  is  largely  atiribiUable  to  the  rapid  growth  oj  the  eUctrie-poioer  industry,  and  the 
records  of  performance  of  fourteen  turbines  varying  in  capacity  from  30,000  to  70,000 
kw,  which  the  author  presents  and  which  cover  a  period  of  four  years,  are  accordingly 
of  interest  in  showing  the  reliability  of  such  large  units  and  exceedingly  valuable  as 
evidence  of  the  service  to  be  expected. 

The  design  of  such  large  units  naturaUy  presents  many  problems,  and  those 
relating  to  steam  areas,  rotor  speed,  blade  proportion,  number  of  stages  and  rotor 
dimensions  are  dealt  with  by  the  author  at  some  length.  The  construction  of  such 
large  units  also  involves  many  problems,  and  those  dealing  with  exhaust  chambers, 
cylinders,  beariiigs,  oUrcirculating  and  cooling  systems,  couplings,  etc,,  are  briefly 
discussed, 

T^HE  remarkable  growth  of  the  electric-power  industry  during 
recent  years  has  been  paralleled  by  an  equally  remarkable 
development  of  steam-turbine-driven  generating  imits.  So  rapid 
has  been  this  development  that  frequently  before  the  first  machine 
of  a  new  design  was  completed  another  of  materially  greater  capacity 
and  higher  efficiency  was  being  designed. 

2  While  machines  of  15,000  kw.  capacity  were  put  into  opera- 
tion as  early  as  1908,  their  use  did  not  become  general  until  1913; 
and  yet  today  nearly  every  one  of  what  may  be  called  oiu:  large 
generating  stations  has  at  least  one  imit  of  30,000  kw.  capacity  or 
larger. 

3  Has  this  growth  been  natural  and  healthy,  or  has  it  been 
forced?  Will  the  tendency  be  toward  larger  imits  or  will  a  reversion 
to  smaller  sizes  occur?  If  such  reversion  occurs,  will  it  be  the  result 
of  faulty  engineering,  born  of  overconfidence  on  the  part  of  the 
builders  or  users  of  the  apparatus,  or  because  imits  of  30,000  kw.  and 
larger  are  too  large  for  the  present  and  immediate  future  requirements 
of  our  large  power-generating  stations? 


.Abstract  of  a  paper  presented  at  a  meeting  of  the  Philadelphia  Section  of 
The  American  Socibtt  of  Mechanical  Engineers,  November  26,  1918. 
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4  In  our  chief  industrial  centers  the  electric-power  industry  has 
attained  its  broadest  development.  Here  the  appeal  of  ''Do  It 
Electrically"  has  gained  a  universal  response.  As  a  result  power 
consumption  per  imit  of  area  has  reached  high  values  and  this  has 
encouraged  the  formation  of  large  pubUc-service  companies,  both  by 
means  of  development  and  by  means  of  consoUdation  of  smaller  ones. 
Moreover,  a  careful  analysis  of  the  present  appUcations  of  electric 
power  will  not  disclose  a  likelihood  of  serious  decrease  in  any  of  them. 
On  the  other  hand,  there  are  many  applications  in  which  marked 
future  growth  seems  certain.  Important  among  these  are  the  separa- 
tion and  purification  of  metals,  the  use  of  the  electric  furnace  in 
metallurgy,  and  the  electrification  of  our  present  steam  railroads. 
There  can  be  no  doubt  that  the  electric-power  industry  is  today  only 
in  the  midst  of  a  rapid  and  healthy  growth. 

5  In  designing  machines  of  large  capacity,  the  selection  of  the 
number  and  sizes  of  units  in  a  station  of  given  capacity  is  most 
important  since  this  selection  materially  affects  the  total  cost  of 
power  generated.  If  the  sizes  of  imits  be  too  small,  the  cost  per 
kilowatt  of  the  completed  station  will  be  greater,  the  maintenance 
and  operating  expenses  higher,  the  efficiency  lower,  and  the  relia- 
biUty  at  least  no  greater  than  if  the  proper  sizes  are  used.  On  the 
other  hand,  if  the  units  be  too  large,  the  cost  per  kilowatt  installed 
may  be  too  great  because  of  the  greater  reserve  capacity  required, 
and  the  efficiency  may  even  be  lower  by  reason  of  the  units  operating 
at  loads  too  far  below  their  points  of  best  efficiency. 

6  Take  for  example  a  district  with  a  maximum  peak  require- 
ment of  600,000  kw.  To  insure  proper  reliability  it  is  decided  to 
generate  in  three  stations  of  approximately  equal  sizes.  Assume 
that  these  stations  will  normally  always  operate  in  parallel  and  that 
there  will  be  one  spare  unit  for  each  five  in  service  during  the  peak. 
If  20,000-kw.  imits  were  used,  there  would  be  30  operating  and  six 
spares,  a  total  of  36  units,  12  in  each  station.  If  30,000-kw.  imits 
were  used,  there  would  be  20  operating  and  four  spares,  a  total  of  24 
imits,  eight  in  each  station.  If  40,000-kw.  imits  were  used,  there 
would  be  15  operating  and  three  spares,  a  total  of  18  units,  six  in  each 
station.  If  60,000-kw.  units  were  used,  there  would  be  ten  operating 
and  two  spares,  a  total  of  12,  four  in  each  station. 

7  If,  in  order  to  remove  from  this  consideration  of  ideal  size  of 
units  conditions  imposed  by  the  design  of  the  apparatus,  it  is  assumed 
that,  irrespective  of  the  size,  the  reliability,  efficiency,  and  purchase 
price  per  kilowatt  will  be  the  same,  then  the  best  results  are  to  be 
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expected  with  either  the  40,000-  or  60,000-kw.  eises,  because  the 
installation  and  operating  costs  would  be  leas  per  kw. ;  the  efficiency 
higher  because  of  the  higher  efficiency  of  the  larger  unite;  and  the 
rehabiUty  greater  because  of  the  smaller  number  of  operations  of 
starting  and  stopping  and  cutting  in  and  out  of  service  of  units 
necessary. 

8  In  so  far  as  conditions  affected  by  the  design  of  units  are  con- 
cerned, it  is  quite  generally  appreciated  that  in  sizes  up  to  at  leaat 
30,000  kw.  capacity  higher  efficiency  at  the  same  cost  per  kilowatt  is 
obtainable  purely  by  reason  of  the  larger  size,  and  a  still  higher 
efficiency  for  a  slight  increase  in  cost  per  kilowatt;  and  it  has  been 
quite  conclusively  demonstrated  that  as  high  a  degree  of  reliability 
is  obtunable  in  these  larger  unite  as  in  the  smaller  ones.    Fig.  1 


Turbln*  Copacify  in  Kilenvott*. 
Fig.  1    Rblativii  Stbaii  Conbuuption  fob  Unttb  or  Vabioub 
Capacities  Designed  roB  Equal  Cobt  pes  KiiAArt.Tr 

shows  the  approximate  relative  steam-consumption  rate  of  units 
varying  from  5000  kw.  to  40,000  kw.,  but  all  designed  for  the  same 
cost  per  kilowatt. 

9  Appreciating  the  need  of  generating  unite  of  large  capacities 
in  the  future  growth  of  the  electric-power  industry,  the  engineering 
staff  with  which  the  writer  is  associated  took  up  several  years  ago  the 
work  of  designing  such  machines,  assured  themselves  of  their  feasi- 
bility, and  advocated  their  use.  A  number  of  them  have  been  in 
operation  several  years,  and  their  expected  excellence  as  to  reliabihty 
and  efHciency  has  been  fully  verified. 

RECORD  OF  PERFORMANCE  OF  LAROE  TURBINE  UNITS 

10  Up  to  the  present  time  14  unite  have  been  sold,  varying  m 
capacity  from  30,000  to  70,000  kw.  maximum.    Of  these  10  have 
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been  placed  in  service  and  seven  of  them  have  been  in  service  for 
periods  varying  from  1  to  5  years.  The  record  of  these  machines  in 
operation  should  emphatically  remove  any  doubt  as  to  the  com- 
mercial possibility  of  units  of  large  capacity,  and  satisfactorily  prove 
that  at  least  within  limits  not  reached,  increase  in  size  need  not 
impair  reliability,  and  may  improve  efficiency. 

11  The  first  three  of  these  lunts,  which  are  exact  duplicates  of 
each  other,  were  sold  to  the  Interborough  Rapid  Transit  Company  of 
New  York.  They  are  of  the  two-cylinder,  cross-compound,  pure 
reaction  type,  30,000  kw.  maximum  rating  with  point  of  hi^est 
efficiency  at  25,000  kw.,  operating  with  205  lb.  steam  pressure,  120 
deg.  fahr.  superheat  and  29  in.  of  vacuum  referred  to  30  in.  The 
high-pressure  cylinder  operates  at  1500  r.p.m.  and  the  low-pressure 
at  750  r.p.m. 

12  The  first  one  was  put  in  service  December  30,  1914,  the 
second  in  February  and  the  third  in  August  1915.  Very  elaborate 
and  exact  steam-consumption  tests  were  conducted  by  the  purchaser 
on  the  first  of  these  lurits.^ 

13  These  units  have  been  operating  on  an  average  of  from  16  to 
20  hours  per  day,  on  fluctuating  railway  loads  of  from  10,000  to 
30,000  kw.  With  the  first  and  third  no  trouble  has  been  experienced 
and  they  have  been  ready  at  all  times  for  any  service  within  their 
designed  capacity  except  during  periods  of  inspection.  In  the  case 
of  the  second  the  labyrinth  packing  on  the  balance  pistons  of  the  high- 
pressure  element  has  failed  three  times,  requiring  renewal  of  some 
parts.  The  cause  of  these  failures  was  supposed  to  have  been 
improper  adjustment,  but  investigations  following  the  third  failure 
indicated  excessive  lost  motion  in  the  thrust  bearing  and  heavy  dis- 
tortional  stresses  due  to  rigid  bracing  of  the  steam  pipe  near  the 
turbine  as  the  probable  causes. 

14  The  fourth  unit,  placed  in  operation  in  the  Northwest  Station 
of  Commonwealth  Edison  Company,  Chicago,  in  September  1917, 
consists  of  a  tandem^ompound  pure  reaction  turbine,  direct- 
connected  to  a  single  generator.  It  has  a  rating  of  30,000  kw.  with 
an  overload  capacity  of  500'.  kw.,  operating  with  220  lb.  steam 
pressure,  200  deg.  superheat,  29  in.  of  vacuum,  1200  r.p.m.  (See 
Fig.  2.) 

15  A  few  hours  after  being  put  into  service,  subsequent  to  com- 
pletion of  erection,  the  labyrinth  packing  on  the  low-pressure  element 

1  See  paper  by  H.  G.  Stott  and  W.  S.  Finlay,  Jr.,  Tran8.Am.Soc.M.E.,  vol. 
38,  p.  655. 
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failed,  due  to  buckling  of  the  turbine  cylinder,  caused  by  rigid  piping 
connections  between  the  two  surface  condensers  which  were  bolted 
rigidly  to  the  two  exhaust  openings  on  the  turbine  and  thus  pre- 
vented the  condensers  from  translating  with  the  turbine  as  its  tem- 
perature increased.  Temporary  repairs  were  made  locally  and  the 
unit  put  in  service  in  about  four  weeks.  It  has  been  operating  almost 
continuously  since,  carrying  loads  as  high  as  40,000  kw.  In  one 
instance  it  was  kept  on  the  line  for  71  days  and  then  taken  off  only  in 
order  to  dean  the  condenser.  Material  for  making  permanent  repairs 
to  the  labyrinth  packing  was  shipped  to  the  station  within  a  few 
months  after  the  accident,  but  the  piu'chaser  has  not  yet  given  per- 
mission to  take  the  unit  out  of  service  long  enough  to  install  it. 

16  The  fifth  unit,  a  30,000-kw.,  pure  reaction,  single-cylinder 
machine,  operating  on  200  lb.  steam  pressure,  100  deg.  superheat, 
29  in.  vacuum,  Was  placed  in  operation  in  the  Gold  Street  Station  of 
the  Edison  Electric  Illuminating  Company  of  Brooklyn,  in  October 
1917.  Owing  to  congestion  in  the  shops  and  lU'gency  of  shipment, 
this  tiu'bine  was  not  operated  prior  to  shipment.  The  overspeed  test 
was  made  after  installation.  No  correction  of  balance  was  necessary, 
and  with  the  exception  of  a  few  leaks  in  the  oiling  system,  and  the 
breaking  of  a  defective  gear  on  the  oil-pump  drive,  no  trouble  of  any 
sort  has  been  experienced.  It  has  been  available  for  service  at  all 
times  and  has  been  operating  approximately  continuously,  except 
over  Sundays  and  when  necessary  to  dean  the  condensers,  at  average 
loads  of  approximatdy  23,000  kw.,  and  peak  loads  as  high  as  32,000 
kw.    (See  Rg.  3.) 

17  The  sixth  unit,  placed  in  service  in  December  1917  in  the 
Kent  Avenue  Station  of  Brooklyn  Rapid  Transit  Company,  is  a 
duplicate  of  the  fifth  machine.  Immediatdy  after  its  installation 
a  rebalancing  of  both  tiu'bine  and  generator  rotors  was  necessary. 
After  having  been  in  service  approximatdy  10  months,  the  thrust 
bearing  overheated  and  wiped  some,  but  did  not  damage  any  other 
part  of  the  machine.  When  opened  for  inspection  it  was  found  that 
the  lab3Tinth  packing  strips,  which  were  made  of  an  aluminum  alloy, 
were  considerably  corroded  by  the  action  of  strong  alkalies  used  at 
this  plant  for  treating  feedwater;  and  two  rows  of  blading  in  the 
high-pressure  portion  of  the  machine  were  found  to  have  been  dam- 
aged at  some  previous  time,  probably  by  fordgn  matter  or  a  defective 
blade. 

18  The  seventh  unit  is  a  40,000-kw.,  60-cyde,  cross-compound 
machine,  installed  in  the  Brunot's  Island  Station  of  the  Duquesne 
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Light  Company,  and  placed  in  service  in  December  1917.  (See 
Fig.  4.)  The  high-pressure  element  of  this  machine  operates  at 
1800  r.p.m.,  and  the  low-pressure  at  1200  r.p.m.  This  imit  has  been 
in  regular  service  carrying  loads  normally  of  from  30,000  to  40,000 
kw.  and  peaks  as  high  as  50,000  kw.  On  February  18,  1918,  while 
operating  the  machine  to  correct  the  balance  of  one  of  the  generators, 
the  main  bearing  at  the  coupling  end  of  the  high-pressure  turbine 
burned  out,  apparently  due  to  interruption  of  oil  service  to  that 
bearing.  This  let  the  spindle  down  sufficiently  to  cause  rather  heavy 
blade  rubs  throughout  the  machine.  The  bearing  was  rebabbitted 
and  the  machine  put  back  into  service  without  any  other  work  being 
done  except  rechecking  the  clearances  and  placing  a  balance  weight 
on  ihe  spindle  to  correct  for  the  weight  rubbed  off  the  blades. 

19  In  July  the  generator  was  damaged  by  electrical  trouble,  and 
while  this  repair  was  being  made  both  elements  of  the  turbine  were 
dismantled.  The  high-pressure  rotor  was  returned  to  the  shops  and 
the  damaged  blading  replaced  and  rebalanced.  New  blading  was 
also  installed  in  the  stator  to  restore  original  clearances  and  original 
efficiencies.  Inspection  of  the  low-pressure  element  revealed  several 
broken  blades  which  had  slightly  damaged  the  rest  of  the  blading 
in  their  rows,  requiring  replacement  of  approximately  U  rows  of 
blading  on  each  end  of  the  machine. 

20  The  eighth  imit,  practically  a  duplicate  of  the  seventh,  rated 
at  45,000  kw.  maximum,  was  placed  in  service  for  the  Narragansett 
Electric  light  Company  in  Providence  in  January  1918.  In  placing 
this  machine  in  service  the  labyrinth  packing  on  the  high-pressure 
was  damaged,  due  to  improper  adjustment,  which  necessitated 
temporary  repairs,  keeping  the  machine  out  of  service  until  about 
March.  Since  then  no  trouble  has  been  experienced  except  some 
distortion  of  the  couplings  caused  by  a  series  of  violent  short-circuits. 
Permanent  repairs  to  the  labyrinth  packing  have  been  made  and  n 
coupling  parts  are  to  be  installed  in  the  near  future.  In  the  mean- 
time tlie  old  parts  are  operating  satisfactorily  without  any  evidence 
of  distress.  This  machine  operates  on  loads  as  low  as  5000  kw.,  and 
has  carried  a  peak  load  of  50,000  kw.  for  periods  o^from  four  to  five 
minutes. 

21  The  ninth  unit  is  a  70,000-kw.,  three-cylinder,  cross-com- 
pound, 25-cycle  machine,  installed  for  the  Interborough  Rapid 
Transit  Company  in  New  York.  The  one  low-pressure  element  was 
placed  in  service  April  18,  1918,  operating  on  high-pressure  steam. 
The  high-pressure  element  was  placed  in  service  August  21,  operating 
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in  connection  with  the  low-pressure  one  sire&dy  installed,  and  the 
second  low-pressure  element  was  placed  in  service  October  9.  8<Hne 
intermittent  vibration  trouble  appeared  on  the  first  low-pressure 
machine,  the  reason  for  which  was  found  to  be  lack  of  sufficient  clear- 
ance on  one  of  the  spindle  rings,  causing  distortion  during  expansion. 
After  this  was  corrected  no  further  trouble  was  experienced  except 
the  breaking  of  a  few  defective  blades  on  the  intermediate  stage  of 
the  second  low-pressure  element.    This  unit  is  equipped  with  a  con- 


Pio.  5    70,000-Kw.  Threk-Ctlindeb  Cbosb-Coupotjnd  Tubbini:, 
Intebbobouoh  Rapid  Transit  Co.,  Nxw  Yobk 

troUing  mechanism  for  cutting  any  element  out  of  service,  ^ther 
automatically  or  tnanually,  without  disturbing  the  other  two.  These 
features  have  been  given  a  thorough  tryout  and  have  verified  all  ex- 
pectations as  to  flexibihty.  In  regular  service  it  has  carried  loads  as 
high  ea  55,000  kw.,  with  swings  up  to  61,000  kw.  This  turbine  k 
shown  in  Fig.  5. 

22    While  these  records  do  not  show  perfection  in  all  respectB, 
they  do  e^diibit  sufficieiit  evidence  to  prove  that  do  inherent  or  hade 
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defects  in  design  or  difficulties  in  construction  or  operation  have  been 
encountered. 

23  With  one  exception  no  important  part  of  any  one  of  these 
units  has  ever  been  retiuned  to  the  works  for  replacement,  altera- 
tion, or  repair.  The  high-pressure  rotor  of  the  Duquesne  Light 
Company  imit  was  returned  to  the  shops  for  checking  for  truth 
and  reblading. 

NOTES  ON  DESIGN  AND  CONSTRUCTION 

24  The  theoretical  design  of  a  steam  turbine  is  in  itself  quite 
simple.  The  proper  steam  path  for  any  assumed  rate  of  steam  flow, 
given  the  number  of  stages  and  areas  through  each  for  any  assumed 
blade  velocity  and  ratio  of  steam  velocity  to  blade  velocity,  may  be 
determined  with  the  aid  of  a  steam  table  or  sufficiently  accurate 
MoUier  diagram. 

25  The  successful  practical  design,  however,  is  quite  involved, 
comprising  many  problems  worthy  of  the  highest  engineering  skiU. 
Many  conflicting  factors  must  be  judiciously  combined  in  order  to 
secure  the  best  design  and  one  which  will  best  serve  the  intended 
purpose. 

26  In  this  as  in  all  other  arts,  experience  is  the  great  teacher, 
and  highest  success  is  attained  only  after  years  of  growth  and  adher- 
ence to  the  same  basic  design,  the  principles  of  which  must  be  right 
and  therefore  susceptible  of  the  highest  development. 

27  To  begin  with,  the  engineer  must  have  a  clear  vision  of  his 
ideal  —  his  turbine  made  perfect  in  every  detail.  This  must  be  the 
standard  toward  which  he  constantly  strives,  deviating  from  it  only 
as  compelled  to  in  compromising  between  confficting  factors.  In  this 
ideal  reliability  and  general  operative  excellence  must  stand  out  as  the 
dominating  characteristics,  because  above  all  things  the  machine 
must  be  dependable  to  deliver  its  rated  capacity  of  kilowatts  upon 
demand;  second  to  this  comes  efficiency ,  because  it  must  in  compe- 
tition with  other  units  yield  a  profit  for  the  owner;  and  third  comes 
cost,  because  the  unit  must  be  salable  in  competition. 

28  Steam  Areas.  The  first  and  perhaps  greatest  single  problem 
is  suggested  in  the  theoretical  design:  it  is  to  provide  areas  suitable 
to  accommodate  the  enormous  increase  in  volume  of  the  steam  while 
passing  through  the  turbine.  Assume  steam  supplied  at  the  throttle 
at  250  lb.  gage  pressure  and  150  deg.  superheat.  This  enters  the 
first  stage  at  a  pressure  of  about  255  lb.  absolute  and  specific  volume 
of  2.28  cu.  ft.  per  lb.  (allowing  10  lb.  drop  through  the  throttle  and 
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inlet  valves).  It  leaves  the  last  stage  at  380  cu.  ft.  per  lb.  when  28^ 
in.  is  maintained  by  the  condenser,  and  550  cu.  ft.  per  lb.  when  29  in. 
is  maintained;  that  is,  the  volmne  when  exhausting  to  28^  in.  vacuum 
is  166^  times,  and  when  exhausting  to  29  in.  is  241  times  as  large  as 
it  is  at  the  entrance.  This  means  that  if  the  rate  of  steam  flow  be  such 
as  to  require  an  18-in.  steam-inlet  pipe,  and  if  its  velocity  be  main- 
tained the  same  through  the  exhaust  as  through  the  inlet  pipe,  then, 
when  expanding  to  28^  in.  vacuum  the  exhaust  opening  will  have 
to  be  19  ft.  4  in.  in  diameter,  and  when  expanding  to  29  in.  vacuum 
23  ft.  4  in.  in  diameter.  If,  further,  the  mean  diameter  and  exit 
angle  of  all  the  rows  of  blading  be  the  same  and  the  ratio  of  blade 
speed  to  steam  speed  be  the  same  in  each,  thereby  keeping  the 
theoretical  efficiency  of  all  stages  equal,  and  if  these  blade  and  steam 
speeds  be  so  chosen  as  to  fix  the  height  of  blades  in  the  first  stage  at 
one  inch,  the  last  row  will  have  to  be  approximately  13  ft.  lOJ  in. 
if  designed  for  28^  in.  vacuum,  and  20  ft.  1  in.  if  designed  for  29  in. 
vacuiun.  The  impracticabiUty  of  adhering  to  such  proportions  in 
actual  designs  is  obvious. 

29  Rotor  Speeds  and  Blade  Proportions,  Here  is  where  the 
combining  of  conflicting  factors  begins.  In  the  first  stages  the  areas 
and  blade  heights  should  be  kept  large  in  order  to  reduce  the  losses, 
and  in  the  low-pressure  stages  they  must  be  sacrificed  on  account  of 
practicable  limits  of  mechanical  design.  In  single-cylinder  machines 
where  the  blading  is  all  on  the  same  spindle,  the  problem  becomes 
doubly  difficult. 

30  The  first  determination  is  that  of  rotative  speed,  which  is 
usually  not  difficult  to  make  since  the  frequency  of  the  generator 
restricts  the  permissible  speeds  to  a  few  and  these  are  rather  widely 
separated.  The  limiting  capacities  at  the  various  permissible  rota- 
tive speeds  for  which  generators  can  be  built  must  also  be  considered, 
although  at  the  present  time  the  practicable  limits  of  turbines  and 
generators  are  reached  at  approximately  the  same  capacities  except 
in  the  case  of  single-phase  generators.  With  these  the  limiting 
capacities  are  very  much  less  than  with  polyphase  generators. 

31  The  chief  factor  in  the  selection  of  the  rotative  speed  is  the 
design  of  the  last  row  of  blades  with  reference  to  height,  diameter 
and  exit  angle,  because  this  is  the  most  important  stage  in  the  entire 
turbine.  In  it  the  mechanical  stresses  and  fatiguing  effect  of  vibra- 
tion, the  B.t.u.  drop,  and  physical  dimensions,  are  all  greatest. 
Consequently,  upon  it  depends  largely  the  reliabiUty,  efficiency,  and 
cost  of  the'unit. 
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32  Here  must  be  considered  the  alternatives  of  a  higher  rotative 
speed  with  the  low-pressure  stage  made  multiflow  as  against  a  slower 
rotative  speed  and  single-flow  construction.  The  length  of  blades 
must  not  be  excessive  with  reference  to  the  diameter,  not  only  because 
of  the  higher  stresses  in  the  blades  and  rotor,  but  also  because  the 
difference  in  velocity  in  the  blades  and  their  tips  and  at  their  roots, 
as  well  as  the  difference  il  blade  spacing,  will,  if  too  great,  materially 
impair  the  efficiency. 

33  On  the  other  hand,  if  the  area  through  the  blades  be  restricted, 
the  steam  velocity  will  become  too  high  and  the  bearing  losses  too 
great.  If  this  restriction  is  carried  to  the  extreme,  the  steam  in 
passing  through  the  last  row  of  blades  may  reach  its  critical  velocity 
without  expanding  entirely  down  to  the  condenser  pressure,  in  which 
event  the  remainder  of  the  expansion  takes  place  in  the  form  of  an 
explosion  upon  leaving  the  blade  passages,  and  from  it  only  a  small 
percentage  of  the  energy  is  recovered. 

34  In  order,  therefore,  to  secure  the  most  fatisfactory  design  for 
the  last  stages,  and  to  permit  the  stresses  or  physical  dimensions  with 
the  ever-present  cost  from  becoming  prohibitive,  several  compromise 
features  should  be  employed. 

35  The  first  of  these  consists  of  increasing  the  roto  *  diameter  and 
blade  heights  until  the  safe  limit  of  stress  is  reached,  kec^ping  Ihe 
blade  height  within  approximately  one-fourth  of  the  n^tor  diameter 
as  a  limit  of  good  practice.  The  materials  of  which  the  rotor  and 
blades  are  made  will  of  course  determine  the  safe  stresses,  and  on 
account  of  the  great  import  of  safety  and  reUabihty  in  these  parts, 
only  good  quality  of  plain  or  5  per  cent  nickel  low-carbon  steels  should 
be  used.  These  are  commercially  common  materials,  uniform  in 
quality  and  do  not  require  sensitive  heat  treatments. 

36  For  rotors,  cast  or  forged  steel  having  a  tensile  strength  of 
70,000  lb.,  true  elastic  limit  of  28,000  to  30,000  lb.  and  elongation  of 
18  per  cent  in  2  in.  may  be  stressed  to  20,000  lb.  per  sq.  in.,  and  for 
blades,  5  per  cent  nickel  steel  having  a  tensile  strength  of  85,000  lb., 
and  true  elastic  limit  of  35,000  lb.,  may  be  stressed  to  25,000  lb.,  both 
at  20  per  cent  overspeed.  The  stresses  at  normal  operating  speed 
will  therefore  be  13,900  and  17,350  lb.,  respectively,  and  the  factor 
of  safety  against  rupture  approximately  five. 

37  Increasing  the  diameter  not  only  permits  increasing  the  blade 
height  but  also  the  steam  speed  without  materially  affecting  the 
efficiency,  by  reason  of  the  increase  in  blade  speed.  There  is,  how- 
ever, a  slight  falUng  off  in  efficiency  with  the  higher  speeds  even 
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though  the  ratio  of  blade  speed  to  steam  speed  be  kept  practically 
constant,  because  the  actual  velocity  of  the  steam  with  reference  to 
the  blade  being  greater,  the  f rictional  losses  will  be  greater. 

38  The  second  compromise  consists  of  increasing  the  steam-  * 
passage  area  through  the  blades  by  changing  the  blade  shape.  This 
change  increases  the  angle  between  the  direction  of  steam  flow  from 
the  blade  and  the  direction  of  the  blade,  and  a  slight  impairment  of 
efficiency  results.  However,  this  loss  is  slight  compared  to  the  gain 
from  the  higher  ratio  of  blade  speed  to  steam  speed  resulting  from 
the  increased  area.  This  practice  is  standard  on  practically  all 
condensing  machines  built  for  high  vacuum. 

39  MvUiple  Stages,  The  third  compromise  consists  of  permit- 
ting the  steam  speed  to  increase  without  a  corresponding  increase  in 
blade  speed,  thereby  decreasing  the  ratio  of  blade  speed  to  steam  speed 
and  increasing  the  leaving  losses.  This  compromise  may  properly  be 
employed  up  to  the  point  where  the  loss  of  efficiency  will  justify  the 
increased  expense  of  greater  blade  areas  which  may  necessitate 
dropping  to  a  lower  rotative  speed,  or  emplo3dng  multiple  stages. 

40  Two  or  more  low-pressiue  stages  in  multiple  in  connec- 
tion with  a  single  high-pressure  stage  are  used  when  the  required 
areas  cannot  be  obtained  with  a  single  stage  at  the  rotative  speed 
chosen,  and  when  it  is  more  feasible  to  employ  multiple  stages  than 
a  lower  rotative  speed.  Other  considerations  favoring  multiple 
stages  are  reduced  physical  dimensions  of  the  exhaust  chambers, 
thus  simplifying  both  the  ribbing  and  bracing  necessary  to  maintain 
the  proper  rigidity  and  eliminating  difficulties  incident  to  shipping 
large  imits. 

41  The  design  of  the  higher  stages  usually  involves  only  an 
equitable  selection  of  diameters,  blade  speeds,  and  steam  speeds. 
Keeping  these  low  results  in  low  stresses  and  high  efficiency  but 
a  large  number  of  stages  and  high  cost;  while  keeping  them  high 
reduces  the  length,  weight  and  cost,  but  increases  the  stresses  and 
impairs  the  efficiency. 

42  If  the  steam  volumes  in  the  first  stages  are  relatively  small  for 
the  rotative  speed  employed,  as  would  be  occasioned  by  the  use  of 
high  steam  pressure  or  low  rating,  a  double  velocity-stage  impulse 
element  may  often  be  employed  to  advantage;  the  advantages 
secured  being  reduction  of  length,  increased  diameter,  reduced 
pressure  and  temperature  inside  the  main  cylinder,  and  adaptability 
for  varying  overload  capacity,  but  not  increased  efficiency  nor 
decreased  cost. 


J.  F.  JOHNSON  1111 

43  Rotor  Proportions.  Having  fixed  the  rotative  speed  to  secure 
proper  design  of  the  low-pressure  stages,  and  the  diameters  and  steam 
speeds  of  the  high-pressure  stages  to  give  the  highest  economy,  the 
length  of  the  rotor  may  become  excessive,  necessitating  its  division 
into  two  parts  in  order  to  maintain  requisite  reliability.  These  parts 
mays  be  arranged  either  in  tandem  form,  driving  a  single  generator, 
or  in  cross-compound  form,  driving  two  generators.  When  arranged 
cross-compound  it  will  often  be  found  advantageous  to  increase  the 
rotative  speed  of  the  high-pressure  element,  thus  gaining  reduced 
physical  dimensions,  weight  and  cost  without  sacrifice  of  efficiency 
or  reliability.  The  multi-cylinder  construction  is  especially  desirable 
in  the  employment  of  high  steam  pressures  and  superheats  in  that  the 
high-pressure  turbine  structure  is  small  and  there  is  no  danger  of 
stress  complications  resulting  from  wide  temperature  differences  and 
no  transmission  of  heat  through  the  cylinder  walls  from  the  high- 
pressure  to  low-pressure  stages.  It  has  a  further  advantage  in  these 
days  of  increasing  steam  conditions  since  a  unit  may  be  designed  for 
given  steam  conditions  and  later  redesigned  for  materially  higher 
conditions,  the  redesign  being  carried  out  entirely  in  the  high-pressure 
element. 

44  In  units  of  60,000  kw.  or  larger  the  three-cylinder  cross- 
compound  construction  employing  one  high-pressure  and  two  low- 
pressure  elements  possesses  the  advantages  of  high  efficiency  and 
reliability  without  empIo3dng  excessively  large  structures,  and  has 
greater  flexibility  than  is  possible  with  either  of  the  other  construc- 
tions. This  flexibiUty,  enabling  the  high-pressure  element  to  operate 
with  either  low-pressure  element,  or  either  of  the  three  elements  to 
operate  alone,  admirably  adapts  it  for  use  in  systems  not  yet  large 
enough  to  permit  employing  a  single  unit  of  such  large  capacity. 
These  imits  may  be  provided  with  a  control  mechanism  by  means  of 

'  which  either  of  the  elements  may  be  taken  out  of  service  either  auto- 
matically or  manually,  and  the  remaining  ones  carry  loads  up  to  the 
niRTiTniiTn  ratings  of  their  generators.  The  low-pressure  elements, 
when  operating  on  high-pressure  steam  direct,  may  be  made  to  carry 
loads  for  short  periods  considerably  in  excess  of  the  rated  capacities 
of  their  generators. 

CONSTRUCTION  DETAILS 

45  Reliability  and  general  operative  excellence  of  large  tiu'bines 
are  largely  dependent  on  the  excellence  of  design  of  details  such  as 
the  blading  and  blade  fastenings,  provisions  for  maintenance  of  clear- 


1112  THE  lABGE  STEAM  TUBBINB 

ances  and  alignment  under  all  possible  variations  of  operating  con- 
ditions, bearings  and  oiling  system,  control  mechanism^  glands, 
couplings,  and  protective  devicies  against  overspeeding.  The  stand- 
ard practice  with  regard  to  these  as  applied  to  all  large  imits  built  by 
the  company  with  which  the  writer  is  connected  will  be  here  given. 

46  Blading.  All  low-speed  reaction  blading  in  which  the  stresses 
do  not  exceed  about  15,000  lb.  per  sq.  in.  at  20  per  cent  overspeed 
are  made  of  a  special  bronze  composed  chiefly  of  copper  and  a  small 
percentage  of  tin  and  phosphorus.  Upon  the  base  of  each  blade  a 
foot  is  forged,  and  the  cross-section  of  the  blade  near  its  base  taper- 
ingly  increased,  adding  approximately  40  per  cent  to  its  area  at  the 
point  of  attachment.  These  blades  are  installed  in  double  dovetail 
grooves  by  means  of  specially  constructed  spacers  or  interlocking 
pieces,  the  spacers  being  locked  in  the  groove  and  the  feet  of  the 
blades  locked  underneath  the  spacers.  In  larger  sizes  where  it*be- 
comes  difficult  to  drive  up  the  blades  and  spacers  tight  enough  to 
insure  perfect  fitting  between  the  parts  and  perfect  filling  of  the 
grooves,  compound  side  wedges  are  employed  to  secure  the  requisite 
tightness. 

47  The  chief  destructive  element  of  all  blading  is  vibration 
caused  by  the  flow  of  steam  and  by  vibration  of  the  entire  rotor  when 
operated  imder  conditions  of  defective  balance  or  alignment.  The 
thickening  of  the  blade  section  near  its  base  serves  to  very  consider- 
ably reduce  the  amplitude  of  its  vibration  and  to  prevent  concentra- 
tion of  deflection  with  its  attendant  crystallization  at  the  point  of 
attachment,  where  the  ordinary  blade  is  weakest.  Blades  for  higher 
speeds,  in  which  the  stresses  may  go  as  high  as  25,000  lb.  per  sq.  in., 
are  drop-forged  of  a  very  pure  electric-furnace  iron  containing  about 
5  per  cent  of  nickel.  They  are  installed  in  grooves  as  shown  in 
Fig.  6. 

48  The  spacers  are  made  integral  with  the  blades,  and  compound 
side  wedges  are  used  to  insure  a  tight  fit  at  the  top  of  the  groove  and 
protect  the  reduced  portion  of  the  blade  foot  against  vibrational 
stresses.  Impulse  blading  when  used  is  installed  in  the  same  manner. 
All  blades  are  lashed  together  to  minimize  the  vibration  and  main- 
tain uniform  spacing.  Blades  up  to  4  in.  in  height  have  a  single 
lashing  near  the  top,  from  4  in.  to  12  in.  two,  and  those  above 
12  in.  three. 

49  A  proper  design  of  the  turbine  stator  so  as  to  insure  main- 
tenance of  clearances  and  alignment  imder  aU  possible  variations  of 
operating  conditions,  such  as  reduction  of  steam  pressiue  and  total 


J.    F.   JOHNBON  1113 

or  partial  loss  of  superheat  or  vacuum,  ia  difficult  but  essential.  In 
such  large  structures  the  amount  of  expansioQ  and  contraction  due 
to  temperature  changes  is  considerable,  aod  usually  occurs  simul- 
taneously with  important  stress  changes  caused  by.  varying  stage 
pressures;  consequently  there  is  no  friction  of  rest  to  overcome  and  a 
comparatively  slight  uneven  t£mperature  change  or  unbalanced  stress 
will  cause  a  distortion. 


Fio.  6    Method  of  Instai.mnq  Hioh-Spbed  Blades 

60  Exhaust  Chambers.  The  introduction  of  high  vacuum,  bring- 
ing with  it  lai^e  diameters  in  the  low-pressure  stt^es  and  enor- 
mous exhaust  chambers,  necessitates  a  considerable  amount  of 
carefully  devised  ribbing  and  bracing  in  order  that  the  bearings 
supported  in  the  exhaust  chamber  structures  will  under  all  condi- 
tions remain  concentric  with  the  stationary  blade*  or  nozzle-cartyiug 
elements. 

51  Fig.  7  shows  such  reinforcing.  Cast-in  braces  when  employed 
are  always  provided  with  an  open  joint  which  is  made  up  after  the 
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roi^  machining  and  annealing  have  been  done,  thuB  avoiding  all 
distortional  stresses. 

52  Cylindert.  The  main  cylinder  castings  are  made  as  plain, 
simple  and  ^nynetrical  as  possible,  and  the  blade-carrying  elements 
are  almost  invariably  cast  and  finished  separately. 

63  The  turbine  cylinder  is  always  supported  on  the  bedplate  by 
means  of  chfurs  or  pedestals  engaging  it  as  near  the  center  line  as 
possible,  and  independent  of  temperature  changes  caused  by  vaiying 
load  or  operating  conditions.  The  steam  chest  and  throttle  valves 
are  supported  on  springs  bo  as  to  move  freely  with  the  turbine,  con- 
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sequently  the  alignment  of  the  main  turbine  and  generator  bearings 
is  not  affected  by  these  changes. 

54  Bearings.  Practically  every  turbine  element  contains  three 
bearings:  two  to  support  the  rotor  and  one  to  maintain  the  locgi- 
tudinal  alignment.  The  supporting  bearings  consist  of  heavy  cast- 
iron  shells  lined  with  babbitt  and  split  horizontally  to  facilitate 
removal.  They  are  so  bored  that  for  two-thirds  of  the  circumference 
the  minimum  clearance  between  the  bearing  and  journal  is  approxi- 
mately O.OJO  in.,  the  journal  being  nonnally  supported  and  guided 
by  less  than  the  lower  third  of  the  bearing  circumference.  This  large 
clearance  reduces  to  a  minimum  the  power  lost  and  heat  generated  in 
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the  bearing.  The  journal  speed  is  not  allowed  to  appreciably  exceed 
100  ft.  per  sec.  nor  the  pressure  100  lb.  per  sq.  in.  of  projected  area. 
A  sufficient  quantity  of  oil  is  supplied  through  a  longitudinal  groove 
in  the  top  of  the  bearing  to  provide  both  lubrication  and  cooling; 
consequently  no  water  cooUng  of  the  bearings  is  necessary.  The  oil 
pressure  normally  carried  on  the  bearings  is  5  lb.  gage,  although  they 
will  continue  to  operate  satisfactorily  as  long  as  the  oil  supply  is 
sufficient  to  keep  the  oil  groove  filled  without  any  pressure  whatever. 
The  bearing  is  of  course  self-aligning,  being  provided  with  four  large 
spherically  machined  pads  (one  each  at  the  top,  bottom  and  either 
side)  which  fit  a  spherical  supporting  ring  in  the  housing.  Under- 
neath each  of  the  four  pads  several  sheet-steel  liners  of  varying  exact 
thicknesses  are  placed  to  enable  easy  and  accurate  adjustment  of 
alignment.  For  example,  to  change  the  alignment  0.010  in.  either 
vertically  or  horizontally  a  0.010-in.  liner  is  taken  from  underneath 
one  pad  and  placed  underneath  the  opposite  one. 

55  The  alignment  bearing  is  of  the  Eangsbury  type,  modified  in 
detail  design  to  best  serve  the  requirements  of  the  turbine  upon  which 
it  is  employed.  This  is  believed  to  be  the  most  perfect  form  of 
bearing  yet  devised  for  the  purpose. 

'  56  OUrCirculaiing  and  Cooling  System.  The  oil-circulating  and 
cooling  system  maintains  an  ample  supply  of  oil  at  approximately 
60  lb.  pressure  for  operating  the  governor-controjled  valve  mechan- 
ism, in  addition  to  supplying  all  bearings  at  approximately  5  lb. 
pressure.  It  is  designed  with  special  reference  to  positive  circulation, 
effective  cooling,  straining,  and  settling  for  separation  of  foreign 
matter  or  impurities,  accessibiUty  for  thorough  cleaning  and  longevity 
of  the  lubricating  qualities  of  the  oil.  It  consists  of  a  cooler,  strainer 
box,  settling  and  separating  reservoir,  direct-driven  pump,  and  a 
separate  steam-driven  auxiliary  pump,  together  with  the  necessary 
piping.  It  ordinarily  has  a  capacity  of  approximately  1000  gal.  The 
oil  flows  by  gravity  from  the  settling  reservoir  into  the  oil  pump  from 
which  it  is  deUvered  under  60  lb.  pressure  to  the  valve-operating 
mechanism,  thence  to  the  oil  cooler,  bearings,  strainers,  and  back  to 
the  reservoir.  A  spring-loaded  valve  located  close  to  the  valve- 
operating  cyUnder  bypasses  the  surplus  high-pressure  oil  direct  to 
the  oil  cooler.  Units  in  which  a  considerably  greater  quantity  of  oil 
is  required  for  lubrication  than  for  operating  the  valve  gear  are  pro- 
vided with  double  pressure  pumps  to  reduce  the  power  required,  and 
the  stress  on  the  oil.  Under  normal  operating  conditions  the  maxi- 
mum temperature  of  the  oil  is  from  140  to  150  deg.  fahr. 
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57  The  oil  cooler  is  built  along  the  lines  of  an  ordinary  surface 
condenser  and  employs  regular  straight  condenser  tubes.  Every 
part,  including  the  inside  and  outside  surfaces  of  the  tubes,  is  readily 
accessible  for  thorough  cleaning  so  that  tlie  original  efficiency  of  the 
cooler  may  be  restored  at  every  cleaning.  The  cooling  water  makes  a 
sufficient  number  of  passes  to  raise  its  temperature  close  to  that  of 
the  oil  so  as  to  decrease  the  quantity  required. 

58  The  strainer  box  contains  three  strainers  of  different  meshes 
which  may  be  removed  and  cleaned  while  the  unit  is  in  service.  If 
they  are  allowed  to  become  choked  up,  the  oil  will  overflow  them 
without  interrupting  the  circulation. 

'59  The  reservoir  is  designed  to  cause  impurities  and  foreign 
matter  to  settle  to  the  bottom  from  whence  they  cannot  get  into  the 
oil-pump  suction,  but  may  be  drawn  off  either  manually  or  auto- 
matically to  a  filtration  S3rstem. 

60  The  oil  pump  is  of  the  reciprocating-plimger  type,  direct- 
driven  from  the  main  governor  spindle,  and  is  accessible  for  inspec- 
tion or  repairs  without  complete  removal  from  the  turbine. 

61  Governing  Mechanism.  Since  constant  voltage  and  fre- 
quency are  insisted  upon  by  public-service  companies,  good  governing 
of  a  turbine  unit  becomes  important.  The  governing  mechanism 
must  be  extremely  sensitive,  positive,  and  quick  to  adjust  itself  to 
small  or  large  changes  in  load  and  at  the  same  time  rugged,  reliable, 
and  unaffected  by  such  variations  as  occur  in  ordinary  wear  and 
care.  For  these  reasons  the  following  several  features  of  design  are 
employed. 

62  On  account  of  the  power  required  to  operate  the  large  valves, 
some  form  of  fluid-pressiu'e  relay  mechanism  is  necessary.  For  this 
the  regular  turbine  lubricating  oil  under  suitable  pressure  has  proven 
most  satisfactory. 

63  The  governor,  which  is  of  the  flyball  type,  is  made  very  large 
and  powerful  so  that  it  can  control  the  oil  relay  valve  with  ease  and 
accuracy.  It  has  a  minimum  number  of  moving  parts  and  is  made 
as  frictionless  as  possible  by  the  employment  of  hardened  knife-edge 
bearings  in  all  connections  between  the  weights  and  clutch.  It  is 
driven  from  the  main  turbine  rotor  through  worm  and  wheel  gears 
at  a  speed  of  approximately  300  r.p.m. 

64  Unavoidable  inaccuracies  in  machining  of  the  oil  relay  control 
valve,  friction  and  lost  motion  in  the  governor  and  valve  Unkage, 
and  inertia  of  the  operating  fluid  are  the  chief  obstacles  to  good 
regulation,  since  the  speed  must  change  sufficiently  to  move  the 
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governor  weights  far  enough  to  overcome  all  these  before  there  will 
be  any  response  from  the  valves,  and  when  they  do  move  they  will 
probably  overtravd.  These  difficulties  have  been  overcome  by 
giving  the  linkage,  adjacent  to  the  governor,  a  small  positive  oscillat- 
ing motion,  sufficient  to  overcome  any  reasonable  lost  motion  and 
inaccuracy  of  the  relay  control  valve,  and  still  cause  a  very  slight 
oscillation  of  the  main  inlet  valves.  The  oil  relay  control  valve  and 
high-pressure-oil  bypass  valve  are  placed  as  close  to  the  operating 
cylinder  as  possible,  and  a  positive  or  constant-volume  oil  pump  is 
used.  The  oil  flow  is  therefore  continuous  in  nearly  all  of  the  piping 
to  and  from  the  oil-operating  cylinder.  Consequently  the  slightest 
change  in  speed  will  be  quickly  responded  to  by  a  proper  change  in 
steam  flow. 

65  Glands.  To  prevent  leakage  of  steam  or  air  where  the  rotor 
shaft  passes  through  the  casing,  combination  lab3ainth  and  water 
glands  are  used.  These  constitute  an  ideal  sealing  arrangement. 
They  are  absolutely  tight  and  permit  no  leakage  of  steam,  vapor,  or 
water  into  the  engine  room.  They  require  no  adjustments  for  vary- 
ing load  conditions,  and  do  not  depend  upon  the  operation  of  any 
automatic  devices.  There  is  no  mechanical  contact  between  sta- 
tionary and  rotating  parts,  and  therefore  no  wear.  They  are  ex- 
tremely simple  in  design,  require  no  special  attention,  and  are  as 
durable  as  any  other  part  of  the  machine. 

66  The  simple  water  gland  being  ill  adapted  for  operation  against 
high  pressures  or  at  speeds  very  much  less  than  normal,  the  labyrinth 
is  added  to  enable  establishing  a  vacuum  before  starting  up,  and  abo 
to  reduce  the  pressure  on  the  water  gland  when  the  pressiu*e  against 
which  the  gland  must  seal  is  high.  The  operation  is  very  simple. 
In  starting  up,  high-pressure  steam  is  turned  on  the  labyrinth  glands. 
When  about  three-fourths  speed  is  reached,  the  water  is  turned  on 
and  the  steam  off. 

67  Coupling.  The  coupUng  between  the  turbine  and  generator 
is  of  a  flexible-pin  type  and  has  important  advantages  over  the  solid- 
claw  type  which  it  replaced.  Sufficient  elasticity  is  provided  in  the 
pins  to  distribute  the  shocks  produced  by  heavy  short-circuits  and 
both  the  pins  and  bushings  are  renewable  in  case  excessive  wear  takes 
place. 

68  Ratchet  teeth  are  machined  into  the  circumference  of  the 
coupling  flange,  in  connection  with  which  a  barring-over  device  is 
employed  to  turn  the  rotor  for  inspection  or  for  connecting  or  dis- 
connecting the  two  halves  of  the  coupling. 
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69  In  order  to  secure  the  Tnaximnin  protection  against  over- 
speeding,  all  the  steam  entering  the  turbine  is  made  to  pass  through 
the  primary  governor-controlled  inlet  valve;  consequently,  if  this 
one  valve  is  kept  in  proper  operating  condition  it  is  impossible  for 
the  speed  to  get  beyond  the  control  of  the  governor,  regardless  of 
whether  or  not  the  overload  valves  leak  or  stick.  Should  either  the 
governor  or  primary  inlet  valve  become  inoperative,  a  small  but 
powerful  overspeed  stop  mechanism  installed  in  the  end  of  the  rotor 
shaft  will  come  into  operation  at  approximately  10  per  cent  over- 
speed,  and  release  the  pressure  on  one  side  of  two  small  steam  pistons 
which  normally  have  fuU  steam  pressure  on  both  sides  of  them.  The 
resulting  movement  of  one  of  these  pistons  will  release  the  main 
spring  on  the  main  throttle  valve,  causing  it  to  close  quickly  and  the 
other  will  admit  high-pressure  oil  to  the  valve  operating  cylinder, 
and  close  if  possible  the  primary  inlet  valve. 
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In  ihia  paper  the  author  discuseee  marine  practice  during  the  war  in  the  eelection 
of  valves  and  fittings.  The  fabricaled-ehip  yard,  it  is  stated,  was  the  chief  fador  in 
bringing  about  the  utilization  of  stcmdard  types  and  sizes,  and  the  scarcity  of  copper 
made  it  necessary  to  employ  steel  for  piping.  Particulars  are  given  of  the  new  types 
of  flanges  and  fittings  adopted,  as  well  as  of  the  progress  made  in  conforming  marine 
vabfe  practice  to  the  A.S.M.E.  standards. 

nnHIS  paper  consists  of  a  series  of  comments  on  certain  marine 
practices  in  r^ard  to  valves  and  piping,  from  the  viewpoint 
of  a  central-station  man.  In  recent  years  there  has  been  a  wide  use 
on  shipboard,  of  such  types  of  central-station  equipment  as  water- 
tube  boilers  and  superheaters,  geared  turbine  units,  high-vacuum 
condensers  with  rotary  and  ejector  air  pumps,  and  centrifugal  boiler- 
feed  pumps.  Marine  practice,  however,  has  lagged  behind  central- 
station  practice  because  of  the  well-known  conservatism  of  ship 
owners. 

2  It  has  taken  this  world  war  to  accelerate  the  adaptation  to 
ships  of  much  of  the  standard  central-station  apparatus.  Certain 
factors  are  now  at  work  which  have  considerable  influence  on  present 
marine  practice  in  valves  and  piping.  Of  these  the  greatest  is  the 
fabricated-ship  yard.  In  the  old-style  yard  the  shops  would  make 
up  any  or  all  of  their  fittings  or  valves  to  their  special  designs,  each 
yard  having  its  own  designs  which  differed  from  those  of  other  yards. 
The  result  of  this  was  a  constantly  increasing  number  of  special  valves 
and  types  in  each  shipyard,  with  the  consequent  increase  in  cost  of 
ship  construction.  The  fabricated-ship  yard,  however,  was  forced 
to  buy  in  the  open  market  and  in  order  to  get  deliveries  had  to  pur- 
chase standard  types  and  sizes.    This  made  engineers  study  their 
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valves  and  endeavor  to  standardize  them.  In  one  yard  it  was  thus 
found  possible  to  reduce  the  number  of  types  by  20  per  cent.  It  is 
entirely  practicable  to  use  manufacturers'  standard  stock  patterns 
for  nearly  all  valves,  fittings  and  auxiliary  equipment.  This  stand- 
ardization, with  consequent  reduced  costs,  will  be  one  of  the  deciding 
factors  in  maintaining  our  shipbuilding  supremacy  after  the  war. 
Standard  valves  require  fewer  repair  parts  and  these  are  more  easily 
procurable  for  renewal.  Decided  advantages  may  be  gained  by  still 
further  extending  present  standardization. 

PIPING 

3  A  factor  which  has  influenced  piping  practice  is  the  availability 
of  materials.  For  instance,  copper  piping  in  sizes  suitable  for  steam 
mains  has  become  so  scarce  that  open-hearth  lap-welded  steel  pipe  is 
often  adopted  in  its  place.  The  use  of  copper  piping  has  long  been 
standard  practice  on  shipboard.  This  piping  has  considerable 
flexibiUty  and  generally  stands  up  well  in  marine  service,  but  it  is  not 
well  adapted  to  superheat  conditions.  Steel  pipe  is  much  cheaper 
than  copper  pipe,  is  more  readily  available,  and  is  well  adapted  to  any 
pressures  and  temperatures  that  may  be  encountered.  Some  en- 
gineers fear  that  it  may  lack  the  flexibihty  of  copper  pipe,  although 
steel  piping  in  central  stations  is  frequently  subjected  to  strains  from 
contraction  and  expansion  as  severe  as  one  finds  on  board  ship;  and 
furthermore  is  frequently  subjected  to  severe  stresses  due  to  un- 
balanced turbine  rotors  and  other  harmonic  vibrations.  The  sub- 
stitution of  steel  for  copper  piping  is  merely  a  matter  of  marine 
engineers  becoming  accustomed  to  designing  and  installing  their 
steam  systems,  in  accordance  with  steel-pipe  standards.  In  other 
words,  it  is  dependent  on  their  abiUty  to  break  away  from  traditional 
practice. 

4  Steel  pipe,  however,  does  not  withstand  corrosion  as  well  as 
copper  pipe.  Galvanized  steel  pipe  has  been  tried  for  this  purpose. 
In  time  the  galvanized  material  flakes  off  under  the  influence  of  heat 
and  causes  trouble.  Repeated  painting  of  such  steel  pipe  seems  to 
be  the  best  protection. 

5  Galvanized  pipe  should  be  used  on  sanitary  systems  and  bilge 
and  ballast  piping.  However,  no  advantage  is  gained  by  galvan- 
izing the  cast-iron  fittings  of  these  systems.  It  is  also  questionable 
whether  fuel-oil  piping  in  oil-burning  ships  needs  to  be  galvanized 
at  all. 
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6  The  problem  of  caring  for  expansion  has  made  many  engineers 
prefer  copper  to  steel  in  piping.  In  general,  long-radius  bends  provide 
the  best  means  for  taking  care  of  expansion  difficulties.  Space  is 
limited  in  vessels,  but  much  may  be  accompUshed  in  the  way  of  pro- 
viding such  bends  if  a  little  study  is  given  to  the  subject.  Some  have 
questioned  the  flexibility  of  bends  of  extra  heavy  steel  pipe.  Crane 
Company's  tables  indicate  that  there  is  usually  ample  flexibility  to 
care  for  any  lengths  that  are  generally  used  on  shipboard. 

PIPE  FLANGES 

7  Expanded  flanges  of  the  Lovekin  or  siinilar  types  are  almost 
universal  with  copper  pipe.  Lovekin  flanges  are  used  to  some  extent 
with  steel  pipe,  but  welded  or  screwed  joints  are  more  common. 

8  Land  practice  in  piping  seems  to  have  advanced  far  beyond 
marine  practice  in  the  use  of  the  Van  Stone  joint.  It  is  said  that  the 
first  installation  of  this  type  of  flange  on  shipboard  many  years  ago 
was  not  a  success.  Apparently  this  has  condemned  this  excellent 
joint  ever  since.  Although  giving  excellent  service  imder  most 
exacting  conditions  on  land,  it  is  taboo  at  sea.  The  welded  t3rpe  of 
Van  Stone  joint  now  in  use  in  central  stations  has  apparently  never 
been  tried  out  at  sea. 

FITTINGS 

9  With  superheated  steam,  and  in  general  with  all  steam  of  over 
150  lb.  pressure,  it  is  advisable  to  use  cast-steel  fittings  on  the  steam 
lines.  For  pressures  of  100  to  160  lb.,  extra  heavy  cast-iron  or,  better 
still,  semi-steel  fittings  may  be  used.  For  pressures  below  100  lb. 
cast-iron  or  malleable  fittings  of  standard  pattern  may  be  used.  In 
screwed  fittings  the  collar  over  the  threaded  portion  should  be  suffi- 
ciently heavy  to  prevent  distortion  when  screwing  up  with  pipe 
wrenches.  Malleable  iron  is  preferred  by  many  on  account  of  its 
lesser  Uabihty  to  rupture  under  stress.  However,  such  fittings  are 
generally  lighter  than  cast  iron  and  are  sometimes  deformed  in 
screwing  up. 

10  In  central  stations  it  is  very  common  practice  to  find  branch 
outlets  welded  to  the  main  pipe  and  in  general  these  welded  pipes 
have  given  very  excellent  service.  This  practice  is  apparently  very 
little  used  in  marine  work,  although  it  would  make  a  weight-saving 
construction  by  doing  away  with  many  cast-iron  special  fittings  now 
used. 
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VALVES 

11  Standard  types  of  valves  must  be  bought  if  one  is  to  place 
orders  in  the  open  market  imder  present  conditions.  Steel  valves 
are  used  for  superheat.  Some  shipbuilders  even  specify  steel  valves 
for  all  boiler  pressures  of  200  lb.  or  greater.  If  superheat  is  not  used 
the  valves  may  be  extra  heavy,  of  cast  iron  or  semi-steel.  These 
materiab  are  also  used  for  auxiliary  steam  lines.  Bronze  valves  are 
sometimes  employed  in  the  smaller  sizes,  but  these  are  very  much 
more  expensive  than  the  extra  heavy  cast-iron  valves  and  in  sizes  of 
2^  in.  and  over  have  no  advantage  over  them  except  in  lightness  of 
weight. 

12  Valves  2J  in.  and  above  must  have  bolted  bonnets  to  comply 
with  the  U.  S.  Steamboat  Inspection  Rules.  The  marine  or  cross- 
head  type  of  yoke  is  much  superior  to  the  standard  cast  yoke  for  ship 
purposes.  It  weighs  less  and  is  generally  stronger  and  more  readily 
repaired.  It  costs  very  Uttle  more  than  the  cast  yoke,  but  is  not 
"standard"  with  many  builders.  The  latter  yoke  can  be  safely  used 
for  all  low-pressure  services. 

13  It  is  customary  on  board  ship  to  use  the  screwed-union  bonnet 
on  2-in.  and  smaller  valves.  This  type  of  valve  is  generally  more 
expensive  than  the  ordinary  bonnet  type,  but  has  many  points  of 
superiority  such  as  its  regrinding  faciUties,  longer  life  and  less  lia- 

,  biUty  to  damage  when  dismantUng.  Valve  manufacturers  generally 
make  the  screwed-imion  bonnet  valves  in  two  weights,  one  to  with- 
stand 200  lb.  pressure,  the  other  for  350  lb.  pressure.  It  is  therefore 
necessary  to  use  the  200-lb.  valves  for  many  low-pressure  services. 
This  has  considerable  advantages,  for  fewer  types  of  valves  need  be 
bought  and  their  interchangeability  is  increased. 

14  Cast-iron  or  semi-steel  valves  for  marine  service  are  usually 
required  to  have  a  solid  bronze  disk  with  bronze  seat.  The  stem 
may  be  of  rolled  phosphor  bronze,  rolled  naval  brass  or  manganese 
bronze.  Gland  studs  and  nuts  should  also  be  of  bronze.  Steel  valves 
for  superheat  generally  have  monel-metal  disks  and  seats  with  bronze 
or  nickel-plated  steel  stems.  The  bronze  generally  used  for  valve 
bodies,  disks,  seats,  glands,  etc.,  is  the  navy  composition  "M"  con- 
sisting of  copper  87  per  cent,  zinc  7  per  cent,  tin  6  per  cent,  and  may 
contain  lead  up  to  2  per  cent  in  place  of  part  of  the  copper.  The  lead 
content  must  be  kept  as  low  as  possible  on  account  of  the  action  of 
the  salt  water. 

15  It  is  the  pi:actice  of  many  marine  designers  to  specify  a  flange 
corresponding  to  extra  heavy  standard  on  the  sea  side  of  all  sea  valves. 
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sometimes  even  when  these  are  connected  to  the  sea  chests.  Usually 
the  valve  is  in  all  other  respects  of  standard  weight.  This  extra  heavy 
flange  adds  nothing  to  the  strength  of  the  valve,  for  its  weakest  point 
is  in  the  neck  behind  this  flange,  which  is  sometimes  but  not  always 
made  extra  heavy.  Some  maintain  that  the  extra  heavy  flange  is 
needed  to  stiffen  the  ship  plate.  This  same  result  is  secured  else- 
where by  adding  a  reinforcing  ring  to  the  ship's  plates.  This  tjrpe  of 
valve  is  a  "special"  to  the  manufacturers  and  hence  is  high-priced 
and  often  difficult  to  obtain  on  reasonable  deliveries. 

16  Shipbuilders  generally  have  endeavored  to  use  A.S.M.E. 
standards  for  flanges  and  drilling.  However,  some  criticisms  have 
been  heard.  For  instance,  many  marine  engineers  do  not  favor  the 
raised  faces  on  extra  heavy  flanges.  They  prefer  flat  'faces.  The 
flat  faces  are  also  favored  for  bolting  to  bulkheads  and  to  other  ship 
plates. 

17  The  bolting  specified^for  certain  sizes  in  the  A.S.M.E.  stand- 
ards has  not  been  satisfactory  to  many  marine  designers.  For 
instance,  in  the  3-in.  and  3i-in.  standard-weight  flanges  the  A.S.M.E. 
standard  calls  for  four  holes,  while  many  marine  designers  use  six 
holes.  Also,  in  the  2-in.  and  2J-in.  extra  heavy  flanges  the  marine 
engineers  frequently  use  six  holes  where  the  A.S.M.E.  standards 
specify  four.  The  A.S.M.E.  standards  increase  the  holes  at  one 
jump  from  four  to  eight.  There  seems  considerable  justification  for 
the  use  of  the  six-hole  flange. 

18  One  cannot  help  commenting  on  the  small  use  made  of  gate 
valves  on  ships.  These  are  especially  adapted  to  fuel-oil  service 
and  could  be  used  to  advantage  on  many  water  lines  just  as  in  land 
practice.  A  greater  use  of  gate  valves  would  relieve  the  existing 
valve  shortage  to  an  appreciable  extent.  They  also  reduce  pipe  fric- 
tion. .  Reducing  valves,  relief  valves,  separators,  traps,  injectors,  etc., 
can  all  be  supplied  equally  well  from  the  manufacturer's  standard 
stock  patterns  made  for  central-station  work  as  from  special  marine 
designs. 

19  It  is  rather  difficult  to  understand  the  basis  for  marine 
practice  in  heating  systems.  Live  steam  is  usually  passed  through 
a  reducing  valve  and  supplied  to  the  heating  system  at  20  to  30  lb. 
pressure.  The  advantages  of  exhaust  steam  and  of  steam  bled  from 
the  main  turbine  for  heating  do  not  seem  to  be  fully  appreciated  in 
marine  practice.  Such  uses  of  steam  would  make  operation  less 
simple,  but  would  result  in  a  thermodynamic  and  economic  gain, 
especially  in  passenger  ships  and  troop  transports. 
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20  Inspeptors  are  frequently  required  to  apply  tests  to  valves. 
In  general,  such  tests  are  specified  in  Lloyd's  and  U.  S.  Steamboat 
Inspection  Rules.  A  satisfactory  standard  for  inspectors  is  to  test 
all  high-pressure  steam  valves  under  Hydraulic  pressure  to  three 
times  their  working  pressure  and  to  test  all  other  valves  to  twice  the 
working  pressure  corresponding  to  their  weight  or  classification. 


No.  1683 

ADVANTAGES   OF  HIGH   PRESSURE  AND 
SUPERHEAT  AS   AFFECTING  STEAM- 
PLANT  EFFICIENCY 

Bt  Eskil  Berg,^  Schenectady,  N.  Y. 
Non-Member 

i4/ter  painting  otU  that  steam  turbines  having  a  thermodynamic  efficiency  of 
nearly  90  per  cent  are  available  and  that  this  figure  permits  of  hut  slight  increase  through 
improvement,  the  author  gvoes  calculations  showing  the  gains  in  fuel  economy  that 
may  he  obtained  by  the  use  of  higher  steam  pressures  and  by  the  application  of  super- 
heat. He  further  shows  that  a  combination  of  both  wHl  give  the  best  results  and  that, 
assuming  a  turbine  efficiency  of  85  per  cent,  a  boiler  {oilrfired)  efficiency  of  88  per 
cent,  800  lb.  pressure  and  a  steam  temperature  of  800  deg,  fahr,,  the  steam  process 
compares  very  favorably  with  the  results  obtained  with  Diesel  engines  when  it  is 
considered  that  fuel  for  the  latter  is  50  per  cent  higher  in  price  than  that  which  can  be 
satisfcu^torily  burned  under  a  boiler, 

^T^HE  advantages  of  the  steam  turbine  as  a  prime  mover  are  today 
too  well  known  to  need  much  discussion.  It  is,  however, 
interesting  to  note  that  in  the  early  stages  of  the  development,  when 
the  thermodynamic  eflSciency  was  only  about  50  or  60  per  cent,  it 
still  had  such  great  advantages  over  its  competitor,  the  reciprocating 
engine,  that  it  rapidly  began  to  take  its  place.  The  chief  reason  for 
this  is,  of  course,  that  outside  of  its  mechanical  advantages  of  simple 
rotation,  it  could  advantageously  use  steam  at  the  lower  pressure 
ranges,  and  a  vacuum  of  28^  in.  or  higher  is  now  called  for  as  standard 
by  larger  central  stations. 

2  The  development  of  the  steam  turbine  has  advanced  very 
rapidly,  the  designer  has  constantly  had  higher  efficiency  in  view, 
and  has  in  this  respect  succeeded  so  that  today  turbines  are  in  opera- 
tion that  are  giving  a  thermodynamic  efficiency  of  almost  90  per  cent. 
While  in  the  future  this  already  high  efficiency  may  be  improved  by 
a  small  percentage,  we  will  have  to  look  to  other  features  of  the  power 

1  Engineer,  General  Electric  Company. 

Ftesented  at  a  joint  meeting  of  the  Western  Society  of  Engineers,  the  Chicago 
Section  of  the  American  Institute  of  Electrical  Engineers,  and  the  Chicago 
Section  of  The  American  Societt  of  Mechanical  Enqineebb,  June  17, 1918. 
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plant  for  further  gains  in  fuel  economy.  Such  gains  can  be  made  by 
increasing  the  temperature  range  of  the  steam,  but  as  the  lower  range 
is  fixed  by  the  temperature  of  the  cooling  water,  the  gain  must  be 
made  by  going  to  a  higher  temperature  in  the  beginning  of  the  cycle, 
which  can  be  done  either  by  the  use  of  higher  steam  pressure  or  by 
the  appUcation  of  superheat.  It  will  be  shown  later  that  a  combina- 
tion of  both  will  give  the  best  results. 

3  The  thermodynamic  or  Rankine-cycle  efficiency  of  a  turbine 
is  the  ratio  of  the  mechanical  energy  taken  out  of  the  steam  by  the 
turbine  to  the  total  energy  in  the  supplied  steam  when  this  steam  is 
expanded  adiabatically  from  the  pressure  at  the  throttle  valve  to  the 
exhaust  pressure  in  the  turbine  casing.  (Adiabatic  expansion  takes 
place  when  the  lowering  of  the  temperature  of  the  steam  is  done 
entirely  by  extraction  of  work  from  the  steam.) 

4  The  steam  consumption  of  a  turbine  when  connected  to  an 
electric  generator  is  generally  stated  in  pounds  of  steam  per  kilowatt- 
hour,  and  is  the  amount  of  steam  required  to  deliver  one  kilowatt  of 
electrical  energy  for  one  hour. 

5  ''Theoretical  water  rate "  is  a  term  generally  used  in  all  turbine 
investigations,  and  is  the  ratio  of  one  kilowatt-hour  expressed  in  foot- 
pounds (2,654,000)  to  the  available  energy  in  one  pound  of  steam 
expressed  in  foot-pounds.  The  ratio,  therefore,  between  the  theo- 
retical water  rate  and  the  actual  measured  water  rate  gives  the 
efficiency.  When  the  turbine  is  connected  to  an  electric  generator 
the  combined  efficiency  of  turbine  and  generat9r  is  generally  given. 

FORMULA  FOR  CALCULATION  OF  AVAILABLE  ENERGY 

6  The  formula  for  calculating  the  available  energy  of  steam 
expressed  in  foot-poimds,  either  dry  or  superheated,  when  expanding 
adiabatically  to  any  back  pressure,  is  seldom  found  in  handbooks  or 
textbooks,  and  when  such  an  expression  is  found  it  is  rather  complex 
and  difficult  to  use.  The  formula  can,  however,  be  made  very  simple 
when  expressed  as  the  difference  between  the  total  heat  input  and  the 
heat  left  in  the  Uquid  together  with  the  latent  heat  in  the  mixture  at 
the  lower  pressure.    It  then  becomes: 

Available  energy  in  ft-lb.  =  778  [Hi  +  Cjti  -  {qi+  x^t)] 

where        Hi  =  total  heat  of  saturated  steam  at  initial  pressure  pi 
Cp  =  specific  heat  of  superheated  steam 
ti  =  deg.  fahr.  superheat  at  pressure  pi 
qt  =  heat  of  the  liquid  at  lower  pressure  pt 
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xs  =  quality  of  the  steam  at  pressure  pt 
rt  =  latent  heat  at  pressure  pt, 

7  All  of  these  quantities  are  found  in  any  steam  table  except  xt 
(dryness  factor),  which  is,  however,  easily  calculated  from  the  fact 
that  the  entropy  is  constant  before  and  after  the  expansion. 

8  Entropy  of  superheated  steam  is: 

Entropy  of  moist  steam  is: 

By  making  these  equal  and  solving  for  X2  there  results: 

in  which  Ti  =  absolute  temperatiu-e  at  pressure  pi 
Ts  =  absolute  temperature  at  pressure  pt 
4>i  =  entropy  of  water  at  pressure  pi 
0s  =  entropy  of  water  at  pressure  ps. 

Example,  '  Find  the  available  energy  of  one  pound  of  steam  when  expanding 
from  250  lb.  gage  pressure,  with  250  deg.  superheat,  to  29  in.  vacuum  (0.5  lb.  abs.). 

Available  energy  =  778  [Hi  +  Cpii  —  {qt  +  xrt)] 

Hi  =  1202.3 
Cp  =  0.553 
ti  =  250 

r,  =  1046.7 

a^  =  —  I  Cp  log«  ~ji h  yT  +  01  -  0s ) 

Ti  =  461  +  406.2  =  867.2 

<i  »250 

fi  =  821.6 

4>  -  0.5739 

r,  =  1046.7 
r,  -  461  +  80  =  541 
ih  "  0.0932 
541 


Xt  -  TK7^  (0.553  log.  ^j  +  IPI  +  0.5739  -  0.0932) 
(0.553  X  0.2546  +  0.947  +  0.5739  -  0.0932) 


1046. 
541 


1046.7 
-  0.5168  X  1.5685  =  0.812  =  Dryness  factor 

Available  energy  -  778  [1202.3  +  0.553  X  250  -  (48  +  0.812  X  1046.7)] 

=  778  X  444.3  «  346,000  ft-lb. 

[Theoretical  water  rate  per  kw-hr.  =  2,654,000/346,000  -  7.67  lb.] 
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GAIN  BY  THE  USE  OF  HIGH  STEAM  PRE88X7RE 

9  It  has  long  been  recognized  that  a  very  large  saving  in  fuel 
could  be  obtained  by  the  use  of  high  steam  pressure.  As  early  as 
1897  DeLaval  in  Sweden  supplied  all  the  power  for  lighting  the 
Exposition  of  Arts  and  Industries  in  Stockholm  with  his  turbo- 
generating  sets  operated  from  boilers  of  his  own  design,  using  over 
1500  lb.  pressure.  The  units  used  were  naturally  small,  four  of  them 
having  100  hp.  each  and  two  of  them  50  hp.  each.  Boiler  manu- 
facturers in  this  country  are  today  prepared  to  build  boilers  for  350 
lb.  pressure  and  see  no  difficulties  in  going  to  500  lb.  or  even  higher. 

TABLE  1    THEORETICAL  GAIN  DUE  TO  THE  USB  OF  HIGH  STEAM  PRESSURE 


Absolute 
pressure,  lb. 

Correspond- 
ing tempera- 
ture,  dec. 
fahr. 

• 

Total 
heat 

Increase  in 

total  heat. 

percent 

Available 
enervyinft- 
Ib.  expanding 

to  28^  in. 
vacuum 

Increase  of 

available 

energy  per 

cent 

Net  gain  in 
fual,  per  cent 

300 

381.0 
417.5 

1108.6 
1201.0 

272,000 
298.000 

300 

0.28 

7.72 

7.44 

400 

444.8 

1202.6 

0.83 

804,600 

11.96 

11.82 

600 

407.2 

1201.7 

0.27 

812.000 

14.7 

14.48 

000 

480.6 

1100.8 

0.11 

810.000 

17.2 

17.09 

700 

603.4 

1197.4 

0.902 

328.000 

18.7 

18.79 

800 

618.6 

1104.4 

-0.342 

327.000 

20.2 

20.54 

000 

632.3 

1191.1 

-0.617 

329.000 

20.9 

21.51 

JOOO 

545.0 

1187.6 

-0.909 

331.000 

21.7 

22.0 

10  The  theoretical  gain  due  to  the  use  of  high  steam  pressure  is 
plainly  illustrated  in  Table  1,  in  which  1  lb.  of  dry  steam  at  200  lb. 
pressure  expanded  to  28J  in.  of  vacuum  is  considered  unity.  It 
will  be  seen  that  by  raising  the  boiler  pressure  to  only  500  lb.  there 
is  a  saving  in  fuel  of  14.43  per  cent.  In  money  this  saving  would 
amoimt  to  about  $200,000  a  year  in  a  plant  burning  about  900  tons 
a  day  with  coal  costing  $5  a  ton. 


GAIN  BY  SUPERHEAT 

a 

1 1  The  theoretical  gain  by  superheat  is  shown  by  Table  2,  which 
is  calculated  on  the  basis  of  an  initial  pressure  of  250  lb.  gage  ex- 
panded to  a  29-in.  vacuum.  It  will  be  seen  that  this  gain  is  very 
small,  being  only  2.9  per  cent  when  superheating  up  to  300  deg. 

12  The  practical  gain  by  the  use  of  superheat  is  often  expressed 
by  saying  that  the  water  rate  is  reduced  1  per  cent  for  a  certain 
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number  of  degrees  of  superheat.  The  amoimt  of  this  decrease  varies 
with  turbines  of  different  design,  but  a  figure  frequently  used  is  1 
per  cent  gain  in  water  rate  for  every  12.5  deg.  of  superheat.  Column 
5,  Table  2,  is  based  upon  this  assumption. 

13  The  actual  net  gain  of  fuel  in  per  cent  is  therefore  shown  by 
column  8,  which  is  the  difference  between  column  7  and  column  4. 
It  vill  there  be  seen  that  the  practical  gain  by  superheat  is  about  two 
and  a  half  times  as  great  as  the  theoretical.  *The  reason  for  this  large 
practical  gain  is  that  in  a  well-designed  turbine  of,  say,  the  impulse 


TABT.E  2 

THEORETICAL  GAIN  DUE  TO  THE  USE  OF  SUPERHEAT 

Per  cent 

Per  cent 

Degreee 

superheat 

Temp., 
deg.  fahr. 

Total 

available 

energy  per 

lb.  of  steam 

ToUl 
B.t.u. 
per  lb. 

increase 

in  coal  to 

produce 

superheat 

increase 

available 

energy 

due  to 

superheat 

Net  theo- 
retical gain, 
percent 

Actual 

gain, 

percent 

Actual 
net  gain, 
percent 

(1) 

(2) 

(3) 

(4J 

(5) 

(6) -(5-4) 

(7) 

(8)- (7-4) 

0 

406 
450 

208,000 
308.500 

1202.3 
1237.0 

2.89 

3  53 

4 

50 

0.64 

1.11 

100 

506 

318,000 

1264.6 

5.18 

6.72 

1.54 

8 

•  2.82 

150 

556 

327.500 

1200.5 

7.333 

9.00 

2.57 

12 

4.67 

200 

606 

336.000 

1315.6 

0.45 

12.75 

8.30 

16 

6.55 

250 

656 

341.500 

1340.5 

11.50 

14.60 

8.10 

20 

8.50 

300 

706 

347,000- 

1865.3 

13.55 

16.45 

2.00 

24 

10.45 

type  the  magnitude  of  the  total  losses  is  made  up  in  about  the  follow- 
ing proportions  when  dry  initial  steam  is  used: 

Per  cent 

Loss  due  to  friction  in  nozzles  and  blades  and  windage  loss  of  disks  and  blades  20 

Leakage  loss 3 

Rejected  energy  (due  to  residual  steam  velocity) 3 

Bearings,  packings,  etc 1 

Total  losses 27 

Efficiency  of  turbine 73 

14  It  will  be  seen  that  the  first  item  is  by  far  the  most  important 
one,  and  it  is  this  item  which  is  reduced  by  the  use  of  superheat. 
The  use  of  200  deg.  superheat  will  reduce  the  friction  and  windage 
loss  about  one  quarter  or  to  15  per  cent,  and  the  total  loss  would  then 
be'  22  per  cent,  making  the  turbine  efiiciency  78  per  cent.  This 
reduction  is  effected  by  the  superheat  reducing  the  moisture  in  all  the 
stages.  The  reduction  is  best  shown  by  the  entropy-temperature 
diagram,  Fig.  1.  From  this  diagram  it  will  be  seen  that  starting  with 
steam  initially  dry  at  265  lb.  absolute  pressure  and  expanding  it 
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adiabatically  to  29  in.  Tacuum  throu^  a  turbiae  of  100  per  cent 
efficiency,  would  result  in  steam  of  about  26.5  per  cent  moisture, 
whereas  if  the  steam  had  been  superheated  to,  say,  250  deg.,  this 
moisture  would  be  reduced  to  about  19  per  cent,  a  reduction  of  almost 
30  per  cent.  In  an  actual  turbine  this  percentage  of  moisture  is  of 
course  a  great  deal  lower,  depending  upon  the  efBciency. 

15  Table  3  gives  approximately  the  condition  of  the  steam  is 
all  the  stages  of  a  ten-eta)^  turbine,  assuming  the  turbine  has  SO  per 
cent  efficiency,  is  supplied  with  steam  at  250  lb.  gage  pressure,  250 
d^.  superheat,  and  is  exhausting  into  29  in.  vacuum.     For  com- 


Fig.  1    ENTKOpr-TBMPBRATUBE  Cbrvbs 

parison  the  last  column  of  the  table  gives  the  steam  condition  in  this 
turbine  had  the  steam  been  initially  dry. 

EFFECT  OF  MOISTUBB  ON   PHICTION 

16  A  great  many  formuhe  and  curves  based  upon  experimental 
and  theoretical  data  are  given  by  various  authors  for  calculating 
the  friction  losses,  and  they  all  have  a  constant  which  varies  accord- 
ing to  the  conditions  of  the  steam.  Professor  Moyer,  for  example, 
in  his  book  on  steam  turbines  gives  a  formula  for  rotation  losses  of 
buckets  and  wheel  disks  in  which  the  constant  C  is  as  follows: 
. Superheat,  deg. . Per  oent  moisture , 

100  SO  0  5  10  20 

r- 0.875  0.S3  1.00  1.08  1.25  2-00 
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In  other  words,  the  friction  loss  is  twice  as  great  with  20  per  cent 
moisture  as  it  is  with  dry  steam. 

EFFECT  OF  THROTTLING 

17  Throttling  of  dry  steam  always  produces  superheat;  and  it 
has  often  been  said  for  this  reason  that  there  is  practically  no  loss  due 
to  throttling,  which  is  true  as  far  as  heat  is  concerned.  There  is, 
however,  a  considerable  loss  of  available  energy.  The  amount  of 
superheat  obtained  by  throttling  is  easily  calculated  because  the 
total  heat  before  and  after  throttling  is  the  same.    Assume  that 


TABLE  8    CONDmON  OF  STEAM  IN  THE  VARIOUS  STAGES  OF  A  TEN-STAGE 

TURBINE 


Aastimptioiui: 

Steam  proBsure,  i 

2501b.  gage;  superheat,  250  deg.; 
bine  efficiency,  80  per  cent. 

vacutmi  at  exhauat,  20  in.;  tur- 

SUcee 

Steam  proBsure, 
lb.  per  sq.  in. 
abe. 

Temperature  of 

steam,  deg. 

fahr. 

Superheat, 
deg. 

Percent 
moiature 

Per  cent  mois- 
ture assuming 
steam  initially 
dry 

St6ain  ohoft 

265 
120 

68 

48 

28 

16 
0 

4.7 
2.4 
1.1 
0.5 

656 
501 
421 
354 
277 
216 
188 
160 
138 
107 
79 

250 

160 

120 

75 

30 

4.40 

6.80 

8.15 

9.80 

0.6 
2.0 
4.0 
6.5 
8.0 
10.5 

11.50 

13.00 

14.50 

8 

16.00 

0 

17.30 

10 

18.70 

steam  at  200  lb.  absolute  pressure  is  throttled  down  to  100  lb.  abso- 
lute pressure;  then 

Total  heat  of  dry  steam  at  200  lb.  abs.  =  1198.1 
Total  heat  of  diy  steam  at  100  lb.  abs.  =  1186.3 

Assume  that  the  specific  heat  of  steam  is  0.5;  then 

1198.1  =  1186.3  +  0.5  X  <i,  or  h  =  23.6  deg. 

18    The  available  energy,  however,  assuming  that  the  steam  in 
both  cases  is  expanded  to  28.5  in.  vacuum,  is: 

270,800  ft-lb.  with  200  lb.  pressure,  dry  steam 
240,200  ft-lb.  with  100  lb.  pressure,  23.6  deg.  superheat, 

or  a  loss  in  available  energy  of  about  11  per  cent. 
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GAIN  BT   THE   COUBINED   USE   OF  HIQH   BTBAH   FRESSURE  AND 
BDFERHEAT 

19  High  steam  pressure  with  no  superheat  has  the  disadvantage, 
as  will  be  seen  by  the  entropy,  diagram,  of  producing  more  moisture 
throu^out  the  turbine,  which  means  more  friction.  It  is  therefore 
advisable  to  combine  high  pressure  with  superheat  so  as  to  produce 
a  more  efBcient  turbine. 

20  Fig.  2  shows  the  ratio  of  available  British  thermal  units  in 
steam  to  the  total  heat  in  the  steam,  with  feedwater  at  B  temperature 
of  90  deg. 


21  The  present  practice  in  power  plants  in  this  country  is  to  use, 
with  turbine  drive,  a  steam  pressure  of  200  lb.  gage  and  about  150 
deg.  superheat  (temperature  of  538  deg,),  with  a  vacuum  of  28,5  in. 
From  Fig.  2  it  will  be  seen  that  the  ratio  of  maximum  available  heat 
for  work  to  the  total  heat  is  only  about  31.25  per  cent. 

22  Steam  temperatures  as  high  as  700  deg.  fahr,  are  now  used 
in  Europe,  which  with  a  steam  pressure  of  500  lb.  would  give  233  d^. 
superheat.  The  ratio  of  available  heat  for  work  would  then  be  about 
36.3  per  cent,  or  a]  fuel  saving  over  the  above  conditions  of  16  per 
cent. 
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23  Turbine  generator  sets  are  now  built  having  an  overall 
eflSciency  of  over  80  per  cent  including  generator  losses,  which  with 
a  boiler  efficiency  of  80  per  cent  would  give  an  efficiency  from  fuel 
amounting  to  36.3  X  0.80  X  0.80  =  23.25  per  cent.  One  kilowatt- 
hour  =  3412  B.t.u.,  therefore  the  B.t.u.  required  to  produce  1  kw- 
hr.  at  the  switchboard  =  3412/0.2325  =  14,600. 

24  On  the  other  hand,  had  800  lb.  pressure  and  800  deg.  tem- 
perature beeq  used,  the  efficiency  would  have  been  38.75  per  cent; 
and  using  a  turbine  efficiency  of  85  per  cent  and  a  boiler  efficiency  of 
88  per  cent  (which  is  obtainable  with  Uquid  fuel,  forced  draft,  and 
preheated  combustion  air),  a  kilowatt-hour  could  be  obtained  from: 

38.75  X  0.88  X  0.85  =  29  per  cent,  or 

3412 


0.29 


=  11,750  B.t.u.,  or 


Ji^lb.  of  fuel  oil  =  0.62  lb. 

25  Diesel-engine  advocates  now  claim  a  consumption  of  about 
0.55  lb.  of  fuel  oil  per  kw-hr.,  but  with  a  fuel  about  50  per  cent  higher 
in  price  than  the  grade  of  fuel  which  can  be  satisfactorily  burned  under 
a  boiler.  It  will  thus  be  seen  that  when  full  advantage  has  been 
taken  of  the  various  processes  that  are  used  in  transforming  the 
energy  of  the  fuel  into  mechanical  energy  through  the  medium  of 
steam,  the  steam  process  compares  quite  favorably  with  results 
now  obtained  with  internal-combustion  engines. 

26  The  conservation  of  our  fuel  resources  is  a  subject  which  is 
being  very  carefully  studied  by  all  power-plant  engineers  at  the 
present  time,  and  improvements  along  the  lines  that  have  been  dis- 
cussed in  this  paper  are  now  receiving  serious  consideration. 


DISCUSSION 

In  the  discussion  following  the  presentation  of  the  paper  a  number 
of  questions  were  propounded  which  were  taken  up  in  order  by  the 
author  as  follows: 

Dr.  Thurston's  remark  to  the  effect  that  the  most  efficient  all- 
round  superheat  would  be  that  which  would  give  dry  steam  in  the 
exhaust,  he  said,  was  correct  at  the  time  when  moderate  steam 
pressure  was  used  and  the  efficiency  of  the  prime  mover  was  around 
50  per  cent.    Assuming  however,  an  efficiency  in  the  prime  mover  of 
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80  per  cent,  200  lb.  steam  pressure,  and  an  exhaust  pressure  of  28}  in. 
of  vacuum,  in  order  to  obtain  dry  steam  at  the  exhaust  the  superheat 
would  be  above  1000  deg.  or  in  a  territory  that  was  practically  un- 
known at  the  present  time. 

When  the  high-pressure  boiler  was  developed,  it  would,  in  his 
opinion,  be  smaller,  hghter,  and  cheaper  per  horsepower  than  the 
present  boilers. 

In  regard  to  the  question  of  moisture,  for  a  given  turbine  efficiency 
the  moisture  was,  of  course,  the  same  as  the  theoretical.  If  in  prac- 
tice the  moisture  was  found  to  be  excessive,  it  must  be  caused  by  the 
initial  condition  of  the  steam:  it  might  have  less  superheat  than 
assumed,  or  it  might  be  quite  wet  when  entering  the  turbine. 

In  reply  to  the  question  whether  the  first  50  deg.  of  superheat  was 
not  more  effective  than  the  last  50  deg.  of  the  200,  he  would  say  that 
it  was,  because  it  reduced  the  moisture  in  the  high-pressure  end  of  the 
turbine  where  the  friction  loss  is  greatest.  Turbine  manufacturers 
recommended  50  deg.  of  superheat  because  it  was  easily  obtained  and 
it  at  least  assured  them  of  dry  steam  at  the  throttle.  Very  few  boilers 
gave  dry  steam  in  practice. 

In  regard  to  high  superheat  showing  a  great  saving  in  fuel  with 
reciprocating  engines,  it  was  to  be  remarked  that  records  of  several 
European  vessels  operating  with  steam  temperatures  around  700  deg. 
showed  that  the  saving  in  fuel  was  in  some  of  them  as  high  as  17  per 
cent  and  was  sufficient  to  pay  for  the  cost  of  installing  the  apparatus 
for  producing  superheat  in  a  few  trips  across  the  ocean. 

As  to  an  inquiry  made  regarding  the  durability  of  packings,  etc., 
at  the  higher  pressures  and  temperatures,  he  would  say  that  in  all 
probability  no  packing  would  be  used  in  the  piping  system  and  all 
joints  would  have  to  be  welded.  This,  however,  should  not  raise  any 
difficulty.  The  paper  had  been  primarily  intended  to  point  out  the 
direction  in  which  it  was  necessary  for  all  to  work  in  order  to  improve 
fuel  economy,  and  to  show  that  the  advantages  derived  by  the  use  of 
high  steam  pressure  and  superheat  were  infinitely  greater  than  the 
disadvantages  due  to  the  few  practical  difficulties  which  had  to  be 
overcome. 
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NECROLOGY^ 


FREDERICK  REMSEN  HX7TT0N 

Frcdorick  Remsen  Hutton,  Honorary  Secretary,  Past-President,  and  for 
twenty-three  years  Secretary  of  the  Society,  died  May  14,  1918,  at  his  residence 
in  New*  York  City. 

Professor  Hutton  was  born  in  New  York,  May  28,  1853.  After  preparation 
in  a  priyate  school  in  New  York,  he  entered  Columbia  College,  receiving  the 
degree  of  A.B.  in  1873.  After  graduation  he  entered  the  School  of  Mines,  and 
was  given  its  degree  in  1876.  A  year  later  he  was  appointed  instructor  in  mechani- 
cal engineering  as  an  associate  of  the  late  Prof.  W.  P.  Trowbridge.  This  was  the 
first  recognition  which  Columbia  gave  to  the  important  relations  of  mechanical 
engineering  to  other  engineering  courses.  He  entered  the  faculty  as  adjunct 
professor  in  1881  and  became  professor  in  1890.  Upon  the  death  of  Professor 
Trowbridge,  in  1892,  the  chair  of  engineering  which  he  had  occupied  was  divided, 
and  professorships  in  civil  engineering  and  electrical  engineering  were  added  to 
the  already  existing  professorships  of  mining  and  mechanical  engineering.  Pro- 
fessor Hutton  was  made  the  head  of  the  mechanical  engineering  department, 
which  he  directed  imtil  July  1,  1907,  when  he  resigned,  and  in  appreciation  of  his 
valued  services  was  elected  professor  emeritus. 

At  the  time  of  Professor  Hutton 's  election  to  the  presidency  of  the  Society, 
an  excellent  summary  of  his  work  at  Columbia  was  prepared  by  Mr.  Fred  J. 
Miller,  editor  of  the  American  Machinist,  and  published  in  that  journal,  from  which 
the  following  is  taken: 

PerhAps  his  most  significant  achievement  during  these  years  of  service  has  been  the  develop- 
ment of  the  great  mechanical  laboratories  of  the  University,  during  the  i>eriod  from  1897  to  1900, 
just  subsequent  to  the  transfer  of  the  institution  from  the  downtown  site  to  its  present  location  on 
Momingside  Heights.  This  equipment  includes  the  Baldwin  locomotive  mounted  upon  its  testing 
equipment,  the  triple-expansion  Allis-Reynolds  engine,  which  is  a  three-stage  air  compressor,  and 
the  hydraulic  equipment  of  the  Henry  R.  Worthington  Laboratory.  A  conservative  estimate  of 
the  value  of  this  equipment  as  installed,  is  not  far  from  1100,000. 

It  has  been  the  professor's  belief  that  to  make  experiments  in  illustration  or  confirmation  of 
engineering  formulas  on  engines  or  machines  of  small  sise,  is  to  introduce  an  error  not  only  of  degree, 
but  of  kind,  and  that  therefore  the  units  should  be  of  sufficient  sise  to  guard  against  this  difficulty; 
and,  furthermore,  to  make  rescatch  into  new  fields  sufficiently  near  to  the  actual  conditions  of 
practice  so  as  not  to  prove  actually  misleading  when  their  results  are  applied.  The  air  compressor 
has  been,  with  him,  a  favorite  form  of  laboratory  apparatus  by  reason  of  its  illustrating  to  the 
student  the  complete  cycle  of  generated  mechanical  energy,  its  storage  in  compressed  idr,  and  the 
liberation  of  that  energy  in  a  motor  having  a  cycle  similar  to  that  of  the  original  steam  cylinder. 


>  Those  members  who  died  while  in  military  or  naval  service  have  asterisks  affixed  to  their 
names. 
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In  no  other  educational  institution  are  there  any  larger  unite  than  thoee  which  have  been  hen 
gotten  together. 

The  profeaeor  is  alao  an  earnest  exponent  of  such  a  method  of  conducting  laboratoty  iaeliiw- 
tion  as  to  compel  the  student  to  exercise  his  thinking  faculties,  not  only  in  devising  the  expeiimeati 
and  connecting  up  the  apparatus,  but  in  the  interpretation  of  the  results.  In  his  diaomikm  el  tUi 
subject  he  has  referred  to  the  more  formal  system  of  definite  instruction  to  the  stodenta  bgr  the  1M 
of  printed  logs  which  can  be  used  half  automatically  as  failing  to  make  men  out  of  the  raw  mafwkl 
The  automatic  or  log  method  he  has  called  the  "cook-book"  system. 

Professor  Button  became  Secretary  of  the  Society  in  1883,  three  yeuB  after 
its  organization,  which  was  a  critical  time  in  its  history.  The  membenhip  was 
less  than  400,  and  there  was  great  difficulty  in  meeting  expenses  from  the  maD 
sum  received  for  dues,  so  that  initiation  fees  had  been  treated  as  available  enmnt 
income.  The  previous  Secretary,  Mr.  Rae,  had  received  no  salary  and  the  offiee 
rent  had  been  provided  by  reason  of  his  relations  with  Mr.  Henry  R.  Wortliiii|> 
ton,  one  of  the  foimder  members. 

Professor  Hutton  was  then  a  yoimg  man  of  thirty,  junior  profeaBor-ef  me- 
chanical engineering  at  Columbia  University,  and  able  to  arrange  to  give  part 
time  to  the  management  of  the  Society  in  connection  with  his  duties  aa  a  teadMr. 
He  was  appointed  Secretary  in  March  at  a  salary  of  $1000  per  •»«""*  Hie 
Worthington  office  was  given  up  and  for  a  time  the  headquarters  were  in  Pro- 
fessor Hutton *s  study  at  Columbia  University;  but  it  was  soon  found  deaiiable 
to  have  a  downtown  office,  and  he  rented  at  his  own  expense  a  room  in  irbtA 
known  as  the  Smith  Building,  at  15  Cortlandt  Street,  and  engaged  aa 
whose  salary  he  also  paid.  Professor  Hutton  states  in  his  History  that:  "The 
location  was  chosen  for  its  nearness  to  the  ferry  and  approachea  through  CSoA- 
landt  and  Liberty  Streets,  which  were  then  the  downtown  entranoea  to  the  eilgr 
from  New  Jersey  and  Pennsylvania.  The  stock  of  volumes  and  extra  atatiooeqr 
were  taken  to  Columbia  University  and  stored  in  a  dark  room  available  only  for 
such  uses.  The  office  furniture  of  that  modest  imdertaking  was  a  Keuffel  and 
Esser  drawing  table,  some  camp  chairs  and  a  specially  designed  stationery  holder, 
somewhat  along  the  lines  of  the  revolving  bookcases.  There  was  no  typewriter 
in  use  for  more  than  a  year.  Later  a  bookcase  made  of  pine,  with  certain  lodced- 
up  cupboards,  was  added  to  receive  the  periodicals  and  exchanges.'' 

From  that  time  on,  through  the  wise  management  and  strong  penonality 
of  the  new  Secretary,  supported  by  the  staunch  founder  members,  who  were  the 
backbone  of  the  organization  in  the  early  days,  the  Society  grew  and  proepered 
consistently  year  by  yesu*,  and  one  by  one  its  many  problems  and  Hiflj^yl^^i 
were  overcome.  In  this  regard  Professor  Hutton  displayed  the  same  broad 
vision  of  future  possibilities  that  so  characterized  Professor  Thurston,  who  was 
the  first  President.  This  viewpoint  was  strongly  emphasized  by  Profeeeor 
Thurston's  presidential  addresses,  which  are  recorded  in  the  Transactions. 

In  1890,  the  house  at  12  West  Thirty-first  Street  was  purchased  for  $60,000. 
This  had  been  occupied  by  the  Academy  of  Medicine,  and  was  admirably  adapted 
for  a  Society;  but  its  acquirement  was  an  ambitious  project  for  a  society  without 
funds.  The  financing  was  left  to  a  committee,  of  which  J.  F.  Holloway,  Stephen 
W.  Baldwin  and  Professor  Hutton  were  members. 

Bonds  were  taken  up  by  the  membership  to  the  amoimt  of  $32,000.  A  few 
of  the  older  and  wealthier  members  became  guarantors  to  make  good  any  de- 
ficiency should  the  Society  be  unable  to  meet  its  obligations,  but  they  were  never 
called  upon,  and  the  Academy  of  Medicine  took  a  mortgage  of  $33,000.    Five 
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thousand  dollars  of  the  amount  raised  was  used  for  alterations  and  furnish- 
ings. 

It  was  at  this  home  where  Professor  Hutton  became  so  closely  identified  with 
the  work  of  the  Society  and  forn^ed  so  many  pleasant  associations  with  the 
members  who  came  to  the  meetings  or  dropped  in  for  a  social  time.  The  wisdom 
of  acquiring  the  property  was  shown  when  it  was  sold  in  1906  for  $120,000, 
realizing  a  profit  of  nearly  $60,000,  and  providing  a  fimd  which  was  a  meet 
helpful  factor  in  procuring  property  for  the  new  Engineering  Societies  Building, 
the  gift  of  Mr.  Carnegie. 

With  regard  to  the  house  on  Thirty-first  Street,  Professor  Hutton  has  written: 

"It  is  perhaps  difficult  at  this  day  and  with  the  present  strength,  standing 
and  income  of  the  Society  to  realize  what  an  enormous  step  and  undertaking  the 
purchase  and  responsibility  for  that  house  were  to  the  modest  men  of  that  day. 
If  it  had  failed,  the  consequences  to  the  Society  would  have  been  most  disastrous. 
Its  success  was  the  greatest  thing  that  ever  happened  to  it  up  to  that  time  and 
for  many  years." 

Professor  Hutton's  first  meeting  as  Secretary  was  the  Cleveland  meeting  in 
1883,  where  the  papers  were  for  the  first  time  distributed  in  advance  by  means  of 
galley  proofs,  with  the  cuts  printed  on  separate  sheets.  From  time  to  time  other 
events  occurred  which  for  some  special  reason  were  particularly  notable.  Among 
these  was  the  trip  to  Europe  in  1889,  which  had  a  wide  influence  in  giving  inter- 
national recognition  to  the  Society  and  establishing  the  bond  of  professional 
fellowship  between  this  and  the  coimtries  visited.  Another  was  the  Chicago 
Meeting  of  1893,  at  the  time  of  the  Engineering  Congress  held  during  the  Colum- 
bian Exposition. 

Gradually  the  Society  outgrew  its  quarters  on  Thirty-first  Street,  and  after 
sixteen  prosperous  years  moved  to  the  splendid  Engineering  Societies  Building, 
which  it  now  occupies  jointly  with  the  other  engineering  societies.  Professor 
Hutton  was  a  member  of  the  Joint  Conference  and  Building  Conmiittee  appointed 
to  carry  out  the  generous  intention  of  Mr.  Andrew  Carnegie  to  provide  a  necessary 
building  for  the  use  of  the  several  societies  and  a  building  for  the  Engineers'  Club, 
and  to  plan  the  proposed  structures.  He  was  also  Secretary  of  the  Building 
Committee,  and  later  Secretary  of  the  United  Engineering  Society.  From  the 
fact  that  the  Civil  Engineers  decided  to  remain  in  their  own  building  and  the 
Mining  and  the  Electrical  Engineers  had  no  buildings  of  their  own,  a  great  many 
meetings  of  the  Conmiittee,  of  which  a  total  of  seventy-four  were  held,  besides 
numberless  conferences,  took  place  in  the  house  of  the  Mechanical  Engineers  on 
Thirty-first  Street,  and  during  the  construction  much  of  the  accounting  and  other 
business 'Was  transacted  there. 

Professor  Hutton  was  one  of  the  BoEU-d  of  Trustees  of  the  United  Ekigineering 
Society,  which  is  the  holding  corporation  for  the  building. 

At  the  end  of  twenty-three  years'  service  and  coincident  with  the  removal 
to  the  new  building.  Professor  Hutton  resigned  his  position  as  Secretary.  He 
felt  that  the  time  had  come  when  the  Society  needed  the  full  time  and  energies 
of  a  Secretary,  and  should  not  be  compelled  to  share  these  with  the  engineering 
department  of  a  university.  It  seemed  proper  that  the  retiring  secretary,  who 
had  led  the  Society  from  the  modest  beginnings  where  he  paid  the  office  rent  out 
of  his  own  pocket  up  through  the  successive  stages  of  development,  to  the  point 
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where  it  constituted  a  prime  element  in  a  great  engineering  headquarters  tor  the 
whole  country,  should  be  elected  to  the  presidency.  He  was  made  President  for 
the  year  1906-1907,  and  officiated  in  that  capacity  for  the  first  time  at  the  In- 
dianapolis Meeting  in  1907.  At  the  end  of  his  term  he  took  for  his  presidential 
address  the  subject  of  the  Mechanical  Engineer  and  the  Functions  of  the  Engin- 
eering Society. 

In  1908  he  was  elected  Honorary  Secretary,  under  the  constitutional  pro- 
visions which  created  such  an  office,  a  distinction  which  he  held  imtil  his  death. 

With  his  varied  and  complex  duties  at  Columbia  University  and  in  the 
secretary's  office  of  the  Society,  it  was  impossible  that  he  should  enter  largely  into 
literary  productions;  nevertheless,  he  was  the  author  of  several  books  and  several 
papers  presented  to  the  Society.  The  earliest  of  these  was  an  elaborate  mono- 
graph on  Machine  Tools  for  the  Census  of  1880.  At  that  time  technical  books 
were  few  and  engineering  periodicals  were  fewer,  and  this  treatise  on  machine 
tools  stood  out  as  one  of  the  important  documents  of  the  time,  and  was  used  by 
engineering  schools  for  the  instruction  of  their  students. 

Professor  Hutton  wrote  two  textbooks,  on  Mechanical  Engineering  of  Power 
Plants  and  on  the  Gas  Engine.  A  distinctive  and  valuable  feature  of  the  former 
was  the  siunmarizing  of  the  advantages  and  disadvantages  of  the  various  types 
and  combinations  of  apparatus  used  in  power  plants.  He  was  editor  for  en- 
cyclopedias and  dictionaries,  notably  the  Century,  of  1911.  He  was  also  an 
occasional  contributor  to  the  engineering  press  on  mechanical,  automotive  and 
safety  engineering  subjects  as  well  as  on  technical  education,  and  a  nmnber  of 
his  addresses  on  these  and  related  topics  were  accorded  the  wider  publicity  due 
them  by  being  reported  in  the  colunms  of  the  current  technical  journals. 

Fortunately  for  the  Society,  Professor  Hutton  was  prevailed  upon  to  write 
its  history,  which  was  issued  by  the  Society  in  a  handsome  illustrated  volume  in 
1915.  While  the  publication  is  in  no  sense  biographical  of  any  one  individual, 
and  refers  to  Professor  Hutton  by  name  in  only  a  few  instances,  it  must  never- 
theless be  regarded  as  largely  a  history  of  his  own  endeavors  and  accomplish- 
ments, and  will  long  remain  a  valued  and  cherished  volume  to  many  of  his  friends 
and  fellow-members.  Special  attention  should  be  called  to  the  chapter  on  Some 
Principles  of  Society  Philosophy,  which  embodies  a  remarkably  comprehensive 
statement  of  the  stages  of  development  of  a  great  engineering  society  and  the 
principles  imderlying  them. 

In  1911  Professor  Hutton  served  as  consulting  engineer  to  the  Department  of 
Water,  Gas  and  Electricity,  New  York  City,  and  from  1905  to  1911  was  vice- 
chairman  of  the  Museum  of  Safety.  He  was  consulting  engineer  to  the  Auto- 
mobile  Club  of  America  and  chairman  of  its  Technical  Conunittee  from  1912,  in 
which  capacity  he  supervised  the  important  testing  work  conducted  by  the  club 
in  its  laboratory.  He  was  one  of  the  first  engineers  to  use  an  automobile  and  to 
enter  into  a  study  of  automobile  construction. 

Professor  Hutton  was  active  in  Society  affairs  in  many  ways  after  serving  as 
President,  particularly  as  a  member  of  the  Conunittee  on  Constitution  and  By- 
Laws.  In  this  work  he  endeavored  to  meet  in  a  broad  and  progressive  spirit  the 
new  conditions  which  were  imposed  upon  the  Society  by  its  growth  and  expansion 
into  various  fields  of  activity  and  the  establishment  of  its  many  Sections.  He  had, 
as  always,  a  clear  vision  of  the  future  and  laid  his  plans  accordingly.  He  was  also 
1^  member  of  the  John  Fritz  Medal  Board  of  Award.    His  interest  in  yoimg  men 


1140  KBCROLOGT 

was  evidenced  by  his  service  on  the  Student  Branch  Committee  of  the  Society. 
He  often  presided  at  meetings  and  represented  the  Society  on  special  occasions, 
which  he  always  did  with  a  distinction  and  grace  of  manner  peculiarly  his  own. 
Here,  as  on  all  occasions,  his  felicity  of  expression  and  ready  wit,  his  cordiality 
and  withal  his  dignity,  were  strong  characteristics. 

In  1882  Columbia  conferred  upon  him  the  degree  of  Ph.D.  and  in  1904  the 
degree  of  Sc.D.,  which  is  the  highest  distinction  which  the  University  i^aoes  upon 
one  for  scientific  and  engineering  training. 

Letters  of  appreciation  of  the  life  and  services  of  Professor  Hutton  were 
received  by  the  Society  from  the  following  members  -^  all  friends  of  long  standing: 
Wm.  H.  Wiley,  Charles  T.  Main,  Jesse  M.  Smith,  Alex.  C.  Humphreys,  Oberlin 
Smith,  Henry  Harrison  Suplee,  Geo.  M.  Bond,  Worcester  R.  Warner,  Robert  W. 
Hunt,  Ira  N.  HolUs,  W.  M.  McFarland,  Ambrose  Swasey,  W.  F.  M.  Goes,  D.S. 
Jacobus,  John  R.  Freeman,  Calvin  W.  Rice,  James  Hartness  and  Jolm  A.  Brtr 
shear.    These  tributes  were  published  in  The  Journal,  June  1918,  pp.  475-477. 

WHiLIAM  SICKLES  ACKERMAN 

^"^i  IWilliam  S.  Ackerman,  engineer  and  architect,  died  on  November  11,  1918,  cf 
heart  faQure,  after  a  brief  illness.  He  was  engaged  at  the  time  in  the  service  ol 
the  Ordnance  Department,  U.  S.  A.,  as  supervising  engineer  of  the  Gov;smment 
Carbocoal  plant  being  erected  at  Russell,  near  Clinchfield,  Va. 

Mr.  Ackerman  was  bom  in  November,  1868,  in  Paterson,  N.  J.  lie  received 
his  technical  education  at  the  Stevens  Institute  of  Technology,  and  was  gradu- 
ated in  1801,  with  the  degree  of  M.E.  EQs  earlier  work  was  in  the  West,  where 
he  acted  as  Colorado  agent  for  the  Ingersoll-Sergeant  Drill  Co.  as  draftsman  and 
mechanical  engineer  for  the  Standard  Smelting  and  Refining  Co.  of  Durango, 
Colo.,  and  rs  assistant  superintendent  of  the  Pelican-Dives  Mining  Company 
at  Silver  PI  me,  Colo.  From  1893  to  1897  he  was  chief  engineer  of  the  National 
Lead  Co.  :Ie  then  formed  the  partnership  of  Ackerman  &  Ross,  Engineers 
and  Architt-;  ts,  which  in  1902,  on  the  retirement  of  Mr.  Ross,  became  Ackerman 
&  Partridg.'.  The  work  done  by  these  firms  covered  nearly  every  branch  of 
the  professi  >n.  It  included:  Carnegie  libraries  at  Washington,  D.  C,  Atlanta, 
Ga.,  San  Diego,  Cal.,  Port  Jervjs,  N.  Y.,  and  Bucknell  University,  Lewiston, 
Pa.,  engineering  and  chemical  laboratories  at  Stevens  Institute,  etc.,  court 
houses,  banks,  office  buildings,  schools  and  factories  in  many  states.  Perhaps 
the  most  notable  of  these  from  a  scientific  standpoint  was  the  Morton  Memorial 
Laboratory  at  Stevens  Institute  of  Technology.  Mr.  Ackerman  made  a  special 
study  of  the  requirements  of  a  chemical  laboratory  and  put  forward  a  design 
containing  so  many  new  and  admirable  features  that  it  has  served  as  a  model 
for  many  of  the  more  recent  laboratories. 

On  the  dissolution  of  the  firm  of  Ackerman  &  Partridge  in  1905,  Mr.  Acker- 
man went  into  consuKmg  practice  in  mill  construction  and  power  plants  and 
in  1907  became  a  member  of  the  Passaic  Valley  Surveys  Commission,  which  he 
served  in  the  capacity  of  secretary,  imtil  1913,  when  he  returned  to  private 
practice.  In  1916  he  went  with  the  O'Rourke  Engineering  Construction  Com- 
pany as  expert  in  patent  litigation.  While  so  engaged  he  ofiFered  his  services 
to  the  Army  Ordnance  Department,  and  by  a  singular  coincidence  died  in 
service  ut  the  plant  in  Virginia  on  the  day  the  armistice  was  declared. 
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Mr.  Ackerman  was  a  member  of  the  New  Jersey  chapter  of  the  American 
Institute  of  Architects,  and  the  Alumni  Association  of  the  Stevens  Institute  of 
Technology,  of  which  he  was  president  in  1902.  He  was  a  former  member  of 
the  American  Institute  of  Mining  Engineers.  He  became  a  member  of  the 
Society  in  1891. 

WALTER  ANTOSCH  * 

9 

Walter  Antosch  was  bom  in  New  York  City  on  March  17,  1896.  He 
attended  the  city  schools  and  later  Stevens  Institute  of  Technology,  from 
which  he  was  graduated  in  1917  with  the  degree  of  M.E.  For  about  six  months 
after  his  graduation  he  was  connected  with  the  Standard  Aircraft  Corporation, 
EHixabeth,  N.  J.,  serving  first  in  the  drafting  room,  then  in  the  engineering 
department  and  finally  as  assistant  superintendent  in  the  production  depart- 
ment, where  he  had  charge  of  routing  material  through  the  shops.  He  resigned 
his  position  at  the  end  of  that  time  and  enlisted  in  the  United  States  Naval 
Reserve  Force  and  was  assigned  to  the  Naval  Engineering  School,  where  in  a 
very  short  time  he  won  the  rating  of  machinist.  He  was  then  assigned  to  the 
U.  S.  S.  Weaibridget  which  was  torpedoed  on  August  15,  1918,  when  he  was  in- 
stantly killed.  He  was  buried  on  August  28  in  the  Kerfautras  Military  Cemetery, 
Brest,  France. 

Mr.  Antosch  also  served  in  the  recent  Mexican  border  trouble  and  was  at 
that  time  connected  with  the  First  Field  Hospital  of  the  New  York  National 
Guard.    He  became  a  junior  member  of  the  Society  in  1918. 

EDWARD   R.   ARCHER 

Edward  R.  Archer  was  bom  on  March  9,  1834,  at  Old  Point  Comfort,  Va. 
He  received  his  early  education  in  the  private  schools  of  Hampton  and  Rich- 
mond, Va.,  and  at  the  age  of  17  entered  the  employ  of  the  Tredegar  Iron  Works 
of  the  latter  city,  where  he  served  an  apprenticeship  of  four  years  in  the  shops 
and  drafting  room  of  that  company.  On  June  26,  1856,  he  was  appointed 
third  assistant  engineer  in  the  U.  S.  Navy  and  served  in  that  capacity  on  the 
U.  S.  Frigates  Roanoke  and  Powhatan^  making  a  two  and  a  half  year's  cruise 
aroimd  the  world.  At  the  close  of  the  cruise  he  returned  again  to  the  Tredegar 
Iron  Works  and  remained  in  their  employ  imtil  the  outbreak  of  the  Civil  War, 
when  he  entered  the  service  of  the  Confederate  Navy.  When  peace  was  de- 
clared he  again  reentered  the  employ  of  the  Tredegar  Iron  Works,  and  at  the 
time  of  his  death  was  chief  engineer  of  the  company. 

In  addition  to  being  a  member  of  the  Society  since  1890,  Mr.  Archer  was 
one  of  the  founders  of  the  Virginia  Mechanics  Institute.  He  died  at  his  resi- 
dence in  Richmond  on  March  13,  1918. 

EDWARD   CARRINGTON   BATES 

Edward  C.  Bates  was  born  in  Boston,  Mass.,  in  1848.  He  was  educated 
in  the  private  schools  of  that  city,  preparatory  to  attending  Brattleboro  Acad- 
emy, after  which  he  went  to  the  Massachusetts  Institute  of  Technology  where 
he  was  graduated  with  the  first  class  sent  forth,  that  of  1868. 

*  Those  members  who  died  while  in  military  or  naval  service  are  indicated  by  asterisks  aflSzed 
to  their  name*. 
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He  then  began  work  in  his  chosen  profession  as  civil  and  railroad  engineer 
and  on  going  West  was  active  in  the  earliest  days  of  the  Union  Pacific  Railway. 
During  his  career  he  held  the  position  of  superintendent  of  works  of  the  Union 
Electric  Sign  Signal  Ck).,  Boston,  and  the  same  later  with  the  Union  Switch  & 
Signal  Co.,  Pittsburgh.  He  was  for  five  years  superintendent  with  the  Hall 
Typewriter  Co.  and  for  eleven  years  railroad  representative  for  the  Crosby 
Steam  Gauge  &  Valve  Co.,  Boston.  He  was  also  associated  for  a  period  with 
the  Ewald  Iron  Co.,  St.  Louis. 

Mr.  Bates  was  an  inventor  of  note  and  his  later  years  were  devoted  to  in* 
venting,  although  in  a  less  active  way  than  formerly.  He  became  a  member 
of  the  Society  in  1899.    He  died  very  suddenly  on  July  23,  1918. 

HENRY  ARTHUR  BAYFIELD 

Henry  A.  Bayfield  was  bom  in  Charlottetown,  Prince  Edward  Island, 
Canada,  on  Jime  19,  1873.  He  was  graduated  from  McGill  University,  Mon- 
treal, in  1896,  with  the  degree  of  Bachelor  of  Applied  Science,  having  taken  the 
mechanical  engineering  course. 

The  first  two  years  after  his  graduation  he  spent  at  the  shops  of  the  Inter- 
colonial Railway,  Moncton,  N.  B.,  as  machinist  and  junior  mechanical  drafts- 
man, and  in  testing  locomotives  on  the  road.  He  was  also  a  year  in  the  Great 
Northern  Railway  shops  at  St.  Paul,  Minn.,  where  he  was  draftsman  in  charge 
of  the  office;  later  he  was  made  superintendent  of  the  company's  shops  at  West 
Superior,  Wis.  For  a  short  period  he  was  with  the  Dardanelles  Mining  Com- 
pany, Sandon,  B.  C,  overhauling  and  operating  their  plant.  From  1899  to 
1900  he  was  connected  with  the  Albion  Iron  Works  and  Victoria  Machinery 
Depot,  Victoria,  B.  C,  as  a  designer  of  small  marine  engines,  boilers,  etc.,  leav- 
ing this  firm  to  become  senior  designer  on  dredging  and  hoisting  machinery, 
air  compressors,  shop  appliances,  etc.,  with  the  James  Cooper  Mfg.  Co.,  Mon- 
treal. In  1901  Mr.  Bayfield  was  appointed  mechanical  superintendent  in 
charge  of  dredging  fleet,  shops  and  shipyard  for  the  Harbor  Conmiissioners  of 
Montreal.  About  three  years  later  he  entered  on  private  practice  in  Van- 
couver, B.  C,  and  with  the  exception  of  an  interval  with  the  British  Colimibia 
General  Contract  Company,  continued  in  private  practice  imtil  1909,  when  he 
entered  the  service  of  the  Department  of  Public  Works  of  Canada,  being  ap- 
pointed superintendent  of  dredging  for  British  Columbia.  In  December  1912 
Mr.  Bayfield  was  made  chief  engineer  in  charge  of  all  estimating  and  designing 
of  the  Vancouver  Machinery  Depot  Company,  where  he  remained  until  1913, 
when  he  was  again  called  upon  by  the  Dominion  Grovemment  to  design  a  self- 
propelling  hydraulic  dredge.  In  1914  he  returned  to  private  practice  at  Van- 
couver, B.  C,  engaging  principally  in  consulting  work  in  connection  with  dredg- 
ing and  marine  matters,  but  was  called  in  1915  to  the  Department  of  Railways 
and  Canab  of  Canada  to  take  the  position  of  mechanical  engineer  in  charge  of 
all  mechanical  and  marine  work  at  Port  Nelson,  Manitoba.  Late  in  the  same 
year  Mr.  Bay^eld  became  chief  engineer  with  Norton,  Griffiths  &  Co.,  Ltd., 
St.  John,  N.  B.,  in  connection  with  the  harbor-improvement  contract.  In 
1916  he  was  called  on  by  the  British  Ministry  of  Munitions  of  War  to  take  charge 
of  the  Enfield  rifle  production  at  the  Winchester  Repeating  Arms  Company, 
New  Haven,  Conn.,  where  he  remained  until  the  summer  of  1917,  when  he  was 
appointed  engineer  in  charge  of  the  Ogden  Point  assembly  plant  of  the  Imperial 
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MunitionB  Board,  Victoria,  B.  C.    He  held  this  position  at  the  time  of  his  death, 
February  12,  1918. 

Mr.  Bayfield  was  a  member  of  the  Institution  of  Mechanical  -Engineers 
(Great  Britain)  and  an  associate  member  of  the  Canadian  Society  of  Civil 
Engineers.    He  became  a  member  of  the  Society  in  1913. 

PATRICK  JOSEPH  BEAKET 

Patrick  J.  Beakey  was  bom  in  Glann,  Ennistymon,  Coimty  Clare,  Ireland, 
on  July  16,  1881,  and  was  educated  there  in  the  Christian  Brothers'  School. 

He  came  to  the  United  States  in  1900  and  worked  as  a  machinist  for  the 
P.  &  F.  Corbin  Co.,  New  Britain,  Conn.,  and  for  the  Pratt  &  Whitney  Co., 
Hartford,  Conn.  He  was  employed  in  1903  by  the  Underwood  Typewriter  Co., 
also  in  Hartford,  to  build  special  machinery.  In  1908  he  joined  the  tool-making 
force  of  the  Royal  Typewriter  Co.  and  was  in  a  short  time  promoted  to  the 
foremanship  of  the  type  department.  In  this  position  he  assisted  in  the  develop- 
ment and  production  of  typemaking  machinery  and  tools,  and  designed  and 
produced  several  styles  of  typewriter  type.  At  the  time  of  his  death  Mr. 
Beakey  was  holding  this  position. 

Mr.  Beakey  died  on  October  24,  1918,  of  Spanish  influenza.  He  became  an 
associate^member  of  the  Society  in  1915. 

A.   C.   BEESON 

A.  C.  Beeson  was  bom  in  Salem,  Ohio,  on  February  26,  1845.  He  was 
educated  in  the  "village  schoolhouse"  there,  obtaining  in  addition  a  fair  knowl- 
edge of  mechanics  in  his  father's  machine  shop.  His  first  employment  was  at 
Pithole,  Pa.,  in  1865,  where  he  engaged  successively  in  pimiping  and  drilling 
wells.  It  was  not  until  1868  that  the  opportunity,  which  proved  to  lead  to  his 
life's  work,  came  to  him  when  he  was  engaged  as  gager  by  the  Titusville  Pipe 
Co.  and  assigned  to  duty  in  the  Pleasantville  district.  In  Jime  1870  he  entered 
the  service  of  Vandergrif t  &  Forman  and  constructed  a  pipe  line  from  White 
Oak  Station,  now  Tnmkeyville,  to  Fagundas.  The  rapid  extension  of  the  oil 
fields  in  the  early  seventies  was  accompanied  by  imusual  activity  in  pipe-line 
construction  and  Mr.  Beeson  was  called  on  to  construct  pipe  lines  in  districts 
of  widely  separated  localities. 

When  Vandergrift  &  Forman  organized  the  Fairview  Pipe  Line,  the  piping 
system  was  vastly  extended  under  Mr.  Beeson's  direct  supervision.  He  re- 
mained with  this  company  and  its  successor,  the  United  Pipe  Lines,  imtil  1885, 
when  he  purchased  and  took  charge  of  a  natural-gas  plant  in  the  lower-country 
oil  towns.  In  1889  he  disposed  of  his  gas  interests  and  retiuned  to  the  pipe- 
line industry  as  superintendent  of  the  Western  &  Atlantic  Pipe  Line,  with  head- 
quarters in  Pittsburgh.  He  was  appointed  superintendent  of  the  Indiana  Pipe 
Line  upon  its  organization  in  1899  and  later  vice-president,  which  position  he 
held  at  the  time  he  was  taken  ill.  He  died  on  September  10,  1918.  He  became 
an  associate-member  of  the  Society  in  1914. 

ARTHUR  HENRY  BERGES  * 

Arthur  H.  Berges  was  bom  on  July  28,  1886,  in  Burlington,  Iowa,  and  was 
educated  in  the  schools  of  that  city,  later  attending  Purdue  University,  from 
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which  he  was  graduated  in  1910  with  the  degree  of  M.E.  His  first  employmoit 
was  with  the  Chicago  &  Northwestern  Railway  Co.,  Chicago,  111.,  as  special 
apprentice.  In  the  early  part  of  1911  he  became  connected  with  the  Interna- 
tional Harvester  Co.,  and  had  charge  of  the  production  in  the  tractor  works, 
Chicago.  His  next  position  was  with  the  H.  W.  Schott  Co.,  engineers  in  Chicago, 
where  his  duties  gave  him  charge  of  construction  on  the  power  house  of  a  hydro- 
electric development  at  BallviUe,  Ohio.  For  a  short  period  in  1913  he  worked  in 
the  mechanical  department  of  Sargent  &  Lundy,  an  engineering  firm  in  Chicago, 
leaving  to  become  draftsman  in  the  shop-engineering  department  of  the  Chicago  k 
Western  Indiana  Railroad  Co.  At  the  outbreak  of  the  war  he  was  employed 
as  mechanical  draftsman  in  the  Rock  Island  Arsenal,  111.  He  resigned  from 
this  position  to  enlist  in  the  23rd  U.  S.  Engineers.  He  was  killed  in  action  in 
France  on  September  13,  1918. 

Sergeant  Berges  became  a  junior  member  of  the  Society  in  1914. 

LAWRENCE  HOWARD   BERTSCH  * 

Lawrence  H.  Bertsch,  Captain  in  the  Engineering  Division  of  the  Ordnance 
Department,  U.  S.  Army,  died  at  the  Walter  Reid  Hospital,  Washington,  D.  C, 
on  October  13,  1918,  after  a  four-days'  illness  of  influenza  followed  by 
pneumonia. 

Captain  Bertsch  was  bom  in  Cambridge  City,  Ind.,  on  October  18,  1879. 
He  attended  Earlham  College,  Richmond,  Ind.,  from  1898  to  1901.  In  1902 
he  received  his  A.B.  degree  from  Indiana  University  and  the  following  year 
entered  the  University  of  Michigan,  from  which  he  was  graduated  with  the 
degree  of  M.E.  in  1907.  From  then  until  his  enlistment  in  June  1918  in  the 
U.  S.  Army  he  was  associated  with  Bertsch  &  Co.,  Cambridge  City,  Ind.,  manu- 
facturers of  shears,  punches,  rolls  and  presses.  He  served  in  various  capacities 
in  office  and  plant,  including  those  of  sales  manager,  superintendent,  general 
manager,  chief  engineer  and  finally  as  vice-president  of  the  company. 

He  became  a  member  of  the  Society  in  1918.  He  was  also  a  member  of  the 
Engineering  Society  of  Indiana. 

ALFRED  BETTS 

Alfred  Betts  was  bom  on  October  1,  1835,  in  Wilmington,  Del.,  and  was 
educated  at  the  Friends'  School  there.  He  served  his  apprenticeship  with  the 
firm  of  Pusey,  Jones  &  Betts,  Wilmington,  afterward  becoming  a  member  of 
the  firm.  He  was  a  partner  in  the  firm  of  E.  &  A.  Betts,  manufacturers  of 
machine  tools,  and  later  became  president  of  the  Betts  Machine  Co.,  until  his 
retirement  in  1889.  He  was  a  member  of  the  Board  of  Water  Commissioners 
of  Wilmington  for  six  years. 

Mr.  Betts  died  on  December  1,  1918.  He  became  a  member  of  the  Society 
in  1881. 

ALBERT  BLAUVELT 

Albert  Blauvelt  was  bom  in  Philadelphia,  Pa.,  on  June  7,  1862.  After 
graduation  from  the  Kingston  Academy,  Kingston,  N.  Y.,  he  served  an  appren- 
ticeship in  the  drafting  room  of  F.  L.  Roberts,  New  York.  From  1879  to  1883 
he  was  connected  with  the  McEntee  Locomotive  Works,  Rondout,  N.  Y.,  and 
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with  the  West  Point  Foundry.  The  following  year  he  was  in  the  employ  of  the 
Lidgerwood  Co.,  Brooklyn,  N.  Y.  He  was  next^  associated  as  designer  and 
expert  draftman  with  the  Fall  Steam  Pump  Co.,  the  Cold  Springs,  N.  Y.,  Rifle 
Works,  and  the  Baldwin  Locomotive  Works,  respectively.  From  1890  to  1894 
he  was  with  the  Edison  Electric  Co.,  Orange,  N.  J.,  and  then  with  the  American 
Oil  Co.  as  engineer  in  the  insurance  department.  In  1894  he  entered  the  em- 
ploy of  the  Western  Factory  Insurance  Association,  Chicago,  111.,  and  at  the 
time  of  his  death,  January  4,  1918,  held  the  position  of  associate  manager. 

Mr.  Blauvelt  was  among  the  pioneers  to  bring  into  prominence  the  pro- 
fession of  flre-protection  engineering  and  in  that  profession  he  was  recognized 
as  an  authority.    He  became  a  member  of  the  Society  in  1896. 

W.   A.   BLONCK 

W.  A.  Blonck  was  bom  on  April  30,  1872,  in  Wriezen,  Germany.  His 
early  education  he  obtained  in  the  Real  Gymnasium  of  Wriezen,  later  receiving 
the  degrees  of  M.E.  and  E.E.  from  Mittweida,  Saxony,  in  1893. 

His  first  position  was  with  the  Royal  Saxon  Railways,  Dresden,  on  con- 
struction work  of  transmission  lines  in  connection  with  a  three-phase  power 
station  for  Dresden  depots.  In  1894  he  was  employed  by  KOrting  Brothers, 
Hanover,  Germany,  to  design  electric  machinery  and  apparatus,  and  the  fol- 
lowing year  he  was  connected  with  Siemens  and  Halske,  of  Magdeburg, 
Germany,  as  estimator  and  supervisor  of  construction  of  isolated  factory  plants. 
From  1896  to  1901  he  was  with  Ganz  &  Co.,  Budapest,  Austria-Hungary,  work- 
ing on  estimates  and  supervision  of  construction  of  steam  and  hydraulic  muni- 
cipal plants  in  Bulgaria,  Hungary  and  Austria.  In  1901  he  came  to  the  United 
States  and  for  about  a  year  was  with  the  Chicago  Edison  Co.,  Chicago,  111.,  on 
the  preliminary  work  of  the  design  of  the  large  Fisk  Street  power  plant.  From 
1902  to  1904  he  was  associated  with  the  Arnold  Electric  Power  Station  Co., 
Chicago,  when  he  became  electrical  engineer  in  charge  of  construction  and 
operation  for  the  Chicago  &  Milwaukee  Electric  Railroad  Co.  The  years 
from  1905  to  1912  he  had  consulting  offices  in  Chicago  where  he  specialized  on 
reports,  design  and  construction  of  railway,  light  and  industrial  plants.  In 
1912  he  became  president  of  the  W.  A.  Blonck  Co.,  Inc.,  Chicago,  which  posi- 
tion he  occupied  at  the  time  of  his  death,  January  14,  1918. 

Mr.  Blonck  was  particularly  interested  in  the  development  oi  the  boiler 
efficiency  meter  and  upon  his  submitting  his  investigations  and  tests  in  that 
connection  to  The  Franklin  Institute,  received  a  Certificate  of  Merit  for  estab- 
lishing graphically  the  zero  method  of  best  boiler  efficiency.  He  also  conducted 
special  investigations  of  boiler-furnace  operation  and  definite  methods  of  doing 
away  with  guesswork  in  the  fire  room.  He  became  a  member  of  the  Society 
in  1916. 

GEORGE   URQUHART  BORDE 

George  U.  Borde  was  bom  in  January,  1871,  in  New  Orleans,  La.  He 
received  his  B.A.  degree  from  Tulane  University  in  1888  and  his  M.A.  in  1890. 
He  served  an  apprenticeship  in  the  Schenectady,  N.  Y.,  works  of  the  General 
Electric  Co.,  where  he  was  assigned  to  the  testing  room  of  the  armature  de- 
partment tube  works. 
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From  1890  to  1893  he  was  district  engineer  of  the  southern  district  for  the 
Edison  General  Electric  Co.,  designing  and  supervising  the  light  or  street  rail- 
way plants  of  Charlotte  and  Raleigh,  N.  C,  Atlanta  and  Savannah,  Ga.,  Chatta- 
nooga, Nashville  and  Memphis,  Tenn.,  and  of  a  niunber  of  other  southern  cities. 
From  1893  to  1896  he  was  connected  with  contracting  work  in  Memphis.  Later 
he  opened  consulting  offices  in  New  Orleans,  La.,  where  he  completed  engineering 
work  in  connection  with  the  new  Hotel  Denechaud,  and  the  Great  Southern 
Co.'s  Light  and  power  installation  at  Bogalusa,  La. 

Mr.  Borde,  at  the  time  of  his  death,  December  17,  1918,  was  by  all  odds 
one  of  the  most  prominent  consulting  engineers  in  the  city  of^ew  Orleans. 
He  was  retained  by  the  Great  Southern  Lumber  Co.  and  also  by  the  United 
States  Lidustrial  Alcohol  Co.  In  connection  with  his  work  for  the  latter,  his 
investigations  in  regard  to  the  process  oi  manufacture  of  ethyl  alcohol  from 
wood  waste  was  probably  his  most  important  work.  He  also  did  a  large  amount 
of  industrial  and  other  appraisal  work  throughout  the  southern  states.  He 
was  one  of  the  oldest  members  of  the  New  Orleans  Section  of  the  Society, 
having  become  a  member  in  1909. 

AUGUST  H.   BORNHORST* 

Lieut.  August  H.  Bornhorst  was  bom  on  August  1,  1888,  in  St.  Mary's, 
Ohio.  He  received  his  early  education  in  the  schools  of  St.  Mary's  and  then 
attended  Ohio  State  University,  from  which  he  was  graduated  in  1911  with  the 
degree  of  M.E. 

He  first  worked  with  the  Ford  Motor  Co.,  Detroit,  Mich.,  as  machine 
designer  on  a  5000-hp.  gas  engine.  Li  March  1912  he  was  assigned  through 
a  civil-service  appointment  to  the  U.  S.  Engineer's  Office,  Seattle,  Wash.,  as 
mechanical  draftsman,  where  he  designed  cranes  for  handling  concrete  work 
and  designed  and  laid  out  lock  gates,  lock-gate  machinery  and  a  proposed 
emergency  dam.  In  March  1916  he  became  connected  with  the  Puget  Sound 
Navy  Yard,  Bremerton,  Wash.,  as  a  marine-boiler  and  engine  draftsman. 
Later  he  was  connected  for  a  short  period  with  the  Seattle  Machine  Works. 

In  July  1917  he  entered  the  service  as  a  first  lieutenant  in  the  Signal  Officers' 
Reserve  Corps  and  was  afterward  transferred  to  the  Aircraft  Production,  Air 
Service  Branch  of  the  Army,  in  which  he  was  serving  at  the  time  of  his  death, 
December  7,  1918. 

Lieutenant  Bornhorst  became  a  junior  member  of  the  Society  in  1916. 

EMIL  BREZINSKY 

Emil  Brezinsky  was  bom  in  New  York  City  on  March  4,  1867.  He  was 
educated  in  the  public  schools  of  Minneapolis  and  attended  the  University  of 
Minnesota.  He  served  his  apprenticeship  with  the  Wilford  Mfg.  Co.,  Minne- 
apolis. From  1898  to  1907  he  was  connected  with  the  Allis-Chalmers  Co., 
Milwaukee,  as  draftsman,  and  later  as  chief  draftsman  on  mill  construction, 
power-plant  work  and  in  designing  and  superintending  of  construction  work. 
He  was  next  associated  with  the  Minneapolis  Steel  &  Machinery  Co.  in  the 
engine  and  mechanical  department  as  chief  draftsman  and  assistant  engineer; 
he  also  designed  and  developed  gas  and  steam  engines,  and  from  1910  to  1912 
was  acting^chief^engineer  of  the'company. 
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Mr.  Brezinsky  spent  a  number  of  years  in  Russia  representing  the  Allis- 
Chalmers  Co.,  and  later  the  International  Engineering  and  Trading  Co.  At  the 
time  of  his  death  in  February  1918  he  was  connected  with  the  Strong-Scott 
Mfg.  Co.,  Minneapolis. 

Mr.  Brezinsky  became  a  member  of  the  Society  in  1912. 

OAIL  H.   BROWNE 

Gail  H.  Browne  was  bom  on  March  12,  1871,  in  Salem,  N.  Y.  He  was 
educated  in  the  public  and  high  schools  of  Chicago,  attending  also  the 
Chicago  Medical  College.  He  also  spent  two  years  in  the  Dental  and  Medical 
College  of  Northwestern  University. 

He  spent  the  first  five  years  after  leaving  oollege  as  surveyor  and  draftsman 
with  the  Chicago  &  North  Western  Railway  and  then  with  the  International 
Harvester  Co.,  and  Swift  &  Co.,  at  Chicago.  In  1897  he  became  U.  S.  inspector 
of  pier  work  and  dredging  in  the  Grand  Rapids  district.  After  one  year  in  this 
district  he  became  engineer  in  charge  of  the  civil  engineering  department, 
MoCormick  division  of  the  International  Harvester  Co.  In  1905  he  was  em- 
ployed by  Ford,  Bacon  &  Davis,  engineers.  New  York.  Since  that  time  he 
has  been  actively  engaged  by  this  firm  on  important  design  and  construction 
work,  principally  at  Chicago,  Memphis,  New  Orleans,  Allentown,  Pa.  and  in  the 
New  York  office. 

Mr.  Browne  died  at  his  home  in  Glen  Ridge,  N.  J.,  on  December  7,  1918. 
He  was  a  member  of  the  Louisiana  Engineering  Society.  He  became  a  mem- 
ber of  the  Society  in  1916. 

CHARLES  MUNROE  BURGESS 

Charles  M.  Burgess  was  bom  in  1843  in  Michigan.  He  served  his  appren- 
ticeship with  his  father,  a  manufacturer  of  machinery  in  Windsor  Locks,  Conn. 
For  about  seven  years  he  worked  in  the  U.  S.  Armory  at  Springfield,  Mass.,  and 
with  the  Collins  Co.,  Collinsville,  Conn.,  obtaining  valuable  shop  experience. 
In  1866  he  became  associated  with  the  Aetna  Cutlery  Works,  New  Britain, 
Conn.,  and  about  a  year  later  entered  the  employ  of  Russell  &  Erwin  as  tool 
maker  and  was  promoted  shortly  to  foreman  of  the  machine  shops  and  in  1879 
to  the  position  of  superintendent.    In  1898  he  retired  from  active  business  life. 

Mr.  Burgess  was  a  member  of  Company  C,  25th  Regiment,  Connecticut 
Volunteer  Infantry,  during  the  Civil  War.  He  died  on  September  27,  1918. 
He  became  a  life  member  of  the  Society  in  1897. 

WILLIAM  BURNHAM 

William  Bumham  was  bom  in  Philadelphia  on  March  20,  1846.  He  was 
educated  in  private  schools  in  Philadelphia  and  Allentown,  Pa.,  and  at  the  Law- 
rence Scientific  School,  Cambridge,  Mass.  After  spending  some  years  in  the 
employ  of  the  Baldwin  Locomotive  Works,  in  1871  he  became  assignee  for  Wil- 
liam Butcher,  who  first  manufactured  steel  locomotive  tires  in  the  United  States. 
When  this  business  was  reorganized  as  the  Standard  Steel  Works,  he  was  made 
secretary  and  treasurer,  subsequently  becoming  chairman  of  the  board.  He 
was  also  a  director  of  the  Baldwin  Locomotive  Works. 
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Mr.  Bumham  was  a  member  of  a  number  of  dubs.  He  was  preadent  of 
the  Pemisylvania  Working  Home  for  Blind  Men.  He  became  an  associate  of 
the  Society  in  1888.    He  died  on  February  25,  1918. 

GEORGE  GOODWIN  CALDWELL 

George  G.  Caldwell  was  bom  on  Jime  22,  1857,  in  Peoria,  Hi.  He  was 
educated  in  the  public  schools  of  Michigan  and  at  Olivet  College,  Olivet,  Mich. 
He  served  an  apprenticeship  as  machinist  with  the  Benjamin  &  Fischer  Co., 
Chicago,  111.,  from  1878  to  1880  and  then  worked  for  the  next  five  years  in  various 
shops  in  Massachusetts  and  Rhode  Island,  gaining  general  experience  in  the 
construction  of  steam  engines  and  boilers.  About  1890  he  became  engineer 
for  the  Calumet  Electric  Street  Railway  Co.,  Chicago,  and  installed  its  plant. 
Subsequently  he  went  into  business  for  himself  as  construction  engineer.  Fhun 
1907  to  1909  he  was  connected  with  the  Wheeler  Condenser  &  Engineering  Co., 
Chicago,  erecting  and  operating  machinery.  In  July  1910  he  entered  the  em- 
ploy of  H.  M.  Byllesby  &  Co.  as  construction  superintendent  on  instaUatloos 
covering  buildings  and  general  power-plant  machinery,  and  remained  in  that 
capacity  except  for  a  short  interim  untfl  his  death,  on  July  27, 1918.  While  in  this 
position  he  had  complete  charge  of  the  installation  of  important  works  for  the 
Oklahoma  Gas  &  Electric  Co.;  Oklahoma  City,  Okla.;  the  Northern  State 
Power  Co.,  Minot,  N.  D.;  the  Union  Light,  Heat  &  Power  Co.,  Fargo,  N.  D.; 
the  Interstate  light  &  Power  Co.,  Galena,  111.,  and  the  Ottumwa  Railway  ii 
Light  Co.,  Ottumwa,  la. 

Mr.  Caldwell  became  an  associate-member  of  the  Society  in  1916. 

CHARLES  C.   CHRI8TENSEN 

Charles  C.  Chrif  tensen  was  bom  on  September  30,  1851,  in  Copenhagen, 
Denmark.  He  attended  the  technical  college  at  the  Navy  Yard,  Horten,  Nonray, 
where  he  studied  marine  and  mechanical  engineering.  He  served  an  appren- 
ticeship in  shop  practice  and  drafting  from  1871  to  1875  in  Norway.  The  next 
four  years  he  worked  with  the  firm  of  Jansen  &  Dahl,  Norway,  as  a  Hft«ignAr  on 
iron  vessels  and  on  engines. 

In  1880  Mr.  Christensen  came  to  the  United  States,  where  he  was  em- 
ployed by  the  Allis-Chalmers  Co.  as  draftsman.  From  1882  to  1888  his  posi- 
tion was  that  of  designer  of  mining  machinery  and  at  the  end  of  that  period  he 
was  placed  in  charge  of  the  engineering  and  drafting  department.  From  1889 
until  the  time  of  his  death,  December  13, 1918,  he  held  the  position  of  estimating 
engineer. 

Mr.  Christensen  was  the  author  of  a  number  of  articles  relating  to  mining 
machinery  which  have  been  published  in  both  American  and  English  mining 
journals  and  also  translated  for  Spanish  and  German  technical  periodicals. 
He  became  a  member  of  the  Society  in  1890. 

HOWARD  L.   COBUKN 

Howard  L.  Coburn  was  bom  in  Patten,  Me.,  in  1867.  He  was  graduated 
in  1887  from  the  Massachusetts  Institute  of  Technology  and  up  to  the  time  of 
his  death  had  been  associated  in  its  development. 
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Mr.  Cobum  designed  some  of  the  largest  cotton  mills  and  power  plants  in 
New  England  and  imtil  1904  devoted  himself  to  that  phase  of  his  profession. 
About  that  time  he  became  associated  with  the  Ambursen  Construction  Ck>., 
New  York,  as  chief  engineer  and  director,  and  in  that  capacity  began  the  building 
of  dams. 

One  of  the  most  important  of  his  works  was  the  construction  of  the  Guay- 
abal  Dam  for  the  United  States  Irrigation  Service  in  Porto  Rico.  He  also  put 
the  Bassan  Dam  across  the  Bow  River  in  Alberta  for  the  Canadian  Pacific  Rail- 
way, and  the  Jordan  River  Dam  on  Vancouver  Island,  B.  C.  In  this  country 
he  built  the  Shoshone  and  Laprelle  Dams  in  Wyoming,  the  dam  at  Akron,  Ohio, 
and  the  Pittsfield  Dam,  located  at  Pittsfield,  Mass. 

In  addition  to  this  work  he  was  associated  as  consulting  engineer  with 
Henry  L.  Doherty  A  Co.,  E.  W.  Clarke  &  Co.  and  H.  M.  Byllesby  &  Co. 

Mr.  Cobum  was  a  member  of  the  American  Society  of  Civil  Engineers, 
the  Engineers'  Clubs  of  New  York  and  Boston  and  of  the  Technology  Club. 
He  became  a  member  of  the  Society  in  1901.    He  died  on  June  19,  1918. 

LESTER  WARBEN   COGSWELL 

Lester  W".  Cogswell  was  bom  in  January,  1880,  at  Charlestown,  Mass.  He 
was  educated  in  the  public  schools  of  that  city  and  was  graduated  from  the 
Mechanics'  High  School. 

In  1898  Mr.  Cogswell  obtained  employment  in  the  engineering  department 
of  the  B.  F.  Sturtevant  Co.,  Jamaica  Plain,  Mass.,  where  he  served  a  two-year 
apprenticeship.  Later  he  was  associated  with  the  following  firms:  the  Mason 
Regulator  Co.,  Dorchester;  the  Blake  Pump  Works,  East  Cambridge;  the 
United  Shoe  Machinery  Co.;  the  Sub-Target  Gun  Co.;  The  Walworth  Manu- 
facturing Co.;  the  Globe  Ore  Reduction  Co.,  and  the  United  Printing  Machine 
Co.,  all  in  Boston. 

In  the  latter  part  of  1916,  Mr.  Cogswell  became  connected  with  the  Kinney 
Manufacturing  Co.,  also  in  Boston,  where  he  held  the  position  of  designer  of 
engines  and  rotary  pumps.  He  was  with  this  concern  at  the  time  of  his  death, 
September  29,  1918. 

Mr.  Cogswell  became  an  associate-member  of  the  Society  in  1917. 

MURRAY  COPES  CONLET 

Murray  C.  Conley  was  bom  on  December  30,  1889,  in  Lamar,  Mo.,  and 
was  educated  in  the  public  schools  of  Wichita,  Kan.  He  was  graduated  from 
the  University  of  Kansas  in  1909  and  the  following  year  took  a  post-graduate 
course  in  efficiency  engineering. 

His  first  position  was  with  the  Dewey  Port  Cement  Co.,  Dewey,  Okla., 
where  he  installed  the  cost  system,  assisted  in  laying  out  and  had  charge  of  the 
construction  of  a  pulverized-coal  mill  of  100  tons  capacity.  In  Septeniber 
1913  he  became  connected  with  the  McEwen  Manufacturing  Co.,  Tulsa,  Okla., 
where  he  assisted  in  the  installation  of  the  Taylor  system  of  scientific  manage- 
ment, later  having  charge  of  the  design  and  testing  on  an  experimental  series  of 
reversing  gas  engines.  His  next  position  was  with  the  Carter  Oil  Co.,  Tulsa, 
where  he  was  employed  in  laying  out  walls  for  tank  forms.  In  October  1916 
he  became  associated  with  the  Pitcher  Lead  Co.,  Joplin,  Mo.,  where  he  super- 
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vised  the  reoonstruction  of  one  of  their  small  lead  smelters  and  the  construction 
of  a  new  lead  smelter  at  Galena,  Kan.  Later  he  had  charge  of  the  construction 
of  a  large  zinc-ore  smelter  at  Henryettai  Okla.  In  Jime  1916  he  took  a  posi- 
tion with  the  Henry  L.  Doherty  Co.,  New  York  City,  where  he  was  employed  in 
developing  the  process  of  pumping  crude  oils  from  the  Kansas  wells.  Later  he 
was  assigned  to  one  of  the  subsidiary  companies,  the  Lorain  County  Electric 
Co.  and  was  construction  engineer  on  a  large  electric  power  plant  at  Lorain, 
Ohio,  which  position  he  held  at  the  time  of  his  death,  December  21,  1918. 
Mr.  Conley  became  an  associate-member  of  the  Society  in  1917. 

HARRY  H.   COOK 

Harry  H.  Cook  was  bom  on  October  31,  1885,  in  Jamaica  Plain,  Mass., 
and  received  his  early  education  in  the  grammar  schools  of  that  city,  later  attend- 
ing the  Mechanic  Arts  High  School,  Boston.  From  there  he  went  to  the  Massa- 
chusetts Institute  of  Technology,  from  which  he  was  graduated  in  1906  with 
the  degree  of  B.S, 

He  was  first  employed  by  the  Cofi&n  Valve  Manufacturing  Co.,  Neponset, 
Mass.,  as  chief  draftsman;  later  he  was  advanced  to  the  position. of  chief  engi- 
neer of  the  company.  In  1911  he  became  associated  with  the  Providence  E<n- 
gineering  Works,  Providence,  R.  I.,  as  sales  engineer,  resigning  to  become 
engineer  with  the  Chapman  Valve  Manufacturing  Co.,  Indian  Orchard,  Mass. 
In  1917  he  was  made  chief  engineer  for  the  company,  which  position  he  was 
holding  at  the  time  of  his  death,  December  15,  1918. 

Mr.  Cook  was  affiliated  with  a  number  of  fraternal  associations.  He  be- 
came a  junior  member  of  the  Society  in  1910  and  was  promoted  to  full  member- 
ship in  1918. 

STANLEY  BHIELDB  COOKE* 

Stanley  S.  Cooke  was  bom  on  August  9,  1893,  in  Denver,  Colo.,  and  was 
educated  in  the  public  schools  there.  He  attended  the  University  of  Colorado 
and  was  graduated  in  1915  with  the  degrees  of  B.S.  and  M.E.  Upon  gradua- 
tion he  was  connected  for  short  periods  with  the  following  firms:  the  American 
District  Steam  Co.,  Tonawanda,  N.  Y.,  on  steam-heating  main  installations; 
the  Denver  Gas  &  Electric  Light  Co.,  Denver,  Colo.,  in  the  transformer  depart- 
ment, repairing  irons  and  fans  and  testing  transformers;  the  Union  Pacific 
Railroad  Co.,  as  special  apprentice  in  the  motive-power  and  construction 
department.  He  worked  for  about  a  year  for  the  Union  Metallic  Cartridge 
Co.,  Bridgeport,  Conn.,  and  then  took  a  position  with  the  Lake  Torpedo  Boat 
Co.,  in  the  same  city,  on  the  construction  of  submarines. 

Three  weeks  after  our  declaration  of  war  he  enlisted  in  the  Navy  Coast 
Guard  Service  and  was  sent  to  Fort  Trumbull,  New  London,  Conn.,  for  training 
and  afterwards  assigned  to  the  cutter  Tampa,  which  left  in  October  to  engage 
in  patrol  and  escort  duty  in  European  waters.  In  June  1918  Mr.  Cooke 
was  made  first  gunner  and  in  August  appointed  coxswain,  and  the  following 
month  received  orders  directing  his  transfer  to  the  Naval  Academy  to  attend 
the  Officers*  Training  School.  Oh  the  night  of  September  26,  however,  while 
the  Tampa  was  in  the  British  Channel  doing  escort  duty  with  the  fleet,  a  violent 
concussion  was  felt  but  the  cause  was  not  then  ascertained.    Upon  reaching 
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port  it  was  discovered  that  the  Tampa  was  missing.  Destroyers  immediately 
set  out  to  hunt  for  the  vessel  but  apart  from  a  little  wreckage,  some  life  pre- 
servers marked  Tampa  and  two  bodies  in  imiform,  nothing  else  was  discovered. 
The  Tampa  during  her  year's  service  abroad  had  made  eighteen  trips  between 
Gibraltar  and  English  ports  and  may  be  said  to  have  rendered  a  real  service  to 
the  Allied  cause.    He  became  a  junior  member  of  the  Society  in  1916. 

PAUL  HENRY  CORDEB  * 

Lieut.  Paul  H.  Cordes,  who  was  killed  in  action  on  the  western  front  in 
France  on  September  12,  1918,  was  bom  in  Altona-Hanover,  Germany,  on 
February  17,  1887.  He  came  to  this  country  when  he  was  about  eleven  years 
old  and  was  educated  in  the  public  schools,  later  attending  evening  school,  where 
he  took  the  technical  course. 

In  1906  he  became  associated  with  the  Henry  R.  Worthington  Ck>.,  Harri- 
son, N.  J.,  works  of  the  Worthington  Pump  &  Machinery  Corporation,  where 
he  was  assistant  to  the  superintendent  of  the  erecting  department.  His  duties 
there  gave  him  charge  of  the  erecting  and  testing  work  on  steam  and  centrifugal 
pumps,  surface  condensers,  etc.  He  also  assisted  in  the  supervision  of  the  out- 
side construction  work.  In  1913  he  was  transferred  to  the  Chicago  office  as 
engineering  salesman,  assisting  and  having  charge  of  the  testing  works  on  large 
triple-expansion  pumping  engines,  centrifugal  pumps  and  condensers,  as  well 
as  making  experimental  and  research  tests  of  such  machinery,  which  position 
he  was  holding  at  the  time  of  his  enlistment.  May  1917.  He  held  the  rank  of 
First  Lieutenant  in  Company  C,  30th  Engineers,  Gas  and  Flame  Division. 

Lieutenant  Cordes  became  an  associate-member  of  the  Society  in  1916. 

WILLIAM  THOMAS  COYLE 

William  T.  Coyle,  of  the  engineering  department  of  the  U.  S.  Naval  Ex- 
perimental Station,  New  London,  Conn.,  died  on  December  18,  1918,  of  pneu- 
monia. 

Mr.  Coyle  was  bom  in  Hartford  on  January  11,  1887,  and  was  educated  in 
the  public  and  high  schools  of  that  city.  In  1905  he  started  work  for  the  Sterling 
Blower  Co.,  Hartford,  as  detailer,  designer  and  draftsman  on  heating,  venti- 
lating and  dust-carrying  systems.  From  1907  to  1909  he  was  connected  with 
the  Pope  Manufacturing  Co.,  Hartford,  as  draftsman.  His  next  position  was 
with  the  Dwight  Slate  Machine  Co.,  also  located  in  Hartford,  as  a  designer  of 
drill  presses,  gear  cutters,  marking  machines,  etc.  In  1910  he  became  connected 
with  the  Bullard  Machine  Tool  Co.,  Bridgeport,  as  a  designer  of  boring  mills, 
roughing  lathes,  etc. 

After  four  years  with  this  company  he  became  special  engineer  for  the 
Putnam  Machine  Co.,  Fitchburg,  Mass.,  where  his  work  dealt  with  the  develop- 
ment of  a  new  line  of  boring  mills.  From  1915  to  1917  he  was  with  the  Win- 
chester Repeating  Arms  Co.,  New  Haven,  as  designer  of  equipment  and  assistant 
chief  draftsman,  when  he  again  returned  to  the  Putnam  Machine  Co.,  until 
October  1917.  At  that  time  he  became  associated  with  the  Deane  Machine 
Co.,  Fitchburg,  as  secretary  and  mechanical  engineer.  In  the  simmier  of  1918 
he  was  called  to  the  Naval  Experimental  Station. 

Mr.  Coyle  became  an  associate-member  of  the  Society  in  1918. 
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JOHN  HORTON  DALLT 

John  Horton  Dally  was  bom  on  July  10,  1868,  in  Lafayette,  N.  J. 
He  was  educated  in  the  public  schools  of  Newark,  N.  J.,  later  attending  the 
Newark  High  School  and  the  Newark  Technical  School,  of  which  he  was  a  gradu- 
ate. After  serving  a  three  years'  apprenticeship  with  the  Watts-CampbeU 
Co.  of  Newark,  N.  J.,  he  entered  the  shops  of  the  concern  where  he  remained 
from  1891  to  1895.  During  the  time  he  was  with  the  Watts-Campbell  Co.  he 
spent  about  six  months  in  the  City  of  Mexico  installing  the  first  electric  lighting 
plant.  He  was  one  year  with  the  Richmond  Locomotive  Works  and  also  the 
Whitehall  Engineering  Company.  He  was  also  connected  for  short  periods 
with  the  Colorado  Automatic  Refrigerating  Company  and  with  the  New  York 
Refrigerating  &  Construction  Company.  He  was  chief  engineer  of  the  Wal- 
dorf-Astoria Hotel,  New  York,  for  about  a  year  and  a  half,  and  from  1896  to 
1902  was  chief  engineer  of  the  Carnegie  Music  Hall,  New  York. 

At  the  time  of  the  construction  of  the  present  building  of  the  New  York 
Stock  Exchange  in  1902,  Mr.  Dally  entered  the  employ  of  the  Exchange  as 
chief  engineer  and  took  an  active  part  in  the  mechanical  improvements  intro- 
duced during  the  erection  of  the  building  and  in  the  many  changes  and  im- 
provements made  since,  among  these  being  the  pneumatic-tube  system  now  in 
use  on  the  floor  of  the  Exchange,  which  was  installed  in  1917  under  his  supervision. 

Mr.  Dally  also  acted  as  supervising  engineer  for  the  Fine  Arts  Society  since 
1897  and  as  consulting  engineer  for  the  New  York  Quotation  Company. 

Mr.  Dally  became  a  member  of  the  Society  in  1903.  He  died  on  December 
23,  1918. 

GEORGE  WILLIAM  DICKIE^ 

George  W.  Dickie,  a  Manager  of  the  Society  from  1895  to  1898  and  a  member 
since  1892,  and  known  to  the  general  public  as  the  ''Builder  of  the  Oregon,"  died 
on  August  17,  1918,  while  actively  engaged  in  the  service  of  the  United  States  as 
Chief  Inspector  at  the  Moore  &  Scott  Shipbuilding  Yards,  Oakland,  Cal. 

Mr.  Dickie  was  bom  in  Arbroath,  Scotland,  on  July  17, 1884.  He  came  to  the 
United  States  with  his  parents  in  1869  and  in  the  same  year  reached  San  Francisco. 
Very  soon  after  his  arrival  he  was  employed  to  erect  a  gas  plant  at  North  Beach. 
This  work  successfully  completed,  he  then  became  connected  with  the  Risdon 
Iron  Works  where  his  work  took  a  wide  range.  He  designed  the  first  successful 
triple-expansion  engine  ever  built  in  the  United  States,  and  within  a  few  years 
had  made  himself  famous  by  designing  the  first  Scotch  marine  boiler  on  the 
Pacific  Coast  and  also  the  first  successful  compound  steam  engine.  Several  of 
the  latter  are  still  in  operation,  notably  those  on  the  old  steamers  Santa  Cruz  and 
Gypsy,  On  one  occasion  he  secured  for  his  firm  a  large  contract  for  mining 
machinery,  making  a  proposition  which  was  accepted  as  against  another  proposal 
by  Mr.  Irving  M.  Scott,  of  the  Union  Iron  Works.  This  kind  of  successful 
competition  was  not  to  Mr.  Scott's  liking  and  resulted  in  his.  making  an  offer  to 
Mr.  Dickie,  which  was  accepted.  He  thus  became  a  member  of  the  staff  of  a 
concern  in  which  he  had  ample  opportunity  to  apply  his  constructive  genius. 
He  was  manager  of  the  Union  Iron  Works  from  1883  to  1905,  and  during  that 

1  A  tribute  to  the  character  and  professional  attainments  of  Mr.  Dickie  by  a  friend  of  30 years' 
standing,  Mr.  C.  E.  Grunsky,  Mem.  Am.Soc.C.E.,  appeared  in  Thb  Joxtrmal  October  1918. 
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period  designed  many  privately  owned  ships,  in  addition  to  the  following  vessels 
for  the  Government:  Battleships,  Oregorij  Wisconsin  and  Ohio;  the  cruiser 
Olympiaj  later  the  flagship  of  Admiral  Dewey;  the  cruisers  South  Dakota f  San 
DiegOy  Charleston  and  MilwaukeCf  the  gimboat  Wheeling,  and  destroyers,  Patd 
Jones  and  Perry, 

Mr.  Dickie  wrote  many  papers  bearing  upon  marine  architecture  and  engineer- 
ing, and  also  on  matters  relating  to  the  American  merchant  marine.  He  was 
recognized  as  an  authority  on  such  matters  and  was  widely  quoted.  Inmiediately 
on  the  outbreak  of  the  war  he  offered  his  services  to  the  U.  S.  Government,  and 
was  appointed  chief  inspector  for  the  Government  at  the  Moore  and  Scott  Ship- 
building Works  as  already  stated.  He  also  gave  much  attention  to  the  devising 
of  means  for  protecting  the  Allied  shipping  against  attacks  by  submarines. 

Mr.  Dickie  was  a  life  member  of  the  Technical  Society  of  the  Pacific  Coast, 
•  and  also  a  member  of  the  California  Academy  of  Sciences  and  the  American 
Society  of  Naval  Engineers. 

ROBERT  MUNN   DDCON^ 

Robert  M.  Dixon,  for  34  years  a^member  of  The  American  Society  of  Mechan- 
ical Engineers  and  the  chairman  of  its  Finance  Conmiittee,  died  suddenly  at  his 
home  at  East  Orange,  N.  J.,  on  October  17,  1918.  His  death  came  as  a  great 
shock  to  his  many  friends,  as  he  had  been  at  business  regularly  and  apparently 
had  been  in  his  accustomed  health  and  had  attended  to  his  affairs  with  his 
usual  energy  and  attention  to  their  many  details  up  to  the  very  date  of  his 
passing  away. 

It  has  been  the  writer's  privilege,  as  Secretary  of  this  Society,  to  be  inti- 
mately associated  with  Mr.  Dixon  in  relation  to  its  numerous  activities  where 
his  sound  judgment  and  constructive  suggestions  were  not  only  helpful,  but  of 
the  greatest  intrinsic  value. 

His  interest  in  the  Society  as  an  organization  was  deep-seated  and  very  real, 
and  it  would  be  impossible  to  give  an  adequate  appreciation  of  the  service  which 
he  rendered.  He  served  on  the  Finance  Committee  for  ten  years,  for  over  eight 
years  as  chairman.  During  this  period,  the  income  of  the  Society  was  nearly 
doubled;  the  indebtedness  occasioned  by  the  acceptance  of  the  Carnegie  gift 
of  the  Engineering  Building,  nearly  $100,000,  was  paid  off  and  the  cash  surplus 
of  the  Society  brought  up  to  an  excess  of  $100,000. 

It  was  a  part  of  Mr.  Dixon's  financial  policy  and  direction  that  in  so  respon- 
sible and  important  a  work  as  the  Society  is  undertaking,  it  should  accumulate 
as  an  essential  part  of  that  responsibility  a  sufficient  cash  surplus  to  provide 
for  unforeseen  and  unprovided-for  expenses  of  administration  (as  publications, 
meetings,  etc.),  so  that  their  future  would  be  assured  beyond  any  possible 
doubt. 

The  Society  is  one-fourth  owner  and  administrator  of  real  estate  worth 
$2,500,000,  besides  the  publisher  of  its  annual  volume  of  Transactions  and 
the  monthly  Journal,  costing  annually  $100,000. 

In  this  capacity  as  chairman  oL  the  Finance  Committee,  Mr.  Dixon  was  a 
most  faithful  attendant  upon  the  meetings  of  the  Council,  invariably  contribut- 
ing the  broadest  concept  of  the  Society's  duties  and  recognizing  that  the  tech- 

A  tribute  by  the  Secretary 


1154  NBCBOLOGT 

nical  and  even  the  ethical  success  of  the  Society  is  to  a  large  degree  dependent 
upon  a  sound  financial  administration. 

The  bringing  up,  therefore,  of  the  Society  from  a  position  of  lesser  import- 
ance relatively,  both  in  its  membership  and  in  its  financial  standing,  to  that  of 
the  sister  professional  societies,  to  that  of  one  of  the  leading  professional  societies 
of  the  United  States,  is  a  work  deserving  of  the  highest  praise,  and  to  its  sucoesB 
Mr.  Dixon  contributed  conspicuously. 

Robert  M.  Dixon  was  bom  at  East  Orange,  N.  J.,  September  19,  1860,  in 
the  house  where  he  lived  at  the  time  of  his  death.  He  was  educated  in  the 
public  schools  and  graduated  from  Stevens  Institute  of  Technology  in  the  dass 
of  1881,  with  the  degree  of  M.E.  Subsequently  he  took  a  great  deal  of 
interest  in  the  affairs  of  the  Institute,  was  elected  president  of  the  Alumni  Asso- 
ciation for  the  period  1898-1899,  and  was  an  alumni  trustee  from  1890  to  1893. 

His  engineering  work  began  with  the  Delaware  Bridge  Company,  of  Tren- 
ton, N.  J.,  where  he  was  employed  for  two  years  imtil  March,  1883,  when  he 
was  made  assistant  engineer  of  the  Pintsch  Lighting  Ck>mpany,  which  was* 
merged  with  the  Safety  Car  Heating  and  Lighting  Company  in  1887,  with  Mr. 
Dixon  as  chief  engineer.  He  was  elected  vice-president  of  the  Safety  Car  Heat- 
ing and  Lighting  Company,  January  15,  19d2,  and  was  made  president  of  the 
company  in  May  1907,  which  office  he  was  holding  at  the  time  of  his  death. 

Mr.  Dixon  spent  the  greater  part  of  his  life  in  the  field  of  railway-car  heat- 
ing and  lighting,  and  was  identified  with  the  early  application  of  steam  from 
the  locomotive  for  heating  railway  passenger  cars  and  with  the  development 
of  gas  and  electricity  for  lighting  railway  cars.  He  was  also  active  in  the  fidd 
of  harbor  and  coast  lighting. 

He  was  elected  on  the  Board  of  Trustees  of  the  United  Engineering  Society, 
as  representative  of  the  Society,  December  1917,  and  was  also  member  of  the 
Finance  Conmiittee  of  the  United  Engineering  Society. 

Mr.  Dixon  gave  a  great  deal  of  attention  to  railroad  matters  and  was  active 
as  an  executive  officer  of  the  New  York  Railroad  Club  from  its  earliest  days  as 
a  club  of  railroad  men.  He  served  as  treasurer  of  the  club  from  1903  to  the 
time  of  his  death.  He  was  formerly  chairman  of  the  finance  committee  of  the 
club,  and  was  a  member  of  its  executive  committee  for  35  years. 

ADOLPH   FABER  DU   FAUR 

Adolph  Faber  du  Faur  was  bom  on  March  27,  1826,  in  Wasseralfingen, 
Wttrttemberg.  After  his  preparatory  education  he  entered  the  University  of 
Tubingen,  and  upon  graduation  was  employed  for  a  year  in  Belgium  at  the 
Cockerill  works.  He  was  then  appointed  as  assistant  to  his  father,  Wilhelm  von 
Faber  du  Faur,  who  was  permanent  director  of  the  government  iron  works  in 
Wasseralfingen,  and  under  whose  management  they  became  world-known. 

In  January  1851  Mr.  Faber  du  Faur  resigned  his  position  in  Wasseral- 
fingen and  came  to  the  United  States,  where  he  was  first  employed  in  Trenton, 
N.  J.  His  next  position  was  with  the  New  Jersey  Zinc  Co.,  Newark,  and  a 
little  later  he  was  connected  with  the  Balbach  Smelting  &  Refining  Co. 

In  1857  he  went  to  Washington  and  was  there  engaged  until  1861  on  the 
United  States  Capitol  extension,  the  Post  Office  extension  and  the  Washington 
Aqueduct,  under  Captains  M.  C.  Meigs  and  V.  B.  Franklin.    In  1861  he  was 
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called  upon  to  undertake  engineering  work  for  the  Cjovemment  and  had  charge 
of  the  construction  of  Fort  Stanton.  During  the  Civil  War  he  was  under 
General  Meigs  in  the  Quartermaster  Department  and  was  appointed  special 
agent  of  the  Quartermaster  Department  for  steam  transportation.  In  1867  he 
resigned  from  the  service  and  went  to  Richmond,  Va.,  there  to  take  charge  of 
the  Westham  Furnace.  In  1868  he  returned  to  New  York  and  opened  an  office 
as  mining  and  consulting  engineer  and  expert  in  patent  causes.  He  was  actively 
engaged  in  this  work  up  to  within  a  few  years  ago,  when  age  compelled  his  retire- 
ment.' He  died  on  August  17,  1918.  He  became  a  life  member  of  the  Society 
in  1880. 

FRANK  J.   DUFFY* 

Frank  J.  Duffy,  Lieutenant-Colonel,  103rd  Engineers,  U.  S.  Army,  was 
killed  in  France  on  August  18,  1918.  Colonel  Duffy  and  a  motorcycle  driver 
were  traveling  from  one  part  of  the  American  line  to  another  in  a  motorcycle. 
A  German  shell  struck  alongside  the  machine  and  both  were  killed. 

Colonel  Duffy  was  bom  on  August  27,  1884,  in  Scranton,  Pa.,  and  was 
educated  there.  He  served  his  apprenticeship  with  the  Scranton  Railway  Co. 
and  was  then  connected  for  a  short  period  with  a  firm  of  electrical  contractors 
in  Scranton  on  telephone,  signal  work  and  motor  installation  in  factories.  In 
1904  he  entered  the  engineering  department  of  the  Bell  Telephone  Co.,  Scran- 
ton, and  a  year  later  took  a  position  with  the  Delaware  &  Lackawanna  Railroad 
Co.,  where  he  had  charge  of  the  electrical  installation  of  the  Keyser  Valley  car 
shops.  From  1906  to  1909  he  was  in  charge  of  the  electrical  department, 
Buffalo  division,  of  the  company,  later  being  responsible  for  all  the  electrical 
work  of  the  mining  department,  in  Scranton,  Pa. 

When  the  United  States  entered  the  war  Colonel  Duffy  was  a  leader  in 
organizing  the  second  company  of  engineers.  He  was  named  as  Major  and 
placed  in  charge  of  a  battalion.  While  the  103rd  Regiment  was  in  camp  in 
Georgia  Major  Duffy  was  advanced  to  the  rank  of  lieutenant-colonel. 

Colonel  Duffy  was  widely  known  in  electrical  circles  throughout  the  country 
and  was  considered  one  of  the  foremost  authorities  in  that  industry.  He  was 
a  member  of  the  American  Institute  of  Electrical  Ekigineers,  and  of  the  Scran- 
ton Engineers'  Club,  of  which  he  was  president.  He  became  a  member  of  the 
Society  in  1917. 

THOMAS   FAWCUS 

Thomas  Fawcus  was  born  in  April,  1866,  in  Bedlington,  England.  He 
was  graduated  from  the  College  of  Science  and  Art,  Newcastle-on-Tyne,  Eng- 
land. He  served  his  apprenticeship  with  Black,  Hawthorne  &  Co.,  Gateshead, 
England,  locomotive,  marine  and  stationary-engine  builders. 

He  came  to  this  coimtry  in  1888,  locating  in  Birmingham,  Ala.,  and  was 
associated  with  various  manufacturing  firms  in  the  southern  states  until  1893. 
At  that  time  he  became  assistant  to  the  superintendent  of  the  Westinghouse 
Electric  &  Manufacturing  Co.,  Pittsburgh,  Pa.  About  two  years  later  he 
accepted  the  position  of  assistant  superintendent  of  the  steel  plant  of  the  An- 
derson-Dupuy  Co.,  resigning  in  1897  to  become  superintendent  of  the  R.  D. 
J-Vuttall  Co..  Pittsburgh.  Pa. 
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Wishing  to  control  his  own  business  he  organized  and  established  in  1900 
the  Fawous  Machine  Co.  at  Pittsburgh,  manufacturing  gears  and  special  ma- 
chinery and  particularly  herringbone-gear  drives. 

Mr.  Fawcus  was  responsible  for  many  inventions,  the  most  notable  of  which 
are  the  machines  for  cutting  herringbone  gears,  which  he  started  to  design  and 
develop  in  1912.  These  machines  were  patented  in  the  United  States  and 
foreign  coimtries. 

Mr.  Fawous  took  an  active  interest  in  civic  affairs  and  was  a  member  of 
the  Chamber  of  Commerce  and  of  the  Manufacturers'  Association  of  Pitts- 
burgh. He  was  also  a  member  of  the  Engineers'  Society  of  Western  Pennsyl- 
vania. He  became  a  member  of  our  Society  in  1913.  He  died  on  January  22, 
1918. 

JOHN  D.   FORD 

John  D.  Ford,  Rear  Admiral  (retired)  in  the  United  States  Navy,  died  at 
his  home  in  Baltimore  on  April  8,  1918. 

Admiral  Ford  was  bom  on  May  19,  1840,  in  Maryland  and  was  educated 
in  the  public  schools  of  Baltimore.  He  was  graduated  from  the  Mar3rland 
Institute  School  of  Design  in  Jime  1861,  receiving  the  Peabody  Prise.  The 
following  year  he  was  graduated  from  the  Potts  School  of  Mechanical  Engineer- 
ing and  immediately  entered  the  United  States  Navy  as  third  assistant  engineer. 
Early  in  1864  he  was  made  second  assistant  engineer  and  two  years  later  became 
first  assistant  engineer.    On  December  27,  1890,  he  was  made  chief  engineer. 

During  the  Civil  War  Admiral  Ford  took  part  in  the  recapture  of  Baton 
Rouge,  La.,  in  March  1863,  and  in  the  Battle  of  Mobile  Bay,  1864,  and  was  on 
the  Arizona  when  it  was  destroyed  by  fire  off  Poverty  Point  in  the  Mississippi 
River  in  1865.  He  was  wrecked  in  the  SacramerUo  on  the  Coromandel  coast  of 
India  in  1867. 

In  1884  he  was  put  on  detached  service  for  the  purpose  of  establishing  the 
Baltimore  Manual  Training  School.  From  1894  to  1896  he  was  connected  with 
the  Maryland  Agricultural  and  Mechanical  College.  He  was  next  assigned  to 
the  U.  S.  S.  Brooklyn,  with  the  relative  rank  of  commodore,  and  in  1898  to  the 
U.  S.  S.  Baltimore  (flagship),  later  becoming  fleet  engineer  of  the  Pacific  Station. 
He  joined  the  Asiatic  fleet  and  took  part  in  actions  of  April  30,  May  1  and 
August  13,  1898,  and  in  the  destruction  of  the  Spanish  fleet  off  Cavite,  the  de- 
struction of  the  batteries  at  Cavite  and  at  Sangley  Point,  the  capture  of  the 
forts  at  Corregidor  and  the  capture  of  Manila.  On  May  19,  1905,  he  r^red 
from  the  service  as  Rear  Admiral. 

Admiral  Ford  was  a  member  of  the  Associated  Veterans  of  Farragut's  Fleet, 
the  Loyal  Legion,  the  Society  of  Manila  Bay,  and  of  the  American  Society  of 
Naval  Engineers.    He  became  a  member  of  the  A.S.M.E.  in  1884. 


SAMUEL  AMBROSE   FRESHNET 

Samuel  A.  Freshney  was  bom  in  January,  1867,  in  London,  England.  He 
was  brought  to  this  country  when  but  a  child  and  the  family  settled  in  Ohio. 
His  first  work  was  in  connection  with  the  electrical  business  when  he  was  em- 
ployed by  the  Brush  Electric  Co.,  Cleveland,  Ohio.    He  spent  bis  apprentice* 
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ship  in  the  shops  of  this  company  and  was  then  promoted  to  the  engineering 
department.  After  seven  years'  service  he  left  to  become  manager  of  the 
EHectric  Light  &  Power  Co.,  Muskegon,  111.,  where  he  remained  until  1000.  For 
the  next  two  years  he  was  branch  manager  of  the  Wayne  Electric  Works  at 
Cincinnati,  Ohio,  and  Grand  Rapids,  Mich.  In  1002  he  was  made  general 
manager  of  the  Muskegon  Traction  &  lighting  Co.,  operating  street  railway, 
electric  and  gas  properties,  and  continued  in  that  capacity  until  1005,  when 
he  was  offered  and  accepted  the  position  of  secretary  and  general  manager  of 
the  Grand  Rapids  Board  of  Public  Works,  where  he  had  charge  of  the  water 
works,  electric-light  systems,  public  improvements,  streets,  sewers,  flood  pro- 
tection, etc.  In  1012  he  resigned  from  the  Board  of  Public  Works  to  become 
general  manager  of  the  Consmners  Power  Co.,  Grand  Rapids,  Mich.,  which 
position  he  held  up  to  the  time  of  his  death,  September  16,  1018. 
Mr.  Freshney  became  a  member  of  the  Society  in  1013. 

JOHN  DOLAN   GABOURY 

John  D.  Gaboury  was  bom  in  Knoxville,  Tenn.,  on  June  3,  1870.  Upon 
the  completion  of  his  collegiate  education  he  took  a  two-year  special  course  in 
mathematics  at  St.  Charles  Borrom^e  College,  Sherbrooke,  Quebec,  Canada, 
and  followed  this  in  1805  with  a  six  months'  special  course  in  applied  electricity 
at  McGill  University,  Montreal. 

Until  about  1807  he  was  associated  with  his  father  who  was  one  of  the 
pioneer  electric  contractors  and  power-plant  operators  in  the  South.  His  next 
position  was  with  the  Greenville  Light  &  Power  Co.,  Greenville,  Miss.,  as 
engineer,  where  he  remained  until  1005,  holding  successively  the  positions  of 
electrician  and  superintendent.  In  1005  he  became  connected  with  the  Ala* 
bama  City,  Gadsden  &  Attalla  Railway  Light  &  Power  Co.,  Attalla,  Ala.,  as 
general  manager  and  remained  with  them  for  a  little  over  two  years,  during 
which  time  he  designed  and  built  a  modem  condensing  steam-turbine  power 
plant  for  lighting  and  railway  service.  In  1007  he  entered  the  employ  of  the 
Woodward  Iron  Co.,  Woodward,  Ala.,  as  electrician,  later  becoming  chief 
electrical  engineer  and  finally  superintendent  of  power,  which  position  he  had 
been  holding  for  the  last  four  years.  The  company  makes  approximately  1500 
tons  of  pig  iron  per  day,  furnishing  all  of  its  own  raw  material.  This  involves 
the  operation  of  several  coal  mines,  red-ore  mines,  coal  washers,  by-product 
coke  plants  and  a  steam  railroad  for  the  transportation  of  raw  material  to  the 
furnace  plant.  Mr.  Gaboury  was  entirely  responsible  for  the  design,  construc- 
tion and  operation  of  all  the  power-plant  equipment,  steam  and  electric  hoists^ 
haulagOi  rolling  stock,  steam  and  electric,  as  well  as  all  of  the  repair  work 
involved. 

Mr.  Gaboury  became  an  associate-member  of  the  Society  in  1017  and  was 
particularly  active  in  the  affairs  of  the  Birmingham  Section.  He  was  also  an 
associate-member  of  the  American  Institute  of  Electrical  Engineers.  He  died 
very  suddenly  on  May  17. 

FRANCIS  £.   GALLOUPE 

Francis  E.  Galloupe  was  bom  in  Lynn,  Mass.,  on  October  3,  1855.  He 
attended  the  high  school  in  Lynn  and  later  the  Massachusetts  Institute  of  Tech- 
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nology  at  BoBton,  where  he  took  the  ooune  in  meohanioal  engineering  and 
received  his  degree  in  1876. 

Upon  graduation  he  was  connected  with  the  Rhode  Island  Locomotive 
Works  for  about  two  years  and  spent  approximately  the  same  time  with  the 
Baldwin  Locomotive  Works  and  with  the  Brooks  Locomotive  Works.  The 
next  two  or  three  years  he  devoted  to  the  design  of  rolling  stock  for  the  proposed 
Meigs  Bailroad.  Following  this  period  he  was  engaged  in  the  real-estate  busi- 
ness. He  was  interested  in  developing  and  redeveloping  properties  and  handled 
some  very  important  transactions  along  this  line.  He  possessed  an  unusually 
complete  system  of  recording  engineering  information. 

Mr.  Galloupe  was  a  charter  member  of  the  Society.  He  died  in  Boston, 
January  5,  1918. 

FRANK  E.    GETTS 

Frank  E.  Getts  was  bom  in  Fort  Wayne,  Ind.,  in  Jime  1870,  and  was  edu- 
cated in  the  public  schools  there.  From  1887  to  1892  he  served  his  apprentice- 
ship as  machinist  in  the  Wabash  Railway  Shops,  Fort  Wayne,  and  for  the  next 
three  years  was  connected  with  the  Fort  Wayne  Electrical  Works,  first  as  elec- 
trical apprentice  and  later  as  construction  foreman.  His  next  position  was 
with  the  Siemens  &  Halske  Electric  Ck>.,  where  he  had  charge  of  building  and 
installing  electrical  generators.  He  was  also  with  the  Northwestern  Elevated 
Railway  Ck>.  for  a  short  while.  When  he  became  associated  with  the  Chicago 
Edison  Ck>.  in  1903  he  was  given  charge  of  the  installation  of  all  steam  turbines 
at  the  Fisk  Street  Power  Station.  The  success  of  this  work  was  due  in  great 
measure  to  Mr.  Getts'  personal  efforts  and  his  engineering  ability.  From  1910 
to  1913  he  had  direct  charge  of  all  steam  work  for  the  General  Electric  Co.  in 
the  Middle  West.  In  October,  1913,  he  resigned  from  that  company  to  become 
general  manager  of  the  Chicago  office  of  the  Alberger  Condenser  &  Engineering 
Co.,  and  in  April  1915  he  became  general  manager  of  the  Electrical  Engineers 
Equipment  Co.,  Chicago,  which  position  he  held  at  the  time  of  his  death,  May  7, 
1918. 

Mr.  Getts  was  a  member  of  the  American  Institute  of  Electrical  Engineers, 
and  of  the  Electric  Club  and  Press  Club,  Chicago.  He  became  a  member  of  the 
Society  in  1913. 

MICHAEL  JOSEPH   GOLDEN 

Michael  J.  Golden  was  bom  on  November  17,  1862,  in  Stratford,  Ont., 
Canada.  He  received  his  early  education  in  the  schools  of  Lawrence,  Mass., 
and  later  attended  the  Massachusetts  Institute  of  Technology  for  two  years 
as  a  special  student.  He  served  an  apprenticeship  with  William  McCartney 
in  Lawrence  and  was  for  six  years  assistant  to  E.  Lyford. 

For  one  year  he  was  an  instructor  in  mechanical  drawing  at  a  high  school 
in  Hyde  Park,  Mass.  In  1884  he  became  connected  with  Purdue  University, 
Lafayette,  Ind.,  as  an  instructor  in  shop  work,  later  receiving  his  degree  in 
mechanical  engineering  from  the  University.  From  1889  imtil  June  1916, 
when  ill  health  compelled  his  resignation,  he  served  as  professor  of  practical 
mechanics  at  Purdue,  and  from  1907  was  also  director  of  the  practical  mechanics 
laboratory.  He  was  considered  an  authority  in  shop  management  and  shop 
experience  and  his  course  of  shop  lectures  was  widely  known.    He  spent  much 
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of  his  time  in  research,  investigating  microscopically  the  structure  of  wood,  for 
this  purpose  designing  and  building  much  special  apparatus. 

Professor  Golden  was  the  author  of  several  works  on  mechanics  and  of  a 
number  of  shorter  articles  which  appeared  in  the  technical  press.  He  was  a 
member  of  the  Indiana  Academy  of  Science,  the  American  Society  of  Naval 
Engineers  and  the  Manual  Training  Teachers'  Association  of  America.  He 
became  a  member  of  the  Society  in  1892.  His  death  occurred  on  December  18, 
1918. 

THEODORE  H.   GUETHING  * 

Theodore  H.  Guethiag,  Lieutenant  in  the  Ordnance  Department  of  the  U.  S. 
Army,  was  born  on  October  15,  1891,  in  Winchester,  Mass.,  where  he  received  his 
early  education.  He  attended  Exeter  Academy  for  three  years  and  then  entered 
the  Massachusetts  Institute  of  Technology,  from  which  he  was  graduated  in  1915 
with  the  degree  of  B.S. 

He  was  connected  for  short  periods  with  the  Haughton  Elevator  Ck>.,  Toledo, 
Ohio,  and  with  the  Anaconda  Mining  Ck).,  Anaconda,  Mont.  In  June  1916,  he 
became  associated  with  the  John  A.  Stevens  Engineering  Ck>.,  LoweU,  Mass., 
where  he  was  assistant  in  the  analysis  of  the  power  plant  of  the  Stevens  Manu- 
facturing Co.,  Fall  River,  Mass.,  assistant  superintendent  of  the  construction  of 
the  power  plant  for  the  North  &  Judd  Manufacturing  Ck>.,  New  Britain,  Ck>nn., 
and  assistant  engineer  on  motoring,  Chelsea  Fibre  Mills,  Brooklyn,  N.  Y. 

When  the  United  States  entered  the  War  he  offered  his  services  to  the  Govern- 
ment and  was  conmiissioned  a  first  lieutenant  in  the  Ordnance  Department  of  the 
Army.  He  was  assigned  to  the  Picatinny  Arsenal,  Dover,  N.  J.,  as  mechanical 
engineer  in  charge  of  the  shops  and  as  motor-transport  officer,  and  was  working 
in  this  capacity  when  he  contracted  influenza-pneumonia  and  died  on  October  16, 
1918. 

Lieutenant  Guething  became  a  jimior  member  of  the  Society  in  1917. 

JULIAN  G.   GUITBRAS* 

Julian  G.  Guiteras,  Captain,  Engineers'  Corps,  A.  E.  F.,  France,  died  of 
pneumonia  on  October  12,  1918,  in  Base  Hospital  No.  15,  Chaumont,  France. 
Captain  Guiteras  was  bom  in  New  York  City  on  November  14,  1889.  He 
was  educated  in  the  city  schools,  later  attending  Columbia  University  from 
which  he  was  graduated  in  1913  with  the  degree  of  MJB. 

His  first  position  was  with  the  Cadillac  Motor  Car  Co.,  Detroit,  Mich., 
where  he  attended  their  school  of  applied  mechanics,  worked  through  the 
apprentice  course  and  became  draftsman  in  the  electrical  department.  In 
October  1915  he  became  connected  with  the  Hall-Scott  Motor  Car  Co.,  West 
Berkeley,  Cal.,  as  draftsman,  his  duties  dealing  with  the  designing  and  testing 
of  aviation  engines  and  propellers,  standardisation  of  parts  and  the  systematizing 
of  drafting-room  records. 

In  January  1917  Captain  Guiteras  passed  successfully  an  examination  for 
a  second  lieutenancy  in  the  Regular  Army,  and  upon  receiving  his  conmuasion 
was  ordered  to  Fort  Leavenworth  for  training.  Upon  the  completion  of  his 
course  there  he  received  a  first  lieutenant's  oonmiission  and  was  sent  to 
Vancouver  Barracks,  Washington,  whence  he  sailed  for  France  in  December 
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1917  with  a  captain's  commi88i(m.  In  France  he  was  instructor  in  pioneering 
in  the  Pioneer  School  of  Chatillon-Sur-^ine  and  was  later  ordered  to  bridge 
reconnaissance  work.  It  was  while  on  this  work  that  he  contracted  influensa 
which  developed  into  pneumonia. 

Captain  Guiteras  became  a  junior  member  of  the  Society  in  1916. 

LAURENCE  RICHARD   GULLET 

Laurence  K.  Gulley  was  bom  at  Mason,  Mich.,  on  August  14,  1888.  He 
attended  the  University  of  Illinois,  receiving  in  1910  his  B.S.  degree  in  mechan- 
ical engmeering  (M.S.  in  1911;  M.E.  in  1917).  From  1908  to  1911,  during 
his  vacations,  he  was  connected  with  the  Burr  Co.,  Champaign,  HI.,  as  drafts- 
man. 

Upon  graduation  he  was  employed  by  the  same  company  and  from  1911 
to  1913  he  served  as  chief  engineer.  In  1913  he  became  general  manager  of  the 
firm  and  at  the  time  of  his  death,  October  24,  1918,  in  addition  to  holding  this 
position,  was  also  secretary  of  the  Burr  Co. 

A  short  while  previous  to  his  death  Mr.  Gulley  had  designed  and  built  the 
Gulley  tractor  dynamometer,  which  has  proved  of  much  interest  to  tractor- 
manufacturing  concerns. 

Mr.  Gulley  was  a  member  of  the  honorary  societies  of  Tau  Beta  Pi  and 
Eta  Kappa  Nu.    He  became  an  assdciate-member  of  the  Society  in  1917. 

EDWARD  MCKIM  HAGAR 

Edward  M.  Hagar  was  bom  on  June  21,  1873,  in  Salem,  Mass.  He  was 
graduated  from  the  Massachusetts  Institute  of  Technology  in  1893  with  the 
degree  of  M.E.,  and  in  1894  received  his  M.M.E.  from  Cornell  University. 

The  following  year  he  was  employed  by  the  North  and  West  Chicago  Street 
Railroad  in  their  electrical  engineering  department.  In  1895  he  became  manager 
of  the  Chicago  office  of  the  Southwark  Foundry  &  Machine  Company,  and  in 
1898  founded  the  firm  of  E.  M.  Hagar  &  Co.,  western  agents  for  a  number  of 
firms  handling  engines  and  machinery.  In  1899  he  was  appointed  manager  of 
the  cement  department  of  the  Illinois  Steel  Co.  In  1904  Mr.  Hagar  became 
president  of  the  Universal  Portland  Cement  Co.,  a  subsidiary  of  the  U.  S.  Steel 
Corporation,  and  in  1916  president  of  the  Wright-Martin  Aircraft  Corporation 
and  the  Simplex  Automobile  Co.  The  following  year  he  was  elected  president 
of  the  American  International  Steel  Corporation. 

Mr.  Hagar  was  a  member  of  the  American  Society  of  Civil  Engineers  and 
of  many  clubs.    He  joined  the  Society  in  1895.    He  died  on  January  18,  1918. 

CLAUDE   P.   HAYNE8 

Claude  P.  Haynes  was  bom  in  Ellsworth,  Litchfield  Co.,  Conn.,  on  Sep- 
tember 3,  1888.  He  attended  the  Rochester  Mechanics'  Institute  for  three  years 
and  later  entered  S3nracuse  University,  taking  the  regular  mechanical  engineer- 
ing course. 

He  served  his  apprenticeship  as  machinist  with  the  General  Electric  Co., 
West  Lynn,  Mass.,  and  was  next  with  the  American  Optical  Co.,  Southbridge, 
Mass.,  as  draftsman.    He  held  positions  with  the  General  Electric  Co.,  Erie* 
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Pa.,  where  he  designed  the  tools  for  a  175-hp.  S-cylinder  gasoline  motor;  with 
the  A.  G.  Gilman  Printing  Co.,  as  chief  engineer,  designing  two  large  rotary 
presses,  folding  and  paper-handling  machinery;  with  the  Aetna  Chemical  Co., 
Pittsburgh,  Pa.,  the  Tranter  Manufacturing  Co.,  in  the  same  city,  as  engineer 
salesman  on  power  and  power-transmission  machinery;  with  the  Aluminum 
Castings  Co.,  Buffalo,  N.  Y.,  as  chief  engineer  of  their  Niagara  plant,  and  with 
the  Curtiss  Aeroplane  A  Motor  Corporation  as  production  engineer. 

At  the  time  of  his  death,  October  4,  1918,  Mr.  Haynes  was  holding  the  posi- 
tion of  engineer  in  the  research  division  of  the  Chemical  Warfare  Service  in 
Washington,  D.  C. 

Mr.  Haynes  became  a  junior  member  of  the  Society  in  1916. 

JOSEPH  W.   HENDEBSON 

Joseph  W.   Henderson  was  bom   on   February   22,    1869,  in  Millbrook 
Ontario,  Canada,  and  was  educated  in  the  schools  of  Jackson,  Mich.,  receiving 
private  instruction  in  chemistry  and  metallurgy. 

His  first  position  was  in  the  laboratory  of  the  North  Chicago  Rolling  Mill 
Co.  (later  the  Illinois  Steel  Co.),  where  he  worked  from  1887  to  1894,  when  he 
became  connected  with  the  Griffin  Wheel  Co.,  Chicago,  as  chief  chemist  in 
charge  of  the  melting  operations  in  making  car  wheels.  The  year  1899  he  spent 
with  the  Crane  Manufacturing  Co.,  Chicago,  as  assistant  to  the  chief  chemist 
in  the  malleable-iron  department.  The  following  year  he  became  associated 
with  the  Maryland  Car  Wheel  Works,  Baltimore;  he  was  with  this  firm  for 
four  years,  the  last  two  as  superintendent  of  the  plant.  In  the  fall  of  1904 
Mr.  Henderson  accepted  the  position  of  superintendent  of  the  Central  Car 
Wheel  Co.,  McKees  Rocks,  Pa.,  and  the  following  year  became  general  man- 
ager of  the  Butler  Car  Wheel  Co.,  Butler,  Pa.,  where  he  had  entire  charge  of  the 
designing,  building  and  operation  of  the  plant. 

In  1907  Mr.  Henderson  became  vice-president  of  the  Gulick,  Henderson 
Co.,  New  York.  At  the  time  of  his  death,  December  19,  1918,  he  held  the 
position  of  chief  of  the  Bureau  of  Smoke  Regulation,  City  of  Pittsburgh. 

Mr.  Henderson  was  a  member  of  the  Railway 'Club  of  Pittsburgh,  the 
American  Foundrymen's  Association  and  the  Chamber  of  Commerce  of  Pitts- 
burgh.   He  became  a  member  of  the  Society  in  1916. 

CHARLES   HARVET  HILE 

Charles  H.  Hile  was  bom  at  Bellefonte,  Pa.,  in  March  1864.  He  was  grad- 
uated from  Pennsylvania  State  College  in  1892  with  the  degree  B.S.  and  in 
1893  he  received  the  degree  of  M.E.  from  the  University  of  Wisconsin. 

He  then  entered  the  employ  of  the  Philadelphia  Traction  Co.,  first  as  elec- 
trical assistant,  then  as  engineer  and  inspector  of  underground  conduit  con- 
struction and  later  as  operator  in  the  power  station.  In  July  1894  he  entered 
the  employ  of  the  West  End  Street  Railway  Co.,  Boston,  Mass.,  and  served 
continuously  with  that  company  and  its  successor,  the  Boston  Elevated  Rail- 
way Co.,  for  twenty-two  years.  During  his  long  career  with  the  two  Boston 
companies,  he  won  rapid  promotions,  being  successively  assistant  superin- 
tendent of  wires,  superintendent  of  wires,  assistant  to  the  vice-president  and 
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chief  of  maintenance.  In  the  last-named  position  he  was  in  charge  of  the 
departments  of  mechanical  and  electrical  engineering^  maintenance  of  way, 
rolling  stock  and  shops,  building,  stores,  wires  and  conduits  and  power  main- 
tenance. Impairment  of  health  finally  required  him  to  relinquish  these  heavy 
responsibilities  and  the  company  gave  him  an  indefinite  leave  of  absence  with 
the  privilege  of  engaging  in  lighter  and  less  nerve-racking  duties.  In  1916  he 
became  the  secretary  of  the  New  England  Street  Railway  Club,  Boston,  Mass. 
He  was  also  editor  of  the  publications  of  the  club.  The  Street  Railway  Bulletin 
and  the  TroUey  Wayfinder, 

He  became  a  member  of  the  Society  in  1916.    He  died  on  June  4,  1918. 

HAROLD  H.   HILL 

Harold  H.  Hill  was  bom  in  1875,  in  Detroit,  Mich.  He  was  graduated 
from  Cornell  University  in  1897  with  the  degree  of  M.E.  His  apprenticeship 
was  spent  with  the  Akron,  Bedford  &  Cleveland  Railroad  Co.,  Cuyahoga 
Falls,  Ohio.  He  obtained  his  drawing-room  and  shop  experience  with  the 
American  Ball  Bearing  Co.,  Cleveland,  Ohio.  He  was  next  employed  by  E.  H. 
Jones  &  Co.,  Cleveland,  as  erecting  engineer,  leaving  that  firm  to  represent  in 
Cleveland  the  B.  F.  Sturtevant  Co.,  of  Boston,  Mass. 

In  1901  he  became  associated  with  the  Erie  City  Iron  Works,  Cleveland, 
as  mechanical  engineer  and  district  sales  agent,  acting  also  as  contracting  engi- 
neer. At  the  time  of  his  death,  October  28,  1917,  he  was  holding  the  position 
of  district  sales  manager  of  the  company. 

Mr.  Hill  became  an  associate  of  the  Society  in  1904  and  a  member  in  1915. 

HARRT  C.   HOLCK 

Harry  C.  Hoick  was  bom  in  June,  1887,  in  New  York  City.  He  received 
his  technical  education  in  the  Carnegie  Technical  School,  after  which  he  entered 
the  employ  of  the  Keuffel  &  Esser  Co.,  Hoboken,  N.  J.,  as  assistant  to  the  chief 
engineer.  In  1908  he  became  connected  with  the  George  A.  Ohl  Co.,  Woodside, 
N.  J.,  where  he  installed -a  drafting-room  system  and  took  charge  of  the  design 
of  their  power  presses  and  embossing  machines.  The  following  year  he  entered 
the  employ  of  the  Niles-Bement-Pond  Co.j  Plainfield,  N.  J.,  as  a  designer,  and 
while  with  this  firm  successfully  designed  a  car-wheel  lathe  to  turn  car  wheels 
at  the  rate  of  two  in  four  minutes.  In  1910  he  became  associated  with  the 
General  Electric  Co.,  Schenectady,  N.  Y.,  as  engineer  and  designer  of  A.  T.  B. 
generators  and  B3rnchronous  and  induction  motors. 

For  the  next  three  years  he  was  employed  successively  by  the  Otis  Elevator 
Co.,  New  York  City,  as  construction  engineer  for  freight  and  passenger  ele- 
vators; by  the  Regina  Co.,  Rahway,  N.  J.,  as  assistant  to  chief  draftsman  in 
systematizing  and  developing  the  design  of  a  multi-process  printing  press;  and 
by  the  Westinghouse  Electric  &  Manufacturing  Co.,  Pittsburgh,  Pa.,  as  en- 
gineer on  control  apparatus,  rheostats,  switchboards  and  oil  switches.  In  1913 
Mr.  Hoick  became  connected  with  the  Public  Service  Electric  Co.,  Newark, 
N.  J.,  where  he  was  engaged  in  the  design  and  engineering  of  sub-stations  and 
central  stations,  system  of  railways  and  lighting  distribution,  and  developed 
one  of  the  largest  and  most  modem  stations  in  the  East. 
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At  the  time  of  his  death,  June  13,  1918,  he  was  employed  as  engineer  and 
electric  designer  in  the  engineering  department  of  the  company.  Mr.  Hoick 
became  a  junior  member  of  the  Society  in  1916. 

STEPHEN   PAUL  HOSKINS  * 

Stephen  Paul  Hoskins,  319th  Infantry,  A.  E.  F.,  was  killed  in  action  on 
November  2,  1918,  in  one  of  the  battles  of  the  Argonne  Forest  and  lies  buried 
near  the  little  town  of  Imecourt. 

Lieutenant  Hoskins  was  bom  on  May  22,  1891,  in  Erie,  Pa.  He  received 
his  education  in  the  grade  schools  of  Pennsylvania  and  West  Virginia,  later 
attending  the  West  Virginia  Wesleyan  College  and  the  West  Virginia  Univer- 
sity. He  was  graduated  from  the  latter  in  1914  with  the  degree  of  B.S.  in 
mechanical  engineering.  The  year  following  his  graduation  he  was  assistant 
in  mechanical  drawing  in  the  University,  and  later  instructor  in  machine  design 
and  mechanical  drawing. 

He  left  this  position  to  become  efficiency  engineer  with  the  research  division 
of  the  Westinghouse  Electric  &  Manufacturing  Co.,  Pittsburgh,  Pa.,  where  he 
remained  until  June  1916.  An  attack  of  inflammatory  rheumatism  made  it 
necessary  for  him  to  sever  temporarily  his  business  connections  and  upon  his 
recovery  he  entered  the  service  at  Camp  Lee,  Petersburg,  Va.,  in  October  1916. 
He  was  recommended  for  the  Third  Officers'  Training  Camp  and  just  before 
leaving  for  France  was  graduated  as  second  lieutenant.  He  was  later  promoted 
to  first  lieutenant  for  bravery  on  the  field  and  just  prior  to  his  death  was  recom- 
mended for  promotion  to  the  grade  of  captain  and  for  the  Distinguished  Service 
Cross. 

Lieutenant  Hoskins  became  a  junior  member  of  the  Society  in  1916. 

JOHN   S.    HUNTER 

John  S.  Hunter  was  bom  in  Manchester,  Conn.,  on  June  14,  1834.  He 
was  educated  in  Rockville  and  in  the  public  schools  of  Pennsylvania.  He  served 
his  apprenticeship  with  the  Woodruff  &  Beach  Iron  Works,  Hartford. 

For  eleven  years  he  was  in  charge  of  the  Hartford  Pumping  Station,  later 
becoming  a  member  of  the  firm  of  Hunter  &  Sanford,  machinists.  Seven  years 
later  the  Hartford  Foundry  and  Machine  Co.  was  organized  and  Mr.  Hunter 
was  chosen  as  president.  During  his  connection  with  the  company  he  built 
the  largest  pumping  engine  in  the  world,  which  was  installed  for  the  St.  Louis 
Water  Works  in  1873.  For  a  nimiber  of  years. Mr.  Hunter  was  with  the  Henry 
R.  Worthington  Co.,  New  York,  erecting  steam  pumps  for  city  water  works. 
He  was  appointed  a  member  of  the  Board  of  Water  Conmiissioners  of  Hartford 
in  1870  and  served  three  years.  By  reappointment  he  became  a  member  of 
the  board  again  in  1894  and  was  president  from  1895  to  1899.  In  1904  he  was 
appointed  fire  commissioner  and  served  three  years. 

Mr.  Hunter  became  a  member  of  the  Society  in  1889.  He  died  on  May  7, 
1918. 

HENRT  SBiYTH   ISHAM 

Henry  S.  Isham  was  bom  in  New  Britain,  Conn.,  on  March  16,  1866,  and 
was  educated  at  Mowry  and  Goff's  English  and  Classical  School,  and  at  the 
Bryan  and  Stratton  Business'College  in  Providence,  R.  I. 
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He  first  served  an  apprenticeship  of  three  years  with  the  Harris-CorlisB 
Elngine  Works,  Providence,  and  then  entered  the  service  of  the  Rhode  Island 
Locomotive  Works  in  the  capacity  of  draftsman.  From  that  position  he  went 
as  draftsman  with  the  Jeffrey  Manufacturing  Co.,  Colmnbus,  Ohio,  and  in  the 
following  year,  1892,  he  became  connected  in  the  same  capacity  with  the  Johnson 
Steel  Co.,  Johnstown,  Pa.  Mr.  Isham's  next  position  was  with  the  Pond  Machine 
Tool  Co.,  Plainfield,  N.  J.,  as  draftsman.  The  year  of  1895-1896  he  was  with 
the  Washington,  Alexandria  and  Mount  Vernon  Railway,  and  a  little  later 
was  located  in  the  chief  engineer's  office  of  the  Central  Railroad  of  New  Jersey. 
For  over  a  year  he  worked  with  the  Mossberg  Manufacturing  Co.,  Attleboro, 
Mass.,  leaving  that  firm  to  take  a  position  in  1897  with  the  Metropolitan  Street 
Railway  Co.,  New  York  City,  as  track  expert  in  the  office  of  the  engineer  of 
maintenance  of  way.  From  1899  to  1901  he  was  designing  draftsman  for  the 
Sao  Paulo  Railway,  Light  &  Power  Co.,  Ltd.,  Sao  Paulo,  Brazil,  S.  A. 

In  1901  Mr.  Isham  returned  to  the  United  States  to  enter  the  employ  of 
the  Pennsylvania  Steel  Co.,  Harrisburg,  Pa.,  remaining  there  until  1903.  fVom 
1903  to  1908  he  was  chief  draftsman  with  Ford,  Bacon  &  Davis,  New  York 
City,  and  then  became  associated  with  the  New  York  Railways  Co.,  where  he 
had  charge  chiefly  of  the  track  work.  His  next  connection  was  again  with 
Ford,  Bacon  &  Davis  as  chief  draftsman.  About  the  middle  of  1918  he  entered 
the  service  of  the  New  York  Edison  Co.,  New  York  City,  and  was  with  that 
company  at  the  time  of  his  death,  which  occurred  in  an  accident  on  November 
28, 1918. 

Mr.  Isham  became  a  member  of  the  Society  in  1902. 

ROBERT  ELLSWORTH  JACKSON 

Robert  £.  Jackson  was  bom  in  Matteawan,  N.  Y.,  on  August  24,  18S8.  He 
was  educated  in  the  public  schools  of  Carfield,  N.  J. 

He  served  his  apprenticeship  with  the  Dutchess  Tool  Works,  Fishkill  Land- 
ing, N.  Y.,  and  there  learned  the  machinist's  trade.  The  year  of  1910  he  spent 
with  the  Coldwell  Wilcox  Company,  Newburgh,  N.  Y.,  as  machinist.  He 
then  worked  in  the  same  capacity  for  about  six  months  with  the  Fiat  Automo- 
bile Company,  Poughkeepsie,  N.  Y.  Upon  leaving  this  company  he  became 
associated  with  P.  H.  Gill  &  Sons,  Brooklyn,  N.  Y.,  as  machinist.  In  April 
1911  he  entered  the  employ  of  the  Edison  Laboratory,  West  Orange,  N.  J.,  as 
foreman  of  the  machine  department.  He  was  later  made  superintendent  and 
held  this  position  at  the  time  of  his  death. 

Mr.  Jackson  became  a  junior  member  of  the  Society  in  1917.  He  died  at 
West  Orange,  N.  J.,  on  April  5,  1918. 

ARTHUR  IRVING  JACOBS 

Arthur  I.  Jacobs  was  bom  in  Hebron,  Conn.,  in  1858.  His  educational 
advantages  were  meager  during  his  boyhood  and  after  his  ninth  year  his  school- 
ing was  limited  to  a  short  period  in  the  winter.  He  worked  with  his  father  in 
mechanical  lines  until  he  attained  his  majority,  when  he  secured  employment 
in  the  Knowles  Loom  Works,  Worcester,  Mass.  His  mechanical  bent  soon 
displayed  itself  and  in  a  short  time  he  made  great  improvements  in  the  manu- 
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facturing  methodfl  of  making  harness  chains  for  looms.  He  remained  with  this 
firm  until  1887,  during  which  period  he  invented  and  built  a  book-sewing  machine, 
of  which  several  were  purchased  by  Boston  bookbinders.  The  Smyth  Manu- 
facturing Co.,  Hartford,  Conn.,  which  also  manufactured  such  machines,  be- 
came interested  in  his  inventions,  purchased  his  patents  and  engaged  him  to 
go  to  Hartford  and  he  remained  with  them  until  1901.  During  this  period  he 
invented  and  developed  several  machines  for  bookbinding;  among  these  were 
two  machines  for  making  book  covers  which  marked  a  great  advance  over  methods 
which  had  been  employed. 

3  b  1902  he  invented  an  improved  drill  chuck  which  he  patented  in  the  fall 
of  that  year.  The  following  year  the  Jacobs  Manufacturing  Company  was 
incorporated  and  has  expanded  from  a  small  business  to  a  large  and  active 
concern,  of  which  he  was  president  at  the  time  of  his  death. 

Mr.  Jacobs  became  a  member  of  the  Society  in  1913.  He  died  on  Feb- 
ruary 16,  1918. 

FRANK   CAZENOVE  JONES 

Frank  C.  Jones  was  born  in  Washington,  D.  C,  on  June  14,  1857.  He  was 
graduated  from  the  University  of  Virginia  and  then  attended  Stevens  Institute 
of  Technology  where  he  received  his  M.E.  degree.  His  first  two  years  upon 
graduation  were  spent  with  the  Baldwin  Locomotive  Works.  In  1879  he 
became  connected  with  the  Delaware  Bridge  Co.,  and  was  next  employed  as 
mechanical  expert  and  superintendent  of  factories  for  the  New  York  Belting  & 
Packing  Co.  Somewhat  later  he  became  manager  of  the  International  Okonite 
Co.  For  a  number  of  years  he  was  also  president  of  the  W.  A.  Underbill  Brick 
Co.,  New  York.  Mr.  Jones  organised  the  Manhattan  Rubber  Manufacturing 
Co.  in  1893  and  was  president  of  this  company  for  ten  years,  at  which  time  ill 
health  compelled  his  retirement  from  active  work.  At  the  time  of  his  death, 
September  19,  1918,  he  was  a  director  of  the  Lubricating  Oil  Co.,  and  chairman 
of  the  Okonite  Co.,  New  York.  Mr.  Jones  became  a  member  of  the  Society 
in  1891. 

PAUL  JONES 

Paul  Jones  was  bom  in  Wilmington,  Del.,  on  May  11,  1881,  and  was  edu- 
cated in  the  schools  of  that  city,  later  attending  the  Heath  School.  He  studied 
as  a  special  student  in  mechanical  and  mining  engineering  and  in  1902  took  a 
position  with  the  Diamond  Steel  Co.,  Wilmington,  where  he  was  engaged  in 
general  drafting  for  iron-  and  steel-works  equipment,  later  becoming  engineer 
of  tests  and  then  assistant  to  the  superintendent  of  shops  and  steel  products. 

In  1906  Mr.  Jones  became  connected  with  the  E.  I.  du  Pont  de  Nemours 
Co.,  Wilmington,  in  the  light,  power  and  heat  division.  His  duties  were  in  the 
general  office  and  in  field  engineering  work  in  connection  with  construction, 
design  and  maintenance  of  power  plants  and  power-transmission  systems  and 
costs.  His  next  position  was  in  1909  with  the  H.  C.  Frick  Co.,  United  States 
Steel  Corporation,  Pittsburgh,  Pa.,  as  assistant  engineer  for  the  design  of  coaJ 
and  coke  plants,  railroad  trackage  and  structures,  power  plants,  etc.  For  the 
year  1910  to  1911  Mr.  Jones's  services  were  loaned  to  the  G.  S.  Baton  Co.,  as 
construction  engineer,  where  his  duties  were  along  the  same  lines  as  they  had 
been  with  the  Frick  Co.    He  returned  to  the  employ  of  the  Frick  Co.  and  was 
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made  plant  superintendent  of  the  Filbert  Works.  He  completed  this  plant, 
developing  and  maintaining  all  plant  operations. 

In  1914  he  became  associated  with  the  Bosch  Magneto  Co.,  Plainfield,  N.  J., 
as  works  engineer.  He  was  engaged  in  the  design,  construction  and  mainten- 
ance of  buildings  and  equipment  and  the  direction  of  power-plant  systems. 
In  the  spring  of  1918  he  was  commissioned  a  first  lieutenant  in  the  Aviation 
Section,  Signal  Reserve  Corps,  of  the  Army  and  was  assigned  to  duty  in  the 
finance  department.  At  the  time  of  his  death,  December  17,  1918,  he  was 
connected  with  the  Air  Nitrates  Corporation,  New  York,  having  been  honorably 
discharged  from  the  service. 

Mr.  Jones  was  a  member  of  the  American  Institute  of  Mining  Engineers. 
He  became  an  associate-member  of  the  Society  in  1917. 


GEORGE   ALEXANDER  JUST 

George  A.  Just  was  bom  in  1860  in  New  York  City.  He  attended  Rensse- 
laer Pol3rtechnic  Institute,  from  which  he  was  graduated  in  1881  with  the  degree 
of  C.E.  He  was  first  employed  by  the  Phoenix  Iron  Works,  and  then  was 
connected  with  the  New  Jersey  Steel  and  Iron  Co.,  Trenton,  N.  J.,  later  acting 
as  engineer  for  that  firm  in  New  York.  He  was  also  chief  engineer  of  the 
Jackson  Architectural  Iron  Works,  afterward  becoming  a  member  of  the  firm 
Lewison  &  Just,  consulting  engineers. 

Mr.  Just  was  a  pioneer  in  the  steel  industry  and  was  at  one  time  associated 
with  Cooper,  Hewitt  &  Co.,  and  was  one  of  the  first  engineers  to  develop  the 
modern  steel-frame  building.  At  the  time  of  his  death,  December  27,  1918,  he 
was  president  of  the  George  A.  Juat  Co.  He  took  an  active  interest  in  politics 
and  was  the  engineer  member  of  the  commission  which  framed  the  Code  of 
Building  Laws  for  Greater  New  York,  and  from  1907  to  1915  served  as  chair- 
man of  the  Board  of  Examiners  of  New  York. 

He  was  a  member  and  ex-director  of  the  American  Society  of  Civil  Engi- 
neers.    He  became  a  member  of  the  Society  in  1904. 


WILLIAM  J.    KEEP 

William  J.  Keep,  for  many  years  consulting  engineer  for  the  Michigan 
Stove  Co.,  Detroit,  and  one  of  the  best-known  writers  of  the  country  on  foundry 
topics,  died  on  September  30  following  an  accident,  when  he  was  knocked  to 
the  pavement  by  a  street  car  and  sustained  fatal  injmries. 

Mr.  Keep  was  bom  in  June,  1842,  in  Oberlin,  Ohio.  He  attended  Oberlin 
College  for  his  freshman  and  sophomore  years  and  was  graduated  from  Union 
College,  Schenectady,  N.  Y.,  in  1865  with  the  degree  of  civil  engineer.  He 
served  an  apprenticeship  with  the  Globe  Iron  Works,  Cleveland,  and  obtained 
his  shop  experience  with  Fuller,  Warren  &  Co.,  Troy,  N.  Y.  From  1865  to 
1868  he  was  employed  by  Hubbell  &  Brothers,  Buffalo  stove  manufacturers, 
when  he  became  associated  again  with  Fuller,  Warren  &  Co.  and  was  with  them 
for  about  eight  years.  Diu-ing  the  years  of  1872  to  1877  he  delivered  a  course 
of  lectures  to  the  senior  class  of  Rensselaer  Polytechnic  Institute,  From  1875 
to  1884  he  manufactured  stoves  on  his  own  account  in  the  city  of  Troy. 
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In  1902  his  treatise  on  Cast  Iron  was  published,  which  is  the  best  known  of 
his  writings.  In  1885  Mr.  Keep  brought  out  some  results  of  his  studies  of  the 
relation  between  the  shrinkage  of  cast  iron  and  the  composition  of  a  (oundry 
mixture.  Later  he  devised  a  method  and  apparatus  known  as  '' Keep's  Test," 
which  he  later  named  '' Mechanical  Analysis/'  for  the  determination  of  shrink- 
age in  cast  iron,  and  in  this  way  to  regulate  the  cupola  mixture.  For  this  pur- 
pose he  used  a  i-in.  test  bar.  He  elaborated  his  method  of  testing  after  making 
many  thousands  of  tests  in  the  investigation  of  the  relation  between  the  chemical 
analysis  of  cast  iron  and  its  physical  properties,  and  the  results  were  embodied 
in  his  writings. 

Mr.  Keep  became  a  member  of  the  Society  in  1893  and  from  1903  to  1905 
was  vice-president.  He  was  also  a  member  of  the  American  Institute  of  Min- 
ing Engineers,  the  (British)  Iron  and  Steel  Institute,  the  International  Associ- 
ation for  Testing  Materials,  the  American  Foundr3rmen's  Association,  the  Ameri- 
can Association  for  the  Advancement  of  Science,  the  Detroit  Engineering 
Society  (Past-President),  honorary  member  of  the  Rensselaer  Society  of  En- 
gineers, and  The  Franklin  Institute. 

WILLIAM   KENT 

William  Kent  was  bom  in  Philadelphia  on  March  5,  1851.  He  was  edu- 
cated in  the  schools  of  that  city,  and  later,  while  employed  with  the  Jersey  City 
Gas  Ck)mpany,  he  attended  the  night  classes  of  Cooper  Union,  New  York  City, 
for  a  period  of  five  years.  He  then  became  connected  with  the  Ringwood  Iron 
Works,  Hewitt,  N.  J.,  where  he  obtained  considerable  practice  in  engineering 
and  chemistry,  remaining  with  this  concern  until  1874.  Becoming  convinced 
of  the  necessity  of  further  education,  he  entered  Stevens  Institute  of  Technology, 
first  as  a  special  student  in  chemistry,  and  later,  at  the  instance  of  the  late  Dr. 
Robert  H.  Thurston,  enrolled  himself  in  the  senior  class,  graduating  in  1876 
with  the  degree  of  mechanical  engineer.  In  June  1875  he  was  appointed 
assistant  to  Dr.  Thurston  in  the  work  of  .the  United  States  iron  and  steel  testing 
board  and  under  his  supervision  carried  on  a  two-year  research  on  the  properties 
of  copper-tin  and  copper-zinc  alloys. 

From  1877  to  1879  he  was  editor  of  the  American  Manvfactturer  and  Iran 
World  of  Pittsbiurgh,  resigning  to  become  superintendent  of  the  open-hearth 
of  Schoenberger  and  Company,  Pittsburgh.  Leaving  the  steel  business  in 
1882,  he  took  charge  of  the  Babcock  and  Wilcox  Company's  Pittsburgh  office. 
It  was  at  this  time  that  he  formed  a  partnership  with  Wm.  F.  Zinunerman, 
known  as  the  Pittsburgh  Testing  Laboratory,  which  later  was  sold  to  Hunt 
and  Clapp.  Later  Mr.  Kent  was  made  superintendent  of  sales  and  engineer 
of  tests  of  the  Babcock  and  Wilcox  Company  and  was  transferred  to  the  New 
York  office.  While  with  this  company  he  made  numerous  inventions  on  boilers, 
furnaces  and  boiler  accessories.  In  1887  he  became  general  manager  of  the 
U.  S.  Torsion  Balance  and  Scale  Company  and  developed  the  methods  and  ma- 
chinery for  building  this  highly  sensitive  scale  now  generally  used  in  the  drug 
trade. 

In  1891  Mr.  Kent  began  practice  as  a  consulting  engineer  in  New  York 
City  and  in  1895  became  associate  editor  of  Engineering  News,  a  connection 
continued  until  1903,  at  which  time  he  was  offered  and  accepted  the  position 
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of  dean  of  mechanical  engineering  in  the  L.  C.  Smith  Ck)llege  of  Applied  Science 
in  Syracuse  University.  He  remained  at  Syracuse  until  1908,  when  he  became 
gencoral  manager  of  the  Sandusky  Foundry  and  Machine  Ck>mpany,  Sandusky, 
Ohio.  In  1910  he  resumed  his  consulting  engineering  practice  and  at  the  same 
time  became  contributing  editor  to  Industrial  Engineering, 

Mr  Kent  was  an  organisation  member  of  the  Society,  and  Vice-President 
from  1888  to  1890.  He  was  preeminently  versatile,  an  original  thinker,  a  ready 
speaker,  an  author  and  frequent  contributor  of  papers  and  technical  articles, 
and  an  engineer  whose  services  were  much  in  demand  in  a  consulting  capacity 
or  as  an  expert  in  patent  cases.  He  was  a  regular  attendant  at  the  Annual 
and  Spring  Meetings,  and  probably  contributed  more  largely  to  the  discussion 
of  the  various  papers  than  any  other. member,  besides  being  the  author  of  no 
less  than  12  papers,  a  number  of  which  were  noteworthy  contributions  to  en- 
gineering knowledge. 

As  the  author  of  the  Mechanical  Engineer's  Pocket-Book  his  name  became 
known  among  eng^ineers  the  world  over,  and  through  this  medium  he  rendered 
an  almost  incalculable  service  to  the  engineering  profession.  For  many  3rear8 
Mr.  Kent  had  followed  the  practice  of  clipping  and  filing  data  on  engineering 
subjects,  and  this  material  was  made  the  basis  of  the  first  edition  of  his  book  in 
1895.  At  that  time  practically  the  only  American  engineering  pocketbooks 
were  Trautwine,  in  the  civil  engineering  field,  and  Haswell,  largely  mechanical, 
but  dealing  with  engineering  of  an  earlier  day  when  rule-of-thumb  rather  than 
research  was  the  main  reliance.  In  Kent's  book  the  practice  was  followed  of 
summarizing  the  data  and  giving  the  soiu'ces  of  authority,  so  that  any  of  the 
subjects  could  be  investigated  further. 

Besides  his  Mechanical  Engineers'  Pocket-Book,  Mr.  Kent  was  also  the 
author  of  Steam  Boiler  Economy,  Investigating  an  Industry,  Bookkeeping  and 
Cost  Accounting  for  Factories,  as  well  as  papers  presented  before  the  numerous 
technical  societies  of  which  he  was  a  member,  and  articles  contributed  to  the 
technical  press.  He  was  a  lecturer  at  many  colleges  and  technical  schools, 
including  Yale,  Cornell,  University  of  Illinois,  West  Virginia  University,  Stevens 
Institute,  Brooklyn,  Franklin  and  Worcester  Polytechnic  institutes,  and  many 
others. 

Mr.  Kent  was  regarded  as  an  authority  on  steam-boiler  practice  and  on 
shop  management.  He  was  an  earnest  advocate  of  the  principles  of  scientific 
management  as  enunciated  by  Frederick  W.  Taylor  and  was  one  of  the  charter 
members  of  the  Taylor  Society.  He  was  also  an  inventor  and  designed  the 
wing-wall  furnace  to  secure  complete  combustion  where  there  was  not  room 
for  the  Dutch-oven  furnace,  and  developed  a  gas  producer  similar  to  the  Daw- 
son, but  entirely  independently  of  the  latter.  Singularly,  his  American  patents 
and  the  English  Dawson  patents  were  issued  on  the  same  day.  Many  other 
inventions  and  devices  are  to  his  credit. 

He  was  also  engaged  upon  numerous  investigations,  notably  work  for  the 
Babcock  and  Wilcox  Company  on  high-volatile  coals,  for  the  New  York  Edison 
Company  on  smoke  abatement,  and  in  New  Jersey  with  regard  to  certain  water 
rights.    Latterly  he  devoted  much  of  his  time  to  patent  cases  as  an  expert. 

Besides  his  membership  in  this  Society,  he  was  a  member  of  the  American 
Society  of  Heating  and  Ventilating  Engineers,  of  which  he  was  president  in  1905; 
American  Institute  of  Mining  Engineers;   Society  for  the  Promotion  of  Engi- 
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neering  Education;  American  Association  for  the  Advancement  of  Science,  and 
a  number  of  others.  He  was  a  member  of  the  Power  Test  Ck)mmittee  of  the 
A.S.M.E.  In  1907  he  received  the  degree  of  Doctor  of  Engineering  from  Syra- 
cuse University.    He  died  on  September  18,  1918. 

WILLIAM   R.    KING* 

Major  William  R.  King,  Ordnance,  U.  S.  Army,  who  died  at  the  Post 
Hospital,  Army  Proving  Ground,  Aberdeen,  Md.,  July  18,  1918,  was  bom  in 
New  York  City  in  1864. 

Prior  to  the  entrance  of  the  United  States  into  the  European  War,  Major 
King  had  been  an  active  advocate  of  preparedness  and  published  an  article, 
A  National  Factor  of  Safety,  in  the  Engineering  Record  of  January  20,  1915, 
one  of  the  first  comments  on  the  indispensable  function  of  the  engineer  in 
modem  war  and  the  duty  of  technical  schools  to  teach  military  engineering. 

Major  King  was  graduated  from  Stevens  Institute  of  Technology  with  the 
class  of  1886  and  was  chairman  of  the  special  committee  which  organised  the 
battalion  of  400  Stevens  alunmi  and  students  in  the  Preparedness  Parade,  May 
13,  1916.  Later  he  was  chairman  of  the  Stevens  Alunmi  Military  Ck>mmittee, 
placing  250  mechanical  engineers  in  the  reserve  and  civilian  service.  He,  him- 
self, applied  for  a  conmiission  on  March  22,  1917. 

On  October  6,  1917,  he  was  selected  for  the  exceptional  duty  of  Chief  of 
Design  and  Construction  of  the  new  Army  Proving  Ground  at  Aberdeen,  with 
its  great  variety  of  structures  —  railroads,  highways,  docks,  power  plant,  ma- 
chine shops,  gun  emplacements,  ammunition  storehouses  and  dwellings.  He 
had  supervised  the  erection  of  a  part  of  the  permanent  structures  and  completed 
much  of  the  temporary  work  at  this  proving  ground  when,  on  July  17,  he  was 
informed  of  prospective  transfer  to  conmiand  at  another  proving  ground  and  of 
recommendation  for  his  promotion  to  the  rank  of  Lieutenant  Colonel.  Early 
in  the  evening  of  the  same  day  Major  King  was  fatally  shot  in  his  room  by  a 
man  who  had  apparently  no  motive  except  a  fancied  grievance. 

The  following  is  a  record  of  his  principal  engineering  responsibilities:  His 
first  important  position  was  that  of  assistant  superintendent  with  R.  Hoe  &  Co., 
New  York  City,  1886  to  1890;  from  1890  to  1894  he  was  manager  and  engineer 
of  the  Empire  State  Phosphate  Mining  Co.,  an  interest  of  Cooper  Hewitt  &  Co. 
in  Florida;  he  was  next  consulting  engineer  of  companies  developing  respectively 
an  air  brake  and  the  King  Wyatt  resistance  type  of  electric  furnace,  1894  to 
1897;  from  1897  to  1901  he  was  superintendent  and  manager  of  construction  of 
the  Oxnard  Construction  Co.,  erecting  the  beet-sugar  factories  at  Oxnard,  Cal., 
at  Ames,  Neb.,  and  at  Rocky  Ford,  Cal.  Thereafter,  from  1901  to  the  time  of 
the  war  his  work  was  in  the  field  of  hydraulic  engineering;  in  particidar,  the 
electric  plant  of  the  Stanislaus  River  in  California,  the  Klickitat  River  develop- 
ment in  Washington  and  the  irrigation  and  electrification  projects  of  the  Northern 
Pacific  Railroad  Co. 

Major  King  became  a  member  of  the  Society  in  1914. 

JOSEPH   FREDERIC  KLEIN 

Joseph  Frederic  Klein  was  bom  in  Paris,  France,  on  October  10,  1849.  His 
parents  were  Huguenots  and  came  to  America  when  he  was  two  and  a  half  years 
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old.  They  first  settled  in  Bridgeport,  Conn.,  where  he  attended  the  public 
schools,  and  moved  to  New  Haven  in  1858,  where  he  attended  the  Eaton 
Grammar  School.  After  finishing  his  common-school  education  he  was  em- 
ployed as  a  machinist  in  the  New  Haven  shops.  Later,  in  1866,  he  attended 
the  famous  military  school  of  Gen.  William  H.  Russell,  which  was  also  a  col- 
lege preparatory  school.  He  was  employed  by  Sargent  &  Co.  and  the  W.  & 
£.  T.  Fitch  Co.  as  salesman  and  shipping  clerk,  always  studying  during  his 
spare  moments,  as  he  was  determined  to  get  a  college  education. 

His  studious  disposition  won  him  many  friends,  among  whom  was  the  dis- 
tinguished Prof.  Willard  J.  Gibbs,  of  Yale  University,  who  took  a  personal 
interest  in  him  and  through  whose  influence  he  decided  to  enter  SheflSeld  Sci- 
entific School  of  Yale  University.  This  he  did  in  1868,  taking  the  course  in 
mechanical  engineering,  then  called  dynamic  engineering,  and  being  graduated 
with  the  degree  of  Ph.B.  in  1871.  One  of  his  classmates  was  Mansfield  Merri- 
man,  afterward  his  associate  at  Lehigh  University  as  professor  of  civil  engineering. 
He  was  appointed  the  first  instructor  of  the  first  evening  school  started  in  New 
Haven  m  1868. 

From  1871  to  1873  he  did  experimental  work  for  Prof.  W.  P.  Trowbridge 
of  Yale  and  others.  He  also  took  a  graduate  course  in  mechanical  engineering, 
receiving  the  degree  of  D.£.  (D3mamic  Engineer)  at  Sheffield  in  1873.  He 
entered  the  employ  of  Colt's  Armory,  Hartford,  Conn.,  in  1873,  first  as  drafts- 
man and  finally  as  assistant  to  the  chief  engineer,  Mr.  Charles  B.  Richards, 
that  company  being  engaged  at  the  time  on  work  connected  with  the  heat- 
ing and  ventilating  system  of  the  (then)  new  State  Capitol  at  Hartford.  Mr. 
Richards,  the  inventor  of  the  Richards  steam-engine  indicator,  later  became 
chief  engineer  of  the  Southwark  Foundry  and  Machine  Co.,  of  Philadelphia, 
and  subsequently  professor  of  mechanical  engineering  at  Yale  University.  Pro- 
fessor Klein  was  in  the  employ  of  Colt's  from  1873  to  1877. 

In  1877  Professor  Klein  returned  to  Sheffield  Scientific  School  as  instructor 
in  mechanical  engineering,  being  the  assistant  in  this  department  of  the  late 
Prof.  A.  Jay  DuBois.  In  the  fall  of  1881  he  was  called  to  Lehigh  University 
to  establish  and  develop  a  course  in  mechanical  engineering,  and  was  connected 
with  that  institution  up  to  the  time  of  his  death.  In  1887-1888  he  was  secre- 
tary of  the  faculty.  In  addition  to  his  duties  as  head  of  the  mechanical  engineer- 
ing department  he  was  appointed  dean  of  the  faculty  in  1907,  which  additional 
work  he  performed  with  distinction.  From  February  to  April  1910  he  was 
acting  president  of  the  University. 

Professor  Klein's  published  books  are:  Mechanical  Technology  of  Machine 
Construction,  1884;  Elements  of  Machine  Design,  1889;  Table  of  Codrdinates 
for  Laying  Out  Accurate  Profiles  of  Gear  Teeth,  1889;  The  Design  of  a  High- 
Speed  Steam  Engine,  1892;  and  The  Physical  Significance  of  Entropy  or  of  the 
Second  Law,  1910.  Also  the  following  translations  from  the  German:  Weisbach- 
Herrmann's  Mechanics  of  Machinery  of  Transmission,  1883;  Zeuner's  Treatise 
on  Valve  Gears,  1884;  and  Zeuner's  Technical  Thermodynamics,  1907.  He 
spent  a  number  of  years  in  researches  on  Dynamics  of  the  Shaft  Governor,  in- 
tending to  issue  a  work  on  flywheels  and  governors;  this  was  never  completed, 
although  a  part  of  the  results  of  his  investigations  are  in  use  in  the  mechanical 
engineering  course  in  Lehigh.  He  also  made  extensive  researches  in  Kinematics 
of  Machinery.    His  magazine  articles  are:  Absolute  Zero  of  Temperature,  Van 


NECROLOGY  1171 

No8trand*8  Engineering  Magazine f  April,  1880,  vol.  xxxii;  Concerning  (Ti  —  T%)/Ti 
or  the  Limit  of  Efficiency  of  Heat  Engines,  Journal  of  the  Franklin  InetituUf 
March-April,  1879;  Table  and  Diagram  for  Determining  the  Diameter  of  Speed 
Ck)nes  when  Ck)nnected  by  an  Open  Belt  of  Constant  Length,  Journal  of  the 
Franklin  InatUutef  May,  1880;  Cone  Pulley  Diameters,  No.  2,  American 
Machinist,  October  22,  1881;  The  Law  of  Proportional  Resistance,  Journal  of 
Engineering  Society  of  Lehigh  University ,  November,  1889;  and  New  Construc- 
tion of  the  Force  of  Inertia  of  Connecting  Rods  and  Couplers,  and  Construction 
of  the  Pressures  on  Their  Pins,  Journal  of  The  Franklin  Institute,  September- 
October,  1891. 

With  Mr.  L.  P.  Breckenridge,  then  his  assistant  at  Lehigh  University,  now 
professor  of  mechanical  engineering  at  Sheffield  Scientific  School  of  Yale  Uni- 
versity, he  conducted  a  series  of  tests  for  the  Lehigh  Valley  R.  R.  Co.  during  the 
summer  of  (probably)  1888.  Among  other  purpose^  the  tests  were  to  deter- 
mine the  relative  performance  value  of  three  different  types  of  locomotive  valves, 
the  plain  slide  valve,  the  Allen-Richardson  balance  valve  and  the  piston  valve. 
Incidentally  measurements  were  made  of  the  exact  length  of  the  road,  and  they 
showed  the  official  record  to  be  a  half  mile  in  error. 

Professor  Klein  was  elected  to  membership  in  the  Society  in  1881,  one  year 
after  its  organization,  and  in  1907,  on  the  occasion  of  the  celebration  of  his 
twenty-fifth  anniversary  at  Lehigh,  he  was  presented  by  the  alumni  of  his  de- 
partment of  the  University  with  a  life  membership  in  the  Society.  He  was 
an  honorary  member  of  Tau  Beta  Pi.    He  died  on  February  11,  1918. 


OCTAVIU8  AUGUSTUS  LAW 

Octavius  A.  Law  was  bom  on  October  27,  1872,  in  Philadelphia,  Pa.,  and 
received  his  education  in  the  public  schools  of  that  city.  He  served  his  ap- 
prenticeship with  William  B.  Smith,  a  general  contractor  of  Philadelphia, 
later  becoming  his  estimator,  draftsman  and  foreman  of  erection  of  numerous 
public  buildings.  In  1899  he  became  connected  with  the  Midvale  Steel  Co., 
Philadelphia,  as  assistant  to  the  chief  engineer  and  had  entire  charge  of  all 
furnace  and  building  construction.  He  was  with  this  company,  at  the  time  of 
his  death,  October  26,  1918. 

Mr.  Law  became  an  associate  of  the  Society  in  1915. 


HENRY  LEAUTE 

Henry  L4aut6,  eminent  French  engineer  and  mathematician,  was  bom 
in  1847.  In  1866,  at  the  age  of  19,  he  had  the  unique  distinction  of  being 
accepted  at  the  head  of  a  long  list  of  competitors  for  entrance  into  two  of  the 
best  technical  schools  in  France,  the  Ecole  Polytechnique  and  Ecole  Normale. 
He  entered  the  latter  and  was  graduated  in  1869  with  the  degree  of  engineer. 

The  war  of  1870  natiurally  interrupted  his  professional  career,  but,  released 
from  military  service  in  1871,  the  young  man  at  once  engaged  in  three  lines  of 
work  requiring  very  dissimilar  characteristics  of  mind  —  those  of  medicine, 
mathematics  and  mechanics,  and  rapidly  established  an  important  position  for 
himself  in  each  of  these  branches  of  science. 
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The  first  paper  published  by  L6aut^  dealt  with  partial  derivative  equations 
of  the  first  order.  Of  much  greater  importance  was  the  second  paper,  dealing 
with  friction  in  bearings.  Other  of  his  works  covered  the  subjects  of  general 
kinematics,  strength  of  materials,  dynamics  and  theory  of  machines.  In  all  of 
this  work  he  made  extensive  use  of  higher  mathematical  methods  in  the  solution 
of  mechanical  problems.  It  is  significant,  however,  that  in  all  his  work  he 
carefully  avoided  the  use  of  mathematics  for  its  own  sake  and  never  loet  sight 
of  the  practical  applications  of  his  investigations. 

In  kinematics,  L6aut6  introduced  a  new  conception,  namely,  the  order  of 
proximity  of  two  arcs  of  neighboring  curves.  Because  of  this  concept  he  was 
enabled  to  formulate  precise  mathematical  rules  to  take  the  place  of  former 
approximations,  and  these  he  appHed  in  the  design  of  gears  and  in  the  improve- 
ment of  Watt's  parallelogram  and  the  Farcot  governor. 

In  the  field  of  the  strength  of  materials,  L6aut4  developed  important  data 
in  relation  to  the  elastic  deformation  of  circular  members  and  the  distribution 
of  stresses  in  cylindrical  bands,  especially  in  band  brakes.  Of  the  greatest 
importance,  however,  were  his  master  papers  dealing  with  d3mamic8  and  the 
theory  of  machines.  His  treatise  on  Teled3mamic  Transmission  has  become  a 
classic.  The  transmission  of  power  at  a  distance  by  means  of  cables  was  fully 
solved  by  him,  both  from  the  theoretical  and  practical  points  of  view.  The 
great  importance  of  this  work  has  failed  to  be  realized  only  because  the  intro- 
duction of  electric  transmission  has  materially  reduced  the  field  of  application 
of  cable  transmission. 

The  governing  of  engines  formed  the  subject  of  several  papers  of  great 
importance.  Starting  with  the  study  of  flyball  governor,  he  gradually  passed 
to  that  of  oscillations  having  long  periods  and  investigated  the  whole  field, 
applying  new  and  ingenious  mathematical  methods. 

In  addition  to  his  scientific  work,  L^aut^  took  a  prominent  part  in  national 
educational  activities,  and  also  in  biisiness,  where  he  held  important  positions, 
such  as  that  of  president  of  the  French  Telephone  Company  and  also  of  the 
Paris  Electric  Distribution  Company. 

In  1891  he  was  elected  honorary  member  of  The  American  Society  of  Me- 
chanical Engineers.  In  1915,  in  spite  of  the  fact  that  a  malignant  disease  for 
years  had  sapped  his  strength,  he  took  an  active  part  in  the  management  of  war 
indiistries,  on  the  running  of  which  depended  the  defense  of  the  country  at 
that  time.  It  is  no  exaggeration  to  say  that  this  patriotic  activity  was  the  prime 
cause  of  his  death,  which  occurred  on  November  5,  1916. 


LEO  JULIUS   LEFFLER 

Leo  J.  Leffler  was  bom  on  June  30,  1885,  in  New  York  City.  He  was  edu- 
cated in  the  public  schools  of  Brooklyn,  attending  Manual  Training  High 
School  and  later  Cornell  University,  from  which  he  was  graduated  in  1907  with 
the  degree  of  M.E. 

Upon  graduation  he  entered  the  corporation  of  Chas.  Leffler  &  Co.,  Brook- 
lyn, manufacturers  of  machinery  and  dies  for  the  manufacture  of  tin  and  sheet- 
metal  ware.  He  assisted  his  father,  Mr.  Charles  Leffler,  in  the  active  manage- 
ment of  the  company.  He  was  secretary  of  the  firm  and  was  holding  this 
position  at  the  time  of  his  death. 
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Mr.  Leffler  died  on  December  20,  1918,  in  Albuquerque,  N.  M.  He  became 
an  associate-member  of  the  Society  in  1915. 

FRANK  8HEPPARD  LEISENRING  * 

Frank  S.  Leisenring  was  bom  on  January  18,  1887,  in  Northumberland, 
Pa.  His  family  moved  to  Harrisburg,  Pa.,  where  he  attended  the  public  schools 
and  later  the  Bordentown  Military  Academy.  He  then  finished  his  preparation 
for  Stevens  Institute  of  Technology  at  the  Stevens  School,  graduating  from  the 
latter  in  1904.  He  then  entered  Stevens  and  was  graduated  with  the  class  of 
1908. 

Upon  graduation  he  entered  the  employ  of  the  J.  F.  Shanley  Ck).,  contrac- 
tors, Newark,  N.  J.,  and  finally  became  their  superintendent.  He  later  went 
into  the  railroad  supply  business  for  himself  under  the  name  of  the  Mechanical 
Specialties  Co.,  New  York,  holding  the  position  of  president.  For  five  months 
after  we  entered  the  war  he  was  engaged  in  inspecting  wire  for  the  Government 
at  New  Haven,  Conn.  The  last  year  he  devoted  to  engineering  activities  in 
the  manufacture  of  airplanes  for  the  United  States  Government. 

In  the  latter  part  of  1917  Mr.  Leisenring  joined  the  22d  Regiment,  New 
York  State  Guard,  Company  F.  He  later  left  Company  F  and  organised  a 
company  of  engineers,  known  as  Company  M,  22d  Regiment,  New  York  State 
Guard,  and  was  connected  with  this  company  as  Second  Lieutenant. 

Mr.  Leisenring  died  on  October  23,  1918,  of  pneimionia.  He  became  an 
associate-member  of  the  Society  in  1917. 

HARRY  SHELDON  LEONARD 

Harry  S.  Leonard  was  bom  on  October  21,  1865,  in  Washington,  D.  C.  He 
was  educated  in  the  public  schools  of  that  city  and  later  attended  Yale  Uni- 
versity, from  which  he  received  ii^  1886  the  degree  of  Ph.B.  He  was  con- 
nected for  about  ei^t  years  with  the  New  Haven  Wire  Manufacturing  Co.  as 
manager  and  then  spent  about  a  year  with  the  Trenton  Iron  Co.,  Trenton, 
N.  J.,  as  sales  manager.  For  the  next  three  years  ha  conducted  his  own  busi- 
ness in  Boston  as  a  manufacturer's  agent.  In  1899  he  became  manager  of  the 
Boston  office  of  the  Westinghouse  Electric  &  Manufacturing  Co.,  leaving  that 
firm  to  become  associated  with  the  Winchester  Repeating  Arms  Co.,  New 
Haven,  Conn.,  where  he  remained  till  about  a  year  ago,  when  ill  health  compelled 
him  to  resign  from  the  vice-presidency  of  the  company,  with  which  he  had  been 
connected  for  eighteen  years. 

Mr.  Leonard  became  a  member  of  the  Society  in  1916.  He  died  in  New 
York  City  on  July  26,  1918. 

ALBERT  THEODORE  LEONHARD 

Albert  T.  Leonhard,  secretary  of  the  Paterson  Parchment  Paper  Co.,  Pas- 
saic, N.  J.,  died  on  September  29,  1918,  a  victim  of  Spanish  influenza. 

Mr.  Leonhard  was  bom  on  March  4,  1887,  in  Haledon,  N.  J.  He  attended 
high  school  in  Passaic  and  later  Stevens  Preparatory  School,  from  which  he  went 
to  Stevens  Institute  of  Technology,  receiving  his  M.E.  degree  in  1908.  He 
became  associated  in  the  same  year  with  the  Paterson  Parchment  Paper  Co , 
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where  he  designed  and  supervised  the  construction  of  paper-making  and  other 
machinery,  improved  old  and  devised  new  processes  for  the  manufacture  of 
paper;  he  also  designed  and  supervised  the  construction  of  new  mill  buildings 
and  had  general  charge  of  the  mechanical  department.  At  the  time  of  his  death 
he  held  the  position  of  secretary  of  the  firm. 

Mr.  Leonhard  became  an  associate-member  of  the  Society  in  1916. 

THOMAS  M.   LYNCH* 

Thomas  M.  Lynch,  Major,  General  Supplies  Division,  Quartermaster  Corps, 
U.  S.  Army,  died  on  December  18,  1918.  He  was  bom  on  July  2,  1882,  in 
Worcester,  Mass.,  and  was  educated  in  the  schools  of  that  city,  later  attending 
the  Worcester  Polytechnic  Institute. 

He  was  first  associated  with  the  Buena  Vista  Extract  Ck>.,  Buena  Vista, 
Va.,  as  assistant  manager  in  active  charge  of  operating  and  executive  afifairs, 
later  becoming  superintendent.  His  duties  covered  the  designing  of  mill  con- 
struction, supervision  of  the  installation,  operation  and  improvement  of  practi- 
cally all  kinds  of  conveying  machinery,  heating  and  evaporating  equipment. 
His  next  position  was  as  production  engineer  with  the  Babcock  &  Wilcox  Co., 
Bayonne,  N.  J.  He  was  abo  associated  for  a  short  period  as  superintendent 
with  Barrett,  Nephews  &  Co.,  West  Brighton,  S.  I.,  and  for  two  years  was  a 
staff  member  of  the  J.  J.  Lynch  Co.,vNew  York. 

At  the  time  of  his  death.  Major  Lynch  was  Chief  of  the  Administrative 
Branch  of  the  General  Supplies  Division,  Quartermaster  Corps,  having  been 
placed  in  charge  of  that  department  at  the  time  of  its  creation.  He  organised 
this  whole  division  and  was  appointed  to  the  rank  of  major  from  civil  life  in 
recognition  of  his  merit  and  the  efficient  results  he  had  secured. 

Major  Lynch  became  an  associate-member  of  the  Society  in  1914. 

DALE   MCCARTY 

•Dale  McCarty  was  bom  in  Gosport,  Ind.,  on  January  19,  1892,  was  edu- 
cated in  the  public  schoob  there  and  later  attended  Purdue  University,  from 
which  he  received  the  degree  of  M.E.  in  1911.  Upon  graduation  he  worked 
for  a  short  period  with  the  Western  Electric  Co.,  Chicago.  In  September,  1911, 
he  became  connected  with  the  Santa  Fe  Railroad  Co.,  Chicago,  where  his  duties 
consisted  of  steel  detailing,  layouts,  freight  and  steel  passenger-car  designs, 
inspection  of  material  and  sketching  of  foreign-design  cars.  In  the  early  part 
of  1914  he  resigned  from  this  position  to  become  draftsman  with  the  Enterprise 
Railway  Equipment  Co.  His  work  there  in  the  drafting  room  called  for  steel 
hopper,  ore,  steel  and  composite  ballast,  and  drop-bottom  gondola-car  designs, 
stress  diagrams  and  estimates  of  weight  having  to  be  prepared  for  all  cars  designed. 
As  mechanical  representative  of  the  company  he  had  charge  of  the  general  in- 
spection and  oversight  of  deliveries  of  malleable  and  steel  castings.  He  was 
also  responsible  for  the  inspection  and  approval  of  sample  cars  in  conjunction 
with  the  representatives  of  railroads. 

Mr.  McCarty  had  expected  to  enter  the  Central  Officer's  Training  Camp 
in  January  1919.  He  was  stricken  with  Spanish  influenza  while  on  a  business 
trip  and  died  in  Indianapolis,  Ind.,  on  October  18,  1918.  He  became  a  junior 
member  of  the  Society  in  1916. 
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OSCAB  JOHN  BiAY* 

Oscar  John  May,  Captain  in  the  Signal  Corps,  United  States  Army,  died 
on  May  22,  1918,  at  the  Washington  Sanitarium,  Takoma  Park,  Washing- 
ton, D.  C. 

Captain  May  was  bom  on  May  15,  1878,  in  Chicago,  111.,  and  was  educated 
in  that  city  and  graduated  from  the  Lewis  Institute.  From  1900  to  1911  he 
worked  with  E.  B.  EUicott,  electrical  engineer  for  the  Sanitary  District  of  Chi- 
cago, in  various  capacities  —  as  operating  engineer,  constructing  engineer  and 
as  superintendent  of  the  Sanitary  District  Power  House,  Lockport,  HI.  As 
superintendent  he  installed  two  of  the  6000-hp.  hydraulic  turbines  and  gen- 
erators with  the  necessary  electrical  equipment.  He  was  next  associated  with 
the  Texas  Company,  first  as  operating  and  testing  engineer,  and  later  as  chief 
.engineer  of  the  Chicago  district,  supervising  practical  testing  and  research  work 
on  lubricants.  In  1914  he  was  made  assistant  superintendent  of  the  company 
and  given  charge  of  the  designing  and  rearranging  of  mechanical  conditions 
directly  affected  by  lubrication. 

Captain  May  entered  the  Service  in  June  1917  as  a  captain  in  the  Engineers' 
Reserve  Corps,  and  was  reconmiissioned  as  a  captain  in  the  Signal  Corps  in 
November  1917  and  was  assigned  to  the  Lubrication  Department.  He  had 
full  charge  of  the  experimental  work  necessary  in  the  preparation  of  specifica- 
tions covering  lubricating  oil  for  aeronautic  engines,  necessitating  very  elabo- 
rate tests  at  the  Washington  Navy  Yard,  where  he  had  under  his  direction  a 
corps  of  army  and  navy  engineers.  Very  important  work  was  also  carried  on 
under  his  personal  supervision  at  the  altitude  testing  laboratory  of  the  Bureau 
of  Standards,  where  in  the  first  consecutive  tests  made  Captain  May  stood 
continuously  a  watch  of  sixty-five  hours,  indicating  his  remarkable  physical 
endurance  and  the  tremendous  interest  and  conscientious  responsibility  he 
felt  in  the  work.  He  had  full  charge  of  the  lubrication  engineers  and  oil-house 
men  recently  established  in  the  various  aviation  fields  in  this  country,  and  also 
of  the  special  experimental  testing  work  in  connection  with  lubricants  and  fuel 
at  Dayton,  Ohio,  and  at  the  various  manufacturing  plants. 

As  an  indication  of  the  appreciation  of  Captain  May's  ability  and  service 
he  was  recommended  by  the  Chief  of  the  Lubrication  Department  early  in 
February  for  promotion  to  the  rank  of  major. 

He  was  a  member  of  the  National  Association  of  Stationary  Engineers. 
He  became  a  member  of  the  Society  in  1914. 

ERNEST  AINSWORTH  MOORE 

Ernest  A.  Moore  was  bom  in  Victoria,  Australia,  on  October  14,  1879.  He 
was  educated  in  Melbourne,  Australia,  and  later  received  special  instruction 
in  work  of  a  mechanical  nature  from  tutors. 

While  in  Australia  he  was  employed  by  Knox,  Schlapp  &  Co.,  who  repre- 
sented the  Allis-Chalmers  Company,  in  the  capacity  of  private  secretary  to  Mr. 
William  Knox.  In  1904  Mr.  Moore  decided  to  come  to  the  United  States  and 
in  August  of  that  year  became  draftsman  with  the  Filer  &  Stowell  Co.,  Milwau- 
kee. Two  years  later  he  became  connected  with  the  Allis-Chalmers  Company, 
working  first  in  the  gas-engine  department,  and  later  as  assistant  engineer.  In 
1908  he  became  chief  engineer  of  the  Bates  Machine  Company,  Joliet,  111.,  having 
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full  charge  of  all  technical,  and  later  all  commercial  engineering,  work;  he  designed 
built  and  supervised  a  great  amoimt  of  special  machinery  and  while  with  this 
company  obtained  his  experience  in  work  of  a  consulting  and  legal  technical 
nature. 

Mr.  Moore  left  the  Bates  Machine  Ck>mpany  in  1913  to  take  the  position 
of  resident  manager  in  Chicago  for  the  A.  M.  Byers  Company,  Pittsburgh, 
manufacturers  of  wrought-iron  pipe.  About  May  1914  he  left  Chicago  for 
Detroit,  planning  to  develop  there  a  new  business  for  the  production  of  a  new 
machine  making  paper  containers.  This  machine  was  first  designed  by  him  in 
1911  and  was  gradually  perfected,  until  in  1914  the  Moore  Container  Company 
was  organized  in  Detroit,  of  which  he  was  president.  Plans  were  practically 
completed  for  the  manufacture  of  the  machine  when  his  health  failed  and  he 
was  forced  to  give  up  his  work  completely  and  leave  for  the  West  inT  an  effort 
to  regain  his  strength.  He  died^ery  suddenly  in  Phoenix,  Ariz.,  on  February 
15,  1918. 

Mr.  Moore  became  a  member  of  the  Society  in  1913. 

WILLIAM  EABLE  MOSHER 

William  E.  Mosher,  who  died  of  pneumonia  in  Washington,  D.  C,  on 
October  12,  was  assistant  superintendent  engineer  of  the  Army  Transport 
Service,  and  had  been  recommended  for  a  commission  as  Major  in  the  Quarter- 
master Corps.  He  was  bom  in  1888  and  attended  the  schools  of  Mechanicsville, 
N.  Y.  In  1909  he  received  the  degree  of  Ph.  B.  from  Syracuse  University  and 
1911  the  degree  of  M.E.  He  then  attended  the  Graduate  School  of  the  Uni- 
versity of  Illinois  and  obtained  his  M.  S.  in  1913,  having  specialized  in  refrigera- 
tion and  thermodynamics.  From  September  1913  to  Jime  1916  Mr.  Mosher 
was  assistant  refrigeration  technologist,  U.  S.  Department  of  Agriculture,  and 
had  charge  of  the  portable  precooling  plant.  His  next  position  was  with  the 
Fruit  Dispatch  Co.,  New  York,  as  consulting  engineer.  In  January  1918  he 
obtained  leave  of  absence  that  he  might  offer  his  services  to  the  Government. 

Mr.  Mosher  was  a  member  of  the  honorary  societies  of  Phi  Beta  Kappa, 
Sigma  Xi  and  Tau  Beta  Pi.  He  was  also  a  member  of  the  American  Society  of 
Refrigerating  Engineers.    He  became  a  junior  member  of  the  Society  in  1912. 

JOHN  J.   MULLANEY 

John  J.  Mullaney  was  bom  in  Ireland  in  1864.  He  was  brought  to  this 
coimtry  when  a  child  and  was  educated  in  the  schools  of  New  York  City,  later 
attending  Cooper  Union.  His  apprenticeship  was  spent  with  the  Delamater 
Iron  Works,  New  York,  from  1880  to  1884.  The  next  three  years  he  was  em- 
ployed as  a  machinist  and  in  1888  he  became  superintendent  of  the  tool  and 
manufacturing  departments  of  the  Columbia  Typewriter  Co.  and  the  following 
year  was  associated  with  the  Smith  Premier  Typewriter  Co.  About  1890  he 
became  associated  with  the  Brosius  Sewing  Machine  Co.  as  superintendent, 
resigning  in  1893  to  take  a  similar  position  with  the  Garvin  Machine  Co.  Later 
he  was  president  of  the  Ideal  Opening  Die  Co.,  New  York.  At  the  time  of  his 
death  Mr.  Mullaney  had  consulting  offices  in  New  York. 

He  became  a  member  of  the  Society  in  1901.  He  died  suddenly  in  the  early 
part  of  Jime  1918  in  Redbank,  Cal. 
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STEPHEN  MINOT  PITMAN 

Stephen  M.  Pitman,  vice-president  of  the  Narragansett  Mutual  Fire  Insur- 
ance Ck).,  died  at  his  home  in  Providence,  R.  I.,  on  December  17,  1918. 

Mr.  Pitman  was  bom  in  Boston,  Mass.,  on  July  19,  1850,  and  was  educated 
in  the  public  schools  of  that  city.  For  a  short  period  he  attended  Brown  Uni- 
versity, later  going  to  Tufts  CJoUege,  where  he  received  the  degree  of  Ph.B.  in 
1869.  Following  his  graduation  from  Tufts  Mr.  Pitman  entered  the  Harvard 
School  of  Mining,  receiving  the  degree  of  Mining  Engineer  in  1874,  and  afterward 
went  to  Germany,  where  he  pursued  special  studies  in  chemistry  at  the  Univer- 
sities of  Heidelberg  and  Berlin.  From  1877  to  1882  he  was  professor  of  chemistry 
at^Tufts,  at  the  close  of  that  time  becoming  treasurer  and  general  manager  of  the 
Butte  Silver  &  Ck)pper  Mining  Co.,  Butte,  Mont.  In  1886  he  returned  East  as 
chemist  and  superintendent  of  the  Valley  Falls  Co.,  Valley  Falls,  R.  I.  In 
1888  he  became  general  manager  of  the  Copp  Dyeing  Co.  He  later  became 
secretary  of  the  Philadelphia  Manufacturers'  Mutual  Fire  Insurance  Co.,  and 
was  for  a  time  connected  with  the  Holmes  Fibre  Graphite  Co.,  also  of  Philar 
delphia. 

In  1894  he  was  elected  secretary-treasurer  of  the  Narragansett  Mutual  Fire 
Insurance  Co.,  Providence,  R.  I.,  and  remained  in  that  capacity  until  he  became 
vice-president,  the  office  he  was  holding  at  the  time  of  his  death.  He  was  also 
a  director  of  the  American  Investment  Co. 

Mr.  Pitman  became  an  associate  of  the  Society  in  1892. 

WILUAM  J.   PLANK* 

William  J.  Plank  was  bom  on  November  1,  1887,  in  Jetmore,  Kan.  He  was 
graduated  from  the  University  of  Kansas  in  1911  with  the  degree  of  A.B.;  in  191? 
he  received  his  M.E.  degree  and  shortly  afterward  was  appointed  through  the  Civil 
Service  to  the  shops  of  the  mechanical  division  of  the  Panama  Canal  Commission. 
His  duties  consisted  of  general  drafting  work  dealing  with  construction  equip- 
ment. He  also  acted  as  instructor  in  mechanical  drawing  to  a  class  of  about 
thirty  apprentices.  In  April  1916  he  was  transferred  to  the  planning  department 
of  the  drafting  room. 

In  the  early  part  of  1918  he  enlisted  in  the  Air  Service  of  the  Army,  and  was 
assigned  to  the  School  of  Military  Aeronautics,  Austin,  Tex.,  and  later  transferred 
to  the  flying  field  at  Sacramento,  Cal. 

Cadet  Plank  died  on  November  12, 1918,  of  pneumonia.  He  became  a  junior 
member  of  the  Society  in  1916. 

GEORGE   SUNTER  POWER 

George  S.  Power  was  bom  on  May  17,  1870,  in  Brantford,  Ont.  He  was 
graduated  from  the  high  school  in  Gaylord,  Mich.,  and  later  took  a  five  years' 
course  at  Cooper  Union,  New  York,  three  of  which  were  devoted  to  science  and 
two  to  architecture. 

Upon  the  completion  of  his  highnschool  course  he  acted  for  three  yeaxa  as 
principal  of  a  school  in  Dimcan  City,  Mich.  His  next  position  was  with  the  First 
National  Bank  of  Duluth,  Minn.,  as  bookkeeper.  About  1893  he  left  for  New 
York  City,  where  he  became  superintendent  of  the  J.  &  J.  Morrison  Co.,  plas- 
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terers.  In  1896  he  became  connected  with  the  Witherspoon  Plaster  Mill,  where 
his  work  consisted  in  the  designing  and  building  of  labornsaving  devices.  In  the 
following  years  he  was  associated  with  the  Jackson  Architectural  Iron  Works  in 
designing  and  drafting;  the  Manhattan  Ck)ncrete  Ck>.  in  figuring  and  estimating; 
V.  Dome  Sons,  New  York,  as  superintendent  and  estimator,  and  with  the  Rock 
Plaster  Co.,  New  York  and  Hoboken,  as  superintendent.  In  1903  he  was  em- 
ployed by  the  Robins  Ck>nveyor  Belt  Ck>.  to  design  conveyor  machinery;  he  also 
supervised  the  erection  of  a  new  plant  for  the  company  at  Passaic,  N.J.  In  1903 
he  became  identified  with  the  U.  S.  G3rpsum  Co.,  Chicago,  111.,  where  his  work 
consisted  of  designing  and  building  new  and  remodeling  old  gypsum  nulls.  From 
1905  to  1916  Mr.  Power  was  associated  with  the  firm  of  Wickes  Brothers,  Saginaw 
Mich.,  where  he  held  successively  the  positions  of  draftsman,  designer  of  new 
machines,  superintendent,  and  general  manager  of  the  rock-drill  department. 
For  the  f oiui^een  months,  prior  to  his  death  he  was  with  the  Bayonne  Steel  Casting 
Co.,  Bayonne,  N.  J.,  as  construction  engineer  and  purchasing  agent. 

Mr.  Power  became  a  member  of  the  Society  in  1916.  He  died  on  January  14, 
1918. 

HENRT  GEORGE  PULSCHEN 

Henry  G.  Pulschen  was  bom  in  February,  1891,  in  New  York  City  and 
attended  the  public  schools  there,  being  graduated  from  Cooper  Union  in  1908 
and  later  from  Pratt  Institute. 

From  1905  to  1907  he  worked  as  machine  apprentice  with  Schneider  Brothers, 
Jersey  City.  His  next  position  was  with  H.  Crocheron,  New  York,  where  his 
duties  dealt  with  patent-office  drawings,  machine  designing,  detailing  and  tracing. 
In  1910  he  became  associated  with  the  Henry  R.  Worthington  Co.,  Harrison, 
N.  J.,  as  designer,  detailer  and  tracer  of  power-plant  machinery,  and  the  following 
year  took  a  position  with  the  Alberger  Pimip  &  Condenser  Co.,  New  York,  as 
designer  and  checker  of  condensers,  heaters,  cooling  towers,  etc.  In  September 
1917  he  became  connected  with  the  J.  G.  White  Engineering  Corporation,  New 
York,  as  designer,  checker  and  squad  leader.  In  about  seven  months  he  was 
transferred  to  the  inspection  department  of  the  company,  where  he  remained  until 
his  last  illness. 

Mr.  Pulschen  became  a  junior  member  of  the  Society  in  1918.  He  died  on 
December  24,  1918. 

GEOFFREY  LAWRENCE   REID 

Geoffrey  L.  Reid  was  bom  in  Lawrence,  Mass.,  on  March  29,  1894.  He  was 
educated  in  the  public  schools  of  Lawrence  and  upon  graduation  from  high  school 
entered  Massachusetts  Institute  of  Technology,  from  which  he  was  graduated  in 
1916  as  a  mechanical  engineer. 

His  first  position  was  with  the  General  Electric  Co.,  L3mn,  Mass.,  in  connec- 
tion with  cost  work  and  estimating  on  Curtis  steam  turbines.  He  was  next 
employed  in  the  inspection  department  of  the  Associated  Factory  Mutual  Co's., 
Boston,  leaving  there  to  enter  the  statistical  department  of  the  Stone  & 
Webster  Engineering  Corporation,  Boston.  In  December  1917  he  enlisted  in 
the  U.  S.  Naval  Aviation  Corps  and  was  assigned  as  an  inspector  of  aeroplane 
motors  and  stationed  at  the  Ciutiss  Aeroplane  &  Motor  Corporation,  Buffalo, 
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N.  Y.    In  April  1918  he  received  his  honorable  discharge  from  the  Army  owing 
to  ill  health. 

Mr.  Reid  died  on  December  23,  1918.  He  became  a  junior  member  of  the 
Society  in  1916. 

CHABLES  JAMES^  BBILLT  * 

Charles  James  Reilly,  Sergeant,  Co.  C,  21st  Engineers,  A.  E.  F.,  was  killed  in 
France,  on  September  1,  1918,  by  a  bomb  dropped  from  a  German  airplane, 
which,  according  to  report,  was  flying  low  over  the  camp  and  bearing  the  Allies' 
colors. 

Sergeant  Reilly  was  bom  on  September  10,  1887,  in  Louisville,  Ky.  He 
received  his  early  education  in  the  schools  of  that  city  and  was  graduated  from  the 
high  school  in  1905,  when  he  entered  Rose  Polytechnic  Institute,  from  which  he 
received  his  B.S.  degree  in  mechanical  engineering  in  1909.  For  three  years  he 
was  connected  with  the  Louisville  &  Nashville  Railroad  in  Louisville,  Ky.,  as  a 
machinist  in  their  locomotive-erecting  shop.  His  next  position  was  with  the 
Vandalia  Railroad,  Terre  Haute,  Ind.,  as  draftsman  in  the  motive-power  depart- 
ment, where  he  remained  for  a  Uttle  over  three  years,  resigning  to  become  con- 
nected with  the  U.  S.  Division  of  Valuation  of  the  Interstate  Commerce  Committee 
as  junior  mechanical  engineer,  where  his  work  dealt  with  the  valuation  of  the 
mechanical  property  of  railroads.  In  April  1916  he  became  assistant  to  the 
superintendent  of  the  Sandusky  Cement  Co.,  Bay  Ridge,  Ohio,  where  he  was 
employed  at  the  time  of  his  enlistment,  July  1917.  He  was  sent  to  Camp  Grant, 
111.,  for  training  and  in  January  1918  went  to  France  as  a  member  of  Co.  C, 
21st  Engineers. 

Sergeant  Reilly  became  an  associate-member  of  the  Society  in  1916. 


GEORGE   GUSTAY  ROHUG 

George  G.  Rohlig  was  bom  on  May  7, 1872,  in  Eisenach,  Thuringia,  Germany. 
He  caine  to  this  country  when  about  sixteen  years  of  age  and  started  work  in  the 
Botany  Worsted  Mills,  Passaic,  N.  J.,  returning  to  Europe  a  few  years  later.  He 
studied  in  technical  universities  at  Winterthur  and  Zurich,  Switxerland,  and  at 
the  Royal  Polytechnic  High  School,  Stuttgart,  Germany,  receiving  his  engineer- 
ing degree  and  thereafter  being  associated  for  a  period  with  Leipziger  WoUkam- 
merie,  Hoboken  les  Anvers,  Succursale,  on  work  having  to  do  with  textile  machines. 
His  drafting-room  experience  he  gained  while  with  Kammgamspinnerei,  Stoehr  & 
Co.,  Plagwitz-Leipzig,  Germany.  He  served  his  apprenticeship  in  the  woolen 
and  worsted  mills  of  Belgium  and  England,  thus  laying  the  foundation  of  his 
great  technical  knowledge  in  the  milling  industry. 

Upon  his  return  to  this  ooimtry  he  again  became  associated  with  the  Botany 
Worsted  Mills  as  assistant  superintendent  in  charge  of  the  manufacturing.  He 
also  assisted  in  the  various  enlargements  of  the  mills  and  since  1903  was  director 
and  general  superintendent  of  the  company,  holding  this  position  at  the  time  of 
his  death,  October  29,  1918. 

Mr.  Rohlig  became  a  member  of  the  Society  in  1909. 
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BDWIN  H.   ROUSSEAU 

Edwin  H.  Rousseau  was  bom  in  New  Orleans,  La.,  in  September  1884.  He 
was  graduated  from  the  Louisiana  State  Uniyersity  in  1905  with  the  degrees  of 
B.S.  and  M.E.    He  also  attended  Tulane  University. 

His  first  position  was  with  the  Central  Electric  A  Improvement  Co.,  Inc., 
New  Orleans,  where  he  was  located  for  about  four  years.  In  1910  he  became 
manager  of  the  order  department  and  draftsman  for  the  John  H.  Murphy  Iron 
Works,  also  in  New  Orleans.  Three  years  later  Mr.  Rousseau  became  con- 
nected with  Dibert,  Bancroft  &  Ross  Co.,  Ltd.,  as  a  designer  on  multiple-effect 
evaporators,  vacuum  pans  and  barometric  condensers,  resigning  in  1916  to  take 
a  position  with  the  Dyer  Co.,  Cleveland,  Ohio,  having  charge  of  the  cane-sugar 
department,  handling  all  engineering  incidental  to  building  cane-sugar  factories, 
etc.  In  the  early  part  of  1917  he  became  assistant  engineer  in  the  engineering 
department  of  the  E.  B.  Badger  A  Sons  Co.,  Boston,  Mass.,  where  he  hacT  charge 
of  the  engineering  work  connected  with  the  building  of  complete  industrial  and 
chemical  plants. 

In  October  1917  Mr.  Rousseau  accepted  a  position  with  the  Birmingham 
Machine  &  Foimdry  Co.,  Birmingham,  Ala.,  as  chief  engineer,  which  {xieition  he 
was  holding  at  the  time  of  his  death,  December  3,  1918. 

Mr.  Rousseau  became  a  member  of  the  Society  in  1915.  He  was  also  a  mem- 
ber of  the  Chemists'  Club  of  New  York  and  of  the  Civic  Association  of  Birming- 
ham. 

WILLIAM  PRESCOTT  SARGENT 

William  P.  Sargent  was  bom  in  Stoneham,  Mass.,  on  September  9,  1878,  and 
received  his  early  education  in  the  public  schools  of  that  city. 

He  was  first  employed  in  1896  by  Prentice  Brothers,  Worcester,  Mass., 
manufactiu^rs  of  machine  tools,  where  he  had  charge  of  the  stock  room.  His 
spare  time  he  devoted  to  learning  machine  operation  and  machine  fitting.  His 
next  position  was  with  the  Draper  Machine  Tool  Company  as  draftsman.  For  a 
short  while  thereafter  he  was  connected  with  the  Lodge  A  Shipley  Machine  Tool 
Company,  Cincinnati,  as  a  designer  of  special  machinery.  In  1903  he  was  made 
special  engineer  for  the  Niles  Tool  Works,  Hamilton,  Ohio,  where  his  work  dealt 
with  chemical  and  metallurgical  research  problems.  He  returned  to  the  Pratt  & 
Whitney  Co.  as  assistant  construction  engineer  in  the  design  of  the  machine 
shop,  foimdry  and  power  plant  which  were  being  erected.  He  was  next  made 
engineer  in  direct  charge  of  the  design  and  construction  of  the  machine  and  forge 
shop  of  the  Niles  Tool  Works.  About  1907  Mr.  Sargent  became  associated  with 
the  Barber-Colman  Company,  Rockford,  111.,  as  engineer  to  design  and  develop 
automatic  textile  machinery.  From  1909  to  1915  he  was  engaged  in  the  design 
and  development  of  automatic  machinery  for  handling  periodicals,  papers  and 
paste,  and  in  the  design  and  construction  for  the  Bureau  of  Chemistry  of  several 
graphic  machines  for  recording  impacts  and  stresses.  He  was  associated  also 
with  the  Curtis  Publishing  Company,  Philadelphia,  where  he  was  interested  in 
the  reduction  of  labor  costs  in  the  mechanical  processes  involved  in  the  publica- 
tion of  5,000,000  magazine  copies  a  month.  Dining  the  years  of  1915  and  1916 
Mr.  Sargent  devoted  his  time  to  coordinating  the  facilities  of  more  than  twelve 
snudl  shops  whose  production  singly  of  gages,  tools  and  ordnance  parts  would  not 
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have  been  appreciable.    Recently  he  was  engaged  m  the  construction  of  gages 
and  interested  in  other  work  for  the  Frankford  Arsenal. 

Mr.  Sargent  became  a  member  of  the  Society  in  1909.  He  died  on  April  10, 
1918. 

CHARLES  R.  SEED  * 

Charles  R.  Seed,  Lieutenant  U.  S.  N.  R.  F.,  was  bom  in  April,  1876,  in 
Lawrence,  Mass.  He  was  educated  in  the  schools  of  that  city,  later  receiving 
training  aboard  the  Massachusetts  Nautical  Schoolship  Enterprise,  after  which 
he  served  as  an  engineer  for  seven  years  on  runs  between  Europe  and  America. 
From  1900  to  1902  he  was  chief  engineer  of  the  Utica  Knitting  Co.,  Utica,  N.  Y., 
leaving  to  become  watch  engineer  of  the  Metropolitan  Street  Railway  Co.,  New 
York,  where  he  was  located  for  two  years.  In  1904  he  took  a  position  with  the 
Blackstone  Manufacturing  Co.,  Blackstone,  Mass.,  as  chief  engineer.  He  was 
next  associated  with  the  Rockingham  County  Light  &  Power  Co.,  Portsmouth, 
N.  H.,  as  superintendent  of  power.  In  1911  he  became  superintendent  of  power 
for  the  Worcester  Electric  Light  Co.,  Worcester,  Mass. 

During  the  Spanish  American  War  Lieut.  Seed  served  as  junior  engineer 
aboard  the  St,  Louis  and  when  the  United  States  declared  war  against  Ger- 
many, he  was  granted  a  leave  of  absence  by  the  Worcester  Company  and  at 
once  offered  his  services  to  the  Government.  He  was  commissioned  an  ensign 
and  assigned  to  the  Boston  Navy  Yard.  After  a  short  while  he  was  ordered  over- 
seas to  do  patrol  duty  in  the  war  zone  off  the  coast  of  France  in  the  U.  8.  S. 
Wavika.  He  was  promoted  to  the  rank  of  lieutenant  while  overseas.  Upon 
his  return  to  the  United  States  he  was  assigned  to  the  Fore  River  Shipyard 
and  actively  employed  in  connection  with  the  fitting  out  of  motive  power  for 
sea  duty. 

Lieutenant  Seed  died  suddenly  of  pneumonia,  in  Worcester,  on  October  8, 
1918.  He  was  a  member  of  the  National  Association  of  Stationary  Ekigineeni. 
He  became  a  member  of  the  Society  in  1914. 


HORACE  MILUKEN  SMITH 

Horace  M.  Smith  was  bom  on  November  1,  1880,  in  Terre  Haute,  Ind., 
and  received  his  early  education  there.  He  was  graduated  from  St.  Albans 
Military  Academy  and  later  attended  the  Massachusetts  Institute  of  Technology. 
He  served  an  apprenticeship  with  the  Niles  Tools  Works  Co.,  Hamilton,  Ohio,  as 
draftsman  and  also  with  the  American  Soda  Fountain  Co.  in  the  same  capacity. 
In  1904  he  became  associated  with  the  Liquid  Carbonic  Co.,  Chicago,  HI.,  as  a 
designer  and  traveling  erecting  engineer  and  was  advanced  rapidly  until  in  1908 
he  was  given  full  charge  of  the  iron  foundry,  the  brass  foundry  and  the  machine 
shops.    At  the  time  of  his  death  he  was  chief  engineer  of  the  company. 

Mr.  Smith  was  an  authority  on  all  matters  pertaining  to  the  carbonated-drink 
and  bottling  industry  and  the  inventor  of  several  devices  which  have  resulted  in 
a  practical  revolution  of  that  business. 

Mr.  Smith  became  a  member  of  the  Society  in  1913.  He  died  on  November 
12,  1918. 
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ROY  BROOKS  SMITH 


Roy  Brooks  Smith  was  bom  in  March,  1882,  in  Uhrichsville,  Ohio.  He  was 
educated  in  the  schools  there  and  later  attended  Ohio  State  University,  receiving 
his  M.E.  degree  in  1904.  During  his  vacation  periods  he  served  an  apprentice- 
ship with  the  Pennsylvania  Lines  West,  and  upon  graduation  became  connected 
with  the  same  company  on  locomotive  road  tests. 

In  1906  he  was  made  assistant  engine-house  foreman  and  assigned  to  Logans- 
port,  Lid.  In  about  another  year  he  was  promoted  to  assistant  electrical  en- 
gineer, S.  W.  S.,  and  was  located  at  Columbus,  Ohio.  In  1908  he  became  general 
foreman  of  the  C.  L.  &  N.  Raflway,  Cincinnati,  working  there  for  about  two  yean 
when  he  was  promoted  to  the  position  of  assistant  master  mechanic  and  returned 
to  Columbus.  Early  in  the  spring  of  1911  he  became  assistant  motive-power 
inspector  and  shortly  afterward  motive-power  inspector,  in  charge  of  the  design 
and  layout  of  power  plants,  coaling  stations,  washout  S3rstems,  etc.,  the  making 
up  of  specifications,  tests  of  material,  apparatus  and  equipment.  Just  previous 
to  his  death,  October  19,  1918,  he  was  made  assistant  electrical  engineer. 

Mr.  Smith,  though  physically  unable  to  enter  the  Service,  was  enrolled  in 
the  U.  S.  Public  Service  Reserve,  Washington,  D.  C,  and  worked  arduously  in 
the  local  recruiting  office  of  the  Officers'  Training  Camp.  He  also  had  charge  of 
the  Columbus  Conununity  War  Chest  subscriptions  in  the  office  of  the  superin- 
tendent of  motive  power  and  general  superintendent  of  the  company. 

Mr.  Smith  became  a  junior  member  of  the  Society  in  1905  and  was  elected 
to  full  membership  in  1912. 


WILLIAM  WARREN  SMITH 

William  W.  Smith  was  bom  in  Toronto,  Canada,  on  September  9,  1876.  He 
was  educated  in  the  public  schools  of  Michigan  and  in  Michigan  Agricultural 
College,  taking  the  mechanical-engineering  course.  Later  he  attended  Purdue 
University,  where  he  took  special  work  in  mechanics. 

He  obtained  his  shop  experience  with  the  Welded  Steel  Barrel  Company, 
Detroit,  Mich.,  where  for  about  a  year  and  a  half  he  was  draftsman  and  inspector. 
He  spent  two  years  with  the  American  Car  and  Foundry  Company,  Detroit  and 
St.  Louis,  as  draftsman,  estimator  and  finally  as  chief  draftsman.  His  next 
position  was  with  the  Standard  Steel  Car  Company,  Pittsburgh,  as  assistant 
construction  engineer,  where  he  remained  for  about  a  year,  leaving  to  become 
assistant  manager  with  the  Mexican  Car  and  Foimdry  Company,  Mexico  City. 
He  remained  in  Mexico,  transferring  his  business  connections  to  the  National  Iron 
and  Steel  Works  as  superintendent  and  mechanical  engineer  in  charge  of  design 
for  miscellaneous  machine  and  structural-steel  work.  About  1916  Mr.  Smith 
became  associated  with  Dodwell  &  Co.,  New  York,  as  foreign  representative  with 
Behn  Brothers,  San  Juan,  Porto  Rico.  In  February  1918  he  joined  the  sales 
force  of  the  Allis-Chalmers  Manufacturing  Company,  expecting  later  to  be  trans- 
ferred to  sales  work  in  South  America,  with  which  coimtry  he  was  especially 
familiar. 

Mr.  Smith  became  a  member  of  the  Society  in  1909.  He  died  in  Milwaukee, 
Wis.,  on  April  1,  1918. 
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FREDERICK  W.    SNYDER 


Frederick  W.  Snyder  was  bom  on  June  18,  1884,  in  Philadelphia,  Pa.  He 
was  educated  in  the  public  schools  and  later  attended  the  Williamson  Free  School 
of  Mechanical  Trades,  from  which  he  was  graduated  in  1904. 

Upon  his  graduation  he  was  employed  as  machinist  in  the  Frankf  ord  Arsenal, 
Philadelphia,  where  he  remained  for  over  a  year  and  a  half.  His  next  position  was 
with  the  Buckhom  Portland  Cement  Co.  as  draftsman,  but  after  a  brief  period 
in  this  capacity  he  was  appointed  assistant  mechanical  engineer  of  the  plant.  In 
1908  he  became  associated  with  the  Baldwin  Locomotive  Works,  Philadelphia, 
Pa.  His  work  there  was  in  the  drafting  room  and  consisted  of  detailing  and 
designing  electric  mine  locomotives.  After  a  year  and  a  half  he  resigned  to  take 
a  position  with  the  Miller  Lock  Co.,  Franldord,  Philadelphia,  Pa.,  where  he 
designed  tool-room  jigs  and  fixtures,  blanking  and  bending  dies,  etc.  In  April 
1910  he  became  an  instructor  in  the  Williamson  Free  School  of  Mechanical 
Trades,  Delaware  Coimty,  Pa.  At  the  time  of  his  death  he  had  charge  of  the 
classes  in  strength  of  materials  and  in  machine-shop  practice. 

Mr.  Snyder  became  an  associate-member  of  the  Society  in  1916.  He  died 
on  January  29,  1918. 

JOHN  PORTERFIELD  SPARROW 

John  Porterfield  Sparrow,  for  many  years  a  member  of  the  Society,  died  at 
his  home  in  Flatbush,  Brooklyn,  on  March  18,  1918.  He  was  bom  in  Portland, 
Me.,  on  March  17,  1860. 

Mr.  Sparrow  was  an  engineer  by  inheritance  and  education,  his  father,  John 
Sparrow,  being  well  known  in  the  engineering  field.  His  early  education  was 
obtained  in  the  pubUc  schools  of  Portland,  but  this  was  largely  supplemented  by 
his  father's  teachings  in  physics,  chemistry  and  engineering. 

In  h  879,  being  interested  in  sugar  manufacture,  Mr.  Sparrow  was  taken  to 
Europe  by  his  father  to  study  the  industry,  and  while  there  visited  all  of  the  larger 
engineering  works.  In  1880  he  entered  the  Portland  Company's  locomotive  and 
marine-engine  works  as  an  apprentice.  He  served  his  apprenticeship  and  became 
a  toolmaker  and  erector  for  that  company,  leaving  them  in  1888  to  work  for  the 
Sprague  Electric  Company.  During  the  next  two  years  he  acted  as  superinten- 
dent for  the  Sprague  Electric  Company,  in  charge  of  construction  of  electric  rail- 
ways in  the  various  parts  of  the  country.  In  1890  he  went  to  New  Orleans  for 
the  New  Orleans  Electric  Company  on  construction  work.  In  1892  he  joined  the 
construction  staff  of  the  Edison  General  Electric  Company  and  was  employed 
in  building  lighting  and  power  plants  for  them  and  the  Canadian  General  Electric 
Company  imtil  1895.  In  1895  he  joined  the  staff  of  the  construction  department 
of  the  Edison  Electric  Illuminating  Company  of  New  York,  and  in  1898  became 
superintendent  of  construction,  having  charge  of  all  of  the  construction,  which 
included  the  new  Waterside  Station,  at  that  time  the  largest  and  most  important 
construction  of  its  kind  which  had  been  attempted.  In  1906  he  became  chief 
engineer  of  The  New  York  Edison  Company  in  charge  of  construction  and  ope- 
ration, the  position  he  held  at  the  time  of  his  death. 

Mr.  Sparrow  became  a  member  of  the  Society  in  1898  and  was  an  active 
member,  serving  on  various  committees.  At  the  time  of  his  death  he  was  Chair- 
man of  the  Committee  on  Standardisation  of  Flanges  and  Pipe  Fittings,  and  had 
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just  finished  the  completed  report  on  that  subject.  On  February  1, 1918,  he  was 
appointed  Chairman  of  the  Advisory  Board  of  the  Power  Test  Ck>nmiittee.  His 
work  along  these  lines  was  particularly  valuable,  as  his  long  experience,  trained 
judgment  and  personal  influence  insured  the  reconcilation  of  conflicting  interests. 

In  the  Association  of  Edison  Illuminating  Ck>mpanies  he  was  a  member  of 
the  Committee  on  Steam  Plants  from  1906  up  to  the  present  time,  and  was  chair- 
man in  1910, 1912  and  1913.  In  this  work  his  most  valuable  contributions  were 
those  in  connection  with  coal  testing  and  burning.  Before  the  Edison  Association 
he  presented  a  number  of  papers  on  boiler-plant  problems. 

In  the  National  Electric  Light  Association  he  was  a  member  of  the  Com- 
mittee on  Prime  Movers  for  a  number  of  years,  and  was  a  frequent  contributor  to 
the  Question  Box. 

Shortly  after  the  United  States  entered  the  war  he  made  a  nimiber  of  tests 
for  the  Naval  Consulting  Board  in  connection  with  smoke  abatement  on  ships  as 
'  a  protection  against  submarines. 

Mr.  Sparrow's  hobbies  were  largely  of  an  engineering  character.  In  photog- 
raphy his  work  as  an  amateur  rivaled  many  professionals,  and  he  was  one  of  the 
first  to  take  up  color  photography.  Microscopy,  as  a  result  of  his  early  training, 
was  always  one  of  his  chief  aids  and  his  work  on  the  photomicrography  of  lamp 
filaments  is  well  known.  In  later  years  he  turned  to  metallography  in  connection 
with  the  ever-present  subject  of  the  corrosion  of  condenser  tubes,  and  assisted 
in  the  settling  of  important  questions  of  heat  treatment  in  the  manufacture  of 
this  material.  His  knowledge  of  physical  science  was  fundamental  and  he  was 
an  adept  in  the  mechanical  handling  and  manipulation  which  is  a  necessity  in 
research  work  of  this  kind. 

« 

GOLDWIN   8TARRETT 

Goldwin  Starrett  was  bom  on  September  29,  1874,  in  Lawrence,  Kan.  He 
was  graduated  from  the  University  of  Michigan  in  1894  with  the  degree  hi  B.S. 
in  mechanical  engineering  and  spent  the  following  four  years  in  the  office  of  D.  H. 
Bumham,  Chicago,  111.,  architect,  as  architectural  draftsman  and  assistant 
mechanical  engineer.  In  1898  he  became  superintendent  and  assistant  manager 
in  the  New  York  office  of  the  George  A.  Fuller  Co.,  where  he  remained  for  about 
two  years,  leaving  to  take  the  position  of  secretary  and  assistant  general  manager 
of  the  Thompson-Starrett  Co.,  New  York.  While  with  this  firm  he  did  a  vast 
amount  of  mechanical  work  in  the  construction  of  commercial  and  office  buildings. 
In  1904  he  became  vice-president  of  the  E.  B.  Ellis  Granite  Co.,  of  Northfield, 
Vt.,  which  position  he  occupied  for  four  years  when  he  became  the  senior 
member  of  the  architecural  firm  of  Starrett  &  Van  Vleck,  designers  of  many  large 
and  important  buildings  in  New  York. 

Mr.  Starrett  was  a  member  of  the  American  Institute  of  Architects  and  also 
of  the  Architectural  League.  He  became  a  member  of  the  Society  in  1914.  He 
died  on  May  9,  1918. 

EDWIN  A.    STEVENS 

Col.  Edwin  A.  Stevens,  member  of  the  famous  old  American  family  which  in 
Revolutionary  days  practically  founded  what  we  now  know  as  the  city  of  Hobo- 
ken,  died  on  March  8, 1918,  in  Washington,  D.  C,  where  he  was  serving  as  a  field 
officer  of  the  Emergency  Fleet  Corporation. 
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He  was  bom  in  Philadelphia  on  March  14,  1858,  and  attended  St.  Paurs 
School,  Concord,  N.  H.,  later  entering  Princeton  University,  from  which  he  was 
graduated  in  1879  with  the  degree  of  A.B.  In  1905  he  was  given  the  degree  of 
Doctor  of  Engineering  by  the  Stevens  Institute  of  Technology,  founded  in  1868 
by  his  father,  Edwin  A.  Stevens. 

He  served  as  Park  Commissioner  and  as  Tax  Commissioner  of  New  Jersey 
and  also  on  the  commission  which  settled  the  long-standing  boundary  dispute 
between  the  states  of  New  York  and  New  Jersey.  For  some  time  he  was 
also  Commissioner  of  the  New  York  and  New  Jersey  Palisades  Interstate  Park. 
In  1880  he  was  made  adjutant  of  the  old  Ninth  Regiment  of  New  Jersey,  and  later 
served  on  the  staff  of  Governor  Ludlow.  His  appointment  as  Colonel  of  the 
Second  Regiment  came  still  later,  and  he  was  commander  of  the  regiment  for  six 
years.  In  1911  he  was  appointed  Commissioner  of  PubHc  Roads  by  President 
Wilson  when  the  latter  was  Governor  of  New  Jersey.  In  1914  he  was  reappointed 
by  Governor  James  F.  Fielder  and  served  until  1917,  when  the  laws  were  changed 
and  the  management  of  the  road  department  was  taken  out  of  the  hands  of  a 
commissioner  and  invested  in  a  commission  of  eight  members.  A  little  later  he 
was  appointed  a  member  of  the  State  Highway  Qommission  by  Governor  Edge. 

Colonel  Stevens  designed  the  Bergen^  the  first  screw-propeller  ferrylaoat. 
This  vessel  is  still  in  conunission  and  operates  between  Hoboken  and  New  York. 
That  invention  marked  a  signal  departure  in  the  construction  of  such  vessels  and 
one  which  proved  so  satisfactory  that  all  other  ferry  lines  adopted  the  patent. 
He  had  many  other  inventions  of  a  mechanical  nature  to  his  credit.  He  was 
president  of  the  Hoboken  Ferry  Company  until  1896,  when  it  was  taken  over  by 
other  interests,  later  being  acquired  by  the  Lackawanna  Railroad. 

Colonel  Stevens  was  a  member  of  the  Society  of  Naval  Architects  and  Marine 
Engineers  and  of  the  Institute  of  Naval  Architects  in  Great  Britain.  He  be- 
came a  life  member  of  the  Society  in  1889. 

MATTHEW  ANDEN   SYKES 

Matthew  A.  Sykes  was  born  on  March  26,  1865,  in  Wallingford,  Pa.  His 
early  education  he  obtained  in  the  schoob  of  Delaware  County,  Pa.  Later  he  took 
several  courses  in  the  evening  schools  of  Philadelphia  and  was  graduated  from 
The  Franklin  Institute,  his  course  there  being  in  mechanical  drawing. 

From  1880  to  1890  Mr.  Sykes  worked  with  the  Baldwin  Locomotive  Works, 
Philadelphia,  where  he  first  served  his  apprenticeship  and  was  advanced  to  the 
position  of  contractor  and  then  of  foreman  on  production.  For  a  short  period  in 
1890  he  was  connected  with  the  Midvale  Steel  Co.,  Philadelphia,  as  foreman  in 
charge  of  the  production  work.  He  left  this  firm  to  take  a  position  with  Goodell 
&  Waters  Co.,  manufacturers  of  woodworking  machinery  in  Philadelphia,  where 
he  directed  the  designing  and  making  of  tools  and  planned  the  work  throughout 
the  shop.  In  1892  he  became  foreman  with  Bement,  Miles  Co.,  Philadelphia, 
and  directed  the  building  of  special  machinery.  His  next  position  was  with  the 
Sprague  Electric  Elevator  Co.,  New  York,  as  superintendent  of  their  New  York 
and  Watsessing,  N.  J.,  phmts  and  of  construction  on  the  installation  of  electric 
elevators.  In  1896  he  became  superintendent  of  construction  in  the  New  York 
office  of  Morse,  Williams  &  Co.,  Philadelphia,  and  installed  all  kinds  of  hydraulic, 
electric  and  belt-power  elevators  in  the  metropolitan  district.     The  year  1897  to 
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1898  he  spent  with  the  Metropolitan  Electrical  Construction  Co.,  on  the  installa- 
tion of  electric  elevators  in  New  York  City.  In  1898  he  became  associated  with 
the  Otis  Elevator  Co.,  New  York,  as  assistant  superintendent  of  construction, 
installing  hydraulic  and  electric  elevators,  and  for  six  months  was  superintendent 
of  construction  at  the  Pittsburgh  office  of  the  company.  Mr.  Sykes  left  the  Otis 
Elevator  Co.  in  1905  to  become  superintendent  of  construction  with  the  Standard 
Plunger  Elevator  Co.,  Worcester,  Mass.,  of  their  New  York  and  Toronto  offices 
on  the  installation  of  plunger  and  electric  elevators.  After  six  years  with  this 
company  he  was  for  two  years  superintendent  of  construction  of  the  Gumey 
Elevator  Co.,  and  for  about  a  year  with  the  Westinghouse  Co.,  Schenectady, 
N.  Y.,  as  superintendent  of  their  plant  manufacturing  agricultural  machinery, 
grain  separators,  steam  tractors,  locomotive  stokers,  etc.  In  1915  he  accepted 
a  position  with  the  Remington  Arms  Co.,  Eddystone,  Pa.,  as  superintendent  of 
the  division  on  production  work  of  British  rifles.  At  the  time  of  his  death  he 
was  superintendent  of  the  erection  shop  of  the  Baldwin  Locomotive  Works, 
Eddystone,  Pa. 

Mr.  Sykes  became  a  member  of  the  Society  in  1917.  He  died  on  March  10, 
1918. 

FLOYD   G.   TEN   BROECK 

Floyd  G.  Ten  Broeck  was  bom  in  Elmira,  N.  Y.,  on  August  28,  1872,  and 
received  his  early  education  in  that  city.  Later  he  attended  Cornell  University 
and  was  graduated  in  1895  with  the  degree  of  M.E.  His  first  position  was  with 
the  Osbom  Engineering  Co.  and  dealt  with  shop  engineering.  From  1897  to  1899 
he  was  connected  with  Miliken  Brothers  and  also  with  R.  P.  and  J.  H.  Statts, 
where  he  obtained  his  drafting  experience.  In  1899  he  became  associated  with 
Westinghouse,  Church,  Kerr  &  Co.  in  the  design  and  erection  of  mills  and  power 
plants,  leaving  that  firm  to  open  private  consulting  offices  in  New  York  City  in 
1902.  For  the  last  sixteen  years  he  was  manager  of  the  engineering  dep^artment 
of  the  West  Virginia  Pulp  &  Paper  Co.,  New  York. 

Mr.  Ten  Broeck  became  a  member  of  the  Society  in  1903.  He  died  on  Nov- 
ember 1,  1918. 

DAVID   TOWNSEND 

David  Towiisend,  a  member  of  the  Society  since  1882,  and  vice-president 
during  the  years  1899  to  1901,  died  at  his  home  in  Philadelphia,  Pa.,  on  November 
27,  1918. 

Mr.  Townsend  was  bom  on  February  21,  1856,  in  Philadelphia,  Pa.  He  was 
a  graduate,  class  of  '76,  of  the  University  of  Pennsylvania,  degree  of  B.S.  In 
1878  he  was  a  special  student  at  Stevens  Institute  of  Technology,  and  assistant  to 
Dr.  R.  H.  Thurston  and  Prof.  Albert  H.  Leeds.  From  1878  to  1893  he  was  with 
the  Bush  Hill  Iron  Works,  Philadelphia,  specializing  in  rolls,  rolling  mills,  steel 
and  iron- works  construction  equipment.  He  first  served  his  apprenticeship  in 
machine  shoj),  foundry  and  drawing  room,  later  becoming  general  manager.  In 
1893  he  became  general  manager  of  the  Philadelphia  Roll  &  Machine  Co.,  build- 
ing and  operating  tlieir  works.  He  was  with  this  firm  until  1898,  when  he  went 
to  Germany  to  the  Krupp  Works  at  Magdeburg  to  study  the  methods  and  con- 
struction of  the  Gruson  revolving  coast-defense  turrets.  Upon  his  return  he 
designed,  built  and  o|)erated  the  Gruson  Iron  Works,  Eddystone,  Pa.,  as  general 
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manager.  In  1903  this  property  was  sold  to  the  Baldwin  Locomotive  Works, 
who  have  since  occupied  it  for  themselves  and  for  the  Remington  Arms  Co. 

From  1903  to  1912  Mr.  Townsend  was  engaged  in  private  engineering  prac- 
tice, specializing  in  iron  and  steel  foundries^  roll  and  rolling-mill  designs  and 
general  construction  for  iron  and  steel  products.  He  became  president  of  the 
Production  Engineering  Co.  in  Philadelphia  in  1912,  specializing  in  oil-burning 
apparatus  of  all  kinds,  holding  this  position  up  to  the  time  of  his  death. 

During  the  year  1916  Mr.  Townsend  was  also  manager  of  the  Philadelphia 
plant  of  the  Neidich  Process  Co.  and  the  Calco  Chemical  Co.,  producing  aniline 
dyes. 

SAMUEL   F.    TRIPP 

Samuel  F.  Tripp  was  born  in  New  Bedford,  Mass.,  on  November  14,  1866. 
He  was  educated  in  the  public  schools  of  New  Bedford  and  later  attended  the 
New  York  evening  schools  and  the  Polytechnic  Institute  of  Brooklyn.  He  also 
took  a  course  in  the  International  Correspondence  Schools  of  Scranton,  Pa. 

At  the  age  of  eighteen  he  accompanied  his  father  on  a  trip  to  California  and 
while  there  entered  the  employ  of  the  Arctic  Whale  Oil  Co.,  where  he  worked  for 
two  years.  His  next  position  was  with  the  Corliss  Steam  Engine  Co.,  Providence, 
R.  I.,  as  erecting  engineer,  where  he  had  charge  of  the  installation  of  engines  in 
the  plant  of  the  Waterbury  Electric  Light  Co.,  Waterbury,  Conn.,  and  of  repair 
work  on  engines  in  many  cities  of  Rhode  Island  and  Massachusetts.  He  then 
entered  the  employ  of  the  Jones  &  Laughlin  Co.,  Pittsburgh,  Pa.,  and  had  charge 
of  the  erecting  of  shafting,  being  employed  for  aboyt  two  years  in  various  mills 
throughout  New  England.  He  was  reemployed  by  the  Corliss  Co.  and  placed  in 
charge  of  erecting  boilers,  handling  the  installation  of  boilers  in  Elizabeth,  N.  J., 
New  York  and  Baltimore. 

In  1891  Mr.  Tripp  became  associated  with  the  Third  Avenue  Railroad  Co., 
New  York,  and  was  put  in  charge  of  the  erecting  of  the  engines  at  the  Sixty-fifth 
Street  and  Bayard  Street  power  stations.  In  1901  when  the  motive  power  of 
the  Third  Avenue  System  was  changed  from  cable  to  underground  electric  the 
cable  power  stations  were  shut  down  and  he  was  transferred  to  the  Ninety- 
sixth  Street  power  station  of  the  Metropolitan  Street  Railway  Co.  as  engineer 
in  charge.  From  April  1914  until  the  Ninety-sixth  Street  station  was  discon- 
tinued Mr.  Tripp,  in  addition  to  his  duties  as  engineer  of  that  plant,  was  also 
employed  to  superintend  mechanical  construction  work  at  the  Seventy-fourth 
Street  power  station  of  the  Interborough  Rapid  Transit  Co.,  having  charge  of  all 
mechanical  equipment  in  connection  with  the  30,000-kw.  turbines  installed  in  that 
plant.  At  the  time  of  his  death,  September  29,  1918,  he  was  field  engineer  in 
charge  of  mechanical  construction  connected  with  the  60,000-kw.  turbine  now 
being  constructed  at  Seventy-fourth  Street. 

Mr.  Tripp  was  a  member  of  the  National  Society  of  Stationar>'  Engineers. 
He  became  an  associate-member  of  the  Society  in  1915. 


CLARENCE    B.    D.    UNVERFERTH 

Clarence  B.  D.  Unverferth  was  bom  on  October  10,  1884,  in  Dayton,  Ohio. 
He  was  educated  in  the  parochial  schools  and  in  St.  Mary's  College  in  Dayton, 
later  taking  a  special  course  in  hydraulic  and  steam  engineering. 
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From  1902  to  1907  he  was  connected  with  the  Piatt  Iron  Works,  Dayton,  aa 
draftsman  on  pumps,  heaters,  condensers  and  filter-press  machinery.  His  next 
position  was  with  the  Dayton  Hydraulic  Machinery  Co.,  as  chief  draftsman  and 
designer  on  centrifugal  pumps.  He  was  with  this  company  for  three  years, 
resigning  to  become  designer  and  draftsman  on  paper-mill  machinery  and  water 
wheels  for  the  Dayton  Globe  Iron  Works.  In  1911  he  became  connected  with 
the  Ohmer  Fare  Register  Co.,  Dayton,  as  tool  designer,  and  the  following  year 
was  with  the  Recording  and  Computing  Machines  Co.,  Dayton,  as  designer  of 
tools  and  screw-machine  cams.  In  1913  he  entered  the  office  of  the  County 
Engineer  of  Montgomery  Coimty,  Ohio,  as  chief  draftsman  and  surveyor  in  charge 
of  all  drafting  and  field  work.  At  the  time  of  his  death  he  was  connected  with 
the  Aircraft  Production  Board  at  Dayton. 

Mr.  Unverferth  died  of  pneumonia  on  November  10,  1918.  He  became  an 
associate-member  of  the  Society  in  1918. 


PHILIP  WALLIS 

Philip  Wallis  was  graduated  from  the  Stevens  Institute  of  Technology  in 
1879.  He  was  first  employed  by  the  Clark  Bridge  Co.  as  draftsman.  His  next 
position  was  as  instructor  in  mechanical  drawing  at  the  Maryland  Institute  Night 
School  of  Design.  In  the  latter  part  of  1880  he  was  made  assistant  in  the  testing 
department  of  the  Chicago,  Burlington  &  Quincy  Railroad  and  the  following  year 
became  engineer  of  tests  in  charge  of  the  physical  laboratory  of  that  company. 
In  1886  he  became  connected  with  the  Long  Island  Railroad  Co.  as  superintendent 
of  equipment. 

Mr.  Wallis  became  a  member  of  the  Society  in  1886.  He  died  on  March  3, 
1918. 

GEORGE  E.   WHITEHEAD 

George  E.  Whitehead  was  bom  on  September  6, 1846,  at  Ashton-imder-Lyne, 
Lancashfre,  England.  He  was  brought  to  this  country  when  but  a  child  and  was 
educated  in  the  public  schoob  of  Providence,  later  taking  a  special  course  in 
mathematics  at  the  Jenks  Morey  School  of  that  city. 

During  the  period  of  the  Civil  War  Mr.  Whitehead  was  employed  by  the 
Burnside  Rifle  Works  Co.,  leaving  at  the  close  of  the  war  to  serve  his  apprentice- 
ship as  mechanic  with  the  Brown  &  Sharpe  Manufacturing  Co.,  Providence,  R.  I., 
at  the  same  time  completing  his  studies  in  algebra,  geometry  and  trigonometry, 
He  was  next  employed  by  the  Household  Sewing  Machine  Co.  as  tool  maker  and 
die  cutter.  In  1874  he  became  associated  with  the  Rhode  Island  Tool  Co.,  as 
assistant  superintendent  and  later  became  superintendent,  serving  in  that  capacity 
for  thirty-one  years. 

Mr.  Whitehead  became  a  member  of  the  Society  in  1887.  He  died  on 
March  4,  1918. 

CHARLES   SMITH    WHITNEY 

Charles  S.  Whitney  was  born  on  August  25,  1881,  in  North  Attleboro,  Mass. 
He  received  his  early  education  in  the  public  schools  of  Boston.  His  technical 
education  he  obtained  through  many  years  of  intensive  study  by  correspondence 
and  through  lectures. 
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He  served  an  apprenticeship  of  two  years  with  the  Holtzer-Cabot  Electrical 
Ck>.,  Brookline,  Mass.,  as  electrical  machinist  and  draftsman.  In  1899  he  became 
assistant  to  the  mechanical  superintendent  of  the  Massachusetts  General  Hospital, 
Boston.  His  next  position  was  as  construction  foreman  with  the  Elektron  Manu* 
facturing  Co.  In  1903  he  became  associated  with  the  General  Accident,  Fire  and 
Life  Insurance  Corporation  as  elevator  inspector,  and  two  years  later  became 
senior  inspector.  In  1912  he  was  appointed  engineer  in  charge  of  inspection  work 
and  in  1914  became  chief  engineer  in  complete  charge  of  all  engineering  work  for 
the  corporation.  The  following  year  he  was  made  executive  superintendent  and 
at  the  time  of  his  death,  on  October  31,  1918,  was  holding  this  position. 

Mr.  Whitney  became  an  associate-member  of  the  Society  in  1916. 

WALTER  MARANTETTE   WILHELM  * 

Capt.  Walter  M.  Wilhelm  was  bom  in  De^noe,  Ohio,  on  November  13, 1884. 
He  was  graduated  from  the  United  States  Military  Academy  at  West  Point, 
N.  Y.,  in  June  1906,  and  from  the  School  of  Ordnance  Engineering,  Sandy  Hook 
Proving  Ground  in  July  1909.  In  August  of  that  year  he  became  assistant  and 
general  superintendent  at  the  Watervliet  Arsenal,  Wat^rvliet,  N.  Y.,  the  com- 
manding officer  being  Col.  W.  W.  Gibson.  He  was  in  charge  of  the  operation  of 
construction  of  field  and  coast  guns,  specializing  in  the  subject  of  relining  the 
latter  t3i>e.  He  was  also  responsible  for  the  installation  of  the  Taylor  system 
of  manufacture  at  the  Watervliet  Arsenal.  In  1913  he  was  transferred  to  Frank- 
ford  Arsenal,  Bridesburg,  Philadelphia,  where  he  was  assistant  to  the  officer  in 
charge  of  the  optical  department  dealing  with  the  manufacture  and  design  of  sea- 
coast  instruments.  Later  he  became  assistant  to  the  officer  in  charge  and  then 
himself  officer  in  charge  of  the  artillery  department  at  Frankford,  where  his  duties 
gave  him  charge  of  the  manufacture  and  design  of  shrapnel,  shell,  time  and  de- 
tonating fuses,  hand  grenades,  rifle  grenades,  etc.,  used  in  the  Army  and  Navy. 
In  November  1915  he  resigned  from  the  Army  to  become  vice-president  and 
general  manager  of  the  Eddystone  Ammunition  Corporation,  Eddystone,  Pa., 
where  he  had  full  charge  of  the  manufacture  of  2,500,000  complete  rounds  of 
Russian  shrapnel.  He  was  holding  this  position  at  the  time  of  his  death,  October 
3,  1918. 

Captain  Wilhelm  became  a  member  of  the  Society  in  1916. 


Xo.   1685 

INDEX  TO  VOLUME  40 

NOTE 

1  Names  of  authors  and  discimers,  also  those  of  deceased  members  preceding  an  obituary  notice^ 

are  in  caps  and  small  caps.    A  discusser  is  distinguished  from  the  author  of  a  paper  by  (D), 
placed  after  the  name  of  tho  paper. 

2  Titles  of  papers,  where  placed  after  the  name  of  the  author,  and  appearing  in  their  exact  form, 

are  in  italics.    Papers  are  indexed  not  under  their  titles  but  under  their  subject-matter. 

Page 

Abbott,  W.  L.    Effects  of  impurities  in  coal  (D) 261 

Storage  of  coal  (D) 383 

Absorption  machines  for  refrigerating  systems 659 

plant  for  recovery  of  gasoline 964,  966 

Accounting  system  for  foundry  cost« 67 

AcKERMAN,  William  Sickles,  obituary 1140 

Adams,  Comfort  A.    Screw  threads  and  limit  gages  (D) 895 

Adler,  a.  a.    Valves  and  fittings  for  high  hydraulic  pressures  (D) 990 

Administration,  rules  for  efficient 920 

Air  leaks  in  boiler  setting 296,  330 

propulsion     117 

supply  and  regulation  for  boilers 276,  325,  398 

washer 15 

Airplane  f abjics,  properties,  development,  tests 509 

propeller  performance,  predicting  from  tests  of  models 117 

wings,  method  of  covering 512 

Akimoff,  N.  W.    Air  propulsion  (D) 123 

Alden,  John  L.    A  High-Speed  Air  and  Gas  Washer 15 

Aldrich,  Wm.  S.     Industrial  power  problems  (D) 574 

Alford,  L.  p.     Public  interest  and  professional  practice  (D) 98 

Allex,  C.  M.     Efficiency  of  Gear  Drives  —  An  Accurate  Method  of  Testing  101 

Efficiency  of  gear  drives  (D) 115 

Allen,  Leslie  H.      The  Workman^ s  Home^  Its  Influence  upon  Production 

in  the  Factory  and  Labor  Turnover 215 

Alloys,  relative  corrosion  of 993 

American  Engineering  Standards  Committ<?e,  purpose  of 487 

Ammonia  condenser   647 

conservation  in  refrigerating  systems 661 

evaporating  system  in  refrigerating  plant 641 

Anderson,  John  W.     Discussion  of  Certain  Problems  in  Regard  to  Marine 

Diesel  OU  Engines 723 

Anthracite,    production 297 

waate,  utilization  of 296,  305,  309,  313 

1191 


1192  INDEX 

Page 

Antosch,  Walter,  obituary 1114 

Abcher,  Edward  R.,  obituary 1141 

Arnold,  G.  L.  H.    Factory  Stairs  and  Stairways 579 

Artillery,  railway 950 

Ash,  economical  limits  in  coal 264 

effect  on  plant  efficiency 254,  266,  268 

Auxiliaries,  refrigerating  plant 634 

AzBE,  Victor  J.    Chemical  and  physical  control  of  boiler  operation  (D)  . .  720 

Fuel  oil  as  a  substitute  for  coal  (D) 286 

Refrigerating  Plant  Efficiency 627 

Smoke  prevention   (D) ; 402 

Bacon,  William.    Standards  for  large  taper  shanks  and  sockets  (D) ....  860 

Baglet,  Glen  D.     Insulation  of  heated  surfaces  (D) 400 

The  Conservation  of  Heat  Losses  from  Pipes  and  BoHers 667 

Bailet,  E.  G.    Value  of  boiler-room  instruments  (D) 313 

Baker,  Charles  Whiting.     Non-financial  incentives  (D) 942 

Ballou,  Henry  W.     Oil  Fuel  in  New  England  Power  Plants 239 

Barre,  H.  a.     Fuel  oil  as  a  substitute  for  coal  (D) 286 

Barrows,  S.  B.     Efficiency  and  democracy  (D) 806 

Bates,  Edward  Carrington,  obituary 1 141 

Bayfield,  Henry  Arthur,  obituary 1142 

Beakey,  Patrick  Joseph,  obituary 1143 

Bearings,  thrust,  self-adjusting  spring  type 191 

Bedford,  Alfred  C.     The  Fuel-Oil  Situation 236 

Beeson,  a.  C,  obituary 1143 

Berg,  Eskil.     Advantages  of  High  Pressure  arid  Superheat  as  Affecting 

Steam    Plant    Efficiency 1125 

Berges,  Arthur  Henry,  obituary 1143 

Berndt,  Irving  A.     Non-financial  incentives  (D) 940 

Berry,  O.  C.     Cooling  losses  in  internal-combustion  engines  (D) 764 

Bertsch,   Lawrence  Howard,   obituary- 1144 

Best,  W.  N.     Fuel  oil  a^^i  a  substitute  for  coal  (D) 278 

Betts,  Alfred,  obituary 1144 

Bigelow,  Charle.s  H.     Industrial  power  problems  (D) 577 

Bigelow,  W.  D.     XJsos  of  steam  in  a  canning  factory  (D) 49 

Bird.  William  W.     A  Foundry  Cost  and  Accountinc  System 07 

Blackhurx,  A.  H.     Use  of  mechanical  stokers  (D) 347 

Blakeman,  W.  H.     Efficiency  and  democracy  (D) 805 

Blauvklt,    Albert,   obituary 1 144 

Blauvelt,  W.  II.     Coke  production  in  by-product  ovens  (D) 394 

Blonck,  W.  a.,  obituary 1145 

Boiler  plants,  fuel  economy  in 9(>9 

instruments    used    in 313,  698 

maiiiie 289,  291,  293 

methods  of  oiK'nition 696 

refrigerating 628 

types  of 337 


INDEX  1193 

Page 

Boilers,  control  of 364,  695 

efl5ciency  of,  effect  of  rating  on 973 

heat  losses  from 314,  667,  686,  706 

residence-heating 361 

revertible-flue 363 

tests  with  anthracite  wastes 305 

Boniface,  Arthur.    Factory  stairs  and  stairways  (D) 602 

BoRDE,   George  Urquhart,  obituary 1145' 

B0RNHOR8T,  August  H.,  obituary 1146 

Brady,  J.  H.     School  heating  (D) 399 

Brezinsky,  Emil,  obituary 1146 

Bridges,  vertical-lift,  mechanical  features  of 1017 

details  of  various 1018,  1037 

Briggs,  C.  a.     The  Elastic  Indentation  of  Steel  Balls  under  Pressure 139 

British  Engineering  Standards  Association,  work  on  screw  thread  and  limit 

•       gages 869 

list  of  reports  received  from 886 

Brooks,  C.  C.     Determination  of  stresses  in  wire  rope  (D) 1084 

Brooks,  Morgan.    Air  Propulsion 117 

Brown,  R.  P.    Value  of  boiler-room  instruments  (D) 321 

Brown,  Wendell  S.    Daylight  vs.  Sunlight  in  Sawtooth-Roof  Construction  603 

Browne,  Gail  H.,  obituary 1147 

Bryan,  Walter  E.    Residence  heating  (D) 368 

Fuel  economy  in  smaU  steam  plants  (D) 372 

Storage  of  coal  (D) 381 

Use  of  mechanical  stokers  (D) 345 

Value  of  boiler-room  instnunents  (D) 323 

Bryant,  E.  J.    Screw  threads  and  limit  gages  (D) 895 

Buckwheat  coal,  use  under  boilers 306-^308 

BuELL,  D.  C.     Naval  and  MUilary  Progress  —  Long-Range  Heavy  Navy 

Guns  nrilh  Railway  Mount 949 

Bureau  of  Standanls,  measurement  of  thread  gages  at 827 

Burgess,  Charles  Monroe,  obituary  1147 

BuRUNGAME,  LuTHER  D.     Measurement  of  thread  gages  (D) 849 

Standards  for  Large  Taper  Shanks  and  Sockets 851 

BuRNHAM,  WiLUAM,  obituary 1147 

Cables,  horizontally  suspendeil,  stresses  in 1063 

t<»n.sion  in 1064,  1065 

Caldwell,  George  Goodwin,  obituarj' 1148 

Canning  factory,  evaporation  in 38 

heat  distribution  in 28 

8t(»am   uses   in 27 

C'apital  and  indiLstr>' 209 

C'arrier,  W.  H.     High-speeti  air  and  gas  washer  (D) 22 

Carter,  Kmmett  B.     Valves  and  fittings  for  high  hydraulic  pressures  (D)  9?)1 

Cauy,  Albert  A.     Burning  soft  coal  without  smoke  (D) 289 

Kffect.s  of  impurities  in  coal  (D) 268 


1194  INDEX 

Gary,  Albert  A.  (Cont.)  -   Page 

Results  from  making  brick  boiler  settings  leakless  (D) 396 

Storage  of  coal  (D) 380 

Use  of  wood  as  a  fuel  (D) 351 

Cathcart,  W.  L.     Naval  and  Military  Progress  —  The  Achievements  of 

Naval  Engineering  in  the  War 947 

Central  America,  weights  and  measures  used  in 784-798 

Chapin,  W.  C.     The  Elastic  Indentnlion  of  Steel  Balls  under  Pressure  ....        139 

Chapman,  Frank  T.     Residence  heating  (D) 355 

Chimneys,  heat  loss  in 708,  71 1,  714 

Christensen,  Charles  C,  obituary 1148 

Christie,  A.  G.     Fuel  economy  in  small  steam  plants  (D) 371 

Heat  losses  from  pipes  and  boilers  (D) 691 

Marine  Practice  in  VaU>es  ajid  Fittings 1119 

Storage  of  coal  (D) 383 

Use  of  wood  as  a  fuel  (D) 354 

Utilization  of  anthracite  waste  (D) 313 

Value  of  boiler-room  instruments  (D) 324 

Clark,  Wallace.    Efficiency  and  democracy  (D) 803 

Clarke,  A.  T.    Efficiency  and  democracy  (D) 804 

Clinkering  of  coal  causes 260,  341 

influence  of  sulphur  on 255 

COi   recorders 320,  322,  324 

Coal,  calorific  value  of 263 

classification  of 333 

consumption  of 355,  970 

economical  use  of 254,  257,  301,  365,  368,  371,  394 

firing  of 325,  331 

impurities  in 231,  254,  266,  271 

pulverized 394 

storage 875-383 

weathering  of,  decrease  in  economy  from 254 

CoBURN,  Howard  L.,  obituary 1148 

Codes  of  ethics  of  various  American  professional  societies 85 

Cogswell,  Lester  Warren,  obituary 1149 

Coil  evaporators  in  canning  factories 38 

Coke  for  residence  heating 367 

ovens,  by-product 393 

Colburn,  C.  p.     Measurement  of  thread  gages  (D) S46 

Cole,  E.  L.     Limiting  Coal  Impurities  in  Pennsylvania 231 

CoLViN,  Benjamin  J.     The  relative  corrosion  of  alloys  (D) 1012 

Combustion  of  volatile  gases .•      325 

Condenser,   ammonia 647 

CoNLEY,  Murray  Copes,  obituary 1149 

Cook,  Harry  H.,  obituary 1150 

Cooke,  Morris  Llewellyn.     The  Public  Interest  as  the  Bed  Rock  of  Pro- 

fessional  Practice 85 

Cooke,   Stanley  Shields,  obituary 1150 

Cooling  towers,  refrigerating  system ^  .       653 


INDEX  1195 

Page 

CoRDES,  Paul  Henry,  obituary 1151 

Corrosion  of  alloys 993 

proposed  method  for  indicating  relative 996 

Cost  of  living,  problem  of 922 

steam  power  for  plants  of  different  capacities 553 

records  of  work 936 

CowDREY,  Irvino  H.     Moisture  Reabsorption  of  Air-Dried  Douglas  Fir 

and  Hard  Pine  and  the  Effect  on  the  Compressive  Strengths 53 

CoYLE,  William  Thomas,  obituar>' 1151 

Crane,  H.  M.     Cooling  losses  in  internal-combustion  engines  (D) 766 

Cuba,  weights  and  measures  used  in 789 

Culm,  production,  handling  and  use 298-303 

CusHMAN',  Allerton  S.     The  relative  corrosion  of  alloys  (D) 1010 

Dally,  John  Horton,  obituary 1152 

Davies,  Charles  E.     Efficiency  and  democracy  (D) 806 

Dawes,  H.  N.     Heat  losses  from  pipes  and  boilers  (D) 693 

De  Bothezat,  G.     Air  propulsion  (D) 125 

Delany,  C.  H.     Fuel  oil  as  a  substitute  for  oil  (D) 281 

De  Leeuw,  a.  L.     Non-financial  incentives  (D) 942 

Democracy  and  eflBciency 799 

and  indu8tr>' 199 

Denham,  Robert  S.    Foundry  cost  and  accounting  system  (D) 77 

Denman,  B.  J.    Fuel  economy  in  small  steam  plants  (D) 371 

Residence  heating   (D) 367 

Storage  of  coal  (D) 382 

Use  of  mechanical  stokers  (D) 345 

Value  of  boiler-room  instruments  (D) 324 

Dickie,  George  William,  obituary 1152 

DiEMER,  Hugo.     Non-financial  incentives  (D) 943 

Diesel  engines  for  marine  purposes 723 

DiLLARD,  James  B.     Naval  and  Military  Progress  —  Railtvay  Artillery ....  950 

Dillon,  John  H.     Refrigerating  plant  eflBciency  (D) 666 

DiMAN,  George  H.    Economical  hand  firing  (D) 331 

Fuel  economy  in  small  steam  plants  (D) 370 

DiMAN,  W.  G.     Utilization  of  anthracite  waste  (D) 304 

Diserens,  Paul.     Recovery  of  Gasoline  from  Casing-Head  and  Natural  Gas  953 

Dixon,  Robert  Munn,  obituary 1153 

Dodge,  A.  R.     Value  of  boiler-room  instruments  (D) 319 

Dougherty,  P.  J.     Residence  heating  (D) 365 

Douglas  fir,  moisture  reabsorption  of,  effect  on  compressive  strengths   ....  53 

Draft  control  in  residences 366 

gages 322,  324 

Du  P^aur,  Adolph  Faber,  obituar\' 1154 

Duffy,  Frank  J.,  obituary 1155 

Durfee,  Walter  C.     Air  propulsion  (D) 134 

Dynamometer,  absorption  type,  for  testing  gears 101 


1196  INDEX 

Page 

Economical  Use  of  Fuel — A  Symposium  on  Fuel  Conservation 227 

Education  of  the  engineer 494 

Efl5ciency  and  democracy 799 

of  boilers  with  oil  fuel 280 

refrigerating-plant 627 

Eggleston,  L.  W.     Residence  heating  (D) 363 

Ehrman,  E.  H.     Screw  threads  and  limit  gages  (D) 889 

Electric  heating  of  molds 149 

power   transmission 541 

Employees,   treatment  of 490 

Engineering  Societies,  organization  of 485 

Entropy-temperature  curves 1130 

Ethics,  codes  of,  for  professional  societies 85 

Evaporators,     canning-factory 38 

Executives,    functions    of 919 

industrial  organization  as  it  affects 909 

Export  trade,  use  of  metric  system  in 427 

Faber,  D.  C.    Fuel  economy  in  small  steam  plants  (D) 370 

Factory  stairs  and  stairways 579 

Farmer,  F.  M.    Heat  losses  from  pipes  and  boilers  (D) 690 

Farnham,  Dwight  T.     Industrial  organization  (D) 923 

Fawcus,  Thomas,  obituary 1155 

Fehr,  R.  B.     The  Relative  Corrosion  of  Alloys 993 

Feiss,  Richard  A.     Non-financial  incentives  (D) 941 

Public  interest  and  professional  practice  (D) 94 

Fernald,  Robert  H.     Uses  of  producer  gas  (D) 384 

Fiber  stress,  formula  for 978 

Fir,  effect  of  air  drying  upon  compressive  strengths 53 

Fire  protection,  economic  aspects  and  hazards  in  war  times 403 

flour  mills  and  grain  elevators 411 

metal-working  establishments  and  textile  mills 405 

piers 415, 419 

shipbuilding 409 

Fires  under  boilers,  best  thickness  of 303 

Firing  coal  under  lx)ilers,  methods  of 325, 331 

control   (artiller>') 699 

Fittings  in  marine  practice 1121 

Flanges,  report  of  committee  on  standardization  of 501 

Fleckenstein,  a.  C.     Industrial  organization  (D) 924 

Fletcher,  Carl  J.     Fuel  economy  in  small  steam  plants  (D) 372 

Effects  of  impurities  in  coal  {I)) 260 

Flour  mills,  fire  protection  in 411 

Ford,  John  D.,  obituary 1 156 

Forecoolcrs,  refrigerating-plant 644 

Foster,  E.  II.     Uses  of  steam  in  a  canning  factory  {D} 49 

FouHY,  Charles  E.     Labor  dilution  as  a  national  necessity  (D) 906 

Foundry  cost  and  accounting  system 67 


INDEX  1197 

Page 

Freeland,  E.  C.    Heat  losses  from  pipes  and  boilers  (D) 688 

Freeman,  F.  C.    Industrial  power  problems  (D) 577 

Freeman,  P.  J.,  Properties  of  airplane  fabrics  (D) 530 

Freight  cars,  increase  in  size  since  1900 391 

Freshney,  Samuel  Ambrose,  obituary 1156 

Frey,  William  P.     Utilization  of  anthracite  waste  (D) 307 

Fry,  Lawford  H.     Cooling  losses  in  internal-combustion  engines  (D) ....       767 

Fuel  'adminstrators,  work  of 251 

conservation  of 496 

government  plans  during  the  war 228 

problems  in  the  Middle  West  during  the  war 248 

costs,   comparison  of 386 

increase  in 248 

economy  by  use  of  high-pressure  steam  and  superheat 1128 

in    boiler   plants 969 

symposium  on 227-402 

oil,  cost  of 273 

operating  conditions  with 275,  288 

'  production  of 272,  284 

uses 272,  278 

Fuller,  B.  D.    Foundry  cost  and  accounting  system  (D) 76 

Fuller,  Raymond  C.     Marine  Diesel  oil  engines  (D) 738 

Furnaces,  hot-air 356,  358 

temperatures  in   321 

wood-burning 353 

Gaboury,  John  Dolan,  obituary 1157 

Gages,  draft 322,  324 

thread  (see  Thread  gages) 

Gale,  Henry  P.    High-speed  air  and  gas  washer  (D) 26 

Galloupe,  Francis  E.,  obituary 1157 

Gannon,  Thomas  J.     Chemical  and  physical  control  of  boiler  operation 

(D) 720 

Gantt,  H.  L.     Efficiency  and  Democracy 799 

Non-financial  incentives  (D) 941 

Gas,  natural 385 

producer,  field  of 384 

Gaskets  for  high  hydraulic  pressures 981 

(iiusolinc,  plant*  for  its  recovery  from  casing-head  and  natural  gas 953,  966 

(iAYLORD,  Wm.  W.     ValiHin  and  Fittings  for  High  Hydraulic  Pressures. . . .  977 

Gear  drives,  efficiency  of 101 

methods  of  testing 101 

German,  A.  J.     EfTccts  of  impuritiets  in  coal  (D) 268 

GETT^ .  Frank  E.,  obituary 1158 

GiLBRETH,  Frank  B.     Efficiency  and  democracy  {!)) 806 

Non-financial  incentives  (D) 943 

Glazebrock,  Sir  Richard.     The  Work  of  the  British  Engineering  Standards 

Associatioji  on  Screw  Threads  a  fid  Limit  Gages 869 


1198  INDEX 

Page 

Golden,  Michael  Joseph,  obituary 1158 

Gould,  W.  S.     Effects  of  impurities  in  coal  (D) 254 

Grace,  John  F.    Industrial  organization  (D) 923 

Grain  elevators,  fire  protection  of 411 

GuETHiNG,  Theodore  H.,  obituary 1159 

Guiteras,  Julian  G.,  obituary 1159 

Gullet,  L.  R.     Air  propulsion  (D) 132 

Gullet,  Lawrence  Richard,  obituary 1160 

Hachita,  M.  S.     Utilization  of  anthracite  waste  (D) 298 

Hagar,  Edward  McKim,  obituary 1160 

Hagen,  H.  F.     Air  propulsion  (D) 138 

Halset,  Frederick  A.     The  Weights  and  Measures  of  Latin  America.  . . .  773 

Hard  pine,  effect  of  air  drying  upon  compressive  strength 53 

Hardestt  Shortridge.     Determination  of  stresses  in  wire  rope 1075 

Harrington,  Joseph.    Use  of  mechanical  stokers  (D) 332 

Hartness,  Jasies.    Screw  threads  and  limit  gages  (D) 894 

Hatch,  M.  C.  M.    Automatic  air  supply  in  boiler  furnaces  (D) 398 

Burning  soft  coal  without  smoke  (D) 293 

Hatnes,  Claude  P.,  obituary 1160 

Haynes,  George  H.     The  Small  Industry  in  a  Democracy 199 

Hearne,  Robert  J.     Public  interest  and  professional  practice  (D) 95 

Heat  losses,  effect  of  air  currents 679 

from  pipes  and  boilers 667 

from  uninsulated  hot  surfaces 374 

in  boiler  operation,  formulae  for  estimating .695,  707,  714 

in  residences 365 

method  of  tests  of  in  pipes  and  boilers 671 

operating  expense  due  to 682 

test  of  boiler  with  and  without  covering 686 

through  coverings,  calculation  of 674 

Heated  surfaces,  insulation  of 400 

Heating,  residence 355 

school 399 

Hedrick,  E.  R.     Cooling  losses  in  internal-combustion  engines  (D) 769 

Heil,  H.  G.     The  Elastic  Indentation  of  Steel  Balls  under  Pressure 139 

Henderson,  Joseph  W.,  obituary 1161 

High-pressure  steam  as  affecting  plant  efficiency 1125,  1128 

Hile,  Charles  Harvey,  obituary 1161 

Hill,  Halbert  P.     Refrigerating-plant  efficiency  (D) 6G5 

Hill,  Harold  H.,  obituary 1162 

Hoagland,  Frank  O.     Measurement  of  thread  gages  (D) 849 

Holck,  Harry  C,  obituary 1162 

HoRNE,  George  A.     Refrigerating-plant  efficiency  (D) 666 

HoRTON,  Charles  M.     Public  interest  and  professional  practice  (D) ....  95 

HosKiNs,  Stephen  Paul,  obituary 1163 

Hot-air  furnaces,  saving  coal  in 356 

House,  M.  J.     Foundry  co.st  and  accounting  system  (D) 80 


INDEX  1199 

Page 
Howe,  James  F.     Determination  of  Stresses  in  Wire  Rope  as  Applied  to 

Modern  Engineering  Problems 1043 

The  relative  corrosion  of  alloys  (D) 1013 

Howell,  Charles  W.    Air  propulsion  (D) 123 

HoxiE,  F.  J.     Daylight  ^'s.  sunlight  in  sawtooth-roof  construction  (D) 623 

Properties  of  airplane  fabrics  (D) 530 

Hubbard,  C.  W.     Value  of  boiler-room  instruments  (D) 322 

Humidity  in  residence  heating 360 

HuxsAKER,  J.  G.     Air  propulsion  (D) 132 

Hr.VTER,  E.  E.     Fuel  economy  in  hand-fired  boilers  using  soft  coal  (D) 329 

HuxTER,  John  S.,  obituarj- 1163 

HuTTON,  P'rederick  Remsen,  obituary 1135 

Hydrocarbons,  pressures  and  t<?mperature8  at  which  they  will  condense 954 

Hydroelectric  plants  coimected  with  fuel-oil  plants 285 

Hymaxs,  F.     Determination  of  stressesiin  wire  rope  (D) 1085 

Stresses  in  Machines  when  Starting  or  Slopping 155 

Ice,  storage  of 642 

tanks,  refrigerating-plant 636 

Illmer,  Louis.     Cooling  losses  in  intcriial-combustion  engines  (D) 762 

Indentation  of  steel  balls 139,  146 

Industrial  democracy 910 

organization 911 

reconstruction . 910 

relationship 912 

Industrial  organization  as  it  affects  executives  and  workers 909 

Industry  and  democracy 199 

Inoersoll,  L.  R.     Heat  losses  from  pipes  and  boilers  (D) 690 

Instruments  for  use  in  boiler  rooms 313,317,319,323,329 

Insulation  of  heated  surfaces 400 

Internal-combustion  engines,  cooling  losses  as  affecting  design 745,  750 

temperature  drop  in 747 

Interstate  Commerce  Law,  relation  to  democracy 202 

IsHAM,  Henry  Smyth,  obituary 1163 

Jackson,  Arthur  C.     Non-financial  incentives  (D) 944 

Jackson,  Robert  Ellsworth,  obituary 1164 

Jacobs,  Arthur  IR^^NG,  obituarj' 1164 

Jacobus,  D.  S.     Chemical  and  physical  control  of  boiler  operation  (D) ....  719 

Johnson,  James  F.     Labor  dilution  as  a  national  necessity  (D) 905 

Johnson,  Josiah  F.     The  Large  Steayn  Turbine 1097 

Jones,   P'rank  Cazenove,   obituary 1165 

Jones,   Paul,  obituarj- 1165 

JouRDiN,  W.  W.     New  developments  in  methods  of  burning  coal  (D) ....  394 

Just,  George  Alexander,  obituary 1166 

Kearney,  E.  H.     Fuel  economy  in  small  steam  plants  (D) 368 

Keep,  William  J.,  obituary 1166 


1200  INDEX 

Page 

Kenerson,  W.  H.    Efl&ciency  of  gear,  drives  (D) 115 

Kent,  Wiluam.    Foundry  cost  and  accounting  system  (D) 83 

obituary 1167 

King,  Carl.    Factory  stairs  and  stairways  (D) 598 

Kino,  William  R.,  obituary 1169 

Klein,  Joseph  Frederic,  obituary 1169 

Knoeppel,  Charles  E.     Industrial  Organization  as  It  Affects  Executives 

and  Workers 909 

KoiNER,  C.  Wellington.    Fuel  oil  as  a  substitute  for  coal  (D) 285 

Public  interest  and  professional  practice  (D) 95 

Kreisinger,  Henry.     Burning  soft  coal  without  smoke  (D) 294 

Effects  of  impurities  in  coal  (D) 262 

Hand-fired  boilers  using  soft  coal  (D) 325 

Kuss,  R.  H.     Effects  of  impurities  in  coal  (D) 267 

Residence  heating  (D) ^ 360 

Some  Factors  in  Fuel  Economy  in  Boiler  Plants 969 

Use  of  mechanical  stokers  (D) 344 

Use  of  wood  as  a  fuel  (D) '. . .  350 

Value  of  boiler-room  instruments  (D) 322 

Labor  and  industry ' 209 

cost  of 249 

dilution  as  a  national  necessity 897 

effects  of 902-904 

readjustment 490 

turnover,  influence  of  workman's  homes  on 215 

Latin  America,  weights  and  measures  of 773 

Law,  Octavius  Augustus,  obituary 1171 

LfiAUT^,    Henry,    obituary 1171 

Leffler,  Leo  Julius,  obituary 1 172 

Leisenring,  Frank  Sheppard,  obituary 1173 

Le  Maistre,  C.     The  British  EngiJicering  Standards  Association 863 

Leonard,  Harry  Sheldon,  obituary 1173 

Leonhard,  Albert  Theodore,  obituary 1173 

Lesher,  C.  E.     Coke  made  in  by-product  ovens  (D) 393 

Lewis,  Thornton.     Public  interest  and  professional  practice  {D) 97 

Lewis,  Wilfred.     Efficiency  of  gear  drives  (D) 112 

Standards  for  large  taper  shanks  and  sockets  (D) 860 

Libby,  Malcolm.     Foundry  cost  and  accounting  system  {!)) 83 

Lighting  of  stairs 597 

Lignite,  difficulty  of  storing 383 

Limit  gages  .  .  .". 869,  878,  880,  8S1 

Limiting  (;oal  impurities  in  Pennsylvania 231 

Living,  cost  of 922 

Load  factor  vs.  steam  heating 575 

Locomotives,  comparison  of  steam  and  electric • 388 

compound 387 

economy  of 386 


INDEX  1201 

Paob 

Lord,  Chester  B.    Screw  threads  and  limit  gages  (D) 890 

Lynch,  Thomas  M.,  obituary *. .  1174 

McCarty,   Dale,   obituary 1174 

McMillan,  L.  B.    Fuel  economy  in  small  steam  plants  (D) 373 

Heat  losses  from  pipes  and  boilers  (D) 687 

Residence  heating   (D) 368 

Uses  of  steam  in  a  canning  factory  (D) 50 

Machines,  energy  equation  of 160 

rigid  and  relative  motion  in 163 

stresses  when  starting  and  stopping 155 

Macintire,  H.  J.     Public  interest  and  professional  practice  (D) 94 

Magruder,  W.  T.     Cooling  losses  in  internal-combustion  engines  (D) ....  761 

Daylight  vs.  sunlight  in  sawtooth-roof  construction  (D)    622 

Factor>'  stairs  and  stainn-ays  (D) 600 

Heat  losses  from  pipes  and  boilers  (D) 692 

Properties  of  airplane  fabrics  (D) 530 

Screw  threads  and  limit  gages  (D) 888 

Main,  Charles  T.     Broader  Opportunities  for  the.  Eftgitwcr  (Presidential 

Address,  1918) 471 

Efficiency  of  gear  drives  (D) 115 

President,  1918,  l)iography 1 

Marine  boilers,  operation  of 281,  291 

use  of  pulverized  coal  in 294 

Diesel  engines 723 

Marsh,  T.  A.     Effects  of  impurities  in  coal  (D) 271 

Use  of  mechanical  stokers  (D) 3iJ9 

May,  Oscar  John,  obituarj- 1175 

Metal-working  establishments,  fire  protection  of 405 

Meters,  boiler-room 313,  316 

steam-flow 319 

Metric  system,  industries  in  which  sj'stem  is  unnecessary  for  foreign  trade  429 

use  of  in  export  tratie 427,  429 

use  of  in  production 439 

Miller,  F.  J.     Public  interest  and  professional  practice  (/)) 94 

Miller,  Lyman  H.     Determination  of  stresses  in  wire  rope  (/)) 1085 

Miller,  Spencer.     Non-financial  incentives  (D) 945 

Models,  predicting  airplane  performance  from 117 

Moeller,  F.     Detenninaticm  of  stresses  in  wire  roi)e  (D) lOS^J 

Moldenke,  R.     Foundry  cost  and  accounting  system  (D) 82 

Molds,  electrically  heated 149 

Monnett,  Osborn.     Burning  soft  coal  without  smoke  (D) 291 

MooRK,  Ernest  Ainsworth,  obituarj' 1175 

Mosher,   William  Earle,  obituarj- 1176 

Mowery,  H.  W.     Factory  stairs  and  stairways  (D) 600 

Mueller,  (/.  R.     Residence  heating  (D) 356 

MunLFKLD,  J.  E.     Relative  economy  of  locomotives  (D) 386 

Utilization  of  anthracite  waste  (D) 297 


1202  INDEX 

Page 

MuLLANEY,  John  E.    Efficiency  and  democracy  (D) 806 

obituary 1176 

Murphy,  B.  S.     Effects  of  impurities  in  coal  {D) 263 

Utilization  of  anthracite  waste  (D) .'JOO 

Myers,  David  Moffat.     The  GovernmeiiCs  Plan  for  Fuel  Conservation ....  228 

Nagle,  a.  F.     Public  interest  and  professional  practice  (D)    97 

National  developments,  relation  to  engineering 487 

National  Fire  Protection  Association,  records 411 

Natural  gas,  use  for  power  purposes 38o 

Naval  and  military  progress 947 

engineering  in  the  war 947 

Navy  guns  with  railway  mount 949 

Newcomb,  Robert  E.     Foundry  cost  and  accounting  system  (D) 78 

Non-financial  incentives 925 

Norman,  C.  A.     The  Cooling  Losses  in  Inlemal-Combustion  Engines  as 

Affecting    Design 745 

NoRRis,  J.  H.    The  relative  corrosion  of  alloys  (D) 1012 

Oatley,  H.  B.     Burning  soft  coal  without  smoke  (D) . .  .^ 292 

Oil  engines 723 

fuel  {see  Fuel  oil) 

O'Neill,  Haylett.     Burning  soft  coal  without  smoke  (D) 295 

Ophuls,  Fred.     Refrigerating  plant  efficiency  (D) 663 

Opportunities  for  the  engineer 471 

Organization,  industrial,  characteristics  of 911 

laws  and  rules  of 914,  920 

model 919 

Ormsby,  Earle.     Refrigerating  plant  efficiency  (D) 665 

Park,  W.  M.     Use  of  mechanical  stokers  (D) 348 

Parker,  John  Clinton.     Non-financial  incentives  (D) 943 

Passenger  cars,  increase  in  size  since  1900 391 

Peabody,  Ernest  IL     Fuel  oil  as  a  substitute  for  coal  (D) 272 

Petroleum,  production  in  the  United  States 285 

Piers,  fire  protection  of 415,  417,  419-423 

PiGOTT,  R.  J.  S.     Effects  of  impurities  in  coal  (D) 268 

Fuel  oil  as  a  substitute  for  coal  (D) 280 

resolution  submitted  by  . . : 281 

Valves  and  fittings  for  high  hydraulic  pressures  (D) 991 

Pine,  hard,  moisture  reabsorption  and  the  effect  on  compressive  strengths  53 

Pipe  coverings,  insulating,  cost,  etc 680-684 

fittings,  report  of  committee  on  standardization  of  ...  .^ 501 

flanges,  marine  types 1121 

heat  losses  from 667,  669 

marine  practice  in  use  of 1120 

temperature  of  air  surrounding  covered 678 

Pitman,  Stephen   Minot,   obituary 1 177 


INDEX  1203 

Page 

Plank,  William  J.,  obituary ; .     1177 

Plug  thread  gages,  measurement  of 829 

Polakov,  Walter  N.    Chemical  and  physical  control  of  boiler  operation 

(D) 718 

Effects  of  impurities  in  coal  (D) 256 

Efficiency  and  democracy  (D) 806 

Non-financial  incentives  (D) 940 

Value  of  boiler-room  instruments  (D) 317 

Potter,  A.  A.     The  Pud  Problem  in  the  Middle  West 248 

Powell,  H.  J.  Bingham.    Measurement  of  thread  gages  (D) 845 

.    Screw  threads  and  limit  gages  (D) 887 

Power,  cost  of 546,  575 

influence  of  steam  heating  on 575 

influence  of  cost  of  coal  on 576 

generation,  concentrated  vs.  subdivided 574 

in  the  industries 206,  537 

plants,  cost  of  steam  in  plants  of  various  capacities 553 

reserve  capacity 540 

size  of 539 

use  of  oil  in 278 

various   demands   on 541 

reUability  of 538 

transmission  of  electric 541 

Poster,  George  Sunter,  obituary 1177 

Prentice,  Donald  B.     Residence  heating  (D) 361 

Production,  influence  of  workman's  home  on 215 

use  of  metric  system  in 439 

Progress  records,  individual  and  continuous 930,  932 

Pryor,  J.  Donald.     Some  Economic  Aspects  of  Pire-Prolection  Problems 

and  Hazards  in  War  Times 403 

Publicity  and  marketing  as  an  aid  to  industry 211 

PuLis,  W.  E.     Non-financial  incentives  (D) 940 

Pulschen,   Henry  George,   obituary 1178 

Pulverized  coal 295 

Railway  artillery 950 

mount  for  Nax'y  guns 949 

Raisig,  Charles.    Valves  and  fittings  for  high  hydraulic  pressures  (D) . .  988 

Randolph,  L.  S.     Mechanical  features  of  vertical-lift  bridges  (D) 1041 

Receivers,  multiple-effect,  refrigerating-plant 644 

Recording  instruments,  information  afforded  by  use  of  in  a  boiler  plant . . .  698 

advantages   of 316 

Reed,  James,  Jr.     Public  interest  and  professional  practice  (D) 98 

Refrigerating  plant,  absorption  machines 659 

auxiliaries * 634 

efficiency 627 

equipment 628,   636,   644,   653 

uses  of  ammonia 641,  647,  661 


1204  INDEX 

• 

Page 

Reichmann,  Albert.    Detennination  of  stresses  in  wire  rope  (D) 1084 

Reid,  Geoffrey  Lawrence,  obituary 1178 

Reillt,  Charles  James,  obituary 1179 

Reist,  H.  G.    a  Selff-AdjiMting  Spring  Thrust  Bearing 191 

Research  and  industry 210 

Residence  heating,  boilers  for 361 

economy  in 355, 359, 360, 365-367 

Reynolds,  James  J.    Efficiency  and  democracy  (D) 806 

Reynolds,  Herbert  B.    Uses  of  steam  in  a  canning  factory  (D) 48 

Rice,  Calvin  W.    Public  interest  and  professional  practice  (D) 99 

Riley,  R.  Sanford.    Public  interest  and  professional  practice  (D) 100 

Utilization  of  anthracite  waste  (D) 312 

Ring  thread  gages,  measurement  of 841 

Roberts,  Thomas  M.    Public  interest  and  professional  practice  (D) 96 

RoHLio,  George  Gustav,  obituary 1179 

Roof  construction,  sawtooth,  daylight  vs.  sunlight  in 603 

relative  intensity  of  diffused  daylight  due  to  slope  of  sawtooth  light- 
ing area 608 

slope  of  lighting  area  in  sawtooth  construction 605 

Ropes  and  strands,  strengths  of   1043 

Rousseau,  Edwin  H.,  obituary 1180 

Roys,  F.  W.    Efficiency  of  Gear  Driven  —  An  Accurate  Method  of  Testing . .  101 

Sackett,  Frank  V.     Some  Economic  Aspects  of  Fire-Protection  Problems 

and  Hazards  in  War  Times 403 

Sackett,  Robert  L.     Non-financial  incentives  (D) 945 

The  relative  corrosion  of  alloys  (D) 1013 

Safford,  Arthur  T.     Industrial  power  problonLs  (D) 577 

Sargent,  William  Prescott,  obituary 1180 

Savage,  Puilip  J.     Residence  heating  (D) 359 

School  heating 399 

Schumaker,  John  S.     Burning  soft  coal  without  smoke  (D) 296 

Scott,  E.  G.     Uses  of  steam  in  a  canning  factory  (D) 48 

Screw  threads  and  limit  gages.     British  Engineering  Standards  Association  870 

Seed,   Charles   II.,   obituary IISI 

Seller-s,  M.  B.     Air  propulsion  (D) 134 

Shale  deposits  in  United  States 2S5 

Sharfe,  G.  II.     Utilization  of  anthracite  waste  {D} 311 

Shaw,  J.  C.     Marine  Diesel  engines  (D) 736 

Sherman  anti-trust  law,  relation  to  democracy 202 

Shipbuilding,   fire-protection  system 409 

industry 408 

Slocum,  S.  E.     Stresses  in  machines  when  starting  and  stopping  (D) 188 

Smallwood,  Julian  C.     Investigaihn  of , the  Uses  of  Steam  in  the  Canning 

Factary 27 

Smerling,  Carl.     Storage  of  coal  (D) 38:i 

Use  of  mechanical  stokers  (D) 343 

Smith,  Horace  Milliken,  obituary 1181 


INDEX  1205 

• 

Page 

Smith,  Oberlin.    Non-financial  incentives  (D) 944 

Public  interest  and  professional  practice  (D) *. 97 

Smith,  Roy  Brooks,  obituary 1182 

Smith,  William  Warren,  obituary 1182 

Smoke  prevention 402 

Smokeless  combustion,  methods  of  obtaining 294,  296 

in  marine  boilers 289,  291 

SfnroER,  Frederick  W.,  obituary 1183 

Society  affairs.  Annual  Meeting,  December  1918 467 

consolidation  of  technical  societies 486 

meetings  of  Sections,  January-Jime  1918 3 

meetings  of  Sections,  September-December  1918 463 

organization   485 

program  of  Annual  Meeting 468 

Report  of  the  Committee  on  Standardization  of  Flanges  and  Pipe  Fittings  501 
Report  of  the  Committee  on  Weights  and  Measures  on  the  Metric  System 

in  Export  Trade 427 

Spring  Meeting,  Worcester,  Mass.,  1918 11 

technical  work 476 

war  activities 472 

Sockets  and  taper  shanks,  large,  standards  for 851 

Spanish  weights  and  measures 774 

Sparrow,  John  Porterfield,  obituary 1183 

Spontaneous  combustion 375,  380 

Spray  systems,  refrigerating  systems 653 

Sprinkler  systems 406 

reduction  of  insurance  due  to 411 

Stairs,  factory 579 

safety  measures  in  design  of 585,  590-599 

Standardization,  American  engineering  societies 487 

Standards  for  large  taper  shanks  and  sockets 851 

Starrett,  Goldwin,  obituary 1184 

Steam,  formulae  for  calculating  energy  in 1126 

flow,  relation  to  air  flow 315 

meters 319 

kettles  in  canning  factories 34 

pipes,  savings  resulting  from  insulation 373 

plants,  economy  in 368 

efficiency  of 1125 

experiences    in 371 

power,  cost  of  in  plants  of  various  capacities 553 

superheated,  effect  on  plant  efficiency 1125, 1128 

turbines 1097 

construction  of 1111-1117 

performance  of 1097 

uses  of  in  canning  factories 27 

Stevens,  Edwin  A.,  obituary 1 184 

Still,  F.  R.     High-speed  air  and  gas  washer  (D) ?2 


1206  INDEX 

Page 

Stoek,  H.  H.    Storage  of  coal  (D) 375 

Stoker  plants,  classification  of 336 

Stokers,  adaptability  of 335, 337,  344 

fuels  for 333,  339,  341 

smokeless   combustion   of 294 

tachometers  for 322 

Stratton,  S.  W.     Air  propulsion  (D) 131 

Stresses  in  machines  when  starting  and  stopping 155 

Superspeed  theory  as  applied  to  airplane  propellers 117 

SuPLEE,  H.  H.     Measurement  of  thread  gages  (D) 849 

Swallow,  H.  J.     Efficiency  and  democracy  (D) 806 

Sykes,   Matthew  Anden,  obituary 1185 

Technical  societies,  consolidation  of 486 

Temperatures,  furnace  and  flue 322 

Ten  Broeck,  Floyd  G.,  obituary 1 186 

Textile  mills,  fire  protection  of 405 

Thomas,  P.  W.     Effects  of  impurities  in  coal  (D) 269 

Fuel  economy  in  small  steam  plants  (D) 372 

Storage  of  coal  (D) 381 

Use  of  mechanical  stokers  (D) 344 

Thread  gages,  manufacture  of \  809 

measurement    of 827 

plug 829 

ring 841 

Throttling,  effect  of 1131 

Thrust  bearings,  self-adjusting  spring  type 191 

TiLLSoN,  B.  F.     Heat  losses  from  pipes  and  boilers  (D) 693 

Timber,  strength  of,  effect  of  moisture  reabsorption  on 53 

TowNSEND,    David,    obituary 1186 

Tripp,  Samuel  F.,  obituary 1187 

Trump,  Edward  N.     Refrigerating-plant  efficiency  (D) 663 

Turbines,  steam  {see  Steam  turbines) 

Uehling,  E.  a.     The  Chemical  and  Physical  Control  of  Boiler  Operation .  .  695 

\^alue  of  boiler-room  instruments  ( D) 320 

Uhl,  \V.  F.     Industrial  Power  Problems 537 

Unverf-erth,  Clarence  B.  D.,  obituary 1187 

Vacuum  i)ans  in  canning  factories 39 

pumps,    capacity   chart 96S 

Valves  and  fittings,  for  high  hydraulic  pressures,  design  of 977 

for  marine  practice 1119,  1122 

Van  Bergen,  C.  E.     Effects  of  impurities  in  coal  (D) 261 

Fuel  economy  in  small  steam  plants  (D) 373 

Storage  of  coal  (D) 383 

Residence  heating  (D) 367 

Value  of  lx)iIer-room  instruments  (D) 324 

Van  Brunt,  J.     Use  of  mechanical  stokers  (D) 336 


INDEX  1207 

• 

Page 

Van  Cleve,  Horatio  P.    Mechanical  Features  of  the  Vertical-Lift  Bridge . .  1017 

Van  Keuren,  H.  L.     The  Measurement  of  Thread  Gages 827 

Veeder,  Curtis  H.     Factory  stairs  and  stairways  (D) 598 

Vincent,  A.  S.     Effects  of  impurities  in  coal  (D) 287 

Vincent,  J.  G.    Air  propulsion  (D) 134 

Waddell,  J.  A.  L.     Mechanical  features  of  the  vertical-lift  bridge  (D) . .  1035 

Waldron,  Frederick  A.     Labor  DUution  as  a  National  Necessity 897 

Walen,  E.  Dean.     Properties  of  Airplane  Fabrics 509 

Walker,  William  L.     Foundry  cost  and  accounting  system  (D) 81 

Wallis,  Philip,  obituary 1188 

Webre,  a.  L.     Uses  of  st«am  in  a  canning  factory  (D) 49 

Weights  and  measures  of  Latin  America 773 

Spanish 774 

Portuguese 774 

report  of  use  in  export  trade   427 

Wells,  Frank  O.     Present  Practice  in  Thread-Gage  Making 809 

Wesson,  P.  B.     UtiUzation  of  anthracite  wa8t<?  (D) 312 

White,  Harold  E.     Electric  Healing  of  Molds 149 

Whitehead,  George  E.,  obituary' 1188 

Whitman,  Malcolm  D.     Properties  of  airplane  fabrics  (D) 534 

Whitney,  Charles  Smith,  obituary 1188 

WiLHELM,  Walter  MARAJTrETTE,  obituar>' 1189 

Williams,  W.  G.     Fuel  oil  as  a  substitute  for  coal  (D) 284 

WiLLiSTON,  Arthur  L.     Non-financial  incentives  (D) 944 

Windows,  loss  in  heating  through 362 

Wire  ro[)e,  determination  of  stresses  in 1043-1068 

Wolf,  Robert  B.     Non-Financial  Incentives 925 

Wood,  Arthur  J.     Refrigerating-plant  efficiency  (D) 664 

Wood  fuel,  experiences  with 350,  352 

furnaces  for  burning 353 

heating  value  of 351 

value  as  fuel 286,  350 

WooLSON,  Ira  H.     Factory  stairs  and  stainjiays  (D) 599 

Workers,  industrial  organization  as  it  affects 909 

Workman's  home,  influence  ujwn  production  and  labor  turnover 215 

tjTXJs  and  cost 221 

Wyer,  Samuel  S.     Natural  g:is  lu*  a  power  fuel  (D) 385 

Wynne.  T.  N.     Storage  of  coal  (D) 378 


f 


I       I 


I      1 


I       I 


I     I 


I     I 


I         I 


I  < 


I        I 


I  I 


V. 

> 


if 

rr 


1 

>  O^ 

CP  l\3 

H* 

H' 

C/l 

• 
O 

o 

(D 

H  CD 

H- 

H 

:3 

O 

S 

:?5 

P 

H- 

13 

IS 

3 

P 

(D 

GO 

o 

CD 

O 

c+  H 

O 

H- 

IS 

H- 

iO 

• 

Q 

13 

c^ 

CD 

Vi 

/ 


/ 


